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PREFACE  TO  THE  FOURTH  EDITION. 


Tme  present  edition  of  this  woi^  has  been  so  completely  revised 
and  enlarged  that  it  is  practically  a  new  treatise;  Numerous 
examples,  drawn  for  the  most  part  from  actual  practice,  have  been 
added  to  the  several  chapters,  and  a  large  number  have  been  worked 
out  in  detail  throughout  the  text  so  as  to  illustrate  the  principles 
of  strength,  construction,  and  design.  In  determining  the  stresses 
in  framed  structures  Bow's  method  has  been  used,  and  the  manner 
of  its  application  has  been  shown  in  various  examples  of  roofs  and 
bridges.  Chapter  X  on  bridges  presents  the  subject  in  a  somewhat 
new  manner,  giving  the  principles  now  generally  adopted  in  engineer- 
ing design.  The  tables  of  strengths,  elasticitiee,  weights,  etc.,  have 
been  car^ully  revised,  increased  in  number,  and  brought  up  to  date. 
Many  examples  have  been  carefully  selected  from  the  works  of 
well-known  authors,  but  my  special  thanks  are  due  to  Professor 
Greenhill  for  permission  to  make  use  of  his  train  problem-;'  in  Chap* 
ter  ni,  and  also  to  Mesere.  Waddel!  and  Hedrick  for  important 
information  on  the  preliminaries  of  bridge  design,  and  for  notes  on 
problems  which  have  arisen  in  the  course  of  actual  construction. 
To  my  colleague,  ProfesBor  H.  M,  McKay,  I  desire  to  express  my 
sincere  thanks  for  assistance  in  revising  proof-sheets  and  for  many 
valuable  suggestions. 

Hesjey  T.  Bovet. 

HcOiu.  UxivKBaiTT,  October,  1005. 
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THEORY  OF  STRUCTURES. 


FEAMES  LOADED  AT  THE  JOINTS. 

I.  Definitioiis. — Frames  are  rigid  structures  composed  of 
straight  stmt«  and  ties,  jointed  together  by  means  of  bolts,  straps, 
mortises,  and  tenons,  etc.  Struts  are  members  in  compression,  ties 
members  in  tension,  and  the  term  brace  is  applied  to  either. 

The  extenud  forces  upon  a  frame  are  the  loads  and  the  reac- 
tions at  the  points  of  support,  from  which  may  be  found  the  result- 
ant forces  at  the  joints.  The  greatest  care  should  be  exercised 
in  the  design  of  the  joints.  The  resultant  forces  should  severally 
coincide  in  direction  with  the  axes  of  the  members  upon  which 
they  act,  and  should  intersect  the  joints  m  then-  centres  of  gravity. 
Owing  to  a  want  of  homogeneity  in  the  material,  errors  of  work- 
mansbip,  etc.,  Uiis  coincidence  is  not  always  practicable,  but  it 
should  be  remembered  that  the  smallest  deviation  introduces  a 
bending  action.  Such  an  action  will  also  be  caused  by  joint  fric- 
tion T^en  the  frame  is  insufficiently  braced.  The  points  in  which 
the  lines  of  action  of  the  resultants  intersect  the  joints  are  also 
called  the  centres  of  resistcmce,  and  the  figure  formed  by  joining  the 
centres  of  resistance  in  order  is  usually  a  polygon,  which  is  desig- 
nated the  line  of  resistance  of  the  frame. 

The  position  of  the  centres  should  on  no  account  be  allowed 
to  vEuy.  It  is  Bfsumcd,  and  is  practically  true,  that  the  jointe 
of  a  frame  are  flexible,  and  that  the  frame  under  a  given  load  does 
not  sensibly  change  in  form.  Thus  an  individual  member  is  merely 
Btretched  or  ccHnpressed  in  the  direction  of  its  length,  i.e.,  along 
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^  THEORY  OF  STRUCTURES. 

its  line  of  resistance,  while  the  frame  as  a  whole  may  be  subjected 
to  a  bending  action. 

The  term  truss  is  often  applied  to  a  frame  supporting  a  weight. 

2.  Frame  of  Two  Members. — 0.4,  OB  are  two  bars  jointed  at  O 
and  supported  at  the  ends  A,  B.  The  frame  in  Fig.  1  consists  of 
two  ties,  in  Fig.  3  of  two  struts,  and  in  Fig.  2  of  a  strut  aad  a  tie. 


Fig.  1. 


Fio.  3. 


Let  P  be  the  resultant  force  at  the  joint,  and  let  it  act  in  the  direc- 
tion OC.  Take  OC  equal  to  P  in  magnitude,  and  draw  CD  parallel 
to  OB.    OD  is  the  stress  along  OA,  and  CD  is  that  along  OB. 

Let  the  angle  AOB=a,  and  the  angle  COD~^. 

Let  Si,  S2  be  the  stresses  along  OA,  OB,  respectively.    Then 


OD 
'OC' 


sin  (ft  — |g) 


S2    CD    amj 
P  'OC'sina 


3.  Frame  of  Threfl  or  More  Members. — Let  AiAzAs  ...  be  s 
polygonal  frame  jointed  at  Ai,  As,  A3,  .  .  .  Let  Pi,  P3,  P3,  .  .  . 
be  the  resultant  forces  at  the  joints  Ai,  A%  Az,  .  .  .  ,  respectively. 
Let  8\,  S2,  Sz,  .  .  .  he  the  forces  along  AiAi,  .^3^3,  .  .  .  ,  respect- 
ively. 

CJonsider  the  joint  Ai. 

Tlie  lines  of  action  of  three  forces,  Pi,  Si,  and  S«,  intersect  in 
this  joint,  and  the  forces,  being  in  equilibrium,  may  be  represented 
in  direction  and  magnitude  by  the  sides  of  the  triangle  OsiSn,  in 
which  S1S9  is  parallel  to  Pi,  Osi  to  Si,  and  Oeo  to  S«. 

Similarly,  Pj,  Si,  S3  may  be  represented  by  the  sides  of  the 
triangle  OsiSa  which  has  one  side,  Osi,  common  to  the  triangle  OsiSg. 
and  so  on. 

Thus  every  joint  fumishea  a  triangle  having  a  side  conmion 
to  each  of  the  two  adjacent  triangles,  and  all  the  triangles  together 
from  a  closed  polygon  ^18353  .  .  .  The  sides  of  this  polygon  represent 
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FRAMES  LOADED  AT  THE  JOINTS.  3 

m  magnitude  and  direction  the  resultant  forces  at  the  joints,  and 
the  radii  from  the  pole  0  to  the  angles  S1S283,  .  .  .  represent  in 
magnitude,  direction,  and  character  the  forces  along  the  several 
mdes  of  the  frame  AiA-zAs  .  .  .    The  polygon  A1A2A3  ...  is  the 


line  of  resiatance  of  the  frame,  and  is  called  the  funicular  polygon 
of  the  forces  Pi,  Pa,  Pa,  .  .  .  with  respect  to  the  pole  O. 

The  two  polygons  are  said  to  be  reciprocal,  and,  in  general,  twa 
figures  in  graphical  statics  are  said  to  be  reciprocal  when  the  ades 
in  the  one  figure  are  parallel  or  perpendicular  to  corresponding 
sides  in  the  other. 

A  triangle  or  polygon  is  also  said  to  be  the  reciprocal  of  a  point 
when  its  sides  are  parallel  or  perpendicular  to  corresponding  lines 
radiating  from  the  pomt.  Tlius  the  triangle  OseSj  is  the  reciprocal 
of  the  point  Ai,  and  the  ptdygon  A1A2A3  .  .  .  ia  the  reciprocal 
of  the  point  O. 

If  more  than  two  members  meet  at  a  jomt,  or  if  the  joint  is 
subjected  to  more  than  one  load,  the  resulting  force  dif^am  will  be 
a  quadrilateral,  pentagon,  hexagon,  .  .  .  according  as  the  number 
of  members  is  3,  4,  5,  ...  or  the  number  of  loads  2,  3,  4,  .  .  . 

In  practice  it  is  usually  required  to  determine  the  stresses  in  a 
nximber  of  members  radiating  from  a  joint  in  a  framed  structure. 
If  the  reciprocal  of  the  joint  can  be  drawn,  its  sides  will  repre- 
sent in  direction  and  magnitude  the  stresses  in  the  corresponding 
members. 
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The  convert  of  the  precediog  is  evidently  true.  For  if  a  sys- 
tem of  forces  is  in  equilibrium,  the  polygon  of  forces  Sis^a  .  .  . 
must  close,  and  therefore  the  polygon  which  has  its  sides  respect- 
ively parallel  to  the  radii  from  a  pole  0  to  the  angles  si,  Sj,  S3,  .  .  . 
and  which  has  its  angles  upon  the  lines  of  action  of  the  forces,  must 
also  close. 

Ex.  1.  Let  0  be  a  joint  in  a  framed  structure,  and  let  Oa„  Os„  Os„  . . . 
be  tbe  axes  of  the  members  radiating  from  it.  The  polygon  A,AyA,  ...  is 
the  reciprocal  of  0,  the  side  A,A,  representing  the  stress  along  Osi,  the  ude 
A,A,  that  along  Os„  etc..  Fig.  5. 

Ex.  2,  Let  the  resultant  forces  at  the  joints  be  parallel.  The  polygon 
of  forces  becomes  the  straight  Une  «,8„  which  is  often  termed  the  liiie  0}  loads. 
Thus,  the  forces  P„  P.,  ...  P(  are  represented  by  the  sides  <,s„  »^ «.S(, 


Fto.  6. 


Fio.  7. 


which  are  in  one  straight  tine  dosed  by  «,«,  and  e^,  representing  the  remuD- 

ing  forces  P,  and  Pg,  while  the  triangles  Os,s„  Os^ are  the  reciprocals  of 

the  points  A„  A,...  Draw  OH  perpendicular  to  s,e,.  The  projection  of 
each  of  the  lines  Os^,  Os,,  Ost, .  . .  perpendicular  to  «,3,  is  the  same  and  equal 
to  OH,  which  therefore  represents  in  magnitude  and  direction  the  stress  which 
is  the  same  for  each  member  of  the  frame. 

Let  a„  a„  a„  . , .  be  the  inclinations   of  the    members  AiA„  AfA„  ... 
respectively,  to  the  line  of  loads.    Then 

OH  -Hsi  tan  a,  -fig,  tan  o,; 

.'.  Off  (cot  o,  +  COt  oJ-ff<,+ffSj-S,»,-P,+  P,+  Pj+P,-P,+P„ 

and  OH,  in  direction  and  magnitude,  is  equal  to  the  stress  common  to  each 
member.     Also,  the  stress  in  any  member,  e.g.,  AtAt.—Ost  —  OH  cosec  <ii. 

IiCt  the  resultant  forces  at  the  joints  A,,A,  be  inclined  to  the  common 
direction  of  the  remaining  forces,  and  act  in  the  direction  shown  by  the  dotted 
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lines.  Let  F,',  P,'  be  the  loagmtudeB  of  the  new  forces;  draw  «,■,'  parallel 
to  the  direction  of  P,'  bo  as  to  meet  Os,  in  s,';  join  s,s,'-  Since  there  is  equ^ 
librium,  s,'«,  must  be  parallel  to  the  line  of  action  of  Pt-  Thus 
tt's^i  is  the  force  polygon. 

Ex.  3.  The  forces,  or  loads,  P„  P„ ...  P.  are  generally  ver- 
tical, while  Pi,  P,  are  the  vertical  reactions  of  the  two  supporta. 

Suppoee,  e.g.,  that  A,A, ...  A,  ia  a  rope  or  chain  auspended 
from  the  points  A,,  A,,  in  a  horizontal  plane  and  loaded  at  AyA, . . , 
with  weights  P,,  P,, . .  .  The  chain  will  hang  in  a  fonn  dependent 
upon  the  magnitude  of  these  weights.  The  points  H  and  s,  will 
coincide,  and  OU  will  represent  the  horizontal  tension  of  the 

Let  the  polygon  A^A^ . . .  jI.  be  inverted,  and  let  the  rope  be 
replaced  by  rigid  bars,  A,^„  A^A, . . .  The  diagram  of  forces 
will  remain  the  same,  and  the  frame  will  be  in  equilibrium  under 
the  given  loads.  The  equilibrium,  however,  is  unstable,  as  the 
ehain,  and  consequently  the  inverted  frame,  will  change  form  if  the  weights 
vary.    Braces  must  then  be  introduced  to  prevent  distortion. 


Fra.  8. 


Fia.  10. 


Take  the  case  of  a  frame  DCBA  . . .  symmetrical  with  respect  to  a  verti- 
cal through  A,  and  let  the  weights  at  J,  B,  C, ...  be  W„  TF„  W,, . .  . ,  respect- 
ively. 

Drawing  the  stress  diagram  in  the  usual  manner,  OH  represents  the  hori- 
zontal thrust  of  the  frame. 

The  portions  a,s„  e^t, ...  of  the  line  of  loads  gpve  a  definite  relation  between 
the  wei^ts  for  which  the  truss  will  be  stable.  The  result  may  be  expressed 
analytically,  as  follows: 

Let  o„  a„  a,, ...  be  the  inclinations  of  AB,  BC,  CD, ,..,  respectively, 
to  the  horizontal. 

Let  the  horizontal  thrust  OH-H:    Then 

H-^  cot  a,-(^'+H'.)oot  «.-(Y  +  ^.+  TP.)cot  «,-... 

H  W,-W,-W,-  . . . , 

cot  a, -3  cot  a, -5  cot  a,—  ... 
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a  each  side  of  the  vertical  centre 
□  thia  form  is  employed  to  support 


If  there  are  two  bars  only,  vii.,  AB,  BC,  < 
line,  the  frame  will  have  a  double  slope,  and  ii 
a  Mansard  roof. 

If  there  are  a  number  of  bars  on  each  side  of  A,  and  if  a.,  0,4.,  are  the 
inclinations  to  the  horizon,  of  the  nth  and  (n+  l)th  bars,  respectively,  count- 
ing from  A, 

.  2n-l      , 


If  such  a  frame  as  the  above  is  inverted,  the  stresses  in  the  members  are 
reversed  in  kind,  but  remain  of  the  same  magnitude. 

4.  Mon-cloaing  Polygons. — Let  a  number  of  forces  Pi,  P2,  Pa,  .  .  . 
act  upon  a  structure,  and  let  these  forces,  taken  in  order,  be  represented 
in  direction  and  magnitude  by  the  sides  of  the  unclosed  figure 


MNPQ.  .  .  .  This  figure  is  the  unclosed  polygon  of  forces,  and 
its  closing  line  TM  represents  in  direction  and  magnitude  the  result- 
ant of  the  forces  Pi,  P2,  P3,  ■  ■  ■ 

For  PM  is  the  resultant  of  Pi  and  P2,  and  may  replace  them; 
QM  may  replace  PM  and  P3,  i.e.,  Pi,  Pa,  and  P3;  and  so  on. 

Take  any  point  0  and  join  OM,  ON,  OP,  .  .  . 

Draw  a  line  AB  parallel  to  OM  and  intersecting  the  line  of  action 
of  Pi  in  any  point  B.  Throt^h  B  draw  BC  parallel  to  ON  and  cut- 
ting the  line  of  action  of  P3  in  C.  Similarly,  draw  CD  parallel  to 
OP,  DE  to  OQ,  EF  to  OR,  .  . .    The  figure  ABCD ...  is  called  the 
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■ftmicvhr  polygon  of  the  ^ven  forces  with  respect  to  the  pole  O. 
The  position  of  the  pole  0  is  arbitrary,  and  therefore  an  infinite 
number  of  funicular  polygons  may  be  drawn  with  different  poles. 
Also  the  position  of  the  point  B  in  the  line  of  action  of  Pi  is 
arbitrary,  and  hence  an  infinite  number  of  funicular  polygons  with 
their  correspondii^  sides  parallel,  i.e.,  an  infinite  number  of  similar 
funicular  polygons,  may  l>e  drawn  with  the  same  pole. 


Pio.  18. 


Fio.  14. 


5.  To  show  that  the  Intersectioa  of  the  First  and  Last  Sdes  of 
the  Funicular  Polygon  (i.e.,  the  Point  G)  is  a  Point  on  the  Actual 
Resultant  of  the  System  of  Forces  Pi,  Pa,  Pa,  .  .  . — First  consider 
two  forces  Pi,  Pa,  MNP  being  the  force  and  ASCD  the  funicular 
polygon. 

liet  AB,  DC,  the  first  and  last  sides  of  the  latter,  be  produced 
to  meet  in  gi;  also  let  DC  produced  meet  the  line  of  action  of  Pi 
m  H. 

Produce  OP  and  A/A'  to  meet  in  K. 

Let  the  lines  of  action  of  Pi  and  Pa  meet  in  L. 

By  similar  triangles, 

KP_    fIC     KN    HB      KO     Sgi 
KN'Rh'    KO~HC'    KM'HB' 

„  KPKN  KO     HCHBHgi 

^*°**  KN  KO  KM  ~HL  HC  HB ' 


KP 

km' 


Hgy 
HL' 
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and  therefore,  Eonce  the  angle  H  is  equal  to  the  angle  K,  the  line 
PM  is  parallel  to  the  line  Lgi. 

But  PM  represents  in  magnitude  the  resultant  of  the  forces 
Pi,  P2,  and  is  parallel  to  it  in  direction. 

Therefore  Lgi  is  also  parallel  to  the  direction  of  the  resultant. 

But  L  is  evidently  a  point  on  the  actual  resultant  of  Pi,  Pa. 
Bence  gi  must  be  a  point  on  this  resultant. 

Next,  let  there  be  tlu«e  forces,  Pi,  P2,  P3. 

Replace  Pt,  P2  by  their  resultant  X  acting  in  the  direction  Lgt~ 
Tlie  force  and  fimicular  polygons  for  the  forces  X  and  P3  are  evi- 
dently MPQ  and  AgtDE,  respectively;  and  g2,  the  point  of  inter- 
Bection  of  ^4^1  and  ED  produced,  is,  as  ^read}'  proved,  a  point  on 
the  actual  resultant  of  X  and  P3,  i.e.,  of  Pi,  Pa,  and  P3. 

Hence  the  first  (md  last  sides,  AB,  ED,  of  the  funicular  poison 
ABODE  of  the  forces  Pi,  Pj,  Pg,  with  respect  to  the  pole  0,  inter- 
sect in  a  point  which  is  on  the  actual  resultant  of  the  given  forces. 

The  proof  may  be  similarly  extended  to  four,  five,  and  any 
number  of  forces. 

If  the  forces  are  all  parallel,  the  force  polygon  of  the  two  forces 
Pi,  Pa  becomes  a  straight  line,  MNQ.    Draw  the  funicular  poly- 


gon ABCD  as  before,  and  through  ji,  the  intersection  of  the  first 
and  last  sides,  draw  giY  parallel  to  MQ,  and  cutting  BC  in  Y. 
By  ramilar  triangles, 

P,     MN    3,r        ^     Pi    9^    9iY, 
ON'ON^BY    *°^    ON'ON'CY' 


CY 
'BY- 


Hence  Ygi,  which  is  parallel  to  the  direction  of  the  forces  Pi,  Pa, 
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divides  the  distance  between  their  lines  of  action  mto  segments 
which  axe  invereely  proportional  to  the  forces,  and  must  therefore 
-  be  the  line  of  action  of  their  resultant.    The  proof  may  be  extended 
to  any  number  of  forces,  as  in  the  preceding. 

Funicuka-  Curve.— Jjet  the  weights  upon  a  beam  AB  become 
infinite  in  number,  and  let  the  distances  between  the  weights  diminish 
indefinitely. 

The  load  then  becomes  continuous,  and  the  funicular  polygon 
is  a  curve,  called  the  funicular  curve. 

Hie  equation  to  this  curve  may  be  found  as  follows: 

Let  the  tangents  at  two  consecutive  points  P  and  Q  meet  in  R. 
This  point  is  on  tiie  vertical  through  the  centre  of  gravity  of  the 
load  upon  the  portion  MN  of  the  beam. 


^ 


1 


-^ 


Q 

Fio.  17, 


FiQ.  18. 


Let  In  be  the  line  of  loads,  and  let  OS,  OT  be  the  radial  lines 
ftom  O,  the  pole,  parallel  to  the  tangents  at  P  and  Q.  Take  A 
as  the  origin,  and  let  w  be  the  intensity  of  the  load. 

Let  d  be  the  inclination  of  the  tangent  at  P  to  the  beam,  and 
let  the  polar  distance  OV  -p. 

The  load  upon  the  portion  MN  is  wdx.    Then 


wdx-ST-SV-TV- 


)tantf-ptan(ff+cW) 
-pdS,  approximately. 


Int^^ting  twice, 
e,  and  e^  being  constants  of  mtc^ration. 
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If  w  is  constant, 


py= 


— 0-+C1X+C3, 


and  the  curve  is  a  parabola. 

6.  Centres  of  feivity. — Let  it  be  required  to  determine  the 
centre  of  gravity  of  any  plane  area  ejonmetrical  with  respect  to 
an  axis  XX.  Divide  the  area  into  suitable  elementary  areas  ai, 
oa,  03,  -  •  ■  having  known  centres  of  gravity. 


L         a     .'' 

lJ 

> 

r 

^4 

\ 

1 

ST         n. 

c^^ 

Draw  the  force  (the  line  In)  and  funicular  polygons  correspond- 
ing to  these  areas,  and  let  g  be  the  point  in  which  the  lirst  and  last 
sides  of  the  funicular  polygon  meet.  The  line  drawn  through  g 
parallel  to  In  must  pass  through  the  centre  of  gravity  of  all  the 
elementary  areas  and,  therefore,  of  the  whole  area.  Hence  it  is 
the  point  G  in  which  this  line  intersects  the  axis  XX. 

Rail  and  ^milar  sections  may  be  divided  into  elementary  areas 
by  drawing  a  number  of  parallel  lines  at  right  angles  to  the  axis 
of  symmetry',  and  at  such  distances  apart  that 
each   elementary    figure    may,    without    sensible 
error,  be  considered  a  rectangle  of  an  area  equal 
to  the  product  of  its  breadth  by  its  mean  height. 
In  the  case  of  a  very  irregular  section,   an 
accurate   template  of   the   section   may  be   cut 
out  of  cardboard  or  thin  metal.    If  the  tem- 
plate is  then  suspended  from  a  pin  through  a 
point  near  the  edge,  the  centre  of  gravity  of  the  section  will  lie  in 
the  vertical  through  the  pin.    By  changing  the  point  of  suspension. 
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a  new  line  in  which  the  centre  of  gravity  lies  may  be  found.  The 
intersection  of  the  two  Jinea  must,  therefore,  be  the  centre  of  gravity 
required.  Anothsr  method  of  findiag  the  centre  of  gravity  is  to 
carefully  balance  the  template  upon  a  needle-point. 

The  area  of  such  a  section  may  be  determined  either  by  means 
of  a  planimeter  or  by  balancing  the  template  against  a  rectangle 
cut  out  of  the  same  material,  the  area  of  the  rectangle  being  evi- 
dently the  same  as  that  of  the  section. 

7.  Moment  of  Inertia  of  a  Plana  Area. — Let  any  two  consecu- 
tive ^des,  CsCg,  C3C4,  of  the  funicular  polygon,  Fig.  19,  meet  the 
line  gG  in  tiie  points  mg,  ng. 

Let  X\,  Xz,  xg, . . .  be  the  lengths  of  the  perpendiculars  from  the 
centres  of  gravity  of  Oi,  Oj,  03, ... ,  respectively,  upon  g<r. 

Draw  the  line  OH  perpendicular  to  the  line  of  loads,  and  let 
OH -p. 

By  the  similar  triangles  Csmgng  and  034, 

mans    34    03  03X3 
„  —  _  —     or    mana  ■■  — — 

2:3       P      V  V 

and  s~  ^wisns-g-  -area  of  triangle  Camgns. 

But  the  total  area  A  boimded  by  the  funicular  polygon 
C\C^z . . .  and  the  lines  gCi,  gk  is  the  sum  of  all  the  triangular 
areas  Cigmi,  C^^sn^,  Cimtn^,  . . . ,  described  in  the  same  manner  as 
Czmzm-      Therefore 

The  sum  i'(or^)  is  the  moment  of  inertia,  /,  of  the  plane  area 
with  respect  to  gG.    Hence 

X-i     or    I-2Ap. 

The  moment  of  inertia  7„  of  the  area,  with  respect  to  a  parallel 
axie  at  distance  yi  from  gG,  is  given  by  the  equation 

whereS-^i+Aj+  ... 
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Let  the  new  axis  intersect  Cig  and  A^  in  the  pcpints  q  aad  r. 
Since  the  triangles  qgr  and  0\n  tu%  similar, 

^^In     S_  . 
Vi^  V~  V' 
and  therefore  the  area  A'  of  the  trian^e  qgr 
qr       Sy^ 

Hence  /^  -2pA  +2pA'  =2pC^  +A% 

Note. — If  p  be  made— g--,"' 

I~A^    and    .%j2-^A', 
and  therefore  Iy~A{A+A'). 

The  angle  lOn  is  also  evidently  a  right  angle. 
8,  Bow's    Method. — An  examination  of  the  frame  and  stress 
diagrams,  Figs.  4  and  5,  shows: 

(1)  That  if  the  lines  representing  external  forces  on  parts  of 
the  frame  meet  in  a  point,  the  corresponding  lines  in  the  stress 
diagram  form  a  closed  polygon. 

(2)  That  if  the  lines  representing  parts  of  the  frame  diagram 
form  a  closed  polygon,  the  corresponding  hnes  in  the  stress  diagram 
meet  in  a  point. 

(3)  That  if  lines  meet  in  a  pomt  in  the  stress  diagram,  the  corre- 
sponding lines  in  the  frame  diagram  are  contiguous  and  form  «ther 
closing  or  non-closing  polygons. 

(4)  That  of  all  the  stress  diagrams  which  can  be  drawn  for  a 
given  frame  under  given  loads,  there  ia  only  one  which  satisfies 
the  three  reciprocal  relationships  expre^ed  in  (1),  (2),  and  (3), 
and  it  is  c^ed  the  reciprocal  diagram  of  stress. 

As  a  consequence  of  these  relationships.  Bow  devised  a  system 
of  notation  which  greatly  facilitates  the  construction  of  the  stress 
diagram. 

Lines  are  drawn  to  represent  the  external  forces  acting  at  the 
joints.    A  letter  is  then  assigned  to  each  enclosed  area  of  the  frame 
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aad  also  to  each  space  between  the  lines  of  action  of  the  external 
forces.  Thus  each  line  in  the  frame  diagram  is  defined  by  the  two 
letters  in  the  two  spaces  separated  by  the  line  in  question.  The 
correspondii^  line  in  the  reciprocal  diagram  is  parallel  to  this  line 
and  is  similarly  named. 

Generally  speaking,  this  method  will  be  adopted  in  dealing  with 
the  stresses  developed  in  framed  Btructures. 

9.  Roof-trusses.  —  A  roof  consists  of  a  covering  and  of  the 
trusses  (or  frames)  upon  which  it  is  supported.  The  covering  is 
generally  Iwd  upon  a  number  of  common  rafters  which  rest  upon 
horizontal  beams  (or  purlins),  the  latter  being  carried  by  trusses 
spaced  at  intervals  varying  with  the  type  of  constnictlon,  but  aver- 
a^ng  about  10  feet.  The  truss-rafters  are  called  principal  rafters, 
and  the  trusses  themselves  are  often  designated  as  principals. 

In  roofs  of  small  span  the  trusses  and  purlins  are  sometimes 
dispensed  with. 

Types  of  Truss. — A  roof-truss  may  be  constructed  of  timber, 
of  iron  or  steel,,  or  of  these  materials  combined.  Timber  is  almost 
invariably  employed  for  small  spans,  but  in  the  longer  spans  it 
has  been  largely  superseded  by  iron,  in  consequence  of  the  com- 
bined lightness,  strength,  and  durability  of  the  latter. 

Attempts  have  been  made  to  classy  roofs  according  to  the 
mode  of  construction,  but  the  vaijety  of  form  is  so  great  as  to  render 
it  impracticable  to  make  any  further  distinction  than  tliat  which 
may  be  drawn  between  those  in  which  the  reactions  of  the  supports 
are  vertical  and  those  in  which  they  are  inclined. 

Fig.  22  is  a  ample  form  of  truss  for  spans  of  less  than  30  ft. 

Fig.  23  is  a  superior  framing  for  spans  of  from  30  to  40  ft.;  it 
may  be  still  further  strengthened  by  the  introduction  of  struts, 
Figs.  24  and  25,  and  with  such  modification  has  been  employed 
to  span  openings  of  90  ft.  It  is  safer,  however,  to  limit  the  use 
of  the  type  shown  by  Fig.  24  to  spans  of  less  than  60  ft.  Figs.  26, 
27,  28,  29,  and  30  are  forms  of  truss  suitable  for  spans  of  from  60  to 
100  ft.  and  upwards. 

Arched  roofs,  Figs.  29  and  30,  admit  of  a  great  variety  of  treat- 
ment. They  have  a  pleasing  appearance,  and  cover  wide  spans 
without  intermediate  supports,  liie  flatness  of  the  arch  is  limited 
by  the  requiremoit  of  a  minimum  thrust  at  the  abutments.    The 
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thrust  may  be  rcMSted  either  by  thickening  the  abutments  or  by 
introducing  a  tie.  If  the  only  load  upon  a  roof-truss  were  its  own 
weight,  an  arch  in  the  form  of  an  inverted  catenary,  with  a  shallow 
rib,  might  be  used.    But  the  action  of  the  wind  induces  oblique 

--^'^  .^^  .-^^^ 


and  transverse  stresses,  so  that  a  considerable  depth  of  rib  is  gen- 
erally needed.  If  the  depth  exceed  12  in,,  it  is  better  to  connect 
the  two  flanges  by  braces  than  by  a  solid  web.  Roofs  of  wide  span 
are  occasionally  carried  by  ordinary  lattice  girders. 

PriTicifale,  Purlins,  etc. — The  principal  rafters  in  Figs.  22  to  28 
are  straight,  abut  against- each  other  at  the  peak,  and  are  prevented 
by  tifr-rods  from  spreading  at  the  heels.  When  made  of  steel,  tee  (T), 
rail,  and  channel  (both  single  >— ■  and  double  D  bars,  bulb-tee  (J) 
and  rolled  (I)  beams,  are  all  excellent  forms. 

Timber  rafters  are  rectangular  in  section,  and  for  the  sake  of 
economy  and  appearance  are  often  made  to  taper  uniformly  from 
heel  to  peak. 

The  heel  is  fitted  into  a  suitable  cast-iron  skew-back,  or  is  fixed 
between  wrought-iron  angle-brackets  and  rests  either  directly  upon 
the  wall  or  upon  a  wall-plate. 

When  the  span  exceeds  60  ft,,  allowance  should  be  made  for 
alterations  of  length  due  to  changes  of  temperature.  This  may  be 
effected  by  interposing  a  set  of  rollers  between  the  skew-back  and 
wall-plate  at  one  heel,  or  by  fixing  one  heel  to  the  wall  and  allow- 
ing the  oppoate  skew-back  to  slide  freely  over  a  wall-plate. 

Hie  jimction  at  the  peak  ia  made  by  means  of  a  casting  or  by 
steel  plates. 


D.qit.zeaOvGoOt^lc 


ROOF  WEIGHTS.  15 

LJ^t  irctti  and  timber  beams  as  well  as  angle-irons  are  employed 
as  purlins.  They  are  fixed  to  the  top  or  ades  of  the  ratters  by 
brackets,  or  lie  between  them  in  cast-iron  ^oes,  and  are  usually 
held  in  place  by  rows  of  tie-rods,  spaced  at  6  or  8  ft.  intervals 
betwe^i  peak  and  heel,  running  the  whole  length  of  the  roof. 

The  aheathing-boards  and  final  metal  or  slate  covering  are 
fastened  upon  the  purlins.  The  nature  of  the  covering  regulates 
the  spacing  of  the  purlins,  and  the  size  of  the  purlins  is  governed 
by  the  distance  between  the  main  rafters,  which  may  vary  from 
4  ft.  to  upwards  of  25  ft.  When  the  interval  between  the  rafters 
is  so  great  as  to  cause  an  undue  deflection  of  the  purlins,  the  latter 
should  be  trussed.  Each  purlin  may  be  trussed,  or  a  light  beam 
may  be  placed  midway  between  the  main  rafters  so  as  to  form  a 
supplementary  rafter. 

Struts  are  made  of  timber  or  iron.  Timber  struts  are  rectangular 
in  section.  Steel  struts  may  con«st  of  L  bars,  T  bars,  or  light  col- 
umns, while  cast  iron  may  be  employed  for  work  of  a  more  orna- 
mental character.  The  strut  heads  are  attached  to  the  rafters  by 
means  of  cast  caps,  steel  straps,  brackets,  etc.,  and  the  strut  feet  are 
easily  designed  both  for  pin  and  screw  connections. 

Tics  may  be  of  flat  or  round  bars  attached  either  by  eyes  and 
pins  or  by  screw-ends,  and  occasionally  by  rivets.  The  greatest 
care  is  necessary  in  properly  proportioning  the  dimensions  of  the 
eyes  and  pins  to  the  stresses  that  come  upon  them. 

To  obtwn  greater  security,  each  of  the  end  panels  of  a  roof  may 
be  provided  with  lateral  braces,  and  wind-ties  are  often  made  to 
nm  the  whole  length  of  the  etructure  through  the  feet  of  the  main 
struts. 

Due  allowance  must  be  made  in  all  cases  for  changes  of  tem- 
perature. 

10.  Roof-Weights.— In  calculatmg  the  stresses  in  the  different 
members  of  a  roof-truss  two  kinds  of  load  have  to  be  dealt  with, 
the  one  permanent  (or  dead)  and  the  other  aecidental  (or  live).  The 
permanent  load  consists  of  the  covering,  the  framing,  and  accumur 
laiions  of  arunc. 

Tables  at  the  end  of  the  chapter  show  the  weights  of  various 
coverings  and  framings. 

Ilie  weight  of  freshly  fallen  snow  may  vary  from  5  to  20  lbs. 
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per  cubic  foot.  English  and  European  en^neers  consider  an  allow- 
ance of  6  lbs.  per  square  foot  sufficient  for  snow,  but  in  cold  climates, 
similar  to  that  of  North  America,  it  is  probably  unsafe  to  estimate 
this  weight  at  less  than  12  lbs.  per  square  foot. 

The  accidenial  or  live  load  upon  a  roof  is  the  wind  pressure, 
the  maximum  force  of  which  has  been  estimated  to  vary  from 
40  to  50  lbs.  per  square  foot  of  surface  perpendicuiar  to  the  direction 
of  blow.  Ordinary  gales  blow  with  a  force  of  from  20  to  25  lbs., 
which  may  sometimes  rise  to  34  or  35  lbs.,  and  even  to  upwards 
of  50  lbs.  during  storms  of  great  severity.  Pressures  much  greater 
than  50  lbs.  have  been  recorded,  but  are  wholly  untrustworthy. 
Up  to  the  present  time,  indeed,  all  wind-pressure  data  are  most 
unreliable,  and  to  this  fact  may  be  attributed  the  frequent  wide 
divergence  of  opinion  aa  to  the  necessary  wind  allowance  in  any 
particular  case.  The  great  differences  that  exist  in  aU  recorded 
wind  pressm-es  are  primarily  due  to  the  unphilosophic,  unscientific, 
and  unpractical  character  of  the  anemometers  ^diich  ^ve  no  cor^ 
rect  information  either  as  to  pressure  or  velocity.  The  inertia  of 
the  movii^  parts,  the  transformation  of  velocities  into  pressures, 
and  the  injudicious  placing  of  the  anemometer,  which  renders  It 
subject  to  local  currents,  all  tend  to  vitiate  the  results. 

It  would  be  practically  absurd  to  base  calculations  upon  the 
violence  of  a  wind^ust,  a  tornado,  or  other  similar  phenomena,  aa 
it  is  almost  absolutely  certain  that  a  structure  would  not  lie  within 
its  range.  In  fact,  it  may  be  assumed  that  a  wind  pressure  of  40  lbs. 
per  square  foot  upon  a  surface  perpendicular  to  the  direction  of 
blow  is  an  ample  and  perfectly  safe  allowance,  e^)ecLaIly  when  it 
is  remembered  that  a  greater  pressure  than  this  would  cause  the 
overthrow  of  nearly  all  existing  towers,  chimneys,  etc, 

II.  Wind  Pressure  upon  Inclined  Suifaces. — The  pressure  upon 
an  inclined  surface  may  be  obtained  from  the  following  formula, 
which  was  experimentally  deduced  by  Hutton,  viz. : 

p„-pfflna'-"™°"^; (A) 

p  being  the  intenaty  of  the  ^vind  pressure  in  pounds  per  square  foot 
upon  a  surface  perpendicular  to  the  direction  of  blow,  and  p„  being 
the  normal  intemdty  upon  a  surface  inclined  at  an  angle  a  to  the 
direction  of  Uow, 
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Jjst  p»,  p,  be  the  componenta  of'  p»,  parallel  and  perpendicular, 
respectively,  to  the  direction  (rf  blow.    Tlien 

Pi-p„sino    and    p,-p,cos«. 

Hence,  if  the  inclined  surface  is  a  roof,  and  if  the  wind  blows  hori- 
zontally, a  is  the  roof's  pitch. 

Again,  let  if  be  the  velocity  of  a  fluid  current  in  feet  per  second, 
and  be  that  due  to  a  head  of  h  feet. 

Let  tp  be  the  weight  of  the  fluid  in  pounds  per  cubic  foot. 

Let  p  be  the  pressure  of  the  current  in  pounds-  per  square  foot 
upon  a  surface  perpendicular  to  its  direction. 

If  the  ftiud,  after  striking  the  surface,  is  free  to  escape  at  right 
angles  to  its  original  direction. 

Hence  for  ordinary  atmospheric  lur,  ^ce  w-.08  lb.,  approximately, 

^-IH0 cB) 

When  the  wind  impinges  upon  a  surface  oblique  to  its  direction, 

the  intensity  of  the  pressure  is  (    „     J  ,  v  being  the  absolute  im-  . 

pin^g  velocity,  and  ^  being  the  angle  between  the  direction  of 
blow  and  the  surface  impinged  upon. 

Tables  prepared  from  formuUe  A  and  B  are  given  at  the  end 
of  the  chapter. 

12.  Distribution  of  Loads. — Engineers  have  been  accustomed 
to  assume  that  the  hve  load  is  uniformly  distributed  over  the  whole 
of  the  roof,  and  that  it  varies  from  30  to  35  lbs.  per  square  foot  of 
covered  surface'  for  short  spans,  and  from  35  to  40  lbs,  for  spans 
of  more  than  60  ft.  But  the  wind  may  blow  on  one  aide  only,  and 
although  its  direction  is  usually  horizontal,  it  may  occasionally  be 
inclined  at  a  considerable  angle,  and  be  even  normal  to  a  roof  of 
high  pitch.  It  is  therefore  evident  that  the  horizontal  compo- 
nent (pa)  of  the  normal  pressure  (pn)  should  not  be  neglected,  and 
it  may  cause  a  complete  reverstd  of  stress  in  members  of  the  truss, 
especially  if  it  is  of  the  arched  or  braced  type. 
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If  P,^  is  the  total  normal  wind  pressure  on  the  ade  of  a  roof  of 
pitch  a,  its  horizontal  component  P„  sin  a  will  tend  to  push  the 
roof  horizontally  over  its  supports.  This  tendency  must  be  resisted 
by  the  reactions  at  the  supports. 

In  roofs  of  small  span  the  foot  of  ea«h  rafter  is  usually  fixed 
to  its  support,  and  it  may  be  assumed  that  each  support  exerts 

the  same  reaction,  which  should  therefore  be  equal  to    ~~z — . 

In  roofs  of  large  span  the  foot  of  one  rafter  is  fixed,  while  that  of 
the  other  rests  upon  rollers.  The  latter  is  not  suited  to  withstand 
a  horizontal  force,  and  the  whole  of  the  horizontal  component  of 
the  wind  pressure  must  be  bome  at  the  fixed  end,  where  the  reaction 
should  he  assumed  to  be  equal  to  P„  sin  a. 

In  designing  a  roof-truss  it  is  assumed  that  the  wind  blows  on 
one  side  only,  and  that  the  total  load  is  concentrated  at  the  joints 
(or  points  of  support)  of  the  principal  rafters. 

For  example,  let  the  rafters  AB,  AC  of  a  truss  be  each  supported 
at  two  intermediate  points  (or  joints),  D,  E  and  F,  G,  respectively, 
and  let  the  wind  blow  on  the  side  AB. 

Take  BD=CF'h,  DE^FG^h, 

EA-GA'-h;    md  let  h  +  h  +  h-'l; 

BC  -21  cos  a,  a  being  the  angle  ABC. 

I-et    W   be    the    permanent    (or 

dead)  load  per  square  foot  of  roof- 

^"''  ■*'■  surface.    Le  p„  be  the  normal  wind 

pressure  per  square  foot  of  roof  surface.    Let  d  be  the  horizontal 

distance  in  feet  from  centre  to  centre  of  trusses. 

The  total  normal   live  load   concentrated  at  B-p„d-^;  at  Z> 

-pno— 2~;  at  fi  =  pna— 2~;  at  A-p^d-^. 

The  total  vertical  dead  load  concentrated  at  D  and  F 
"wd^-K^;  at  E  and  G -v)d  ~-^;  at  A -iMtg. 

Let  Ri,  R2  be  the  remttant  vertical  reactions  at  B  and  C,  respect- 
MSLiuuH  less  tne  aeaa  weigncs,  u^  ' 
concentrated  at  these  points). 
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Take  moments  about  C.    Then 

Ri2l  cos  tt -sum  of  moments  of  live  loads  about  C+sima  of 
moments  of  dead  loads  about  C 
-moment  of  resultant  wind  pressure  about  C+mo- 
ment  of  resultant  dead  load  about  C 

where  n+l  cos  2a!  is  the  perpendicular  from  C  upon  the  line  of  action 

of  the  resultant  wind  pressure  which  bisects  AB  normally. 

The  moment  of  the  horizontal  reaction  at  £  or  C  about  C  is 
evidently  nil. 

R2  may  be  found  by  takii^  moments  about  B. 

The  rafters  AB,  AC  have  one  end,  B,  fixed  and  the  other, 
C,    on    rollers,    the    reaction    R2    &t    C  ^ 

being  vertical.  A  force  P,  inclined  at 
a  to  the  vertical,  acta  upon  AB  at  D, 
and  Q  is  the  resultant  vertical  load  on 
the  rafters.  Let  P  and  Q  meet  in  E. 
Taking  ED^P,  and  the  vertical  DF  =  Q, 
then,  on  the  same  scale,  FE  is  the  result- 
ant R3  of  P  and  Q.  Let  it  make  an  ''"■  **■ 
angle  d  with  the  vertical.    Then 

Biaa-$=%  sinff-^sina. 
P  Hz 

Let  R3  and  Rt  meet  in  0.  Then  OB  is  the  direction  of  the 
resultant  reaction  Ri  at  B.  Taking  the  vertical  BG—R2,  then,  on 
same  scale,  OG~Rz  and  OB=Ri,  OBG  being  a  triangle  of  forces. 
Let  Ri  make  an  ang^e  <f>  with  the  vertical.    Then 

sin  (<f)—0)  "-p-  aind—-^  sin  ^. 

If  BG—l  and  if  p  and  q  are  the  perpendiculars  from  B  upon 
P  and  0, 

Ril-Pp  +  Qq. 

13.  ^mple  Fnunes  of  Various  Types. — (a)  Jib-crane. — Rg.  33 
represents  an  ordinary  jib-crane.    OX  is  the  post  fixed  in  the  ground 
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at  0,  BC  is  the  jib,  and  AC  the  tie.  The  jib-tie  and  gearing  are  so 
separated  from'  the  post  as  to  adnut  of  a  free  rotation  round  its  ans. 
Fig.  34  is  the  stress  diagram  when  the  crane  supports  a  weight  W 
£s  indicated. 


Fio.  33. 


Fio.  34. 


The  weight  W,  however,  is  not  suspended  directly  from  B,  but 

is  raised  or  lowered  by  means  of  a  chwi  passing  over  pulleys  to 

a  chain-barrel  which  is  usually  fixed  to  the  post.    Disr^arding 

W 
pulley  friction,  the  temdon  in  the  chain  is  — ,  n  being  the  number 

of  faUs.    Let  the  dotted  line.  Fig.  35,  indicate  the  direction  in  which 


Fia  35.  Fio.  36. 

the  chain  passes  to  the  chain-barrel.     The  loads  on  the  apex  are 

W 
now  W,  acting  vertically,  and  — -,  acting  in  the  direction  of  the  chain. 

Thus  Fig.  36  is  the  stress  diagram,  and  AC  representa  in  direction 
and  magnitude  the  resultant  force  at  the  apex.    AD  is  the  tension 
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in  the  tie,  aod  CD  the  compresaon  in  the  jib.  ,  The  dotted  lines  in 
Fig.  36  also  show  that  generally  the  effect  of  chain  tension  is  to 
increase  the  thrust  on  the  jib  and  to  diminisb  the  tendon  in  the  tie. 
Draw  the  horizontals  AE  and  CG  to  meet  the  verticals  at  D  in  S 
and  G  respectively. 

Then  ZKJ-vert.  component  of  thrust  in  jib-pressure  in  post  at  O, 
and     DE-vext.  component  of  tension  in  tie-tension  along  post. 

Therefore  DG-DE -W  +  FG  -resultajit    pressure  in  post  at  O. 

Also,  AE -horizontal  component  of  tension  AD  in  tie,  and  the 
moment  of  this  force  with  respect  to  0-AExXO.  This  moment 
tends  to  upset  the  crane. 

OH,  the  horizontal  projection  of  the  jib  (or  tie),  is  the  radius 
or  throw  of  the  erane. 

If  the  post  revolves  about  its  axis  (as  in  pi(-cranes),  the  jib  and 
gearing  are  bolted  to  it,  and  the  whole  turns  on  a  pivot  at  the  toe  K. 
In  this  case,  the  frame,  as  a  whole,  is  kept  in  equilibrium  by  the 
weight  W,  the  horizontal  reaction  H  of  the  web  plate  at  0,  and 
the  reaction  R  at  G.  The  first  two  forces  meet  in  H  and  therefore 
the  reaction  at  K  must  also  pass  through  H. 

Hence,  smce  OHK  may  be  taken  to  represent  the  triangle  of 
forces, 

H-W°^    and    fi-II'ffi 

In  a  portable  crane  the  tendency  to  upset  is  cotmteracted  by 
means  of  a  weight  placed  upon  a  horizontal  platform  OM  attached 
to  the  post  and  supported  by  the  tie  XM. 

The  horizontal  pull  at  X  ~AE,  Fig.  35,  and  if  OM  is  taken  to 
represent  AE,  then  on  the  same  scale  OX  is  the  counterweight  at  M. 

(6)  Derrick-crane. — ^The  figure  shows  a  combination  of  a  der- 
rick and  crane,  called  a  derrick-crane.  It  is  distinguished  from 
the  jib-crane  by  having  two  backstays,  AD,  AE.  One  end  of 
the  jib  is  hinged  at  or  near  the  foot  of  the  post,  and  the  other  is 
held  by  a  ch^  which  passes  over  pulleys  to  a  winch  on  the  post, 
so  that  the  jib  may  be  raised  or  lowered  as  required. 

The  derrick-crane  is  generally  made  of  wood,  is  simple  in  con- 
Btiuction,  is  easily  erected,  has  a  vertical  as  well  as  a  lateral  motion. 
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and  a  range  equal  to  a  circle  of  from  10  to  60  feet  radius.    It  is  there- 
fore useful  for  temporary  works,  setting  masonry,  etc. 

The  stresses  in  the  jib  and  tie  are  calculated  as  in  the  jilwirane, 
and  those  in  the  backstays  and 
post  may  be  obtained  as  follows: 

Let  the  plane  of  the  tie  and 
jib  intersect  the  plane  DAE  of  the 
two  backstays  in  the  line  AF,  and 
suppose  the  backstays  replaced 
by  a  single  tie  AF.  Take  OF  to 
represent  the  horizontal  pull  at  A. 
The  pull  on  the  "imaginary"  stay 
AF  \b  then  represented  by  AF  and  is 
evidently  the  resultant  pull  oQ  the 
two  backstays.  Completing  the 
FiQ.  37.  parallelogram  FGAff,  AH  will  repre- 

sent the  pull  on  the  backstay  AE, 
and  AG  that  upon  AD,  their  horizontal  components  being  OK,  OL, 
respectively.    The  figure  OKFL  is  also  a  parallelogram. 

If  the  backstays  lie  in  planes  at  right  angles  to  each  other, 

OL^OF  Qosd "T  siYL a  ca%  6,  and  is  a  maximum  when  3=0°, 
and 

OK  =0F  sin  fl-r  sin  a  sin  S,  and  ia  a  maximum  when  ^=90*, 
6  being  the  angle  FOL,  and  a  the  inclination  of  the  tie  to  the  vertical. 
Hence  the  stress  in  a  backstay  is  a  maximum  when  the  plane 
of  the  backstay  and  post  coincides  with  that  of  the  jib  and  tie. 

AgaJn,  let  /?  be  the  inclination  of  the  backstays  to  the  vertical. 
The  vertical  components  of  the  backstay  stresses  are 

J*  sin  a  cos  d  cot  ^     and     T  sin  a  sin  6  cot  ^9; 

and,  therefore,  the  corresponding  stress  along  the  post  is 

TsinacotjiS  (cosfl+sintf), 

■which  is  a  maximum  when  5-45°. 

c.  Shear-legs  {or  Shears)  and  Tripods  (or  Gins)  are  often  employed 
when  heavy  weights  are  to  be  lifted.  The  former  consists  of  two 
atruta,  AD,  AE,  united  at  A  and  supported  by  a  tie  AC,  which  may 
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be  made  adjustable  bo  as  to  admit  of  being  lengthened  or  shortened 
The  wei^t  is  suspended  from  A,  and  the  legs  are  capable  of  revolving 


around  DE  as  an  axis.  Let  the  plane  of  the  tie  and  wei{^t  intersect 
the  plane  of  the  1^  in  AF,  and  suppose  the  two  legs  replaced  by 
a  single  strut  AF.  The  thrust  along  AF  can  now  be  easily  obtained, 
and  hence  its  components  along  the  two  legs. 

In  tripods  one  of  the  three  legs  is  usually  longer  than  the  others. 
They  are  united  at  the  top,  to  which  point  the  tackle  is  also  attached. 

d.  Bridge-  and  Roof-trusses  of  Small  Span. — A  single  girder  is 
the  simplest  kind  of  bridge,  but  is  only  suitable  for  very  short  spans. 
For  longer  spans  the  middle  point  of  the  girder  may  be  supported 


by  struts,  Fig.  39,  through  which  a  portion  of  the  weight  is  transmitted 
to  the  abutments.    Let  P  be  the  portion  of  the  weight  thus  trans- 
mitted,  as  in  Fig.  40.      Fig.  41,  in  which 
AB~P  is  the  line  of  loads,  is   the  stress 
diagram,  and  the  thrust  along  each  strut  is 

p 
AC(-jBC)  =  -2  cosec  a.  Drawing  the  hori- 
zontal CO,  AO(-BO)  and  CO  are  the  com- 
ponents of  the  thrust  at  the  foot  of  a  strut. 
Thus  the  vertical  and  horizontal  pressures 
on  the  masonry  at  the  foot  of  a  strut  are 

P         P 

■^  and  jj-  cot  a  respectively. 

In  Fig.  42  a  slraining-iM  is  introduced,  and  the  girder  is  supported 


Fro.  41. 
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at  two  intennediate  points.    Let  P  be  the  portion  of  the  wei^t  at 
each  of  these  points  which  is  transmitted  through  the  struts  and  the 


Fra.  42. 


Fio.  4a 


straining-cill,  I^.  43.  Then  Fig.  44  is  the  stress  diagram,  ABC 
being  the  line  of  loads.  AD,  CD  are  drawn  parallel  to  the  corre- 
sponding struts,  and  AB^BC-P.    Draw  DB  horizontally. 

The  thrust  along  the  etraining-cill  -DB  -P  cot  a. 
"        "         "    astnit  -AD  (orCi))-Pcoseca. 

By  means  of  straining-cills  the  girders  may  be  supported  at 


several  points,  1,  2, ... ,  and  the  weight  concentrated  at  each  may 
be  assumed  to  be  one  half  of  the  load  between  the  two  adjacent 
points  of  support.  The  calculations  for  the  stresses  in  the  struts, 
etc.,  are  made  precisely  as  above. 

If  the  struts  are  very  long,  they  are  liable  to  bend,  and  counter- 
braces,  AM,  BN,  are  added  to  counteract  this  tendency. 

e.  The  triangle  is  the  only  geometrical  figure  of  which  the  form 
cannot  be  changed  without  varying  the  lengths  of  the  sides.  For 
this  reason,  all  compound  trusses  for  bridges,  roofs,  etc.,  are  made 
up  of  triangular  frames. 

Fig.  46  represents  the  simplest  form  of  roof  truss.  AC,  BC  are 
rafters  of  equal  length  Inclined  to  the  horizontal  at  an  angle  a,  and 
each  carries  a  uniformly  distributed  load  IF. 

The  rafters  react  horizontally  upon  each  other  at  C,  and  their 
feet  are  kept  in  position  by  the  tie-beam  AB.    Consider  the  rafter  AC. 
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The  resultant  of  the  load  upon  AC,  i.e.,  W,  acts  through  the 
toiddle  point  D. 

Let  it  meet  ttie  horiionttd  thrust  H  of  BC  upon  AC  in  F.  For 
equilihriiun  the  reeultant  thrust  at  A  must  also  pass  through  F. 

Also,  if  r  is  the  angle  FAE, 

^       AE     AE     1      . 

AFB  is  evidently  a  triangle  of  forces  for  W;  H,  and  A.    Therefore 

W 
fl-Wcotr-ycota, 

B-irco8ecr-Trv/l+- 

Bcos;--ff -tension  in  tie, 

R  rin  r  "  TT  —  pressure  on  support. 

It  must  of  course  be  remembered  that  when  the  horizontal  mem- 
ber acts  as  a  tie  the  reactions  at  the  two  supports,  due  to  the  external 
loads  on  the  truss,  must  necessarily  be  vertical. 


cot=a 


If  the  rafters  AC,  BC  are  unequal,  let  ai,  az  be  their  inclinations 
\o  A,  B,  respectively. 

Let  Wi  be  the  uniformly  distributed  load  upon  AC,  W2  that 
upon  BC. 

Let  the  direction  of  the  mutual  thrust  P  at  C  make  an  angle  ^ 
with  the  vertical,  so  that  if  CO  is  drawn  perpendicular  to  FC,  the 
angle  COB-p;  the  angle  ACF~Q(f'~AC0=9(f-(^-ai). 

Draw  AM  perpendicular  to  the  direction  of  P,  and  consider 
the  rafter  AC.  As  before,  the  thrust  Si  at  A,  the  resultant  weight  Wi 
at  the  middle  point  of  AC,  and  the  thrust  P  at  C  meet  in  the  point  F. 
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Take  moments  about  A.    Then 

P-AM-WiAE. 
But  AM  -AC  sm  ACM  ~AC  cos  (fi-a{), 
AC 


-P-— ' 


Wi     coBai 


2    cos  {^-ai)' 
Similarly,  by  considering  the  rafter  BC, 


Ws       C09tt2_. 

'TMn(^+aa-90*)~      2coa03+a8)' 
2  cos(/9-a:i)"  2  cosl^+aa)' 


Hence 

and  therefore         tan^- 


Wi+Ws 


Wi  tan  a2  —  Ws  tan  ai' 

The  horizontal  thrust  of  each  rafter  =P  sin  j?. 

The  vertical  thrust  upon  the  support  A  ^TTj  —P  cos  ^. 

The  vertical  thrust  upon  the  support  B  -  TFa  +P  cos  j?. 

Sometimes  it  is  expedient  to  support  the  centre  of  the  tie-beam 

upon  a  column  or  wall,  the  king-post  being  a  pillar  against  which 

the  heads  of  the  rafters  rest  in  such 

a  manner   that   the  reaction   upon 

AC  at  C  is  at  right  angles  to  AC. 

Consider  the  rafter  AC. 

The  normal  reaction  R'  of  CO 

upon  AC,  the  resultant  weight  W 

at    the    middle    point   D,    and    the 

thrust  R  ai  A  meet  in  the  point  F. 

Taking  moments  about  A, 

W 
R'-AC-WAE,    or    fl'--s-cosa. 


Pw.  48. 


Thus     the    total    thrust 
mitted  through  CO  to  the  support  atO-TI'cos'  a. 


trans- 
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w  w 

The  horizontal  thrust  on  each  rafter  — ^  coa  a  wn  a  --xsin  2  a. 

14.  King-post  Truss. — The  simple  triangular  truss  may  be 
modified  by  the  introduction  of  a  king-post,  Fig.  49,  which  carries 
a  portion  P  of  the  weight  on  the  tie-beam,  and  transfers  it  through 


the  rafters  to  the  end  of  the  tie,  where  it  is  again  resolved  into  hori- 
zontal and  vertical  components,  the  former  str^ing  the  tie  in 
tension,  and  the  latter  causing  a  pressure  on  the  supports. 

Of  the  weight  W  on  each  rafter,  it  is  assumed  that  one-half  is  car- 
ried on  a  support,  and  the  other  half  on  the  ridge.    Thus  the  loads 
on  the  frame  are  IT  at  the  ridge,  P  at  the  foot  of  the  post,  and  the 
.   two  vertical  reactions,  each  -  ^W  +  P),  at  the  supports.    Fig.  50 
is  evidently  the  stress  diagram,  AB  being  the  line  of  loads.     Then 

W+P 
AB  =  W;    reaction  at  each  support -XA-yB- — ^;   YX-P. 

Therefore 

AC  -thrust  along  rafter  -J(^^+ J*)  cosec  a, 
CX-DY  "tension  m  tie  -i(r  +  P)  cot  a, 
DC~YX  -tension  m  post  -P. 


T--»      ?^ 


Fkl  «1.  Fia.  52. 

In  r^.  51  the  post  divides  the  tie-beam  into  two   segments 
[  and  b.      If  TT  is  the  load  on   the  ridge,  assumed  equal  to  <me 
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half  of  the  load  on  the  two  rafters,  and  if  P  is  the  load  concen- 
trated at  the  foot  of  the  post, 

the  reaction  at  the  left    support-— vt(W+P)  and 

"     ' rigiit    "     -'~rf,(W+P). 

Fig.  52  is  evidently  the  stress  diagram,  AB  being  the  line  of 
loads. 

Then  AB-W;    reaction  at  left  support -.XA -W—vti  at  right 
support -YB-TF-^.    Therefore 

^C-thrust  along  one  rafter  —W-        " 


a+0 

BD—    '''         ""     the  other  rafter -IT — -rcosec5: 
o+o  '^' 

CX=i)r- tension  in  tie=Tr-4TCot«-lf--i-cotS: 

iX7  -  yX  -  tension  in  post -P.  • 

The  tension  in  the  tie  dimmishes  as  a  increases,  and  is  nothing  ■ 
when  a -90°,  i.e.,  when  the  rafter  is  vertical. 

IS.  Incomplete  Frames. — ^The  frames  discussed  in  the  preced- 
ing articles  will  support,  without  change  of  form,  any  load  consistent 
with  strength,  and  the  stresses  in  the  several  members  can  be  found 
in  terms  of  the  load.  It  sometimes  happens,  however,  that  a  frame 
is  incomplete,  so  that  it  tends  to  change  form  under  every  distributiou 
of  load.    An  example  of  this  class  is  the  simple  trapezoidal  truss, 


consisting  of  the  two  horizontal  members  AB,  DE,  and  the  two 
equal  inclined  members  AD,  BE,  Fig.  53. 

First,  let  there  be  a  weight  TF  at  each  of  the  points  D,  E. 
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fig.  54  IB  the  fitreas  diagram  in  which  12-23 -IT. 
Evidently  also  Z1-X3 -IF— vertical  reaction  at  each  support. 
14  (-34)  -  W  coeec  a  -thruat  along  each  sloping  member. 
Tension  in  AB^^i-W  cot  a-thrust  along  DE. 
Next   let  there  be  a  weigjit  Wi  at  D  and  a  weight  Wi{<  TTi) 
at  £. 


Let  123  be  the  line  of  loads,  where  12-IFi  and  23-1^3. 

The  stress  diagram  for  the  joint  £  is  the  Mangle  243,  and 
if  In  is  drawn  parallel  to  AD,  the  point  n  evidently  falls  outside  4 
and  the  stress  diagram  does  not  close.  The  frame  will  therefore 
be  distorted  unless  a  brace  is  introduced  connecting  B  and  D  or 
A  and  E.  In  the  former  case  the  stress  diagram  becomes  12345, 
the  line  45  being  drawn  parallel  to  BD. 

Drawing  the  horizontal  5X,  the  vertical  reaction  at  A  is  Xl,  and 
at  £  is  JTS. 

In  general,  if  Fig.  57  represents  any  frame  of  four  members, 
resting  upon  supports  at  A  and  B,  and  if  W  is  a  weight  concen- 


trated at  D,  then  124  is  the  stress  diagram  for  the  joint  at  D. 
Drawing  43  parallel  to  DE,  it  is  evident  that  23  is  the  only  weight 
which  can  be  supported  at  E  without  producing  distortion. 
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16.  Qiieea-p08t  Truss. — It  is  a  common  practice  to  modify  the 
inconiplete  frame  represented  by  Fig,  53  by  introducing  two  ver- 
tical queen-posts  {queen^ods  or  queens)  DF  and  EG,  Fig.  59,  through 
which  the  loads  are  transmitted  to  D  and  E.  The  frame  thus  modi- 
fied is  still  incomplete,  and  if  there  are  no  diagonal  braces  DG,  EF, 


ir      • 

! 

If  1^ 

^i  -1 

the  distortion  of  the  frame  under  an  unevenly  distributed  load  can 
only  be  prevented  by  the  friction  at  the  joints,  the  stiffness  of  the 
members,  and  by  the  queens  being  rigidly  fixed  to  AB  at  F  and  G. 

Let  Wi  be  the  load  at  F  transmitted  through  the  queen  FD  to  D. 

Let  irg  (<Wi)  be  the  load  at  G  transmitted  through  the  queen 
QE  to  E. 

If  the  frame  is  rigid,  the  reactions  Ri  at  A  and  R2  at  B,  which 
will  balance  these  weights,  can  easily  be  found  by  taking  moments 
about  B  and  A  successively.    Thus, 

fiii-^(i+c)+^=(;-c) 

and 

irfiere  AB^l  and  FG~c. 

In  the  line  of  loads,  Fig.  60,  12-1^1  and  2B-W3. 

Take  Xl-fl,  and  X3-R-i.  ITiea  XU  and  12541  are  the 
reciprocals  of  the  joints  at  A  and  D  respectively,  so  that  there  is 

Ist.  A  thrust-25-.y4-Ri  cota  m  DE,  and 
WJ-W2I- 


2d.  A  thrust -45 -Z2 - 


"in  DF 


-downward  pressure  at  F  on  the  tie  AB. 
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Again,  X36  and  236n2  are  the  reciprocals  of  the  joints  at  B 
and  E  respectively.  For  equilibrium  this  last  should  close  with 
the  reciprocal  of  the  joint  D,  i.e.,  n  should  coincide  with  5.  But 
it  appears  that  there  is 


1st.  A  thrust 

2d.  A.  tension  ~6n-X2- 


Ti2  -  6X  =  Ba  cot  a  in  DE,  and 
W,-W,l~c,_^^ 


2  I    '""" 

-an  upward  pull  at  G  on  the  tie  AB. 
Thus  in  DE  there  is  an  unbalanced  thrust 

-(Ri-fia)cota-(tri-Tr2)yCOta-^'~^'fa^p 

d  being  the  depth  of  the  truss. 

The  tie  is  also  acted  upon  at  F  and  G  by  two  forces  of  equal 
magnitude  but  acting  b  opposite  directions,  thus  forming  a  couple 

of  moment  — s j—c,  which  tends  to  cause  a  rotation  of  the 

tie-beam. 

To  neutralize  the  tendency  to  rotation  and  to  take  up  the  unbal- 
anced force  in  DE,  a  brace  may  be  introduced  from  D  to  G,  Fig.  61, 
or  from  E  toF.  In  the  former  case  the  brace  will  be  in  compression, 
and  in  the  latter  case  in  tension. 


0         «         E 


Fig.  62  is  evidently  the  stress  diagram  for  the  modified  truss, 
and  the  stress  developed  in  DG  by  the  unbalanced  force  is 


«    Wi-W,  l-c 
66 2 psec 

<  being  the  length  of  the  diagonal. 


Wi-W,l-c  a 
'      2         I   d' 
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With  a  nngle  collar-beam  DE,  Fig.  63,  and  a  load  2W  uniformly 

W 

distributed  over  the  raftera,  it  may  be  assumed  that  -5-  is  concentrated 

at  each  of  the  joints  D,  C,  and  E.    Then  Fig.  64  is  the  stress  diagram, 
1234  being  ihe  line  of  loads. 


s-^rf^,. 


Fro.  63. 


Fro.  M. 


Tlie  stress  in  the  tie-beam       -X5  -{fT  cot  a, 
"       "      "    "   collar-beam -56  -iTVcota, 
"       "     "  AD  {or BE)       -15  -ITTcoseca, 
"       "      "  CD  iatCE)       -26  -ITTcoseca. 

With  a  collar-beam  DE,  two  queen-posts  DP,  EO,  Fig.  65,  and 

a  uniformly  distributed  load  of  2W  over  the  rafters,  the  stresses  in 

the  members  at  the  joints  D  and  E  become  indeterminate.    A  further 

condition  is  therefore  required,  and  it  is  sometimes  assumed  that  the 

W 
component  of  each  of  the  weights  -r-  at  D  and  E,  normal  to  the 


..^.A^ 


Fro.  68.  Fio.  66. 

rafter  on  which  it  is  concentrated,  is  taken  up  by  the  collar-beam  and 
the  queen. 

Fig.  66  is  evidently  the  stress  diagram,  1234  beii^  the  line  of 
loads. 
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W  W 

66  (-68) —5- COS  a  -componentof-q-nonnal  to  rafter, 


57  ( -78)  — 2"  coa"  a  -thrust  along  each  queen. 

W 
The  effect  upon  the  tie-beam  is  the  same  as  if  a  load  -^  ccw*  a  is 

concentrated  at  each  of  the  joints  F  and  G,  the  loads  being  directly 
borne  by  the  supports  at  A  and  B. 

W  W 

67  —^  cos'  a  tan  a  =-7-  sin  2a  -thrust  along  collar-beam, 

X5  =  77  -  Z8  -  tension  in  tie-beam, 

XI -24 -4ir-ZZ -fTr-58-|H^-Tr  coe*  a -vertical reac- 
tion at  each  support, 

W  3 

26  (-36)  =  jCOseca;15(-48)-7Trcoseca. 

This  frame  belongs  to  the  incomplete  class,  and  if  it  has  to  sup- 
port an  unequally  distributed  load,  braces  must  be  introduced  from 
D  to  C?  and  from  EtoF. 

The  truss  ABC,  Fig.  67,  having  the  rafters  supported  at  two  inter- 
mectiate  points,  may  be  employed  for  spans  of  from  30  to  50  feet. 


^i 


Suppose  that  these  intermediate  joints  of  support  trisect  the  rafters, 

and  let  each  rafter  carry  a  uniformly  distributed  load  W. 

W 
It  may  be  assumed  that  -^  is  concentrated  at  each  of  the  joints 

H,  D,  C,  E,  K.    Let  P  be  the  load  borne  directly  at  each  of  the 
joints  F  and  G. 
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Fig.  68  is  evidently  ttie  stress  diagram,  16  tieing  ttie  line  of  loads, 
W 
and  12-23-34-45-56—3-. 

Also,  XI -jTT+P -26 -vertical  reaction  at  each  support; 

ZY-P-YX. 

Then  17-(iW+i")coseca-611, 

78-?coseca-101I, 

0 

28-(}H'+P)cosec<«-5-10, 
X7-aw+F)mti,-Ye, 
Y12-(iW+P)cota 
/W 


l-12-(y  +  PJcota. 


17.  King-post  Roof-truss.  (Fig.  69.) — This  truss  is  a  simple  and 
economical  frame  for  spans  of 
not  more  than  30  feet.  To  elimi- 
nate excesMve  bending  and  to  di- 
minish the  danger  of  transverse 
fMlure,  the  middle  points  of  the 
comparatively  long  rafters  are 
supported  by  struts  OD  and  OE.  A  portion  of  the  weight  on  the  rafters 
ia  then  transmitted  through  these  struts  to  the  vertical  tie  (king-post 


Fig.  69. 


or  rod)  CO,  which  again  transmits  it  through  the  rafters  to  act  partly 
as  a  vertical  pressure  upon  the  supports  and  partly  as  a  tension 
on  the  tie-beam.  The  main  purpose,  indeed,  of  struts  and  ties  is 
to  transform  transverse  into  longitudinal  stresses. 

If  TT  is  the  uniformly  distributed  load  on  each  rafter,  it  may  be 
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assumed  ihaA  one-half  of  the  load  upon  AD  and  upon  BE  a  borne 
directly  by  the  supports  at  A  and  B,  and  that,  of  the  remmnder  of 
W . 

Let  F  be  the  load  concentrated  at  0. 

Then  Fig.  71  is  evidently  the  stress  diagram,  1234  being  the 
W 
"2' 


Kne  of  loads  in  which  12  -23  -34  - 


Also,  XI -7-Tr  +  2--I'4 -vertical  reaction  at  each  support. 

/3         P\ 
The  tension  in  the  tie-X5=Xl  cotwljW+jj  cota-ys, 

W 
"  king-post -67 --J +-P> 


i8. 


thrust     "    DA  (or  BE) -15 ~Qw+jjc 

'•       "    CD  (.01 CE) -26  =  (jW-\- 
W 


^1) 

DO  (or  EO)  -56  --^  cosgc  o. 


,  Bent  Crane. — Fig,  72  shows  a  convenient  form  of  crane  when 
much  headroom  is  required  near  the  post.  The  crane  is  merely  a 
girder  with  one  end  fixed,  and  the  sections  of  the  members  and  other 
details  of  construction  are  governed  by  the  lifting  power  required. 


For  light  loads,  say  not  exceeding  10  tons,  the   flanges  may  be 
braced  together  as  shown  in  Fig.  72.    The  flanges  may  be  kept  at  the 
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same  distance  apart  throughout,  or  the  distance  between  them  may 
be  gradually  diminished  from  the  base  to  the  peak. 

Let  W  be  the  weight  concentrated  at  the  peak. 

Fig.  73  is  the  stress  dia^am,  and  the  magnitudes  of  the  stresses 
obtained  from  this  diagram  may  be  checked  by  the  method  of 
moments. 

Take  TT  - 10  tons,  and  consider  the  equilibrium  of  the  portion  of 
the  crane  above  the  section  MN. 

Let  X,  y  he  the  length  of  the  perpendiculars  from  0  upon  Yf 
ajid  the  line  of  action  of  W  respectively.    Then 

150 


which  is  the  value  obtained  for  Yf  from  the  stress  diagram. 

19.  Roof-trusses  of  Considerable  Span. — (a)  Each  of  the  jointa 
in  the  principal  rafters  of  the  roof-truss  represented  by  Fig.  74  is 


FiQ.  75. 


loaded  with  a  weight  W.  The  line  of  loads  is  NU,  Fig.  75,  in  which 
NO-OP=-W-  ...  -TV,  and  Fig.  75  is  the  diagram  giving  the 
stresses  in  all  the  members  of  the  truss. 
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(b)  Next,  let  the  truss  be  subjected  to  loads  which  act  od  the 
joints  of  one  of  the  principal  rafters  and  which  are  inclined  to  theu 
vertical. 

(c)  Again,  let  the  frame  Fig.  76  be  subjected  to  inclined  loads 


~ . '.r  \  ^_3^2I — T-^iJC 


V^^ 


Fia.  77. 


at  the  jomts.  The  reactions  due  to  these  loads  may  be  found  as 
follows: 

Produce  the  lines  of  action  of  the  loads  to  meet  the  sprin^ng- 
line. 

Resolve  the  loads  NO,  OP,  PQ,  QR,  and  RS  into  their  vertical 
and  horizontal  components,  the  fonner  being  represented  by  N'0-\ 
O'P',  P'Q',  Q'Rf,  and  R'S,  Fig.  77. 

Take  any  pole  0"  and  join  it  with  0',  P',  Q  R',  S. 

Construct  the  funicular  polygon  123456  and  draw  (y'Y  par- 
allel to  the  closing  line  16.    Then  SY  and  KJV  are  the  actual  reac- 
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tie&a  at  the  supports,  and  the  reciprocal  diagram  Fig.  77  caa  be 
eauly  conBtnicted,  as  already  described. 

In  this  figure  the  points  H,  I,  J,  K,  L,  and  M  coincide,  and  there 
caa  be  no  stress  in  HI,  IJ,  JK,  KL,  or  LM. 

(d)  Loch-joiJit  Trusses. — In  certain  trusses  the  stresses  at  two  or 
more  joints,  called  lock-joiutfi,  are  indeterminate,  and  the  reciprocal 
figure  cannot  be  directly  drawn.  A  further  condition  is  required,  and 
it  is  sometimes  assumed  that  the  stresses  in  two  of  the  members 
meeting  at  a  lock-joint  are  equal.  The  stresses  are  also  determinate 
if  the  relative  yield  of  the  bars  is  known.  A  simple  and  independent 
method  may  be  illustrated  by  means  of  the  truss  shown  in  Fig.  78. 


Taking  any  p(de  O",  Fig.  79  is  the  semi-funicular  polygon  of  the 
loads  on  the  roof,  and  the  bending  moment  at  any  point  is  meas- 
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ured  by  the  intercept  between  the  cloeing-lme  Id*  and  the  line 
123..  .9  (Chapter  II). 

Let  Fi  be  the  force  in  OY; 

X  be  the  vertical  distance  between  OY  and  the  trues  apex. 
Then    Fix  -  the  bending  moment  at  the  apex 

"WxCY. 
TakeO"y-x; 
then  Fi  ~W, 

and  therefore  9^  is  the  etresa  in  the  member  OY. 
Let  Fa  be  the  force  in  GY. 


Then 


Therefore 


-55' XO"Y 
-55' XX. 
Fa -2X55', 


and  thtis  the  stress  in  GY  is  twice  the  intercept  55'. 

In  Fig.  80  take  KO-99  and  rG-2X55'.  The  reciprocal  dia- 
gram can  now  be  easily  constructed. 

Consider  the  truss  Jig.  81  with  two  lock-joints.  In  this  truss 
the  rise  is  about  one  fifth  of  the  span;  the  struts  FG  and  ST  are 
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normal  to  the  rafters,  and  about  one  tenth  of  the  span  in  length. 
The  members  AB  and  BC,  CD  and  DE,  ...,JK  and  KL  meet 
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on  a  circular  arc  drawn  through  the  inner  end  of  the  strut  FG  and 
throu^  the  ends  of  the  rafter. 

Let  X  be  the  distance  between  the  member  MZ  and  the  apex 
of  the  truss. 

Let  the  truss  be  fixed  at  the  left  support  and  rest  on  rollers  at 
the  rig^t  support. 

Conuder  tiie  effect  of  a  normal  wind  pressure. 
-  At  the  points  of  intersection  of  the  springing-line  with  the  lines 
of  action  of  the  loads  resolve  the  loads  into  vertical  and  horizontal 
components,  and  represent  the  former  by  a'f/,  l/c',  <fd',  . . .  i'j. 
Take  the  pole  0"  at  a  distance  from  the  load-line  a'j  equal  to  the 
vertical  distance  between  the  ridge  and  MZ.    Draw  the  funicular 


polygon  123 . .  .rs  for  the  vertical  components  of  the  loads,  and 
draw  0"Z  parallel  to  the  closing-line  si.  Then  jZ  is  the  reaction 
at  the  right  support,  and  is  of  course  vertical.  Hence  if  the  vertical 
through  the  truss  apex  intersects  the  closing-line  Is  in  m  and  sr 
produced  in  n,  mn  is  the  total  stress  in  MZ,  and  thus  the  position 
of  the  point  M  in  Fig.  83  is  defined.  The  diagram  can  now  be  com- 
pleted in  the  usual  manner. 

(e)  The  principal  rafters  of  the  truss  represented  by  Fig.  84 
are  each  I  ft.  long  and  are  spaced  d  ft.  centre  to  centre.  They 
carry  a  dead  weight  of  ir  lbs.  per  square  foot  of  roof-covering,  and 
upon  the  rafter  AB  there  is  a  normal  wind  pressure  of  p^  lbs.  per 
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square  foot.    The  end  B  is  fixed,  and  roUera  are  placed  mider  the 
foot  of  AC. 


Resolve  the  reaction  at  B  into  the  horizontal  component  H  and 
the  vertical  component  R. 

Then    H  =  total  horizontal  component  of  the  wind  pressure 

-pjd  tan  a. 
Also,  taking  moments  about  C, 

Ri-^  COS  a -wld-l  COB  a  +  pJdl^+lcoBa), 

,  ^,      ,  _      tcW    .    p„M  /I     cos  2a  \ 

and  therefore  Ri — ^  +-^^—\t  +  — s — )■ 

2        cos  a  \4         2     / 

Again,  since  there  are  rollers  at  C,  the  reaction  at  C  is  vertical, 
and  taking  moments  about  B, 

Bi2I  cos  a -wW-I  cos  a +p»Zd-^, 

2       4cosa 

Then   Fig.  85  is  the  stress  diagram,  1234  being  the  "Ime   of 
loads,"  in  which 

LI3-wld;    32-p„j-21. 
AJso,  Ri'lY,    YX-H,    and    Xi-R^. 
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The  dotted  lines  show  how  the  stresa  diagram  is  modified  when 
rollere  are  placed  under  B.  The  stresses  in  the  members  are  dimin- 
ished, and  hence,  in  designing  such  a  roof-truss,  the  wind  pressure 
should  be  assumed  to  act  upon  the'  side  on  which  the  foot  of  the 
principal  is  fixed  to  its  support. 

(/)  A  roof-truss  for  a  lai^r  span  may  have  the  middle  points 
of  its  principal  rafters  supported  by  struts,  as  in  Fig.  86.  The  ver- 
tical dead  load  at  each  of  the  poiat«  F,  A,  G——^. 

The  normal  wind  pressure  over  AB 

—^^  at  A  and  at  B, 

4 


The  horizontal  component  of  the  wind  pressure 
—pjd  sin  a  -horizontal  reaction  at  B. 


The  vertical  reactions  fii  and  fij  at  B  and  C  can  be  found  at 
once  by  taking  moments  about  C  and  B  successively,  and  are 


fli  -i  wU  +  J''^^  (cos 2a+jY 
*  2  cos  tt\  */' 


R2-\vM+ 


pjd 
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Fig.  87  is  the  stress  diagram,  1234567  bdng  the  "line  of  loads" 
in  which  12-45-^,  23-^,  34-^-56-67. 

Also,  ir-Bi,     YX-H,    Xl'Ri. 

The  dotted  lines  Bhow  how  the  stresses  are  modified  ^en  the 
rollers  are  under  B,  and  also  show  that  the  straining  is  greatest 
when  the  end  of  the  rafter  on  which  the  wind  blows  is  fixed. 

ig)  The  piincipal  rafters  of  the  truss  ¥\g.  88  are  supported  at 
two  int^mediate  points. 


iJoto.— Pitch -3{P;  AZ>-BD-AJSr-CE-23  ft.;  trusses  =13  ft. 
centre  to  centre;  dead  weight  =8  lbs.  per  square  foot  of  roof-sur- 
face; wind  pressure  on  the  side  AB  normal  to  roof-surface  -28  lbs. 
per  square  foot;  DF  "DH  ~EG  ~EK;  DF  and  EG  are  vertical; 
rollers  under  the  end  C;  8pan-79  ft.;  AF=Btf -21  ft.;  FH-SitL 

The  wmd  prfesure -4459  lbs.  (-- ~13-28)    at    each  of    the 
points  F,  H, 
and-3822  lbs.  (-Y-13.28J    at    each    of    the 
points,  A,  B. 
Thedeadload  =1274  lbs.  (-—-IS-s)    at   each    of    the 

points  F,  H,  K,  G, 
and-2184lbs.  (  =  21  13-8)  at  the  point  A.  ' 
The  resultant  reaction  at  B 

=2  (4X 1274  +  2184)  +  ^^  - 13201.8  Iba. 
The  horizontal  reaction  at  B 

=  16562  sin  30° -8281  lbs. 
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Fig.  89  is  the  stress  (Uagram  123 .. .  10,  being  the  "liue  of 
loads"  in  which  12-67-3822  lbs.;  23-45-4459  lbs.;  34- 
1274-56-89-9-10;  78-2184  lbs.  Also,  17-13,202  lbs.;  YX 
=8281  lbs. 


Fig.  8». 

The  dotted  lines  show  the  modified  stresses  when  rollers  are 
under  B,  and  again  show  that  the  straining  is  greatest  when  B  is 
fixed. 

(A)  Bowstring  Roof-truss. — In  the  truss  represented  by  Fig.  90 
the  joints  of  the  upper  and  lower  chords  lie  on  curves  which  are 
either  circular  or  parabolic  arcs,  and  it  is  assumed  that  the  por- 
tion of  a  chord  between  any  two  consecutive  joints  is  straight. 
Under  a  uniformly  distributed  load  the  reciprocals  of  the  joints 
at  the  feet  of  the  verticals  do  not  close,  and  the  truss  evidently  belongs 
to  the  class  of  incomplete  frames.  Equilibrium  is  impos»ble  and 
deformation  is  only  prevented  by  the  stifTness  of  the  truss  and  fric- 
tion of  the  joints.  To  render  the  stresses  determinate,  the  truss 
is  modified  by  the  introduction  of  the  sloping  members  shown  in 
Fig.  91,  and  the  stress  diagram  for  the  uniformly  distributed  load 
is  Fig.  92,  123456  being  the  line  of  loads,  in  which  I2-Tr-23 
—34 -45 -56 ''load  concentrated  at  each  qf  the  upper-chord  joints. 

Next  let  there  be  a  given  wind  pressure  on  the  left  half  of  the 
truss,  and  let  it  be  assumed  that  the  truss  is  fixed  at  the  left  sup- 
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port  and  rests  upon  rollers  at  the  right  support.  At  the  latter 
the  reaction  is  vertical  and  can  be  found  by  taking  moments  about 
the  left  support.  The  reaction  at  the  left  support  may  be  resolved 
into  a  vertical  and  a  horizontal  component,  and  the  latter  must 


Pio.  94. 


necessarily  be  equal  in  magnitude  to  the  horizontal  component 
of  the  total  wind  pressure.  The  vertical  component  is  now  easily 
obtained  by  taking  moments  about  the  left  support. 

A  reversal  of  stress  in  any  of  the  sloping  members  or  verticals 
on  the  right  htJf  of  the  truss  can  be  prevented  by  introducmg  the 
counter-braces  shown  in  Fig.  93."    The  stress  diagram  for  the  wind 
effect  is  Fig.  94,  1234567  being  the  "line  of  load,"  ui  which 
lY  -vertical  reaction  at  left  support, 
YX  -horizontal  reaction  at  left  support, 
.X7- vertical  reaction  at  right  support, 
and  also        12 -^  normal  pressm-e  on  2a -23 
34-J      "  "        "46=45 

56-i      "  "        '"' 6d-67. 
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21.  Bridge-trusses. — ^A  bridge-truss  proper  consists  of  an  upper 
chord  (or  Sange),  a  lower  chord  (or  flange),  and  an  intennediate 
portion,  called  the  web,  connecting  the  two  chords.  Its  depth  is 
made  as  small  as  possible  consistent  with  economy,  strength,  and 
stiffness.  Its  purpose  is  to  carry  a  distributed  load  winch,  as  in 
roof-trusses,  is  assumed  to  be  concentrated  at  the  joints,  or  pand- 
points,  of  the  upper  and  lower  chords. 

(a)  Fig.  97  is  evidently  the  stress  diagram  for  the  bridge-truss 
represented  by  Fig.  95,  1234  being  the  line  of  loads,  in  wluch 

12 -Wi,    23 -Ws,    34  =  173, 
the  loads  concentrated  at  the  panel-points  FKG  respectively. 
Fio.  ds. 
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Drawii^  OX  parallel  to  the  closing  line  MN  of  the  funicular 
polygon,  then  XI  and  Xi  are  the  vertical  reactions  at  B  and  C 
respectively. 

Also  by  the  method  of  moments  it  follows  at  once  that 

Xl-JTri+iTTa  +  iTTs 
and  X4^\Wi+^Wa  +  iW3. 

This  truss  inverted  is  sometimes  used  for  bridge  purposes,  and 
may  be  constructed  entirely  of  timber.  The  stresses  remain  the 
same  in  magnitude,  but  are,  of  course,  reversed  in  character. 

(b)  Fig.  98  represents  a  through-bridge  truss  of  the  Warren  type, 
wid  is  composed  of  a  number  of  equilateral  triangles. 

Let  123456  be  the  line  of  loads,  in  which 

12  =  1^1,    23  -  Ws,    34  =  Tf 3,    45  -  Wt,    and  56  =  ITb- 
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With  any  pole  0  describe  the  funicular  polj^D  and  draw  OX 
parallel  to  the  closing  line  QR.    Then  XI  and  ^6  are  the  vertical 
reactions  at  S  and  T  respectively. 
FiQ.  98. 


_.A/f\>^\Vf\/f\AT 


Fio.  99.  Fia.  100. 

By  the  method  of  moments 

Xl-iWi+iWi+iWz  +  ^Wt+iWi, 
X6-i[W,+iW3  +  Wa+iWt+iW6. 

If  the  truss  is  inverted,  the  loads  are  carried  on  the  upper  chord 
and  the  bridge  is  one  of  the  deck  type.  The  stresses  in  the  several 
members  remwn  the  same  in  magnitude  but  are  opposite  in  kmd. 

(c)  The  Howe  truss,  Fig.  101,  is  suitable  for  bridges  of  the  through 
type,  has  been  widely  used,  and  may  be  constructed  of  timber,  of 
iron,  or  of  timber  and  iron  combined. 

Under  a  uniformly  distributed  load  composed  of  W  concentrated 
at  each  panel-point.  Fig.  103  is  the  stress  diagram,  123  ...  8  being 
the  line  of  loads.  Also  XI  -S\W-X8,  OX  being  drawn  parallel  to 
the  closing  line  of  the  funicular  polygon.  Fig.  102. 

If  the  load  is  unevenly  distributed  the  stresses  in  certain  of  the 
members  may  be  reversed.  For  example,  let  the  truss  carry  a  single 
load  concentrated  at  the  panel-point  M,  Fig.  101. 

Take  any  pole  0  and  draw  the  funicular  polygon,  Fig.  104.  If 
OX  is  now  drawn^  parallel  to  die  closing  line, 

XI -reaction  at  left    support -JP, 
and  X8-      "         "  right      "       -iP. 
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These  results  may  also  be  verified  by  the  method  of  moments.    The 
stress  diagram  is  Fig.  105,  and  it  is  evident  that  the  stresses  in  the 
Fig.  101.  Fro.  103. 
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Fio.  105. 


verticals  and  ties  on  the  right  of  M  are  reversed  in  kind.  Such  a 
reversal  mAy  be  provided  for  by  giving  sufficient  sectional  area  to 
the  members  thus  strained  or  by  the  introduction  of  counter-braces 
wluch  are  indicated  by  the  dotted  lines  in  Fig.  101. 

Under  a  live  load,  as  when  a  train  passes  over  a  bridge,  counter- 
braces  may  be  introduced  on  each  side  of  the  centre,  and  although 
they  may  not  be  required  in  every  panel,  they  pve  increased  stiffness 
to  the  truss. 

(d)  The  Pratt  deck  truss,  Fig.  106,  is  merely  an  inverted  Howe 
truss,  and  the  stresses  under  the  same  uniformly  distributed  load 
are  the  same  in  magnitude  but  are  reversed  in  kind.    Thus  in  the 


Howe  truss  the  upper  chord  is  in   compression  and  the  lower  in 
tension,  the  verticals  are  ties  and  the  sloping  members  struts.    In 
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the  Pratt  deck  truss  the  upper  chord  is  in  compression  and  the  lower 
in  tension,  the  verticals  are  struts  and  the  sloping  niembers  ties. 
The  dotted  lines  are  counter-braces  introduced  to  provide  for  the 
effects  of  a  varying  or  live  load. 

Note. — The  directions  of  the  lines  of  action  of  the  stresses  in  the 
several  members  at  a  joint  in  any  framed  structure,  and  hence  also 
Ibeir  character,  i.e.,  whether  they  are  tensions  or  compressions,  are 
easily  determined  by  following  in  order  the  sides  of  the  reciprocals 
of  the  joints. 

(e)  Petit  Truss. — This  type  of  truss  is  suitable  for  a  bridge  of 
long  span.    F^.  107  represents  the  truss  iot  a  through  bridge  and 


its  stress  diagram  for  a  load  W  concentrated  at  each  panel-point  is 
Fig.  108. 

In  the  stress  diagram  ABCD ...  is  the  "line  of  loads"  and 
AB-W~BC-CD-  ... 

Also,  XA  -vertical  reaction  at  the  left  support 

In  drawing  the  reciprocals  of  the  joints  p,  g,  r . . . ,  it  must  be 
remembered  that  one  half  of  the  loads  concentrated  at  the  feet  of 
the  verticals  56,  910,  and  1314  are  transmitted  through  the  mem- 
bers 45,  89,  and  1213,  respectively. 


23.  Bowstring  Truss. 
8  represented  by  Fig.  IC 


-In  its  simplest  form  the  bowstring  truss 
)  for  a  through  and  by  Fig.  110  for  a  deck 
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bridge,  the  axis  of  the  ciured  chord  being  either  the  arc  of  a  circle 
or  of  a  parabola. 

In  practice  the  portion  of  the  curved  chord  between  consecutive 
joints  ia  usually  straight  (Figs.  Ill,  112),  and,  under  a  uniformly  dis- 


tributed load  of  W  concentrated  at  each  panel-point  of  the  horizontal 
chord,  the  stress  diagram  for  one  half  the  truss  is  Fig.  113,  if  the 
joints  lie  in  a  circular  arc,  and  Fig.  114  if  they  lie  in  the  arc  of  a 


parabola.  In  the  latter  case  the  diagonals  are  unstrained  and  might 
be  dispensed  mth,  eo  that  the  uniformly  distributed  Toad  is  trans- 
mitted to  the  bow  through  the  verticals  only. 

In  the  stress  diagrams  AB-W—BC "CD -DE -load  concen- 
trated at  each  panel-point  and  XA  -vertical  reaction  at  a  support 
=  3}Tf. 

Under  a  moving  (or  lire)  load  the  stresses  in  web  members  may 
be  reversed  in  kind.  Suppose,  for  example,  that  a  load  P  is  concen- 
trated at  the  panel-point  p.  Then  Fig.  116  is  the  stress  diagram, 
BC432B  and  X346X  being  the  reciprocals  of  the  joints  p  and  q. 
Following  the  sides  of  these  reciprocals  in  order,  the  stresses  in  34 
and  45  due  to  P  are  fotmd  to  be  a  tension  and  compression  respec- 
tively, while  under  the  uniformly  distributed  load  the  correspondu^ 
stresses  are  a  compression  and  a  tension.    If  the  stresses  due  to 
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P  exceed  the  latter  in  magnitude,  the  members  34  and  45  must  be- 
designed  to  bear  safely  streflaea  which  may  be  alternately  tensiJa- 


and  compressive.  This  can  be  done  either  by  giving  each  member 
in  question  a  sufficient  sectional  area  or  by  introducing  the  counter- 
braces  shown  by  the  dotted  lines  in  Figs.  117,  118. 


Pro.  lis. 


Fio.  119. 


The  stress  diagram  for  the  latter  case,  with  the  load  P  concen- 
trated at  p,  is  Fig.  119. 

It  will  of  course  be  noted  that  the  truss  represented  by  Fig.  IIS 
is  merely  the  truss  Fig.  117  inverted.  Under  the  same  load  the 
Btressefl  in  corresponding  members  are  of  the  same  magnitude,  but- 
are  reversed  in  kind.  Thus  the  curved  chord  is  in  compression  in 
Fig.  117  and  in  tension  in  Fig.  118. 
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The  truss  Fig.  120  is  a  bowBtring  trues  with  isosceles  bracing, 
the  upper  chord  being  straight  between  consecutive  joints. 


Under  any  given  loads  AB,  BC,  CD,  DE,  EF,  FG,  and  GH,  con- 
centrated at  the  panel-points,  Fig.  122,  is  the  stress  diagram,  XA 
and  XH  being  the  reaction^  at  the  supports.  The  members  12  and 
14.15  are  always  in  tension  but,  under  a  live  load,  every  other  web 
member  may  be  placed  in  tension  or  in  compression  and  must  there- 
fore be  designed  for  a  reversal  of  stress. 

23.  Piers. — Fig.  123  represents  one  of  the  bracea  piers  for  sup- 
porting a  deck  bridge. 

Height  of  pier  =50  ft.;  of  truss-30  ft. 

Width  of  pier  at  top=17  ft.;  at  bottom -33J  ft. 

The  bridge  when  most  heavily  loaded  throws  a  weight  of  100  tons 
on  each  of  the  points  A  and  B. 

Weight  of  half  pier -30  tons. 

The  increased  weight  at  each  of  the  points  C,  D  and  E,  F  from 
the  portions  AD  and  CF  of  the  pier  =5  tons. 

Resultant  horizontal  wind  pressure  on  train -40  u)ns  at  87^  feet 
above  base. 
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Resultant  horizontal  wind  pressure  on  truss -20  tons  at  65  feet 
above  base. 

Resultant  horizontal  wind  pressure  on  pier-2i  tons  at  each  of 
the  points  C  and  E. 

With  the  wind  pressure  acting  as  in  the  figure,  the  diagonals 
CB,  ED,  and  GF  are  required.    When  the  wind  blowa  on  the  other 


Fio.  123.  Pig.  J  24. 

side,  the  diagonals  D  to  A,  F  to  C,  and  ff  to  ^  are  brought  into 
play.    The  moment  of  the  couple  tending  to  overturn  the  pier 

-40X87J+20X65+4X25-4900  ton-feet. 
The  moment  of  stability-(200+30)xy-3871|  ft.-tons. 

Thus  the  difference, -4900-38713 -1028J  ft.-tons,  must  be  pro- 
vided for  in  the  anchorage.    The  puU  on  a  vertical  anchorage-ti^  at 

e-^-30MioiB- 

Again,  if  ff  be  the  horizontal  force  upon  the  pier  at  A  due  to 
wind  pressure, 

ffX50-40x87i+20X65-=4800; 
H -96  tons. 
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Fig.  124  is  the  stress  diagram,  123456  being  the  load  lines, 
in  wUch  12-2toas-23;   34-96  tons;  45-100  tons -56. 
Project  12-6  upon  the  vertical  /6.      Then 


and 


/6  -vertical  pressure  at  H, 
12,/ -outward  horizontal  thrust  at  H. 


Project  1,11,12  upon  the  vertical  64/,  and  upon  the  horizontal  Igi. 
Then 

/4  -uplifting  force  at  G, 
and  lg-14— /,12-horizontal  pull  at  0. 

In  computing  the  stresses  in  the  leeward  posts  of  a  braced  pier 
it  is  common  practice  to  assume  that  the  maximum  load  is  upon 
the  bridge  and  that  the  wind  exerts  a  pressure  of  30  lbs.  per  square 
foot  upon  the  surfaces  of  the  iram  and  structure,  or  a  pressiu^  of  SO 
lbs.  per  square  foot  upon  the  surface  of  the  structure  when  unloaded. 
The  n^ative  (or  reversed)  stresses  in  the  windward  posts  of  the  pier 
are  determined  when  the  minimum  load  is  on  the  pier,  the  wind 
pressure  remwiing  the  same. 

34.  Fink  Truss. — In  the  truss  represented  in  the  accompanying 
figure  the  length  of  the  beam  AB  is  so  great  that  the  single  triangu- 
lar truss  ACB  with  a  rangle  central  strut  CO  is  an  insufficient  support. 
The  two  halves  are  therefore  strei^hened  by  the  simple  triangular 
trusses  AGO  with  a  central  strut  GF  and  BPO  with  a  central  strut  PN. 

Again,  each  quarter  length,  viz.,  AF,  FO,  ON,  NB,  is  similarly 
trussed.    The  subdivisions  may,  if  necessary,  be  carried  still  farther. 


This  truss  in  /our,  eight,  sixteen, . . .  divisions  or  panels  is  known  as 
the  Fink  truss,  and  has  been  widely  employed  in  Ainerica,  the  number 
of  panels  usually  being  eight  or  sixteen. 

The  members  shown  by  the  dotted  lines  may  be  introduced  for 
stiffness,  and  the  platform  may  be  either  at  the  top  or  bottom.  The 
weight  directly  borne  by  a  strut  is  usually  determined  from  the 
loads  upon  the  two  adjacent  panels  by  assuming  the  corresponding 
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portiona  of  the  beam  to  be  independent  beams  supported  at  the  ends. 
Thus  if  there  be  a  weight  W  at  the  point  S  in  the  panel  FH,  the  portion 

of  W  borne  by  the  strut  Gi**  at  ^  is  W  prr,  and  the  portion  borne  by 

FS 
the  strut  KH&tHisW  jj^. 

Let  Wi,  Wz,  Wa,  Wt,  Ws,  Wg,  TTt  be  the  weights  upon  the  struts 
(or  posts)  DE,  FG,  HK,  OC,  LM,  NP,  QR,  respectively; 

Let  Pi,  P2,  Pi,  Pi,  Pb,  P»,  Pr  be  the  compressions  to  which 
these  posts  are  severally  subjected; 

Let  a,  ^,  J-  be  the  inclinations  to  the  vertical  of  AE,  AG,  AC, 
respectively; 

Let  7*1,  Ts,  Ts, . . .  be  the  tensions  in  the  ties,  as  in  Fig.  125. 
The  tensions  in  the  ties  meeting  at  the  foot  of  a  post  are  evi- 
dently equal. 

Each  triangular  truss  may  be  considered  separately. 

From  the  truss  ^Bi^,    2Tt  cos  a=/*i-iri; 

from  the  truss  ^GO,    2r2  cos  ^-P2=W2  +  (Ti  +  Tz)  cma;' 

from  Ehe  truss  FKO,    2T3  cos  a  -  P3  -  TTg ; 

from  the  truss  ACB, 

2TiCOBr-P*  =  Wi  +  {Ti  +  Te)  coaii+(Ta  +  Ti)  coaa; 
from  the  truss  OJtfiV,    27*11  cos  a=Pfi  =  Tr6; 
from  the  truss  OPB,     2To  cos  ^  -  Pa  -  TTe  +  (T'b  +  Tj)  cos  a; 
from  the  truss  NRB,     27*7  cos  a  -  P?  =  IF?. 

Hence 


^=2(1^8+-^-)  sec  A 


=  2\^»'4+       2       +  4  j 

-^seca, 


sec  a. 


{W,  + 2 — )  "^^ 
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Again,  the  thrast  along  AF~Ti  am  a  +  Tasm  ^+TiBmf; 

"        "      &tF=  Tasin^  +  TiBuir; 

"        "      along  FO - 7*2  sin  ;)  + r*  sin  r  + Hasina; 

"        "      atO-r^sinr; 
etc.,  etc. 
If  the  truss  carries  a  uniformly  distnbuted  load  W, 


16 


sec  a, 
W 


-  sec  J. 


If  the  above  diagram  is  inverted,  it  will  represent  another  type 
of  truss  in  which  the  obliques  are  struts  and  the  verticals  ties. 

25.  Bollman  Truss. — Fig.  126  represents  a  beam  trussed  by  a 
number  of  independent  triangular  trusses,  the  vertical  posts  being 
equidistant.    The  weight  concentrated  at  the  head  of  each  post 


may  be  found  by  the  method  described  in  Ex.  2,  which  in  fact  is 
generally  applicable  to  all  bridge-  and  roof-trusses. 
Let  Ti,  7*2  be  the  tensions  in  AE,  BE,  respectively; 
"    Wi  be  the  we^ht  at  D; 

"    ai,  as  be  the  inclinations  of  AE,  BE,  respectively,  to  the 
vertical. 

sin  aj 


Then 


Bin  {di+aa) 


'sin  («)  +a.^' 


Similarly,  the  stress  in  any  other  tie  may  be  obtained. 

The  compression  in  the  top  chord  is  the  algebraic  sum  of  the 
horizontal  components  of  all  the  stresses  in  the  ties  which  meet 
at  one  end. 

The  verticals  are  always  struts  and  the  obliques  ties. 
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Hiis  truss  has  been  used  for  bridges  of  considerable  span,  but  the 
ties  may  prove  inconveniently  long. 

26.  Method  of  Ssctiona. — It  often  happens  that  the  stresses  in 
the  members  of  a  frame  may  be  eanly  obtained  by  the  method  of 
sections.    This  method  depends  upon  the  following  principle: 

If  a  frame  is  divided  by  a  plane  section  into  two  parts,  and  if 
each  part  is  considered  separately,  the  stresses  in  the  bars  (or  mem- 
bers) intersected  by  the  secant  plane  must  balance  the  external  forces 
upon  the  part  in  question. 

Hence  the  dg^rraic  sums  of  the  horisontal  components,  I{X), 
of  the  vertical  components,  I{Y),  and  of  the  moments  of  the  forces 
with  respect  to  any  point,  ^{M),  are  severally  zero;  i.e.,  analytically, 

I(X)-Q,    i'CD-O,    and    ^(Jtf) -0. 

These  equations  are  solvable,  and  the  stresses  therefore  determinate, 
if  the  secant  plane  does  not  cut  more  than  three  members. 

ExAJfPLB  1.  ABC  is  a  roof-tniaa  of  60  ft.  span  and  30°  |Htcb.  The  strut 
DF-GH-5  ft.;   the  angle  FDA-^CP.    Also  AF-PB-AG-GC. 

The  vertical  reaction  at  fi-5  tons.    The  weight  concentrated  ht  D—4\ 

Let  the  an^e  ABF-a. 
Then  AE 


x/Is'" 


2-^/3 
"Vis" 


If  the  portioD  of  the  tnUB  on  the  right  of  a  aecant  place  MN  be  removed, 
the  forces  C,  T„  T,,  in  the  membera  AD,  AF,  FG  must  balance  the  external 


CorcM  5  tons  and  4)  touB  in  order  that  the  equilil^um  of  the  remainder  of 
the  tnuB  may  be  preserved. 
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Hence,  icsolving  horisontally  &nd  vertically, 

r,+  r,coa(«+30")-C8m60»-0, 
T,  Bin  (tf+aO")  -C  cofl  60»+5 -4J -0. 
Taking  momente  about  F, 

C5~5BFcix  (30»-a)+4iZ)FHm30°-0 


But 


cofl(«i+30=) ^    ainCa+aO")-- ^,    e<»C30"-<i) ^. 

2\/l3  2V13  2v/i3 

Sr-BD9eca-5\/i3,    and    Cf-5ft. 


Hence  C-15}  tons,  T,  -9.89  tons,  and  T, -6.35  tona. 

Ex.  2.     Fig.  128  repreeents  a  portion  of  a  bridge-truBS  cut  oS  by  a  plane 
MN  and  supported  at  the  abutment  at  A. 

The  vertical  reaction  at  A  -409,400  lbs. 

"Hie  weight  at  B  -  49,500  Ibe. 
"       "       "  C-38,700  1ba. 

-4B-BC-24ft.;  fii)-24ft.;  C£-29}ft. 

The  forces  C,  D',  T  in  the  members  met  by  MN  must  balance  the  ex- 
ternal forces  at  A,  B,  C. 

Resolving  horisontally  and  vertically, 

r-(-Z)'cos«-C'coBj9-0, 

Zyaino+C'ain  ^-409400+49500+38700-0, 

a  and  P  being  the  inclinations  to  the  horizon  of  EF,  DE,  respectively! 
Taking  moments  about  E, 

-rx29J  +409400x48-49500x24-0. 
But  tan«-S-^     and    tan^?-^--. 


-      ,  -  -,      COS"-— 7=^,      BtDp-     ,— ,      C08/»-— ;= 

V202  \/202  v^85  %/8S 
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9814500  , 


ly- 


117 
1994600 


13 


13 


V2021be. 


Tlie  results  in  the  two  preceding  examples  c&n  also  be  easily  verified  by 
drawing  the  stress  diagrams  of  the  portions  of  the  trusses  under  consideration. 

27.  Three-hinged  Braced  Arch. — For  station  roofs  and  for  sheds 
of  wider  spans  than  those  for  which  simple  trusses  are  found  to  be 


economical,  it  is  a  common  practice  to  employ  two  braced  trusses,  as, 
e.g.,  Figs.  129,  130,  connected  by  a  central  hinge  and  hinged  also 
at  the  two  abutments.  The  use  of  these  hinges  makes  the  stresses 
detenninate  and  the  stress  diagram  for  any  given  loading  may  be 
drawn  as  soon  as  the  resultant  reactions  at  the  hinges  are  known. 
They  can  be  easily  calculated  by  the  "  method  of  sections."  Fig.  130 
represents  one  of  the  three-hinged  braced  arches  which  support  the 
roof  of  a  lai^  hall. 

A  ttfad  P  at  any  point  p  of  the  left  truss  developes  a  reaction  at  B, 
and  the  direction  of  this  reaction  must  necessarily  pass  throi^h  the 
centre  hii^  C.  If  the  direction  falls  above  or  below  C,  the  hinge  is 
subjected  to  a  bending  moment  and  rotation  or  deformation  can 
only  be  prevented  by  the  inherent  stiffness  of  the  trusses.  Let  the 
Unes  of  action  of  P  and  the  reaction  aloi^  BC  meet  in  the  point  r. 
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Then,  for  the  equilibrium  of  the  left  truss,  the  resultant  reaction  at 
A  must  also  pass  through  the  point  r. 

So,  again,  a  load  Q  at  any  point  q  on  the  right  truss  developes  a 


reaction  along  AC,  and  if  the  direction  of  the  reaction  meets  the  line 
of  action  of  Q  in  the  point  s,  then  Bs  is  the  direction  of  the  resultant 
reaction  at  B  due  to  Q. 


Fio.  13X. 

At  C  resolve  the  reaction  along  BC  due  to  P  into  its  horizontal 
and  vertical  components  H  and  V. 

At  C  resolve  the  reaction  along  AC  due  to  Q  into  its  horizontal  and 
vertical  components  H'  and  V. 
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Then,  evidently  H-H'    and    V  +  V'-O. 

CoDfflder  the  equilibrium  of  each  truss  separately. 

In  Fig.  131,  conradering  the  left  truss,  the  hinge  C  is  acted  upon 
by  the  horizontal  reaction  H  and  the  upward  vertical  force  (or  shear) 
v.  The  resultant  reaction  at  A  may  be  also  resolved  into  its  vertical 
and  horizontal  components,  viz.,  Vi  and  Ht. 

As  H  and  Hi  are -the  only  two  horisontal  forces  acting  upon  the 
truss  in  this  case,  they  are  equal  in  magnitude,  but  act  in  opposite 
directions,  and  the  Hi{~H)  at  A  may  be  either  taken  up  by  the 
abutments  or  by  a  tie-rod  connecting  A  and  B,  iriiich  may  often  be 
conveniently  placed  below  the  floor. 

Take nuHoeiits about ^.    Then,  %- 

Hx53.99+Fx59.33-Px9.33 

or  ff+rxl.099-Px.l73. 

Similarly,  by  taking  moments  about  B  for  the  ri^t  truss, 

Hx63.99-rx59.33-Qx27.67 

or  tf-7xl.099-Qx.513. 

Hence  H-Px.087  +  0x.256 

and  r-PX.08-Qx.24. 

Also,  Vi  +  V^P    and    V2-V-Q, 

Vi  being  the  vertical  component  of  the  reaction  at  B. 

Therefore  7i-Px.9236+Qx.229 

and  73-PX.0764  +  QX.771. 

The  principle  of  the  three  hinges  is  also  sometimes,  but  less 
frequently,  adopted  in  bridge  work  (Fig.  132).  The  two  halves  are 
connected  by  a  central  hinge  and  are  also  hinged  at  the  abutments. 
A  serious  objection  to  this  type  of  bridge  is  the  large  deflection  due  to 
changes  of  temperature.  The  elimination  of  the  hinge  at  C  greatly 
diminishes  the  deflection  and  stiffens  the  structure,  but  at  the  same 
time-developes  temperature  stresses  in  the  several  members. 
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The  reactions  at  the  three  hinges  are  determined  in  precisely  tiie 
sanie  manner  as  in  the  preceding  case. 

A  load  P  on  the  left  truss  necessarily  produces  a  reaction  along 
the  sloping  chord  CB  and  if  the  line  of  action  of  P  meets  BC  pro- 


Fio.  132. 

duced  in  s,  As  is  the  direction  of  the  resultant  reaction  at  A  due  to  P. 
So  S<  is  the  direction  of  the  resultant  reaction  at  B  due  to  a  load  Q 
on  the  right  truss. 

If  the  resultant  reaction  passes  through  a  panel-point,  e.g.  g,  and 
intersects  ACt  m  C,  a  weight  placed  on  the  horizontal  chord  at  x 
produces  no  stress  in  the  member  Ym.  This  can  be  easily  proved  by 
considering  the  equilibrium,  under  the  weight,  of  the  portion  of  the 


FiQ.  isa  Fio.  131 

truss  on  the  right  of  a  vertical  section  MN.  The  moments  of  the 
stresses  in  Kn  and  nm,  and  of  the  resultant  reaction  at  B.  are  all  m7, 
as  their  lines  of  action  pass  through  the  point  9.  Hence  the  moment 
of  the  stress  in  Ym  and  therefore  the  stress  itself  is  also  nH. 

Let  Figs.  133,  134  represent  the  two  halves  of  a  3-hinged  bridge 
of  64  ft.  span,  2  ft.  deep  at  the  centre  and  10  ft.  deep  at  the  ends; 

Let  loads  of  4,  4,  2,  2,  4  tons  be  concentrated  at  the  panel-points 
3,  4,  5,  9,  and  10,  respectively; 

Let  H  be  the  horizontal  reaction  at  each  hinge; 

Let  Vi,  Vj  be  the  vertical  reactions  at  A  and  B  respectively; 
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Let  ±V  be  the  vertical  shear  at  the  central  hinge. 
Conaider  the  equilibrium  of  each  half  separately. 


Fu.  135.  Fia.  13& 

Taking  momente  about  A, 

-y  ■32-^-8+4(16+24) +  2X32=0, 
H+iV~28. 
Taking  moments  about  B, 

-F-32+a8-4x8-0, 
H-AV-4. 


Therefore 
Also, 


H  =  16    and    7-3. 
y,-10-V-7tons    and    Va-6  +  V -9  tooa. 


Then  Kgs.  135,  136  are  the  stress  diagram  of  figs.  133,  134,  re- 
spectively. 

If  the  three-hinged  braced  arch,  Fig.  132,  is  inverted,  the  bridge 
becomes  one  of  the  suspension  type  and  the  load  is  carried  on  the 
lower  chord.  The  stresses  under  a  given  load  remain  the  same  in 
magnitude  but  are  reversed  in  kind. 

If  the  sloping  chord,  instead  of  being  straight,  has  its  joints 
lying  on  the  arc  of  a  parabola  with  its  vertex  at  the  central  hinge,  it 
can  easily  be  shown,  either  graphically  or  analytically,  that,  under  a 
uniformly  distributed  load,  no  stress  is  developed  in  the  horizontal 
chords. 

Although  it  is  the  usual  practice  to  connect  tc^ther  the  sloping 
chords  by  means  of  the  central  hinge,  it  is  really  more  rational  to 
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connect  the  horizontal  chords  tt^ther,  aod  the  truss  then  requires 
no  depth  at  the  centre. 


r  BooiKiOTEBiNaa. 


Dam^tkHi  of  CovBiinc. 


Dwl  Wai^t  of  Soof  in  Ibi.  pw  10. 
f t.  of  Corarad  An«. 


Boarding  (i-inch) 

Boftrding  and  Hheet  iron.  . 
Cast-iron  plates  (f-inch).  . 

Corrugated  iron 

Pelt,  aa^ialted. 

Felt  and  graveL 

Galvaniied  iriKi 

Lath  and  plaster. 

Pantiles 

Sieetlead 

Sheet  rino. 

Sheet  iron  (corrugated). . . 


Shingles 


(A  inch  thick) 

(16  W.G.)  and  laths... 

B  (16-incb) 

(lonj;) 

Sheathing  (pine,  1-incb  yellow, 

NorthOTn) 

Sheathing  (pine,  1-inch  yellow. 

Southern) 

Sheathing  (1-inch  chestnut  and 

maple) 

Sheatfung  (1-inch  aah,  hickory, 


oak). 


Slates  and  iron  latlu. . 


Sheet  lead 

Thatch 

Tiles,  fiat 

' '      grooves,  and  fillets. 

Tiles  and  mortar. 

Timbering  of  tiled  and  slate  roofs 

(additional) 

Tin 


8  to  10 
ItoS.f 

9  to  10 


S  without  boards  and  11  with  baard» 

for  spans  up  to  75  ft. 
12  without  boards  and  15  with  boards 
for  spans  from  75  to  ISO  ft. 


13  without  boanls  or  on  ladis  and  15 

on  1f-in.  boards  for  spans  up  to 

75  ft. 
17  without  boards  or  on  laths  and  20 

on  If-in.  boards  for  spans  from 

75  to  160  tL 


Snow :  20  to  25  lbs.  per  horizontal  square  foot. 
Wind:  30  to  SO  "     "  vertical  square  tot*. 
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The  Carnegie  Steel  Company  gives  the  f ollowii^  table  of  approxi- 
mate loads  (including  weight  of  truss)  per  square  foot  for  roofs  and 
spans  under  75  ft. : 

Roof  covered  vith  corrugated  aheets,  unboarded. ...  8  Iba. 

"  "         "  "  "on  boarda 11    " 

"  "         "    aUte,  on  lathi. 13    " 

Same,  on  board*  1}  inch  thick 16    " 

Roof  Mvered  with  ahinglea,  on  laths. 10    " 

Add  to  above,  if  plaatered  below  raftera. 10    " 

Snow,  light,  wei^ia  per  cubic  foot. 6  to  12    " 

For«pans  over  75  ft.  add  4  Iba.  to  the  above  loads  per 

square  foot. 
It  is  customai?  to  add  30  Iba.  per  squaie  foot  to  the 
above  for  snow  and  wind  when  aeperate  calcu- 
lations are  not  made. 

Table  o 


Pitch  of  Root. 

P„ 

P, 

Pa 

fi- 

4.0 

0.4 

le 

9.7 

9.9 

1.7 

20" 

18.1 

17.0 

6.2 

30" 

26.4 

22.8 

13.2 

21.4 

60" 

38.1 

24,5 

29.2 

60" 

40.0 

20.0 

34.0 

70" 

41.0 

14.0 

80" 

40.4 

7.0 

39,8 

W" 

40.0 

0.0 

40.0 

Table  Pbep&bed  .from  the  Foiatm^  ''''(20) 


tetiMrBeoiid. 

mllM  p«r  hour. 

lbs.  pm  aq.  ft. 

10 

6.8 

0.25 

20 

13.6 

40 

27.2 

4.00 

60 

40.8 

9.00 

70 

47.6 

14,25 

80 

54.4 

16.00 

90 

61.2      ' 

20.25 

100 

68-0 

110 

74.8 

30.25 

120 

81.6 

36.00 

130 

88.4 

150 

102.0 

56.25 
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TBEOBY  OF  STRUCTURES. 


EKAltPLES. 


I.  A  number  of  coplanar  forces  have  to  be  in  equilibrium.  The  lines  of 
action  and  magnitudes  of  all  ttie  forces  with  the  exception  of  two  are  known ; 
and  of  these  two,  the  line  of  action  of  one  of  them  and  a  point  on  the  line  of 
action  of  the  other  are  also  known.  Show  how  you  would  graphically  de- 
termine the  two  unknown  forces. 

3.  Show  that  the  locus  of  the  poles  of  the  funicular  polygons,  of  which  the 
first  and  last  sides  pasa  through  two  fixed  points  on  the  cloBiog  line,  is  a 
straight  line  parallel  to  the  closing  line. 

3.  The  first  and  last  ades  of  a  funicular  polygon  of  a  system  of  forces  in- 
tersect the  closing  line  in  two  fixed  points.  Show  that  for  any  position  of 
the  pole  each  side  of  the  polygon  will  pass  through  a  fixed  point  on  the  clos- 
ing Bne. 

4.  If  the  pole  of  a  funicular  polygon  describe  a  straight  line,  show  that 
the  corresponding  sides  of  successive  funicular  polygons  with  respect  to  suc- 
cessive positions  of  the  pole  will  intersect  in  a  straight  line  which  is  parallel 
to  the  locus  of  the  pole. 

5.  Forces  act  upon  a  rectan^e  in  the  manner  shown  by  fig.  137.  De- 
termine the  magnitude,  portion,  and  direction  of  the  resultant. 

6.  Fig.  138  represents  a  jointed  frame,  the  lengths  of  the  links  being  as 
indicated.    The  frame  is  acted  upon  by  six  forces,  of  which  three  are  given. 


Fra.  137. 

and  the  lines  of  action  of  all  the  forces  bisect  respectively  the  angles  marked 
by  a  dotted  arc.  Find  the  forces  X,  Y,  and  Z  and  determine  the  directions 
in  v4uch  they  act.  Also  find  the  force  along  each  link,  distinguishing  be- 
tween struts  and  ties. 

7,  Draw  the  funicular  polygon  for  the  six  forces  of  1,  2,  3,  i,  5,  and  6  tons, 
acting  at  angular  distances  of  60°,  as  in  Fig.  ]  39.    Also  determine  graphically 
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the  moment  of  these  loads  with  respect  to  any  given  point  on  the  line  of 
action  of  the  6-ton  force. 


8,  A  rigid  frame  CAOB  is  hinged  at  C  and  reata  upon  rollera  at  B.  Find 
the  magnitude  and  direction  of  the  resultant  reactitm  at  C,  and  also  the  ver- 
tical reaction  at  B,  due  to  the  horizontal  force  H  at  A,  Fig.  140. 

0.  Slcetch  the  reciprocal  diagram  of  a  f^ame  consisting  of  four  equal  rods 
placed  so  as  to  form  a  parallelogram  with  angles  of  30°,  and  braced  by  two 
diagonals  crossing  each  other  without  joint,  the  rods  being  pinned  at  the 
comers  of  the  ligure  only.  The  frame  is  free  from  external  forces,  but  in  such 
constraint  that  the  longer  diagonal  is  under  a  tension  of  2  tons, 

10.  Four  bars  of  equal  weight  and  length,  freely  articulated  at  the  extrem- 
ities, form  a  square  ABCD.  The  system  rests  in  a  vertical  plane,  the  joint  A 
being  fixed,  and  the  form  of  the  square  is  preserved  by  means  of  a  horisontal 
string  connecting  the  joints  B  and  D.     If  IV  be  the  weight  of  each  bar,  show 

W 
(a)  that  the  stress  at  C  is  honzontol  and '  -^,  (b)  that  the  stress  on  BC  at 


the  stress  upon  AB  at  j4  is  JIT,  (e)  that  the  tension  of  the  string  is  2ir. 

II.  Five  bars  of  equal  length  and  weight,  freely  articulated  at  the  ex- 
tremities, form  a  regular  pentagon  ABCDE.  The  system  rests  in  a  vertical 
plane,  the  bar  CD  being  fixed  in  a  horizontal  position,  and  the  form  of  the 
pentagon  being  preserved  by  means  of  a  string  connecting  the  joints  B  and 
B.    If  the  weight  of  each  bar  be  W  show  that  the  tension  of  the  string  is 

—  (tan  54°  +3  tan  18°),  and  find  the  magnitudes  and  directions  of  the  stresses 

at  the  joints. 

13.  Six  bars  of  equal  length  and  wei^t  (  —  W),  freely  articulated  at  the 
extzemitiea,  form  a  regular  hexagon  ABCDEF. 
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«8  THEORY  OF  STRUCTURES. 

Firtt,  if  the  eystem  hang  in  a  vertical  plane,  the  bar  AB  bring  fixed  in  a 
lioriKontal  poeition,  and  the  form  of  the  hexagon  being  preserved  by  means  of 
a  string  connecting  the  middle  points  of  AB  and  DE,  show  that  (a)  the  tension 

W 
of  the  string  is  3W,  (b)  the  stress  at  C  ir 

at  D  is  W^y^  and  makes  with  the  vertical  an  angle  cot  ~'  2\/3. 

Show  that  the  stresses  at  C  and  F  remwn  horizontal  v4ten  the  bars  AF, 
FE,  BC,  CD  are  replaced  by  any  others  which  are  all  equally  inclined  to  the 
horizon. 

Second,  if  the  system  rest  in  a  vertical  plane,  the  bar  DE  being  &ced  in  - 
a  horizontal  portion,  and  the  form  of  the  hexagon  being  preserved  by  means 
of  a  string  connecting  the  joints  C  and  F,  show  that  (a)  the  tension  of  the  string 
is  W\/3,  (b)  tAe  stress  at  C  is  If's/fi  and  makes  with  CB  an  angle  ^  ''v'rtr' 
(c)  the  stress  at  S  is  W\/^  and  makes  with  CB  an  angle  ^n  ~  V^- 

Third,  if  the  system  bang  in  a  vertical  plane,  the  joint  A  being  fixed  and 
the  form  of  the  hexagon  being  preserved  by  means  of  strings  connecting  A 
with  the  joints  E,  D^  and  C,  show  that  (a)  the  tension  of  each  of  the  strings 
AB  and  AC  is  W^3,  (6)  the  tension  of  the  string  AD  is  2W,  and  determine 
the  magnitudes  and  directions  of  the  stresses  at  the  joints,  mwnming  that 
the  strings  are  connected  with  pins  distinct  from  the  bars. 

13-  A  system  of  heavy  bars,  freely  ^iculated,  is  suspended  from  two  fixed 
pointe;  determine  the  magnitudes  and  directions  of  the  stresses  at  the  joints. 
If  the  bars  are  all  of  equal  weight  and  length,  show  that  the  tangents  of  the 
angles  which  successive  bars  make  with  the  horizontal  are  in  arithmetic 
progression. 

Atw.  If  Or,  or+i  are  the  slopes  of  the  rth  and  (r+  l)th  bars  and  Wr,  Wr+, 
their  weights,  and  if  ff  is  the  horizontal  stress  in  each  bar,  the  stress  in  the  rth 

Wr+Wr+,  COaOr+t 

h&T-Haecar r -■ — -, ^-^— r- 

14.  In  a  mansard  roof  of  12  ft.  rise,  the  upper  triangular  portion  (of  i  ft. 
rise)  has  its  rafters  inclined  at  60°  to  the  vertical.  The  rafters  of  the  lower  por- 
tion are  indined  at  30°  to  the  vertical.  If  there  is  a  load  of  1000  lbs.  at  the 
ridge,  fTnd  the  load  at  each  intermediate  joint  necessary  for  equilibrium,  and 
the  thrust  of  the  roof. 

A  load  of  2000  lbs.  is  concentrated  at  each  of  the  intermediate  joints  and 
a  brace  is  inserted  between  these  joints.     Rnd  the  stress  in  the  brace. 

Ans.  1000  lbs.;  thrust  -  SOOn/S  lbs. ;  333iV31b8. 

15.  A  chain  of  equal  links  is  suspended  and  loaded  as  shown  in  Fig.  141. 
The  joints  lie  in  a  circular  arc  of  20  ft.  radius.  The  loads  at  E  and  F  are  in- 
clined at  30°  to  the  vertical.  Betermilie  the  loads  at  the  other  joints  and  the 
stresses  in  the  linlcs. 

16.  A  chain  of  2»i-l  equal  rods  (each  of  weight  W),  Unked  at  the  ends, 
is  suspended  from  two  points  in  the  same  horizontal  plane.  Prove  (o)  that 
the  horizontal  component  of  the  stress  at  each  joint  >s  constant,  (b)  that  the 
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vertical  component  at  the  junction  of  the  nth  and  (n  +  l)th  (reckoned  from 
one  end)  is  W(m-i—n),  and  (c)  that  the  tangent  of  the  inchnation  of  the 
nth  rod  to  the  horizon  is  proportional  to  m—n. 

17,  A  bicycle,  Kg.  142,  with  30-in.  wheels    carries  a  rider  weighing  150 
ibs.    Tbe  member  BC  is  horizontal,  and  A,  the  intersection  of  BC  and  ED, 


is  vertically  above  the  centre  of  the  front  wheel.  Determine  the  stresses 
in  the  several  members  (a)  when  all  the  weight  is  carried  on  the  saddle,  (6) 
iHien  the  weight  is  carried  on  the  treadle. 

18.  The  lengths  of  the  post,  tie-rod,  and  jib  of  a  crane  are  15,  20,  and 
30  ft.,  respectively.  If  the  crane  lifts  a  weight  of  5  tons,  determine  the  stresses 
in  the  several  members  when  the  chain  passes  (a)  along  the  jib,  (b)  along  the 
tie.  Ana.  (a)  5;  1.65;  8.34  tons,     (b)  8;  6.6S;  13.48  tons. 

ig.  The  post  OA  of  a  portable  hand  crane  makes  an  Migle  of  45°  with 
the  jib  OB,  and  an  angle  of  120°  with  the  tie  AB.  The  backstay  AC  makes 
an  angle  of  45°  with  the  horizontal  strut  OD.  A  weight  of  10  tons  is  sus- 
pended from  the  end  B  of  the  jib.  Find  the  amount  and  kind  of  stress  in 
each  of  the  members  OB,  AB,  and  AC.  Also  determine  the  counter  balance- 
weight  required  at  C.  Ant.  33.5     27.3;   33.5;   23.7  tons. 

10.  The  post  of  a  jib-crane  is  10  ft.;  the  weight  lifted-ff';  the  jib  is  in- 
clined at  30°  and  the  tie  at  60°  to  the  vertical.  Find  (a)  the  stresses  in  tho 
jib  and  tie,  and  also  the  B.  M.  at  the  foot  of  the  poet. 

How  {b)  will  these  stresses  be  modified  if  the  chain  has  four  falls,  and  if 
it  passes  to  the'  chain-barrel  in  a  direction  bisecting  the  an(^e  between  the 
jib  and  tie? 

Ant.     (o)  Stress  in  tie  -  W;  in  jib  -  W^/S;  B.M.  -  1F5\/3  (t.-tons. 
(6)       "    "  "  -.87B';iniib-1.87TV". 

31.  An  ordinary  jib-crane  is  required  to  lift  a  weight  of  10  tons  at  a  bor- 
iiontal  distance  of  9  ft.  from  the  axis  of  the  post.  The  hanging  part  of  the- 
chain  is  in  four  falls;  the  jib  is  15  ft.  long  and  the  top  of  the  post  is  16^  ft. 
above  ground.  Find  the  stresses  in  the  jib  and  tie  when  the  ch^n  passes 
(1)  along  the  jib,  (2)  along  the  tie. 

The  post  turns  roimd  a  vertical  axis.  Find  the  direction  and  magnitude 
of  the  pressure  at  the  foe,  which  is  3  ft.  below  ground. 

Ant.  (1)  Stressin  tie -6.1  tons;  in  jib-llii  tons. 
(2)      "       "  "   -3.6tons;  in  jib -9^- tons. 

Pressure  on  toe— 10\/To  tons,  inclined  to  vertical  at  an  angle  tan-'  3. 
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aa.  Fig.  143  is  a  crane  for  lifting  4  tona,  the  chain  being  in  four  falls  and 
passing  from  A  to  B.    Draw  the  stress  diagram,  (o)  when  a  member  BD  is 


introduced,  (i»)  when  a  member  CE  is  introduced.    Also  find  the  vertical 
uplift  at  E. 

aa.  The  bracing  of  the  crane,  fig.  144,  consists  of  isosceles  triangles  having 
equal  bases  upon  an  outer  arc  of  30'  radius  subtending  an  ang^e  of  90°  at  the 
<entre.  The  radius  of  the  inner  arc  is  27  ft.  and  the  flanges  are  6  ft.  apart 
at  tbe  ground  surface.  Determine  the  stresses  in  all  the  members  when  a 
weight  of  10  tons  la  being  lifted.     Also  find  the  stresses  in  the  anchorage-bars. 

24.  Tbe  post  of  a  derrick-crane  is  30  ft.  high;  the  horizontal  traces  of 
the  two  backstays  are  at  right  angles  to  each  other,  and  are  15  ft.  and  25  ft. 
in  length.  Show  that  the  angle  between  the  shorter  trace  and  the  plane  of 
the  jib  and  tie,  when  tbe  stress  in  the  post  is  a  maximum,  is  30°  58'. 

Also  find  the  greatest  stresses  in  the  different  members  of  the  crane  when 
the  jib,  which  is  50  ft.  long  and  is  hinged  at  the  foot  of  the  post,  is  inclined 
at  45°  to  the  vertical,  the  weight  lifted  being  4000  lbs. 

An*.  Stress  in  jib-6666f  lbs.;  in  tie-4768.4  lbs.;  max.  thrust  along 
po6t-10991.5  lbs.;  max.  stress  on  long  backstay -7362.7  lbs.;  on  short 
backstay -10539  Ibe. 

A  as-  In  the  crane  represented  by  the  figure  ^B-AC-35  ft., 

r*^:;;--^        BC-20  ft,  BD -20  ft.,  the  weight  lifted -25  tons,  AC  slopes  at 
^^\VA       45°,  the  chain  hangs  in  four  falls  and  passes  from  A  to  D.   Find 

c        °    the  stresses  in  all  the  members  and  the  upward  pull  at  D. 
Tia.U6.  ^n«.  Stress    in    BC-25.8;    AC-4S.26;    ^B-28.27i 

BD -32.4  tons. 
Vertical  pull  at  D  -31,1  tons. 

36.  The  figure  represents  the  framing  of  an  hydraulic  crane.     AB—BD 
-DF-FG-HK-5  ft.;    KG~BC~2\  ft.     Find  the  stresses     h     e 
in  the  members  of  the  crane  when  the  weight  (1  ton)  lifted      KA^:r:>^ 
is  (o)  at  A ;  (6)  at  B;  (c)  at  D.     Also  {d)  find  the  stresses  when     "  SI  "^   "  ^  * 
there  is  an  additional  weight  of  \  ton  at  each  of  the  points 
B,  D,  F,  and  G. 
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a7.  The  port  AB  of  a  jib-crane,  Fig.  147,  ia  20  fti;  the  i'lb  AC  13  inclined 
at  30°  and  the  tie  BC  at  45°  to  the  vertical ;  the  weight  lifted  is  5  tons.  Find 
the  atreaaes  in  the  jib  and  tie  when  the  chain  paaaea  (a)  along  the  jib,  (6)  along 
the  tie,  (c)  horizontally  from  C  to  the  port. 


:ka:7 


The  chun  has  two  falls. 

Also  draw  the  stress  diagram  for  the  three  ci 


B  when  the  dotted  members 

3.66  5.49 

.09  .35 

a8,  Kg.  148  represents  a  2-ton  travelling  crane  running  upon  a  pair  of 
rails.     Draw  the  stress  diagram  and  find  the  reactions  on  the  r^. 


Am.  Stress  in  jib. 


39.  In  the  crane  ABC  the  vertical  port  AB--\y,  the  jib  ^C-23',  and 
the  angle  BAC-SV.  Find  (a)  the  stresses  in  the  jib  and  tie,  and  also  the 
beading  moment  at  the  foot  of  the  post  when  the  crane  lifts  a  weight  of  4  tons. 

The  throw  is  increased  by  adding  two  horizontal  members  CE,  BD  and  an 
inclined  member  DE,  the  figure  BE  being  a  parallelogram  and  the  diagonal 
CD  coinddent  in  direction  with  CA.  Find  (b)  the  stresses  in  the  several 
members  of  the  crane  as  thus  modified,  the  weight  Ufted  being  the  same. 

In  the  latter  case  show  (c)  how  the  stresses  in  the  members  are  affected 
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when  the  cham,  which  \a  in  /our  follfi,  paasea  from  E  to  B  and  then  down  the 
post. 

Arts,  (o)    Tension  intie-3i  tons;  thrust  in  jib-S^  tons, 

(b)  Stress  in  CB-9.34;  in  BD-10.16;  inCB-13.ffl; 

in  00-6.15;  in  i)-l-10.7;inBD-7tona. 

(c)  Streaa  in    CE-S.9;    ia  ED -10.7;    in  CB- 12.9: 

in  CD-5.8;   in  DA -10.7;  in BD -7 Atooa. 

30.  The  horizontal  traces  of  the  two  b&ckstays  of  a  derrick-crane  are  x 
and  y  feet  in  length,  and  the  an^e  between  them  is  fi.     Show  that  the  stress 

in  the  post  is  a  majcimum  when r—  -—,9  being  the  angle  between  the 

trace  y  and  the  plane  of  the  jib  and  tie. 

31.  The  two  backstays  of  a  derrick-crane  are  each  38'  long,  and  the  angle 
between  their  horiKontal  traces  2  tan-'  fy;  height  of  crane-post -S^;  the 
length  of  the  jib-40';  the  throw  of  the  crane -20';  the  weight  lifted -4 
tons.  Determine  the  stresses  in  the  several  members  and  the  upward  pull 
at  the  foot  of  each  backstay  when  the  plane  of  the  jib  and  post  (a)  bisects 
the  angle  between  the  horizontal  traces  of  the  backstays,  (b)  passes  through 
a  backstay. 

Am.  In  jib -5;  in  tie -2.52  tons;  in  backstay  in  (a) -1.77,  in  (6)  -3.267 
tons. 

33.  Find  the  stresses  in  the  members  of  the  crane  represented  by  Fig. 
149;  also  find  balance-weight  at  C. 

Ans.  Stress  in  BE-25;  Z)fi-26.9;  DB-18.85;  DA-26.0S;  BA-1.&7; 
BC-16.49  tons;   counterweight  at  C- 11.67  tons. 

33.  In  the  crane  represented  by  Fig.  150,  draw  the  stress  diagram  when  a 


load  of  4000  lbs.  is  suspended  from  A.     If  the  chwn  passes  along  BA  over  a 
pulley  at  A  and  is  in  jour  taiia,  determine  the  stresses  in  the  several  members, 

34.  A  pwr  of  shear-legs,  each  25  ft,  long,  with  the  point  of  suspension  20 
ft.  vertically  above  the  ground  surface,  is  supported  by  a  tie  100  ft,  long; 
distance  between  feet  of  legs  - 10\/5  ft.  Find  the  thrusts  along  the  legs  and 
the  teoKon  in  the  tie  when  a  weight  of  2  tons  is  being  li£t«d. 

Am.  Tenfflon  in  tie -1.137  tons;  compression  in  each  leg -1.39  tons. 

35.  ABCD  is  a  quadrilateral  truss,  AB  and  CD  being  horizontal  and  15 
and  30  ft.  in  length,  respectively.    The  length  of  AC  is  10  ft.,  and  its  in- 
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cliiiatiwi  to  Uie  vertical  is  60°.     A  weight  W,  ia  pUced  at  C,  and  IF,  at 
D.    What  must  be  the  relatioo  between  W,  and 
W,  so  that  the  truss  may  not  be  deformed?    For 
any  other  relation  between   Wi  and   W„  explun 
bow  you  would  modify  the  truss  to  prevent  defcv- 
mation,  and  find  the  stresses  in  all  the  members. 
An».  tF,-1.366  W,. 
36-  Draw  the  stress  diagram  for  the  frame,  Pig. 
151,  under  a  load  of  1  ton  at  the  apex.     Also  find 
the  vertical  forces  in  the  anchorages. 

37.  In  the  frame,  Rg.  152,  ^C-^IB-IO  ft., 
and    a   load  of  1000  Ibe.  is  concentrated    at  A.  Fio.  ISl. 
What  load  at  B  will  prevent  distortion?      If  the 

member  BC  is  introduced  and  a  load  of  3000  lbs.  is  concentrated  at  B,  draw 
the  stress  diagram. 

38.  In  a  triangular  truss  of  the  dimeosions  shown  in  Fig.  1S3,  a  load  of 


1  ton  is  concentrated  at  A  and  at  B.    What  must  be  the  magnitude  of  the 
load  P  at  C  so  that  there  may  be  no  distortion  of  the  frame? 

39-  la  a  quadrilateral  truss  ABCD,  AD  is  horizontal,  AB  and  BC  are 
inclined  at  an^es  of  60°  and  30°  respectively  to  the  horisontal,  and  CD  is 
inclined  at  45°  to  the  horizontal.  What  weight  must  be  concentrated  at  C 
to  maintun  the  equihbrium  of  the  frame  under  a  weight  W  at  B7 

If  a  weight  W  is  placed  at  C  as  well  as  at  D,  what  member  must  be  intro- 
duced to  prevent  distortion?    What  will  be  the  stress  in  that  member? 

Ans.  lat,  1.366  W;  2d,  stress  inBD-.134ff'co8ec  (60°  + o),  where  a -BDA, 

40.  ACE  is  a  triangular  truss  supported  at  A  and  E;  AE  -  30  ft. ;  AC  - 
24  ft. ;  CE- 18  ft.  FB  and  FD  are  two  struts  from  a  point  F  in  the  tie  AE 
vertically  below  C,  B  and  D  being  the  middle  points  of  AC  and  CE  respec- 
tively. Find  the  load  which  must  be  placed  at  D  to  prevent  distortion  (a) 
when  there  ia  a  vertical  load  of  i  ton  at  B  and  at  C,  (it)  when  there  is  a  nor- 
mal wind  pressure  of  {  ton  at  B  and  a  load  of  \  ton  at  B  and  at  C,  assuming 
the  end  ^  to  be  fixed  and  the  end  E  to  rest  upon  rollers. 

Ans.  (a)  .23  ton;  (6)  .425  ton. 

41.  In  the  frame,  Fig.  154,  the  bars  are  each  of  the  same  length  and  slope 
ss  shown,  BC  being  horizontal.  A  load  of  1  ton  is  placed  at  A,  What  load 
may  be  concentrated  at  B  and  at  C  without  producing  distortion?  If  the 
member  OB  is  introduced  and  a  load  of  1  ton  is  placed  at  A  and  at  B,  what 
most  be  the  load  at  C  so  that  there  might  be  no  distortjon?    If  the  member 
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OC  is  also  introduced,  draw  the  etress  diagram  for  a  load  of  -1  ton  at  each  of 
the  jointe  A,  B,  and  C. 

43.  In  the  triangular  truss,  Fig.  155,  AB-2V,  AC-15',  and  BC-25'. 
The  tie  BC  is  horisontal  and  is  auppca1«d  at  B  and  C.    The  middle  pomts  of 


AB  and  AC  are  supported  by  struts  DE  and  DF  from  a  point  D  vertically 
t>elow  A.  Loads  of  400  and  800  lbs.  are  concentrated  at  E  and  A  respectively. 
What  load  must  be  concentrated  at  P  to  prevent  distortion? 

43.  Three  bars,  freely  articulated,  fonn  an  equilateral  trian^  ABC. 
The  system  rests  in  a  vertical  plane  upon  supports  at  B  and  C  in  the  same 
horizontal  line,  and  a  weight  W  is  suspended  from  A.    Determine  the  stress 

in  BC,  neglecting  the  weight  of  the  bars.  Atu.  — ;= 

2V3 
44-  Three  bars,  freely  articulated,  form  a  triangle  ABC,  and  the  system  is 
kept  in  equilibrium  by  three  forces  acting  on  the  joints.    Determine  the  stress 
in  each  bar. 

What  relation  holds  between  the  stresses  when  the  lines  of  action  of  the 
forces  meet  (a)  in  the  centroid,  (b)  in  the  orthocentre  0  of  the  triangle? 

Am.  (a)  BCiCA-.AB;  (b)  OA:OB:OC. 

45.  A  triangular  truss  of  white  pine  consists  of  two  equal  rafters  AB,  AC, 
and  a  tie-beam  BC;  the  span  of  the  truss  ia  30  ft.  and  its  rise  is  7}  ft.;  the 
uniformly  distributed  load  upon  each  rafter  is  8400  lbs.  Determine  the 
stresses  in  the  several  members. 

-4ns.  Stress  in  flC-8400  lbs.,  in  XB-4200\/5  lbs. 

46.  A  roof-truss  of  20  ft.  span  and  8  ft.  rise  is  composed  of  two  rafters  and 
a.  horiEontal  tie-rod  between  the  feet.  The  load  upon  the  truss  -  500  lbs.  per 
foot  of  span.  Find  the  pull  on  the  tie.  What  would  the  pull  he  if  the  rod 
were  rmsed  4  ft.?  Ans.  3125  lbs.;  6250  lbs. 

47.  Tile  rafters  AB,  AC  of  a  roof  are  unequal  in  length  and  are  inclined  at 
angles  a,  ^  to  the  vertical;  the  uniformly,  distributed  load  upoa  AB—W„upon 
AC  -  Wf    Find  the  tension  on  the  tie-beam. 

48.  In  the  preceding  example,  if  the  span  —10  ft.,  «-60°  and  ^-45'',find 
the  tension  on  the  tie,  the  rafters  being  spaced  2)  ft.  centre  to  centre  and 
the  roof  load  being  20  lbs.  per  square  foot.  Ans.  198  lbs, 

49.  The  equal  rafters  AB,  AC  for  a  roof  of  10  ft.  span  and  24  ft.  rise  are 
spaced  2\  ft.  centre  to  centre;  the  weight  of  the  roof-covering,  etc.— 20  lbs. 
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per  square  foot.    Find  the  vertical  preeaure  and  outward  thruat  at  the  foot 
of  a  rafter.  _ 

Ana.  Total  vertical  pressure  - 125\/5  lbs.  -horizoutal  thrust. 

50.  The  lengths  of  the  tie-beam  and  two  rafters  of  a  roof-truss  are  in  the 
ratios  of  5 : 4 : 3.  Find  the  stresses  in  the  several  members  when  the  load  upon 
each  rafter  is  uniformly  distributed  and  equal  to  100  lbs. 

Ans.  Stress  in  tJe-4S  lbs.;  in  one  rafter -60  lbs.;  in  other -80  lbs. 

51.  In  a  triangular  truss  the  rafters  each  slope  at  30°;  the  load  upon  the 
apex  - 100  lbs.    I^lnd  the  thrust  of  the  roof  and  the  stress  in  each  rafter. 

Am.  100  lbs.;  86.6  lbs. 
5).  A  roof-truss  is  composed  of  two  equal  rafters  and  a  tie-beam,  and  the 
span— 4  times  the  rise;    the  load  at  the  apex-4000  lbs.     find  the  stresses 
in  the  several  members. 

Secondly,  if  a  man  of  150  lbs.  stands  at  the  middle  of  a  rafter,  by  how 
much  will  the  stress  in  the  tie-beam  be  inceased? 

Ana.  1.  Stress  in  tie -4000  lbs.;  in  each  rafter -2O0O\/5  lbs. 
2.  75  lbs. 

53.  A  king-post  truss  for  a  roof  of  30  ft.  span  and  7i  ft.  rise  is  composed 
of  two  equal  rafters  AB,  AC,  the  horizontal  tie-beam  BC,  the  vertical  tie  AD, 
and  the  struts  DE,  DF  from  the  middle  point  D  of  the  tie-beam  to  the  middle 
points  of  the  rafters;  the  roof  load  •■20  lbs.  per  square  foot,  of  roof  surface 
and  the  rafters  are  spaced  10  ft.  centre  to  centre.  Find  the  stresses  in  the 
several  members.  Second,  find  the  altered  stresses  due  to  a  man  of  150  lbs. 
weight  standing  on  the  ridge.  Third,  find  the  stresses  due  to  a  weight  on  the 
tie-beam  of  12  lbs.  per  square  foot. 

lat.  Zd.  3d. 

Am.  BE    5625  TSx/S  «»\/5 

EA     3750  75\/5  900"/F 

BD    2250v^        150  1800 

DE     1875  0  0 

AD      750\/5  0  1800 

54.  The  triangular  truss  ABC,  Fig.  156,  is  of  the  dimensions  and  loaded 
as  indicated.  Draw  the  stress  diagram,  luid  show  how  the  stresses  are  modi- 
fied when  the  strut  DE  has  been  removed.     The 

horizontal  competent  of  the  normal  load  on  AB  ""'^ 

is  to  be  divided  equally  between  the  two  supports.  "vV  1   ^ 

55.  A  queen-truss  for  a  roof  consists  of  two  #\_^  l'XP\'i% 
horizontal   members,    the   lower  48   ft.  long,  the  ^^         /Ps.^' 
upper  16  ft.  long;  two  inclined  members  AB,  DC,  g//    \k^    ^\S^ 

and  two  queens  BE, CF,  each  8  ft,  long ;  the  points  ■wy/.._.X-u.' 1^^ 

B,  F  divide  AD  into  three  equal  segments;  the  load  ^ 

uponthe  member8<lB,BCCi)is  120  lbs.  per  lineal  p,Q    15^ 

toot     Find  (o)  the  stresses  in  the  several  members. 

How  (6)  will  these  stresses  be  modified  if  struts  are  introduced  from  the  feet 

of  the  queens  to  the  middle  points  G,  H  of  the  inclined  members?     In  this 

latter  case  also.,  determine  (c)  the  stresses  due  to  a  wind  pressure  of  120  lbs. 
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per  lineal  foot  nonual  to  AB,  asBuming  that  the  horizontal  reaction  is  equally 
divided  between  the  two  supports  a,t  A  and  D. 

Ant.  (a)  StKBaiaXbe. in AE-wm.56-EF~DF-BC; 
AB-i5^.56-CD;  BE-O-CF. 
Cb)  Stress  in  lbs.  in  AE  -5139.84  ~DF; 

BC-4(m.5&-AF;  AG  -  57iGM  - DH ; 
BO-454SM-CH;  EG-1200-FH; 
CD-5S&M-CF. 
(c)  Additional  stress  in  XG-KMOVT;  B(?-680\/5; 

(?£-600\/5;  AE-232Q;  BE-600;  BF-400\/5; 
BE-4O0V5;  CF-400;  CS-800;  EF-U^O; 
FD -320. 
(In  case  (c)  the  brace  BF  is  introduced  to  prevent  distortion.) 
S6.  The  rafters  AB,  AC  of  a  factory  roof  are  18  and  24  ft.  in  length  re- 
spectively.    The  tie  BC  is  horizontal  and  30  ft.  long.     The  middle  points  of 
the  rafters  ai«  supported  by  strute  DE,  DF  from  the  middle  pcnnt  D  of  the 
tie  BC;    the  point  D  is  supported  by  the  tie-rod  AD.    The  truss  carries  a 
load  of  500  lbs.  at  each  of  the  points  E,  A,  and  F.     Find  the  stresses  in  all 
the  members.     Secondly,  find  the  stresses  in  the  members  when  the  rafter 
AB  is  subjected  to  a  normal  pressure  of  300  lbs.  per  lineal  ft.,  rollers  being 
ate. 

Am.  (1)  Stress  in  J3B-1112i;      EA -7l2i;      AF-716|;     fC-1016j; 
BD-mii; 
CD-813J;    DE-300;     DF-300;    AD-520i  lbs. 
C2)StreBBinB£-1012i;  EA-10l2i;  AF -2700 -FC;  BD-28i7i; 
CD-2ieO;    DE-2700;     DF-0;       AD-lG87i    lbs. 
If  it  be  assumed  in  the  first  part  that  the  whole  of  the  weight  is  concen- 
trated at  the  points  E  and  F,  draw  the  stress  diagram. 

57-  The  rafters  AB,  AC  are  supported  at  the  centres  by  the  struts  DE, 
DF;  the  centre  of  the  tie-beam  is  supported  by  the  tie  AD;  BC-30ft.,  AD  — 
7i  ft.;  the  load  upon  AB  is  4000  lbs.,  that  upon  AC  1600  lbs.  Find  (o)  the 
stresses  in  all  the  members.  By  an  accident  the  strut  DE  was  torn  away; 
how  (b)  were  the  stresses  in  the  other  members  affected? 

(a)         _       Ct)  _  (o)  (» 

Ana.  BE  2400V'5     1400\/5;       BD  4800  2800 

EA  1400^5"   1400\/5;       DC  3600  3600 

AF  1400V^    1400\/5;      DE  1000\/5 
FC  1800\/5     1800^5;      i>F  400s/5        400\/5 
AD  1400  400; 

58.  A  triangular  frame  ABC,  in  which  AB  —  AC  and  BC  is  horiiontal, 
is  supported  at  B  and  C  and  carries  a  weight  at  A.  If  7*  and  C  are  the 
tensile  and  compressive  strength  of  the  material  of  the  frame,  show  that  the 

economy  of  material  will  be  greatest  when  tan  ABC~y  . 

59.  A  roof-trusa  consists  of  two  equal  rafters  AB,  AC  inclined  at  60°  to 
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the  vertical,  of  a  horizontal  tie-beam  BC  of  length  I,  of  a  collar-beam  DE 
of  tength  — ,  and  of  que»n-poB,\a  DF,  BO  at  each  end  of  the  collar-beam;  the 

tnus  ia  loaded  with  a  weight  of  2600  Ibe.  at  the  vertex,  a  weight  of  4000  Ibe. 
at  one  collar>beam  joint,  a  weight  of  1200  lbs.  at  the  other,  and  a  wei^t  of 
1500  lbs.  at  the  foot  of  each  queen;  the  diagonal  DO  is  inserted  to  provide 
for  the  unequal  distribution  of  load.    Find  the  etrcaaes  in  all  members. 

Ane.  StreaBinBD-11733i;  BP-5866!V'3;  DF-1500; 
DA-26O0;  D£-3633i\/3;  JX?-1866); 
OC-4933i>/3;  OE-2i33i;  CB -98661; 
^£-2600  lbs. 
6a.  A  triangular  tmsB  connsts  of  two  equal  rafters  AB,  AC  and  a  tie- 
beam  BC,  all  of  white  pine;  the  centre  D  of  the  tie-beam  is  supported  from 
Ahj  ti  WTought-iron  rod  AD;  the  uniformly  distributed  load  upon  each  raft«r 
is  8400  lbs.,  and  upon  the  tie-beam  is  36,000  lbs. :  determine  (a)  the  Btreesea 
in  the  difFerent  members,  BC  being  40  ft.  and  AD  20  ft.   What  (6)  wiU  be  the 
effect  upon  the  several  members  if  the  centre  of  the  tie-beam  be  supported 
upon  a  wall,  and  if  for  the  rod  a  poet  be  substituted  against  which  the  beada 
of  the  rafters  can  rest?    Assume  that  the  pressure  between  the  rafter  and 
post  acts  at  right  angles  to  the  rafter. 

Ant.  (a]  Streeses  in  Bi)-13200;   AZ>-18000;  ^£-13200V^lbs. 
(i>)       "  "       -  4200;     "    -  4200;    "    -  6300V2'lbB. 

6i.  A  triangular  truss  of  whit«  pine  consiBts  of  a  raft«r  AC,  a  verticsl  post 
AB,  and  a  horizontal  tie-beam  BC;  the  load  upon  the  rafter  is  3O0  lbs.  per 
lineal  foot;  AC— 20  ft.,  AB-6  ft.  Find  the  resultant  pressure  at  C,  upon 
AC  assuming  that  the  pressure  upon  AC  at  A  is  nonnal  to  AC. 

Find  the  stresses  in  the  several  members  when  the  centre  D  of  the  rafter 
is  also  supported  by  a  strut  from  B. 

Ana.  4762  lbs.;  rtresa  in  BC-4600\/fl;  Ci)-11250;  05-11250; 
DA-0;  AB-22S0ibs. 
6a.  A  white-pine  triangular  truss  consists  of  two  rafters  AB,  AC  of  un- 
equal length  and  a  tie-beam  BC.  A  vertical  wrought-iron  rod  from  A,  10 
ft.  long,  supports  the  tie-beam  at  a  point  D,  dividing  its  length  into  the 
segments  BD -10  ft.  and  CO -20  ft.  The  load  upon  each  rafter  is  300  lbs. 
per  lineal  ft.;  the  toad  upon  the  tie-beam  is  18,000  lbs.,  uniformly  dis- 
tributed.    Determine  the  stresses  in  the  several  members. 

Ana.  In  AB-9650\/2  lbs.;    AC-4825v^lb8.;  BO -CD -9650  lbs.; 
AD -9000  lbs. 
63.  A  frame  is  composed  of  a  horizontal  top-beam  40  ft.  long,  two  verti- 
csJ  struts  3  ft.  long,  and  three  tie-rods  of  which  the  middle  one  is  horizontal 
and  15  ft.  long.     I^nd  the  stresses  produced  in  the  several  members  when 
a  single  load  of  12,000  lbs.  is  concentrated  at  the  head  of  each  strut. 

Ans.  Stress  in  horizontal  members  -  50000  lbs. 
"      "  sloping  "      —51418  " 

"      "  struts  -12000  " 
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64-  The  rsften  AB,  AC  of  &  roof-tnisa  are  20  ft.  long,  and  are  supported 
at  the  centres  by  the  atnits  DE,  DF;  the  centre  D  of  the  tie-beam  BC  is  sup- 
ported by  a  tie-rod  AD  10  ft.  long;  the  uniformly  distributed  load  Upon  AB 
is  8000  lbs.,  and  upon  AC  is  2400  lbs.  Determine  (a)  the  stresses  in  all  the 
members. 

What  will  be  the  effect  (t>)  upon  the  several  members  if  AB  be  subjected 
to  a  horizontal  pressure  of  156  lbs.  per  lineal  foot? 

Arut.  (a)    Stress  in  Bi)-4600V3;  BE-9200;  fi.4-5200; 
£Z>-4000;  AD-2eO0;   Z)F-1200;  _ 
.^f-5200;  CP-6400;  CD-S200\/3. 
(6)    TenB.in  Bfi-320\/3Mi)-260v'3;  compreB.in 

fiZ>-520%/3;  AC-620y/J;  DC-7S0. 
No  stresBes  in  BD,  AE,  and  DF. 
Determine  the  streases  in  all  the  members  of  the  truss,  assuming  the  tie- 
beam  to  be  also  loaded  with  a  weight  of  600  lbs.  per  lineal  foot. 

An«.  Stress  in  ^  B  increased  by  3000\/3  Ibe. ;  in  BC  by  9000  lbs. ; 
in  AD  by  6000v'3'lbs. 

65.  A  horizontal  beam  of  lei^h  I  is  trussed  and  supported  by  a  vertical 
strut  at  its  middle  point.  If  a  weight  W  roll  across  the  beam,  show  that  the 
stress  in  each  member  increases  proportionately  with  the  distance  x  of  the 
wheel  from  the  end. 

W  W 

Ans.  Stress  in  horizontal  tie  —  yrcotfl;  in  slofung  tie  —  j-^  cosec  fl ; 

TF 
in  strut -2-r-x,  S  being  angle  between  the  horizontal  and  the  sloping  mem- 
bers. 

66.  If  a  wheel  loaded  with  12,000  lbs.  travel  over  the  top-beam  in  the 
last  question,  what  members  must  be  introduced  to  prevent  distortion? 
What  are  the  maximum  stresses  to  which  these  membere  will  be  subjected? 

Ans.  19122  lbs. 
G7.  A  beam  of  30  ft.  span  is  supported  by  an  inverted  queen-truss,  the 
queens  being  each  3  ft.  long  and  the  bottom  horizontal  member  10  ft.  long. 
Find  the  stresses  in  the  several  members  due  to  a  weight  W  at  the  head  of 
a  queen,  introducing  the  diagonal  required  to  prevent  distortion.  Also  find 
the  stresses  due  to  a  weight  W  at  centre  of  beam. 

Ant.  (1)  Stress  in  AB-tfW-EF;  AB-2.22W;  BE~  JtT; 
BF~l.l&W-DF;  BC->^W;  CF-0. 

(2)  StresBin.lS-Sff'-EF;    ^B-i.74»'-BE-^; 
BF-0. 
68.  Tile  platform  of  a  bridge  for  a  clear  span  of  60  ft.  is  carried  by  two 
queen-trusses  15  ft.  deep;    the  upper  horizontal  member  of  the  truss  is  20 
ft.  long;  the  load  upon  the  bridge  -50  lbs.  per  square  foot  of  platform,  which 
is  12  ft.  wide.    Find  the  stresses  in  the  several  members. 

Ant.  Stress  in  vertical  -  6000  lbs.;  in  each  sloping  member -10000  Iba.; 
in  each  horizontal  member  -8000  lbs. 
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69.  If  a  Bin^  load  of  3000  Ibe.  pass  over  the  biidse  in  the  last  question, 
and  if  its  effect  is  equally  divided  between  the  tniaBes,  find  (a)  the  greatest- 
stress  in  the  members  of  the  truss,  and  also  (6)  in  the  members  which  must 
be  introduced  to  prevent  distortion.  Also  find  (c)  the  stresses  when  one 
half  the  bridge  carries  an  additional  load  of  50  lbs.  per  square  foot  at 
I^tf<mn. 

Atu.  (a)  Inslopingend8trut-3333ilba.;  horizontal  tie - 

2866)  and  1333^  lbs.;   horizontal  strut -2666}  lbs. 

(e)  In  sloping  end  strut-6250  lbs.;  horizontal  tie - 
SOOOlbs.;  horizontal  stmt -5000  and  3000 lbs. 

(6)  In  case  (a)  -1666!  lbs.;    in  case  (c)  -2500  lbs. 

70.  The  platfonn  of  a  bridge  for  a  clear  span  of  60  ft.  is  carried  by 
two  trusses  15  ft.  deep,  of  the  type  shown  by  the  ,  g  p  f  - 
accompanying  diagram;  the  load  upon  the  bridge  '"•v,,.X--''''T\i,^'''^ 
is  50  lbs.   per    square  foot    of    platform,    which    is  o^-.J,^^^ 

12  ft.  wide.      Find  the  stresses  in  the  several  mem-  —       ,  ._ 

bers. 

vIm.  Stress  in  Bf:- 13500;    BC-6750-/5;    EG-4500; 

ED-13500;    CD-2250V5;    GA-450oV5; 
ilD -9000  lbs. 
?>•  If  a  nn^  wei^t  of  2000  lbs.  pass  over  a  truss  dmilar  to  that  shown 
in  the  preceding  question,  find  the  stresses  in  the  several  members  when  the 
load  is  (1)  at  E,  (2)  at  D. 
Ant.  (1)  Stress  in  £G-1500n/5;  BE-3QO0-BD;  £6-2000; 

GD-1000\/5;  AO ~500\^- AH -CH;  DH-0~FH; 
DP- 1000 -FClha. 
(2)  Stress  in  Bi4-1000V^-Cjl;  BD-2000-IX7-Ai>lbs.. 
Stresses  in  other  members  -0. 
72.  The  feet  of  the  equal  roof-rafters  AB,  AC  are  tied  by  rods  BD,  CD 
wiiich  meet  under  the  vertex  and  are  joined  to  it  by  a  rod  AD.     If  W,,  W, 
are  the  uniformly  distributed  loads  in  pounds  upon  AB,  AC,  respectively, 
and  if  iS  is  the  span  of  the  roof  in  feet,  find  the  weight  of  metal  (wrought  iron) 
in  the  ties. 

Ant.  —  — ^ — -  Scotfi,f  being  inch-stress  in  pounds  and  ^  the  angle 

ABD. 

(a)  If  AS-ilC-20  ft.,  AD -5  ft.,  the  angle  BAD -60°,  find  the  stresses 
in  the  several  members  when  a  wei^t  of  3500  lbs.  is  concentrated  at  the  vertex. 
Atu.  7000  lbs.;  6309.8  lbs.;  3500  lbs. 
(6)  The  roof  in  (a)  is  loaded  with  10  lbs.  per  square  foot  on  one  side  and 
33  lbs.  per  square  foot  on  the  other,  the  trusses  being  13  ft.  centre  to  centre. 
Determine  (a)  the  stresses  in  the  several  members.     Examine  (b)  the  effect 
of  a  horicontal  pressure  of  14  lbs.  per  square  foot  on  the  most  heavily  loaded  ^ 
tide,  BSBumlng  that  the  reaction  is  equally  divided  between  the  two  supports. 
Atu.  (a)  UlSOlbs.;  10077.65  lbs.;  6590  lbs. 
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73.  In  Uifi  trusB  represented  in  the  accoinpan)dng  figure,  the  load  on 
AB-W„  on  AC-W,;  the  angle  ABD-P;  AD-BD 
-AE-CE.  Find  the  total  weight  of  metal  (wrou^t 
iron)  in  the  (Je-rods. 

An».  l"^'  tJ^!  S  cot  p,  S  being  the  span  and  /  the 
j^ra,  ioo.  ^       / 

inch-streas. 
(a)  If  the  stress  in  BD  or  EC  is  equal  to  the  stress  in  DE,  show  that  fi  - 

W-^,  «  bwng  the  an(^  ABC. 

(6)  The  truasea  are  12  ft.  centre  to  centre;  the  span  is  40  ft.;  the  hori- 
Eontal  tie  is  16  ft.  long,  the  rafters  are  inclined  at  60°  to  the  vertical;  the 
dead  weight  of  the  roof,  including  snow,  is  estimated  at  10  lbs.  per  sq.  ft.  of 
roof  surface.  Determine  the  stress  in  each  member  when  a  wind  blows  on 
one  fdde  with  a  force  of  30  lbs.  per  sq.  ft.  normal  to  the  roof  surface,  assuming 
that  the  horicontal  reaction  (1)  is  wholly  bome  at  B,  (2)  is  equally  divided 
between  the  supports. 

Ana.  U)  Stress  in  AB-  8956.8  Iba.;  fiD-10015.2  lbs. -BC; 
AD-  2503.8  lbs. -AE;DE -8196  lbs.; 
AC-11356.81b6. 
(2)  Stress  in  AB~  7756.8  lbs.;Bi)-6840.91be.-£C; 
AD~  1710  lbs. -Af:;  AC -10156.8  lbs. 
74-  In  the  truss  represented  by  the  accompanying  figure,  the  load  upon 
AB-W^,  upon  AC-W,;   the  angle  ABD-  P;  the  span 
BC-S;  the  ties  AD,  BD,  AE,  CE  are  equal;  f  and  (3 
are  the  middle  points  of  the  rafters.     Find  the  amount 
of  metal  in  the  tie-rods  (wrought  iron).  ^     -pia    160, 

"*■  6  /  sin  |ff  COS  ^ 

(a)  The  struts  DP  and  EG  are  each  5  ft.;  the  angle  X£C-30°;  the  dead 
weight  of  the  roof,  including  snow,  is  9  lbs.  per  square  foot  of  roof  surface, 
and  the  trusses  are  12  ft.  centre  to  centre.  Determine  the  stresses  in  the 
several  members  when  a  wind  blows  with  a  force  of  30  lbs.  per  square  foot 
of  roof  surface  normal  to  the  side  AB.  The  span  -  60  ft.,  and  the  end  C  rests 
upon  rollers. 

Secondly,  determine  the  stresses  produced  in  the  members  of  the  truss  in 
the  preceding  question  when  a  single  wei^t  of  3000  lbs.  is  suspended  from  G. 
.AfM.  (1)  Stresses m  BD;         DA;         DE,       EA;        EC; 

31238.55;  19852.35;  12633.6;  8613.5;  19999.09; 
BF;  FA;         FD;  CG;  GA;  GE. 

29620.44;  28685.16;  7855.2:22420.44;  21485.16;  1620  lbs. 
(2)  Stresses  In      BD;         DA;        DE;  EA;  EC; 

375V39;   125\/39;  IOOOn/S;  875\/39;   1125v'39; 
BF;     FA;    FD;     CO;     GA;  GE. 

2625;  2625;  0;   7875;  6375;   1500->/3  lbs. 
(6)  The  rafters  AB,  AC  are  of  unequal  length  and  make  angles  of  60°  and 
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45°  mpectively  with  the  vertical;  the  Btrut  DF—1\  ft.;  the  tie  DE  ia  hori- 
zontal; the  dead  load  upon  each  rafter  — 100  lbs.  per  lioeal  foot;  the  wind 
pressure  normal  to  AB — 300  lbs.  per  lineal  foot,  rollere  are  pUoed  at  C,  Find 
the  stresaes  in  all  the  members.    The  rafter  AB  -45  ft. 

Show  by  dotted  lines  how  the  stress  diagram  will  be  modified: 

(1)  If  the  rollers  are  placed  at  B. 

(2)  If  the  strut  DP  ifi  omitted. 

(3)  If  a  single  weight  of  500  lbs.  is  concentrated  at  D. 

(c)  If  it  IB  ssaumed  that  the  horizontal  reaction  is  equally  divided  between 
B  and  C,  show  that  the  stress  in  DE  due  to  a  horizontal  wind  pressure  upon 
AB  is  nil,  the  angle  ABC  being  30°. 

{d)  hi  A,  {pven  roof  the  rafters  are  of  pitch-pine,  the  tie-rods  of  wrought 
iron;  the  span  is  60  ft.;  the  trusses  are  12  ft.  centre  to  centre;  DF-5  ft.- 
EG;  the  angle  ABC-3(f;  the  dead  weight  of  the  roof,  including- snow,  is 
d  lbs.  per  square  foot  of  roof  surface;  rollers  are  placed  at  C;  a  single  weight 
of  3000  lbs.  is  suspended  from  F,  and  the  roof  is  also  designed  to  rewst  a  nor- 
mal wind  pressure  of  26.4  Ihe,  per  square  foot  of  roof  surface  on  one  Bide  AB. 
Determine  the  stresses  in  the  several  m^nbers. 

75.  In  the  truss  represented  in  the  accompanying  figure,  the  struts 
DF  DH,  EG,  EK  are  equal,  and  the  ties  BD,  AD,  a 

EA,  EC  are  also  equal;  the  load  upon  AB  is  W,,  and  njy^^ 

upon  AC  is  Wr  Find  the  weight  of  metal  (wrou^t  ^^^°  ^^W 
iron)  in  the  ties.  '     j^    ^^ 

Am    5  ^'41F,+3(F,  +  Trjco8'ff 
■  18/  cos  ^  sin  ,9 

(fc)  The  rafters  AB,  AC  are  inclined  at  60°  to  the  vertical  and  are  each 
40  ft.  in  length.  The  foot  C  rests  on  rollers, 
and  the  foot  B  is  fixed.  The  strut  DF  is 
vertical,  is  10  ft.  long,  and  is  equal  to  the 
>  strut  i»E  in  length.  Also  AF-tfJi'-lO  ft. 
The  dead  load  carried  by  the  rafters  is 
120  lbs,  per  lineal  foot.  Provision  has 
also  to  be  made  for  a  normal  wind  pres- 
sure upon  AB  of  300  lt».  per  lineal  foot. 
Draw  the  stress  ^agram,  and  show  how  it 
will  be  modified  if  the  strut  DF  is  re- 
Fia  161,  moved. 

Aju.  Vertical  reaction  at  B- 10528  lbs.  both  before  and  after  DF  is  removed. 
Horizontal  reaction  at  B  -6000  lbs.     The  dotted  lines  show  the  modi- 
fied stresses  for  one  half  of  the  truss. 
7*.  The  boom  AB  of  the  accompanying  truss  is  supported  at  five  inter- 
mediate   points   dividing   the  length  into  six 
segments  each  10  ft.  long.     The  depth  of  the 
truss -10    ft.     Draw  stress    diagrams  for  the 
following  cases:  ^'^    ^^2. 

(a)  A  wet^t  of  100  lbs.  at  each  intermediate  point  of  support. 

(b)  Weights  of  100,  200,  300,  400,  500  lbs.  in  order  at  these  points. 
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Am.  (a)  Streaa  iiia-375;  b-: 
m-125\/l3; 


c-375;  A -450; 
_  50^5;  o-50V5; 

p-25V'l3  1bB. 

a-875;  fr-825;  (;-»25;  h-1350;  (1-1325; 
e-1125;  /-1375;  n-SOvT;  o-100\/5; 
p-14l§vT3;  q-SiVTl;  r-200v'5; 
a-250V'5';  (-4581^13;  m-291J\/r3  Itm, 


Fio.  183.  Fig.  164. 

77.  Determine  the  streaaea  in  every  member  of  the  frame  ahowninFig.  163. 

78.  Draw  the  stress  (Uagram  for  the  frame  Fig.  164,  loaded,  and  of  the 
dimen^ona  as  shown. 

79.  Each  of  the  joints  A,  B,  C,  D,  S,  F,  G,  Fig.  165,  is  loaded  with  100 
bs.  Find  the  stresses  in  the  several  members  and  distinguish  betwean  struts 
and  ties. 

80.  The  dead  load  upon  a  roof-truss  of  type  Fig.  166  consists  of  1000 
lbs.  at  F,  1000  lbs.  at  K,  and  500  Ibe.  at  G;  the  wind  pressure  is  a  normal 
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Fig.  165.  Fio.  166. 

force  of  30  lbs.  per  square  foot  of  roof  surface  upon  AB;  the  span-90ft.; 
the  rise-25  ft.;  the  trusses  are  25  ft.  centre  to  centre.  Find  the  stresses 
in  the  several  members  when  rollers  are  (a)  at  C,  (6)  at  B. 

Ans.  (a)  Reaction   (vertical)    at    C-12291f  lbs.;    vertical  r«action   at 
B-2S958i  lbs.;    horizontal  reaction  at  B-18750  lbs. 
Tension  in  BD- 48625;   DL~3U75;   LB-21675;  ffC-22125; 

DH-786li;  ilL-15888!;  A:j5-2501bs. 
Compression  in  BF-Seoeix/ioe;  FH -278Si\/l06; 
/fA-1977l\/ro"6;  AK-2325VT66; 
Xff-2408jv'i06;  GC  -  2458|\/i«l ; 
i>F-1572i\/I06;  LH -l505\VlSl;, 
LK-83§vT8i;  £G-50vTxi6  lbs. 
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(jb)  Onij  alteraUon  in  Btresaes  ia  that  e&ch  Btrem  in  the  different 

sections  of  the  horiiontal  tie  ia  diminished  by  18750  Iba.; 

all  the  remaining  stresaes  are  unchanged. 

81.  In  the  accompanying  roof-truss,  angle  ABC— 30°;  the  apan-OO^  ft.; 

DF-BG-lOi  ft.;    each  rafter  is  divided  into  four 

•qual    segments    by    the    points    of    support;    the 

i^~~  D        E  ""S^       trusBes  are  20  ft.  centre  to  centre;  the  weight  of  & 

1  ^        bay  of  the  roof -24,416  lbs.     Determine  the  atreaft 

Fio.  167.  in  each  member. 

Also  determine  the  stresses  due  to  a  wind  preeaure  of  30  Iba.  per  square 

foot  of  roof  surface  acting  normally  to  AB,  when  rollers  are  under  (a)  C, 


8a.  Determine  the  stresses  in  all  the  members  of  the  truss  loaded  and 
of  the  ditoeDsions  shown  in  Fig.  16S. 


83.  The  horizontal  boom  CD,  Fig.  169,  is  divided  into  ei^t  segments, 
each  8  ft.  long,  by  seven  intermediate  aupports;  the  depth  of  the  truss  at 
each  end  — IS  ft.;  a  wei^t  of  1  ton  is  concentrated  at  C  and  at  D,  and  a 


^X?^:^'^ 


^^ 


nfflght  of   2  tons  at  each  of  the  points  of  division.     Determine  the  stresses 
lu  ihe  several  members. 

84.  Fig.  170  is  a  skeleton  diagram  of  a  roof-truss  of  72  ft.  span  and  12 
ft.  deep;  G,  K,  L,  0,  H  are  respectively  the  middle  points  of  AE,  EL,  EF,. 
IF,FB;  AE-EL-LF~FB~20  ft.;  the  trusses  are  12  ft.  centre  to  centre; 
the  dead  weight  of  the  roof-12  lbs.  per  square  foot;  the  normal  wind 
pressure  upon  AE  may  be  taken -30  lbs.  per  square  foot;  the  end  A  is 
fixed  and  B  is  on  rollers.  Draw  a  stress  diagram.  Show  by  dotted  line* 
how  the  stress  diagram  is  modified  with  rollers  under  A,  B  being  fixed. 

85.  The  platform  of  a  bridge  of  84  ft.  span  and  9  ft. 
deep  is  carried  by  a  pair  of  trusses  of  the  type  shown    ^ 
in  the  figure.     If  the  load  borne  by  each  truss  is  300 
lbs.  per  lineal  foot,  find  the  stresses  in  all  the  members. 


^r 
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Ana.  Stresa  in  AB-6000;  AC-1200v^;  JZ)-3600^17;  BC-4800; 
Ci)-14400;  DB-28800. 
Stress  in  horiiontal  chord  -48000;  in  each  vertical  -3600  lbs. 
86.  Tbe  inclined  bars  of  the  trapexoidal  truss  represented   by  Fig.  172 
make  angles  of  45°  with  the  vertical;    a  load  of  10  tons  is  applied  at  the 


top  joint  of  the  left  raft«r  in  a  direcUon  of  45°  with  the  vertical.  Assuming 
the  reaction  at  the  right  to  be  vertical,  find  the  stresses  in  all  the  pieces  of 
the  frame. 

Ana.  Vertical  reaction  at  D-^\/2;  stress  in  Z)£^  - -^V^;  DB-6J; 

BB-63;  BA-^v^;  AS-^v'2;  AC -^^  CE-'^\/2%oaa. 

67.  An  overhanging  roof,  Fig.  173,  is  supported  on  columns  and  loaded 
as  shown.  Draw  the  stress  diagram  and  also  determine  the  forces  in  the 
vertical  columns  at  A  and  B. 


S8.  A  factory-roof  of  32  ft.  span  is  loaded  as  shown  in  Fig.  174,  and  the 
angle  A  is  90°.  Determine  the  stresses  in  all  the  membere.  Also  draw  the 
stress  diagram  when  there  is  a.  normal  wind  pressure  on  AB  equivalent  to 
^  ton  at  C  and  B,  and  i  ton  at  I>  and  A,  rollers  being  placed,  1st,  under  D 
and,  2d,  under  E. 


89.  A  cantilever,  Fig.  175,  is  loaded  and  < 
Determine  the  stresses  in  all  the  members. 


the  dimemsions  as  shown. 


90.  Draw  the  stress  diagram  for  the  truss  represented  by  Fig.  176,  the 
load  at  each  of  the  points  B  and  C  being  500  lbs. 
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Also,  if  the  rafter  AB  ia  Bubjeeted  to  a  tionnal  wind  presaure  of  100 
lbs.  per  liaeal  foot,  iotroduce  the  member  BF  to  prevent  distortion  and  atate 
in  pounds  the  stress  it  should  be  designed 
to  bear.  Draw  the  stress  diagram  of  the 
modified  truss,  assuming  that  A  is  fixed, 
but  that  D  rests  upon  rollers. 

(AB~15'-AE,BC-l(y;  angle  B A Z) 
-45';  angle  EJD-30".)  ' 

91. -The  frame  Rg.  177  is  loaded  as  '™-  ""■ 

indicated,    find  the  stresses  in  the  members  and  the  horizontal  tension  In 
the  chord  at  the  base,  shown  by  the  dotted  line. 

91.  A  crescent-shaped  roof  of  the  dimensions  and  loaded  as  shown  in 
Tig.  178  is  fixed  at  the  ri^t  supports  and  rests  upon  rollers  at  the  left  support. 


Ute  joints  of  the  upper  members  lie  in  the  arc  of  a  circle  of  24  ft.  radius,  and 
each  load  acts  towards  the  centre  of  this  circle.     Draw  the  stress  diagram. 

93.  A  station  roof  with  truasee  15  it.  apart  is  supported  on  central  col- 
umns <I^g.  179)  and  the  w«^t  of  the  roofnxivering  and  truss  may  be  taken 
at  30  lbs.  per  square  foot  of  covered  area.  A  horizontal  wind  pressure  exerts 
an  additional  force  of  30  lbs.  per  square  foot  of  projected  vertical  area.    De- 


(H^ 


tennine  the  stresses  in  the  several  memberB,  assuming  that  the  point  of  inter* 
section  of  the  total  resultant  force  with  the  vertical  post  is  a  virtual  hinge. 

94.  Draw  the  stress  diagrams  for  the  roof-truss  Fig.  180  when  subjected 
to  a  horizontal  wind  load  of  30  lbs.  per  square  foot  of  projected  vertical  area. 
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The  roof^truesea  are  20  ft.  apart  and  Uie  foot  of  a  rafter  is  flupported  on 
rollere,  firal  on  the  leeward  and  leamd  on  the  windward  side. 

9S.  The  frame  of  the  dimen^ona  and  loaded  as  in  ilg.  181  is  fixed  at  A 
on  the  windward  and  reatfl  upon  rollers  on  the  leeward  side  at  B.  Draw  the 
stress  diagram  and  show  by  dotted  hues  how  the  stresses  are  modified  when 
the  rollers  are  on  the  windward  side. 

g6.  In  the  accompanying  roof-truss  AB—AC— 30  ft.,  and  the  struts 

^  are    all    nonnal    to   the    rafters.     Find    the 

streseee    in   all   the   members,   the   load   at 

each  of  the  joints  in  the  rafters  being  2 

tons    (angle    ABC-dO"    and     ao^    DBC 

-10°).    How   will   the   stresses    be   modi- 

Pjg    jg2  fi^  '^  there  is  a  force  of  2  tons  acting  at 

each  of  the  points  of  support  between   A 

and  B  at  right  angles  to  the  rafter,  and  a  force  of  1  ton  at  A,  assuming  that 

the  end  B  is  fixed  and  that  C  rests  upon  rollers? 


97.  The  load  upon  a  roof-truss  of  the  type  Fig.  183  is  1000  lbs,  at  each 
joint;   the  span  100  ft.;   the  ri8e-25  ft.     Find  the  stresses  in  the  different 
members.     How  will  the  stresses  be  affected  by  an  additional  load  of  250 
lbs.  at  each  of  the  joints  between  the  foot  and  ridge  on  one  side? 
Arts,  Stress  in  BD-5500V5;  DF-5000\/5; 

Fff-4S00V'5;  HL~4O0OVSl  tW-SSOOv'S; 

Ar^-3000v^;  DE-0;  FG-500;  HiC-lOOO; 

LJIf-1500;  JVO-2000;  AP-SOOO; 

BE-noOO-EG;  GK-IOOOO;  ffJtf-WOO; 

JIfO-8000;  OP-7000;  D0-500s/5; 

fJC-lOOOv^;  HM-SOOVU;  LO-IOOOV^; 

7VP- 500^29  lbs. 


I   E  G  K  N  O  p 

Fia.  183. 


gS.  The  frame  Fig.  184  supports  a  load  of  1  ton  at  A.  Fmd  the  stresses 
in  the  several  members,  and  also  the  overturning  moment  at  the  foot  of  the 
post, which  is  18  ft.inlength.    (BC-1'.6.)    AJso  sbovhowtbe  stresses  are 
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modiGed  when  the  veif^t  h&ngs  by  ft  chain  in  two  falls,  the  chain  puaii^; 
over  a  pulley  at  A  along  a  horitontal  line  from  A  to  the  post. 

99.  A  \H«ced  semi-arch  is  10  ft.  deep  at  the  wall  and  projects  40  ft.  The 
upper  flange  is  boriionta],  is  divided  into  faw  equal  bays,  and  carries  a  uni- 
formly distributed  load  of  40  tons.  The  lower  flange  forms  the  segment  of 
a  eirele  of  104  ft.  radius.  The  In'aciQg  consists  of  a  series  of  isosceles  triangles, 
(A  which  the  bases  are  the  equal  bays  of  tJie  upper  flange.  Determine  the 
stresses  in  all  the  mraibers. 

100.  A  bowstring  roof-truss,  with  vertical  and  diagonal  bracing,  of  60  ft. 
rise  and  five  panels  is  to  be  deagned  to  resist  a  wind  blowing  horizontally 
with  a  pressure  of  40  lbs.  per  square  foot.  The  depth  of  the  truss  at  the  centre 
is  10  ft.  Determine  grajAieaUy  the  stresses  in  the  several  members  of  the 
truss,  assuming  that  the  roof  rests  on  rollers  at  the  windward  support. 

101.  The  inner  flange  of  a  bent  crane  forms  a  quadrant  of  a  circle  of  20  ft. 
radius  and  is  divided  into  four  equal  bays.  The  outer  flange  forma  the  seg- 
ment of  a  circle  of  23  ft,  radius.  The  two  flanges  are  5  ft.  apart  at  the  foot, 
and  are  struck  from  centres  in  the  same  horisontal  line.  The  bracing  con- 
nsts  of  a  series  of  isosceles  triangles,  of  which  the  bases  are  the  equal  bays 
of  the  inner  flange.  The  crane  is  required  to  lift  a  wei^t  of  10  tons.  De- 
termine the  stresses  in  alt  the  members. 

101.  The  domed  roof  of  a  gas-holder  for  a  clear  span  of  80  ft.  is  strength- 
ened by  secondary  and  primary  trussing  as  in  the  figure.  The  points  B  and 
C  are    connected  by  the  tie  BPC  passing   beneath 

the  central  strut  AP,  which  is  15  ft.  long,  and  im"^^..^  I  "^JC^^^ 
ia  also    common  to    all    the    primary  trusses;     the      3   ^ —  » 

rise  of  A  above  the  horiEontal  is  5  ft. ;  the  second-  p^g    jgg 

ary  truss   ABEF  consists  of   the  equal    bays  AH,    , 

HO,  GB,  the  ties  BE,  EF,  FA,  of  wtich  BE  is  horieontal,  and  the  struts  GE, 
FH,  which  are  each  2  ft.  6  in.  long  and  are  parallel  to  the  radius  to  the  centre 
of  GH;  the  secondary  truss  ACI.K  is  similar  to  ABEF;  when  the  holder  is 
empty  the  weight  supported  by  the  truss  is  36,000  lbs.,  which  may  be  as- 
sumed to  be  concentrated  at  G,  H,  A,  M,  N,  in  the  proportions  8000,  4000, 
1000,  4000,  and  8000  lbs.,  respectively.  Determine  the  stresses  in  the  dif. 
ferent  members  of  the  truss. 

ia3-  The  top  beam  of  a  roof  for  a  clear  span  of  96  ft.  consists  of  six  bars, 
AB,  BC,  CD,  DE,  EF,  FG,  equal  in  length  and  so  placed  that  A,  B,  C,  D, 
E,  F,G  aie  on  circle  of  80  ft.  radius;  the  lower  boom  also  consists  of  six  equal 
rods,  AH^  HK,  KL,  LM,  MN,  NO,  the  points  H,  K,  L,  M,  and  N  bemg  on 
a  circle  (^  148  ft.  radius;  B  is  connected  with  H,  C  with  K,  D  with  L,  E  with 
Af,  and  F  with  N;  the  opposite  corners  of  the  bays  are  connected  by  cross- 
braces;  the  end  A  is  fixed  to  its  support,  0  being  aUowed  to  aUde  freely  over 
a  smooth  bedplate.      Determine  graphically  the  stresses  in  the  various  mem- 
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88  THEORY  OF  STRUCTURES. 

bers  vhen  tb^v  b  a  Donnol  wind  pressure  per  lineal  foot  of  460  lbs.  upon 
AS,  340  lbs.  upon  BC,  and  60  Iba.  upon  CD. 

104.  A  lattice-work  arch  of  the  dimensions  and  loaded  aa  in  Tig.  186  is 
pin-jointed  at  the  supports.  Find  the  hne  of  resistance  which  will  paea 
through  the  pin  joints  and  also  through  the  point  when  the  greatest  load 


intersects  the  upper  chord  of  the  arch.    Also  determine  the  horizontal  thnut 
of  the  arch  under  the  given  loading. 

105.  fig.  187  reprewDte  the  rickle  (or  bowstring)  truss  for  a  roof  of 
204  ft.  span.  The  joints  of  the  upper  and  lower  bows  Ue  on  the  arcs  pf  parab- 
olas, the  rise  (A  the  lower  bow  being  17  ft.  and  of  the  upper  bow  42)  ft. 
Draw  the  stress  diagram  for  the  dead  weight  of  the  truss,  which  is  very  ap- 
proximately equivalent  to  !}  tons  per  panel,  i.e.,  to  IJ  tons  concentrated  at 
each  of  the  intermediate  joints  in  the  upper  bow.    The  trusses  are  24  ft. 
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EXAMPLES. 


apart,  and  the  load  on  each  tnus,  including  snow  and  wind  presmm,  is  ai 
to  be  40  lbs.  per  square  foot  of  covered  area.  Draw  the  stress  diagnun  when 
this  load  coven  (a)  one  half  of  the  truss,  (it)  three  fourths  of  the  truss.  Also 
show  how  the  diagrams  are  modified  by  the  introduction  of  the  dotted  members. 

io6.  £ach  rib  for  the  support  of  a  dome  of  320  ft.  diameter  consista  of 
two  concentric  booms  6.4  ft.  apart  and  connected  hy  triangular  bracing  which 
divides  the  rib  into  15  bays  of  equal  length.  The  rib  is  pinned  at  the  centre 
and  at  the  two  supports  (A),    The  dead  load  on  each  of  the  exterior  joints 


-^ 


Fio.  188. 


1  to  16  is  8000  lbs.  Deteimine  the  horisontal  thrust  and  draw  a  stress  dii^ 
gram  for  the  membeia  between  A  and  B.  Also  determine  the  horizontal 
thrusts  at  A  and  B  and  draw  the  stress  diagram  (a)  for  a  load  of  32  tons  at 
jnnt  No.  7,  and  (.b)  for  loads  of  24,  28,  44,  and  48  tons,  at  the  joints  Nos.  5, 
6, 11,  and  14,  respectively. 

107.  In  the  preceding  example,  draw  the  stress  diagram  for  a  noimal  load 
of  10  tons  at  the  Joint  No.  8,  passing  through  the  centre  0  of  the  dome. 


to8.  The  figure  lepresenta  a  portion  of  a  Wairen  girder  cut  off  by  the 
plane  MW  and  sui^rted  upon  the  abutment  at  i4. 
TIk  reaction  at  j4-20  tons;   the  load  concentrated 
at  each  of  the  points  B—i  tons.    Find  the  stresses 
in  each  of  the  members  met  by  MN. 

Am.  Stress  in  tension  _chord  -if^V3^  tons;  in 
compression  chord  —  32V'3  tons;  cominression  in 
diagonal -lOV^  tons. 


Fio.  188. 
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109.  Hie  figare  is  a  portion  of  »  bridge-tnus  cut  off  by  the  plane  MN 
and  supported  upon  the  abutment  at  A;    AC —CE 
-lift  ft-;  the  depth  BC-i>B-17i  ft.;  in  the  third 
panel  the  compreaaon  in  the  upper  chord  is  64,600 
1 1.  *"  Ibe. ;    the  tension  in  the  lower  chord  is  53,800  lbs. 

J-  JlL.         Fiiid  the  reaction  at  A,  the  equal  weights  supported 
^j.nmita,    ^^  ^  ^^^  ^^  ^j  ^j^  diagonal  stress  T. 

Am.  Reaction -38943  lbs.;  wei^t  at  C  and  at 
Pio.  180.  E  - 12954  lbs. ;  T  - 16578  lbs. 

tio.  The  figure  represents  a  bowstring  truss  of  80  ft.  span,  cut  off  by  the 
|dane  MN  and  supported  at  0.  Hie  upper  flange 
OCDE  is  an  arc  of  a  circle  of  85  ft.  radius;  OA-AB 
-etc.-lO  ft.;  the  rise  of  the  truss-lO  ft.;  a  load 
of  15  tons  is  concentrated  at  each  of  the  points  A  and 
B;  the  reaction  at  0-45  tons.  lilnd  the  stresses 
in  the  members  cut  by  the  plane  MN, 

Ana.  T, -94.827  tons;  T,- 95.744  tons;  D-. 97  tons. 
III.  The  figure  represents  a  portion  of  a  roof-truss  cut  off  by  a  {dane  MN 
..  and  supported  at  ^4,    The  strut  DC  is  vertical; 

Ai)-23ft.,  and  the  distance  of  Z>  from  AC-7i 
ft.;  the  angle  between  AC  and  the  horiicmtal 
-cos-'(;  the  vertical  reaction  at  A— 7  tons; 
the  horisontal  reaction  at  A  -2)  tons;  at  each 
of  the  points  B  and  C  a  nei^t  of  4  tons  is  con- 
centrated. Find  the  stresses  in  tlie  members 
met  by  MN.  (AD  and  T,  malte  equal  angles 
with  the  rafter  and  DB  -  DC.) 
Ana.  C,-13.2ton8;  7',-2.1tonB;  r,-I0.8ton8. 
iia.  Fig.  193  represents  a  portion  of  a  16-panel  bridge-truss  with  one  end 
supported  at  A.    The  load  at  each  panel-point  is  W  and  the  dimensions  are 


t^: 


Fro.  191. 


Fio.  192. 


as  indicated.     Find  the  stresses  in  tlie  members  cut  by  a  vertical  section 
MN. 

An».  C-n.86W;  7'-7iH';  D-4.74ir. 
113.  lilnd,  by  the  "  method  of  sections  "  the  stresses  in  the  members  (rf  the 
truss  Fig.  194  cut  by  a  vertical  section  MN,  the  dimensions  and  loads  being 
as  indicated. 
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115-  The  cantilevar  roof-tnuB  ilg.  195  is  supported  at  C  md  by  the 
Btay  AB.    f^d  the  positioa  of  the  load  irtiicb  vUI  produce  no  ^rtn  io  *r. 


Hence  also  find  the  TUKTimnm  tenole  and  compressivs  Btresses  in  th«  mem- 
bcra  pq,  qr,  n,  eg. 

ii6.  The  roof-trues  Fig.  196,  of  40  ft.  span  and  13  ft-  riae,  is  loaded  with 
4  tons  at  D  and  5  tons  at  C.  find  the  load  P  at  £  vhich  will  make  the  strete 
diapwn  cloae.    The  struts  are  each  4  ft.  in  length. 


117.  fig.  197  is  the  t 


for  a  factoiT  roof  of  72  ft.  span  and  IS  ft.  ri 


Fio.  197.  Pio.  108. 

It  ifl  loaded  as  indicated.    Draw  the  stress  diagram. 

ii8.  Fig.  198  is  a  ux-p&nel  truss  of  48  ft.  span,  the  dimendons  and  load- 
ing being  as  indicated.     Determine  the  stresses  in  all  the  members. 


119.  A  ship's  gangway  is  loaded  and  of  the  dimen^ons  shown  in  Fig.  190. 


The  end  A  rests  upon  rollers,  and  5  is  hinged  to  the  wharf.    When  £  is  10 
ft.  vertically  above  A,  find  the  stresses  in  all  the  members. 

no.  The  end  A  of  the  cantilever  truss  Fig.  200  rests  upon  rollers,  B 
is  hinged  and  the  bearing  at  C  produces  a  horitontal  thrust.  I>raw  the  stresi 
diagram  for  the  given  loads. 
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III.  Hie  cantilever  spaa  Fig.  201  is  loaded  with  5500  Iba.  per  foot  t 


VT^^T^ 


of  bridge.    Determine  the  streMes  in  all  the  members,  and  check  the  reeultc 
for  the  [uer  panel  by  the  method  of  momenta. 

laa.  The  dead  weight  of  a  dTaw.epan  having  equal  anns  of  100  ft.,  Fig. 
202,  is  1200  Iba.  per  lineal  ft. 
of  truBB.  Detennine  the  stresses 
in  all  the  members  when  the 
bridge  is  open. 

113.  Fig.  203  iB  the  skeleton 
diagram  of  a  cantilever  for  a 
viaduct  in  India.  Determine  the 
stresses  in  the  various  members 
under  the  indicated  loading. 


Fig.  204. 


134-  The  figore  represents  the  shore  portion  of  one  <d  the  trusses  for  a 
cantilever  bi^way  bridge.  The  depth  of  truss 
over  [ner-51  ft.;  the  length  of  each  panel - 
17  ft.;  the  load  at  A  (from  weight  of  centre  span) 
-16,800  lbs.;  the  width  of  roadway -15  ft.;  the  ■ 
load  per  square  foot  of  roadway -80  lbs.  Find 
the  stresses  in  all  the  members,  n—nming  the 
reaction  at  the  pier  J*  to  be  verticaL 

Atu.  (,-(,-28000;  (.-36500;  (,-46000;  (,-83500; 
(,-55200;  (,-48400;  (,-41600-(,;  <,-5600v^; 
c,-7300V^;  e,-10200;  li,-15300;  ti.-20400. 

laS.  Ilie  truss  Fig.  205  is  lunged  at  A  and  B,  the 
reaction  at  B  being  horizontal.  The  loads  and  dtmen- 
UODS  are  as  indicated.     Draw  the  stress  diagram. 

136.  The  upper  ends  of  the  verticals  of  an  8- 
panel  truss  lie  in  the  arc  of  a  parabola  whose  param- 
eter is  128  ft.,  the  depth  at  the  centre  being  32  ft. 
Draw  stress  diagrams  [a)  for  a  load  of  4  tons  at  each 
panel-point;  {b)  fn  an  additional  load  of  6  tons 
at  the  first,  second,  and  third  panel-points.  (Through 
8ingl»4nterBection  type.) 


Fio.  205. 
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la?-  "^bft  loads  upon  the  truss  of  a  swing-bridge  wlien  open  are  u  indi- 
cated in  Ilg.  207,  C  being  the  counterweight  at  D  and  R  the  reaction  at  each 


of  the  bearing  points  A  and  B.  I^lnd  R  and  C,  and  draw  a  stress  diagram 
for  the  tcuBS  under  the  given  loading.  Hie  panels  are  each  6  ft.  in  length 
and  the  truss  is  8  ft.  deep  at  the  let  vertical  and  12  ft.  deep  over  the  turn- 
table. 

ia8.  A  /our-panel  A  truss.  Fig.  208,  of  100  ft.  span  is  40  ft.  deep.  The 
panel  dead  load  '\a  18,750  Ibe.  Determine  the  stresses  in  all  the  members. 
Also  detennine  the  stresses  in  the  several  memberfi  due  to'  a  panel  live  load 
of  53^50  lbs.  concentrated  at  the  2d  and  3d  panel-points. 

139.  A  Warren  girder  SO  ft.  long  is  formed  of  five  equilateral  triai^es. 
Weights  of  2,  3,  4,  5  tons  are  concentrated,  respectively,  at  the  Ist,  2d,  3d, 
and  4th  apex  along  the  upper  chord.  Determine  the  stresses  in  aU  the  mem- 
bers of  the  girder. 

Ans.   Compreiaion  chord:  Stress  in  l8tbay-2\/3;  2d-5iV'3;  3d-7V3; 
4th-6iV3;  5th-2}V3- 
Tenaion  chord:    Stress  in  Ist  bay-4V3;    2d-6J\/3;  Sd-TJ-v/S; 

4tb-5iv'3. 
Diagonaia:    Stress    in    Ist    and    2d-4v'3^    3d    and    4th-2j\/3; 
5th  and  eth-jVS;  7th  and  8th-2\/3;  9th  and  10th 
-5W3. 
130.  A  Warren  girder  of  60  ft.  span,  composed  of  six  equilateral  triangles, 
carries  upon  its  lower  chord  a  weight  of  2  tons  at  the  first  and  second  joints, 
15  tons  at  the  centre  joint,  and  TJ  tons  at  the  fourth  and  fifth  joints.     Find 
the  stresses  in  all  the  members. 
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Ant.  Streasea  in  tension  chord:  lstbay-W'3;  2d-W\/3;  Sd-Ws/S; 
4th-WV3';  5th-VV3;   Qth-H  V3. 
StreaBes  in  compr.  chord:  lat  bay-VVs";    2d-Vvir;   Sd-VVS; 

4th  -  V  Va ;  5th  -  V  V3. 
DiBg.BtresseBlBtand2dbftys-V'N/3;  3d  and  4tb-Vv'3;  5th  and 
eth-VVS;  7th and  Sth-Ws;  9th and  lOth-VVS;  lltl»  o^ 

12th -vvs: 

131.  Determine  the  streeeeB  in  the  merabere  of  a  I^k  truss  of  240  ft.  Bpan 
and  sixteen  panels;  depth  of  truss-SO  ft.;  uniformly  distributed  load- 
64  tons. 

,. a,'  .  Ant.  Streos  in    BA-Vs-BM-DM-DO-FO- 

.  FQ-QH'HS;  in  CA~W2-C0~G0-GS;  in  E.i 

-8v'5-£5;inAK-16v^;  in BL 4- DN-FP-HR- 

i  6  bX  F  6  H^K  in  CM -S -GQ; ia EO -16;  in  iC5-32;  ia  AM -Si- 

Fio.  209.  MO-OQ-QS. 

133.  BeternuDe  the  atreases  in  the  members  of  a  Bellman  tnisa  100  ft. 
long  and  12^  ft.  deep,  under  a  uniformly  distributed  load  of  200  tons,  together 
with  a  single  load  of  25  tons  concentrated  at  25  ft.  from  one  end. 

Am.  Stress  in  .45^4*  V'2;  BL-4'v'2";  .4D-V\/5;  DL-VVST"; 
^F-ifiVlO;  FL-W26;  AH-fVU-HL;  mBC-25-FG- 
HK  -etc. ;  DE~QQ  tons;  compression  along  AL  - 1931  tons. 


Pio.  210. 
133.  Determine  the  chord,  vertical  and  diagonal  streaaea  in  a  Howe  truss 

of  80  ft.  span,  8  ft.  depth,  and  ten  panels,  due  to  a  load  of  40  tons  (a)  cod- 
centrated  at  the  centre;  (6)  concentrated  at  the  third  panel-point;  (c)  uni- 
formly distributed;  (d)  distributed  so  that  5  tons  ia  at  first  pabel-point,  10 
tons  at  second,  and  25  tons  at  third.         Xns.  Numbers  on  figures  in  tons. 
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134-  I>nv  A  BtTB*  diagram  for  the  ^1  truss,  Fig.  212,  (a)  due  to  a  dead 
load  of  600  Ibe.  per  bneal  foot  of  tnus,  (b)  due  to  a  live  load  of  1200  lbs.  per 
lineal  foot  of  tnuB  covering  the  first  two,  liiree,  four,  and  six  panels,  reapectivelr- 

135.  A  Baltimore  truss  300  ft.  long,  one  half  of  which  is  shown  in  Fig. 
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Fm.  212.  Fia.  213. 

213,  carries  a  load  of  80,000  lbs.  at  each  panel-point  of  the  lower  chord  and 
40,000  ibe.  at  each  panel-point  of  the  top  chord.  Etad  the  stresses  in  all  the 
membera. 

136.  The  lower  lateral  system  of  a  cantilever  am,  Fig.  214,  carries  at  the 
outer  end  a  boriiootal  wind  load  of  472,080  lbs.  from  the  suspended  span. 


Find  the  stresses  in  all  members,  assuming  that  the  diagonal  stresses  are 
equally  divided  between  the  two  systems  of  diagonals. 

137.  The  cantilever  arm  shown  in  Fig.  215  carries  a  vertical  load  of 
700,000  lbs.  at  its  outer  extremity.     Fjod  the  stresses  in  all  members. 

138.  Ods  arm  of  a  swing  span  is  loaded  as  shown  in  Fig.  216.  Fmd  all 
the  stresses  when  the  span  is  open,  assuming  that  of  each  panel  load  32,000 
lbs.  is  concentrated  at  the  top  chord  and  the  remainder  at  the  bottom  chord. 

139.  Find  all  the  stresses  in  the  truss,  fig.  217,  for  an  upward  reaction 
of  100,000  lbs.  at  the  end  of  the  span. 
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uo^  In  the  ssine  tram,  fig.  218,  a  load  of  100,000  lbs.  u  applied  at  the 


third  panet-poiat  from  the  left.    AMuming  that  the  reaction  at  the  left  sup- 
port is  42,000,  find  the  streeeea  in  all  members. 

141.  A  three-pin  steel  arch  tnus  of  the  dimensions  and  loaded  as  shown 
in  Hg.  219  has  the  joints  of  the 
lower  chord  lying  in  the  are  ot  a       *(  -,    .,  V  >' 
parabola.     Dn,w  the  Stress  dia-  '  -'    -1      »■ 

gram.  Verify  your  results  by 
using  the  method  of  sectioas  to 
determine  the  stresses  in  the 
members  intersected  by  the 
eutting-planes  MN,  M'N'.  Pig   219 

14a.  Draw  the  stress  diagram  for  the  3-pin  arch,  Fig.  220,  the  left  truss 
bong  loaded  with  1200  lbs.  per  lineal  foot. 

143.  Fig.  221  is  the  34unged  truss  for  a  bridge  hinged  at  C  and  at  the 
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Fro.  220.  Fio.  221, 

two  abutments  A  and  B,  The  load  at  each  of  the  points  I  and  2  is  5  tone 
and  10  tons  are  concentrated  at  each  of  the  intermediate  panel-points.  The 
bracing  conASts  of  isosceles  triangles  with  tlie  equal  bays  of  the  horizontal 
chords  as  bases,  and  the  joints  in  the  lower  chord  he  in  the  are  of  a  circle  of 
90  ft.  radius.  The  depth  of  the  truss  at  the  abutments  is  IS  ft.  Deter- 
mine the  reactions  at  A,  B,  and  C,  and  draw  a  stress  diagram  for  the  truss. 

144.  fig.  222  represents  one  of  the  two  symmetrical  trusses  for  the  central 
qian  of  a  suspension  bridge.    The  joints  in  the  upper  chord  Ue  on  a  parabohc 
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arc  ftnd  consecutive  joints  are  connected  by  strai^t  links,  ne  dead  load 
per  lineal  foot  of  truss  is  750  lbs.,  and  the  two  intem:iediate  trusses  are  fnnned 
at  the  centre  and  at  the  piers.    Determine  the  stresses  in  the  members  met 
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Fio.  222. 
by  the  sections  MN  and  M'N'.    Also  determine  the  stresses  in  the  same 
members  when  a  live  load  of  1250  lbs.  per  lineal  foot  covers  (a)  the  first 
two  panels,  (b)  the  panels  from  A  to  C,  (c)  the  panels  from  C  to  fi. 

145-  Each  shore  arm  in  the  suspension  bridge  of  the  preceding  example 
is  identical  n-ith  one  half  of  the  central  span.  Determine  the  stresses  in  th» 
corresponding  members  of  the  shore  arms  (a)  for  the  dead  toad  of  750  Iba.  per 
lineal  foot,  (b)  when  the  live  load  of  1250  lbs.  per  lineal  foot  covers  first  the 
shore  arm  and  second  one  half  of  the  central  span. 

146.  A  braced  pier  is  of  the  dimensions  and  loaded  as  in  f^g.  223.  Deter- 
mine the  stresses  in  all  the  members  and  also  find  the  forces  in  tlie  vertical 
anchorage-bars. 

147-  Draw  a  stress  diagram  for  the  braced  pier  Fig.  224,  of  the  dimen- 
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Fio.  223.  Fro.  224.  Fio.  226. 

sions  and  loaded  as  shown.    Also  find  the  resultant  vertical  and  horisontat 
forces  at  A  and  B,  specifying  whether  they  are  in  tension  or  comprenion. 

148.  A  trestle,  Fig.  225,  30  ft.  high  and  10  ft.  wide  is  loaded  as  sbovn. 
Draw  the  stress  diagram  and  find  the  character  and  magnitude  of  the  result- 
ant vertical  and  horizontal  forces  at  .A  when  (a)P-2Q,  (b)  P—3Q,  (c)  P-SQ. 
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149.  The  ^gan  repreaenU  a  pier,  square  in  {dsn,  supporting  tbe  ends 
of  two  deck-trusses,  each  200  ft.  long  and  30  ft.  deep.  The  height  of  the 
pier  ia  50  ft.  and  is  made  up  of  three  panels,  the 
Uj^r  and  lower  being  each  17  ft.  deep.  Ten 
square  feet  of  bridge  surface  and  10  square  feet 
of  train  surface  per  lineal  foot  are  subjected  to 
a  wind  [Measure  of  40  lbs.  per  square  foot.  The 
centre  of  pressure  for  the  bridge  is  68  ft.,  and 
for  the  tmn  86  ft.,  above  the  pier's  base.  The 
wind  also  produces  a  horizontal  pressure  of  4000 
lbs.  at  each   of    the  intermediate  panel-points  on  Fio.  226. 

the  windward  side  of  the  pier.  Width  of  pier -17  ft.  at  top  and  33(  ft.  at 
bottom.  The  bridge  load -1600  tbs.  per  lineal  foot,  live  load -3000  lbs. 
per  lineal  foot.     Determine: 

(a)  The  overturning  moment.     (3180  ft.-tons,) 

(6)  The  horizontal  force  due  to  the  wind  at  the  top  of  the  pier.    (61 .6  tons.) 

(c)  The  tension  in  the  vertical  anchorage-ties  at  S  and  T.    (Nil.) 

(d)  The  vertical  and  horizontal  reactions  at  T.     {275  and  65.6  tons.) 
Draw  a  diagram  giving  the  wind  stresses  in  all  the  members,  and  indi- 
cate which  are  in  tension  and  which  in  compression. 

Ascertain  whether  the  wind  pressure  of  40  lbs.  per  square  foot  upon  a 
train  of  empty  cars  weighing  900  lbs.  per  lineal  foot  will  produce  a  tension 
anywhere  in  the  inclined  posts.  What  will  be  the  tension  in  the  anchorage- 
ties?     (20.75  tons.) 

150.  The  figure  represents  one  half  of  one  of  the  piers  of  the  Bouble 
Viaduct.  The  spans  are  croBsed  by  two  lattice  gir- 
ders 14'  9"  deep  and.  having  a  deck  platform.  The 
height  of  the  pier  is  183' 9"  and  is  made  up  of 
eleven  panels  of  equal  depth.  Width  of  pier  at  top  •■ 
13'  IJ",  at  bottom  -  67' 7".  With  wind  pressure  at 
55.3  lbs.  per  square  foot,  the  total  pressure  on  the 
girder,  train,  and  pier  have  been  calculated  to  be  20, 
16.2,  and  20  tons,  acting  at  points  196.2,  210.3,  and 
92.85  ft.,  respectively,  above  the  base.  The  dead 
weight  upon  each  half  pier  is  222^  tons,  of  which  60 
tons  is  weight  of  half  span,  120  tons  the  weif^t  vf  the 
half  pier,  and  42^  tons  the  weight  of  the  train.  As- 
Burning  that  the  wind  pressure  on  the  pier  is  a  hori- 
sontal  force  of  2  tons  at  each  panel-point  on  the  wind- 
ward «de,  and  that  the  weight  of  the  pier  may  be  con- 
sidered as  a  weight  of  6  tons  at  each  panel-point,  deter- 

(a)  The  overturning  moment. 
Fio.  227.  (6)  The   total    horizontal  force  at   the  top  of   the 

pier  due  to  the  wind. 
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(c)  Hie  t«Drio&  in  each  of  the  vertical  anchorage-tie«  at  S  and  T  due  to 
the  wind  pressure. 

(d)  Tbe  vertical  and  horizontal  reactions  at  T. 

Bhow  that  the  greatest  compresBive  stress  occurs  in  the  member  BT,  and 
that  it  amounts  to  ^2  tons. 

Draw  a  stress  diagrajn  ^ving  the  Btreaees  in  all  the  members,  indicating 
'which  are  in  ten»0Q  and  which  in  compreenon.  Width  of  pier  at  A  —20  ft., 
at  S-23i  ft.,  at  C-36J  ft. 

151.  Draw  the  stress  diagram  for  a  trestle  loaded  and  of  the  dimenaioiu 
as  shown  in  Fig.  228. 
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FiQ.  228. 


Pro.  229.     Fio.  23a 


153.  Detennine  the  stresses  in  the  sereral  members  of  a  steel  trestle 
^own  by  Fig.  229  when  subjected  to  boriiontal'  wind  loads  of  43,000, 
2400,  3600  and  4800  lbs.  at  A,  C,  D,  and  E,  respectively.  AB  is  equal 
to  4  ft.,  and  the  vertical  distance  bewteen  fi  and  D,  D  and  E,  E  and  F 
is  33^  ft.  The  width  of  the  treatle  at  the  top  is  8  ft.  and  at  the  bottom 
41  i  ft. 
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Note. — In  this  chapter  it  is  assumed  that  all  forces  act  in  one  anc 
plane,  and  that  tha  deformations  are  bo  small  as  to  make  no  sensible 
«ther  in  the  forces  or  In  their  relative  positions. 


I.  Equilibrium  of  ] 

Case  I.  AB  is  a  beam  Testing  upon  two  supports  in  the  sanie 
horizontal  pluie.    The  reactions  Ri  and  R2      fii  ^ 

at  the  points  of  support  are  vertical  and      ..1'^,.    ^  ■  — ^■. 

the   resultant  P  of  the  remaining  external  "™|      L  ■  P^ 

forces  must  also  act  vertically  in  an  oppo-  Fio.  231. 

site  direction  at  some  point  C.    According  to  the  principle  of  the  lever, 

RC  AC 

^^°^jh'    ^2"^S'    and    Bi+iJa-P. 

Case  It.  AB  is  a  beam  supported  or  fixed  at  one  end,  and  such 

a  beam  is  often  called  a'cantilever  or  semi-girder.    The  fixture  at  A 

B  tends  to  prevent  any  deviation  from  the 

jy  "    Vi  -    ^ ,g  straight  in  that  portion  of  the  beam,  and 

i  I  ip       ^""^^  '^^  ^^^  deviation  the  more  perfect  is 

Fm  239  the  fixture. 

■tlie  enda  may  be  fixed  by  means  of 
=iB  two  props  (Fig.  232),  or  by  allowing  it  to 
rest  upon  one  prop  and  preventing  upward 
motion  by  a  ledge  (Fig.  233),  or  by  build- 
ing it  into  a  wall  (Fig.  234). 
I        In  any  case  it  may  be  assumed  that 
the  effect  of  the  fixture,   whether  perfect 
Fio.  234.  Or   imperfect,    is    to   develop   two   imequal 

forces,  Q  and  R,  acting  in  oppo^te  directions  at  points  M  and  N. 
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These  two  forcea  are  equivalent  to  a  left-handed  couple  (Q,  — Q), 
the  moment  of  which  is  QMN,  and  to  a  angle  force  JS-Q  at  N. 
Hence  R~Q  must  —P. 

Case  III.  AB  is  an  inclined  beam  supported  at  A  and  resting 
upon  a  smooth  vertical  surface  at  B. 

The  vertical  weight  P,  acting  at  the 
point  C,  is  the  resultant  load  upon  AB. 
Let  the  direction  of  P  meet  the  horizontal 
line  of  reaction  at  £  in  the  point  D. 

The  beam  is  kept  in  equilibrium  by 

the  weight  P,  the  reaction  Ri  at  A;  and 

the  reaction  ^2  at  B.    Now  the  two  forces 

R2  and  P  meet  at  D,  so  that  the  force  R\  must  also  pass  through  D. 

Hence  fli  =P  sec  ADC  and  Rz  -P  tan  ADC. 

Note. — The  same  principles  hold  if  the  beam  in  Cases  I  and  II 

is  inclined,  and  also  in  Case  III  whatever  may  be  the  directions 

of  the  forces  P  and  Ra- 

Oase  IV.  In  general,  let  the  beam  AB  be  in  equilibrium  under 
the  action  of  any  number  of  forcea  Pi,  Pj,  Pa, ... ,  Qi,  Q2,  Q3,  ■  ■  ■ , 
of  which  the  magnitudes  and  points  of  application  are  given,  and 
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Fro.  236. 
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■which  act  at  right  angles  to  the  length  of  the  beam.  Suppose  the 
beam  to  be  divided  into  two  segments  by  an  imaginary  plane  MN. 
-Since  the  whole  beam  is  in  equilibrimn,  each  of  the  s^;ments  must 
sHao  be  in  equilibrium.    Consider  the  segment  AMN. 

It  is  kept  in  equilibrium  by  the  forces  P|,  P2,  P3,  .  .  .  and  by 
the  reaction  of  the  segment  BMN  upon  the  segment  AMN  at  the 
plane  MN;  call  this  reaction  Bj.  The  forces  Pi,  Pa,  Pa,  .  .  .  are 
-equivalent  to  a  single  resultant  Rv  acting  at  a  point  distant  ri  from 
MN.  Also,  without  affecting  the  equilibrium,  two  forces,  each 
-equal  and  parallel  to  R\,  but  opposite  to  one  another  in  direction, 
may  be -applied  to  the  segment  AMN  at  the  plane  MN,  and  the 
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three  equal  forces  are  then  equivalent  to  a  single  force  Ri  at  MN, 
and  a  couple  {Ri,  —Ri)  of  which  the  moment  is  Riti. 

Thus  the  external  forces  upon  AMN  are  reducible  to  a  single 
force  Ri  at  MN,  and  a  couple  {Ri,—Ri).  These  must  be  balanced 
by  ^1,  and  therefore  Bi  is  equivalent  to  a  angle  force  ~Ri  at  MN 
and  a  couple  i—Ri,  Ri). 

In  the  same  manner  the  external  forces  upon  the  segment  BMN 
are  reducible  to  a  wngle  force  R3  at  MN,  and  a  couple  {R2,  —Ra) 

Rb^-^RuA'^'^    R, 

A^  I  __.  !■  ■ — L ,, 


FiQ.  237. 

of  \^ch  the  moment  is  Rir2.    These  agiun  must  be  balanced  by  E2, 
the  reaction  of  the  s^ment  AMN  upon  the  segment  BMN. 

Now  El  and  Ez  evidently  neutralize  each  other,  so  that  the 
force  Ri  and  the  couple  (Ri,  —Ri)  must  neutralize  the  force  Ra 
and  the  couple  {R2,  —  5z)-  Hence  the  force  Ri  and  the  couple 
(Si,  —Ri)  are  respectively  equal  but  opposite  in  effect  to  the  force 
83  and  the  couple  (Ra,  —Rz);  i.e., 

fii  -Ra,    RiTi  -^R^a,    and    fi  -fj. 

The  fOTce  Ri  tends  to  make  the  s^ment  AMN  slide  over  the 
segment  BMN  at  the  plane  MN,  and  is  called  the  Shearing  Force 
with  respect  to  that  plane.  It  is  equal  to  the  algebraic  sum  of 
the  forces  on  the  left  of  MN, 

-P.+P2-P8+...  -2-(P). 

So  Ra-Qi-Qa—Q8+  ■  ■  ■  --^(0)  is  the  algebraic  sum  of  the 
forces  on  the  right  of  MN,  and  is  the  force  which  tends  to  make 
the  segment  BMN  slide  over  the  segment  AMN  at  the  plane  MN. 
Ra  is  therefore  the  Shearing  Force  with  respect  to  MN,  and  is  equal 
to  Si  in  magnitude,  but  acts  in  an  opposite  direction. 

Again,  let  pi,  pa,  pa, ... ,  51,  qa,  53,  ■  ■  ■ ,  be  respectively  the 
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distances  of  the  pointo  of  application  of  Pi,  Pq,  Pt, . . . ,  Qi,  Qa, 
Qa,...  from  MN. 

Then  Riri  =-the  algebraic  sum  of  the  momenta  about  Mlf  of 
all  the  forces  on  the  left  of  MN, 

-PiPi+P2P3-P9P»+  . . .  -APp), 

is  the  moment  of  the  couple  {Ri,  ~Ri). 

This  couple  tends  to  bend  the  beam  at  the  plane  MN,  and  its 
moment  is  called  the  Bending  Moment  with  respect  to  MN  of  all 
he  forces  on  the  left  of  MN. 

So  BaTa-the  algebraic  sum  of  the  moments  about  MN  of  all 
the  forces  on  the  right  of  MN, 

-0i9i-0a9a-...  -^iOq), 

is  the  Bending  Moment,  with  respect  to  MN,  of  all  the  forces  on 
the  right  of  MN,  and  is  equal  but  opposite  in  effect  to  RiVi. 

It  is  seen  that  the  Shearir^  Force  and  Bending  Moment  change 
sign  on  passing  from  one  side  of  MN  to  the  other,  so  that  to  define 
them  absoluidy  it  is  necessary  to  specify  the  segment  under  con- 
sideration. 

If  the  segment  CB  is  removed,  AC  may  be  kept  in  equilibrium 
by  applying  to  the  face  of  the  section  at  C,  forces  of  precisely  the 
same  magnitude  and  character  as  those  which  acted  when  ACB  was 
a  continuous  beam.  These  forces  may  be  resolved  into  horizontal 
and  vertical  components.  The  algebraic  sum  of  the  latter,  i.e.,  the 
shearing  force  at  C,  must  necessarily  be  equal  to  the  algebraic 
sum  of  the  vertical  forces  acting  exteraally  upon  AC,  i.e.,  to  Ri. 
Again,  there  are  no  horizontal  forces  acting  externally  upon  the  beam, 
and  therefore  the  algebraic  sum  of  the  horizontal  components  of  the 
forces  at  C  must  be  nil.  Hence  these  horizontal  components  must 
be  equivalent  to  a  couple  which  will  neutralize  the  couple  due  to  the 
externa]  forces  actii^  upon  AC,  of  which  the  moment  is  RiVi.  The 
moment  of  the  horizontal  components  at  C  is  usually  called  the 
moment  of  resistance,  but  is  sometimes  also  known  as  the  elastic 
moment,  as  it  is  due  to  the  elastic  deformation  of  the  section  under 
consideration. 

Again,  Fig.  238  represents  a  horizontal  beam  of  depth  : 
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Upon  Bupporte  at  A  and  B.  Tbe  vertical  reaction  at  A  k  R,  and 
ibe    resultant  load  upon  AD  (includ-  w 

ing  the  weight  of  AD)  is  If  at  a  dis-    l_ 

tance  x  from  D.  ' 

Let  a  rectangular  portion  pqrs  of 
the  beam  be  removed  and  replaced  by 
two  members,  pq  capable  of  bearing  a  Fio.  238. 

pressure  only,  and  ra  capable  of  bearing  a  tension  only,  as,  e.g.,  a 
chain.  These  members  alone  are  not  sufficient  to  maintain  equilib- 
rium, and  it  can  be  eafflly  shown  experimentally  that  an  upward 
shearing  force,  S,  must  be  applied  at  r  and  that 

S^R-W. 

Also,  the  bending  moment  at  D  due  to  R  and  W 

~Ra-Wx, 

and  this  must  be  neutralized  by  tbe  moment  of  the  compression  C  in 
pq  with  respect  to  r  or  by  the  moment  of  the  tension  T  in  f8  with 
respect  to  p. 

Therefore  Ra-Wx~Ch~Th. 

Hence  also  C-T. 

2.  Examples  of  Shearing  Force  and  Bending  Uoment. — In  general 
the  terme  shearing  force  and  bending  moment  will  be  designated  by 
the  abbreviations  S.F.  and  B.M.,  the  shearing  force  and  bending 
moment  at  any  point  distant  x  from  the  origin  by  jS„  Mi,  and  the 
shearing  forces  and  bending  moments  at  any  points  A,  B . , .  by 
■Sa,  Si . . .  and  Ma,  Mb. . .  respectively. 

Tbe  beams,  unless  otherwise  specified,  are  horizontal. 

Ex.  a.  A  carUikva-  OA,  Fig.  239,  is  fixed 
at  0  and  carriet  a  leeigkt  Pat  the  free  end  A, 


and  the  8.F.  is  the  same  at  every  point  be- 
tween 0  and   A.      Describe    the   rectangle 
^  OCFA,- Ulaug  OC-P-AF.    The  line  CF 
is  the  S.F.  diagram   and  the  S.F.   at  any 
Fio.  239.  point  L  is  the   vertical  distance   LN  be- 

tween that  point   and  the  line  CF. 

M,  -P(l-x), 
which  is  Pj  when  x-0,i.e.,  at  0,  andisO  vhenx-{,  t.e.,  at  A. 
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Take  tbe  vertical  line  00 -PI  and  joiii  OA.  The  line  0^4  ifl  the  B.H. 
diagram  and  the  B.M.  at  any  point  L  is  tbe  vertical  distance  LU  between 
that  point  aod  the  line  OA.    The  B.M.  is  evidently  greatest  at  0,  so  that 

tlw  maz.B.IL-PL 

AIk),  LU-M,-P(l~x)~&nAAL!fF 

-the  total  S^F.  between  I  and  A. 

Q  Ex.  b.A  confttewr  OA,  Fig.  240,  u  fixed 

at  0  and  carries  a  uniformly  dvatriinOed  load 
oj  inttnniy  w.     Then 

5,  -w{l-x), 


which  is  td  ^en  x— 0,  i.e,  at  0,  and  is-0 
.  when  x—l,  i.e.,  at  A. 

Take  the  vertical  line  OC -wl  and  join  C^. 


Pio.  210.  The  line  CA  ie  the  8.F.  diagram  and  the  8.F. 

at  any  point  L  is  the  vertical  distance  LN  between  that  point  and  the  line  CA . 

Again,  Jlf,-|{i-a:)', 

tbe  equation  to  a  parabola  with  its  vertex  at  A. 

Tbe  B.M.  is  -—•  when  x  "0,  i.e..  at  0,  and  is  0  when  z— I,  i.e.,  at  A. 

Take  the  vertical  line  OG--^  and  trace  the  parabola  AQ.    The  curve 

GA  is  the  B.M.  diagram  and  the  B.M.  at  any  point  L  is  the  vertical  distance 
LU  between  that  point  and  the  parabolic  arc  AO.  The  B.M.  is  evidently 
greatest  at  0,  so  that 


Also,  Lt/-Af,-|(i-x)'-areaXLJV 

-total  S.F.  between  L  and  A. 

Ex.  c.  A  ean^kver  OA,  Fig.  241,  is  fixed  at  0  and  carries  a  weiglU  P  at  A, 
together  with  a  uniformly  diatributed  load  of  inteneity  w. 

St-P+w(f-x), 

the  equation  to  a  strught  line. 

The  S.F.  is  P+vd,  when  x-0,  i.e.,  at  0,  and  is  P  when  x-{,  i.e.,  at  A. 

Take  the  vertic^  hncs  OC-P+wl  and  AF-P  and  join  CF.  The  line 
CF  is  the  8.F.  diagram  and  tbe  S.F.  at  any  point  L  is  tbe  vertical  distance 
LN  between  that  point  and  the  line  CF. 

Again,  Mn~P(.l-x)+^(l-xy, 
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vhicb  Qiay  be  writtea  in  the  form 


2tD     2\w  /  ' 


The  B.M.  is  PI+—  when  z-0,  i.e.,  at  0,  and  is  0  Trtien  x—l,  i.e.,  at  A. 
Talce  tlie  vertical  line  00-Pl  +  -^  and  trace  the  parabola  OAH.    Hie 


rt 


---rdL 


curve  G'il  ia  the  B.M.  cUagnm  and  the  BJIf.  at  any  point  L  ia  the  Turtioid 
distance  LV  between  that  point  and  the  parabolic  arc  OA. 
The  B.M.  is  evidentiy  greatest  at  0,  so  that 

themax.  B.M.-P/+^. 
Also,  LU  -M,-P(t-x)  +^(l-x)'-ueA  LNFA 

-total  S.F.  between  L  and  A. 

Ex.  d.  The  beam  OA,  Fig.  242,  retHng 
upon  tupport*  at  0  aad  A,  earriea  a  vieighi  P 
loncmtrated  at  a  point  B  dividing  the  beam  into 
the  tegmenU  OB  -a,  BA  -6.    Then  f 

a+b-l. 

Let  Ri,  R*  be  the  Kactions  at  0  and 
A  respectirely.  Takbg  moments  about  A 
and  0, 


Then,  between  O  and  B 
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and  between  B  and  A, 

BO  that  on  passing  the  point  B,  the  S.F.  changes  sgn. 

Take  the  vertical  lines  OC  -  R,-BD  and  BS~R,-  AF;  join  CD  and 
FE.  The  broken  line  CDBP  is  the  S.F.  diagram,  and  ibxi  S.F.  at  any  point 
L  is  the  vertical  distance  LN  between  that  point  and  the  broken  line  CDBF. 

Ag^n,  betvoeen  0  and  B, 

M,~R,X, 
the  equation  to  a  straight  line. 

The  B.M.  ia  0  when  x~0,  i.e.,  at  0, 

and  is  Ria-Py  when  x—a,  i.e.,  at  B, 

So,  between  B  and  A, 

MM~Ra~P{x-a), 

the  equation  to  a  straight  Une. 

The  B.M.  is  Rvn-P-r  when  x-a,  i.e.,  at  B, 

and  is  Ril-P{l-a)  -0,  when  ir-I,  i.e.,  at  A. 

Take  the  vertical  Une  BG-Pj  and  join  GO  and  GA.     The  lines  OG,  GA 

are  the  B.M.  diagram,  and  the  B.M.  at  any  point  L  is  the  vertical  distance  LV 
between  that  point  and  the  lines  OG,  GA. 

The  B.M,  is  evidently  greatest  at  B,  so  that 


If  o-b— T,  the  weight  ia  at  the  centre  and 

tile  mf|T.  ELM.  ^  — • 
4 
Also,  belu)e«n  0  and  B, 

LU~M,-R.xsLK&OCNL 
-total  8.F.  between  0  and  £. 
Sdween  B  and  A, 

LU-M,-'R,x-P(x-a)-Ria  +  {Ri-P){x-a) 

-algehraic  sum  of  the  areas  OCDB  and  BLNB 
-total  S.F.  between  0  and  L. 
Ex.  e.  The  beam  OA,  Fig.  243,  realing  upon  supports  at  0  and  A,  c 
uniformly  distrOxuied  load  oj  inienaity  w. 
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ft-f- 

—Rt—wx—vi\ 


iH' 


is  0  when  x~^i  i-e.,  at  the  middle  of  the  beaiOf 

aad  ia  —  2  ^*»^*"^  i-*-i  *t  ^. 

The  S.F,  therefore  changes  sign  on  -pata- 
mg  the  middle  point  B  of  the  beam  and  in- 
creoKt  uniformly  from  its  mimimwm  valve  zero   "T^; 

d  B  lo  ita  maximum  value-^  at  0  and  at  A. 

Take  the  vertical  Unes  OC-~-AF  and 

join  CF.      The  line  CF  ia  the  S.F.  diagram,  *^o-  Z«. 

uid  the  8.F.  at  any  point  L  is  the  vertical  distance  LN  between  that  point 

and  the  line  CF. 

Again,  M.-R,z-'^-^{lx-z'), 

which  may  be  written  in  the  form 


the  equation  to  a  parabola  OOA  of  parameter  —  and  with  ita  vertex  at  a  point 

defined  by  OB-^  and  BG--^.    The  parabola  OGA  is  the  B.M.  diagram, 

and  the  B.M.  at  any  point  L  a  the  vertical  distance  LU  between  that  point 
and  the  parabola. 

The  B.M.  is  least  at  the  supports  and  gradually  increases  towards  the 
centre  of  the  beam  where  it  is  greatest,  so  that  the 


Abo,  hU'M^- 


nuu.  BJL-— 


^(^--r 


-areaBOC-areaBLy 

-area  OCJVI, 

-total  S.F.  between  0  and  L. 
Ex.  /.  The  beam  OA,  Fig.  244,  reating  upon  ivpporta  at  0  and  A,  cornea 
0  vaiformly  dietlibuied  load  of  intensity  vi  together  with  a  v>eight  P  concentrated 
al  iJte  point  B  dividing  the  Wm  into  the  segmentt  OB  —a  and  BA  —6. 
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S,-Ri-wx~Pf  + 


the  equation  to  a  etraight  line. 


P-r  +-J  when  i-O,  i.e.,  at  0, 


P-+u>(--al  whenz-a,i.e.,atR 


andia 

Betteeen  B  aixd  A 

Sm-Ri-wx-P- 
the  equation  to  a  stnught  line. 

The  S.F.  is  '''(2""")  "■''^  '^^^  *"**'  '**■'  **  ^' 

and  is  — -5-— Py  when*-/,  i.e.,  at  il. 

Take  the  vertical  lioea 


OC-i.|.f,i,B-pi+„(j-»), 


and  j(nn  CD  and  EF.  The  broken  line  CDBF  is  the  S.F.  diagram  aiid  the 
8.F.  at  any  point  L  is  the  vertical  distance  LN  between  that  point  and  the 
broken  line  CDEF. 

Immediately  on  the  right  of  B 
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utd  the  point  E  will  lie  above  or  below  B  according  as 

In  the  latter  case  tbe  S.F.  changes  sign  at  B,  and  the  B.H.  is  found  to  have 
its  greatest  value  at  this  point. 

If  E  falls  above  B,  then  EF  cuts  OA  at  a  point  X  at  "which  the  S.F.  is  nU, 
and  the  B.M.  is  then  greatest  at  X. 

Again,  between  0  and  B, 


wbith  may  be  written  in  the  form 


2}     : 


tiie  equation  to  a  parabola  OGH  of  parameter  — ,  and  having  its  vwtex  at  a 
poiqf  defined  by 

The  parabolic  arc  OG  is  the  B.M.  diagram  between  0  and  B,  and  the  B.H.  at 
any  point  L  is  the  vertical  distance  LU  between  that  point  and  the  arc  OG. 
BetiDeen  B  and  A 

vhich  may  be  written  in  the  form 

the  equation  to  a  parabola  A6K  of  parameter  ~  and  having  its  vertex  at  a 
p(unt£  defined  by 

The  parabola  AGV  is  the  B.M.  diagram  between  £  and  .^,  and  the  B.M. 
at  any  point  L  is  the  vertical  distance  LU  between  that  point  and  the  parabola. 

If  i>ia  at  the  middle  point,  a~b-~, 
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AgUQ,  between  0  and  B, 

LU-M,-R,x-^-ue&OCNL  ' 
-total  S.F.  between  OaadB. 


Between  B  and  A, 


-P{x-a) 


-aigi^rau:  sum  of  the  areaa  OCDB  and  BENL 

-total  S.F.  from  0  to  L. 
An  examination  of  Exs.  a  to  f  ahowa  that  the  S.F.  and  B.M. 
ordinates  in  Exs.  c  and  /  are  the  algebraic  sums  of  the  corresponding 
ordinates  in  Ex8.  a  and  6  and  Exs.  d  and  e.  Hence  it  follows  that 
the  effects  of  difTerent  loads  upon  beams  may  be  determined  separately 
and  the  resultant  effects  are  then  found  by  superposing  the  corre- 
sponding results  thus  obtained. 

Ex.  1.  A  cantilever  OA,  Fig.  245,  12  ft.  long  carries  a  load  o/  200  Ow.  at 
A  and  a  uniformly  di^ributed  load  of  600  lb».  Draw  to  koU  llu  SJ".  and  B.M. 
diagrama  and  determine  the  S.F.  and  B.M.  at  6  ft  from  0.  For  the  S.F.  dia- 
gram take  a  vertical  scale  of  meaaurement  so  that  1  in.  —1600  lbs. 


Fio.  245. 
The  S.F.  at  0-600  +  200-800  lbs.- i  in. 

andat  A-200  Ibs.-iin. 

Take  the  vertical  lines  00 -J  in.,  AF- J  in.,  and  jtHnCJ''.  AtCft.fromO 
LN — -fj  in.  by  measurement — 500  lbs. 
-S.F.  at  L. 
For  the  B.M.  diagram  take  a  vertical  scale  of  meaaurement  so  that  1  1 
-6000  ft.-lbs. 

The  B.M.  at  0-600X6+200X12-6000  ft.-lb8.-l  in. 

and  at  A  —0. 

Take  the  vertical  line  OG  - 1  in.  and  join  OA.    At  6  ft.  from  0 
LV-i'm.  by  measurement  -3000  ft.-lbs.  -B.M,  at  L. 
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Ex.  2.  A  beam  OA,  Fig.  246,  reating  upon  tupports  at  0  and  A,  30  ft.  apart, 
earries  a  uniformly  diitributed  load  of  600p  Bm.,  arid  a  tingle  v>agtd  of  600 
B>».,at  a  point  B  dividing  the  beam  into  tegmenta  00-10  ft  and  SA-20  ft. 


Dmw  to  ataie  the  S.F.  and  BM.  diagramt,  and  obtain  by  meaeurement  the  SJ'. 
and  B.M.  at  pointe  S  ft.  from  0  and  from  A, 

Then,  fi,X30-600x20+6000X15-102000 

and  /£,X30-600X10+6000X15- 96000. 

Therefore  A. -3400  lbs.  and  A. -3200  Iba. 

For  the  S^.  take  a  vertical  scale  of  meaBurement  so  that  1  in.  -3000  lbs. 

The  S.F.  at  0-R,  -3400  lbs.  - 1 A  in. ; 

iDUDedUtety  on  left  of      B-A, -10x200-1400  Ibe.- A  in.; 
immediately  on  right  of   fi-A:-10x200-600-S001be.-Aia- 
&t  vl-Ai-30X200-600-  -3200 Iba.-  -lA  in- 

Take  the  vertical  lioea 

OC-lA^in.,  BD-iVin.,  BE— ^  in.,  AF-l.fr  ia.,  and  joinCDandW. 

By  measurement     Uf  M  5  ft.  from  0-t  in. -2400  lbs. 
-8.F.  at  L. 

By  meaaurement    L'JV'at  25  ft.fromO-H  iQ-2200  lbs. 
-S.F.  at  L' 
aod  is  of  course  D^;ative. 
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Again,  between  0  and  B, 

Jlf,- 34001 -lOOz' 
or  Af,-28900- -100(17 -i)», 

a  parabda  wiUi  a  vertex  at  a  point  17  ft.  measured  horisontallf  and  28,900 
ft.-lbB.  roeaaured  vertically  from  0. 

Also,tbe  BJtf.at  0-0 

and  at  B  -  24000  f t.-lbo. 

Betioeen  B  and  A, 

Af,  -  34003!  -  100ar»  -  «00{a: -10) 
or  jtf,-25600- -100(14-3!)', 

a  parabola  witli  its  vertex  at  a  point  14  ft.  measured  horixontaUy  and  13,600 
ft.-lbs.  measured*  vertically  from  0. 

Also,  the  B Jd.  at  B-  24000  ft.-lbB. 

and  at  A  —0. 

Trace  the  parabolas  OGH  and  AGK,  taking  a  vertical  scale  of  meaoure- 
ment  ao  that  1  in.  -24,000  ft.-lbs.     Then 

BG-lin.,  HT-l^in.,  KV~l^m. 

By  measurement  LU  at  5  ft.  from  O-Jf  in. -14500  ft.-]b«. 

-B.M.  at  L. 
By  roenaurement  L'U'  at  25  ft.  from  0  -A  in.  - 13500  ft.-lbs. 

-B.M.  at  L. 

3.  Relation  Between  Shearing  Force  and  Bending  Homent. — In 
the  examples  of  the  preceding  article  it  has  been  shown  that  at  any 

r:. 


~r 


point  of  the  beams  xmder  consideration  the  B.M.  at  any  point  is  the 
toUd  S.F.  between  that  point  and  a  support.  The  foDowing  is  a 
general  proof  of  this  statement. 

Let  the  beam  OA,  Fig.  247,  supported  at  0  and  A  be  acted  upon 
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by  a  number  of  weights  concentrated  at  different  points  along  the 
beam; 

Let  a  be  the  distance  between  two  such  consecutive  points  r  and 
r+1,  and  take  Or -X. 

Let  q  be  the  weight  at  r  and  let  p  be  the  distance  between  r  and 
the  line  of  action  of  the  resultant  P  of  the  weight  between  0  and  r. 

Let  M\,  R\  be  the  B.M.  and  vertical  reaction  at  0. 

Then  fti(i  +  o)-PCp+o)-go+3fi-K+i 

and  Rix-Pp+Mi-M,. 

Therefore  {Ri-P-q)a  =  Sa~Mr^.i-Mr 

=  increment  of  B.M.  between  r  and  r  +  1 

S  being  the  S.F.  between  r  and  r  +  I. 

Now  iS  is  nii  if  Jtfr+i  -Af„  and  every  point  of  the  beam  between 
rand  r  +  1  is  subjected  to  the  same  constant  B.M.,  the  case  being  one 
of  simple  bending  without  shear,  as  in  a  car-axle. 

Agtun,  the  weights  on  the  beam  may  become  infinite  in  number 
and  BO,  in  the  limit,  form  a  continuous  load.    Then 

dM-Sdx. 
From  the  equations 

JM 

=  S  for  concentrated  weights, 

and  -J-  -5  for  a  continuous  load, 

ax  ' 

it  is  at  once  evident  thai  the  S.F.  at  any  point  is  measured  by  the  tangent 
oj  the  slope  of  the  B.M.  polygon  or  curve  at  that  point. 
Also,  defflgnating  algebraic  sums  by  the  symbol  I, 
the         B.M.-i"(JM)-i"(5o) 

-  the  total  S.F.  for  the  concentrated  weights, 
and  for  a  continuous  load 

M- f  Sdx- the  total  8.¥. 
between  0  and  the  point  under  consideration. 
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Again,  JM  and  dM  change  sign  with  S  and  the  B.M.  is  a  nuix. 
(or  a  min.  in  certain  special  cases)  at  the  point  where  the  change 
occurs. 

For  a  continuous  load  this  point  is  defined  by  the  condition 

dx 
If  w  is  the  intensity  of  the  continuous  load  at  x  from  0, 
S-Ri-fiedx, 
dS    tPM 


and  therefore 


dx    dx^  ' 


equations  connecting  the  intensity  w,  the  S.F.  and  the  B.M.  at  any 
point  in  the  beam. 

4.  Live  Loads. 

Ex.  a.  A  vieight  P  travele  from  A  lo  B  over  a  horitontal  girder  oj  length  I 
resting  upon  supporta  at  A  and  B. 


When  P  is  at  F  distant  x  from  O,  the  middle  ptnnt  of  the  girder,  the  re- 
action Ai  at  ■^"7(2+='')- 


and  the  poeilive  S.F.  at  an;  point  F  is  greatest  at  the  vtstant  afttr  P  pauet  that 
point. 

Between  F  and  B, 
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and  the  negative  8.F.  at  any  point  F  is  greatett  al  the  imiant  before  P  passes 
that  point. 

AIbo,  the  TMsitiw  6.F.  is  P  when  z  - 1,  i.e.,  at  A, 
and  is  0  when  i—  — — ,  i.e.,  at  B; 
the  n^giUive  S.F.  is  0  when  x~—,  i.e.,  at  A, 
and  is— Pwhen  i-  — — ,  i.e.,  at  B, 

Take  the  vertical  lines  AD  -BE  -  P  and  join  DB  and  AE. 

Then  DB  is  the  ponliw  and  AE  the  ne^iw  S.F.  diagram,  and  the  S.F. 
at  any  point  P  is  the  positive  verUcal  distance  FG  or  the  negative  vertical 
distance  FH  between  DB  and  AB  or  between  AE  and  AB  respectively. 

Again,  the  B.H.  at  any  point  K  between  ^1  and  F  distance  y  from  O  is 


-«,a-»), 


which  is  the  greatest  when  y  has  its  leaat  value,  i.e.,  when  y  -x  and  /Z  coin- 
cides with  F. 

So,  bOvxen  F  and  B  the  B.M,  at  any  point  L  distant  y  from  F 


-R,(^-x^-y{P~R,), 


which  is  greatest  when  y  has  its  least  value,  i.e.,  when  y  -0  and  L  coinddes 
withF. 

Hence,  tite  B.M.  at  any  point  is  greatest  at  the  instant  P  passes  that  point, 
and  the  maximum  B.H.  diagram  is  therefore  given  by 


jtf.-ft, 


-f(^-). 


the  equation  to  a  parabola  ANB,  passing  through  the  points  A  and  B  and 
having  its  vertex  at  N  vertically  above  0  the  centre  of  the  girder  and  at  the 

PI 
distance  ON  -— . 

In  addition  to  the  live  load,  let  a  sin^e  wei^t  Q  be  concentrated  at  the 
p(»nt  T  distant  a  from  0.    The  corresponding  vertical  reaction  at  A 


-f(l4 
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At  X  from  0  between  A  and  T 

the  TnnTimnm  St 

At  X  from  0  betuieen  TandO 


P(L. 


'YW')- 


At  X  from  0  between  O  and  B 


--fa-')-!(r-)-«' 


—-f(H -!(!-)■ 


'nie  S.P.  diagram  for  the  live  load  is  DB,  and  that  for  the  concentrated 
load  the  broken  line  dgej. 

The  total  9.F.  at  any  point  is  the  algebraic  sum  of  the  vertical  distances 
between  that  point  and  the  two  diagrams.    If  AdgT  and  TejB  \ 


eo  as  to  take  the  positions  Ad'^T  and  TiffB,  the  8.F.  at  F-QY;  at  F"  -<FF' 
-X'F'-G'X')  tAF"-0;  a%  F"'-G"'F"'-X"'F"'~ -CI"'X"'. 
Again,  beltveen  A  and  T 

the  maximum  B.M.  at  x  from  0~7(r~'')  ''■7(2  ■*■")  (2  "*)' 
b^weenT  andO 
the  maximum  B.M.  at  asfrom  0--(^'-xM  +^(j+<')  (|-*)  -C{o-*) 

between  0  and  B 
the  maximum  B.M.  at  x  from  O-'jIt-*')  "'"tIs"*')  (2  ~*)* 
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£a  Elg.  250,  ANB  is  the  winTiTniim  BJl.  diAgnun  for  the  live  load  and  ths 
BJL  diagram  for  the  concentrated  load  consiats  of  the  two  lines  AY',  BY'. 


The  total  maximum  B.M.  at  any  point  is  the  algebraic  eum  of  the  vertical 
distances  between  that  point  and  the  two  diagrams.  If  AY'B  is  iavaited 
■0  as  to  take  the  position  AX'B, 

the  total  maximum  B.M.  at  F'-fN'+F'Y'-X'N'; 
"      "  "  "     "     F-FN+FY~XN; 

"      "  '•  "     ■'  F" -F"N"  +F"Y" ~X"N". 

Ex.  b.  Let  a  eontinvaua  load  wetf/hmg  w  per  unit  of  length  (raoel  over  HW 
girder  from  0  towarda  A. 


J-=^— = f- 


When  the  load  covers  a  length  OB-x,  the  reaction  at  4  -  ^. 

This  is  evidently  the  S.F.  at  all  points  in  jrorU  of  the  advancing  load. 
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Between  B  and  0,  at  any  point  distant  y  fma  B, 

theS.F.-^'-wy, 

which  is  greatest  when  y-0. 

Hence,  the  maximum  S.F.  at  any  point  due  to  the  live  load  is  in  front 
of  the  advancing  load,  when  the  load  covers  the  longer  Begment  OB,  and  is 
given  by 


the  equation  to  a  parabola  OD  with  its  vertex  at  0  and  intereecting  the 

vertical  at  j4  in  the  point  D  where  AD  -— . 

As  the  load  travels  off  the  girder,  the  S.F.  bekmd  the  load  is  found  in  pre- 
cisely the  same  manner,  the  S.F.  diagram  b^ng  the  parabola  AE  with  ita 

vertex  at  A  and  intersecting  the  vertical  OE  in  the  point  E  where  OB——. 

Let  tiie  girder  also  carry  a  uniformly  disb'ibiJied  dead  load  of  intennty  vf. 
Considering  one  half  of  the  girder,  DU  is  the  S.F.  for  the  live  load,  and  KQ, 


Fio.  262. 

tiie  S.F.  for  the  dead  load,  may  be  traced  betou  OA.  Hie  total  tuBTimnn* 
S.F.  at  any  point  B  is  then  XY ,  the  vertical  distance  at  B  between  DH  and 
KG. 


Also, 


DK-^+^^ 


It  will  be  subsequently  shown  that  the  dewgn  of  the  web  of  a  ^rder  prao- 
tically  depends  upon  the  S.F. 

Again,  the  B.U.  at  B  when  the  live  load  covers  OB  is 
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Betaeen  A  and  B,  at  y  imm  A, 

theB.M.-S'v, 

wtuch  increases  imtil  y—l—x. 

If  the  loAd  advaiipes  a  distance  s  beyond  B, 

the  reaction  at  A——(i+x)', 

and  the  B.M.  &t  B-~:(i+xy(l-x)-~-, 
whicli  is  a  maximum  when 

0-j(z+x)(l-x)-~wx, 

i.e.,  when  the  Uve  load  covers  the  irtiole  girder. 

It  will  be  subsequently  shown  that  the  design  of  the  flanges  of  a  girder 
depends  essentially  upon  the  B.M.,  and  the  maximum  flange  stresses  are 
therefore  to  be  found  when  the  live  load  is  uniformly  distributed  over  the 
total  length  OA. 

In  tile  results  deduced  above  it  is  assumed  that  the  length  of  the  live  load 
is  not  leas  than  that  of  the  girder. 

Ex.  3.  The  fioo  main  girders  oj  a  single-track  bridge  of  80  ft.  span  carry 
a  dead  load  of  2500  V)a.  per  lineal  foot.  Determine  the  maximum  S.F.  and  B.M. 
at  10  ft.  from  a  tupport  when  a  live  load  of  3000  16s,  per  lineal  fool  travels  otwt 
the  bridge. 

The  dead  load  on  each  girder 


^2500 


lOOOOOlbe. 


The  reaction  at  each  support  due  to  the  dead  load 

-50000  lbs. 
The  8.P.  due  to  the  dead  load  at  10  ft.  from  a  support 

-  50000  - 10  X  ^  -  37500  lbs. 

The  S.F.  due  to  the  live  load  at  10  ft.  from  the  support  is  greatest  when 
the  Uve  load  covers  the  70  ft.  segment. 

The  corresponding  reaction  at  the  unloaded  end 


Tlierefore  the  total  mairimum  S.F.  at  10  ft.  from  a  support 
-  37600 + 45937i  -  834371  Ibe. 
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The  B.M.  at  any  point  is  a  maximum  when  the  live  load  oorera  the  idlols 
girder. 

The  total  load  on  the  girder  is  then 


Fio.  2&3. 


Fio.  254. 


Then 


and  the  maxnnum  B.M.  at  10  ft.  from  a  support 

-iiooooxio-'^;^.^ 

-962500  ft.4b8. 
5.  Moments  of  ForceB  with  Respect  to  a  Given  Point  Q. — First, 
consider  a  single  force  P\. 

Describe  the  force  and  funicular 
polygons,  i.e.,  the  line  SiSt  and  the 
lines  AB,  BC. 

Through  the  point  Q  draw  a  line 
parallel  to  SiSa,   cutting  the  lines 
AB  and  CB  produced  in  i  and  y. 
Drop  the  perpendiculMS  BM  and 
ON  upon  yx  and  SiS»  produced. 

xy     SiSt     Pi 
BM'  ON  'ON 
and  Pj-BM'xy-ON. 

But  BM  ia  equal  to  the  length  of  the  perpendicular  from  Q  to 
the  line  of  action  of  Pi,  and  the  product  xyON  is,  therefore,  equal 
to  the  moment  of  Pi  with  respect  to  Q.  Hence,  if  a  scale  is  so  chosen 
that  OA''- unity,  this  moment  becomes  equal  to  xy;  i.e.,  it  is  the 
intercept  cut  off  by  the  two  sides  of  the 
funicular  polygon  on  a  line  dravm 
through  the  given  point  parallel  to  the 
given  force. 

Next,  let  there  be  two  forces. 
Pi,  Pa. 

Describe  the  force  and  funicular 
polygons  8-^iSt  and  ABCD. 

Let  the  first  and  last  sides  (AB 
and  DO  be  produced  to  meet  in  G, 
and  let  a  line   through  the  given 


Fio.  2S6. 


point  Q  pu^el  to  the  line  S^^  intersect  these  lines  in  x  and  y. 
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Draw  GM  perpendicular  to  xy  aod  ON  perpendicuhu-  to  i 
Then 


x^     jSa^o    resultant  of  Pi  and  P2 
GM°  0N~  ON 


and  hence  (the  resultant  of  Pi  and  P^  xGM-xy-ON. 

But  OM  is  equal  to  the  length  of  the  perpendicular  from  Q  upon 
the  resultant  of  Pi  and  Pg,  which  is  parallel  to  S^t  and  must 
necessarily  pass  through  G.  Hence,  if  a  scale  is  bo  choeen  that 
O.V- unity,  xy  is  equal  to  the  moment  of  the  forces  with  respect 
to  Q;  i.e.,  it  is  the  intercept  att  off  by  the  first  and  last  sides  of  the 
funicular  polygon  on  a  line  drawn  through  the  given  point  parcdld 
to  the  resiiitoTif  force. 

A  third  force  Pa  may  be  compounded  with  Pi  and  P2,  and  the 
proof  may  be  extended  to  three,  four,  or  any  number  of  forces. 

The  result  is  precisely  the  same  if  the  forces  are  parallel. 

The  force  polygon  of  the  n  parallel  forces  Pi,  Pa, .  .  .  P„  becomes 
the  atrught  line  SeSiS2 . .  .Sn.    Let  the  first  and  last  sides  of  the 


funicular  polj^i^  meet  in  G.  Drop  the  perpendiculars  GM,  ON 
upon  xy  and  S^Sn,  xy  as  before,  being  the  intercept  cut  otf  on  a 
line  through  the  given  point  Q  parallel  to  SeSn.    Then 

xyON-GM-SeSn.    Hence,  etc. 

Thus  the  moment  of  any  number  ^of  forces  in  one  and  the  same 
jiane  with  respect  to  a  given  point  may  be  represented  by  the  intercept 
cut  off  by  the  first  and  last  sides  of  the  funicular  polygon  on  a  line 
drawn  through  the  given  point  parallel  to  the  resistant  of  the  given 
forces. 
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6.  Bending  Moments.  Stationary  Loads.  —  Let  a  horizontal 
beam  AB  supported  at  A  and  B  carry  a  number  of  weights  Pi, 
Pb,  Pa, ...  at  the  points  A^i,  JVa,  N3, . . . 


The  foree  polygon  is  a  vertical  line  1234  . . .  n,  where  12"Pi, 
23-P!,  etc. 

Take  any  pole  0  and  describe  the  funicular  polygon  AiAgAt . . . 

Let  the  first  and  last  sides  of  this  polygon  be  produced  to  meet 
in  G  and  to  cut  the  verticals  through  A  and  B  in  the  points  C  and  D. 

Join  CD. 

Let  the  vertical  through  G  cut  AB  m  L  and  CD  tn  K;  LG  ia 
the  line  of  action  of  the  resultant. 

Draw  OH  parallel  to  CD. 

From  the  similar  triangles  OIH  and  GCK, 

Iff    GK 
OH'CK- 

From  the  sunilar  triangles  Oni/  and  GDi^, 


OH' 


OK 
DK 


Iff 


Therefore 
fii,  i£i  being  the  reactions  at  A  and  ff  respectively. 
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But  lH+nH-ln-Pi+P2+  ...  -Ri+fla- 

Hence  IH-Ri    and    nH-R,. 

Thus  the  line  drawn  through  the  pole  parallel  to  the  closing  line  CD 
rftrides  the  line  of  loads  into  two  segments,  of  which  the  one  is  equal 
io  the  reaction  ai  A  and  the  otherM  OuU  at  B. 

Let  it  now  be  required  to  find  the  bending  moment  at  any  point 
M  of  the  beam,  i.e.,  the  momeat  of  all  the  forces  on  one  side  of  M 
with  respect  to  M. 

In  the  figure  these  forces  are  Bi,  P\,  P^,  Pz,  P*,  Pbi  and  the 
corresponding  force  polygon  is  K123456.  The  first  and  last  sides 
of  the  funicular  polygon  of  the  forces  are  CD  parallel  to  Off, 
and  A^Q  parallel  to  06.  If  the  vertical  through  M  meet  these 
ffldes  in  x  and  y,  then,  aa  shown  in  Art.  5,  the  moment  of  the  forces 
Bi,  Pi,  Pz,  Pa,  Pi,  Pn  with  respect  to  M,  i.e.,  the  bending  moment 
at  M,  '=ON-xy,  ON  being  the  perpendicular  from  0  upon  Iff  pro- 
duced. 

Hence,  if  a  scale  is  chosen  so  that  the  polar  distance  ON  is  unity, 
the  bending  moment  at  any  point  of  the  beam  is  the  intercept  on  the 
vertical  through  that  point  cut  off  by  the  closing  line  CD  and  the  oppo- 
eile  bounding  line  of  the  funicular  polygon. 

•J.  Moving  I-oads. — Beams  are  often  subjected  to  the  action  of 
moving  loads,  as,  e.g.,  in  the  case  of  the  main  girders  of  a  railway 
bridge,  and  it  becomes  a  matter  of  importance  to  determine  the 
bending  momenta  for  diGFerent  positions  of  the  loads.  It  may  be 
assumed  that  the  loads  are  concentrated  on  wheels  ii4uch  travel 
across  the  bridge  at  invariable  distances  apart. 

At  any  given  moment,  let  the  figure  represent  a  beam  11  under 
tbe  loads  Pi,  Pa,  P3 .  . .  Describe  the  corresponding  funicular 
polygon  CC'C"  . . .  D,  the  clorang  line  being  CD. 

Let  the  loads  now  travel  from  right  to  left.  The  result  will  bo 
[secisely  the  same  if  the  loads  remiun  stationary  and  if  the  sup- 
ports 11  are  made  to  travel  from  left  to  right. 

Thus,  if  the  loads  successively  move  through  the  distances  12, 
23,  34, ...  to  tbe  left,  the  result  will  be  the  same  if  the  loads  are 
kept  stationary  and  if  the  support6  are  successively  moved  to  the 
right  into  the  positions  22,  33,  44, . . .    Tbe  new  fumcidar  poly- 
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goas  are  evidently  C'C"  ...ly,  C'C"  ...I/',  C'"C"" . . .  D"', ..., 
the  new  closing  lines  being  C'ly,  C"D",  C'"!/", . . . 

The  bending  moment  at  any  point  M  is  measured  by  xy  for  the 
first  distribution,  i^y'  for  the  second,  x"y"  for  the  third,  etc.,  the 


Fia.  261. 

position  of  M  for  the  successive  distributions  being  defined  by 
MM' -12,  M'M"~2S,  M"M"'-5i,  . .  . 

Similarly,  if  the  loads  move  from  left  to  right,  the  result  will  be 
the  same  if  the  loads  are  kept  stationary  and  if  the  supports  are 
made  to  move  from  right  to  left. 

It  is  evident  that  the  envelope  for  the  closing  line  CD  for  all 
distributions  of  the  loads  is  a  certain  ciu*ve,  called  the  envelope  of 
moments.  The  intercept  on  the  vertical  through  any  point  of  the 
beam  cut  off  by  this  curve  and  the  opposite  boundary  of  the  funicu- 
lar polygon  is  the  greatest  posi^ble  bending  moment  at  that  point 
to  which  the  girder  can  be  subjected. 

Ex.  4.  Loads  of  12  and 
9  tons  are  conceniraUd 
upon  a  horizontal  beam  of 
12  ft.  span  ai  dUUmei*  of 
3  and  9  /(,  from  the  right- 
hand  support.  Find  (a) 
the  B.M.  at  the  middle 
point  of  the  beam,  and  alto 
(6)  th4  maximum  B.M. 
produced  at  the  tame  point 


Fw.  262o. 
when  the  loads  travel  oi 


Fro.  262b. 
r  Ike  beam  at  the  fixed  distances  of  6  ft.  apart. 
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Scafea  for  lengths,  i  in.- 1  ft.;  for  forces,  A  in. -1  ton. 
T&ke  polar  distance  -  f  in-  — 10  tons. 
Casta.  BJa.-35XtO-3.15xlOtonB-31iton-ft. 
Cateb.  B.M.-i'y'Xl0-3.6xl0tonB-36ton-ft. 

8.  Analytical   Method   of  Detwtnining  the  H'ffTi"'V"i  Shear  and 
Bending  Koment  at  my  Pohit  of  an  ArlHtrarily  Loaded  Girder  AB. — 

At  any  given  moment  let  the  load  consist  of  a  numbra  of  wet^ts 


90  nan  nntp 


Pig.  263. 

Ui,  i£a, .  . .  u)„,  concentrated  at  points  distant  ai,  oj, . .  .  o^,  respec- 
tively, from  B. 

The  corresponding  reaction  Ri  at  A  is  given  by 

Bii-«iiai+waaa+  . . .  +«>„o„, 

I  being  the  length  of  the  girder. 

Let  Wn''V)i+W2+  . . .  +Wn,  the  sum  of  the  n  weights; 

Let  Wr  —  Wi  +t03+  .  . .  +WV,  the  sum  of  the  first  r  weights, 

Xhe  shear  at  a  point  P  between  the  rth  and  the  (r+l)th  weights  is 

Si-Bl— Wi— W2—  •  .  .  Wr  —  Rl~Wr. 

Let  all  the  weights  now  move  towards  A  through  a  distance  x, 
and  let  p  of  the  weights  move  off  the  girder,  q  of  the  weights  be 
transferred  from  one  side  of  P  to  the  other,  and  s  new  weights, 
vb.,  Wb+i,  Wn+2,  ■  ■  ■  «„+«,  advance  upon  the  girder,  their  distances 
from  B  being  a„+i,  On+a,  ■  ■  ■  o«+<,  respectively; 

Let  L~Wi+W2+  .  .  .  +v>p,  the  total  weight  leaving  the  girder; 

Let  r  =  u'r+i+^.i+2+  ■■■  +"'r+fli  the  total  weight  transferred 
from  one  side  of  P  to  the  other; 

Let /y-U'iOi+«i2as+  . . .  +Wfaj,; 

"Let E^-Wr^.l(h+l+Wr+2aT+2+  . ..  +u'p+^+,; 

Let  iU-to„+ia„+i+w„+ao„+8+  .  .  .  +u'„+,a„+,. 

Thus  Rp,  Rg,  R,  are  the  reactions  at  A  due  respectively  to  the 
weight  which  leaves  the  girder,  the  weight  ^ich  is  trimsferred, 
and  the  new  weight  which  advances  upon  the  girder. 
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The  reaction  R2  at  A  with  the  new  distribution  of  the  loads  is 
given  by 

fi2i-«'p+i(ap+i+a;)+«>p+2(aj,+2+a:)+  ...  +u'r(o  +x) 
+'Wr+\{ar+i+x)+  .  . .  +w„(fln+a^)+«'»+ia,+i+  . .  . 
+«'„+^,+,  -  Ril-Rj^+xiWn  -  L)  +  R,l, 

and  hence 

(Ri-Rj)l~iR,-Rp)l+x(Wn~L). 
Also,  the  corresponding  shear  at  i*  is 

82-  R2-  {y^p+\  +  V>p+S+  •  ■  ■   +«V  +  U'r  +  I+   ■  .'.    +«'r+^,) 

~R2-iW,-L  +  T). 

Hence  the  shear  at  P  with  the  first  distribution  of  weights  is 
greater  or  less  than  the  shear  at  the  same  point  with  the  second 
distribution  according  as 

Si  ^  S2, 

or  Ri~Wr%R2~W^+L-T, 

or  T-L^Rs-Ri, 

or  T-L%R.-Rp+jiWn-L).    :    .    ;    .     (A) 

When  no  weights  leave  or  advance  upon  the  prder,  R„  Rj,,  and  L 
are  Beverly  nil,  and  hence 

8^%S2, 

T>W„ 

according  as  ~<~i~' 

i.e.,  according  as  the  weight  transferred  divided  by  the  distance  through 
which  it  is  transferred  is  greater  or  less  than  the  total  weight  on  the  girder 
divided  by  the  span. 

Again,  let  z  be  the  distance  of  P  from  B,  and  let 

R^-Wiai+w-fi2+  •  ■ .  +w,ar. 
The  bending  moment  at  P  with  the  first  distribution  of  weights  is 
Mi-Ri(l~z)--wi(ai-z)-W2ia2-z)-  ...  -w,(ar-z) 
^Riil-z)-R^+zWr. 
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The  hending  moment  at  the  same  point  with  the  second  distri- 
bution is 

Ma-Ri(ji-z)-Wp+i{aj,+i  +  x~s)-Wp^.a(ap+3+x-z)-  . . . 
-tOriOr+x-z)-  ...  -w,+,(a,+,+a;-z) 
~R3il-z)-{m-Rpl+R^'ix-2)(Wr~L  +  T). 

Hence  the  bending  moment  at  P  with  the  first  distribution  of    . 
weights  is  greater  or  less  than  the  bending  moment  at  the  same 
point  with  the  second  distribution  according  as 

or 

Riil-2)-RA+zWr^Rsil-z)-iRr-Iij,+R^l-{x~z)(W^-L+'r), 
or  zWr-(Rp-R^)l  +  ix-z){Wr-L  +  T)  >  (Ri-RiXl-z) 

or 

z{L-T-hR,~RT)+KR,-R,)+xiWr-L+T)  %j(l-z)(Wn-L).  (B.) 

Note. — If  no  weights  leave  or  advuice  upon  the  girder  Rt,  Rp, 
and  L  are  severally  nil,  and 

according  as 

-2T+m,+x{W,  +  T)>^j{l-z)W^ 

If  aJso  the  point  P  coincide  with  the  rth  weight,  and  the  dis- 
tance of  transfer,  xi-Or-Or+i,  then 

Bjf— w,+io,+i,     r-«j,+i,    and    2-0^. 

Hence  Af  1  <  M2,  according  as 

i-e.,  according  as  &te  sum  of  the  first  r  weights  divided  by  the  lengUi 
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of  the  correspondiTig  segment  is  greater  or  less  than  the  total  toeigkt 
upon  the  girder  dvoided  by  the  span. 

If  the  weights  are  concentrated  at  the  panel-poiats  of  a  truss, 
the  last  relation  may  be  expressed  in  the  form 

first  (r)  weights  •>  total  weight 

r  panels        "^  total  number  of  panels' 

p.  Graphical  Detenninatioa  of  the  Haximum  BJH.  at  any  Point 
of  an  Arbitrarily  Loaded  Girder  AB. — ^When  all  the  weights  remain 
on  the  girder  the  last  result  in  the  preceding  article  indicates  a 
simple  graphical  method  for  the  determination  of  the  max.  B.M.  at 
any  point. 

Erect  a  vertical  line  AC  at  one  of  the  supports  A,  and  scale  off 


Fio.  264. 

lengths  All,  hh,  ■  •  ■  'r-i^r,  •  ■  • ,  In-iC  to  represent  the  several 
weights  tOi,  ws,  . . . ,  Wr,  . . .  w„,  taken  in  order. 

Join  BC,  and  from  any  point  D  between  l,  and  1,-1  drawn  DO 
parallel  to  CB  intersecting  AB  in  0. 

The  B.M.  at  0  is  a  max.  when  the  weight  w,  is  concentrated  at 
that  point. 

If  the  line  parallel  to  CB  passes  through  the  division  point 
between  two  adjacent  load  lengths  the  B.M.  at  the  point  of  intersec- 
tion with  AB  will  be  a  max.  when  either  of  the  two  loads  represented 
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by  the  adjacent  load  lengths  is  coDcectrated  at  this  point.  For  exam- 
ple, the  B.M.  at  Oi  is  a  max.  when  either  w,- 1  or  ui,  is  concentrated 
at  Oi,  while  the  B.M.  at  O3  is  a  max.  when  either  Wr  or  Wf.,.!  is  con- 
centrated at  O2.  . 

Again,  the  S.F.  between  the  rth  and  r  +  lth  loads-^i  — W„  and 
this  is  zero  if  the  B.M.  is  a  maximum. 

Therefore  fti  -  Wr. 

Let  y  be  the  distance  of  the  C.  of  G.  of  the  n  weights  from  B. 

Then  W^y-Ril-Wrl. 


Therefore 


y     Wr^     Al^    A02^     l-a. 


I     iy„     AC       AB         I 

and  y-l—Or. 

Hence  the  rth  load  and  the  C.  of  G.  of  all  the  loads  are  equally  distant 
from  the  ends  (or  the  centre)  of  the  span. 

Ex.  5.  A  series  0/  loads  of  3000,  23,600,  20,100,  21,700,  22,900,  18,550, 
18,000,  18,000,  and  18,000  tbt.  trdvd,  in  order,  over  a  truss  of  240  /(.  span  and 
ten  pands. 

Let  Ap,pt ...  it  be  the  truss,  pi,  pi,  pi , . . .  being  the  panel-points.  I«t 
the  loads  travel  from  B  towards  A,  and  compare  the  shear  in  the  panel  pipi 
when  the  wei^t  of  3000  Ibe.  baa  reached  p,  with  the  shear  in  the  same  panel 
when  the  weightA  have  advanced  another  24  ft. 

«,-^Xl8550-18551be.,   Bp~0,    |-^; 

IF. -91300  lbs.,     r-0,     r-30001b«. 
Hence  Si^Sj,  according  as  (Ke  A) 

3000-0^1855  +  ^(91300-0)  ^10985; 

and,  therefore,  Si  <St. 

Let  the  weights  again  advaooe  24  ft. 

5,-^Xl8000-1800lbe.,    flp-0,    ^-.^;  ' 

IT. -109300  lbs.,     L-O,     7-23600  lbs 
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Hence  S\  ^  St,  accordiag  as  (see  A,  Art.  8 ) 

23600-0^1800-0+^(109300-0),    or    23600^12730, 
And  therefore  S,>St. 

Hence  the  shear  in  the  panel  pj>,  a  a  m*Trimttm  when  the  weight  of  3000 
lbs.  is  at  Pi. 

Again,  let  the  3000  Ibe.  be  at  pi,  and  compare  the  bending  moment  at  p, 
with  the  bending  moment  at  the  same  point  when  the  weights  have  advanced 
first  24  ft.  and  then  48  ft.  towards  A. 

Firtt.'i-12Q  ft.,  L-0,  7-22900  lbs.,  ftJ-18000X24,  B,-0,  Rgl~ 
22900X96,  x-24  ft.,  ff",-68400  lbs.,  Tr,-145850  lbs. 

Hence  Afj  <  Afi,  according  as  (see  B,  Art.  8  ) 

120(0-22900  +  1800-0) +22900X96-18000X24 

-^  24 
+24(68400-0+22900)  >  ^(240-120)(145860-0), 

or  1425600  <  1750200, 

and  therefore  M,  ^  Mt. 

Second.  *-120    ft.,    L-3000    lbs.,    r-18550,    R,-0,    fi|J-3000X216, 
ii9/-18550x96,  a:-24  ft.,  R'r-91300  lbs.,  ff. -163850 lbs. 
Hence  Mi  <;  Mt,  according  aa  (see  B) 

120  (3000-18550+0-3000-^) +240^18550>^-o) 

+24(91300-3000  +  18550)  ^  ^{240-120)(I63850-3000), 

or  2155200  <  1930200, 

and  therefore  Mi>Mu 

Hence  the  bending  moment  at  p,  is  a  maximum  when  the  weight  of  3000 
lbs.  is  at  Pi,  i.e.,  when  all  the  panel-points  are  loaded. 

Ex.  6.  Three  equal  leheeU,  each  loaded  with  one  ion,  roll  at  the  same  con- 
atant  rate  over  a  girder  AB  of  12  /(.  span.  The  1st  and  2d  wAeeia  ore  4  /(.  and 
Ihe  2d  and  3d  loheeh  2  ft.  apart.  Draw  the  maximum  S.F.  (Fig.  265)  and  B.M. 
{Fig.  266)  diagrams. 

Let  the  wheels  roll  from  4  to  B; 

Let  So,  Sb,  St  be  the  S.F.  behind  the  iBt,  2d,  and  3d  wheels,  respectively; 

Let  3fa,  Mb,  Mt  be  the  B.M.  at  the  1st,  2d,  and  3d  wheels; 

Let  R  be  the  reaction  at  A. 
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For  the  1st  v/ud: 

Let  X  be  its  distance  from  A. 

Fromx— 1' toz— 4'tbe  1st  wheel  only  is  oq  the  ^rder. 


Fig.  265. 
Id  this  case  ab  is  the  S.F.  diagram  from  j1  to  4. 


Also, 


M.-Rx~x 


12' 


a  parabola  with  its  vertex  at  D,  &  horizontally  and  3  ft.-tons  vertically 
from  A. 

TbeB.H.  is    0    when    x—Q    and  is    |  ft.-tons    when    x  —  i'. 

AC  ia  the  corresponding  B.M.  diagram. 

From  X— 4'  to  x—&  the  1st  and  2d  wheels  are  on  the  ^der.     Then 


12- 


16-1    7__x_ 
12     *3     6' 


which  is    }    when    x-4'    and  is    }    when    x  — 
In  this  case  be  is  the  S.F.  diagram  from  4  to  6. 


H^-Rx-lxi-'-x- 
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a  p&rftbola  with  iia  vertex  &t  F,  T  horizontally  and  H  ft.-toDB  verUcally 
from  A. 

The  B.M.  is    {    when    z-4'    and  ia    4    when    x-V. 

CE  is  the  corresponding  B.H.  diagram. 


Fia.  266. 
Fromz-6'toz-8' the  three  wheels  are  on  the  girder.    TbeQ 
„     12-ai,  16-x  ,  18-3:    2Z _x 


12 


12 


12 


6      4 


.ffi-2-^-f 


11 


ivhich  ia    J    when    i— 6'    and  ia     —J     when    z  — IS*. 
In  this  caae  cd  is  the  S.F.  diagram  from  6  to  12. 


Also, 


.W,-ft:c-lX4-lX6- 


-10, 


a  parabola  with  its  vertex  at  T,  7f'  horizontally  and  4i(  ft.-tona  vertically 

TheB.M.  is    4    when    x-Q'    and  is    0    when    ar-12'. 

TheB.M.  is    4}    when   z-S'. 

EOHB  is  the  correaponding  B.M.  diagram. 

For  the  2d  wheel: 

Let  X  be  now  the  distance  of  this  wheel  from  A. 

IVom  X— 0  to  z-2'  the  first  two  wheels  only  are  on  the  girder.     Then 


R- 


\2-x^ 


—X     5     X 
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i^cfais    {    iriien    x— 0    sndu    f    vhen    x—2f. 
In  this  caw  the  8.F.  diagnun  is  a'V  from  AU}2. 


Also,  Jtf.-B,-^- 


6' 


a  parabola  with  its  vertex  at  L,  6'  horizontally  and  4i  ft.-tons  vsrtacally 
from  A. 

TheB.M.is    0    when    i-O    and  is    f    lAen    a;-?. 

AJt  is  the  corresponding  B.M,  diagram, 

iVom  X— 2'  to  x-8'  the  three  wheels  are  on  the  girder.    Then 


n 


U-x  ,  \2-x  ,  8-a:    17    a; 


12  12         12       6     4 

and  »-ft-l-^-|, 

vtiich  is     }    when    x— 2'    sad  is     —4    when    x-8'. 
In  thia  case  the  S.F.  diagram  is  Vtf  from  2  to  8. 

Also,  Mm-Rx-\.2-^x-~--2, 

a  parabola  with  its  vertex  at  Q,  S}*  horisontally  and  6^  ft.-tons  vertically 
from  A. 

TheB.M.is  |  when  when   z-2',    is  V    z-S',  and  is    V   when  x—V. 

KNQG  is  the  corresponding  B.M.  diagram. 

Eiom  z-8'  to  X-I2'  the  2d  and  3d  wheeb  only  are  on  the  girder.    Then 

_    12 -»    14 -X    13_x 
"    12  12     "6     6 


which  is     —i     when    x-8'     and  is     — j     when     x-l^. 
In  this  case  the  S.F.  diagram  is  </d'  from  8'  to  13'. 

Also, 

a  parabola  with  its  vertex  at  S)'  horisontally  and  5^1  ft.-tons  vertically 
from^. 

The  B.M.  is  V  when  x-Sf,  is  0  when  x-12',  and  is  3   when  x-KK. 
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OSB  is  the  correBponding  BJIf .  diagram. 

For  the  3d  wheel: 

Let  X  be  now  the  distance  of  the  3d  wheel  from  A. 

EVomz-Oto  X— 6  the  three  wheels  are  OD  the  gilder. 

_     12-ar     10 -x    6-1    7     * 
"■    12    "^    12    "^  12  "3     4 


iriiichia    i    when    x—Q    «id  is    t    when     *— V. 
In  this  case  a"t/'  is  the  S.F.  diagram'from  ^  to  6. 

Also,  •  AI,~Rx-^x-^, 

a,  parabola  with  it«  vertex  at  0,  If'  borizDntally  and  6%  ft.-tona  vertically 
from  A. 

Hie  B.U.  is  0  when    x—0,   is  5  when    x—Q',    and  is   V  when   i— 4'. 

^A''  is  the  correeponding  B.M.  diagram. 

E^tHax-6'tox-lO'the  2d  and  3d  wheels  only  are  oa  the  girder.    Then 


R   i2-».io-;   U_£ 

"    12  12    "  fi     6 


which  is    j    when    x-6'    and  is    ^    when    i-lO'. 
In  this  caee  the  S.F.  diagram  ia  b"c"  from  6'  to  Iff. 

Also,  M.-Rx-^jx-^. 

a  parabola  with  ita  vertex  at  P,  5|'  horiEontally  and  5^  ft.-tong  vertically 
fromjl. 

TbeBJI.  is    5    when    x-Q'   and  is    |    when    x-10'. 

PR  is  the  corresponding  B.M.  diagram. 

IWn  x-KK  to  x-12'  the  3d  wheel  only  ia  on  the  girder.    Thon 


and  &-«-!—, 

which  is    i    when    x-lV    and  is    0    when    x-l2^. 
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In  this  case  c"&  is  the  8.F.  diagrani  from  10  to  12, 

Also,  Mm-R.~x-^, 

n  parabola  with  is  vertex  at  D,  6'  horizontally  and  3  ft.-tone  TerticaUy  from  A, 
TheB.M.  ia    t    when    x-lV    and  ia    0    when    x-12'. 
DRB  ia  the  oorreaponding  B.M.  diagram. 
The  mitximiim  fiJl.  diagram  ia  therefore  made  up  of  the  parabolic  arcs 


Fio.  268. 


Fio.  267. 

AN,  NQO,  OHB,  and  the  absolute  maxunum  B.H.  ia  6,^  ft.-tons  at  SJ  ft. 
from  A. 

The  B.M.  may  also  be  obtiuned  in  the  manner  explained  in  Art.  7.    Take 
as  the  scale  for  lengths  /f  in.  - 1  ft.,  and  as  the  scale 
for  forces  A  in.  —  1  ton.     Also  take  the  polar  distance 
-Hin.-3  tons. 

Draw  the  fumcular  polygon  when  the  wheels  are 
concentrated  at  4,  6,  and  10.  Move  the  supports  right 
and  left,  1  ft.  at  a  time,  closing  the  funicular  polygon  ~^ 
after  each  operation.  The  "envelope  of  momenta,"  Pig. 
267,  is  thus  obtained  and  the  maximum  B.M.  at  any  ~ 
point  ia  the  intercept  on  the  vertical  through  that 
point  cut  off  by  this  envelope  and  the  opposite  boundary  of  the  funicular 
polygon.  This  intercept  can  be  easily  scaled  and  the  B.M.  in  foot-tons  is 
itxthe  intercept  in  feet. 

10.  Snged  Girders, — Any  point  of  a  girder  at  which  the  B.M.  is 
nU  is  called  a  point  of  contrary  flexiere,  and  on  passing  such  a  point 
the  B.M.  neceaarily  changes  sign.  A  hinge  (or  pin)  may  therefore 
be  introduced  at  this  point  and,  if  it  is  strong  enough  to  bear  the 
shear,  the  equilibrimn  of  the  girder  is  not  affected.  Consider  a  hori- 
lontal  girder  resting  upon  four  supports  &tA,B,  C,  and  D  and  hinged 
at  the  points  E  and  F  in  the  side  spans. 

Let  AE~a,  EB=b,  BC  =  c,  CF~e,  DF~d; 
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Let  Wi,  W2,  Wa,  Wt,  Wb  be  the  loada  upon  AE,  EB,  BC,  DF, 
FC,  respectively,  and  let  xi,  xa,  la,  xt,  x^  be  the  Beveral  distances  of 
the  corresponding  centres  of  gravity  from  the  points  E,  B,  C,  F,  C. 


Since  the  B.M.  ia  nU  at  A  and  E  uid  also  at  D  and  F,  the  two 
portions  AE  and  DF  are  in  precisely  the  same  condition  as  two 
independent  girders  carrying  the  same  loads  and  resting  upon  sup- 
ports  at  the  ends. 

The  portion  EF  may  also  be  treated  as  an  independent  girder 
supported  at  B  and  C  and  carrying  in  addition  to  the  weights  Wa, 


and 


eight  Tt/i-^) 


at  the  cantilever  end  E 


these  two  weights  being  equal  to  the  reactions  at  E  and  F  respectively 
on  the  assumption  that  AE  and  DF  are  independent  girders. 

Let  Bi,  R2,  Ra,  R*  be  the  reactions  at  A,  B,  C,  D,  respectively. 


Then 
and 


Ria-WiXi 
Rid-Wiitt. 


Ri  and  R*  are  therefore  always  positive  and  there  is  no  tendency  on 
the  part  of  the  girder  to  rise  from  off  the  supports  at  A  and  D,  and 
consequently  no  anchorage  is  needed  at  these  points. 
Take  moments  about  C  and  B.    Then 

-{Wi~RiXb+c)~W2{xa+c)+R2C-W3Xa  +  WiCs  +  {Wt-R;ie-0 
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+  »r5(xe+c)  +  (ir4-ie4)(c+e) -0, 

two  equations  giviug  Rt  and  Si,  Bmce  R\  and  A«  have  been  already 
determined. 

The  -pier  momenta  P\  at  B  and  Fa  at  C  we 

Pi~  -(Wi-Ri)b-W^a-  -Wi-{a-xi) -Wafca 


and 


P2-  ~(Wt~R;)e-W^i'  -Wt^id-x^-WiPts, 


their  valties  depending  solely  upon  Ike  loads  on  the  spans  amiaining 
Oie  hinges. 

The  bending  moment  at  any  point  in  BC  distant  x  from  B 

-R^-iWi-Ri){b+x)-W2ix»+x)-M 
-Pi+xiRi+R2~Wi-W»)-M, 

M  being  the  bending  moment  due  to  the  load  upon  the  length  z. 

The  sheaiing-force  and  bending-moment  diagrams  for  the  whole 
girder  can  now  be  easily  drawn. 

For  any  given  toads  upon  the  side  spans,  let  AEH  and  DFL  be 
the  bending-moment  curves  for  the  portions  AB,  CD;  BH  and  CL 
representing  the  pier  moments  at  B  and  C  respectively.  The  bend- 
ing moments  for  the  least  and  greatest  loads  upon  BC  will  be  repre- 
sented by  two  curves,  HKL,  HK'L,  and  the  distances  TT,  VV, 
through  which  the  points  of  contrary  flexure  must  move,  indicate 
those  portions  of  the  girder  which  are  to  be  designed  to  resist 
bending  actions  of  opposite  signs. 

Agiun,  let  the  two  hinges  be  in  the  intermediate  span. 

Let  AB-a,  BE^b,  EF^c,  FC~e,  CD-d; 

Let  Wi,  W2,  W3,  Wi,  Wb  be  the  loads  upon  AB,  BE,  EF,  CD, 
CF,  respectively,  and  let  xi,  x^,  X3,  i*,  ig  be  the  several  distances 
of  the  corresponding  centres  of  gravity  from  the  pointa  B,  B,  F,  C,  C. 

EF  evidently  may  be  treated  as  an  independent  ^rder  supported 
at  the  two  ends  and  carrying  a  load  If  3. 

AE  and  DF  may  be  treated  as  independent  girders  carrying 
the  loads  Wi,  W2  and  Wt,  Wj,  respectively,  and   also  loaded  at 
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the  cantilever  ends  E  and  F  irith  weights  equal  to  the  reactions 


at  E  and  F  due  to  the  load  Wt  upon  ^der  EF,  which  is 
to  be  independent.    Thus 


theloadatE-TTs-; 

"      "    "  F.lFa(l-f). 


The  pier  moments  Pi  at  B  and  P2  at  C  are 


Pi-WiZi  +  WsXr- 


and 


Pa-TTsiB  +  TTi 


(-?>- 


their  valws  depending  soUly  upon  the  loads  on  the  span  coniaining 
the  hinges. 

Let  R\,  R2,  R3,  Ra  be  the  reactions  at  A,  B,  C,  D,  respectively, 
and  talce  momenta  about  the  points  B,  A,  D,  C.    Then 

Ria-W,x,  +  (w,x,+Wix,A-0-R,a-W,xi+Pi; 
-Rii  +  Wt(,a-x,)+W,(,a+Zi)  +  W,x,—  -0;   . 

Rid-W,(l-jye+d)-W,(,Xi+d)-W4(.d-xi)-0; 
-R,d-Ws(l-jje-Wii,+W^t-l>--R,li+W,x,-P,. 
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Ri  uid  Ri  are  always  positive, 

Ri'a  positive  OT  negative  according  as  WiXi^Pi,  and 

R4"  "        "  "  "  "     W^t%P2. 

Thus  there  will  be  a  downward  pressure  or  an  upward  pull  at 
each  end  according  as  the  moment  of  the  load  upon  the  adjoining 
span  is  greater  or  less  than  the  corresponding  pier  moment.  The 
ends  must  th^^ore  be  anchored  down  or  they  will  rise  off  their 
supports. 

The  shearing-force  and  bending-moment  diagrams  for  the  whole 
girder  can  now  be  easily  drawn. 

Let  HEFL  be  the  bending-moment  curve  for  any  given  load 
upon  the  span  BC,  BH  and  CL  being  the  pier  moments  at  B  and 
C  respectively. 

The  bencUng-moment  curves  for  the  least  and  greatest  loads 
on  the  side  spans  may  be  represented  by  curves  ATH,  AT'H  and 
DVL,  DV'L,  and  the  distances  TT',  VV  through  which  the  points 
of  contrary  flexure  move  indicate  those  portions  of  the  girder  which 
are  to  be  designed  to  resist  bending  actions  of  opposite  signs. 

Reverse  strains  may,  however,  be  entirely  avoided  by  making 
the  length  of  EF  sufficiently  great  as  compared  with  the  lengths 
of  the  side  spans. 

The  preceding  examplra  serve  to  illustrate  the  mechanical  prin- 
dples  governing  the  stresses  in  cantilever  bridges. 

EXAMPLES, 

t.  A.  beam  20  ft.  long  and  weighing  20  Ibfl.  per  Uneal  foot  U  placed  upon 
a  support  dividing  it  into  segments  of  16  aad  4  ft.,  and  is  kept  horizontal 
b)-  a  downward  force  P  at  the  middle  point  of  the  smaller  segment.  I^d 
the  value  of  P  and  the  reaction  at  the  support. 

Show  that  the  required  force  P  will  be  doubled  if  a  single  weight  of  150  Iba. 
u  suspended  from  the  end  of  the  longer  segment.  Draw  shearing-force  and 
bending-moment   diagrams   in  both  cases.  Jns.  1200 lbs.;   1600  lbs. 

3.  A  ntan  and  eight  boys  carry  a  stick  of  timber,  the  man  at  the  end  and 
the  eight  boys  at  a  common  point.  Find  the  position  of  this  point,  if  the  man 
is  to  carry  twice  as  much  as  each  boy, 

Ans.  Distance  between  supports  —  |  length  of  beam. 

i.  A  timber  beam  ie  supported  at  the  end  and  at  one  other  point;  the 
reaction  at  the  latter  is  double  that  at  the  end.     Find  its  position. 

Ana,  Distance  between  supports-}  length  of  beam. 
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4.  Two  beams  ABC,  BCD  ore  bolted  at  B  and  C  so  as  to  act  as  one 
beam  supported  at  A  and  D;  AB-12  ft.,  BC-i  ft.,  CD-16  ft.;  each  of 
the  bolts  will  bear  a  beading  moment  of  100  Ib.-ft..  Find  the  greatest  we^bt 
which  can  be  concentrated  on  the  portion  BC. 

Also  find  the  greatest  load  which  can  be  uniformly  distributed  from  A  to  D. 
Draw  the  corresponding  S.F.  and  B.M.  diagrams  in  each  case. 

Ana.  IV,  lbs. ;  25  lbs. 

5.  A  beam  AB  of  30*  span  rests  upon  a  support  at  A,  is  fixed  in  a  waU 
at  B,  and  is  hinged  at  a  point  C  dividing  AB  into  the  two  segments  AC  ~20' 
and  CB'Hy.  Draw  the  S.F.  and  B.M.  diagrams  (a)  for  a  uniformly  dis- 
tributed load  of  30  tons,  (6)  for  an  additional  load  of  4  tons  concentrated 
at  10*  and  at  25'  from  A. 

In  each  case  give  the  maximum  S.F.  and  maximum  B.M.  on  AC  and  on 
CB.  Ana.  (a)  10  tons,  SOft.-tons;  20  tons,  175  ft.-t«na. 

(b)     2  tons,  20  ft.-tonB;  6  tons,  40  ft.-tons. 

6.  A  horizontal  girder  of  length  21  rests  upon  supports  and  carries  N  weights, 
each  equal  to  W.  If  2a  is  the  distance  between  consecutive  weights,  place 
the  weights  so  as  to  throw  a  maximum  bending  moment  on  the  girder.  Fmd 
this  moment. 

WN 
Ana.  If  ^is  even,  maximum  B.M. --^(4I'+a'—2JVaO  when  Ist  weight 

is  l-a{N—l)  from  support. 

If  iV  is  odd,  maximum  B.M, —-—T 7-(^'  — 1)   when   1st   weight 

isi— a(^  — 1)  from  support. 

7.  Two  weights  P  and  Q  ( <  P)  are  carried  by  a  horisontal  girder  of  length  I 
resting  upon  supports  at  the  ends,  the  distance  between  the  weights  being  a 
Place  the  weights  so  as  to  throw  a  maximum  bending  moment  on  the  girder 
and  find  the  value  of  this  moment. 

Ana.  Maximum B.M.— r—: whenPis — fromaupport,  TPbeing 

4wrf  210  "^"^  " 

P+Q. 

8.  Three  loads  of  P,  Q,  and  R  tons,  spaced  6'  and  4'  apart,  are  carried 
by  a  girder  of  20'  span.  If  the  B.M.  at  the  middle  point  of  the  girder  is  the 
same  when  either  P  or  Q  is  concentrated  there,  show  that  P:Q:R.:5'3'2. 
Also  find  in  terms  of  P  the  maximum  B.M.  at  5',  10',  and  15'  from  the  end. 

Am.  5.6  P  ft.-tons;  6.2  P  ft.-tons;  4.4  P  ft.-tona. 

9.  Three  toads  of  2, 4,  and  3  tons,  spaced  4'  apart,  are  to  be  carried  by  a 
^rder  of  IS'  span.  Place  the  loads  so  as  to  throw  a  maximum  B.M.  on  the 
beam  at  4',  6',  9',  12',  and  15'  from  the  end,  and  find  the  values  of  the  several 
bending  moments. 

Ana.  I9i  ft.-tons;  26}  ft.-ton3;  30}  ft.-ton8;   25i  ft.-tons;    17J  ft.-tons. 

10.  Fig.  271  isastei^-ladderin  which^B-y,  dC-10',^£-8',  and  BC- 
6'.  A  man  weighing  160  lbs.  stands  at  a  point  3'  from  A.  Find  the  tension 
in  DE,  and  draw  S.F.  and  B.M.  diagrams  for  each  leg,  assuming  the  floor  to 
be  smooth.  Aru.  288.8  lbs. 
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II.  A  man  of  wei^t  IT  ascends  a  ladder  of  length  t  which  rests  against  a 
smooth  wait  and  the  ground  and  is  inclined  to  the  vertical 
at  aa  angle  a.  The  ladder  has  n  rounds.  Find  the  bend- 
iog  moment  at  the  rth  round  from  the  foot  when  the 
man  is  on  the  pth  round  from  the  foot.  (Neglect  weight 
ofladder.)  .        _  ,n-r  +  l    . 

Am.  "pif~TT^i  *""  "- 

11.  A  regular  prism  of  weight  W  and  length  a  is  laid 
upon  a  beam  of  length  2I(>  a).  If  the  prism  is  so  stiff  as  to 
bear  at  its  ends  only,  show  that  the  bending  action  on  the  Fio    27lT 

beam  is  lees  than  if  the  bearing  were  continuous  from  end 
to  »d  of  prUm.  ^^   ,^j   „^_^  gj^,; . ^(,-1)"; 


-?('-j). 


13.  A  railway  ^rder  50  ft.  in  the  clear  and  6  ft.  deep  carries  a  uniformly 
distributed  load  of  50  tona.  TiRd  the  maximum  shearing  stress  at  20  ft.  from 
one  end  when  a  train  weighing  I J  tons  per  lineal  foot  crosses  the  girder. 

Also  find  the  minimum  theoretic  thickness  of  the  web  at  a  support,  4  tons 
being  the  safe  shearing  inch-stress  of  the  metal.         Am.  16^  tons;  .195  in. 

14.  A  beam  is  supported  at  one  end  and  at  a  second  point  dividing  its 
length  into  segments  m  and  n.  Find  the  two  reactions.  Also  find  the  ratio 
of  m  to  n  which  will  make  the  maximum  positive  moment  equal  to  the  maxi- 
mum negative  moment.  .         w,    ,       ,,«>,,,,  ,  .     /o  , 

^  Ana.  g— (m'-B*),  2^("'+")  >  m-n::i  +V  2:1. 

15.  One  of  the  supports  of  a  horizontal  uniformly  loaded  beam  is  at  the 
end.    rind  the  position  of  the  other  support  so  that  the  straining  of  the  beam 

may  be  a  minimum.  .       t-l;  .         *  j  .^    length. 

^  Ane.  Distance  from  end  support  -  ■■  ■■■'= — . 

V2 

16.  A  steel  pUte  girder  of  80  ft.  span  carries  a  imiformly  distributed 
load  of  80  tons  and  also  loads  at  4,  6,  and  8  tons  concentrated  at  points  on 
the  gjrder  10,  40,  and  60  ft.,  respectively,  from  one  end.  Draw  the  S.F.  and 
B.M.  diagrams.  State  the  B.M.  at  each  of  the  concentrated  loads  and  find 
iht  position  and  amount  of  the  maximum  B.M. 

Am.  435;  1020;  790  ft.-tons;  at  the  centre,  1020  ft.-tona. 

17.  A  beam  of  80  ft.  Span  carries  weights  of  4,  6,  6,  6,  6,  and  5  tons  at 
points  10,  20,  30,  40,  50,  and  60  ft.,  respectively,  from  one  end.  Determine 
(he  supporting  forces  at  the  two  ends  and  draw  the  S.F.  and  B.M.  diagrams. 
Also  state  the  B.M.  at  the  centre.  Am.  18j,  Uj  tons;  430  ft.-tons. 

18.  A  beam  of  80  ft.  span  carries  a  uniformly  distributed  load  of  80  tons 
and  also  a  concentrated  load.  Find  the  amount  and  position  of  the  latter, 
Ute  supporting  forces  at  the  ends  being  55  and  45  tons.  Also  find  the  B.M. 
md  S.F.  at  the  concentrated  load  and  at  the  centre. 

Ana,  20  twia  at  20  ft.  from  support;  900  ft.-tons;  35  and  15  tons;  1000 
(t^tons;  -5  tona. 
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i«.  The  total  load  on  the  axle  of  a  truck  is  6  tons.  The  wheels  are  &  ft. 
apart  and  the  two  axle-boxea  5  ft,  apart.  Draw  the 
curve  of  ben<Ung  moment  on  the  axle  and  state  irtiat 
it  is  in  the  centre. 

ao.  In  the  truss  (Fig.  272)  the  points  of  trisectJon 
D  and    E   of  the   horizontal  member  BC  are  con- 
nected  with   the   middle  points  F  and   G  of  the 
rafters  by  the  members  DF  and  EG.    Wei^ts  of  2, 
Fio,  272.  3^  jyjj  ^  ^g^  ^^    concentrated  at  the  points  F,A, 

and  G,  respectively.    Find  the  supporting  forces  at  B  and  C  and  draw  tbe 

curves  of  S.F.  and  B.M.  for  the  member  BC.    The  span  is  60  ft.  and  the  rise 

30  ft.  A*^-  4  tons;  5  tons, 

ai.  The  post  OB,  14  ft.  in  length,  ia  pivoted  at  0  and  is  acted  upon  by  a 

horisontal  force  P  at  G,  where  AG-GO-ii-     The  member  AF  is  pivoted 

at  A  and  is  loaded  with  5  tons  at  F.    The  jointa  of 

the  membera  BC,  CD,  DE,  and  EF  lie  on  the  arc 

of  a  circle  with    its  centre  at  0,  BF  subtending 

an  an^  60°  at  0.     AF  is  connected  with  BCDEF 

by  means  of  parallel  ties  inchned  at  30°  to  the 

vertical  and  spaced  at  equal  distances  apart  along 

AF.     Determine  the  atreesea  in  these  ties  and  draw 

S.F.  and  B.M.  diagrams  for  the  post  OB  and  the 

member  AF. 


II.  A  beam  20  ft.  long  is  loaded  at  four 
points  equidistant  from  each  other  and  the  ends, 
with  equal  weights  of  3  tons.  Find  the  bending 
moment  at  each  of  these  points  and  draw  the  curve 
of  shearing  force.  " 

13.  A  uniform  beam  20^3  ft.  in  length  rests 
with  one  end  on  the  ground  and  the  other  against  a  smooth  vertical  wall; 
the  beam  is  inclined  at  60°  to  the  vertical  and  has  a  joint  in  the  middle  which 
can  bear  a  bending  moment  of  30,000  lb. -ft.  Find  the  greatest  load  which 
may  be  uniformly  distributed  over  the  beam.  Also  find  how  far  the  foot  of 
the  beam  should  be  moved  towards  the  wall  in  order  that  an  additional 
2000  lbs.  may  be  concentrated  at  the  joint. 

Draw  curves  of  shearing  force  and  bending  moment  in  each  case. 

Arts.  8000  lbs.;  distance -10 ft. 

a4.  A  girder  AB,  Rg.  274,  30  ft.  long,  carries  a  brick  wall  16  ft.  high  by  1  ft. 
thick  and  weighing  120  lbs.  per  cubic  foot.  A  doorway  8x6  ft.  wide  is  cut 
in  the  wall  with  its  centre  line  10  ft.  from  the  end  support.  Draw  S.F.  and 
B.M.  diagrams,  stating  the  scales  used. 

as.  A  girder  60  ft.  long,  Ilg.  275,  carries  a  brick  wall  1  ft.  thick  and  weigh- 
ing 120  lbs.  per  cubic  foot.  The  remaining  dimensions  of  the  wall  are  shown* 
in  the  sketch.    Draw  S.F.  and  B.M.  diagrams,  stating  the  scales  used. 
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26.  A  be&m  carries  a  load  of  2  tons  per  foot  run  over  the  central  half  of 
its  length,  and  a  load  of  I  ton  per  foot  run  over  the  remaining  portions.     It 


tuB  to  be  supported  hy  two  props  so  that  the  K'^eatest  stress  induced  in  the 
beiuD  is  the  least  possible.  Assuming  the  beam  of  uniform  section,  find  the 
papa  position  of  the  [»t>pB. 

17.  In  a  beam  ABODE  the  length  {AE)  of  24  feet  is  divided  into  four 
equal  panels  of  6  ft.  eadi  by  the  points  B,  C,  D,  Draw  the  diagram  of  moments 
for  tlu  following  conditions  of  loading,  writing  their  values  at  each  panel- 
pomt:  (i)  Beam  supported  at  A  and  8,  loaded  at  D  with  a  weight  of  10  tons; 
(it)  beam  supported  at  B  and  D,  loaded  with  10  tons  at  C,  and  with  a  weight 
oF  2  tons  at  each  end  A  and  E;  (in)  beam  encastri  from  A  to  B,  loaded  with 
a  might  of  2  tons  at  each  of  the  points  C,  D,  and  E. 

iS.  A  beam  ABCD,  28  ft.  in  length,  overhangs  its  two  supports  at  B  and  C 
by  the  lengths  AB-8  ft.  and  CD-i  ft.  The  length  of  BC  is  16  ft.  and  0 
is  it£  middle  point.  A  load  of  100  lbs.  is  suspended  from  A,  and  loads  of 
^  and  200  lbs.  are  uniformly  distributed  over  BO  and  CD  respectively. 
Find  the  position  and  amount  of  the  mn-riinimi  positive  B.M.  on  the  beam 
and  draw  the  S.F.  and  B.M.  diagrams. 

Au.  1153i  ft.-tons  at  6i  ft.  from  B. 

S.Ji".  in  ton*:  100  at  A  and  B,  +625  at  B,  -175  at  Band  C;  +200atC, 

0  at  D. 
B.M.  in!l.-lMta:  Oat  A,  -800  at  S,  +1000  at  0,  -400  at  C,  0  at  D. 

iQ.  A  girder  AD  of  18  ft.  span  is  to  carry  three  weights  of  2,  4,  and  3  tons, 
taken  in  order  and  spaced  4  ft.  apart.  The  points  B  and  C  divide  the  span 
into  the  three  segments  AS -4  ft.,BC-8  ft.,  and  CD -6  ft.  Show  that  the 
B.M.  at  any  point  in  AB,  BC,  or  CD  is  a  maximum  when  the  weight  of  2,  4, 
or  3  tons  weight,  respectively,  ia  concentrated  at  that  point.  Alao  find  the 
two  points  at  which  the  B.M,  is  a  maximum  for  two  distributions  of  the  load. 
Detennine  the  corresponding  bending  moments. 

Ant.  19}  ft.'tons  at  4  ft.  from  A;  25}  ft.-tons  at  12  ft.  from  A. 

JO.  A  uniformly  loaded  beam  rests  upon  two  supports.  Place  the  sup- 
parts  so  that  the  straining  of  the  beam  may  t 


Ar«.  Instance  of  each  support  from  centre  —111 ). 

\       v2/ 

ited  at  C  an 

lint  in  CB  dii 

ars  are  each 
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31.  Two  bats  AC,  CB  in  the  same  horisontal  line  are  jointed  at  C  and 
>upported  upon  two  props,  the  one  at  A,  the  other  at  some  point  in  CB  dis- 
tant r  from  C.    The  joint  C  will  safely  bear  n  Ib.-ft.;  the  bars  are  each  / 
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ft.  in    length   and  w  lbs.  in  weight.    Find  the  limite  wittun  whi(^  x  must 
lie. 

'33,  A  unifonn  load  PQ  moves  along  a  horiiODtal  beam  resting  upon. sup- 
ports at  its  enda  A  and  B.  Prove  that  the  bending  moment  at  a  given  point  0 
is  a  maximum  when  PQ  occupies  such  a  position  that  OP:OQ::OA:OB. 

Draw  curves  of  maximum  shearing  force  and  bending  moment  for  all 
points  of  the  beam. 

33.  A  beam  Ja  supported  at  the  ends  and  loaded  with  two  weights  mW 
and  nW  at  points  distant  a,  b,  respectively,  from  the  consecutive  supports. 

Show  that  the  bending  action  ia  greatest  at  mW  or  nW  according  as  —  ^  — . 

34.  Fmd  the  maximum  B.M.  on  a  horisontal  beam  of  length  I  supported 
at  the  two  ends  and  carrying  a  load  which  varies  in  intensity  from  w  at  one 

end  to  w+pl  at  the  other. 

Ans.  Maximum  B.M.-|-(2B-^J,  where  x(px+2w)-2R,  R  being  the 

reaction  at  the  end. 

35-  A  wheel  supporting  10  tons  rolls  over  a  beam  of  20  ft.  span.  Place 
the  wheel  in  such  a  position  aa  to  give  the  maximum  bending  moment,  and 
find  its  value.  Ana.  At  the  centre;  50ton-ft, 

36.  Two  wheels  a  ft.  apart  support,  the  one  mW  tons,  the  other  nW  tons, 
m  being  >n,  and  roll  over  a  beam  of  /  ft.  span.  Show  that  the  bending 
moment  is  an  absolute  maximum  at  the  centre  or  at  a  point  vhoBe  distance 

from  the  nearest  support  ia —  —-^ r  according  asis^  all+V — ^),and 

jS     £{m+n)  '^     \        y  tn+n/ 

find  its  value  in  each  case.     (I<2a.) 

An».  —r~  ton-ft.:  —n—W  i  i—  I-    ton-ft. 

37.  Two  equal  wheels  4  ft.  apart  and  loaded,  the  one  with  4  and  the  other 
with  6  tons,  roll  in  this  order  at  a  constant  rate  from  left  to  right  across  a 
gjrder  of  9  ft.  span.  Find  the  maximum  B.M.  at  5  ft.  and  at  8  ft.  from  the 
left  support,  and  also  find  the  position  and  amount  of  the  absolute  maximum 
B.H.    Draw  the  maximum  S.F.  and  B.M.  diagrams. 

Ans.  13^  ft.-tous,  5^  ft.-tons;  absolute  maximum  B.M.  — 14|(  ft.-tons  at 
3)  ft.  from  left  support. 

38.  Two  wheels,  each  supporting  7  tons  and  spaced  4  ft.  apart,  roll  over 
a  girder  of  7^  ft.  span.  Find  the  maximum  B.M.  at  the  centre  and  the  abso- 
lute maximum  B.M.  for  the  whole  span.  Also  show  that  there  are  two  dis- 
tributions of  the  loads  which  will  give  the  same  maximum  B.M.  at  two  pointa. 
Fmd  the  positions  of  these  points  and  the  corresponding  B.H. 

Ana.  13i  ft.-tonB;  14A  ft.-tons  at  1  ft.  from  the  centre;  13^  ft.-tons  at 
3  ins.  from  the  centre. 
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39.  Two  wheels  supporting,  the  one  11  tons,  the  other  7  tons,  and  spaced' 
6  ft.  apart,  roll  over  a  girder  of  12i  ft.  span.  Draw  the  B.M.  and  S.F.  dia- 
grams, and  find  the  abaobUe  maximum  B.M.  for  the  whole  span.  Also  show 
that  there  are  two  points  at  each  of  which  two  distributions  of  the  loads  give 
the  same  maxiiiiuin  B.M.s.     Find  these  points  and  the  corresponding  B.M.B. 

AnM.  37.2!  ft.-tons  at  U  ft.-from  the  centre,  34.32  tt.-tono  at  3  ins.  from. 
the  eentre,  and  26.66  ft.-tons  at  9.212  ft.  from  the  centre. 

40.  In  the  preceding  example  show  that  t^e  maximum  negative  shear 
iit  4,'(  ft.  from  a  support  when  the  7-ton  wheel  only  is  on  the  beam,  is  the 
fame  as  the  maximum  negative  shear  at  the  same  point  when  both  of  the 
wheeb  are  on  the  beam,  and  find  its  value.  Also  show  that  the  maximum 
ntgatine  shear  at  9f  ft.  from  a  support  is  the  same  when  only  the  11-ton  wheel 
ia  on  the  beam  as  when  the  two  wheels  are  on  the  beam,  and  find  its  value. 

-4ns.  m  tons;  ViV  tons. 

41.  Solve  Ex.  39  when  the  girder  carries  an  additional  load  of  j  ton  per 
lineal  foot. 

Arte.  49.1205  ft.-tons  at  .959  ft.  from  the  centre;  46.5075  ft.-tons  at  3  ins. 
and  34.535  ft. -tons  at  3,'j  ft.  from  the  centre. 

41.  A  rolled  joist  weighing  150  lbs.  per  lineal  foot  and  20  ft.  long  carries  a 
uniformly  distributed  load  of  6000  lbs.,  and  two  wheels  5  ft.  apart,  the  one 
bearing  5000  lbs.  and  the  other  3000  Iba.,  roll  over  the  joist.  Fmd  the  maxi- 
mum shears  at  the  supports,  at  the  centre,  and  at  5  ft.  from  each  end. 

-4ns.  10,250  lbs.;   9750  Iba.;   3250  lbs.;   6750  lbs.;  6250  lbs. 

43.  A  rolled  joist  17  ft.  long  is  supported  at  one  end  and  at  a  point  13  ft. 
■liMaot  from  that  end.  Two  wagon-wheels  5  ft.  apart  and  each  carrying  a 
load  of  1300  Iba.  pass  over  the  joist.  Find  the  maximum  positive  and  nega- 
tive momenta  due  to  these  weights,  and  also  the  corresponding  reactions. 

Ans.  Maximum  po»i<mB.M.-5512i  Ib.-ft.; 

reactions -1550  and  1050  lbs. 
Maximum  negative  B.M.  -5200  Ib.-ft.; 

reactions -1700  lbs.  and  -400  lbs. 
or  -  2900  Ibe.  and  -  300  lbs. 
The  maximum  B.M.  diagram  for  each  half  of  the  13-ft.  span  is  given  by 
3f,-100(21-2a;)i, 
I  being  measured  from  a  support. 

44.  Two  wheels  loaded,  the  one  with  6  and  the  other  with  4  tons,  and 
■paced  4  ft.  apart,  roll  from  left  to  right  across  a  girder  of  18  ft.  span.  Draw 
the  S.F.  and  B.M.  "diagrams.  Determine  Uie  position  and  amount  of  the 
absolute  maximum  B.M.,  and  also  the  maximum  B.M.  at  6  ft.  from  the  left  . 
support.  In  the  latter  case  show  that  the  maximum  B.M.  is  the  same  for 
two  diSerent  distributions  of  the  loads. 

Ana.  23,V  ft.-tons  at  9J  ft.  from  left  support;  18|  ft.-tons. 
45-  Three  wheels,  each  loaded  with  a  weight  W  and  spaced  5  ft.  apart, 
ndl  over  a  beam  of  18  ft.  span.  Place  the  wheels  in  such  a  position  as  to 
give  the  maximum  bending  moment,  and  find  its  value..  Also  place  (a)  the 
wheels  bo  that  B.H.  at  any  point  between  the  two  hindmost  wheels  may  be 
ccsstant,  and  find  its  value.    Also  (6)  determine  all  the  positions  of  the 
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-wheels  which  iriU  give  the  same  bending  moment  &t  6  and  12  ft.  from  one 
«nd,  and  find  its  value. 

Ana,  8)ir  when  middle  weight  ia  at  centre  of  beam. 
(a)  l8t  wheel  at  1  ft.  from  support;  B.H. -TfT. 
(6)  When  distance  between  end  wheel  and  support  is  ^  2  ft.  and 
5  6ft.B.M.-7Tr. 

46.  Three  wheels  loaded  with  8,  9,  and  10  tons  and  spaced  5  ft.  apart,  are 
placed  upon  a  beam  of  15  ft.  apan,  the  8-ton  wheel  being  3  ft.  from  the  left 
Abutment.  Determine  graphically  the  B.M.  at  6  ft.  from  the  left  abutment. 
Also  find  the  greatest  B.M.  at  the  same  point  when  the  weights  travel  over 
the  beam,  and  the  abtolvte  nUiximum  bending  moment  to  which  the  beam 
is  subjected. 

Ana.  47|  ton-ft.;  53t  ton-ft.;  absolute  maximum  B.M.-56Hi  ton-ft.  at 
2d  wheel  when  1st  ia  2H  ft.  from  support. 

47.  Three  loads  of  5,  3,  and  4  tons,  spaced  4  ft.  apart,  travel  in  order  over 
a  girder  of  12  ft.  span.  Draw  maximum  S.F.  and  B.M.  diagrams.  Show 
that  the  B.M.  is  an  absolute  maximum  and  equal  to  18}  ton-ft.  at  5|  ft.  frona 
one  end  when  the  5-ton  load  is  concentrated  at  that  point.  Also  show  that 
the  absolute  maximum  B.M.s  at  6  and  8  ft.  from  one  end  are  IS  and  14f  toti-ft. 
respectively,  and  that  they  are  each  produced  by  two  different  distributions 
of  the  loads. 

48.  Three  loads  of  3,  5,  and  4  tons,  spaced  4  ft.  apart,  travel  ia  order  from 
left  to  right  over  a  girder  of  12  ft.  span.  Find  the  position  and  amount  of 
the  absolute  maximum  B.M.  Also  show  that  at  4  ft.  and  at  8  ft.  from  the 
left  support  there  are  two  distributions  of  the  loads  which  will  give  the  same 
maximum  B.M.  Find  the  amounts  of  these  bending  moments  at  the  poinbi 
in  question. 

Ant.  22§  ft.-tons  at  5t  ft.  from  left  support;  18|  ft.-tons;   17^  ft.-tons. 

49.  Three  loads  of  3,  4,  and  5  tons,  spaced  4  ft.  apart,  travel  in  order  from 
left  to  right  over  a'  girder  of  12  ft.  span.  Find  the  position  and  amount  of 
the  absolute  maximum  B.M.  Show  that  4  ft.  from  the  left  support  there  are 
two  distributions  of  the  loads  for  which  the  B.M.  has  the  same  maximum  value, 
and  find  its  amount.  Also  show  that  at  some  point  between  6  ft.  and  7  ft. 
from  the  left  support  the  maximum  B.M.  is  the  same  for  two  diatributiona  of 
the  load.     Find  the  position  of  this  point  and  the  corresponding  B.M. 

An».  2H  ft.-ton8  at  5|  ft.  from  left  support;  17i  ft.:tons;  19.46  ft.-tons 
at  6.472  ft.  from  left  support. 

go.  Four  wheels,  each  carrying  5  tons,  travel  over  a  girder  of  24  ft.  clear  span 
at  equal  distances  4  ft.  apart.      Determine  graphically  the  maximum  B.M. 
at  8  ft.  from  a  support,  and  also  the  absolute  maximum  B.M.  on  the  girder. 
Ans.  -ijs  ton-ft.;  80J  ton-ft. 

51.  Four  wheels  each  loaded  with  a  weight  W  and  spaced  5  ft.  apart  roll 
over  a  beam  of  18  ft.  apan.  Place  the  wheels  in  such  a  position  as  to  give  the 
maximum  bending  moment,  and  find  its  value. 

Ans.  One  wheel  off  the  beam  and  middle  wheel  of  remaining  three  at  the 
centre;  maximum  B.M.-SiTT.  If  all  wheels  are  on  beam,  maximum  B.M, 
-8}iW. 
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51.  All  the  vheels  id  the  preceding  example  being  on  the  beam,  the  6.M. 
at  the  centre  for  a  certain  range  of  travel  iB  constant  and  equal  to  that  for  a 
particular  diatribution  of  the  wheels  when  only  three  are  on  the  beam.  Find 
the  range,  the  B.M.,  and  the  position  of  the  three  wheels. 

Ant.  While  the  end  wheel  traveb  3  ft.  from  the  support;  8W;  the  first 
wheel  5  ft.  from  the  support. 

53-  If  the  load  on  each  of  the  wheels  in  Ex.  51  is  5  tons,  and  if  the 
beam  also  carriea  a  uniformly  distributed  load  of  20  tons,  and  two  loads  of 
2  and  3  tons  concentrated  at  points  distant  5  and  9  ft.,  respectively,  front 
one  end,  find  the  maximum  shearing  force  (both  positive  and  negative)  and 
the  maximum  bending  moment  for  the  whole  span;  also  find  the  loci  for  the 
maximum  shearing  force  and  bending  moment  at  each  point. 

Ana.  Denoting  the  distance  from  support  by  x,  the  manmum  potitive 
ibearing-force  diagram  is  given  by  equations  18Si-443— 40x  from  x—0  U> 
3,-428-35Tfrom  a;-3  to  5,-392-35a: from  1-5  to  8,-352-301  from  x-S 
10  9,-298-301  fromi-9tol3, -233-25T  from  x-13  to  18;  and  the  maxi- 
mumnegatxve  shearing-force  diagram  by  equations  185i-233— 25a;  from  i-O 
to  5, -172 -30a:  from  i-5  to  9,-118-30*  tromx-9  to  10, -68-35i  from 
7=10  to  13,-68-35a:  from  a:-13  tol5, 7-40rfrom  1-15  to  IS. 

Maximum  positive  shear --*^*  tons;  maximum  negutive  shear-'^'-  tons; 
maximum  bending  moment  curve  is  pven  by  Af « -W*  —  Vi' f  rom  i-Otoz-S; 
-Wr-'I'a;  — IJi'  from  x-3  to  x-5;  Jf,-«J»a;-Vi'-15  from  i-5  to  i-8; 
}t,~x\^-{lx'  +  12  from  x-8toa:-9;  abs.  max.  B.M.-142  ton-ft. 

54.  Four  wheels  loaded  with  4,  4, 8,  and  8  tons  are  placed  upon  a  girder 
of  24  ft.  span  at  distances  of  3  in.,  6)  ft.,  8}  ft.,  and  9  ft.  from  the  left  support. 
Find  by  scale  measurement  the  bending  moment  at  the  centre  of  the  girder. 
If  the  wheels  travel  over  the  girder  at  the  given  distances  apart,  find  the 
maximum  B.M.  to  which  the  girder  is  subjected. 

Ana.  Max.  B.M.  - 122.2296  ton-ft. 

55.  Four  wheels  loaded  with  5,  2,  4,  and  3  tons  travel  in  order  from  left 
to  right  over  a  girder  of  12  ft.  span  at  distances  4,  3,  and  2  ft.  apart.  Draw 
the  max.  S.F.  and  B.M.  diagrams.  Give  the  maximum  positive  and  negative 
shearing  forces  at  0,  3,  7,  9,  and  12  ft.  from  the  left  support.  Find  the  poeitioR 
and  amount  of  the  ofw.  max.  B.M.  Show  that  there  are  two  distributions 
of  the  wheels  for  which  the  B.M.  at  5  ft.  from  the  left  support  is  a  maximum,, 
and  find  its  value;  also  show  that  there  is  a  point  between  2  and  3  ft.  and 
one  between  8  And  9  ft.  from  the  left  support,  at  which  the  maximum  B.M.  is 
the  same  for  two  distributions  of  the  wheels.  Find  the  positions  and  amounts 
of  these  maximum  bending  moments. 

Arta.  +8}  and  — 5J  tons;  +5J  and  -2{  tons;  +3,',  and  -^\  tons;  +5J 
and  -2i  tons;  +8}  and  -4j  tons;  21  ft. -tons  at  the  centre;  20i  ft.-tons;, 
14H  ft.-tons  at  2f  ft.  and  17.061  ft.-tons  at  8.292  ft.  from  the  left  support. 

56.  A  rolled  joist  weighing  450  lbs.  per  lineal  foot  and  20  ft.  long  carries 
the  four  wheels  of  a  locomotive  at  3,  8,  13,  and  18  ft.  from  one  end.  Find 
the  maximum  bending  moment  and  the  maximum  shears,  both  positive  and 
negative,  the  load  on  each  wheel  being  10,000  lbs. 

Ana.  Max.  B.M.- 123,600  lb.-ft.;  max.  shears -23,500  lbs.  and  25,500  lbs. 
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57.  Solve  the  preceding  exiunple  when  a  live  load  of  2%  tons  per  lineal 
foot  is  substituted  for  the  four  coacentrated  weights  on  the  wheels. 

Am.  Max.  B.M.  -2,202,500  ton-ft. 

58.  The  loads  on  the  wheels  of  a  locomotive  and  tender  passing  over  a- 
beam  of  60  ft.  span  are  14,180,  14,180,  21,260,  21,260,  21,260,  21,260,  16,900, 
16,900,  16,900,  16,900  lbs.,  counting  in  order  from  the  front,  the  intervals 
being  5,  5},  5,  5,  5,  8},  5,  4,  5  ft.  Place  the  wheels  in  such  a  position  as 
to  give  the  maximum  bending  moment,  and  find  its  value.  Also  find  the  maxi- 
mum bending  moments  for  spans  of  30,  20,  and  16  ft. 

Atis.  For  60  ft.  span,  max.  B.M.  is  at  5th  wheel  and -1,559,925.4  Ib.-ft. 
when  iBt  wheel  is  7.85  ft.  from  support. 
For  30  ft.  span,  max.  B.M.  at  5th  wheel  when  2d  wheel  is  .596  ft. 
from  support  and    -436,761.4  Ib.-ft. 
,,;  For  20  ft.  span,  max.  B.M.  at  centre  when  3d  wheel  is  2)  ft. 

from  support  and    -212,600  Ib.-ft.  -  max.  B.M.  at  same  point 
when  4tb  wheel  is  5  ft.  from  support. 
For  16  ft.  span,  max.  B.M.  is  at  5th  wheel  and  -132,875  Ib.-ft. 
when  4th  wheel  is  5  ft.  from  support. 

59.  If  the  60  ft.  beam  in  the  preceding  example  also  carries  a  uniformly 
distributed  load  of  60,000  lbs.,  find  the  curves  of  maximum  shearing  force 
and  bending  moment  at  each  point. 

60.  A  span  of  I  ft.  is  crossed  by  a  beam  in  two  balf-Iengths,  supported 
at  the  centre  by  a  pier  whose  width  may  be  neglected.  The  successive  weights 
on  the  wheels  of  a  locomotive  and  tender  passing  over  the  beam  are  14,000, 
22,000,  22,000,  22,000,  22,000,  14,000,  14,000,  14,000,  14,000  lbs.,  the  intervals 
being  7i,  4i,  4i,  4i,  lOi,  5,  6,  5  ft.  Place  the  wheels  in  such  a  position  as 
to  throw  the  greatest  possible  weight  upon  the  centre  pier,  and  find  the  mag- 
nitude of  this  weight  for  spans  of  (1)  50  ft.;  (2)  25  ft.;  (3)  20  ft.;    (4)  18  ft. 

Ans.  (1)  85,320  lbs.;    (2)  56,880  lbs.;    (3)  4S,400  lbs.;    (4)  44,000  lbs. 

61.  Loads  of  3],  6,  6,  6,  and  6  tons  follow  each  other  in  order  over  a  ten- 
panel  truss  at  distances  of  8,  5i,  4),  and  4^  ft.  apart.  Apply  the  results  of 
Art.  8  to  determine  the  position  of  the  loads  which  will  give  the  maximum 
diagonal  and  flange  stresses  in  the  third  and  fourth  panels. 

61.  A  truss  of  240  ft.  span  and  ten  panels  has  loads  of  12^,  10,  12,  11,  9, 
9,  9,  9,  and  9  tons  concentrated  at  the  panel-points.  Find  by  eeaie  measwe- 
ntent  the  bending  moments  at  the  four  panel-points  which  are  the  moat  heavily 
loaded,  and  determine  by  Art.  8  whether  these  are  the  greatest  bending  moments 
to  which  the  truss  is  subjected  as  the  weights  travel  over  the  truss  at  the 
panel  distances  apart.  Ans.  1146,  1992,  2598,  2916  ton-ft. 

63.  Loads  of  7i,  12,  12,  12,  12  tons  are  concentrated  upon  a  horizontal 
beam  of  25  ft.  span  at  distances  of  18,  108,  164,  216,  and  272  in.,  respectively, 
from  the  left  support.  Find  graphically  the  bending  moment  at  the  centre, 
of  the  span.  If  the  loads  travel  over  the  truss  at  the  given  distances  apart, 
find  the  maximum  B.M.  at  the  same  section.  Am.  2319  ft.-tons. 

64.  A  span  of  /  ft.  is  crossed  by  two  cantilevers  fixed  at  the  ends  and  hinged 
at    the    centre.     Draw  diagrams    of   shearing    force    and   bending    moment 
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(1)  tor  a  nn^  wei^t  IF  at  the  hinge,  (2)  for  a  uniformly  distributed  load 
of  inteneity  ui. 

Ana.  Takiog  hinge  for  origin,  the  ahearing-force  and  bending-^nomeiit 
diagrams  are  ^ven  by 

(2)  St-v>x;    M^--^. 

65.  A  beam  for  a  span  of  100  ft.  is  fixed  at  the  ends.  Hinges  are  intro* 
duced  at  points  30  ft.  from  each  end.  Draw  curves  of  shearing  force  and 
bending  moment  (1)  when  a  weight  of  5  tons  is  concentrated  on  each  hinge; 

(2)  when  a  uniformly  distributed  load  of  \  ton  per  hneal  foot  covers  (a)  the 
centre  length,  (6)  the  two  side  lengths,  (c)  the  whole  span. 

An*.  (1)        Side  span:  max.  B.M. 150  ft.-tons;  max.  8.F.  -5  tons. 


Centre  span:  ' ' 

"      -          0              ;     " 

'    -0 

(2)  (a)  Side  span:     " 

"      --75       "      ;     " 

'    -2i 

Centre  span: " 

"      -+25       "      ;     " 

'    -21 

(fc)  Side  span:    " 

"      --    56i     "      ;     " 

'  -3i 
'    -0 

Centre  span:  " 

"     -         0             ;     "' 

'    -0 

(c)  Side  span:     " 

"     --  75       "     ;  max. 

'  -41 
*    -  * 

Centre  epan:  " 

"      -+25      "      ;  max. 

'  -2i 
'    -0 

66.  A  beam  ABCD  is  aupported  at  four  points  A,  B,  C,  and  D,  and  the 
intermediate  span  BC  is  hinged  at  the  two  points  E  and  F.  The  load  upon 
ibe  beam  consists  of  15  tons  uniformly  distributed  over  AB,  10  tons  uniformly 
distributed  over  BE,  5  tons  unifoimly  distributed  over  FC,  30  tons  uniformly 
distributed  over  CD,  and  a  single  weight  of  5  tons  at  the  middle  point  of  EF. 
AB-15ft.;  SB -5  ft.;  EF-15  ft.;  fC-10  ft.;  Ci>-25  ft.  Draw  curves 
of  B.H.  and  S.F.,  and  find  the  points  of  inflexion. 

Xna.  A  to  B.  S.F.  in  tons;    +5at  A,  -lOat  B. 

BtoC.     "     "     "    :    +121  at  S,  +21  at  E,  ±2l8tH,  -2i  &t  F. 

CtoD.    "     "    "   :  +17atC,  -ISatD. 

AlaB.  Max.  B.M.  in  ft.-tons:  + 121  at  5  ft.  from  A,   -371  at  B. 

BtoC.      "        "     "        "      :  +18Jatff,   -50  at  C. 

CloD.      "        "     "        "      :  +70/aat  lOi  ft.  fromD. 
Points  of  inflexion  are  10  ft.  from  A  in  AB  and  21|  ^t.  from  D  in  CD. 

67.  Solve  example  69  when  the  girder  carries  an  additional  load  of  130  tons 
uniformly  distributed  over  130  ft.  from  A,  and  also  a  concentrated  load  of  20 
tens  at  the  middle  point  of  CD. 

Am.  S.F.  intonsiat  A 871,  at  B-±1671,  at  /f-+87i,  at  C 621 

and  +91t,at20-tonload-51J,atZ)--8i. 

B.M.  inft.-tons:atB 5100,  at 43f  ft.  fromff- +1914^,  at  centre 

of  SC  - 1875,  at  C -- 3300,  at  20-ton  load  - -450, 
atSi  ft.  fromO-  +38^- 
Pt».  of  contrary  flexure:  in  AB  none;  in  CD  at  171  ft-  '"^i*  ^ 
Required  length  of  OZ) -71.854  ft. 
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68.  A  girder  AC,  80  ft.  long,  carries  a  unifonnly  distributed  load  of  80 
tons  and  is  supported  at  thcrthree  points  A,  B,  and  C.  A  hinge  ia  introduced 
at  H,  and  the  distances  are  shown  in  Fig.  276.    Draw  to  scale  the  S.F.  and 


•^^-j«4 — ^ — 4  ' 


Fio.  276.  Fia.  277. 

B.M.  diagrams.  Compare  the  results  with  those  which  would  be  obtained 
if  the  portion  BC  is  hinged  at  K,  Fig.  277,  and  a  fourth  support  is  introduced 
at  D,  the  distances  being  as  shown. 

Ans.  Fig.  1.  Reactions -10  at  A,  -48atB,  -22  at  C,  in  tons. 
Total  B.M.  area-  +6965^ 
Ft.  of  contraOexure  in  BC  at  44  ft.  from  C. 
Fig.  2.  Reactiona-lOat  j4  andC-30at  £and^,  in  toua. 
Total  B.M.  area--1333J. 

Pt.  of  contraflexure  in  BD  none,  in  DC  at  20  ft.  from  C. 
69.  A  span  of  300  ft.  is  crossed  by  a  girder  ABCD  carrying  a  uniformly 
distributed  load  of  300  tons  and  resting  upon  supports  at  A,  B,  C,  and  D,  The 
!ei«th  of  AB-40  ft.,  of  BC-180  ft.,  and  of  CO-SOft.  The  portion  BC  is 
divided  by  hinges  at  H  and  K  into  two  equal  cantilevers  BH  and  CK,  and  a 
suspended  span  HK  of  100  ft.  Draw  to  scaU  the  curves  of  S.F.  and  B.M.,  and 
determine  the  points  of  contrary  flexure  in  the  side  spans.  What  must  be  the 
length  of  CD  to  make  the  reaction  at  D  equal  to  nil  f 

Am.  Max.S.F.  in  tons;  at  A  - -50,  at  B- ±90,  at  ff-50,at  K--SO,at 
C--90and  +  75,  at  D--5. 
Max.  B..\I.  in  lt.-tons:  at  A-0,  at  B--2800,  at  centre  of  BC- 

+  1250,  at  C--2800,  at  D-0. 
Pis.  oj  contrary  flexure:  in  AB  none;  in  CD  10  ft,  from  D, 
Required  length  of  CO -74.834  ft 
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UOHENTUM.    ENERGY.    BALANCING. 

I.  Velocity — Acceleration. — The  idea  of  velocity  involves  both 
speed  and  direction.  The  velocity  of  a  body  is  its  rate  of  change  of 
■posUvm,  and,  if  constanl,  it  is  measured  by  the  number  of  units  of 
length  described  in  a  unit  of  time. 

Tlie  units  of  lei^h  ordinarily  used  are  a  foot,  a  metre,  or  a  cen- 
timetre, and  the  unit  of  time  is  a  second,  llius,  if  s  feet  are  described 
m  t  seconds,  the  constant  velocity  v  is  given  by 

u  -  r    or    s  —  vt. 

The  velocity  may  not  be  constant,  but  may  be  always  chan^ng 

during  an  interval  of  time,  however  short,  and  then  —  is  the  average 

rdocity,  the  actual  velocity  at  any  point  being  the  average  velocity 

over  a  very  small  distance  including  that  point. 

The  average  velocity,  for  example,  of  a  tran  travelling  at  the 

45x5280 
rate  of  45  miles  per  hour  is  -^    ^-  =66  ft.  per  second,  but  its 

adual  velocity  at  any  point  may  be  very  different  from  this  amount. 

At  sea  the  speed  is  always  measured  in  hwts,  a  knot  being  6080  ft. 

6080 
per  hour,  or  an  average  velocity  of  very  nearly  5afin"=169  ft.  per 

second. 

When  a  body  has  passed  over  s  ft.  in  /  sees.,  the  average  velocity 

Js 
in  doing  an  additional  distance  of  Js  ft.  in  Jt  sees,  is  -jr,  and  if  Jt 

is  diminished  indefinitely,  the  average  velocity  becomes  the  actual 

153 
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velocity  at  the  instaDt  t  and  is  indicated  by  the  relaticn 
ds 

The  acceleration  of  a  body  is  its  rate  of  change  of  velocily,  and 
if  it  18  constoTit,  it  is  measured  by  the  change  of  velocity  in  a  unit 
of  time. 

Thus,  if  the  velocity  chafes  from  V  i/s  to  v  f/s  in  t  sees.,  tba 
acceleration  a  is  given  by 

v-V 
o- — ■ — ,    or    v—V+ai. 

In  Montreal,  e.g.,  the  velocity  of  a  body  falling  freely  from  rest  io 

32.1765  f/s     or      980.73  cm/s     after  1  sec. 
64.353     "     ."     1961.46     "  "■    2  " 

96.5295    "       "    .2942.19     "  "     3  " 

There  is,  therefore,  an  increase  in  the  velocity  of  32.1765  f/s 
or  980.73  cm/s  every  _second.  The  acceleration  in  this  case  19 
the  same,  and  is  called  a  uniform  accderation. 

Again,  let  U  be  the  average  velocity.    Then 

and  therefore 

and  as~\v^-^V^. 

The  acceleration  may  not  be  constant,  but  may  be  always  chang- 
ing in  any  interval  of  time,  however  small  that  interval  may  be,  and 
in  this  case  {v  -V)/t\s  the  average  acceleration.  Let  the  velocity  change 
fromr  after  I  sees,  to  v  +  Jr  after  (f+J()  sees.,  so  that  Jv  is  the  change 

Jv. 
'It'' 

acceleration  per  second,  and  this  is  true,  however  small  Jt  may  be, 
so  that  in  the  limit  it  becomes  the  actual  acceleration  at  the  instant 
t  and  is  indicated  by  the  relation 

dv    ^ 
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The  weights  of  various  materials  are  pveo  in  the  tables  at  the 
end  of  the  chapter,  and  the  specific  gravity  (sp.  g.)  of  a  substance 
is  its  weight  as  compared  with  the  weight  of  an  equal  bulk  of  water. 

The  weight,  for  example,  of  a  cubic  foot  of  water  is  approximately 
1000  ounces,  and  the  weight  of  a  cubic  foot  of  cast  iron  is  7200  ounces; 
its  ap.  g.  is  therefore  7200/1000  -7-2. 

The  itnit  of  force  is  generally  assumed  to  be  the  attraction  of  the 
earth  on  a  pound  weight  and  is  called  the  f<*rce  of  a  pound.  Thus  if 
a  is  the  acceleration  of  a  weight  of  W  lbs.  under  the  action  of  a  force 
of  P  lbs., 

a     P 

g'W 

Now  the  value  of  ^  is  different  in  different  parts  of  the  world,  being, 
for  example, 


32.1765    f/8 

or     980  73 

cm/s  in  Montreal, 

32.19078    " 

"     981.17 

*"'       "  Greenwich, 

32.182       ■' 

"     980.9 

"       "  London, 

32.162       " 

"     980 

"      "  Baltimore, 

981 

"      "  Paris, 

32.088       ' ' 

' '     978.04 

' '      at  tlie  Equator. 

In  order  to  avoid  the  use  of  the  variable  g  a  new  unit  of  force 
called  the  poundal  and  one  gth  of  that  just  defined  has  been  intro- 
duced.    Thus  if  Q'-Pg,  a  force  of  Q  poundals  is  a  force  of  -(=/*) 

pounds. 

2.  Work. — ^Work  must  be  done  to  overcome  a  resistance.  Thus 
bodies,  or  systems  of  bodies,  which  have  their  parts  suitably  arranged 
to  overcome  resistances  are  capable  of  doing  work  and  are  said  to 
possess  enei^.  This  enei^  is  termed  kiTtetie  or  ■potential  according 
as  it  is  due  to  motion  or  to  position.  A  pile-driver  falling  from  a  height 
upon  the  head  of  a  pile  drives  the  pile  into  the  soil,  doing  work  in 
virtue  of  its  motion.  Examples  of  potential  energy,  or  energy  at  rest, 
are  afforded  by  a  bent  spring,  which  does  work  when  allowed  to  resume 
its  natural  form;  a  raised  weight,  which  can  do  work  by  falling  to  a 
lower  level;  gunpcnoder  and  dyTuxmile,  which  do  work  by  exploding; 
a  Leyden  jar  chu^ed  with  electricity,  which  does  work  by  being 
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diBchajged;  coal,  storage  hatierie»,  a  head  of  water,  etc.  It  is  also 
evident  that  this  potential  energy  must  be  converted  into  kinetic 
energy  before  work  can  be  done.  A  familiar  example  of  this  trans- 
fornmtioQ  may  be  seen  in  the  action  of  a  common  pendulmn.  At  the 
end  of  the  swing  it  is  at  rest  for  a  moment  and  all  its  energy  is  poten- 
tial. When,  under  the  action  of  gravity,  it  has  reached  the  lowest 
point,  it  can  do  no  more  work  in  virtue  of  its  position.  It  has  acquired , 
however,  a  certain  velocity,  and  in  virtue  of  this  velocity  it  does  work 
which  enables  it  to  rise  on  the  other  side  of  the  swing.  At  inters 
mediate  points  its  energy  is  partly  kinetic  and  partly  potential. 

A  measure  of  energy,  or  of  the  capacity  for  doing  work,  is  the 
vxrrk  done. 

The  energy  is  exactly  eqmvalent  to  the  actual  work  done  in  the 
following  cases: 

(o)  If  the  effort  exerted  and  the  resistance  have  a  common  point 
of  application. 

Q>)  If  the  points  of  application  are  different  but  are  rigidly  con- 
nected. 

(c)  If  the  energy  is  transmitted  from  member  to  member,  pro- 
vided the  members  do  not  change  form  under  stress,  and  that  no 
energy  is  absorbed  by  frictional  resistance  or  restraint  at  the  connec- 
tions. 

Generally  speaking,  work  is  of  two  kinds,  viz.,  interna!  work,  or 
work  done  against  the  mutual  forces  exerted  between  the  molecules 
of  a  body  or  system  of  bodies,  and  external  work,  or  work  done  by  or 
a^wist  the  external  forces  to  which  the  body  or  bodies  are  subjected. 
In  cases  (o),  (b),  (c),  above,  the  internal  work  is  necessarily  nil. 

As  a  matter  of  fact,  every  body  yields  to  some  extent  under 
stress,  and  work  must  be  done  to  produce  the  deformation.  Fric- 
tional resistances  tend  to  oppose  the  relative  motions  of  members 
and  must  also  absorb  energy.  If,  however,  the  work  of  deformation 
and  the  work  absorbed  by  frictional  resistance  are  included  in  the 
term  vxrrk  done,  the  relation  still  holds  that 

Energy  =■  work  done. 

A  measure  of  work  done  is  the  ■product  of  the  resistance  by  the 
distance  through  which  it  is  overcome.  When  a  man  raises  a  weight  of 
one  pound  one  foot  against  the  action  of  gravity  he  does  a  certain 
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amount  of  work.  To  raise  it  two  feet  he  must  do  twice  aa  much  work, 
and  ten  times  as  much  to  raise  it  ten  feet.  The  amount  of  work 
must  therefore  be  proportional  to  the  number  of  feet  through  which 
the  weight  is  raised.  Ag^,  to  raise  two  poimds  one  foot  requires 
twice  as  much  work  aa  to  raise  one  pound  through  the  saiae  distance; 
while  five  times  as  much  work  would  be  required  to  raise  five  pounds, 
and  ten  times  as  much  to  raise  ten  pounds.  Thus  the  amount  of 
work  must  also  be  proportional  to  the  weight  rused.  Hence  a 
measure  of  the  work  done  is  the  product  of  the  number  of  pounds  by 
the  number  of  feet  through  which  they  are  r^aed,  the  resultii^  num- 
ber being  designated  foot-pounds.  Any  other  units,  e.g.,  a  pound  and 
an  inch,  a  ton  and  an  inch,  a  kilogramme  and  a  metre,  etc.,  may  be 
dioeen,  and  the  work  done  represented  in  inch-pounds,  inch-tons, 
kilogram-metres,  etc.  This  standard  of  measurement  is  applicable 
to  all  classes  of  machinery,  since  every  machine  might  be  worked 
by  means  of  a  pulley  driven  by  a  falling  weight. 

3.  OUique  Remstance.— Let  a  body  move  against  a  resistance 
R  inclined  at  an  angle  0  to  the  direction  of  motion  (Fig.  278).  No 
work  is  done  against  the  normal  compo- 
nent B  sin  tf,  as  there  is  no  movement  of 
the  point  of  application  at  right  at^les  to 
the  direction  of  motion.  This  component 
is,  therefore,  merely  a  pressure.  The  work 
done  against  the  tangential  component 
B  cos  ff  between  two  consecutive  points  M 
and  N  of  the  path  of  the  body  is  R  cos  d  ■  MN. 
Hence  the  total  work  done  between  any  two  points  A  and  B  of  the 
path 

-JCfi  cos  fl-MiV)  -  jTB  cos  tfds, 

3  being  the  length  of  AB. 

If  AB  is  a  straight  line  (Fig.  279),  and  if  A  is  constant  m  dhec- 
tioa  and  magnitude, 

the  total  work  -  B  cos  ^  ■  viB  -  B  .IC, 

AC  being  the  projection  of  the  displacement  upon  the  line  of  action 
of  the  resistance.    Let  the  path  be  the  arc  of  a  circle  (Fig.  280) 
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subtending  an  angle  a  at  the  centre.    If  R  and  S  remmn  constant, 
the  work  done  from  A  to  B. 

-R  COS  dXaxc  AB  -  R  COB  $0A  a-ROM  cos6a-Rpa=-Ma, 

p  being  the  perpendicular  from  0  upon  the  direction  of  R,  and 
M  =  Rp  being  the  moment  of  resistance  to  rotation. 

If  there  are  more  resistances  than  one,  they  may  be  treated 


separately  and  their  several  effects  superposed.  In  such  case, 
M  will  be  the  total  moment  of  resistance  and  will  be  equal  to  the 
algdtraic  sum  of  the  separate  moments. 

The  normal  component  ft  sin  fl  produces  a  pressure. 
4.  Gr^hical  Method.— Let  a  body  describe  a  path  AB  (Fig.  281) 
against  a  variable  resistance  of  such  a 
J  character  that  its  magnitude  in  the  direc- 
tion of  motion  may  be  represented  at  any 
point  Jtf  by  an  ordinate  MN  to  the  curve  C/>. 
Let  the  path  AB  be  subdivided  into  a 
number  of  parts,  each  part  MP  being  so 
smfdl  that  the  resistance  from  M  to  P  may 
be    considered    uniform.    The    mean   value 


done  in  overcoming  it-' 


MN  +  PQ 


AfP-the    area    MNQP    in  the 


limit.    Hence  the  total  work  done  from  A  to  2 -the  area  bounded 
by  the  curves  AB,  CD,  and  the  ordinates  AC,  BD. 

5.  Energy.    Impulse.  Momentum. — The  work  done  in  overcoming 
a  resistance  of  ft  lbs.  through  a  distance  of  s  ft.  is  fts  ft.-lbs. 
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The  ■power  required  to  overcome  a  reeiBtance  of  R  lbs.  at  a  velocity 
of  n  f./s.  is  Rv  in  ft. -lbs.  per  second. 

A  horse-jtcrwer,  iwually  written  H.P.,  is  an  arbitrary  unit  which 
was  defined  by  Watt  as  the  power  which  accomplished  33,000  ft.-lba. 
per  minute  or  550  ft.-lb8.  per  second.    Thus  the  H.P.  required  to 

overcome  the  resistance  of  R  Iba.  at  a  velocity  of  v  f./s.  is  -^r. 

One  foot-pmtnd  - 1.356  joutes. 
One  British  thermal  unit '-105S  joules. 
One  watt  -  one  joule  per  second,  and  is  the  work  done 
by  a  current  of  1  ampere  at  1  volt. 

In  electricity,  however,  power  ia  usually  reckoned  in  MUnixiUs, 
each  of  1000  watts. 

One  H.P. -550x1.356-746  watts,  so  that 
One  kilowatt  - 1000  -^  746  - 1.34  H.P. 

An  average  of  14  watts  per  candle-power  ia  required  for  an 
incandescent  electric  lamp,  and  a  lamp  of  2000  candle-power  must 
therefore  absorb  8  kilowatts,  or  about  11  H.P. 

By  the  preceding  article,  when  the  body  starts  from  rest,  i.e., 
when  V— 0, 

^        Pg  - 


V 

-^ 

Ps- 

S  2 

Pl 

W 
- — V, 

W  «2 

ThxiB  the  terms  Ps  and  — r  are    convertible   and  so   also  are 
9  ^ 
W 
the  terms  Pt  and  — v. 
9 
But  Ps,  the  product  of  a  force  of  P  pounds  acting  in  its  own 
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diTection  through  a  distance  of  s  it,  is  the  worik  done  in  ft.-lb8.    TTiere- 

tare  — 15-  is  also  measured  in  ft.-lbs.  and  is  called  the  kinetic  energy 

or  stored-up  work  of  a  body  of  W  lbs.  moving  with  a  velocity  of  v  f /s. 

Again,  Pt,  the  product  of  a  force  of  P  lbs.  acting  for  t  seconds, 

is  ita  impulse  and  is  expressed  in  second-pounds.    Hence,  too,  the 

W 
product  — V,  which  is  the  mechanical  equivalent  of  Pt,  is  expressed 

in  second-pounds  and  is  called  the  momenium  or  qucmiity  of  motion 
of  a  body  of  W  lbs.  moving  with  a  velocity  of  v  f/s. 

The  formulse  obtained  may  now  be  tabulated  as  foUowB: 
When  the  body  starte  from  rest,  i.e.  when  7-0, 

1  W 
Pa  -  —  — m*  in  foot-pounds, 

Qs  "^Wi^  in  foot-poundals,  ' 

W 
P(— — V  in  second-pounds, 

Qt—Wv  in  second-poundaLa. 

When  the  body  starts  with  a  velocity  of  V  f./s; 

as-^i^-^V    and    at~v~V. 

Therefore 

^      1  TV  ,    1  W,„  .    , 

Fa-^  — ir—x — V^  m  foot-pounds, 

Qs-^Wv^-^WV^  in  foot-poundals, 

Pt  - — V "  m  second-pounds, 

Qt~Wv  —  WV  in  second-poundaJs. 

W 
TTie  relation  — v-Pt 

9 

is  the  analytical  statement  of  Newton's  Second  Law  of  Hoticm, 
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which  has  been  ezpreaaed  by  Clerk  Maxwell  in  the  foUoiring  fcmn: 
"This  cAonjie  0/  momentum  ia  numerically  equal  la  the  impulse  tekUA 
■prodvcei  it,  and  is  in  the  same  direction." 

This  result  is  also  true  for  two  or  more  bodies  or  systema  of  bodies 
severally  acted  upon  by  extraneous  fences,  and  the  equation  may 
be  written 

Imv-IFt. 

Hence,  Ihe  toUd  dumge  of  momentum  in  any  assigned  direUion  is 
equal  to  the  cUg^aic  sum  of  the  impulses  in  the  same  direction. 
Therefore,  also,  if  there  are  no  extraneous  forces,  the  total  momentum 
in  any  assigned  direction  is  amstarU,  which  is  the  principle  of  the 
conservation  of  linear  momentum. 
The  relation 


2\9         9     / 


is  the  analytical  expression  of  the  statement  that  Ps,  the  work  done, 
is  equal  to  the  change  of  kinetic  energy  in  a  given  interval. 

If  the  body  ia  a  material  particle  of  a  comiected  sj^tem,  a  stnular 
result  holds  for  every  other  particle  of  the  system,  and  denoting 
algf^aic  t'^m  by  the  symbol  2, 


9  9     / 


IPs-:^{l^v* 

so  that  the  sum  of  the  work  done  by  the  several  forces  is  equal  to 
the  total  change  of  kinetic  energy.  This  ia  a  particular  case  of. 
the  principle  of  conservation  of  energy  which  asserts  that  energy  is 
indestructible. 

This  principle,  like  Newton's  laws  of  motion,  admits  of  no  gen 
eral  proof,  but  every  experiment  verifies  its  truth. 

A  part  of  the  work  £Ps  may  be  expended  in  doing  what  is  called 
(a)  effective  or  uaefvl  work,  as,  e.g.,  in  overcoming  an  external  resiat- 
imce,  and  (&)  wasted  vxrrk,  as,  e.g.,  in  overcoming  fnctional  resistance. 

Denoting  by  T,  the  total  effective  work  and  by  7m  the  total 
available  or  motive  work, 


1  f   W 


9      I 
the  total  change  of  kinetic  energy. 
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If  it  requires  an  expenditure  of  Tm  ttAhe.  of  work  to  drive  a  machine 

giving  r«  ft.-lbe.  of  ■usefid  work,  the  efficiency  of  the  macUne  is  defined 

T, 
to  be  the  ratio  of  the  useful  to  the  total  work  or  -=-. 

In  the  esse  of  a  machine  working  at  a.  norma!  speed,  the  velocities 
of  the  different  parts  are  periodic,  being  the  sajne  at  the  b^inning 
and  end  of  any  period  or  number  of  periods.  For  any  such  interval 
«  -  y,  and  therefore 

so  that  there  is  an  equivalence  between  the  motive  and  effective 
work. 

It  reqmres  an  expenditure  of  Wk  ft.-lbs.  of  work  to  raise  a  weight 
of  W  pounds  from  rest  to  rest  through  a  vertical  distance  of  h  feet. 
The  weight  will  then  possess  an  equivalent  amount  of  poterUial 
energy,  and  if  it  is  allowed  to  fall  freely  through  the  vertical  dis- 
tance of  h  feet  it  acquires  a  velocity  of  vt/a.  given  by 

li^    . 

1  w 

and  therefore  ^-V-ITA. 

2  g 

This  shows  the  equivalence  between  the  work  done  in  raiMng  the 
weight,  the  potential  energy  of  the  weight  at  its  highest  point,  anc" 
the  work  ^ven  out  in  the  form  of  kinetic  energy  in  falling  freely. 
Suppose  that  the  weight  moving  with  a  velocity  of  v  i/s  strikes 
a  second  body,  and  that  the  point  of  application  moves  in  the  direc- 
tion of  the  blow,  through  a  small  distance  x  agtunst  a  mean  r^st- 
anceS'.    Then 

R'x  -  work  required  to  overcome  fl', 
-  kinetic  energy  of  W, 

1  W 

_i.-%2-Tr(A+a:). 
^  9 

Within  a  certain  limit,  called  the  limil  of  dasticity,  the  actual 
resistance  is  directly  proportion^  to  the  distance  throu^  which 
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the  point  of  application  moves,  and  therefore  varies  unijormly  iiom- 
nil  to  a  nmximum  resistance  R.    Then 


Rx-2W(h+x). 
Hence,  if  IT  is  suddenly  applied  from  rest, 

and  R-2W, 

so  that  the  efTect  of  the  sudden  applictUion  is  to  develope  aresi^tunce 
equal  to  tivice  the  weight. 

6.  Triangle  and  Parallelogram  of  Velocity  and  Acceleration. — So 
far  the  motion  of  a  body  oq  a  straight  line  has  only  been  considered. 
Let  a  steamer  in  I  sees,  move  from  0  to  A  with  a  velocity  of  Vi  S/s., 
and  in  the  same  time  let  a  body  move  across  the  deck  in  a  direction 
parallel  to  OB  with  a  velocity  cd  V3  f/s,  Fig.  282.  In  t  sees,  the 
body  will  be  at  a  point  C  defined  by  OA=Di(  and^C^i^af,  AC  being 

parallel  to  OB.    The  ratio  77T-— ."~  '^  conatant,  and  therefore  C 

must  describe  the  stnught  line  OC.    Also  the  ratio  ^  is  constant, 

aod  «nce  OA  is  described  at  a  constant  rate,  so  also  is  OC,  and 
therefore  the  resultant  of  vi  and  V2  is  a  constant  velocity.  Taking 
( to  be  one  second,  then  OA—vi,  AC  —  v^,  and  OC,  the  actual  dis- 
placement of  the  body  in  a  unit  of  time,  is  the  resultant  velocity  in 
direction  and  magnitude.  It  is  the  diagonal,  dravm  from  the  atarting- 
jxrint  0,  of  the  parallelogram  OACB. 

Agiun,  if  OA  and  AC  are  taken  to  represent  the  increase  (or 
growlk)  of  component  velocities,  OC  must  represent  the  increase 
(or  growth)  of  the  resultant  velocity. 

Thus  the  parallelograms  of  velocity  and  acceleration  are  estab- 
lished and  velocities  and  accelerations  may  be  resolved  and  com- 
pounded in  accordance  with  precisely  the  same  rules  that  govern 
the  triangle  of  forces. 
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Rdaiive  Velocity.— The  velocity  of  one  body  relatively  to  another 
is  the  velocity  with  which  the  first  body  would  appear  to  move 
if  the  observer  were  moving  with  the  eecond  body.  The  relative 
motion  is  of  course  unaffected  if  the  same  velocity  is  applied 
in  the  same  direction  to  each  body.  Let  a  body  at  0  move  in  the 
direction  OA  with  a  velocity  (rf  vi  i/a.,  and  let  a  body  at  D  move 


in  the  direction  DE  with  a  velocity  of  V2  f/s,  Fig.  283.  Apply  to  0 
and  to  Z>  a  velocity  of  va  f/s.  in  a  direction  oppo^te  to  the  motion 
of  D.  Then  D  is  brought  to  rest,  while  O  has  two  simultaneous 
velocities,  the  one,  vi,  in  the  direction  of  OA,  and  the  other,  va,  in 
the  direction  of  OB,  parallel  to  DE, 

Taking  OA  —  vi  and  OB  -  vi,  the  (Uagonal  OC  is  the  resultant 
of  these  two  velocities  and  represents  in  direction  and  magnitude 
the  relative  velocity,  i.e.,  the  velocity  of  0  as  seen  from  D. 

7.  Equation  of  Motion  and  Energy. — Let  Xi,  yi,  Zi  be  the  co- 
ordinates of  the  C.  of  G.  of  a  moving  body  of  mass  M  with  respect 
to  three  rectangular  axes  at  any  given  instant. 

Let  X2,  yi,  Z2  be  the  co-ordinates  of  the  same  point  aft«r  a  unit 
of  time. 

I^t  Xi,  yi,  2i  be  the  co-ordinates  of  any  particle  of  mass  m  at 
the  given  instant. 

Let  X2,  j/2,  2a  be  the  co-ordinates  of  the  same  particle  after  a 
unit  of  time.     Then 

Mxi-2(mxi),    3fyi-i"(7Mi/i),    Mzi=-I{imi); 

Mx2  -  Kmxi).    My2  -  ^imya),    Afzj  —  i'(?n22) ; 

therefore     M{x2'-xi)  —Im(x2—xi),    M{y2—yi)''^fn(y2—yi), 

M(z2-z,)  ^  2m(z2-zi), 
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or  Mu  -  Imu,    Mv  -  Imv,    Mw  •■  Imw, 

u,  V,  w  being  the  compooent  velocities  of  the  C.  of  G.  at  the  given 
instant  with  respect  to  the  three  axes,  and  u,  v,  w  the  component 
velocities  of  the  particle  m  at  the  same  instant. 
From  these  last  equations, 

Mv?  —  2mtM,    M^  -  Imw,    Mw'  -  Imww. 

Therefore  Jl/(tt^+i?+t?)  -i"m(u«+w+tmij), 

which  may  be  written  in  the  form 

or  Mm  +  ImV^^Imi^, 

U  being  the  resultant  velocity  of  the  C.  of  G.,  v  that  of  the  particle, 
and  V  that  of  the  particle  relatively  to  the  C.  of  G. 
The  last  eq^lation  may  be  written 

MIP    ImV     Imv' 
2    "*"     2     "     2     ■ 

Thus  the  energy  of  the  total  mass  collected  at  the  centre  of 
gravity,  together  with  the  energy  relatively  to  the  centre  of  gravity, 
is  equal  to  the  total  energy  of  motion. 

If  the  body  revolves  aioimd  an  axis  through  its  C.  of  G.  with 
an  angular  velocity  a>,  the  second  term  of  the  last  equation  becomes 

T  being  the  distance  of  the  pul^icle  m  from  the  axis  and  /  the  moment 
of  inertia  of  the  body  with  respect  to  the  axis. 

Again,  let  X,  Y,  Z  he  the  forces  parallel  to  the  axes  of  x,  y,  s, 
respectively,  acting  upon  a  particle  of  mass  m.    Then 
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and  Iit^~IZ. 

Therefore 

iDtegrating  with  respect  to  t, 

H  beihg  a  constant  of  integration, 
or  ^Imtf'-fliXdx  +  Ydy+Zdzj+H. 

Hence,  if  wo  is  the  initial  velocity, 

U£mT^-£niva')-f£iXdx  +  Ydy+Zdz) 

-  the  work  done  on  the  system. 

8.  Angular  Velocity.  Centrifagal  Force. — Angular  velocity  may 
be  defined  as  the  number  of  radians  per  second,  a  radian  being  the 
angle  subtended  at  the  centre  of  a  circle  by  an  arc  equal  in  length  to 

the  radius.    This  angle  is  -57.2958  degrees,  and  if  a  wheel 

makes  N  revolutions  per  minute,  its  angular  velocity  is  -^  radians 

per  second. 

A  lx>dy  constrained  to  move  in  a  plane  curve  exerts  upon  the 
body  which  constrains  it  a  force  called  centrifugal  force,  which  is 
equal  and  opposite  to  the  deviating  {or  cenirip- 
etal)  force  exerted  by  the  constnuning  body  upon 
the  revolving  body. 

Let  a  particle  of  mass  m  move  from  a  point 
P  to  a  consecutive  point  Q  (Fig.  284)  of  its 
path  during  an  interval  of  time  t  under  the 
action  of  a  normal  deviating  force. 

Let  the  normals  at  P  and  Q  meet  in  0;  PQ 
may  be  considered  as  the  indefinitely  small  arc  of  a  circle  wi^  ita 
centre  at  0. 
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If  Uiere  were  no  oonstr^niiig  force,  the  body  would  move  along 
the  tangent  at  P  to  a  point  T  such  that  PT-vt,  v  being  the  linear 
velocity  at  P. 

Under  the  deviating  force  the  body  is  pulled  towards  O  through 
a  distance  PN-^f^,  f  being  the  nonntd  acceleration  and  QN  being 
drawn  perpendiculaF  to  OP. 

Aho,  in  the  IwiU,        PQ-PT~QN-vt. 

But  QN'-PNX^OP. 

Therefore  v'P-^fPZR, 

fi  being  the  radius  OP,  and  hence 

w  being  the  angular  velocity. 

Hence  the  deviating  force  of  the  mass  m 


and  is  equal  and  opposite  to  the  centrifugal  force. 

Again,  if  a  solid  body  of  mass  M  revolve  with  an  angular  velocity 
(u  about  an  axis  passing  through  its  C  of  G.,  the  total  centrifugal 
force  will  be  nil,  provided  the  axis  of  rotation  is  an  axis  of  symmetry, 
« is  one  of  the  principal  axes  of  inertia  at  the  C.  of  G. 

If  the  axis  of  rotation  is  parallel  to  one  of  these  axes,  but  at  a 
distance  R  from  the  C.  of  G., 

-    W     - 
the  centrifugal  force  -  Imra^  -  o/'i'mr  -  o/^MR o^ft, 

r  being  the  distance  of  a  particle  of  mass  m  from  the  axis  and  W 
the  weight  of  the  body.  Thus  the  centrifugal  force  is  the  same  aa  if 
the  whole  mass  were  concentrated  at  the  C.  of  G. 
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If  the  axis  of  rotation  is  inclined  at  an  angle  6  to  the  principal 
azia,  the  body  will  be  constantly  sub- 
jected to  the  action  of  a  couple  of  moment 
2Etaxi6,  E  being  the  actual  energy  of 
the  body. 

Consider,  for  example,  the  case  of  a 
ring  of  radius  r  rotating  with  angular 
velocity  a*  about  its  centre  0.  Let  p  be 
the  weight  of  the  ring  per  unit  of  length 
of  periphery.  Consider  any  half-ring  AFB. 
The    centrifugal    force    of    any    element 


The  component  of  this  force  parallel  to  AB  is  balanced  by  an 
equal  and  opposite  force  at  C",  the  angle  COB  being  -the  angle 
COA.    Thus  the  total  centrifugal  force  parallel  to  AOB  is  nil. 

The  component  of  the  force  at  C,  perpendicular  to  AB, 


PCS.'.^C£_<A„ 


g    °"'CC    I'g' 
Hence,  the  total  centrifugal  force  peipendicular  to  AB 

If  r  is  the  force  developed  in  the  material  at  each  of  the  points  A 
and  B, 

2r-2£«A^, 
9 

since  the  direction  of  2*  is  evidently  perpendicular  to  AB, 

and  therefore  T~^iah^~^, 

9  S 

V  being  the  circumferential  velocity. 
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Let  /  be  the  irUmtity  of  sb-ess  at  A  and  B,  and  w  the  spedfie 
weight  of  the  material. 

Assuming  that  T  is  cUstributed  unifonnly  over  the  sectional 
areas  at  A  and  B, 

Thus,  the  stress  is  independent  of  the  radius  for  a  given  value 
of  r,  atad  the  result  is  applicable  to  every  point  of  a  flexible  element, 
whatever  may  be  the  form  of  the  surfaces  over  which  it  is  stretched. 

g.  Ex.  I .  A  train  of  W  On.  grots  weight  ttarta  from  a  itaiion  at  A  and  runs 
m  the  level  to  a  alatum  at  D,  I  ft.  away.  If  the  average  gpeed  i*  not  to  exceed  v 
j/t,  find  the  time  hetaxen  the  two  station*. 

Ij  the  time  it  not  limited,  find  the  least  time  in  which  the  run  from  A  to  D 
eon  be  made  and  the  maximvm  speed  attained. 

Let  P  Ibe.  be  the  average  pull  exerted  by  tbe  engine ; 
R   "    "    "        "       roodreastance; 
B   *'    "    "       "       brake  resistance. 
Under  the  action  of  the  force  P-R  the  speed  of  the  train  gradually  in- 
creases from  nil  ht  A  to  V  f/s  at  B,  and  tbe  train  then  possesses  a  kinetic 

1  W 
energy  of  -^ — p'  ft.-lbe.     The  train  runs  at  the  uniform  speed  of  v  f/a  from 


2? 
i  to  C,  when  steam  is  shut  off,  the 


brakes  applied,  and  the  train  is  gradually  fi\ °  f        jp 

brought  to  rest  at  D,  its  kinetic  energy     L._.- j, t-o-a tL^r^ 

having    been    absorbed    by  the     force  ^"^ 

B-t-AactingthroughthediBtanceCZ>-9.  Fio.  2S6. 

Hence,  taking  AB-p, 

the  time  between  A  and  D 

-time  from  A  to  B+time  from  B  to  C+time  from  CtoD 

^l.+{z£zS  +  ±^U.,£n (1) 

Abo,  (P-fi)p-J-— t.'-(B+B)?. (2) 

'  2  g 

Substituting  in  (I)  the  values  of  p  and  q  from  (2),  tbe  time  between  A  and  D 

~v*2    g    iP-RKB+R)' 

Secondly,  if  the  speed  is  not  limited,  it  gradually  increases  from  nil  at  A 
to  a  mHTimiinn  at  E,  wbeifi  AE^m.    Steam  is  then  shut  off,  the  brakes 
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applied,   and    the   train   is   gradually  brought    to   rest    in    the    diat*Doe 
ED-l-m. 

Taking  vaax.  f/s  as  the  max.  speed  attained, 


*™-     \W  P+B 

Also,  the  least  time  between  A  and  D 

-time  from  A  to  £+time  from£toi> 
2m      2{l-m)  _    21 

1 21W         P+B         1  i 


(3) 


I    g    iP~mB+R)l  ^ ^  ^ 

//  the  trains  runt  -up  an  indine  of  \  in  m,  ike  puU  P  of  (fu  engine  has  to  do 
the  additional  work  of  lifting  the  xoeiglU  W  lbs.  of  the  train  through  the  vertical 

distance  —  every  second.     The  times  and  maximum  speed  can  therefore  be  found 

from  the  expressions  (2),  (3),  and  (4)   by  siAstituting  R+  —  for  R. 

Again,  if  E  lbs.  is  the  weight  on  the  locomotive  drivers,  and  if  the  adhesion 
is  /I  times  the  weight,  then 

B~pW, 
and  the  max.  pull  P-fiE. 

W 
The  Bteepeat  incline  Up  which  an  engine  can  climb  is  —p. 

In  practice  p  usually  varies  from  i  to  i. 

The  H.P.  required  to  run  a  train  of  W  tons  at  a  speed  of  M  miles  per  hour 
up  or  down  an  inchne  having  a  slope  of  a",  and  against  an  average  road  re»st- 
auce  on  the  level  at  this  speed  of  R  lbs.  per  ton,  is 

(fico8a±2000Bin<.)^^, 

which  for  a  light  incline  of  1  in  m  becomes 

^fl±-^j™,  approximately. 

Ex.  2.  The  rim  of  a  fly-wheel  weighiTig  5000  lbs.  has  a  vdocity  of  40  //«,• 
what  is  He  kinetic  energy  t  What  is  the  toes  of  kinetic  energy  due  to  a  reduc- 
tion of  4  per  cent  in  the  rim  vetoaiyt    How  miuA  is  the  rim  velocity  r 
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by  a  ifminufion  o/  45,000  fi.-Bu.  in  the  kinOie  energy  t  If  ,06  U  the  co^^detU 
oj  axle  friction,  and  if  the  diameter  of  the  flywhed  is  12  tunea  that  of  the  axle, 
how  many  H.P.  will  be  required  to  turn  the  vAedt 

The  Jdnetic  energy — —  -^ — 125,000  ft. -Ibe. 

The  tim  velocity  reduced  4  per  cent  becomes  (40— 1.6}— 88.4  f/s.,  and 
.,                     ....     ,.                   5000(38.4)' 
toe  comes  ponding  kinetic  energy  -  -^ — . 

Therefore  the  loas  of  kinetic  energy 


-l'(f -¥)-»«»"-' 


If  V  f/s.  is  tlie  rim  velocity  when  the   kinetic  energy  is  diminished  by 
45,000  ft.-lbs., 

^(^'-^') -45,000,    and  therefore    1.-32  f/s., 

90  that  the  reduction  of  velocity  ia  8  f /a. 

The  circumferential  velocity  of  the  axle— 1|— ^  f/s. 

The  weight  on  the  axle -5000  lbs. 

The  f rictional  resistance  at  the  axle  surface  -  .08  X  5000 

-400  Ibe. 
llierefore  the  H.P.  required  to  turn  the  wheel 


4ooxy 

550 


-2H. 


Ex.  3.  A  weight  of  W,  Ions  fails  h  ft.  and  by  n  sueeetaive  blows  drives  on 
inelastic  pile  weighing  Wt  tons  a  feet  into  the  ground.  Find  the  mean  effective 
rtnstance  of  Hie  ground.  If  the  ground  resistance  is  directly  proportional  to  the 
depth  of  penetration,  how  far  will  the  pile  sink  under  the  rth  blow  f  If  the  head 
of  the  pile  it  crushed  for  a  ktigth  of  x  ft.,  x  being  very  small  as  compared  xoith 

the  depth  —  of  penetration,  find  (1)  the  mean  thrust,  during  the  blow,  bOween 

the  weight  and  Ae  pile;  (2)  ike  time  of  penetration;  (3)  the  tine  during  which 
the  blow  acts. 

Aa  the  fole  ia  inelastic,  the  weight  doea  not  rebound,  but  the  pile  and  weight, 
immediately  tiie  blow  is  struck,  move  along  together  with  a  common  velocity 
of  u  f/s.,  ^ven  by 


since  the  momentum  does  not  change. 
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Thus  the  ayailable  energy  of  the  [nle  and  wdght 

"2       if      "  "tr,+TFi  2jf  "Wi  +  IT," 
This  eaBTgy  is  Bufficient  to  carry  the  pile  and  weight  through  a  distance  of 
—  ft.,  against  £■,  the  mean  effective  ground  resistance  in  tons,  and  therefore 

n'W,*W.' 

BO  that  the  pile  and  weight  will  slowly  sink  under  a  superposed  weight  of 
&  tons. 

To  allow  for  gravity,  the  value  of  R,  should  be  increased  by  Wi  +  Wi. 

Let  T  be  the  mean  thrust  between  the  weight  and  pile  for  the  very  seorU 
interval  of  1  seconds,  during  which  the  head  of  the  pile  iB  crushed  through 
the  distance*  of  x  ft.  The  thrust  T  is  necessarily  very  great  as  compared 
with  Rt,  which  may  be  disregarded  without  causing  any  sensible  error.    Hence 

Tx  -  the  work  expended  in  the  cruahing 


Also,  T  is  necessarily  very  great  as  compared  with  R,  which  may  be  dis- 
regarded without  causing  any  appreciable  error. 


7*1 -impulse 
—change  of  momentum 
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"^  «     2     n     trie 

If  the  ground  reedstancs  is  proportional  to  the  depth  of  penetratifHk,  let 
Xt  -penetration  produced  by  r  blows; 
Xf^,  -        "  "       "  r-l  blowa. 

Hien  Sf  —^r-t  ~        "  "       "  the  rth  blow  ogainat  an  avenge 


resiatanoe  (rf ' 


V+ay-,  R, 


I — !X(xa-- 3^-,) -work  done  by  each  blow 
~2   V 

*       r-\      n 

«■     -:f     -i", 

r-l        f— »      n 

■      '     n 
*-0-— , 


uid  therefore 

so  that  the  penetration  under  the  rth  blow 


Vn 


If  i^su.  >a  the  nuudmum  ground  resistance, 
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The  time  of  penetrating  the  depth  ^"^'^T^'TrTf- 


If  z  is  not  small  as  compared  with  ibe  depth  of  penetration  of  a  blow, 
let  y  and  z  be  the  distances,  in  feet,  through  which  the  pile  moves  during  the 
action  of  the  Mow  and  after  the  blow.    Then 

Tx+R^— work  done  in  tiic  crushing  and  in  overcoming  the 
groimd  re^stance  in  t  seconds 


ff— change  of  momentum  of  Wt 

n-Al -change  of  momentum  of  pile 
W, 

-7". 

flrf— work  done  after  the  blow 
1  Wi+W,  ,    „^     „      „ 


so  that  Tx  +  R,(jf+z)-Wik, 

or  Tx+IUi-WA. 

Ex.  i.  Let  a  body  of  leeight  Wi  vumng  in  a  given  direction  with  a  vdoaly 
ft  strike  a  body  of  v)^ht  W,  Tooving  in  the  lame  direction  with  a  vdocUy  Vt. 
After  impact  let  the  bodies  conHnve  to  move  in  the  lame  direction  vnth  a  common 
vdocUy  u.    Find  the  energy  lott  in  impact. 

— 'diH — Vi -momentum  before  impact 
9  9 

-momentum  after  impact 


r  Wivi  +  Wtot  -  (Wt  +  W,)u. 

Ekiei^  before  impact        — — ^  -s-  + — ■'  -^^ 


after       " 

\      9 


/W.  +  IFAM' 
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Eaer^  loot  by  impact  ~^(^'^*  +  ^'»')  -^  (**''  +  ^^ 


2?^ 


■  2s(lF, +  lf',)  ■ 


If  either  of  the  bodies  is  subjected  to  any  constraint,  energy  must  be  ex- 
pended to  overcome  such  construnt,  and  the  loss  of  energy  by  impact  will  be 

less. 

Ex,  5.  Let  a  hammer  weighing  Wi  Sw.,  laoving  wiik  a  vdocUy  of  v  ft.  per 
lecond,  strike  a  nail  weighing  W,  lbs.  and  drive  it  x  ft.  into  a  piece  of  timber,  of 
vieight  Wi,  againU  a  mean  retiatance  of  R  lbs. 

First,  assume  the  timber  to  be  fixed  in  position. 

Let  ui  be  tlie  common  velocity  acquired  by  tlie  hammer  and  nail. 

(IPi  +  W,)  ~  -  energy  expanded  in  overcoming  R, 

-Sx-  ■' CD 

Wi  Wi+Wt 

But  — n- change  of  momentum- iti (2) 


tad  tite  time  of  the  penetration  ~— ^  ~^~ Bee (4) 

Second,  let  the  timber  be  free  to  move,  and  let  ui  be  the  common  velocity 
acquired  by  the  hammer,  nail,  and  timber. 

(fFi  +  IFi)— -energy  expended  in  overcoming  £  p^us  the  energy  expended 

in  producing  the  velocity  u* 

-Rx  +  iW,+W.  +  W,)^ (5) 

o^  W,      W,  +  W,        W,+W»+W^ 

But  — u- ui- Uf (6) 

9  0  9  ^  ' 

HenOD,  substituting  these  values  of  ui  and  ui  in  eq.  (5), 

ff.'lT.  o' 

(W.  +  PFd(B'.+Tr,+B'.)2?"™'' (^ 

also,  the  time  of  the  penetration 
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and  the  distance  through  which  the  timber  movea 


2'     {W,  +  W,  +  W,y2gR" 


Ex.  6.  An  accumulator,  loaded  to  a  premwe  of  750  Km.  per  gqtiare  inch, 
has  a  ram  of  21  ins.  diameter  vith  a  ttroke  of  24  ft.  How  much  H.P.  can  be 
obtained  for  a  period  of  50  aecondaf 


-226.8. 

Ex.  7.  Ten  thottaand  SO-uutt  incandestxnt  and  two  hundred  and  fifty  450- 
wait  arc  lamps  are  to  be  supplied  with  power  from  a  waterfall,  20  mt^  away, 
having  an  effective  head  of  40  ft  The  efficiency  of  the  converting  apparatus  is 
92  per  cent,  of  the  turbine  85  per  cent,  and  the  losses  are  5  per  cent  between  the 
lamps  and  converters  at  the  receiving  end  of  the  transmission,  10  per  ceiU  on  the 
line,  and  10  per  cent  in  the  generators  and  transformers  between  the  line  and  the 
turbine-shaft.     Find  the  necessary  flow  of  water  per  how. 

The  total  watts  required-{50.10000+450.250)WW-W-W-W- 
Hence,  if  Q  is  the  water-supply  in  cubic  feet  per  second, 

fi^l  O    ^     HP  -6^2^         (100)' 
**''*"'^"550    "■*^-        746      ffi-SS-aS-M' 

and  e -300-175  c.f/sec., 

and  the  supply  in  cubic  feet  pfer  hour 

-60 -60  Q- 1,080,630. 

Ex.  8,  A  1-oz.  bullet  moving  with  a  velocity  of  800  ft.  per  second  Strikes  a 
target  and  is  stopped  dead  in  the  space  of  fijinch  {j?-32}.    Then 

i-ft-^-iSOOy-R'-h-i'i; 

and  A',  the  mean  resistance  overcome  by  the  bullet, -5000  lbs.    The    time 
in  which  the  bullet  is  brought  to  rest 

momentum    A  -in  -800        1 


force  5000         3200 

Ex.  9.  A  volume  of  water  of  length  I  feel  moves  along  a  pipe  with  a  velocUy 
of  V  f/s  and  is  quickly  and  uniformly  shut  off  by  the  closing  of  a  valve.  Fird 
the  increase  in  the  pressure  per  square  inch  near  the  valve. 

If  p  is  the  increased  pressure  per  square  foot,  and  t  sees,  the  interval  in 
which  the  clonng  is  effected, 

pt-momentum  of  the  fluid  mass 
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Ex.  10.  A  weight  of  W  poundi  of  water  passes  through  a  turbine  uAeel 
jrom  a  to  f.  It  enters  at  a  with  a  velocity  of  Vi  f/a  in  a  direction  inclined  at 
m  angle  of  90°-r  to  the  radius  Oa-r,.  It  leaves  at  f  with  a  velocity  of  v^  f/s 
in  a  direction  fh  inclined  at  an  angle  S  to  the  radiut  Of  —  ri.  If  tuts  the  angular 
relodly  of  the  wheel,  find  the  work  done  every  second  by  the  water  on  the  wheel. 

Let  pi,  pi  be  the  perpeadiculars  from  the  axis  0  upon  the  directions  of 
,  vt,  respectively.    Then 


IT 


(ihpi—Dipi)- change  of  angular  momentiun  per  aec.  between  a  and  / 


—M,  the  moment  of  impidte. 
Therefore  the  work  done  in  foot-pounde  per  second 


Let  v'^  be  the  component  of  n  along 


Let  v^  be  the  component  of  t>i  along     t^ 

ihe  tai^ut  at  /. 


Then    p,v,~PiV^aecT-r,v^ 

^  />  ^ 

//'*' 

and           ft»,-p,<'coseca-r,t(;, 

f:.—,-^.-— 

Pis.  287 

.M<^-^o,(rX~r^vZ 

) 

-- -(«i"i-i*»t>;;), 

where  Ui— rii"  and   vi— riu,  are  the  peripheral  lineal  velocities  at  a  and  / 
respectively. 

The  components  v^  and  v'^  are   usually  called   the  whirling   velocities. 

Ex.  11.  An  ice-yacht  travels  in  the  direction  of  its  keel  wUk  a  velocity  of 
t  //I  under  the  action  oj  a  wind  blowing  with  a  velocity  of  w  f/s  in  a  direction 
Kuikins  on  angle  P  with  the  ked.     The  sail  is  set  at  an  angle  a  loilh  the  keel, 
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and  it  t»  ateumed  that  there  it  no  reaitiance  to  motion  along  the  ked.  Find  the 
maximum  speed  oj  the  yadU. 

In  Fig.  288,  t&ke  OA  ~v  and  BO-w.  Then  AB  is  the  apparmt  or  relafive 
velocity  of  the  wind. 

The  yacht  will  be  moving  at  full  speed  when  AB  is  parallel  to  tho  sail  OD, 


and  the  components  of  the  velodtiee  of  the  wind  (OB)  and  the  sail  (^10)  at 
right  angles  to  the  scul  are  then  equal. 

Therefore  usin  a-wsin  (j9-«). 

For  given  values  of  w  and  a,  o  is  a  maximum  when  j9  -90°,  and  then 

vsina-iccoea, 

or  v-wcota. 

The  velocity  of  the  boat  to  windward 


which,  for  a  given  set  of  sail,  is  greatest  when 

2^-0-90°  or    ^-45° +y. 
Thus  the  maxinium  speed  to  windward 

-^(coseca-l). 

Ex.  12,  The  charge  of  powder  for  a  21-ton  breechloader  vnlk  a  9-ton  carriage 
is3O0lba.;  theweightof  lhepro}eciileia5(X>lbs.,iitdiameteris  IQ  in,,  and  He  radius 
oj  gyration  3.535  in.;  Ike  mvezle  velociiy  is  2020  ft.  per  sec;  the  velocity  oj  recoil, 
l&i  jt.  per  sec;  the  gun  is  rifled  so  thai  the  projectiie  makes  one  turn  in  40  calibres. 

Total  energy  of  explosion -enei^  of  ahot+energy  of  recoil; 
Energy  oj  thot-eaetgy  of  translation  +  energy  of  rotation 

500    (2020)'     500    1^   / _kH    2020\  Y3.535\  ' 
~32.2        2  32.2  2    \  ,V     40.1*'    V    12   / 

-31680124.2  +  97758.6 
-31777882.8  ft.-lbs.; 
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Energy  oj reccnl-^^^^  (1^*-330652.1  ft.-lba. 

Hence,  if  C  be  the  enei^  of  1  lb.  of  powder, 
C-300 -31777882.8+330652.1 
-32108534.9  ft.-lbs., 
md  henee  C-107028,45  (t.-lb8.-47.7  ft.-tonB, 

Ex.  13.  LetWbetJte  weight  of  a  fy-wheel  in  pounds,  and  let  iti  maximum 

and  minimum  anguiar  vdocUies  he  lu,,  lu,,  respectively.  The  motion  being<meof 
rotation  only,  the  energy  stored  up  mften  the  velocUy  rises  from  ai,  to  ii,,  or  given 
out  when  it  falls  from  lui  to  lu,,  is 

ti,  ri  being  the  linear  velocities  corresponding  to  it,,  v>,,  and  k  being  taken 
equal  to  the  mean  radius  of  the  wheel. 

It  is  usual  to  specify  that  the  variation  of  velocity  is  not  to  exceed  a  cer- 
tain fractional  part  of  the  mean  velocity. 

Let  V  be  the  mean  velocity,  and  —  the  fraction.     Then 


Hence  the  work  stored  or  given  out  — . 

9    ^ 

Ex.  14.  An  engine  weighing  64  Urns  travels  round  a  curve  of  1000  /(.  radiua 
>U  the  rate  of  45  miles  per  how.  Find  the  hortzonlal  Ihntel  on  Ike  rails,  and  also 
j^Tut  the  direction  and  magnitude  of  the  ruuAont  thrust. 

Ti^hori^onlalthruslinpo,ind.~^^2S^^4-i^^^^y-17,i24. 
'^  32       lOOOV  60X60  / 

The  vertical  weight  in  pounds -64X2000 -128,000. 

Therefore  the  resultant  thrust  is  inclined  to  the  vertical  at  an  angle  whose 

Tbe  resultant  thrust  in  pounds 


-VC17,424)'  + (128000)'- 129,181. 

Ex.  15.  Find  the  total  kinetic  energy  of  a  system  of  rigidly  connected  heavy 
porticZes  revolving  about  a  fixed  axis  urith  a  uniform  angular  velocity  at. 
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,  W,.  .,Wm  be  tile  weights  of  the  particles  in  pounds,  and 
Xn  be  the  distaaces,  respectively,  of  the  particUe  from  the 


Let  W, 
let  X,  X,,  X 
fixed  axis. 

The  kinetic  energies  of  the  several  weights  are 


1  i 


1  T 


Therefore  the  total  kinetic  energy 


2  \9  g  g      I 


a.'/ 


ik<.y, 


1  being  the  moment  of  inertia  of  the  system,  and  k  the  radius  of  gyration. 
10.  Inertia — Balancing, ^ — Newton's  First  Law  of  Motion,  called 
also  the  Law  of  Inertia,  states  that  "a  body  will  continue  in  a  state 
of  rest  or  of  uniform  motion  in  a  straight  line  unless  it  is  made  to 
change  that  state  by  external  forces." 

This  property  of  resisting  a  change  of  state  is  termed  inertia, 
and  in  dynamics  is  always  employed  to  measure  the  quantity  of 
matter  contained  in  a  body,  i.e.,  its  mass,  to  which  the  inertia  must 
be  necessarily  proportional.  Thus,  to  induce  motion  in  a  body, 
energy  must  be  expended,  and  must  again  be  absorbed  before  the  body 
can  be  brought  to  rest.  The  inertia  of  the  reciprocating  parts  of  a 
machine  may  therefore  heavily  strain  the  framework,  which  should 
be  bolted  to  a  firm  foundation,  or  must  be  sufficiently  massive  to 
counteract  by  its  weight  the  otherwise  unbalanced  forces. 

Ex.  IS.  Consider  the  case  of  a  direct-acting  horizontal  steam-engine,  Fig.2R9. 
-I   At  any  jpven  instant  let  the  craijt  OP  and 
''     !     the  connecting-rod  CP  make  angles  9  and 
4;  respectively,  with  the  line  of  stroke  AB. 
:         Let  V  be  the  velocity  of  the  crank-pin 
centre  P,  and  let  u  be  the  corresponding 
piston   velocity,   which   must  evidently   be 
the  same  as  that  of  the  end  C  of  the  con- 
necting-rod. 


Fig.  289. 
Let  OP  produced  meet  the  vertical  through  C 
At  the  moment  under  consideration  the  points  C  and  P 
7  as  an  intlantaneous  centre.    Therefore 

II     /C^8in(C  +  0) 


e  turning  about 
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Let  W  be  the  weight  of  the  reciprocating  parta,  i.e.,  the  piston-head,  i»aton- 
rod,  cross-head  (or  motion-block),  and  a  portion  of  the  connecting-rod. 
Assume  (1)  that  the  motion  of  the  crank-pin  centre  is  uniform ; 

(2)  that  the  obUquity  of  the  connecting-rod  may  be  disregarded 
without  senmble  error,  and  hence  ^  -0. 
Draw  PJV  perpendicular  to  il£,  andUt  0^-x;  OAT  is  equal  to  the  distance 
of  the  piaton  from  the  centre  of  the  stroke,  corresponding  to  the  position  OP 
of  the  crank. 

The  kinetic  energy  of  the  recifvocating  parts 


i'  sin'  9 


flM' 


r  being  the  radius  OP. 

Therefore  the  change  of  kmelic  enetyy,  or  work  done,  corresponding  to  the 
values  Xi,  xt  of  x, 


Wv'/x,*-xt\ 
~  g   2\     r'     }• 


Let  R  be  the  m«an  pressure  which,  acUng  during  the  same  interval,  would 
do  the  same  work.    Then 


Hence,  in  the  limit,  when  the  interval  is  indefinitely  small,  xi-zi— z,  and  the 
IvesBure  corresponding  to  z  becomes 

This  is  the  presture  dvc  to  iftertia,  and  may  be  written  in  the  form 


C  I -^  j  being  the  centrifugal  force  of  W  assumed  concentrated  at  the 

CTank-[Hn  centre.  A  is  a  ma:rini«m  and  equal  to  C  when  x-r,  i.e.,  at  the 
points  A,  B,  and  its  value  at  intermediate  points  may  be  represented  by  the 
vertical  ordinatea  to  AB  from  the  straight  hne  EOF  drawn  so  that  AE-BF 
-C.  In  low-speed  engines  C  may  be  so  small  that  the  effect  of  inertia  may 
be  disregarded,  but  in  quick-running  en^nes  C  may  become  very  large  and 
the  inertia  of  the  reciprocating  parts  may  give  rise  to  excessive  strains. 

Another  force  acting  upon  the  crank-shaft  is  the  centrifugal  force  of  the 
crank,  crank-pin,  and  of  that  portion  of  the  connecting-rod  which  may  be 
nipp<»ed  to  rotate  with  the  crank-pin. 
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Let  uiheihB  weight  of  the  maee  concentrated  at  the  crank-|Hn  centre  vbicb 
Trill  produce  the  same  centrifugal  force  as  these  rotating  pieces  (i.e.,  wr  -sum 
of  products  of  the  weighta  of  the  several  pieces  into  the  distanees  of  their 
centres  of  gravity  from  0). 

The  centrif»«al  force  of  to— . 

9   r 
Thus  the  total  maximum  prewure  on  the  crank  shaft 

,    9  r     gr  g 

<u  being  the  uniform  angidar  velocity  of  the  crank-pin. 

This  i^essure  may  be  counteracted  by  placing  a  suitable  balance-wdght 
(or  weigbts)  in  such  a  position  as  to  develope  in  the  opposite  direction  a  cen- 
trifugal force  of  equal  magnitude. 

Let  Wi  be  such  a  weif^t,  and  R  its  distance  from  0.    Tlien 

RW,~  "riW +w)—, 
or  RW,-r(W+v}), 

from  which,  if  £  is  ^ven,  Wi  may  be  obtained. 

During  the  firet  half  of  the  stroke  an  amount  of  eneigy  represented  by 
the  triangle  AEO  is  abtorbed  in  accelerating  the  reciprocating  parts,  and  the 
xame  amount,  represented  by  the  triangle  BOF,  is  given  out  during  the  second 
half  of  the  stroke  when  the  reciprocating  parts  are  being  retarded. 

During  the  up-stroke  of  a  vertical  engine  the  weights  of  the  reciprocating 
parts  act  in  a  direction  opposite  to  the  motion  of  the  piston,  while  during  the 
down-strolce  they  act  in  the  same  direction. 

In  AE  produced  (Big.  290)  take  EE'  to  represent  the  weight  of  the  recip- 
£'  rocating  parts  on  the  same  scale  as  AE  represents  the 

EkC^|^«,0'  pressure  due  to  inertia.     Draw  E'O'F'  parallel  to  EOF. 

*' — ^~^^^^S^;;==qc'       During  the  upstroke  the  ordinates  of  E'O'  represent 
^'"'""-Jp  the  pressures  required  to  accelerate  the  reciprocating 
Fig.  290.  parts,  the  pressures  while  they  are  retarded  being  repre- 

sented by  the  ordinates  of  O'F'. 
The  case  is  exactly  reversed  in  the  down-stroke. 

N.B. — The  formula  R"C—  may  be  easily  deduced  as  follows: 


Wdu 

1  dt 


—  -J-  —accelerating  force  —force  due  to  inertia 

-Hi-ci. 
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Ex.  ]  7.  Con^der  a  double-cylinder  engine  with  two  cmnka  at  right  an^es 
uid  let  d  be  the  distance  between  the  centre  liuea  of  the  cylindera  (fig.  292). 


The  [veasuree  due  to  inertia  transmitted  to  the  cnuk-pins  when  one  of  the 
cranks  makes  an  angle  9  with  the  line  of  stroke  are 

Pi-Ccoafl    and    P,-CMn9. 

These  are  equivalent  to  a  single  alternating  force 

P-C(co8fl±einS) 

artbg  half-way  between  the  Unea  of  stroke,  together  with  a  couple  of  moment 


mpleai 


I  twice  reversed  in  each  revolution,  and  their  oiaxi- 


Pm^-C\/2     and    Af„™,.-Hs/2. 

In  order  to  avoid  the  evils  that  might  result  from  the  action  of  the  force 
and  couple  at  high  speeds,  suitable  weights  are  introduced  in  such  po3iti<Ki8 
that  the  centrifugal  forces  due  to  their  rotation  tend  to  balance  both  the  force 
and  the  couple.  For  example,  the  weights  may  be 
placed  upon  the  fly-wheel  of  a  stationary  engine,  or, 
again,  upon  the  driving-wheels  of  a  locomotive. 

Let  a  balance-weight  Q  be  placed  nearly  diamet-/ 
rically  opposite  to  the  centre  of  eadi  crank-pin  (Fig.  293),  I 
and  let  A  be  the  distance  from  the  axis  to  the  centre  of  \ 
gravity  of  Q. 

Let  B  be  the  horizontal  distance  between  the  balanee- 
wei^ta. 

The  centrifugal  force  F  due  t^  the  rotation  of  Q 

_Q  (velodtyofQ)' ^Q  J_  ft'^^,  _0 B p, 
~g  R  g  R  r'        gr'   ' 
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aad  this  force  F  is  equivalent  to  a  single  force  F  acting  h&lf-way  between 

the  weights  and  to  s  couple  of  moment  F-r.    Let  4>   ^ 

the  angle  between  the  radius  to  a  balance-weight,  and  the 
common  luaector  of  the  angle  between  the  two  cranks 
(Fig.  294). 

Since  there  are  two  weights  Q,  there  will  be  two  couples 

each  of  moment  F—,  and  two  forces  each  equal  to  F  acting 
Flo.  294.  2 

half-way  between  the  weights,  the  angle  between  the  axes 
of  the  couples  being  180°— 2^  and  that  between  the  forces  being  2^.  The 
moment  of  the  resultant  couple  is  Fe  sin  ^,  and  its  axis  bisects  the  angle 
between  the  axes  of  the  separate  couples;  the  resultant  force  parallel  to  the 
line  of  stroke  —2F  cos  ^. 

Q  and  ^  may  now  be  chosen  so  that 

2F  cos  <P  —maximum  altemaUng  force  — C's/Z, 
and  Fennip  —maximum  alternating  couple  —-^\/2, 

Theo  tan  ^  -— , 

or  ^^v'-K£±  l£l£- 

g  r'        g   r   e\     2    ' 

and  therefore  Q-EZ  J^llfll. 

Ex.  18.  Again,  the  prttawt  C  ata  dead-point  may  be  balanctd  by  a  weight  Q 
diamebically  opposite. 

If  A  is  the  radius  at  the  weighUcirole,  then 

and  therefore  ^~'^^- 

The  weight  Q  may  be  replaced  by  a  weight  Q^4~  on  the  near  and  a  wd^t 


be  two  wdghts  90°  apart  on  each  wheel,  vis.,  Q^^—  in  line  with  the  crank  and 
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(f-^-     These  two  wdghte,  again,  may  be  replaced  by  a  single  weight  B  whose 

centrifugal  force  is  the  resultant  of  the  centrifugal  forces  of  the  two  weights. 
Thua 

\gR/   "U   2e   RJ   ^Kg   2e  «/ ' 
v'  being  the  lineal  velocity  at  the  circumference  of  the  weight-circle. 
Therefore  B'-Q^-—, 

e\     2 
If  (t  is  the  angja  between  the  radius  to  the  greater  woght  Q-^—  and  the 
crank  radius, 

g  2e  B     e-d 
f    2e  R 
Sou. — la   outside^lulder    engiiies    e-d    is    approziiiiatd7   nU,    Bud 
B-Q-W^. 

II.  CoxTM  of  Pifton  Velocity. — Consider  the  engine  in  Ex.  16. 


Let  CP  produced  intersect  tlie  vertical  through  0  in  7*,  and 
in  OP  take  OT-OT. 

The  piaton  velocity  u  and  the  velocity  V  of  the  cranlc-pin  centre 
are  eouuected  hy  the  relation 


«_    Bin  (9+^)    OT    OP 
v'     C08#     'OP'OP' 
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If  the  velocity  v  is  assumed  constant,  and  if  it  is  represented  by  OP, 
then  on  the  same  scale  OT'  will  represent  the  piston  velocity  u. 
Drawing  similar  lines  to  represent  the  value  of  u  for  every  position 
of  the  crank,  the  locus  of  T'  will  be  found  to  consist  of  two  closed 
curves  OGS,  OHT,  called  the  polar  curves  of  piston  vdocUy.  They 
pass  through  the  point  0  and  through  the  ends  S  and  T  of  the  ver- 
tical diameter.  On  the  side  towards  the  cylinder  they  lie  outside 
the  circles  having  OS  and  OT  as  diameters,  while  on  the  side  away 
from  the  cylinder  they  lie  inmde  the  circles.  If  the  coauecting-rod 
is  BO  long  that  its  obliquity  may  be  disregarded, 

^-0,    u  —  vsaiS, 

and  the  curves  coincide  with  the  circles. 

A  rectangular  diagram  of  velocity  may  be  drawn  as  followp . 


Upon  the  vertical  through  C,  Fig.  296,  take  CL-OT;  the  locus 
of  L  is  the  curve  required  for  one  stroke,  A  similar  curve  may 
be  drawn  for  the  return-stroke  either  below  MN  or  upon  the  pro- 
longation NR{=MN)  of  MN. 

If  ^e  obliquity  of  the  connecting-rod  is  neglected,  the  curves 
evidently  coincide  with  the  semicircles  upon  MN  and  NR,  MN 
{—NR)  defining  the  extreme  positions  of  C.  The  obliquity,  how- 
ever, causes  the  actual  curve  to  fall  above  the  semicircle  during 
the  first  half  of  the  stroke,  and  below  during  the  second  half. 

Again,  let  the  connecting-rod  (l)-n  cranks  (r).    Then 


and  by  eq.  (1), 


sing    'l_ 
am  <p    r 


ii-tj(sin  5+coa  0  tan 
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Ti  the  obliquity  ia  very  small, 

tan  ^  -  mn  ^  — ,  approximately, 

/ .    ^    mxefsoe0\      / .    .    an2ff\ 
and  therefore       «-»(8mtf+  - — —  l-uleinffH — - — 1. 

12.  CuiTfl  of  Crank-rffort. — The  crank-effort  F  for  any  poeition 
OP  of  the  crank  is  the  component  along  the  tangent  at  P  of  the 
thrust  along  the  connecting-rod. 


therefore 


This  thruflt- tT 

CO8  0' 


If  the  pressure  P  upon  the  piston  is  constuit,  and  if  it  is  rep- 
resented by  OP,  then,  on  the  same  scale,  OT',  Fig.  297,  will  rep- 
resent the  crank-effort.  Thus  the  curves  of  piston  velocity  already 
drawn  may  also  be  taken  to  represent 
curves  of  crank-effort.  If  the  pres- 
sure P  is  variable,  as  is  usually  the 
case,  let  OP,  the  crank  radius  repre-  ■ 
sent  the  initial  value  of  P.  After  , 
expansion  has  begun,  take  OP'  in  OP, 
tor  any  position  OP  of  the  crank,  to 
represent  the  corresponding  pressure 
which  may  be  directly  obtained  from 
the  indicator-diagram.  Draw  P'T'  parallel  to  PT,  and  take 
OT"  —  OT'.  Then  OT"  will  represent  the  required  crank-effort,  and 
the  linear  and  polar  diagrams  may  be  drawn  as  already  described. 

13.  Curves  of  Energy — Fluctuation  of  Enei^. — In  the  curve  of 
erank-effort  as  usually  drawn,  the  crank-effort  for  any  portion  OP 
of  the  crank  is  the  ordinate  S'H,  the  abscissa  DH  being  equal  to 
the  arc  AP,  i.e.,  to  the  distance  traversed  by  the  point  of  applica- 
tion of  the  crank-effort.    Thus,  DSE  and  EVG  being  the  curves, 

Z>^-£G-semicircumference  of  crank-circle -w. 


Fia.  297. 
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If  the  obliquity  is  neglected,  the  curves  of  crank-effort  Me  the 
two  curves  of  sines  shown  by  the  dotted  lines. 

The  area  DS'H  also  evidently  represents  the  icork  dom  as  the 


.;i<r 

ZT'^^'-isi 

,^^ 

r-^ 

S'j 

/" 

\ 

/"      1 

\ 

crank  moves  from  OA  to  OP,  and  the  total  work  done  is  represented 
by  the  area  DSE  in  the  forward  and  by  EVG  in  the  return  stroke. 
Let  Fo  be  the  mean  crank-effort.    Then 

FoX2nr-2Px2r, 

assuming  P  to  be  constant. 

2P 
Therefore  Fo- — ■ 

Draw  the  horizontal  line  1234S67  at  the  distance  —  from  DEG, 

and  intersecting  the  verticals  through  D,  E,  and  C  in  I,  4,  and  7, 
and  the  curves  in  2,  3,  5,  and  6.  The  engine  may  be  supposed  to 
work  against  a  constant  resistance  R  equal  and  opposite  to  the  mean 
crank-efTort  Fq. 

From  Z>  to  2,  fl>  crank-effort,  and  the  speed  must  therefore 
continually  diminish. 

Frcon  2  to  3,  J2<  crank-effort,  and  the  speed  must  continually 
increase. 

Thus  2  is  a  point  of  nun.  velocity,  and  therefore  also  of  min. 
kinetic  enet^. 

From  3  to  £^,  A  >  crank-effort,  and  the  speed  must  continually 
diminish. 

Thus  3  is  a  point  of  max.  velocity,  and  therefore  also  of  max. 
kinetic  eneigy. 

Similarly,  in  the  retum-etroke,  5  and  6  are  points  of  min.  and 
max.  velocity  respectively. 
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The  change  or  fiuctuation  of  kinetic  energy  from  2  to  3  -  area  283, 
bounded  by  the  curve  and  by  23. 

The  fluctuation  from  3  to  5 -area  3£^5,  bounded  by  35  and 
by  the  curve. 

F    Fr 

Again,  since  p-p-,  the  ordinates  of  the  curves  may  be  taken 

to  represent  the  moments  of  crank-effort,  and  tiie  abscissse  are  then 
the  corresponding  values  of  d. 

The  work  done  between  A  and  any  other  position  P  of  the  crank- 
pin 

fr,   «      r>     r*l  ■     a        sin  ff  COS  i9    \  ^„ 
~  I  FrdB-Pr  I      sin  g  +  -^       .        W 

-Pr(l-  cosd-^n-s/v?-  sin*  5). 

If  there  are  two  or  more  cranks,  the  ordinates  of  the  crank- 
eftort  curve  will  be  equal  to  the  algebraic  sums  of  the  several  crank- 
eRorts.  For  example,  if  the  two  cranks  are  at  right  angles,  and  if 
Fi,  ^'2  are  the  crank-efforts  when  one  of  the  cranks  {F{)  makes  an 
.ingle  6  with  the  line  of  stroke, 

.and 

„      „/       „    Bin25\ 

Therefore      Pi+P'2-J'(sin^+  cos  d)  -  combined  crank-effort, 

P  being  supposed  constant. 

Note. — In  the  case  of  the  polar  curves  of  crank-effort,  if  a  circle 

2P 
is  described  with  0  as  centre  and  a  radius  -  mean  crank-effort  -  — , 

it  will  intersect  the  curves  in  four  pointa,  which  are  necessarily 
points  of  max.  and  min.  velocity. 

EXAMPLES. 

I.  A  stone  wrighing  8  oz.  falU  for  5  seconds.  What  is  its  momentum,  and 
what  force  will  atop  it  in  3 seconds?  Ana.  80;  Ij  Ibe. 

1.  What  force,  acting  for  6  seconds  on  a  mass  of  12  lbs.,  will  change  its 
velodty  from  200  to  320  ft.  per  second?  Ana.  TJ  Ibe. 
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3.  The  velocity  of  a  body  is  observed  to  increase  by  four  miles  per  hour  in 
every  minute  of  its  motion.  Compare  the  force  acting  on  it  with  the  force  of 
gravity.^  Atu.  11  to  3600. 

4-  A  railway  train  whoee  masB  b  100  tons,  moving  at  the  rate  of  a  mile  a 
minute,  is  brought  to  rest  in  10  seconds  by  the  action  of  a  uniform  force. 
Find  how  far  the  train  runs  during  the  time  for  which  the  force  is  apjdied. 
Also  determine  Uie  force,  stating  the  units  employed. 

Am.  440  ft.;  27J  tons.     . 

5.  If  the  unit  of  masa  is  the  mass  of  12  lbs.,  and  the  unita  of  length  and 
time  are  14  ft.  and  12  seconds  respectively,  find  the  measures  of  the  mass, 
velocity,  and  momentum  of  a  body  which  weighs  1  cwt.  and  is  moving  mth  a 
velocity  of  35  ft.  per  second. 

Aim.  mas8-9J;  velocity -30;  momentum -280. 

6.  A  goods  truck  of  6  tons,  travelling  at  3  miles  an  hour,  collides  with  another 
truck  at  rest,  and  both  move  on  together  at  2  miles  an  hour.  Find  the 
masa  of  the  second  truck.  Aim.  3  tons. 

7.  Find  the  average  force  which  will  bring  to  rest,  in  2  ft.,  an  ounce  bullet 
moving  at  the  rate  of  1500  ft.  per  second.  How  long  will  it  take  to  bring  it  to 
rest?  .^/o" 

Ant.  351^  poundals;  -^r^secs. 

8.  A  man  of  12  stone  weight  dimbe  up  a  mine-shaft  800  ft.  deep  by  a  lad- 
dy .     What  work  does  he  do?     K  he  exerts  i  horse-power,  how  long  will  he  be? 

Ana.  134,400  ft.-Ibs.;   20 ft- minutes. 

9.  A  shot  is  fired  from  a  gun,  which  is  fixed,  with  a  certain  charge  of  powder. 
If  the  quantity  of  powder  be  quadrupled,  in  what  proportion  will  the  velodty 
of  the  shot  be  increased?  Ans.  Doubled. 

10.  A  body  falling  from  a  mast  took  ,25  second  to  fall  from  the  hatchway 
to  the  bottom  of  the  hold,  a  distance  of  20  ft.  From  what  height  did  it  fall 
and  with  what  velocity  did  it  strike?  Ans.  llOi  ft;  84  f/s. 

11.  A  train  going  at  the  rate  of  45  miles  an  hour  takes  half  a  minute  in 
passing  another  train,  230  yards  long,  going  in  the  same  direction  at  the  rate 
of  15  miles  an  hour.     What  is  the  length  of  the  first  train?    An*.  210  yards. 

II.  A  train  215  yards  long,  going  at  the  rBt«  of  55  miles  an  hour,  takes 
10  seconds  in  passing  another  train  going  in  the  opposite  direction,  at  the 
rate  of  35  miles  an  hour.     What  is  the  length  of  the  second  train? 

Ana.  225  yards. 

i3.  Just  as  a  tramcar  reaches  a  man  standing  by  the  tramway  it  has  a 
vdocity  of  8^  ft.  per  second;  the  man  takes  hold  of  and  mounts  the  car.  What 
change  of  velocity  takes  place,  the  weights  of  the  car  and  man  being  1  ton 
and  10  stone  respectively?  Ans.  8  f/s. 

14.  One  hundred  and  fifty  pounds  is  drawn  up  the  shaft  of  a  coal-pit, 
and,  starting  from  rest,  acquires  a  velotnty  of  3  miles  an  hour  in  the  first 
minute.  Assuming  that  the  acceleration  is  uniform,  find  how  heavy  the  mass 
appears  to  one  drawing  it  up.  Ans.  150H  lbs. 

15.  A  train  of  100  tons,  running  on  a  level  line,  is  kept  going  by  the  loco- 
motive at  a  uniform  pace  of  50  miles  per  hour;  the  steam  is  suddenly  shut 
off,  and  the  train  comes  to  rest  after  it  has  travelled  2  miles  farther.     What 
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was  the  force  applied  t^  the  locomotive  to  the  train,  suppoeing  the  resistance 
of  the  rail  and  air  to  be  constant?  Ana.  A  weight  of  Hit  ton. 

i6.  If  a  700-lb.  shot  be  fired  from  a  TS-ton  gun  with  a  speed  of  1200  feet 
per  second,  find  the  speed  of  recoil  c^  the  gun.  Ant.  5  f /s. 

IT-  What  fwoe  must  be  api^ed  tor  one  tenth  of  a  second  to  a  mass  of 
10  tons  in  cvdm  to  produce  in  it  a  velocity  <4  3S40  ft.  per  minuteT  What 
would  be  the  energy  of  the  mass  so  moving? 

Ana.  Aw^ghtof200tona;  640  ft. -tons /sec 

i8.  A  bullet  moving  at  the  rate  of  1100  ft.  p6r  second  passes  through 
a  thin  piank,  and  comes  out  with  a  velocity  of  1000  ft.  per  second.  If  it  then 
passes  through  another  plank  exactly  like  the  fcs'mer,  with  what  velocity 
will  it  come  out  of  this  second  plank?  Ana.  100V79f/B. 

19.  A  shot  of  600  lbs.  is  fired  from  a  10-ton  gun  with  a  velodty  of  1000 
ft.  per  second.  If  the  mass  of  the  powder  be  neglected,  find  the  velocity  of 
reooiL  Ana.  26.8f/s. 

ao.  A  bullet  whose  mass  is  I'oz.  is  fired  witha  velodty  of  1210  ft.  per 
second  into  a  mass  of  I  cwt.  of  wood  at  rest.  What  is  the  velocity  with  which 
the  wood  be^na  to  move?  Ana.  8.0DSin./6. 

ai.  An  ISOO-lb.  shot  moving  with  a  velocity  of  2000  ft.  per  second  im- 
pinges on  a  i^te  of  10  tons,  passes  through  it,  and  goes  on  with  a  velocity 
(^  400  ft.  per  second.    If  the  plate  be  free  to  move,  find  its  velocity. 

Ana.  12.857  f/s. 

aa.  To  find  the  velodty  of  an  S-lb.  shot  that  will  just  penetrate  an  armor- 
plate  10  ins.  thick,  the  resistance  bdng  84  tons.  If  the  velodty  of  the  shot 
be  doubled,  what  must  be  the  thickness  of  the  plate  in  order  that  the  shot 
may  only  just  penetrate  it?  Ana.  1120  f/s;   40  ins. 

33.  Tbe  velodty  of  flow  of  water  in  a  Bervioe-[npe  48  ft.  long  is  64  ft.  per 
second.  If  the  stop-valve  is  doeed  in  }  of  a  second,  find  the  increase  of  pres- 
sure near  the  valve.  ^ru.  375  lbs.  per  sq.  i  1. 

34.  A  body  approaches  an  ofaeerver  with  a  velocity  due  east.  If  the 
observer  moves  due  north  with  an  equal  speed,  in  what  directioo  will  the 
body  appear  to  move?  Aim.  South-east. 

35-  A  horseman  at  full  gallop  fires  at  a  stationary  animah  Show  that 
he  must  aim  behind  the  animal. 

36.  If  the  animal  is  also  running  in  a  paraUel  direction,  show  that  the 
hcHseman  must  aim  in  front  or  behind  according  as  his  speed  is  less  or  greater 
than  that  of  the  animal. 

ar.  Rain  is  faUing  vertically,  and  it  is  observed  that  the  splashes  made 
by  the  drops  on  the  window  of  a  moving  railway  carriage  are  indined  to  the 
verticaL  Explain  tlus,  and  point  out  in  which  direction  the  splashes  are 
indmed. 

If  the  triun  is  also  travelling  at  60  miles  per  hour,  and  the  inclination  of 
the  splashes  to  the  vertical  is  30°,  what  is  the  vdodty  of  the  falhng  drops? 

38.  A  steamboat  is  going  north  at  15  miles  per  h^ur  while  an  east  wind 
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m  bloving  at  5  toilee  per  Iiour.    find  the  angle  the  direction  of  the  Bmoke 
makes  with  the  ship's  keel.  Am.  W.  by  S.  at  cot-'  3. 

>!>.  Knowing  the  direction  of  the  true  wind  and  the  veloaty  and  direo> 
tion  ot  the  apparent  wind  on  a  ship,  as  shown  by  the  direction  of  the  vane 
oa  the  mast,  deternune  the  vdocaty  of  the  ship,  supposing  there  is  no  leeway. 

30.  To  determine  (a)  the  direction  taken  by  the  smoke  of  a  steamer,  (6) 
the  direction  and  vdocity  with  which  the  wind  appears  to  blow  to  a  passenger 
OD  board.    (N.B. — The  smoke  is  carried  along  with  the  wind.) 

31.  A  train  travels  at  the  rate  of  45  miles  an  hour.  Rain  is  falling  verti- 
cally, but  owing  to  the  motion  of  the  train,  the  drops  appear  to  fall  past  the 
window  at  an  angle  tan~'  1.5  with  the  vertdcaL  Find  the  velodty  of  the 
rain  drops. 

3a.  The  rim  of  the  wheel  of  a  centrif ugafpump  moves  at  30  ft.  per  seooiul; 
water  flows  radially  at  5  ft.  per  second;  the  vanea  are  inclined  backward  at 
anangleof  35°  to  therim.  Whatis  the  abeolutovelority  of  the  water?  What 
is  the  component  of  this  parallel  to  the  rim?  Ana.  23.4  f/a;    22.S  t/e. 

33.  Find  tlie  time  in  which  it  is  possible  to  cross  a  road,  of  breadth  100  ft., 
in  a  straight  line  with  the  least  velocity,  between  a  stream  of  vehicles  c^ 
breadth  40  ft.,  following  at  iotervala  of  20  ft.,  with  velocity  5  f/s. 

Ana.  50  seca. 

34.  A  man  stands  on  a  platform  which  is  ascending  with  a  uniform  acceler- 
ation of  6  ft.  per  second  per  second,  and  at  the  end  of  four  seconds  after 
the  platform  has  begun  to  move  he  drops  a  stone.  Find  the  velocity  of  the 
etone  after  three  more  seconds.  Am.  72  f/s. 

35.  A  man  in  a  lift  throws  up  a  ball  vertically  with  a  velocity  of  v  f/s 
and  catches  it  agun  after  t  seconds;  prove  that  the  vertical  acceleration  of 

the  lift  is  3-2-^- 

36.  A  rulway  traia  la  going  at  30  ft.  per  second;  how  must  a  man  throw 
a  stone  from  the  window  so  that  it  shall  leave  the  train  laterally  at  !  ft.  per 
second,  but  have  no  velodty  in  the  direction  of  the  train's  motion? 

Am.  30.03  f/a  at  178°  6'  with  direction  of  train's  motion. 

37.  If  a  bucket  of  water,  weighing  20  lbs.,  is  pulled  up  from  a  well  with 
an  acceleration  of  8  ft.  per  second  per  second,  find,  in  pounds  weight,  the 
force  which  must  be  applied  to  the  rope.  Ana.  25  lbs. 

38.  Find  the  maximum  velocity  of  an  ice-yacht  sidling  at  right  angles 
to  a  wind  of  10  miles  an  hour  if  the  angle  between  the  sail  and  the  keel  is 
Bin~'.6  (neglecting  all  resistances  to  motion  along  the  keel). 

Ans.  13}  f/s. 

39.  Find  the  angle  between  the  sail  and  the  keel  of  the  ice-yacht  if,  when 
the  wind  is  perpendicular  to  the  keel  the  maximum  velocity  of  the  yacht 
is  four  times  the  velocity  of  the  wind.  Ana.  tan-'  25. 

40.  An  ice-yacht  is  sailing  at  right  angles  to  the  wind  at  the  rate  of  20  miles 
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ui  hour.  Its  Bail  makea  with  the  keel  an  angle  of  30°.  flad  the  leut  poe- 
sible  vekxntr  of  the  mad.  Am.  6)\/3  f /b. 

41.  Show  that  it  i>  poaaible  with  ha  ice-boat  to  beat  to  windward  faster 
tli&a  the  wind  ia  blowing  in  an  oppoto  direction. 

Show  alao  tliat  it  i*  quieter  to  beat  to  leeward  instead  of  sailing  dead 
before  the  wind. 

41.  A  steanm  takes  3  minutes  on  the  measured  sea-nule  with  the  tide 
and  4  minutes  against  the  tide;  find  the  speed  of  the  tide  and  the  speed  of 
the  vessel  throng  the  water.  Atu.  17}  knots;  2}  knots. 

43.  A  ship  Buling  north-east  by  compass  throu^  a  tide  running  4  knots 
finds  after  2  bouts  she  has  madegood4miIea  south-east;  detennine  the  direc- 
tion of  the  current  and  the  speed  of  the  ship. 

44-  A  ship  ia  suling  at  6)  knots  directly  towards  a  battery  where  artil- 
lery practice  is  gt^ng  on.  The  man  at  the  helm  observes  the  flash  of  a  gun 
and  hears  the  report  15  seconds  afterwards;  five  minutes  after  the  first  flash 
he  observes  a  second  flash,  and  hears  the  report  12  seconds  afterwards.  Assum- 
ing that  a  sea^nile  is  6080  ft.,  find  the  velocity  of  sound. 

45-  Two  particles  are  started  simultaneously  from  the  points  A  and  B, 
5  ft.  apart,  one  from  A  towards  B  with  a  velocity  which  would  cause  it  to 
reach  B  in  3  seconds,  and  the  other  at  right  angles  to  the  former  and  with 
three  fourths  of  its  velodty.  Find  their  relative  velocity  in  magnitude  and 
direction,  the  shortest  distance  between  litem,  and  fhe  time  at  which  tliey 
are  nearest  to  one  another. 

«6.  From  the  edge  of  a  clifF  two  stones  are  thrown  at  the  same  time,  one 
vertically  downwards  with  a  velocity  of  30  ft.  per  second,  the  other  vertically 
upwards  with  tlie  same  velocity.  The  first  stone  reaches  ttie  ground  in  7} 
Seconds.     How  much  longer  will  the  other  be  in  the  air?    Am.  H  sees. 

47.  A  ateam-en^ne  moves  a  trun  of  maaa  60  tons  on  a  level  road  from  rest, 
and  acquires  a  speed  of  5  miles  an  hour  in  5  minutes.  If  the  same  en^ne 
move  another  train  and  give  it  a  speed  of  7  miles  an  bour  in  10  minutes,  find 
the  mass  of  the  second  train,  (The  mass  of  tbe  engjne  is  included  in  ti>at 
of  the  train,  and  tbe  forces  exerted  by  it  are  tbe  same  in  both  cases.) 

Am.  85f  tons. 

48.  A  force  which  can  just  support  200  lbs.  acts  for  one  minute  on  6000  lbs. 
What  velocity  does  v  produce  in  it7  Am.  64  f/a. 

49.  In  a  ship  soiling  at  16  miles  per  hour  it  is  observed  that  the  direction 
of  tbe  wind  is  apparently  30°  to  the  line  of  keel  and  from  the  bowa;  ita  velo- 
(^ity  is  apparently  4  miles  per  hour.     What  ia  its  true  direction  and  magnitudeT 

Am.  Co9ee-'6.34;    12.69  m/h. 
SO-  The  velocity  of  a  ahip  in  a  straight  course  on  an  even  iceel  ia  81  miles 
an  hour;  a  bail  is  bowled  across  the  deck,  perpendicular  to  the  ship's  length, 
with  a  uniform  velocity  of  3  yards  in  a  second.    Describe  the  true  path  of 
the  ball  in  apace,  and  show  that  it  will  pass  over  45  ft.  in  3  seconds  nearly. 
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51.  A  train  passes  two  men  walking  beside  &  railway  in  3}  seconds  and 
3|  Beconda  respectively;  a  second  train  passes  the  men  in  4f  seconds  and  4^ 
seconds  respectively.  Show  that  this  train  will  overtake  the  first  trun  and, 
if  on  a  diSerent  line,  could  pass  it  completely  in  36  seconds. 

53.  Two  ships,  A  and  B,  of  which  B  bears  from  A  35°  E.  of  N.,  lie  east- 
wards of  a  coast  which  presents  seawards  a  long  vertical  precifHce  running 
N.  and  S.  A  cannon  is  fired  from  B,  and  6  seconds  aftet  the  flash  is  seen  from 
A  the  report  is  heard,  and  7  seconds  later  the  echo  from  the  precii»oe.  Find 
the  distance  of  A  from  the  coast,  assuming  1100  f/s  as  the  velocity  of  sound. 

53.  A  goods  trun  is  running  uniformly  at  \5  m/k ;  a  passenger  trun 
runs  on  a  parallel  line  with  an  average  speed  of  25  m/h,  but  stops  at  a  station 
every  mile  for  1  minute.  The  goods  train  has  a  start  of  1  minute.  When 
and  where  will  the  trains  pass?    Solve  this  problem  graphically. 

54.  A  man  rows  a  boat  throufch  the  water  at  the  rate  of  3  miles  an  hour 
in  a  direction  60°  east  of  north,  in  a  current  flowing  southwards  at  the  rate 
of  li  miles  an  hour.  Show  that  the  boat  will  travel  due  eastwards_and  find 
rate  of  progress.  Ana.  JV3  m/h. 

55.  AB  is  a  given  straight  line,  and  P  a  given  fixed  point  without  it;  a 
particle  Q  moves  along  AB  with  a  given  constant  velocity  When  Q  is  in 
any  assigned  position,  find  its  angular  velocity  with  respect  to  P. 

Ang.  pv/PQ',  V  being  the  constant  velbcity  and  p  the  perpendicular  from 
PioAB. 

56.  A  particle  under  the  action  of  a  number  of  forces  moves  with  a  uniform 
velocity  in  a  straight  line.     What  condition  must  the  forces  fulfil? 

57.  A  lift  is  descending  and  coming  to  rest  with  a  uniform  retardation 
of  4  F.P.S.  units,  A  man  in  the  lift  weighs  out  a  pound  of  tea  with  an  ordinary 
balance,  and  a  poimd  of  sugar  with  a  spring  balance.  How  many  pounds  of 
each  does  he  really  obt^n?  Atu.  1  lb.  of  tea;  i  lb.  of  sugar. 

5B.  A  3-ton  cage,  descending  a  shaft  with  a  speed  of  9  yards  a  second,  ia 
brought  to  a  stop  by  a  uniform  force  in  the  space  of  18  ft.  What  is  the  ten- 
sion in  the  rope  while  the  stoppage  is  occurring?  Ans.  4HI  tons. 

59.  A  1-oz.  bullet  is  fired  with  a  velocity  of  1000  ft.  per  second.  Find 
the  velocity  with  which  a  2-os.  bullet  could  be  fired  from  the  same  rifle  with 
treble  the  (Jiarge  of  powder.  Ans.  1225  f's. 

60.  If  a  14-lb.  shot  leave  the  muzzle  of  a  2-ton  gun  with  a  relative  speed 
of  540  ft.  per  second,  find  the  speed  of  recoil.  Ant.  1.682  f/s. 

61.  A  gun  weighing  5  tons  is  chaiged  with  a  shot  weighing  28  lbs.  If 
the  gun  be  free  to  move,  with  what  velocity  will  it  recoil  when  the  ball  leaves 
it  with  a  velocity  of  100  ft.  per  second?  Atis.  i  f/s. 

63.  A  railway  train  travels  i  mile  on  a  smooth  level  line,  while  its  speed 
increases  imifonnly  from  15  to  20  miles  an  hour.  What  proportion  doea 
the  pull  of  the  engine  bear  to  the  weight  of  the  tnun?  Am.  rffn- 
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IS3.  A  13-ton  gun  recoils  on  being  fired  with  s  velocity  of  10  ft.  per  second, 
and  is  brought  to  rest  by  a  unifonn  friction  equal  to  the  weight  of  A  ton. 
How  far  does  it  recoil?  Ans.  5  ft. 

64.  Detennine  the  charge  of  powder  required  to  send  a  32-lb.  shot  to  a 
range  of  2500  yards  with  an  elevation  of  15°,  supposing  the  initial  velocity 
is  1600  ft.  a  second  when  the  charge  ia  hair  the  weight  of  the  shot,  and  that 
the  initial  energy  of  the  shot  is  proporUonal  to  the  charge  of  powder. 

6S-  A  5-oz.  ball  moving  at  the  rate  of  1000  f/s  pierces  a  shield  and  moves 
on  with  a  veloaty  of  400  f/s;   what  energy  is  lost  in  piercing  the  shield? 

Ans.  4076  ft.-lbs. 

66.  A  half-ton  shot  is  discharged  from  an  81-ton  gun  with  a  velocity  of 
1620  ft.  per  second.  WTiat  will  be  the  velocity  with  which  the  gun  will  be^n 
to  recoil  if  the  mass  of  the  powder  be  neglected?  Will  the  gun  or  the  shot 
be  able  to  do  more  work  before  coming  to  rest,  and  in  what  proportion? 

Ana.  10  f/s;   ehot  doea  162  times  that  of  gun. 

67.  A  ball  weighing  12  lbs.  leaves  the  mouth  of  a  cannon  horizontally 
with  a  velocity  of  1000  ft.  per  second;  the  gun  and  carriage,  together  weigh- 
ing 12  cvrt.,  shde  upon  a  smooth  plane  whose  inclination  to  the  horizon  is 
30°.  Find  the  space  through  which  the  gun  and  carriage  will  be  driven  up 
the  plane  by  the  recoil.  Ans.  4.982  ft. 

68.  The  pressure  of  water  in  a  hydraulic  company's  main  is  750  lbs.  per 
square  inch,  and  the  average  flow  is  25  cubic  feet  per  minute.  What  horse- 
power does  this  represent?  If  the  charge  for  the  water  is  twopence  per  100 
gals.,  what  is  the  cost  per  horse-power  hour? 

69.  An  accumulator  loaded  to  a  pressure  of  750  lbs.  per  square  inch  has 
a  ram  of  21  ins.  diameter,  with  a  stroke  of  24  ft.  How  much  horse-power 
can  be  obtained  for  a  period  of  50  seconds?  Ans.  220.8. 

70.  Find  the  weight  which  will  give  an  average  fluid  pressure  of  750  lbs. 
per  square  inch  in  an  accumulator  with  a  14.4n.  ram  and  a  stroke  of  16  ft. 
How  much  energy  can  be  stored  up? 

Ans.  115,500  lbs.;   1,848^00  ft.-lbs. 

71.  A  steam-pump  raises  11  tons  of  water  15  ft.  high  every  minute.  What 
is  its  horse-power?  Ans.  10. 

7z.  Find  the  horse-power  required  to  raise  a  weight  of  ID  tons  up  a  grade 
of  1  in  12  at  a  speed  of  6  miles  per  hour  against  a  resistance  of  9  lbs.  per  ton. 

A7t3.  31.3. 

73,  Find  the  horse-power  of  an  enipne  that  would  empty  a  cylindrical 
shaft  full  of  water  in  32  hours  if  the  diameter  of  the  shaft  be  S  ft.  and  its  depth 
600  ft.,  the  weight  of  a  cubic  foot  of  water  being  62.5  lbs.  Ans.  30. 

74,  Determine  the  horse-power  transmitted  by  a  belt  moving  with  a  velocity 
of  600  ft.  per  minute,  passing  round  two  pulleys,  supposing  the  difference 
of  tension  of  the  two  parts  is  the  weight  of  1650  lbs.  Ant.  30. 

75,  A  cylindrical  shaft  of  10  ft.  diameter  has  to  be  suidc  to  a  depth  of  100 
fathoms  through  chalk,  the  weight  of  the  chalk  being  143}  lbs.  per  cubic  foot. 
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What  horee-power  is  required  to  lift  out  the  materifd  in  12  working  days  of  8 
hours  each? 

16.  An  engine  is  required  to  raise  in  3  minutes  a  weight  of  13  cwt.  from  a 
pit  whose  depth  is  840  ft.     Find  the  horse-power  of  the  engine.     Ana.  12.35. 

77-  An  accumulator-ram  ia  8.8  ins.  in  diameter  and  has  a  stroke  of  21  ft. 
Find  the  store  of  energy  in  foot-pounds  when  the  ram  is  at  the  top  of  the 
stroke  and  is  loaded  until  the  pressure  is  750  lbs.  per  square  inch. 

Aru.  958^20  ft.-lbs. 

78.  In  a  differential  accumulator  the  diameters  of  the  spindle  are  7  ins. 
and  5  ins.:  the  stroke  is  10  ft.  Find  the  store  of  energy  when  full  and  loaded 
to  2000  Ito.  per  square  inch.  Am.  377,000  ft. -lbs. 

79.  In  a  differential  pren  the  diameters  of  the  upper  and  lower  portions 
of  the  ram  are  6  ins.  and  8  ins.  respectively.  The  pressure  is  1000  lbs.  per  square 
inch.,  and  the  stroke  is  10  ft.  Find  the  load  on  the  accumulator,  the  ninTim'"^ 
store  of  energy,  and  the  store  of  water. 

Atis.  22,000  lbs.;  220,000  ft.-lbs.;  IH  cu.  ft. 

80.  Find  the  horse-power  of  a  fall  where  18,000,000  cu.  ft.  passes  per 
minute,  falling  162  ft.  Ana.  5,522,727. 

81.  A  horizontal  axle  10  ins.  diameter  has  a  vertical  load  upon  it  of  20 
tons,  and  a  horizontal  puU  of  4  tons.  The  coefficient  of  friction  is  0.02.  Find 
the  heat  generated  per  minute,  and  the  horse-power  wasted  in  friction,  when 
making  50  revolutions  per  minute.  Ans.  155  thermal  units;  3.63  H.P. 

8j.  a  3-H.P.  Bteam-crane  ia  found  to  raise  a  weight  of  10  tons  to  a  height 
of  50  ft.  in  20  minutes;  what  part  of  the  work  is  done  against  friction?  If  the 
crane  is  kept  at  similar  work  for  8  hours,  how  many  foot-pounda  of  the  n'ork 
are  wasted  on  friction?  Ans.  Hi  20,640,000  ft.-lbs. 

83.  Find  the  energy  per  second  of  a  waterfall  30  yda.  high  and  J  mile  broad 
where  the  mass  of  water  is  20  ft.  deep  and  has  a  velocity  of  7}  miles  an  hour 
when  it  arrives  at  the  fall.    The  weight  of  water  is  1024  oz.  per  cubic  foot. 

Ans.  496,849.2  ft.-tons/sec. 

84.  A  shaft  560  ft.  deep  and  5  ft.  in  diameter  ia  full  of  water;  how  many 
foot-pounds  of  work  are  required  to  empty  it,  and  how  long  would  it  take  an 
engine  of  3i  horae-power  to  do  the  work?  (N.B.  Of  course  it  is  to  be  assumed 
that  there  is  no  flow  of  water  into  the  shaft.) 

Ana.  192,500,000  ft.-lbs.;  1666^  minutes. 
8s.  Find  the  work  expended  in  rising  the  materials  (112  Iba.  per  cubic 
foot)  for  a  brick  tower  125  ft.  in  height  and  of  24  ft.  external  and  16  ft.  internal 
diameter.     In  what  time  could  the  materials  be  raised  by  a  2i-H.P.  engine? 
Ans.  220,000,000  Ib.-ft.;  44|  hours. 

86.  A  uniform  beam  weighs  1000  lbs.  and  is  20  ft.  long.  It  hangs  by  one 
end,  round  which  it  can  turn  freely.  How  many  foot-pounds  of  work  must  be 
done  to  raise  it  from  ita  lowest  to  its  highest  position?      Ans.  20,000  ft.-lbs. 

87.  Electric  lamps  give  1  candle-power  for  4  watts;  how  many  10-  or 
how  many  16-candle  lamps  may  be  worked  per  electric  horse-power?  The 
combined  efficiency  of  engine,  dynamo,  and  gearing  being  70  per  cent,  what 
is  the  candle-power  available  for  every  indicated  horse-power? 

Ana.   18;  11;  130.55. 
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88.  A  r&at^roQ  fly-wheel  of  36  aq.  ins.  section  and  120  ins.  mean  diameter 
makes  60  revolutions  per  minute.  Find,  approximately,  the  mean  energy 
of  rotation.  Also  find  the  number  of  revolutions  per  minute  after  losing  800 
ft.-lbe.  of  energy.  Arts.  54,424  ft.-lbs.;  59. 

89.  If  the  earth  be  assumed  to  be  spherical,  how  much  heat  would  be 
developed  if  its  axial  rotation  were  suddenly  stopped,  a  unit  of  beat  corre- 
sponding to  778  ft.-lbfl.?  Weight  of  mass  of  earth-10"X6.029  tons;  diam- 
eter of  earth  -8000  miles. 

90.  A  fly-wheel  supported  on  a  horiiontal  axle  2  ins.  in  diameter  is  pulled 
round  by  a  cord  wound  round  the  axle  carrying  a  weight.  It  is  found  that  a 
weight  of  4  lbs.  is  just  sufEcient  to  overcome  the  friction.  A  fmtber  weight 
of  16  lbs.,  making  20  in  afl,  is  applied,  and  after  two  seconds  starting  from 
rest  it  is  found  that  the  weight  has  gone  down  12  ft.  Find  the  moment  of 
inertia  of  the  wheel.  Ana.  .014. 

91.  Find  the  horse-power  of  an  engine  which  pumps  up  water  from  a  depth 
of  50  ft.  and  delivers  it  at  the  rate  of  1000  gals,  per  minute  through  a  pipe 
whose  croBS-sectioD  is  1  sq.  ft.  Am.  15^. 

93.  A  fly-wheel  with  a  rim  of  uniform  axial  thickness  weighs  1000  lbs., 
has  a  60-in.  external  and  a  4S-in.  internal  diameter,  and  makes  60  revolutions 
per  minute.  The  greatest  fluctuation  of  energy  ifl  1000  ft.^bs.  Find  the  varia- 
tion in  speed. 

AvB.  9.36  revolutions  per  minute. 

93.  A  beam  will  safely  carry  1  ton  with  a  deflection  of  1  in.  From  what 
height  may  a  weight  of  100  lbs.  drop  without  injuring  it,  neglecting  the  effect 
of  inertia?  Ans.  10,2  in. 

94-  A  cut  of  .06  in.  depth  is  being  made  on  a  4-in.  wrought-iron  shaft 
revolving  at  10  revolutions  per  minute ;  the  traverse  feed  is  .3  in.  per  revolution ; 
the  pressure  on  the  tool  is  found  to  be  400  Iba.     What  is  the  horse-power  ex- 
pended on  the  tool?    How  much  metal  is  removed  per  hour  per  horse-power? 
Ana.  .1381;  98.28  cu.  ins. 

OS.  The  travel  of  the  table  of  a  planing-machine  which  cuts  both  vi&ya 
is  9  ft. ;  taking  the  resistance  to  be  overcome  at  400  lbs.  and  the  number  of 
double  strokes  per  hour  at  80,  And  the  hona-power  absorbed  in  cutting. 

Ans.  29. 

96.  The  fly-wheel  of  a  3-H.P.  riveting-machine  fluctuates  between  80  and 
120  revolutions  per  minute;  every  two  seconds  an  operation  occurs  which 
requires  seven  eighths  of  all  the  energy  supply  for  two  seconds.  Find  the 
wheel's  moment  of  inertia.  Ans.  65.6. 

97-  A  fly-wheel  weighing  5  tons  has  a  mean  radius  of  gyration  of  10  ft- 
The  wheel  is  carried  on  a  shaft  of  12  ins.  diameter,  and  is  nmning  at  65  revolu- 
tions per  minute.  How  many  revolutions  will  the  wheel  make  before  stopping^, 
if  the  coefficient  of  friction  of  the  shaft  in  its  bearing  is  0.065?  (Other  resist- 
utces  may  be  neglected.)  Ans.  352. 

98.  In  a  gas-engine,  using  the  Otto  cycle,  the  I.H.P.  is  8,  and  the  speed  is 
264  revolutions  per  minute.  Treating  each  fourth  single  stroke  as  effeciivc 
and  the  resistance  as  uniform,  find  how  many  foot-lbs.  of  energy  must  be 
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stored  in  a  fly-wheel  in  order  that  the  speed  shall  not  vary  by  more  than  oae- 
fortieth  above  or  below  its  mean  value.  Arts.  30,000  ft.-lbs. 

90-  A  sphere,  mass  16  lbs.,  at  rest  is  struck  by  another,  mass  8  lbs.,  moving 
with  a  velocity  of  20  miles  per  hour  in  a  direction  making  an  angle  of  45°  with 
the  line  of  centres  at  the  moment  of  Impact;  the  coefficient  of  rebound  is 
i.     Determine  the  subsequent  motion. 

100.  A  steamer  of  8000  tons  displacement  swling  due  east  at  IS  knots 
sn  hour  collides  with  a  steamer  of  5000  tons  displacement  sailing  at  10  knots 
an  hour.  Find  the  energy  of  collision  if  the  latter  at  the  moment  of  collimon 
is  going  (1)  due  west;    (2)  northwest;    (3)  northeast. 

Ana.  92,823;  79,951;  17,820  ton-ft. 

toi.  A  fly-wheel  weighs  10,000  lbs.,  and  is  of  such  a  size  that  the  matter 
composing  it  may  be  treated  as  if  concentrated  on  the  circumference  of  a  cir- 
cle 12  ft.  in  radius;  what  is  its  kinetic  energy  when  moving  at  the  rate  of 
15  revolutions  a  minute? 

How  many  turns  would  it  make  before  coming  to  rest,  if  the  steam  were 
cut  ofl  and  it  moved  against  a  friction  of  400  lbs.  exerted  on  the  circumference 
of  an  axle  1  ft.  in  diameter?  Ans.  55,561.2  ft.-lbs.;  44.2  turns. 

I03.  Two  inelastic  bodies,  the  one  of  100  lbs.  moving  due  W.  at  20  f/a, 
the  other  of  50  lbs.  moving  due  E.  at  10  f,'s,  collide,  Find  the  energy  of  col- 
lision. What  will  be  the  energy  of  collision  if  fhcy  move  in  the  same  direction, 
i.e.,dueE.ordueW.?  Ans.  468Ht--lba.;  52A  ft.-lbs. 

103.  Prove  that  for  a  rope  round  pulleys,  running  at  3000  ft.  a  minute, 
to  transmit  40  horse-power,  the  tension  on  the  driving  side  must  be  880  lbs., 
supposing  it  double  the  tension  on  the  slack  side. 

104.  A  fly-wheel  weighs  20  tons  and  its  radius  of  gyration  is  5  ft.  How 
much  work  is  given  out  while  the  speed  falls  from  60  to  50  revolutions  per 
minute?  Ans.  94.3  ft. -tons. 

los.  A  tower  is  to  be  built  of  brickwork,  and  the  base  is  a  rectangle  22  ft. 
by  9,  and  the  height  is  66  ft.,  the  walls  being  2  ft.  thick.  Find  the  number 
of  units  of  work  expended  on  raising  the  bricks  from  the  ground,  and  the  num- 
ber of  hours  in  which  an  engine  of  3  horse-power  would  raise  them,  a  cubic 
ioot  of  brickwork  weighing  1  cwt.  Ans.  26,345,088  ft.-lbs. 

106.  A  rifle-bullet  .46  in.  in  diameter  weighs  1  ob.;  the  charge  of  powder 
weighs  85  grains;  the  muzzle- velocity  is  1350  ft.  per  second;  the  weight  of 
the  rifle  is  9  lbs.  Neglecting  the  twist,  determine  the  energy  of  1  lb.  of  powder. 
If  the  bullet  loses  J  of  its  velocity  in  its  passage  through  tiie  air,  find  the  aver- 
age  force  of  the  blow  on  the  target  into  which  the  bullet  sinks  ^  in. 

If  there  is  a  twist  of  1  in  in  20  in.,  find  the  charge  to  give  the  same  muEile 
velocity,  the  length  of  the  barrel  being  33  in. 

107,  The  table  of  a  small  planing-machine,  which  w^ghs  1  cwt.,  make 
six  double  strokes  of  4)  ft.  each  per  minute.  The  coefficient  of  friction  between 
the  sliding  surfaces  is  0.07.  What  is  the  work  performed  in  foot-pounds  per 
minute  in  moving  the  tablet  Ans.  423.3 
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io8.  The  fly-wheel  of  a  40-H.P.  eDgine,  making  50  revolutions  per 
minute,  is  20  ft.  in  diameter  and  weighs  12,000  Iba.  What  ie  its  Idnetic 
energy  ? 

If  tlie  wheel  ^ves  out  work  equivalent  to.  that  done  in  raising  5000  lbs. 
through  a  height  of  4  ft.,  how  much  velodty  does  it  loaeT 

The  axle  of  the  fiy-wheel  is  12  in.  in  diameter.  What  proportion  of  the 
horse-power  is  required  to  turn  the  wlieel,  the  coefficient  of  friction  being  .08T 

If  the  fly-wheel  is  disconnected  from  the  engine  when  it  is  making  SO  revo- 
lutions per  minute,  how  many  revolutions  will  it  make  before  it  comes  to  rest? 
Ans.  511,260.4  ft.-lhfl.;  1.04  ft.  per  sec;  ,',;  169.4. 

log.  A  uniform  circular  dise,  whose  radius  is  4  ins.  and  weight  2  lbs.,  can 
turn  about  a  horizontal  axis  through  its  centre  at  right  angles  to  its  plane. 
When  started  at  the  rate  of  200  revolutions  per  minute,  and  left  to  itselfi 
it  is  observed  to  come  to  rest  in  one  minute. 

Prove  that  the  retarding  couple  (supposed  constant)  has  the  same  moment 
as  a  freight  of  25}  grains  attached  to  the  rim  at  the  extremity  of  a  horizontal 
radius.     Also  find  how  many  revolutions  it  makes. 

no.  A  particle  is  placed  on  a  rough  horizontal  plate  at  a  distance  of  9  ins. 
from  a  vertical  axis  about  which  the  plate  can  turn.  Hnd  the  greatest  num- 
ber of  revolutions  pter  minute  the  plate  can  make  without  causing  the  particle 
to  slip  upon  it,  the  coefRcient  of  friction  being  f.  .4ns.  50if. 

III.  A  wrought-iron  fly-wheel  10  ft.  in  diameter  makes  63  revolutions 
per  minute.  Find  the  intensity  of  stress  on  a  transverse  section  of  the  rim, 
disregarding  the  influence  of  the  arms.  If  the  wheel,  which  weighs  W  \ha. 
gives  out  work  equivalent  to  that  done  in  raising  W  tlu-ough  a  height  of 
5J  ft-  in  1  sec,  what  velocity  wiU  it  lose?  If  the  axle  of  the  wheel  is  10  in. 
in    diameter   and   if  .08  is  the    coefficient   of   friction,  show  that    it    will 

Uke  ~-  H.P.  to  turn  the  wheel,     (ff-32.2.) 

Ana.  16,335  lbs.;  5.6  ft.  per  see. 

iia.  An  engine  of  400  horse-power  can  draw  a  trtun  of  200  tons  gross 
up  an  incline  of  1  in  280  at  30  miles  an  hour.  I>etermine  the  resietance  of 
the  road  in  pounds  per  ton.  Ans.  17  lbs. 

it3.  Prove  that  a  train  going  45  miles  an  hour  will  be  brought  to  ^est 
in  about  378  yards  by  the  brakes,  supposing  them  to  press  with  two-thirds 
of  the  weight  on  the  wheels  of  the  engine  and  brake-vans,  which  are  iialf  the 
wei^t  of  tile  train,  taking  a  coefficient  of  friction  0.18. 

Prove  that  an  engine  capable  of  exerting  a  uniform  pull  of  3  tons  can  take 
tins  train,  weighing  120  tons,  on  the  level  from  one  station  to  stop  at  the  next, 
2  miles  off,  in  alMut  3  mins.  38}  sees.,  the  speed  being  kept  uniform  when  it 
has  reached  45  miles  an  hour. 

114.  Determine  the  constant  effort  exerted  by  a  horse  which  does  1,650,000 
ft.-lbs.  of  work  in  one  hour  when  walking  at  the  rate  of  2|  miles  per  hour. 

Aru.  125  lbs. 

115.  A  train  is  drawn  by  a  locomotive  of  160  H.P.  at  the  rate  of  60  miles 
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an  hour  against  a  resistance  of  20  lbs.  per  ton.     What  is  the  gross  weight 
of  the  train?  Ant.  50  tons. 

ii6,  A  train  of  292}  tons  is  drawn  up  an  incline  of  1  in  75,  5i  miles  long, 
ag^nst  a  resistance  of  10  lbs.  per  ton,  in  ten  minutes.  F^nd  tbe  H.P.  of  the 
engine.  The  speed  on  the  level,  the  engine  exerting  769.42  H.P.,  ia  43.4  mi'.es 
per  hour.     What  is  the  resistance  in  pounds  per  ton? 

Am.  1027  H.P.;  22.7  lbs.  per  ton. 

117.  An  en^ne  with  its  tender  wei^  80  tons.  It  is  moving  uniformly 
at  the  rate  of  20  miles  an  hour,  against  a  resistance  of  7  lbs.  a  ton.  At  what 
horse-power  is  it  working? 

If  it  drew  after  it  a  train  of  12  carriages,  each  weighing  10  tons,  at  the 
rate  of  40  miles  an  hour,  against  a  resistance  of  8  lbs.  a  ton,  at  what  horse- 
power would  it  now  be  working?  Ajia.  2^\\;  170^. 

118.  Given  a  locomotive  with  two  18"x26"  cylinders,  the  connecting- 
rod  —  6  ft.,  the  boiler-pressure  —140  lbs.,  end  driving-wheels  of  7'  0"  diameter, 

calculate  the  adhesion-friction,  i.e.,  the  ratio  -    .  .  .         .  , — =-- 
weight  on  dnvera 

119.  A  railway  wt^n  weighing  20  tons,  with  two  pairs  of  wheels  8'  0" 
centre  to  centre,  and  with  its  centre  of  inertia  7'  0"  above  top  of  rails,  has 
its  wheels  skidded  while  running.  Take  /i— 0.15.  Required  the  total  retard- 
ing force  and  pressure  of  each  wheel. 

Am.  7.375;  12.625,  and  3  tons  on  rail. 

110.  Prove  that  if  a  motor  car  going  at  100  kra./h.  can  be  stopped  in 
200  m.,  the  brakes  can  hold  the  car  on  an  incline  of  1  in  5,  and  determine  the 
time  required  to  stop. 

111.  What  horse-power  is  given  up  in  lowering  by  2  ft.  the  level  of  the 
surface  of  a  lake  2  square  miles  in  area  in  300  hours,  the  water  being  lifted 
to  an  average  height  of  5  ft.?  Ans.  29.23. 

113,  A  cistern  at  a  height  of  250  ft.  above  the  river  is  to  be  filled  with 
20,000  gals,  of  water  every  24  hours  by  pumps  worked  by  a  turbine  with  a 
fall  of  4  ft.  Determine  how  much  water  the  turbine  Wl  require,  and  its 
horse-power  with  an  efficiency  of  70  per  cent. 

Ans.  875,000  gals,  per  24  hours;  l.ttj. 
133.  Taking  the  average  power  of  a  man  as  one  tenth  of  a  horse-power, 
and  the  efficiency  of  the  pump  used  as  0.4,  in  what  time  will  ten  men  empty 
a  tank  of  50'X30'X6'  filled  with  water,  the  Uft  being  an  average  height  of 
30  ft.?  Ana.  1274  minutes. 

114.  A  fire^ngine  pump  is  provided  with  a  nozzle  the  sectional  area  of 
which  is  1  square  inch,  and  the  water  is  projected  through  the  nozzle  with 
an  average  normal  velocity  of  130  ft,  per  second;  find  (1)  the  number  of 
cubic  feet  discharged  per  second,  (2)  the  weight  of  water  discharged  per  min- 
ute, (3)  the  kinetic  energy  of  each  pound  of  water  as  it  leaves  the  nozzle,  (4) 
the  horse-power  of  the  engine  required  to  drive  the  pump,  assuming  the  effi- 
ciency to  be  70  per  cent.  jln».  .9  cu.  ft. ;  1.51  tons;  262.3  ft. -lbs.;  38.3 

I3S.  Find  the  shortest  time  from  rest  to  rest  in  which  a  chain  capable  of 
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bearinE  a  safe  load  of  25  tons  can  raiae  a  weight  of  10  tons  out  of  a  hold  15  ft. 
deep;  alao  find  the  greatest  load  which  can  be  raised  or  lowered  in  24  secoods. 
Am.  H  seconds;  21i  tons. 
i]6.  A  heavy  vertical  chain  is  drawn  upwards  by  a  given  force  of  P  lbs- 
weight,  which  exceeds  its  weight  W.  Find  its  acceleration  and  its  tension 
at  any  assigned  point.    Show  that  the  tenaon  at  its  middle  point  is  iP. 

Am.    -—■  g;  ni*,  n  beii%  the  fraction  of  the  chain  below  the  point  con- 
sidered. 

117.  A  rope  500  ft.  long,  and  weighing  2  lbs.  a  foot,  is  wound  on  a  roller. 
What  is  the  difference  of  ita  potential  energy  in  this  position  and  in  its  portion 
when  200  ft.  of  the  rope  have  rolled  out,  neglecting  friction  and  the  weight 
of  the  roller  and  supposing  that  no  part  of  the  rope  touches  the  ground? 

Am.  1,280,000  (t.-poundals. 

128.  A  chain  hanging  vertically,  520  ft.  long,  weighing  20  lbs.  per  foot, 
is  wound  up;  what  work  is  done?  Ans.  1352  ft.-t one. 

119.  'niiat  is  the  Idnetic  energy  of  a  tramcar  moving  at  6  miles  per  hour, 
laden  with  thirty-six  passengers,  each  of  the  average  weight  of  11  stones, 
weight  of  far  2}  tons?  What  is  its  momentum?  If  stopped  in  two  seconds, 
what  is  the  average  force?  If  the  force  is  constant,  this  must  also  be  the 
space  average  force;  find  the  distance  of  stopping  if  the  force  is  constant. 
Am.  13,400  ft.-lbe.;    3045.565;    1522.8  lbs.;    88  ft. 

130.  Find  the  horse-power  of  a  locomotive  which  moves  a  train  of  mass 
50  tons  at  the  rate  of  30  miles  an  hour  along  a  level  railroad,  the  renstance 
from  friction  and  the  air  being  16  lbs.  weight  per  too.  Ans.  64. 

iji.  Acylinder  and  a  ball,each'of  radius  A,start  from  rest  and  roll  down 
an  inclined  plane  without  slipping.  If  V  is  the  velocity  of  translation  after 
descending  through  a  vertical  distance  h,  show  that 

y'~i(2gh)  in  the  case  of  the  cylinder 
and 

y  -f  (2ffA)  in  the  case  of  the  ball. 

133.  A  wheel  having  an  initial  velocity  of  10  ft.  per  second  ascends  an 
incline  of  1  in  100.  How  far  will  the  wheel  run  along  the  incline,  neglecting 
friction?    p-32.2.  Ans.  232.9fi. 

133.  The  fiy-wheel  of  an  en^ne  of  4  H.P.  running  at  75  revolutions  per 
minute  is  equivalent  to  a  heavy  rim  of  45  ins.  mean  diameter,  weighing  500  lbs. 
Determine  the  ratio  of  the  kinetic  energy  in  the  fly-wheel  to  the  energy  de- 
veloped in  a  revolution,  and  alao  find  the  maximum  and  minimum  speeds 
of  rotation  when  the  fluctuation  of  energy  is  one  fourth  of  the  energy  of  a 
revolution.  Ans.  1;   1.94;  75.2    74.8. 

134.  It  was  found  that  when  a  length  of  12  ins.  was  cut  nfl  the  muzzle  of 
a  &-to.  gun,  the  velocity  fell  from  1490  to  1330  f/s.  If  the  weight  of  the  shot 
was  100  lbs.,  calculate  the  pressure  on  its  base  as  it  left  the  muzzle. 

Am.  11.13. 

135.  Three  goods  trucks,  weighing  respectively  5  tons,  7  tons,  and  8  tons. 
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ale  placed  on  the  same  line  of  raila.  The  first  is  made  to  impinge  on  the 
second  with  a  velocity  of  60  ft.  per  second  vithout  rebounding.  The  first 
and  second  together  impinge  in  the  same  way  on  the  third.  Find  the  final 
velocity.  Ant.  15  f/s. 

136.  A  steel  punch  }  in.  in  diameter  is  employed  to  punch  a  hole  in  a  plate 
}  in.  in  thickness;  what  will  be  the  least  pressure  necessary  to  drive  a  punch 
through  the  plate  when  the  shearing  strength  of  the  material  is  35  tons  per 
square  inch?  Am.  SI. 56  tons. 

137.  Find  the  weight  of  rim  required  for  the  fly-wheels  of  a  puncbing- 
machine,  intended  to  punch  boles  H  in.  diameter  through  IJ-iu.  plates ;  Speed 
of  rim  30  ft.  per  second. 

138.  In  ft  fly-press  for  punching  holes  in  iron  plates,  the  two  baUs  weigh 
30  lbs.  each,  and  are  placed  at  a  radius  of  30  ins,  from  the  axis  of  the  screw, 
the  screw  itself  having  a  pitch  of  1  in.  What  diameter  of  hole  could  be  punched 
by  such  a  press  in  a  wrought-iron  plate  of  J  in.  thickness,  the  shearing  strength 
of  which  is  25.2  tons  per  square  inch?  Assume  that  the  balls  are  revolving 
at  the  rate  of  60  revolutions  per  minute  when  the  punch  comes  into  contact 
with  the  plate,  and  that  the' resistance  is  overcome  in  the  first  sixteenth  of 
an  inch  of  the  thickness  of  the  plate.  Atu.  1.136  in. 

130-  Find  the  stress  due  to  centrifugal  force  in  the  rim  of  a  cast-iron  wheel 
8  ft.  diameter,  running  at  160  revolutions  per  minute. 

140.  Find  in  pounds  the  horizontal  thrust  on  the  rails,  of  an  engine  w^gh- 
ing  20  tons,  going  round  a  curve  of  600  yds.  radius  at  30  miles  an  hour. 

Ana.  Weight  of  131  cwts. 

141.  A  leather  belt  runs  at  2400  ft.  per  minute.  Find  how  much  its  tension 
is  increased  by  centrifugal  action,  the  weight  of  leather  being  taken  at  60  lbs. 
per  cubic  foot,  Ans.  20t  lbs.  per  square  inch. 

143.  Find  the  centrifugal  force  arising  from  a  cylindrical  crank-pin  6  in. 
long  and  Si  in.  in  diameter,  the  axis  of  the  pin  being  12  in.  from  the  axis  of 
the  engine-shaft,  which  makes  100  revolutions  per  minute.  How  would  you 
balance  such  a  pin?  Ans.  55.02  lbs. 

143.  A  railway  carriage  of  mass  1000  lbs.  is  travelling  with  velocity  50 
f/B  round  a  curve.  If  the  radius  of  the  curve  be  1000  ft.,  find  the  magnitude 
and  direction  of  the  resultant  thrust  on  the  rails.  If  the  rails  are  4  ft.  8^  ins. 
apart,  find  how  much  £he  outer  reul  must  be  raised  so  that  the  carriage  may 
press  perpendicularly  on  the  rails.     - 

Ana.  1003.04  lbs.;  tan"'  A;  4JinB. 

144.  In  a  fly-wheel  weighmg  12,000  lbs.  and  making  50  revolutions  per 
minute,  the  centre  of  gravity  is  one  aevenieenth  of  an  inch  out  of  the  centre. 
Find  the  centrifugal  force.  Am.  50.4  lbs. 

14s.  In  the  preceding  question,  if  the  axis  of  rotation  is  inclined  to  the 
plane  of  the  wheel  at  an  angle  cot'' .001,  find  the  centrifugal  couple,  the 
radius  of  gyration  being  10  ft.  Ana.  1028.9  ft.-lba, 

146.  A  rubber  tire  weighing  2  lbs.  per  foot  is  stretched  over  the  circum- 
ference of  a  wheel  3  ft.  in  diameter,  the  tangential  pull  in  the  rubber  being 
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10  lbs.  Find  the  r&dial  pressure  exerted  by  the  tire  on  the  circumfereDce  of 
the  wheel  per  inch  of  length  when  the  wheel  is  at  rest,  and  the  speed  at  which 
the  wheel  must  revolve  to  make  the  tire  cease  to  exert  any  radial  pressure. 

147-  An  engine  of  mass  1  ton  is  travelling  round  a  curve  at  the  rat«  oi 
30  miles  an  hour.  '  If  the  curve  is  an  arc  of  a.  circle  whose  radius  is  1210  ft., 
determioe  the  horizontal  thrust  between  the  engine  and  the  ruls. 

Am.  .05  ton. 

148.  Prove  that  the  india-rubber  band  of  a  bicycle  will  become  slack  when 
ninmng  at  more  than  (irgdT/W)i  f/s,  where  W  denotes  the  weight  of  the 
band  in  pounds,  T  the  tension  in  pounds,  and  d  the  diameter  of  the  wheel  in 
feet. 

i4g.  What  is  the  angular  velodty  of  the  4-ft.  wheel  of  a  car  which  is  travel- 
ling at  the  rate  of  30  miles  per  hour?  What  is  the  relative  velocity  of  the 
centreandthehigbeet  point  of  the  wheelT  Ana.  22;  30m/fa- 

150.  A  locomotive  engine  weighing  9  tons  passes  round  a  curve  600  ft. 
in  radius  with  a  velocity  of  30  miles  an  hour.  What  force  tending  towards 
the  centre  of  the  curve  must  be  exerted  by  the  rails  so  that  the  engine  may 
move  on  this  curve?  Am.  Weight  of  18.15  cwts. 

151.  If  trains  are  to  run  at  30  miles  an  hour,  find  how  much  the  outer 
rail  should  be  raised  on  a  curve  of  half  a  mile  radius,  the  gauge  being  4  ft., 
so  that  there  shall  be  no  side  thrust  on  the  flange.  Ana.  1.1  in. 

153.  A  railway  train  is  running  smoothly  along  a  curve  at  the  rate  of  60 
miles  an  hour,  and  in  one  of  the  cars  a  pendulum  which  would  ordinarily 
osrillate  seconds  is  observed  to  oscillate  121  times  in  two  minutes,  ^ow 
that  the  radius  of  the  curve  b— 1650  ft.  nearly. 

151.  If  a  railway  carriage  without  flanges  to  its  wheels  moves  on  a  cir- 
cular curve,  show  how  the  effect  of  the  centrifugal  force  may  be  counteracted 
by  a.  riee  of  the  outer  rail,  and  find  what  the  rise  of  the  outer  above  the  inner 
rail  should  be  if  the  radius  of  the  circle  be  1320  ft.,  with  a  velocity  of  the  train 
30  miles  an  hour,  and  the  breadth  of  the  track  5  ft.  Ana.  2j  ins. 

154.  A  train  weighing  4000  lbs.  per  lineal  ft  has  a  speed  of  30  miles  per 
hour  around  a  10-d^ree  curve  on  a  steel  viaduct.  Find  (a)  the  transverse 
pressure  per  lineal  ft.  of  etruoture  due  to  the  centrifugal  load,-  (b)  the  super- 
elevation of  the  outer  rail.  Ans.  (a)  420  lbs. ;  (b)  5.95  inches. 

I5S<  Tiio  fly-wheel  of  an  engine  makes  80  revolutions  per  minute,  and  the 
reciprocal  of  the  coefficient  of  fluctuation  of  the  velocity  is  not  to  exceed  40. 
Determine  the  least  moment  of  energy  required,  the  fluctuation  of  energy 
per  second  being  8000  lbs.  If  the  weight  of  the  wheel  is  4000  lbs.,  find  the 
radius  of  gyration.  Ana.  4500;  6  ft. 

156.  A  circular  disk  of  cast  iron  (sp.  g.  —7.1)  10  ins.  in  diameter  and  1  in 
thick  acts  as  a  pulley  for  a  cord  carrying  10  lbs.  on  one  end  and  5  lbs.  on  the 
other.  Find  the  angular  velocity  of  rotation  of  the  pulley,  and  the  linear 
velocities  of  the  weights  50  seconds  after  starting  from  rest,  disregarding  the 
fluctuation  of  the  shaft  and  its  inertia.        Ana.  770;    320  ft.  per  second. 
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157.  A  fly-wheel  of  a  ahearing-^nachiiie  has  150,000  ft.-lbi.  of  kinetic  energy 
atored  in  it  when  its  speed  U  250  revolutions  per  minute;  what  energy  does 
it  part  with  during  a  reduction  of  speed  to  200  revolutions  per  minute?  If 
82  per  cent  of  this  energy  given  out  is  imparted  to  the  ahearg  during 
a  stroke  of  2  ins.,  what  is  the  average  force  due  to  this  on  the  blade  of  the 
shears? 

15S.  A  4  in.  X3  in.  diameter  crank-pia  is  to  be  balanced  by  two  weights 
on  the  same  »de  of  the  crank;  the  length  of  the  crank  is  12  ins.;  the  engine 
makes  100  revolutions  per  minute;  the  distance  of  the  C.  of  G.  of  each 
weight  from  the  axis  of  the  shaft  is  6  in.    Find  the  weights. 

150-  A  heavy  ball  attached  by  a  string  to  a  fixed  point  0  revolves  in  a 
horizontal  circle  with  a  given  uniform  angular  velocity  tu.  Plad  the  vertical 
depth  of  the  centre  of  the  bait  below  the  point  of  attachment. 

If  a  uniform  rod  be  substituted  for  the  ball  and  string,  find  its  portion. 

Also  find  the  position  when  the  ball  is  attached  to  the  fixed  point  by  a 
uniform  rod;  r  being  the  ratio  of  the  weight  of  the  rod  to  the  weight  of  the 

"»"■  J„.   l.i;ft-|i;/,-|ii±|. 

t6o.  The  deflection  of  a  truss  of  I  ft.  span  is  IX.OOl  under  a  stationary 
load  W.  What  will  be  the  increased  pressure  due  to  centrifugal  force  when 
W  crosses  the  bridge  at  the  rate  of  60  miles  an  hour?  242  W 

'*"*■  l25T- 

161.  A  fly-wheel  20  ft.  in  diameter  revolves  at  30  revolutions  per  minute. 
Asauming  weight  of  iron  450  lbs.  per  cubic  foot,  find  the  intensity  of  the 
stress  on  the  transverse  section  of  the  rim,  assuming  it  unaffected  .by  the 
arms.  Ans.  96  lbs.  per  square  inch. 

161.  IKameter  of  a  pipe  is  18  in.;  at  one  point  it  is  curved  to  an  arc  of 
6  ft.  radius.  Water  flows  round  the  curve  with  a  velocity  of  6  ft.  per  second. 
Determine  the  centrifi^al  force  per  foot  of  length  of  bend  measured  along 
the  axis.  Arts.  20.717  lbs. 

163.  A  disk  of  weight  W  and  area  A  square  feet  makes  n  revolutions  per 
second  about  an  axis  through  its  centre,  incUned  at  an  angle  S  to  the  normal 
to  the  plane  of  the  disk.    Find  the  centrifugal  couple. 

Ana.  ^^'tan  fl  ft.-lbs. 

164.  Assuming  15,000  lbs.  per  square  inch  as  the  tensile  strength  of  cast 
iron,  and  taking  5  as  a  factor  of  safety,  find  the  maximum  working  speed  and 
the  bursting  speed  for  a  cast-iron  fly-wheel  of  20  ft.  mean  diameter  and  weigh- 
ing 24,000  lbs.,  the  section  of  the  rim  being  160  sq.  in. 

165.  A  60hu.  driving-wheel  weighs  3}  tons,  and  its  0.  of  G.  is  I  in.  out  of 
centre.    Find  the  greatest  and  the  least  pressure  on  the  r^ls. 

166.  A  wheel  of  weight  W,  radius  of  gyretion  k,  and  making  n  revolutions 
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per  second  on  an  ucle  of  radhu  R,  comes  to  rest  after  hftving  made  N  nro- 
lutioDS.    Find  the  coefficient  of  friction. 

Ant.  aa^—  „■  ■,  and  coefF.  of  fric— tan^. 

i67-  The  muTimiitw  variation  in  the  energy  of  a  fij-wheel  whoee  mean 
speed  is  101  revolutions  per  minute  ia  16,500  ft.-lbs.  Find  the  weight  and 
approxiniate  section  of  the  rim  of  the  wheel,  the  mean  diameter  being  10  ft., 
and  the  greatest  variation  of  speed  being  2)  per  cent  from  its  mean  value. 

i68.  A  hammer  weighing  2  lbs.  strikes  a  n^  with  a  velocity  of  15  ft.  per 
second,  driving  it  in  ^  in.    What  is  the  mean  pressure  overcome  by  the  nwlT 

Ant.  675  lbs. 

169.  A  mass  of  50  lbs.  falls  from  a  height  of  50  ft.  and  penetrates  2  ft. 
into  loose  sand.     To  find  the  resistance  of  the  sand  in  pounds  weight. 

Ans.  1300  lbs. 

170.  A  pile-driver  of  300  lbs.  falls  20  ft.,  and  is  stopped  in  ^  second.  What 
is  the  average  force  exerted  on  the  pile?  Ana.  3344  lbs. 

171.  Determine  in  tons  the  mean  thrust  on  the  terminus  buffers,  which 
stop  in  6  ft.  a  train  of  200  tons  going  at  6  m/b;  also  find  the  time  it  brakes 
in  seconds.  Ant.  40}  tons;    1i*t  seconds. 

17a.  Show  that  a  brake  resistance  of  385  Iba./ton  will  destroy  a  velocity 
of  60  m./h.  in  704  ft.  and  in  16  seconds. 

173-  With  full  brake  power  it  is  possible  to  pull  up  a  tr^  in  225  ft.  when 
running  at  30  m/h,  and  in  900  ft.  at  60  m/h.  How  many  seconds  does  it 
take  to  pull  up,  and  what  will  be  the  distance  overshot  by  the  delay  of  a  second 
in  the  action  of  the  brakes? 

174.  The  brakes  of  a  train  reduce  its  speed  3)  m/b  every  second,  and 
take  one  second  to  be  applied.  In  what  distance  can  a  train  be  stopped  when 
going  at  30  m/h  and  at  60  m/h? 

175-  Detennine  the  length  and  time  in  which  a  barge  of  50  tons  moving 
at  2  m/h  can  be  brought  up  by  a  rope  round  a  post,  supposii^  the  breaking 
pull  of  the  rope  is  1  ton. 

176.  An  express  tr^n,  timed  to  run  at  the  full  speed  of  60  m/h,  is  checked 
by  a  ngnal  to  20  m/h  over  a  mile  of  road  under  repair.  The  train  takes 
one  mile  from  rest  to  get  up  full  speed,  and  half  a  mile  to  pull  up.  Show  that 
the  train  wiU  be  2  minutes  40  seconds  late. 

177.  A  -weight  falls  16  ft.  and  does  2560  ft.-lbs.  of  work  upon  a  pile  which 
it  drives  4  ins.  against  a  uniform  resistance.  Find  the  weight  of  the  ram, 
and  the  resistance.  Ans.  160  lbs.;  7680  lbs. 

178.  When  a  nail  is  driven  into  wood,  why  do  the  blows  seem  to  have 
little  if  any  effect  unless  the  wood  is  backed  up  by  a  piece  of  metal  or  stone? 

179-  A  hammer  weighing  2  lbs.  strikes  a  steel  plate  with  a  velocity  of  10 
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ft.  per  aecotid,  and  is  brought  to  rest  in  .0001  second.     Wtuit  it  the  average 
force  on  the  steel?  Ana.  6250  lbs. 

iBo.  A  hanuner  weighing  10  lbs.  strilces  a  blow  of  10  ft.-lbe.  and  drives  a 
nail  .5  in.  into  a  piece  of  timber.  Find  the  velocity  of  the  hammer  at  the 
moment  of  contact,  and  the  mean  resistance  to  entry.  Also  find  the  steady 
pressure  that  will  produce  the  same  effect  as  the  hammer. 

Ans.  8f/s;  240  Iba.;  480  lbs. 

i8i.  In  Ex.  179,  taking  the  weight  of  the  niul  to  be  4  oz.  and  the  weight 
of  the  piece  of  timber  to  be  100  lbs.,  find  the  depth  and  time  of  the  penetration 
(a)  when  the  timber  is  fixed;  (b)  when  the  timber  is  free  to  move. 

Also  in  case  (6)  find  the  distance  through  which  the  timber  moves. 

Ans.  (a)  If  in.;   ^second;    (b)  .44245  in.;   .0009443  second;   .04113  in. 

iBa.  An  inelastic  pile  weighing  half  a  ton  is  driven  12  ft.  into  the  ground 
by  30  blows  of  a  hammer  weighing  2  tons  falling  30  ft. 

Prove  that  it  would  require  120  tons  in  addition  to  the  hammer  to  be  super- 
posed on  the  pile  to  drive  it  down  slowly,  supposing  the  resistance  of  the  ground 
uniform;  but  240  tons  if  the  resistance  increases  as  the  penetration. 

Prove  that,  with  uniform  resistance,  each  movement  of  the  pile  takes 
0.022S  second. 

183.  If  the  resistance  of  the  ground  to  the  penetration  of  an  inelastic  pile 
b  60  tons,  prove  tbat  15  blows  of  a  hammer  weighing  I  ton  falling  20  ft.  will 
drive  the  pile  4  ft,  into  the  groimd,  the  pile  weighing  }  ton. 

Prove  also  that  the  time  of  each  movement  of  the  pile  is  0.01863  second. 

184.  An  inelastic  pile  weighing  78S  lbs.  is  driven  3}  ft.  into  the  ground  by 
120  blows  from  a  weight  of  112  lbs.  falling  30  ft  Find  the  steady  load  upon 
the  pile  which  will  produce  the  same  effect,  assuming  the  ground-resistance 
to  be  (a)  uniform;  (b)  proportional  to  the  depth  of  penetration.  If  the  re- 
sistance is  uniform,  how  long  (c)  does  each  movement  of  the  pile  last?  How 
many  blows  (d)  are  required  to  drive  the  pile  the  first  half  of  the  depth,  viz., 
IJ  ft.,  the  ground-resistance  being  7168  lbs.?  How  far  (e)  does  the  pile  sink 
under  the  last  blow? 

Ang.  (o)  14,336  lbs.;  (b)  28,672  lbs. ;  (c)  .0107  second;  (d)30;  (e)  .0146  ft. 

185.  A  pile  is  driven  a  ft.  vertically  into  the  ground  by  n  blows  of  a  steam- 
hammer  fastened  to  the  head  of  the  pile.  Prove  that,  if  p  is  the  mean  pres- 
sure of  the  steam  in  pounds  per  square  inch,  d  the  diameter  of  piston  in  inches, 
I  the  length  of  stroke  in  feet,  W  the  weight  in  pounds  of  the  moving  parts 
of  the  hammer,  w  lbs.  the  weight  of  the  pile  and  the  fixed  parts  of  the  hammer 
attached  to  it,  then  the  mean  resistance  of  the  ground  in  pounds  is 


wU-^y-')i- 


186.  Prove  that  if  a  hammer-head  weighing  2  lbs.,  striking  with  a  velocity 
of  50  f/s  a  nail  :^  in.  in  diameter  and  weighing  1  oz.,  drives  the  nail  1  in. 
into  a  plank  of  wood,  then  a  bullet  O.S  in.  in  diameter  and  weighing  1  oz.,  strik- 
ing with  a  velocity  1500  f/s,  will  penetrate  1.J6  in.  of  the  wood;  suppodng 
the  resistance  uniform  and  proportional  to  the  sectional  area  of  the  hole. 
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Determine  Also  the  penetration  of  the  bullet,  Bupposing  the  reastance 
proportional  to  the  penetration. 

Determine  also  the  time  of  movement  in  each  case. 

187.  t'rove  that  the  mean  resistance  of  the  wood  is  204  lbs.  to  a  naii  weigh- 
ing 1  OE.,  supposing  a  hammer  weighing  1  lb.,  striking  it  with  a  velocity  of 
34  f/s  drives  the  nail  1  in,  into  a  fixed  block  of  wood. 

If  the  block  ia  free  to  move  and  weighs  68  lbs.,  prove  that  the  hammer  will 
drive  the  nail  only  H  in. 

Prove  that  the  nail  is  0.0052  and  0.005128  second  in  penetrating  the  wood 
in  the  two  cases,  during  which  the  block  if  free  will  move  0.015  in. 

18S.  Show  that  the  total  work  done  in  raising  a  number  of  weights  through 
to  a  given  level  is  the  product  of  the  sum  of  the  weights  and  the  vertical  dis- 
placement of  their  centre  of  gravity. 

189.  An  enpne  has  to  raise  4000  lbs.  1000  ft.  in  5  minutes.     What  is  its 
horse-power?    How  long  will  the  engine  take  to  raise  10,000  Ibe.  100  ft.? 
Am.  24W  H.P.;  1}  minutes. 

19a.  How  many  men  will  do  the  same  work  as  the  engine  in  the  preceding 
question,  assuming  that  a  man  can  do  900,000  ft.-llM.  of  work  in  a  day  of 
9  hours?  Ans.  480  men, 

191.  Determine  the  horse-power  which  will  be  required  to  drag  a  heavy 
rook  weighing  10  tons  at  the  rate  of  10  miles  an  hour  on  a  level  road,  the  co- 
efficient of  friction  being  0.8.  What  will  be  the  speed  up  a  gradient  of  1  in  50, 
the  same  power  being  exerted?  Ana.  477?(;   9fi  miles  per  hour. 

191.  Two  horses  draw  a  load  of  4000  lbs.  up  an  incline  of  1  in  25  and  1000 
ft.  long.     Determine  the  work  done.  Ans.  160,000  ft,-lbs, 

193.  At  what  speed  do  the  horses  walk  if  each  horse  does  16,000  ft.-lba.  of 
work  per  minuteT  -4ns,  2^[  miles  per  hour, 

194.  It  is  said  that  a  horse  can  do  about  13,200,000  ft.-lbs.  of  work  iu  a 
day  of  8  hours,  walking  at  the  rate  of  2}  miles  per  hour.  What  pull  (in  pounds) 
could  such  a  horse  exert  continuously  during  the  working  day?  How  many 
such  horses  would  be  required  to  do  as  much  work  as  an  engine  of  10  H.P,, 
working  day  and  night?  Ana.  1251bB.;  36. 

19s,  Find  tiie  shortest  distance  in  which  a  train  going  at  30  m/h  can 
be  brought  up  by  continuous  brakes  pressing  on  the  wheels  with  three  fowtha 
of  the  weight  of  the  train.     Take  ,16  as  the  coefficient  of  friction. 

Ans.  About  252  ft, 

196,  A  train  of  60  tons  travels  20  miles  in  1  hour  with  nine  intermediate 
stoppages,  each  of  2  minutes,  at  intervals  of  2  miles.  The  r^stance  of  the 
road  is  10  lbs.  per  ton,  and  the  brake-power  of  the  engine  and  brake-van,  half 
the  weight  of  the  train,  b  one  aitth  of  its  weight.  Find  the  pull  of  the  engine 
and  its  horse-power  when  running  at  full  speed. 

197.  An  express  train  reduced  speed  from  60  to  20  miles  an  hour  in  800 
yda.,  the  distance  between  the  distant  and  home  signals.     How  much  farther 
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out  should  the  distuit  Bign&l  be  placed,  or  how  much  should  the  bralceiwwer 
be  increased  T 

igS.  A  train  of  100  tons  fitted  with  continuous  brakes  is  to  be  run  on  a 
level  line  between  stations  one  third  of  a  mile  apart  at  an  average  speed  of 
12  m/h,  including  two  thirds  of  a  minute  stop  at  each  Btation.  Prove  that 
the  weight  on  the  driving-wheels  must  exceed  22^  tons,  with  an  adhe^on  of 
one  sixth. 

Prove  that  this  line  can  be  worked  principally  by  gravity  if  the  road  is 
curved  down  between  the  stations  to  a  ratUus  of  11,740  ft.,  implying  a  dip 
of  33  ft.  between  the  stations,  a  gradient  at  a  station  of  1  in  13,  and  a  maxi- 
mum nmning  velodty  of  31  m/h. 

190.  Show  that  the  time  lost  by  a  train  with  continuous  brakes,  over- 
shooting a  station  a  ft.  and  backing  in,  ia(\^n  +  l+l)^—  seconds  at  least, 

the  coefficient  of  adhesion  being  p  and  the  wnght  on  the  driving-wheeb  —  of 
the  weight  of  the  train. 

100.  (a)  A  train  weighing  160  tons  (of  2240  lbs.)  travels  at  30  miles  an 

hour  against  a  resistance  of  10  lbs.  per  ton.     What  horse-power  is  exerted? 

(6)  With  the  same  horse-power  what  will  be  the  speed  up  a  gradient  of 

1  in  1007 

(c)  If  the  steam  is  shut  off,  how  far  will  the  train  run  before  stopping  (1) 
on  the  incline;    (2)  on  the  level? 

(d)  If  the  draw-bar  suddenly  breaks,  in  what  distance  would  the  carriages 
(100  tons  in  weight)  be  stopped  if  the  brakes  are  applied  immediately  the 
fracture  occurs,  the  weight  of  the  brake-van  being  20  tons  and  the  coefficient 
of  friction  .2? 

(e)  If  the  en^ne  (weight— 60  tons)  continued  to  exert  the  same  power 
after  the  fracture,  what  would  be  its  ultimate  speed? 

(/)  What  resistance  would  be  required  to  stop  the  whole  train,  after  steam 
is  shut  off,  in  1000  yds.  on  the  level? 

Ans.  (a)  128;    (b)  9,V  miles  per  hour;   (c)  (1)  199.2  ft.,  (2)  6776  ft.;    (d) 

680.3  ft.  on  the  level,  52,9  ft.  on  the  incline;    (e)  80  miles  an 

hour  on  the  level,  24.6  miles  on  the  incline;    (J)  22.58  lbs.  per 

ton. 

301.  Prove  that  a  train  going  60  miles  an  hour  can  be  brought  to  rest  in 

about  313  yds.  by  the  brakes,  supposing  them  to  press  on  the  wheels  nith 

two  thirds  of  the  weight  of  the  train,  taking  a  coefficient  of  friction  0.18  in 

addition  to  a  passive  resistance  of  20  lbs.  a  ton. 

Prove  that  the  mean  uniform  pull  to  be  exerted  by  an  en^ne  to  take  this 
train,  weighing  100  tons,  on  the  run  from  one  station  to  a  stop  at  the  next, 

2  miles  off,  in  4  minutes,  is  about  2.6  tons. 

201.  A  train  of  120  tons  is  to  be  taken  from  one  station  to  the  next,  a 

D.qit.zeaOvGoOt^lc 


BXAUPLB3.  209 

mile  oft,  up  an  incline  of  1  in  80,  in  4  minutes  Tilthout  using  tbe  brakes.  Prove 
that  with  no  road  resistance  the  engine  must  exert  &  pull,  until  steam  ia  turned 
oS,  of  about  6203  lbs.,  and  tbe  weight  on  the  driTers  must  be  37,218  lbs. 
—16.6  tons,  with  an  adhesion  of  one  sixth. 

303.  With  a  coefBcient  of  adheaon  />  a  motor  car  actuated  and  braked 
on  the  hind .  axle  can  get  up  a  speed  vt/einx  ft.,  or  be  Iwought  to  rest  again 
in  y  ft.  given  by  gpaai-v\a-ph)  and  gpay-v'ia  +  ph),  a  being  the  distance 
between  the  axles  and  k  the  w^ght  from  the  ground  of  the  C.  O.  midway 
between  the  wheels. 

304.  Determine  in  tons  tbe  greatest  train  an  en^ne  capable  of  exerting 
a  uniform  pull  of  3  tons  can  take  on  the  level,  from  one  station  to  the  next,  a 
mile  off,  in  4  minutes,  supposing  the  reffistance  of  the  road  estimated  at  20 
Ibe.  a  ton,  and  the  brake  power  at  400  lbs.  a  ton  in  addition. 

305.  Suppoong  that  1  in  tn  is  the  steepest  incline  a  ti«in  can  crawl  up 
with  imifonn  velocity,  and  I  in  n  is  the  steepest  incUne  on  which  the  brakes 
can  hold  the  train,  prove  that  the  quickest  run  up  an  incline  of  I  in  p,  from 
one  station  to  stop  at  the  next,  a  distance  of  a  ft.,  which  can  be  made  is 

^f  — \ — ---^£—  seconds.  Also  determine  the  proportion  of  the  weight  which 
yg(p-m)(j>+n)  '^    '  ^ 

must  be  carried  by  the  driving-wheels  of  the  engine  with  a  coefficient  of  ad- 
hesion p,  assuming  the  re^stance  on  the  level  to  be  equivalent  to  an  incline 
of  1  in  9. 

306.  If  the  end  of  a  railway  wagon  exposes  a  surface  of  6x4  ft.  to  the 
wind,  what  is  the  greatest  gradient  up  which  a  20  lb.  to  the  square  foot  gale 
will  drive  it?    Take  the  weight  at  10  tons,  the  friction  10  lbs.  per  ton. 

An*.  1  in  59. 

107.  A  locomotive  and  tender  weigh  70  tons,  of  which  26  tons  are  carried, 
by  the  driving-wheels.  Taking  the  adhesion  at  i,  friction  10  Ibe.  per  ton- 
what  maximum  gradient  can  the  engine  ascend?  Ans.  1  in  16. 

3d8.  Determine  the  pull  of  an  en^ne  and  the  weight  on  the  drivere,  on 
which  (i— 20,  1  —24,  D— 60,  for  a  mean  effective  pressure  p— 100  lbs.  on  the 
square  inch,  taking  an  adhesion  of  one  »xth. 

309.  The  weight  upon  the  driving-wheels  (D  in.  in  diameter)  of  a  loco- 
motive is  W  tons;  the  adhesion— one  fillh;  the  cylinders  have  a  diameter  of 
d  in.  and  a  stroke  of  { in.    find  the  steam-pressure  required  to  skid  the  wheels 

WD 
Arts.  400  -TjT-  lbs.  per  square  inch. 

310.  In  an  express  engine  the  driving-wheels  are  8  ft.  in  diameter,  and 
the  load  on  them  is  15  tons;  the  cylinders  are  18"  X2S".  Find  the  pressure 
of  steam  which  will  skid  the  wheels  with  an  adhenon  of  one  si.\th.  Determine 
the  ratio  of  tbe  velocity  of  tbe  engine  to  the  velocity  of  the  piston  at  any 
point  of  the  stroke. 
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311.  A  lcMX>motive  capable  of  exerting  a  unifonn  pull  of  2  tons,  with  a 
24-ui.  stroke,  20-in.  cylinder,  and  60-in.  driving-wheels,  hauls  a  train  between 
two  Btations  3  miles  apart.  The  gross  weight  of  the  train  and  locomotive  — 
200  tons;  the  road  resistance-12  lbs.  per  ton  (of  2000  lbs.);  the  brakes, 
when  applied,  press  with  two  thirds  of  the  weight  on  the  wheels  of  the  engine 
and  brake-van,  vii.,  90  tons,  the  coefficient  of  friction  being  .18.  Find  (a) 
the  least  time  between  the  stations;  (b)  the  distance  in  which  the  train  is 
brought  to  rest;  (c)  the  maximum  speed  attained;  (d)  the  pressure  of  the 
8t«sm;    (e)  the  weight  upon  the  driving-wheels. 

Ane.  (a)  513.8  seconds;    (6)  990  ft.;    (e)  42  miles  per  hour;    (rf)  25  Iba. 
per  square  inch. ;   (e)  11 J  tons. 

3IS.  If  the  speed  in  the  last  question  is  limited  to  30  miles  an  hour,  find 
(a)  the  time  between  the  stations;  (b)  the  distance  in  which  the  train  b  brought 
to  rest;  (c)  the  distance  traversed  at  30  miles  an  hour. 

■  Ans.  (a)M3Jseconds;  (6)504tft.;  Cc)7773Jft. 

313.  If  the  steam-pressure  in  the  above  locomotive  is  increased  to  50  lbs. 
per  square  inch,  find  (a)  the  weight  of  the  heaviest  train  which  can  be  hauled 
between  the  stations  in  10  minutes,  the  road-resistance  being  20  lbs.  per  ton 
(of  2000  lbs.),  and  the  braking-power  being  sufficient  to  bring  the  train  to 
rest  in  a  distance  of  720  ft. 

Also  find  (6)  the  braking-power;  (c)  the  weight  thrown  upon  the  drivers, 
the  coefficient  of  friction  being  ^;  (d)  the  maximum  speed  attained. 

Ans.  (a)  310i  tons;    (b)  15.6  tons;    (c)  24  tons;    (d)  36  miles  per  hour. 

314.  Two  trains,  each  with  a  brake-power  of  190  lbs.  per  ton  (of  2000  tbs.), 
run  between  Montreal  and  Toronto,  a  distance  of  333  miles,  against  an  average 
reffistance  of  10  lbs.  per  ton.    One  trun  runs  through,  and  the  other  stops  at 

N  intermediate  stations.    Show  that  the  saving  of  fuel  in  the  former  is  ~-i 

per  cent;  the  speed  is  not  to  exceed  30  miles  per  hour. 

315.  Prove  that  the  horse-power  of  an  engine  drawing  a  train  of  120  tons 
up  an  incline  of  1  in  224  at  30  miles  an  hour  is  336,  taking  the  resistance  of 
the  road  on  the  level  at  this  speed  at  25  lbs.  a  ton. 

Determine  also  the  horse-power  of  an  engine  drawing  a  train  of  200  tons 
up  an  incline  of  1  in  140  at  30  miles  an  hour,  resistance  of  road  18  lbs.  a  ton; 
or  of  the  engine  drawing  the  train  down  an  incline  of  1  in  140  at  50  miles  an 
hour,  resistance  at  this  speed  50  Ibe.  a  ton. 

Determine  the  pull  of  the  engine,  and  supposing  it  constant,  find  how 
far  the  triun  would  go  up  an  indine  of  1  in  100,  before  the  velocity  dropped 
from  50  to  30  miles  an  hour,  taking  an  average  uniform  resistance  of  the  road 
of  20  lbs.  a  ton. 

316.  A  locomotive  exerting  a  unifonn  pull  of  4  tons  hauls  a  train  of  200 
tons  up  an  incline  of  1  in  200,  between  two  stations  2  miles  apart,  the  greatest 
allowable  speed  being  30  miles  an  hour.  If  the  road-resistance  is  10  lbs.  per 
too  (of  2000  lbs-)  I  and  if  the  brakes  are  capable  of  exerting  a  pressure  of  100 
tons,  the  adhesion  being  otm  fifth,  find  (a)  the  time  between  the  stations;  (b) 
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the  distance  in  vhich  the  tmn  is  brought  to  rest;  (c)  the  diatanoe  traversed 
St  30  mileB. 

AJso,  if  the  speed  is  not  limited  to  30  miles,  find  (d)  the  least  time  in  which 
the  distance  can  be  accomplished;  (e)  the  maximum  speed  attaioed;  (/)  the 
distance  in  which  the  train  is  brought  to  rest. 

^n*.  (o)  &i  minutes;  (6)  275  ft. ;  (c)  7260  ft.;  (d)  4.47  minutes;  (e)  53.8 
miles  per  hour;   {/)  880  ft. 

117.  With  the  same  brake-power,  adhesion,  and  road-resistanGe,  find  the 
weight  of  the  heaviest  train  which  the  locomotive  in  the  preceding  question, 
exerting  the  uniform  pull  of  4  tons,  can  haul  between  the  two  stations  in  6 
minutes.  Ans.  360  tons. 

3i8.  If  the  locomotive  has  60-in.  drivers  and  24"  X20"  diameter  cylinders 
find  the  weight  required  upon  the  drivers  when  the  steam-pressure  is  50  lbs 
per  square  inch.  Ans.  20  tons. 

ai9.  Prove  that  the  loss  of  time  in  going  from  A  to  C,  two  points  on  a 
railway  at  the  same  level  8  miles  apart,  due  to  an  incline  of  1  in  100  from  A 
up  to  B,  and  an  incline  of  1  in  300  from  B  down  to  C,  instead  of  going  on  a 
level  line  from  A  to  C  aX  a  uniform  velocity  of  45  miles  an  hour,  is  2  minutes 
20  seconds,  equivalent  in  time  to  a  detour  on  the  level  of  1  mile  60  chains. 

It  is  supposed  that,  with  full  steam  on,  the  velocity  drops  from  45  to  15 
miles  an  hour  at  the  summit  B,  and  that  in  descending  the  incline  full  steam 
is  kept  on  till  the  velocity  is  again  45,  after  which  the  velocity  is  kept  uniform 
by  partly  shutting  off  steam;  and  prove  that  this  happens  at  a  point  Q,  distant 
from  B  about  1  mile  892  yards. 

Prove  that  the  train  would  be  "stalled  on  the  grade"  if  the  incline  from 
A  to  B  was  a  quarter  of  a  mile  longer. 

330.  Prove  that  if  the  weight  of  the  train  is  200  tons,  and  the  resistance 
of  liie  road  is  14  lbs.  a  ton,  the  pull  of  the  engine  from  ^i  to  Q  is  2iV  tons, 
and  from  0  to  B  is  A  ton;  and  determine  whether  there  is  any  extra  expendi- 
ture of  work  due  to  the  inclines  on  this  and  the  return  journey. 

Determine  the  requisite  weight  on  the  driving-wheels,  taking  an  adhesion 
of  one  sixth. 

331.  The  distance  between  two  stations  is  105  miles,  and  there  are  27 
intermediate  stations.  The  averts  resistance  of  a  parliamentary  train  stop- 
ping at  all  stations  is  taken  as  8  lbs.  a  ton,  while  the  resistance  to  an  express 
train  which  runs  through  withoijt  Stopping  is  taken  at  10  lbs.  a  ton,  the  brake- 
power  in  each  case  being  taken  at  80  lbs.  a  ton  additional. 

Supponng  the  speed  to  be  kept  constant  by  reducing  steam  when  it  has 
reached  30  miles  an  hour,  find  which  trun  is  most  expensive  in  fuel,  and  by 
how  much  per  cent. 

Work  out  the  same  problem  with  their  redstances  and  full-speed  doubled. 

333.  Determine  the  loss  of  time  and  the  extra  expenditure  of  work — if 
any— due  to  cross' ng  a  pass  by  a  railway  havii^  an  incline  of  1  in  m  up,  and 
1  in  n  down,  instead  ongoing  in  a  level  tunnel  of  length  I  ft.  through  the  pass; 
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supposing  that  V  f/a  is  the  mudmum  speed  allowed  on  the  line,  and  that 
the  velocity  of  the  train  drops  from  Y  to  v  i/a  at  tlie  summit  of  the  pass; 
■determine  the  pull  of  the  engine  P  in  tons  for  a  train  of  W  tons  weight,  taking 
the  resistance  of  the  road  at  r  lb.  per  ton. 

Determine  the  length  of  detour  of  equal  time. 

»3-  The  crank  of  a  horiaontal  engine  is  3  ft.  6  ins.  and  the  connect- 
ing-rod 9  ft.  long.  At  half-stroke  the  pressure  in  the  connecting-rod  is  500 
lbs.    What  is  the  correeponding  twisting  moment  on  the  crank-shaft? 

Ant.  I7I6i   ft.-lba. 

134.  A  piston  and  rod  and  cross-head  weigh  330  lbs.  At  a  certain  instant 
when  the  resultant  total  forces  due  to  ateam-preaaure  is  3  tons,  the  piston  has 
an  acceleration  of  370  ft.  per  second  in  the  same  direction.  What  is  the  actual 
force  acting  at  the  cross-headT 

»S.  If  the  connecting-rod  ia  5  ft.  long  and  the  crank  is  1  ft.  in  an  engine 
making  200  revolutions  per  minute,  what  are  the  accelerations  of  the  piston 
when  it  is  farthest  from  and  nearest  to  the  crank?  The  piston  and  rod  and 
cross-head  weigh  330  lbs. ;  the  area  of  piston  — 120  sq.  ins. ;  at  the  be^nning  of 
either  the  in-  or  the  out-stroke  the  pressure  is  SO  lbs.  per  square  inch  on  one  aide 
in  excess  of  what  it  is  on  the  other.  Find  the  total  forces  on  the  cross-head  in 
these  two  cases. 

iz6.  A  revolving  weight  TT  is  at  a  distance  r  from  the  axis  of  rotation 
and  is  to  be  balanced  by  two  weights  each  ri  from  the  Xna,  the  one  being  a 
on  the  right  and  the  other  b  on  the  left  of  the  weight  to  be  balanced.    Find, 

riO+6'  no+6 
317.  There  ia  a  balance-weight  of  180  \be.  at  a  distance  of  3.4  ft.  from  the 
centre,  and  another  weight  of  150  Iba.  at  a  distance  of  2.56  ft.  from  the  centre, 
in  a  direction  at  right  angles  to  the  first,  both  on  the  same  driving-wheel  of 
a  locomotive.  Find  the  amount  and  position  of  any  single  weight  which 
would  have  the  same  balancing  effect  as  these  two. 

138.  Each  piston  of  a  locomotive  weighs  300  lbs.  What  balance-weights 
will  completely  balance  one  piston  so  that  there  may  be  no  couple  and  no 
horizontal  force?  Stroke— 24  in.;  distance  C.  to  C.  of  cylinder8-42  ins.; 
radialdiatanceofbalance  weights— 39  ins.;  distance  between  centres  of  gravity 
of  balance-weights -57  ins.  '    Ana.  12.15  lbs.;    80.15  lbs. 

lag.  The  piston  and  rod  and  cross-head  weigh  330  lbs.;  the  connecting- 
rod  300  Ibfi.;  the  12-in.  crank  ia  equivalent  to  270  lbs.  at  crank-pin;  the  C.  of 
G.  of  the  connecting-^t>d  is  0.38  of  its  length  from  the  crank-pin.  If  the  centre 
lines  of  the  cylinders  are  27  ins.  apart,  and  the  middles  of  the  wheels  are  59 
ins.  apart,  neglecting  valve-motiona,  etc.,  calculate  the  balance-weights  and 
their  positions.  Place  their  centres  of  mass  3  ft.  from  the  centres  of  the  wheels. 
Is  the  locomotive  in  perfect  balance?    What  is  the  nature  of  the  balance? 

330,  Fmd  the  acceleration-pressure  at  each  end  of  the  stroke  of  a  vertical 
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inverted  high-speed  stefttn-en^jne  when  running  at  500  revolutioDS  per  minute 
stroke  9  ins.,  weigbt  of  reciprocating  parta  110  Iba.,  diameter  of  cylinder 
8  ins.,  length  of  connecting-rod  1.5  ft. 

Afw,  54.81bs./Bq.m.at bottom;  85.5 Iba. /sq.m.attop. 

131.  In  a  honzontal  marine  engine  tvith  two  cranka  at  right  angles  distant 
8  ft.  from  one  another,  weight  of  reciprocating  parts  attached  to  each  crank 
is  10  tons,  revolutions  75  per  minute,  stroke  4  ft.,  find  the  alternating  force 
and  couple  due  to  inertia.  Ans.  54.2  tons;    218.26  ft. -tons. 

131.  An  inside-cylinder  locomotive  is  running  at  50  miles  an  hour;  the 
driving-wheels  are  6  ft.  in  diameter;  the  distance  between  the  centre  lines 
of  the  cylinders  is  30  in.,  the  stroke  24  in.,  the  weight  of  one  piston  and  rod 
300  lbs.,  and  the  horizontal  distance  between  the  balance-weights  4}  ft.;  the 
diameter  of  the  weight-circle  is  4i  ft.  Find  the  alternating  force  and  couple, 
and  also  the  magnitude  and  position  of  suitable  balance-weights. 

Am.  7871  lbs.;  9839  ft.-lbs.;  106.5  lbs.;  271". 

333.  The  pressure  eqirivalent  to  the  weight  of  the  reciprocating  parts  of 
an  engine  is  3  lbs.  per  square  inch;  the  stroke  is  36  in.;  the  number  of  revolu- 
tions per  minute  is  45;  the  back-pressure  is  2  lbs.  per  square  inch;  the  absolute, 
initial  steam-pressure  is  60  lbs.  per  square  inch;  the  rate  of  expansion  is  3. 
Find  the  pressure  necessary  to  start  the  piston,  and  also  the  effective  pressure 
at  each  J  of  the  stroke. 

334.  An  engine  with  a  24.4n.  cylinder  and  a  connecting-rod —ux  cranks  = 
6  ft.,  makes  60  revolutions  per  minute.  Show  that  the  pressure  required  to 
start  and  stop  the'engine  at  the  dead-points— ii  of  the  weigbt  of  reciprocating 
parts. 

a35.  Find  the  ratio  of  thrust  at  cross-head  to  tangential  effort  on  crank- 
pin  when  the  crank  is  45°  from  the  line  of  Stroke,  the  connecting-rod  being 
—four  cranks.  Ans.  6  to  5. 

Z36.  Draw  the  linear  diagram  of  cr&nk-effort  in  the  case  of  single  crank, 
the  connecting-rod  being -four  cranks.  Assume  the  resistance  imiform  and 
a  constant  pressure  of  9OO0  lbs.  on  the  piston,  the  stroke  being  4  ft.  and  the 
number  of  revolutions  per  minute  55.  Also  find  the  fluctuation  of  energy  in 
foot-pounds  for  one  revolution. 

337.  An  engine  with  a  connecting-rod —fflx  cranks -6  ft.  receives  steam 
at  70  lbs.  pressure  per  square  inch,  and  cuts  off  at  one-qiuirler  stroke.  Find 
the  crank-effort  when  the  piston  has  travelled  one  third  of  its  forward  stroke. 
Diameter  of  piston -2  ft.  Also  find  the  position  of  the  piston  where  its  velocity 
is  a  maximum. 

338.  Data:  Stroke-3ft.;  number  of  revolutions  per  minute— 60;  cut-off 
at  one-half  stroke;  initial  pressure  — 56  lbs.  per  square  inch  absolute;  diameter 
of  piston  — 10  in.;  weight  of  reciprocating  parta— 550  lbs.;  back-pressure- 
1^  lbs.  per  square  inch  atisolute.  Find  the  effective  pressure  at  each  fourth 
of  the  stroke,  taking  account  of  the  inertia  of  the  piston.  Also  find  the  pres- 
aure  equivalent  to  inertia  at  commencement  of  stroke.  , 
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339.  A  pair  of  250-H.P.  en^ea,  with  cranks  at  90°,  and  working  against 
a  unifonn  resistance  and  under  a  uniform  steam-pressure,  are  running  at  60 
revolutions  per  minute.  Assuming  an  indefinitely  long  connecting-rod,  find 
the  maximum  and  mmimum  moments  of  craolc-efFOTt,  tbe  fluctuation  of 
energy,  and  the  coefSuent  of  energy. 

340.  An  iiiBide-cylinder  locomotive  rune  25  miles  per  hour;  its  drivers 
are  60  in.  in  diameter;  the  Stroke  is  24  ins.;  the  distance  between  the  centre 
lines  of  the  cylinders— 30  in.;  weight  of  reciprocating  parts— 500  lbs.;  hori- 
Eontal  distance  between  balance-weights— 59  in.;  diameter  of  weight-circle 
-42  in.     Fmd  the  alternating  force,  alternating  couple,  and  the  magnitude 

and  position  of  suitable  balance-weights. 

Ana.  226.8  lbs.;  4113.8  ft.-lbs.;   *-26"'.. 

341.  Draw  a  diagram  of  crank-effort  for  a  single  crank,  the  connectiog- 
rod  being  equal  to  Jour  cranks,  tbe  stroke  4  ft.,  and  the  number  of  revolutions 
per  minute  55.  Assume  a  uniform  resiBtance  and  a  constant  pressure  of  9000 
lbs.  on  tbe  piston. 
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CHAPTER  IV. 
STRESS;  STRAIN;  ELASTICITY;  OSCILLATION;  THIN  CYLINDER. 

I.  Stren  and  Stfain;  ResUience. — ^The  science  relating  to  the 
strength  of  matenals  is  partly  theoretical,  partly  practical.  Its 
primary  object  is  to  investigate  the  forces  developed  within  a  body, 
and  to  determine  the  most  economical  dimensions  and  form,  con- 
sistent with  stability,  of  that  body.  Certain  hypotheses  have  to 
be  made,  but  they  are  of  such  a  nature  as  always  to  be  in  accord 
with  the  results  of  direct  observation. 

The  materials  in  ordinary  use  for  structural  purposes  may  be 
termed,  generally,  solid  bodies,  i.e.,  bodies  which  offer  an  appreciable 
resistance  to  a  change  of  form. 

A  body  acted  upon  by  external  forces  is  said  to  be  strained  or 
deformed,  and  the  strMoing  or  deformation  induces  stress  amongst 
the  particles  of  the  body. 

The  state  of  strun  is  simple  when  the  stress  acts  in  oTie  direc- 
tion only,  and  the  strain  itself  is  measured  by  the  ratio  of  the  defor-  ■ 
mation  to  the  original  length. 

The  state  of  strain  is  compound  when  two  (or  more)  stresses  act 
simultaneously  in  different  directions. 

A  strained  body  tends  to  assume  its  natural  state  when  the  strain- 
ing forces  are  removed;  this  tendency  is  called  its  elasticity.  A 
thorough  knowledge  of  the  laws  of  elasticity,  i.e.,  of  the  laws  which 
connect  the  external  forces  with  the  internal  stresses,  is  absolutely 
necessary  for  the  proper  comprehension  of  the  strength  of  mate- 
rials. This  property  of  elasticity  is  not  possessed  to  the  same  degree 
by  all  bodies.  It  may  be  almost  perfect  or  almost  zero,  but  in 
the  majority  of  cases  it  has  a  mean  value.  Hence  it  naturally  fol- 
lows that  solid  bodies  may  be  classified  between  two  extreme,  though 
ideal/  states,  vb.,  a  perlecUy  dastic  state  and  a  perfectly  soft  state. 
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Perfectly  elastic  bodies  which  have  been  stramed  resume  their 
original  forma  exactly  when  the  Btraining  forces  are  removed.  Per- 
fectly soft  bodies  are  wholly  devoid  of  elasticity  and  offer  no  resist- 
ance to  a  change  of  form. 

Bodies  capable  of  undergoing  an  indefinitely  large  defonna- 
tioa  under  stress  are  s^d  to  be  plastic. 

Every  body  may  be  subjected  to  five  distinct  kinds  of  stresses, 
viz.; 

(a)  A  longitudinal  pull,  or  tension. 

(&)  A  longitudinal  thrust,  or  compression. 

(c)  A  shear,  or  tangential  stress,  which  may  be  defined  as  a 
stress  tending  to  make  one  surface  slide  over  another  with  which 
it  is  in  contact. 

(d)  A  transverse  stress, 
(c)  A  twist  or  torsion. 

Under  any  one  of  these  stresses  a  body  may  suffer  either  an 
elastic  deformation  of  a  temporary  character  or  a  plastic  deforma- 
tion of  a  permanent  character. 

Let  a  wire  or  a  bar,  of  length  L  and  uniform  sectional  area  A, 
be  fixed  at  the  upper  end  and  hang  vertically,  A  load  P  uniformly 
distributed  over  the  lower  end  will  stretch  the  bar  by  aji  amount  I 
which  can  be  readily  measured  by  an  extensometer  or  by  the  aid . 
of  a  telescope  and  &.  vertical  scale.  If  this  bar  is  now  replaced  by 
one  of  the  same  length  but  of  twice  the  sectional  area,  it  is  found 
that  it  requires  twice  the  load  to  stretch  it  by  the  same  amount. 
Also,  the  load  upon  a  column  or  strut  producing  a  certain  shorten- 
mg  of  the  length  is  twice  as  great  as  that  required  to  produce  the 
same  amount  of  shortening  in  a  strut  of  the  same  length  but  one 
half  the  sectional  area. 

The  ratio  j,  i.e.,  the  change  of  length   (or  deformation)  per  unit 

of  length,  is  called  the  strain. 

AgEun,  the  load  acts  at  every  cross-section  in  a  similar  manner, 
and  it  is  well  to  remember  that,  according  to  St.  Venant,  the  actual 
distribution  of  load  on  a  small  area  is  not  of  much  importance. 
Whatever  the  distribution  may  be,  the  str^n  at  a  point  not  very 
near  is  the  same.  To  eliminate  any  difference  which  might  exist 
at  a  point  where  the  bar  has  a  greater  or  less  sectional  area,  it  is 
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p 

advisable  to  use  the  load  per  unit  of  area,  viz.,  -r,  instead  of  the 

total  load  P. 

The  load  per  vnU  of  area  is  called  the  stress. 

Experiment  then  shows  that,  within  certain  limits,  th£  stress  is 
practicaily  proportional  to  the  strain. 

This  relation  between  stress  and  strun  was  enunciated  by  Hoofce 
and  is  known  as  Hooke's  Law. 

It  may  be  expressed  by  the  equation 
f-£e, 
p 
where  /--r  -the  load  per  unit  of  area,  or  stress,  and 

€  -  J  -  the  strain  per  unit  of  length. 

The  multiplier  £  is  a  number  ^ose  value  depends  upon  the 
character  of  the  material.  It  is  called  Young'a  coefficient  or  modu- 
lus of  elasticity,  and  tables  at  the  end  of  the  chapter  give  the  value 
of  E  for  different  materials.  It  must  not  be  forgotten  that  the 
more  homogeneous  a  material  is  the  more  accurate  is  the  relation 
f-Ee. 

The  longitudinal  strain  is  accompanied  by  an  alteration  in  the 
transverse  dimensions,  the  lateral  unit  strain  being  T  -,  where  —  ia 

a  coeCRcient  which  usually  varies  from  ^  to  i  for  solid  bodies  and 
is  approximately  i  for  the  metals  of  construction.    In  the  case  of 

India-rubber,  if  the  deformation  is  small,  -  is  about  i. 

Generally  the  deformation  may  be  calculated  per  unit  of  original 
length  without  sen^ble  error,  but  for  India-rubber  it  is  more  accurat« 

to  make  the  osculation  per  unit  of  stretched  length  I  -  = —  1. 

The  ratio  of  the  lat^^  to  the  longitudinal  strun  is  called  Poisson's 
ratio. 

Ex.  1.  A  cable  1000  ft.  long  stretches  6  ins.  under  a  given  load;  what 
b  the  str^n? 
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Ex.  2.  A  thort  caat^on  ttrut  24  im.  long  and  of  8  »q.  int.  tectitmal  area 
heart  a  load  of  32  Umt.  If  E—  8000  lont/sq.  in.,  how  much  it  the  strut  thort- 
enedf    What  ii  the  atressT    What  the  sirainr 

The  stress— V— 4  tons/aq.  in. 

4-8000Xtbeetnm, 

and  therefore  the  striuQ  — tAv  — -0005. 

The  diminution  of  length— 24 X the  striun— ^12  in. 

Ex.  3.  A  miJd-aleel  bar  100  ft.  long  and  of  2  tq.  int.  lecHonal  area  carries 
a  load  which  developet  in  the  material  a  ttrett  of  tfl,000  Iba./sq.  in.  If  E- 
30,000,000  Iba./aq.  in.,  by  how  much  it  the  bar  lengthenedt  What  it  the  ttrmnf 
What  it  the  total  loadt 

The  total  load -16000x2 -32000  lbs. 
1 6000 -30000000  X  the  strain. 


1 


AgiUD,  the  change  of  length  I  is  produced  by  a  load  which  gradually 
increases  from  0  to  P,  and  therefore 

the  work  done  m  changing  the  length  "  o" ' "  2  F  ^ 2H  ^^' 
and  this  is  the  energy  stored  up  in  the  strained  bar.  It  is  called  the 
resilience  of  the  bar  if  the  load  is  only  a  little  less  than  that  which 
produces  a  permanent  change  of  length,  i.e.,  a  permanent  deformation 
or  set.  Such  a  load  is  the  proof  load,  arid  the  stress  /  becomes  the 
proof  stress.  Also,  since  AL  is  the  volume,  the  resilience  per  unit  of 
volume  is  }^/2E. 

Thus  the  resilience  is  the  greatest  amount  of  enei^  which  can 
be  stored  by  a  material  without  becoming  permanently  deformed. 
If  the  stress  is  variable,  the  resilience  is  necessarily  less,  while  a  blow 
or  a  shock  may  develope  in  the  material  a  larger  amount  of  strain 
energy  than  it  can  bear,  so  that  a  local  deformation  (or  set)  and  a 
plastic  yielding  may  occur. 

Exs.  4  and  5.  Find  the  work  done  in  prodvdng  the  changea  of  length  in 
Ext.  2  and  3. 

In  Ex.  2,  theworkinin.-tonfl— ;7X.012-.]92. 
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In  Ex.  3,  the  work  in  in.-lbe.  -^52x 


or  again, 


the  work  in 


..        (16000)'X2X100X12_  -g. 
'•"*■  2X30000000 ^'^^- 


Ex.  6.  A  bar  ol  we^U  Wi,  ttngth  L,  and  uniform  aeetumal  arta 
A  w  fixed  ai  iu  upper  end,  kangt  verticaUy,  and  carriet  a  wetj^  IFi 
at  iU  lower  end.  Determine  the  stretch  of  the  bar  and  the  work  of 
strelehvig. 

Consider  a  slice  of  thicknesa  dx  at  the  distance  x  from  the 
fixed  end. 


The  weight  on  the  slice— -jr-'(L—T)  +H 
tension  of  dx  under  this  weif^t, 

K'{L-x)+W. 


,  and  it  dl  IB  the  ex- 


-E^. 


The  work  done  in  stretching  dx  by  the  amount  dl,  under  a  weif^t  which 
gradually  increases  from  0  to  -y^{L—x)+Wi, 


(5u-.).if.[<»-Jjj>-.)+n',| 


and  therefore  the  work  done  in  stretching  the  whole  bar 

Ex.  7.  A  vertical  steel  bar  of  200  ft.  length  it  fixed  at  it*  upper  end,  hangt 
verticaUy,  and  carries  a  toad  of  100  tow  u^  the  lower  end.  The 
streM  in  the  material  i^  not  to  exceed  7  tons/sq.  in.  and  Utobe 
the  same  at  every  point  of  the  bar.     Determine  the  form  of  the  bar. 

Consider  a  slice  of  thickness  dx  and  sectional  area  A  at  a 
distance  x  from  the  fixed  end. 

At  x+dx  the  area  is  A-dA,  the  amount  dA  being  the 
additional  area  required  at  x  to  support  the  weight  of  the  slice 
dx.     Therefore 

—fdA  ^wAdx, 

«vi       *"  ^''V  '^^  specific  weight,  and  /  the  stress  developed  in  the 
material. 
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Thia  equ&tion  nut;  be  written 

w.      dA 

Int^ratii^  ^{L-a:)-logr-i-i 

;  At 

Ai  being  the  Bection&l  area  at  the  lower  end  and  L  being  the  length  of  the  bar. 
Therefore  the  form  of  the  bar  is  given  by 


If  ^)  ia  the  area  at  the  upper  end,  i.e.,  when  z— 0, 


Such  a  bar  ia  called  a  bar  of  uniform  Btrength. 
In  the  present  case  At——  — l4f  oq.  ins. 


rXl.05-15sq.infl. 


Ex.  8.  A  pier  of  height  L,  wiOi  its  axis  vertical  and 
carrying  a  voeigkl  on  the  top,  it  to  have  the  same  stress 
/  per  unit  of  area  at  every  point,  i.e.,  ta  to  be  of  uni- 
form ttrength.  Determine  the  form  of  the  pier,  v> 
being  its  specific  xeeighL 

If  A  is  the  area  of  the  pier  at  x  from  the  baae, 
then  —dA  is  the  diminution  of  area  at  x-\-dx,  cor- 
responding to  the  weight  of  the  slice  dx  by  which 
the  load  upon  A  is  reduced.    Therefore 

xoAdx  —  —fdA, 


A\  bdng  the  area  of  the  base  of  the  [uer. 
Thus  the  form  of  the  piei  is  given  by 
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Also,  if  ^  is  tba  axon  of  the  top  of  the  jAet, 

and  themrchftrge— /Ai— /j1i0    '    i 

U  L—tio,iM.,  if  the  pier  is  infinity  hi^ 

e    '    -0. 

llwrefore  At  and  the  surcharge  are  eadt  nil,  and  the  Tolume  of  the 

mer— iliA 
■^  w 

Ex.  9.  j1  iteel  bar  of  2  »q.  int,  aectional  ana  hat  itt  endt  fixed  between  two 
immovabk  blockt  when  the  temperature  ia  at  40°  F,  What  pressure  wHl  be  exerted 
upon  the  blockt  if  the  temperature  of  the  bar  i»  raised  to  100°  F,,  the  coefficKiU 
(a)  of  linew  dilataiion  per  degree  being  .00108 -i- 1807    E-30,000,000  a./i^.ttt. 

If  the  length  of  the  bar  is  L,  and  if  it  were  allowed  to  lengthen  freely 
under  an  increasing  temperature,  then,  when  the  temperature  is  f°  F,, 

the  additional  length  ^Lat. 

Hence  the  streae  developed  when  the  extension  is  prevented 

and,  in  the  present  case,  the  pressure  on  the  blocks 

-2  X30000000  X  :^^  X  60 
-21600  lbs. 

a.  Theory  of  Vibrations. — Let  a  pwiicle  of  weight  W  be  acted 
upon  by  a  force  which  ia  proportional  and  acts  directly  oppoeate  to 
its  displacement  from  a  fixed  point  0,  Fig.  302.    Then 


Wd^x  L..^    j 

g  dl^        ^' 

Fio.  302. 
^  being  some  constant. 
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dx 
Multiplying  each  side  by  2--n  and  integrating, 


yay-'--'-^ 


dx 
where  "3;  *=  0,  when  a:  -  a  and  the  velocity  of  the  particle  at  any  distance 

X  from  0  is  given  by 

The  equation  may  be  written 

dx  Igi'  , 

Integrating  again, 

c  being  a  constant  of  integration. 

But  I "  a,  when  ( -0,  and  therefore  c  -■ 


Hence 

reiurec-g- 

or 

:^-a.«^t, 

and  therefore 

the 

time  of  a  complete 

oscillation 

Ex.  10.  A  tpiral  spring,  Fig.  303,  tcAow  eoeffunent  of  atiff- 
!as  is  e  ii  loaded  with  a  vxighi  W  and  then  depreited  a  distance 
Fra.  303,        X  belou)  Ha  position  of  equilibrium. 
Diaregarding  the  weight  of  the  sfoing, 

Wd'x 
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and  therefiffe  the  spring  will  OBcillate,  the  time  of  complete  oedllation  being 


\ffe 


Ex.  11.  A  straight  spring  AB  is  loaded  in  the 
middle  with  a  weight  W.  It  w  then  deflected  atUl 
further  by  an  amount  x. 

Let  the  "restoring"  force  F  due  to  this  addi- 
tional deSection  be  euch  that 

'""ei' 

I  bang  the  length  of  the  beam. 
Tlien 


Wd}x 
g  dt' 


(See  Chap.  VII.) 


Thus,  the  wei^t  will  oscillate  about  its  position  of  equilibrium,  and  Uie 

gEI' 
Ex.  12.  A  revolmng  thaft  ia  supported  at  the  point  B  of  a  eatt^on  standard 


time  of  a  complete  oscillation 
ABD 


Fio.  305. 
Let  W  be  the  weight  carried  at  B.    Each  rod  supports  in  the  direction 
of  its  length  a  force  (either  a  tension  or  a  compresnon)  ~  -^  -r-- 

Let  B  be  displaced  to  n  and  draw  nk  perpendicular  to  AB.    Then  AB  is 
shortened  bj  the  length  Bk.    Also, 

Bk     AC     a 
Bn  'AB  'l  ' 


aiul  the  restoring  force  u  Ex-  —  tt-t-^-. 
^  g  2  hdt 
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E  being  Young's  modulus  of  eluticity  for  the  mateml  of  the  bars.      Hence 
the  period  of  &  complete  vibration  of  the  rod 


General  Equation  of  Motion. — The  preceding  examfdea  seem  to 
indicate  that  if  vibrations  are  once  started  they  will  never  die  out. 
They  are  destroyed,  however,  sooner  or  later  by  other  forces,  some 
of  the  nature  of  friction  which  are  constant,  and  others  of  the  nature 

of  viscosity  which  are  directly  proportional  to  the  velocity  (jt). 


Fro.  306. 
The  complete  equation  of  motion  may  be  written  in  the  form 
(Fa;         di 


Put  X' 

Then  the  equation  becomes 


+(?-p')y-o, 


from  which  y  =  D  cos  v'g  ~  -p^l, 

D  being  a  coefficient  whose  value  is  to  be  found. 

Hence  z- \-De~'^cos  Vq—p't, 

and  the  extent  of  the  vibrations  diminishes  as  t  increases,  i.e.,  they 
die  out. 
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Forced  OsdUation. — The  term  free  osciUation  is  applied  to  a 
condition  of  vibration  in  which  the  forces  acting  upon 
the  body  depend  only  on  the  displacements  of  the  sev- 
eral particles  from  the  position  of  equilibrium.  If 
other  forces  which  are  due  to  external  causes  and  are 
functions  of  the  time  also  act,  the  oscillation  is  called 
a  forced  oscillation.  For  example,  let  the  spiral 
spring  be  loaded  with  a  weight  W  and  then  depressed 
through  a  distance  x  below  its  neutral  position,  the  re- 
storing force  being  ex.  Let  a  force  q  sin  ni,  which  is  a  ^"''  *"' 
function  of  the  time,  also  act  upon  the  weight.     Then  its  equation  of 

(Pi         g 
motion  becomes         ~iM~  -H7«2:+g8uini. 

Integrating,  x  =  A  cos  \^'  — ^  ^"*  "*■ 

A  being  a  constant  whose  value  is  to  be  determined. 

Thus  the  oscillation  is  compounded  of  a  free  and  a  forced  oscilla- 

ictively. 

On  the  Oscillatory  Hotion  of  a  Weight  at  the  End  of  a  Ver- 
tical Elastic  Rod. — An  elastic  rod  of  natural  length  L(OA) 
"•      and  sectional  area  A  is  suspended  from  0,  and  carries  a 
weight  P  at  its  lower  end,  which  elongates  the  rod  until 
ii3  length  is  OB  =L  +  I. 

Assume  that  the  mass  of  the  rod  as  compared  with  P 
is  sufficiently  small  to  be  disregarded,  then 

P-EAj^. 

If  the  weight  is  made  to  descend  to  a  point  C,  and 
'        is  then  left  free  to  return  to  its  state  of  equilibrium,  it 
must  necessarily  describe  a  series  of  vertical  oscUlations 
'^         about  B  as  centre. 
TiQ.  308.         Take  B  as  the  origin,  and  at  any  time  /  let  the  weight 
he  at  M  distant  x  from  B;  also  let  BC-c. 
Two  cases  may  be  considered. 

First,  suppose  the  end  of  the  rod  to  be  gradually  forced  down  to 
C  and  then  suddenly  released. 


tion,  the  periods  being  2)rjJ —  and  — ,  re9pe( 
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According  to  the  principle  of  the  coDaervation  of  enet^, 
P  1  /(hy 


;2U/ 


-  the  work  done  between  C  and  M 


'  L\2     2)' 


92 
and  hence 


"'iW-i^--^' 


M,~^i(^-^ 


V,  the  velocity  of  the  weight  at  Jl/,  ■•«Jj(c^— i')*. 

Now  V  is  zero  when  x—  ±c,  so  that  the  weight  will  rise  above 
B  to  a  point  Ci  where  BCi  -cBC. 
h^din,  from  the  last  equation, 

and  integrating  between  the  limits  0  and  x, 

4=sin-.i, 
and  the  oscillatiooa  are  therefore  isochronous. 

Whenx=c,  t-^sj-, 

and  the  time  of  a  complete  oscillation  ia 

4 

Next,  suppose  the  oscillatory  motion  to  be  caused  by  a  weight  P 
falling  without  friction  from  a  point  D,  and  being  suddenly  checked 
and  held  by  a  catch  at  the  lower  end  of  the  rod. 

Take  the  same  origin  and  data  as  before,  and  let  -4D-A. 

The  elastic  resistance  of  the  rod  at  the  time  t  is 
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and  the  equation  of  motioo  of  the  weight  is 

(Pi        g 

Integrating, 

/dx\'       g  * 

i-j7J  -— ji^+cj,  ci  being  a  constant  of  integration. 

But  -TT  is  zero  when  x  —  c,  and  therefore  ci  -  f^. 
at  I 

Hence  ©'"f  <'^~^^"**- 

This  is  precisely  the  same  equation  as  was  obtained  in  the  first 
case,  and  between  the  limits  0  and  x 


'\lf-»i 


BO  that  the  motion  is  isochronous,  and  the  time  of  a  complete  oscil- 
lation is 

n 


4 


m 


and  hence  ■  -j(c^-P)-2gh, 

or  c'-P+2Ih. 

If  ft-0,  i.e.,  if  the  weight  is  merely  placed  upon  the  rod  at 
the  end  A,  c—  ±1,  and  the  amplitude  of  the  oecillation  is  twice  the 
statical  elongation  due  to  P. 

The  rod  may  be  safely  stretched  until  its  length  \b  L+l,  while 
a  further  elongation  c  might  prove  most  injurious  to  ita  elasticity, 
which  shows  the  detrimental  effect  of  vibratory  motion.    If  a  small 
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downward  force  Q  \b  applied  to  P  when  it  has  reached  the  end  of 
\\a  vibration,  it  will  produce  a  corresponding  descent,  and  the 
weight  P  will  then  ascend  an  equal  distance  above  it^  neutral  posi- 
tion. At  the  end  of  the  interval  corresponding  to  P's  natural  period 
of  vibration,  apply  the  force  again;  and  P  will  descend  still  further. 
This  process  may  be  continued  indefinitely,  until  at  last  rupture 
takes  place,  however  small  P  and  Q  may  be.  If  Q  is  applied  at 
irregular  intervals,  the  amplitude  of  the  oscillations  will  still  be 
increased,  but  the  increase  will  be  followed  by  a  decrease,  and  so 
on  continually.  In  practice  the  problem  becomes  much  more  com- 
plex on  account  of  local  conditions,  but  experience  shows  that  a 
fluctuation  of  stress  is  always  more  injurious  to  a  structure  than 
the  stress  due  to  the  maximum  load,  and  that  the  injury  is  aggra- 
vated aa  the  periods  of  fluctuation  and  of  vibration  of  the  structure 
become  more  nearly  synchronous. 

An  example  of  a  fluctuating  load  is  a  procession  marchuig  in 
time  across  a  suspension  bridge,  which  may  strain  it  far  more 
severely  than  a  much  greater  dead  load,  and  may  set  up  a  syn- 
chronous vibration  which  may  prove  absolutely  dangerous.  In 
fact,  a  bridge  has  been  known  to  fail  from  this  cause. 

The  coefficient  of  elasticity  of  the  rod  may  be  approximately 
found  by  means  of  the  formula 


'€ 


T  being  the  time  of  a  complete  oscillation.    For  suppose  that  the 
rod  emits  a  musical  note  of  n  vibrations  per  second,  then 


4-. 


is  the  time  of  travel  from  C  to  Ci; 

■       .                     ,       "             _,  ■_            n    PLirr'n^ 
therefore  I  -  -rs-s,    and  hence    c  -  — j . 

Suppose  that  the  weight  is  perfectly  free  to  slide  along  the  rod. 
When  it  returns  to  .4,  it  will  leave  the  end  of  the  rod  and  rise  with 
a  certaJn  initial  velocity.    This  velocity  is  evidently  ^2gk,  and 
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the  weight  accordingly  ascends  to  D,  then  falls  again,  repeats  th& 
former  operation,  and  so  on.  The  equations  of  motion  are  in  this 
case  only  true  for  values  of  x  between  x—  +c  and  i-  —I. 

4.  On  the  Oscillatory  Hotion  of  a  Weight  at  the  End  of  a  Ver- 
tical Elastic  Rod  of  Appreciable  Kass. — Suppose  the  mass  of  the 
rod  to  be  taken  into  account,  and  assume: 

(a)  That  all  the  particles  of  the  rod  move  in  directions  parallel 
to  the  axis  of  the  rod. 

(&)  That  all  the  particles  which  at  any  instant  .are  in  a  plane 
perpendicular  to  the  axis  rem^n  in  that  plane  at  all  times. 

Ab  before,  the  rod  OA  of  natural  length  L  and  sectional  area  A 
is  fixed  at  0  and  carries  a  weight  Pi  at  A. 

Take  0  as  the  origin,  and  let  OX  be  the  axis  of  the  rod. 

Let  f,  f +df,  and  x,  x+dx,  be  respectively  the  actual  and  natural 
distances  from  0  of  the  two  consecutive  sections  MM, 
M'M'.  0 

Let  po  be  the  natural  density  of  the  rod,  and  p  the 
density  of  the  section  MM,  distant  f  from  0. 

The  forces  which  act  upon  the  rod  are: 

(a)  The  upward  and  constant  force  Po  at  0. 

(6)  The  weight  Pi  at  A. 

(c)  The  weight  of  the  rod. 

((£)  A  force  X  per  imit  of  mass  through  the  slice 
bounded  by  the  planes  MM,  M'M',  distant  f  and  f +df, 
respectively,  from  0. 

Suppose  the  rod,  after  equilibrium  has  been  estab- 
lished, to  be  cut  at  the  plane  M'M'.    In  order  to  main-    pj^  '^^^ 
taa  the  equilibrium  of  the  portion  OM'M'  it  will  be 
necessary  to  apply  to  the  surface  of  this  plane  a  certain  force  P, 
and  the  equation  of  equilibrium  becomes 


tf* 


gdj 


-Pa+ p  pA^X+P+pvgAx' 


0. 


But  if  the  thickness  df  of  the  slice  MM'  is  indefinitely  diminiahed^ 
P  is  evidently  the  elastic  reaction,  and  its  value  is 


-^-(i-)- 
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Hence 

Differentiating  with  reapect  to  x,  ' 

therefore  pftAX+EA-j^+pogA-'Q, 

„    E<PS 

Alflo,  poAXdx  is  the  resistance  to  acceleration  arising  from  the 
inertia  of  the  slice,  and  is  therefore  equal  to 


■^        dp- 


Hence 


££_£oPf 

dC   ftit'"'"'- (1) 

To  solve  this  equation. — In  the  state  of  equilibrium, 

is  the  tennoQ  in  the  section  of  which  the  distance  from  0  is  z  and 
counterbalances  the  weight  Pi  and  the  weight  poA(l-x)g  of  the 
portion  AMN  of  the  rod. 

Therefore  Ea(~-i\  -Pi+poAg{l-x), 
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Integrating,  f .i+^+^^te-|y  ..;:..    (2) 

There  is  no  constant  of  integration,  as  x  and  f  vanish  tc^ther. 
This  value  of  ^  is  a  ■particular  solution  c^  (1),  and  is  independent 
of(. 

2  being  a  Dew  functioD  of  x  and  (.    TheQ 

^- -£»+©■    ""*     ip-Sp- 

Hence,  from  eq.  (1), 

d=2    B<Pz       ..O'z       ,  .    E 

-j^-— v-3-fi*:T^,    where    vt'—. 

The  integral  of  this  equation  is  of  the  form 
z-F(x+vit)+l{x-Vit), 

being   the  velocity   of  propagation  of   the  vibrations. 
The  full  solution  of  (1)  is  therefore  of  the  form 

^-x+^+^{lx-'j)+Fix  +  Vit)+f(x-vit).. 

S.  Specific  Weight;  Coefficient  of  Elasticity;  Limit  of  Elasticity; 
Breaking  Stress. — Before  the  strength  of  a  body  can  be  fully  known 
certun  physical  constaate  whose  values  depend  upon  the  material 
must  be  determined. 

(o)  Specific  Weight. — The  specific  weight  is  the  weight  of  a 
unit  of  volume.  The  specific  weights  of  most  of  the  materials  of 
construction  have  been  carefully  found  and  tabulated.  If  the 
specific  weight  of  any  new  material  is  required,  a  convenient  approxi- 
mate method  is  to  prepare  from  it  a  number  of  regular  solids  of 
determinate  volume  and  weigh  them  in  an  ordinary  pair  of  scales. 
The  ratio  of  the  total  weight  of  these  solids  to  their  total  volume 
is  the  specific  weight.    It  must  be  remembered  that  the  weight 


,.(- 
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may  vary  considerably  with  time,  etc. ;  thiM  a  sample  of  greenheart 
weighed  69.75  lbs.  per  cubic  foot  when  first  cut  out  of  the  log,  and 
only  57  lbs.  per  cubic  foot  at  the  end  of  six  months.  When  the 
strength  of  a  timber  is  being  determined,  it  ia  unportant  to  note 
the  amount  of  water  present  in  the  test-piece,  since  this  appears 
to  have  a  great  influence  upon  the  results. 

The  stiMning  of  a  structure  is  generaJly  largely  due  to  its  own 
weight. 

The  total  load  upon  a  structiu^  includes  all  the  external  forces 
apphed  to  it,  and  in  practice  is  designated  deaa  {permanent)  or  live 
(moving),  according  as  the  forces  are  gradually  applied  and  steady, 
or  suddenly  applied  and  accompanied  with  vibrations.  For  example, 
the  weight  of  a  bridge  is  a  dead  load,  while  a  train  passing  over  it 
is  a  live  load;  the  weight  of  a  roof,  together  with  the  weight  of  any 
snow  which  may  have  accumulated  upon  it,  is  a  dead  load;  vnnd 
causes  at  times  excessive  vibrations  in  the  members  of  a  structure, 
and  although  often  treated  as  a  dead  load,  should  in  reality  be  con- 
sidered a  live  load. 

The  dead  loads  of  many  structures  (as  masonry  walls,  etc.)  are 
so  great  that  extra  or  accidental  loads  may  be  safely  disr^arded. 
In  cold  climates,  great  masses  of  snow  and  the  penetrating  effect 
of  the  frost  necessitate  very  deep  foundations,  which  proportion- 
ately increase  the  dead  weight. 

(6)  Coefficient  of  Elasticity. — Generally  speaking,  a  knowledge 
of  the  external  forces  acting  upon  a  structure  discloses  the  manner 
of  their  distribution  amongst  its  various  members,  but  the  defor- 
Doation  of  these  members  can  only  be  estimated  by  mean^  of  the 
coefficient  of  elasticity,  which  expresses  the  relation  between  a 
stress  and  the  corresponding  strwn. 

In  practice  it  is  usually  sufficient  to  assume  that  a  material  is 
elastic,  homogeneous,  and  isotropic,  and  its  deformation  under 
stress  may  be  found  if  the  coefficients  of  elasticity,  of  form,  and 
of  volume  are  known. 

In  a  homogeneous  solid  there  may  be  twenty-one  (Ustinct  coeffi- 
cients of  elasticity,  which  are  usually  classified  under  the  following 
heads: 

(1)  Direct,  expressing  the  relation  between  longitudinal  strains 
and  normal  stresses  in  the  same  direction. 
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(2)  Tmnsverse,  expressing  the  relation  between  tangential  stresses 
and  strains  in  the  same  direction. 

(3)  Lateral,  expressing  the  relation  between  longitudinal  strans 
and  nonnal  stresses  at  light  angles  to  the  BtraJns,  i.e.,  a  lateral 
resistance  to  deformation. 

(4)  Oblique,  expressing  other  relations  of  stress  and  strMn. 
If  a  body  is  isotropic,  i.e.,  equally  elastic  in  all  directions,  the 

twenty-one  coefficients  reduce  to  two, 

viz.,  the  coefficients  of  direct  elasticity 

and  of  lateral  elasticity.    Such  bodies, 

however,  are  almost  wholly  ideal.    In 

a  perfectly  elastic  body  E  would  be 

the  same  both  for  tension  and  com-  ' 

pression.    In  the   ordinary  materials 

of  construction  it  is  slightly  less  for 

compression  than  for  tenaon;  but  if 

the  stresses  do  not  exceed  a  certam 

limit,  the  di£Ference  is  so  slight  that  it 

may  be  disr^arded.  ''"'■  ''*"■ 

The  equation  f~Ee  may  be  illustrated  graphically  by  the  straight 
line  POP,  the  ordinate  at  any  point  being  the  stress  required  to 
produce  the  strain  represented  by  the  corresponding  abscissa. 

The  work  done  per  unit  of  volume  in  producing  the  extenaioa 
(or  compression)  ON 

-area  of  triangle  PON-^NPN-^~^. 

Mao,  tan  PON -^-E. 

Coefficients  of  elasticity  must  be  determined  experimentally. 

The  coefficients  of  direct  elasticity  for  the  different  metals  and 
timbers  are  sometimes  obtained  by  subjecting  bars  of  the  material 
to  forces  of  extension  or  compression,  or  by  observing  the  defiections 
of  beams  loaded  transversely.  The  coefficients  for  blocks  of  stone 
and  masonry  mi^t  also  be  found  by  transverse  loading;  they  are 
of  little,  if  any,  practical  use,  as,  on  account  of  the  inherent  stiff- 
ness of  masonry  structures,  their  deformations,  or  aetUings,  are  due 
rather  to  defective  workmanship  ihan  to  the  natural  play  of  elastic 
forces. 
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The  torsional  coefficient  of  elasticity,  i.e.,  the  coefficient  of  elastic 
rcBlstance  to  torsion,  has  been  shown  by  experiment  to  vary  from 
two  fifths  to  three  eighths  of  the  coefEclent  of  direct  elasticity. 

When,  e.g.,  it  is  required  to  find  the  E  for  a  material  a  test-piece 
is  prepared  and  is  held  in  the  grips  (or  holders)  of  a  testing-machine. 
An  mtermediate  portion  of  a  definite  length  L  (usually  8  or  10  ins.) 
and  far  enough  from  the  ends  of  the  gripe  to  be  imaffected  by  tiieir 


M   -.+ 

I 

T      f 

H 

- 

Fio.  311.     Flo.  312.    Fia.  313.    Fio.  314. 

action  is  then  marked  off.  Before  the  loading  of  the  specimen 
commences  the  telescope  is  set  at  zero.  Under  a  load  P  the  tele- 
scope gives  a  reading  R,  indicating  that  the  length  L  has  been  in- 
creased by  R. 

Therefore  P-EA-r, 


A  being  the  sectional  area  of  the  specimen. 

If  the  load  is  now  increased  by  an  amoiint  AP,  there  will  be  t 
corresponding  increase  of  AR  in  the  extension. 


Therefore 


P+dP-EA 


R  +  4R 


Hence  E--j^  ^, 

from  which  the  value  of  E  can  be  calculated. 

Ex.  13.  A  masted  specimen  of  1  in.  diameter  it  placed  in  Ike  testing- 
machine  and  a  distance  of  10  ins.  (L)  between  the  measuring-points  is  marked 
off;  determine  the  average  E  from  the  foliowing  tabulated  observaHons: 
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Thus,  tat  an  increment  in  the  load  of  4  tons,  the  coirespootUng  o 
increment  in  the  extension 

■0042 +  .0039 +  .0040    .0121 
3  "■     3    ' 

and  therefore 


■0I2I221 
3      7  4^^' 


-12,626  tons. 


The  ends  of  the  test-piece  are  enlarged  and  are  connected  with 
the  mmn  body  of  the  specimen  by  giving  the  shoulder  a  suitable 
curve  (liig.  311).  Abrupt  changes  of  section  (Figs.  312  and  313) 
must  be  avoided,  as  at  such  points  great  stresses,  of  which  the  dia- 
tribution  is  imknown,  are  induced.  The  fracture  of  a  hard  speci- 
men ahnost  invariably  t^es  place  at  an  abrupt  change  of  section, 
while  with  a  ductile  material  there  inll  be  a  p3V3  (p.  254)  toward 
the  narrower  portion,  which  will  prevent  its  full  contraction  before 
fracture  takes  place.  The  ajypca-eiU  strength  of  the  material  ia 
therefore  increased.  When  test--pieces  are  sheared  out  of  boiler- 
plate, about  a  quarter  of  an  inch  of  the  metal  should  be  removed 
on  each  side  between  the  measuring-pointa  (Fig.  314),  in  order  to 
eliminate  the  upsetting  effect  of  the  shearing  action.  All  speci- 
mena  should  be  long  enough  to  allow  the  portion  between  the  meas- 
uring-points to  contract  freely,  as  otherwise  they  seem  to  be  under 
constraint  and  fracture  takes  place  before  the  contraction  is  com- 
plete. Thus  the  apparent  strength  is  greater  than  the  actual  strei^h, 
which  is  the  breaking  load  per  square  inch  of  the  original  sectional 
area. 

In  ordinary  practice,  however,  the  engineer  does  not  care  to 
know  this  actual  ultimate  stress,  but  demands  the  stress  which  the 
material  would  bear  if  the  sectional  area  of  the  test-piece  remaned 
unchanged  up  to  the  point  of  fracture.  In  other  words,  he  requires 
the  breaking  load  per  square  inch  of  the  original  sectional  area,  and 
he  can  then  decide  what  fraction  of  this  load  may  be  safely  applied 
to  any  structural  member. 
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Again,  the  distance  between  the  "measuring-points"  of  a  teafc- 
piece  is  subdivided  into  a  number  (8  or  10)  of  1-inch  lengths,  and 


mmss^wsi-" 


Bqulvmlant  Kxteaibiiii 


after  fracture  has  taken  place  the  extension  of  each  division  is  care- 
fully determined.    If  the  fracture  is  near  the  centre,  the  percentage 

of  elongation  is  —j —     If  the  fracture,  however,  is  at  a  distance 

from  the  centre,  as  in  Fig.  315,  the  equivalent  elongation  is  obtained 
in  the  following  maimer: 

The  elongation  of  each  division  is  ^own  in  the  figure.  On  the 
right  of  the  divi^on  containing  the  fracture  and  in  which  the  local 
elongation  is  necessarily  the  greatest,  imaginary  divbions,  shown  by 
dotted  lines,  are  added,  and  these  divisions  have  the  same  extensions 
as  the  corresponding  divisions  6  and  c  on  the  left  of  0.  The  total 
equivalent  elongalion  is  then  AB  —  8",  the  length  AB  including  8  divi- 
sions.   In  the  specimen  in  question  AB  - 10".7. 

Therefore  the  equivalent  elongation -2".7  and  the  equivalent 

100 
percentage  -  -^  X  2.7  -■  334,  very  nearly. 

Also,  if  a  is  the  fradUTed  area,  the  percentage  of  reduction  in  area 


-lOOl 


H 


These  two  percentages  are  measurements  of  the  dtictUity  of  the 
material. 

In  the  above  specimen  the  iniUal  diameter -l."059,  and  the 
final  diameter  -0".681. 


Therefore 


a  _/  .681  Y_ 


and  the  reduction  of  area- 100(1 -.4135) -58.65  per  cent. 

(c)  Limit  of  EUaticity. — When  the  forces  which  strun  a  body 
fall  below  a  certiun  limit,  the  body,  on  the  removal  of  the  forces, 
will  resume  its  orig^al  form  and  dimensions  without  sensible  chuige 
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(disr^arding  any  effects  due  to  the  development  of  heat)  and  may 
be  treated  as  perfectly  elastic.  But  if  the  forces  exceed  this  limit, 
the  body  will  receive  a  permanent  deformation,  or,  aa  it  is  termed, 
a  set. 

Such  a  limit  is  called  a  limit  of  elasticity,  and  is  the  greatest  stress 
that  can  be  applied  to  a  body  without  producing  in  it  an  appreciable 
and  permanent  deformation. 

This  is  an  unsatisfactory  dehnition,  as  a  body  passes  from  the 
elastic  to  the  non-elastic  state  by  such  imperceptible  degrees  that 
it  is  impossible  to  fix  any  exact  line  of  demarcation  between  the 
two  states. 

Bauschinger's  experiments  also  indicate  that  the  application  to 
a  body  of  any  stress,  however  small,  produces  a  plastic  or  perma- 
nent deformation.  This,  perhaps,  is  sometimes  due  to  a  want  of 
uniformity  in  the  material,  or  to  the  bar  being  not  quite  straight 
initially.  In  any  case,  the  deformations  under  loads  which  are 
less  than  a  load  known  as  the  elastic  limit  are  so  slight  as  to  be  of 
no  practical  account  and  may  be  safely  disregarded,  and  for  such 
loads  Hookes  Law  may  be  regarded  as  substantially  correct. 

So,  too,  the  hysteresis  effect,  i.e.,  the  lagging  of  the  relation  of 
stress  to  strain,  is  so  slight  within  the  elastic  limit  as  to  be  safely 
disregarded.  Beyond  the  elastic  limit  the  creeping  becomes  very 
marked  for  the  first  few  minutes  and  may  continue  much  longer, 
but  at  a  diminished  rate.  At  last  a  point  is  reached  at  which  the 
material  draws  out  and  breaks  without  any  further  increase  of  load. 

Fairbairn  defines  the  limit  of  elasticity  more  correctly  as  the 
stress  below  which  the  deformation  is  approximately  proportional 
to  the  load  which  produces  it,  and  beyond  which  the  deformation 
increases  much  more  rapidly  than  the  load.  In  fact,  both  the  elastic 
and  ultimate  strengths  of  a  material  depend  upon  the  nature  of 
the  stresses  to  which  they  are  subjected  and  upon  the  frequency  of 
their  application.  For  example,  in  experimenting  upon  bars  of 
iron  having  an  ultimate  tenacity  of  46,794  lbs.  per  square  inch  and 
a  ductility  of  20  per  cent,  Wohler  found  that  with  repeated  stresses 
of  equal  intensity,  but  alternately  tensile  and  compressive,  a  bar 
failed  after  66,430  repetitions  when  the  intensity  was  33,000  lbs. 
per  square  inch;  a  second  bar  failed  only  after  19,187,000  repetitions 
when  the  intensity  was  18,700  lbs.  per  square  in;    while  a  third 
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bar  remmned  intact  after  more  thwi  132,000,000  repetitions  when 
the  intensity  was  16,690  lbs.  per  square  inch.  These  experiments 
therefore  indicated  that  the  limit  of  dastidty  for  the  iron  in  question, 
under  repeated  stresses  of  equal  intensity,  but  alternately  tensile 
and  compressve,  lay  between  16,000  and  17,000  lbs.  per  square  inch, 
which  is  much  less  than  the  limit  under  a  steadily  applied  stress. 
Similar  results  have  been  shown  to  follow  when  the  stresses  fluctuate 
from  a  maximum  stress  to  a  minimum  stress  of  the  same  kind. 

Generally  speaking,  then,  the  limit  of  elasticity  of  a  material 
subjected  to  repeated  stresses  is  a  certain  maximum  stress  below 
which  the  condition  of  the  body  remiuns  unimpaired. 

Bauschinger  defines  the  elastic  limit  as  the  point  at  which  the 
stress  ceases  to  be  sensibly  proportional  to  the  strain,  the  latter 
being  measured  by  a  mirror  apparatus  reading  to  about  .00001  inch. 
If  the  yield  point  is  exceeded  it  will  rise  so  long  as  the  bar  remains 
loaded.  If  the  load  exceeds  the  elastic  limit  this  limit  will  rise 
until  it  approaches  the  yield  point,  when  it  rapidly  falls.  If  the 
load  is  then  increased  beyond  the  yield  point  the  limit  will  rise  again 
until  it  reaches  a  much  higher  point  than  its  former  value. 

The  main  object,  then,  of  the  theory  of  the  strength  of  materials 
is  to  determine  whether  the  stresses  developed  in  any  particular 
member  of  a  structure  exceed  the  limit  of  elasticity.  As  soon  as 
they  do  so,  that  member  is  permanently  deformed,  its  strength  is 
impMred,  it  becomes  predisposed  to  rupture,  and  the  safety  of  the 
whole  structure  is  threatened.  Still,  it  must  be  borne  in  mind 
that  it  is  not  absolutely  true  that  a  material  is  always  weakened 
by  being  subjected  to  forces  superior  to  this  limit.  In  the  manu- 
facture of  iron  bars,  for  instance,  each  of  the  processes  through 
which  the  metal  passes  changes  its  elasticity  and  increases  its  strength. 
Such  a  material  is  to  be  treated  as  being  in  a  new  state  and  as  possess- 
ing new  properties. 

Again,  when  a  bar  has  been  overstrained  so  that  its  molecu- 
lar condition  is  changed,  the  application  of  a  small  load  produces 
an  immediate  extension  followed  by  a  creeping  which  only  slowly 
disappears  when  the  bar  is  relieved  of  load.  If  the  bar  is  allowed 
to  rest  it  gradually  recovers  its  elastic  properties  and  the  recovery 
becomes  more  and  more  complete  as  the  time  of  rest  increases. 
Muir's  experiments  indicate  that  the  bar  may  regain  its  elasticity 
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by  being  inunersed  for  a  few  minutea  in  boiling  water.  It  is  also 
found  that  this  process  gives  the  metal  a  higher  elastic  limit.  The 
overstraining  developes  a  resistance  to  plastic  deformation  or  pro- 
duces a  hardening  e£Fect  which  may  be  eliminated  by  heating  the 
metal  to  redness  and  then  allowing  it  to  cool  slowly,  i.e.,  by  atmealing. 

The  strength  of  a  material  is  governed  by  its  tenacity  and  ripdity, 
and  the  essential  requirement  of  practice  is  a  lough  material  with 
a  high  elastic  limit. 

This  is  especially  necessary  for  bridges  and  all  structures  liable 
to  constantly  repeated  loads,  for  it  is  found  that  these  repetitions 
lower  the  elastic  limit  fmd  diminish  the  strength. 

In  the  majority  of  cases  experience  has  fixed  a  practical  limit 
for  the  stresses  much  below  the  limit  of  elasticity.  This  insures 
greater  safety  and  provides  against  unforeseen  and  accidental  loads 
which  may  exceed  the  practical  limit,  but  which  do  no  harm  imless 
they  pass  beyond  the  elastic  limit. 

Certfun  operations  have  the  effect  of  raising  the  limit  of  elasticity ; 
a  wrought-iron  bar  steadily  str^ned  almost  to  the  point  of  its  ulti- 
mate strength  and  then  released  from  strun  and  allowed  to  rest, 
experiences  an  elevation  both  of  tenacity  and  of  the  elastic  limit. 

If  the  bar  is  stretched  until  it  breaks,  the  tensile  strength  of 
the  broken  pieces  is  greater,  than  that  of  the  bar.  A  similar  result 
follows  in  the  various  processes  employed  in  the  manufacture  of 
iron  and  steel  bars  and  wires :  the  wire  has  a  greater  ultimate  strength 
than  the  bar  from  which  it  was  drawn. 

Agwn,  iron  and  steel  bars  subjected  to  Umg-continued  compres- 
sion or  extension  have  their  resistance  increased  mainly  because 
time  is  allowed  for  the  molecules  of  the  metal  to  assume  such  por- 
tions as  will  enable  them  to  offer  the  maximum  resistance;  the 
increase  is  not  attended  by  any  appreciable  change  of  density, 

Under  an  increasing  stress  a  brittle  material  will  be  fractured 
without  any  great  defonnation,  while  a  tough  material  will  become 
plastic  and  undergo  a  large  deformation. 

(d)  Breaking  Stress. — When  the  loa<;l  upon  a  material  increases 
indefinitely  the  material  may  merely  suffer  an  increasing  deforma- 
tion, but  generally  a  limit  is  reached  at  which  fracture  suddenly 
takes  place. 

Cast  iron  is  perhaps  the  most  doubtful  of  all  materials,  and  the 
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greatest  care  should  be  observed  in  it6  employment.  It  [ 
little  tenacity  or  elasticity,  is  very  hard  and  brittle,  and  may  fail 
suddenly  under  a  shock  or  an  extreme  variation  of  temperature. 
Unequal  coolmg  may  predispose  the  metal  to  rupture,  and  its  strength 
may  be  still  further  diminished  by  the  presence  of  air-holes. 

Cast  iron  and  mmilar  materials  receive  a  sensible  set  even  under 
a  small  load,  and  the  set  increases  with  the  load.  Thus  at  no  point 
will  the  stress-strain  curve  be  absolutely  straight,  and  the  point 
of  fracture  wiU  be  reached  without  any  gretU  change  in  the  slope  of 
the  curve  and  without  the  development  of  much  plasticity. 

Wrought  iron  and  steel  are  far  more  uniform  in  their  behaviour, 
and  obey  with  tolerable  regularity  certain  theoretical  laws.    They 
are  tenacious,  ductile,  have  great  compressive  strength,  and  are 
most  reliable  for  structural  purposes.    Their  strength  and  elasticity 
may  be  considerably  reduced  by  high  temperatures  or  severe  cold. 
When  a  bar  of  such  material  is  tested,  the  stress-strain  curve 
(J=±Ee),  as  has  already  been  pointed  out,  is  almost  absolutely 
straight  within  the  elaatic  limit,  e.g., 
from  0  to  A  in  tension  and  from  0 
to   B   in    compression  (Fig.  316).    As 
the  load  increases  beyond  the  elastic 
limit,   the  increasing  deformation  be- 
comes plastic  and  permanent,  and  the 
stress-strain  diagram  takes  an  appre- 
ciable   curvature    between    the    limits 
A   and  D  and  the  points  B  and  E 
corresponding  to  the  maximum  loads. 
In  tension,   as  soon  as  the  point  D 
is  reached,   the  bar  rapidly  elongates 
and  is  no  longer  able  to  sustain  the 
maximum  load,  its  sectional  area  rapidly 
diminishes,     and    fracture    ultimately 
takes  place   under  a  load  much  less 
than  the  maximiun  load.    The  point 
of  fracture  is  represented  in  the  figure 
by  the  point  F,  the  ordinate  of  F  being  the  actual  ultimate  intensity 
final  load  on  the  bar 

of  stress ri — i — :; — r — ■ 

'  area  oj  fractured  section 
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The  exact  form  of  the  streSB-Btrain  curve  between  D  and  F  is 
unknown,  as  no  definite  relation  has  been  found  to  exist  between 
ih&  stress  and  strain  during  the  elongation  from  i>  to  F. 

It  is  also  important  to  note  that,  as  the  deformation  gradually 
increases  imder  the  increasing  load,  the  molecules  of  the  materia! 
require  greater  or  less  time  to  adjust  themselves  to  the  new  condition. 

During  the  tensile  test  of  a  ductile  material  there  is,  at  some 
point  beyond  the  elastic  limit,  an  abrupt  break  GH  in  the  continuity 
of  the  stress-etnun  curve,  the  curve  ag^n 
becoming  continuous  from  H  to  D,  Fig.  317. 
This  phenomenon  is  always  very  marked  in 
mild  steel  and  other  ductile  materials,  and  the 
deformation  after  passing  GH  is  almost  v^olly 
plastic  or  permanent. 

The  point  G  is  caUed  the  yidd-point  and 
seems  to  be  always  higher  than  A,  the  true 
elastic  limit. 

In  compressitm   there  is   no  local   stretch 
as  in  tension,  and  there  is  consequently  no    ^     f,q_  3^7^ 
considerable  change  in  the  curvature  of  the 
compresaon  stress-strain  curve  up  to  the  point  of  fracture. 

Timber  is  usually  tested  by  being  subjected  to  the  action  of 
tensile,  compresave,  or  transverse  loads.  Other  characteristics 
however,  must  be  known  before  a  full  conception  of  the  strength 
of  the  wood  can  be  obtwned.  Thus  the  specific  weight  must  be 
found;  the  amount  of  water  present,  the  loss  in  drying,  and  the 
corresponding  shinkage  should  be  determmed;  the  structural  differ- 
ences of  the  several  specimens,  the  rate  of  growth,  etc.,  should  be 
observed. 

The  chief  object  of  experiments  upon  masonry  and  brickwork 
is  to  discover  their  resistance  to  compression,  i.e.,  their  crushing 
strength.  In  fact,  their  stifEnras  is  so  great  that  they  may  be  com- 
pressed up  to  the  point  of  fracture  without  sensible  change  of  form, 
wid  it  is  therefore  very  difficult,  if  not  impossible,  to  observe  the 
limit  of  elasticity. 

The  cement  or  mortar  uniting  the  stones  and  bricks  is  most  irregu- 
lar in  quality.  In  every  important  work  it  should  be  an  invariable 
rule  to  prepare  specimens  for  testing.    The  crushing  strength  of 
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cement  and  of  mortar  is  much  greater  than  the  tensile  strength,  the 
latter  being  often  exceedingly  small.  Hence  it  is  advisable  to  avoid 
tensile  stresses  within  a  mass  of  masonry,  as  they  tend  to  open  the 
joints  and  separate  the  stones  from  one  another.  Attempts  are 
frequently  made  to  strengthen  masonry  and  brickwork  walls  by 
inserting  in  the  joints  tarred  and  sanded  strips  of  hoop-iron.  Their 
utility  is  doubtful,  for,  unless  well  protected  from  the  atmosphere, 
they  oxidize,  to  the  detriment  of  the  surrounding  material,  and 
besides  this  they  prevent  an  equable  distribution  of  pressure.  They 
are,  however,  far  preferable  to  bond-timbers, 

The  working  stress  is  the  greatest  stress  which  a  material  is  to 
bear  in  ordinary  practice,  and  the  ratio 

ultimate  strength 
working  stress 

is  called  the  fcu^xtr  of  safety. 

The  value  of  this  factor  is  governed  by  many  important  consider- 
ations, as,  for  example,  the  nature  of  the  material,  the  character  of 
the  stresses,  the  effect  of  bad  workmanship,  etc.  The  material  slowly 
deteriorates  with  time,  and  its  life  is  also  inQuenced  in  an  important 
decree  by  variations  of  temperature.  A  marked  change  in  the 
magnetic  properties  of  iron  and  steel  when  exposed  for  a  considerable 
length  of  time  to  a  temperature  as  low  as  100°  to  150°  F.  shows  that 
these  metals  undergo  a  gradual  molecular  change,  but  they  may  be 
restored  to  their  original  condition  by  re-annealing.  Again,  the 
behavior  of  a  material  lai^ly  depends  upon  the  existence  of  initial 
internal  stresses  which  may  be  due  to  set  caused  either  by  temperature 
variations  or  by  the  action  of  previously  applied  forces.  This  is 
well  illustrated  in  a  cylindrical  casting  in  which  an  outer  shell  cools 
first  and  contracts,  and  is  then  compressed  tangentially  by  the  cooling 
and  contraction  of  an  adjoining  inner  shell,  while  the  metal  of  this 
inner  shell  is  pulled  out  radially.  It  has  been  pointed  out  by  J. 
Thomson  that  the  defect  of  elasticity  under  small  loads  observed  by 
HodgkinsoD  in  cast  iron  is  probably  due  to  the  existence  of  internal 
stresses.  There  must  necessarily  be  an  equilibrium  between  these 
initial  stresses  at  any  section  of  the  material,  as  there  is  no  external 
load,  and  if  the  material  is  wholly  free  from  such  stresses  it  is  swd 
to  be  in  a  state  of  ease  (Pearson).    Anneahng  will  give  a  condition  of 
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almost  complete  ease  to  a  plastic  metal,  but  even  then  test-pieces, 
when  first  loaded,  show  elastic  defects  which  may  arise  in  part  from 
initial  internal  stress  and  which  are  reduced  or  may  disappear  under 
repeated  applications  of  the  loads. 

A  factor  of  safety  is  rarely  less  than  3,  and  the  following  factors 
are  in  accordance  with  the  best  practice: 

For  timber 3  for  dead  loads 

"      6    "  live 

"  metals 3    "  dead     " 

"      6    "  live       " 

"    masonry 6    "  dead     " 

"         "         10    "  live 

Experiments  also  indicate  that,  under  a  steady  (or  static)  load, 
timber  may  be  strwnetl  almost  to  the  point  of  fracture  without  appar- 
ent injury  to  the  material. 

The  factor  of  safety  is  largely  influenced  by  the  variability  of  the 
stresses  to  which  a  materia]  may  be  subjected.  The  extension  of  a 
bar  under  a  ffradually  applied  load  is  much  less  than  when  the  load 
is  placed  on  the  bar  and  suddenly  released,  while  it  is  still  greater  if 
the  body  is  in  motion  and  commences  its  action  on  the  bar  by  a 
shock  or  a  blow.  This  is  followed  by  a  vibration  (Art.  2)  of  the  weight 
about  a  neutral  position  and  the  vibration  continues,  but  with  a 
diminishing  amplitude,  until  it  finally  disappears  under  the  action 
of  the  molecular  frictional  resistance  of  the  material.  The  effect, 
then,  of  a  suddenly  applied  load  or  a  shock,  even  if  it  strains  the 
material  only  slightly  beyond  the  limit  of  elasticity,  is  detrimental, 
while  the  same  load  may  be  gradually  applied  without  doing  any 
harm.  The  kinetic  enei^  due  to  a  shock  or  blow  is  expended  in 
doing  the  work  of  straining,  and  if  the  resulting  strain  is  so  great  that 
the  limit  of  elasticit)'  is  exceeded,  a  local  hardening  is  produced  which 
renders  the  material  less  able  to  take  up  the  work  as  an  elastic  strain, 
and  its  capacity  for  doing  so  may  be  rapidly  exhausted  by  repetitiona 
of  such  shocks. 

6.  WShler's  Experiments. — Fatigue. — It  is  known  that  variable 
forces,  constantly  repeated  loads,  and  continued  vibrations  diminish 
the  strength  of  a  material,  whether  they  produce  stresses  approximat- 
ing to  the  elastic  limit,  or  exceedingly  small  stresses  occurring  with 
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great  rapidity.  Indeed  many  Btructures  are  designed  so  that  the 
several  members  are  always  subjected  to  the  same  kind  of  stress, 
thus  avoiding  the  detrimental  effect  of  alternating  tensile  and  com- 
pressive stresses.  Although  the  fact  of  a  variable  ultimate  strength 
had  long  been  tacitly  acknowledged  and  often  allowed  for,  Wohler 
was  the  first  to  give  formal  expression  to  it,  and,  as  a  result  of  obsei^ 
vation  and  experiment  extending  over  a  period  of  twelve  years, 
enunciated  the  following  hiw : 

"That  if  a  stress  t,  due  to  a  static  load,  cause  the  fracture  of  a 
bar,  the  bar  may  also  be  fractured  by  a  series  of  often-repeated 
stresses,  each  of  which  is  less  than  I;  and  that,  as  the  differences 
of  stress  mcrease,  the  cohesion  of  the  materials  is  affected  in  such  a 
manner  that  the  minimum  stress  required  to  produce  fracture  is 
diminished." 

This  law  is  manifestly  incomplete.  In  Wohler's  experiments 
the  applications  of  the  load  followed  each  other  with  great  rapidity, 
yet  a  certain  length  of  time  was  required  for  the  resulting  stresses 
to  attain  their  full  intenaty;  the  influence  due  to  the  rapidity  of 
application,  to  the  rate  of  increase  of  the  stress,  and  to  the  duration 
of  individual  strams  still  remains  a  subject  for  investigation. 

The  experiments,  however,  show  that  the  rate  of  increase  of 
repetitions  of  stress  required  to  produce  fracture  is  much  more 
rapid  than  the  rate  of  decrease  of  the  stresses  themselves,  and 
depends  both  upon  the  Tnaximum  stress  and  upon  the  difference  or 
fiuctuation  of  stress. 

The  effect  of  repeated  stresses  of  equal  intensity,  but  alternately 
tensile  and  compressive,  has  been  already  pointed  out  in  Art.  4. 

Bars  of  the  same  material  repeatedly  bent  in  one  direction  bore 
31,132  lbs.  per  square  inch  when  the  load  was  wholly  removed  between 
each  bending,  and  45,734  lbs.  per  square  inch  when  the  stress  fluctu- 
ated between  45,733  lbs.  and  24,941  lbs. 

The  table  on  page  245  gives  the  results  of  similar  experiments 
on  steel. 

The  axle  steel  was  found  to  bear  22,830  lbs.  per  square  inch 
when  subjected  to  repeated  shears  of  equ^  intensity  but  opposite 
in  kind,  and  29,440  lbs.  per  square  inch  when  the  shears  were  of 
the  some  kind.  It  would  therefore  appear  that  the  shearing  strengths 
of  the  metal  in  the  two  cases  are  about  |  of  the  strengths  of  the 
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same  metal  under  alternate  bending  and  undo-  ben(Ung  in  one  direc- 
tion respectively. 


"^^^rrii^^s^JS^sTh"' 

Axl«8t«l. 

cSSS^^'S-). 

29,000, -28/KO 

49390,         0 
S3,  no,     36,380 

Complete  r«liet  from  stress  between  euh  bend- 

Partial'  relief  from  strees  brtween  each  bindki^ . 

93,500,   62,240 

From  torsion  experiments  witli  various  qualities  of  steel  the 
important  result  was  deduced  that  the  maximum  resistance  of 
the  stee]  to  alternate  twisting  was  |  of  the  maximum  resistance 
of  the  same  steel  to  alternate  bending. 

For  shearing  stresses  in  opposite  directions  Wohler  found,  in  the 
ease  of  Krupp  cast  steel  (untempered),  that  u=39,500  Ibs./sq.  in. 
and  8-23,000  Ibsysq.  in.,  or  about  |  of  the  corresponding  values  for 
stresses  which  are  ^temately  tensile  and  compressive,  and  it  may 
be  generally  assumed  that  the  value  of  the  working  stress  for  shear- 
ing stresses  is  t  of  its  value  for  stresses  which  are  alternately  tensile 
and  compressive,  and  for  which  the  ratio  of  the  maximum  tensile 
to  the  maximum  compressive  stress  is  the  same. 

Wohler  proposed  2  as  a  factor  of  safety,  and  considered  that 
the  maximum  pennissible  working  stresses  should  be  in  the  ratios 
of  1:2:3,  according  as  members  are  subjected  to  alternate  tensions 
and  compressions  (alternate  bending),  to  tensions  alternating  with 
entire  relief,  or  to  a  steady  load. 

Fatigne. — It  is  a  fact  of  practical  and  scientific  importance  that 
iron  and  steel,  and  probably  all  materials,  are  weakened  by  repeated 
vuiations  of  stress,  the  weakening  effect  being  called  fatigue.  A 
certain  variation  may  be  permissible  provided  that  the  stresses  are 
well  within  the  elastic  limits,  but  it  must  not  be  forgotten  that  whea 
these  limits  are  exceeded  even  the  toughest  bar  may  be  fractured 
by  a  very  few  headings.  It  is  strange  that  the  material  in  old  rails, 
tires,  etc.,  which  have  been  long  in  use  and  have  been  almost 
exhausted  by  fatigue  should  have,  become  a  seemingly  totally  differ- 
ent material,  but  yet,  under  the  ordinary  tests  for  plasticity  and 
strength,  should  give  results  which  do  not  differ  in  any  marked 
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degree  from  those  obtained  for  the  new  material.  A  period  of  rest 
tends  to  restore  the  elasticity  and  possibly  the  strength  of  a  fatigued 
piece,  and  the  effect  of  fatigue  may  be  entirely  eliminated  by  heat- 
ing the  piece  to  redness  and  then  allowing  it  to  cool  slowly,  i.e., 
by  annealing. 

The  phenomena  of  fatigue  have  been  fully  explained  by  Prof.  J. 
Thomson's  deductions,  verified  by  Bauschinger's  experiments.  There 
are  in  reality  two  limits  of  elasticity.  Bauschinger  first  loaded  a 
number  of  wrought-iron  bars  until  a  point  was  reached  at  which 
the  tensile  stress  was  no  longer  sensibly  proportional  to  the  strain. 
He  then  reversed  the  process  and  loaded  the  bars  in  compression  until 
the  compressive  stress  was  no  longer  sensibly  proportional  to  the 
strain.  He  found  that  these  operations  had  the  effect  of  lowering 
the  elastic  limit  in  tension  and  raising  that  in  compression  until 
finally  the  two  limits  were  equidistant  from  the  line  of  jjo  load.  These 
he  called  the  natural  elastic  limits  of  the  wrought  iron,  the  correspond- 
ing stress  being  8J  tons  per  square  inch,  which  is  practically  the 
same  as  that  obtained  by  Wohler  in  bars  of  the  same  material  tested 
alternately  in  tension  and  compression.  Bauschinger's  experiments 
also  showed  that  although  either  one  of  the  limits  might  be  changed, 
even  to  the  ordinary  breaking  stress,  the  range  of  elasticity  remains 
about  the  same.  This  accords  with  Thomson's  theoretical  deduc- 
tions in  which  he  defines  the  limits  as  a  superior  and  an  inferior 
limit,  for  the  reason  that  they  are  not  necessarily  equal  and  equi- 
distant from  the  line  of  no  load,  and,  if  the  overstruning  is  suffi- 
cient, may  both  lie  on  the  same  side  of  this  line.  The  tensUe 
elastic  limit  of  bars  fresh  from  the  rolls  is  raised  by  processes  of 
manufacture  and  treatment  to  a  higher  point  than  Bauschinger's 
natural  limit,  and  m  at  once  lowered  when  subjected  to  stresses 
which  are  alternately  tensile  and  compressive.  At  the  same  time 
the  limit  in  compression  is  raised  and  this  change  continues  imtil 
both  limits  are  the  same.  It  is  not  the  straining  beyond  one  elastic 
limit  which  is  injurious  to  a  material,  but  the  repeated  straining 
beyond  the  tv>o  elastic  limits. 

On  the  basis  of  Wohler's  experiments,  empirical  formulae  have 
been  deduced  which,  it  is  claimed,  are  more  in  accordance  with 
the  results  of  experiment,  ^ve  smaller  errors,  and  insure  greater 
safety  than  the  incorrect  assumption  of  a  constant  ultimate  strength. 
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The  fonnulte  necessarily  depend  upon  certain  experimental 
results,  but  in  applying  them  to  any  particular  case,  it  must  be 
remembered  that  only  such  results  should  be  employed  as  have 
beeo  obtained  for  a  material  of  the  same  kind  aiid  under  the  same 
conditions  as  the  material  under  consideration.  The  effects  due 
to  faulty  material,  rust,  etc.,  are  altogether  indeterminate,  so  that 
no  formula  can  be  perfectly  universal  in  its  application.  Hence 
the  necessity  for  factors  of  safety,  with  values  depending  upon  the 
character  of  the  stresses  as  well  as  upon  the  nature  of  the  structure 
still  exists. 

In  the  formulse  the  following  assumptions  are  used: 

t  is  the  ultimate  strength  of  the  material  under  a  static  or  under 
a  very  gradually  applied  load. 

u  is  the  strength  when  the  material  is  subjected  to  a  number 
of  repeated  stresses,  the  stress  in  each  repetition  remaining  unchanged 
in  kind;  that  is,  being  wholly  tensile  or  wholly  compressive  or  wholly 
shearing. 

s  is  the  ultimate  strength  of  the  material  when  subjected  to 
repeated  stresses  which  are  of  equal  intensity  and  are  alternately 
tensile  and  compressive. 

/  is  the  working  stress  per  imit  of  sectional  area. 

A  is  the  effective  sectional  area. 

fA  is  the  numerically  absolute  maximum  load  which  the  material 
has  to  carry. 

Launhcrdt's  Formula. — Let  oi  be  the  ultimate  strength  of  a  bar 
of  a  sectional  area  A  when  the  bar  is  subjected  to  stresses  which 
vary  between  ai  and  a  minimum  stress  oa  of  the  same  kind. 

Let  oi  — oa,  the  fivctuation  of  stress,  ~d. 

As  the  result  of  experiment, 

ai<xd=Fd, 

F  being  a  numerical  coefficient  whose  value  must  be  determined 
by  experiment. 

If  aa=0,  i.e.,  if  the  fluctuation  is  between  the  maximum  load 
and  complete  rest,  then 

ai=d  =  u    and    F=l. 
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If  d=0,  i.e.,  if  there  is  no  fluctuation  of  stress  so  that  the  bar 
is  under  a  static  load,  then 

ai=a2  =  t    and    F=>oo. 

Launhardt's  assumption  that 

(-01 

satisfies  these  extreme  conditions  and  also  gives  intermediate  values 
of  ai  which  approximately  agree  with  the  results  of  the  mopt  reliable 
experiments.    Hence 

or  t-ai-it~u)(l--\ 

and  therefore       oi  =«(  H j  =«(  IH ^  1, 

where  <f>^—. 

^    at 

Taking  3  aa  a  factor  of  safety, 

the  working  lo<jd=fA'-=A-^=--^{l-\ if>j  .     .    .     (L) 

Weyrawh's  Formula.— The  bar  is  now  subjected  to  stresses  which 
vary  from  a  numerically  maximum  stress  oi  to  a  minimum  stress 
oa  of  an  opposite  kind.    Thus 

the  adutd  fiiietuation  of  streas'=ai+a3=d, 

and  agiun  as  the  result  of  experiment 

Oi  -Fd. 

If  aj  =0,  i.e.,  if  the  fluctuation  is  between  the  mflxinnim  load  and 
complete  rest, 

ai=d=u    and    F-=l. 
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If  ai—oa^s,  i.e.,  if  the  fluctuation  is  between  mfttnTnum  etxesses 
of  equal  intensity  but  of  oppo»te  kinds,  • 

d_ 

Weyraucb's  assumption  that 

.u— « 


F~- 


2u— s— oi 

satisfies  these  extreme  conditions  and  gives  intennediate  values  of  ai 
which  approximately  agree  with  the  meet  reliable  results  of  the 
few  experiments  yet  recorded.  It  is  also  in  accordance  with  Wohler's 
deductions  that  ai  increases  as  d  diminishes  and  vice  versa. 

Hence  ai-'Fd -■„■■—  _ — (oi+aO 

or  2w-a-ai  =  Cu-s)(l+^^) 

-(«-s)a+^), 

Therefore  ai=u{l  +  ^^<pj, 

and  taking  3  as  a  factor  of  safety, 

the  workiTig  load=fA  =-A-^ 

Aul ,     s— «,\ 

-t(>+— 4  ■ 

(L)  and  (W)  may  be  written  in  the  form 

,     -     ,  .                  the  working  load 
the  working  stress  — -j 

u/      f-uA 


(W) 
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and  in  ordinary  practice  it  may  be  assumed  that 

u  is  30,000  lbs.  for  wrought  iron  and  48,000  lbs.  for  sted. 
Also,  if  the  varying  stresses  are  of  the  same  kind, 

is  K  for  wroueht  iron  and  tt  for  mild  steel, 

u       2  ^  11  ' 

while  if  they  are  opposHe  in  kind, 

'*~2  ^*""  ^^""^^  '"^^  ^^"1  ~iT ^^^ ^^'^ eteel. 

Ex.  14.  Rod  the  proper  sectional  area  of  a  bar  of  axle  iron  iriiicb  haa 
to  carry  loads  varying  from  a  maximum  pull  of  110,000  lbs.  to  a  minimum 
puU  of  44,000  Iba. 

The  woryng  stress  -1000o(l  +^  ^^)  -12000  lbs. 


Ex.  15.  Find  the  working  atrees  of  a  mild-eteel  girder  which  has  to  carry 
a  dead  load  of  D  Ibe.  and  a  maximmn  live  load  of  L  Ibfi.,  and  apply  your  result 
to  the  caoe  of  a  lattice  ^rder  when  the  live  is  3  times  the  dead  load. 

The  working  streas-ieooOU  +^  -^1 

-16000(1+11) 
-20364  lbs. 

Ex.  16.  A  mild-steel  bar  has  to  carry  loads  which  vary  between  a  max- 
imum tension  of  56,000  lbs.  and  a  maximum  compression  of  42,000  lbs.  nnd 
its  sectional  area  (disregarding  buckling). 

The  working  stress  in  Ibs./sq.  in. 

.I6000(l-1^^ 
V     1156000/ 

- 16000  X^. 
Therefore 

the  sectional  area --r^Tr-TT—5|- -5.31  sq.  incbes. 


D.qit.zrtOvGoOt^lC 


UNWIN'S  FORMULA. 


Unwin's  Formula. — Unwin  has  proposed  to  include  all  cases  of 
fluctuating  stress  in  the  formula 


n  being  a  coefEcient  to  be  determined  by  experiment,  while  the  other 
symbols  are  the  same  as  before. 

Then  d-Oi±oa- 

If  d=0,  the  load  is  steady  and  ai  =  t. 

If  d=at,  as=0,  and  the  load  alternates  with  entire  relief. 


and  therefore  ai=2t{^/l+n^—n). 

If  d=Oi,  ai  —  —a2,  and  the  stresses  are  alternately  tensile  and 
compressive,  but  of  equal  intensity. 


and  ai-2^. 

In  these  extreme  cases  if  «  is  put  equal  to  1.42  for  wrought  iron 
and  to  1.66  for  steel,  results  are  obtained  almost  identical  with  those 
given  by  Launhardt  and  Weyrauch.  The  formula  may  therefore  be 
assumed  to  be  approximately  correct  for  intermediate  cases. 

A  mean  value  of  n  for  iron  and  steel  seems  to  be  about  },  so  that 
the  formula  may  be  written 


J4(.-i. 


Ex.  17.  A  diagonal  oj  a  howitring  traaa  hat  a  seetumal  area  of  3  aq.  ina, 
and  carriea  had*  which  vary  between  a  mammum  tension  of  14  tons  and  a  maxi- 
mum  compreanon  of  6  tons.    Find  the  akUical  atrenglh  (t)  of  the  materiaL 
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14    1^20 
3""2'3 


^J<^ 


and  i-10.175  tons. 

6.  Remarks  upcm  the  Values  of  t,  u,  s,  and  f. — Aa  yet  the  value 
of  u  in  compresmon  has  not  been  satisfactorily  determined,  and  for 
the  present  its  value  may  be  assumed  to  be  the  same  both  in  tension 
and  compression. 

If,  as  Wohler  states,  "repeated  stresscB"  are  detrimental  to 
the  strength  of  a  material,  then  the  values  of  u  and  s  diminish  as 
the  repetitions  increase  in  number,  and  are  minima  in  structures 
designed  for  a  practically  unlimited  life. 

Only  a  very  few  of  Wohler's  experiments  give  the  values  of  (, 
u,  8,  and  a,  so  that  Launhardt's  and  Weyrauch's  assumptions  for 
the  value  of  /  must  be  regarded  as  tentative  only  and  require  to  be 
verified  by  further  experiments.  The  close  agreement  of  Wohler's 
results  from  tests  upon  untempered  cast  steel  (Krupp),  with  those 
given  by  Launhard'ts  formula  may  be  seen  from  the  following: 

For  ( - 1100  centners  *  per  sqxiare  20U  Wohler  found  that  «  =  500 
centners  per  square  zoll.    Thus  (2)  becomes 


O1-300  1  +  i 


aj' 


and  therefore  oi^-SOOoi-BOOoa^O. 

Hence  for  Oa=0,      250,    400,    600,     1100, 

Launhardt's  formula  gives 

O1-5OO,     710,    800,    900,    1100, 
w       Wohler's  experiments  gave 

01  =500,    700,    800,    900,     1100. 

Again,  with  Phcenix  iron,  for  t  =  500  centners    per  sq.  zoll,  u 
was  found  to  be  300  centners  per  square  zoll,  and  therefore 


"(-l^) 


*A  centner— no.33  pounds.    A  equsre  eoU- 1.0003  aqu&re  inches 
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or  oi»-300oi-250aa=0. 

If  03  =-240,  ai->  436.8,  which  ahnost  exactly  agrees  with  the 
result  given  by  the  tenedon  experiments. 

In  general,  the  admissible  stress  per  square  unit  of  sectional 
area  may  be  expressed  in  the  form 

/=t)(l±m0), 

V  and  m  being  certain  coefficients  which  depend  upon  the  nature 
of  the  material  and  also  upon  the  manner  of  the  loading.^  Con- 
aider  three  cases,  the  material  in  each  case  being  wrought  iron: 

(a)  Let  the  streaees  vary  between  a  maximum  tension  and  an 
equal  maximum  compression;  then 

and  therefore  /-700(l-i)  -350*  per  cent". 

{b)  Let  the  material  be  subjected  to  stresses  which  are  either 
tensUe  or  compressive,  and  let  it  always  return  to  the  original 
imstnuned  condition;  then 

Oi  —O,    or    02 •"0,    and    if>=-0', 

therefore  /  =700(1  ±0)  =700*  per  cent*. 

(c)  Let  the  material  be  continually  Bubjected  to  the  same  dead 
load;  then 

and  therefore /-700(l+i)  =  1050*  per  cent2  =  14,934  lbs.  per  square 
inch,  which  is  about  one  third  of  the  ultimate  breaking  strength. 

Thus  in  these  three  cases  the  admissible  stresses  are  in  the  ratios 
of  1:2:3,  ratios  which  have  been  already  adopted  in  machine  con- 
struction as  the  result  of  experience. 

Wohler,  from  his  experiments  upon  untempered  cast  steel  (Krupp), 
concluded  that  for  alterations  between  an  unloaded  condition  and 
either  a  tension  or  a  compression,  /  — 1100*  per  cent",  and  for  alter- 
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nations  between  equal  compresaive  and  tensile  stresses,  f^SSO^  per 
cent^. 

It  has  not  been  unusual  to  take 

^'^    700 

for  stresses  alternately  tensile  and  compressive,  it  being  assumed 
that  if  the  stresses  are  tensile  only,  their  admissible  values  may 
vary  from  0*  to  700*  per  cent^. 

^     aa  700A  .      ,      ai     700  ,,, 

Srnce^--,    at  =  Y^     and     /  =  x=TT^-      '     ^^> 

Again,  taking  u-=2100  k./cm.', -J,  and  3  as  a  factor  of 

safety,  Weyrauch's  formula  becomes 


.  ''I- 


Comparing  the  results  of  (A)  and  (B) 

for^=  0,        J,        i,        i,  1, 

(A)gives/-700,    560,    467,    400,  350, 

and  (B)  gives/ =  700,.  612,    525,    437,  350. 

7.  Flow  of  Solids. — When  a  ductile  body  is  strtuned  beyond 
the  elastic  limit,  it  approaches  a  purely  [Jastic  condition  in  which 
a  sufficiently  great  force  will  deform  the  body  indefinitely.  Under 
such  a  force  the  elasticity  disappears  and  the  matenal  is  said  to 
be  in  a  fluid  state,  behaving  precisely  like  a  fluid.  For  example, 
it  flows  through  orifices  and  shows  a  contracted  section.  The  stress 
developed  in  the  material  is  called  the  fluid  pressure  or  coeffictetU 
of  fluidity. 

The  general  principle  of  the  flow  of  solids,  deduced  by  Tresca, 
may  be  enunciated  as  follows 
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A  presaure  upon  a  solid  body  creates  a  tendency  to  the  relcUive 
motion  of  the  particles  in  the  direction  of  least  resistance. 

This  gives  an  explanation  of  the  various  effects  produced  in 
materials  by  the  operations  of  wire-drawing,  punching,  shearing, 
rolling,  etc.,  and  in  the  manufacture  of  lead  pipes.  Probably  it 
also  explains  the  anomalous  behavior  of  solids  under  certain  extreme 
conditions. 

Rails  which  have  been  in  use  for  some  time  are  found  to  have 
acquired  an  elongated  lip  at  the  edge.  This  is  doubtless  due  to 
the  flow  of  the  metal  imder  the  great  pressures  to  which  the  rails 
are  continually  subjected.  Other  examples  of  the  flow  of  solids 
are  to  be  observed  in  the  contraction  of  stretched  bars  and  in  the 
swelling  of  blocks  under  compression.  The  period  of  fluidity  is 
greater  for  the  more  ductile  materials,  and  may  disappear  altogether 
for  certain  vitreous  and  brittle  substances. 

In  punching  a  piece  of  wrought  iron  or  steel,  the  metal  is  at 
first  compressed  and  fiows  inioards,  while  the  shearing  only  com- 
mences when  the  opposite  surface  begins  to  open.  A  case  brought 
under  the  notice  of  the  author  may  be  mentioned  in  illustration  of 
this.  The  thickness  of  a  cold-punched  nut  was  1.75  ins.,  the  nut- 
hole  was  .3125  inch  in  diameter,  and  the  length  of  the  piece  pimched 
out  was  only  .75  inch.  Thus  the  flow  must  have  taken  place  through 
a  depth  of  1  in.,  and  the  shearing  through  a  depth  of  .75  inch.  Hence 
the  surface  really  shorn  was  ?rx.3125x.75  =  .736  square  inch  in 
area,  and  a  measure  of  the  shearing  action  is  the  product  of  this 
surface  area  and  the  fluid  pressure.  The  nature  of  the  flow  may  be 
observed  by  splitting  a  cold-punched  nut  in  half  and  treatir^  the 
fractured  surfaces  with  acid  after  having  planed  them  and  given 
them  a  bright  polish.  The  metal  bordering  the  core  will  be  found 
curved  downwards,  the  cur\'ature  increasing  from  the  bottom  to 
the  top,  and  well-defined  curves  will  mark  the  separating  planes 
of  the  plates  which  were  originally  used  in  piling  and  rolling  the 
iron. 

In  experimenting  upon  lead,  Tresca  placed  a  number  of  plates, 
one  above  the  other,  in  a  strong  cylinder  (Fig.  319)  with  a 
hole  in  the  bottom.  Upon  applying  pressure  the  lead  was  always 
found  to  flow  when  the  coefficient  of  fluidity  was  about  2S44  lbs. 
per  square  inch,  the  difference  of  stress  being  double  this  amount. 
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The  separating  planes  assumed  curved  forms  analogous  to  th&  coire- 
sponding  surfaces  of  flow  when  water  is  substituted  in  the  cylindCT 
for  the  lead. 

The  flow  of  ductile  metals,  c.g.,  copper,  lead,  wrou^t  iron,  and 
soft  steel,  commences  as  soon  as  the  elastic  limit  is  exceeded,  and 
in  order  that  the  flow  may  be  continuous  the  distorting  stress  must 
constantly  increase.  On  the  other  hand,  in  the  case  of  truly  plastic 
bodies,  flow  commences  and  continues  under  ihe  same  constant 
stress.  It  evidently  depends  upon  the  hardness  of  the  material, 
and  has  been  called  the  coefficient  of  hardness.  The  longer  the  stress 
act«  the  greater  is  the  deformation,  which  gradually  increases  indefi- 
nitely or  at  a  (flminishing  rate. 

Experiment  shows  that  there  is  very  little  alteration  in  the 
density  of  a  ductile  body  during  its  plsistic  deformation,  and  Tresca'a 
analytical  investigations  are  based  on  the  assumption  that  the  body 
is  deformed  without  sen«ble  change  of  volume. 

Consider  a  prismatic  bar  undergoing  plastic  deformation. 

Let  L  be  the  length  and  A  the  section  of  the  bar  at  commence- 
ment of  deformation. 

Let  L±x  be  the  length  and  a  the  section  of  the  bar  at  a  sub- 
sequent period. 

Let  p  be  the  intensity  of  the  fluid  pressure. 

Since  the  volume  remains  unchanged, 

LA-{L±x)a, (1) 

the  positive  or  n^ative  sign  being  taken  according  as  the  bar  is 
in  tension  or  compression. 

Let  Pi  be  initial  force  on  bar. 

Let  P  be  force  on  bar  when  its  length  is  L±x.    Then 

P,-pA, 

P-pa, 

P      a       L 

'°<i'»»'»=  PTA-m ® 

Hence  P(Z.±a:)=PiL=a  constant, (3) 
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Fio.  318. 


and  the  force  diminishea  as  the  bar  Btretches  and  increases  as  the 

l3ar  ccmtracta  under  pressure.    If  equa^ 

tion    (3)    be    referred    to    rectangular 

ajtes,  the  ordinates  representing  differ^ 

ent  values  of  P  and  the  abscisBse  the 

corresponding  values  of  x,  the  stress- 

strajn  diagranis,   U  in  tendon  and  cc  %■  - 

in  compression,  are  hyperbolic  curves, 

having  as  asymptotes   the   axis  of  x, 

XOX,  and  a  line  parallel  to  the  axis 

of  ^  at  a  distance  from  it  equal  to  the 

length  L  of  the  bar. 

Second. — Consider  a  metallic  mass 
(e-g.  lead)  restmg  upon  the  end  CD 
of  a  cylinder  of  radius  R  and  filling  up  a  space  of  depth  D. 
A  hole  of  radius  r  is  made  at  the  centre  of 
the  face  CD,  through  which  the  mass  flows 
under  the  pressure  of  fluidity  exerted  by  a 
piston.  When  the  mass  has  been  compressed 
to  the  thickness  DO'^x,  let  y  be  the  corre- 
sponding length  KE  of  the  "jet." 

First,  assume  that  the  specific  weight  of 
the  mass  remains  constant. 

If  {^  be  the  diminution  in  the  thickness  DO 
corresponding  to  an  increase  dy  in  the  length 
of  the  jet,  then 

^    1-  nlPdx+in^dy^O.      ...     (4) 

Int^;rating,  and  remembering  that  y=0  when  x-'D, 

R^{D-x)-r^y=0 (5) 

Second,  assume  that  the  cylindrical  portion  EFGH  is  gradually 
transformed  into  NMPLKQN,  of  which  the  part  PMNQ  is  cylin- 
drical, while  the  diameter  of  the  part  PLKQ  gradually  increases  from 
the  face  of  the  cylinder  to  KL(  =  EF)  at  the  end  of  the  jet.  Then 
ff(fl^-r*)da:=amount  of  metal  which  flows  into  the  central  cylinder 


=27rrdrx,      .... 
dr  being  the  depth  to  which  the  metal  penetrates. 


(6) 
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Third,  assume  that  the  diminutioa  of  the  diameter  of  the  cylin- 
drical portion  PMNQ  is  directly  proportional  to  the  stdd  diameter. 
ITien,  if  2  be  the  nidiua  of  the  cylinder  PQNM, 


dr    dz 


(7) 


Byeqs.  (6)  and  (7),  and  therefore 


(S"-,")^- 


Integrating, 


(B^-T^)  log,a:=2r3  1og.z+c. 


e  being  constant  of  integration. 
When  x=D,  z=r, 


and 'therefore 

(W 

-r=)log.§-2r'log.i 

or 

t.ll)^ 

r     \Dl        

By  eqs.  (5) 

and 

(8), 

z 

■Hif. 

(8) 


which  is  the  equation  to  the  profile  PL  or  QK. 
If  fl^  =  3r2,  eq.  (8)  represents  a  straight  line. 
If  ^2  =  27^,  "     "         "  "parabola. 

8.  Thin  Hollow  Cylinders ;  BoUeis ;  Pipes. 

Let  r  be  the  radius  of  the  cylinder. 
Let  t  be  the  thickness  of  the  metal. 
Let  p  be  the  fluid  pressure  upon  each  unit 
of  surface. 

Let  /  be  the  tensile  or  compressive  unit  stress, 
according  as  p  is  an  internal  or  an  external  pres- 
sure. 

Assume  (I)  that  the  metal  is  homogeneous  and  free  from  initial 
strain; 


Pio.  320. 
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(2)  that  t  is  small  as  compared  with  r; 

(3)  that  the  pressures  are  uniformly  distributed  over  the 
J  internal  and  external  surfaces; 

(4)  that  the  ends  are  kept  perfectly  flat  and  rigid; 

(5)  that  the  stress  in  the  metal  is  uniformly  distributed 

over  the  thickness. 

The  last  assumption  is  equivalent  to  supposing  that  it  is  the  meai* 
circumferential  stress  which  is  governed  by  the  strength  of  the  metal, 
while  in  reality  it  is  the  internal  or  maximum  circumferential  stress 
which  is  so  governed. 

The  figure  represents  a  cross-section  of  the  cylinder  of  thickness 
unity. 

A  section  made  by  any  diametral  plane,  as  AB,  must  develops 
a  total  resistance  of  2tf,  and  this  must  be  equal  and  opposite  to  the 
resultant  of  the  3uid  pressure  upon  each  half,  i.e.,  to  2pr.    Hence 


2i/=2pr,     or    tf=pr. 


....     (1) 

This  formula  may  be  employed  to  determine  the  bursting,  proof , 
or  vjorking  pressure  in  a  cylindrical  or  approximately  cylindrical 
boiler,  provided  that  /,  instead  of  being  the  tensile  or  compressive 
unit  stress,  is  some  suitable  coefficient  w^ich  has  been  determined 
by  experiment.    If  ^  is  the  efficiency  of  a  riveted  joint,  the  formula 

i)tf=pr 

may  be  employed  to  determine  the  working  pressure  in  a  cylindrical 
or  approximately  cylindrical  boiler. 

In  ordinary  practice  the  values  of  ij  and  /  are  given  by  the  follow- 
ing table :    . 


Ualerul. 

j™t. 

. 

/  In  Pound*  per 

Single-riveted 

Treble-rivetwJ 
Single-riveted 
Double-riveted 
Treble-riveted 

,7 
,8  to  .8,-. 

,7 
.8  to  ,S,-, 

8,00(1  to  9,(K)0 

8,000  '■  9.(100 
12,000  to  13,000 
12,000  "  13.000 
12,000  '■  13,000 

For  cast-iron  cylinders  the  working  value  of  /  may  be  taken  at 
about  2000  Iba.  per  square  inch. 
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The  total  pressure  upon  each  of  the  flat  ends  of  the  cylinder 

The  longitudinal  tension  in  a  thin  hollow  cylinder 
7&^p    pr 


(2) 


and  is  one  half  of  the  circumferential  stress  /. 

Let  the  cylinder  be  subjected  to  an  external  pressure  p',  as  well 
as  to  an  internal  pressure  p.    Then 

ft=pr-p'r', (3) 

r'  being  the  radius  of  the  outside  surface  of  the  cylinder.    /  is  a 
tension  or  a  pressure  according  as  ■pr<^p'r'. 

Generally  the  difference  between  r  and  r'  is  very  small,  and 
eq.  (3)  may  be  written 

^i=r{:p--p'') 

9.  ^helical  Shells.  —  Let  the  data  be  the  same  as  before. 
The  section  made  by  any  diametral  plane  mtist  develop  a  total 
resistance  of  2ot(/.    Then 

2)rr(/=nT^p, 
or  2tf=pr (1) 

Hence  a  spherical  shell  is  tvnce  as  strong  as  a  cylindrical  shell 
of  the  same  diameter  and  thickness  of  metal,  so  that  the  strongest 
parts  of  egg-ended  boilers  are  the  ends. 

I«t  the  shell  be  subjected  to  an  external  pressure  p',  as  well  as 
to  an  internal  pressure  p.    Then 

and  /(r'+r)(^r2p-r'=p' (2) 

/  is  a  tension  or  a  pressure  according  as  r^pt^r'^p'. 
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Generally  r'— r  \s  very  small,  and  the  relation  (2)  may  be  written 

n=\i.p-v') (3) 

For  a  thick  hollow  sphere  Rankine  obtained 
r'3-rs 

lo.  Practical  Remarks.  —  A  common  rule  requires  that  the 
workii^  pressure  in  fresh-water  boilers  should  not  exceed  one  sixth 
of  the  bursting  pressure,  and  in  the  case  of  marine  boilers  that  it 
should  not  exceed  one  seventh. 

An  English  Board  of  Trade  rule  is  that  the  tensile  working  stress 
in  the  boiler-plate  is  not  to  exceed  6000  lbs.  per  square  inch  of  gross 
section,  and  French  law  fixes  this  limit  at  4250  lbs.  per  square  inch. 

The  thickness  to  be  given  to  the  wrought-iron  plates  of  a  cylin- 
drical boiler  is.  according  to  French  law, 


1=- 

according  to  Prus^an  law, 

(=(e-">^-l_)r  +  l  in.  =  .D03nr  +  .l  m,,  approximately, 

r  being  the  radius  m  inches,  and  n  the  excess  of  the  internal  above  the 
external  pressure  in  atmospheres. 

llie  thickness  given  to  cast-iron  cylindricaJ  boiler-tubes  is,  accord- 
ing to  French  law,  five  times  the  thickness  of  equivalent  wrought- 
iron  tubes;  according  to  Prusman  law 

(  =  {e'"''  — l)r+J  in.  =  .01nr+i  in,,  approximately. 

Steam-boilers  before  being  used  should  be  subjected  to  a  hydro- 
static test  varying  from  li  to  3  times  the  pressure  at  which  they 
are  to  be  worked. 

Fairbwrn  conducted  an  extensive  series  of  experiments  upon 
the  collapsing  strength  of  riveted  plate-iron  flues,  by  encl(«ing 
the  flues  in  larger  cylinders  and  subjecting  them  to  hydraulic  pres- 
sure. From  these  experiments  he  deduced  the  following  formula 
for  a  xonmghi^Ton  cylindrical  flue  or  tube: 
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Collapsing  preasure  i  „„_4o3igo^ 

in  pounds  per  square  inch  of  surface  (      ^  It' 

t  being  the  thickness,  r  the  radius  in  inches,  and  I  the  length  in  feet. 

This  formula  cannot  be  relied  upon  in  extreme  cases  and  when 
the  thickness  of  the  tube  is  less  than  |  in. 

In  practice  P  may  he  generally  used  instead  of  ('*'.  The  experi- 
ments also  showed  that  the  strength  of  an  elliptical  tube  is  almost 
the  same  as  that  of  a  cu^ular  tube  of  which  the  radius  is  the  radius 
nf  curvature  at  the  ends  of  the  minor  axis.  Hence,  if  a  and  b  are 
the  major  and  minor  axes  of  the  ellipse,  the  above  formula  becomes 

b  C" 
V  p=403150^-p. 

By  riveting  angle  or  T  irons  around  a  tube  its  length  is  vir- 
tually diminished  and  it«  strength  is  therefore  increased,  as  it  varies 
inversely  as  the  length. 

The  thickness  of  tubes  subjected  to  external  pressure  is,  accord- 
ing to  French  law,  twice  the  thickness  of  tubes  subjected  to  interior 
pressure  but  under  otherwise  similar  conditions;  according  to 
Prussian  law  the  thickness  of  heating-pipes  is 

(  =  .0067d^+.05  in.,  if  of  she«t  iron, 

and  (  =  .01d^+.07in.,  if  of  brass. 

According  to  Reuleaux,  the  thiclmesB  (t)  of  a  round  flat  plate 
of  radius  r,  subjected  to  a  aormal  pressure,  uniformly  distributed 
and  of  intensity  p,  is  ^ven  by  the  formula 


t      Ip  t      hp 

-  =  ^JJ,    or    -  =  sl^j, 


according  as  the  plate  is  merely  supported  around  the  rim  or  is 
rigidly  fixed  aroimd  the  rim,  as,  e.g.,  the  end  plates  of  a  cylindrical 
boiler;  /,  as  before,  is  the  coefficient  of  strength.  The  correspond- 
ing deflections  of  the  plate  are 
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A  practical  rule  for  the  thickneas  t  ina.  of  a  loam-moulded  cast- 
ircHi  water-mun  under  a  head  of  k  ft.  of  water,  and  of  diameter 
d  ins.,  is 

8^13000" 

Fomeriy  guns  and  cylinders  were  cast  round  chills  for  the  pur- 
pose of  equaUaing  the  stress  over  a  cross-section.  The  inside  hot 
metal  was  at  once  cooled  and  was  subjected  to  compression  by  the 
contraction  of  the  more  slowly  cooling  outmde  metal.  With  the 
same  object  in  view  it  is  now  a  common  practice  eitiier  to  shrink 
ring  upon  ring  or  to  wind  wire  around  an  internal  tube. 


Thb  Strkhotrb,  ELAsncmn 

AND    WUORIB   OF  VaRIOTTB   AlLOTB 

rrc. 

HMMlal 

].rSq.I>> 

Com- 

Sit- 
ae 

of  Poundi 

of  Poundi 

"SI- 

I8Z 

1% 

13  to  23 

'its 

»s 

J' 
100  "in 

...K.o 
'IE' 

U.S 

iS.f 

tol3.S 

li'sV 

17 

.0  .;'„.= 

.73 

11 

roUod 

]2 

'       "'^''^Zor"""'   **"   '"^    '^' 

10.6 

U.Bto 

ua 

S.8 

658 

■Is 

700 

....... 

W5 

MS 
430 

«0 

D.qil.zMBlG001^le 


264  THEORY  OF  STRUCTURES. 

Thb  Stbbnotrb,  Elasticitiks,  akd  WEiOBTa  or  Irom  a 
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Trx  Stbbnoths,  ELABnciTTEs,  and  Weiobts  of  Tubbrb. 
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Crushinq  Strmnsth  of  Granites,  LiuaaroNxs,  and  Sakdbtoneb. 
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CBUSHDfa  Strength  op  Lihbstonks,  Harblxb,  arc. 
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load  muoh  lew  thao  the  material  could  bear 
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Tabli  or  AvKRAaa  Vai.vh  or  E,  O,  K,  in  Hnxioirs  or  Lbb./Sc).  Ik.  and  or  a. 
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,  F.R.S.C..  of  HcQUl  UolvMidtr.  in  bi* 


EXAMPLES. 

I.  How  tnany  square  inches  are  there  in  the  croas-flection  of  an  iron  rail 
weighing  30  Ibe.  per  hneal  yard?  How  many  in  a  jrellow-pine  beam  of  the 
ume  hneal  weight?  Ant.  3  eq.  in.;  45  eq.  in. 

a.  A  vertical  wrought-iroQ  bar  60  ft.  long  and  1  in.  in  diameter  is  fixed 
at  the  upper  end  and  carries  a  weight  of  2000  Ibe.  at  the  lower  end.  Find  the 
factora  of  safety  for  both  ends,  the  ultimate  strength  of  the  iron  being  50,000 
lbs.   per  square  inch.  Atis.  19A;   1S./I^|. 

3.  A  vertical  rod  fixed  at  both  ends  is  weighted  with  a  load  w  at  an  inter- 
mediate  point.  How  is  the  load  distributed  in  the  tension  of  the  upper  and 
compression  of  the  lower  portion  of  the  rod?      Ans.  Inversely  as  the  lengths. 

4.  Ilnd  the  length  of  a  steel  bar  of  ep.  gr.  7.8  which,  when  suspended 
vertically,  would  break  by  its  own  weight,  the  ultimate  strength  of  the  metal 
being  60,000  lbs.  per  square  inch.  Ans.  17,723  ft. 

g.  The  iron  composing  the  links  of  a  chain  is  ^  in.  in  diameter;  the  chain 
is  broken  under  a  pull  of  ]0,000  lbs.  What  is  the  corresponding  tenacity 
per  square  inch?  Ans.  57,272it  lbs. 

6.  A  vertical  iron  suspenmon-rod  90  ft.  long  carries  a  load  of  2O,O0O  lbs. 
at  its  lower  end;  the  rod  is  made  up  of  three  equal  lengths  square  in  section. 
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Find  the  Bectional  area  of  each  length,  the  ultimata  tenacity  of  the  iron  being 

50,000  Iba.  per  square  inch,  and  5  a  factor  of  safety. 

.        200  2000        .         2000000    „  . 

Am.  -gg  Bq.  m.;  -- «,.  m.;   ~-^^  aq.m. 

7.  If  the  rod  in  the  previous  question  is  of  a  conical  form,  what  should 
be  the  area  of  the  upper  end?  Also  find  the  intensities  of  the  tendon  at  30 
and  60  ft.  from  the  lower  end. 

Alts.  2.0600  aq.  in.;  9099.35  Ibe.,  9999.4  lbs.  per  square  inch. 

8.  The  dead  load  of  a  bridge  is  5  tons  and  the  live  load  10  tons  per  panel, 
the  corresponding  factors  of  safety  being  3  and  6.  If  the  two  loads  are  taken 
together,  making  9  tons  per  panel,  what  factor  of  safety  would  you  use? 

9.  The  end  of  a  beam  10  in.  broad  rests  on  a  wall  of  masonry.  If  it  be 
loaded  with  10  tons,  what  length  of  bearing  surface  is  necessary,  the  safe 
crushing  stress  for  stone  being  150  lbs.  per  square  inch?  Ans.  13)  in. 

10.  Find  diameter  of  bearing  surface  at  the  base  of  a  column  loaded  with 
20  tons,  the  same  stress  being  allowed  as  in  the  preceding  question.  

Am.  V'380.12. 

11.  What  should  be  the  diameter  of  the  stays  of  a  boiler  in  which  the 
pressure  is  30  lbs.  per  square  inch,  allowing  one  stay  to  each  1)  sq.  ft.  of  sur- 
face and  a  stress  of  3500  lbs.  per  square  inch  of  section  of  iron?     Atie.  IJ  in. 

la.  A  short  cast-iron  post  is  to  sustain  a  thrust  of  64,000  lbs.,  the  ultimate 
crushing  strength  of  the  iron  being  80,000  lbs.  per  square  inch  and  10  a  factor 
of  safety.  Find  the  dimensions  of  the  post,  which  is  rectangular  in  section 
with  the  sides  in  the  ratio  of  2  to  1 .  Ans.  4in.;  2  in 

13.  How  many  i-in.  rivets  must  be  used  to  join  two  wrought-iron  plates, 
each  36  in.  wide  and  i  in.  thick,  bo  that  the  rivets  may  be  as  strong  as  the 
nveted  plates,  the  tensile  and  shearing  strength  of  wrought-iron  being  in  the 
ratio  of  10  to  9?  Am.  19  rivets  (18.3) 

14.  A  horizontal  cast-iron  bar  1  ft.  long  exactly  fits  between  two  vertical 
plates  of  iron.  How  much  should  its  temperature  be  raised  so  that  it  might 
remain  supported  between  the  plates  by  the  friction,  the  coefficient  of  friction 
t)eing  i?  Alia.  A*  F. 

15.  A  brick  wall  2  ft.  thick,  12  ft.  high,  and  weighing  112  lbs.  per  cubic 
foot  is  supported  upon  solid  pitch-pine  coiumns  9  in.  in  diameter,  10  ft. 
in  length,  and  spaced  12  ft.  centre  to  centre.  Find  the  compression  unit 
stress  in  the  columns  (1)  at  the  head;  (2)  at  the  base.  The  timber  weighs 
50  lbs.  per  cubic  foot. 

If  the  crushing  stress  of  pitch-pine  is  5300  lbs.  per  square  inch  and  the 
factor  of  safety  10,  find  the  height  to  which  the  wall  may  be  built. 

Am.  507.03  lbs.;  510.5  lbs.;  12.46  ft. 

16.  Determine  the  diameter  of  the  wrought-iron  columns  which  niight 
be  substituted  for  the  timber  columns  in  the  preceding  example,  allowing 
&  working  stress  in  the  metal  of  7500  lbs.  per  square  inch.  Ans,  2.36  in. 

17.  A  short  piece  of  steel  at  a  temperature  of  62°  F.  just  fits  in  between 
two  parallel  plates.  If  the  steel  be  heated  up  to  a  temperature  of  162°  F , 
find  the  stress  induced  in  the  steel,  the  walls  being  assumed  unyieldmg.    You 
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OMy  assume  that  the  coefficient  of  exp&nsioD  of  steel  per  degree  F.  is  thW* 
and  that  E—  12,500  tons  per  square  inch. 

If  the  coefficient  of  friction  between  the  bar  and  plate  is  i,  what  vertical 
load  will  the  bar  just  carry?      Ant.  2}  tons  for  each  square  inch  of  section. 

1 8.  There  ia  a  thrust  ^  105,000  Iba.  along  a  stxut  (prevented  from  bending) 
made  up  ot  four  i"+i"Xi"  an^e^rons  and  40  ft.  long.  Find  the  load 
per  square  inch,  and  the  amount  by  which  the  strut  is  shortened,  E  being 
28,000,000  lbs.  per  square  inch.  Atu.  7000  lbs.;   .12  in. 

19.  A  force  of  10  lbs.  stretches  a  spiral  spring  2  in.  Blod  the  work  done 
in  stretching  it  successively  1  in.,  2  in.,  3  in.,  up  to  6  in. 

Am.  I,  V,  V,  V.  H»,  H'  in.-lbs. 

10.  A  roof  tie-rod  142  ft.  in  length  and  4  sq.  in.  in  sectional  area  is  subjected 
to  a  stress  of  80,000  Ibe.  If  E  -30,000,000  lbs.,  find  the  elongation  of  the  rod 
and  the  corresponding  work.  Ana.  1.136  in.;   3786}  ft.-lbs. 

31.  An  iron  wire  ^  in.  in  diameter  and  250  ft.  in  length  is  subjected  to  a 
tension  of  600  lbs.,  the  consequent  strain  being  .tit  Find  E,  and  fibov  by  a 
diagram  the  aniount  of  work  done  in  stretching  the  wire  within  the  limits 
of  elasticity.  Am.  14,661,818^  lbs. 

11.  A  timber  pillar  30  ft.  in  length  has  to  support  a  beam  at  a  point  30  ft. 
from  the  ground.  If  the  greatest  safe  strain  of  the  timber  ia  riv,  what  thick- 
ness of  wedge  should  be  driven  between  the  head  of  the  pillar  and  the  beam? 

Atu.  Aft. 

13.  During  the  test  of  a  given  piece  of  J-in.  hard  round  steel  bar  in  com-  , 
pression,  a  length  of  20  ins.  was  shortened  by  .007  in.  under  a  load  of  2  long 
tons.     Find  the  corresponding  E.  Ans.  28,961,610  Ibe./sq.  in. 

14-  An  iron  bar  of  uniform  section  and  10  ft.  in  length  stretches  .12  in, 
under  a  unit  stress  of  25,000  lbs.  Find  E,  the  bar  being  1  sq.  in.  in  section. 
If  25,000  Ibs./sq.  in.  is  the  proof  stress,  find  the  modulus  of  resilience.  De- 
termine the  work  stored  up  in  the  bar  in  foot-pounds,  and  compare  it  with 
the  work  which  would  be  stored  up  if  for  half  its  length  the  rod  has  its  section 
increased  to  4  sq.  ins. 

Ati».  25,000,000  lbs.;  25  in  in. -lb.  units;  125  ft.-lbs.;  78Ht.-lbs. 

3S-  A  ship  at  the  end  of  a  600-ft.  cable  and  one  at  the  end  of  a  500-ft. 
cable  stretch  the  cables  3  in.  and  2)  in.  respectively.  What  are  the  corre- 
sponding Btrains?  Atis.  nW. 

s6.  A  rectangular  timber  tie  is  12  in.  deep'and  40  ft.  long.  If  £-  1,200,- 
000  lbs.,  find  the  proper  thickness  of  the  tie  so  that  its  elongation  under  a  pull 
of  270,000  lbs.  may  not  exceed  1.2  in.  Ans.  7)  in. 

>7.  A  wrought-iron  bar  60  ft.  long  is  stretched  5  in.  by  a  pull  of  50,000 
lbs.     Find  its  diameter,  E  being  25,000,000  lbs.  Ana.  .6  in. 

38.  A  wrou^t-iron  rod  984  ft.  long  alternately  exerts  a  thrust  and  a  pull 
of  52,910  lbs.;  its  cross-section  is  9.3  sq.  in.  Find  the  loss  of  stroke,  E  being 
29,000,000  lbs.  Ant.  4.632  in. 

39.  A  wrought-iron  bar  2  sq.  in.  in  sectional  area  has  its  ends  fixed  between 
two  immovable  blocks  when  the  temperature  is  at  32°  F.  If  £-29,000,000 
lbs.,  what  pressure  will  be  exerted  upon  the  blocks  when  the  temperature  is 
100°  F.7  a -.00125.  Ana.  27388J  lbs. 
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30.  A  WTOUgbt^ron  rod  25  ft.  in  length  and  1  eq.  in.  in  sectional  area  ia 
subjected  to  a  steady  stress  of  5000  lbs.  Wbat  amount  of  live  load  will 
instantaneously  elongate  the  rod  by  ^  in.,  E  being  30,000,000  lbs.? 

Am.  6250  lbs. 

31.  The  following  examples  o  to  o  jpve  the  obeervationa  made  in  the  actual 
tests  of  specimens  of  different  materials.  In  each  case,  where  possible,  draw 
the  stress^train  diagram  and  cBlculat«  the  stress  at  the  elastic  limit,  at  the  yield- 
point,  and  at  fracture.  Also,  determine  Young's  modulus,  the  reduction  of 
area,  and  the  equivalent  elongation. 

(a)  Tensile  test.     Distance  between  gauge-pointa— 10  ins. 

Section  — 1  in. X. 735  in. 

LoadinLbs.    Ext.inliu.  LowllnLbe.    Eit.Inliu.  LudiDLb^    Ext.tnlii» 

100  0  SOO  .00438  1600         .00871 

400  .00219  1200  .00652  11360  B.W. 

Ana.  B.W./aq.  in. -15,640  lbs.;    E-2,504,000  Ibs./sq.  in. 

(b)  Tensile  test.    Distance  between  gauge-pomts  — 10  ins. 

Section— .98  in.  x. 74  in. 


E«.inlM. 

LoMlinLbe. 

Ext.  b  iDi. 

LudinLb.. 

En.lnlnt 

0 

800 

.00622 

1500 

.01237 

.00092 

900 

.00713 

1600 

.01318 

.00178 

1000 

.00799 

1700 

.01404 

.00263 

1100 

.00892 

1800 

.01485 

.00354 

1200 

.0098 

1900 

.01567 

.00440 

1300 

.01069 

2000 

.01648 

.00531 

1400 

.01145 

5730 

B.W. 

Ans.  B.W./aq.  in.  -7900  Iba.;  B-1,595,000  lbs./sq.  in. 

(c)  Tensile  teat.    Distance  between  gauge-points— 10  ins. 
Sectional  area— .7425  aq,  in, 

LoadlnUis.    Ext.inliu.  LonliiiLba.    Eit.inlna.  LowllnUa.    En.lnlni. 

100     0  800    .00647        1200    .01032 

400    .00281        1000    .0084         6200     B.W. 
600    .00459 

Ana.  B.W./sq.  in. -8350  lbs.;  £-1,435,000  lbs./sq.  in. 

(d)     TensHe  leeL    Distance  between  gauge-points— 18 ins. 
Section -1.97 in. X. 5  in. 


LoadiaLlM. 

Ext.InlDi. 

LouJinLlM.   Eit-iuliu. 

LottdioLba.   Ezt,lDli>«^ 

1000 

0 

5000 

.050 

9000         .09 

2000 

.015 

6000 

.060 

10,000         .105 

3000 

.025 

7000 

.07 

19,830          B.W. 

4000 

.037 

8000 

.08 

Am. 

B.W./aq.  in.  - 

20,132  lbs.; 

E-1,625,000  lb8./»q.  in. 
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(«)  TentiJe  Utt.    Distance  between  gauge-points— 10  ii 
Section -.98  in.  X. 73  in. 


LoadmLbk    Bxt.inliu. 


Lead  in  Um.    Ext-icliu. 


0 

1100 

.00762 

2200 

.01446 

00076 

1200 

.00907 

2400 

.01572 

00219 

1400 

.00907 

2600 

.01718 

00358 

1600 

.01051 

6800 

B.W. 

0O492 

1800 

.01194 

00«00 

2000 

.01332 

Ana.  B.W./sq.  in.-95001b8.;    ff -2,070,000  Ibs./eq.  in. 


(/)  Tensile  lest.     Distance  l^etween  gauge-points— 8  ins. 


Section  -.98  in.  X.73  in. 


L(ndl<il.ba. 

Eit-inln 

LoadinLtn. 

Ert-inln.. 

LoulinLb*.      Elt.mliii 

100 

0 

1000 

.00672 

2000         .01441 

200 

.00077 

1200 

.00831 

2200         .01591 

400 

.00217 

1400 

.00990 

2400         .01748 

600 

.00360 

1600 

.  .0115 

7600           B.W. 

800 

.00513 

1800 

.01307 

Ans. 

B.W 

/9q 

in. -10,600  lbs.; 

E -1,840,000  Ibsv'aq.  in 

(g)  Tensile  test.     Distance  between  gauge-points  —16  ins. 
Initial  diameter  — .29  in. 
Final  "         -.213  in. 

Equivalent  extenaion- .14  in. 


LoodlnLb*.    Eit.inlna. 


1000 

.018 

1200 

.022 

1400 

.026 

Load  in  Lb*.  Ext.  In  Id 

1600  .030 

1800  033 

2000  .036 

2200  .040 

2400  .044 

2600  .049 

2800  .053 


LoadlnLbb     Bxl. 


3200 
3400 


(h)  Tensile  test.    Distance  between  gauge-poiata  - 
Initial  diameter— .136  in. 
Final  "        -.085  in. 

Liwd  in  Lba.      Eit.  In  las. 


150 


.01 
.02 


700 


»  .04  900 

Ana.  Load  at  fracture -76,0351 


.05 


.075 
.095 


LoiMiinLtM.     Ezt.InlDI 
1000  .150 

1110  B.W. 


B./sq.in.;  £ -24,752,000 Iba./sq.  in. 
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(i)  Tensile  test.     Distance  between  gauge-points —30 
Sectional  areft-9.95  in.X.26  in. 
Wt./Un.  (t.-I.I43  lbs. 

iKMdinLba.      Eit.tolaa.  LoadlaLtn.    En.  in  Id 


1000 
1500 


1.23 
1.52 
1.78 
2.04 


3500 
4000 
4500 
5000 
5500 


2.28 
2.52 


2.94 
3.14 


LntdlnLlM.  Ebrt.iiiliuu 

6500  3.55 

7000  3.71 

7500  3. 86 


Am.  Load  at  fracture -3320  Ibs./8q.  in.;  £-235,000 Ibs./sq.  in. 


(i)  Tensile  Ust.     Distance  between  gauge-points —1 
Initial  diameter  —.995  in. 
Final  "       -.961  in. 

Equivalent  elongation— .405  in. 


Lo*dmLI» 

.    Eil.InIn*. 

Load  io  Lb., 

,    E.t.lalnt               L«»dioLbi. 

E>Ct.iDlDl. 

2000 

0 

20,000 

.00615                 38,000 

.01287 

4000 

.00075 

24,000 

.00735                 42,000 

.01445 

6000 

.00145 

28,000 

.00925                 46,000 

.01622 

10,000 

.00282 

30,000 

.00987                 48,000 

.01712 

14,000 

.00412 

32,000 

.01057                 50,000 

Yield  Pt. 

J8,000 

.00542 

36,000 

.01217                 92,650 

B.W. 

Ans.  Load  in  Ibs./aq.  in 

.  at  E.L.. 

-61,780;    at  Y.P. -50,000; 

at  fracture 

-119,240;    red. 

of  area- 

■6.7  per  cent;    equiv.  elong. -5.06  per 

cent;  iS -27,850,000  Ibs./sq- in. 

(it)  Tensile  Ust.    Distance  between  gauge-points— 8  ii 
Section— 2.01  in. X.25in.  initial. 

"     -1.60  in.  X. 14  in.  final. 
Equivalent  elongation— 2  22  ina. 


oulmLbs 

Ext.  ID  Ids. 

LlBdinLb.. 

Eit  In  Ina 

Load  in  Lb). 

Eit  Inlna 

500 

0 

10,000 

.00544' 

20,000 

,01098 

2000 

.00086 

12.000 

.00655 

21,000 

.01154 

4000 

.00197 

14,000 

.00766 

22.000 

,01209 

6000 

.00310 

16,000 

,00877 

23,000 

.01300 

8000 

.00431 

18,000 

.00988 

29,340 

B.W. 

Am.  Load  at  E.L.-39,800  Ibs./sq.  in.;  at  Y.P, -45,800  Ibs./sq.  in.;  at 
fracture -58,390  Ibs./aq.  in.;  red.  of  area-25.22%;  equiv. 
elong. -27.75%;   £-28.320000  Ibs./sq.  in. 
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(t)  Tensile  lest.    Distance  between  gauge-points— 8  ins. 
Section  -2  ina.  X 1  in,  initial. 

"      =1.37in.X.6-2  in,  final. 
Equivalent  elongation  "2.78  ins. 

Load  in  Um.    Eit.inlDa.  LowlinLbs.      Eit.inlna.  LoulinLba.      Ext.  in  Ids. 

30,000             0  52,000  .00613  66,000  .00822 

40,000  .00463  56,000  .00662  68,000  .00860 

44,000  .00513  60,000  .00717  70,000  .00910 

48,000  .00561  64,000  .00786  119,900  B.W. 

Ans.  Load  in  Iba./aq.  in.  at  E.L. -31,000;  at  Y.P. -35,000;  at  fracture 
-59,950;  red.  of  area-57.5%;  equiv.  elong.  =34.75%;  E~ 
31,500,000  Iba./aq.  in. 


(m)  Temile  teet.     Distance  between  gauge-points  —6 
Initial  sectional  area  -  .4350  sq.  in. 
Final         "         "     -.1452    " 
Equiv.  elong.  in  8  ina.  =2.05  ina. 


Lo«dinLb». 

Bxt.inlai. 

Lou)  in  Lbs. 

Ext.  in  Ins. 

LoadinLbi. 

ExCinlng. 

1000 

0 

11,000 

.00461 

16,000 

.00691 

7000 

-00281 

12,000 

.00506 

17,000 

8000 

.00326 

13,000 

.oa55i 

23,900 

B.W. 

9000 

.00371 

14,000 

.00599 

10,000 

.00416 

15,000 

.00644 

Ans.  Load  in  Iba./sq.  in.  at  E.L.  =29,820;  at  Y.P. -39,000;  at  fracture 
-54,830;  red.  of  area-66.7%;  equiv.  (long,  in  8  ina.-  25.63% 
£=30,590,000  lba./sq.  in. 


(n)  Tensile  test.    Distance  between  gauge-points— 8  im 
Initial  diameter  =  .757  ins. 
Final  "        -.617  ins. 

Equivalent  elongation -1,84  ins. 


■dinLbi. 

Ejit.  in  In.. 

LoiuiinLbB. 

E.t.inlnB 

LoadinLbi. 

Eit.Inlm 

500 

0 

9000 

.00667 

14,000 

.01086 

1000 

.00039 

10,000 

.00747 

15,000 

.01175 

3000 

.00203 

11,000 

.00829 

16,000 

.01280 

5000 

.00358 

12,000 

.00912 

24,060 

B.W. 

7000 

.00511 

13,000 

,00997 

Ana.  Load  in  lbs,/sq.  in,  at  E,L.  =24,445;  at  Y.P. -35,5,56;  at  fracture 
-53,467;  red.  of  area -33.5%;  equiv,  elong, -23^:  F~ 
22,880,000  lbs,/sq.  in. 
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(o)  Tenaiie  test.    Distance  between  gauge-points  =811 
Initial  diameter  =  .875  in. 
Final  "       =.472  in. 

Equivalent  elongation —2.33  ins. 


LoadiDLbi.    Eit.inliu.  LoadioLbs.  Ext.inlns. 

1000      0  11,000  .00439 

2000    .00049  12,000  .00488 

4000    .00141  13,000  .00530 

6000    .00222  14,000  .00589 

8000    .00309  15,000  .00644 

10,000    .00392  16,000  .00699 
Ans.   Load  in  lbs./  sq.  in.  at  E.  L.  -16,i 

-52,360;  red. 


Load  in  Lb>.  Bit.  in  Ini. 

17,000  .00757 

18,000  .00822 

19,000  .00929 

31,500  B.W. 


at  Y.P.  -31,590;  at  fracture 

area -70.9%,;     equiv.    elong.  =29.1%;    E- 


31,790,000  Ib8./sq.  in. 

(p)  TenaUe  test.     Distance  betiveen  gauge-points  —  8  ins. 
Diameter  -  .409  in. 

Load  In  Lbs.        Eit.  in  Ins.  Load  in  Lbs.    Ext.  in  Ids,  Load  in  Lbg.      Ext.  in  Idb. 

fe  (  100  .001  400  .00218  600  .00299 
S  ]  200  .00138  500  .00258  700  .00340 
S  i  300     .00178 

Ans.   £  =  15,220,000  Iba./sq.  in. 

(3)  Tensile  test.     Distance  between  gauge-points  =8  ins. 
Diameter -.369  in. 

LoadinLbg.      Elt.inliu.  Load  in  Lbs.     Eit.inlns.  LdadinLba.      Eit.inlns. 

„  (  100  .001  400  .00219  600  .00299 
I  ]  200  .00143  500  .00258  700  .00341 
"^  (  300     .00182 

Am.   £  =  18,617,000  Ibs./aq.  in. 

(r)  Tensile  test.     Distance  between  gauge-points  — 10  ins. 

Initial  diameter:  external  =1.28  in.,  internal  =  1.065  in. 
Final         "  "       =1.205  in.,     "      -1.03  in. 

Equivalent  elongation  =  .89  in.  for  8  ins. 
Pipe  under  internal  pressure  of  1000  Iba./sq,  in. 


LoadinLba.    Exi 


in  Ins. 


0 


1000 

.00107 

2000 

.00193 

3000 

.00284 

4000 

.00371 

5000 

.00459 

Ans.  Load  in  Ibs./sq.  i 
-52,300;  red, 
29,600,000  Ibs./sq. 


LoBdinLbs 

Ext.  in  Ins 

Load  in  Lbs. 

Ext- in  Ins 

5500 

.00501 

9000 

.00801 

6000 

.00544 

9500 

.00845 

6500 

.00587 

10,000 

.00897 

7000 

.00629 

10,500 

.00950 

7500 

.00670 

11,000 

.01170 

8000 

.00712 

18,560 

B.W. 

8500 

.00755 

.  at  E.L. 

-29,000; 

at  Y.P.  =33,200 

at  fract 

of  area 

"23%; 

equiv. 

elong.-ll.l%;  E 
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EXAMPLES. 

ifi)  CotRprettion  test.    Distance  between  gauge-points  — 1.25  in.; 
1  division -.1/250,000  in. 
Section  —1  in.  X.5  in. 


LoadlnLba.  Comp.inlni. 

L«dinLbi 

Comp.inlni. 

UmdinLb*.  Comp.ialu. 

1000         .00362 

6000 

.00570 

10,000         .00743 

2000         .00402 

8000 

.00665 

53,100           B.W. 

4000         .00485 

Ana.  Load  in  Iba./sq.  in.  at  fracture  - 106,200  lbs. ;  ^  -14,764,000  Ibs./sq.  in. 

(0    Compreggion  lest.     Distance  between  gauge-points— 1.25  ins. 
1  division -1/250,000  in. 
Section  — 1  in.  Xj  in, 

LokdinLb*.  Comp-inloi.  Load  in  Lbs.  Camp,  in  Iiu.  LoadinLb*.   Comp-inlni. 

1000         .00288  6,000         .00398  12,000         .00528 

2000         .00307  8,000         .00439  14,000         .00569 

4000         .00351  10,000         .00485  43,400  B.W. 

Ana.  Load  in  Ibs./sq.  in.  at  fracture -86,400;  £-28,646,000  Ibs./sq.  in. 

(u)  Compresaion  le»t.     Distance  between  gauge-pointe  — 1.25  ins. 
1  division -1/250,000  in. 
Section  - 1  in.  X  J  in. 

Iioad fa Iiba.   Comp.lnlaa.  LoadinLba.  Ctmp.inlD*.  LoadinLb*.   Comp.inlni. 

1000         .00425  6,000         .00532  12,000         .00655 

2000         .00447  8,000         .00573  14,000         .00698 

4000         .00490  10,000         .00613  68,000  B.W. 

An».  Load  in  lba./8q.  in.  at  fracture-136,000,'  K-29,761,000  Ibs./aq.  in. 

(it)  Compretaion  teat.    Distance  between  gauge-pointa  — 72  ina. 
Section  -3.03  in.  X3.02  ins. 


■din  Lb*. 

Comp.inlni. 

LoadinLbg.     Coi 

1000 

0 

7,000 

2000 

.004 

8,000 

3000 

.008 

9000 

4000 

.011 

10,000 

5000 

.015 

15,000 

6000 

.018 

20,000 

LokdinLb*. 

Cmnp.inlnfc 

30,000 

.081 

35,000 

.115 

40,000 

.132 

45,000 

.148 

52,000 

B.W. 

Ang.  B.W.-5683  Ibs./sq.  in.;   £-2,336,000  lbs./,sq.  in. 

31.  A  steel  rod  100  ft.  in  length  has  to  bear  a  weight  of  4000  lbs.  If  E- 
35,000,000  lbs.,  and  if  the  safe  strain  is  .0005,  determine  the  sectional  area 
of  tlie  rod  (1)  when  the  weight  of  the  rod  is  neglected;  (2)  when  the  weight  of 
the  rod  is  taken  into  account.  Also  in  the  former  case,  determine  the  work 
done  in  stretching  the  rod  1*0  in.,  ^jin.,  A  in.,  .  .  .  A  in.,  successively. 

Ans.  A  sq.  in.;   /,V'r  sq.  in.;   33J,  133J,  300,  .. .  1200  in.-lbs. 

33.  A  line  of  rula  is  10  miles  in  length  when  the  temperature  b  at  32°  F. 
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Detennioe  4,he  length  when  the  temperature  is  at  105)  F.,  and  the  work  stored 
up  in  the  rails  per  square  iach  of  section,  E  being  20,000,000  lbs.  a  -.C016 
per   180=  F.  Ant.  10.00653  mUes;  338405.76  ft.-Ibs. 

34.  A  WTOu^t-iron  bar  25  ft.  in  length  and  1  sq.  in.  in  sectional  area  stretches 
■0001745  ft.  for  each  increase  of  1"  F.  in  the  temperature.  If  £-29,000,000 
lbs.,  determine  the  work  done  by  an  increase  of  20°  F. 

How  may  this  property  of  extension  under  heat  be  utilized  in  straightening 
walls  that  have  fallen  out  of  plumb?  Ana.  7.064  ft.-Ibs. 

35.  Three  bars,  each  10  ft.  long,  one  of  brass,  one  of  copper,  and  one  of 
mild  steel,  have  sectional  areas  of  f,  i,  and  H  sq.  ins.  respectively.  Compare 
the  forces  required  to  stretch  the  bars  by  the  same  amount,  and  also  compare 
the  amounts  of  work  done,  E  in  t«ns  per  square  inch  being  4800  for  brass, 
8000  for  copper,  and  12,000  for  steel.  Am.  1:2:6. 

36.  A  load  P,  gradually  applied,  induces  an  intensity  of  stress  /  in  a  bar 
of  length  l.  If  the  limit  of  elasticity  is  not  exceeded,  show  that  the  same  load 
falling  a  height  k  before  extending  the  bar  induces  the  stress 

E  being  Young's  modulus. 

37.  A  i-in.  copper  bar  and  a  j-in.  mild-steel  bar  of  the  same  length  are  to 
be  stretched  the  same  amount.  Compare  the  forces  to  do  this  and  also  the 
amounts  of  work  expended  in  each  case,  E  per  square  icch  being  8500  tons 
for  the  copper  and  15,000  tons  for  the  steel.  Arts.  34:135. 

38.  A  steel  bar  of  3  sq.  ins.  sectional  area  stores  up  50  ft.-Ibs.  of  energy 
when  subjected  to  a  direct  pull  of  2)  tons/sq.  in.  Find  the  length  of  the  bar 
E  being  15,000  tons/sq.  in.  Ans.  40  ft. 

39.  Two  vertical  bars,  the  one  of  brass,  the  other  of  steel,  are  fixed  at 
their  upp>er  ends  and  carry  at  their  lower  ends  a  rigid  cross-bar  which  sup- 
ports a  weight  at  its  middle  point.  When  the  cross-bar  is  horizontal  the  stress 
induced  in  each  of  the  vertical  bars  is  1500  Ibs./sq.  in.  Find  the  ratio  of  the 
initial  lengths  of  the  bars,  the  E  being  4500  tons/sq.  in.  for  brass  and  13,500 
tons/sq.  in.  for  steel.  Ans.  5  to  6. 

40.  Knd  the  greatest  length  of  an  iron  suspension  rod  which  will  carry  its 
own  weight,  the  stress  being  Umited  to  4  tons  per  square  inch.  What  will 
betheexlensionunderthiflload,£beingl2,500tonH?      -Ins,  2688ft.;  .S60ft, 

41.  An  iron  bar  20  ft.  long  and  2  ins.  in  diameter  is  stretched  Vv  of  an  inch 
by  a  toad  of  7  tons  applied  along  the  axis.  Find  the  intensity  of  Htre^  on  a 
cross-section,  and  the  coefficient  of  elasticity  of  the  material. 

Ans.  Stress -2.23  tons;  B- 10,700  tons/sq.  in. 

41.  The  length  of  a  cast-iron  pillar  is  diminished  from  20  ft.  to  19.97  ft. 
under  a  ^ven  load.  Find  the  strain  and  the  compressive  unit  stress,  E  being 
17,000,000  lbs.  Ans.  .0015;    25,500  lbs.  per  square  inch. 

43.  A  rectangular  timber  strut  24  sq.  in.  in  sectional  area  and  6  ft.  in  length 
is  subjected  to  a  compression  of  14,400  lbs.  Determine  the  diminution  of 
the  kngth,  E  being  1,200,000  lbs.  Am.  .003  ft. 
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44.  Bind  the  hei^t  from  which  &  weight  of  200  lbs.  may  be  dropped  so 
tliat  the  maximmn  admissible  stress  produced  in  a  bar  of  1  sq.  in.  sectioa  and 
5  ft.  long  may  not  exceed  20,000  lbs.  per  square  inch.,  the  coefficient  of  elas- 
ticity being  27,000,000  lbs.  Ans.  ^  ft.,  pr,  more  accurately,  ^  ft. 

45.  A  bar  of  steel  4"  XI"  ig  rigidly  attached  at  each  end  to  a  bar  of  brass 
4"xj";  the  combined  bar  is  then  subjected  to  a  load  of  20  tons.  Find 
the  load  taken  by  each  bar.  E  for  Bt«el  — 13,000  tons  per  square  inch;  for 
brass—  4000  tons  per  square  inch. 

Ang.  17.93  tons  on  steel;  2.07  tons  on  brass. 

46.  An  hydrauhc  hoist-rod  50  ft.  in  length  and  1  in.  in  diameter  is  attached 
to  a  plunger  4  in.  in  diameter,  upon  which  the  pressure  is  800  lbs.  per  square 
inch.     Determine  the  altered  length  of  the  rod,  E  being  30,000,000  lbs. 

Ana.  .0213  ft. 

47.  Work  equivalent  to  SO  ft.-lbs.  is  done  upon  a  bar  of  constant  sectional 
area,  and  produces  in  it  a  uniform  tensile  stress  of  10,000  lbs.  per  square  inch, 
find  the  cubic  content  of  the  bar,  E  being  30,000,000.         Am.  360  cu.  in. 

48.  A  bar  2  eq.  ins.  in  area  and  11   ft.  long  is  suspended  vertically  and 
has  a  collar  at  the  bottom  end.    It  is  provided  with  a  sliding  weight  bf  0.5   . 
ton.     Find  the  height  from  which  the  weight  must  be  dropped  in  order  to 
just  give  a  permanent  set  to  the  bar,  the  elastic  limit  of  the  material  being 
14  tons  per  square  inch.     Young's  modulus— 12,000  tons  per  square  inch. 

Ans.  .3465  ft. 

49.  What  would  be  the  resilience  of  a  steel  tie-bar  1  in.  in  diameter  and 
48  ins.  in  length  if  it  became  permanently  stretched  under  a  load  exceeding 
10  tons,  E  being  16,000  tons  per  square  inch?  Ana.  191  in^ton. 

50.  The  dead  load  upon  a  short  hollow  cast-iron  pillar  with  a  sectional 
area  of  20  sq.  ins.  is  SO  tons  (of  2000  lbs.).  If  the  strain  in  tlie  metal  is  not  to 
exceed  .0015,  find  the  greatest  live  load  to  which  the  pillar  might  be  subjected, 
£  being  17,000,000  Ibe.  Ans.  205,000  lbs. 

St.  A  steel  suspension  rod  30  ft.  in  length  and  i  sq.  in.  in  sectional  area 
carries  3500  lbs.  of  the  roadway  and  3000  lbs.  of  the  live  load.  Determine 
the  gross  load  and  also  the  extension  of  the  rod,  E  being  35,000,000  lbs. 

^ns-  rihs  ft- 

sa.  A  steel  rod  10  ft.  in  length  and  i  sq.  in.  in  sectional  area  ia  strained 
to  the  proof  by  a  tension  of  25,000  lbs.  Find  the  re^ence  of  the  rod,  E  being 
35,000,000  lbs.  Ans.  178J  ft.-lbs. 

53.  The  resilience  of  an  iron  bar  1  sq.  in.  m  section  and  20  ft.  long  ia  300 
ft.-lbs.  What  would  be  the  resihence  if  for  19  ft.  of  its  length  it  was  composed 
of  iron  2  sq.  in.  in  section,  the  remaining  foot  being  the  same  Eoze  as  t>efore7 

Ana.  157.6  ft.-lbs. 

54.  Determine  the  shortest  length  of  a  metal  bar  a  sq.  in.  in  sectional  area 
that  wiU  safely  resist  the  shock  of  a  weight  of  W  lbs.  faUing  a  distance  of  A  ft. 
Apply  the  result  to  the  case  of  a  steel  bar  1  sq.  in.  in  sectional  area,  the  weight 
being  60  lbs.,  the  distance  16  ft.,  the  proof-strain  t^.  and  B-35,000,000  Ihe. 

Ans.   —T^^.r,-.,  f  being  the  B&te  unit  atresa;    mi' tt. 

53*  A  intcb-[nne  pile  14  in.  square  is  20  ft.  above  ground,  and  is  being 
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driven  by  a  falling  weight  of  112  lbs.  If  E-1,500,000  lbs.,  find  the  fall  so 
that  the  inch-strcsa  at  the  head  of  the  pile  may  \xi  less  than  800  lbs. 

SapiMsing  that  the  pile  sinks  2  in.  into  the  ground,  by  how  much  would 
itbesafetoincreaaethefall?  Ana.  7.456ft.;  116.5ft. 

s6.  An  8"x8"  pile  18  ft.  above  ground  is  driven  by  a  falling  weight  of 
100  ifcs.  Determine  (a)  the  strain;  {b)  the  amount  of  the  compresMon;  (c) 
the  distance  through  which  the  weight  falls  so  that  the  stress  per  square 
inch  in  the  pile  may  not  exceed  800  lbs.  per  square  inch.  Take  S  — 1,600,000 
lbs. 

If  the  pile  sinks  4  in.  into  the  ground,  by  how  much  would  it  be  safe  to 
increase  the  fall? 

57.  A  rod  1  sq.  in.  in  section  and  5  ft.  long  carries  a  weight  of  200  lbs. 
which  drops  through  2  in.  before  commencing  to  stretch  the  rod.  Assuming 
ail  the  energy  of  the  blow  to  be  stored  up  in  the  rod  and  that  the  limits  of 
elasticity  are  not  exceeded,  estimate  the  intensity  of  stress  induced  in  the 
rod.     £—30x10*  lbs.  per  square  inch, 

s8.  A  chain  I  ft.  in  length  and  a  sq.  in.  in  sectional  area  has  one  end  securely 
anchored,  and  suddenly  cheeks  a  weight  of  W  lbs.  attached  to  the  outer  end, 
and  moving  with  a  velocity  of  V  ft.  per  second  away  from  the  anchorage. 
Find  the  greatest  pull  upon  the  chain.  \aEW 

A,..  Pull-F^--. 

59.  Apply  this  result  to  the  case  of  a  wagon  weighing  4  tons  and  worked 
from  a  stationary  engine  by  a  rope  3  sq.  in.  in  sectional  area.  The  wagon 
is  running  down  an  incline  at  the  rate  of  4  miles  an  hour  and,  after  600  ft. 
of  ro[X!  have  been  paid  out,  is  suddenly  checked  by  the  stoppage  or  reversal 
of  the  engine,     fi- 15,000,000  lbs.  Aivn.  20,884  lbs. 

60.  A  chain  I  ft.  in  length  and  a  sq.  in.  in  sectional  area  has  one  end  at- 
tached to  a  weight  of  W  lbs.  at  rest,  and  at  the  other  end  is  a  weight  of  nir 
lbs.  moving  with  a  velocity  of  V  ft.  per  second  and  away  from  the  first.  Find 
the  greatest  puU  on  the  chain.  I  aEWn 

Arts.  Pull  =  V.  ■— ^ -. 

\lg{n  +  \) 

6i,  A  dead  weight  of  10  tons  is  to  act  as  a  drag  upon  a  ship  to  which  it 
IS  attached  by  a  wire  rope  150  ft.  in  length  and  having  an  effective  sectional 
area  of  8  sq.  in.  If  the  velocity  of  the  floating  ship  is  20  ft.  per  second,  and 
if  its  inertia  is  equivalent  to  a  mass  of  390  tons,  find  the  greatest  pull  on  the 
diain      B-l.'>  000,000  lbs.  -4ns.  208  tons. 

6i  A  (oal-wflgon  weighing  3200  lbs.,  when  running  down  an  incline  at 
a  rate  of  6  miles  an  hour,  is  suddenly  checked  by  the  stoppage  of  the  engine 
after  500  ft  of  cable  have  been  paid  out.  Find  the  maximum  pull  on  the 
cable.  Its  sectional  area  being  3  sq.  in.  and  its  £=1.5,000,000  lbs.  per  square 
inih  Ans.  26,400  lbs. 

63  \  square  steel  bar  10  ft.  long  has  one  end  fixed;  a  sudden  pull  of  40,000 
lbs.  is  exerted  at  the  other  end.  Find  the  sectional  area  of  the  bar  consistent 
with  the  condition  that  the  strain  is  not  to  exceed  ^ii.  £^=30,000,000  lbs. 
Find  the  resilience  of  the  bar.  Ans.  2  sq.  in. ;  533^  ft.-lbs. 
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64.  How  much  work  is  done  in  subjecting  a  cube  of  125  cu.  in.  of  iron  to 
a  tenaile  stress  of  8000  lbs.  per  square  inch?    £-30,000,000  Ibe. 

Ans.  m  ft.-lbs. 

65.  A  signal-wire  2000  ft.  in  length  and  ^  in.  in  diameter  is  subjected  to 
a  steady  stress  of  300  lbs.  The  lever  is  auddenlj'  pulled  back,  and  the  cor- 
responding end  of  the  wire  moves  through  a  distance  of  4  in.  Determine 
the  instantaneous  increase  of  stress,     fi— 25,000,000  lbs.       Ant.  51i||  lbs, 

66.  If  the  total  back-weight  is  350  lbs.,  what  is  the  range  of  the  eiffial  end 
of  the  wire?  Ana.  ^^it^,  ft. 

67.  A  steel  rod  of  length  L  and  sectional  area  A  has  its  upper  end  fixed 
and  hangs  vertically.  The  rod  is  tested  by  means  of  a  ring  weighing  60  lbs. 
which  shdes  along  the  rod  and  is  checked  by  a  collar  screwed  to  the  lower 
end.  A  scale  is  marked  upon  the  rod  with  the  sero  at  the  fixed  end.  If  the 
strain  in  the  eteel  is  not  to  exceed  zln,  what  is  the  reading  from  which  the 
weight  is  to  be  dropped?    E  -35,000,000  lbs. 

Ana.  Distance  from  point  of  auspen^on  — (f}J— }jj1)Z'. 

68.  A  bar  1  sq.  in.  sectional  area  and  32  in.  long  is  subjected  to  a  tensile 
pull  of  10  tons.  Calculate  the  work  stored  up  in  the  bar.  £-30,000,000  lbs. 
per  sq.  inch.  Ana.  V    ft.-lbfl. 

69.  A  load  of  1000  lbs.  falls  1  in.  before  commencing  to  stretch  a  suspending 
rod  by  which  it  is  carried.  If  the  sectional  area  of  the  rod  is  2  sq.  in,,  length 
100  in.,  and  £=30,000,000  Iba.,  find  the  stress  produced. 

.      If  the  rod  carries  a  load  of  5000  lbs.,  and  an  additional  load  of  2000  Ibe 
is  suddenly  appUed,  what  is  the  stress  produced? 

Am.  17,827i  Iba.;    4.500  Ibs./sq.  in. 

70.  Steam  at  a  pressure  of  50  lbs.  per  square  inch  is  suddenly  admitted 
upon  a  piston  32  in.  in  diameter.  The  steel  piston-rod  is  48  in.  in  length  and 
2  in.  in  diameter,  E  being  35,000,000  ibs.     Find  the  work  done  upon  the  rod. 

What  should  be  the  pressure  of  admission  to  strain'  the. rod  to  a  proof  of 
.001?  Arts.  117.69  ft.-lbs.;    6S|J   Iba.   per  square  inch. 

71.  A  boulder-grappler  ia  raised  and  lowered  by  a  wire  rope  1  in.  in  diameter, 
hanging  in  double  sbeavea.  On  one  occaaion  a  length  of  150  ft.  of  rope  was 
in  operation,  the  distance  from  the  winch  to  the  upper  block  being  30  ft.  The 
grappler  laid  hold  of  a  boulder  weighing  20,000  lbs.  What  was  the  extension 
of  the  rope,  £  being  15,000,000  lbs.? 

The  boulder  suddenly  slipped  and  fell  a  distance  of  6  in.  before  it  was 
again  held.     Find  the  maximum  stress  upon  the  rope. 

What  weight  of  boulder  may  be  lifted  if  the  proof-etresa  in  the  rope  is  not 
to  exceed  25,000  Ibs.  per  square  inch  of  grosa  sectional  area? 

■41*.  tAs  ft-;  50,452i  lbs./sq.  in.;   78,571f  lbs. 

72.  A  steel  bar  stretches  xJs  of  its  original  length  under  a  stress  of  20,000 
lbs.  per  square  inch.  Find  the  change  of  volume  and  the  work  done  per  cubic 
inch,  Ans.  t^;  |  ft.-lb.  per  cubic  inch. 

73.  The  steady  thrust  or  pull  upon  a  prismatic  bar  is  suddenly  reversed. 
Show  that  its  effect  is  trebled. 

74.  A  shock  of  JV  ft.-lbB.  ia  safely  borne  by  a  bar  ^  ft.  in  length  and  a  sq.  in. 
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in  sectional  area.     Detennine  the  increased  shock  which  the  bar  viS  bear 
wbea.  the  sectional  area  of  the  last  mth  of  its  length  is  increased  to  ra. 

Afu.  ^(1-^+;^)- 
75.  The  pull  on  one  of  the  tension-bare  of  a  lattice  gitder  fluctuates  from 
12.8  tons  to  4  tons.     If  24  tons  is  the  statical  breaking  strength  of  the  metal, 
15  tons  the  primitive  strength,  determine  the  sectional  area  of  the  bar,  3  being 
a  factor  of  safety.        Ans.  2.15  sq.  in.  (Launhardt) ;    1.87  sq.  in.  (Unwin). 

7(>.  The  stress  in  a  diagonal  of  a  steel  bowstring  girder  fluctuates  from  a 
tendon  of  15.15  tons  to  a  compression  of  7.65  tons.  If  the  primitive  strength 
of  the  metal  is  24  tons  and  the  vibration  strength  12  tons,  find  the  proper 
sectional  area  of  the  diagonal,  3  being  a  factor  of  safety. 

Arte.  2.53  sq.  in.  (Weyrauch);  1.7  sq,  in,  (Unwin);  40  tons  per  square  inch 
being  statical  strength. 

77.  A  member  of  a  truss  is  subjected  to  tensile  stresses  vanning  from  a 
mftTimiim  of  150,000  lbs.  to  a  minimum  of  60,000  lbs.  Fmd  the  proper  sec- 
tional area  of  the  member,  1st,  if  of  steel,  2d,  if  of  wrought  iron,  the  factor 
of  safety  being  3.  Ans.  7.523  sq.  in.;   17.5  sq.  in. 

78.  The  diagonal  of  a  truss  is  subjected  to  stresses  varying  from  a  maximum 
of  120,000  lbs.  in  tension  to  a  minimum  of  80,000  lbs.  in  compression.  Knd 
the  proper  sectional  area  of  the  diagonal,  1st,  if  of  steel,  2d,  if  of  wrought 
iron,  3  befng  the  factor  of  safety.  Ans.  8  sq.  in.;  12.41  sq.  in, 

79.  A  steel  diagonal  is  subjected  to  stresses  which  vary  from  a  maximun> 
compression  of  10,000  lbs.  to  a  maximum  tension  of  10,000  lbs.  Find  its 
sectional  area,  taking  3  as  the  factor  of  safety  and  u— 2s -60,000  lbs. 

Ans.  1  sq.  in. 

80.  A  WTOUght-iron  screw-shaft  is  driven  by  a  pair  of  cranks  set  at  right 
angles.  Neglecting  the  obliquity  of  the  connecting-rods,  and  assuming  that 
the  pull  on  the  crank-pin  is  constant,  compare  the  coeflScients  of  strength  {a' 
and  0  to  he  used  in  calculating  the  diameter  of  the  shaft.  How  is  the  result 
affected  by  the  stopping  of  the  engine?  .4ns.  a' =.904;  of —It. 

Si.  Show  that  the  change  of  a  unit  of  volume  of  a  solid  body  under  a  longi- 
tudinal stress  is  l(l — ),  which  becomes  ^  if  m— 4,  as  in  metals,  and  nU 
when  m— 2,  as  in  India-rubber. 

81.  Taking  f—BX  as  the  ordinary  analytical  expression  of  Hooke's  Law, 
find  the  value  of  the  modulus  of  elasticity  when  calculated  (1)  from  the  (uUual 
stress  and  the  elongation  per  unit  of  initiai  length;  (2)  from  the  actual  streea 
and  the  elongation  per  unit  of  stretched  length. 

Ans.  (1)  E+l;    (2)  B+/{1  +X)'-E+f(l  +2i),  if  -1  is  small. 

83.  During  the  plastic  deformation  of  a  prismatic  bar,  show  that  the  change 
in  sectional  area  is  proportional  to  the  deformation  calculated  on  the  altered 
length  of  the  bar. 

84.  A  prismatic  bar  of  volume  V  changes  in  length  from  Z,  to  L±x  under 
the  "fluid  pressure"  p.     Find  the  corresponding  work. 

Ans.pVlng,(L±x). 
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85-  A  pyramid  weighing  125  lbs.  per  cu.  ft.  haa  a  bdgfat  <A  60  ft.  ftnd  rests 
upon  a  square  base  of  25  sq.  feet,  find  the  amount  and  work  of  compression, 
S  being  ibe  coefficient  of  elasticity. 

86.  In  an  indicator  the  area  of  a  piston  is  i  sq.  in.,  the  inerUa  of  the  moT- 
ing  paxta  attached  to  the  piston  is  equiraleut  to  a  weight  of  .33  lbs.  moving 
with  the  same  Telocity,  and  the  pencil  mores  4  times  as  fast  as  the  piston,  1 
inch  on  the  diagrun  corresponding  to  a  pressure  of  80  lbs.  on  the  piston.  Find 
the  time  of  a  complete  oscillation.  Ana.  .01453  sec. 

St.  a  right  cone  of  wei^t  W  and  height  k  rests  upon  its  base  of  radius  r. 
Find  the  amount  and  woric  of  the  compression. 

^n*.Comp.-^;^,;  work--^-^,. 

88.  An  elastic  trapezoidal  lamina  ABCD,  of  natural  lei^h  I  and  thick- 
ness unity,  has  its  upper  edge  AB  (2a)  fixed  and  hangs  vertically.  If  a  weight 
W  is  suspended  from  the  lower  edge  CD  (2i>),  show  that,  neglecting  the  weight 

I  W     t  a 

of  the  lamina,  the  consequent  elongation— ^w —^rlc^r-    If  an  additional 

weight  is  placed  upon  W  and  then  suddenly  removed,  ahow  that  the  osdllatiop 
set  up  is  isochronous  and  that  the  time  of  a  complete  oscillation 

— Jt  J         ^"fr  I   .    Examine  the  case  when  a—b. 


— '— =;  time  of  oscillation— It*!-— =-, 
2  oE'  ^2aEg 

89.  If  the  Bpecific  weight  of  the  lamina  in  the  preceding  question  is  io, 
find  how  much  it  will  stretch  under  its  own  weight,  and  also  the  work  of 
extension.     Determine  the  result  when  a —6. 

.         1      wbH'  b     wl'a+b    tci' 


Work- 


^:!^!_;£l-^'  »,„._.^.M,„„  «\.«w' 


4£(a-i))' 

90.  A  hollow  tower,  of  height  h,  is  in  the  form  of  a  solid  of  revolution  about 
a  vertical  axis.  The  hollow  portion  is  a  right  cyUnder  of  radius  R,  and  the 
radius  of  the  base  of  the  tower  is  o.  If  the  specific  weight  of  the  tower  is  uj, 
find  the  curve  of  the  generating  line  so  that  the  stress  at  every  point  of  the 
tower  may  be  /.    Also  find  the  load  on  the  top  of  the  tower. 

Aw.  y*-R'-'(a'R')e  ' ;  »/(&'-«'),  b  being  the  radius  of  the  top  of 
the  tower. 

91.  An  elastic  lamina  in  the  form  of  an  isosceles  triangle  ABC  has  its  base 
AB  (-2a)  fixed  and  hangs  vertically.  If  its  weight  is  W,  find  its  elongation. 
Take  coefficient  of  elasticity —£^,  thickness  of  lamina— wn%,  and  Z.— the  dis- 
tance of  C  from  AB.  jpi^ 

Am.  7-^ 
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91.  A  weight  of  1  ton  depresses  its  supports  .01  ft.  Ne^ecting  the  wei^t 
of  the  supports,  find  the  time  of  a  complete  oscillation.         Ana.  .llllsecond. 

93.  A  weight  of  10  lbs.  at  the  end  of  a  spiral  spring  stretches  it  3  ins.  The 
spring  is  then  stretched  an  additional  3  in.  and  suddenly  released.  Find 
the  time  of  a  complete  oscillation.  Ant.  .555  second. 

94.  The  weight  of  the  piston  of  an  indicator  and  its  attached  part«  is 
equivalent  to  1  lb.  on  the  piston.  The  pencil  moves  six  times  as  fast  as  the 
piston.  The  area  of  the  piston  is  .5  sq.  in.  Find  the  period  of  oscillation  with 
a  100-lb.  spring.  Ans.  .00586  second. 

gs.  A  body  symmetrical  with  respect  to  a  vertical  plane  is  slightly  dis- 
placed vertically  from  its  position  of  stable  equilibrium.  Find  the  period  of 
an  oscillation. 

Ann.  ^•A-T'  ^  l>ei'ig  the  volume  of  the  water  displaced  and  A  the  sec- 
tional area  of  the  body  at  the  water-line. 

96.  If  the  body  in  the  preceding  example  receives  a  sUght  angular  dis- 
placement, what  will  be  the  period  of  an  oscillation? 

Ana.  2sW^j — ,  /  being  the  moment  of  inertia,  W  the  weight,  and  t  the 

distance  between  the  metacentre  and  the  C.  of  G. 

97.  A  uniform  circular  plate  weighing  4  lbs.  and  1  ft.  in  diameter  is  hung 
in  a  horizontal  plane  by  three  parallel  cords  from  the  ceiling,  and  when  set 
into  small  torsional  oscillation  ia  found  to  have  a  period  of  3  seconds.  A 
body  weighing  6  lbs.  is  laid  on  it,  and  the  period  is  then  found  to  be  5  seconds. 
find  the  moment  of  inertia  of  the  body. 

98.  A  revolving  weight  of  w  lbs.  is  carried  on  elastic  bearings  which  yield 
at  the  rate  of  1  ft.  to  6  lbs.  Find  the  extent  of  the  forced  vibration  when  the 
number  of  revolutions  is  n  per  second;  find  aUo  the  value  of  n  so  that  free 
vibration  might  be  set  up. 

of    bearing) -2iir*|—-r-,  and 

therefore  n  -2^-A—- 

99.  A  U  tube  a  ft.  in  length  contains  water.  If  the  water  is  slightly  dis- 
placed from  its  mean  position  of  equilibrium,  ^ow  then  the  periodic  time  is 

|V7,  if  j-32ft. 

100.  A  weight  of  5  Ibe.  is  supported  by  a  spring.  The  stiffness  of  the 
spring  b  such  that  putting  on  or  taking  off  a  weight  of  1  lb.  produces  a 
downward  or  upward  motion  of  0.04  ft.  What  is  the  time  of  a  complete 
osdlliation,  neglectmg  the  mass  of  the  spring? 

loi.  A  weight  W  is  suspended  by  a  spring,  which  it  stretches.     The  weight 
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is  further  depressed  1  ft.,  vhen  it  is  suddenly  released  and  allowed  to  oscillate. 
F^d  its  velocity  at  a  distance  z  from  the  portion  of  equilibrium. 


103.  If  a  spring  deflects  .001  ft.  under  a  load  of  1  lb.,  what  will  be  the  period 
of  oscillation  of  a  weight  of  14  lbs.  upon  the  spring? 

103-  A  mass  of  fifty  pounds  is  attached  to  the  free  end  of  a  spring, 
made  of  wire  ^  of  an  inch  diameter  and  having  ten  free  coils.  The  mean 
diameter  of  the  helix  is  3  in.  Find  the  period  of  vibration  if  the  spring  is 
extended  axially  and  is  then  let  go. 

104.  A  vertical  elastic  rod  of  natural  length  L  and  of  which  the  mass  may 
be  neglected  is  fi.xed  at  its  upper  end  and  carries  a  weight  Wi  at  the  lower 
end.  A  weight  Wi  falls  from  a  height  ft  upon  TTi.  Find  the  velocity  and 
extension  of  the  rod  at  any  time  t. 


Ana. 


Wr  +  W, 


■H-%*-)-(l)' 


X  being  measured  from  mean  position  of  (tFi  +  TTi). 

105.  Determine  the  functions  F  and  /  in  Art.  4  when  P,  is  zero,  and  also 
when  the  rod  is  perfectly  free;  i.e.,  when  P„--0  and  Pi— 0. 

106.  The  centre  of  mass  of  a  body  (supposed  to  be  small)  weighing  25  lbs. 
is  20  in.  from  the  fulcrum  of  a  masslesa  horizontal  lever.  It  is  supported,  also, 
by  a  vertical  massless  spring  acting  on  the  lever  at  a  distance  of  5  in.  from 
the  fulcrum.  The  stiffness  of  the  spring  is  such  that  a  pull  of  1  lb.  elongates 
it  0.001  ft.     What  is  the  natural  time  of  vibraticm  of  the  system? 

If  the  point  of  support  of  the  spring  gets  a  vertical  simple  harmonic  motion 
of  amplitude  0.1  ft.  with  a  frequency  of  three  complete  oscillations  per  second, 
what  is  the  nature  of  the  motion  of  the  weight,  supposing  that  the  natural 
vibrations  are  stilled? 

107.  A  metal  rod  \  sq.  in.  in  area  and  5  ft.  long  hangs  vertically  with  ita 
upper  end  fixed  and  carries  a  weight  of  18  lbs.  at  the  lower  end.  On  striking 
the  rod  it  emitted  a  musical  note  of  264  vibrations  per  second  (middle  C  of 
piano-forte).  Find  the  coefficient  of  elasticity,  the  weight  of  the  rod  being 
neglected.  Ana.  30,979,160  Ibe. 

108.  What  should  be  the  thickness  of  the  plates  of  a  cylindrical  boiler 
6  ft.  in  diameter  and  worked  to  a  pressure  of  50  lbs.  per  square  inch,  in  order 
that  the  working  t«nsile  stress  may  not  exceed  1.67  tons  per  square  inch  of 
gross  section?  Ans.  .42in. 

109.  A  cyUndrical  bmler  with  hemispherical  ends  is  4  ft.  in  diameter  and 
22  ft.  in  length.  Determine  the  thickness  of  the  plates  for  a  steam-pressure 
of  4  atmospheres,  the  working  strength  of  the  material  being  4000  Ibs./sq.  in. 

no.  Find  the  thickness  of  plates  required  for  a  boiler  which  is  to  work 
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at  a  preesuie  of  160  Ibs./sq.  in.,  the  diameter  of  the  sheU  being  8  ft.,  the 
efficiency  of  the   riveted  joint  S9%,  and  tlie  working  stress  in  the  metal, 

5  tons/sq.  in.  Ans.  .77  in. 

111.  A  7-ft.  boUer  oF  A-in.  plates  was  burst  at  a  longitudinal  double- 
riveted  joint  by  a  pressure  of  310  lbs.  per  square  inch.  Find  the  coefficient 
of  ultimate  strength.  Ans.  29,760  lbs. 

113.  A  50-ia.  cylindrical  boiler  of  A-in.  platea  is  made  of  wrougBt  iron 
whose  safe  coefficient  of  strength  is  4000  lbs.  per  square  inch.  Find  the  work- 
ing pressure.  If  £-30,000,000  Ibe.,  also  find  the  thickness  and  deflection 
of  the  end  plates.  Ans.  50  Ibs./sq.  in. 

113.  Determine  the  thickness  of  the  plates  used  in  the  construction  of  a 
boiler  10  ft.  in  diameter  working  under  a  pressiuc  of  120  lbs.  per  square  inch, 
taking  the  efficiency  of  the  joints  to  be  70  per  cent,  and  the  safe  stress  at  10,000 
lbs.  per  square  inch.  Ans.  1.03  in. 

114.  Find  the  thickness  of  plates  required  for  a  boiler-shell  to  work  at 
a  pressure  of  200  lbs.  per  square  inch,  the  diameter  of  the  shell  being  5  ft. 

6  in.;  the  allowable  stress  on  the  plate  may  be  taken  as  12,000  lbs.  per  square 
inch.  Atis.  .55  in. 

115.  The  plates  of  a  cylindrical  boiler  5  ft.  in  diameter  are  i  in.  thick. 
Find  to  what  pressure  the  boiler  may  be  worked  so  tliat  the  tensile  stress  in 
the  plates  may  not  exceed  Ij  tons  per  square  inch  of  gross  section. 

Ans.  60  Ibs./sq.  in. 

116.  Cylindrical  boiler  of  mild  steel  5  ft.  6  in.  in  diameter  at  elastic  limit; 
pressure  300  Ibe.  per  square  inch.  What  Is  the  thickness?  Joints  supposed 
to  be  of  60  per  cent  of  strength  of  unhurt  plate.  Replace  tliis  boiler  with 
tubes  5  in.  diameter  of  same  length.  How  many  tubes  are  needed  to  make 
up  the  same  volume?  What  will  be  their  thickness  (no  seams)?  Their 
weight?  Ans.  .47in.;  174;  .021  in.;  193  Iba.  per  ft.  length. 

117.  The  pressure  in  a  boiler  of  1.2  m.  diameter  is  7  atmospheres.  What 
must  be  the  thickness  of  the  metal  if  the  safe  working  stress  is  3fc/cm.'  ? 

Ans.  12.4  mm. 

n8.  What  iAu8t.be  the  thickness  of  the  metal  in  a  cast-iron  cyUnder,  of 
400  mm.  diameter,  which  has  to  bear  an  internal  pressure  of  7  atmospheres, 
the  sate  working  strength  of  the  metal  being  1.5  k/cm.f  Ans.  8.26  mm. 

119,  A  copper  pipe  is  4  in.  dianieter  and  f  in.  thick.  What  is  the  working 
pressure?    Take  /=2000  lbs.  per  square  inch.  Ans.  375  Ibs./sq,  in. 

no.  What  is  the  collapsing  pressure  of  a  flue  10  ft.  long,  3fl  in.  in  diamet«r, 
and  composed  of  ^-in.  pktes?  Also  of  a  flue  30  ft.  long,  48  in.  in  diameter, 
and  A^n.  thick?  Ans.  490.84  lbs.;    91.59  lbs. 

131.  Determine  the  thickness  of  a  2-in.  locomotive  fire-tube  to  support 
an  external  pressure  of  5  atmospheres. 

133.  A  copper  steam-pipe  is  4  in.  in  diameter  and  \  in.  thick,  find  the 
working  pressure,  the  safe  coefficient  of  strength  for  copper  being  1000  lbs. 
per  square  inch.  Ans.  125  lbs.   per  square  inch. 

133.  Find  the  proper  head  of  water  for  a  pipe  of  3  ft.  diameter  and  1  in. 
thiclniess.     Also  find  the  corresponding  pressure  in  pounds  per  square  inch. 
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Determine  what  value  of  the  working  Btreas  will  cause  the  ordinaiy  nik  for 
thin  cylinders  to  give  the  same  tinswer. 

Ana.  316ft.;  136.7  Ibs./sq.  in.;  24601bfl./sq.  in. 
114.  A  KHn.  cast-iron  water-pipe  is  subjected  to  a  pressure  of  250  lbs. 
per  square  inch.     Find  its  thickness,  the  coefficient  of  working  strength  being 
2000  lbs.   per  square   inch.  Ana.  IJ  in. 

135.  A  cast-iron  main  Is  36  in.  internal  diameter  and  1  in.  thick,  the  safe 
tensile  stress  being  1)  tons  per  square  inch.  What  ia  the  greatest  head  of 
water  to  which  it  should  be  subjected? 

If  the  pipes  are  of  wrought  iron,  what  should  be  the  thickness  of  the  metal, 
the  safe  strength  per  square  inch  being  5  tons  and  the  strength  of  the  longi- 
tudinal  seuns  being  60  per  cent  that  of  the  solid  plate? 

136.  Given  &  wrought-iron  pipe  2  ft.  diameter,  ^  in.  thick;  ite  working  stress 
is  5  tons  to  the  square  inch,  but  strength  of  plate  is  diminished  30  per  cent 
because  of  riveted  joint.     What  lb  the  working  pressure? 

Ans.  326  Ibs./sq.  in. 

137.  A  cylindrical  boiler,  12  ft.  diameter,  is  constructed  of  {(-in.  steel 
plate.  The  test  pressure  applied  is  245  lbs.  per  square  inch.  Find  the  stress 
produced  in  the  plate,  and  hence  deduce  the  stress  in  the  plate  between  the 
rivet-holes,  the  sectional  area  being  there  reduced  to  .77  of  the  solid. 

Ans.  19,500  Ibs./sq.  in.;    25,300  Ibs./sq.  in. 

118.  Sixty  tubes  of  wrought  iron,  4  in.  inside  diameter,  10  ft.  long,  |  in. 
thick.  iF^d  volume,  weight,  internal  area  in  square  inches,  and  working 
pressure,  if  working  stress— 10,000  lbs.  per  square  inch.  Neglect  the  ends. 
How  many  tubes  22  in.  diameter,  10  ft.  long,  will  have  the  same  volume? 
And  find  the  thickness  suitable  for  the  working  pressure.  Find  also  the  area 
and  wei^t. 

Ans.  52.36  cu.  ft.;  6729  lbs.  weight;  12.54  sq.  in.;  1250  Ibs./sq.  in.;  2; 
1J75  in.;  380  sq.  in.;  6525  lbs. 

139.  A  vertical  cast-iron  pipe  is  4  in.  in  internal  diameter.  The  pressure 
at  a  certain  [dace  is  50  lbs.  per  square  inch.  At  this  place,  and  at  a  place 
300  feet  lower  in  level,  find  the  proper  thickness  of  the  metal  if  the  working 
stress  is  taken  as  3000  lbs.  per  square  inch.  Ana.  .033  in.;    .149  in. 

130.  A  steel  spherical  shell  36  in.  in  diameter  and  |  io.  thick  is  subjected 
to  an  internal  fluid  pressure  of  300  lbs.  per  square  inch.  Rnd  ite  coefficient 
of  strength.  Ans.  7200  lbs. 

131.  A  thin,  hollow,  spherical  elastic  envelope,  whose  internal  radius  is 
R,  was  subjected  to  a  fluid  pressure  which  caused  it  to  expand  graduaUy  until 
its  radius  became  R,.    Detennine  the  work  done. 
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STRESSES,  STRAINS,  EARTHWORK,  AND  RETAINING-WALLS. 

1.  Internal  Stresses. — ^The  application  of  external  forces  to  a 
material  body  will  etnun  or  deform  it,  and  the  particles  of  the  body 
will  be  in  a  state  of  mutual  stress. 

In  the  following  calculations  it  is  assumed 

(a)  That  the  stresses  under  consideration  are  parallel  to  one 
and  the  same  plane,  viz.,  the  plwie  of  the  paper: 

{b)  That  the  stresses  normal  to  this  plane  are  constant  in  (Erec- 
tion and  magnitude: 

(c)  That  the  thickness  of  the  plane  is  unity. 

Def.  The  angle  between  the  direction  of  a  given  stress  and  the 
normal  to  the  plane  on  which  it  acts  is  called  the  obliquity  of  the 
stress. 

2.  Compound  Strain. — (a)  First  consider  an  indefinitely  small 
rectangular  element  OACB  (Fig.  321)  of  a  strained  body,  kept  in 

P       p      p      p  eqiiilibrium   by  stresses    acting    as  in 

\     \      \       \  the  figure. 

— ^ ^        ^~i  p  is  the  intensity  of  stress  on  the 

faces  OB,  AC,  and  a  its  obliquity. 

g  is  the  intensity  of  stress  on  the 
faces  OA,  BC,  and  ^  its  obliquity. 
OBp  cos  a,  the  total  norra^  stress 
^^-  ^^-  on   OB,    is    balanced    by  ACp  cos  a, 

the  total  normal  stress  on  AC. 

OBp  sin  a,  the  total  shear  on  OB,  is  equal  in  magnitude  but 
opposite  in  direction  to  AC-p  sin  a,  the  total  shear  on  AC. 
These  two  forces,  therefore,  form  a  couple  of  moment 

OBp  sin  a  OA. 


TY 
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Similarly,  the  total  nonnal  stresses  on  the  faces  OA,  BC  balanoe 
and  the  total  ^ears  form  a  couple  of  moment  OA-qanfi-OB. 

In  order  that  equilibrium  may  be  maintained  the  two  couples 
must  balance. 

Therefore  OBp  sin  a  04  -  OAq  sin  ^  OB, 

or  p  sin  a  =  q  Bin  j9-t,  suppose. 

Hence  at  any  point  of  a  strained  body  Ihe  intensities  of  the  shears 
on  any  two  planes  at  righi  angles  to  eoxk  other 
are  equal. 

(&)  Second,  let  it  be  required  to  find  the 
resultant  stress  upon  any  plane  MN  at  a  point 
O  in  a  strained  body.  Consider  the  equilibrium 
of  an  indefinitely  small  triangular  element  OAB, 
bounded  by  a  plane  AB  parallel  to  MN  and 
two  planes  OA,  OB,  at  right  angles  to  each 
other  (Fig.  322). 

Let  p  be  the  stress  on  OB,  a  its  obliquity. 

Let  ?  be  the  stress  on  OA,  ^  its  obliquity.  ^^'  ^^■ 

Let  t  be  the  shearing  stress  on  each  of  the  planes  OA,  OB.     Then 

(-p  mn'a=gsin  j9, 
Pn,  the  nonnal  component  of  p,''p  cos  a. 
g„,     "        "  "  "     q,^q  coSjS. 

Produce  OA  and  taie  OC-pnOB  +  fOA -the  total  force  on  OB 
in  the  direction  of  OA. 

Produce  OB,  and  take  CD '-qJJA+tOB -the  total  force  on  OA 
in  the  direction  of  OB. 

Complete  the  rectangle  CD. 

OE  represents  in  direction  and  magnitude  ttie  resultant  of  the 
two  forces  OC,  OD,  and  must,  therefore,  be  equal  in  magnitude  and 
opposite  in  direction  to  the  total  force  on  AB. 

Let  Pr  be  the  stress  on  AB.    Then 

{PrABy=0£;'  =  OC  +  OLfi-(j}nOB  +  tOA)'  +  (g„OA+tOB)», 
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and  ft'-(p„sin  r  +  tcos  r)^  +  (3BC08r  +  ism  yY 

-pn'  sin^  r  +  qn'  coB";-  +  *^o*r(Po  +  9Q)+*'' 

Id  the  limit  MN  and  AB  coincide,  and  p^  is  the  resultant  gtrcsB 
upon  the  plane  MN  at  0  and  acts  in  the  direction  OE. 

If  (-0,  then  a  and  ^  are  each=0,  and  there  is  no  shearing  stress 
upon  OA  or  upon  OB  at  0.  The  stress  upon  each  of  these  planes 
at  0  is  wholly  normal,  and  such  stresses  are  called  principal  stresses^ 
while  the  two  planes  upon  which  they  act  are  called  jdanes  of  prin- 
cipal stress. 

If  OA  and  OB  are  planes  of  principal  stress  and  if  pi  and  pa 
are  the  principal  stresses  along  OA  and  OB  respectively,  then  the 
resultant  stress  pr  on  any  plane  MN  is  given  by 

IV=-pi»ain»r+Ps'co82r- 

3.  Constant  Ccnnponents  of  p,. — Equal  Principal  Stresses. — Let 
OA,  OB  be  the  principal  axes  at  any  point  0  in  a  strained  mass.    It 


^ 


,:.™. 

«■ 

'W? 

:=; 

^ 

P 

Fig.  323. 


Fio.  324. 


Is  required  to  determme  the  resultant  stress  on  any  plane  MON  when 
the  two  .principal  stresses  are  like  and  equal. 

Let  each  principal  stress  =  p. 

Let  the  angle  MOA=-r- 

Let  the  point  0  lie  within  an  indefinitely  small  rectar^ar  element 
"having  its  sides  parallel  to  OA  and  OB. 

First.  Consider  the  effect  of  the  stress  p  acting  in  a  direction 
parallel  to  OA,  Rg.  323.  (This  stress  may  be  due  either  to  a  pidl 
«r  a  push.) 
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Let  q  be  the  corresponding  parallel  resultant  stress  developed  in 
the  plane  MON.    Then 

4MN  =  pCC'=pBB', 

and  therefore   ■  j = p  sin  r- 


The  shear  stress  along  OM -5  cos  7-— p 


sfe2j- 


The normal  stress  upon  OJVf=gsm  y=psixi^Y. 

Second.  Let  the  stress  p  act  in  a  direction  ptutillel  to  OB,  Fig.  324, 
and  let  9'  be  the  corresponding  parallel  resultant  stress  developed  in 
MN.    Then 

^MN^pNN'. 

Therefore  g'  -  p  cos  r. 


The  shear  stress  along  ON—^  sin  r"P — 2    ■ 

The  normal  stress  upon  ON™^  cos;-— p cos" 7-. 

Thirds    Let  the  two  like  principal  streases  now  act  fflmultaneously. 


The  resultant  effect  is  the  algebruc  sum  of  the  separate  effects,  and 
therefore  the  resultant  stress  at  0  on  the  plane  MON  is  equivalent  to 


(a)  two  shear  stresses  each  equal  to 


pwi2r 


but  actii^  in  opposite 


directions  so  that  they  neutralize  each  other,  and 
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(6)  two  normal  stresses,  p  sin^  ;-  and  p  cos^  ^i  acting  in  the  same 
direction  so  that  they  are  together  equal  to  a  normal  streaa 


p  sin"  ;■ + p  coe*  r = P- 


Hence,  if  the  two  principal  stresses  at  a  point  in  a  strained  mass 
ere  like  and  equal,  the  resultant  stress  on  any  plane  through  the  poirU 
is  also  a  like  and  equal  stress  and  is  normal  to  the  plane,  Fig.  326. 

Again,  let  the  two  principal  stresses  be  equal  but  unlike. 

Suppose,  for  example,  that  the  stress  parallel  to  OA  is  due  to  a  push, 
so  that  it  acts  in  the  direction  shown  by  Hg.  327.     The  resultant 


effect  on  the  plane  MON  is  now  a  shear  stress 


psin2r 


acting  in  the 


r. 

nir 

lllll 

» 

4t 

J  Ihi 

0 

^ 

H 

Fig.  S28. 


same  direction  as  the  shear  stress  due  to  the  stress  p  in  Fig.  324,  and 
a  normal  stress  p  sin^  y  acting  in  a  direction  opposite  to  that  of  the 
corresponding  stress  in  Fig.  323. 

Hence,  if  the  two  unlike  but  equal  principal  stresses  act  sunultane- 
ously,  they  are  equivalent  to  (Fig.  328) 


psin27-    pmi2jr 


pnn2]'  in  the 


(a)  a  resultant  shear  stress 

plane  MN,  and 

(fe)  a  resultant  normal  stress  p  CDs'  r—p  sin'  /--p  cos  2^.  This 
normal  stress  will  be  a  push  or  a  pull  according  as  /->  or  <45°. 

Take  OK,  Fig.  329,  in  the  plane  MN=p  sin  2r  and  OL  normal  to 
the  plane  =  p  coe  2f. 
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Complete  the  rectaitgle  OKHL.    Then  OH  is  the  resultaat  stress 
on  the  plane  MN  at  0,  and  its  value  is  given  by 


OH-VOL»+OX»-Vpa  coea2r+p»8in»2)— p. 


Also,  if  the  angle  LOH-^p, 

tan5-K7-=^ s:="tan2r, 

'^    OL     pcoB2r 

and  therefore     j9  =  37-    or    180"  +  ay. 


Hence,  if  the  two  principal  stresses  at 
a  point  in  a  strained  mass  are  equal  but  Fia.  329. 

unlike,    the   resitUarU  stress  upon  any 

plane  throng  Ote  point  is  an  equal  stress  acting  in  a  direction  inclined 
at  an  angle  2y  io  the  nomud. 

4.  XTnequal  Principal  Stresaea. — Let  the  principal  stresses  at  any 
point  be  p\  and  p^.    Then 


'1+Pi  ,  Pi-pa 


•'■m+n,  suppose, 


The  principal  stresses  may  therefore  be  considered  as  composed  of 
two  like  and  equal  stresses  ml  ~     n     ).  and  of  two  unlike  and  equal 


i-'-^y 


The  effects  of  these  like  and  unlike  stresses 


may  be  obtained  separately  and  their  results  superposed. 

The  resultant  of  the  two  like  stresses  is  a  stress  m  along  the  normal 
OE  to  the  plane  MN,  Hgs.  325  and  326,  and  the  resultant  of  the 
two  unlike  stresses  is  a  stress  n  along  OF  nmking  an  angle  2r  (Fig.  330) 
or  180*+2r  (Fig.  331)  with  the  normal.  Take  OE^m  and  0F=  n. 
Complete  the  parallelc^am  OEGF.  The  diagonal  OG  is  the  resultant 
stress  on  MN  at  O  in  direction  and  magnitude. 
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Its  value  by  Fig.  i 


*P^ 


)  is  given  by 

0G^=m'+n^-2mncos  (180^-2/) 


Pi'+pa"    pi^-pif' 


008  2}* 


Fio.  330. 
Pi^+P^    Pi' -pa' 


2        '       2 
"=pi'  cos*  r+P^  sin'  r- 
Its  value  by  Fig.  331  is  pven  by 
0<P=m'^+n?-2mn  cos  2r 


cce27- 


— Pi'  sin^  r+Pa*  cos*  r> 

as  already  obtained  in  Art.  2. 

Thus,  in  the  triwi^e  OEG,  the 
angle  OEG  is  either  2;-  or  180°  -  2r. 

Let  <?£  be  produced  to  meet 
OA  and  OB  m  it  and  L.  Then, 
evidently, 

EK-EO'-EL'-m, 
and  E  is  the  middle  point  of  KL. 
Therefore,  by  Fig.  330, 


GK-GE-^EK"  +«+m-pi, 
(?L--GS+£L--n+m-pa, 
and,  by  Fig.  331, 

~GK=  -GE+EK"  -n+m=pa, 
and  GL"  +GE+EK=  +n+m=pi. 

Let  e  be  the  angle  between  GE  and  the  plane  Jtf  JV.    Then 


GEcoBi 


-  cos  (  is  the  shear  stress  in  MN  at  0. 
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This  ie  greatest  when  cos  £=■!,  i.e.,  vihen  <=0  or  GE  is  parallel 
to  MN.  In  this  case  OE  is  at  ri^t  angles  to  EG,  and  therefore 
2^=90°  or  7-=»45°.  Hence  the  shear  stress  in  MN  at  0  is  a  maxi- 
mum and  equal  to when  MN  is  inclined  to  the  axis  of  prin- 
cipal stress  at  an  angle  of  45°. 

5-  Planes  of  Principal  ■  Stress. —Ellipse  of  Stress. — Let  MON  be 
a  plane  of  principal  stress,  i.e.,  a  plane  in  which  there  is  no 
shearing  stress  at  O.  The  resultant  OE,  Fig.  332,  must  be 
normal  to  MN  and  AB,  and  therefore 


tan  ;-= 


..*mp    ^     P'.OB  +  tOA    p.  tan  r+t 


from  which 


2t  2tan  r 

qB-pn"l-tan'r 


'tan  2x. 


Two  values  of  ^i  viz.,  y  and  r+90°,  satisfy  this  *■ 
equation  so  that  at  every  point  0  there  are  two 
planes,  at  right  angles  to  each  other,  upoa  which  the 
stress  is  wholly  normal,  i.e.,  there  are  two  principal  planes. 
Again,  take  the  principal  planes  as  the  planes  of  reference. 

Let  pi,  Pa  be  the  principal  stresses  along  OA, 
OB,  Fig.  333,  respectively.  Consider  as  before 
the  equilibrium  of  a  triangular  element  OAB,  AB 
being  parallel  to  a  plane  MON  inclined  at  an 
angle  7-  to  OA  at  0. 

Take  0C=py0B,  0D=p/)A,  and  complete 
the  rectangle  CD.  Then  OE-pAB  is  the  re- 
sultant of  OC  and  OD. 

Take  OR—p„  and  let  a;,  j/  be  the  coordinates, 
with  respect  to  0,  of  the  point  R.    Then 


OC        piOB 


.  .     ,        OD        p/)A 

and  y-p,  sin  ^&-p,^-p,  ^^  =P2  cos  r- 
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Therefore  —;  +  ^=flm=)-+co8»r-l,    and   tanrtan^-^, 
pr    Pr  Pi 

Hence  the  locus  of  A  is  an  ellipae,  called  the  ellipse  of  stress, 
with  its  axes  (2pi  and  2p2)  iying  in  the  planes  of  principal  stress. 
The  stress  upon  any  plane  MON  at  O  inclined  at  ;-  to  the  major 
axis  is  the  semi-diameter  of  the  ellipse  drawn  in  a  direction  making 
an  angle  <p  with  the  major  axis,  0  being  ^ven  by  the  last  equa- 
tion. 

If,  further,  the  two  principal  stresses  are  of  equal  magnitude 
but  of  opposite  sign,  i.e.,  if  the  one  is  a  push  and  the  other  a  pull, 

the  normal    component      '-r    ■  becomes  nil,  so  that  there  is  no 

normal  stress,  while  the  maximum  shear  stress   on   each  of  two 
planes  making  an  angle  of  45*^  with  the  axes  of  principal  streae 

is  ^'2    ''=Pi  =  -Pa- 

This  is  defined  to  be  a  state  of  simple  shear.  It  has  also 
already  been  proved,  Art.  2,  that  if  there  is  a  shear  stress  on  any 
given  plane  at  a  point  in  a  strained  solid,  there  must  be  an  equal 
shear  stress  on  a.  plane  through  the  point  at  right  angles  to  the 
first. 

In  simple  shear  an  elementary  cube  becomes  distorted  (Fig.  334) 
without  change  of  volume.  One  diagonal  is  lengthened  and  the 
other  shortened  by  the  same  amount,  while  its  angles  are  changed 
by  a  small  quantity  >j>  to  90°  +  ^  and  9O°-0.  This  small  angle 
4>  is  taken  as  a  measure  of  the  shear  strain  and  is  called  the  arigle 
of  shear.  Hence,  by  Hooke's  law,  which  applies  to  shear  as  to  other 
stresses, 

q,  the  mtensity  of  shear  <x  ^ 

or   q=G^t 

where  6  la-  a  coefficient  called   the   modulua  of 
rigidity.     The  value  of  G  is  generally  determined 
by  torsion  experiments  and  is  usually  found  to  be 
about  |£,  E  being  Young's  modulus. 
Again, 

the  work  stored  up  by  the  distortion=^^-^. 


Fio.  334. 
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6.  Conjugate  Stresses. — ^The  obliquity  of  a  stress  ia  the  angle 
between  the  directios  of  the  atresa  and  the  normal  to  the  plane 
upon  which  it  acts.  This  angle  will  be  designated  in  the  following 
calculations  by  the  symbol  6. 

At  any  point  in  a  strmned  mass  two  stresaes  are  said  to  be  con- 
jtigale  when  each  stress  acts  upon  a  plane  parallel  to  the  direction  of 
the  other.  ' 

In  Fig.  335  the  stress  acting  upon  the  plane 
AfOJV  at  0  ia  parallel  to  the  plane  M'ON',  and 
ite  obUquity  ia  the  angle  M'OE',  OE'  being  the 
normal  to  MON.  If  the  atresa  at  0  upon  the 
plane  M'ON'  is  parallel  to  MON,  its  obliquity, 
viz.,  the  angle  MOE  between  OM  and  the 
normal  OE  to  the  plane  M'ON',  is  evidently 
equal  to  M'OE'.  Hence  the  conjugate  stresses 
at  any  point   in   a  strained   mass    have  equal 


Fia.  33S. 


Let  0^,  0£  be  the  planes  of  principal  stress  at  any  point  0  of  a 
stnuned  mass,  and  let  MON  be  any  other  plane  inclined  at  an  angle 
r  to  OA,  Fig.  336. 

Upon  the  normal  to  MN  take  OE—m^^^^-—^,  and  with  E  as 

centre  and  a  radius ««=^^-^',  describe  a  circle  intersecting  OE  at 

P  and  Q.  Draw  any  line  OSR  inter- 
secting the  circle  at  S  and  R.  Join 
ES  and  ER.  Then  OR  and  OS  are 
each  the  (hird  side  of  a  triangle  of 
which  the  other  two  sides  are  the  con- 
stant components  m  and  n,  while  the 
angle  ROE  is  common  to  the  two  tri- 
angles. Thus  OR  and  OS  are  conju- 
gate stresses,  and  the  obliquity  d  of 
each  is  the  angle  ROE. 
^^  Draw  the  tangent  OT  and  join  ET. 

The  angle  EOT  ia  the  maximum  value 

wbich  the  obliquity  6  can  have,   and  corresponds  to  the  case  in 

which  the  two  conjugate  streases  are  equal. 
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Let  ^  be  the  maximum  value  of  6,  i.e.,  the  an^e  TOE.     Then 

^    OE    m     pi+p8 

Let  r-'OR,  the  greaier  of  the  two  conjugate  stresses. 
Lets-OS,     "lesser     "    "     "  "  " 

Draw  EV  at  right  angles  to  and  bisecting  SR. 
Then 

r+8-0ft+05  =  20F=2m  C06  fl  =  (Pi +P2)  cos  tf, 

and  n=OR-0S~0T^''OE'-ET'=m'-n'-Pifa. 

Again,  EV  -^m  sin  d,  and  therefore 


VR  =  VS=\'ER>-EV^-Vn''-m'mi'e 


-mVcoe='tf-co8='^ 


rnVsin^^-sin^ff 


Henoe  r-OV+VR  -m(coBi?+Vco8"  tf-coe"^) 


and       8-OV- V"S=m(cos  tf- Vcos"  tf-coe"  ^). 


■       CO6ff-\/cO8=»ff-C0»»^' 

T  being  >  1. 

Putting  sin  a  -  — ?,  the  last  equation  may  be  written 

— — -cot^- 

s     I— cMa  2 

Ex.  1.  TA«  priacipiU  tireatu  at  a  pmtU  in  a  ttramed  matt  art  tmtiotu  0/ 
255  U)9.  and  171  /ba.  per  tquart  tncA.  Find  the  retuUant  ttntt  and  ita  obtiquity 
on  a  pbme  tiirov^  At  point  inclintd  at  27^  (o  the  plow  of  gnateat  prindp^ 
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llMrefore  (resultant  8tres8)'-jn'+n'  -2mncoB  C180°-2r)  * 


-213'+42'  +  2.213.42-coa54<', 
and    rsBultant  BtreBS— 240  Ibe.  sq.  inch. 


Bin  2r     240     240     ain  54°* 
Bnff-.1417    and    S-SfV. 


Ex.  2.  The  prittcipai  itra»e»  at  a  point  in  a  Uramed  solid  are  a  tennon 
of  300  lb8./sq.  in.  ond  a  compression  of  200  Iba./sq.  in.  Find  (a)  the  reniUant 
Oress  on  a  plans  inclined  at  dlf  to  the  axis  of  greatest  principal  stress  and  its 


obliquity;  (b)  the  plane  upon  uAuA  there  is  only  a  sAeannj;  stress  and  the  magnv- 
ivde  of  the  stress. 

300+200 
n-       2        -260. 

Then  by  Fig.  338     OG' -m' +n' -2mn  eoa  (ISO'-etfO, 
-2500+62,500  +  12,500 
-77,600 
and  0(3-278.4  lbs.  sq.  inch. 


Alao, 


■tin  (60° -g)      50      1^ 
Hinff        "260~5 


=--sineO°-cotfl- 


cotfl-.8083    and    fi-51'3'. 


.    (6)  Let  tbe  plane  make  an  an^  r  with  the  axis  of  greatest  principal  si 
The  resultant  stress  OG  lies  wholly  in  this  plane. 
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Therefore  by  Fig.  339      OG'-n'-m'-60,000, 
and  00-245  Ibe. 


Again, 


coe2r .2    and    2r-78°2 

r-39°H' 


Ex.  3.  At  a  point  wiihin  a  strained  solid  there  are  two  like  conjugate  itresseB 
of  70  Bta.  and  10  I6«.,  (A«  common  diiiqwty  being  cos-'  .8.  Find  the  principal 
alrestet  and  the  an^  6etoeen  the  two  planes  on  tehidt  the  conjugate  streaaea  act. 

70  +  10-r+s-(p,+p,)f 

Therefore      pi  +  p. -100. 

Also,  pipi— r«— 700, 

Hence    pi— pj— 85  very  nearly, 

80  that  pi  -921    aiwl    P«"7}. 


00-^- 


GR 


Pi-P* 


-30\/2- 


Fio.  340. 


Therefore 


TO»-Ofi' -50'  +  C30v'2)* -2-50 ■30V'2- COB  (180*'-2r), 
or  C082r-.1414    and     r-*0°56'. 

Also,  10'-OS'-50'+(30\/2)'-2-50-30v'2cO8(180°-2r0. 

or  cos  (180*'-270 -.9998    and     r'-85°55' 

Hence  r'-T"**"  59'. 

7.  Shafting. — Let  a  shaft  be  subjected  to  the  action  of  a  couple  of 
moment  Mi  in  a  plane  (U  right  arigles  to  the  direction  of  the  shaft 
and  also  to  a  load  which  develops  stresses  in  iJte  direction  of  its 
length. 

A  particle  at  any  cross-section  of  the  shaft  is  acted  upon  by 

(a)  a  stress  p  normal  to  the  section, 
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(b)  two  equal  shear  stresses  q  in  the  plane  of  the  section  and  at 
right  angles  to  each  other. 

Combining  one  of  these  shear  stresses 
with  p,  and  taking  OF=~j>  and  OH=q, 
the  resultant  stress  iaOG  (-  Vp*  +  tf), 
the  diagonal  of  the  rectangle  OFGH. 


Take    OE~m-^ 
Then 

EG^n  = 


and  join   EG. 


P1-P2 
2     ■ 


The  remajping  shear  stress  is  nonnal  to  the  plane  OFG.  Rotate 
the  plane  containing  this  stress  and  p  until  it  is  coincident  with  the 
plane  OFG,  and  take  OG'-q.  Then  OE  and  EG'  are  the  constant 
components  of  OG',  and  GEG'  is  evidently  a  straight  line.  There- 
fore E  is  the  middle  point  of  OF.    Hence 


aheai  8treBB^'^^-^=EG=sJ4+^> 


iW?H 


the  maximum 


the  maximum  principal  stress -pi-OE+fiC?  =  ^  +  -^-^+ga. 
Also,  as  proved  in  Chap.  IX,  if  the  shaft  is  round  and  of  radius  r, 
2M, 

Ex.  i.  Suppose  that  a  force  P  acta  ahng  the  shaft,  its  line  of  actum  coitieiding 
wUh  the  axis  of  the  shaft. 


Ex.  5.  Suppose  that  p  is  caused  by  a  bending  action  due  to  a  force  actiog 
at  right  an^efl  to  the  shaft,  as,  e.g.,  when  a  horizontal  shaft  carries  a  heavy 
pulley  between  its  bearings. 
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Let  Mi  be  the  bending  moment  at  any  point  due  to  the  force.    Then 
2Mi 


1-±yAh^+M,' 


and  p.-;^(Mb+v'Mb'+Mi'). 

By  this  and  tbe  preceding  example,  if  the  values  of  the  working  piincipal 
and  maximum  ehear  stiesses  are  given,  the  con«spondiag  values  of  r  can  be 
at  once  calculated,  the  greater  value  being  adopted  for  the  shaft  in  ques- 
tion. 

Ex.  6.  A  steel  sha/t,  in  which  the  working  atreas  u  not  to  exceed  11,200  Ibs./gg. 
in.,  u  40  ft,  between  bearing*  and  carries  a  30-in.  jmiley  weighing  200  ibt.  The 
effective  tangential  force  on  the  puiley  it  600  Ibi./nq.  in.  Find  the  diameter  of 
the  shaft 


11200 -p,-^]  Mb+-\/M>,'+M,n  , 

Jf.-»±f»«  X12  i„,lb..-M0OO  in.Jb^, 

Jlft-600X15-9000  in.-lb8. 

Qce  r*  -176^(96000  +  \/96000'  +  9000*) 

1  r-2.22  in.,  or  dia.  -4.44  in. 

Ex.  7.  Perhaps  the  most  important  example  of  the  application  of  the 
principles  just  enunciated  is  the  ease  of  a  ehait 
acted  upon  by  a  crank  (Fig.  342). 

A  force  P  applied  to  the  centre  C  of  the  crank- 
pin  is  resisted  by  an  equal  and  opposite  force 
at  the  bearing  B,  forming  a  oouple  of  moment 
PCB-M. 

This  couple  may  be  resolved  into  a  bending 
couple  of  moment  Wi  -  i*  .AB- P  ■  BC  cos  a- A/ cos  *, 
and  a  twisting  couple  of  moment  Mt—PAC  — 
PBC  Bin  a-MsinS;  a  being  the  angle  ABC. 


/ 


-f^ 


W) 


Fra.  342. 
Therefore 
and  the  max.  shear 


p,  -— ,l«  o 


iS+J/l- 


(24) 
(25) 
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8,  Sankinc'B  Earthwork  Theory. — A  mass  of  earth  gives'  way 
by, the  sliding  or  slipping  of  the  particles  over  each  other,  and  its 
stability  depends  partly  upon  friction  and  partly  upon  the  cohesion 
of  the  particles.  This  coheave  power  may  be  considerable  in  cer- 
tain Boils,  such  as  clay,  and  especially  when  they  are  moist,  but  it 
is  eventually  destroyed  by  the  action  of  the  air  and  by  changes  of 
temperature,  so  that  the  stability  -  of  the  mass  must  be  considered 
as  depending  upon  the  frictional  resisUmce  only.  When  a  mass 
of  loose  soil  is  piled  upon  the  ground  it  will  be  in  equilibrium  so 
long  as  the  surface  slopes  at  an  angle  which  does  exceed  a  certain 
angle,  called  the  angle  of  repose  and  usually  designated  by  the  sym- 
bol ^.  Tables  have  been  prepared  giving  the  value  of  <f)  for  differ- 
ent soils,  and  for  other  soils  experience  may  enable  the  engineer  to 
interpolate  suitable  values  for  the  angle  of  repose. 

In  Fig.  343  two  particles  are  pressed  together  by  a  normal  stress  p. 


^ 


If  9  is  the  shear  stress  which  just  makes  the  one  particle  slide  over 

the  other,  then  -=the  coefficient  of  friction— ja. 

In  Hg.  344  two  masses  of  earth,  confined  as  shown,  but  with 
freedom  of  movement  along  the  plane  MN,  are  pressed  together  by 
normal  forces  P.  If  the  two  equal  forces  Q,  acting  in"  opposite 
directions  and  at  right  angles  to  P,  are  just  sufficient  to  make  the 
one  mass  slide  over  the  other  along  MN,  then  again 

9- 
p' 

In  Fig.  345  a  stress  p,  having  an  obliquity  d,  is  developed  on 
the  faces  AB  and  CD  by  the  pressures  P.  Equilibrium  requires 
the  development  of  a  stress  q  on  the  faces  AC  and  BD,  having  the 
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same  tangential   component  aa  p,   i.e.,  p  sin  9.    But   the  nonnal 
components  of  q  on  the  two  faces  neutralize  each  other,  and  the 


tangential  components  are  at  right  angles  to  MN.  Thus  the  stability 
with  respect  to  the  plane  MN  is  unaflfected  by  g,  and  if  slipping 
is  just  about  to  take  place,  so  that  &  =  i>,  then 

u  =  -H--  ■  -,  =tan  p. 
'^     P  cos  ip 

If  Fig.  345  is  now  turned  round  until  P  is  vertical,  and  if  d  =  4> 
then  MN,  Fig.  346,  is  inclined  to  the  horizontal  at  the  angle  of  repose, 
and  may  be  called  the  plane  of  sliding. 

If  d<ip,  and  if  the  soil  is  dry  and  non-cohesive,  sliding  will  not 
take  place  however  great  p  may  be;  but  H  d>4>,  sliding  will  occur 
although  p  may  be  ever  so  email. 

Hence  at  any  point  in  a  mass  of  earth  there  is  a  tendency  to 
slide  along  every  plane  through  the  point,  excepting  along  the  planes 
of  principal  stress.  This  tendency  increases  with  the  obliquity  of 
the  resultant  stress  but  is  unaffected  by  its  magnitude.  It  has 
been  shown  that  if  pi  and  pa  are  the  principal  stresses  at  the  point, 

smip'^'- — r-'—,    and  therefore    —  =:; : — i. 

Pi+Pa  Pa     1-sin  <^ 

Hence  at  every  point  the  condition  of  equilibrium  requires  that 
the  ratio  of  the  greater  to  the  lesser  principal  stress  shall  not  exceed 

i  +  rin  (p 
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Q.  Pressure  on  a  Vertical  PUne. — Suppose  tjjat  the  earth  behind 
a  wall  is  spread  out  in  layers  having  the  same 
uniform  slope  6,  This  angle  must  be  leas  than 
the  angle  of  repose  <ft,  or  the  earth  will  run  over 
the  wall.  The  stress  on  a  vertical  plane  CD, 
Fig.  347,  at  any  point  D  is  parallel  to  the  ground 
surface  and  is  also  conjugate  to  the  vertical 
stress  at  D  upon  the  plane  DE  which  is  par- 
allel to  the  ground  surface.  This  follows  be- 
cause the  vertical  stress  is  balanced  independ- 
ently of  the  shear  stresses  on  the  sides,  and 
therefore  for  any  layer  the  stresses  parallel  to 
the  ground  surface  must  also  balance  each 
other  independently  and  must  be  of  equal  mean  intensity  through- 
out the  layer  in  question. 

Take  the  thickness  of  the  wall  and  of  the  earth,  perpendicular 
to  the  plane  of  the  paper,  to  be  unUy,  Let  w  be  the  specific  weight 
of  the  earth,  and  take  CD=x.  Then  if  r  is  the  vertical  stress  at  D, 
and  if  s  is  the  stress  conjugate  to  and  <r, 


Fio-  347. 


rZ)Z>'  =  weight  upon  element  DL/  =  wxDD", 
=  i«rcos  (?, 


DP" 
^Diy  " 


cosg-Vcos^g-cos^  ^    s  s 

cosff  +  N/cos^  fl-cos*  ^    r     wc  cos  (3 


S—WX  COS 


cosg-V'cos'  d  -  CO^ 
cos  g+Vcos'g-coff'^' 

and  the  total  pressure  on  CD 


f*  ,      wi2        ^cosff-Vcos^l^-cos*  d     „ 

-7  8da:--^cos(? ,. — ^        ,.  =  ^P,  suppose. 

•'o  2  cosfi  +  vcos^g-cos^  ^  ^^^ 

The  line  of  action  of  the  resultant  pressure  is  necessarily  parallel 
to  the  ground  surface  and  intersects  CD  m  the  pomt  T,  where 
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If  the  ground  surface  is  korizorUal,  i.e.,  if  0=0, 

1— sin  6 

l+sm  0 

,  ,  wx^  1  -  sin  6 

and         total  pressure  = — : — r. 

'  2    i+sin  9 

If  the  substance  retained  by  the  wall  has  no 

angle  of  repose,  i.e.,  if  it  ia  a  fluid,  ^=0.  Then 


and 


total  pressure  = 


wx* 


These  results  may  also  be  obtained  in  the  following  manner: 
Take  DS  so  that  DE:x::s:r  (Fig.  347).     The  pressure  at  Z>  upon 
CD  is  then  wDE,  and  if  from  any  other  point  K  in  CD,  KL  is  drawn 
parallel  to  DE,  and  therefore  to  the  ground  sitfface,  wKL  is  the 
pressure  at  K  upon  CD. 

Hence  the  total  pressure  upon  CD 

-the  weight  of  the  triangular  prism  CDE 


The  resultant  of  all  the  pressures  upon  CD  parallel  to  ED  evidently 
passes  through  the  C.  of  G.  of  the  triangular  prism  and  must  therefore 
intersect  CD  at  a  point  two  thirds  of  the  total  depth  CD  below  C. 
ID.  Foundations  in  Earth.— Case  I. — Let  the  weight  of  the  sui)er- 
structure  be  uniformly  distributed 
over  the  base,  and  let  po  be  the 
intensity  of  the  pressure  produced 
by  it  (Fig.  349).  When  the  super- 
structure has  just  stopped  subsiding 
and  the  earth  on  each  side  is  on  the  ■ 
point  of  heaving  up,  the  ratio  of  the 
vertical  stress  po  to  the  horizontal 
stress  p*  at  points  along  the  bot- 
tom of  the  superstructure  must  have  ii 


it—^\p 


Therefore 


-< 


1+sin  ^ 


D.qit.zeaOvGoOt^lc 


FOUSDATIONS  IN  EARTH.  309 

At  the  Bame  level  but  at  points  in  the  natural  soil,  clear  of  the 
superstnictiu^,  the  ratio  of  the  horizontal  stress  pk  to  the  vertical. 
stress  p,  has  its  greatest  possible  value.    Therefore 

P*  <  l  +  fiJP  ^ 
p,  ~  1  -  sin  0' 

p,     M  — sm  9/ 

If  X  is  the  depth  of  the  foundation,  and  w  the  freight  of  a  cubio 
foot  of  the  earth, 

p,=iiJi, 

«.d  therefore  ^<(\±^)'. 

wx    \l  —  sm  9/ 

Let  k+x  be  the  height  of  the  superstructure,  and  let  a  cubic  foot 
oS  it  Treigh  v/.    Then 

Hence  a  minimum  value  of  x  is  ^ven  by 
vfih+x)     /l+sin^V    1 

w'hk* 


and  therefore 


w-w'k'2' 


Case  II. — Let  the  superstructure  produce  on  the  base  a  uniformly 
varying  pressure  of  maximum  inten^ty  pi  and  minimum  intensity  pa 
By  Case  I, 

Pt  <  /l+wn^x' 
UKC~\l-sin^/ 

In  the  natural  ground  the  minimum  horizontal  intensity  of 
pressure  is 

1  —sin  A 

Pj.  =UJI-— -: — 7. 

^*        l+sm^ 

When  the  foundation  trench  is  excavat«d,  this  pressure  tends 
to  raise  the  bottom  and  push  in  the  sides.  The  weight  of  the  supeiv 
structure  should  therefore  be  at  least  equal  to  the  weight  of  the 
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material  excavated  in  order  to  develope  a  homoDtal  pleasure  of  t 
intensity  equal  to  p^.    Therefore 

pj>^l-8in^ 
Pa  ^  1  H-sin  <f»' 


pi^n+amtf>y 
Pa     Vl  —Bin  <f>' 


sin  <f>f 

Ex.  7.  Earth  weighing  120  fbs./cu.  ft.  and  hmAng  on  angle  of  rejxm  (^) 
«/  30°  is  laid  in  horixonUd  layert  behind  the  vertical  lace  of  a  retaining-miU  12 
jt,  high.  The  ground  awface  ts  level  vnth  the  top  of  the  xoall.  Find  the  total 
pretsure  on  the  vertical  face  and  the  overturning  moment  with  reepect  to  any  point 
in  the  base  of  the  wall. 

The  horiiontal  preBBure  at  the  bottom  of  the  face  — 120x12.— — -— sns 

I  +  Bin  30 

-480  lbs. 
"    average  pressure  OD  the  face  — i(480)— 2401b8. 

"    total  presBure  -12X240-28801ba. 


overturning  moment 


■2880X~-ll,520ft.-]bB. 


Ex.  8.  In  the  precediiig  example  find  the  totid  presavre  on  the  face  when  Iht, 
ground  surface  slopes  from  the  top  of  the  wall  at  an  angle  of  25°. 
The  total  pressure  parallel  to  the  ground  surface 


,,^.„,„^,.">'25'^V^ 

'25--co»'30- 

co.25"  +  Vroii 

25' -cos' 30= 

144  X.9063J?"^- 4910  lbs. 
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Ex.  9.  A  uuS  20  ft.  hi^  ondSfL  Ihiek  leei^  125  Um./cu.  ft.andie  built 
in  earth  weiring  100  On./cu.  ft.  and  having  an  anglt  of  repoae  of  30°.    How 
deep  mvtt  the  foundation  be  eunk  contiUent  with  the  equilibrium  of  the  earth  t 
Pf  —vertical  intensity  of  pressure  at  base  of  wall 
-20x125-2500  Ibeysq.  ft. 
Ph,  the  horiiontal  intenfflty  of  the  iMvaBure 
at  the  base  of  the  wall,  is  given  by 
2500     l+ffln30»     „  „,o.  .l     ,      « 


p.  1-i, 

-jj.-.,     or     p.-ooot.o..,.q.... 

p.,  the  vertic&l  inteiuity  at  the  saine  depth 
ia   the   natural   ground   clear   of   the  wall,    is 

given  by 

E4_l+«n30: 
p,    l-«a30     "■ 

But 

P.-100I, 

X  being  the  depth  of  the  foundation. 

Hierefore 

J>.-3p,-30fa; 

Hence 

m.,  „  ,.^, 

II.  Line  of   Rupture. — Another  expression  for  the  pressure  on 
AB  may  be  obtained  as  follows: 

If  the  whole  mass  in  front  of  AB  (Fig.  353)  were  suddenly  removed 
some  of  the  earthwork  behind  AB  would  fall  away. 

Suppose  that  the  volume  ABC  would  slip 
along  the  plane  CB. 

The  stability  of  ABC  is  maintained  by  the 
reaction  P  on  AB,  the  weight  W  of  ABC,  and 
the  fricttonat  resistance  along  BC. 

Let  the  direction  of  P  make  an  angle  ^  with 
the  horizon. 
Fio.  353.  Let  the  angle  CBA  -i. 

Let  B  be  the  mutual  pressiu^  on  the  plane  BC. 
Resolving  along  and  perpendicular  to  BC, 

-PcoB{9(f'-i-^)  +  Wcosi  =  Rtan^ 

and  PBin(W-i-^)  +  Wmii  =  R. 

Therefore     -Pwn  03+i)  +  Wco8i  =  tan  ^jPcos  (0+i)  +  Ws\Bi\ 
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and       P-W-r^ 


cost-sint  tan^ 


-W:^. 


B(i  +  i>) 


8m(fi+i)+cos(fi+i)  tan^        8m(fi+i  +  ^y 


therefore 


2  coa{^+t)' 

uji*  coa  5  sin  i     cos  (i  +  ^) 

2~  c08{^+t)  8inG9+t  +  0)* 


The  only  variable  upon  which  P  depends  is  the  angle  i. 

Differentiating  the  right-hand  side  of  the  last  equation  with 
respect  to  i  and  putting  the  result  equai  to  zero,  a  value  of  t  13 
found  in  terms  of  fi,  d,  and  0  which  will  make  P  a  maximum. 

The  line  inclined  at  this  angle  to  the  vertical  is  called  the  line 
of  ru-pture. 

If  the  ground-surface  is  horizontal,  5-0. 

If  the  face  retaining  the  earth  is  vertical,  and  if  it  is  also  assume 
that  the  friction  betuxen  the  face  and  the  earthwork  isnil,P\a  horizontal 
and^=0.    Hence 

P=-2-tantcot  {i  +  ip). 
This  is  a  maximum  when  2t— 90°  — 0,  and  then 


i..!ft.n(45-|)«,t(45"4)  = 


1  +  tan 


2  \     inr'l-sin^. 
""  2  l+sin^' 


the  same  result  as  that  obtained  by  Rankine's  theory. 

The  following  is  an  easy  geometrical  proof  of  the  result  2»  ■  90°— 0 : 
On    any    line    KL    (Fig.    354)  de- 
^^•-^yr^^''^\'\u       Scribe  a  semicircle. 
^''^^_,^\\  Draw    KM    inclined    at    the  angle 

to    KL,    and    KN   inclined    at  the 
I  angle  i  to  KM. 

Join  NL,  cutting  KM  in  T. 
FiQ.  354.  Let  0  be  the  middle  point  of  the 

arcJCM. 

Join  OL,  cutting  KM  in  Y. 
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Draw  NV  parallel  to  KM.    Then 


KN    NL 


VY 
'VL' 


VY  . 


The  ratio  yj-  is  evidently  a  maximum  when  N  coincides  with  0, 

and  hence  tan  t  cot  (i  +  ^)  is  a  maximum  wben  KN  a)incides  with  KO. 

Now  the  arc  OK  -  the  arc  OM,  and  therefore  the  angle  OKM  -=  the 
angle  Oi^. 

Hence  if  OKM^i,  OLK  muat  also=i. 

ButOXL+OLA"=9O°  =  i  +  0+i  =  2i  +  0. 


Therefore 


1=45'*- 


12.  Retaining  walls. — Consider  the  equilibrium  of  the  section 
ABMN  of  a  wall  of  unit  thickness,  acted 
upon  at  D  by  the  force  P,  which  tends  to 
overturn  the  portion  under  consideration. 
This  tendency  is  reasted  by  the  wei^t  W 
upon  Jlf^  and  by  the  stresses  developed 
along  the  diviraon  surface  MN. 

Xiet  the  resultant  of  these  stresees  in- 
tersect the  surface  MN  m  the  point  F. 
This  point  is  called  the  centre  of  resistance 
(or  centre  of  pressure)  and  its  distance  FO 
from  the  middle  point  0  of  MN  is  alwaj^  ^"'-  ^^■ 

taken  to  he  qt,l,  being  the  width  MN  and  q  a  coefficient  whose 
value  is  less  than  unity  and  must  be  determined  by  experience. 

In  ordinary  practice  q  varies  from  f  to  j. 

Let  the  Ime  of  action  of  W  intersect  MN  in  C,  and  take  CO=ri. 
The  coefficient  r  is  lesa  than  unity  and  depends  upon  the  form  of 
the  section  ABMN. 

Let  a  and  ^  be  the  inclinations  of  MN  and  P,  respectively,  to 
the  horizontal. 

Let  p  be  the  perpendicular  from  F  upon  the  direction  of  P. 

Three  conditions  of  equilibrium  must  be  fulfilled. 

First  condition.  The  line  of  resistance,  i.e.,  the  locus  of  F,  must 
intersect  every  bed  joint  weQ.  within  the  otUer  edges  M. 
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The  poeitioQ  of  P  is  detennbied  by  the  condition  that  the  moment 
of  W  with  respect  to  F 

>  the  moment  of  P  with  respect  to  F, 

or  W(qtTrt)>Pp, 

the  upper  or  lower  EOgns  being  taken  according  as  C  is  on  the  left 
or  right  of  0. 

W{qlTr()  is  called  the  moment  of  stability 

and  Pp  is  called  the  overtvming  moment. 

If  a/,  1/'  are  the  horizontal  and  vertical  coordinates  of  D  with 
respect  to  F, 

p=y'  coSj9-x'  sin^S. 

The  line  of  remstance  of  a  dam,  Fig.  356,  may  be  eaaly  deter- 
mined graphically  in  the  following  manner: 

Let  ABFG  be  the  cross-section,  the  thickness  perpendicular  to 
the  plane  of  the'  paper  being  unity.  Kvide  the  figure  into  <xm- 
venient  portions  ABCL,  etc.,  and  find  the  centres  of  gravity  Gi, 
<?2,  Ga,  G^of  these  portions.  Calculate  the  we^hts  Wi,  W2,  W3,  Wt 
of  the  several  portions  and  lay  off  al,  12,  23,  34,  Fig.  357,  on  a 
vertical  line  to  represent  these  weights.  Take  any  pole  0  and 
draw  the  polygon  bcdf,  Fig.  358.  Then  Ri,  the  resultant  of  Wi,  W3, 
passes  through  g;  R2,  the  resultant  of  Wi,  W2,  W3,  through  h;  and 
B3,  the  total  resultant,  through  k.  The  intersections  of  PTi,  ffi,  R2,  R3 
with  the  planes  LC,  RD,  HE,  and  GF  determine  the  line  of  resist- 
ance VQ'R'S'T  when  there  is  no  water  pressing  on  the  dam. 

Let  the  water  now  rise  to  the  top  of  the  dam.  The  water-pres- 
sures on  the  several  portions  are  represented  in  magnitude  by  the 
areas  AML,  M'LKN,  etc.,  and  in  direction  by  the  lines  Pi,  P2, 
P3,  Pi  drawn  normally  to  the  faces  AL,  LK,  etc.,  and  through  the 
centres  of  gravity  of  the  above  figures.  Lay  off  d,  Im,  mn,  np  parallel 
to  Pi,  Ps,  Pa,  P*,  respectively,  and  proportional  to  the  areas  ALM, 
M'LKN,  etc.  Draw  the  polygon  qrst,  Fig.  359.  Then  Ri'  drawn 
through  u  parallel  to  MQ  gives  the  line  of  action  of  the  resultant 
of  Pi  and  Pa.  Similarly  fla'  and  ^3'  give  the  lines  of  action  of 
the  resultants  of  Pi,  Pa,  P3,  and  of  Pi,  Pg,  P3,  P4,  respectively. 
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Now  !1  is  the  resultant  of  Pi  and  Wi.    Through  the  mtersection  of 
f  1  and  Wi  draw  a  line  parallel  to  II  cutting  LC  in  Q.    Similarly 


through  the  intersection  of  Ri  and  Ri'  draw  a  line  parallel  to  m2 
cutting  KD  in  R.    Then  Q  and  R  are  the  points  at  which  the  result- 
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ants  of  the  forces  acting  above  their  respective  planes  cut  those 
planes.  The  points  S  and  T  are  obtained  in  the  same  manner  and 
QRST  is  the  line  of  resistance  required. 

Second  coodition.  The  angle  between  the  directions  of  the  restiUatU 
pressure  on  MN  and  a  normal  to  MN  must  be  less  than  the  angle  of 
friction,  Fig.  355. 

Let  ^  be  the  angle  of  friction  afid  R  the  mutual  normal  pressure. 

Then        fl  tan  ^  >  P  cos  o+^-lVsin  a 

>{Pco8^-(Psin^+Tr)  tanaicoso:, 
and  fl=/*sina+^  +  Wcos« 

"iPcos^t&aa+Psai^+W)  cos  a. 


Therefore 


Pco8ff-(f  8in^  +  W0tan« 
™*  *-*  P  COB  ^  tan  a+P  sin  ^H-H" 


^  1-tan  0  tan  a  '^Psinj3+If 

Hence  tan  (a  +  0)>^^f^ 

If  MN  is  horizontal, 

a-0, 

and  then  ^'l'>p^]^+W 

If  the  ground  surface  is  also  horizontal, 

p 
and  then  tan  jt  >^. 

Four  fifths  of  0  ia  usually  taken  as  the  limiting  value  of  the 
angle  of  friction. 

Tliird  c<mdition.  The  maximum  iniensity  of  pressure  on  the  sur- 
face MN  must  not  exceed  the  safe  working  strength  of  the  maierial. 
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The  load  upon  any  surface  (or  hed)  MN  cannot  be  aaid  to  be 
ever  uniformly  distributed,  but  this  third  condition  is  practically 
ensured  by  the  assumption  that  the  intensity  of  the  pressure  nor- 
mal to  the  surface  diminishes  uniformly  from  the  outer  or  most 
compressed  edge  inwards. 

l£t  R  be  the  total  pressure  normal  to  MN. 

Let  /  be  the  maximum  normal  intensity  of  pressure  at  M. 

Draw  MG  at  right  angles  to  MN,  Fig.  360,  and  take  MO-j. 

There  aie  three  cases  to  be  considered. 

Case  a. — J^et  the  nonnal  intensity 
vary  from  MO=f  at  M  to  nii  at  N. 
Join  GN. 

The  intensity  of  the  pressure  at  any 
point  in  MN  is  the  intercept  between 
MN  and  GN  of  a  line  drawn  through 
the  point  parallel  to  MG. 

Hence  ft -area  of  triangular  prism  MGN=^. 

Also,  the  resultant  of  all  the  stresses  parallel  to  MG  passes  through 
the  C.  of  G.  of  MGN  and  intersects  MN  in  the  point  F,  where 
MF=it. 


Therefore 


^-o^-^i-i 


and 


q. 


Thus  F  is  one  of  the  limiting  pomts  of  the  middle  third  of  the 
surface  JtfA^. 

Case  b. — Let  the  normal  intensity  vary  from  MG=f  at  M  to 
nil  at  a  point  K  lying  inside  the  edge  N.    Join  GK. 

The  normal  mtensity  at  any  point  m  MK  is  the  mtercept  between 
MK  and  GK  of  the  line  drawn  through  the  point  parallel  to  MG. 

The  resultant  of  all  the  stresses  on  MK  passes  through  the 
C.  of  G.  of  the  triangular  prism  GMK  and  intersects  MN  in  the 
point  F',  where  MF'-^MK. 


In  this  case 


OF'-^qt>OF>-^ 


-1>7C- 
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Also,  iZ=area  of  triangular  prisn  6MK 

-yUK-^IBMF'.^KpM-OF') 


l'(i-4 


"2     3ft" 


Hence 

Over  the  distance  KN  the  stress  is  either  nil  or  negative,  i.e.,  a 


Case  c. — Let  the  nonnal  intensity  vary  from  MG—I  at  M  to 
a  minimum  iV<S=/o  at  jV.    Join  GS. 

The  nonnal  intensity  at  any  point  of  MN  is  now  the  inter- 
cept between  MN  and  GS  of  a'  line  drawn  through  the  point  parallel 
toJtfG. 

The  resultant  of  all  the  stresses  on  MN  passes  through  the  C.  of  G. 
of  the  trapezoidal  prism  GMNS  and  intersects  MN  in  a  point  F" 
between  F  and  0,  so  that  m  this  case 

ql~OF"<OF<^, 

and  therefore  "J^S* 

Draw  ST  parallel  to  MN.    Then 

area  OAfJVSxOii"'-nictangle  rjtfWSXO 

+triangleGTs(|-0, 


■■^qt 


2    6' 


"    2         6?  +  r 
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-Kl-)- 


Ex.  10.  A  matonry  waU,  Fig.  361,  of  rectangular 
teetion,  x  ft.  high,  4  }l.  mde,  and  vieighing  1^5 
tbs./cu.  ft.  is  built  upon  a  horizonbd  bed  and  relama 
water  on  one  side,  Uvel  wiih  the  top  of  the  waJL  Find 
X  (d)  when  9~i;  (b)  if  the  safe  working  ftrertglh  of 
the  material  is  10,000  U>t./sq.  ft.  How  mveh  (c)  of 
the  wall  can  be  removed  in  case  (a)  without  changing 
the  moment  of  liability  t  Fro.  361. 

The  horizontal  wftter-pressure  on  wall  -621-5-  ^-t  acting  o"  ft.  above  the 


Therefore  the  overturning  mcmenl—&l^--^-^  —  r^- 


■i"  ft.-lbs. 


The  weight  of  the  wall-4x-125-500zlbs.,  and  the  distance  of  its  line 
of  action  from  the  centre  of  resistance  F—  4q. 

Therefore  the  moment  of  stability -SOOxX4q-20O0qx  ft.-lbs.    Hence  for 
equilibrium 

^*'<20005;., 


(a)  If  q-i,  x'<M,  and  therefore  x<S  ft.,  so  that  the  height  of  the 
wall  must  not  exceed  8  ft. 

lb)  Again,  if  ;-10,000  Itn., 

1//I     A     1/10000X4     A     1/80     A 
frst  assume  «-g  (g-tj  "e^-soo^-l)  "e^-^-i;. 

.<f(^>)<3.(f-.) 

and  X  lies  between  12  and  13  ft. 

Each  of  these  values  makes  q>  i,  and  therefore  the  assumption  made  for 
the  value  of  ?  ie  incorrect. 

1      2  fi    1     2        SOftr         1        X 


Second.  AsBUme  q  — 
Then 


3/(23  10000X49 


120" 


or  x'-ix<m. 

Therefore  *^9-03  ft., 

BO  that  the  height  of  the  wall  must  not  exceed  9.03  ft. 
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»-2-iJ0-^*'  "''"*« 


shoving  that  the  value  Bssumed  for  g  is  justified. 

(c)  The  triangular  portion  MAB,  Fig.  361,  may  he  removed  if  its  C.  of  G. 
is  vertically  above  the  centre  of  reliance  F.  Let  the  vertical  FG  intersect 
AB  in  C.    AUo  let  MG  meet  ABiaD;  7>  is  the  middle  point  of  AB.    Then 


Therefore 


AC~iAD-\AB. 
AB-ZAC~3xi-2tt., 


so  that  .B  is  the  middle  point  of  AF,  and  thus  one  fourth  of  the  wall  may  be 
removed. 

Again,  let  the  resultant  of  the  horizontal  water-pressure  (P)  and  the  weight 
upon  the  base  make  with  the  normal  to  the  base  an  an^de  6  before  the  portion 
MAB  has  been  removed  and  an  angle  d'  after  its  removaL 

If  W  is  the  weight  on  the  base  in  the  firU  case, 


tme—= 


and  in  the  second  case, 


^ j(p. 

Therefore  tan  fl:tan  d':  :4:3. 
Ex.  11.  Fig.  362  represents  a  sli/x  of  a 
wali  of  unit  thickness,  retaining  earth  tohich 
has  an  angle  of  repose  4>  and  slopes  away  from 
the  top  of  the  wall  at  an  angle  9.  Consider 
the  equilibrium  of  the  whole  mass  in  front  of  a 
vertical  plane  through  the  inner  edge  N. 

The  weight  W  on  the  base  is  then  made 
up  of  the  weight  of  the  slice  of  the  wall  and 
the  weight  of  the  triangular  prismj  also  of 
unit  thickness,  of  earth,  viz.,  NCD. 

Let  the  line  of  action  of  IF  intersect  the 
base  in  G. 

Let  F  be  the  centre  of  resistance  in  the  base  and  let  0  be  the  middle  point 
of  MN.    Then 

the  moment  of  etability  -W{OF=^ OG)  cos  a, 
-F(gTr)(cosa, 
a  being  the  slope  of  the  base. 

Again,  if  z  is  the  vertical  distance  between  N  and  the  ground  surface, 
i.e.,  NC,  then 


Fio.  362. 


the  resultant  pressure,  P,  a 


„  COB  fl  -  v'cos'S  - 


<sS  +  Vcos'S  -cofi'^ 


and  acts  parallel  to  the  ground  surface  at  a  distance  ^  above  N. 
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Therefore  the  oeertvming  nimient  is  Pp,  p  being  the  perpendicolftr  tmn 
F  upon  the  direction  of  P.    Henoe 

W(qTr)tooBa>Pp. 

Far  example,  it  8—^,  ije.,  if  the  ground  slopes  ftt  the  nAtunU  Angle  of  repose, 

If  9—0,  i^,  if  the  ground  suifftoe  ia  horisontal, 

since  P  is  also  horiiontsL    Therefore 

KM*  I  —  nn  ^ 

If  9  -0  -  4>,  i.e.,  if  the  substance  retained  by  the  wall  has  no  an^  of  repoM 
the  case  becomes  one  of  fluid  pressure,  and 

Ex.  12.  Gravelly  earth  with  an  a»^  of  repose  of  37°  and  weighwig  96  ibe./cu. 
ft.  i*  spread  out  in  horiiontal  layers  and  is  retained  by  a  wall  of  rectangular 
section  6  ft.  kigk  and  weighing  120  Ibt./eu.  ft.  The  earth  rites  to  the  top  of  the 
waU.     Find  the  leidth  t  of  the  wall,  q  being  i. 

Moment  of  aUbility -«' 120-^  - 12«' ft-lbs. 


Therefore  12{K'>859, 

or  ('>7.16 

and  (>  2.68  ft. 

Ex.  13.  The  water-face  AC  of  a  waU,  Fig.  363,  has  a  batter  of  I  in  10;  ths 
width  of  the  wall  AD  at  the  top  is  6  ft.-  the  rear  o/ the  wall  DEF  has  two  slopes, 
DE,  having  a  baiter  of  2  in  10,  and  EF,  a  bailer  of  78  in  100;  the  masonri/ 
weighs  125  Rts.  per  cubic  foot,  and  the  maximum  compression  must  not  exceed 
85  lbs.  'per  square  itich.     Find  the  safe  heights  of  the  two  portions  AE  and  EC. 

First.  To  find  the  height  of  the  upper  portion: 

Consider  the  equilibrium  of  the  whole  mass  of  masonry  and  water  in  front 
of  a  vertical  plane  through  the  edge  JV'. 


D.qit.zeaOvGoOt^lc 


Taking  Iftr  ft.  i 
shown  in  the  figure. 


THEORY  OF  STRUCTURES. 
I  the  height,  the  other  dimenaiona  of  the  secticm  are  as 


Wt.  of  triangle        AM'C  - 


.x-IOe 


"     "     "  BN'D-12S^^Y^~&25x^ 

"     "     "  BN'E  of  water        -312^3;' 

"     "     rectangle  ^BW7-125-6  10a:-7500i 

Total  B  on  baae  -2187ix'  +  TSOOr. 

Horizontal     preasure    on    vertical 


10 


ft,  above  the  base. 


Let  X  ft.  be  the  diatance  between 
M'  and  the  line  of  action  of  the  ver- 
tical reaultant  preasure  on  M'N'. 
1     2  R 

Assume  that       q  -g 

(-width  Jtf'JV' of  baae' 

2  R 

1/ 

tween  M'  and  the  centre  of  resistance 
F  in  the  base. 

Taking  moments  about  F, 


Then  also^ 


r+2)  ft. 
\  the  distance   be- 


3125i' 


-4-lf) 


-  12S0x'  -  f X + 750(te{3  +  2x) 
+625i'(6+Ii)  +312ii'(6+|i) 

-  3  •  J443^(2187i»' +  75001) ', 

which  reducea  to 

19377te'+6126j^ -412704^+528768, 
and  z  liea  between  28}  and  2d  ft. 

Take  i-28Jft. 
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R-39142.97Iba.;  i-width  of  base-l4.55  ft. ; 

Wt.  of  masonry/lin.  ft.  of  thickness -i(6  +U.55)28JX125 

•     -36605  lbs. 

1     2         39142.97  , 

3"2"3    144X85X14.55"'^^*' 


If  3^  is  the  distance  between  M'  and  the  vertical  through  the  C.  of  G.  of 
the  wall, 

a:'(366O5)-1250x'+Jx  +  750teC2t+3)+625i'(l3:+6). 

Substituting  in  this  equatioa  the  value  of  x, 

x- -7.89  ft. 

Second.  To  find  the  height  of  the  lower  portion: 

Gonsider  the  equilibrium  of  the  whole  mass  in  front  of  the  vertical  through 
the  edge  N. 

Take  lOOy  aa  the  height  of  the  lower  portion;  the  other  dunensiona  are 
as  shown  in  the  figure. 

The  total  R'  on  the  base 

-36605 +3900y' X 125  + 14.55  X  lOOy  X 125 +S00j' X 125 
+^(10j/+2.85)(10y+28.5). 
Assuming,  as  before,  that 

^"2     3 /(" 
and  using  similar  symbols, 


-3900V  X 125  X52y -H455J/ X  125(7.275  +  78y) 
+ SOOy' X 125  (78y  + 14.55  +  ^y) 


,  125, 


-/(lOy + 2.85)  (100!/ +  28.5)  (78y  + 14.55  +  3  lOy + 2.86 1 


+36605(7.89  +  787)- 


3  144x85' 
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vhicb  reduces  to 

y'-.27047'  +  .1846y'-.1226y-.000146-0. 

Hetice  y  liea  between  .45  and  .46  and  is  api»x>ximately  .457.  ** 

I     Thus  the  height  of  the  lower  portion  is  about  45.7  ft. 

'      AIbo,  J;* -235314  lbs., 

.  2  ff    235314     „„_ 

and   therefore  g*— .5— .237— .267  ia>i,  and  the  assumption   ^~n  ~T  "Jf 
is  justified.    Thewidthof  AfW-78y  +  14.55  +  10y-54.77  ft.. 

13.  Practical  Rules. — ^When  the  surface  of  the  earthwork  is 
horizontal  aad  the  face  of  the  wall  against  which  it  abuts  ver- 
tical, the  pressure  on  ihe  wall  according  to  Rankiue's  theory  is 

wr"!— sin^ 
2   1+sin^' 

and  the  direction  of  P  is  horizontal. 

This  result  is  also  identical  with  that  obtuned  in  Art.  II,  on 
the  assumption  of  Coulomb's  wedge  of  maximum  pressure  (Pon- 
,  celet's  Theory). 

Experience  has  conclusively  proved  that  this  theoretical  value 
of  P  is  very  much  greater  than  its  real  value,  so  that  the  thick- 
ness of  a  wall  designed  in  accordance  with  theory  will  be  in 
excess  of  what  is  required  in  practice.  In  the  deduction  of 
the  formula,  indeed,  the  altogether  inadmissible  assumption  is 
made  that  there  is  no  friction  between  the  earthwork  and  the  face 
of  the  wall.  This  is  equivalent  to  the  supposition  that  the  face 
is  perfectly  smooth  and  that  therefore  the  pressure  acts  normally 
to  it.  Boussinesque,  Levy,  and  St.  Venant  have  demonstrated  that 
the  hypothesis  of  a  normal  pressure  only  holds  true, 

either,  first,  if    the  ground-surface    is  horizontal  and  the  wall- 

face  inclined  at  an  angle  of  45° --^  to  the  vertical, 

or,  second,  if  the  wall-face  is  vertical  and  the  ground-surface 
inclined  at  an  angle  0  to  the  horizon. 
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When  the  surface  of  the  ground  is  horizontal  and  ihe  face  of 
the  wall  vertical,  and  when  ^^  45°,  the  above  fonnula  ^ves  the 
correct  magnitude  of  P.  Its  direction,  however,  ia  not  horizontal, 
but  makes  an  angle  with  the  vertical  equal  to  the  angle  of  frictioa 
between  the  earth  and  the  wall.  The  wall-face  ia  generally  auffi- 
raently  rough  to  hold  fast  a  layer  of  earth,  and  in  all  probability 
Boussinesque's  assumption  that  the  friction  between  the  waJl  and 
the  earth  is  equal  to  that  inherent  in  the  earth  is  a  near 
approximation  to  the  truth.  The  direction  of  P  will  thus  be  con- 
siderably modified,  leading  to  a  smaller  overturning  moment  and 
a  corresponding  diminution  in  the  necessary  thickness  of  the 
wall. 

In  practice  the  thrust  P  may  always  be  made  small  by  carrying 
up  the  backing  in  well-punned  horizontal  layers. 

In  order  to  neutralize  the  very  great  thrust  often  induced  by 
alternate  freezing  and  thawing  and  the  consequent  swelling,  a  most 
efEective  expedient  is  to  give  a  batter  of  about  1  in  1  to  the  rear 
line  of  the  wall  extending  below  the  line  to  which  frost  pene- 
trates. 

The  greatest  difficulty  in  formulating  a  table  of  earth  thrusts 
arises  from  the  fact  that  there  is  an  infinite  variety  of  earth  work. 
As  an  example  of  this,  Airy  states  that  he  has  found  the  cohesive 
power  of  clay  to  vary  from  168  to  800  pounds  per  square  foot, 
the  corresponding  coefficients  of  friction  varying  from  1.15  to  .36, 
and  that  even  this  wide  range  is  less  than  might  be  found  in 
practice. 

A  correct  theory  for  the  design  of  retaining-walls  is  as  yet  wanting. 
According  to  Baker,  experience  has  shown  that  with  good  backing 
and  a  good  foundation  the  stability  of  a  wall  will  be  insured  by  making 
its  thickness  one  fourth  the  height,  and  giving  it  a  front  batter  of 
1  or  2  in.  per  foot,  and  that  under  no  conditions  of  ordinary  surcharge 
or  heavy  backing  need  its  thickness  exceed  one  half  the  height. 
Baker's  usual  practice  in  ground  of  average  character  is  to  make  the 
thickness  one  third  the  height  from  the  top  of  the  footings,  and  if 
any  material  is  taken  out  to  form  a  face  panel,  three  fourths  of  it  is 
put  back  in  the  form  of  a  pilaster. 

General  Fanshawe's  rule  for  brick  walls  of  rectangular  section 
retainmg  ordinary  material  is  to  make  the  thickness 
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24%  of  the  height  for  a  batter  of  1  in    5 


25%      "         " 

"        "      '^  1  in    6 

26%      " 

"      "  1  in    8 

27%      " 

"      "  1  in  10 

28%      " 

"      "  lin  12 

30%      " 

"       "  lin  24 

32%      "         " 

"        "      for  a  vertical  wall. 

Afl  a  general  rule,  a  batter  of  1  in  24  to  1  in  12  is  usually  adopted 
in  practice,  and  should  not  exceed  one  sixth  of  the  height  of  the  wall. 
The  stability  of  a  wall  with  a  straight  or  a  curved  batter  in  compression 
is  always  greater  than  that  of  a  wall  with  a  vertical  face.  This  is 
especially  the  case  if  the  joints  are  at  right  angles  to  the  face,  when 
the  tendency  to  slide  forward  is  largely  diminished. 

Again,  if  the  wall  tiu-ns  round  the  toe  ever  so  little,  the  waU  with 
a  vertical  face  overhang  and  gives  an  idea  of  instability,  while  it 
also  offends  the  eye.  When  the  face  has  a  batter  a  slight  rotation  is 
not  noticed. 

By  the  use  of  counterforts  it  can  be  shown  that  there  is  a  small 
saving  of  masonry  in  a  vertical  wall  of  rectangular  section.  Brunei 
curved  the  face  of  a  retaining-wall  and  made  its  thickness  one  f.fth  or 
one  sixth  of  the  height.  He  also  used  counterforts  30  ins.  wide  at 
intervals  of  10  ft. 

Experience  indicates  that  counterforts  should  be  stepped.  The 
width  of  the  top  of  a  wall  should  be  as  small  as  possible  consistent 
with  sound  construction. 

The  thickness  at  the  footing  adopted  by  Vauban  for  walls  with 
a  front  batter  of  1  in  5  or  1  m  6  and  plumb  at  the  rear  is  approxi- 
mately given  by  the  empirical  formula 

thickness  =  .19K  +  4ft., 

H  being  the  height  of  the  wall  above  the  footing.  Counterforts 
were  introduced  at  intervals  of  15  ft.  for  walls  above  35  ft.  in  height 
and  at  intervals  of  12  ft.  for  walls  of  less  height.    The  counterfort 

projects  from  the  wall  a  distance  of  ^+3  ft.  approximately,  and  the 
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appro»mate  width  of  the  counterfort  is  tt-  +3  ft.,  diminishing  to 

The  great  importance  of  the  foimdation  will  be  better  appreciated 
by  bearing  in  mind  that  the  great  majority  of  failures  have  been  due 
to  defective  foundations.  If  water  can  percolate  to  the  foundation, 
a  softening  action  begins  and  a  consequent  settlement  takes  place, 
which  is  most  rapid  in  the  region  subjected  to  the  greatest  pressure, 
viz.,  the  toe.  In  order  to  counteract  this  tendency  to  settle,  the  toe 
may  be  supported  by  raking  piles,  the  rake  being  given  to  diminish 
the  bending  action  of  the  thrust  on  the  piles.  It  is  also  advisable  to 
distribute  the  weight  as  uniformly  as  possible  over  the  base,  a  con- 
dition which  is  not  compatible  with  large  front  batters  and  deep 
offsets,  as  they  tend  to  concentrate  weight  on  isolated  points.  In 
the  case  of  dock  walls,  too,  a  large  front  batter  will  keep  a  ship  farther 
away  from  the  coping  and  will  necessitate  thicker  fenders,  as  well  as 
cranes  with  wider  throws.  As  an  objection  to  offsets  Bemays  urges 
that,  in  settling,  the  backing  is  liable  to  hang  upon  them,  forming 
large  holes  underneath.  He  therefore  favors  the  substitution  of  a 
batter  for  the  offsets.  On  the  other  hand,  if  water  stands  on  both 
sides  of  the  walls,  the  hydrostatic  pressure  on  the  offsets  will  greatly 
increase  its  stability. 

Dock  walls  are  liable  to  far  greater  variations  of  thrust  than 
ordinary  retaining-walls.  The  water  in  a  dock  with  an  impermeable 
bottom  may  stand  at  a  much  higher  level  than  the  water  at  the  back 
of  the  wall,  and  its  pressure  may  thus  even  more  than  neutralize  the 
thrust  due  to  the  backing.  With  a  porous  bottom  the  stability  of  a 
wall  may  be  greatly  diminished  by  an  upward  pressure  on  the  base. 
The  experience  of  dock-wall  failures  has  led  to  the  conclusion  that 
a  large  moment  of  stability  is  not  of  so  much  importance  as  "  weight 
with  a  good  grip  on  the  ground."  Many  authorities,  both  practical 
and  theoretical,  have  urged  the  great  advantages  in  economy  and 
strength  attending  the  employment  of  coimterforts.  The  use  of 
Portland  cement,  or  cement  concrete,  will  guard  against  the  breaking 
away  of  the  counterforts  from  the  main  body  of  the  wall,  as  has  often 
happened  in  the  case  of  the  older  walls.  But  a  uniform  distribution 
of  pressure  as  well  as  of  weight  is  important,  and  it  therefore  seems 


D.qit.zeaOvGoOt^lc 


828  THEORY  OF  STRUCTURES. 

more  desirable  to  introduce  the  extra  weight  of  the  count^orts  into 
the  main  wall.  Besides,  the  building  of  the  counterforts  entails  of 
itaelf  an  increased  expense. 

14.  Keservoir  Walls. — Let  /  be  the  maximum  safe  pressure  per 
square  foot  of  horizontal  base,  at  inner  face  of  a  full  reservoir,  at 
outer  face  when  empty. 

Let  w  be  the  weight  of  a  cubic  foot  of  the  mafionry. 
Assume  that  the  wall  is  to  be  of  uniform  strength,  i.e.,  that  the 
section  of  the  wall  is  of  such  form  that  in  passing 
from  any  horizontal  section  to  the  consecutive  one 
below,  the  ratio  of  th6  increment  of  the  weight 
to  the  increment  of  the  surface  is  constant  and 
equal  to  /. 

Let  AB,  Fig.  364,  be  the  top  of  the  waU. 
Take  any  point  O  as  origin,  and  the  vertical 
through  0  as  the  axis  of  x. 
LetOA=ti,  0B=t2,  andlet 
T-'ti+t2=AB. 

For  the  profile  AP  consider  a  layer  of  thickness  dx  a.t  a  depth  x. 
Then 

•^-1 (» 


^=1^; 


a:=T;log.J/+«'. 


c  being  a  constant  of  integration. 
Wheux=0,  y~ti; 


therefore 


0=-log,(i+c, 


and  hence  x=Mo^^, (2) 

which  is  the  equation  to  AP  and  is  the  logarithmic  curve. 
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It  may  be  similarly  shown  that  the  equation  to  ^  la 


i'o&r" w 

Equations  (2)  and  (3)  may  also  be  written  in  the  forms 

y-heJ' (4) 

and  y  =  lae7'. (5) 

Corresponding  points   on    the  profiles,  e.g.,  P  and  Q,  have  a 
common  stibtangent  of  the  constant  value  —  for 


NT-'PNimNPTi     ,^  ^ 


<-4H (« 

AiMPNOA-fjydz-h{leT'-Cj.I(^Y,-h).  .  .  (7) 
where  PAf-y,. 

Are^QNOB-^'ydx-liY,-!,) (8) 

whereQW-rj. 

Therefore  the  area  QPAB-i(r,  +  ys-!i+la)-^(r-71,  .     (9) 

where  Pg- 71 +  Ka-r. 

Thus  the  area  of  the  portion  under  consideration  is  equal  to  the 
product  of  the  Bubtangent  and  the  difference  of  thickness  at  top 
and  bottom. 

Lines  of  Renistarux  with  Reservoir  Empty. — Let  jfi  be  the  point  io 
which  the  vertical  through  the  C.  of  G.  of  the  portion  OAPN  intersects 
PN.    Then 

NgiXtaenOAPN"  I    ydx^,    and  therefore 
or  ''91 7 — • 
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So  if  (72  be  the  point  in  which  the  vertical  through  the  C.  of  G.  of 
the  portion  OBQN  intereecte  QN, 

^93 4—. 

Let  G  be  the  point  in  which  the  vertical  through  tiie  C.  of  G. 
of  the  whole  mass  ABQP  intersects  PQ.    Then 

NGxaie&  ABQP=NgiX&ie&  A0NP-Ng2X&iea  BONQ, 
AL 


NGUYi't,  +  Y>-t2)=\kY,'~h^)- 


Iterefore 


NO' 


4  w 

(yi'-ii')-(yi'-« 

■    HYi-h  +  Yi-h)  ■ 


dv-y). 


The  horizontal  distance  between  G  and  a  vertical   through  the 
middle  point  of  AB 


■h)-(Y,-h) 


™    1,,     ,,     lY,-t,y-lY,-t,r    (Y,- 
-WG-jC-O-  4CK,-l,  +  7.-W . 

=one   half    of  the  horizontal  distance  between    the  verticals 
throi^h  the  middle  points  of  AB  and  QP. 
The  locus  of  G  can  therefore  be  easily  plotted. 
Lines  of  Resistance  vrith  Reservoir  Full. — Let  R  be   the  centre 
of  resistance  in  PQ  (Fig.  365). 

Draw  the  vertical  QS,  and  consider  the 
equilibrium  of  the  mass  QSAPQ. 

Let    w''=weight    of    a    cubic     foot  of 
water. 

— ^  n  =  moment  of    water-pressure   against 

QS  about  R 
>«  '-moment  of   weight    of  QBS   about 

fl  + moment  of  weight  of  QPAB 
about  R, 


hZ  a 


-^  =  moment  of  QBS  about  R  +  -^iT'-T)wGR. 
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The  first  tenn  on  the  right-hand  side  of  this  equation  is  gener- 
ally very  smaU  and  may  be  (Usregarded,  the  error  being  on  the 
safe  side. 

In  such  case 

"""6  /  r-r 

Also  the  mean  intensity  of  the  vertical  pressure 
wxajea.  APQB      /       T\ 

-po pg         'V-rl' 

and  the  maximum  intensity  of  the  vertical  pressure 


2B 
"(1-39)7" 


J.=M- 


-^{l+6?)-/(l+65)(l-^. 


General  Case. — Let  the  profile  be  of  any  form,  and  consider 
any  portion  ABQP,  Fig.  366.  o  B 

Take  the  vertical  through  Q  as 
the  axis  of  x,  and  the  horizontal  line 
coincident  with  top  of  wall  as  the 
axis  of  y. 

The  horizontal  distance  (y)  between 
the  axis  of  x  and  the  vertical  through 
the  C.  of  G.  of  the  portion  under  con- 
sideration is  given  by  the  equation 


"X''^-/,'"^- 


t  being   the  width,  dx   the  thickness, 

and  y  the  horizontal  distance  from  OQ  of  the  C.  of  G.  of  any  layer 

MN  at  a  depth  x  from  the  top. 
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When  the  reservoir  is  empty,  the  deviation  of  the  centre  of  reeiat- 
ance  from  the  centre  of  base 

When  the  reservoir  is  fvU,  let  q'T  be  the  deviation  of  the  centre 
of  resistance  from  the  centre  of  the  base,  and  disregard  the  moment 
of  the  weight  of  the  water  between  OQ  and  the  profile  BQ.    Then 

-    moment  of  water-pr.  ±  moment  of  wt.  of  OBQ 
^^~  weight  of  ABQP  ^^ 


-J? 


-±5Tr. 


w  f    tax 

15.  Relations  between  tlie  Elastic  Constants. —  In  an  isotropic 
body,  i.e.,  in  a  body  whose  properties  are  the  same  in  all  directions 
if  three  simple  stresses,  p,  of  the  same  magnitude  and  sign  are 
applied  in  three  different  directions,  there  is  no  distortion  of  form 
and  the  volmne  only  is  changed.    If  9V  ia  the  change  in  the  volume 

V,  the  strtun  is  measured  by  the  ratio  -tt,  and  if  if  is  a  coefficient 


such  that  17  =-^,  then  K  or  the  ratio  of  the  stress  to  the  strain  is 


'  V  ~K'  ' 
called  the  bulk  jnodulus  or  the  modtdus  of  cubic  compressibilUy. 

The  linear  dimensions  of  the  body  change  equally     Let  a  be 
one  of  these  dimensions.    Then  Fa  a', 

dV    3a^da    Ja 

if  the  cubic  strun  is  small. 

Ja     \dV^     Ip 
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Rdation  between  G  artd  E. — ^A  ^ear  stress  q  along  the  face  AC, 
Fig.  367,  of  the  square  ABDC  distorts  the  square 
into  the  rhombus  BA'CD. 

Draw  CE  perpendicular  to  BC.    Then  the  stran 
along  the  diagonal  BC 


C'B-CB    CE    ICC 
CB  ''2CD 


CB 
'  —  i  (shearing  stnun), 


AgMn,  it  has  aheady  been  shown  that  a  pair  of  eqiulibratii^ 
stresses  q,  Fig.  368,  develope  an  equal  tensile  stress  q  along  one  diago- 
nal and  an  equal  compressive  stress  q  along  the  other.     Hence 
the  total  longitudinal  strain 


E*„E 


2  "2  G' 


a  being  Poisson's  ratio,  Chapter  IV. 
Thereto.^  C-f(j^j). 

ReiatMn  between  G,  E,  and  K. — Let  a  pull  of  in- 
Fio.  368.       tensity  p  act  upon  the  upper  and  lower  faces  BD 
and  FH  of  an  elementary  cube,  Fig,  369,  and  let  this  stress  be 

divided  into  three  portions  each  equal  to  ^.    Without  changing  the 

condition  of  stress  it  may  be  assimied  that  a  pull  and  a  push,  each 

of  intensity  ^,  act  upon  the  remaining  faces. 

Combining  the  pull  -^  on  the  faces  BD  and  FH,  with  the  push  ^ 

on  the  faces  BE  and  CH,  the  result  is  a  simple  shear  along  a 
plane  making  an  angle  of  45°  with  the  axis  of  the  pull. 

Combining  again  a  second  pull  ^  on  the  faces  BD  and  FH  with 
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the  push  on  the  faces  AH  and  BG,  the  result  is  also  a  ^mple  shear 

in  a  plane  at  right  angles  to  the  first  plane 

It  and  making  an  angle  of  45^  with  the  axis  of 

the  pull.    There  is  now  left  a  pull  ^  on  each 

^m  face  of  the  cube,  producing  a  cubic  dilata- 
tion.   Then 
the  lineal  strain  due  to  the  bulk  strain 


r 


Fto.  369. 


\kl     9  K' 


.i/tf 


the  lineal  strain  due  to  the  first  shearing  strain 
the  lineal  strain  due  to  the  second  shearing  strain 


=l(t)  = 


Thus  the  total  longitudmal  strain  "g^+g^+gG 


Ip     Ip     p /  X        1\ 
Again.thelateralBtrMn-rg-g^-r  I  2g -3^),  and  therefore 

Poisson'a  ratio  is  given  by 


EfJ- 
3\3K 


4) 


)\20    3K) 


6K+2G       20 
'3K-2O  "£-2G' 


2(a  +  l)' 
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and  therefore 

3{o-2y 
The  preceding  results  may  also  be  obtained  in  the  following 


Let  a  solid  body  be  stnuned  uniformly,  i.e.,  in  such  a  manner  that 
lines  of  particles  which  are  parallel  in  the  free  state  remain  parallel 
in  the  strained  state,  their  lengths  being  altered  in  a  given  ratio 
which  is  practically  very  small.  IJnes  of  particles  which  are  obhque 
to  each  other  in  the  free  state  are  generally  inclined  at  different 
angles  in  the  str^ed  state,  and  their  lengths  are  altered  in  different 
ratios. 

Let  the  straining  of  the  body  convert  a  rectangular  portion 
ABCD  (Fig.  370)  into  the  rectangle  ABVL/,  where  AB'  =  (1  +a)AB 
&ndAiy  =  il+^)AD. 

Now  a  and  p  are  very  small,  bo  that  their  joint  effect  may 
be  considered  to  be  equal  to  the  sum  of  their  separate  effects. 
Hence: 

First.    Let  a  simple  longitudinal  str^  in  a  direction  parallel  to 
AB  convert    the   rectangle  ABCD  into  the 
rectangle  AB'ED,  where  BB'-'aAB.  0 

A  line  OF  will  move  into  the  position  o  - 

OF',  when  FF'-a-DF,  and 

OF' -OF 
the  sfrain  along  OF  = 


OF 


FF'coad    a-DFcosd 


acofl^ff, 


~      OF  OF 

^  being  the  angle  OFD. 

Also,  the  "distortion  or  deviation  from  rectanffiUarity  " 


-angle  P0F'  =  -5^^ ^^^ 


-  a  coa  6  sin  0. 


Second.  Let  a  simple  longitudinal  strain  in  a  (Erection  parallel 
to  AD  convert  the  rectangle  ABCD  into  the  rectai^le  ABED", 
frhereDD'-pAD. 

The  line  OF  will  move  mto  the  position  CF",  where  OO'^-^-AO 
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and  F"F~Diy~^-AD;  therefore 

(yF"--OF 
the  strain  along  OF  —  — zyp • 

Draw  O'M  pwallel  to  OF.    Then 

(yP" -OF=0'F" -CM ^F"M  sin  ff-(F'.'F-FM)sai9 
-{DD'-OO')  sin  e~^{^AD-AO)mie 
^^•OD  sin  6;  therefore 
the  strain  along  OF""'    ^^    -^ sin"  6. 
The  dMtoriion=the  angle  F"0'M 

OP ^^—qP ^smffcostf. 

Hence  when  the  strains  are  simultaneous,  the  line  OF  will  take 
the  position  O'F'"  between  CF"  and  OF',  and 

the  toted  strain  along  OF^a  cos=  $+^  an'  8; 
the  total  distortion  =  (a—j3)  sin  6  cos  9. 

Again,  draw  a  line  OG  perpendicular  to  OF. 

The  (wgle  OGA=90°-fl,  and  hence,  from  the  above, 

the  total  strain  along  OG  =  a  sin*  ^ + ^  cos*  fl, 
and  the  corresponding  distortion  =  (a  -  /!)  sin  0  cos  fl. 

Denote  the  strain  along  OF  by  ci,  that  along  OG  by  es,  and  each 
of  the  equal  distortions  by  ^.    Then 

€1+62  =  01+^. 

Agmn,  if  OF,  OG,  Fig.  371,  are  the  sides  of  a  rectangle  enclosed 
in  the  rectangle  ABCD,  the  straining  will  convert  the  rectangle  into 
an  oblique  figure  with  its  opposite  sides  parallel.  The  lengths  of 
adjacent  sides  are  altered  by  the  amounts  ei  and  es,  and  the  angle 
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6  by  <f>.  The  above  results  may  also  be  considered  to  hold  true  if 
the  Btrfuning,  ioataad  of  being  uniform,  varies  continuously  from 
point  to  point. 

Consider  a  unit  cube  ABCD  subject  to  stresses  of  intensity  pi 
and    p2    upon  the  parallel  faces  AD, 
BC  and  AB,  DC.      By  Art.  1,  Chap. 
IV, 

E     aE' 

a    P'  J.P' 
P'^+E' 

and  the  stnun  perpendicular  to  the  face 

If  the  stresses  are  of  equal  intenBity  but  of  oppofflte  kind,  i.e., 
if  the  one  is  a  tension  and  the  other  a  compression, 
pi  =- Pa  =  P,  suppose;  then 


^-|(-^). 


and  the  third  strain  Is  nU. 


Thus  the  volume  of  the  strained  solid 

=  {l+a)(l-a){l)=l-a'  =  l,  approximately, 

so  that  the  volxmie  is  not  sensibly  changed. 

Also,  if  OGHF  is  an  enclosed  square,  0  being  the  middle  point 
of  AD,  5=45*,  and 

Ci  -62-— 2~  -0=8tr£un  along  OF  or  OG, 

and  the  distortion -change  in  angle  0 

.,-2^-.=|(.4). 

This  result  raay  be  at  once  deduced  from  the  figure.    For 
,     FOG    OD     1+f     1-a    ,    W-^X 
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A  A 

1+a    i,,„*°i.*' 
1  +  tan-^    1+2 


since  <f>  is  very  small.    Hence 


As  already  shown  in  Art.  2,  shearing  cannot  take  place  along 
one  plane  only,  and  at  any  point  of  a  str^ed  solid  the  shears  along 
planee  at  right  angles  are  of  equtd  intensity.  The  effect  of  such 
Btresaes  is  merely  to  produce  a  distortion  of  figure,  and  generally 
without  sensible  change  of  volume. 

Thus  shears  of  inten^ty  q  along  the  parallel  faces  of  the  unit 
square  ABCD  will  merely  (hstort  the  square  into  a  rhombus  A&^'U 
__9  (Fig.  372).    Denoting  the  change  of  angle  by 

'  ^,  and  assuming  that  the  "stress  is  propor- 
tional to  the  Btrcdn," 


r\ 


Fia.  372. 


where  G  is  a  coefficient  called  the  moduius  of 
rigidity,  and  depends  upon  a  change  of  form. 
It  is  stated  in  the  same  units  as  are  employed 
to  specify  the  stress. 

Consider  a  section  along  the  diagonal  BD. 

The  stresses  on  the  faces  AB,  AD,  and  on  CB,  CD,  resolved 

parallel  and  perpendicular  to  BD,  are  evidently  equivalent  to  nil 

and  a  normal  force  gV2  respectively.      Thus  there  is  no  slidmg 

tendency  along  BD,  but  the  two  portions  ABD  and  CBD  exert 

upon  each  other  a  pull,  or  tension,  of  mtensity  -?^_   =^=  "=?■ 

Similarly  it  may  be  shown  that  there  is  no  tendency  to  slide 
along  AC,  but  that  the  two  portions  ABC  and  ADC  exert  upon 
each  other  a  pressure  of  intensity  g.  The  straining  due  to  the  shear- 
ing stresses  is,  therefore,  identical  with  that  produced  by  a  thrust 
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and  tenmon  of  equal  intensity  upon  planes  at  45°.    Hence,  as  proved 
above, 


,.«,=g|(i.1), 


Ea       q 
°2(<7  +  l)-^' 


Again, 


3(<i-2)""3a-2"* 


i6.  General  Equations  of  Stress. — Let  z,  y,  z  be  the  co-ordinates 
with  respect  to  three  rectangular  axes  of  any  point  O  in  a  strained 
body. 

Conmder  the  equilibrium  of  an  ele- 
ment of  the  body  in  the  form  of  an 
indefinitely   small    parallelopiped   with 
its  edges  OA{=dx),  OB{  =  dy),  OC{=dz) 
parallel  to  the  axes  of  x,  y,  z.    It  i 
assumed  that  the  faces  of  the  element 
are  sufficiently  small .  to  allow  of  the 
distribution  of  stress  over  them  being 
regarded    as    iiniform.    The    resultant  ^ 
force  on  each  face  will  therefore  be  a  ■ 
mngle  force  acting  at  its  middle  point. 
Let  X\,  Y\,  Z\  be  the  components  parallel  to  the  axes,  x,  y,  z  of  the 
resultant  force  per  unit  area  on  the  face  BC 
"  Xt,  Y2,  Zi  be  the  corresponding  components  for  the  face  AC. 
"  Xi,  Yz,  Z%  be  the  corresponding  components  for  the  face  AB. 
These  componenta  are  functions  of  x,  y,  z,  and  therefore  become 

-(x..f.),    -(k..'^..),    -(.,.f.) 


Pio.  373. 


D.qit.zeaOvGoOt^lc 


340  THEORY  OF  STRUCTURES. 

for  the  adjacent  face  AD; 

-(x..f*),   -(r..^^.),   -(...f..) 

for  the  adjacent  face  BD; 

-ix,.^4  -(n.^»,  -(z,.^)     , 

for  the  adjacent  face  DC. 

Hence  the  total  stress  parallel  to  the  axis  of  x 

+  X^dy-{x»+^ds)dxdif 
{dX,dX^dXs\.,, 

Similarly,  the  total  stress  parallel  to  the  axis  of  y 

\dx'^  dy'^  dz. 
and  the  total  stress  parallel  to  the  axis  of  z 
(dZi    dZz    dZs'^ 


/dZi    dZs    dZaX, 


Let  p  be  the  density  of  the  mass  at  0,  and  let  P^,  Py,  P,  be  the 
■components  parallel  to  the  axes  of  x,  y,  z  of  the  external  force,  per 
unit  mass,  at  0. 

pdxdydzP^  is  the  component  parallel  to  the  axis  of  x  of  the 

external  force  on  the  element; 
pdxdydzPf  is  the  component  parallel  to  the  axis  of  y  of  the 

external  force  on  the  element; 
pdxdydzP,  is  the  component  parallel  to  the  axis  of  a  of  the 
external  force  on  the  element. 
The  element  is  in  equilibrium. 
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dX, 

^? 

dX, 
+  di 

-pp.; 

dx 

^f 

dY, 
+  di 

-pp.; 

dZx 

dZ, 

dZ, 

(1) 


dx       dy       dz     ' 
These  are  the  general  equations  of  stress. 

Agun,  take  moments  about  axes  through  the  centre  of  the  ele- 
ment parallel  to  the  axes  of  co-ordinates,  and  n^lect  terms  involving 
{dxy^dydz,  dx(dy)^dz,  dxdy{dzf.     Then 

r3=2a,     2i=X3,     and    Xa-Fi.        ...     (2) 
Adoptii^  Lame's  notation,  i.e.,  taking 
JVij  Nz,  Nz  as  the  normal  intensities  of  stress  at  0  on  planes  per- 
pendicular to  the  axes  of  x,  y,  z; 
Ti  as  the  tangential  intensity  of  stress  at  O  on  a  plane 
perpendicular  to  the  axis  of  x  if  due  to  a  stress 
parallel  to  the  axis  of  y,  or  on  a  plane  perpen-. 
dicular  to  the  axis  of  y  if  due  to  a  stress  parallel 
to  the  axis    of  i;  and    T2,   T^  similarly,  equar 
tions  (1)  become 

d.V,     dTi    dTi      , 


dTi    dNi    dTi      „ 
dy       'i'     '^   " 


(3) 


dx.      dy       dz 
dT2  ,  dTt  ,  dNi      „ 
'^+"^  +  "dr"''^- 
Next  consider  the  equilibrium   of  a  tetrahedral  element  hav- 
i:^  three  of  its  faces  parallel  to  the  co- 
ordinate planes.    Let  I,  m,  n  be  the  direc- 
tion-cosines of  the  normal  to  the  fourth 
face. 

Also,  let  X,  y,  Z  be  the  components 
parallel  to  the  axes  of  x,  y,  z  of  the  in- 
tensity of  stress  R  on  the  fourth  face. 

X''lNi+mTi+nT2-¥\pPJdx. 

But  the  last  term  disappears  in  the 
limit  when  the  tetrahedron  is  mdefiaitely  small,  and  hence  ^ 
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X-Wi+mTs+nTi; 
Y =lT3+mNa+nTi;     . 
Z-lTi+mTi+nNy 


(4) 


lliese  three  equations  define  R  in  direction  and  magnitude  when 
the  stresses  on  the  three  rectangular  planea  are  known. 

Let  it  be  required  to  determine  the  planes  upon  which  the  stress 
is  wholly  normal.    We  have 

X=IR,    y=mft,    Z~nR (5) 

Substituting  these  values  of  X,  Y,  Z  ia  eqs.  (4)  and  ehminating 
I,  m,  n,  we  obtain 

fis -B»(JV,  +  JV^  +  JVg)  +  ft(JV,A-a+ A^aJVa  +  JVgArO  -  r,=  -  r3=  -  Ta^ 
-(,NiN2Ni-NiTi^-N2Ti'-N3Ts'+2TiT2Ts)~(i,.     .    .    (6) 

a  cubic  equation  giving  three  real  values  for  R,  and  therefore  three 
•  sets  of  values  for  {,  m,  and  n,  showing  that  there  are  three  planes 
at  0  on  each  of  which  the  intensity  of  stress  is  wholly  normal.  These 
planes  are  at  right  angles  to  each  other  and  are  called  ■prind-pdl 
planes,  the  corresponding  Btresses  being  principal  stresses.  They 
are  the  principal  planes  of  the  quadric 

NiT'+Nsy'+N^  +  2Tiyz  +  2T^a;  +  2T3xy-c.    .    .    (7) 

For  the  equation  to  the  tangent  plane  at  the  extremity  of  a  radius  r 
whose  direction-cosines  are  I,  m,  n  \b 

Xrx  +  Yry+Zrz-^c, (8) 

and  the  equation  of  the  parallel  diametral  plane  is 

Xx+Yy+Zz=0. (9) 

,        The  direction-cosines  of  the  perpendicular  to  this  plane  are 

X    ,     Y  Z 

R=^'     B""*'    fl-«' 

80  that  the  resultant  stress  R  must  act  in  the  dbection  of  this  per- 
pendicular. 
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Heace  tihe  intensities  of  stress  on  the  planes  perpendicular  to 
the  axes  of  the  quadric  (7)  are  wholly  nonnal. 

Refer  the  quadric  to  its  principal  planes  as  planes  of  reference. 
All  the  7"s  vanish  and  it«  equation  becomes 

.       Ni3^  +  N^+N^-c (10) 

Also,  the  general  equations  (3)  become 


pp.- 


(II) 


Agfun, 

(l;)'+(//+(0-''+»"+-=i-    •  •  "2) 

Conmder  X,  Y,  Z  aa  the  co-ordinates  of  the  extremity  of  the 
straight  line  representing  B  in  direction  and  magnitude.  Equation 
(12)  is  then  the  equation  to  an  ellipsoid  whose  semi-axes  are  Ni,  Nz, 
N3.  As  a  plane  at  0  turns  around  0  as  a  fixed  centre,  the  extremity 
of  a  line  representing  the  intensity  of  stress  B  on  the  plane  will  trace 
out  an  eUipeoid.    This  ellipsoid  is  called  the  ellipsoid  of  stress. 

Note  1.  The  coefficients  in  the  cubic  equation  (6)  are  invariants. 
Thus,  Ni+Nz+Ni'ia  constant,  or  the  sum  of  three  normal  intensities 
of  stress  on  three  planes  placed  at  right  angles  at  any  point  of  a 
strwned  body  is  the  same  for  all  positions  of  the  three  planes. 

Note  2.  The  perpendicular  p  from  0  on  the  tangent  plane, 
equation  (8), 

■    ■    (13) 


Note  3.  Let  the  stress  be  the  same  for  all  positions  of  the  plane 
at  0.  Then  JVi=JVz=JVa,  and  the  ellipsoid  (12)  becomes  a  sphere. 
The  stress  is  therefore  everywhere  normal,  and  the  body  must  be  a 
perfect  fluid.  Conversely,  if  the  stress  is  everywhere  normal,  the 
body  must  be  a  perfect  fluid,  the  eUipaoid  becomes  a  sphere,  and 
therefore  JVi  —Na—Ni. 
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17.  Relation  between  Stress  and  Strain. — In  Art.  15  it  was  shown 
that  when  the  size  and  figure  of  a  body  are  altered  in  two  dimensions, 
there  is  an  ellipse  of  strain  analogous  to  the  ellipse  of  stress.  If  the 
alteration  takes  place  in  three  dimensions,  it  may  be  similarly  shown 
that  every  state  of  strun  may  be  represented  by  an  ellipaoid  of  strain 
analogous  to  the  ellipsoid  of  stress.  The  axes  ol  the  ellipsoid  are 
the  principal  axes  of  strain^  and  every  strwn  may  be  resolved  into 
three  simple  strains  parallel  to  these  axes. 

It  is  assumed  that  the  strmns  remain  very  small,  that  the  stresses 

^  developed  are  proportional  to  the  corre- 

g-  spending  strains,  and   that  their  effects 

y  ^f- — ^  may  be  superposed. 

y^      j    -/  Consider  an  element  of  the  unstrained 

pS^r- ri:  -Q'     body  in  the  form  of  a  rectangular  par- 

^         allelopiped    having    its    edges  PQ(,=k), 

PRi'^k),  PS(,~l)  paraUel  to  the  axes  of 

co-ordinates. 

Fia.  375.  When  the  body  is  strained,  the  element 

becomes  distorted,  the  new  edges  being 
P'Q',  FR',  P'S'. 

Let  x,y,zhe  the  co-ordinates  of  P. 

Let  x+u,  y+v,  z+w  be  the  co-ordinates  of  P". 

By  Taylor's  Theorem  the  co-ordinates  with  respect  to  P*  of 


''R  /  R' 


_,        ,/,    dv.\      ,dv     ,dw 


fS'-ll+-j 


(M) 
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Hence  strain  parallel  to  asia  of  x= — prj — --7--£«,; 
,    ,,    „         FR'-PR    dv    „ 


'       PR  dy 

FS'-PS    dw 


Again,  cos  Q'P'Rf 


t      du\du    , . 


PS      ~dz 

dv\dv    dwdw 
''dx    dy  dx 


Ee,. 


(15) 


'iHS'-(^h{t)my^K)-(%r}J 


In  the  limit  this  reduces  to 


cosQ'P'fl. 


dy     dx' 


Kmilarly, 


(16) 


Volume  of  unstrained  element^Aftl; 

Volume  of  diBtorted  element   ''^\}+'^  \}+t)  i}"^^) 

multiplied  by  the  cosines  of  small 
angles 

Iterefore 

Difference  of  volume        du    dv    dw 


Vol.  of  unstr^ned  element     dx    dy    dz 


■    (17) 


•=  the  volume  or  eubie  strain. 

i8.  botro[ric    Bodies,  i.e.,   bodies  possessing   the  same  elastic 
tn-operties  in  all  directions. 
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A  normal  etreea  of  intensity  Ni  pu-allel  to  the  axis  of  x  produces 
a  simple  longitudinal  strain  -ct,  and  two  simple  lateral  atraina, 

each- — ^,  parallel  to  tJie  axes  of  y  and  z,  E  bang  the  ordinary 

modulus  of  elasticity  and  a  Foisson's  ratio  (Art.  1,  Chap.  IV). 

Normal  stresses  Na,  Ns  parallel  to  the  axes  of  y  and  z  may  be 
similarly  treated. 

Let  the  three  normal  stresses  act  ramultaneously  and  superpose 
the  results,    llien 

*f_B 

,E       dx     '^ 
N,+N,    dv  . 

„     „  „    „     ,,  ,,        y.    iVi+JV,    Ao 

""  E        cE     ~dz  ~ 

The  form  in  which  these  equations  are  given  is  due  to  Grashof, 
Solving  for  JV,,  ft,  JV,, 


total  strain  parallel  to  axis  of  x^-p- 

,.     .,  ..    .,      ..  ..        "' 

y-j- 


ft. 
ft- 


(<.  +  l)(«-2)' 
<,I,<,-1)E' 


(<,+i)(.-2y 
»(»-i)g 


;e,+ 


US' 


(«»+«.), 


.f'  +  S 


(.  +  l)(a-2)' 


'■c.+i)(.-2r''(<.+i)(.-2) 

which  may  be  written  in  the  form 

ft-ABc.  +  >l£(e»+e,), 
Ni-AEe^+iE{e,+e,), 
N,-AEe.+iE(f,+e,), 

o(»-l)B 
""^  '*-(.+l)(»-2)' 

'"(.+  l)(»-2)- 
and  X  is  the  coejjicieni  of  diUUaiion. 


(e.+e,), 


(19) 


(20) 
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Again,  the  straning  changes  the  an^  RPS  by  an  amoimt 
T — h-n-jProducingtwotangentialfltreBses,  eachequal  toG^-+^l, 
parallel  to  the  axes  of  y  and  z.    T1keTef<»% 

Sima«ly,  T,-0i^+^),       (21) 

Q  is  called  the  coefficient  of  rigidity  or  trtm»verae  daaticUy.  It 
b  de^gnated  n  in  Thomson  and  Tait'B  notation,  and  p  in  Lamp's 
notation. 

Rdaiion  h^ween  A,  X,  and  G. — Equations  (20)  and  (21)  pre- 
serve the  same  forms  i^atever  rectangular  axes  may  be  chosen. 

Keep  the  axis  of  z  fixed  and  turn  the  axes  of  x  and  y  through 
an  angle  a. 

Let  Ni'  be  the  normal  stress  parallel  to  the  new  axis  of  x.  Then 
A'','  =  Ar,  coe»a+Ara8in'a+27'88inacosar.  .     .     (22) 

Let  jf,  y'  and  u',  vf  be  the  new  co-ordinates  and  displacements. 

Therefore       N,'-A%-+il^+^) -^A-D^+U.  .    .    (23) 

du    du    dto        „    du'    dxf    dvf    .        ,        .     ^ 
ror  ■3-+3-  +  1-,    — "— 3— ,+T— ,+^-7,  IS  an  invariMit. 
dx    ay    dz'  dx'    dy     d/ ' 

The  values  of  Ni'  given  by  eqs.  (22)  and  (23)  must  be  identical. 

Now 

x=:^  coea-j^  Bina,  y-r' sin  a+y' cosa,  l 

u'-'U  COB  a+v  sin  a,     if  =  ~u  sin  a  +  v  cos  «•/    ' 


Hence 


dv    .  „         /du     dr 


du      .       dr    ,  „        /du     dv  \    . 
^coe' « +^  sin' «  +  (^ +^)  sin  «  cos  a 
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and  by  eq.  (23), 

JVi'-"(A-A)6^cos=a+^sin*a+-^sina  coe  al  +>W.      (25) 
Also,  by  eqs.  (20)  and  (22), 

Ni'  =  {A-X)(^cotf'a+j-  sma+-^^smaco8a)  +-W.     (26) 
Eqs.  (25)  and  (26)  must  be  identical. 

Therefore  G i"  "2(^+1)  "'*""•        •    •     •    •     (27) 

Adding  together  eqs.  (20), 

Ni+Na  +  ^s  =  {A+2X)Eie^+e„+e,) 

It  may  be  eamly  shown  that  the  normal  stresses  can  eadi  be 
separated  into  a  fluid  pressure  p  and  a  distortii^  stress. 
Hence,  putting 

JVi-iV3-;Va-p-3^^^(c.+c^+«,), 
the  cubic  elasticity-^    X    Ag-3(^-^-  ■    "     ^^S) 

ig.  J^Ucations. — 1.  Tradion. — One  end  of  a  cylindrical  bar  of 
isotropic  material  is  fixed  and  the  bar  is  stretched  in  the  direction 
of  its  length.  The  axis  of  the  bar  is  the  only  line  not  moved  laterally 
by  contraction. 

Take  this  line  as  the  ax's  of  x. 

The  displacements  u,  v,  w  of  any  point  x,  y,  z  may  be  expressed 
in  the  form 

u—ax,    v~~fiy,    w—^z (29) 

By  eqs.  (20)  and  (29), 

Ni~aA-2^X (30) 

N2=-fiA+X(fi+a)~N» (31) 
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By  eqs.  (21)  and  (29),  all  the  tangential  stresses  vanish. 

Hence,  since  Ni,  N2,  Na  are  constant,  and  since  the  equationa 
of  internal  equilibrium  contain  only  differential  coefficients  of  the 
stresses,  the  hj^mthcMS,  eq.  (29),  Batiafies  these  equations. 

First.  Let  iVa-O-ATa;  i.e.,  let  no  external  force  act  upon  the 
curved  surface.     Then 

^ZTI4 (^) 


Thus,  the  coefficient  of  contraction  is  leas  than  the  coefficient  of 
expansion. 

Agam,  by  eqs.  (30)  and  (32), 


(33) 


Second.    If  the  bar,  instead  of  being  free  to  move  laterally,  has 
its  surface  acted  upon  by  a  uniform  pressure  P,  then 

By  eqa.  (31)  and  (32), 


a     X{Ni+2P)^ANi 


(35) 


For  example,  let  P  be  sufficient  to  prevent  lateral  contraction. 
Then  )9-=0  and,  by  eqs.  (31)  and  (35), 

AP 
aA^Ni — f-(<j-l)P. 

2.  Torsion. — (a)  Let  a  circular  cylinder  (hollow  or  solid)  of 
length  I  undergo  torsion  around  its  axis  (the  axis  of  x),  and  let  t 
be  the  angle  through  which  one  end  is  twisted  relatively  to  the  other. 
A  point  in  a  transverse  section  distant  x  from  the  latter  will  be 

twisted  through  an  angle  xj 


-r 
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The  disptacemeots  u,  v,  w  of  the  point  x,y,z'm  tiiifi  sectioD  may 
be  eiqiressed  in  the  form 

t    .  t 

u-0,    v-zxj,    w+yx-. 

By  eqs.  (20)  and  (21), 


The  algetefuc  sum  of  the  moments  of  Tj,  Ta  with  respect  to  the 
axis 

r  being  the  distance  of  the  point  (x,  y,  z)  from  the  axis. 

Hence  the  moment  M=Pp  (Chap.  IX),  of  the  couple  producing 
tomon 


"^J' 


r^dS=ajJ-G$J, 


dS  being  an  element  of  the  area  at  (z,  y,  z),  J  the  polar  moment 
of  iaertia,  and  6  the  torsion  per  unit  of  length  of  the  cylinder,  or  the 
rate  of  tvrist. 

The  torsional  nudity  of  a  solid  cylinder 

R  being  the  radius  of  the  cylinder. 

(i>)  Torsion  of  a  bar  of  elliptic  section. 

The  displacements  u,  v,  w  may  now  be  expressed  in  the  form 

u  =  F(y,  2),     v^  —9xz,     w—8xy. 

__       ,  du    ^    dv    dw 

dx  dy    dz' 

Ar,=o«iV2=jV3, 
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r,.0,    T,'0l^+9y),    r,-G(^-to).     .    .    (36) 
Hence,  by  1^  gmeral  eqs.  (3), 

^+S-» »7) 

Also,  the  surface  stresses  are  zerOj  and  thoreftve 

Hence,  by  eqs.  (35), 

~dz-^dy~SiztU+ydy).     .    ,    .    .     .    (39) 

This  equation  must  hold  true  at  the  surface. 
Let  the  equation  to  the  elliptic  section  be 

$■4-'-  •  • («' 

^  1-^. =  --(«) 

and,  by  eq.  (38), 

u^dyz  satisfies  this  last  equation  and  also  eq.  (36),  if 

■'--fe^ («) 

Ag(un,  the  algebrtuc  sum  of  the  moments  Tj,  1*3  with  respect 
to  the  axis  of  x 

-GK<i+»)S'-(<i-«)2'l 

-^('V  +  V^)-    ■  .     .     (44) 
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The  total  momeait  (M)  of  the  couple  producing  torsioQ 


and  the  torsional  rigidity 


'T-^W^   ■   -. 5^> 

(c)  Toraon  of  a  bar  of  rectangular  section. 
As  in  case  (6),  u  must  satisfy  the  equation 

i^+d?-" («) 

Also,  the  equations  of  condition  corresponding  to  eq.  (38)  are 

J-  -fe=0    when    y-±h, (47) 

and 

^+^=0    when    z-±c; (48) 

2&  and  2c  (6<c)  being  the  sides  of  the  rectangle.    The  total  moment 
of  torfflon,  viz.,  JXTiy  —  T^)dS,  is  then  found  to  be 


M-=W^cGe 


1  _64b    y--tMiM2«  +  l)| 


(49) 


3     jr=cZ.-        (2n  +  l)« 

If  h  =  c,  i.e.,  if  the  section  is  a  square,  eq.  (48)  becomes 

M  =  MZ4mJGd, (50) 

/  (  =  Jb*)  being  the  polar  moment  of  inertia  with  respect  to  the 
axes.     (Chap.  IX.) 

If  -  is  very  small,  eq.  (48)  becomes 

JM--166We(i-.21^) (51) 

D.qit.zeaOvGoOt^lc 


APPLICATIONS.  353 

The  torsional  ri^dity  of  a  rectangular  section  is  sotnetjmea  expressed 
by  the  formula 

T~n¥^^- ^^^^ 

For  the  further  treatment  of  this  subject  the  student  is  referred 
to  St.  Venant's  edition  of  debsch,  and  to  Thomson  and  Tait'a  Natural 
Philosophy. 

3.  Work  done  in  the  imdil. strain  of  a  body  (Cllapeyron'g  Theorem). — 
Multiply  eqs.  (3)  by  udxdydz,  vdxdydz,  wdxdydz,  and  find  the 
triple  integral  of  their  sum  throughout  the  whole  of  thesoUd, 

The  terms  involving  the  components  P„  P„,  P,  may  be  dis- 
regarded, as  the  deformations  due  to  their  action  are  generally 
inappreciable. 

Also, 


/// 


^udxdydz 


-fANJu/-N:'u;')dydz-f//N,^dxdydz; 

NJ,  N^"  being  the  values  of  Ni  at  the  two  points  in  which  the 
line  paraDel  to  the  axis  of  x  cuts  the  surface  of  the  body,  and  u,' 
Ux"  the  corresponding  values  of  u. 

Let  dS,  dS'  be  the  elementary  areas  of  the  surface  at  these  points 
and  r,  I"  the  cosines  of  the  angles  between  the  normals  to  these 
elements  and  the  axis  of  x. 

The  double  integral  on  the  right-hand  side  of  the  last  equation 
then  becomes 

/A^''^'U''^S-NJTuJ'dS')~I{NilvdS). 

Treating  the  other  terms  similarly, 

0  =  i"  I  (.Nil  +  Tarn  +  T^n^u  +  {T3I  +  N^m  +  Tin)v 

+  {T^-\-Tim+Nzn)w\dS 
r  du     „  dv     ,,  dw 
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Hence  the  work  d(me=iIiXu+Yv+Zw)dS 


-J///i«*i2|e(^^v 


NiN^+NJf,+NJii-T,'-T^-T,'  ] 

0  ]• 

E  being  the  ordinary  modulus  of  elasticity. 

20.  Transmission    of    Energy. — Consider  a  small  paraUelopiped 
of  the  nrnterial,  moving  in  any  direction  OR  with  a  velocity  v,  the 
components  of  v  parallel  to  the  axes  OX,  OY, 
OZ  being  v^,  v„,  and  v„  respectively. 

Let  /„,  f„„,  /„, ...  be  the  mean  intensities 


L, 


A 


of  stress  over   the  faces  which  are  at  right 
angles  to  the  axis  defined  by  the  first  suffix, 
and  in  the  direction  of  the  axis  defined  by 
the  second  suffix. 
P,g  gyj  Let  T„  Ty,  Tt  be  the  energies  transmitted 

across  the  three  faces  perpendicular  to  OX,  OY, 
and  OZ,  respectively.    Then 

Ti^dy  dz(JxtVi+fi„v„  +/i,f ,)  +en6rgy  of  resilience +energy  of  motion 

Disregarding  the  energies  of  resilience  and  motion, 

So  also  T„=dz  dx(/„rV,+/„„r„+/^,»,) 

and  T^-dx  dy(f„Vx+f,yVy+f„Vt). 

Ex.  15.  Find  the  least  diameter  of  a  shaft  wkieh  vnB  trantmit  1000  H.P, 
at  a  surface  velocUy  of  10  //«.  and  a  maximum  working  stress  of  10,000  lbs. 
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Let  }r,  vr  i/B.  be  the  stresa  and  velocity  at  any  radius  r,  and  let  9  be  the 
inclination  of  the  radiua  to  the  axis  Oy.    Then 

/«-0,    /„--/rBinS,    /„-/reoflfl; 

»»— 0,     »»  — — tfrsintf,     Vi— tvcosif. 

Therefore    r.-dy(ie(/rDr  8in'?+/rOr  cos'fl) -dyda/rCr. 

If  £  is  the  radius  of  the  shaft,  /  the  surface  stress,  and  V 
the  surface  velocity, 


Therefore  T.-djtfaW', 

and  the  total  vork  transmitted  across  the  aectioa 


~R'  2  ' 


-lift' -550X1000, 


and    A -1.87  ins. 

21,  Thick  C^indere. — If  the  thickness  of  the  cylinder-ehell  is 
large  as'  compared  with  the  radius,  it  cannot  be  assumed  that  the 
stress  is  tmiformly  distributed  over  this  thickness.  As  in  the  case  of 
thin  cylinders,  however,  it  will  be  assumed — 

(o)  that  the  metal  is  homogeneous  and  free  from  initial  strain; 

(b)  that  the  pressures  are  uniformly  distributed  over  the  internal 
and  external  surfaces. 

It  will  also  be  assumed — 

(c)  that  the  cylinder-ends  are  free; 

(d)  that  the  annulus  forming  the  section  of  the  cylinder  is  cwn- 
posed  of  an  infinite  number  of  concentric  rings. 

Under  these  conditions  tiie  straining  of  the  cylinder  cannot  affect 
its  cylindrical  fonn.  Hence  right  sections  of  the  cylinder  in  the 
unstrained  state  remain  planes  after  the  straining,  so  that  the 
longitudinal  strain,  i.e.,  the  strain  in  the  direction  of  the  cylinder's 
length,  is  the  same  at  every  point. 
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Consider  an  elementary  ring  bounded  by  the  radii  r  and  r+dr. 

At  any  point  of  this  ring, 

Let  q  be  the  normal  (i.e.,  radial)  stress; 

/  be  the  hoop  stress,  i.e.,  the  stress  tangential  to  the  ring; 

s  be  the  stress  at  right  angles  to  the  plane  of  the  ring; 

a,  ^,  fbe  the  corresponding  strains; 

E,  oE  be  coefficients  of  direct  and  lateral  elasticity; 

qa,  /o  and  Qi,  /■  be  the  values  of  q  and  /  at  the  outer  and  inner 
surfaces  of  the  cylinder  respectively. 

Then,  since  q,  f,  and  s  are  principal  stresses, 

q     f+8  f     8+q         ,  s     f+q  .,. 

But  X  is  constant.  Also,  since  the  ends  are  free,  the  total  longitu- 
dinal pressure  on  a  transverse  section  is  nU,  and  hence  it  may  be 
inferred  that  s  is  zero  at  every  point.    Adopting  this  value  of  s, 

f+q^tk  constant-c. 

The  radial  stress  q  diminishes  from  the  inner  to  the  outer  surface 
and  may  be  represented  by  the  ordinates  of  some  curve  qoqqi,  in  which 
Tojo.  ^<  8Jid  ^i9i  define  the  radial  stresses  at  the  outer  surface  of 
radius  vq,  at  the  rachus  r,  and  at  the  inner  surface  of  radius  r..     Then 
^  2xarea  reqgqiri=the  total  resistance  lo  sepa- 

ration   between    tht  two 
halves  of  the  cylinder 

-2({iri-g(tf'o), 
area  ro^ojiri  -giri  -?(»r«. 
F,Q.378.  So,        arear3?iri=3iri-?r=-^/dr, 

the  sign  beii^  negative  as  /  and  q  are  opposite  kinds  of  stresses,  i.e., 
one  is  a  tension  and  the  other  a  pressure. 

Therefore  |:(9^)=/ f2) 

Take  fJ-^+^-^^B+C   ...;...     (3) 
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<u.d  5./±2-tS.B_e. (4) 

The  two  principal  stresses  /  and  q  may  now  be  regarded  as  aya- 
sisting  of  a  pair  of  equal  stresses  of  the  same  kind  and  of  intensity- 

B  {  ■^■^1 1  and  a  pair  of  equal  stresses  of  opposite  kind  and  of  intensity 

First.  Assume  that  only  the  stresses  ±C  are  acting  and  thab 
therefore 

D_n 

2 

d 

da 

and  therefore  qr^=&  constant— A. 

Thus  cJ^^-q^-^ (5) 

Second.  Assume  that  only  the  stresses  B  are  acting  and  that  there- 
fore 

C  =  0=^,    or    f  =  q. 
Then  f^q=^(qr)=q+t^ 


Therefore  g^a  constant  •^j—B. (6> 

Third.  Assuming  now  that  the  two  pairs  of  stresses  act  together 
and  superposing  the  results  just  obtained, 

f-B-^ P) 
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and  9-B+j.     .    .    . 

But  g— 5o  when  r=ro,  and  5=51  when  r=ri. 

*  A  A 

Therefore  ?o  =  B  +  -;2    and    gi-B  +  — 5, 

from  which  it  follows  that 


Hence 


and 


ro^-ri" 


When          r=ri,    /=/i;    and  when    r=ro,    /=/o. 
Therefore         h  = 5 5 


and 


go(ro='+ri=')-29iri' 


Eqs.  (11)  are  employed  in  the  design  of  gun-barrels. 
Again,  take  go=0.    Then 


and 


Therefore 


/.--?.: 


2r,s 
A_r„=+r,> 


(8) 


.     (9) 
,   (10) 


.  (11) 


(12) 


Eqs.  (12)  are  used  in  the  design  of  the  cylinders  for  hydraulic 

presses,  accumulatorB,  etc.    Also,  since  91  = -/i  ""a'T-i,  gi    must 

always  be  less  than  /i  whatever  the  thickness  of  the  cylinder  may  be, 
and  if  /i  is  the  safe  working  stress  of  the  materia],  gi  is  the  maximum 
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intenaty  of  pressure  to  which  the  cylinder  can  be  Bubjected.    This 
result  is,  of  course,  based  on  the  assumption  that  qo=0. 
By  eq.  (10),  since  /=/i  when  r=ri,  ther 

,      gtf-o'-giri'     (gi-qoW    2gor(r'-gi(rig+rtf') 


n!   /i+g-2go   h+q 
r^'    h-q    "h-q" 


approxunately,  if  ^g  is  small. 


V.^\f^q^'\'^T) 


V^2  I     8  p/V^2  f^Sp) 

o     1  o2 
=  1  +  T  +  2  n,  approximately. 


thickness  of  cylinder    q  /,     1  ? 


S=l(i4i).  .    .    :   .    (13) 


The  result  given  byeq.  (13)  may  be  used  as  a  second  approxima- 
tion for  the  thickness,  a  first  approximation  being  that  given  by  eq.{l) 
in  Chap.  IV,  Art.  8. 

Ex.  16.  The  b€tirel  of  a  yu«  is  made  up  of  three  ringi  A,  B,  C,  the  bore  of 
the  gun  and  the  diameiera  of  the  rings  being  in  the  ratio  of  2:4:5:6.     The  ring 
B  18  shrunk  upon  A,  and  the  ring  C  upon  B,  the  resulting  pressures  at  the  surfaces 
of  contact  being  4  tons/sq.  in.    Ij  the  firing  of  the  gun  produces  an  internal  pres- 
sure of  20  tana/sq.  in.,  find  the  stresses  induced  in  the  gun. 
Let  ri,  n,   r,,   r,  be  the  radii  of  the  four  surfaces; 
qi,  qi,  gi,  q*  "     "    radial  stresaea  at        " 
hi   /'•    /'i   /*    "     "   hoop  stresses   "        "        before  firing; 
F,,F,,F,,Fi"     "      "  ••         "        "        after      " 

Before  firing.     For  ring  A,  gi  -0,  ^-4  t./sq,  in.    Therefore 

fi"— ;-— t/sq.m.   and   f,-i-^ — -j=— t/sq.in. 
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For  ring  B,  qt  —4  t/sq.  in.  — i^.    Therefore 


For  ring  C,qt-  i  t./aq.  in.,  ji-O.    Therefore 
,  .u'+r,'        244_      .  .     ,  St.'  200_      . 

ji/ter  firing.    Let  P  be  the  pressure  per  square  inch  at  the  surface  between 
A  and  B. 

Let  Q  be  the  pressure  per  square  iQ(^h  at  the  surface  between  B  aad  C. 
For  ring  A,  g,  -20,  51  -P.     Therefore 

j,^.2fr,--2Ofr.-tr,-)_8p_10g  „/ j,..5p_40 


Fig.  379.— Initial  Stresses  in  Metal  before  Firing. 
For  ring  B,  gi~P,  ^~Q.    Therefore 


0(r.*+r^')-2Pr,'    41       32 
Asauming  that  the  Fi  for  ring  A  is  equal  to  the  Ft  for  ring  B,  then 


r  28P~-25Q-60. 

For  ring  C,  qi—Q  and  jt— 0.    Therefore 
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AasumiDg  th&t  the  A  for  ring  B  is  equal  to  the  Pt  tot  ring  C,  then 

lOOOQ  -352  P, 
r  Q  -.352  P. 


Fio.  380.— Stresee  Induced  by  Firing.  Fio.  381.— Combined  Strenes. 

But28P-25Q-60. 

Therefore  P-3t  t/sq.  in.    and    Q-1.1  t/sq.  in. 

Hence  the  stresses  after  firing  are 

f ,  -  - 25  t/aq.  in.,     Fi -  -SJ  t/sq.  in,, 

f,  -  -6.1  t/aq.  in.,    F,  -  -5  t/sq,  in., 

and  the  total  resultant  stresses  are 

f,+F,-V~25~-Ui  t/sq.  in., 

/.+F,-V-8i  -  -U  t/sq.  in., 

/,+F,--V.*-6.1  -  -28,',V  t/sq.  in., 

/*+f.-  -W-S Vi*  t/aq.  in. 

figs.  379,  380,  and  381  represent  respectively  the  stresses  in  the 
material  of  iba  gun  developed  be/ore  firing,  by  firing,  and  these  stresses 
.ccHnlnned. 
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EXAMPLES. 
I.  The  principal  stresses  on  two  planes  aa'  and  bi/,  at  a  point  0,  are  thrusts 
of  94  &nd  26  lt».  per  aquare  inch.    Find  the  kind,  intensity,  and  obliquity 
of  the  stresses  on  a  third  plane  inclined  at  65°  to  aa'  and  bl/. 

Ans.  46.2  lbs.  (thrust);    34°  IV. 
a.  At  a  point  within  a  strained  solid  the  stress  on  one  plane  is  a  tension 
of  120  Iba.  per  square  inch  with  an  obliquity  of  30°,  and  on  a  second  plane 
a  corapresaion  of  60  lbs.  with  an  obliquity  of  60°. 

Find  (1)  the  principal  stresses;  (2)  the  planes  of  principal  stress;  (3)  the 
plane  on  which  the  stress  is  wholly  tangential. 

Am.  (1)  A  tension  of  127.75  lbs.  and  a  thrust  of  47.11  Ibs./aq.  m.; 
(2)  r-21°40';  (3)   r'31°  16' and  8tre8s-77.376  Iba./sq.  in. 

3.  At  a  point  within  a  solid  there  is  on  some  one  plane  a  thrust  of  SUO  lbs. 
per  square  inch  of  obliquity  15°,  and  on  another  a  thrust  of  80  lbs.  per 
square  inch  of  obUquity  30°.  Find  the  principal  stresses  at  that  point, 
the  poKtion  of  the  axis  of  greatest  principal  stress  relative  to  the  first  plane, 
and  the  inclination  of  the  two  planes  to  each  other. 

Ans.  213.028  and  58.152  Ibs./sq.  in. 

4.  At  a  point  within  a  strained  solid  the  stresses  on  two  planes  at  right 
angles  to  each  other  are  a  thrust  of  30'\/2  lbs.  and  a  tension  of  60  lbs.  per  square 
inch,  the  obUquities  being  45°  and  30°  respectively.  Determine  (a)  the  principal 
stresses ;  (6)  the  ellipse  of  stress ;  (c)  the  intensity  of  stress  upon  a  plane  inclined 
at  60°  to  the  major  axis. 

Ans.  (a)  A  tension  of  61.76  lbs.  and  a  thrust  of  39.80  lbs.; 
(c)  A  thrust  of  67.06  lbs. 

5.  At  a  point  in  a  plane  the  stress  on  one  plane  is  a  thrust  of  150  lbs.  per 
square  inch  with  an  obliquity  of  15°,  and  on  another  plane  the  stress  is  a  thrust 
of  90  lbs.  with  an  obliquity  of  30°.  Find  the  principal  stresses,  the  portion 
of  the  axis  of  greater  principal  stress  relatively  to  the  first  plane,  and  the 
indinations  of  the  two  planes  to  each  other. 

6.  At  a  point  within  a  strained  solid  there  are  two  conjugate  stresses,  viz., 
a  tension  of  200  lbs.  and  a  thrust  of  150  lbs.  per  square  inch,  the  common 
obliquity  being  30°.  Find  (a)  the  principal  stresses;  (6)  the  maximum  shear 
and  the  direction  and  magnitude  of  the  corresponding  resultant  stress;  (c) 
the  resultant  stress  upon  a  plane  inclined  at  30°  to  the  axis  of  greatest  principal 

Am.  (a)  A  tension  of  204.65  lbs.  and  a  thrust  of  146.95  lbs.  per  square  inch; 

(b)  175.8  ibs.  per  square  inch.;    177,95  lbs.  in  a  direction  making  an 

angle  of  9°  20'  with  the  axis  of  greatest  principal  stress; 

(c)  163,3  lbs.  per  square  inch. 

7.  FVom  external  conditions  the  stresses  on  two  planes  at  a  point  in  a 
soUd  are  thrusts  of  54  and  30  Iba.  per  square  inch  and  are  inchoed  at  10°  and 
26°  respectively  to  the  normal  of  these  planes.  Find  the  principal  stresses 
at  the  point,  the  position  of  the  axis  of  greatest  principal  stress  relatively 
to  the  first  plane,  and  the  inchnation  of  the  two  planes  to  each  other. 

Ans.  55.93  and  20.97  Ibs./sq,  in.;   16°  17i';  65°  33'. 
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8.  At  a  point  within  a  strained  solid  the  stress  on  one  plane  is  a  tension  of 
60  lbs.  .per  square  inch  with  an  obliquity  of  30°,  and  upon  a  second  plane  is 
a  compression  of  150  lbs.  per  square  inch  with  an  obliquity  of  45°.  Find 
(a)  the  principal  stresses;  (b)  the  angle  between  the  two  planes;  (c)  the  plane 
upon  which  the  resultant  stress  is  a  shear,  and  the  amount  of  the  shear. 

Ans.  (a)  pi-i79.98  lbs.  (comp.),   p,--46.12  lbs.  (tens.); 
(6)  61°  31'; 
(c)  91.11  lbs.;    r-26°51'. 

9.  The  principal  stresses  at  a  point  in  a  strained  solid  are  a  tension  of  300 
lbs.  and  a  thrust  of  160  Ibe.  Find  the  resultant  stresses  on  a  plane  making  an 
an^e  of  30°  with  the  plane  of  principal  stresses.  Also  find  the  plane  upon 
wUch  the  stress  is  wholly  a  shear,  and  determine  the  intensity  of  this  shear. 

Ans.  272  Iba./sq.  in.;   36°  V;  219  Ibe./sq.  in. 

10.  The  total  stress  at  a  point  0  upon  a  plane  AB  is  60  lbs.  per  square 
inch,  and  its  obhquity  is  30°;  the  normal  component  upon  a  plane  CD  at  the 
point  0  is  40  lbs.  per  square  inch;  CD  is  perpendicular  to  AB.  Find  (a)  the 
total  stress  upon  CD,  and  also  its  obliquity;  {fi)  the  principal  stresses  at  0; 
(e)  the  equal  conjugate  stresses  at  0. 

Ant.  (a)  tan-'Ci);  50  lbs.; 

(b)  76.57  lbs.  and  15.39  lbs.; 

(e)  34.32  lbs.;    obliquity -41°  42'. 

11.  At  a  point  in  a  strained  body  the  stresses  area  t«nsion  of  255  lbs.  and 
171  lbs.  per  square  inch.  Find  the  stress  on  a  plane  inclined  at  27°  to  the 
plane  of  principal  stress,  and  its  obliquity.  Ans.  240  Ibs./sq.  in.;  8°  8'. 

II.  The  principal  stresses  at  a  point  in  a.  strained  mass  are  a  tension  of 
300  lbs.  and  a  thrust  of  160  lbs,  per  square  inch.  Find  (o)  the  obliquity  and 
intensity  of  stress  on  the  plane  at  30°  to  the  plane  of  greatest  stress;  (b)  the 
intensity  of  the  tangential  stress  on  the  plane  upon  which  that  stress  is  greatest; 
(c)  the  angle  to  the  plane  of  greatest  stress  of  the  piano  upon  which  the  stress 
is  entirely  a  shear.     Also  find  the  intensity  of  the  shear. 

Ans.  (a)  47°  7',  272  lbs. ;  (6)  230  lbs. ;  (c)  53°  52',  219  lbs. 

13.  If  the  principles  of  the  ellipse  of  stress  are  applicable  within  a  mass 
of  earth,  and  if  at  any  point  of  the  mass  the  stress  upon  a  plane  is  double 
its  conjugate  stress,  the  angle  between  the  two  stresses  being  20°  28',  show 
that  the  angle  of  repose  of  the  earth  is  27°  58'. 

14-  At  a  point  in  a  struned  solid  the  intensity  of  shear  on  two  planes  at 
right  angles  is  24  lbs.;  the  obliquity  of  the  resultant  stress  on  one  plane 
ia  Bin~'-8,  and  of  the  resultant  stress  on  the  other  plane  i8sin~'-6.  Rnd 
(a)  the  magnitudes  of  the  two  forces.  Also  find  (6)  the  stress  upon  a  plane 
bisecting  the  two  planes  in  question;    (c)  the  principal  stresses  at  the  point. 

Ans.  (a)  40  lbs.,  30  lbs.;  (6)  49.5  lbs. 
15.  At  a  point  within  a  solid  there  is  a  pair  of  conjugate  stresses  of  30  and 
40  lbs.  per  square  inch.     Their  common  obhquity  is  10°.     Find  the  principal 
stresses  and  the  angle  which  the  normal  to  the  plane  of  conjugate  stresses 
makes  with  the  plane  of  principal  stresses. 

Ana.  431  and  27i  Ibs./sq.  in.;  30°  20'. 
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iti.  At  a  point  within  a  strained  aolid  the  etress  on  one  plane  ia  a  tension 
of  100  Ibe.  per  square  inch  with  an  obhquity  of  30°,  and  on  a  second  plane 
B  compreBsioa  of  50  lbs.  with  an  obUquity  of  60°.  Find  (a)  the  angle  between 
the  planes;  (b)  the  phuie  upon  which  the  stress  is  whoUy  a  shear;  (c)  the 
planes  of  principal  stress;  aJso  (d)  find  the  conjugate  stresses  which  have  a 
coounon  obliquity  of  45°. 

Ans.  (a)  50°  5';    (6)  64.6  lbs.;  r-31°  16'; 

(c)  pi -106.46  (tens.),  p,= -39.26  (compr.); 
(rf)  92.63  lbs.  (tens.),  45.11  lbs.  (compr.). 
17-  At  a  point  within  a  strained  mass  the  principal  abreases  at  a  given 
point  are  in  the  ratio  of  3  to  I.     Find  the  ratio  of  the  conjugate  stresses  at 
the  same  point  having  the  common    obliquity  30°,    Also  find  the  inclination 
of  the  axis  of  greatest  principal  stress  to  the  horizontal. 

Ans.  Equal;  60°. 
i8.  A  bar  of  iron  is  at  the  same  time  under  a  direct  tensile  stress  of  5000 
lbs.  per  square    inch   and   a  shearing  stress   of  3500   Iba.  per   square   inch. 
What  would  be  the  resultant  equivalent  tensile  stress  on  the  material? 

Ans.  6801  lbs. 
rg.  Taking    the  safe  tensile  stress  of  wrou^t  iron  to  be  5  tons  per  square 
inch,  determine  whether  it  would  be  safe  to  subject  a  piece  of  wrought  iron 
to  a  tenale  stress  of  3.92  tons  per  square  inch  ti^ther  with  a  shear  stress 
of  3.36  tons  per  square  inch.       Ans.  Unsafe,  since  max.  stress  —5.85  tana. 

30.  At  a  point  in  a  solid  there  is  a  teoule  stress  of  6  tons/sq.  in.  and  a 
shear  stress  of  4  tons/sq.  in.    Find  the  prindpal  stresses. 

Ans.  Sand  —2  tons/sq.  in. 
ai.  The  principal  stress  at  a  point  in  a  plane  section  of  a  strained  solid 
is  /  tons.     If  the  shear  and  normal  (tensile  or  compressive)  stresses  at  the 
same  point  are  equal,  find  their  values.  Ana.  .618/. 

32.  The  sheanng  stress  at  a  point  in  a  section  of  a  strained  mass  is  4  tons. 
Find  the  normal  stress  (tenMie  or  compressive)  at  the  same  point  if  the  max. 
principal  stress  is  not  to  exceed  6  tons.  Ana.  3^  tons. 

33.  At  a  point  in  a  plane  section  of  a  strained  mass  there  is  a  shear  stress 
q  and  a  normal  stress  p  equal  to  one  half  of  the  max.  principal  stress  at  the 
same  point.    Show  that  g-^pv^ 

34.  A  round  shaft  is  in  torsion,  and  the  shear  stress  produced  across  the 
section  near  the  circumference  is  8000  lbs.  per  square  inch.  At  the  same  sec- 
tion the  shaft  is  subjected  to  bending,  and  a  compressive  stress  of  6000  lbs. 
per  square  inch  is  produced.  What  is  the  greatest  compressive  stress  in 
the  material  there?  Ans.  11,544  lbs. 

3s.  Taking  6500  tons/sq.  in.  as  the  modulus  of  rigidity  (G)  for  steel,  find 
the  deflection  due  to  shearing  of  a  2"X2"  steel  bar,  fixed  at  one  end  and  loaded 
at  the  other  with  a  weight  of  2  tons,  the  length  of  the  bar  being  10  ins. 

AnB.  1. 

i6.  The  crank-shaft  of  an  engine  is  5  in.  in  diameter;  the  distance  from 
the  centre  of  the  bearing  to  the  point  opposite  the  centre  of  the  crank-pin, 
AB  in  Kg.  341,  is  12  ins.;  the  half-stroke  AC  in  figure  is  16  ins.,  and  the 
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pressure  applied  to  tbe  crank-pin  in  the  direction  of  BC  a  5000  lbs.  Find 
the  greatest  intensity  of  thrust;  tenaon  and  shearing  stress;  and  the  angle  9 
made  by  the  line  of  principal  stress  with  tiie  axis  of  the  shaft. 

Atk.  6530lb8.;  4080 lbs;  27". 
37.  In  an  overtianging  crank  the  crank  radius  is  16  ins.  and  the  distance  be- 
tween the  centre  of  the  crank-pin  and  the  centre  of  the  near  crank-shaft  bearing 
is  12  ins.  When  the  connecting-rod  is  at  right  angles  to  the  crank  the  thrust 
along  the  rod  is  SOOO  lbs.  Estimate  the  greatest  ten^le  and  shearing  stresses 
which  may  occur  in  the  crank-shaft,  tbe  diameter  of  the  crank-ehaft  being 


38.  A  [ffopeller-shaft  8  in.  in  diameter  is  subjected  to  a  thrust  of  100  tons 
uniformly  distributed  over  its  two  ends,  and  a  twisting  moment  of  30  foot- 
tons,    tind  the  greatest  intensity  of  thrust  and  shearing  stress. 

ag.  A  model  for  illustrating  shear  consists  of  a  frame  of  four  equal  bars, 
each  16  in.  in  length,  pivoted  at  the  ends  and  connected  at  diagonally  oppoute 
comers  by  springs.  With  one  side  fixed  and  the  opposite  ude  subjected  to 
stress  in  the  direction  of  its  length  the  following  observations  were  obtained : 

ExtnuioD  of  1st  Dtaaonkl 
Load  in  Poonda.  Horanuot  of  Sid*.  and  ConDnnion  of  Sd 


Deduce  the  modulus  «?)  for  this  frame,  and  show  that  the  lon^tudinal 
strain  is  one  half  the  shear  strun. 

30.  A  wall  12  ft.  high  and  3  ft.  thick  weighs  120  lbs.  per  cubic  foot.  It 
is  buHt  in  earth  weighing  100  llw.  per  cubic  foot  and  having  an  angle  of  repose 
of  30°.  Find  the  depth  of  the  foundation  consistent  with  the  equihbriunn 
of  the  earth. 

31.  A  wall  is  built  up  in  layers,  the  water  face  being  plumb  and  the  rear  stepped. 
If  t  be  the  thickness  of  the  nth  layer  and  y  the  depth  of  water  above  its  lower 
face,  show  that  width  of  layer X thickness  of  layer— \/4A'+6X(2+ffUy*—2X; 
A  being  the  sectional  area  of  the  wall  above  the  layer  in  question,  j  the 
horizontal  distance  between  the  water  face  and  the  line  of  action  of  the 
resultant  weight  above  the  layer,  I  the  layer's  thickness,  and  m  the  ratio  of 
the  specific  weights  of  the  water  and  masonry. 

33.  Assiuning  Rankine's  theory,  find  the  pressure  on  ttie  vertical  face  of 
a  retfuning-wall  30  ft.  high  which  retains  earth  sloping  up  from  tbe  top  at 
the  angle  of  repose,  vis.,  30°. 

(Weight  of  masoiuT— 128  lbs.  per  cubic  foot;  weight  of  earth  — 120  lbs. 
per  cubic  foot.)  Ann.  46,764  lbs. 
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33-  A  wall  8  ft.  hi^  supports  an  embankment  having  a  slope  of  20°,  the 
weight  of  the  material  being  120  lbs.  per  cubic  foot,  and  the* 
angle  of  repose  25°.     Find  tbe  average  intensity  of  the  thrust 


u 


on  the  wall,  the  total  thrust,  the  horizout&l  component  of  thrust, 
and  the  overturning  moment. 

34.  A  wall  retaining  water  on  the  vertioal  face  AB  overhangs 

by  an  amount  DE.     If  BC  -iAB,  and  if  the  deviation  of  the 

Fio.  382.      centre  of  resistance  in  BC  from  the  middle  point  0  is  <  iSC, 

show  that  the  safe    maximum  value  of  DE  is  .nZ25AB,  the  specific  weight 

of  the  wall  being  twice  that  of  the  wat«r. 

35.  A  vertical  retaining-wall  is  strengthened  by  means  of  vertical  rect- 
angular anchor-plates  having  their  upper  and  lower  edges  18  and  22  ft.  respec- 
tively below  the  surface.  Find  the  holding  power  per  foot  of  width,  the  earth 
weighing  130  lbs.  per  cubic  foot  and  having  an  angle  of  repose  of  30°. 

Am.  27,733J,  lbs. 

36.  A  vertical  rectangular  anchor-plate  of  depth  A  ft.  has  its  horizontal 
centre  hne  g  ft.  below  the  ground  surface,  which  is  horizontal.  Find  the 
maximum  holding  power  of  the  plate  per  foot  of  width. 

Ans.  - — -,  ^  being  the  angle  of  repose  of  the  earth  and^w  its  specific 

COS'0 

weight. 

37.  A  ditch  is  6  ft.  deep,  is  cut  in  clay,  and  has  vertical  faces  shored  up 
with  boards.  A  horizontal  strut  is  placed  at  intervals  of  5  ft.,  2  ft.  from  the 
bottom.  Taking  sin  0  —  ,276,  find  the  thrust  on  the  strut  and  also  the  greatest 
thrust  which  may  be  put  on  the  strut  before  the  earth  without  will  heave  up. 

Ans.  6120  lbs.;   18,825  lbs. 

38.  The  weight  of  a  building  is  5000  tons.  The  area  of  the  concrete  bot- 
tom of  the  foundations  is  2000  square  feet.  At  what  depth  ought  it  to  be 
below  the  level  of  the  soil,  if  tbe  soil  is  such  that  ^  —42°,  and  if  the  soil  weighs 
100  lbfl./eub.  ft.? 

30-  A  wall  of  rectangular  section,  18  ft.  high  and  3  ft.  thick,  weighs  125  lbs. 
per  cubic  foot.  Find  the  maximum  intensity  of  pressure  at  tbe  base  when 
the  wall  retains  (a)  water  level  with  the  top,  (b)  earth  level  with  the  top; 
the  angle  of  repose  in  the  latter  case  being  30°  and  the  earth  weighing  100  lbs. 
per  cubic  foot.  Ans.  (a)  5189  lbs.;  (b)  3491  lbs. 

40.  A  brickwork  pier  18  ins.  square  supports  a  load  of  4  tons;  the  result- 
ant presssure  acts  at  a  distance  of  4  ins.  from  the  centre  of  the  pier.  Cal- 
culate the  maximum  and  minimum  stresses  in  the  brickwork. 

Ans.  4.15  tons/sq.  ft.  in  comp.;  .59  ton/sq.  ft.  in  tension. 

4i:.  The  total  vertical  pressure  on  a  horizontal  section  of  a  wall  of  masonry 
is  100  tons  per  foot  length  of  wall.  The  thickness  of  the  wall  is  4  ft.,  and  the 
centre  of  stress  is  6  ins.  from  the  centre  of  thickness  of  the  wall.  Determine 
tbe  intensity  of  stress  at  the  opposite  edges  of  the  horizontal  joint. 

Ans.  43.75  and  6.25  ton/sq.  ft. 
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41.  The  slope  of  &  cutting  is  1  in  1}.  The  earth  veighs  120  lbs.  per  cubic 
foot  and  has  aa  angle  of  repoae  of  36°.  Find  the  average  intensity  of  pres- 
sure on  a  vertical  plane  extending  3  ft.  below  the  ground  surface.  Also  find 
the  total  pressure  on  the  vertical  plane  and  the  overturning  moment  at  the 
foot  of  the  plane.  Ans.  93.191  Iba.;  279.673  lbs.;  223.633  ft.-lba. 

43-  A  wail  20  ft.  high  and  6  ft.  thick  retains  earth  on  one  side  level  with 
the  top,  and  on  the  other  the  earth  rises  up  the  wall  at  its  natural  slope,  via., 
45°,  to  the  height  of  5  ft.    Wilt  the  wall  stand  or  fall? 

(Weight  of  masonry  per  cubic  foot  — 130  lbs.;    of  earth  — 120  lbs.) 

Find  the  locus  of  the  centres  of  pressure  of  successive  layers. 

Ans.  Overturning  moment —4128  ft.-lbs.;  moment  of  stability ~93G009 + 
750(V  ^69)  =-369121  ft.-lba.  if  5  "|.     The  wail  is  stable. 

44.  A  wall  12  ft.  high,  2  ft.  wide  at  the  top  and  3  ft.  wide  at  the  bottom, 
is  constructed  of  masonry  weighing  120  lbs.  per  cubic  foot.  The  overturn- 
ing force  on  the  rear  face  of  the  wall,  which  is  plumb,  is  a  horizontal  force  P 
acting  at  4  ft.  from  the  base.  Find  P  so  that  the  deviation  of  the  centre  of 
pressure  in  the  base  may  not  exceed  i  ft.  The  centre  of  pressure  being  fixed 
at  2  in.  from  the  middle  of  the  base,  show  that  i  of  the  section  may  be  removed 
without  altering  its  stability,  and  find  the  increase  in  the  inchnation  of  the 
resultant   pressure  on  the  base  to  the  vertical  consequent  on  the  removal. 

Ans.  360  lbs.;  tangents  of  angles  are  in  ratio  of  5  to  3. 

45.  A  reservoir  wall  is  4  ft.  wide  at  top,  has  a  front  batter  of  1  in  12, 
a  rear  batter  of  2  in  12,  and  is  constructed  of  masonry  weighing  125  lbs.  per 
cubic  foot;  the  maximum  compression  is  not  to  exceed  I0,526iV  lbs.  per 
square  foot.     Find  the  limiting  height  of  the  wall.  An«.  16  ft. 

46.  A  masonry  pier  12  ft.  high  and  9'X9'  in  section  weighs  125  lbs.  per 
cubic  foot  and  carries  a  platform  hinged  above  its  centre.  The  end  of  the 
platform  3  ft.  from  the  hinge  is  secured  to  the  pier  by  a  bolt  extending  to 
the  bottom  of  the  pier.  At  the  other  end  of  the  platform,  33i  ft.  from  the 
hinge,  a  weight  W  is  placed.  Find  W  so  that  the  deviation  of  the  centre  of 
resistance  at  the  base  of  the  pier  from  the  middle  point  of  the  base  may  not 
exceed  3}  ft.  Ans.  20,250  lbs. 

47-  A  wall  4  ft.  wide  at  the  top,  with  a  front  batter  of  1  in  S  and  a  rear 
batter  of  1  in  12,  b  30  ft.  high.  Will  the  wall  be  stable  or  unstable  (1)  when  it 
retfuns  water  level  with  the  top;  (2)  when  it  retains  earth?  (Weight  of 
maaonry  per  cubic  foot— 125  lbs.;  of  earth -112  lbs.;  angle  of  repose- 30°; 
andq-i.) 

Am.  (1)  Moment    of  weight —  128,863  ft.-lbs.;    overturning  moment 
-281,250  ft. -lbs.,  and  the  wall  is  therefore  unstable. 
(2)  Moment  of  weight  —  148,251  ft.-lbs.;    overturning  moment 
-168,000  ft.-lbs.,  and  wall  is  therefore  unstable, 
48.  A  dock  wall,  plumb  at  the  rear  and  having  a  face  with  a  batter  of  1 
in  24,  is  20  ft.  hi^  and  0  ft.  wide  at  the  base.     Counterforts  are  built  at  inter- 
vals of  12  ft.,  projecting  3  ft.  from  the  rear  and  6  ft.  wide.     Determine  the 
thickness  of  an  equally  stror^  wall  without  counterforts,  with  the  same  face- 
batter  and  also  plumb  in  the  rear. 

If  the  walls  are  founded  in  earth  weighing  112  lbs.  per  square  foot  and 
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hnviog  an  angle  of  repose  of  32°,  find  the  least  depth  of  foundation  in  eadi 
case,  the  masonry  weighing  125  lbs.  per  cubic  foot. 

Am.  10.95ft.;  2.72ft.;  2.71ft, 

49.  Determine  the  limitii^  depths  of  foundation  for  (a)  a  wall  of  rect- 
angular  section  20  ft.  high;  (b)  for  &  wall  of  trapezoidal  section  having  plumb 
rear  and  front  faces  4  and  20  ft  high  respectively.  (An^  of  repose  of  earth 
—30°;   wd^t  of  earth— 112  lbs.  per  cubic  foot;   of  masonry— 140  Ibe.) 

Ana.  (o)  3.22  ft.;   (b)  1.93  ft. 

50.  A  wall  with  one  face  vertical  is  built  up  as  shown  by  the  figure.  If 
w  is  the  epedfic  weight  of  the  wait,  n  the  number  of  sections,  and  /  tiie  max- 
imum str^  in  the  material,  show  that 


n(2a+nx) 


51.  A  wall  of  rectangular  section  20  ft.  high  and  8  ft.  wide  weighs  125 
Ibs./cu.  ft.  and  retains  earth  level  with  the  top  of  the  wall 
and  weighing  100  Ibe./cu.  ft.  The  angle  of  repose  of  the 
earth  m  30°.  Find  the  distance  of  the  centre  of  resistance 
from  the  middle  of  the  base  and  the  maximum  stress  in  the 
material  of  the  wall.  How  will  these  results  be  modified  if 
water  is  substituted  for  the  earth? 
Ana.  21  ft,,  7500  Ibs./sq.  ft.;  lA  ft.,  5470H  Iba./sq.  ft. 
Flo.  383 .  53^  \  (jall  has  a  front  and  a  rear  batter  of  1  in  12,  is  24  ft. 

high,  and  weigbs  125  Ibs./cu.  ft.  The  water  on  one  face  rises  to  the  top  of  the 
wall.  Determine  the  width  of  the  base  (a)  if-  q—i,  (b)  if  the  stress  in  the 
material  is  nowhere  to  exceed  12,000  lb8./sq.  ft.        Ans.  14.3  ft.;    20.4  ft. 

53.  A  wall  of  height  h  has  a  horizontal  base  and  a  top  width  of  a  ft.     The 
rear  and  front  faces  have  batters  of  nb  and  b  respectively.     Show  that 


hb(,n+l)  + 


54.  Find  the  total  pressure  per  foot  of  breadth  agunst  a  retaining-wall 
12  ft.  deep,  when  loose  earth,  weighing  120  lbs.  per  cubic  foot,  presses  against 
it,  the  top  layer  being  horizontal  and  of  the  same  height  as  tiie  wall.  Also 
calculate  the  overturning  moment. 

55-  The  front  face  of  a  wall  is  plumb,  and  the  rear  face,  which  retains  water 
level  with  the  top  of  the  wall,  has  a  batter.  The  density  of  the  wall  is  twice 
that  of  the  water.  If  the  width  of  the  base  is  N  times  the  width  of  the  top, 
find  the  deviation  of  the  centre  of  pressure  in  the  base  from  the  middle  of  the 
base,  and  if  this  deviation  ie  i  of  the  thickness  of  the  base,  show  that  the 
height  of  the  wall  is  (AT'  +  l)' times  the  widthof  the  top,  and  find  the  maximum 
intensity  of  pressure  in  the  base. 

56.  Earth  slopes  up  from  the  top  of  the  vertical  faces  of  a  wall  at  an  angle 
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of  20°.  The  earth  weighs  130  lbs.  per  cubic  foot,  and  has  an  an^  of  repose 
of  30°.  Tiad  the  average  intemdty  of  pressure  aad  the  total  pressure  on  the 
wall.    Also  fijd  the  overtuniing  -moment. 

57.  A  wall  with  a  plumb  rear  face  ia  to  be  30  ft.  hi^  and  4  ft.  wide  at  the 
top;  the  earth  slopes  up  from  the  inner  edge  at  the  angle  of  20°,  30°  being 
the  angle  of  repoee.  Assuming  Rankine's  theory,  determine  the  proper  width 
of  the  base,  the  masonry  weighing  144  lbs.  per  cubic  foot  and  tbe  earth  110 
lbs.  Am.  If  g-i,i-10.94  ft. 

58.  A  wall  6  ft.  wide  at  the  bottom,  plumb  at  the  rear,  and  with  a  front 
batter  of  1  in  12,  retains  water  level  with  tbe  top.  Find  (a)  the  limiting  posi- 
tion of  the  centre  of  [measure  at  the  base  so  that  the  stress  may  be  nowhere 
negative. 

How  (b)  high  may  tbe  wall  be  built  when  subjected  to  this  condition?  (A 
cubic  foot  of  masonry  —125  lbs.) 

Ana.  (a)  12  in.  from  middle  point  of  base;    (6)  height— 8.9  ft. 

59.  A  wall  of  rectangular  section,  weighing  125  Ibe.  per  cubic  foot,  retains 
earth  on  one  side  level  with  tbe  top  of  the  wall.  The  earth  is  laid  in  horizontal 
layers  and  has  an  angle  of^pose  of  25°.  The  height  of  the  wall  is  6  ft.  Find 
the  average  intensity  of  pressure  on  the  wall,  the  total  pressure,  and  the  over- 
turning moment.  Also  find  the  thickness  of  tbe  wall  if  the  centre  of  reeiataDce 
deviates  from  the  middle  point  of  the  base  i  of  the  thickness. 


6o.  Tbe  section  of  a  retaining-wall  is  a  parallelogram,  the  upper  and  lower 
faces  being  horizontal  and  one  of  the  diagonals  being  vertical.  The  wall 
retains  water  level  with  the  top.  If  tbe  thickness  of  the  wall  is  6  feet,  find 
the  height  (1)  so  that  tbe  stress  may  nowhere  exceed  12,000  lbs.  per  square 
foot;  (2)  BO  that  g—i.     (Weight  of  masonry— 125  lbs.  per  cubic  foot.) 

Ans.  (1)  23.02  ft.;  (2)  20.78  ft. 

6i.  A  wall  of  rectangular  section  supports  water  at  one  side  level  with 
the  top.  How  much  of  the  wall  can  be  cut  away  by  a  plane  through  the  toe 
if  the  distance  of  the  centre  of  pressure  at  tbe  base  from  the  toe  is  i  of  the 
width  of  the  base? 

With  the  section  of  the  wall  thus  modified,  show  that  its  height  must  be 
double  the  mdth  of  the  base,  and  also  show  that  the  tangents  of  the  angles 
which  the  resultant  pressures  at  the  base  make  with  the  vertical  are  in  the 
ratio  of  4  to  3.  The  weight  of  tbe  ma«onry  per  cubic  foot  ia  twice  that  of 
the  water.  Ana.  One  quarter  of  the  wall. 

63.  Show  how  to  design  tbe  section  of  a  brick  wall,  25  ft.  in  height  and 
weighing  110  Ibe.  per  cubic  foot,  which  is  to  retain  earth  weighing  100  lbs. 
per  cubic  foot  level  with  the  top  of  the  wall.  The  angle  of  repose  of  the 
earth  behind  the  wall— 30°;  of  the  earth  below  the  wall— 25°.  Resistance 
of  brickwork  to  crushing— 40  tons/sq.  ft.  Factor  of  safety- 8.  Pressure  of 
earth  below  wall  is  not  to  exceed  H  tons/sq.  ft.  Tbe  coefficient  of  friction 
forthebrickwork— .74,  and  factor  of  safety  against  sliding  — 1.2.  Front  batter 
—1  in  12.    The  rear  face  is  vertical. 
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63.  The  front  and  rear  faces  of  a  wall  retaining  water  level  mth  the  top 
have  a  batter  of  1  in  12.  The  height  of  the  wall  ia  12  feet.  Find  the  thick- 
ness of  the  wall  (o)  U  q  is  .25;  (6)  if  the  stress  at  the  base  is  nowhere  to 
exceed  12,000  lbs. /sq.  ft.     (Weight  of  masonry -125  lbs.  per  cubic  foot.) 

Am.  (a)  7.078  ft.;  (6)  5.547  ft. 

64.  A  vertical  rectangular  retaining-wall  of  height  h  has  a  row  of  rect- 
angular counterforts.  The  width  of  a  counterfort  is  equal  to  the  distance 
between  two  consecutive  counterforts.  Find  the  thickness  of  a  rectangular 
wall  giving  the  same  moment  of  stability.  If  Vx  is  the  volume  of  the  counter- 
forted  wall,  Vi  the  volume  of  the  equivalent  uniform  wall,  and  Vi  the  differ- 
ence between  the  volumes  of  the  portions  of  the  wall  with  and  without  counter- 
forts, show  that  V,^-Vi'-V,\ 

65.  ABCD  is  the  section  of  a  masonry  wall  retaining  water  level  with 
the  top  and  weighing  125  lbs.  per  cubic  foot.  The  water  face  BC  is  vertical 
and  40  ft.  in  height,  the  base  CD  horizontal  and  twice  the  width  of  the 
horizontal  upper  face  AB,  and  the  rear  of  the  wall  slopes  uniformly  from 
A  to  B.  Find  the  width  of  the  base  bo  that  the  stress  in  no  part  can  exceed 
10,000  lbs.  per  square  foot. 

What  must  the  value  of  9  so  that  the  triangular  portion  of  masonry 
ABD  may  be  removed  without  altering  the  stability  of  the  wall? 

66.  The  upper  half  of  the  section  of  a  masonry  wall  is  a  rectangle  4  ft. 
wide,  and  the  lower  half  a  rectangle  6  ft.  wide,  one  face  being  plumb.  Find 
the  height  of  the  wall  so  that  the  stress  on  the  base  may  nowhere  exceed 
10,000  lbs.  per  square  foot  when  the  wall  retains  water  (a)  on  the  plumb 
face;  (b)  on  the  stepped  face.     (Masonry  wei^  125  lbs.  per  cubic  foot.) 

Ana.  (o)  13.08  ft.;  {b)  12.2ft. 

67.  A  masonry  dam  A  ft.  high  is  a  right-angled  trian^e  ABC  in  eection, 
and  retains  water  on  the  vertical  face  AB.     Show  that  the  thickness  /  of  the 

base  BC  is  pven  by  t'  —  r-r^ — —,  at  being  the  deviation  of  the  centre  of 

5(eg  +  l) 
pressure  in  the  base  from  the  middle  point. 

Also  show  that  the  thickness  will  be  pven  by  '"liTflrzn  '^  ^^  ^°*^^ 
upon  which  the  waU  is  built  is  seamy,  and  if  it  is  assumed  that  the  commu- 
nication between  the  water  in  the  seams  and  that  in  the  reservoir  produces 
an  upward  pressure  upon  the  base  BC,  varying  uniformly  from  that  equiva- 
lent to  the  head  at  S  to  nii  at  C.  If  5— i,  show  that,  in  order  that  the  wall 
may  slide,  the  coefficient  of  friction  must  be  less  than  67  per  cent  in  the  first 
and  81  per  cent  in  the  second  case.  (Weight  of  a  cubic  foot  of  masonry  °> 
2JX  weight  of  cubic  foot  of  water.) 

68.  A  wall  30  ft.  high  is  of  triangular  section  ABC,  the  face  AB  being 
plumb,  and  water  being  retuned  on  the  ffide  AC  level  with  the  top  of  the 
wall;  the  masonry  weighs  125  lbs.  per  cubic  foot,  find  the  thickness  of 
the  base  BC  {a)  when  q—i;  (6)  when  stress  in  masonry  is  not  to  exceed 
10,000  Ibfl.  per  square  foot;    (c)  when  g-f  and  the  wall  also  retains  earth 
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OQ  the  aide  AB  level  vitb  the  top,  the  uigle  of  repoee  being  30°.    The  weight 
of  the  earth  per  cubio  foot— 144  Ibe. 

An*,  (a)  17.69  ft.;  (6)  19.72  ft.;  (c)  8.52  ft. 

69.  The  faces  of  a  reeervoir  wall  4  ft.  wi<le  at  top  and  40  ft.  high  have 
the  same  batter,  and  water  riaea  on  one  «de  to  within  6  ft.  of  the  top.  Find 
the  width  of  base,  aaauming  (a)  that  the  pressure  on  the  horisontal  base  is 
to  be  nowhere  negative;  (6)  tltat  the  pressure  varies  uniformly  and  at  no 
point  exceeds  5063  lbs.  per  square  foot.  (Weight  of  masonry— 125  lbs.  per 
cubic  foot.)  Ans.  (a)  24.32  ft.;  (b)  30  ft. 

70.  A  wall  of  an  isoscelea  triangular  section  with  a  base  S6  ft.  wide  has 
to  retain  water  level  with  its  top.  How  high  may  such  a  wall  be  built  con~ 
sistent  with  the  condition  that  the  stress  in  the  masonry  is  nowhere  to  exceed 
10,546i  lbs.  per  square  foot?    (We^ht  of  maaonry  per  cubic  foot  — 125  lbs.) 

Ans.  54  ft. 

71.  The  faces  AB,  AC  of  a  wall  are  parabolas  of  equal  parameters  having 
their  vertices  at  B  and  C;  water  rises  on  one  side  to  the  top  of  the  wall. 
Determine  the  thidcness  of  the  horizontal  base  BC,  (a)  for  a  wall  50  ft.  high; 
(6)  fqr  a  wall  100  ft,  high,  80  that  ttie  pressure  on  the  base  may  at  no  point 
exceed  10,000  lbs.  per  square  foot.  Also  (c)  compare  the  volume  of  such 
wall  with  the  volume  of  an  equally  strong  wall  of  the  same  height,  but  with 
a  section  in  the  form  of  an  isosceles  triangb  with  its  vertex  at  A.  (Weight 
of  masonry  — 125  lbs.  per  cubic  foot.) 

Ana.  (a)  32.44ft.;  (6)  90.35ft.;  (c)  Incase  (a)  r»tio-7:VlH; 
"  (6)  "  -v'l36:2I. 
71.  The  section  of  a  wall  48j  ft.  high  and  weighing  125  tbs./cu.  ft.  is  a 
paralmla  with  the  vertex  at  the  highest  point.  The  wall  retina  water  on 
one  side  level  with  the  top,  and  the  stress  is  nowhere  to  exceed  10,000  Ibs./aq. 
ft.  Fiad  the  width  of  the  base,  which  is  horizontal.  Find  the  width  of  a 
wall  of  rectangular  section  and  of  the  same  height  which  might  I>e  substituted 
for  tbe  above,  and  compare  ttie  volumes  of  the  two  walla.     - 

An*.  31t  ft.;    39.04  ft.;   .53. 

73.  How  will  the  results  in  tbe  preceding  example  be  modified  if  the  walls 
arc  each  64  ft.  in  height?  An*.  54.58  ft.;  92.1  ft.;  .4. 

74.  The  section  ABCD  of  a  retaining-wall  for  a  reservoir  haa  a  vertical 
face  BC  and  a  parabolic  water-face  AD,  with  the  vertex  at  D.  The  w'dth  of 
the  base  DC-iXwidth  of  the  top  AB.  If  A£-6  ft.,  find  the  height  of  the 
wall,  and  trace  the  curves  of  resistance  (a)  when  the  reservoir 
isfuil;  (6)  when  empty.  (Cubicfoot  of  masonry— 2Xcubio 
foot  of  water.) 

An*.  32  ft.  if  q—i,  and  then  max.  comp.  — 8000  lbs.  per 
sq.  ft. 

75.  The  figure  represents  the  section  of  the  upper  portion 
of  a  masonry  dam  which  has  to  retain  water  level  with 
the  top  of  the  dam.  The  face  AC  is  plumb  for  a  depth 
of  73  ft.  The  width  of  the  section  ia  conatant  and  -22} 
ft.  for  a  depth  AB-4Q  ft.  Fw.  3^. 

Find  tbe  maximum  atress  in    the   masonry  at  the  horizontal  bed  BF. 
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With  the  Bame  maximuin  atreas  show  that  the  width  of  the  horisontal  bed 
€G,  FG  being  straight,  is  75.386  ft.     (Masonry  weighs  130  Ibe.  per  cubic  foot.) 
Arts.  14,0491  nh  Ibe.  per  sq.  ft. 

76.  When  a  cylindrical  bar  is  twisted  show  that  it  is  subjected  to  shears 
along  transverse  and  radial  longitudinal  sections,  or  to  tensions  and  com- 
pressions on  heUces  at  45°  to  the  axis. 

77.  Fiad  the  work  done  in  gradually  and  uniformly  compressing  a  body 
«f  volume  Vi  to  the  volume  Vi,  p  being  the  final  intensity  of  pressure  and 
K  the  modulus  of  c(»npreBeion.    Also  show  that  the  intensity  of  stress  is 

p'Vi 
constant  throughout  the  body.  Ana.  ^^• 

78.  A  bar  is  stretched  under  a  force  of  inten^ty  p.  If  the  bar  is  prevented 
from  contracting,  find  the  lateral  stress;  also  find  the  extension. 

,  p       p  a'-J-2 

79.  For  mild  steel,  £- 15,000  and  (3-6000  tona/sq.  in.  Find  K  and 
Poisson's  ratio.  Ans.  10,000;  4. 

80.  For  wrought  iron,  £-10,000  and  (r-57S0  tons/sq.  in.  Find  E  and 
Poiason's  ratio.  Ans.  14,500tons/3q.in.;    W- 

81.  Forcopper,^-  12,000andff-7800tons/sq.  in.  Find  G  and  Ppisson's 
ratio.  Alts.  2802  tons/sq.  in.;    Vi*. 

81.  Taking  the  value  of  the  coefficient  of  elasticity  {E)  and  the  coefficient 
of  rigidity  (G)  to  be  15,000  and  5750  tons  for  steel,  13,950  and  5450  tons  for 
wrought  iron,  and  9500  and  3760  tons  for  cast  iron,  find  the  coefficient  of 
elasticity  of  volume  {K),  and  also  the  values  of  A  and  the  coefficient  of  dilata- 
tion Q),  assuming  the  metals  to  be  isotropic. 

a  K  A  i 

Ans.  Steel 3f  !2777i  ffG  VG 

Wrought  iron 3H  105591  ^^{-G  HO 

Cast  iron 3?  6785J  Vf?  |G 

83.  A  copper  cube  3"x3"x3"is  subjected  to  a  hydrostatic  pressure  of 
4.48  tons/sq.  in.;  find  the  volume  of  the  strained  solid,  K  being  12,000 
tons/sq.  in.  ^ns.  26.99  cubic  inches, 

84.  Ten  cubic  inches  of  wrought  iron  and  10  cubic  inches  of  water  are 
subjected  to  fluid  pressure  of  3  tons  per  square  inch;  find  the  new  volmnes. 
If  the  iron  is  splierical,  what  are  tiie  old  and  new  diameters? 

85.  A  body  is  distorted  without  compression  or  expansion;  find  the  work 
■done.  Am.  J-_/  \N,'+N,'+N,'  +  2(,T,'-i-T,'  +  T,')]dS. 

86.  Find  the  work  required  to  twist  a  hollow  cylinder  of  external  radius 
Jii,  internal  radius  Ri,  and  length  I  throu^  an  angle  a. 

An,.  ,^'(R  •-»,<). 
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8?.  Prove  that  tornoD  ie  equivalent  to  a  shear  at  each  point. 

88.  Shoiv  that  a  simple  elongation  is  equivalent  to  a  cubical  dilation  and 
a  pair  of  shearing  or  distorting  streaaes. 

89.  Find  the  resultant  shearing  stress  at  any  point  in  the  surface  of  the 
transverse  section  of  an  elliptic  cylinder.     (Art.  19,  Case  6.) 

Aiu.  26—  Tj — ',.  p  being  the  perpendicular  from  the  centre  upon  the  tan- 
gent to  the  ellipse  at  the  given  point,  and  2b,  2c  the  major  and  minor  axes. 

go.  A  cylinder  undergoes  torsion  round  its  axis.  Show  that  the  curves 
of  no  tracti&n  are  concentric  circles. 

91.  Rnd  the  least  sectional  area  of  a  rope  which  will  transmit  500  H.P. 
at  100  f/s,  the  max.  working  stress  being  lO/XX)  Ibs./sq.  in. 

Aru.  .55  ins. 
93.  Find  the  min.  diam.  of  a  shaft   which  will  transmit  500  H.P.  at  a 
surface  velocity  of  5    f/s,  the  safe  working  stress  being  10,000   Ibs./sq.  in. 

Am.  3.75  in. 

93.  I'lnd  the  efficiency  of  a  shaft  of  length  I,  and  also  the  greatest  length 
of  shaft  which  will  turn  itself  without  fracture,  p  being  the  coefficient  of  bear- 
mg  friction,  /  the  max.  working  stress,  d  the  diam.,  and  v  the  surface  velocity. 

A,..l-2,f,l 
f     2/ao 

94.  Find  the  law  of  variation  in  the  radius  of  a  shaft  so  that  the  max. 
stress  may  be  the  same  for  each  section  of  the  shaft.  Also  find  the  efficiency 
of  the  shaft.  r,    2      I  -2,^ 

Am.  log. ^Mt;  l-2e        /■ 

T      6        I 

95.  Show  that  the  hoop  (/)  or  radial  (q)  stresses  at  any  radius  r  in  a  thick 
hollow  cylinder  or  sphere  are  connected  by  the  relation 

96.  A  tube  of  wrought  iron,  of  2  ins.  internal  and  4  ins.  external  radius, 
b  subjected  to  an  internal  pressure  of  50,000  Ibs./sq.  in.,  the  pressure  on  the 
outside  being  nit.     I^lnd  the  t«Dsile  stress  in  the  material  at  any  radius  r. 

A^.  ???55?  + 16667. 

97.  Find  the  max.  and  min.  stress  in  the  walls  of  a  thick  cylinder  of  8  ins. 
internal  and  14  in.  external  diam.,  the  inside  fluid  preffiure  being  2000 
lbe./Bq.  in.  An*.  4670  and  1520  Ibs./sq.  in. 

98.  The  cast-iron  cylinder  of  an  hydraulic  press  has  an  external  diameter 
twice  the  internal,  and  is  subjected  to  an  internal  pressure  of  p  tons  per  square 
inch.  Find  the  principal  stresses  at  the  outer  and  inner  circumferences. 
Also,  if  the  pressiure  is  3  tons  per  square  inch,  and  if  the  internal  diameter  is- 
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10  in.,  find  the  work  done  in  stretching  the  cylinder  circumferentially,  E  being 
SOOOtona. 

Am.  At  inner  circumference,  q—p,  a  thrust,  and  /—  —  jp,  a  tension. 
At  outer  circumference,  q—0,  and  /—  — |p,  a  tension. 

Work-126ft.-lbe.  per  square  foot  of  surface. 

99.  The  chamber  of  a  27-ton  breech-loader  has  an  external  diameter  of 
40  ins.  and  an  intemtd  diameter  of  14  ins.  Under  a  powder  pressure  of  IS  tdna 
per  square  inch,  find  the  principal  stresses  at  the  outer  and  inner  circum- 
ferences, and  also  the  work  done;  E  being  13,000  tons. 

Ans.  At  inner,  <;— 18  tons,  compression;  at  outer,  ^  — 0. 

At  inner, /——23fV  tons,  tension;  at  out«r, /  — — 5^  tons,  tension. 
Work— 1 J  ft.-tons  per  sq.  ft.  of  surface, 

100.  What  should  be  the  thickness  of  a  &-in.  cylinder  (a)  which  has  to 
withstand  a  pressure  of  8000  ibs.  per  square  inch,  the  maximum  allowable  ten- 
sile stress  being  24,000  lbs.  per  square  inch;  (b)  which  has  to  withstand  a  pres- 
sure of  6000  lbs.  per  square  inch;  the  maximum  allowable  tensile  stress  being 
10,000  lbs.  per  square  inch?  Arte,  (a)  1.86  in.;  (b)  4J  in. 

loi.  A  tube  of  wrought  iron,  inside  radius  3  ins.,  outside  4  ins.,  outside 
pressure  0,  What  is  the  inside  pressure  required  to  produce  a  maximum 
tensile  stress  of  15,000  lbs.  per  square  inch?  Find  the  fractional  increase 
in  uie  of  the  inwde  radius.  Aru.  4200  Ibs./sq.  in.;  .00161  in. 

loa.  A  tube  of  wrought  iron,  ioude  radius  2  ins.,  outside  3  ins.,  no  pres- 
sure inside;  outside  pressure— 4200  lbs.  per  square  inch  outside.  Find  the 
circular  compressive  stress  at  any  point,  and  also  the  diminution  of  the  outer 
radius.  30240 

Am.  7560+   -  ™;  .00099  in. 

103.  A  metal  cyUnder  of  internal  radius  r  and  external  radius  nr  is  sub- 
jected to  an  internal  pressure  of  p  tons  per  square  inch.     Show  that  the  total 

work  done  in  stretching  the  cyUnder  circumferentially  is  ~p"  T  T  ft.-tons 

per  square  foot  of  surface,  E  being  the  metal's  coefficient  of  elasticity. 

104.  The  metal  of  a  cast-iron  hydraulic  press  of  508  mm.  diameter  is  222  mm, 
thick,  and  has  to  bear  an  internal  pressure  of  402  atmospheres.  Find  the 
maximum  hoop  etress.  Ans,  684£/cm. 

105.  What  must  be  the  thickness  of  the  metal  in  a  cast-iron  hydraulic 
press  of  500  mm.  diameter  which  has  to  bear  an  internal  pressure  of  280  atmos- 
pheres together  with  a  maximum  tension  of  5A/mm.f  Ant.  20.3  cm. 

106.  Aa  hydraulic  press  has  to  raise  a  weight  of  1,162,400ft.  The  inter- 
nal pressure  is  573  atmospheres  and  the  diameter  of  the  cylinder  is  560  mm. 
The  tension  in  the  metal  is  not  to  exceed  700^/cm'.  Find  the  thickness  of 
the  metal.  Ana.  41  cm. 

107.  The  actual  thickness  of  the  metal  in  the  preceding  example  \vaB 
25.4  cm.  What  was  the  maximum  tensile  stress  induced  in  lifting  the  given 
weightT  Ans.  948,5t/cra. 

108.  The  thickness  of  the  metal  in  a  cast4ron  cyhnder  of  108  mm.  diam- 
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etcr  is  35  mm.  Ftnd  the  greftt«st  hoop  stress  in  the  metal  due  to  &  maximum 
internal  pressure  of  2S0i/cm.  Ana.  510)b/cm*. 

109.  In  a  thick  cjrllnder  the  initial  tensile  stress  on  the  outer  skin  and  the 
initial  compressive  stress  on  the  inner  skin  are  each  3  tons/sq.  in.  Find  the 
resultant  stresses  on  the  outside  and  inaide  wlien  the  cyhnder  is  subjected  to 
an  internal  fluid  pmssure  of  4)  tons/sq.  in..  Am.  4.2  and  4.5  tons/sq.  in. 

no.  A  gun  of  12  ins.  internal  and  24  ins.  external  diameter  is  subjected 
to  a  maximum  internal  pressure  of  40,000  lbs.  per  square  inch.  Find  the 
stress  produced  at  r  -6,  9,  and  12  ins.     An*.  66,666;  37,037;  4444  Ibs./sq.  in. 

III.  Pipes  of  a  water-pressure  supply  company  are  to  withstand  a  possible 
pressure  of  1000  lbs.  per  aquare  inch;  they  are  of  6  in.  interoal  diameter. 
What  is  the  outside  diameter,  the  safe  tensile  stress  of  the  metal  being  3000 
lbs.  per  square  inch?  Am.  8.485  ins. 

113.  Assuming  that  the  annulus  forming  the  section  of  a  cylindrical  boiler 
ia  composed  of  a  number  of  infinitely  thin  rings,  show  that  the  pressure  at 

the  circumference  of  a  ring  of  radius  r  is  ,_^_^  per  unit  of  surface,  and  that 

the  circumferential  stress  is  —  + rii'^  and  fi  denoting  arbitrary  constants, 

and  m  being  the, coefficient  of  lateral  contraction.  Find  the  values  of  A  and 
B,  pt  and  pi  being  respectively  the  internal  and  external  pressures. 

113.  Show  that  in  the  case  of  a  spherical  boiler  the  pressure  and  circum- 
ferential stress  are  respectively  -jr~  ""d  —,.+  — ^-— — -^.     Find  A  and  B. 

114.  An  hydraulic  cyhnder  having  an  internal  diameter  of  6  ins.  and  a 
thickness  of  3}  ins.  is  subjected  to  an  internal  pressure  of  2  tons  per  square 
inch.     Draw  a  curve  of  hoop  stress  for  this  cyhnder  to  scale. 

115.  A  cast-iron  water-main  ia  30  ins.  internal  diameter  and  1  in.  thick. 
What  is  the  greatest  head  of  water  which  it  can  safely  stand?  If  the  pipes 
are  wrought  iron,  what  ought  its  thickness  to  be  if  the  working  stress  is  10,000 
lbs.  per  square  inch,  and  if  the  longitudinal  seams  are  60  per  cent  of  the  strength 
of  the  unhurt  plateT 

1 1*.  The  3-in.  plunger  for  the  cast-steel  cylinder  of  an  intensifier  ia  con- 
nected with  a  piston  which  works  in  a  48-in.  cylinder  imder  a  pressure  equiv- 
alent to  a  120-ft.  head  of  water.  Find  the  proper  thickness  of  the  metal 
of  the  intensifier,  allowing  a  maximum  stress  of  20,000  lbs.  per  square  inch. 

Ans.  2.46  in. 

117.  The  barrel  of  a  gun  consists  of  two  rings  A  and  B,  the  bore  of  the  gun 
and  the  diameters  of  the  inner  and  outer  rings  being  in  the  ratio  of  1;2:4. 
The  ring  A  is  shrunk  upon  B,  producing  a  pressure  of  5  tons  per  aquare  inch 
at  the  surface  of  contact.  If  the  firing  of  the  gun  produces  an  internal  prea* 
sure  of  20  tons/sq.  in.,  find  the  stresses  induced  in  the  gun. 

An*.  -19J,  +  1J  tons;    -15,-6  tons. 
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I.  Sliding  Friction. — Friction  is  the  resistance  to  motion  which 
b  always  developed  when  two  substances,  whether  solid,  liquid, 
or  gaseous,  are  pressed  together  and  are  compelled  to  move  the 
one  over  the  other.  If  P  is  the  mutual  pressure,  and  if  F  is  the 
force  which  must  act  tongentially  at  the  point  of  contact  to  pro- 
duce motion,  the  ratio  of  F  to  P  is  called  the  coefficient  of  friction 
and  may  be  denoted  by  /.  The  value  of  /  does  not  depend  upon 
the  nature  of  any  single  substance,  but  upon  the  nature  and  con- 
dition of  the  surfaces  of  contact  of  a  -pair  of  substances.  It  is  not 
the  same,  e.g,,  for  iron  upon  iron  as  for  iron  upon  bronze  or  upon 
wood;  neither  is  it  the  same  when  the  surfaces  are  dry  as  when 
lubricated. 

The  laws  of  friction  as  enunciated  by  Coulomb  are : 

(1)  That  /  is  independent  of  the  velocity  of  rubbing;  (2)  that 
/  is  independent  of  the  extent  of  surfaces  in  contact;  (3)  that  /  de- 
pends only  on  the  nature  of  the  surfaces  in  contact. 

The  friction  between  two  surfaces  at  rest  is  greater  than  when 
they  are  in  motion,  but  a  slight  vibration  is  often  sufficient  to  change 
the  friction  of  rest  to  that  of  motion. 

Morin's  elaborate  friction  experiments  completely  verified  these 
laws  within  certain  limits  of  pressure  (from  \  lb.  to  128  lbs.  per 
square  inch)  and  velocity  (the  maximum  velocity  beii^  10  ft.  per 
second),  and  under  the  conditions  in  which  they  were  made. 

A  few  of  his  more  important  results  are  pven  in  the  following 
table. 

The  apparatus  employed  in  carrying  out  these  experiments 
consisted  of  a  box  which  could  be  loaded  at  pleasure,  and  which 
was  made  to  slide  along  a  horizontal  bed  by  means  of  a  cord 
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UaMrUL 

Wood  on  wood. 

Hetal  on  wood. 

Metal  on  metal 

Metal  and  wood  on] 
ea;^  other  or  eack  > 
onitBclf J 


Coaffieientof  Friettoo. 


D^ 

Dry. 

Wet 

Dry 

Wet 

Slightly  oUy 

Occaeionally  lubricated  ai 
Constantly  lubricated.  . . 


paflsiijg  over  a  pulley  and  canying  a  weight  at  the  end.  The 
contact-aurfaces  of  the  bed  and  box  were  formed  of  the  materials 
to  be  experimented  upon.  The  pull  was  measured  and  recorded 
by  a  spring  dynamometer. 

More  recent  experiments,  however,  have  shown  that  Coulomb's 
laws  camiot  be  regarded  as  universally  applicable,  but  that  /  de- 
pends upon  the  velocity,  the  pressure,  and  the  temperature.  At 
very  low  velocities  Morin's  results  have  been  verified  (Fleeming 
Jenkin).  At  high  velocities  /  rapidly  diminishes  as  the  velocity 
increases.  Franke,  having  carefully  examined  the  results  of  various 
series  of  experiments,  especially  those  of  Poirfe,  Bochet,  and  Ga3ton,  , 
has  suggested  the  formula 

/-/»-"■, 

V  being  the  velocity  and  /o,  a,  coefficients  depending  upon  the  nature 
and  condition  of  the  rubbing  surfaces. 

For  example, 

/o-'.ZO  and  a  — .04  for  cast  iron  on  steel  with  dry  surfaces. 

/o=-.29  and  a  — .02  for  wrought  iron  on  wrought  iron  with  dry 
surfaces. 

/o  — .24  and  a  — .0285  for  wrou^t  iron  on  wrought  iron  with 
slightly  damp  surfaces. 

Ball  has  shown  that  at  very  low  pressures  /  increases  as  the 
pressure  diminishes,  while  Rennie's  experiments  indicate  that  at 
very  high  pressures  /  rapidly  increases  with  the  pressure,  and  this 
is  perhaps  partly  due  to  a  depression,  or  to  an  abrasion  of  the  rubbing 


3,  Inclined  nane. — Let  a  body  of  weight  P  slide  uniformly  up 
an  inclined  plane  under  a  force  Q  inclined  at  an  angle  ^  to 
the  plane. 
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Let  F  be  the  frictioa  resisting  the  motion,  R  the  pressure  on 
the  pUne,  and  a  the  plane's  inclination. 

The  two  equations  of  equilibrium  are 


F^Q  cosjff-PBina 
and  .    R=-Qa\a^+P  cosa. 

F      OcOBjg-FMna 


Therefore 


coefficient  of  friction-/. 


R     -Qsax^+Pcasa 
Let  the  resultant  of  F  and  R  make  an  angle  ^  with  the  normal 
to  the  plane.    Then 


tan  <i>< 


F     Qcoap-P  am  a 
'R~  -Qaia^+Pcosa' 


Q     8in(«+^) 
P^coaOS-^)- 


^  is  called  the  angle  of  friction.  It  has  alao  been  called  the  arigle 
of  repose,  since  a  body  will  remain  at  rest  on  an  inclined  plane  so 
long  as  its  inclination  does  not  exceed  the  an^e  of  friction. 

If  a-0-^,  then  ^  =  tan  ^=/. 

The  work  done  in  travermng  a  distance  a;=Oco3/3a:.  If  Q 
is  VBTiable,  the  work  done  =  J  Q  cos  ^dx. 

3.  Wedge. — The  we(^,  or  key,  is  often  employed  to  connect 
members  of  a  structure,  and  is  generally  driven  into  position  by  the 
blow  of  a  hammer.  It  is  also  employed  to  .  Tp 
force  out  moisture  from  materials  by  induc- 
ing a  pressure  thereon. 

The  figure  represents  a  wedge  descend- 
ing vertically  under  a  continuous  pressure 
P,  thus  producing  a  lateral  motion  in  the 
horizontal  member  C,  which  must  therefore 
exsxt  a  pressure  Q  upon  the  vertical  face  AB, 

The  member  H  is  fixed,  and  it  is    as-  ^^  "^^^ 

sumed  that  the  motion  of  the  machine  is 
uniform,  so    that    the    wedge    and  C   are    in  a  state  of  relative 
equilibrium. 

Let  Ri,  R2  be  the  reactions  at  the  faces  DE,  DF,  respectively, 
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their  directions  making  an  angle  ^,  equal  to  the  an^  of  friction 
with  the  normals  to  the  correfiponding  faces. 

Let  a  be  the  angle  between  DE  and  the  vertical,  a'  the  angle 
between  DF  and  the  vertical. 

Consider  the  wedge,  and  neglect  its  weight,  iriiich  is  usually 
inappreciable  as  compared  witii  P. 

Besolviog  vertically, 

Ri  cos(90°  -  a  +  ^)  +  Ri  008(90"  -^N^) 

-P-fli  ain  (a  +  ^)+i?3ein(a'+^).     (1) 
Resolving  borizcmtally, 

fli  sin  (90P  -a  +  0)  -Ka  sm  (90^ -a' +  ^)  -0, 

or       fliC06Ca  +  ^)='flaC0e(a:'  +  ^) (2) 

Consider  the  member  C,  and  n^ect  ita  weight. 
Resolving  horizontally, 

fiiC08(a  +  ^)=Q=fl2COfl(a'  +  ^).     ....     (3) 

Assuming  the  wedge  isosceles,  as  is  usually  the  case,  a^^a.', 
and  therefore, 

byeq.  (2),  fti-Ba,  and  by  eq.  (1),,  2iei  sin  (a  +  ^)=P.  (4) 
Hence,  by  eqs.  (3)  and  (4), 


Q     cot  (a  +  0)     external  resistance  overcome 
P  2  effort  exerted 


(5) 


{N.B. — This  ratio  of  resistance  to  effort  is  termed  the  mechan- 
ical advantage,  or  purchase,  of  a  machine.) 

Suppose  the  motion  of  the  machine  reversed^  so  that  Q  becomes 
the  effort  and  P  the  resistance. 

The  reactions  Ri,  Rz  now  fall  below  the  normals,  and  the  equar 
tions  of  relative  equilibrium  are  the  same  as  the  above,  with  —  ^ 
substituted  for  if».    Tbaa 

|=icot(a-0) C6J 
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The  two  cases  nmy  be  included  in  the  expression 

|  =  icot(a±^) (7) 

For  a  pven  value  of  P,  Q  increases  with  a. 
If  there  were  no  friction,  ^  would  be  zero,  and  eq.  (7)  would 
become 

Q     cot  a 

P        2~- 

Thus  the  effect  of  friction  may  be  allowed  for  by  assuming 
the  wedge  frictionless,  but  with  an  angle  increased  by  20  in  the 
first  case,  and  diminished  by  20  in  the  second  case. 
Again,  when  P  is  the  effort  and  Q  the  resistance,  eq.  (5)  shows 

that  if  a  +  0>9O°,  the  ratio  -5  is  negative,  which  is  impossible, 

while  if  a  +  <f>=9(y,  -5  is  zero,  and  in  order  to  overcome  Q,  how- 
ever small  it  might  be,  P  would  require  to  be  infinitely  great.    Hence 

a  +  0mustbe  <90*, 

and  below  this  limit  -p  diminishes  as  0  increases. 

Similarly,  it  may  be  shown  from  eq.  (7)  that  when  Q  is  the  effort 
and  P  the  re«stance, 

0  must  be  <a, 

and  that  below  this  limit  p  increases  with  0. 

EJjieiency. —  During  the  imifonn  motion  of  the  machine  let 
any  point  a  descend  vertically  to  the  point  6.  The  eoirespondiDg 
horizontal  displacement  is  evidently  ^k. 

The  motive  yrotk  =  P-ab; 

*'  useful  work    =Q-26a 
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Hence  the  efficiency -p—r-=p  2  tan  a-tan  a  cot  (a  +  0),  by 

eq.  (5). 

This  is  a  nuudmum  for  a  given  value  of  if>  when 


and  the  max.  efficiency=tan  (45°--^  jcotf  45°+^ ) 


,  ,  ^      y,  ,      l+8in0" 

1  +  tan  -7-  ' 


For  the  reverse  motion  the  efficiency 

Pab 
°Q-26c~ 


max.  efficiency  =  cot(45''+-2)  tan  («"- 2)  =fTlH7* 

4.  Screws. — A  screw  is  usually  designed  to  produce  a  linear 
motion  or  to  overcome  a  resistance  in  the  direction  of  its  length. 
It  is  set  in  motion  by  means  of  a  couple  acting  in  a  plane  perpen- 
dicular to  its  axis.  A.  reaction  is  produced  between  the  screw  and 
nut  which  must  necessarily  be  equivalent  to  the  couple  and  resist- 
ance,.^ motion  being  steady. 

Take  the  case  of  a  square-threaded  *  screw.  It  may  be  assumed 
that  the  reaction  is  concentrated  along  a  helical  line  whose  diam- 
eter, d,  is  a  mean  between  the  external  and  internal  diameters  of 
the  thread,  and  that  its  distribution  along  this  line  is  uniform.    It 

*  Square-tbreaded  screws  work  more  accurately  than  those  with  a  V  thread 
but  the  efficiency  of  the  latter  has  been  shown  to  be  very  little  lees  than  that  of 
the  former  (Poacelet).  On  the  other  hand,  the  V  thread  is  the  atronger,  much 
less  metal  htiag  removed  in  cutting  it  than  is  the  case  with  a  square  thread.  Again 
with  a  V  thread  there  is  a  tendency  to  bunt  the  nut,  which  does  not  obtain  m  a 
screw  m\h  a  square  thread. 
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will  also  be  supposed  that  the  axes  of  the  couple  and  screw  are 
coincident,  eo  that  there  will  be  no  lateral  pressure  on  the  nut. 
Let  M  be  the  driving  couple; 

Q   "    "  axial  resistance  to  be  overcome; 
r    "    "  reaction  at  any  point  a  of  the 

helical  line,  and 
<f»    "   ".angle  between  its  direction  and 
the  normal  at  a;   <p   is  the 
angle  ot  friction. 
Let  a  "    "    angle  between  the  tangent  at  a 
and  the  horizontal;  a  is  called  the  pitchrangle. 
Sinc3  the  reaction  between  the  screw  and 
nut  must  be  equivalent  to  M  and  Q,  then 
Q= algebraic  sum  of  vertical  components  of  the  reactions  at  all 
points  of  the  line  of  contact, 


Pia.  387. 


-^[rcos  (a4-^)]  =  cos  Ca  +  ^)2"(r), 


(1) 


and  Af  =  aigebraJc  sum  of  the  moments  with  respect  to  the  axis  of  the 
horizontal  components  of  the  reactions  at  all  points  of  the  line  of 
contact, 


I^r  sin  (a  +0)^J  =-^  sin  (a 


-^)^(r). 


(2) 


Let  the  cou[de  consist  of  two  equal  and  opposite  forces  P,  acting 
at  the  ends  of  a  lever  of  length  p,  so  that  M  =•  Pp. 
Then,  by  eqs.  (IJ  and  (2), 

Q      Q 


and  the  mechanical  advantage 

0    2p 


— f  COt(<r  +  «. 


(3) 


If  ^=0,  ■p=-^cota  and  the  effect  of  friction  maybe  allowed  for 
by  assuming  the  screw  frictionless,  but  with  a  pitch-angle  equal  to 
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Again,  let  the  figure  represent  one  complete  turn  of  the  thread 
developed  m  the  plane  of  the  paper.  CD 
is  the  corresponding  length  of  the  thread; 
DE  the  cireumference  nd;  CE,  parallel  to 
the  axis,  the  pitch  k;  and  CDE  the  pitch- 
angle  a.  '"*•  ■»«• 

The  motive  work  in  one  revoiution        -Jlf2ff  =  Pp2ff. 

The  useful  work  done  in  one  revolution  "Qh. 

Hence  the  efficiency  =  „  „■  —4-  cot  (a  +^)-"a-- 

=-3Cot(«  +  0)-tanacot(a  +  0).     .    .     (4) 

This  is  a  maximum  when  a  -45°-?,  its  value  then  being 

l—sin^ 
l+sin^' 

In  practice,  however,  a  is  generally  much  smaller,  efficiency 
being  sacrificed  to  secure  a  large  mechanical  advantage,  which,  accord- 
ing to  eq.  (3),  increases  as  a  diminishes. 

If  0  +  ^—90'',  -pf-0,  sothat  to  overcome  Q,  however  smfdl  it  may 

be,  would  require  an  infinite  effort  P. 

Therefore  a  +  ^<90*. 

Suppose  the  pitch-angle  sufficiently  coarse  to  allow  of  the  screw 
being  reversed.  Q  now  becomes  the  effort  and  P  the  resistance.  The 
direction  of  r  falls  on  the  other  side  of  the  normal,  and  the  relation 
between  P  and  Q  is  the  same  as  above,  — ^  being  substituted  for  ^. 

Thus 

Q    2p 
p=-^cot(a-0), 

and  therefore  the  mechanical  advantage 
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would  require  to  be  infinite. 

Therefore  a  >j>. 

If  a<^,  reversal  of  motion  is  impossible,  and  the  screw  then 
possesses  the  property,  so  important  in  practice,  of  serving  to  fasten 
securely  together  different  structural  parts,  or  of  locking  machines. 

Again,  it  may  be  necessary  to  take  into  account  the  friction 
between  the  nut  and  its  seat,  as  well  as  the  friction  at  the  end  of  the 
screw.  The  correeponding  moments  of  friction  with  respect  to  the 
axis  are  (Art.  8) 

'~3dJ^^    and    /3J, 

/  being  the  coefficient  of  friction,  di,  ck  the  external  and  internal 
diameters  of  the  seat,  and  d'  the  diameter  of  the  end  of  the  screw. 

Screws  {Fig.  389J. — A  screw  is  often  made  to  work 
with  a  toothed  wheel,  as,  for  example,  in  raising 
sluice-gates,  when  the  screw  is  also  made  suffi- 
ciently fine  to  prevent,  by  friction  alone,  the 
gates  from  falling  back  under  their  own  weight. 
The  theory  is  very  similar  to  the  preceding.  Let 
the  screw  drive.  A  tooth  rises  on  the  thread, 
and  the  wheel  turns  against  a  tangential  re^st- 
ance  Q,  which  is  approximately  parallel  to  the 
axis  of  the  screw. 

Let  Fig.  390  represent  one  complete  turn  of 
the  thread  developed  in  the  plane  of  the  paper,  a  being  the  pitch- 
angle  as  before.  v 

Consider  a  tooth.    It  is  acted  upon  by  Q  ^ 

in  a  direction  parallel  to  the  axis,  and  by  the 
reaction  R  between  the  thread  and  tooth, 
making  an  angle  tf>  (the  angle  of  friction) 
with  the  normal  to  the  thread  CD. 

Therefore  Q=R  cos  (a  +^).  ^«-  ^^O- 

Again,  the  horizontal  component  of  R,  viz.,  R  sin  (a  +  ^),  has  a 
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must  be  equivalent  to  the  moment  of  the  driving  couple,  vis.,  Pp 
(Art.  4).    Therefore 

Thus  the  relation  between  P  and  Q  ie  the  same  as  in  the  preceding 
article. 

^milarly,  if  the  wheel  acta  as  the  driver, 

6.  Rdling  Friction.— The  frietjon  between  a  rolling  body  and  the 
surface  over  which  it  rolls  is  called  rolling  friction.  Prof.  Oaborne 
Reynolds  has  ^ven  the  true  explanation  of  the  resistance  to  rolling 
in  the  case  of  elastic  bodies.  The  roller  produces  a  deformation  of  the 
surfaces  in  contact,  so  that  the  distance  rolled  over  is  greater  than- 
the  actual  distance  between  the  terminal  points.  This  he  verified 
by  experiment,  and  concluded  that  the  resistance  to  rolling  was  due 
to  the  sliding  of  one  surface  over  the  other,  and  that  it  would  naturally 
increase  or  diminish  with  the  deformation.  In  proof  of  this  he  found, 
for  example,  that  the  resistance  to  an  iron  roller  on  India-rubber  is 
ten  times  as  great  as  the  resistance  when  the  roller  is  on  an  iron  surface. 
Hence  the  harder  and  smoother  the  surfaces,  the  less  is  the  rolling 
friction.  The  resistance  is  not  sensibly  affected  by  the  use  of  lubri- 
cants, as  the  advantage  of  a  smaller  coefBcient  of  friction  is  largely 
count^ttcted  by  the  increased  tendency  to  dip.  Other  experiments 
are  yet  required  to  show  how  far  the  resistance  is  modified  by  the 
speed. 

Generally,  as  in  the  case  of  ordinary  roadways,  the  resistance  is 
chiefly  governed  by  the  amount  of  the  deformation  of  the  surface 
and  by  the  extent  to  which  its  material  is  crushed.  Let  a  roller  of 
weight  W  (Fig.  391)  be  on  the  point  of  motion  under  the  action  of  a 
horizontal  pull  R. 

The  resultant  reaction  between  the  surfaces  in  contact  must 
pass  through  the  point  of  intersection  of  R  and  W.  Let  it  also  cut 
the  surface  in  the  point  B. 
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Let  rf  be  the  horizontal  distance  between  B  and  W; 
p  '.'    "  vertical  "  "       B  "    R. 

Taking  moments  about  B, 

Rp  =  Wd. 

R  —  the  resistance  "■  PT- . 
P 

Coulomb  and  Morin    inferred,  as 

the  result  of  a  series  of  experiments, 

^^-  ^®^-  that  d  is  independent  of  the  load  upon 

the  roller  as  well  as  of  its  diameter,*  but  is  dependent  upon  the 

nature  of  the  surfaces  in  contact. 

7.  Journal  Friction.  —  Experiments  indicate  that  /  is  not  the 
same  for  curved  as  for  plane  surfaces,  and  in  the  ordinary  cases 
of  journals  turnmg  in  well-lubricated  bearings  the  value  of  /  is 
probably  governed  by  a  combination  of  the  laws  of  fluid  friction 
and  of  the  sliding  friction  of  solids. 


■  Dupuit'a  experiments  led  him  to  the  conclusion  tliat  d  U  proportional  to  the 
square  root  of  the  diameter,  but  thia  requires  further  verification. 

Let  p  be  the  coefficient  of  sliding  frietiou. 

The  reaifltanco  of  the  roller  to  sliding  is  /iW,  and  "rolling"  will  be  insured  if 
R<pW,  i.e.,  if  —  <tan  ^,  which  is  generally  the  case  so  long  as  the  direction  of  R 
does  not  fall  below  the  centre  of  the  roller. 

Assume  that  ft  is  applied  at  the  centre.  The  radius  r  maj  be  substituted  for  p, 
since  d  is  very  small,  and  hence 

n-wi. 

An  equation  of  the  same  form  applies  to  a  wheel  rolling  on  a  hard  roadway 
over  obstaelee  of  small  height,  and  also  when  rolling  on  soft  ground.  In  the  latter 
case  the  resistance  is  proportional  to  the  product  of  the  weight  upon  the  wheel 
into  the  depth  of  the  rut,  and  the  depth  for  a  small  arc  is  inversely  proportional 
to  the  radius. 

Experiments  on  the  tractlonal  resistauoe  to  vehicles  on  ordinary  roads  are  few 
in  number  and  inoomplete,  so  that  it  is  impoosible  to  draw  therefrom  any  general 
oondusion. 

From  the  experiments  carried  out  by  Easton  and  Anderson  it  would  appear 
that  the  value  of  d  in  inches  varies  from  1.6  to  2.6  for  wagons  on  soft  ground,  and 
that  the  resistance  is  not  sensibly  affected  by  the  use  of  springs.  Upon  a  hard 
road  in  fair  condition  the  resistance  was  found  to  be  from  ^  to  )  of  that  on 
•oft  ground,  the  aver^^  value  of  d  being  )  inch,  and  was  very  sensibly  duniniabed 
by  tbe  use  of  springs. 
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The  bearing  part  of  the  journal  is  generally  truly  cylindrical, 
and    is  terminated  by  shoulders  resting 
agEunst  the  ends  of  the  step  in  which 
the  journal  turns. 

Consider  a  journal  in  a  semicircular 
bearing  with  the  cap  removed.  When 
the  cap  is  screwed  on,  the  load  upon 
the  journal  will  be  increased  by  an 
amount  approximately  6qua\  to  the 
tension  of  the  bolts.     Let    P    be   the  p,o,  392. 

load. 

Assume  that  the  line  of  action  of  the  load  Is  vertical  and  that 
it  intersects  the  axis  of  the  shaft.  This  load  is  balanced  by  the 
reaction  at  the  surface  of  contact,  but  much  uncert^nty  exists 
as  to  the  manner  in  which  this  reaction  is  distributed.  There 
are  two  extremes,  the  one  corresponding  to  a  normal  pressure  of 
constant  intensity  at  every  point  of  contact,  the  other  to  a  normal 
pressure  of  an  intensity  varying  from  a  maximum  at  the  lowest 
point  A  to  a  minimum  at  the  edge  of  the  bearing  B. 

Let  I  be  the  length  of  the  bearing,  and  conader  a  small  ele- 
ment JS  at  any  point  C,  the  radius  OC  { -r)  making  an  angle  9  with 
the  vertical  OA. 

First.    Let  p  be  the  constant  normal  intensity  of  pressure. 
P~£(pJS  cos  ei)=plI{DD')  =2plr. 

Fricti<malTesistance  =  £(JpJSD=fplI(dS)^fpl7tT'-fP^. 

The  frictional  resistance  probably  approximates  to  this  limit 
when  the  journal  is  new. 

Second.  Let  p  =  po  cos  6,  so  that  the  intensity  is  now  propor- 
tional to  the  depth  CD  and  varies  from  a  maximum  po  at  .il  to  nU 
at  B,  This,  perhaps,  represents  more  accurately  the  pressure  at 
different  points  when  the  journal  is  worn.     Therefore 

p=i{pJSc<xdi)=£{poJSco^ei) 


^2polrfj 


cos*  8dS  =  po^i 


2' 


and  the  frictional  resistance  =  £(jpJSl)  =  2/poi'"  =/P-, 
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Hence  the  frictional  resistance  lies  between  fP^  and  fP-. 

It  may  be  represented  by  ftP,  ft  being  a  coeffident  of  frictioD 
to  be  determined  in  each  case  by  experiment. 

The  total  moment  of  frictional  resistance  must  necessarily  be 
equtd  and  oppoNte  to  the  moment  M  of  the  couple  twisting  the 
shaft;  i.e., 

Af  =  /<Pr. 

Thus  the  total  reaction  at  the  surface  of  contact  is  equivalent 
to  a  single  force  P  tangential  to  a  circle  of  radius  /n-  having  its  centre 
at  0  and  called  the  friction  circle. 

The.  work  absorbed  by  axle  friction  per  revolution 

~M-2n~2pxPr. 
Tlie  work  absorbed  by  axle  friction  per  minute 
••2iJxPrN-ttPv, 

N  being  the  number  of  revolutions  and  v  the  velocity  per  minute. 

The  work  absorbed  by  frictional  resistance  produces  an  equiv- 
alent amount  of  heat,  which  should  be  dissipated  at  once  in  order 
to  prevent  the  journal  from  becoming  too  hot.  This  may  be  done 
by  giving  the  journal  sufficient  bearing  surface  (an  area  equal  to 
the  product  of  the  diameter  and  the  length  of  the  bearing),  and  by 
the  employment  of  a  suitable  imguent. 

Suppose  that  k  units  of  heat  per  square  inch  of  bearing  surface 
(pi)  are  dissipated  per  minute. 

Let  I  inches  be  the  length  and  d  inches  the  diameter  of  the  journal. 
Then  A/f2=>>  heat-units  dissipated  =•  heat-units  equivalent  to  frictional 
resistance 

faPdN    fiPv 
"    12/    "12/' 

/  being  Joule's  equivalent,  or  778  ft. -lbs., 

12JA    PN        J     12Jfc    Pv 
or  =  — J-    and    —  — rr- 

ftiz  I  a  Id 
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P 

Let  75  ='p— pressure  per  square  inch  of  bearing  surface.    Then 

BB«- —a  constant. 

In  Morin's  experiments  d  varied  from  2  to  4  in.,  P  from  330 
lbs.  to  2  tons,  and  v  did  not  exceed  30  ft.  per  minute;  bo  that  pv 
was  <5000,  and  the  coefficient  of  friction  for  the  given  limits  was 
found  to  be  the  same  for  sliding  friction. 

Much  greater  values  of  pv  occur  in  modem  practice. 

Rankine  gives  ;)(v  + 20)  =44,800  as  applicable  to  locomotives. 

Thuiston  gives  pv- 60,000  as  applicable  to  marine  engines  and 
to  stationary  steam-engmes. 

Frictional  wear  prevents  the  diminution  of  I  below  a  certain 
limit  at  which  the  pressure  per  unit  of  bearing  surface  exceeds  a  value 
p  given  by  the  formula 

P  =  pid=plaP, 

where  >'=";■ 


In  practice  k->^  for  slow-moving  journals  (e.g.,  joint-pins),  and 
varies  from  1|  to  3  for  journals  in  continuous  motion.  The  best 
practice  makes  the  length  of  the  journal  equal  to  four  diameters 
(i.e.,  k=4)  for  mill-shaftii^. 

Ag^,  if  the  journal  is  considered  a  beam  supported  at  the  ends. 


qtP 


q  being  the  maximum  permissible  stress  per  sqiiare  inch,  and  C  a 
coefficient  depending  upon  the  method  of  support  and  upon  the 
manner  of  the  loading.    Therefore 


For  a  given  value  of  P,  d  duuinishee  as  q  increases.  Also,  it  has 
been  shown  that  the  work  absorbed  by  friction  is  directly  proportional 
tod. 
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Hence,  for  both  reasons,  d  should  be  a,  minimum  and  the  shaft 
should  be  made  of  the  strongest  and  most  durable  material.  In 
practice  the  pressure  per  square  inch  of  bearing  surface  may  be  taken 
at  about  2  tons  per  square  inch  for  cast  iron,  SJ  tons  per  square  inch 
for  wrought  iron,  and  61  tons  per  square  inch  for  cast  steel. 

It  would  appear,  however,  from  the  recent  experiments  of  Tower 
and  others,  that  the  nature  of  the  material  might  become  of  minor 
importance,  while  that  of  a  suitable  lubricant  would  be  of  paramount 
importance.  They  show  that  the  friction  of  properly  lubricated 
journals  follows  the  laws  of  fluid  friction  much  more  closely  than 
tliose  of  soUd  friction,  and  that  the  lubrication  might  be  made  so 
perfect  as  to  prevent  any  absolute  contact  between  the  journal  and 
its  bearing.  The  journal  would  therefore  float  in  the  lubricant,  so 
that  there  would  be  no  metallic  friction.  The  loss  of  power  due  to 
frictional  resistance,  as  well  as  the  consequent  wear  and  tear,  would 
be  very  considerably  diminished,  while  the  load  upon  the  journal 
might  be  increased  to  almost  any  extent. 

Again,  Tower's  experiments  indicate  that  the  friction  diminishes  as 
the  temperature  rises,  a  result  which  had  aheady  been  experimentally 
determined  by  Him.  It  was  also  inferred  by  Hirn  that  if  the  tem- 
perature were  kept  uniform,  the  friction  would  be  approximately 
proport^ional  to  V't,  and  Thurston  has  enunciated  the  law  that, 
with  a  cool  bearing,  the  friction  is  approximately  proportional  to 
■/vfor  all  speeds  exceeding  100  ft,  per  minute. 

With  a  speed  of  150  ft.  per  minute  and  with  pressures  varying 
from  100  to  750  lbs,  per  square  inch,  Thurston  found  experimentally 
that  /  varied  inversely  as  the  square  root  of  the  intensity  of  the 
pressure.  The  same  law,  but  without  any  limitations  as  to  speed  or 
pressure,  had  been  previously  stated  by  Him, 

8.  Kvots. — Pivots  are  usually  cylindrical,  with  the  circular  edge 
of  the  base  removed  and  sometimes  with  the  whole  of  the  base  rounded. 
Conical  pivots  are  employed  in  special  machines  in  which,  e,g.,  it  is 
important  to  keep  the  axis  of  the  shaft  in  an  invariable  position. 
Spherical  pivots  are  often  used  for  shafts  subject  to  sudden  shocks 
or  to  a  lateral  movement, 

(a)  Cylindrical  Pivots. — If  the  shafts  are  to  be  run  slowly,  the 
intensity  of  pressure  (p)  on  the  step  should  not  be  so  great  as  to 
squeeze  out  the  lubricant,     Reuleaux  gives  the  following  rules: 
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The  maidinum  value  of  ■p  in  pounds  per  square  inch  should  be 
700  for  wrought  iron  on  giyi-metal,  470  for  cast  iron  on  gun-metal, 
and  1400  for  wrought  iron  on  lignum-vitse. . 

For  rapidly  moving  shafts 

n  beii^  the  number  of  revolutions  per  minute,  c  a  coefficient  to  be 
determined  by  experiment  (  —  .0045),  and  P 
the  load  upon  the  pivot. 

Suppose  the  surface  of  the  step  to  be 
divided  into  rings,  and  let  one  of  these  rings 
be  bounded  by  the  radii  x,x  +  dx. 

In  one  revolution  the  work  absorbed  by 
the  friction  of  this  ring 

=  [i-p  ■  2t!X  ■  dx  ■  2?rz. 
Hence  the  total  work  absorbed  in  one  revolution 


-     P4//p>t2l2dx  =  -^(dl3-d2a)=|/«P 


dx^-d^' 


where 


P  =  '-, 


-d-^). 


and  di,  dz  are  the  external  and  internal  diameters  of  the  siu^ace  in 
contact. 

If  the  whole  of  the  surface  is  in  contact,  dz=0,  and  the  work 
absorbed  -J/otp'di. 

Again,  the  moment  of  friction  for  the  ring 

=  HP  •  2nx  dx-X"  2pii]xc^dx, 
and  the  total  moment 


-i 


„        ..      2       (ii'-d,» 
2[mpx^dx  =  ^lazp g — 


ten, 

'  12 


(i,»-«-  = 


-di'- 
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If  da=0,  the  moment=-T-di. 

.  Thus,  in  both  cases,  the  work  absorbed  by  friction— 2jt  times  the 
moment  of  friction. 

rfi+dz 

Let  2y  be  the  width  of  the  surface  in  contact =<Ii— da- 

Then  work  absorbed  =  /acP  [D  +  ^1 . 

Sometimes  shafts  have  to  nm  at  high  speeds  and  to  bear  heavy 
pressures,  as,  e.g.,  in  screw-propellers  and  turbines.  In  order  that 
there  may  be  as  little  vibration  as  posuble,  p  must  be  as  small  as 
practicable,  and  this  is  to  some  extent  insured  by  using  a  collar- 
journal. 

Let  N  be  the  number  of  collars,  and  1st  di,  da  he  the  external 
and  ntemal  diameters  of  a  collar. 

Then  work  absorbed  by  friction  per  revolution  per  collar 

«pjt^  P  di^  -  da* 

"'^(di'-dz*)  =  J/or  jT  -7-3— T™  =  2ffX moment  of  friction. 

According  to  Reuleaux,  the  mean  diameter  of  a  collar 

n  being  the  number  of  revolutions  per  minute. 

Also,  the  width  of  surface  in  contact -di  —  da  =  .48V^  and  the 
maximum  allowable  pressure  per  square  inch 


(b)  Wear. — The  wear  at  aay  point  of  the  elementary  ring  must 
necessarily  be  proportional  to  the  friction  fip,  and  also  to  the  amount 
of  rubbing  surface  ^ich  passes  over  the  point  in  a  unit  of  time, 
i.e.,  to  the  velocity  wi,  w  being  the  angular  velocity  of  the  shaft. 
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Hence  the  wear  at  any  point  is  proportional  to  ppaa. 

(c)  Conical   Pivots. — As  before,    suppose    the 
surface  of  the  step  to  be  divided  into  a  number 
of   elementary   rings.    Two    cases    will    be    dis-     ^?-t^. 
cussed: 

First.    AflBume  that   the  normal  intensity   of 
pressure  p  at  the  surface  of  contact  is  constant. 

Let  X,  x  +  dx  be  the  distances  of  D  and  E, 
respectively,  from  the  axis. 

llie  total  moment  of  friction 


2  ftpt 


(xt'-x^), 


xi,  xa  being  the  radii  of  the  top  and  bottom  sections  of  the  step. 
AlsOj  P,  the  total  load  on  the  pivot, 


=  f'pDE  sin  a  ■ 

=  7cp{Xi*~X^). 


'•27ipf''xdx 


2  fiP  xi'-x-? 


Hence  total  moment  of  friction — ■=  -^ = 5. 

3smaxi'-X3* 

Second.    Assume  that  the  wear  is  of  such  a  nature  that  every 
point,  e.g.  D,  descends  vertically  through  the  same  (hstance. 
Thus  the  normal  wear  <x  sin  a, 

or    pq(DX  oc  sin  a, 

or         pi  oc  sin  a. 


In  the  present  case  a  is  constant,  and  1 
Thus  total  moment  of  friction 


3  px—a  constant. 
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P~ppDE  Bin  a  ^XX 

'-27ipx  r'dx  —  23tpx(xi~X3). 


Hence  totfd  moment  of  friction ' 


2  Sin  I 


:(xi  +xa). 


/ 


W 


(d)  Schiele's  Pivots. — The  object  wmed  at  in  these  pivots  ia 
to  give  the  step  auch  a  form  that  the  wear  and 
the  pressure  are  the  same  at  all  points. 

Let  9  be  the  angle  made  by  the  tangent  at 
any  point  of  the  step  with  the  axis. 

Let  y  be  the  distance  of  the  point  from  the 
axis.    Then 

py  ex,  sin  8; 

and  hence,  if  p  is  constant, 
Fio.  TO6.  .     „  o  ^ 

y  <x  sinS    or    y  cosec  ff=a  const. 

is  the  equation  of  the  generating  line  of  the  step.  This  line  is  known 
as  the  tractrix,  and  also  as  the  antifriction  curve.  If  the  tangent 
at  D  intersects  the  axis  in  T, 

DT =y  cosec  fl=a  const. 

The  curve  may  be  traced  by  passing  from  one  point  to  another 
and  keeping  the  tangent  DT  of  constant  length. 
The  above  equation  may  be  written 


ds 


-—a  const,  "a, 


which  may  be  easily  integrated,  the  result  being  the  analytical  equo* 
tion  to  the  curve,  viz., 

X'=a\og\ I+va^'-y^  +  aconst. 
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Schiele  or  anti-friction  pivots  are  suitable  for  high  speeds,  but  have 
not  been  very  generally  adopted. 

9.  Belts  and  Ropes. — Let  the  figure  represent  a  pulley  movable 
about  a  journal  at  0,  and  let  a  belt  (or  rope),  acted  upon  by  forces 
Ti,  Ti  at  the  ends,  embrace  a  portion  ABC  of  the  circumference 
subtending  an  angle  a  at  the  centre. 

In  order  that  there  may  be  motion  in  the  direction  of  the  arrow, 
Ti  must  exceed  T2  by  an  amount  sufficient  to  overcome  the  frictiorud 
resistance  along  the  arc  of  contact  and  the  resUiance  to  bending  due 
to  the  stiffness  of  the  belt.  f,  ^ 

Consider  first  the  frictional  resistance,  c^^o-  / 

and  suppose  the  belt  to  be  on  ^  point  of  --       .  .. 

slipping.  -y 

Any  small  element  BB'  (— (fe)  of  the  /ff 
belt  b  acted  upon  by  a  pull  T  tangential 
to  the  pulley  at  B,  a  pull  T—dT  tangential 
to  the  pulley  at  B',  by  a  reaction  equiva- 
lent to  a  normal  force  Rdx  at  the  middle 
point  of  BB',  and  by  a  tangential  force, 
or  frictional  resistance,  itRds. 

Let  the  an^e  COB =6,  and  the  angle 
BOB'  -68. 

Resolving  normally. 


(1) 


Resolving  tangentially, 

(r-f^=dr)co8*-,JiA-0, (2; 

P  being  the  coefficient  of  friction. 

„       „  ,   .  „     ■    ^  ■  ■     .  .    *>         <"  ■ 

Now  aS  tjemg  very  small,  sin  -^  is  approximately  -w,  cos  -^  is 

approximately  unity,  and  small  quantities  of  the  second  order  may 
be  disregarded. 

Hence  eqs.  (1)  and  (2)  may  be  written 


TdB-Rds-O, 
dT-iJtdt-O. 


(3) 
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'^'^-pdS (5) 

Integrating,  Iog,r  "pS+C, 

C  beii^  a  constant  of  integration. 

When  9  =  0,    T-Ts,     and  hence    Ic^^a  -  C. 

T 
Therefore  log,  sr  =  /^, 

%-'" C6) 

When«-«,    T-Tv,    and  hence 

T. 

%-"■ <" 

e  being  the  number  2.71828,  i.e.,  the  base  of  the  Naperian  system  of 
logarithms.    Tbe  angle  a  may  be  called  the  kngle  of  lap. 

If  a  IB  increased  by  ^,  the  new  ratio  of  tensions  will  be  e'^  times 
the  old  ratio;  so  that  if  a  increases  in  arithmetical  progression,  the 
ratio  of  tendons  will  increase  in  geometrical  progression.  This 
rapid  increase  in  the  ratio  of  the  tensions,  corresponding  to  a  com- 
paratively small  increase  la  the  arc  of  contact,  is  utilized  in  "  brakes  " 
for  the  purpose  of  absorbing  sur- 
jJus  energy.    For  example : 

A  flexible  brake  consisting  of 

an  iron  or  steel  strap,  or,  again, 

of  a  chain,  or  of  a  series  of  iron 

bars  faced  with  wood  and  jointed 

t<^ther,    embraces    about    three 

fourths  of    the   circumference   of 

an   iron  or   wooden  drum.    One 

"'  end  of  the  brake  is  secured  to  a 

fixed  point  0,  and  .the  other  to  the 

end  B  of  a  lever  AOB  turning   about  a  fulcrum  at  0.    A  force 

applied  at  A  will  cause  the  brake  to  clasp  the  drum  and  so  produce 

.  friction  which  will  gradually  bring  the  drum  to  rest. 
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Let  w  be  the  ai^ular  velotnty  of  the  drum  before  the  brake  ia 
applied. 

Let  /  be  the  moment  of  inertia  of  the  drum  with  respect  to  its 
axis. 

The  kinetic  energy  of  the  drum—-^. 

When  the  brake  is  apphed,  the  motioD  being  in  the  direction  of 
the  arrow,  let  the  greater  and  lesser  tendons  at  its  ends  be  Ti  and  Ta 
respectively. 

Let  n  be  the  number  of  revolutions  in  iriiich  the  drum  is  brought 
to  rest.    Then 

^Ia;^  =  (Ti~T2)ndn, (8) 

d  being  the  diameter  of  the  drum. 

Also,  if  P  is  the  force  applied  at  A,  and  if  p  (md  $  are  the  per- 
pendicular distances  of  0  from  the  directions  of  P  and  Ta  respectively, 

Pp-T^q. (9) 

Again,  Ti-T^e",       (10) 

a  being  the  an^e  subtended  at  the  centre  by  the  arc  of  contact. 
Hence,  by  eqs.  (8),  (9),  (10), 

""2Pp(e"-l)ffd-    ••■■•■     (11) 

If  the  motion  of  the  drum  were  in  the  opposite  direction,  q  would 
be  the  perpendicular  distance  of  0  from  the  direction  of  Ti,  and 
then  Pp=  7*19- 

Proceeding  as  before, 

,  qloPe" 

"  °2Pp(e"-l)7rd' 

and  therefore  the  number  of  turns  in  the  second  case,  before  the 
drum  cornea  to  rest,  is  e"  times  the  number  in  the  first,  which  is 
consequently  the  preferable  arrangement. 

The  coefficient  of  friction  ^  varies  from  .12  for  greasy  shop-belts 
on  iron  pulleys  to  .5  for  new  belts  and  hempen  ropes  on  wooden 
drums.     In  ordinary  practice  an  average  value  of  p.  for  dry  belts 
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on  iron  pulleys  is  .28,  and  for  wire  ropes  .24;  if  the  belts  are  wet, 
fl  is  about  .38. 

FormukE  {6)  amd  (7)  are  also  true  for  non-circular  pulleys. 

10.  Effective  Tension. — The  pull  available  for  the  transmission 
of  power-'Ti— r2=5.  Let  H.P.  be  the  horse-power  transmitted, 
V  the  speed  of  transmission  in  feet  per  second,  a  the  sectional  area 
of  the  rope  or  belt,  and  s  the  stress  per  square  inch  in  the  advancing 
portion  of  the  belt. 

Then  if  Ti  and  Ta  are  in  pounds, 

The  working  tensile  stress  per  square  inch  usually  adopted  for 
leather  belts  varies  from  285  lbs.  (Morin)  to  355  lbs.  (Claudcl), 
an  average  value  being  300  lbs.  In  wire  ropes  8500  lbs.  per  square 
inch  may  be  considered  an  average  working  tension. 

Hempen  ropes  for  the  transmission  of  power  generally  vary 
from  4i  to  6J  ins,  in  circmnference. 

11.  Effect  of  High  Speed.— When  the  speed  of  transmission  is 
great  the  effect  of  centrifugal  force  must  be  taken  into  account. 

The  centrifugal  force  of  the  elements  ds  = ,  w  being  the 

specific  weight  of  the  belt  or  rope,  and  r  the  radius  of  the  pulley. 
Eq.  (3)  above  now  becomes 


Tdd—v'-Rds-O; 


Integrating, 


T V 

i«g. !r 


T2 

Mnce  r^Ta  whenfl=0. 
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Alflo,  r-Ti  when  6  — a,  and  therefore 


-t3 
^—e". 


the  work  transmitted  per  second 

which  is  a  maximum  and  equal  to  |7'2(e'"-l)t)  when  v—'-V-^, 

and  the  two  tensions  are  then  in  the  ratio  of  2e'*  + 1  to  3. 

The  speed  for  which  no  work  is  transmitted,  i.e.,  the  limiting 
speed,  is  ^ven  by 

r^_^.0,     or    y  =  -J^. 
*       g  '  '"wa 

13.  Sip  of  Belts. — A   length  I  of  the  belt  (or  rope)  becomes 

i(l+-jr)  on  the  advancing  side  and  1(1+^1   on  the  slack  side 

Ti  7*2 

where  pi= —   and  pa — ",  E  being  the    coefficient  of  elasticity. 

Thus  the  advancing  pulley  draws  on  a  greater  length  than  is  given 
o£f  to  the  driven  pulley,  and  its  speed  must  therefore  exceed  that  of 
the  latter  by  an  amount  given  by  the  equation 

reductioo  of  speed,  or  slip       \      El       \      Ef     pi-pa 
speed  of  driving-pulley    "^  i/i  .Pl\  "  E+pi' 


The  slip  or  creep  of  the  belt  measures  the  loss  of  work.     In 
ordinary  practice  the  loss  with  leather  belting  does  not  exceed  2  per 
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cent,  while  with  wire  ropes  it  is  so  small  that  it  may  be  disre- 
garded. 

13.  Prony's  Dynamometer. — This  dynunometer  is  one  of  the 
commonest  forms  of  friction-brake.  The  motor  whose  power  is  to 
be  meaaured  turns  a  wheel  E  which  revolves  between  the  wood  block 
B  and  a  band  of  wood  blocks  A.    To  the  lower  block  is  attached  a 
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lever  of  radius  p  carrying  a  wei^t  P  at  the  free  end.  By  means  of 
the  screws  C,  D  the  blocks  may  be  tightened  around  the  circumference 
until  the  unknown  momeot  of  frictional  resistance  FR  is  equal  to  the 
known  moment  Pp,  R  being  the  radius  of  the  wheel. 

The  weight  P,  which  rests  upon  the  ground  when  the  screws  are 
slack,  is  now  jiist  balanced. 

The  work  absorbed  by  friction  per  minute ~2xRFn=-2Kppn, 
n  being  the  number  of  revolutions  per  minute. 

14.  Stiftaess  of  Belts  and  Ropes. — The  belt  on  reaching  the 
pulley  is  bent  to  the  curvature  of  the  periphery,  and  is  straightened 
ag^n  Trtien  it  leaves  the  pulley.  Thus  an  amount  of  work,  in- 
creasing with  the  stiffness  of  the  belt,  must  be  expended  to  overcome 
the  resistance  to  bending.    As  the  result  of  experiment,  this  resistance 

has  been  expressed  in  the  form  j-p,  T  b^ing  the  tension  of  the  belt, 

a  its  sectional  area,  R  the  radius  of  the  pulley,  and  b  a  coefficient  to 
be  determined. 

According  to  Redtenbacher,  b  =  2,36  ins.  for  hempen  ropes. 
6=1.67"     " 
"         "  Reuleaux,  6  =  3.4     "    "  leather  belts. 
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Let  the  figure  represent  &  sheave  in  a  pulley-block  turning  in  the 
direction  of  the  arrow  about  a  joumat 
of  radiuB  r. 

Let  Ti  be  the  effort,  Ta  the  resistance. 

The  resistance  due  to  the  stiffness  of 
the  belt  may  be  allowed   for  by  adding 

bR  ^ 

ance  at  the  journal  surface  is  P  sin  ^  or 

fP,  P  being  the  resultant  of  Ti,  T-^. 

The  motion  being  steady,  and  taking  moments  about  the  cenb«, 

'■.«-(''"+§)«+/^. 

If  Ti  and  T2  are  parallel,  P  =  Ti  +  T2,  and  the  last  equation 
becomes 

Let  the  pulley  turn  through  a  small  angle  9. 
The  courier-efficiency  of  the  sheave 

'   motive  work    TxB    Ti  2fr      a     1 

"  useful  work  "TaflTa"   "^B-/r'^6  R-fr' 

In  the  case  of  an  endless  belt  connecting  a  pair  of   pulleys  of 
radii  Ri,  Ri,  the  resistance  due  to  stiffness  may  be  taken  equal  to 

iriw^Rj'  ^  '^'"B  the  mean  tension  ('-■  'T^    't. 


The  resistance  due  to  journal  friction-/rP(p-+-5-l. 
-efficiency 


The  useful  resistance  -  Tj  -  r2  -  5. 
Hence  the  counter-efficiency 
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In  wire  ropes  the  stress  due  to  bending  may  be  calculate  as 
follows : 

Let  X  be  the  radius  of  a  wire.  The  radius  of  its  axis  is  sensibly 
the  same  as  the  adius  R  of  the  pulley. 

The  outer  layers  of  the  wire  will  be  stretched,  and  the  inner 
shortened,  while  the  axis  will  remain  unchanged  in  length.    Hence 

X     change  of  length  of  outer  or  inner  strands    unit  stress 
R  ~  length  of  axis  ^        E       ' 

and  the  unit  stress  due  to  bending  =  £^5. 


15.  Wheel  and  Axle. — Let  the  figure  represent  a  wheel  of  radius 
■p  turning  on  an  axle  of  radius  r,  under  the  action  of  the  two  tangential 
forces  P  and  Q,  inclined  to  each  other  at 
an  angle  B. 

The  resultant  R  ol  P  and  Q  must 
equilibrate  the  resultant  reaction  between 
the  wheel  and  axle  at  the  surface  of 
contact. 

Let  the  directions  of  P  and  Q  meet 
in  T. 

If  there  were  no  friction,  the  resultant 
reaction  and  the  resultant  R  would  neces- 
sarily pass  through  0  and  T. 

Taking  friction  into  account,  the 
direction  of  R  will  be  inclined  to  TO. 
Ijet  its  direction  intersect  the  circum- 
ference of  the  axle  in  the  point  A.  The  angle  between  TA  and  the 
normal  AO  at  A,  the  motion  being  steady,  is  equal  to  the  angle  of 
friction;  call  it  0. 

Taking  momenta  about  0, 
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Pp-Op-flr  sin  0-0. 


(1) 
(2) 


Let  f—an  >!>  =  ■,    ■  ■  ,  ft  being  the  coefficient  of  friction. 
Vl  +  zr" 
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Eq.  (1)  may  now  be  written 


Pp-Qp-fRr-Q.     . 
If  P  and  Q  are  parallel  in  direction, 

i9  =  0    and    R  =  P+Q, 
Let  the  figure  represent  a  wheel  and  axle. 


(3) 


Let  P  be  the  effort  and  Q  the  weight  lifted,  the  directions  of 
P  and  Q  being  parallel. 
'    IT  be  the  weight  of  the  "  wheel  and  axle." 
'    Bi  and  Rs  be  the  vertical  reactions  at  the  bearings. 
"    p  be  the  radius  of  the  wheel. 
q     "  "         "      axle, 

r      "         "         "      bearings. 
Take  moments  about  the  axis.    Then 


Pp  —  Qq—RiTBin  0— Bar  sin  ^  =  0.     .    . 

But  Ri  +  Ri-W+P  +  Q 

Hence  Pp-Qq^(\iV +  P+Q)r8m<i>  =  iW+P+Q);r, 

or  P{p~}r)~Qi9+fr)+fWr.        .    .    . 


(4) 

(5> 
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Efficiency. — In  turning  through  an  angle  9, 
motive  work  =Pp6, 
useful  work  =Qq9; 

therefore  efficiency       '^'^^'^p  > 

and  the  ratio  p  is  given  by  eq.  (6), 

i6.  Toothed  Gearing. — In  toothed  gearing  the  friction  is  partly 
rolling  and  partly  sliding,  but  the  former  will  be  disregarded,  as 
it  is  small  as  compared  with  the  latter. 
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Let  the  pitch-circles  of  a  pair  of  teeth  in  contact  at  the  point 
B  touch  at  the  point  A,  and  consider  the  action  before  reaching 
the  line  of  centres  O1O2,  i.e.,  along  the  arc  of  approach. 

The  line  AB  is  normal  to  the  surfaces  in  contact  at  the  point  B. 

Let  R  be  the  resultant  reaction  at  B.  Its  direction,  the  motion 
being  steady,  makes  an  angle  ^,  equal  to  the  angle  of  friction,  with 
AB. 

Let  9  be  the  angle  between  O1O2  and  AB. 

Let  the  motive  force  and  force  of  resistance  be  respectively 
<equlvaleot  to  a  force  P  tangential  to  the  pitch-circle  Oj,  and  to 
a  force  Q  tangential  to  the  pitch-circle  O2. 


D.qit.zeaOvGoOt^lc 


TOOTHED  OSARINQ.  405 

Let  ri,  fa  be  the  radii  of  the  two  wheels. 

The  work  absorbed  by  friction  in  turning  through  the  small 
arc  ds 

-(P~Q)ds (1). 

Consider  the  wheel  Oi,  and  take  moments  about  the  centre,     i 

Pri-R\riBui{e-<i>)+x^>p],       ....     (2) 
where  4B=x. 

Similarly,  from  the  wheel  O2, 

Qr-, -R\r 2  am  {ff-<f>)-xBia<f>\ (3) 

«     sin  i6~if>) sm'ip 

y— -T— W 


sin  (ff-0)-l — sin^ 
and  therefore 


( — t^— Ixsini 

P-Q-Q  ^'  '•'^   ,      (6) 

sin  (^  —  ^} sin  ^ 

Hence  the  work  absorbed  by  friction  in  the  arc  dlt 

.J^l^t^ ^,, 

an{0—<f>)  —  sin^    ■ 

In  ivecisely  the  same  manner  it  can  be  shown  that,  t^ter  leavirtg 
the  line  of  centres,  i.e.,  in  the  are  of  recess, 


«     ain  (9  +  4) sin  d> 

I '^— C7) 

sm(C+^)+— Sin  ^ 
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And  the  work  absorbed  by  friction  in  the  arc  ds 

_g_Vi_jV__ .       .      .      ;      .      .      (8, 

mi{0+>i>)  —  sin  (f> 

The  ratio  -p  and  the  loss  of  work  given  by  eqs.  (4)  and  (6)  are 

respectively  greater  than  the  ratio  p  and  the  loss  of  work  given  by 

erp.  (7)  and  (8),  and,  therefore  it  is  advisable  to  make  the  arc  of 
approach  as  small  as  possible. 

Agmn,  by  eq.  (4),  motion  will  be  impossible  if 

ffln(ff-0)+— sin^^O; 

i.e.,  if  cot  A  =  eot9 ; — 2, 

^  Tismff' 

and  this  can  only  be  true  if  the  direction  of  R  passes  through  O2. 

Simple  approximate  expressions  for  the  lost  work  and  efficiency 
may  be  obtained  as  follows: 

6  differs  very  little  from  90°,  and  x  is  small  as  compared  with  ra 
and  differs  little  from  the  corresponding  arc  s  measured  from  A. 

Hence  the  work  absorbed  by  friction  in  the  arc  ds 

-etoi.#(i+^»4>-gp(i+i)sA, 
and  the  work  lost  in  arc'of  approach  si 

The  useful  work  done  in  the  same  interval  =Qs\. 
The  counter-efficiency  (reciprocal  of  efficiency) 


<^-MrAy4 


Qsi 


-1+/II 
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Similariy  for  the  arc  ci  recess  83, 


the  lost  work 


ajidtheeounter-ej^dencyl  +  pi — ^j'o'     •    •    (^2) 

If  si— 8a-pitch-p- — -" — ~,  Jti,  na  being  the  number  of  teeth 

in  the  driver  and  the  follower  respectively,  the  expressions  for  the 

lost  work  given  by  eqs.  (9)  and  (11)  are  identical,  and  those  for 

the  counter-efficiency  given  by  eqs.  (10)  and  (12)  are  also  identical. 

Thus  the  ivKole  work  lost  during  the  action  of  a  pfur  of  teeth 

MvAy ••  (■» 

and  the  counter-efficiency 

-^-^-m (») 

-'Mi+^) (■« 

This  last  equation  shows  that  the  efficiency  increases  with  the 
number  of  teeth. 

If  the  follower  is  an  annular  wheel must   be  substituted 

n    fa 

for  — I — in  the  above  equations.     Thus  with  an  annular  wheel 
ri     ra  ^ 

the  counter-efficiency  is  diminished  and  the  efficiency,  therefore, 

increased. 

It  has  been  assumed  that  R  and  Q  are  constant,  as  their  variation 

from  a  constant  value  is  probably  small.    It  has  also  been  assumed 

that  only  one  pair  of  teeth  are  in  contact.    The  theory,  however, 

holds  good  when  more  than  one  pair  are  in  contact,  an  effort  and 

resistance  corresponding  to  P  and  Q  being  supposed  to  act  for  each 

pair. 
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.  BeTel-wheels. — Let  I  A,  IB  represent  the  developmenta  of 
jces  of  the  pitch-circles  //i,  //a  of  a  pair  of  bevel-wheels 
wheo  the  pitch-cones  are  spread  out 
flat,  Oi,  Oa  being  the  corresponding 
centres. 

The  -  preceding  fornmlae  will  apply 
to  bevel- wheels,  the  radii  being  OJ,' 
O2I,  and  the  pitch  being  measured  on 
the  circumferences  I  A,  IB. 

tS.  Efficiency  of  Hechamsms. — 
Generally  speaking,  the  ratio  of  the 
effort  P  to  the  resistance  Q  in  a  mechan- 
ism may  be  expressed  as  a  function  of 
the  coefficient  of  friction  /i.  Thus 
P 
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-Fip). 


If,  now,  the  mechanism  is  moved  so  that  the  points  of  application 
of  P  and  Q  traverse  small  distances  Jx,  Ay  in  the  directions  of  the 
forces, 


Tablb  of  CoimcniNTs  0 

Dry. 

WBt. 

Oidi- 

CcmdD. 

(wtkio. 

1. 

Qnmmt. 

.097 

.079 

.072 

.075 

.075 

.075 

,1 

.116 

.049 
.054 
.064 
.054 
.092 
.17 
.07 
.054 
.054 

.065 

Cast  ironon  bell-nwtal 

.194 
.194 

.iei 
*;i37' 

.le 

.185 

.11 

.09 

,11 

.251 

.1S9 

.075 
.075 
.125 

Wroui^t  iron  on  lignum-viMe.  . . . 

.187 

But  the  ratio  -f-  depends  only  upon  the  geometrical  relations 
between  the  different  parts  of  the  mechanism,  and  will  thereiore 
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remain  the  same  if  it  is  assumed  that  '/i  is  zero.  Id  such  a  case  the 
efficiency  would  be  perfect,  or  the  motive  work  (P^x)  would  be 
equal  to  the  useful  work  (QJy),  and  therefore 

Hence  the  efficiency  =  —14 


I.  In  a  pair  of  fouT-Bheaved  blocks  it  is  found  that  it  requires  a  force  P'  to 
raise  a  vei^t  5P',  and  a  force  SP'  to  raise  a  weight  15P'.  Show  that  the 
general  relation  between  the  force  P  and  the  weight  If  to  be  raised  is  given  by 

P-^W-P'. 

Find  the  effidency  when  raising  the  weights  5P'  and  1^'.  Ang.  |;  f, 

a.  Find  tbe  mechanical  advantage  when  an  inch  bolt  is  screwed  up  by  a 
15-in.  spanner,  the  effective  diameter  of  the  nut  being  If  ins.,  the  diameter  at 
tiie  base  of  the  thread  .84  in.,  and  .15  being  the  coefficient  of  friction.    Ana.  80. 

3.  I^lnd  the  turning  moment  necessary  to  raise  a  weight  of  1000  lbs.  by  a 
vertical  square-threaded  screw  having  a  pitch  of  6  las.,  the  mean  diameter  of 
tbe  thread  being  4  ins.  and  the  coefficient  of  friction  ).        Ana.  1930  in.-lbe. 

4.  The  radii  of  the  pulleys  of  a  differential  pulley-block  are  6  ins.  and  5}  ins. 
Und  Uk  efficiency  when  a  pull  of  200  lbs.  in  the  hauling-chain  is  required  to 
ruse  a  weight  of  1  ton. 

S-  Hod  the  mechanical  efficiency  of  a  screw-jack  in  which  the  load  rotates 
with  the  bead  of  the  jack  in  order  to  eliminate  collar  friction.  Threads  per 
inch,  3;  mean  diameter  of  threads,  1}  ins.;  coefficient  of  friction,  0.14.  Also 
find  tbe  efficiency  when  the  load  does  not  rotate.  Ans.  30%;  17.1%. 

6.  In  a  Ufting-^nachine,  an  effort  of  26.6  lbs.  just  raises  a  load  of  2260  tbe. ; 
irtiat  is  the  mechanical  advaotageT  If  the  effideocy  is  .755,  what  is  the  velocity 
ratioT 

If  on  tbe  same  machine  an  effort  of  11.8  lbs.  raises  a  load  of  580  lbs.,  what 
is  now  the  efficiency? 

7.  Tlie  mean  diameter  of  the  threads  of  a  ^-in.  bolt  is  0.45  in.,  the  slope  of 
the  thread  0.07,  and  the  coefficient  of  friction  0.16.  find  the  tendon  of  tbe 
bolt  when  pulled  up  by  a  force  of  20  lbs.  on  the  end  of  a  spanner  12  ins.  long. 

Ans.  1020  lbs. 

8.  If  in  a  Weston  pulley-block  only  40  per  cent  of  the  energy  expended  h  ■ 
utiUied  in  lifting  the  load,  what  should  be  the  diameter  of  the  smalls  part  of 
tbe  compound  pulley  when  the  largest  diameter  is  8  ins.  in  order  that  a  pull 
of  50  lbs.  on  the  chwn  may  raise  a  load  of  550  Ibe.T  Am.  7.42  ins. 
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9.  Ttie  pitch  of  th«  screw  of  a  lifting-jack  is  f  in.  Disregarding  friction, 
what  force  must  be  applied  at  the  end  of  a  244n.  handk  to  rwae  a  weight  of 
2664  lb8.T  Ana.  6|  Ibe. 

10.  The  law  connecting  a  force  P  at  the  handle  of  a  sciew-jack  with  the 
wa(^t  TF  to  be  overcome  is  of  the  form 

P-bW+c 

When  IT -2300  Ibe.,  P-30  Ibe.,  and  when  TF-500  Ibe.,  P-10  Ibe.;  find  the 
values  of  the  coefGdente  b  and  e. 

Also,  if  the  handle  describes  a  circle  of  19  ins.,  and  if  the  i»tch  of  the  screw  is 
I  in.,  find  the  velocity  ratio.  Ans.  b—^,  c— 4(;  318.47. 

11.  In  the  preceding  example,  find  the  efficiency  in  each  caae  and  also  find 
the  weight  which  must  be  lifted  so  that  the  efficiency  may  be  25  per  cent. 

13.  A  belt  laps  one  half  of  a  l4r-in.  pulley  which  makes  2000  revolutions  per 
minute.  The  maximum  tension  is  not  to  exceed  40  Ibe.  per  inch  of  width. 
If  ;i— .28,  find  the  width  of  the  belt  and  the  power  transmitted,  the  weight 
of  the  belt  being  1.5  lbs.  per  square  foot. 

13.  A  belt  embracing  one  half  the  circumference  of  a  pulley  transmits  10 
H.P.;  the  pulley  makes  30  revolutions  per  minute  and  is  7  ft.  in  diameter. 
Ne^ecting sUp,  find  r, and  r.,/<  being  .125.  Am.  15413  Ibe.;  1041|lbfl. 

14-  How  many  ropes  4  ina.  in  circumference  are  required  to  transmit  200 
H.P.  from  a  pulley  16  ft.  in  diameter  and  making  SO  revolutions  per  minute? 

Am.  10. 

15.  A  ^in.  rope  passes  over  a  6-in.  pulley,  the  diameter  of  the  axis  being 
i  in.;  the  load  upon  the  axb— 2xthe  rope  tension.  Find  the  efficiency  of  the 
pulley,  the  coefficient  of  axle  friction  being  .08  and  the  coefficient  tor  stiffness 
.47.    Hence  also  deduce  the  efficiency  of  a  pair  of  three-sheaved  blocks. 

Aim.  .867  ;  .427. 

16.  A  belt  laps  150°  round  a  pulley  of  3  ft.  diameter  making  130  revolutions 
per  minute;  the  coefficient  of  friction  is  0.35.  What  is  the  maximum  pull 
on  the  belt  when  20  H.P.  is  being  transmitted  and  the  belt  is  just  on  the  point 
of  slipping?  Ans.  .898  lb. 

17.  If  the  pulleys  are  50  ft.  centre  to  centre,  and  if  the  tight  is  three  times 
the  alack  tension,  find  the  length  of  the  belt,  the  coefficient  of  friction  being 
i  and  the  diameter  of  one  of  the  pulleys  12  ins.  Ana.  185.287  ft. 

18.  A  6-in.  leather  belt  i  in.  thick  and  weighing  0.4  lb.  per  lineal  foot 
connects  two  pulleys,  each  3  ft.  in  diameter,  on  parallel  shafts,  and  is  found  to 
commence  to  slip  when  the  moment  of  resistance  is  400  ft.-lbs.  and  the  revo- 
lutions are  500  per  minute.  Taking  the  coefficient  of  friction  between  the 
pulleys  and  belt  to  be  .24,  estimate  the  greatest  and  least  ten»ons  when  on  the 
point  of  slipping. 

19.  A  strap  b  hung  over  a  fixed  pulley,  and  is  in  contact  over  an  arc  of 
length  equal  to  two  thirds  of  the  total  circumference.     Under  these 


D.qit.zeaOvGoOt^lc 


EXAMPLES.  411 

stances  a  pull  of  475  Iba.  ia  found  tg  be  necenary  in  order  to  ruse  a  load  of 
ISO  Ibfl.  I)etennine  tlie  coeffident  of  friction  between  the  strap  and  the  pulley* 
rim.  Ang.  .275. 

30.  The  tight  tenaion  on  a  20-in.  belt  embracing  one  half  the  circumference 
of  the  pulley  is  1200  lbs.  Find  the  "■w""m""  worlc  the  belt  will  transmit, 
the  thiclmess  of  the  beh  being  .2  in.  and  its  weight  .0325  lb.  per  cubic  inch. 
(Coeffidentoffriction-.28.)  .4ns.  68.75  H.F. 

31.  An  endless  belt  weig^iing  i  lb.  per  lineal  foot  connects  two  35-in.  pul- 
leys and  transmits  5  HJ*.,  each  pulley  making  300  revolutions  per  minute, 
the  tight  and  alack  tensions,  p  being  .28. 

33.  F^d  the  width  of  belt  necessary  to  transmit  10  H.P.  to  a  pulley  12 
ins.  in  di&meter,  so  that  the  greatest  tension  may  not  exceed  40  Ibe.  per  inch  of 
the  width  when  the  pulley  makes  1500  revolutions  per  minute,  the  weight  of 
the  belt  per  square  foot  being  1.5  Ibe.,  the  an^  of  wrapping  180  d^rees,  and 
taking  the  coefficient  of  friction  as  0.25.  Ans-  8  ins. 

33.  A  rope  is  run  three  times  round  a  post,  one  end  being  held  tight  by  a 
force  of  10  lbs.    Find  the  pull  on  the  other  end  which  will  produce  slip,    (fi— .25.) 

Am.  1000  IbB. 

34-  A  rope-pulley  carrying  20  ropes  is  16  ft.  in  diameter  and  transmits 
600  H.P,  when  running  at  90  revolutions  per  minute.  Taking  p  —  .7  and  the 
angle  of  contact  — 180°,  find  the  tenson  on  the  tight  and  slack  aides. 

aj.  In  a  rope-drive  the  rope  weig^  0.8  lb.  per  foot.  The  tension  being 
290  lbs.  on  the  tight  side  and  80  lbs.  on  the  slack  side,  find  approximately  the 
sag  in  tbe  two  cases,  suppoang  the  shafts  to  be  50  ft.  apart.  Obtain  the  fonnula 
you  employ. 

j6.  a  pulley  3  ft.  6  ins.  in  diameter  and  making  150  revolutions  per  minute, 
drives,  by  means  of  a  belt,  a  machine  which  absorbs  7  H.P.  What  must  be  the 
width  of  belt  bo  that  its  greatest  tension  shall  be  70  lbs.  per  inch  of  width,  it 
being  assumed  that  the  tension  in  the  driving  ade  is  tieice  that  on  the  slack 
side? 

37.  The  efficiency  of  a  single-rope  pulley  is  found  to  be  94  per  cent.  Over 
how  many  of  such  pulleys  must  the  rope  pass  in  order  to  make  it  self-^ustiuning, 
i.e.,  to  have  an  efiSciency  of  under  50  per  cent?  Am.  12. 

18.  A  cable  from  a  ship  ia  wound  three  times  round  a  post  and  a  force 
equal  to  the  weight  of  100. lbs.  is  apphed  at  the  other  end;  how  much  energy 
is  destroyed  when  the  ship  is  brought  to  rest  after  dragging  the  cable  10  ft. 
the  coefficient  of  friction  being  .27 

3g.  Power  is  transmitted  from  a  pulley  5  ft.  in  diameter,  running  at  110 
revolutions  per  minute,  to  a  pulley  8  ins.  in  diameter.  Thickness  of  belt  —0.24 
in.;  modulus  of  elasticity  of  belt,  9000  lbs.  per  squm«  inch;  tension  on  tight 
aide  per  inch  of  width— 60  lbs.;  ratio  of  tenaons,  2.3  to  1.  Find  the  revolu- 
tions per  minute  of  the  small  pulley.  Ana.  792. 
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30.  A  belt  weighing  )  lb.  per  lineal  foot  connects  two  42-in.  pulleys,  on 
making  240  revolutions  per  minute.  Find  the  limiting  tension  for  which  vork 
will  be  transmitted.  Also  find  the  tight  and  slack  te'bsions  and  the  efficiency 
when  the  belt  transmits  5  H.F.  (IHameter  of  axle  —2  in. ;  coefficient  of  friction 
-.28.)  Ant.  3(Hlba.;   106.82  Ibe.;  44.32  lbs. 

31.  A  circular  saw  makes  1000  revolutions  per  minute  and  is  driven  by  a 
belt  3  ins.  wide  and  i  in.  thick,  its  weight  per  cubic  inch  being  .0325  lb.  The 
belt  passes  over  a  10-in.  pulley  embracing  one  half  the  circumferenoe  and 
transmits  6  H.F.  Find  the  ti^t  and  slack  tensions,  the  coefficient  of  friction 
being  .28.  Aru.  130.16  lbs.;  54.56  Ibe. 

33.  The  most  efficient  speed  of  a  10-in. X^-in.  belt  weeing  .0325  lb.  per 
cubic  inch  is  80  ft.  per  second,  the  corresponding  tight  and  slack  tensions 
being  in  the  ratio  of  7  to  3.  Tbe  coefficient  of  friction  is  |.  Find  the  angle 
subtended  at  the  centre  of  tbe  pulley  by  the  arc  of  contact.  Also  find  the 
tight  and  slack  tendons  and  the  work  transmitted. 

33-  A  cotton  rope  li  ins.  in  diameter  weighs  0.72  lb.  per  lineal  foot  and 
may  be  worked  with  430  lbs.  total  tension.  Find  the  horse-power  transmitted 
at  60, 80,  and  100  feet  per  second  velocity  of  rope,  the  tight  tension  being  4) 
times  the  slack  tension. 

34.  In  a  travelling-crane  the  driving-rope  runs  at  6000  ft.  per  minute. 
Find  tbe  tension  due  to  centrifugal  action,  having  given  that  a  rope  1  in.  in 
diameter  weighs  0.28  lb.  per  foot  of  length.  Arts.  60.4  lbs. 

35.  In  an  endless  belt  passing  over  two  pulleys  the  least  tension  is  150  lbs., 
the  coefficient  of  friction  .28.  and  tbe  angle  subtended  by  the  arc  of  contact 
148°.  Find  the  greatest  tension.  The  diameter  of  the  larger  wheel  is  78  ins., 
of  the  smaller  10  ins.,  of  the  bearings  3  ins.  Rnd  the  efficiency.  A  tighten- 
ing-pulley  is  made  to  press  on  the  slack  side  of  the  belt.  Assuming  that  the 
working  tension  is  to  the  coefficient  of  elastidty  in  the  ratio  of  1  to  80,  find 
the  increment  of  the  arc  of  contact  on  the  belt-puUey,  the  tension  of  the  slack 
side,  and  the  force  of  the  tightening-pulley.  Ans.  309  lbs.  - 

36.  Two  pulle}^  3  ft.  6  ins.  in  diameter,  running  at  150  revolutions  per 
minute,  ore  connected  by  a  leather  belt  weighing  0.6  lb.  per  foot  in  length. 
Taking  ^—.3,  find  the  greatest  tension  in  the  belt  when  transmitting  7^  H.P. 

Ans.  360  lbs. 

37.  A  flexible  band  embracing  three  foilrths  of  the  circumference  of  a 
brake-pulley  Iceyed  on  a  revolving  shaft  has  one  extremity  attached  to  the 
end  A  of  the  lever  AOB,  and  the  other  to  the  fixed  point  0  (between  A  and  B) 
about  which  the  lever  oscillates.  The  pressure  between  the  band  and  pulley 
in  effected  by  a  force  applied  at  right  angles  to  the  lever  at  the  end  B.  Show 
that  tbe  time  in  which  the  axle  is  brought  to  rest  is  about  2i  times  as  great 
when  revolving  in  one  direction  as  in  the  opposite.     (/  —.2.) 

38.  The  power  of  an  engine  making  n  revolutions  per  minute  is  tested  by 
a  Prony  brake  having  its  arm  of  length  r  connected  with  a  spring  balance 
which  registers  a  force  P.    The  arm  is  vertical  and  the  weight  W  of  the  brake 
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is  supported  by  a  stifF  spriag  fixed  vertically  belov  the  centre  of  the  wheel. 

What  error  in  B.H.P.  would  be  introduced  by  placing  the  spring  x  ft.  away 

from  the  central  position?  ,       BWx    „  ,  .      ,,     -n  rr  r. 

*^  Ana.  -p— ,  B  being  the  B.H.P. 

39.  A  string  of  wood  blocks  embraces  the  24'in.  pulley  of  an  engine,  one 
end  of  the  string  being  attached  to  a  load  of  112  Ibe.  and  the  other  to  a  spring 
balance  which  indicates  12  lbs.  when  the  puUey  is  maUng  60  revolutions  per 
minute.  Find  the  work  ipven  out  at  the  brake  and  the  coefficient  of  friction 
between  the  blocks  and  pulley.  Ane.  1.143  H.P.;    .355. 

40.  In  a  Prony-brake  test  of  a  Westingbouae  ei^ne  the  blocks  were  fixed 
to  a  24'in.  fly-wheel  with  a  G-in.  face,  and  the  balance  reading  was  48  lbs. ; 
the  distance  from  centre  of  shaft  to  centre  of  balance,  measured  horiiontally, 
was  30  ins.,  and  the  number  of  revolutions  per  minute  was  624.  Find  the 
horse-power.  Ant.  14.3. 

41.  An  engine  makes  150  revolutions  per  minute.  If  the  diameter  of  the 
brake-pulley  b  45  ins.  and  the  putl  on  the  brake  is  50  lbs.,  find  the  B.H.P. 

Aru.  2.67. 
4a.  A  small  water-motor  is  tested  by  a  tail  dynamometer.    The  pulley  is 
18 ins,  in  diameter;  the  weight  is  60  lbs.;  the  spring  registers  a  pull  of  50  Ibe.; 
the  number  of  revolutions  per  minute— 500.     Find  the  B.H.P.        Ana.  f. 

43.  A  Reynolds  water-brake  has  recesses  of  9  ins.  internal  and  18  ins.  ex- 
ternal diameter.  Find  the  velocity  in  feet  per  second  with  which  the  w^ter 
must  circulate  so  as  to  absorb  15  H.P.  at  200  revolutions  per  minute,  the  axis 
of  the  recesses  being  at  45°  to  the  plane  of  the  disk.  Ana.  7.13  ft. 

44.  A  Froude  water-brake  has  recesses  <rf  6  ins.  internal  and  18  ins.  external 
diameter,  tbe  axis  of  the  recesses  being  at  45°  to  the  plane  of  the  disk.  The 
disk  makes  80  revolutions  per  minute.  The  resistance  to  motion  is  balanced 
by  50  lbs.  at  the  end  of  a  4&-in.  lever.  Find  the  horse-power  developed 
and  the  velocity  of  the  water  in  feet  per  second  in  the  direction  of  the  recess 
axis.  Afw.  3.05  H.P.;   11.4  ft. 

45.  A  horizontal  axl&lO  ins.  in  diameter  has  a  vertical  load  upon  it  of  20  tons 
and  a  horizontal  pull  of  4  tons.  The  coefficient  of  friction  is  0.02.  Find  the 
heat  generated  per  minute,  and  the  horse-power  wasted  in  friction,  when 
making  50  revolutions  per  minute.  Ana.  155  units;    3.63  H.P. 

46.  The  vertical  pressing  upon  a  steel  pivot  of  100  mm.  diameter  is  2100i 
and  tbe  pivot  makes  100  revolutions  f>er  minute.  What  is  the  work  absorbed 
by  friction  per  second,  p  being  .07T  *  Ana.  51.34  km. 

47.  A  shaft  makes  20  revolutions  per  minute  in  a  bearing  of  0.25  m.  diam- 
eter. If  the  load  on  the  bearing  ia  80D0A,  find  the  work  consumed  per  second, 
P  being  .07.  Ana.  147  km. 

48.  A  6-ft.  plonk  AB,  hinged  at  B,  has  its  middle  point  supported  on  a 
24-in.  grindstone  and  carries  a  weight  of  100  lbs.  at  the  end  A.  The  grind- 
stone weighs  600  lbs.  and  makes  175  revolutions  per  minute  on  a  1-in.  axle. 
Taking  the  coefficient  of  plank  friction  and  rolling  friction  to  be  .3  and  .05 
respectively,  find  in  how  many  turns  the  grindstone  will  come  to  rest  when  the 
motive  power  ceases  to  act.  Ana.  2.04  turns. 

49-  A  4-in.  axle  makes  400  revolutions  per  minute  on  antj-fnction  wheels 
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30  ins.  in  diameter,  vfaich  are  mounted  on  3-in.  axles.    The  load  on  the  axle 
is  5  tons.    Find  the  horse-power  absorbed.     (;i-0.1;   B-Sff";   d'- 0.01  in.) 

Aiu.  1.7. 

50.  Find  the  work  absorbed  by  friction  per  revolution  by  a  pivot  3  ins,  long 
and  carrying  6  tons,  ite  upper  face  being  6  ins.  in  diameter,  coefficient  of  friction 
M,  and  2a  bdng  90°.  Atu.  .33936  in.-ton. 

51.  Calculate  the  horse-power  absorbed  by  a  footstep-bearing  8  ins.  in 
diameter  when  supporting  a  load  of  4000  lbs.  and  making  100  revolutions  per 
minute,  (a)  with  a  flat  end,  (6)  with  a  conical  pivot  a  —30°,  (c)  with  a  Scbiele 
pivot.     (Take    /i-.03.) 

Am.  (a)  .51;  (b)  1.02;  (c)  .76,  if  upper  radius-length  of  tangent'-2X 
lower  radius. 

5a.  The  diameter  of  a  solid  cylindrical  cast-steel  [Mvot  is  2{  ina.  Find  the 
diameter  of  an  equally  efficient  conical  pivot. 

53.  The  pressure  upon  a  4-in.  journal  making  50  revolutions  per  minute  is 
6  tons,  the  coefficient  of  friction  being  .05.  Find  the  number  of  units  of  heat 
generated  per  second.  Joule's  mechanical  equivalent  of  heat  being  778  ft.-lbe. 

54.  A  water-wheel  of  20  ft.  diameter  and  weighing  20,000  Ibe.  makes  10 
revolutions  per  minute;  the  gudgeons  are  6  ins.  in  diameter  and  the  coefficient 
of  iriction  is  .1.  Find  the  loss  of  mechanical  effect  due  te  friction.  If  the 
motive  power  is  suddenly  cut  off,  how  many  revolutions  will  the  wheel  make 
before  coming  to  rest7  Am.    itH.P. ;   10.9. 

55.  A  wedge  with  a  taper  of  1  in  8  is  driven  into  a  cottered  joint  with  an 
estimated  t^'essure  of  600  Iba.  Find  the  force  with  wluch  the  two  parts  of  the 
joint  are  drawn  together  and  the  force  required  te  withdraw  the  wedge,  the 
coefficient  of  friction  being  .2.  Ant.  1128  lbs.;   307  lbs. 

56.  A  grindstone  with  a  radius  of  gyration  —12  ins.  and  making  120  revo- 
lutions per  minute  is  suddenly  left  to  the  influence  of  gravity  and  axle  friction 
and  comes  to  rest  in  160  revolutions.  Find  the  coefficient  of  axle  friction, 
the  diameter  of  the  axle  being  H  ins. 

57.  A  fly-wheel  weighing  8000  lbs.  and  having  a  radius  of  gyration  of  10  ft. 
is  disconnected  from  the  engine  at  the  moment  it  is  making  27  revolutions  per 
minute;  it  stops  after  making  17  revolutions.  Find  the  coefficient  of  friction, 
the  axle  being  12  ins.  in  dianfeter.  Ans.  .2325. 

58.  A  railway  truck  weighing  12  tons  is  carried  on  wheels  3  ft.  in  diameter; 
the  journals  are  4  ins.  in  diameter,  the  coefficient  of  friction  1^.  Find  the  reaat- 
anoe  of  the  truck  ho  far  as  it  arises  from  the  friction  of  the  journals. 

Ans.  37i  lbs. 

59.  A  tramcar  wheel  is  30  ina.  in  diameter,  the  axle  2}  ins.;  the  coefficient 
of  axle  friction  .08,  of  rolling  friction  .09.     Find  the  resistance  per  ton. 

Am.  28.37  lbs. 

60.  A  bearing  16  ins.  in  diameter  is  acted  upon  by  a  horizontal  force  of  50 
tons  and  a  vertical  force  of  10  tons;  the  coefficient  of  friction  is  fa-  ^"d  the 
horse-power  absorbed  by  friction  per  revolution.  Ans.  .906  H.P. 
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6i.  A  steel  pivot  3  ins.  in  diameter  and  under  a  preacrure  of  5  tons  makes 
60  revolutions  per  minute  in  a  cafit-iroQ  Btep-well  lubricated  with  oil.  How 
much  work  is  absorbed  by  friction,  the  coefficient  of  friction  being  .Q8T 

Ant.  .85iH.P. 

01.  A  pur  of  spur-wheels  are  4  ins,  and  2  ins.  in  diameter;  the  flanks  of  the 
teeth  are  radial;  the  larger  wheel  has  16  teeth;  the  arc  of  approach— arc  of 
recess  — |  of  the  [utch.  Show  how  to  form  the  teeth,  and  find  their  efficiency. 
(Coefficient  of  friction— .11.)  Atu.  .97. 

6j.  Find  the  work  lost  by  the  friction  of  a  pair  of  teeth,  the  number  of 
teeth  in  the  wheels  being  32  and  16,  and  the  diameter  of  tiie  lai^jer  wheel, 
which  transmits  3  H.P.  at  50  revolutions  per  minute,  3  ft.    Atu.  3.646  ft.-lbe. 

64-  The  driver  of  a  pair  of  wheels  has  120  teeth,  and  each  wheel  has  an 
addendum  equal  to  .28  time  the  pitch;  the  arcs  of  approach  and  recess  are 
each  equal  to  the  pitch;  the  tooth-flanks  are  radial  Rnd  the  efficiency. 
(Coefficient  of  friction  -.100.)  Aru.  .994. 
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CHAPTER  VII. 

ON  THE  TRANSVERSE  STRENGTH  OF  BEAMS. 

I.  The  Homent  of  ResiBtance. — Let  the  pltme  of  the  paper  be 
a  {dane  of  Bjnnmetry  with  respect  to  the  beam  PQRS.  If  the  beam 
is  subjected  to  the  action  of  external  forces  in  this  plane,  PQRS  is 


* 


^eS 


^ 


Fio.  405. 
bent  and  assumes  a  curved  form  P'Q'R'S'.  The  upper  layer  of 
fibres  Q'R'  is  extended,  the  lower  layer  P'S'  is  compressed,  while 
of  the  layers  within  the  beam,  those  nearer  P'S'  are  compressed 
and  those  nearer  Q'ii'  are  extended.  Hence  there  must  be  a  layer 
M'N'  between  P'S'  and  C^R'  which  is  neither  compressed  nor  ex- 
tended. It  is  called  the  neulTol  surface  (or  q/linder),  and  its  axis 
is  perpendicular  to  the  plane  of  flexure.  In  the  present  treatise 
it  is  proposed  to  deal  with  flexure  in  one  plane  only,  and,  in  general, 
it  will  be  found  more  convenient  to  refer  to  M'N'  as  the  neutral 
line  (or  axis),  a  term  only  used  ui  reference  to  a  transverse  section. 

If  a  force  act  upon  the  beam  in  the  direction  of  its  length,  the 
lower  layer  P'S',  instead  of  being  compressed,  may  be  stretched. 
In  such  a  case  there  is  no  neutral  surface  vntkin  the  beam,  but  theo- 
retically it  still  exists  somewhere  without  the  beam. 

Con^der  an  indefinitely  thin  slice  of  the  beam  ABCD  at  a 
distance  x  from  an  origin  in  the  neutral  axis  and  of  thickness  dx. 
If  A'B'C'jy  is  this  element  in  the  bent  beam,  the  following  assump- 
tions axe  made: 

416 
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(a)  That  tiie  flexure  is  small; 

(6)  That  the  material  of  the  beam  is  homc^neous; 

(<;)  lliat  any  section  AD  which  is  plane  before  hending  remains 
■plane  alter  bent^ng; 

(d)  That  the  struns  of  the  aeveral  layers  are  directly  propor- 
tional to  the  stresses  to  which  they  are  due,  so  that  the  layers  stretch 
and  shorten  freely  under  the  action  of  tenale  and  compressive  forces, 
notwithstanding  the  connection  between  the  different  layers. 

Let  Figs.  406  and  407  represent  enlarged  views  of  the  elements 
ABCD  and  A'B'C'jy  in  Figs.  404  and  405,  and  let  the  planes  A'U 
and  fC  intersect  in  0.  The  point  0  is  the  cenfre  o/  curmi(w«  of 
the  bent  layers  between  A'B'  and  C'U. 


Fifi,  ' 


Fw.  407. 


Let  R  be  the  raiius  of  curvt^re  of  the  layer  F"^,  w^iich  is  neither 
lengthened  nor  shortened,  and  which  "h,  therefore,  subjected  to 
no  stress  in  the  direction  of  its  length. 

Let  t  be  the  force  developed  along  the  layer  pY  °^  sectional 
area  da  and  at  a  distance  y  from  P'Q'. 

Without  altering  the  conditions  of  equilibrium  it  may  be  as- 
sumed that  two  forces,  opposite  in  direction  but  each  equal  in  m^- 
nitude  to  t,  act  along  P'Q',  and  therefore  the  force  ^ong  }/^  is 
equivalent  to 

(a)  a  fOTce  t  along  P'Q',  together  with 

(6)  a  couple  of  moment  ty. 

The  force  along  every  other  layer  of  the  element  is  also  equiv- 
alent to  a  ramilar  force  and  a  similar  couple. 
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Hence  the  forces  along  all  the  layers  are  equivalent  to 

(c)  a  force  It  along  P'Q',  together  with 

(d)  a  couple  of  moment  Ity, 

the  symbol  I  denoting  algebraic  sum,  as  the  forces  change  from 
tensions  to  compressions  on  passing  from  one  side  of  the  neutral 
surface  to  the  other. 


Again, 


R+y    Oj/      j/q' 
B       OP'    P'Q" 

°^      "  *       p  pify —  ^*^^  strain  of  the  layer  p'q' 

°  Eda 
Therefore  t=-^yda. 

Hence  the  total  force  along  P'Q* 

since  P'Q'  remmns  unchanged  in  length. 

Therefore  lyda-O,  and  P*  is  the  C.  of  G.  of  the  face  A'ly. 
Thus  the  neutral  axis  is  the  locus  of  the  centres  of  gravity  of  the 
transverse  sections  of  the  beams.  Also,  the  total  moment  of  the 
couple  acting  on  the  element 

k  being  the  radius  of  gyration  and  /  the  moment  of  inertia  of  the 

transverse  section  of  the  beam  through  A'B'  with  respect  to  an  axis 

at  P'  perpendicular  to  the  plane  of  flexure. 

E 
The  moment  -^1  is  generally  termed  the  moment  of  resistance, 

but  is  sometimes  spoken  of  as  the  dastic  mommi.    It  must  neces- 
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sarily  baJance  the  bending  moment  M  of  the  external  forces  which 
cause  the  flexure,  and  therefore 

M  =  ^I.  or         -^-g. 

Let  /„  be  the  stress,  i.e.,  the  load  per  unit  of  area,  in  p'g'.    Then 

t=fyda,  and  therefore  fv  =  -sy  or  :^='S- 

Agun,  let  ?  be  the  vertical  deviation  of  B',  Fig.  405,  from  MN, 
i.e.,  the  deflection  of  E'  with  respect  to  the  neutral  axis.    Then 

1  ^ic" 


the  upper  or  lower  sign  beii^  taken  according  ae  the  centre  of  curva- 
ture 0  falls  above  or  below  M'N'. 

dz 
Now,  -r-  is  the  tangent  of  the  angle  9  which  the  tangent  to  the 

neutral  axis  at  E'  makes  with  the  straight  line  M'N',  and  this  angle 
is  very  small.    Therefore,  approximately, 

dx 

and  may  be  taken  equal  to  zero  in  the  expression  for  the  curvature, 
60  that 

R"^dxa"'''dx' 
^nee 

AH    E     M    f. 
=f=d^  =  R=T=f 

are  equations  from  which  may  be  determined  the  deflection    (z), 

the  slope    {6),  the  curvature  l-pj  at  any    point    of    the    neutral 

axis,  and  the  stress  developed  at  any  distance  y  from  the  neutral 


'  R     El 
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± 


an    miUal    curvature   p-,  the  change  of    curratore    is  evidently 
1       1      M 


K 


Er 


Curvature,  Fig.  408,  may  be  defined  as  the  angUiar 
change  (in  radians)  of  the  direction  of  the  curve  per 
*         'stf        ■■    ( .      ■!_    change  in  angle     d 

J    jt/'     ™"°"'°*"' AB  -■&■ 

■S'  The  beam  is  strwued  to  the  hmit  of  safety  when 

^^'  *•*■        eiiher  of  the  extreme  layers  A'B',  LfC  is  strained  to 

the  limit  of  elasticity.    In  such  a  case  the  least  of  the  values  of 

--  for  the  layers    in    question    is   the    greatest  value  consistent 

with  the  strength  of  the  beam.  If  /<  and  c  are  the  corresponding 
stress  and  distance  from  the  neutral  axis,  then 


Again,  Fig.  409  represents  on  an  exaggerated  scale  the  transverse 
section  of  the  beam  at  A'ly,  the  upper  and 
lower  breadths  of  the  beam,  A'A"  and  I/D", 
being  respectively  contracted  and  stretched, 
and  being  also  arcs  of  circles  having  a  common 
centre  at  Cf. 

Let  R'  be  the  radius  of  the  arc  P'J*",  whose 
length  remains  unchanged. 

Let  mE  be  the  lateral  coefhcient  of  elasticity, 
m  being  a  numerical  coefficient.    As  before, 
for  any  layer  at  a  distance  y  from  P'P", 
mE      t     E 
R'  ~ay~R' 
and  therefore  R'-=mR. 

Thus,  wUhin  the  limits  of  elasticity,  the  curvatljre  of  the  breadth  is  — 

that  of  the  length,  and  does  not  semubly  affect  the  resistance  of  the 
beam  to  bending.  The  influence,  however,  upon  the  bending  may 
become  sensible  if  the  breadth  is  very  large  as  compared  with  the 
depth,  as,  e.g.,  in  the  case  of  iron  or  steel  plates. 


Fio.  409. 
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2.  Hodulos    of    Section.  —  The  ratio  ^  is  called  the  strength 

moduliis  of  the  section  and  is  usually  denoted  by  the  symbol  Z. 

The  modulufl  may  be  easily  detenpined  as  follows : 

Divide  any  section,  .as,  e.g.,  that  shown  by  Fig.  410,  into  a 
number  of  thin  layers  by  lines  parallel  to  the  neutial  axis. 

Let  a„  be  the  area  of  one  of  these  layers  at  y  from  the  neutral 
axis,  and  let  /„  be  the  stress  developed  in  this  layer. 

If  the  width,  and  therefore  the  area,  of  this  layer 

are  diminished  in  the  ratio  of  -f,  f  being  the  skin 
stress,  then 
/v. 


and  fifiv=h»' 

Treating  every  layer  in  a  similar  manner,  the  modulus  figure^ 
shown  shaded,  is  obtiuned  and 

I(J^„)'=totdl  force  on  one  side  of  the  neutral  axis 

A'  being  the  area  of  one  side  of  the  modiUus  figure. 

But  this  area  is  the  same  on  each  «de  since  the  neutral  axis  is 
at  the  C.  of  G,  of  the  section. 

Hence  if  2^1  is  the  total  area  of  the  modulus  figure,  and  if  A  is  the 
effective  depth,  i.e.,  the  distance  between  the  centres  of  gravity  of  the 
modulus  areas  above  and  below  the  neutral  axis, 

/j4A-moment  of  resistance  of  section=/—  ={Z, 

and  Ah=Z. 

The  table  on  page  422  gives  the  moments  of  inertia,  strength 
modulus,  and  the  square  of  the  radius  of  gyration  of  various  sections 
met  with  in  ordinary  practice. 
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HonuDt  of  Inotim  /. 


SaoUoa  Modulus  -. 


K 


ol  Oyrktian  K*. 


BD'- 

M> 

12{BD 

-bd) 

BD"- 

bd* 

12{BD 

-W) 

Bd'+bD' 

iWM 
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3.  The  Voi^  of  Flexure. — Tlie  work  done  stretching  the  layer 
pY  (Fig.  407) 

and,  therefore,  the  work  done  in  distorting  the  element  ABCD 
liii,,    ,     1  M,       M'dx 

Hence  the  total  work  of  flexure  between  points  defined  by  values 
xi  and  Ja  of  i 


If  on  this  portion  of  the  beam  loads  are  concentrated  at  different 
points,  the  integration  must  be  taken  between  each  pair  of  consecu- 
tive loads  and  the  results  superposed. 

This  expression  is  necessarily  equal  to  the  work  of  the  external 
forces  between  the  same  limits,  and  is -also  the  energy  acquired  by  the 
beam  in  cban^ng  from  its  natural  state  of  equilibrium. 

If  the  proof  load  P  is  concentrated  at  one  point  of  a  beam,  and 
p 
if  d  is  the  proof  deflection,  the  resilience  =  -^d. 

If  a  proof  toad  of  intensity  w  is  imiformly  distributed  over  the 

beam,  and  if  y  ia  the  deflection  at  any  point,  the  resilience  =  ^  /  wj/t^, 

the  integration  extending  throughout  the  whole  length  of  the  beam. 
4.  EqualizatioD  of  Stress. — The  stress  at  any  point  of  a  beam 
under  a  transverse  load  is  proportional  to  its  distance  from  the  neutral 
plane  so  long  as  the  elastic  limit  is  not  exceeded.  At  this  limit 
materials  wluch  have  no  ductility  give  way.  In  materials  possessing 
ductility,  the  stress  may  go  on  increasing  for  some  distance  beyond 
the  elastic  limit  without  producing  rupture,  but  the  stress  is  no 
longer  proportional  to  the  distance  from  the  neutral  plane,  its  variar 
tion  being  much  slower.  This  is  due  to  the  fact  that  the  portion  in 
compression  acquires  increased  rigidity  and  so  exerts  a  continually 
increa^ng  resistance  (Chapter  IV)  almost  if  not  quite  up  to  the  point 
of  rupture,  while  in  the  stretched  portion  a  flow  of  met^  occurs  and 
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an  approximately  constant  resistance  to  the  streas  is  developed. 
Thus  there  will  be  amore  or  leas  perfect  equalization  of  stressthrough- 
out  the  section,  accompanied  by  an  increase  of  the  elastic  Hmit  and 
of  the  apparent  strength,  the  increase  depending  both  upon  the  form 
of  section  and  the  ductility. 

For  example,  if  the  ten^e  elastic  limit  is  the  same  as  the  com- 
presmve,  the  shaded  portion  of  f^g.  424  gives  a  graphical  represen- 


Pio.  424.  Fro.  426.  Fro.  436. 

tation  of  the  total  stress  in  a  beam  of  rectangular  section  when  the 
straining  is  within  the  elastic  limit.  Beyond  this  limit  it  may  be 
represented  as  in  Fig.  425,  and  will  be  interme<tiate  b&tween  lilg. 
424  and  the  shaded  rectangle  of  Fig.  426,  which  corresponds  to  a 
state  of  perfect  equalization. 

By  means  of  a  specially  designed  extensometer,  the  author  has 
carried  out  a  number  of  experiments  with  a  view  to  determine  the 
changes  of  fibre  length,  within  the  hmit  of  elasticity,  at  different 
depths  of  a  beam  loaded  transversely.  For  a  full  accoiint  of  these 
experiments  the  reader  is  referred  to  the  R.S.C.  Trans.,  Vols.  VII 
and  VIII. 

The  loading  was  of  two  kinds,  namely,  (1)  loads  of  increasing 
magnitude  placed  at  the  centre,  and  (2)  equal  loads  of  increasing 
magnitude  concentrated  at  two  points  equidistant  from  the  centre, 
the  maximum  B.M.  in  each  case  being  the  same  as  for  the  corre- 
sponding centrally  placed  load. 

In  all  measurements  the  beams  were  placed  on  supports  60  ins. 
apart  and  the  distance  between  the  extenaometer  points  was  S  ins. 

Diagrams  were  plotted  showing  the  "lengthenings"  and  "shorten- 
ings "  of  the  fibres  at  different  depths,  and  an  inspection  shows  that 
they  are  approximately  proportional  to  the  distance  from  the  line 
which  does  not  apparently  change  in  length.  These  experiments, 
therefore,  seem  to  verify  the  assumption  that  the  stress  developed  at 
any  point  in  the  beam  is  approximately  proportional  to  the  distance 
from  the  neutral  surface,  and  the  agreement  of  the  assumption  with 
fact  becomes  more  marked  as  the  homogeneousness  of  the  material 
increases. 
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425 


The  results  of  the  experiments  justify  the   following  general 
inferences: 

With  timber  beams  (Figs.  427  and  428): 

(1)  That  when  a  beam  is  loaded  at  the  centre,  the  position  of 


the  neutral  surface  imder  increasing  loads  remms  practically  un- 
chained and  is  a  little  nearer  the  compresaon  than  the  tendon  «de. 
(2)  That  when  loads  are  concentrated  at  points  equidistant  from 
the  centre,  the  neutral  surface  under  the  smaller  loads  is  at  some 


considerable  distance  from  the  mid-depth  on  the  compression  side. 
This  distance  diminishes  as  the  load  increases,  and  under  the 
heaviest  loads  the  neutral  surface  seems  to  have  gradually  returned 
to  ne^ly  the  same  position  as  when  the  beam  was  loaded  at  the 
centre. 

With  a  7.1"X3.33"  cast-iron  beam  (Figs.  429  and  430): 
(1)  That  the  curves  for  the  loads  at  the  centre  show  less  varia- 
tion in  the  position  of  the  neutral  surface  than  when  the  loads  are 
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concentrated  at  equidiatant  points.  The  axis  is  precisely  at  the 
mid-depth  of  the  beam  up  to  2400  lbs.,  but  beyond  this  load  there 
is  a  perceptible  movement  towards  the  compreseion  ude. 


(2)  That  the  diagram  for  the  beam  under  loads  10  ins.  from 
the  centre  shows  a  slight  movement  of  the  neutral  surface  towards 


the  tension  side  for  the  smaller  loads,  but  under  3600  lbs.  it  sud- 
denly moves  to  the  compression  side  and  then  gradually  returns 
towards  the  centre  under  still  higher  loads. 


(3)  That  loads  at  20  ins.  from  the  centre  show  that  the  neutral 
surface  is  much  nearer  the  tension  side  for  the  smaller  loads,  but 
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gradually  moves  to  a  position  slightly  on  the  compressioQ  fdde  for 
the  higher  loads. 

With  an  8-in.  rolled  joist  (Kgs.  431  to  434): 

(1)  That  in  Fig.  433,  in  which  the  loads  are  concentrated  at 
8-in.  centres,  the  stress  in  the  material  is  almost,  directly  propor- 
tional to  the  distance  from  the  neutral  axis,  which  seems  to  be  slightly 
above  the  centre  of  gravity. 

(2)  That  the  diagrams  for  the  30-in.,  20-in.,  and  15-in.  conoen- 


IV    - 

0f 

^ 

FiQ.  433. 


Fio.  434. 


trations  indicate  that  the  stress  in  the  material  increaaeB  more  rapidly 
than  the  distance  from  the  neutral  axis,  while  the  increase  is  not 
so  rapid  for  the  6-in.  (Fig.  434)  concentration  and  for  the  beam 
loaded  at  the  centre.  In  the  last  case  the  neutral  axis  has  moved 
very  appreciably  above  the  centre  of  gravity. 


With  a  7.85"  X  3.425"  casUsteel  beam  (Figs.  435  to  438): 
3    That  in  all  cases  the  stresses  in  the  material  are  very  approxi- 


mately proportional  to  the  distance  from  the  neutral  surface,  and 
that  this  neutral  surface  very  approximately  coincides  with  the  centre 
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of  gravity,  indicating  that,  in  the  case  of  the  concentrated  loads, 
the  variation  of  stresa  in  the  beam  in  question  is  closely  in  accord- 
ance with  theory. 

(2)  That  the  Figs.  435  to  438,  plotted  from  the  reaulte  obtwned 
for  a  beam  loaded  at  the  centre,  show  that  the  neutral  surface 
has  very  appreciably  moved  towards  the  compression  side,  but  that  the 
stress  in  the  material  is  still  proportional  to  the  distance  from  the 
neutral  surface  in  its  changed  position. 

Ex.  1.  A  timber  beam  6  itia.  sqiutre  and  20  ft.  long  retie  upon  fino  supporta, 
and  ia  uniformly  haded  wiih  a  vxight  of  100  Iha.  per  lineal  foot.  Delermine 
the  stress  at  the  eenbv  at  a  point  dislant  2  ins.  from  the  neutral  line. 

Alto  find  the  central  curvature,  E  being  1,200,000  Ihs.  per  square  inch. 


8-ff 


M- 


1O0-2O-2O 

8 

-5000  ft.- 

•Ibfl.- 

'60,000  in.-lbe. 

60000    /» 
108    "2 

1200000 

bs./sq.  in. 

and    £- 

•  2160 

ina.-180ft'. 

Hence 

Therefore  /» ■ 

Ex.  2.  A  slandpipe  section  33  ft.  in  length  and  weiring  5720  lbs.  it  placed 
upon  two  supports  in  the  same  korixontal  plane  30  ft.  apart.  The  internal 
diameter  of  the  pipe  is  30  int.  and  its  Ihieknesa  |  in.  Determine  the  additiontd 
vniformly  distributed  load  which  the  pipe  can  carry  belvxen  the  hearingt,  so  that 
the  stress  in  the  melai  may  nowhere  exceed  2  long  tons  per  square  inch. 

Let  W  be  the  required  load  in  pounds. 

The  weight  of  the  pipe  between  the  bearing9-||X5720-5200  Iba. 

Thus  the  total  distributed  wei^t  between  the  beftring8-(Jr+5200 
Ibfl.). 

The  atruning  is  evidently  greatest  at  the  centre,  and  at  this  point 

I)  in.--lb8. 


Also,  /-Vl5'-i-¥  IP. 

Therefore 


45(Tr+520Q)     2X2240 
V15'         "      15 


and 


Ex.  3.  An  iron  bar  m  bent  into  the  arc  of  a  eirde  of  500  ft.  diam^er;  the 
coefficient  of  elasticUy  ia  30,000,000  lbs.  Find  the  rrwment  of  resistance  of  a 
teetion  of  the  bar  and  the  maximum  intentUy  of  ttress  in  the  metal,  (a)  (cA«n 
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Uiebarit  rmmd  and  1  in.  m  diameter,  (6)  vihm  the  bar  it  aquart,  hamng  a  ride 
ol  1  in. 

If  the  metal  is  not  lobe  ttrained  above  10,000  Bm.  per  square  inch,  find  (c)  the 
diameter  of  the  smaUest  cireU  into  vAitA  Ihe  bar  can  be  bent 


30000000 
250X12 


Moment  of  reaiatance-p/- ■  q^,^,^  I -10,0001  ia.4be. 


~,  sod  the  moment -10^000 — 

—J-*  m.-lb0. 

/       30000000  J     ,     .™.,/    ,      . 

i"   250X12    ■    ^    /-50001be./«l.m. 


and  the  moment-10,000XT^ 
-833iiaMbs. 


/      30000000 

i-  M0X12  ■    "''    /-««» »»•/«!•  i«. 


For  case  (c), 


i  fiX12 


or  the  diameter  —250  ft. 

Ex.  4.  To  cut  out  of  an  eUiptie  section,  tuith  its  major  axis,  2a,  vertieal,  Ihe 
rectangular  section  which  has  the  greatest  moment  of  resistance. 
Let  26  be  the  minor  axis  of  the  ellipse; 

2x  and  2y  be  tbe  depth  and  vidth  reapeclively  of  the   reqmred 
rectangular  section. 

(     4 
Its  moment  of  resistance  —  —  ~yx'  —a  max. 


But  ^  is  constant,  and  therefore 


yx^—A  max., 
3ydx  +  xdy-0. 


and  differentiating,  ^  +^-0. 


xdx     ydy 


Therefore  Tl'Ti'^ — ',• 

3o'    6'         a^ 
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and  the  correflpooding  moment  of  resistance  —  V—j  -j-  a'b. 

Ex.  5.  The  driving-wheels  of  a  locomotive  are  d  feet  in  diameter  and  the  length 
of  the  crank-radius  is  r  jeet.  Al  a  speed  of  a  miles  per  hour  the  stress  developed 
in  the  conneeting-Tod  is  jwt  to  exceed  f  pounds  per  square  itwA.  The  connecting- 
rod  weighs  W  pounds,  is  I  Jeet  long,  arut  has  a  constant  moment  of  inertia  I  from 
end  to  end. 

Aaaume  that  the  connecting-rod  may  be  conmdered  a  beam  supported 
at  the  two  ends.      In  Addition  to  its  own  weight  W  it  carries  a  uniformly 

distributed  load  of developed  by  the  centrifugal  force,  v  being  the  linear 

velocity  of  the  crank-pin  in  feet  per  second.     Thus 

M8p2r_44r^, 
3600  d     I5d'' 

max.  B.M.  in  In.-lbs. 

I, 


"'('^J) 


^/, 


e  being  the  distance  of  the  extreme  fibres  from  the  neutral  axis. 

Ex.  6.  The  section  of  a  hook  taken  at  right  angles  to  the  dtrecOon  of  the  puU 
is  3  ins.  deep  and  H  ins.  wide.  Calculate  the  maximum  and  minimum  stresses 
in  the  maierial  vAen  the  hook  is  loaded  with  10  tons  and  the  diatarux  of  the  line 
of  pull  from  the  inner  edge  of  the  section  is  1  m. 

The  nmz.  streas/aq.  in.  —stress  due  to  direct  pull 

±     "      "    "  bending 

10       10X2iXU 
"sxii    TVXliX3' 

—13)  tons  in  tension  and  8}  tons  in  compression. 

Ex.  7.  //  the  pm-hotea  for  a  bridge  eye-bar  were  drilled  out  of  truth  sideways, 
and  the  main  body  of  the  bar  were  5  ins.  wide  and  2  ins.  thick,  what  proportion 
would  the  maximum  stress  bear  to  the  mean  over  any  cross-section  of  the  bar  at 
which  the  mean  line  of  force  was  i  in.  from  the  middle  of  the  aectionf 

Let  P  tons  be  the  pull  on  the  bar.    Then 

max.  stress  at  section  -stress  due  to  direct  pull  ±  stress  due  to  bendii^ 
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^  P      PXlX2i    Pa  ,i\ 

5X2^x2X5'"lO^       20/ 

P  23 
"lO  20 

compresaioa, 

and  the  ratio  of  the  nuxiinum  stress  to  the  meaa  is  1.15  and  0.85  on  t)\e  ten- 
sion and  compreasion  sides  respectively, 

Ex.  8.  A  steel  bmler-plale  ttibe  36  /f.  kmg,  30  ins.  inaide  diameter,  iveighs 
4200  lbs.  and  regis  upon  supports  33  ft  apart.  Find  the  maximum  inl^isity 
of  stress  in  the  rnetal.  What  additional  weight  may  be  suspended  from  the  centre, 
assuming  that  the  stress  is  nowhere  to  exceed  8000  lbs.  per  square  inch  t 

Let  t— thickness  of  tube.    Then 

4200 -weight  of  tube  in  pounds -—(iS+i' - 15')36  X490, 


/,  the  moment  of  inertia, ——  ( — — )  —  —  X5028.1. 

The  wei^t  of  the  unsupported  length  of  tube  -— X4200  -3860  Ibe. 
This  is  uniformly  distributed,  and  therefore 

?f  33 X.2 -m„.  B.M.  in  i„.-lb.. -^ (nX«>28.l) . 
Hence,  /-740.9  Ibs./aq.  in. 

Next,  let  P  be  the  weight  required  at  the  centre.    Then 
-X33X12+  ^33X12-max.  B.W.  in  in.-lba. 


15.359     14 
and  therefore  P-18,860  Ibe. 

Kote.  If  r  is  the  interior  radiui  of  a  hollow  tub«  of  thickneis  t,  the  Mctlonal 
area  of  Hu  tube— K(r+t  —  r*)  — iicrtjif  t  it  so  small  as  compared  with  r  that  t'  may 
be  disregarded  without  appreciable  error.    Also,  the  moment  of  Inertia  of  the  mc- 

tion— (r+t  — r*)  — icr^  approzimatelj.     Hence  the  moment  of  resistance  of  a 
hoBow  tube  whose  thickneis  is  small  aa  compared  with  the  radius 
—  —  ir't  —  rfr't,  approximately. 
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Ex.  9.  A  aat^iron  rectangular  girder  retit  upon  tupporU  12  ft  apart  and 
earriet  a  weight  of  2000  Iba.  at  the  centre.  If  the  breadth  is  one  half  the  depth, 
find  the  aeetional  area  of  the  girder  bo  that  the  intenmtj/  of  strsw  may  nauAere 
exceed  4000  Ibe.  per  aqmire  inch. 

Aleo,  find  Ok  depth  of  a  wrought-iron  girder  3  tna.  wide  which  migfit  be  tub- 
etiiuted  for  the  cast-iron  girder,  the  coeffidenl  of  strength  for  the  wroughl'von 
being  8000  B>s.  per  square  incA. 

Take  d  the  depth  and  b(— id)  the  breadth  of  the  cast-iron  girder,  llteii, 
disregarding  the  wei^t  of  the  girder, 

?f  12XI2-»«.  B.M.  In  K-lbe. -4000^" -^d-. 

Tbentoxe  d'— 216  and  d— 6  ins., bo  that  the  sectional  area— bd— 18  sq.  ins. 
TbevM^tof  tlie{prder-Y7^12X450-Vd'lba.    Taking  this  into  acoouoi, 

-max.  B.M.  in  in-Ibfl. 
4000. 


or  d'-srd'-218-0    and    d-6.38  ina. 

Therefore  sectional  area  - 

Next,  let  D  be  the  required  depth  of  the  wrought-iron  girder.    Disr^ 
garding  the  weights  of  the  girders, 


The  weight  of  the  wrought-iron  girder 


Taking  this  into  account, 


-12x12 -max.  B.M.  in  in.^fas. 


Z>*-.54D-18-0    and    J!>-4.52in£ 
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Ex.  10.  Compare  the  rirtnglK  modvhu  of  a  Tedangt^ar  ueHon  6  em.  vnd» 
K  24  cm.  deep  wilh  Aat  of  a  doubU-tee  gection  of  lAe  tame  ana,  the  fiangu  bang 
8ctn.X3  cm.  and  ffievxb  18  em.X2  cm. 

For  the  re«^Dgular  section. 

For  the  double-tee  section, 

^     1  /I8x24'-2X8X18'\ 

'     12^  12  /  Fio.440.  Fia.441. 

Thus  the  ratio  of  the  two  moduli-— =t-—o-,  so  that  the  double-tee  eec- 


-)  -1080. 


1^    15 
'  57«  ' 
tion  is  nearly  twice  as  strong  as  a  rectan- 
gular section  of  the  same  area. 

Ex.    11.   OA,  Fig.  442,    is  the  jieutral 

axis  of  a  cantilever  fixed  at  0  and  carrying 

Fio.  442.  "  ^tniformiy  distributed  load  of  inteneity  v> 

together  with  a  netght  W  at  t^K  free  end  A. 

Let  I  be  the  length  of  the  cantilever.    Then,  at  any  point  (z,  y)  in  the 

neutral  axis  with  respect  to  0, 

M.-ElQ,-^(l-x)'  +  W^l~x) 

-^{P-2lx+x^+W{l-x). 
Integrstiog, 

c,  being  a  constant  of  integration. 

If  the  cantilever  is  so  fixed  that  the  neutral  axis  at  0  b  horisontal,  then 

?=-0  at  0,  i,e.,  when  i-O,  and  therefore  c,  -0.    Thus 

Bi^-EI  ton  ,.J(,.,-fc.+|)  *w{h-^ 
an  equation  giving  the  slope  B  of  the  axis  at  any  ptrint.    Inttigrating  agun, 

an  equation  pvin^  the  deflection  of  any  point  in  the  axis. 

There  is  no  constant  of  int^ration,  as  x  and  y  vanish  together.  The 
point  A  a  evidently  the  most  deflected  point,  and  if  y  is  the  value  of 
y  at  A,  ie.,  when  x^l, 


xrY-P 
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if  P  is  the  uniformly  distributed  load  -td. 

Agun,  let  JY  be  the  increment  of  ¥  corresponding  to  an  increment  JW 
of  tbe  weight  IF.    Then 

s,(r+.y,-.(|.£±£E), 

and  therefore  EUY-^JW, 

which  is  the  equation  commonly  employed  in  determining  the  value  of  the 
modulus  E. 

ItWiana,  y-1^-1^ 

8  EI      8  EI* 

and  if  Py.  —let)  is  small  as  compared  with  W, 

3  EI 

The  deflection  may  be  approximately  found  by  assuming  that  the  neutral 
^  axia  OA  is  bent  into  the  form  of  a  circular  arc 

of  radius  R.    Draw  the  horisontal  AN,  inter- 
secting   the   vertical  through   0   in  AT,     The 
curvature  is  so  small  that  tbe  difference  in  the 
p,Q_  443  lengths  of  OA  and  AN  may  be  disregarded. 

Taking  OJV-y-the  maximiim  deflection,  then 

AN^-0N(2R-0N)  ~2R0N,  approximately. 


I'-2fiK    and    Y -^. 


Also, 


Mo     f,     E    2H, 
I   "y"R'   1'   ■ 


Ex.  12.    A  beam  aupporUd  al  0  and  A  in  tJis  same  horisoniat  ptane  carries 
a    tmiformly  dUtriinOed  load  of  intensity  w 
together  with  a  weight  W  concentrated  at  the 
middle  point 

Let  I  be  the  distance  between  the  sup- 
ports. 

First.    Let  tbe  beam  merely  rest  upon 
the  supports  (Pig,  444).    Then,  b^ween  0  md  B,  at  any  point  {x,  y)  of 


Fia.  444 
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the  oeutral  axis,  vith  reference  to  0, 

— r —  being  the  reaction  at  0  (or  A).    Integratjng, 

-El-^- — - — X* — T-+C,. 

c,  being  a  constant  of  integration. 

At  the  middle  point  the  neutral  axis  is  horiEontal,  and  therefore 

-T-  —0,    when    x  — s-, 

....  „    WV     teP 

«>that  0-— *-+c. 

Hence  -E0-~-El  tanO 

dx 

■      4     "^        6      8U"^Tr 
an  equation  ^ving  the  slope  of  the  neutral  axia  at  any  point  between  0  and  E 
Int^rating  agun, 


in  which  there  is  no  constant  of  integration,  as  x  and  y  Tanisli  together.  - 
This  last  equation  defines  the  deflection  curve  and  gives  the  xlefiectjon  of 

any  point  of  the  neutral  axis  between  0  and  S. 

Let  Y  be  the  maxinium  deflection,  i.e.,  the  deflectionat  the  middle  point, 

where  I -^.    Then 


if  P  is  the  uniformly  distributed  load  —id. 

Again,  let  JY  be  the  increment  of  Y,  corresponding  to  an  increment  JW 
of  W.    Then 

EliY  +  .iY)-^(lP  +  W  +  JW), 

and  therefore  'eIJY  -  ^JW, 

I   dW   I* 


D.qit.zeaOvGoOt^lc 


-436  THEORY  OF  STRUCTURES. 

an  equation  &lao  commonly  employed  in  detennining  the  value  of  the  mod- 
ulus £. 

If  IF  IS  nH,  T  — --  -— ■  — T-  — , 

and  ii  Pis  small  as  compared  with  W, 

J.J.!":.. 

48  EI 

The  deflection  may  be  approximately  found  by  assumlog  that  the  neutral 
axis  OA  is  bent  into  the  arc  of  a  circle  of 
o  in'  '    _      radius  R.    Draw  the   horizontal  OA,  inter- 

secting the  vertical,  through  the  middle  point 
£  in  JV.    The  curvature  is  so  small  that  the 
Fio.  445.  difference  in  the  lengths  of  ON  and  OB  may 

be  disregarded. 
Take  BN^Y,  the  [oaximum  deflection.     Then 

DN'~BN{2R-BN)  -2RBN,  approximately. 


~2RY    and     Y 


IP 
"8  ft' 


Ha     t,     E     SET 


The  deflectioD  at  any  distance  z  from  OiaY  —t/,y  being  given  by 


(s-'Y 


Second.    Let  both  endi  a}  the  beam  be  fixed  to  that  tke  neuiml  axie  u  horieonlal 
111  0  and  at  A.    Let  M,  be  the  moment  oj  fixture  at  each  end.    The  moment  at 
O  evidently  tends  to  produce  rotation  from 
right  to  left.     Hien,  at  any  point  (x,  y)  be- 
tween 0  and  B, 

.,El^,-i^)x-f-M,. 


dx' 
Integrating, 


^t^- 


-EltMiO 


^a  e<|UaUon  giving  the  slope  8  at  any  point. 
There  ia  no  constant  of  integration,  as  j- 

Maa,  /-  0   when   x- 

dx 

„     W+irf,,     wP 


and  X  vanish  together, 
and  therefore 
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an  equation  defining  the  deflection  curve. 

Tliere  is  no  constant  of  integration,  as  x  and  y  vanish  together. 

Let  y  be  the  mftTJmiim  deflection,  i  e.,  the  value  of  y  at  the  middle  point. 


19a  \         a/      19*  \         a/ 

liWianU,  T-— |^     and    M,-  — -— . 

'  384BI  la     IJ 

If  P(-u>0  is  small  as  compared  with  W, 


.-(-±-). 


a  quadratic,  living  two  values  of  x  and  defining  two  points  in  the  beam  at 
iriiich  the  B.M.  is  zero  and  at  ttiuch,  therefore,  [ons  may  be  introduced  bo 
that  the  beam  may  be  conndered  as  consistii^  of  two  cantileven  OD,  AC, 


=Hf 


t:^'^4 


supporting  an  independent  intennediato  length  CD  (Fig.  447).    The  length 
OD  (  -AC)  is,  of  course,  the  least  of  the  values  of  x  ^ven  by  the  last  equation. 


B.„.-(£i-)i_.(|)-_,(|,g)     _ 

-'(f^i)-(^£)- 

T.ke      OK-l(^+Y^-AL    and    the  vertical  B« -i (j +^ . 
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The  parabola  KDECL  U  the  B.U.  diagram,  ehowing  that  the  bending 
scUons  on  the  central  span  and  on  the  two  side  lengths  are  opposite  in  char- 
acter. 

If  it  is  aBsumed  that  W  alone  acts,  then 

and  between  0  aad  B,  ^  ~  "2 5"' 

I  Wl 

80  that  the  B.M.  at  B,  i^.,  when  x  — ^,  is  also  ~ . 

Thus  the  two  Unes  K'T/E'  and  E'C'L',  Fig.  448,  are  the  B.M,  diagram, 
the  value  of  0£>'(  —AC)  bong  the  value  of  x  when 


If  it  is  assumed  that  P(  -iri)  alone  acta,  then 


The  B.M,  at  B,  i.e.,  when  x  --,  i^  gj  <"'  gT* 

Tlius  the  parabola  K"D"E"C"L",  Fig.  449,  is  the  B.M.  diagram,  the 
lengths  OD",  OC"  being  the  values  of  x  in  the  quadratic 

„    id      ira'    trf" 

from»rtdch  *"2(^'''vl")' 

Fio.  449. 
80  that  Oiy~.2ni    and    OC"-.789i. 

The  ordinate  of  the  B.M.  diagram  in  Fig.  44Q  is  evidently  the  o^einnc 
awn  of  the  corresponding  ordinates  in  Figs.  448  and  449. 

Again,  assuming  /  to  be  constant,  the  work  done  in  bending  the  beam 
in  the  ^rst  cose 


-2X, 


I      fS/W+P        iPiN'. 


i  (TT+P)'    (.W  +  P)P  . 
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M   fiT* 


in  the  teeondeaie 


Third.    Ld  iht  htam  be  fixed  at  0  and  merely  rett  upon  tia  tupport  at  A,    Jn 
the  firtt  place  oooader  the  effect  of  the  uniformly  distributed  load  aod  let 


A,,  A,  be  the  vratical  reactionB  at  the  supporta  0  and  A  reBpectivsly. 
Then,  at  any  point  {x,  y)  of  the  neutral  axis, 

cii'       '        2  ' 

At  A,  M  —0,  and  therefore 

OP  fi.I-Af,-^ ^.    .    .    .    (A) 

Integmting,  -B/^ -*'T"T  ~^''' 

an  equation  giving  the  slope  of  the  neutral  axis  at  any   point.     Iliere  is 

dy 
no  constant  of  integration,  aa  x  and  -^  vanish  together. 

Integrating  agwn,        -Bly~R,—  ~-^-M,~, (B) 

an  equation  giving  the  deflection  of  the  neutral  axis  at  any  pomt.  There 
ia  no  constant  of  integration,  as  t  and  y  vanish  together,  llie  deflection  at 
A,  i.e.,  when  x—l,  ia  also  0.     Therefore 
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'6     24 
R,l-3M,-- 
lence,  by  (A)  and  (C), 


Thus  the  fixture  of  one  end  throws  five  eightkt  of  the  load  Upon  that  e 
while  Iftree  eigfUk*  of  the  load  is  bome  at  A. 
The  B.H.  b  ml  at  points  ^ven  by 


-M,~-^(l-x)(l-4x), 


vertex  £  at  a  vertical  distance  ^^~7^^'  above  the  middle  p<»nt  of  ACt 

ia  the  B.H.  diagram,  and  the  bending  actions  on  the  portions  OC  and  AC 
are  evidently  oppoedte  in  kind. 

The  maTimiim  deflection  is  no  longer  at  the  centre,  but  ita  position  may 

be  found  by  putting  ^-0  in  eq.  (B).    Then 

„.«,|.'S.'-A,,., 


Hw  GCWTecrponding  value  of  y,  i.e.,  the  maximum  deflection,  can  now 
be  found  by  substituting  this  value  of  x  in 

,^  ft  In  tbe  aeeond  place,  consider  the  effect  of 

r  "    the  nngle  weight  W,  R,  and  R,  being  agtun 

the  reactiooa  at  0  and  A  respectively.    Then, 


-t- 


Fifi.  4S1.  bttuiem  0  md  B, 

M--E&--R,x-M. (D) 
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aa  equation  ^ving  the  slope  at  any  point  of  the  neutral  azia  between  0 
and  6. 

Let  a,  be  tlie  slope  at  B,  then 

-E/tana-fi,^-M| (E) 

lutegratiog  again,  — E/y«"K,-T-— Af,-s", 

an  equation  giving  the  deflection  of  any  point  of  the  neatral  voa  bettoeen  0 
mdB. 

Let  y^  be  the  value  of  y  at  B,  then 

-«'yi.-«.S-J«.| <r) 

Behoeen  B  and  A, 

M~-El^,-Ii^x-M,-W(x-^), 
At  A  the  BJf ,  is  nil,  and  therefore 

at  R,l~M,-W~ (G) 

Integrating,         -El%-R,~-Af,z-^  (z^-^Y +c^ 

C,  being  a  constant  of  int^;ratton. 

dy  I 

But  ^  -tan  a  at  £,  i.e.,  when  x  - y.    llieiefore 

-E/tan«-fi,-J— Af.i-+«„ 
and,  by  eq.  (E),  c,  -0. 

an  equation  giving  the  slope  of  the  neutral  axis  at  any  point  between  B  and  A. 

Integrating  again,      -Bly-R,-^ -M,-^—^(z~-^j    +c„ 
Cf  being  a  constant  of  int^ration. 

But  yyg  when  x — ^.    Therefore 

P         I' 
and,  byeq.  (F),  c,-Q. 
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Hence  -B/y-K.^ -Jf,y-^(«-^)', (H) 

an  equation  ^Ting  the  deflection  of  any  point  of  the  oeutnl  axis  between  B 
and  A. 

But  y  is  also  nil  at  A,  i^.,  when  x  -I.    Therefore 


Hence,  by  eqa.  (GO  and  (K),    ^i-jgR'    and    -M'l-YglR 

BO  that  the  fixture  throws  eleven  nxteentht  of  the  weight  on  0  and  five  tixUeniha 
of  the  wei^t  on  A. 

The  BJfl.  is  nil  at  a  point  between  0  and  B,  defined  by  the  value  of  »,{i'ven 
by  making  Jlf-0  in  eq.  (D).    Then 

M,     3, 
0-R,x~M,    or    '-f^-TT^- 


Take  OX' -^  and  OC'-^I  (Fig.  461),    The  two  lines  XC'£' and  i:'A 
are  the  B.M.  diagram,  uid 


The  maximum  deflection  ie  evidently  at  some  point  between  B  and  A,  and 
its  position  may  be  found  by  making— -0  in  eq.  (H).    Then 


which  becomes  0--5*'+10£t-4i', 

from  which  i— nl— — p=j  —.55i,  very  nearly. 

When  the  beam  carries  the  two  loads,  the  B.M.  at  any  point  is  the  algebraic 
sum  of  the  corresponding  ordinates  of  the  B.M.  diagrams  obtained  by  con- 
ddering  the  loads  separately. 

So  also  the  slope  and  the  deflection  are  the  algebraic  sums  of  the  corre- 
sponding slopes  and  deflections  due  to  the  separate  loads. 

If  there  are  a  number  of  weights  concentrated  at  different  points  along 
a  beam,  each  weight  may  be  treated  independently  and  the  several  results 
superposed. 
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5.  Reinforced   Concrete  Beams. — In  concrete  beams,  reinforced 
by  the  mtroduction   of  steel  roda, 

expanded  metal,  etc.,  on  the  tendon      'f  MMT"~PI \ 

ade,  it  is  commonly  considered  good      ^  Hn  I — >-^ ^ 

practice  to  assume  that  the  whole 
of  the  tension  is  carried  by  the 
metal.  ^'-  ""• 

Let  Be,  Em  be  Young's  moduli    for  concrete  and  steel,   respec- 
tively, in  compression; 
ft,  U     "the  extreme  fibre  stresses  in  the  concrete  and  steel; 
h  "    "  breadth  of  the  beam; 

d         "    ••  distance    between   the   upper   surface   of   the 

beam  and  the  centre  line  of  the  steel; 
xd        "    '•  distance  between  the  upper  surface  and  the 

neutral  axis; 
h         I'    'I  distance  between  the  centre  line  of  the  steel 

and  the  bottom  surface  of  the  beam ; 
a         '•    "  area  of  the  steel  reinforcement. 
For  equilibrium,  the  algebruc  sum  of  the  horizontal  forces  in 
the  beam  must  be  nil.    Therefore 


taking 


U-2  -"!•-'>■ 

bxd 
2o" 

1.    E.(l-x)d      ■ 

ir  EM    - 

B. 
'-%■ 

,      20        20 

1-j 

rx 

X' 

-^iVa'+2arid- 

-"), 

which  determines  the  position  of  the  neutral  e 
The  moment  of  resistance 

-lf{xd)'+IMi-x)d 
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Ex.  13-  A  concrete  beam  4  int.  wide  by  12  int.  deep  u  reinforced  by  a  steel 
rod  of  i  in.  diameter  placed  vriiA  He  centre  line  1  in.  above  the  teneion  face  of  the 
beam.  Young's  nutduli  for  concrete  and  eteel  in  compression  are  3,000,000  (Be) 
and  30,000,000  (E,)  lbs.  per  square  inch.  The  concreU  may  be  subjected  to  a 
compression  of  600  lbs.  per  square  inch  and  the  steel  to  a  tension  of  18,000  lbs. 
per  square  ituA. 

Tb»  .-\.{\y-.m^.ir..,    r-l-i, 

.  v'2X.196XAX4Xll+(.l«)'-.196     „^ 

"*  ' SSISIi -^ 

H«nce  the  moment  of  resistance,  so  far  as  it  depends  upcn  the  eompretsive 
strength  of  the  concrete, 

-|x600x4xll'X.256(l-*^  -34,005  in-lbe., 

and  the  moment  of  lenstance,  80  f«r  as  it  depends  upon  the  (etml«  strength 
of  the  steel, 

-18000X. 196X11  (l  ~'^)  -35,497  in.-lba. 

The  smaller  of  the  two  results  must  be  taken  as  the  actual  moment  of  renstaoce. 

Ex.  14.  To  design  a  concrete-steel  slab  to  carry  an  esOernol  load  of  100  Jbs. 
per  square  fool,  the  slab  to  be  placed  betuieen  two  sted  beams  60  ins.  apart.  Take 
the  same  moduh  as  in  the  preceding  example,  and  Ut  625  0)s.  and  18,000  lbs.  be 
the  stresses  which  eon  be  safdy  developed  in  the  concrete  and  steel  respectively. 

Try  a  slab  5  ins.  thick,  reinforced  by  steel  rods  of  i  in.  diameter,  spaced  6 
ins.  apart  and  placed  4  ins.  below  the  top  of  the  slab.     Consider  a  portion  of 


tlte  slab  6  ins.  wide,  contsining  one  reinforcing  rod,  and  let  the  wei^t  of  the 
concrete  be  150  lbs.  per  cubic  foot. 
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"steel        "      "        "      "       "  -    .17  1b. 

'  exteruAl  load  "      "      "  -50.00  Iba. 


OT  Mj  82  Ibe.  per  liue&l  foot. 

like  maximum  B.M.  on  the  portion  mider  consideration 


which  most  not  exceed  the  leaet  moment  of  retulanee  if  the  elftb  is  to  be  safe. 


''^'  ^"  Ax6x4 

The  moment  of  renetance,  bo  far  as  it  depends  upon  the  eomprtative  atrenglk 
of  the  concrete, 


625X6X. 183X4' 


(l-'-^)-5156in.-lbe., 


and  the  moment  of  retisUaux,  bo  far  as  it  depends  upon  the  lennU  atrength  of 
the  steel 

-18000X.049x4(l-~^  -3313  in.-lbe. 


As  the  smaller  of  these  moments  is  greater  than  the  max.  B.M.,  the  slab 
is  amply  safe. 

A  more  exact  adjustment  might  be  made  by  diminishing  the  thickness  of 
the  concrete  and  spacing  the  rods  a  Uttle  further  apart.  The  properties  of 
concrete,  however,  are  so  variable  that  great  nicety  of  adjustment  seems 
unnecessary. 

6.  Fommla  Vl=Cbd^. — In  this  formula  b  is  a  transverse  dimen- 
sion of  a  beam  of  length  I,  depth  d,  and  carrying  a  load  W, 
It  has  been  shown  that 

'  c     '   c  ' 
and  if  /  is  the  max.  stress, 
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But 
and 

A  is  proportional  to  bd, 
k  ••         "           «  d, 

t  ' d, 

M"         "           '■  Wl. 

Therefore 

Wla'^^  atxP-Cbd^, 

C  being  a  coefficient  which  depends  upon  the  nature  of  the  matena., 
the  character  of  the  loading,  and  the  method  of  supporting  the  beam. 
It6  value  must  be  determined  by  experiment. 

This  formula  is  sometimes  used  to  determine  the  breaking  weight 
of  a  beam,  and  C  is  then  called  the  coefficient  of  rupture.  Values 
of  C  for  iron,  steel,  and  timber  beams  are  tabulated  at  the  end  of 
Chapter   IV. 

Ex.  15.  A  10-in.-deepX6-in.-unde  red  pine  beam  resting  upon  suppong 
20  ft.  apart  fails  wder  a  load  of  14,250  Ibe.  concentrated  at  the  centre.  Find  C. 
Disregarding  the  weight  of  the  beam, 

14250X2OX12-C6-10'. 
Therefore  C-5700. 

7.  Beams  of  Unifonn  Strength. — A  beam  of    uniform  strength 

is  a  beam  so  designed  that  the  greatest  stress  developed  under  a 

given  load  is  the  same  at  every  section  from  end  to  end  of  the  beam. 

Let  y  be  the  depth  and  z  the  greatest  width  of  a  section  of  such 

a  beam  at  any  distance  x  from  an  origin  in  the  neutral  axis.    Then 

/  is  the  max.  stress  developed  in  this  section.    Its  moment  of 

2/ 
resistance  ■-  / — '^^,  since  /  is  to  be  constant. 

Therefore  ay^athe  B.M.  at  the  section, 

aM, 

v^ch  may  be  written  zy*  =  cM, 

c  being  a  coefficient  depending  upon  the  value  of  /  and  the  form  of 
the  section. 

At  points  at  which  the  B.M.  is  nil,  z^—0,  and  therefore  either 
z  QT  y  must  be  nil.  Theoretically,  then,  a  beam  requires  no  sectional 
area,  i.e.,  no  material,  at  such  points,  but  it  is  manifest  that  at  every 
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point  the  beam  must  have  a  sufficient  sectional  area  to  take  up  the 
shearing  force. 

Case  a.  If  the  width  (i.e.,  z)  is  constant, 

and  the  ordinates  of  the  profQe  in  elevation  are  proportional  to  the 
square  root  of  the  corresponding  ordinates  of  the  B.M.  curve. 
Case  b.  If  the  depth  (i.e.,  y)  is  constant, 

zccM, 

and  the  ordinates  of  the  profile  in  plan  are  directly  proportional  to 
the  corresponding  ordinates  of  the  B.M.  curve. 

Case  c.  If  the  ratio  of  depth  to  width  i  i.e.,  —  I  is  constant, 

yazixiTM, 

and  the  ordinates  of  the  profiles,  both  in  elevation  and  in  plan,  are 
proportional  to  the  cube  root  of  the  corresponding  ordinates  of  the 
B.M.  curve. 

If  the  load  on  the  beam  conasts  of  a  number  of  concentrated 
loads  Max,  and  the  profiles  are  evidently  made  up  of  cubical 
parabolas. 

Case  d.  If  the  sectional  area  (yz)  is  constant, 

yccM, 

and  the  ordinates  of  the  profile  in  elevation  are  again  proportional 
to  the  corresponding  ordinates  of  the  B.M.  curve. 

Again,  when  Jlf-0,  y-0,  and,  therefore,  z  is  infinite.  Hence,  in 
a  beam  of  this  kind,  the  distribution  of  the  material  is  most  defective. 


Beams  of  Approximately  Uniform  Strength. — ^The  curved  lines 
in  Figs.  454  and  455  are  the  theoretical  profiles  of  a  cantilever 
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and  a  beam  of  uniform  strength.  It  is  sometimes  the  practice  to 
replace  the  curved  boundary  lines  by  the  tangents  CD  at  the  section 
CC  of  greatest  depth;  a  depth  (or  width)  DD  is  thus  provided  at  A 
wHch  is  sufficient  for  the  S.F.  at  that  point.  Such  a  beam  may  be 
said  to  be  of  approximaidy  uniform  strength. 

Let  y=}{x)  be  the  equation  to  the  curved  profile.    Then 

is  the  tangent  of  the  angle  which  the  tangent  at  (7,  y)  makes  with  the 
neutral  axis. 

AtCji.e.,  when  i=0, 

A(0)-t.nCi)B=g.5^, 


and  therefore 


Z>Z)  -  2AD -20c  -  20A/'(0) 
-CC  -20A/'(0). 


Ex.  16.  A  cantiimer  OA  of  length  I  and  constant  vfidth  z  carrtM  a  wei^ 
WiOtthe  free  end  A  and  a  uniformly  distributed  load  Iff 
At  any  point  distant  x  from  0, 


ey'~cM-c]W,il-x)+^ 


:^('-)i 


whict  may  be  written  in  the  form 


/W,\'  el   W,' 


so  that,  tkeoreticaUy,  the  profile  of  the  cantjlever  in  elevation  is  an  hyper- 
-I  from  0,  and  its  aeml-axea  equal 


bola  with  its  centre  at  a  distance  - 


^l  and 


V2«  IP,- 


Fia.  456. 
fonn  strength. 


A  sufficient  area  must,  however,  Ik  pro- 
vided at  il  to  carry  the  S.F.  at  that  point 
due  to  ITi.  This  can  be  done  by  substituting 
for  the  curved  profile  the  tangents  CD,  which 
will  give    a    cantilever  of  approximately  uni- 
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AtO,  ue.,  wben»-0, 


and  therefore  at  0, 

i.e.,when«-0. 

2zOCx-rm--c(W,+W^ 

or 

-m-^ffl^. 

Hmoe  DD-CC-MArm 

Tbe  dotted  lioes  define  the  cantilerer  of  uniform  strength  when  OA  is  the 
lower  face. 

£x.  17.  A  heam  AA  of  comlant  width  s  and  of  length  21  carries  a  uniformly 
distribuUd  load  W,  and  a  vieight  W,  eonctnUraled  at  the  middU  point  0. 

At  any  point  distant  x  from  0, 

which  may  be  written 


flo  that,  theoretieaUy,  the  profile  of  the  beam  in  elevation  conmsts  of  two  elfiptic 
arcs  CA,  the  ellipses  having  their  centtea  at  the  points  0„  0„  where 

AtO.  i.e,,  wheni-O,  ^T-^ZZl""  T"^_-^^^Hp 

'<«'-|(«'.+f)   -T-  F„.«7. 

^i^'  -^"S- -?("'■ +"'•!)• 

Therefore  at  0 
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rm- 


cir,        eWi 
izOC'  2xCC' 


DD~CC-20Axf'm 


-«(-^) 


-ce(j-       •""■ 


Hw..!^) 


2W,  +  W,' 

The  dotted  lines  ehow  the  beam  of  umfloTm  strength  when  AA  is  the 
lower  face. 

Ex.  18.  Dengn  a  cantilever  of  appToximatdy  uniform  strength  from 
the  ff^lomng  daia;  Length  — 11  jt.;  circular  section — ioad  at  free  end—i960 
lbs.;  working   stress  —  7680   Ibs./sq.  in.;  digregard  the  vxighl  oj  the  beam. 

At  X  feet  from  the  fixed  end,  let  y  be  the  nulius.    Then 

™§2!!|^.Af-1960(ll-»)12,   or  j'-^dl-.) 
V       4  88 

is  the  curve  of  the  theoretical  profile  and  is  a  cubical  parabola. 
At  the  fixed  end,  z— 0,  and 


-;|fn-a, 


*     _343J_ 
■  ix'    264  »■■ 

Hence,  if  the  tangent  At  C,  Fig  464,  replncea  tlie  curved  profile, 
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Ilierefore  the  depth  DD  of  the  cantilever  of  approximately  uniform  etrength 

-2AD-2(OC~CE)  -2(3i-li)  -4}  ins. 
8.  SdfFness. — If  D  is  the  maximum  deflection  of  a  girder  of  spaa 
I,  -T-  is  a  measure  of  the  stiffness  of  the  girder. 

In  practice  the  defiection  of  an  iron^  or  a  stee.  girder  under  the 

I         ^     I 

:     1. 

1  or  2  ine.  per  100  ft.  of  span,  and  rarely  exceeds  ^t™,  or  1,2  ins.  per 

100  ft.  of  span. 

A  timber  beam  should  not  deflect  more  than  ^tt;,  or  1  in.  per  30 

ft.  of  span. 

The  proper  stiffness  of  a  girder  is  sometimes  secured  by  requiring 

the  central  depth  to  lie  between  -17  and  -r;  its  value  depending  upon 

the  material  of  which  the  girder  is  composed,  its  sectional  form,  and 

the  work  to  be  done. 

In  all  the  cases  of  Exs.  11  and  12,  the  maximxmi  deflection  Y 

P 
is  proportional  to  -pj,  and  therefore 


p  being  a  coeflicient  which  depends  upon  the  character  of  the  loading 
uid  the  nature  of  the  supports.    Thus 

Y  pi" 

—  -the  rtiffneag-— =-, 

Also,  if  Mamx.  is  the  max.  B.M.  on  the  beam  and  /  the  corresponding 
safe  stress  in  the  material, 

d  being  the  depth  of  the  beam  and  q  a  coefficient  depending  upon  its 
sectional  form. 
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Ex.  19.  A  caat^on  beam  of  retiangular  tedion  and  of  20  ft.  tpan  carriet 
n  uniformly  diitriinUed  load  of  20  lom;  the  coefficierU  of  working  strength  u  2 
dona  per  aquare  inch;  the  aliffneaa  is  1  in.  in  100  ft.;  S  it  8000  tons.  Find  t/u 
^iimaimma  of  the  beam,  vit.,  b  the  breadth  and  d  the  depth. 


8             c          6       3' 

therefore 

bd'~lStXi. 

AUo. 

r      1         S    20(2«)'12     « 
I     1200    384    SOOOio'      2bd' 

and  theretope 

M- -27,000. 

Henoe 

g;-?^.16i™.-i 

15* 


Ex.  20.  Compare  the  strength  and  stiffness  of  two  timiiarly  loaded  beams  of 
the  tame  material  of  equal  lengths  and  equal  sectional  areas,  the  one  being  round 
and  the  other  square. 

Let  r  be  the  radius  of  the  round  beam,  /r  the  iateiuity  of  the  surface 
stress. 

Let  a  be  a  side  of  the  square  beam,  fa  the  intensity  of  the  surface  stress. 


Then 


/,  for  round  bar,  - 


-,  uid  for  square  bar  - 


12' 


Also,  since  the  beams  are  dmilarly  loaded,  the  bending  moments  at  cor- 
responding points  are  equal,  and  therefore 


Thus,  under  the  same  load,  the  round  beam  is  strained  to  &  greater  extent 
than  the  square  beam,  and  the  latter  is  the  stronger  in  the  ratio  of  v'gs  to  v^. 

Agfun,  the  stillness  of  a  beam  is  ^.    In  the  preeent  case,  p,  E,  and  I  are 
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the  same  for  the  two  beams  and  therefore  the  Htiffnees  is  ioveisely  proportional 
to  the  moment  of  inertia.    Heace 


the  atifFnees  of  the  round  beam      12 


the  BtiSQese  of  the  square  beam     trr'      3b 


Ex.  21.  A  horiamtal  beam  of  a  length  I  equal  la  twenty  times  the  depth  <t 
raU  upon  supports  at  the  end*  and  corner  a  wti/ormiy  diatrHtuied  load  P.  If 
the  neutral  axis  iaatmid-deplA,  and  if  E  is  1,200,000  lbs.  per  square  inch,  determine 
the  stiffness  of  the  beam,  so  that  the  maximum  strus  may  nowhere  exceed  400  lbs. 
Also  find  the  work  of  flexure. 

Let  Y  be  the  maximum  deflection.    Then 


j-SOOj,  or  y-'-  6400 (^)  -128,000; 


5    PP      5      128000 


i      384  £"/     3841200000       720' 


Again,  by  Ex.  12, 


1    P"? 
the  work  of  flexure—  ^  gf 


'240X1200000    2250' 


9.  Distribution  of  Shearing  Stress.— Let  figs.  45S  and  459  rep- 
resent a  slice  of  a  beam  bounded  by  two  consecutive  sections  AB^ 
A'B',  transverse  to  the  horizontal  neutral  axis  OCy. 


Let  the  atscissse  of  these  sections  with  respect  to  an  origin  in  the 
neutral  axis  be  x  and  a:  +  Ji,  so  that  the  thickness  of  the  slice  is  Jz. 

In  the  limit,  since  Jx  becomes  indefinitely  small,  corresponding 
linear  dimensions  in  the  two  sections  are  the  same. 
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Let  /  be  the  moment  of  inertia  of  the  section  AB  (or  A'B'  in  the 
limit)  with  respect  to  the  neutral  axis. 

Let  c  be  the  distance  of  A  (or  A'  in  the  limit)  from  the  neutral 
axis. 

Let  /i,  /s  be  the  unit  stresses  at  A  and  A'  respectively. 

Conwder  the  portion  ACC'A'  of  the  slice,  CC  being  parallel  to 
and  at  a  distance  Y  from  the  neutral  axis.  Since  it  is  in  equilibrium, 
the  algebraic  sum  of  the  horizontal  forces  acting  upon  it  must  be 
nil. 

The  stress  at  P  distant  y  from  OCy  =/i^ . 

Therefore  the  horizontal  force  on  the  slice  PQ  of  thickness  dy 

and  the  total  horizontal  force  on  the  area  ACC 

=  -^  yzdy=-Ay, 

A  being  the  area  ACC  and  y  the  distance  of  its  C.  of  G.  from  the 
neutral  axis. 

Smiiarly,  the  total  horizontal  force  on  the  face  A'C'C 

and  the  resultant  horizontal  force  on  the  element  under  confederation 


Jtfi,  theB.M.atA,=^V, 

Jj. 


and  U,,  "     "     "A',-'-!, 

c 

Therefore  Mi-M,-JmJ^^I, 

JM  being  the  change  of  B.M.  in  passing  from  A  to  A'. 
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In  the  limit  Jx  and  JM  become  iodefinitely  small,  so  that 
-^=-j— -5,  the  S.F.  at  the  section  AB. 


and  the  resultant  horizontal  force  on  the  element  ACC'A' 

..JM    S  ... 
-Ay-^~jAydx. 

This  must  be  balanced  by  the  shear  developed  over  the  surface 
CC'C'C,  when  the  thickness  becomes  indefinitely  small. 
Let  q  be  the  average  intensity  of  shear  over  this  surface. 
"    w  "    "   widthCC. 

Tlien 


gwdx  -  shear  developed 
=-jAydx. 


[ence  qw^jAy. 

Ex.  22.  A  Klid  recbmguiar  tection  of  with  b  and  depth  d. 

Area  between  CC  and  surface  —6  (—  —  Yj. 

Distance  of  cenbe  of  gravity  of  this  area,  i.e.,  y   from  the  neutral  axis 


l—Ti:    and    to-b. 


^-i^i^-^YA^^)  1 


t 


This  is  evidently  greatest  and  — —  —  when  Y—0,  i.e.,  at  the  neutral  eurfaoe. 
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"Hie   intensity  of  shear  at  any  point  may  be  refvesented  by  the  hori- 
zontal distance  of  the  point  from  the  parabola  AVB  hariog  ita  vertex 

at  the  ptrint  V  where  OV  -|  ^  -5,,^ 

If  {a»  is  the  average  intensity  of  S,  the  8.F.  at  the 


2M     3 
'  S"2- 


Ex.  23.  A  solid  eireviar  leetion  of  diameter  d. 

Area  of  element  of  thickness  dy  at  distance  y  from 

r;-^  the  neutral  axis— {2»j^—y')dy.     Therefore 


He.™  ^J|....A|(^^-y.)« 


64 

which  ia  evidently  greatest  when  Y—0. 

16S 
Thus  5™"^' 

and  the  intensity  of  shear  at  any  point  may  be  represented  by  the  horiiontal 
distance  of  the  point  from  the  parabola  A  VB,  where  OV  ~7^^ 
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Ex.-  24.  A  triangular  Mdion  of  depth  d  and  with  a  bate  of  width  b. 
Area  of  section——; 

Distance  of  centre  of  gravity  of  ACC  from  the  neutral  axis 


tlie  iridth  CCi "")  — J  (f"*  -  5")  • 


Therefore 

n<l^-y)-7'2i<l^-y)l(k'^y) 

and 

»-l7(l--'')(s^--). 

irtiich  is  a  maximum  when 

o--<iK(l^+y)+di'(|i-r) 

or 

-^. 

i.e.,  at  half  the  depth  of  the  beam. 

Thus 

^.-hp. 

Also 

«..-«+!  M. 

J55^     1   W    36    3 
«...  "m    I  ~2i~r 

10.  Dtflectioo  Due  to  Shear. — The  strain  enet^  per  unit  of  vol- 
ume due  to  shear =T^.  Therefore  the  strain  energy  of  the  elemen- 
tary volume  PQ  (Figs.  458  and  459) 


1  /SASY 
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and  the  total  strain  energy  due  to  shear 

the  integratioDe  extending  over  the  whole  length  and  d^th  of  the 
beam. 

Ex.  25.  A  (ontiUDer  of  Imgth  I,  depth  d,  vruitk  b,  and  loaded  with  W  at  the 
free  end.    Thtn 

S-W.    ;-g,    ,-6,    ^    A-y-^(^-,-). 

llierefore  the  totat  shear  Btrain  energy 

aod  if  '  IB  the  corresponding  deflection, 


6  Qhd 

Hence  the  total  deflection  due  to  bending  and  to  ehear 

1  ff-p     6  ITf 
~3  El  "^5  GW 

If  F  is  the  deflection  due  to  bending, 

(\  Wi'\       3  Eid\ 


'\50bd}  ■  *-3  Ej)  "lOffW/  ■ 


I     15' 

due  to  shear  is  only  —  per  cent  of  that  due  to  bending. 

It  appe&ra  therefore,  that  the  deflection  due  to  shear,  in  the  caae  of  solid 
cantilevers  and  beams,  is  a  very  small  quantity  and  may  be  disregarded  with- 
out sensible  error.  Its  magnitude,  however,  may,  and  often  does,  become 
appreciable  in  the  case  of  plate  girders,  built  beams,  rolled  joista,  etc.,  and 
should  not  be  n^lected. 

II.  Cuires  of  MaTimum  Normal  and  Tangential  Stress.  —  Aa 
already  shown  in  Chapter  V,  if  a  shear  stress  is  induced  on  any  plane 
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in  a  stnuned  solid,  an  equal  shear  stress  is  developed  upon  a  second 
|dane  at  right  an^ea  to  the  firat.  Conmder  an  indefinitdy  small 
triangular  dement  abc  (lilg.  463)  of  a  horizontal  beam  bounded  by 
a  plane  be  inclined  at  0  to  the  vertical,  a  a  ^.at««.ah 

the  horizontal  plane  ab,  and  the  ver-    ^^^    ,'<^    

tical  plane  oc.  .^*^    \ 

The  element  abc  is  kept  in  equi-      ^^  "  ^ 

hbrium  by  the  stress  p-ac  upon  ac,  ^°-  *^- 

the  shear  s-ab(—q-ab)  along  ab,  the  shear  q-ac  along  ac,  and  the 
stress  developed  in  the  plane  be.  The  toeight  of  the  element  is  neg- 
lected as  being  indefinitely  small  as  compared  with  the  forces  to 
which  it  is  subjected.  Let  the  stress  upon  be  be  decomposed  into 
two  components,  the  one  X-bc  normal  and  the  other  Y-bc  tangen- 
tial to  be. 

Besolving  perpendicular  and  parallel  to  be, 

X-bc  — p-ac  COB  9  + q-ab  COR  d+q-ae  tan  6 
and                 Y-bc—  —p-acand—q-(^8ind  +q-accoB6, 
or  X-pco^e+qwx20 (1) 

and  Y--p—= — +qeoe20 :    ;    (2) 

The  value  of  9  for  which  X  is  a  maximum  is  given  by 

—  _0=-p8in2ff+2gcoB25,    or    tan29-+=2.       .    (3) 
Substituting  this  value  of  8  in  eq.  (1), 

the  max.  value  ot  X-^±-^~+^.      .    .    .    ;     (4) 

The  upper  sign  gives  the  maximum  stress  of  the  same  kind  as  p, 
while  the  maximum  stress  of  the  opposite  kind  is  given  by  the  lower 
sign,  if  the  total  stress  is  negative. 

The  value  of  6  for  which  7  is  a  maximum  ia  given  by 

dY  V 

^=0 pcos2&~2q^n20,    or    tan  2ff ^.       .     (5) 
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Substituting  this  value  of  ^  in  eq.  (2), 

(6) 

which  is  the  maximum  intensity  of  shear. 

The  values  of  X  and  Y  given  by  eqs.  (4)  and  (6)  have  been  obtained 
by  another  method  in  Oiap.  V.  It  was  also  shown  in  the  same 
chapter  that  the  planes  of  principal  stress  are  defined  by  the  relation 

tan  2^=-. 
P 
Let  di,  $2  be  the  values  of  8  for  which  X  and  Y  are  respectively 
greatest.    Then 

and  therefore  tf i  —  ^2  =  45°. 

Hence,  at  any  point,  the  angle  between  the  plane  upon  which 
the  normal  intensity  of  stress  is  a  maximum  and  the  plane  upon 
which  the  tangential  intensity  of  stress  is  a  maximum  is  equal 
to  45°. 

Again,  q  is  zero  when  8i  =  9(f  or  0*,  and  p  is  zero  when  i?i=45°. 

— j<- X—      -^- 


/^|-" 


Thus  the  curve  of  greatest  rumnal  irUensity  cuts  the  neutral  axis 
at  an  angle  of  45°,  one  skin  surface  at  90°  and  the  opposite  at  0°, 
while  the  curve  of  greatest  tangerUid.  intensity  cuts  the  skin  surfaces 
at  45°  and  touches  the  neutral  axis. 

Hg.  464  serves  to  illustrate  the  curves  of  greatest  normal  inten- 
sity. There  are  evidently  two  sets  of  these  curves,  referring  respect- 
ively to  direct  tkmst  and  direct  tension. 

Rg.  465  illustrates  the  curve  of  greatest  tangential  intensity. 

Ex.  26.  A  pitch-pine  beam,  14  ina.  wide,  15  ins.  deep,  and  weighing  45 
Ibe.  per  cubic  foot,  is  placed  upon  supports  10  ft.  9  ins.  apart,  and  carries  a 
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load  of  20  long  lona  st  the  centre.  I^lnd  the  deflection  aitd  cuirature,  E  being 
1,270,000  lbs.  Detenmne  the  ttiffiuM  of  tbe  beun  mkI  the  uniformly  dis- 
tributed load  which  wiU  i»>oduoe  the  same  deflection.  A]ao  find  tbe  muTimimi 
intenaties  of  thrust,  tension,  and  shear  at  points  (a)  h&lf-way  between  the 
neutral  axis  aad  the  outside  skin  in  tbe  central  transveiae  section;  (b)  at  one 
third  of  the  depth  of  the  beam,  in  a  transverBe  section  at  one  of  the  quarter- 
spans.  Also  find  the  inclinations  of  the  planes  ot  piindpel  stress  at  these 
points. 

If  y  is  the  nuudmum  deflection, 

In  the  imseot  case  £-1,270,000  Ibs-Zsq.  in.;  /-^*^'?;   f-129  ins.; 


[)  lbs.     Therefore 


.^.    ^t,  *'     129*/522575    .  ,.,^\ 

thesufiness-y--  {^^^+H800)- 


■'1270000X14X15'     319' 
and  the  deflection  -  y  •--—  -.4  in. 

J^..  (f.^)l2-(£.1f)f-™..B.M.i.i, 

E 
—moment  of  resiBtanoe  — ^Z- 

™.      ,  /TOO     v<.^\129     1270000  14X1^ 


o  that  the  radius  of  currature  at  the 


centre  is  3434  ins.  or  286 
To  find  p  and  q. 
At  the  central  aeetion 


(^+44«v.^'^.P    il><15.' 


3}       12 
Therefore     p  - 1386}  lbs. 
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^e:+,,.„ 


Hence  the  max.  shear   stress        -*lj-+g'-1817.51bs., 

Bod  the  max.  nonnal  stre89es-1386.76±1817.5 

-3204.25  lb*,  and  -430.75  Ibfc 
At  the  quarier-tpan  B.H.-i(700+44800}^-H'X^ 
179900  129  .      ,^ 

Also,  S.F.  -22400  -^  -22^5  lbs. 


Therefore 


Also, 


179900  129     £    14X15' 
8         4   "2i       12      ' 

p- 4601 J  lbs. 

.,      22225X12,, 


'^       14X15'     "^*'-"'' 
and  9-141i  lbs. 

Hence  max.  shear  stress -^^-^^si  +(l4U)'-a701b8., 

and  max.  normal  stresses -460.5±270-730.5  and  190.5.  lbs., 

For  the  principal  plane, 

2X1680 
in  the  let  case,     tan2e- j^gg^-2.422     and    #-31''30'; 

"    "     2d      "        tan29-^.^*-  .613    and    fl-15»45'. 

X2.  Home&t  of  Inertia  Variable. — In  the  preceding  investigations 
the  moment  of  inertia  /  has  been  assumed  to  be  constant. 

From  the  general  equations,    at  any  point  i,  y  in  the  neutral 

di*     c  ' 

and  therefore  ±  E^.  -  -> 

ax*    e 

c  being  proportional  to  the  depth  of  the  prder  at  a  transverse  sec- 
tion distant  x  from  the  origin. 

Hence,  for  beams  of  ■uniform  strength,  the  value  of  c  in  terms 
of  X  may  be  substituted  in  the  last  equation,  which  may  then  be 
integrated. 
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Ex.  27.  A  girder  of  uniform  gtren^,  of  length  I,  of  rectanffular  section,  rests 
upon  two  supports  and  carries  a  uniformly  distributed  load  of  w  lbs.  per  unit  of 
len0h,  uikidt  produces  a  maximum  stress  of  f  lbs.  at  every  section  of  the  beam. 

Show  that  the  central  defteetion  is  — g"  g  (3")  '  when  the  breadth  (b)  is  constaitt 

and  the  depth  variable.     Find  the  deflection  wften  the  depth  (d)  is  constant  and 

the  breadth  variable. 

Let  2z  be  the  depth  of  the  beam  at  x  from  the  middle  point,  and  let  y  be  tbe 
deflection  of  the  neutral  axis  at  the  same  point.    Then 

-2  (t-*7  -^"-7 -[2-     3/''' 

««*  '-(lib)  (l-'V- 

H«°«'        -dp-m-BKiv)  (i-'l    -H4-'')   • 

Integrating,  _|_a^'(i'_^.y-*rf,_<,  ein-^. 

Integrating  again, 

/2x        la 
Bui-'-pIx~—(eBiu6+c<me)+k, 

k  being  a  constant  of  integration  and  ain  8  — j-. 

When     I-    ,    y-0    and    fl-j.    Therefore 

When  s-0,  y,  i.e.,  the  deflection,  ia  greatrnt  and  9-0.    Therefore 
la 
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represent  a  cantilever  of  length"  I,  spedfic  wngbt  tc, 
rircular  section,  and  with  a  parabolic  iHt>file, 
the  vertex  of  tike  parabola  being  at  A. 

Let  2b  be  the  depth  of  the  cantilever  at  the 
fixed  end. 

Let  the  cantilever  also  cany  a  uniformly 
distributed  load  of  inteosity  p. 

Consider  a  transverse  sectioD  of  radius  » 
at  a  distance  x  from  the  fixed  end. 

Let  z,  V  be  the  co-ordinates  of  the  neutral 
axis  at  the  same  section.    Tbeo 


4?<'-'>-g-T7<-'-|<'-)'. 


"1  ;.'■ 

fct.gr.fng,  _-_._-(te__)+^. (1) 

There  is  no  constant  of  integration,  as  T^~0  when  :e— 0.  .Integrating  again, 


itEb'dtf     tWrfc'  /tr'     a^      pa:'  , 

TJdi'Ti  ^T"6^'^T-   •   •   •   •   w 

There  is  no  constant  of  integration,  as  x  and  y  vanish  together.     Thus  equa- 
tion (1)  ^ves  the  slope  at  any  point,  and  equation  (2)  defines  the  neutral  axis. 

The  slope  at  the  free  end  (*  -I)  ~-=r-  \~  +  -^j . 
The  deflection   "     "  "    "  J^.d^+iJ')* 

13.  Springs. — (o)  Flat  Springs. — If  two  forces,  each  equal  to 
P  but  acting  in  opposite  directions  in  the  same  straight  line,  are 
applied  to  the  ends  of  a  straight  uniform  strip  of  flat  steel  spring, 
the  spring  will  assume  one  of  the  forms  shown  below,  known  as  the 
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elastic  curve.    Thia  curve  is  also  the  form  of  the  linear  arch  best 
suited  to  withstand  a  fluid  pressure,  Chap.  XII. 


Coomder  a  point  B  of  the  spring  distant  y  from  the  Une  of  action 
of  P.    Then 


Py  —bending  moment  eX  B  = 


R' 


R  being  the  radius  of  curvature  at  B,  and  /  the  moment  of  inertia 
of  the  section. 

If  E  and  /  are  both  constant, 

By—&  constant 

is  the  equation  to  the  elastic  curve. 
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(6)  Spiral  Springs  (as,  e.g.,  in  a  watch) . — Let  Fig.  474  repre- 
Gent  a  spiral  spring  fixed  at  C  and  to  an  arbor  at  A,  and  subjected 
at  every  point  of  its  length  to  a  bending 
action  only. 

Consider  the  equilibrium  of  any  portion 
AB  of  the  spring. 

The  forces  at  il   are  equivalent   to   a 
Pio  474  *"     couple  of  moment  M,  and  to  a  force  P 

acting  in  some  direction  AD. 
This  couple  and  force  must  balance  the  elastic  moment  at  B. 

Therefore  M+Py^EIx change  of  curvature  at  B, 

y  being  the  distance  of  B  from  the  line  of  action  of  P,  or 


M^Py.El{^-l.). 


Ra  being  the  radius  of  curvature  at  B  before  winding,  and  R  that 
after  winding. 

Let  t^  be  an  elementary  length  of  the  spring  at  B. 

Then,  for  the  whole  spring, 


I{M+Py)ds=EI2(^-^\-EU(dd~ddf 


or  MJds + Plyds  =  EIy.  total  change  of  curvature  between  A  and  C, 
and  Ms+Psy~EI{e-do), 

a  being  the  length  of  the  spring,  y  the  distance  of  its  C.  of  G.  from 
AD,  6  the  angle  through  which  the  spring  is  wound  up,  and  ^o  the 
"  imwinding "  due  to  the  fixture  at  C.  With  a  large  number  of 
coils  the  distance  between  the  C.  of  G.  and  A  may  be  assumed  to  be 
nil  axid  theay  =0. 

Also,  if  the  spring  is  so  secured  that  there  is  no  change  of  direction 
relatively  to  the  barrel. 

^0-0,    and    Ms~E19. 

Let  the  winding-up  be  effected  by  a  couple  of  moment  Qq=M, 
Q  being  a  tangential  force  at  the  circumference  of  a  circle  of  radius  q. 
The  distance  through  which  Q  moves  (or  deflection  of  Q) 
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-gtf=^,    since    M  =  jl, 

/  being  the  skin  stress,  and  c  the  distance  of  the  neutral  axis  of  the 
spring  from  the  skin. 

Thus,  if  b  is  the  width  of  a  spring  of  circular  or  rectangular  section, 

c=^,  and  hence 


1  1  M       MB 

'rbeworkdone=^QxdcQection''-^  — 3^  """2" 

p   si      PsAl^pV  A^ 
"2  E(^     2   Ec^     2E  c" 

F  being  the  square  of  the  radius  of  gyration,  A  the  sectional  area  of 
the  spring  and  V  its  volume. 

ft'    1 
In  case  of  spring  of  rectangular  section  -2~q. 

]^    1 
"     "    "      "      "  circular  "      -5=t. 

Again,  the  spiral  spring  in  Fig.  475  is  wholly  subjected  to  a  bending 
action  by  means  of  a  twisting  couple  of  moment  M'^Qq  in  a  plane 
perpendicular  to  the  axis  of  the  spring.  Any  torsion  in  the  spring 
itself  is  now  due  to  the  coils  not  being  perfectly  flat. 


nil 


Let  fto= radius  of  a  coil  before  the  couple  is  applied. 
"    fl  =     "      "  "     "  after     "        "      "       " 


Qq  =  M- 
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?  being  the  angle  of  twiet;  or 

Qqa    Ma      a      a 


.(W-lVo)2», 


N  being  the  number  of  coils  Ijefore  the  couple  is  applied,  and 
i^Q  "      "        "       "     "     after     "       "      "       " 
The  distance  through  which  Q  acts,  i.e., 

the  "defiection,"-gfi=-B-, 

MS    IV  *» 


snd 


the  work  done - 


2£c>  ' 
1  PV 
-^  ~Y-  for  spring  of  rectangular  section. 


circular 


iff    .. 
"8  B 
c.   Simpli  rectangviar  apring. 

By  Ex.  11, 

._iWP_2P 

3  EI     3  Ed"    ■    • 
m    M    21    12WI 
I  ~  I'd'  W 
b^2IP__l_pm    JF 
Fio.  476.  iu»u,  r,«-gj     3^:^-9     E    ~  9E 


(1) 


Hence 


since 

Also,  M'J- 
WJE 


V-9 


P    ■ 


Wi     PV 
the  work  done --2"  ~To^- 


(2) 
(3) 


d.  Springofconatantdepthhtttriangvlarinplan. 

Let  ft,  be  the  breadth  at  a  distance  z  from  the  fixed  end.    Then 

i..    l~x 

b' 


I 
and  /  at  the  same  point 

"  12  "12    I 


Ixp. 


Therefore 


dx"    EI 


9-x)- 
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Int^ating  twice,      ^  -  sr^x, 


«>d  ^^' 


Ther^ore  ''"^"fe (4) 

Also  W4=^l^=^=f^ 

■'^'  ^^01  Ed     QE      3E' 

<"■  y — p~> (5) 

WJ    PV 
and         the  work  done- -^--^xs (6> 

N.B. — The  results  (1)  to  (6)  are  the  same  if  the  springs  are  com- 
pound; i.e.,  if  the  rectangular  spring  is  composed  of  n  simple  rect- 
angular springs  laid  one  above  the  other,  and  if  the  triangular  spring 
is  composed  of  n  triangular  springs  laid  one  above  Uie  other, 
(e)  Spring  of  constant  width  btU  parabolic  in  elevation. 
Let  da  be  the  depth  at  a  distance  z  from  the  fixed  end.    Then 

rd,\*    l-x  I 

'df   ~    I   '  p-  |v/ 


(i 


and  /  at  the  same  point  | 

UJ'  _di^,l~xA  P I 

""  12       12  \    i    /    '  Fia.  478. 

dhj    W  \2W  i* 

Integrating  twice  and  remembering  that  -^  and  y  are  each  mZ  when 
i-O, 

«.dhence  j.^__X- g^ 
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ana  therefore  V  -  — s — . 

WJ    1  PV 
The  work  done--2--F-p-. 

In  the  exampIeB  a  to  e  on  springs  it  will  be  observed  that  in 
each  case  the  energy  expended  per  unit  of  volum*  in  bending  a 

spring  is  proportional  to  ^,  and  if  the  energy  is  just  sufficient  not 

to  produce  a  permanent  set  it  is  called  the  resilience  of  the  spring. 
In  this  cas9  /  is  the  greatest  stress,  tensile  or  compressive,  which  the 
material  can  stand  without  taking  a  set. 

Agun,  in  Chap,  V  it  was  shown  that  the  resilience  of  a  cylindri- 
cal spring  subjected  to  pure  torsion  is  proportional  to  ^,q  being 

th3  greatest  shear  stress  which  the  material  will  take  without  per- 
manent set,  and  0  ita  coefficient  of  rigidity. 

A  table  at  the  end  of  the  chapter  ^vea  the  values  of  these  re- 
mhences  for  different  materials,  but  it  is  important  to  bear  in  mind 
that  the  value  of  a  material  for  a  spring  depends  not  only  upon  its 
resilience  but  also  upon  other  characteristics,  such  as  its  magnetic 
properties,  its  hardening  and  tempering  properties,  its  deterioration 
by  rust,  the  effect  of  time,  etc. 

(/)  Carriage-rpring. — Assume  a  uniform  rei^lience  and  suppose 
the  spring  to  be  made  of  n  strips  each  of  thickness  t. 

Let  I  be  the  length  of  the  top  strip; 

X  overlap  — r-. 

*^°-  *'^-  First,  considering  the  strips  free, 

let  -Q-  be  the  curvature  of  the  top  strip  when  unloaded; 


The  curvature  of  the  sth  strip  when  Ioaded=p       ■.. 
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Hence,  if  /  is  the  maximum  stresB, 

±_±    2/     J^ 1_ 

B     Ri~Wt~R,    Ri+st' 

Next,  let  the  strips  be  connected  together  so  as  to  fonn  a  spring, 
and  let  —  be  the  curvature  cd  the  top  strip  when  the  spring  is  un- 
loaded. 

The  curvature  of  the  8th  strip- — — ;. 
^    n+st 

Hence,  if  F,  is  the  force  at  the  end  of  the  sth  overiap  which  will 


develop  a  B.M.  F^  sufficient  to  change  the  curvature  from  -j 

.m(l-l^:^ L.\ 

"'Kn    Bi    B,+8(    r,+sl/ 

But  JP,-0  and  therefore 

^{'+f(siT2-;nT,)}-<'' 

I  denoting  the  algebraic  sum  of  the  several  values  of  the  expresmon 
inside  the  brackets  obtained  by  putting  s  — 1,  2,  3,  .  .  .  n  — 1. 

If  st  is  small  as  compared  with  Ri  and  ri,  the  portion  between 
brackets  may  be  written 
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Hen.         4/.f{^-l-.(^--^)}] 

,/2/      I      n-1    (  >  n-l     „ 

a  quadratic  equation  giving  r^. 

Suppose  that  the  plates  of  which  the  spring  is  made  are  to  have 

the  same  strength  throughout  as  the  overlap. 

Let  W  be  the  weight  at  the  centre  of  the  spring,  and  let  b  be 

the  width  of  each  plate. 

fbt^ 
Hie  moment  of  resistance  of  each  plate    "-e-', 

"        "       "       "        "  the  n  plates =-^r—. 

™  Wl    nfbfi        ■,    ,    S  Wl 

Then  --Y    and    /-^;;g^. 


Also, 


B    2/ 


P     f  P    3W  P 
and  the  deflection       5'  =  8S  =  4Fr8  E  ^ij?" 

The  refflhence  of  a  well-made  ctoriage^pring  is  ^p-  Inch-pounds 

/o  being  the  [ffoof-stresa. 

14.  Allowance  for  the  Weight  of  a  Beam, — A  beam  is  sometimes 
of  such  length  that  ite  weight  becomes  of  importance  aa  compared 
with  the  load  it  has  to  carry,  and  must  be  taken  into  account  in 
determining  the  dimen^ona  of  the  beam. 

The  necessary  provision  may  be  made  by  increasing  the  width 
of  the  beam  designed  to  carry  the  external  load  alone,  the  width 
being  a  dimen^on  of  the  first  order  in  the  expression  for  the  elastic 
moment. 

Assume  that  the  weight  of  the  beam  and  the  external  load  are 
reduced  to  equivalent  uniformly  distributed  loads. 
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Let  W,  be  the  external  load; 

ht  "    "  breadth  of  a  beam  designed  to  support  this  load 

only; 
Bt    "    "  weight  of  the  beam; 

W    "     "   total  load,  the  weight  of  the  beam  being  taken 
into  account; 
b^  "    "   corresponding  breadth  of  the  beam; 
B    "     "  "  weight    "     "      "- 

Then  W-B'^W,, 

b^B^    W_      W-B         W. 
""^  b,~BrwrW,~Br  W,~B: 

Ex.  28.  Apply  the  preceding  resvlts  to  a  cast^^ron  girder  of  rectangular  lee- 
tion  Ttating  upon  two  tupporte  30  ft.  apart.  The  girder  ii  12  int.  deep  and  carriet 
a  uniformly  dietribuUd  load  of  30,000  Iba. 

Tttke  4  u  ft  fftctor  of  safety;  bt  ia  giveii  by 

120000     J^' 
~2        ^~T' 

where  C-30,000  lbs.,    ({-12  ins.,    and    1-360  iiu., 

and  therefore  bt  —5  ins. 

-X SOX 450 -5625  lbs., 


5X12  , 
■    144    ■' 


IF. -B. -30000-6625 -24375  Ibe., 

.     30000X5     -.  . 
^— 24375— ^""■' 

B-^^X5fl25-6923A  Ibfc, 

W-Wt+B- 36,923A  lbs. 

tg.  Beam  Acted  upon  by  Forces  Oblique  to  its  Direction,  but 
Lying  in  a  Plane  of  Symmetry. — In  discussing  the  equilibrium  of 
such  a  beam  the  forces  may  be  resolved  into  componentci  parallel 
and  perpendicular  to  the  beam,  and  theu*  respective  effects  super- 
posed. 
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Let  AB  be  the  beam,  Pi,  Pi,  Pa, . . .  the  forces,  and  «i,  aj,  ag, . ; ; 
their  respective  iaclinations  to  the  neutral  axis. 


Divide  the  beam  into  any  two  e^ments  by  an  ima^nary  plane 
MN  perpendicular  to  the  beam,  and  con^der  the  segment  AMN. 

It  is  kept  in  equilibrium  by  the  external  forces  on  the  left  of  MN, 
and  by  the  elastic  reaction  of  the  s^ment  BMN  upon  the  segment 
AMN  at  the  phine  MN. 

The  resultant  force  along  the  beam  is  the  algebraic  sum  of  the 
components  in  that  direction,  of  P\,  Pa,  Pz,  ■  •  • , 

=  Pi  coaai+P2eo8a3  +  - .  .-i'(Pcosa)=H,  suppose. 

If  this  force  acts  at  a  distance  k  from  the  neutral  axis,  it  is  equivar 
lent  to  a  couple  of  moment  flft.and  a  single  force  H  with  its  Une  of 
action  coincident  with  the  neutral  axis.  Thus  the  corresponding 
maximum  and  minimum  stresses  developed  in  the  beam 

A  being  the  sectional  area  of  the  beam,  /  its  moment  of  inertia,  k 
the  radius  of  gyration,  and  y  the  distance  of  the  extreme  fibres  (or 
skin)  from  the  neutral  axis.  The  upper  or  lower  sign  of  the  first 
term,  which  is  the  stress  due  to  bending,  is  to  be  taken  according  as 
it  is  the  same  or  opposite  kind  of  stress  as  that  represented  by  the 
second  term,  which  is  the  stress  due  to  the  direct  load. 

Again,  Pi  sin  ai.Pasmai, , .  are  the  components  of  the  forces  at 
right  angles  to  the  beam,  and  if  Pi,  Pa, . .  .  are  respectively  the 
distances  of  these  forces  from  MN.  they  are  equivalent  to  a  couple 
of  moment  2(Pp  sm  a)  =M  and  a  single  force  I{P  sin  a)  =S,  which 
is  evidently  the  shearing  force.  This  force  deveIop)s  a  mean  tangential 
stress  in  the  section  at  MN,  which  necessarily  distorts  the  beam. 
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but,  generally  speaking,  the  distortion  is  sufficiently  small  to  be 
disr^arded  without  appreciable  error. 

The  skin  stress  due  to  Jtf  -  ± Mj-  -  ±T  w* 

Hence  the  total  maximum  stresses  developed  in  the  beam  are  the 
atg^aic  sum  of 

It  will  be  observed  that  this  result  involves  two  intensities,  the 
one  due  to  a  direct  pull  or  thrust,  the  other  due  to  a  bending  action. 
The  latter  is  proportional  to  the  distance  of  the  unit  area  under 
consideration  from  the  neutral  axis.  It  is  sometimes  assumed  that 
the  same  law  of  variation  of  stress  holds  true  over  the  real  or  i  maginary 
joints  of  masonry  and  brickwork  structures,  e.g.,  in  piers,  chimney- 
stacks,  walls,  arches,  etc.  In  such  cases  the  loci  of  the  centres  of 
pressure  correspond  to  the  neutral  axifi  of  a  beam,  and  the  maximum 
and  minimum  values  of  the  intensity  occur  at  the  edges  of  the  joint. 

Ex.  29.  A  horiamtal  beam  of  length  I  and  wetianai  area  A  rests  upvn  sup- 
port* at  the  ends  and  carries  a  weight  W  at  its  middle  point.  It  is  also  acted 
upon  6^  a  force  H  in  the  direction  of  its  lerigth. 

If  the  line  of  action  of  H  coinddea  with  the  axis  of  the  beam,  the  maxi- 
mum  and  minimiim  streaseB  developed  at  the  middle  point 


A      A  k'     A\      H  4k'/' 


Thus  the  mwitmum  stress  will  be  nil  and  the  Tnaximwm  stress  dotiblei  ti 

K^.l     ie    if    ^-^ 
Hik'  7         H      ly- 

■      ,  ■        ,  ^-  J     k-     d        .W      d 

For  a  circular  section  of  diameter  d,     —  — ;  and  -jr  — rr 


Ex.  30.  Let  the  beam  be  acted  upon,  in  the  direction  of  its  length  only 
by  a  force  H  with  its  line  of  action  at  a  distance  k  from  the  neutnU  axis. 
The  maidmum  and  minimum  stresses  developed 
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Thus  the  minimum  stresa  is  nil  and  the  maximum  stress  is  doubled  when 
-1  or  A  —  —,  i*.,  ^riien  A  is  one  eighth  oi  the  diameter  for  a  ctrcu/or  section, 


hy 


and  one  sixtk  of  the  depth  for  a  rectangvlaT  section. 

'  Ex.  31.  A  straight  urrought-inm  bar  ts  capabk  of  giulaining  as  a  strut  a 
weight  w„  and  as  a  beam  a  toeight  w,  at  the  middle  point,  the  deflection  being 
small  as  compared  with  the  transverse  dimensions.  If  the  bar  has  simvltaneously 
to  sustain  a  weight  was  a  strut  and  a  weight  vf  asa  beam,  the  weight  being  placed 
at  the  middle  of  the  pan,  show  that  the  beam  anil  not  break  if 

Wi    . 

w  +  — ui'<w,, 
tp,  ' 

Let  A  —sectional  area  of  bar.    Then 

-——max.  allowable  compressive  stresa 


developed  by  bendiiw 


Therefore 

Again,  the  total  maximum  stress 


t£,    ly_A    ^ 
ID,"  4    /  "«•■ 


4  r 


!L+!f^  'Ji.<li 


or  un-w'-^<t(i,. 

w, 

Ex.  32.  The  indined  beam  OA,  dO  ft.  in  length  and  carrying  a  uniformly 
distributed  load  of  100  ibt.  per  foot  of  Ungth,  is  tupported  at  A  and  rests  against 
a  smooA  vertical  swface  at  0. 

The  resultant  weight  is  vertical  and  acts  throu^ 
the  centre  C  ol  OA;  the  reaction  A,  at  0  is  hori-: 
Kintal. 

Let  the  directions  of  these  two  forces  meet  in 
B.  For  equilibrium  the  reaction  £,  at  ^  must 
also  pass  through  fi. 

Let  the  vertical  through  C  meet  the  horiiontal 
through  A  in  D. 

The  triangle  ABD  is  a  triangle  of  forces  for  the 
three  forces  which  meet  at  B,  and 


_flj_     AD     ^D^ 
2000~ BD'2DC  ' 


cot  30° 


v^ 
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the  angle  OAD  being  30°.    Therefore 

J?,-1000V^-17321bB. 

Consider  a  section  MN,  perpendicular  to  the  beam,  at  a  distance  x  from  0. 

The  only  forces  on  the  left  of  MN  are  A,  and  the  weight  upon  OK.     This 

laat  is  lOOz  Ibe'.,  and  its  resultant  acts  at  the  centre  of  OM,  i.e.,  at  a  distance 

I  from  MN. 

The  component  of  R,  along  the  beam 

-ft,  cos  30" -?^  ^^ -1500  lbs. 

The  component  of  ft,  perpendicular  to  the  beam    - 

-ft,  sin  aC-^y^  30°-500v^-866  lbs. 

The  component  of  lOOi  lbs.  along  the  beam  -lOOi  sin  30=  -SO*  lbs.; 
"  "  "     "       "     perpendicular  to  the  beam  — lOOx  cos  30° 

=86.6x  lbs. 
Hence  the  total  compresuonin  pounds  at  J^3f — 1500+50x-C>, 

"       "    shear  "       "       "     "     -  866-86.«x-5.. 

The  B.M.  at  K  -86to-43.ar'-Jtf,, 

Cr    y 
and  the  maximum  stress  developed  in  the  beam    —T-±-fMi, 

A  being  the  sectional  area  of  the  beam  and  /  its  moment  of  inertia. 

These  expressions  may  be  interpreted  graphically  as  already  described, 
Ci,  Si  being  represented  by  the  ordinates  of  straight  Unes,  and  Mi,  /»  by 
the  ordinates  of  par&bolas. 

It,  for  example,  consists  of  two  parts  which  may  be  treat«d  independently. 

Draw  OE  and  AF  perpendicular  to  OA,  and  e^ -Jl 

respectively  equal  or  proportional  to  ^T/\^--         /^^ 

1500         ,     2500  ^KT'  \~~--v^~~~-     \ 

~A-  "^^   -T-  l\r\:;^&:::l^ 

Join  EF.    The  unit  stress  at  any  point  of  \^    '^\.   \  / 

the  beam  due  to  direct  compression  is  represented  "^"^^  __  r^^^i 

by  the  ordinate  (drawn  parallel  to  OK  or  AF)  ' 

from  that  point  to  EF.  "•"■  *^ 

Upon  the  line  GC  drawn  through  the  middle  point  B  perpendicular  to 

OA,takeBff-BG',equalorproportionaltoj-  — g-20cOfl30°-4330T-.  Accord- 
ing as  the  stress  due  to  the  bending  action  at  any  point  of  the  beam  is  com- 
pressive or  tensile,  it  is  represented  by  the  ordinate  (drawn  parallel  to  OE 
and  AF)  from  that  point  to  the  parabola  OGA  or  OG'A;  G  and  G'  respectively 
being  the  vertices,  and  GG'  a  common  axis. 
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By  superposing  theee  results,  the  parabolas  BHP,  ER'F  are  obtuned, 
the  ordinates  of  these  curves  being  respectively  proportional  to  the  values 
of  />  for  the  compresBed  and  stretched  parts  of  the  beam,  i^.,  for  the  parts 
above  and  below  the  oeutral  surface. 

i6.  Beam  Acted  upon  by  a  Bending  Moment  in  a  Plane  which  is 
not  a  Principal  Plane. — Let  XOX,  YOY  be  the  principal  axes  of  the 
plane  section  of  the  beam. 


Let  the  axis  MOM  of  the  t>en<iiDg  moment  M  make  an  an^e  a 
with  OX. 

M  may  be  resolved  into  two  components,  viz., 

Mcoaa=X    and    MBma  =  Y. 

These  components  may  be  dealt  with  separately  and  the  results 
superposed. 

Thus  the  total  stress,  /,  at  any  point  (x,  y) 

-stress  due  to  X+stress  due  to  Y  =  -f^+-j~'-f, 

It,  iy  being  the  moments  of  inertia  with  respect  to  the  axes  XOX, 
YOY,  respectively. 

If  the  point  {xy)  ia  on  the  neutral  axis,  then 


Xy     Yx 
h^  Iy' 


■0, 


XI  y        /„" 
^  being  the  angle  between  the  neutral  axis  and  XOX. 
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17,  Flanged  Girders,  etc.— Beams  subjected  to  forces,  of  which 
the  lines  of  action  are  at  right  angles  to  the  direction  of  their  length, 
are  usually  tenned  Girders;  a  Semi-girder,  or  Cantilever,  is  a  prder 
with  one  end  fixed  and  the  other  free. 

It  has  been  shown  that  the  stress  in  the  different  layers  of  a  beam 
increases  with  the  distance  from  the  neutral  surface,  so  that  the 
most  effective  distribution  of  the  material  is  made  by  withdrawing 
it  from  the  neighborhood  of  the  neutral  surface  and  concentratii^ 
it  in  those  parts  which  are  hable  to  be  more  severely  strained.  This 
consideration  has  led  to  the  introduction  of  Flanged  Girders,  or 
Trusses,  i.e.,  prders  consistu^  of  one  or  two  flanges  (or  chords), 
united  to  one  or  two  webs,  and  deagnated  Single-webbed  or  Double- 
we&bed  (Ttibular)  accordingly. 


The  web  may  be  open  like  lattice-work  (Fig.  484),  or  closed  and 
continuous  (Fig.  485). 

T  T  X  z  -n 

Fio.  486.         Fio.  487.  Fio.  488.  Fi<j.  489.  Fig.  490. 

The  principal  sections  adopted  for  flanged  girders  are : 

The  Tee  (Figs.  486  and  487),  the  /  or  Dovble-tee  (Figs.  488  and 
489),  the  Tutnthr  or  Box  (Fig.  490). 

Classificaiion  0}  Flanged  Girders. — Generally  speaking,  flanged 
girders  may  be  divided  into  two  classes,  viz. : 

I.  Girders  with  Horizontal  Flanges.  In  these  the  flanges  can  only 
convey  horizontal  stresses,  and  the  shearing  force,  which  is  vertical, 
must  be  wholly  transmitted  to  the  flanges  through  the  medium  of  the 
web. 

If  the  web  is  open,  or  lattice-work,  the  flange  stresses  are  trans- 
mitted through  the  lattices,  or  diagonals. 

If  the  web  is  continuous,  the  distribution  of  stress,  arising  from 
the  transmission  of  the  shearing  force,  is  indeterminate,  and  may  lie 
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ID  certain  curves;  but  the  Btreaa  at  every  point  is  resolvable  into 
vertical  and  horizontal  components.  Thus  the  portion  of  the  web 
adjoining  the  flanges  bears  a  part  of  the  horizontal  stresses,  and  aids 
the  flanges  to  an  extent  dependent  upon  its  thickness. 

With  a  thin  web  this  aid  is  so  trifling  in  amount  that  it  may  be 
disregarded  without  serious  error. 

II.  Girders  with  one  or  both  Flanges  Curved.     In  these  the  shear- 
ing stress  is  borne  in  part  by  the  flanges^  so  that  the  web  has  less 
duty  to  perfonn  and  requires  a  proportionately  leas  sectional  area. 
EquU-Smwn  of  Flanged  Girders. — AB  is  a  girder  in  equilibrium 
c       N  imder   the  action   of  external   forces, 

j^l         "^      iL  Ib    and  has  its  upper  flange  compressed 

i        ■        [^     .a  I      and  its  lower  flange  extended.    Sup- 

„       „,  pose  the  girder  to  be  divided  into  two 

Fio.  491.    .  *^  ''  .        . 

s^ments    by    an    imaginary    vertical 

plane  MN.    Conrader  the  segment  AMN.    It  is  kept  in  equilibrium 

by  the  external  forces  on  the  left  of  MN,  by  the  flange  compression 

at  N  (=C),  by  the  flange  tension  at  itf  (  =  70,  and  by  the  vertical 

and  horizontal  web  forces  along  MN.     The  horizontal  web  forces 

may  be  disregarded  ij  the  vxh  is  thin,  while  the  vertical  web  forces 

pass  through  M  and  A^  and  consequently  have  no  moments  about 

Ihefee  points.  / 

Let  d  be  the  effective  depth  of  the  girder,  i.e.,  the  distance  between 
the  points  of  application  of  the  resultant  flange  stresses  in  the  plane 
MN. 

Take  moments  about  M  and  N  successively.    Then 

C<i=the  algebraic  sum  of  the  moments  about  M  of 
the  external  forces  upon  AMN 

-theB.M.  at  M.V  =  M. 

Similarly,  Td  =  M. 

Therefore  Cd-M-Td,    and    C=T. 

Hence  the  flange  forces  at  any  vertical  section  of  a  girder  with 
horizontal  flanges  are  equal  in  magnitude  but  opposite  in  kind.  The 
flange  force,  whether  compressive  or  tensile,  mil  be  denoted  by  F. 
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Let  /t,  /■  be  the  unit  atresaes  at  MN  in  the  lower  and  upper 

flanges  respectively; 
ai,  09  "  the  sectional  areas  at  MN  of  the  lower  and  upper 

flanges  respectively. 
Then 

-I-=|l  =  M  =  Fd  =  aifid  =  a2f2d, 

imd  the  sectional  areas  aie  inversely  proportional  to  the  unit  stresses. 

This  assumes  that  F  is  uniformly  distributed  over  the  areas 
ai,  as,  so  that  the  effective  depth  is  the  vertical  distance  between 
centres  of  gravity  of  these  areas.  Thus  the  flange  forces  at  the 
centres  of  gravity  are  taken  to  be  equal  to  the  maximum  forces, 
and  the  remstance  offered  by  the  web  to  bending  is  disregarded. 
The  error  due  to  the  former  may  become  of  importance,  and  it  may 
be  found  advisable  to  make  the  effective  depth  a  geometric  mean 
between  the  depths  from  outside  to  outside  and  from  in»de  to  inside 
of  the  flanges. 

Thus,  if  these  latter  depths  are  hi,  k2,  the  effective  depth  =Vhih3. 

Ex.  33.  A  Ranged  girder,  of  which  the  effective  depth  it  10  ft.,  rests  upon  two 
mpporla  SO  ft.  apart,  and  carries  a  unilormly  distributed  load  of  2600  tbs.  per 
lineal  foot.  Delermine  the  flange  force  (U  10  /(.  from  the  end,  and  find  the  area 
of  the  fiange  at  this  point,  so  that  the  load  on  the  metal  per  square  inch  may  not 
exceed  10,000  Ws,  in  tension  and  8000  lbs.  in  compression. 

The  vertical  reaction  at  each  support 

80X2.500_,^ -^  ,, 


TherefOTC       FXIO-A/ -100000X10-2500X10X5 -875,000  ft.-Ibe. 
and  F -87500  lbs. 

'  *  "         "  10000" 

87500 


Ex.  34.  A  amtinturus  laiUee-girder  is  supported  at  four  points,  each  of  the 
tide  spans  being  140  ft.  11  tn.  in  length,  22  /(.  3  in.  in  depth,  and  weighing  .68 
ton  per  lineal  foot.     On  one  occasion  an  excessive  load  lifted  the  end  of  one  of 
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ike  side  Bpant  off  Ae  abutmenL    Find  the  consequent  intennly  of  street  in  the 
bottom  flange  at  the  pier,  vihere  its  seetional  area  is  127  sq,  ins. 

/X127X22i-l40tiX.68Xja*0tt)- 
Therefore  /  -2.39  tons/Bq.  in. 

i8.  Examples  of  Moments  of  Resistance  of  Flanged  Girders,    (a) 

Double-lee  section. 

First,  suppose  the  web  to  be  so  thin  that  it  may  be  disr^arded 
without  senable  error. 

Let  the  neutral  axis  pass  throi^h  G,  the  centre  of  gravity  of  the 
section. 

Let  ai,  oz  be  the  sectional  areas  of  the  lower  and  upper  flanges 
respectively,  and  assume  that  each  flange  is  concentrated  ot  Ua  centre 
line. 

Let  A],  A3  be  the  distances  of  these  centre  lines  from  G. 

Let  ki  +  h2=d. 

Approximately,    '  I =aihi*  +  83112^. 

Also,        (oi  +fla)Ai  =02^    and    (oi  +03)^2  =oid. 

"*       Thet^fore     I-<..(r^)%<.=  (^)"-^^ 
\ai+02/  \ai+a2'        ai+a* 

Agwn,  if  /i,  /a  are  respectively  the  unit  stresses  in  the  metal  of 
the  lower  and  upper  flanges, 

the  nMMnen(o/rfim(ance=r^I  =  fiaid  =  rpI  =  f2»2d. 

=tke  B.M.  at  the  section. 

Ilai=a3  =  a,  then  /i=/a=/,  suppose,  and 

the  ?nom€nf  of  resista7ice=taA. 

ortd.    Let  the  web  be  too  thick  to  be  neglected. 

As  before,  let  the  neutral  axis  pass  through  G,  the  centre  of  gravity 
of  the  section. 

Let  ai,  aa  be  the  sectional  areas  of  the  lower  and  upper  flanges 
respectively,  and  assume  that  each  flange  is  concentrated  at  its 
centre  line. 
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Let  as,  a*  be  the  sectional  areas  of  the  portions  of  the  web  below 
and  above  G  respectively; 

Let  ki,  ha  be  the  distances  from  G  of  the  lower  and  upper  flange 
centre  lines. 

Letfti+Aa-d- 

ApproxinuUely, 


.(a.+^)h;+(a.+^)h'. 

1  the  moment  of  resistance  =•  -r-I  =  W 

Ai       Aa 


c p 


—Ihe  B.M.  at  the  section. 
Agwn,  let  A'  be  the  sectional  area  of  the  web  and  take  momenta 
about  G.    Then 

aihi  +—{lii  -ha)  =a2lia, 


a,(i+— (fi-fa)  =  a2fa. 
Ifoi=Oa=A,    and    03—04=-^". 
id  fi=fa=l,  suppose. 

-(*+6)t' 
id  the  moment  of  resistance  =j-i\A.  +-^f  -^ 


=f(*+^)d, 


2 


/  being  the  stress  in  either  flange. 

It  is  important  to  remember  that  /i  and  /a  are  the  stresses  de- 
-veloped  at  the  centre  lines  of  the  two  flanges  and  that  the  greatest 
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stresses  are  developed  at  the  points  most  distaDt  from  the  neutral 

axis.      Thus  the  maximum  stresses  in  the  section  are  /lU  +  nr") 

and  fs  (l  +  y  r-) ,  k  and  h  being  the  thickness  of  the  lower  and  upper 

flanges  respectively. 

Thus  the  web  wds  the  girder  to  an  extent  equivalent  to  the 
increase  which  would  be  derived  by  adding  otic  sixth  of  the  web  area 
to  each  flange.  In  practice  the  web  is  usually  considered  as  aiding 
the  flange  to  the  extent  of  one  eighth  instead  of  one  sixth  of  its  area. 
Approximately  this  makes  allowance  for  the  rivet-holes  cut  out  of 
the  web  in  making  connections  with  the  flanges  and  stiffeners.  Some 
specifications  altogether  disregard  the  effect  of  the  web  in"  resisting 
bending  and  a  somewhat  higher  flange  stress  is  then  allowable.  The 
former  is  probably  the  preferable  plan,  as  it  encourages  the  use  of 
thicker  webs,  which  may  add  considerably,  especially  in  exposed 
atuations,  to  the  life  of  the  structure. 

Again,  if  the  weight  of  the  material  in  such  a  beam  remains  con- 
stant, M  increases  with  d.  At  the  same  time  the  thickness  of  the 
web  diminishes,  its  minimum  value  being  limited  by  certain  practical 
conaderations  (Art.  19).  Hence  it  follows  that  the  distribution  of 
material  is  most  effective  when  it  is  concentrated  as  far  as  possible 
from  the  neutral  axis. 

The  principles  of  economic  construction  require  a  beam  or  girder 
to  be  designed  in  such  a  manner  as  to  be  of  uniform  strength,  i.e., 
■equally  strained  at  every  point.  An  exception,  however,  is  usually 
made  in  the  case  of  timber  beams  or  girders.  The  fibres  of  this 
material  are  real  fibres  and  offer  the  most  effective  resistance  in  the 
direction  of  their  length,  so  that  if  they  are  cut,  their  remaining 
strength  is  due  only  to  cohesion  with  the  surrounding  material. 
Besides,  there  is  no  economy  to  be  gained  by  removing  a  lateral 
jjortion,  aa  the  waste  is  of  little,  if  any,  practical  value. 

The  correct  moment  of  inertia  {/o)  with  respect  to  the  neutral 
axis  of  the  section  shown  by  Fig.  493  may  be  conveniently  found  in 
the  following  manner: 

Let  li  and  ts  be  the  thickness  of  the  bottom  and  top  I 
respectively ; 
h  be  the  depth  of  the  web; 
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/  be  the  moment  of  inertia  of  the  section  with  respect  to 

any  main  bounding  line,  say  AB.    Then 

/—moment  of  inertia  of  bottom  flange  with  respect  to  AB 

+      "        "      "      "       "        web      "        "       "    " 

+      "        "      "      "  top  flange  "         "       "    " 


ait, 


^--'(S-(l-.)V-{S-(t-*-.)l 


and  if  y  is  the  disttmce  between  AB  and  the  parallel  axis  through  G, 
lG=I-(ai+A'+aa)y^. 
If  the  web,  instead  of  being  rectangular,  gradually  increases  in 
width  from  top  to  bottom  (Fig.  494),  it  may  be  sub- 
divided into  a  rectangle  of  area  a'  and  two  triangles 
each  of  area  a". 

Then  the  moment  of  inertia  of  the  web  with  respect 
to  AB  I  Ki.  494. 

—moment  of  inertia  of  rectangle  with  respect  to  AB 
+2xmoment  of  inertia  of  a  triangle  with  respect  to  AB 

Built  Beams. — The  moment  of  inertia  (/)  of  a  built  beam  sym- 
metrical with  respect  to  the  neutral  axis  may  be  determined  as 
follows: 

Let  Vig.  495  represent  the  section  of  such  a  beam,  composed  of 
equal  flai^es  connected  with  the  web  by  four  equal  ai^le-irons. 

Let   the  dimensions   be  as  shown  on  the 
-  flgure. 

Then  /-the  moment  of  inertia  of  the  rect^ 
angle  /Ai,  diminished  by  tvnce 
the  sum  of  the  moments  of 
inertia  of  the  rectai^les  ah^, 
bka,  and  ch* 


^(l-.)V-{S-^'.)T 


1*** 

^ 

rv 

1 

Fio.  405. 


-2 


foha^    bks^    cki\ 


.— Ilhi' -JCahs'+bhs" +ch,»)  1. 
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In  this  value  of  /  the  wedtening  effect  due  to  the  rivet-holes  in 
the  tension  flange  haa  been  disregarded.  If  it  is  to  be  taken  into 
account,  let  p  be  the  diameter  of  the  rivets. 

The  centre  of  gravity  of  the  section  is  now  moved  towards  the 
compression  flange  from  its  original  poedtion  through  a  distance 


and  the  moment  of  inertia  of  the  net  section  with  respect  to  the  axis 
throi^h  the  new  G.  of  G.  is 


-S(»?-»s). 


A'  being  the  nei  area  of  the  section. 

If  the  web  is  of  the  open  type  and  if  e  is  the  thickness  and  k^ 

eh' 
the  depth  of  the  open  part,  then  -r^  must  be  subtracted  from  the 

value  already  obtained  for  /. 

If  the  beam  is  imsynmietrical  with  respect  to  the  neutral  axis, 
its  lo  may  be  determined  by  first  of  all  finding  the  moment  of  inertia 
/'  with  respect  to  an  axis  coincident  with  one  of  the  main  bound- 
ing lines,  as  already  described.    Then 

IG=^-Ay^ 

A  being  the  area  of  the  section  and  y  the  distance  between  the  two 
axes. 

Effective  Length  and  Depth. — The  effective  length  of  a  girder  may 
be  taken  to  be  the  distance  from  centre  to  centre  of  bearings. 

The  effective  depth  depends  in  part  upon  the  character  of  the 
web,  but  in  the  calculation  of  Sange  stresses  the  following  approxi- 
mate rules  are  sufficiently  accurate  for  practical  purposes: 

If  the  web  is  continuous  and  very  thin,  the  effective  depth  is 
the  full  depth  of  the  girder. 

For  plate  girders  the  effective  depth  is  usually  taken  as  the 
distance  between  the  centres  of  gravity  of  the  flanges.  In  the  event 
of  cover-plates  being  used  this  depth  should  not  exceed  the  distance 
back  to  back  of  the  flange  angles.    The  rivet-holes  in  the  tension 
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flange  are  sometimes  deducted  in  finding  the  C.  of  G.  of  that 
'  flange. 

For  open-webbed,  pin-connected  and  riveted  girders  the  effective 
depth  is  the  distance  between  the  centres  of  gravity  of  the  upper 
and  lower  chords.  In  the  former  this  should  always  be  the  same 
as  the  distance  between  the  centres  of  the  pins. 

If  the  flanges  are  cellular,  the  effective  depth  is  the  distance 
between  the  centres  of  the  upper  and  lower  ceUs. 

Ex.  34.  The  flanget  of  a  girder  are  of  equal  teetiorutl  area,  and  their  joint 
area  u  equal  to  that  of  the  loeb.  What  mvtt  he  the  eeetional  area  to  renil  a  bend- 
ing moment  of  300  in.-Umt,  tha  effective  depth  being  10  int.  and  the  limiting  inch- 
etreia  4  tonat 

Let  A'  —area  of  web; 
"    d  —depth  of  web— 10  ins. 

Then  area  of  each  flange— — 

Fia.  496. 

"BeacB  300  in.-tons  -  moment  of  reeistance 


4rf  3  3  ' 

and  X'-llisq,  ins. 

Therefore  area  of  section  —2A'  — 22^  sq.  ins. 

Ex.  35.  The  lAicknesa  of  the  v>eb  of  an  equal-flanged  I  beam  is  a  certain  frac- 
tion of  the  depth.  Show  that  the  greaieii  economy  of  material  it  realised  when 
the  area  of  the  u«6  i»  equal  to  the  joint  area  of  the  flanges,  and  that  the  moment 
of  reeistance  to  bending  is  ifAh,  }  being  the  coefficient  of  strength,  A  the  total 
tectiimal  area,  and  h  the  depth. 

Let  a  —area  of  each  flange ; 
"  A'-'  "     "  web— mA', 
mh  being  the  thicknesa  and  m  a  coefficient  less  than  unity.    Then 

2a + .4' — a  minimum — 2a  +  ffiA'. 

Therefore,  differentiating, 

2da+2*itMA-0 (1) 

Again,  the  moment  of  resistance— /(ffl+— 1ft— /(a+— -1ft. 
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Differentiating,  Wa+ (a+-y^<tt-0.  .     . 

oe,  from  eqs.  (1)  and  (2), 


2mh  ' 

and     A'' 


of  reaiBtance — /  ( a + —  1 A  — — /jIA. 


Ex.  36.  The  lower  and  upper  jUmget  of  the  seetum  of  a  girder  are  1  in.  and 
1 J  int.  thick  respectivtiy,  and  are  each  24  ina.  wide;  the  effective  depth  of  the  girdo' 
i»  48  ins.  and  the  web  ie  ^in.  thick.  Determine  the  poaition  of  the  neutral  axit, 
and  also  find  the  flange  unit  sirewes  uAen  the  bending  moment  at  the  given 
section  is  580  ft.-iong.     Uting  the  preceding  rtolation, 

a, —24  sq.  ins.,    a,— 36sq.  ins.,    and    Ot+Ot— 24  eq.  ins. 

The  centre  of  gravity  of  the  web  ia  at  ita  middle  point.    Thus 

24A.  +24{A,  -24)  -36{48-fc,). 

h,  —  —=—  and   A,— ^=—,  defining  the  poaition  of  ff. 


Fig.  498. 


192   1     96       .  144    1      72       . 

■**^"  ■»•--=- -5 -^aqins..    «• — =-  -5  — =- aq.  ma.. 


'-(--f)(f)"-(-*f)(f) 


267264 


0X12— moment  of  reaiatance  in  in.-tona 
/,    267264      /,     267264 


and  therefore       /,  — 5  tona/aq,  in.    and    /,— 3J  tons/aq.  in. 

Ex.  37.  In  a  doubU-fianged  cael^on  beam  the  thickncat  of  the  uwb  i»  a  cer- 
tain fraction  of  the  depth  h,  and  the  maximum  temOe  and  compreanve  inteneitiea 
of  <freu  are  in  the  ratio  of  2  to  5.  Show  that  the  greateet  economy  of  material 
is  realieed  when  the  areas  of  the  bottom  flange,  uet>,  and  top  fUmge  are  in  the  ratio 
of  25  to  20  to  4,  and  that  the  moment  of  resistance  to  bending  is  if  Ah,  where 
/— ^XmoEtmum  tensiU  intensity  of  stress  and  A  is  the  sectional  area. 
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Let  tile  oeuttal  axis  divide  the  depth  h  into  the  eegmentB  A,  and  h^     Then 
Ji-f-l    and    A,  +  A,-A. 

TbfenSon  K~if^,    K^if^,    tn—zmX',    <n— — mA',  C^ 

"*  '-("■-g-')s»-*(-^T*')5'-       JL 

Hence 

the  moment  of  reostanoe  — r"/-^/-=  (4a,  +25a«+-r«Jl*). 
ni       f  A      7  ^  3        ' 


Taking  momenta  about  the  cenb>e  of  gravitj, 


(.*f)f»-(..^.)|*. 


or  2a,-5a,-|»»A'-0. 

Differentiating,  2-da,~5dat-3mh-dA-<i. 

Alflo,  a,+a,+mA'— amin. 

Therefore  da,+(fa,+2mAdft-0. 

Hence,  byeqi.  (1),  (2), and  (3), 

(ia,-da,--mAdA 
and  4o,+25a,-10inA'-iai', 

A'  htaag  the  area  of  the  web. 
Bat  2a,-5a,-M'. 

llierefore  ai-^A'—^a, 

Again,  J-(i,+il'+a,-H^'. 


D.qit.zeaOvGoOt^lc 


TSBORY  OP  STRUCTURES. 


the  moment  of  resistance —— (SA' + 5il' + -g- A') 

-ifAk, 
where /-¥X2. 

Ex.  38  A  beam  36  ft.  between  bearwga  U  a  hoUow  tube  of  reetangviar  «c- 
twn  and  conntta  of  a  2i"Xi"  top  plate,  a  24"X}"  bottom  plate,  <md  two  tide 
plaiet  each  35"Xi".  The  platea  are  riveted  together  at  the  angles  of  the  interior 
rectangle  by  meatts  of  four  6"  X  4"  X  J"  angle-^irona,  the  6-»i.  tide  being  horieontoL 

FirU.    Disregard  effect  of  rivet-holes.    Then 


36*      2/127*     5^X34'\ 
^2     12\2  12  ^      12     ' 
bihI  the  moment  or  resistance 


llxSS* 


> 16341, 


-^X1634] -4085i  in.-tMi8. 
Also,  if  IT  is  the  safe  uniformly  distributed  load, 
^I^X  12 -B.M.  in  in.-tons -40851 
]P-7S.653tons. 


Second.    Take  the   effect   of  the   rivet-holes 
into  account  and  assume   them  to  be  of  1  in. 
Fio.  BOO.  diameter. 

The  groat  area  A    of  the  section  -78  sq.  in. 
"    net      "    A'   "   "       "      -768q.  in. 

The  distance  x  through  which  the  centre  of  gravity  moves  towards  the 
compression  flange  is  given  by 

»-iV,C36'-34') -H  in.-.4fl  in. 
The  /  mth  respect  to  the  new  centre  of  gravity 

-16341  -  76(fl)' A(36'  -34")  - 15712.2. 
The  new  minimum  moment  of  re^stance 


H. 


X  16712.2  -3830  in.-tons, 


18.46 
and  if  If"  is  the  new  safe  uniformly  distributed  load, 

^Y^X * 2 -B.M.  in  in.-tona -38 
Tlierefore  TF'- 70.93  tons. 
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'  The  pitch  of  the  rivets  connecting  the  sngtes  with  the  upper  plate  is  4  ina., 
■nd  it  is  assumed  that  there  is  an  effective  width  of  5^  ins.  in  shear  for  each 
rivet. 

The  distance  between  the  neutral  axis  and  the  upper  face 

-36-18.46-17.54108. 

At  the  surface  RR  the  intensity  of  shear  q  m  given  by  . 

5Xll-j(24JX17,29) 

or  5-ia862X  J  tons/sq.  in. 

At  the  neutral  surface  00,  where  the  inteusitj  of  shear  is  greatest  and 
equal  to  ^  tons  per  square  inch, 

3JXl-j(24x^X17.2&+2x6x|-X16.79+2x3Jx|x  14.79 

+2X17.04x|x^) 


Therefore 


HI         3^X15712.2    ™««*™ 
505.1658  -    505.16^8    '^^'^  ^°^ 


and  ?-18.862XjgyJ22-.13ton/Bq.  in. 

Hence  if  the  plate  and  angle  faces  are  close  together, 

Vid'3i-.13X4X5J 

and  d -1.02  ins.; 

if  the  plate  and  angle  faces  are  not  close  together  so  that  the  riveta  are  subject 
to  a  bending  action  by  Ex.  23,  Art.  9, 

}(VW3i)-.13x4x5J 

and  d  — 1.18  ins. 

Ex.  39.  Find  Iht  moment  of  resiaUmee  of  a  geetion  e&mpoaed  of  two  equal 
fangeg,  each  consieiing  of  two  GOO-mm.  X  7-mm.  plaies  riveted  to  a  i200-mm.  X  8-mm. 
web  plate  by  means  of  tv>o  100-ffim,  X  100-mm.  X  12-mm.  angle-irons;  lux  70-mm. 
X70-mm.Xft-mm,  angles  ctre  aUo  riveted  to  the  inner  faces  of  the  flanges,  the  enda 
of  the  horitontal  arms  being  24  mm.  frortf  the  outside  flanges;  the  total  depth  of 
the  section  -3.228  m.,  and  the  intcroal  between  the  two  wA  plates,  whuA  is  open, 
is  2  m.;  coefficient  of  strength  —6  k.  per  mUlimetreK 
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Disregarding  the  eSect  of  rivet^holes, 

/-A600.3228'  -  A(24.^0b'  +61.3182^  +9.306? 
+ 102.3200'  +  88.3176*  +  la.OTOb*)  -  AaKtOO* 
1130950789328 
12 
and  the  moment  of  resist&uce 


1614    12X(1000)' 


-km.  -350.3565  km. 


Ex.  40.  A  girder  of  21  ft  tpan  hat  a  tectum  eompoied 
of  two  e^uai  flemgea  each  contuting  of  two  3Y'X5"XY' 
anglet    rivOed  to  a  39"  X)"  web;  the  amer-jAata  on  the 
pm    501  flimget  are  each  12"Xi",  oTut  the  riveis  in  the  covert  alter- 

nate wUh  those  con7teeiin)f  the  angUt  and  web;  the  pitch 
of  the  rivets  is  3)  ine.  Find  the  diameter  and  also  find  the  maximum  flange 
ttretaes,  (a)  ditregarding  the  weakening  effect  of  the  rivet-^les  in  the  tension 
flange;  {b}  laHng  this  effect  into  account. 

The  load  upon  the  girder  is  a  uniformly  distributed  load  of  20,800  U>s.  (in- 
eluding  weight  of  girder)  and  a  load  of  50,000  lbs.  concentrated  at  each  of  the 
points  distant  H  ft.  from  the  middle  point  of  the  girder. 

(a)  Disregarding  the  effect  of  riveting,  the  neutral  axis  is  at  0,  the  middle 
point  of  the  depth.    Then 

,..J2a8£_^^(||3i.  +  4,x38.432.)  -10890.1,. 

Itq'ia  the  mtenaitj  of  shear  at  the  surface  8S, 


MO,  3i'^-ja2ixim+2xMxixm+2x3iKixnn-f^-^- 

■"^'■^       ^-^^-    "    ?--(«f8tom/s,.i,i. 

There  ia  one  rivet  to  each  (ix3JXl0i)  sq.  ins. 

First.    Assume  that  there  is  close  contact  along  SS,  eo  that  the  rivets  are 
in  shear  only.    Then 

-7-  3i  — w<»'king  strength  of  rivet  of  diam,  d 

-lx3JXlOtX.0363 

•nd  d  —  .48  in.,  say  i  in. 
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Second.    If  the  contact  along  SS  ia  not  doee,  the  riveta  are  subject  to  a 
bending  action,  and  then 

ICt"^*)  -*>^31><1'H>:.0363  (Ei.  J3,  Art.  9) 
and  CJ-.56  in.,sayA  i^- 

(b)  Taking  into  account  the   effect   of  riveting,  and  using  a  A-in.  rivett 
the  neutral  axis  ia  moved  to  G,  where 


4  2473^^ 


Theo 

19} -00- 19.381  ina.    and    19i+OC-20.369  ina.. 

Also,  /o-/._^(.494)'-^^C39i' -38") -10508.6. 

The  muTimiiiin  B.M.  ia  at  the  middle  point,  and  therefore 

B.M.  m.x.  -  (^^1^21+50000x6)  12-4,255,200  in.-lbs. 

—moment  of  resistance  in  in. -lbs. 

Hence  if  fi  and  /<  are  the  flange  tensile  and  compressive  stresses  reepeo- 
tiveljr, 

■ — ' '  'loavytl      '"'"      I ' 

ino»,  (»),4255200-gj«-^X  10508.6-^x10508.6, 
Bothat    /(-78471b8./8q.in.  and  /«-8248  Ibs./sq.  in.     ■^•^-.^.^^_ 

Ex,  41.  Determine  the  potititm  of  the  neutral  axia,  R^tS'^Wh  t 
the  moment  of  neietance,  the  ratio  of  the  maximum  to 
the  average  inieneity  of  shear  of  the  section  thaum  by 
Fig.  503,  the  coef}lcient»  of  strength  pa-  square  inch 
being  4J  tons  for  tension  and  compreasum  and  3i  ton* 
for  shear.  AUo  find  the  diameter  d  of  the  rivets  R, 
disregarding  the  leeakening  effect  of  the  rivet-holes 
and  taking  the  pitch  to  be  4  inches.      Neutral  axis  is    ^ 

at  G,  the  centre  of  gravity  of  the  section;  ab—Sii  ina.    • ■■,         ■ 

Therefore  „      ___ 
Fro.  603. 

(?H(I2xl-JXjX5H+6+2XjX6i+2x3Xj+lXI0i 

+  12Xi)-12XlX17i-5Ji  X  }X  m-iXiiXiX17i+23X}X10 
+  10iXiX6i-f-12Xi+2X5iXjX14i, 
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and        G>fl-8.8l71mB.;  aboO(?-OH^-Gff-2.682gaDdGX:-9.l829. 

AgMD, 

/,-T',X12Xl'  +  12xlx6'-Ax5im)'-5Hxi(5J)'-2xHxACi)'-H 

XiX5i'+ix2XjxC54)'  +  }X2X}x3'+iXi(10i)'+AXl2Xl'  + 
12X1(11)* -2047.827. 
Hence  Ig  -2047.827  -^(2.6829)»  - 1797, 

-^  —17.4323  sq.  ins.  being  the  &rea  of  the  section. 

The  U<ut  moment  of  resifltance  ---|— X  1797-880.54  in.-tone. 
Let  9  be  the  shear  stresa  at  the  surface  8S.    Then 


The  shear  Btreoe  is  greatest  at  Q.     Therefore 

3iXi--^(ix7iX3i  +  12Xlx8)-^^  ■^• 


7     16 


6  4    1761 

28.574 
.^^  Awagt  ahear  Btrcsa       17.4323 

'  Afaxtmum  shear  Btrees        3.5 

Anuming  the  contact  along  SS  to  be  close, 

^'3i-3X4X.142    and    rf-.787in.,  saytfin. 

If  the  contact  is  not  close, 

|.^:!^'3i)-3X4X.142    and    d-.9,8ayHin. 

Ex.  42,  An  aqueduct  jor  a  span  of  20  feet  consists  of  a  etut^on  dumn^ 
beam  30  ins.  wide  and  20  ins.  deep.     Find  the  tkiehuis 
IT^       ol  tiie  metai  so  tkoi  the  uxUer  may  safdy  rise  to  the  top  of 

i I    a       tiie  channel,  ike  safe  coefficient  of  strength  being  1  ton  per 

'  square  ineh.    Find  the  safe  limiting  span  of  the  ehannH 

under  its  oun  vxight. 


— M+M— ^ 

Fio.  604.  Let  ('  -thickness  of  metal.    Then 
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the  weight  W,  of  the  aqueduct  in  tons 


(30+20(20+0 -600„^  450       S5t+t*  ■ 


^aox62i^-2«. 


IS  Oia  the  centre  of  gravity  of  the  section, 

OG'(2x20Xi+i30+20-2x20X(XlO-^Xt30+2l 


and 
Abo, 

/,_lx2X20»(+2X20X(XXO'+^(30+2()i'  +  Ca 
and 


400+5a+t' 
■      70  +2t      • 


,,('     16000.    30+2*^ 


16000     30+2;       t(*00-lBt-ty 
"     3     '  7Q+2t 


le- 
Hence 
Moment  of  redstance  in  in.-toos  -q^^.-ioax.  B.M.  in  in.-tona- — ^g — ■*2( 

The  proper  value  of  I  can  now  be  detennined  by  trial  as  shown  i 
following  table : 


i 

.2744 

86.36 

66.414 

384.674 

i 

.6508 

94. S« 

132.35 

776.88 

t 

.3663 

89.215 

88.4 

514.566 

V 

.3693 

89.203 

89.14 

618.736 

Hence  .17  in.  is  the  thickness  required. 

The  total  area  of  ths  section -11. 957Ssq.  ina. 

If  L  feet  is  the  limiting  length  of  the  aqueduct  under  its  own  wei^, 
11.9578     450    L 
144    ^2000   8^' 


Q  12-89.14    and    Z.-56.4ft. 


Ex.  43.  A  aut4ron  girder  139  int.  belvxen  supports  and 
12 J  WW.  deep  had  a  top  flange  2i"Xi",  a  bottom  flange 
10"XlJ",  and  a  wefi  |"  thick.  The  girder  jaiied  uruUr 
loade  of  17^  tons  placed  at  the  tax  points  distant  Sj  /(. 
from  each  support.  What  were  the  central  flange  ttressee  at 
the  moment  of  rupturef  What  was  the  eerUral  defUdion  lohea  ^ 
the  load  at  each  point  was  7i  tonst  (£-18,000,000  U)t.; 
vxight  of  ffwder -336S  lbs.;  Um-2240tbe.) 

Area  of  top  flange        -2}X  }-||sq.  in, 
"     "  web  -lOX  i-V  "   " 

"     "  bottom  flange-lOXIi-V  "   " 


D.qit.zeaOvGoOt^lc 


»  THEORY  OF  STRUCTURES, 

Let  X  — diBtaace  of  eeotre  of  gravis  from  A.    Then 

*(«+V+V)-HXll+*+-VX«i+VXj    and    x-HIt -3.617 infl. 
Alao,  moment  of  inertia,  I  a,  mih  respect  to  lowest  face  of  section  is  given  by 

/^-il0tf)'+-iVia0)'+V(6i)'+AI(J)'+H(nH)'-66a92573. 
TherefOTe  lo  -660.92573  -W(ttH)'  -370.642. 


L  B.M.-(17}X2240X3}X12+iV*Xl39)  in.-Ib8. 

- 1822519  in.-IbB.  -  t^  X  370.642  --^^  X  370.642. 


Hence  /.-177861bB./8q.  in.     and    /. -41836  Iba./sq.  in. 

These  results  are  of  course  based  on  the  hypotbeUcal  assumption  that  the 
elastic  theory  of  the  transverse  strength  of  beams  holds  good  up  to  the  point 
of  failure. 

Again,  by  Ex.  12, 
the  deflection  due  to  the  7i-toti  concentrations 

7iX2240X3|X12  /139'     U\  . 

"18000000X370.642^  8         6  /      '  '°'' 

the  deflection  due  to  the  wei^t  of  the  girder 

5  3368X139^ 

38418000000X370.642  ' 

and  the  total  central  defiection  —.2532  in. 

19.  Design  of  a  Girder  of  an  I  Section  with  Equal  Flange  Areas, 
to  Carry  a  Given  Load. 

At  aoy  point  distant  x  from  the  middle  of  the  g^er,  let  y  be  the 
depth  of  the  girder,  A  the  sectional  area  of  each  fiaoge,  A'  the  sec- 
tional area  of  the  web,  Af,  the  B.M.  and  S,  the  S.F.    Then 

/  bong  the  safe  unit  stress  in  tenaon  or  compresmon. 

It  is  in  accordance  with  good  practice  to  assume  that  the 

are  assisted  by  the  web  to  the  extent  of  -3-  instead  of  ^. 


D.qit.zeaOvGoOt^lc 


018DER  OP  AN  I  SECTION  WITH  EQUAL  FLANGE  AREAS.  497 

W^. — Assume  that  the  web  traosmits  the  whole  of  the  shearing 
force.  Thia  is  not  strictly  correct  if  the  flange  is  curved,  as  the 
flange  then  bears  a  portion  of  the  bearing  force.  The  error,  however, 
is  on  the  safe  side. 

Theoretically,  the  web  should  contain  no  more  material  than  is 
absolutely  necessary. 

Let  /,  be  the  safe  unit  stress  in  shear.    Then 


and  the  sectional  area  is,  therefore,  independent  of  the  depth. 
The  thickness  of  the  web= — =3-^, 

y    Uy" 

but  thia  is  often  too  small  to  be  of  any  practical  use. 

Experience  indicates  that  the  minimum  thickness  of  a  plate 
which  has  to  stand  ordinary  wear  and  tear  is  about  }  or  -^  in., 
while  if  subjected  to  saline  influence  its  thickness  should  be  |  or 
J  in.  Thus  the  weight  of  the  web  rapidly  increases  with  the  depth, 
and  the  greatest  economy  will  be  realized  for  a  certan  definite 
ratio  of  the  depth  to  the  span. 

The  thickness  of  the  web  in  a  cast-iron  girder  usually  varies 
from  1  to  2  ins. 

In  the  case  of  riveted  girders  with  plate  webs  of  medium  size 
all  practical  requirements  are  effectively  met  by  specifying  that 
the  shearing  stress  is  not  to  exceed  one  half  of  the  flange  tensile 
stress,  and  that  stiffeners  are  to  be  introduced  at  intervals  not  ex- 
ceeding twice  the  depth  of  the  girder  when  the  thickness  of  the 
web  is  less  than  one  eightieth  of  the  depth.  Again,  it  is  a  common 
practical  rule  to  stiffen  the  web  of  a  plate  girder  at  intervals  ap- 
proximately equal  to  the  depth  of  the  girder,*  whenever  the  shear- 

ing  stress  in  pounds  per  square  inch  exceeds  12000-^(1+^77^7^1, 

H  being  the  ratio  of  the  depth  of  the  web  to  its  thickness. 

Fkmges. — First.  Assume  that  the  flanges  have  the  same  sec- 
tional area  from  end  to  end  of  girder. 
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If  the  effect  of  the  web  is  neglected,  and  taking  /  as  the  coeffi- 
cient of  strength, 

and  the  depth  of  the  beam  at  any  point  is  proportional  to  the  ordi- 
nate of  the  bending-moment  curve  at  the  same  point. 

For  example,  let  the  load  be  uniformly  distributed  and  of  in- 
tensity w,  and  let  I  be  the  span.    Then 


and  the  beam  in  elevation  is  the  parabola  ACB,  having  its  vertex 

wP 
at  C  and  a  central  depth  CO -3-71.    The  depths  thus  determined 

are  a  little  greater  than  the  depths  more  correctly  given  by  the 
equation 

M. 

Second.    Assume  that  the  depth  y  of  the  girder  is  constant.    Then 

6     fy' 
and  neglecting  the  effect  of  the  web,  the  area  of  the  flange  at  any 
point  is  proportional  to  the  ordinate  of  the  curve  of  bending  mo- 
ments at  the  same  point. 

Let  the  load  be  imiformly  distributed  and  of  intensity  w;   also, 
let  the  flange  be  of  the  same  uniform  width  b  throughout. 

The  flange,  in  elevation,  is  then  the  parabola  ACB,  Fig.  508, 

wP 
having  its  vertex  at  C  and  its  central  thickness  CO=-^p;.    Such 

beams  are  usually  of  wrought  iron  or  steel,  and  are  built  up  by 
means  of  plates.  It  is  impracticable  to  cut  these  plates  in  such  a 
manner  as  to  make  the  curved  boxmdary  of  the  flange  a  true 
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parabola  (or  any  other  curve).    Hence  the  flange  is  generally  eon- 
Etnicted  as  follows: 

Draw  the  curve  of  bending  moments*  to  any  given  sc^le.  By 
altering  the  scale,  the  ordinates  of  the  same  cun-e  will  represent 
the  flange  thickneasea.  Divide  the  span  into  segments  of  suitable 
lengths. 

From  A  to  1  and  B  to  7  the  thickness 
of  the  flange  is  la  =  7/;  'from  1  to  2  and 
7  to  6  the  thickness  is  2b=Ge;  from  2 
to  3  and  6  to  5  the  thickness  is  3c-~5d; 
and  from  3  to  5  the  thickness  is  CO.  ^^^  «*■ 

The  more  correct  value  of  -^(=7 ^)    is  somewhat  less  than 

that  now  determined,  but  the  error  is  on  the  safe  side. 
Again,  at  any  section 

E    2/ 

■5=—,    and  hence    ^a^  the  depth. 

Thus  the  curvature  diminishes  as  the  depth  increases,  so  that 
a  girder  with  horizontal  flanges  is  superior  in  point  of  stiffness 
to  one  of  the  parabolic  form.  The  amount  of  metal  in  the  web  of 
the  latter  is  much  less  than  in  that  of  the  former.  If  great  flexi- 
bility is  required,  as  in  certmn  dynamometers,  the  parabolic  form 
is  of  course  the  best. 

Ex.  44.  Design  0}  50-/1.  'plate-girder  span. 
The  data  to  be  used  are  as  followa : 

Live  load  4900  lbs.  per  lineal  foot  of  span,  or  an  axle  concentration  of 
44,000  lbs. 

Percentage  to  be  added  to  live  load  for  impact  "fJTviv 

where  L  —length  of  spaa  over  which  the  load  giving  the  maxiinitm  stress  is 
distributed. 
Distance  centre  to  centre  of  ijearinge  -.W  ft. 

"  "      <i       n      !■  girderg  —  7 " 

Allowable  flange  streaa  — 14,000  lbs.  per  sq.  in. 

"         shearing  stress  in  webs  and  rivet —10,000   "     "    "    " 
"         bearing      "      in  rivets  -20,000  "     "    "    " 

"        fibre  stress  in  timber  -2,000  "     "    "   " 

We  may  assume  that  the  rail  distributes  the  axle  concentration  equally 
over  three  ties;  hence  each  tie  will  be  loaded  as  shown  in  Fig.  519.     As  the 
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ties  will  not  greatly  exceed  1  ft.  centre  to  centre,  the  span  for  three  ties  may 
be  taken  as  2  ft.- and  the  impact  allowance  80  per  cent. 
8       _     g  Therefor^ 

B.M. -7333  X 12X  1.8  - 158,400  in.4ba. 
.  wide  to  secure 
2000X7Xd' 


_      ^g  Making  the  tie  7  ins.  wide  to  secure  a  good  bearing, 

158400- 

where  d  is  the  depth,  bo  that 

d-8.2". 
We  shall  use  7"X9"  ties  10  ft.  long,  set  on  edge,  spaced  at  134n.  centres 
and  dapped  i  in.  on  the  girders;  also  two  7"XS"  longitudinal  guard  timbers. 
The  dead  load  on  the  span  may  now  be  estimated  as  follows : 

Ties  and  guard-rails 218  lbs.  per  lineal  foot  of  span 

Track  and  fastenings. . 


40  ' 


Hun  girders. 

Total  dead  load 920  " 

Live  load 4900  ' ' 

Impact,  73  per  cent 3571   ' ' 

Total  load 9391  " 

or  say  4700  lbs.  per  lineal  foot  of  each  girder. 


Fio.  510.  Fro.  511. 

In  railway  structures  the  thickness  of  the  web,  for  durability,  should  not 
be  less  than  |  inch.  The  depth  generally  depends  on  economical  considera- 
tions, which  will  usually  be  satisfied  by  makii^  it  from  one  eighth  to  one 
'tenth  of  the  spanj  or  in  ttti?  case  say  66  ins.    Then 

A'— 66X}  =24.75eq.  ins.  gross,  or  about  ISsq.  ins.  octuaL 

This  will  resist  in  shear  18X10000-180,000  lbs. 

Greatest  shear  in  girder -4700X25 -117,500  lbs. 

rThe  web  section  is  therefore  more  than  sufficient  to  carry  the  shear,  but 
the  thickness  cannot  be  diminished,  and  a  decrease  in  the  depth  would  prob- 
ably cause  a  more  than  corresponding  increase  in  the  flange  area.) 

The  effective  depth  y,  or  distance  between  the  centres  of  gravity  of  the 
lop  and  bottom  flanges,  cannot  be  known  exactly  until  the  fluige  section  is 
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determined.    It  may  be  assumed,  however,  to  be  5.35  ft.    Hence  if  A  is  the 
area  of  the  fUnge, 

M-(^4')/,. 

4700  V  5(1* 
NowAf-^^^=y^=^-l',468,750ft.4b8.    Therefore 

.24.75 


1468750- (a +—^)  X14000X5.35, 


and  A  —16.5  sq.  ins.,  net. 

Otu  eighth  instead  of  one  sixth  of  the  web  area  is  taken  as 
flange,  to  allow  approximately  for  the  rivet-holes. 

Use  two  angles  6"X6"xA" -12.86  sq.  ins. 

One  cover-plate  14Xj '.  -  7.00  "     *' 

Total  gross  area -19.86  "     " 

Sereo-eighth-inch  rivets  will  be  used,  but  a  hole  1  inch  in  diameter  will  be 
deducted  to  allow  for  possible  injury  to  the  metat  in  punching.    Therefore 

areatobedeductedfromeachfiaDge-2xH  +  2XA— 3.25  8q.  ins., 

and  the  net  area  of  flange  - 19.86  -3.25  - 16.61  sq.  ins., 

wludi  is  sufficient. 

To  allow  for  irregularities  in  the  edge  of  the  web  the  flange  an^es  wiU  be  - 
placed  66}  ins.  back  to  back.    The  effective  depth  may  now  be  checked,  and 
will  be  found  to  agree  with  the  assumption  made  above. 

To  find  the  length  of  tlie  cover-plate: 

Flange  angles. .  .  .: —12.86  sq.  ins. 

One  ei^th  web. -  3.10  "     " 

Total  area  beyond  end  of  oover-plate — 15.96  "     " 

Deducting  four  rivet-holes  {4xft) -  2.25  "    " 

Net  section t...  -13.71  "     " 

Effective  depth  beyond  end  of  cover-plate  —5.25  feet.     Therefore 

B.M.  which  flange  can  resist -13.71  X14O00X5.25 -1,007,686  ft.-lb8. 
Let  z— distance  from  centre  of  girder  at  which  this  B.M.  is  developed. 

Iben 


14  ft., 
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and  the  theoretical  length  of  caver-pIat«-2X14-28ft. 

We  shall,  however,  extend  it  18  ins.  further  at  each  end,  so  as  to  get  room 
for  sufiident  rivets  to  develope  its  strength, 
making  the  total  length  31  ft. 

Id  de«gnii^  the  compression  flange  it 
would  not  be  necessary  to  deduct  the 
rivet-holea.  It  acts  as  a  column,  however, 
and  so  it  is  customary  to  make  both 
fianges  alike. 

Fio.  612.  Fio.  513-  To  determine  the  pitch  of  the  rivets 

eomieoting  the  flange  angles  to  the  web,  we  may  assume  that  the  entire  ver- 
tical shear  is  carried  by  the  web  and  is  distributed  uniformly  over  the  web. 

At  the  ends  the  vertical  shear  is  117,500  Iba.,  or  — ~ 1780  lbs,  per  inch 

€>f  depth. 

Horizontal  shear  —  1 780  lbs.  per  inch  of  length. 

The  load  from  the  ties  must  also  be  communicated  to  the  web  through 
the  rivets. 

Ths  amount  of  this  is  7333X  tV  -564  Ibe.  per  Imeal  inch. 

Thus  the  total  stress  per  Uneal  ineh-v'l780'  +  5M'-1867  Iba. 

Now  the  value  of  a  {-in.  rivet  in  bearing  on  a  j-in.  plate  is 

20000X1X1-6562  lbs., 

which  is  less  than  the  value  in  double  shear. 

Therefore  the  maximum  pitch  ~ttj^  ~3.5  ins.    We  shall,  however,  apace 

them  with  a  3-in.  pitch,  as  shown  m  Fig.  513..  Towards  the  centre  of  the 
span  the  shear  decreases,  but  in  this  case  we  may  retun  the  same  spacing 
throughout. 

The  flanges  need  not  be  spliced,  as  suflSciently  long  angles  are  obtainable. 
The  web,  however,  must  have  a  splice  at  mid-span,  which  should  contain 
enough  rivets  to  develope  the  strength  of  its  entire  net  section.  Two  splice- 
plate?  (A)  13i"Xf"X54",  one  on  each  mde  of  the  web,  with  two  vertical  rows 
of  rivets  on  each  aide  of  the  splice.  Fig.  510,  will  be  used.  Also,  since  thesr 
plates  do  not  extend  to  th?  edge  of  the  web  and  are  therefore  ill-suited  to 
resist  bent^ng,  we  shall  use  two  plates  (fl)  5"Xf"X36"  on  each  fhinge, 
whose  net  section  in  accordance  with  good  practice  ia  50  per  cent  greater 
than  the  web  section  counted  as  as^ating  the  flange. 

Web  sti&eners  cannot  be  designed  rationally.  It  will  be  in  keeping  wiUi 
good  practice,  however,  to  use  4"x3i"Xj"  angles  riveted  in  pairs  to  each 
side  of  the  web  at  intervals  not  exceeding  the  depth  of  the  girder,  or  say 
6  ft. 

Wind  and  lateral  bradng  for  spans  so  small  need  not  be  calculated,  as 
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ttie  smallest  an^ee  permitted  by  most  standard  specificatiaus  will  be  aufS- 
dent     We  may  uae  3i"X3i"Xf"  tingles  throughout. 

Bgaring  Platei. — The  ^rder  will  be  about  52  ft.  long  over  all,  so  that  the 
wei^t  supp<Hi«d  at  each  end  will  be  4700X26  -122,220  lbs. 

Taking  300  lbs.  per  square  inch  as  the  safe  load  on  good  granitoid  or  lime- 

-  straw,  the  area  required  will  be  122,200-^300-407  sq. 

»J      t^  I    ~7       iM-    We  shaU  use  for  the  fixed  end  two  24"X18"Xj" 

^M^k  ^V^        [4ates  riveted  to  the  girder  and  for  the  sliding  end  one 

i      y»       >■       24?'X18"X1"  phite  riveted  to  the  gjrder  and  a  amilar 

piuDfbiBMnn  4-u).  plate  on  Uie  masonry,  the  contiguous  surfaces  being 

•'"""^  planed  so  as  to  slide  readily  with  changes  of  tempers- 

Fro.  614.  ture. 

To  distribute  the  load  evenly,  end  stiffeners  of  suffi- 
cient section  to  carry  the  above  load  as  a  column  will  be  placed  as  shown  in 
Fig.  514. 

30.  RelatioiM  betweno  the  Deflection,  Slope,  and  BJI.  Cunres, — 

Consider  an  element  KLL'K'  of  thickness  dx  and  bounded  by  the 
vertical  planes  KL  and  K'L'.  It  is  kept  in  equilibrium  by  S  and  M, 
the  S.F.  and  B.M.  at  the  section  KL,  by  S+dS  and  M+dM,  the 
S.F.  and  B.M.  at  the  section  K'U,  and  by  the  load  todx  (which  in- 
cludes the  wei^t  of  the  element),  w  being  the  intensity  of  the  load 
at  K.  Since  dx  is  indefinitely  small,  it  may  be  assumed  that  the 
load  wdx  is  unifonnly  distributed  and  that  its  line  of  action  is  the 
middle  line  m. 

Taking  moments  about  v 


dx 


-M-SY+M+dM-{S+dS)^ 


.0. -E 


s 


S-fdS 

Fio.  516. 


nw-mM    \ 


disregarding  the  term  di 
with  the  remaining  termS: 


dx 
'-n,  which  is  indefinitely  small  Compared 


-8-wdx+S+d8~Q, 

dS_ 
dx^'^' 


Therefore 


d«M    dS 

dx^'dx' 


(A) 
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If  the  beam  is  loaded  with  a  number  of  weights  concentrated  at 

different  points,  then  between  any  two  amsecutive  weights,  w  is  merely 

.  the  weight  of  the  beam  per  hneal  unit  of  length,  and,  as  far  as  the 

dS 
concentrated  loads  are  concerned,  -^  is  nti,  so  that  5  is  constant 

between  such  weights. 

Again,  the  deflection  (y),  the  8lope(^  =  tan  ^-;^,  and  the  bend- 
ing moment  (Af)  are  connected  by  the  equations 


(B) 


Comparing  equations  (A)  and  (B)  it  is  at  once  obeerved  that 

the  values  of  y,  6,  and  -rj  are  obtained  from  one  another  by  a 

process  of  graphical  integration  precisely  similar  to  that  by  which  the 
relative  values  of  M,  S,  and  w  are  found.  Thus  any  property  con- 
necting the  last  three  quantities  must  also  be  true  for  the  first  three. 
In  other  words,  the  mutual  relations  between  curves  drawn  to 
represent  the  deflection,  slope,  and  bending  moment  must  be  the 
same,  muteUis  midandia,  as  those  between  the  curves  of  bending 
moment,  shearing  force,  and  load. 

Thus,  (Uvide  the  effective  bending-moment  area  into  a  number 
of  elementary  areas,  Fig.  516,  by  drawing  vertical  lines  at  convenient 


I. 

J  I,   E        ■  [[ 


distances  apart,  and  take  the  vertical  lines  12,  23,  .  .  .  n  — 1,-n, 
Fig.  517,  to  represent  these  areas. 

Let  the  pole  0  be  at  the  distance  EI  from  the  line  In. 
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If  the  widths  of  the  areas  are  made  sufficiently  small  a  fmiicular 
deflection  cmre  CP\P:/C  can  be  drawn  in  exactly  the  same  manner 
as  the  B.M.  curve  was  drawn  in  Art.  6,  Chap.  11. 

It  was  shown  that  any  two  tangents  to  the  B.M.  curve  intersect 
in  a  point  which  is  vertically  below  the  C.  of  G.  of  the  corresponding 
load  curve.  Hence  it  must  follow  that  any  two  tangents  PiTi, 
P2T3,  intersecl  in  a  point  Ti  which  is  verticaUy  bdow  the  G.  of  G., 
31,  oj  the  effective  B.M.  area  DEFG. 

It  was  also  shown  that  the  B.M.  at  any  point  is  the  intercept 
of  the  vertical  through  the  point  between  the  closing  line  CC  and  the 
B.M.  curve.  Hence  it  follows  that  the  deflection  at  any  point  is 
the  intercept  between  the  clo^g-line  and  the  deflection  curve,  of 
the  vertical  through  that  point. 

Ag£un,  through  the  pole  0  draw  OH  parallel  to  the  clomng-tine  - 
intersecting  In  in  H.     Then,  since  EId~JMdx,  the  angle  P1T1T3 
between  any  two  tangents  is  equal  to  the  corresponding  B.M.  area 
divided  by  EI.    It  is  also  evident  that  the 


\H 
slope  ti  at  1=^, 

and  that  the 

1  .  ,  nH 
slope  i„  at  »  =  ^. 

Therefore 

.      .      In 

which  ^vea  the  total  change  of  slope. 

In  the  case  of  a  cantilever,  the  last  ade  of  the  funicular  polygon 
is  obviously  the  doong-line. 

31.  Graphical  Determination  of  the  Slope  and  Deflectioo. — If  p 

•  is  the  radius  of  curvature  at  any  pokit  of  the  deflected  neutral  axis, 

I    ^    dd_    M_ 
p~d3?'dx'EV 
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Thus  it  may  be  supposed  that  the  cantilever  or  beam  carries  a 
uniformly  distributed  load  of  intenedty  -,  and  by  the  process  of 

integration  the  curves  of  slope  and  deflection  can  be  obtained. 
Let  A  be  the  effective  B.M.  area  between  any  two  points  P  and 
Q  of  the  deflected  neutral  axis. 

Let  the  tangents  at  P  and  Q  meet  in 
the  point  T  and  produce  QT  to  meet  the 
vertical  through  J*  in  fl. 

The  point  T  \s  vertically  below  the  C. 
na.  fliB.  gf  Q  pf  ^jjg  j^^  ^     Let  z  be  its  hori- 

zontal distance  from  PR,  and  take  PR  =  S.    \i  0  is  the  change  of 
curvature  between  P  and  Q,  i.e.,  the  angle  PTR,  then 


rmj.    A 


EI' 


jsuming  that  E  and  /  are  constant. 


Also, 


EI" 


Ex.  45.  A  cantilever  OA  oj  length  I  with  a  c, 
weighi  WatA. 

The  B.M.  area  is  the  triangle  OBC  (Fig.  519), 
and  OC~Wl. 


Therefore 


A-WP, 


and  the  slope  at  A 

.     1  ff 

Ata), 

Ai-iWP-il-iW 

ud  tha  delection  of  A 

-^-kw- 

Ex.  46,  A  canlikver  OA  o/  length  t,  carnfing  a  uniformly  diatrOmUd  load 
of  intensity  w. 

The  B.M.  area  is  OBC,  the  curve  BC  being  a  parabola  with  its  vertex 
atB. 
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trf' 

OC-^.  <K.  k J*- -j 


"3    2' 


il«  -ftWPri  "Fwi*. 


8E1" 

Ex.  47.  A  harwonial  beam  OA  of  length  I, 
resting  upon  tupporU  at  O  and  A  and  carrying 
a  weight  W  aliU  middle  point  B. 

The  B.M.  area  is  the  triangle  OCA,  the 
vertical  distance  of  C  above  D,  the  middle 
point  of  the  horizontal  line  OA 
Wl 


being -|- 


Conadering  one 

half  of  the  beam, 

A 

-2  4  2-16 

and  the  slope  at  A 

„       1  WP 

-^■lesr- 

A!k., 

Az 

-WA 

and  the  ntaximum 

deflection 

■^-%t- 

EiL  48.  A  horizontal  beam  OA  of  kngth  I,  resting  upon  supports  at  0  ofuf  A, 
and  carrying  a  weight  W  ata  point  dittant  a  from  each  end. 

Let  b  be  the  length  of  the  intermediate  segment. 

The  B.M.  area  is  the  trapeioid  OCDA,  the  vertical  distance  CE  (-DF) 
bfflDg  Wa. 

Considering  one  half  of  the  beam, 

A-iWa'+iWab-^(a+>), 


the  elope  at  0  -  fl  =  2r7  (a  +  fc) . 
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Also         Ai-iWa^a+iW<^{a+^) 


— 5T(8a'  +  12a6  +  3J 


the  max.  deflection 


■2^|f(8a'  +  12a(.+36'). 


If  tlie  two  weighti 

a—b    and  the  max.  deSectioD  — . 


coQcentrated  at  the  points  of  triaection, 
23  JFa" 


Wa'  .      _ 

~~sr,  approjomately. 


Ex.  49.  A  horutmlal  beam  OA  of  length  I,  re^ttg  upon  tupporla  at  0  and  A, 
and  carrying  a  weight  W  concentrated  at  a  point  B  ditkaU  a  from  0. 
The  B.H.   area  its  the  triangle  OCA,  the 


vertical    distance  CB   being 


Wad -a) 


■M„ 


suppose.    The  m(»t  deflected  point  F  is  at 
some  point  between  B  and  A. 

Let  tbe  horizontal  tangent  at  F  meet  the 
tangents  at  0  and  ^  in  7,  and  7,  respec- 
tively, and  let  z„  2,  be  the  horisontal  dis- 


# 
Fra.  S23. 
of  Tj  and  T^  from  0  and  A  respectively. 
Let  M,  be  the  length  of  the  B.M.  onlinate  ED,  vertically  above  F.    The 
length  of  AD  is  evidently  |;^. 

Consida*  finit  the  portion  of  the  beam  between  0  and  F,  and  let  Ai  be  the 
B.H.  area  AGED.    Then,  since  the  homontal  distance  of  the  centre  of  gravity 

of  the  triangle  OCA  from  0  la  -5-, 


-iM,Hl+a)  -fjf^,(l-gj  ~EIY. 

Conmder  in  tbe  second  |dace  the  portion  of  the  beam  between  A  and  D. 
Then 

iM,ii,t,-iMA'~EIY. 

Therefore  JM,Z(i+o) -iM^,(i-z;  -JJtfA' 
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and 
or  a'-A(('-<.'). 


9   t,      M_    l~a 
2T+a'M,~  |j^' 


Also,     3f.-^itf,p-^-^  — J p^—  -  -r\j-r~- 

Hence 

the  max.  deflection -r-T-^--^y^-,  (t'-o*)*. 

Again  let  4  be  the  vertical  distance  between  0  and  F,  and  let  e'  be 
the  horizontal  distance  of  the  centre  of  gramty  of  the  area  BCED(—A') 
from  0. 

Then  E/a--lV-iAf,(I-a)ja-a)-iJI/.|2.(i*,  +  I-o-|».) 


Therefore 

^/(r-J)-^'a((-a)-i  ja'il-a)\ 

which  gives  tlie  deflection  of  the  point  at  irtiicb  W  is  concentrated. 

Again,  ^.-fA/A-|M,^-i-tF|(i'-<.'), 

and  j'_ljtf_p^_^,»^(I_a)(/-2a). 

1    TT    a 
Hence  the  slopeat  0-g--gj  j(I-ffl)(2I-a) 

"     "     "0-^j(J-a)(I-2a) 
„      „     „   .     i  W  a,„      „ 
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.  A  6eam  OA  of  length  I,  supported  at  0  and  at  A,  and  carrying  a 
B  umformiy  distrOmted  toad  of  tnlenaity  u>. 

The  B.M.    area  is    OBA,  the   curve    OBA 
a  parabola  with  its  vertex  at  a  distance 

vertically  above  C,  the  middle  point  of  OA. 

Con^dering  one  half  of  the  beam, 


■   o-TSi"^     wd    Z-T^l. 


Therefore 
and 


1  v^ 
the  slope  at  0  (or  at  A)  "Si  b/ 


the  max.  defiectioQ  Y 


El        "384E1' 


Ex.  51,  A  horiMontai  beam  OA  of  length  I  fixed  at  the    supports  O  and  A 
and  carrying  a  weight  W  concentrated  at  the  middle  point  B. 

The  fixture  of  the  ends  introduces  negative  bending  moments  at  0  and  at 
A,  and  the  B.M.  diagram  consists  of  the  two  lines  BC,  DC,  the  point  C  being 
vertically  above  the  middle  point  G  of  OA.  At 
the  points  E  and  F  the  B.M.  is  nil,  and  the 
beam  may  be  supposed  to  be  made  up  of  two 
cantilevers  EO,  FA,  and  of  an  intermediate  span 
EF  resting  upon  the  ends  E  and  F. 

Thus  if  OE~x, 


OB-AD-W- 


Fia.  625. 


Again,  since  the  neutral  axis  ia  horizontal  at  0  and  at  A,  the  total  change 
of  curvature  between  0  and  A  ie  aigebraicaUg  nil,  and  therefore  the  total 
effective  BM.  area  must  also  be  algebraically  nil. 

Hence  the  B.M.  area  above  OA  —B.M.  area  below  OA, 

or  the  triangle  CEG  -the  triangle  OBE, 

and  £  is  the  middle  point  of  0<?;  so  that 

ai-j     and    OB{~AD~CG)-\Wl. 

The  B.M.  area  OBE—  gi^''  and  the  corresponding  a~S"-    Therefore 
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1   TFP 
the  dope  at  B-g^ -^, 


384  £/' 

The  B.M.  area  ECO  -friWP  and  the  corresponding  t  — g.    Hierefore 
the  deflection  GH  - 


J_WP 
"384  E/ 


and 


the  (otot  maximum  deflection —deflection  of  E+OH- 


The  points  E  and  F  at  which  the  B.M.  is  tiH  and  at  which  the  curvature 
necessarily  changes  from  positive  to  negative  are  called  poinU  of  inflection, 

Ex.  52.  A  horiamtal  beam  OA  of  length  I,  fixed  at  the  supports  0  and  A 
and   carrying  a   wiiformly    dietribuied   load  of 
inieneiiy  w. 

The  B.M.  diagram  is  now  the  parabola  io 
BECFD,  with  its  vertex  at  C  vertically  above  ^ 
the  middle  point  G. 

The  points  E  and  F  are  evidently  pomtt  of    b 
inflection. 

UtEF-2x. 


Then 


OE^-^-z. 
theB-M.  CG- 


'and  theB.M.  OS(-AD) -««(l-x)  +|(^-i) '-l^^-x'). 

Also,  as  in  tlue  preceding  example, 

the  area  ECG  -  the  area  OBE. 
and  therefore  the  area  BECK-the  area  00KB, 

^  2lv>x'.v>/l'      .\\t    will      \l 
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Tba  total  max.  deflection  —  deflection  of  E  due  to  to  I  =- — a;  j  unif  onnly  distributed 


+       "  "       "    icx  at  end  of  0£ 

■k-QH 


6  tp(2j)' 


"S       Wl  3  El 

"384  EI* 

33.  Beams  Supported  at  More  P<dnts  Than  Two. — Consider  the 
rth  span  OX  of  a  girder  resting  upon  a  number  of  supports  in  the 
same  horizontal  plane. 


Jft^ 


Let  Rr-i,  Rr  be  the  reactipna  at  0  and  at  X; 

Jlf,_i,  Mr  be  the  bending  moments  at  0  and  at'X; 

Af,  be  the  B.M.  at  any  point  N  (i.e.,  x,  y)  of  the  neutral  axis 
dt«  to  (Ae  load  on  ON; 

M"    "    B.M.  at  X  due  to  the  U>ad  on  OX. 
Taking  moments  about  X, 

R^ilr  =  M+Mr-M^i, 

,   ,       ,                      „         jtf    Jlf,    M,_i 
and  therefore  '~*''T"^T L~' 

Hence  the  shear  at  the  (r-l)th  support  for  the  rth  span 

-the  reaction  at  the  same  support,  supposing  the  span  an  inde- 
pendent girder,  i.e.,  cut  at  its  supports, 
+  the  difference  of  the  forces,  or  reactions,  equivalent  to  the 
moments  at  the  supports. 
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AgaJD,  the  B.M.  at  N 


-the  moment  at  the  same  point  suppocdng  the  span  an  indepen- 
dent ^rder. 
l-the  reactions   equivalent  to  the  moments  Afr_i,  Mf,  multi- 
plied respectively  by  the  segments  l^-x  and  x. 
Let  OX,  Pig.  528,  be  the  rth  span,  and  let  OBX  be  the  curve 
of  bending  moments,  auyposing  OX  an  independent  girder,  i.e.,  cut 
-  at  0  and  X.    On  the  same  scale  as  this  curve  is  drawn,  take  the 
verticals  OE  and  XF  to  represent  Mr-i  and  M,  respectively  in 
magnitude,   and  join  BF.    The  curve  OBX  corresponds  to  the 

portion  i-j-x—Mij  of   the  above 

equation,  and  the  line  EF  to  the 

remainder,  i.e.,  —-, — \lr~x)+-T-x. 

™  ,  ,      „  '  mo.  «R>. 

The  actual  bending  moment  at 

any  point  of  OX  is  represented  by  the  (dgtS/raic  sum  of  the  ordi- 

nates  of  the  curve  and  tine  at  the  same  point,  which  will  be  the 

intercept  between  them,  «nce  they  represent  bending  moments  of 

opposite  kinds. 

Let  A  be  the  effective  moment  area,  or  the  algebraic  sum  of 
the  areas  for  the  toad  and  for  the  moments  at  O  and  X,  shown  shaded 
in  the  figitte,  and  let  x  be  the  horizontal  distance  of  its  centre  of 
gravity  from  0, 

Let  j4,  be  the  area  for  the  load  alone,  i.e.,  the  area  of  the  curve 
OBX,  and  let  Zr  be  the  horizontal  distance  of  its  centre  of  gravity 
from  0.    Then 

Ax  =  A^  +  Mr-X^  +  \{M,~Mr-x)lr^ 

-A^HMr-xK^  +  W^'. 


Ex.  Si,  Let  the  had  upon  the  rlh  span  OX  be  a  weight  P  concentrated  at  a 
point  C  ditiant  p  jrom  0. 

The  B.M.  diagrain  consists  of  the  two  etrught  lines  OS,  XB,  if  it  is  a 
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p 
that  OX  is  an  independent  girder.    Also  the  vertical  distance  BC — — 

Tk«.»rr.»,  <__.»»>  nnr—h  f^Pt" ~P) _ 


Ir 


'■^-^Ppilr-p). 


Again,  join  B  to  the  middle  point  K 
of  OX,  and  let  GL  be  the  vertical  through 
the  centre  of  gravity  of  the  triangle.    Then 
ir-OL-OC+CL~OC  +  iCK 

-0C+t(OK-0C)-~^. 
Henoe        ArZr-iPpilr'-p'). 
Similarly,  for  the  (r-«-l)th  t.pan, 
Ar+,zr+,-iQq(lr+,'-q'), 
2r+i  b«ng  the  horizontal  distance  of  the  centre  of  gravity  of  Ar+i,  the  moment 
area  of  a  load  Q  concentrated  on  the  (r  +  l)th  epan  at  a  distance  q  from  the 
(r  +  l)th  support,  the  span  being  considered  an  independent  girder. 

Ex.  54,  Lit  the  load  upon  the  rtk  span  OX  be  a  uniformly  distributed  load  of 
intensity  wr. 

The  B.M.  diagram  is  now  the  parabola  OBX,  with  its  vertex  £„  vertically 
above  the  middle  point  C,  Fig.  530.    Ilien 


FiQ.  529. 


BC- 


lOrlr' 


Therefore 

ilr-area  OBX-~~lr-^w,lr'. 

Also,  *'-"^- 

Hence  drfr-Awrir*.  ^M'  S30- 

Similarly,  for  the  (r  +  l}th  span, 

Ex.  55.  Let  a  unijormlydiiArHniUd  load  of  intensity  Wr  amer  a  length  2a(  <It) 
of  the  Tth  span,  and  kt  z  be  the  distance  of  its  centre  of  gravity  from  the 
(r-l)th  support. 

The  load  may  be  supposed  to  consist  of  a  number  of  indefinitely  small 
elements,  and  ite  eSect  may  be  obtained  by  superpoung  the  several  effects  of  ' 
theee  elements. 

Let  dp  be  the  length  of  such  an  element  at  p  from  the  (r— l)th  support* 
Then,  by  Ex.  63, 


-2aii>4-(ir'-«'-o*). 
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615- 


33.  Continuous  Girders. — When  a  ^rder  overhangs  its  bearings,, 
or  is  supported  at  more  than  two  points,  it  assumes  a  wavy  form 
and  is  said  to  be  continuous.  The  convex  portions  are  in  the 
same  condition  as  a  loaded  girder  resting  upon  a  single  support, 
the  upper  layers  of  the  prder  being  extended  and  the  lower  com- 
pressed. The  concave  portions  are  in  the  same  condition  as  a 
loaded  girder  supported  at  two  points,  the  upper  layers  being  com- 
pressed and  the  lower  extended.  At  certain  points,  called  points 
of  contrary  ftezure,  or  points  of  inflexion,  the  curvature  changes 
sign  and  the  flange  stresses  are  necessarily  zero.  Hence,  apart 
from  other  practical  considerations,  the  flanges  might  be  wholly 
severed  at  these  points  without  endangering  the  stability  of  the 
girder. 

24.  Theorem  of  Three  Moments.— Let  0,  X,  V,  the  (r-l)th, 
rth,  and  {r+l)th  supports  of  a  continuous  girder  of  several  spans, 
be  depressed  below  their  true  horizontal  position  OiOaOa,  through 
the  vertical  distances  dr-i("OiO),  d^{  =  02X),  and  d,+i(  =  08F), 
df-i,  dr,  and  dr+i  bdng  necessarily  very  small  quantities. 


Fta.  631. 

Let  OCXDV  be  the  deflection  curve,  and  let  the  tangent  at  X 
meet  the  verticals  OiO  and  O3V  in  E  and  F,  and  the  tangents  at  0 
and  V  in  Ti  and  Tj. 

Take  OiE  =  yr-i,  Oaf  =  t/,+i  and  let  (?,(-OriE),  tfr+iC  =  fr2V) 
be  the  changes  of  curvature  from  O  to  X  and  from  7  to  X  respec- 
tively. 

Let  A„  Ar+i  be  the  effective  moment  areas  for  the  spans  OX, 
XV  respectively. 

Let  av,  Jr+i  be  the  horizontal  distances  from  0  and  V  respec- 
tively of  the  pointa  Ti  and  T2,  which,  as  already  proved,  are  vertically 
below  the  centres  of  gravity  of  the  corresponding  effective  moment 
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areas. 

Then 

or    "-■+""■-: 

Again, 

as  already 

^own, 

Vr-X-dr-l 

-OE-X^, 

-4.V 

-£/* 

K'^Wi 


and  (t.+i-y,+i=ii'F=2rp+iflp+i ^^+1- 

Therefore 

1  Ma    A,^lX,^.^\    yr-,     y,.n    (j-i    4+, 
El\   I,   +     1,^,     J       I,   *U,       I,       Ui 

Hence  by  Art.  22 


and  therefore 


■which  is  the  analytical  expression  of  the  theorem  of  three  moments 
in  its  most  general  form. 

Exs.  53  and  54  give  the  values  of  A,Zr  and  4r+i^+i  for  con- 
centrated and  for  uniformly  distributed  loads. 

If  either  of  the  supports,  e.g.  X,  -should  lie  above  O1O3,  then 
the  sign  of  d^  is  negative. 

A  similar  relation  holds  true  for  every  three  consecutive  supports, 
so  that  for  a  continuous  girder  of  n  spans  there  are  n  —  1  equations 
connecting  the  n  + 1  bending  moments  Mi,  M2,  M3  .  .  ,  M„,  M^+i 
«t  the  several  supports. 
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There  must  be  two  further  conditions  before  these  equations  can 
be  solved,  and  they  are  usually  provided  by  the  method  adopted 
for  carrying  the  ends  of  the  girder. 

//  the  ends  rest  freely  on  the  supports, 

Ui-o    and    Ha+i=o; 
//  the  girder  is  fixed  at  1  and  rests  freely  al  n  +  i, 

aM,+Ma--^    or     - -.n>^(l,-p)C2li-p); 

according  as  the  load  upon  the  first  span  (Zj)  is  uniformly  dis- 
tributed and  of  intensity  wi,  or  consists  of  a  number  of  weights, 
P\,  Pa,  Ps  .  .  .  concentrated  at  points  distant  pi,  p2,  p,j  .  .  .  ^ 
respectively,  from  the  filed  end,  the  symbol  I  denoting  algebraic 


Also, 

M.+1-0. 

lIMhmibiir 

e/iirf, 

jM,+M,--^    or    --^(l,-p)(2l,-p), 

and         3Ho+i+Hd=- 

Wb  being  the  intensity  of  the  uniformly'  distributed  load  on  the 
nth  span,  and  q  the  distance  of  the  concentrated  load  Q  from  the 
{»  +  l)th  support.  These  fixture  conditions  can  eaaily  be  proved 
as  follows : 

It  is  assimied  that  the  supports  at  1  and  2  are  in  the  same  hori- 
zontal plMie. 

FirsL    Let  w,  be  the  intenaty  of  the  load  uniformly  dlBtributed  over  ibe 
first  span  (I,),  and  let  R,  be  the  vertical  reaction  at  1. 
At  any  point  («,  y), 
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'^i-'^i-f' 


-Eff-R.^-^*M.. 


-my-R.I-^.Mi 


Also,  y-0  vbea  x-l,.   Ilierefore 

TalODg  momeats  about  2, 

R,l,+M,-M,- 


WjV 


w,l,' 


iMi+M,-- 


Second,    Let  a  weight  P  be  concentntted  at  B  distant  p  from  1. 
From  ItoB,     At  any  point  (x,  y)  in  IB, 


Integrating  twice  and  remembering  that  —  and  y  are  each  zero  wlien  x— 0, 


-S/y-B,f+«|. 
II  #B  and  yn  are  the  values  of  j-  and  y  at  S,  i.e.,  when  x — p, 

-E;jte-B,|+Jlf,^. 
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FnmBto2.    At  any  point  (x,  y)  in  £2, 

-El^,'R^-P{x-p)+M,. 

Integrating,     -B^-«,f'-^<»-p)'+Jf,»+«,. 

At  B,  -BIOa-R,^+M,p+e„ 

and  therefore  e,  "0,  bo  that  the  slope  equation  beoomee 
,»•    P, 

Integrating, 


-^^-«.S-f('-p)'+^.'- 


AtB,  -EIyB~R,j  +Mj^+et, 

and  therefcm      e,  -0,  bo  that  the  deflection  equatitm  beconws 
-SIy~R,^-^ix-py+M,^, 
But  y  ia  alao  at  wro  at  2,  i.e.,  when  z— I,.    Tiumton 

Taking  momenta  about  2, 

fi,I,+M,-Af,-PCI,-p). 

Hence  j|l,+M.--I^(l.-p)C»l,-p). 

Ex.  56.  (a)  The  bridge  over  ths  Garonne  at  Langon  carries  a  doMe  track,  u 
tAoul  6d5  ft.  in  length,  and  amnsta  of  three  ipans,  AB,  BC,  CD,  The  turn  main 
girders  are  eonlintious  and  rest  upon  the  abutmerUe  at  A  and  D  tmd  upon  piers 
atBandC.  The  effective  length  of  each  of  the  spam  AB,  CD  ii  208  ft.  6  ina., 
and  of  the  centre  span  BC  243  ft.  The  permanent  load  upon  a  main  girder  i» 
1277  Um.  per  IxTteal  foot,  and  the  proof  load  ie  2688  Ba.  per  lineal  foot.  Find 
the  reatdiona  at  the  tupporU  (1)  when  the  proof  load  covers  Ae  span  AB;  (2)  uAm 
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Ae  proof  toad  covert  the  span  BC;  (3)  wAen  the  proof  iootj  covert  the  ipan*  AB 
and  BC;  (4)  when  the  proof  load  eoverB  the  idioU  girder. 


■■■|--T—t-- 


Fia.  S32. 


Take  BC-a~2*3',  and  AB -20SY -b -CD.  ABSume  fhe  B.Hs.  at  B  and 
at  C  to  be  right-handed.    The  B.Ms,  at  A  and  at  £>  are  nil 

Pint.  Let  JV,',  Mi  be  the  B.Hs.  at  S  and  C  due  to  the  dead  load  of  1277 
lb8./lin.  ft.    Then 


1 

itf,'o+2Af.'fo 

+i,._iH.V+„.. 

jrefore          Ui 

1277  a'+i)' 
4    3a+2t 

- -6522303  tt.-ib..-AI 
.«,'208J-!^(208J). 

Hence  «,' -101845  Iba. -ft,' 

and  .     ff,'-319565  "   ~R,'. 

Pointi  of  inflexum     For  AB  (or  CD)  the  point  of  inflection  is  at  x  feet  from 
the  end  support,  x  being  ^ven  by 

BJI.-0-«,'.-i?^. 


Tlie  mammum  pi)»i(tne  B.M.  in  iB  (or  Ci))  is  at  79}  ft.  from  the  end 
support  and  its  value  is  -^  -j^=  -4,061,240  ft.-lbs. 
For  BC,  awasuring  x  from  B,  the 


a:'-242.934z  +  102lS.lS-0    and    z-54'.15    or 
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The maTimum  positive  B.H.  ioBCistA  12]) ft.  from  B  (or  C)  and  ita  value 
is  2,903,347  ft.-lbe. 

If  the  proof  ioad  of  2688  Iba.  eoven  tlte  vAoU  girder  the  B.Ub.  and  reactions 

*™  1277  (  ~ 1277 — )  *"°^  ^^  corresponding  reactions  first  obtained. 

Then, 

A,-^^K101S45-316223  lbs.-A., 


^X3I956S-992227  nM.-A., 


- -20251320  ft.-lbe. -aft 


The  maximum  jxmHve  B.M.  in  AB  (or  CD)  -  ^^  X  4,061 ,240  ft.-lba. 

-12,609,800  ft.-lbs. 
The  maximum  positive  B.M.  on  BC  -^277X2903347  -9,014,700  ft.-lbs. 

Fig;  533  shows  the  S.F.  and  B.M.  diagrams  for  the  two  cases,  the  dotted 
lines  being  the  diagrams  when  the  proof  load  covers  the  whole  girder. 


X 

\ 

k 
W.'^. 

\ 

\ 

V^ 

\K  \ 

\XT\ 

n5J\ 

'JxvN' 

B  ^>><N\     C, 

i^NJlNjo 

\1 

/        .\   1 

/              \ 

\  ; 

/             "'^  'i 

'                                        1 

\ 

\ 

i 

Steond.   Let  Jtf,",  Mi'"  be  the  bending  iuoments  due  to  the  proof  load  of 
088  lbe./lin.  ft.  on  the  span  AS.    Then 

2M,"(a + 6)  +  M,"'a  -  -  ^b» 
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and  JtfV+2A^'C<i+6)-0. 

Ihersfon  if,*— 13*43^5^^— 7^1,879  ft-Iba. 

-fl,"  X  208.5  -  2688^^^' 
and  M/'  -  -  Jtf ."^—^  -  + 1 ,966,885  f  t.-Iba. 

-R"X  208.5. 
Heooe      A," -296340  lbs,    and    A4"-93861bs. 

Again,  ^"(208.5 +243)  +fi."243-Af,"-  -7,271,879. 

Therefore  «,"  -  -47364  Ibe. 

But  fii"+«,"+A"+A"-2688x208.5-560,4481be. 

Hence  ft," -302,086  lbs. 

Superpooing  the  results  for  the  dead  load  and  for  the  proof  load  on  AS, 

fl,-K/+ft,"-398,18Slba.;  fl.-A'+fl."-272,201  lbs.- 

fi,-Ji,'  +  fl,"-621,651  lbs.;  fi.-fi.'+i^"-lll,231  lbs.; 

3f,-3f/+jtf,"- -13,794,182  ft.-lbs.;  M.-jtf,'+Af,"-  -4,565,418  ft.-lbB. 

Poinit  of  tafiexim.    At  such  points  the  B.U.  -0. 


The  maximum  pomUve  B.M.  is  at  3g^-100.42  ft.  from  A  and  its  value  la 


1   «,»■ 


23065 
For  CD.    Measuring  z  from  D,  the 

BM.-Q-Ra— 


-19,993,810  ft-lbs. 


«-0    or     --. 


2ft. 
1277" 
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The  maxmwn  positive  BJd.  in  CZ>  ia  at  87'.105  from  i>  mmI  ita  value  ia 
^^-4344,300  ft.-lb^ 


Fro.  634. 
for  BC.    Measuring  x  from  C,  the 


1277, 


BJtf.-0-fi.(208i+ar)+fltf: ^{s-\-20&,y, 

or  a:'-183.52j;+7150.15-0, 

and  x-S6'.13    or    127'.39. 

The  nummum  positive  B.M.  ia  91'. 76  from  C,  and  its  v»lue  ia 

1277 
AX300.26+fl.X91.7fl-^{300.26)'-810,735ft.-U». 

Fig.  534  shows  the  S.F.  and  B.M.  diagrams  for  this  case. 
Third.    Let  M,'",  Jtf,'"  be  the  B.Ma.  due  to  the  proof  load  of  2688  lb6./lin. 
ft.  on  the  span  BC.    Then 


R,"'-R."', 


-ft.'",     M," 


-M,'" 


Therefore 

Af,"' -- 672  j^^ -if ,'"-- 8414019  ft.4bs.  -  ft,'"  X  208i 

aod  ft,'"- -40355  lbs. -ft.'". 

Abo,  ft,"'  -366947  lbs.  -ft,'". 
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Snperponug  tbe  reoults  for  the  dead  and  pnxrf  toads, 
B,  -R,'  +R,'"  -614«0  lbs.  -A, 
fl.-B,'+fi,"' -686512  !!».-&. 


Pointa  of  infiexum.     For  AB  (or  CD)  the  point  of  inflection  is  st  x  feet 
from  tlie  end  support,  x  being  given  by 


"  1277  " 


The  muTimiim  positive  B.M.  in  AB  (or  CD)  is  48.15  ft.  from  the  end  sup- 
port and  its  value  is  j  ,277  " ^ .^80,430  f t.-lbs. 
For  BC.    Measuring  x  from  B,  the 

BJJ.-0-fi,(208i+r)+fl^-1277-208i(104J+«)-^a;', 
M  3!»-243.05a:+7534.1-0, 

aod  «-38'.3    or    2W'.7. 

Tbe  maximum  positive  B.M,  is  121}  ft.  from  B  (or  C),  and  its  value  is 
fi,-330+fi,121i-1277-208J-225i-~5(121i)'-14,330,098ftMbfl. 
Ilg.  535  shows  tbe  8.F.  and  B.M,  diagranra  for  this  case. 
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FvwA.  Let  M,"",  M%""  be  the  B.Hs.  due  to  the  proof  loftd  of  2088  lbs./  lin. 
ft.  on  the  two  spftos  AB,  BC. 


Jtf,""-Af,'+Jlf,"+Jtf," 

B,  -R,'+It,"  +R,'"  -367,830  Ibe. ; 
Bt-R,'+Rt"+B,'"-988fi98  "  ; 


--22,208,201  fL-lbe. 
--12,979,437      " 

A-a' +«/'+«.'" -839,148  lbs. 

R.-B/+IU"+Rt"'-  70^76  " 


Pointt  of  infkxum.    For  AB  the  point  of  inflection  is  at  £  feet  from  A, 
X  bang  pven  by 


The 


podtive  B.H.  ia  00.25  ft.  from  A  and  its  value  u 


2  3965 

For  CD  the  point  of  inflection  is  x  feet  from  D,  x  bdng  given  by 
-HI  ft. 


2fl^ 

■1277" 


Hie  mftTimtiTn  positive  B.M.  is  55.5  ft.  from  D  and  its  value  is 

1  R' 

2  1277 


- 1,966,880  ft.-ll». 
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For  BC  ihia  pdiit  of  inflexioii  is  x  feet  from  B,  x  being  givea  t^ 

BJI.-0-fl,{208.5+x)+fiiX-^(208.5+»)', 

or  i'-262.156i-  -583d.l5, 

and  X  -24.7  ft.     or     -237.65  ft. 

The  mniriiiniim  positive  B.M.  is  at  131.15  ft.  from  B,  and  its  value  is 
22,184,000  ft.-lbB. 

Fig.  536  shows  the  S.F.  and  B.M.  diagrams  in  thia  coBe. 

Ex.  57.  The  xoeighis  on  five  wheels  passing  over  a  amlinwms  girder  of  two 
spang,  each  of  50  /(.,  taken  in  order,  are  aa  foUows:  15,000  lbs.,  24,000  lbs., 
24,000  Uis.,  24,000  lbs.,  24,000  lbs.  The  distances  of  the  wheels,  centre  to  centre, 
taken  in  the  same  order,  are  90  ins.,  56  int.,  56  tns.,  856  ins.  Let  it  be  ret/uired 
to  place  the  v^ieels  in  such  a  position  as  to  give  the  maxinuim  bending  moment  at 
the  centre  pier. 

The  pier  must  evidently  lie  between  the  third  and  fourth  wheels. 

Let  X  be  the  distance  in  inches  of  the  weight  of  15,000  lbs.  from  the  nearest 
abutmeot.  The  remaining  two  weights  on  the  span  are  respectively  i + 90  ins. 
and  z+146  ins.  from  the  same  abutment. 

The  two  weights  on  the  other  span  are  142— x  ias.  and  198— z  ins,  respec- 
tively from  the  nearest  abutment. 

Hence,  if  M  is  the  bending  moment  at  the  centre  pier, 


^  600  ' 
which  reduces  to 

-^-5^5^^=^+3456000-^Kz+90)'  +  Ci:+l46)'  +  (l42-*)'  +  198-i)'|, 

But  Jf  IB  to  be  a  mftTimiim^  and  therefore 

~-0-^^^^'-^l(z+90)'  +  (z+146)'  +  C142-z)'  +  i98^'t, 
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irtuch  reduces  to  «»  +  1843.2x-167d23.2 

and  af-87iii8.-7ift. 

Therefore  B.M.m^x.-  -3446581  in.-lba. 

Ex.  58.  A  smng-iridge  contieU  o]  Ou  tail  end  AB,  and  of  a  span  BC,  o} 
Ungth  I  ft.,  the  pivot  being  at  B.  Th«  baOast-box  of  weight  W  extends  over  a 
length  AD  (  —2c  /(.),  and  the  weight  of  the  bridge  from  Dto  B  isw  tons  per  lineal 
foot.    If  DB  —X,  if  pis  the  cott  per  ton  of  the  bridge,  and  if  q  is  the  co»t  per  ton 

of  the  bdliast,  ihow  that  the  total  cost  is  a  minimmn  when  x+c  —  („-  _     j  and 

that  the  corresponding  weight  of  the  baUast  is  v^(x+e).      Draw  the  S.F.  and 

9 
B.M.  diagrams  for  the  bridge  when   open   and  when  dosed,  taking  W —IQwc 
andl-ix-Se. 

For  veight  of  ballast-box,  take  momenta  about  B  whea  bridge  is  Open. 
Then 

»-(»+.) +f-f, 

Also,  differeDttating,       dW  —  —^     .       .,  - dx. 
Again,  total  cost  — ir^+ic{/+x)p— amin. 

Therefore  q-dW+w^-dx—0, 


S.F.  and  B.M.  diagrams.    Bridge  open, 
A  to2>at  zfrom^, 

S,—  —5wt, 

hda%  QsXA  and  -  lOtoc  at  D. 
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^  to  B  at  I  from  A, 


being  — lOtw  ht  D  and  — I4v>c  at  B. 

£  to  C  at  c  from  A,  tiace  A,  at  B^-TOwe, 


-12u)c+20u>c-w(«-4«!)-12wc-ttii 


being  Sue  at  B  and  0  at  C. 
Again,  A  to  D  At  I  from  A, 


s  parabola  with  its  vertex  at  A. 
At  D  the  B.M.  -  -  lOtoc*. 
i)  to  B  at  z  from  A, 

M. l(h«:(«  -c)  -^{,-2c)', 

a  parabola  whose  vertek  ib  on  tbe  Je/t  of  A  at  a  point 
tally  from  and  40toc*  vertically  above  A. 

At  i>  tbe  B.M.  --  -  10u>c>,  and  at  B  the  B Jtf.  -  -SSuc' 


Fio.  £37. — 8.F.  and  B.H.  diagrams  with  bridg«  op«n. 
C  to  B  at  2  from  C, 

a  paraboLi  wHh  its  vertex  at  C 
At  B  tbe  B.M,  -  -32wc'. 
Bridge  dosed.    The  bridge  is  now  eontinwnu  over  three  supports, 

/■ae  /•4e 

Jo  J34 
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or  -24M^-172wc'. 

Therefrae  M,--*fve'~R,-Ae-lOuv3e-2uie-e 

-R,-8c-  Swc-ie. 
Thu«  Rt-a^ne,    ff.-3Awc,    and    R^'-lO^uie. 

A  to  D  &tt  from  A, 

being  6^  uteatA  and  —Hhx  at  D. 
i)  to  £  at  2  from  A, 

5i— fl,— Swc— io»— — l^wc— tof, 

being  -SlJtcc  at  i>  and  ~5Uwc  at  B. 
£  to  C  at  >  from  A, 

being  'Hl*(«  ftt  B  and  -3Auv  at  C. 


Flo.  63S. — 8.F.  and  B.U.  diognunj  with  bridge  dosed. 
Again,  vl  to  Z>  at  t  from  A, 

a  parabola  vitb  its  vertex  \^{tc  meaeured  horiiontally  and  VA/Vuv',  measured 
vertically  from  A. 
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At  D  the  B.M.  — 2Au>c'.    Thus  there  iB  no  point  of  infiexioD  in  AD, 
D  to  £  at  z  from  A, 

M,-R,z-l(}u>c{z-c)—j(g-2cy~-wv'ia!  +8i«'-^', 

which  may  be  written 


,,      11065     .        w /43       \» 


a  parabola  with  its  vertex  on  the  left  of  A,  at^ic  measured  horisontally  and 
— -Vg-wc'  measured  vertically  upwards  from  A. 

AtBtheB.M.--^wc'. 

The  B.M.  is  nil  when 


+-7^ic  —  lQc',    i.e.,  when 


C  to  B  at  z  from  C, 


a  parabola  with  its  vertex  at  Sfy;  measured  horizontally  and  VW^""'  meas- 
ured vertically  from  C. 

The  B.M.  at  B-3AwC'8c-^(8c)"-  — g-wc'. 

The  B.M,  is  nil  at  point  given  by 

Ex.  59.  1  continuous  girder  of  two  spans  AB,  BC,  carrying  a  load  of  uni- 
form inientiiy  w,  l.aa  one  end  A  fixed,  and  the  other  end  rests  upon  the  support 
at  C.  If  the  bending  m&menta  at  A  aiid  B  art  equal,  show  that  the  spans  are 
in  the  ratio  of  v^  to  y/2,  and  find  the  reaetions  at  the  supports,  tF,  being  the 
load  upon  AB  and  IT,  that  upon  BC. 

Therefore  M,^M,-—t- 


1    W,l,'  +  WJ^' 
3i,+2i.     ■ 
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EXA^MPLLS. 
AIM,       2M,+M, ^',    or    Af.-Jtf.-- 


Haioe 


IW,1,'  +  W^* 


Taking  momenta  about  6, 

R,l^-W,^+M,-M, 


ThereTore  fi,  -■ 


and 


p  .Lit    J^./^.'+V\ 

W;./6W+3V--^'\      F./6t,+3i.-|i,\     3- 
"4  \^  (3i,+2iJV    ^'it,    3i,+2i.    j"8"^»- 

Hence,  too,-  K.-r.  +  F.-S.-A-y'+l  IF^ 

Ex.  60.  A  conttntiotu  girder  0/  /our  eguol  tpana,  and  with  one  end  fixed 
at  the  first  support,  earriea  a  xmifonrdy  distributed  load.  How  much  must  the 
third  support  be  raised  to  make  the  reactions  equal  (a)  at  the  third  and  fourth  tup- 
ports;  (6)  at  the  fourth  and  fifth  supportaf 


t- 


Take  each  span— 1(— 100  ft.)  and  let  u  be  the  intensity  of  the  load,  so 
that  i(tI-X94  tona. 

From  condition  of  fixture 


Let  d  be  the  amount  by  which  the  third  support  must  be  raised.    Tbea,  by 
the  general  equation,  and  taking  JV  "-j;-, 
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M,+4».+Jlf.-— -12ff, 

Jf.+4M.--^'+6Ar. 

tux                 M,- 

->-'>  --S--f-. 

Mt~ 

-i-f-.  — ^--f- 

Taking  momento 

(1) 

12) 


(a)  If  A)  ~£i,  these  three  equationa  give 

22     ,,     774„    774BW  ,     ^      11    wl* 

388*^  -97^-97  "F     ""*    -'"IsSi/' 

(b)  If  A4-A„  eqs.  (1)  and  (2)  give 

287    „     U82„    1182  Eld         ,      .      287  wl' 
_^.__,Ar-~  —    and    d-^^^^.  . 

The  corresponding  reactiooa  and  B.Ms,  can  be  easily  deduced. 

Ex.  61.  A  swing-bridge  ABCD,  440  ft.  in  length,  hag  equal  arms  AB  and 
CD,  and  reatt  upon  rollers  at  B  and  C  which  run  in  a  circular  path  of  22  ft. 
diameter.    Each  arm  is  a  truss  of  9  panels. 

_^^  Take  .4fi-20ft'-a-CD  and 

^T^  o      BC-22'-fc. 


a. 


'^-«°^    a  J;,t,  g  j  Conader  the  effect  of  a  load  P 

*'  "'^  ^     toQsconcentratedat  xft.  fromjl. 

Fto  MO  Then 

23f  ,(o + fc)  +  Mi  -  -  P^  (o'  -  x^ 
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SWINO-BRIDQE 
(Jtf^+2i»f.(fc+a)-0. 


„P(a+6)(j:)(a'-»') 


2(fl+6) 


21' 


Putting  A  - 


361P 
80X729' 
to  the  concentration  of  P  ftt  the  let,  2d,  3d 
be  tabulated  as  follows : 


the  values  of  M^  and  Mt  in  foot-tons,  corresponding 
and  Sth  panel-points,  may 


+  80ji-+  .4952P 
+  1544 -+  .9533P 
+216-4 -+1.3371P 
+  260A-+1.6094/' 
+280A-+1.7332P 
+270A-+1.67UP 
+224A-+1.3866P 
+  136-4 -+    .8419P 


V»lu«  of  -.  M^ 

-16804--10.399P 
-3234A--20.019P 
-4536A--28.078P 
-5460.4 -- 33. 798P 
-5880.4 -- 36. 398P 
-56704 --35.095P 
-4704ji--29.118P 
-2856.4- -17. 679P 

Again,  tahing  moments  and  simplifying, 

»        '"if  B  ' 


The  vallies  of  the  reactions,  corresponding  to  the  concentrations  of  P  at  the 
1st,  2d,  3d  . . .  and  Sth  panel-points,  are  given  in  the  following  table: 


Kot--.     S|  in  Tona. 

R,  iD  Ton.. 

A 

in  Ton*. 

A.  in  Tom 

1           .839iP 

.  6.5(51  P 

_ 

,4976P 

.0024P 

f           .6820P 

1,2713P 

- 

.9.578P 

.0046P 

1           .5323P 

1.8047P 

- 

,3434P 

.0004P 

i           .3938P 

2.2156P 

- 

,6171P 

.0077P 

t           .2703P 

2.4629P 

- 

.7415P 

.0083P 

1           .1654P 

2.5057P 

- 

.6791P 

-OOSOP 

1           .0829P 

2-3037P 

— 

.3932P 

.0066P 

\           .0265P 

1.8153P 

- 

.8450P 

.0040P 

Addii^  all  these  reactions  tt^ther,  the  result  \i  8P  tons,  which  veriSes 
the  calculations. 
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Similar  values  for  the  B.Ms,  and  reactions  are  obtained  for  Uie  arm  CD, 
and  by  means  of  the  preceding  tables  the  values  may  be  found  for  every  dis- 
tribution of  the  panel  load.  Let  1,  .2,  3, ...  16  denote  the  1st,  2d,  . . .  16th 
panel-poiots  from  the  p<Mnt  of  support  A.  The  follovring  table  of  B,Ms.  u 
rov:  eaaily  prepared: 


tdPM 

if,tnFt.-toiu. 

Af.lDF(.-tacia. 

-  10.399P 

+  .4952P 

and  2 

-  30.418P 

1.4485P 

to    3 

-  58.496P 

2.7856P 

"    4 

-  92.294P 

4.3950P 

"    5 

-128.692P 

6.1282P 

"    6 

-163.787P 

7.7993P 

"     7 

-192.905P 

9.1859P 

"    8 

-210.584P 

1O.0278P 

"    9 

-209.7421P 

-     7.6512P 

"  10 

-208.3555P 

-  36.7692P 

"  11 

-206.6844P 

-  71.8642P 

"  12 

-204,9512P 

-108.2622P 

"  13 

-203.3418P 

-142,0602P 

"  14 

-202.0O47P 

-170,1382P 

"  15 

-201. 051 4P 

-190,1572P 

"  16 

-200.5562P 

-2O0.5562P 

The  B.Ms,  in  the  last  line  are  equal,  and  this  must  necessarily  be  the  ci 
a  all  the  panel-points  are  loaded. 
A  similar  table  of  reactions  in  tons  may  also  be  prepared  as  follows: 


.8391P 

.6561P 

-      .4976P 

,0024P 

land2 

1.521  IP 

1.9274P 

-  1.4554P 

.0070P 

1  to   3 

2.0534P 

3. 7321 P 

-  2.7988P 

.0134P 

1  "    4 

2.4472P 

5.9477P 

-  4.4169P 

.021  IP 

1  "    5 

2.7175P 

8.4106P 

-  6.1574P 

.0294P 

1  "     6 

2.8829P 

10.9163P 

-  7.8365P 

.0374P 

1"     7 

2.9658P 

13.2200P 

-  9.2297P 

0440P 

1  "     8 

2.9923P 

15.0353P 

"10.0756P 

.0480P 

1  "     9 

2.9963P 

14.1894P 

-  8.2603P 

.0745P 

1  "  10 

3.0029P 

12-7962P 

-  5.9566P 

.1574P 

1  "  11 

3.0109P 

11.1171P 

-  3.4509P 

.3228P 

1  "  12 

3.0192P 

9.3756P 

-  0.9880P 

.5931P 

1  "  13 

3.0269P 

7.7585P 

+  1.2276P 

.9869P 

1"  14 

3.0333P 

a. 4151 P 

3.0323P 

1.5192P 

1  "  15 

3.0379P 

5.4573P 

4.3036P 

2.2012P 

1"  16 

3.O403P 

4.9597P 

4.9597P 

3.0403P 

Adding  the  last  Une  together  it  is  found  that  the  total  sum  of  the  reac- 
tions is  16P,  which  verifies  the  calculations 
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Tbe  B3f.  and  8.F.  diBgraoiB  for  all  distributioiu  of  the  putel  load  can  now 
be  easily  drawn, 

35.  Advantages    and    Disadvantages    of    Continuotis    Girders. — 

The  advantages  claimed  for  continuoua  girders  are  facility  of  erec- 
tion, a  smaller  average  6.M.  and  therefore  a  saving  in  the  flange 
material,  the  concentration  of  the  maximum  B.M.  over  the  piers, 
and  the  removal  of  a  portion  of  the  weight  from  the  centre  of  a 
span  towards  the  piers.  Circumstances,  however,  may  modify  these 
advantages,  and  even  render  them  completely  valueless.  The 
flange  stresses  are  governed  by  the  pomtion  of  the  points  of  inflexion, 
which  under  a  moving  load  will  fluctuate  through  a  distance  de- 
pendent upon  the  number  of  intermediate  supports  and  upon  the 
nature  of  the  loading.  In  bridges  in  which  tiie  ratio  of  the  dead 
load  to  the  Kve  load  is  small  the  fluctuation  is  conmderable,  so  that 
for  a  sensible  length  of  the  main  girders  a  passing  train  will  sub- 
ject local  members  to  stresses  which  are  alternately  poative  and 
negative.  This  necesmtatea  a  local  increase  of  material,  as  each 
member  must  be  designed  to  bear  a  much  higher  stress  than  if  it 
were  strmned  in  one  way  only. 

Again,  the  web  of  a  continuous  girder,  even  under  a  uniformly 
distributed  dead  load,  is  theoretically  heavier  than  if  each  span  were 
independent,  and  its  weight  is  still  further  increased  when  .it  has 
to  re^st  the  complex  stresses  induced  by  a  moving  load. 

Hence  in  such  bridges  the  slight  saving,  if  there  be  any,  cannot 
be  said  to  coimterbalance  the  extra  labor  of  calculation  and  work- 
manship. 

In  girders  subjected  to  a  dead  load  only,  and  in  bridges  in  which 
the  ratio  of  the  dead  load  to  the  live  load  is  large,  the  saving  be- 
comes more  marked  and  increases  with  the  number  of  intermediate 
supports,  being  theoretically  a  maximum  when  the  number  is  in- 
finite. This  maximuum  economy  may  be  approximated  to  in 
practice  by  making  the  end  spans  about  four  fifths  the  intermediate 
spans. 

In  the  calculaticoifl  relating  to  the  Theorem  of  Three  Moments, 
it  has  been  assumed  that  the  quantity  EI  is  constant,  while  in  reality 
E,  even  for  mild  steel,  may  vary  10  to  15  per  cent  from  a  mean 
value,  and  /  may  vary  still  more.  It  does  not  appear,  however, 
that  this  variation  has  any  appreciable  effect  if  the  depth  of  the 
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^rder  or  truss  changes  graducdly,  but  the  effect  may  become  very 
marked  with  a  rapid  change  of  depth,  as,  e.g.,  in  the  case  of  swii^- 
bridges  of  the  triangular  type. 

The  graphical  method  of  treatment  may  still  be  employed  by 
subetituting  a  reduced  curve  for  the  actual  curve  of  moments, 
formed  by  changing  the  lengths  of  the  ordinates  in  the  ratio  of  the 
value  of  EI  at  a  datum  section  to  EI. 

It  is  often  found  economical  to  increase  the  depth  of  the  girder 
over  the  piers,  which  introduces  a  local  stiffness  and  moves  the 
pointe  of  inflexion  farther  from  the  supports.  A  point  of  inflexicm 
may  be  made  to  travel  a  short  (Ustance  by  raising  or  depresung 
one  of  the  supports. 

In  order  to  insure  the  full  advantage  of  continuity  the  utmost 
care  and  skill  are  required  both  in  deugn  and  workmanship.  Al- 
lowance has  to  be  made  for  the  excessive  expansion  and  contraction 
due  to  changes  of  temperature,  and  the  piers  and  abutments  must 
be  of  the  strongest  and  best  description,  so  that  there  shall  be  no 
settlement.  Indeed,  the  difficulties  and  uncertiunties  to  be  dealt 
with  in  the  construction  of  continuous  girders  are  of  such  a  serious 
if  not  insurmountable  character  that  American  engineers  have 
almost  entirely  discarded  their  iise  except  for  draw-spans. 

Much,  in  fact,  is  mere  guesswork,  and  it  is  usual  in  practice  to 
be  guided  by  experience,  which  confines  the  points  of  inflexion 
within  cert^  safe  limits. 

Under  these  circumstances  it  may  prove  desirable  to  fix  the 
poiTita  of  inflexion  absolviely,  and  the  advantages  of  doing  so  are 
(a)  that  the  calculation  of  the  web  stresses  becomes  easy  and  definite 
instead  of  being  complicated  and  even  indeterminate;  (6)  that 
reversed  stresses  (for  which  pin-trueses  are  less  adapted  than  riveted 
trusses)  are  almost  entirely  avoided;  (c)  that  the  stresses  are  not 
sensibly  affected  by  slight  inequalities  in  the  levels  of  the  supports; 
id)  that  the  straining  due  to  a  change  of  temperature  takes  place 
under  more  favorable  conditions. 

The  fixing  may  be  effected  in  the  foUowing  manner: 

(a)  A  hinge  may  be  introduced  at  the  selected  point. 

The  benefit  of  doing  so  is  very  obvious  when  circumstances 
require  a  wide  centre  span  and  two  short  side  spans. 

(6)  If  the  web  is  open,  i.e.,  lattice-work,  the  point  of  inflexion 
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in  the  upper  flange  may  be  fixed  by  cutting  the  flange  at  the  selected 
point  and  lowering  one  of  the  supports  so  as  to  produce  a  slight 
opening  between  the  severed  parts.  The  position  of  the  point  of 
inflexion  in  the  lower  flange  is  then  defined  by  the  condition  that  the 
algebraic  sum  of  the  horizontal  ctnnponenta  of  the  stresses  in  the 
diagonals  intersected  by  a  line  joining  the  two  points  of  inflexion 
is  zero. 

It  must  be  remembered,  however,  that  this  fixing  of  the  points 
of  inflexion,  or  the  cutting  of  the  chordfi,  deetro]rs  the  property  of 
continuity,  and,  indeed,  is  the  essential  distinction  between  a  con- 
tinuous ^rder  and  a  cantilever.  A  combined  cantilever  and  girder 
possesses  aU  the  advantages  and  none  of  the  disadvantages  of  a 
continuous  girder. 

Four  methods  may  be  followed  in  the  erection  of  a  continuous 
girder,  viz.: 

1.  It  may  be  built  on  the  ground  and  li/ted  into  place. 

2.  It  may  be  built  on  the  groimd  and  rolled  endwise  over  the 
piers.  As  the  bridge  is  pushed  forward,  the  forward  end  acts  as  a 
cantilever  for  the  whole  length  of  a  span  until  the  next  pier  is 
reached.    TTiis  method  of  erection  is  common  in  France. 

3.  It  may  be  built  in  position  on  a  scaffold. 

4.  Each  span  may  be  erected  separately  and  continuity  pro- 
duced by  securely  jointing  consecutive  ends,  having  drawn  to- 
gether the  upper  flanges.  A  more  effective  distribution  of  the 
material  is  often  made  by  leaving  a  little  space  between  the  flanges 
and  forming  a  wedge-shaped  joint. 

26.  MiiTitmiin  Bending  Moments  at  the  Points  of  Support  of  Con- 
tinuous Girders  of  n  Euqal  Spans. 

Let  the  figure  represent  a  continuous  girder  of  n  spans,  1,  2,  3, 
.  .  .  n-1  being  the  n-1  intermediate  supports. 

0         12       3  r-1    r    r  +  1 n-1      n 

■=1         A       A       A       A      7^      7C    A      A       A      A       A         H* 

Fro.  641. 

Cabe  I,  Assume  all  the  spans  to  be  of  the  same  length  I,  and 
let  Wi,  wt,  .  .  .  Wn-i,  u>B  be  the  intensities  of  loads  uniformly  dis~ 
tributed  over  the  Ist,  2d,  .  .  .  (n-l)th  and  nth  spans,  respectively. 
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By  the  llieoreia  of  Tliree  Homeote, 


4mi  +ma  -  -t(wi  +«ia), (1) 

mi+4nta+m8--7(w>+Wa), (2) 

m8+4m3+m4=-  -^^(ws+w*), (3) 


m8+4m4+m8-  -jCwi+tOs). (4) 


iTU+4m8+n»fl-— t(«'6+«'«) (5) 


»n„-8+4m„_2+m»-i--j(«'„-3+«'«-i),       .     (n-2) 

m„_a+4m„_i  - -t(Wii-i+w»).     .      .     (n-1) 

mi  and  m^  are  both  zero,  as  the  ^der  is  supposed  to  be  resting 
upon  the  abutments  at  0  and  n. 

From  these  (n-1)  equations,  the  bending  moments  m\,  m^, 
.  .  .  irtn-i  may  be  found  in  terms  of  the  distributed  loads. 
*  Eliminating  ma  from  2  and  3, 

P 
mi-15ms-4mt^  -2\(wa+wa)-4(ws+Wt)\.    .    .    (xi) 

Eliminating  mg  from  4  and  Xi, 

P 
mi+56m4  +  15mB--j{(toa+tPa)-4(u'a+W4)  +  15(w4+W8)).     (la) 

Eliminating  m«  from  5  and  X|, 
wii— 209m6-56m8 


D.qit.zeaOvGoOt^lc 


MAXIMUM  BENDINO  MOMENTS  IN  CONTINUOUS  OIRDBRS.  539 
Finally,  by  succeauvely  eliminating  mg,  m«,    .  .  .  mn~a, 

P 
mi±a,-im»-i«--j|(«»a+tO|)-4{«33+i04)  +  15(u'4+M8)-.  .  . 

±a,-4(«j»-8+«J,-s)To,-a(w,-3+Wn-i)±o,-a(u'«-i +»„)!,    (y) 

the  upper  or  lower  sign  being  taken  for  the  terms  within  the  brackets 
according  as  n  ia  odd  or  even,  and  the  coefficients  Om-i,  am-a>  Om-ai 
.  .  .  being  given  by  the  law, 

o,-i-4a,-a-o.-8, 
o,-a-4an-s-o«-4, 


oj- 404-03 -209, 
04— 4as  — Oa—  56, 
Oa- 4o3  — oi^  15, 
Oa— 4ai         —     4, 

Ci-l. 


Commencing  with  equations  n-3  and  n-2,  and  proceeding  as 

before, 

P 
a„_imi±m„_i--j|o„_a(«'i+toj)-fl,_3(w3  +  «)3)+a„_4(w>3+«)4) 

-.    .    .±15(«>H_4  +  W,_a)T4(t0n-S  +  «'»-3):t("'n-2  +  "'— l)i,         («) 

the  upper  or  lower  sign  being  taJcen  for  the  terms  within  the  brackets 
according  as  n  is  odd  or  even. 

Solving  the  two  equations  y  and  2, 
p 

-(a,_ian-3-a„_ia,_4-3)w3  +  -  ■  .±(3a»_i+a,_4-a,_s)w«-a 

P 
and    ±m„^i(a\-i  - 1) -  - 7!  -a»_j«>i  +  (a»_i  +o„_3-o„_2>wa 

-{30„_i+OH_4-O„_3)li)3T(fl,_iO„_3-a„_l0„_4-3)uJ„_3 

±(o„-ia„_a-o«_iO„-3"l)u'n-i±an-ia„_aU'„i. 
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Hence,  since  wi,  u>a,  .  .  .  w^  are  pomdve  integers,  the  value  of 
m^  will  be  greatest  when  wi,  W2,  v>4,  ice,  wg,  .  .  .  are  greatest  and 
tfa,  Wk,  tfj,  .  .  .  are  least;  and  the  value  of  m«_i  will  be  greatest 
when  w„,  Wn_i,  Wn-g,  to„_4,  ...  are  greatest  and  Wn-s,  v>n-t, 
w»-a,  ...  are  least.  In  other  words,  the  bending  moments  at 
the  let  and  (n  — l)th  intermediate  supports  have  their  maTdmum 
values  when  the  two  spans  adjacent  to  the  support  in  question, 
and  then  every  idtemate  spaa,  are  loaded,  and  the  remaining  spans 
unloaded. 

m2,  wis,  .  .  .-m„_2  may  now  be  easily  determined. 

ThuSj  by  eq.  (1), 


J2  <  4 


+  (a„_ia,-2-an-iO,-a-l)u'2- -  ■  -[ 


+  (a2„_i-l-4a„_io„_3+4o„_,a,_a+4)w2  +  .  .  .) 
But  On-i  =4o„-2-an-8-    Therefore 

P 
ma--^/g_  _^.  |-(On-ian-3  +  l)»'i  +  (3a„--ia,-3+3)tP2  +  .  .  .1, 

and  is  greatest  when  Wz,  wa,  v?a,  W7,  .  .  .  are  greatest  and  wi,  W4, 
We,  Wg,  .  .  .  are  least. 

Similarly,  by  eqs.  (1)  and  (2), 


f/i3=-7(u>3+«J3)+7-4{«Ji  +  u>z)  +  15jni 


"aVi-1" 

+  (llc„_iO,_4  +  44)u'3+    . 
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and  is  greatal  when  u>i,  Ws,  u>«,  xot,  v>s,  .  .  .  are  greatest  and  ug, 
^«7  ^>  V19,  .  .  .  are  least. 

Thus  the  general  prindple  may  be  enunciated,  that  "in  a  hori- 
zontal contiMunu  girder  0}  n  equal  spans,  with  its  ends  resting  upon 
ttDo  tAutmerUs,  the  hen^ng  momeTit  at  an  intermediate  support  is 
grealest  when  the  two  spans  adjacent  to  svdi  support,  and  the  aUemtUe 
spans  counting  in  boOt  directions,  carry  uniformly  distrOnUed  loads, 
the  remainder  of  the  spans  being  unloaded." 

Case  II.  The  principle  deduced  in  Case  I  also  holds  true  when 
the  loads  are  distributed  in  any  arbitrary  manner. 

Consider  the  effect  of  a  weight  w  in  the  rth  span  coDoentrated 
at  a  point  distant  p  from  the  (r-l)th  support. 

By  the  Theorem  of  Three  Moments, 

4mi+m3-0, (1) 

mi+4ma+ma-0,    .    , (2) 

m3+4m8+m4-=0,    ;.,....     (3) 


ir~2+imr-i+mr=~wj(P~j^)=-A,  suppoBe  .    .    .'  (r-1) 
l  —  v 

=  —wy(i-p)(2I-p)=-—B,  suppose,  .  .    (r) 

mr+4m,+i+m,+2  =0,       (f+1) 


m„_s+4m„_2+m„_i-0, (n— 2) 

m„_i+4m„_i  -0 (n-1) 

By  equations  (1),  (2),  (3),  .  .  .  (r-2), 
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tbe  upper  or  lower  edgn  being  taken  according  as  r  is  even  or 
odd. 

Byequation8(»-l),  (n-2),  (n-3),  .  .  .  (r  +  l), 

m,-!— — im»_8  =  n™B-3=  — jV">i-4— .  .  • 


Tbe  coefficients  a  are  given  by  the  same  law  as  for  the  coeffi- 
dents  a  in  Case  I.    Thus 


Substituting  these  values  of  mr~2  and  m^+i  in  the  (r  — l)th  and 
rth  equations, 

mr-Ai —j+rrtr'^  —A^jrir-ib+mr 

and  t7^_i  +  m,(4-  — —''-)= — B  =  7n,_i+m,c, 

\         an-r+3/ 

where  6—4- 

Hence,  solving  tbe  last  two  equations, 
Ac'B 


The  ratios  — ^^  and  — ^^^^  are  each  less  than  unity,  and  hence 

Or-l  fln-r+l 

b  and  c  are  each  <4  and  >3. 

It  may  now  eamly  be  shown  that  Ac-B  and  B6-A  are  each 
pomtive.    Hence  ffv-i  and  m^  are  both  of  the  same  sign. 

The  bending  moment  m,  at  any  intermediate  support  on  the 
leftof  r-l  iapven  by 
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?n.= mr-\  if  g  and  r  are  both  even  or  both  odd. 

Or-l 

Thus  the  bending  moment  at  the  Qth  support  is  increased  in 
the  former  case  and  diminished  in  the  latter. 
If  g  is  on  the  right  of  r, 

mq=  +~~~-mr  if  q  and  r  are  both  even  or  both  odd, 


™  =^__JL_« — jfi    jf  „  ^jj(j  J.  g^j^  tjjg  Qjjg  gygij   ^jjj  tjjg  other  odd, 

and  the  {^ending  moment  on  the  gth  support  is  increased  in  the 
former  case  and  diminished  in  the  latter. 

Thus  the  general  principle  may  be  enunciated,  that,  "in  a 
haruontal  continuous  girder  of  n  equal  spans,  with  its  ends  resting 
upon  two  abutments,  the  bendiiig  moment  at  an  intermediate  support 
is  greatest  when  the  two  spans  adjacent  to  such  support,  aTid  the 
aUemate  spans  counting  in  both  directions,  are  loaded,  the  remainder 
of  the  spans  being  unloaded. 

Case  III.  The  same  general  principle  still  holds  true  when  the 
two  end  spans  are  of  different  lengths. 

E.g.,  let  the  length  of  the  first  span  be  kl,  k  being  a  numerical 
coefficient,  and  let  2(1  +k)  =x. 

Eq.  (1)  now  becomes 

will  +  ma— 0- 


Proceeding  as  before, 

mi         ma        ntg     _  wi4 
hi  hi  63  h\  ' 

the  coefficients  hi,  hi,  ba,  .  .  ■  being  ^vea  by  the  same  law  as  before, 
vii., 

61  =  1, 

hi^x, 

63-462-ti-4j:-l, 

64=463-ft2  =  15a;-4, 

fc6=463-!'2  =  56i-15, 
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Tlie  two  seta  of  coefficients  (a)  and  (6)  are  identical  vben  1=4, 
and  when  x>4,  all  the  coefficients  6  except  the  first  (&i~l)  are 
numerically  increaaed. 

Hence  the  same  general  results  vill  follow. 

iV.fi. — The  equations  ^ving  m,  are  simple  and  eauly  applicable 
in  practice.    They  may  be  written 

"o  B—Ac  .f     .         .1     1  ,,    • 
m,-± TTZV  u  ffiflon  the  left  of  r, 

and  m--  ±  — =^^  -r — t-  if  o  is  on  the  right  of  r. 

*  On-r-t-l    0C~1  ° 

If  there  are  several  weights  on  the  rth  span, 

A  =  ^^CP-p»)    and    B  =  Iw'^il-p)(2l~p). 

Ex.  62.  The  viadvct  over  the  Oue  eontials  of  boo  end  tpani,  each  of  94  ft., 
and  five  in  enneditUe  tpant,  each  of  126  ft.  The  platform  it  carried  by  two  mam 
girden  iehieh  are  continuous  from  end  to  end.  The  total  dead  toad  upon  the 
girders  may  betak  n  at  one  ton  {of  2000  Sw.)  per  lineal  foot. 

Denote  the  Bupports,  taken  in  order,  by  the  letters  a,  h,  c,  d,  e,  f,  g,  K,  &nd 
let  it  be  required  to  find  the  maximum  bending  moment  at  d  when  the  bridge 
is  Bubjected  to  an  additional  proof  load  of  1)  tons  per  lioeat  foot. 

The  spans  ab,  ed,  de,  fg  of  each  girder  carry  l\  tons  per  lineal  foot. 

The  spans  he,  ef,  gh  of  each  girder  cany  i  ton  per  lineal  foot. 

Denoting  the  bending  moments  at  a,  b,  c,  d,  e,  f,  g.  h,  respectively,  by 

m,,  m Tn,,  the  intermediate  apans  by  {,  the  end  spans  by  kl,  and  reroem- 

bering  that  m,  -0  -m„  we  have 

2m,{t  +  l)+m,--^{tll+J), 

nt+im,+mt j^i  +  U). 

m,+4«ii+m,--T-(l}  +  lJ), 
■  m4+4m.+m, J(li  +  1). 

t«,+4tn,+t% j-d  +  li). 

m,+2m,(Jb  +  l) Un+ki). 
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But  A— flV— },  very  nearly. 

''^^'^                         7m.+2m.-Jf (1) 

ffl,+4ini+m<— — 7"  2"> (2) 

m,+4m.+m.--J  |, (3) 

m,+4m.+m,--^  | (4) 

m,+4»n,+MT--^  2' W 

2jn.  +  7m,--j  ^ (6) 

From  eqs.  (1),  (2),  (3), 

From  eqs.  (4),  (5),  (6), 


Heoce  tnt,  the  maximum  required, 

_P      19151 

4  '8X8733 


-605.5  ft.-t0iis. 
Table  or  Resii.iencbs  or  Spkinq  Matkbials.* 


M 

Set. 

per 

rr 

A 

Muimum 

Shew 

ol  Pounds 

Sr 

Brass  . 

6.95 

80 
190 
4.3 
4.5 
6.2 

35 

70.6 

19.7 

24 

9.2 
30 
36 
15 

S 

9,9 
30 
30 
14 
29 

2.6E 
107 
501 
.62 
1.26 
2 
20 
83 

13.86 
10 

5.2 
64 
145 
2.0 

4,15 
26.5 
53 
14.5 
20 

3.4 
11 
13 

5.6 

3.7 
11 
11 

5.25 

10.5 

Cut  steel,  hardened 

186 
809 

aS^ 

Mild  steel,  hardened 

Fhoephor-brouze 

128 
20 

*  Perry's  "Applied  Mechanics." 
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EXAMPLES. 


t.  A  flat  spiral  spring  .2  in.  wide  and  .03  in.  thick  is  subjected  to  a  bend- 
ing moment  of  10  in.-lbs.     Find  its  radius  of  curvature,  E  being  36,000,000  lbs. 

Am.  1.62  iiiB. 

a.  A  strught  strip  of  tempered  steel  .7  in.  broad,  .1  in.  thick  (represent- 
ing the  depth  of  a  beam),  is  subjected  to  a  bending  moment  of  100  in.-lbs. 
Find  its  radius  of  curvature.  Ans.  21  ins, 

3,  Whit  is  the  greatest  stress  in  a  bar  which  ia  subject  to  a  bending 
moment  of  4000  in.-lbs  (1)  if  the  section  ta  a  circle  of  }  in.  radius;  (2)  if  of 
I  form,  2  ins.  deep  and  1  in.  wide,  the  web  and  flanges  each  being  f  in.  thick?  - 

Am.  (1)  5.4  tons;  (2)  3.1  tons. 

4,  A  3"X|"  steel  bar  is  bent  into  a  circle  of  50  ft,  radius.  Find  the 
maximum  stress  induced  in  the  material,  the  coefficient  of  elasticity  being 
28,000,000  lbB./sq.  in.  Am.  8750  lbs. 

5.  A  square  bai  i"Xi"  is  subjected  to  a  bending  moment  of  350  in.^bs. 
What  is  the  greatest  stress  in  the  bar,  and  the  radius  of  the  circle  into 
which  it  is  bent,  E  being  taken  at  2,000,000  Ibs./sq.  in.? 

Am.  4978  lbs.;  12.5  ft. 

6.  A  2"X  1"  bar  is  bent  into  the  arc  of  a  circle  of  1000  ft.  radius.  Find  the 
moment  of  resistance  and  the  maximum  stress  developed,  E  being  30,000,000 
lb8./sq.  in.  Am.  1250  Ibs./sq.  in.;  408i  in.-lbs. 

7.  A  round  steel  rod  ^  in.  in  diameter,  resting  upon  supports  A  and  B, 
4  ft.  apart,  projects  1  ft.  beyond  A  and  9  ins.  beyond  B.  The  extremity 
beyond  A  ia  loaded  with  a  weight  of  12  lbs.,  and  that  beyond  B  with  a  weight 
of  16  lbs.  Neglecting  the  weight  of.  the  rod,  investigate  the  curvature  of  the 
rod  between  the  supports,  and  calculate  the  greatest  deflection  between  A 
and  B.  Find  also  the  greatest  intensity  of  atress  in  the  rod  due  to  the  two 
apphed  forces.     {.B -30,000,000  lbs.) 

Am.  Neutral  axis  between  A  and  B  is  arc  of  a  drcle;  .45  in.;  11,750 
Ibs./sq.  in. 

8,  One  side  of  a  plate  of  metal  is  at  fl^C  and  the  other  is  at  d°C.  The 
plate  when  cold  is  plane;  what  is  now  its  curvature?  What  is  the  greatest 
stress  in  the  materisl  if  curvature  be  prevented?  Ans.  Ea(,di  —8^). 

g.  At  a  certain  point  a  bar  is  subjected  to  a  bending  moment  of  4000  in.-lbs., 
the  greatest  stress  in  the  material  being  10,000  Ibs./sq.  in.     If  the  bar  is  of    . 
drcular  section,  find  its  diameter;  if  it  Is  square  in  section,  find  the  side.     If 
its  coeffident  of  elasticity  is  28,000,000  lbs.,  find  the  curvature. 

Am.  1.69  ins.;   1.48  ins.;  radius  of  curvature,  186.2  ft.  and  172.8  ft. 

10.  A  horizontal  beam  of  depth  d,  breadth  6,  and  length  12  ft.  rests  upon 
supports  at  the  ends.  A  weight  W,  at  the  centre  deflects  the  beam  .1  in. 
when  the  side  of  length  b  ia  vertical.  An  additional  weight  of  1250  lbs.  is 
required  to  produce  the  same  deflection  when  the  «de  of  length  d  is  vertical. 
If  d-2b  and  if  £-1,200,000  lbs,,  find  the  aectional  area  of  the  beam  and  the 
tnnximum  skin  stress.  Am-  72  sq.  ins.;  416i  lbs  /sq.  in. 
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II.  A  b&nd-saw  is  i  in.  mde,  .02  in.  thick,  and  passes  over  two  pulleys 
each  12  ins.  in  diameter.  If  the  tight  tension  is  100  lbs.  find  the  maximum 
intensity  of  stress  in  the  bond.     (£ -30,000,000  lbs.)     Am.  15,000  Ibs./sq.  in. 

13.  A  steel  strip  2"X.l"  has  an  initial  curvature  of  .0025.  Find  the  B.U. 
and  the  corresponding  maximum  atresB  developed  in  the  material  which  will 
(a)  straight«n  the  strip;  (6)  give  it  a  curvature  in  the  opposite  direction  equal 
to  the  initial  curvature,  E  being  36,000,000  lbs./3q.  in. 

Atm.  (a)  15  in.-lbfl.;  4500  Ibs./sq.  in.;  (6)  30  in.-lbs.,  9000  Ibs./sq.  in. 

13-  A  laminated  spring  of  3  ft.  span  has  20  plates,  each  375  in.  thick  and 
2.95  ins.  wide.  Calculate  the  defiection  when  centrally  loaded  with  5  tons. 
(fi-ll,600tonB/9q.  in.)  Ane.  2.45  ins. 

14-  A  laminated  spring  of  40  ins.  span  has  twelve  plates  each  .375  in.  thick 
and  3.40  ins.  wide.  Calculate  the  deflection  when  centrally  loaded  with  4  tons. 
C£  =  n,600ton8/sq.in.)  Ana.  3.9  ins. 

15.  A  laminated  spring  of  75  ins.  span  has  thirteen  plates,  each  .39  inch 
thick  and  3.5  ins.  wide.  Calculate  the  deflection  when  centrally  loaded  with 
1  ton.     (B-']l,600tona/sq.  in.)  An».  5  ins. 

16.  The  section  through  the  back  of  a  hook  is  a  trapezium  with  the  wide 
side  inwards.  The  narrow  side  is  1  in.  and  the  wide  side  2  ins.;  the  depth 
of  the  section  is  2}  ins. ;  the  line  of  pull  is  I^  ins.  from  the  wide  ude  of  the  sec- 
tion. Calculate  the  load  on  the  hook  that  will  produce  a  tensile  skin  stress 
of  7  tons/sq.  in.  Am.  3.87  tons. 

17.  A  steel  3"Xj"  eye-bar  has  a  4-in.  pin-hole  and  an  8-in.  head.  The 
stress  along  the  bar  is  30,000  lbs.,  but  its  line  of  action  is  )  in.  from  the  axis 
of  the  bai.  Fmd  the  maximum  and  minimum  stresses  in  the  main  body  of 
the  bar,  and  also  in  the  metal  at  a  diametral  section  through  the  pin-hole  at 
right  angles  to  the  line  of  stress.    Am.  13,333^  lbs.;  0;  12,U2t,  7857^  lbs. 

18.  The  direction  of  the  30,000  Ibe.  pull  on  a  6"X1"  eye-bar  is  parallel 
to  and  1  in.  from  the  axis.  Plnd  the  maximum  and  minimum  stresses  in 
the  material.  Atw.  10,000  lbs.  and  0. 

19.  If  the  pin-holes  for  a  bridge  eye-bar  were  drilled  out  of  truth  sideways 
and  the  main  body  of  the  bar  were  5  ina,  wide  and  2  ins.  thick,  what  proportion 
would  the  maxim  nm  stress  bear  to  the  mean  over  any  cross-section  of  the 
bar  at  which  the  mean  hne  of  force  was  i  in,  from  the  middle  of  the  section? 

Am.  23  to  20. 

10,  Calculate  the  maximum  and  minimum  stresses  in  a  member  of  circular 
section  IJ  ins.  in  diameter  when  subjected  to  a  pull  of  6000  Ibe.  and  a  bend- 
ing moment  of  4000  in.-lbs.  Am.  16,462  lbs.  and  8674  lbs,/sq.  in. 

31.  A  bar  of  steel  2i"X|"  m  section  is  subjected  to  a  pull  of  15  tons. 
The  mean  line  of  the  load  passes  i  in.  from  the  centre  of  gravity  of  the  sec- 
tion in  the  direction  of  the  width  of  the  bar.  Find  the  greatest  and  least 
stress  on  the  bar.  Am.  34.82  and  21  tons/sq.  in, 

31.  The  horisontal  section  of  a  crane-hook  is  a  rectangle  3,5  ins.  in  width, 
the  thickness  of  the  hook  being  1.3  ins.  The  stress  in  a  horizontal  sectioQ 
is  not  to  exceed  6  tons/sq.  in.  Fmd  the  maximum  load  which  can  be  raised, 
the  horizontal  distance  between  the  centre  of  the  section  and  the  line  of  acti(»i 
of  the  load  being  2.5  ins.  Am.  5.614  tons. 
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33.  In  a  steel  8"XH"  eye-bar  it  was  found  that  the  line  of  action  of  a 
stress  of  160,000  lbs.  was  .25  in.  from  the  centre.  Calculate  the  extra  stcees 
produced  by  this.  Am.  3000  lbe./3q.  in. 

14.  An  iron  bar  is  rectangular  in  section,  its  width  being  3  ina.  and  its  thick- 
ness 1  in.  The  tensile  strength  of  the  metal  is  50,000  lba./sq.  In.  find  die 
total  tensile  force  which  will  break  the  bar,  the  line  of  action  of  the  puU  being 
i  in.  distant  from  the  axis  of  the  bar.  Ana.  85,7l4f  Ibe. 

3S-  A  tendon  bar  8  ins.  wide  and  1}  insL  thick,  is  slightly  curved  in  the 
plane  of  its  width,  so  that  the  mean  hne  of  the  stress  passes  2  ins.  from  the  axis 
at  the  middle  of  the  bar  Calculate  the  maximum  and  minimum  stresses  in 
the  material.     Total  load  on  bar,  25  tons.  Ana.  6|  and  1|  tons/sq.  in. 

26,  A  teUHon  bar  of  T  section  has  a  2"Xi"  flange  and  a  4"X4"  web. 
The  line  of  action  of  the  pull  P  on  the  bar  is  1  in.  from  the  centre  of  gravity 
of  the  section.  Find  the  maximum  and  minimum  stresses  developed  in  the 
metal.  -4ns.  IHP  and  JfiF  or  IJiP  and  VAP- 

a?.  A  horizontal  beam  of  weight  P  rests  at  the  ends  in  recesses.  A  weight 
W  suspended  from  the  centre  of  the  beam  by  a  string  3  ft.  in  length  makes 
60  revolutions  per  minute.  Find  tbe  minimum  value  of  P  so  that  the  beam  may 
not  rise  out  of  the  recesses.  Ana.  -JfiP. 

26.  Find  the  skin  stress  due  to  bending  in  a  connecting-rod  from  the 
following  data:  Radius  of  crank,  10  ins.;  length  of  rod,  4  ft.;  diameter  of  rod, 
3  ins.;  number  of  revolutions  per  minute,  120. 

ag.  The  coupling-rod  of  a  locomotive  is  10  ft.  in  length,  the  crank-radius 
is  1  ft.  in  length,  and  the  driving-wheels  are  6  ft.  in  diameter.  What  must 
be  the  depth  of  the  rod  if  the  stress  in  t  is  not  to  exceed  5  tons  per  square 
inch  at  70 miles  an  hour?  Am.  11.28ins. 

30.  A  locomotive  has  two  pairs  of  6-ft.  driving-wheels  and  8-ft.  coupUng- 
rods  6  ins.  deep,  of  wrought  iron,  capable  of  withstanding  a  working  load  of 
20,000  lbs.  per  square  inch.  The  cranks  are  12  ins.  in  length.  Find  the  speed 
corresponding  to  the  greatest  centdfugal  force.        Ana.  90.6  miles  per  hour. 

31.  A  shaft  5i  ins.  deepX5  ins.  wideXSS  ins.  long  has  one  end  absolutely 
fixed,  while  at  the  other  a  wheel  turns  at  the  rate  of  270  revolutions,  per  minute; 
a  weight  of  20  lbs.  is  concentrated  in  the  rim,  ite  centre  of  gravity  being  2^ 
ft.  from  the  axis  of  the  shaft.  Find  the  maximum  stress  in  the  material  of 
the  shaft,  and  also  find  the  mii.-rimiim  deviation  of  the  shaft  from  the  straight, 
£  being  27,000,000  Iba.  Ana.  4860  lbs.  per/sq.  in.;  .31431  in. 

33.  An  iron  bar  12  ft.  long  and  6  ina.  deep  is  held  freely  at  the  ends  and 
rapidly  rotated,  every  point  in  its  axis  describing  a  cirele  of  24  ins.  radius. 
Find  the  number  of  revolutions  per  minute  for  which  the  maximum  intensity 
of  stress  is  40,000  Ibs./sq.  in. 

33.  A  2-in.  wTought-irou  bar  10  ft.  long  is  held  at  the  ends  and  is  whirled 
about  a  parallel  axis  at  the  rate  of  50  revolutions  per  minute.  If  the  distance 
between  the  axis  of  the  bar  and  the  axis  of  rotation  is  10  ft.,  find  the  maximum 
stress  to  which  the  material  is  subjected.  Ana.  17,148.5  Ibs./sq.  in. 

34.  A  steel  coupling-rod  for  a  locomotive  vrith  6-ft.  drivers  and  a  cnuik- 
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r&diufl  of  1  ft.  is  10  ft.  loi^  and  haa  an  I  cross-BCction  with  a  4"Xi"  web 
and  equal  2"X)"  flanges.  Find  the  maximum  intensity  of  stress  for  a  speed 
of  80  miles  per  hour.  Am.  20,265  Ibs./sq.  in. 

35.  The  coupling-rod  of  a  locomotive  is  of  uniform  I  section  and  of  the 
foUowii^  dimensions:  Depth— 6  ins.,  width— 3  ins.,  thickness  of  web  — 1}  ins., 
thickness  of  flanges- 1  in.,  length  between  centres— 91  ins.  The  driving- 
wheels  have  a  diameter  of  82  ins.  and  the  crank-throw  is  14  ins.  Assuming 
that  the  rod  weighs  .3  Ib./cu.  in.,  find  the  maximum  stress  due  to  bending 
when  the  engine  runs  at  70  miles  per  hour.  Ans.  9493  Ibs./sq.  in. 

36.  Find  the  bending  stress  in  the  middle  section  of  a  couphng-rod  of 
rectangular  section  from  the  following  data:  Radius  of  coupUng-crank,  11  ins.; 
length  of  coupling-rod,  8  ft.;  depth  of  coupling-rod,  4.5  ins.;  width,  2  ins.; 
revolutions  per  minute,  200. 

If  the  rod  has  an  I  section  with  a  3"X1"  web,  what  will  the  bending  stress 
be? 

37.  Assuming  that  one  half  of  the  force  exerted  by  the  steam  on  one 
piston  of  a  locomotive  is  transmitted  through  a  coupUng-rod,  find  the  maximum 
stress  in  the  two  rods.  Diameter  of  cylinder,  16  ins.;  steam-pressure,  140 
Ibs./sq-  in.  Ans.  482.7  Iba./sq.  in. 

38.  Determine  the  isosceles  section  of  maximum  strength  which  can  be 
cut  out  of  a  circular  section  o(  pven  diameter,  and  compare  the  strengths  of 
the  two  sections.  Ans.  H^^Xdiam.;  I75v^to  1782. 

39.  Show  that  the  moments  of  resistance  of  an  elliptic  section  and  of  the 
strongest  rectangular  section  that  can  be  cut  out  of  the  same  are  in  the  ratio 
of  99v^  to  112,  and  that  the  areas  of  the  sections  are  in  the  ratio  of  33  to 
14V2; 

40.  Show  that  the  moments  of  resistance  of  an  isosceles  triangular  section 
and  of  the  strongest  rectangular  section  that  can  be  cut  out  of  the  same  are 
in  the  ratio  of  27  to  16,  and  that  the  areas  of  the  two  sections  are  in  the  ratio 
of  9  to  4, 

41.  Determine  the  dimensions  of  the  strongest  section  in  the  form  of  (a) 
a  rectangle  with  vertical  sides,  (b)  an  isosceles  triangle  with  horizontal  base, 
that  can  be  cut  out  of  an  elliptical  section  having  s  vertical  major  axis  of 
length  2p  and  a  minor  aws  of  length  2g. 

Ans.  (a)  depth  of  rect.  —p^^S;  width  of  rect.  —q. 

(6)  depth  of  triangle  — Jp;  base  of  triangle  ~2^^' 
4».  Determine  the  isosceles  section  of  maximum  strength  which  can  be  cut 
out  of  a  circular  section  of  given  diameter,  and  compare  the  strengths  of  the 
two  sections.  Atis.  ff-jxdiam.;  175v'gr;  1782. 

43-  A  round  and  a  square  beam  of  equal  length  and  equally  loaded  are 
to  be  of  equal  strength.  Find  the  ratio  of  the  diameter  to  the  side  of  the 
square.  Ans.  V^-i/^. 

44-  Compare  the  relative  strengths  of  two  rectangular  beams  of  equal 
length,  the  breadth  (6)  and  depth  (d)  of  one  being  the  depth  {6)  and  breadth 
(d)  of  the  other,  Ans.  d':b'. 

45.  Compare  the  uniformly  distributed  loads  which  can  be  borne  by  two 
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beams  of  recUngular  Bection,  the  several  linear  duneodona  of  the  one  being 
n  times  the  corresponding  dimensiooH  of  the  other.  Also  compare  the  moments 
of  resistance  of  corresponding  sections.  Ana.  n';  n*. 

46.  Compare  the  moments  of  resistance  to  bending  of  a  rectangular  sec- 
tion and  of  the  rhomboidal  and  isosceles  sections  which  can  be  inscribed  in 
the  rectangle,  the  base  of  the  triangle  being  the  lower  edge  of  the  rectangle. 

Am.  4:1:1  or4:l:2. 

47.  Compare  the  relative  strengths  of  two  beams  of  the  same  length  and 
material  (a)  when  the  sections  are  similar  and  have  areas  in  the  ratio  of  1  to 
4;  lb)  when  one  section  is  a  circle  and  the  other  a  square,  a  side  of  the  latter 
being  equal  to  the  diameter  of  the  former.        Ant.  (a)  1  to  8;  (6)  JS6  to  33. 

48.  Compare  the  strength  of  a  cylindrical  beam  with  the  strength  of  the 
strongest  (a)  rectangular  and  (i»)  square  beam  that  can  be  cut  from  it. 

An».  (a)  112:99v^;  (6)  33:14V^. 

49.  There  are  two  beams  of  the  same  sectional  area,  the  one  A  being  cir- 
cular and  of  radius  r,  the  other  B  being  square.  A  hollow  square  of  side  r 
is  cut  through  the  middle  of  A.  What  must  be  the  radius  of  a  hollow  round 
through  the  middle  of  B,  so  that  both  sections  may  have  the  same  moment 
of  resistance?    The  sides  of  the  squares  are  vertical.  Ana.  rX.626. 

50.  A  triangular  knife-edge  of  a  weighing-machine  overhangs  H  inches 
and  supports  a  load  of  2  tons  (assume  evenly  distributed).  Taking  the  triaa- 
gle  to  be  equilateral,  find  the  requisite  size  for  a  tensile  stress  at  the  apex  of 
10  tons  per  square  inch.  Ans.  1.53  ins. 

51.  A  circular  link  of  a  chain  having  an  internal  diameter  of  3  ins.  is 
made  of  iron  having  a  diameter  of  1  in.  and  one  side  is  cut  through.  Deter- 
mine the  maximum  and  minimum  stresses  in  the  link  when  the  chain  is 
loaded  with  1000  lbs.  Ans.  21,636  Ibs./sq.  in.  and  19,091  Ibs./sq.  in. 

53.  A  bar  of  larch  6  ft.  longx2  ins.  square,  resting  on  supports  at  the 
two  endd,  fails  under  a  load  of  515  lbs.  at  the  centre.  Find  the  breadth  of 
each  of  two  cantilevers,  of  4  ft.  length  by  10  ins.  depth,  made  of  this  ma- 
terial, which  are  to  carry  a  cistern  of  water  weighing  2  tons,  5  being  a  factor 
of  safety.  Ana.  4.15  ins. 

Si.  A  rectangular  beam  of  pine  8.9  ins.  deep  by  5  ins.  wide,  of  uniform 
section  throughout,  is  supported  horizontally  on  two  walls  IS  ft.  apart. 
What  weight  will  the  beam  safely  carry  at  5  ft.  from  one  of  the  walls,  the 
breaking  load  being  four  times  the  safe  load?  How  much  must  the  depth 
be  increased,  the  breadth  remaining  the  same,  if  the  load  is  shifted  to  the 
middle  of  the  beamT  (Assume  that  the  breaking  weight  of  a  pine  bar  1$ 
ins.  long  by  1  in.  by  1  in.,  supported  at  both  ends,  fails  under  a  load  of  360 
lbs.  at  the  centre.)  Am.  3342  lbs.;  new  depth— 9.44  ins. 

54.  What  must  be  the  thickness  of  a  mild-steel  tube  of  10  ins.  external 
diameter  to  carry  a  load  of  10,000  lbs.,  placed  centrally  betvreen  two  sup- 
ports 10  ft.  apart,  the  safe  working  unit  stress  being  10,000  Ibs./sq.  in.T 

Ant.  .38  in. 
SS-  A  block  of  ice  3  ins.  wide  and  4  ins.  deep  has  its  ends  resting  upon 
supports  30  ins.  apart  and  carries  a  uniformly  distributed  load  of  4800  lbs. 
An  increase  of  pressure  to  the  extent  of  1125  Ibs./sq.  in.  lowen  the  freeting- 
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point  1°  F.    Assuming  that  the  ordinary  theory  of  flexure  bolda  good,  find 
the  temperature  of  the  ice.  Am.  30°  F. 

5*.  A  beam  supported  at  the  ends  can  just  bear  its  own  weight  W  together 
W 
with  a  single  weight  —  at  the  centre.  What  load  may  be  placed  at  the  cen- 
tre of  a  beam  whose  transverse  section  ia  similar  but  m'  as  great,  its  length 
betQg  n  times  as  great?  IF  the  beam  could  support  only  ita  own  weight,  what 
■would  be  the  relation  between  m  and  n?  ,        „r /"»'    nm'\  n* 

57.  A  wooden  beam  12  ins.  deep,  6  ins.  wide,  and  12  ft.  long  is  embedded 
in  a  wall  at  one  end.  What  weight  will  the  beam  carry  at  the  outer  end  if 
the  breaking  weight  of  a  beam  1  ft.  long,  1  in.  broad,  and  I  in,  deep,  sup- 
ported at  the  ends  and  loaded  at  the  centre,  is  500  lbs?  Ans.  ^000  lbs. 

58.  A  spruce-tree  60  ft.  high  and  14  ins.  in  diameter  at  the  ground  level 
ia  subjected  to  a  horizontal  wind  pressure  which  may  be  assumed  to  be  uni- 
formly distributed  over  the  upper  30  ft.  of  the  tree.  Find  the  intensity  of 
this  pressure  if  the  maximum  fibre  stress  at  the  base  is  1080  Ibs./sq.  in. 

Arts.  18  Ibs./lin.  ft. 

59.  Find  the  stress  in  tons/sq.  in.  at  the  akin  and  also  at  a  point  2  ins. 
from  the  neutral  axis  in  a  piece  of  10"X8"  oak,  (a)  with  the  10-in.  side  ver- 
tical, (b)  with  the  8-in.  side  vertical.  The  oak  rests  upon  supports  3  ft. 
apart  and  carries  a  load  of  4900  lbs.  at  its  middle  point.  Also  compare  (c) 
the  strength  of  the  beam  with  its  strength  when  a  diagonal  is  horizontal. 

.4ns.  (a)  3301,132,',;  (6)  413A,206}f;  (c)  4:-Aior5:V4i. 

60.  In  the  case  of  a  tram-rail,  the  area  of  the  modulus  figure  is  8.24  sq. 
ins.,  and  the  distance  between  the  two  centres  of  gravity  is  5.S5  ins.;  the 
neutral  axis  is  situated  at  a  distance  of  3.1  ins.  from  the  skin  of  the  bottom 
flange.     Find  the  /  and  Z.  Ans.  70.9;  22.S7. 

fit.  Show  that  the  modidua  of  rupture  of  any  material  is  18  times  the  load 
which  will  break  a  beam  12  ins.  long,  I  in.  deep,  and  1  in.  wide  when  applied 
at  the  centre. 

61.  Ilnd  the  Umittng  length  of  a  wrought-iron  cylindrical  beam  4  ins. 
in  diameter,  the  modulus  of  rupture  being  42,000  lbs.  What  imiformly  dis- 
tributed load  will  break  a  cylindrical  beam  of  the  same  material  20  ft.  long 
and  4  ins.  in  diameter?  Ana.  64.Sft.;  8S00  lbs. 

63.  A  red-pine  beam  18  ft.  long  has  to  support  a  weight  of  10,000  lbs.  at 
the  centre.  The  section  is  rectangular  and  the  depth  is  twice  the  breadth. 
Find  the  transverse  dimensions,  the  modulus  of  rupture  being  8500  Ibe.  and 
10  being  a  factor  of  safety.     (Neglect  the  weight  of  the  beam.) 

Am.  6-9,84  ins.;  d-19.68ins. 

64.  A  round  oak  cantilever  10  ft.  long  is  just  broken  by  a  load  of  600  lbs. 
suspended  from  the  free  end.  Find  its  diameter,  the  modulus  of  rupture  being 
10,000  lbs.     (Neglect  the  wei^t  of  the  beam.)  Ant.  4.1S5  ins. 

65.  Determine  the  breaking  weight  at  the  centre  of  a  cast-iron  beam  of  6  ft. 
span  and  4  ins.  square,  the  coefficient  of  rupture  being  30,000  lbs. 

Am.  2R,666|  lbs. 

66.  The  flooring  of  a  com  warehouse  is  supported  upon  yellow-pine  joiirts 
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20  ft.  ia  the  clear,  8  ins.  wide,  10  ins.  deep,  and  spaced  3  ft.  centre  to  centre. 
Find  the  height  to  which  corn  weighing  4Si  lbs./cu.  ft.  may  be  heaped  upon 
the  floor,  10  being  a  factor  of  safety  and  3000  lbs.  the  coefficient  of  rupture. 

Ant.  .68  ft. 

67.  A  yellow-pine  beam  14  ina.  wide,  15  ins.  deep,  and  resting  upon  sup- 
ports 126  ins.  apart  broke  down  under  a  uniformly  distributed  load  of  60.97 
tons.     Find  the  coefficient  of  rupture.  Ans.  2731.456. 

68.  Find  the  breaking  weight  at  the  centre  of  a  Canadian  ash  beam  2) 
ins.  wide,  3^  ins.  deep,  and  of  45  ins.  span,  the  coeffident  of  rupture  being  7250. 

Alts.  4934^1  lbs. 

69.  A  timber  beam  6  ins.  deep,  3  ina.  wide,  96  ins.  between  supports,  and 
weighing  50  IbB./cu.  ft.  broke  down  under  a  weight  ot  10,000  lbs.  at  the  centre. 
Find  the  coefficient  of  rupture.  Ans.  8911^. 

70.  A  wrou^t-iron  bar  2  ins.  wide,  4  ina.  deep,  and  144  ins,  betn'een  supports 
carries  a  uniformly  distributed  load  W  in  addition  to  its  own  weight.  Find 
W,  4  being  a  factor  of  safety  and  50,000  lbs.  the  coefficient  of  rupture. 

Ans.  5235|lbs. 

71.  Find  the  lenfgth  of  a  beam  of  Canadian  ash  6  ins.  square  which  would 
break  under  its  own  weight  when  supported  at  the  ends.  The  coefficient  of 
rupture  •=7000  lbs.,  and  the  weight  of  the  timber  °30  lbs./cu.  ft. 

Xns.  274.95 
7a.  The  teeth  of  a  cast-iron  whc^l  are  31  ins.  long,  2J  ina.  deep,  and  7  ins. 
wide.     What  ia  the  breaking  weight  of  a  tooth,  the  coefficient  of  rupture  being 
5000  IbsT  Ans.  50,625  lbs. 

73.  A  wTought-iron  bar  4  ins.  deep,  J  in.  wide,  and  rigidly  fixed  at  one  end 
gave  way  at  32  ins.  from  the  load  when  loaded  with  1568  lbs.  at  the  free  end. 
Find  the  coefficient  of  rupture.  Arts.  4181|. 

74.  A  cast-iron  beam  is  12  ins.  wide,  rests  upon  supports  18  ft.  apart,  and 
carries  a  12-in.  brick  wall  which  is  12}  ft.  in  height  and  weighs  112  lbs./cu,  ft. 
Taking  63,000  as  the  modulus  of  rupture  for  a  uniformly  distributed  load  and 
5  aa  a  factor  of  safety,  find  the  depth  of  the  beam,  (a)  neglecting  its  weight, 
(6)  taking  its  weight  into  account. 

Also  (c)  determine  the  depth  of  a  cedar  beam  which  might  be  substituted 
for  the  cast-iron  beam,  taking  11,200  lbs.  as  the  modulus  of  rupture  for  the 
cedar.  Arts,  (a)  6  ins.;  (b)  GJ  ins.;  (c)  14.23  ins. 

75.  A  cast-iron  girder  27}  ins.  deep  rests  uiran  supports  26  ft.  apart.  Its 
bottom  flange  has  an  area  of  48  sq.  ins,  and  is  3  ins,  thick.  Find  the  breaking 
weight  at  the  centre,  the  ultimate  tensile  strength  of  the  iron  being  15,000 
lbs./sq,  in.     (Neglect  the  effect  of  the  web.)  Ans.  253,846A  lbs. 

76.  Is  it  safe  for  a  man  weighing  160  lbs.  to  stand  at  the  centre  of  a  spruce 
plank  10  ft.  long,  2  ins.  wide,  and  2  ins.  thick,  supported  by  vertical  ropes  at 
the  ends?    The  safe  working  strength  of  the  timber  is  1200  lbs./sq.  in. 

Am.  t\o;  the  maximum  safe  weight  at  the  centre  is  53^  lbs. 
77-  A  timber  beam  weighing  42  lbs./cu.  ft,  rests  on  piers  16  ft.  apart;   it 
is  8  ins.  thick.    What  depth  must  it  be  made  if  the  deflection  in  the  centre 
under  its  own  weight  and  a  load  of  1  cwt./ft.  run  is  not  to  exceed  }  of  an  iacbT 
CAaaume  £—700  tons/sq.  in.) 
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78-  Apieceof  Umber  10  ft.  long,  12  IDS.  deep,  8  ins.  vide,  ftndhAving  a  work- 
ing strength  of  1000  ibe./sq.  in.  cairiea  a  load,  including  its  own  weight,  of 
u>  Ibs./lio.  ft.  Find  tbe  value  of  to,  (a)  when  the  timber  acta  as  a  cantilever 
(b)  when  it  acta  as  a  beam  supported  at  the  ends.  Find  (c)  etreas  in  material 
3  ins.  from  neutral  axis  at  fixed  end  of  cantilever  and  at  middle  of  beam. 

Afu.  (a)  320  lbs.;    (6)  1280  lbs.;    (c)  500  Ibs./sq.  u). 

79.  A  cast^ron  beam  of  square  cross-section  1  in.  deepXl  in.  wide  is 
tested  on  a  span  of  36  ins.  Tbe  breaking  load  in  the  centre  is  7}  cwt.  Cal- 
culate (a)  the  maximum  intensity  of  tensile  stress,  assuming  the  beam  formula 
to  hold  up  to  the  breaking-point,  (b)  the  probable  deflection  in  the  centre 
You  may  assume  E  -12,000,000  Jbs./sq.  in. 

Am.  (o)  22,680  lbB./aq.  in.;    (6)  .8165  in. 

80.  A  yellow-pine  beam  14  ins.  wide,  15  ins.  deep,  and  resting  upon  supports 
129  ins.  apart  was  just  able  to  bear  a  weight  of  34  tons  at  the  centre.  What 
weight  will  a  beam  of  the  same  material  of  45  ins.  span  and  5  ins.  square  bear? 

Ans.  4.133  tons. 

8i.  A  horizontal  circular  tube  of  steel  is  7  ft.  in  diameter,  )  in.  thick,  100 
ft.  long  supported  at  the  ends,  its  total  load  distributed  uniformly  all  over 
being  30  tons;  what  are  the  greatest  stresses  in  the  metal?  The  tube  is  filled 
vrith  compressed  air;  what  must  its  pressure  be  if  there  is  just  no  compressive 
stress  in  tbe  metal?  State  what  is  now  the  nature  of  the  stress  in  the  metal 
at  the  place  where  it  is  greatest.  Ans.  6)  tons/sq.  in: ;  3S.6  Ibs./sq.  in. 

83.  An  oak  beam  of  circular  section  and  22  ft.  long  is  strained  to  the  elastic 
limit  (2  tons/sq.  in.)  by  a  uniformly  distributed  load  of  2iV  tons.  Find  the 
diameter  of  the  beam.  Wliat  load  2  ft.  from  one  end  would  strain  the  material 
to  the  same  limit?  Ans.  7  ins.;  3.088  tons. 

83.  A  uniform  beam  of  weight  W,  crossing  a  given  span  can  bear  a  uniformly 
distributed  load  W,.  What  load  may  be  placed  upon  the  same  Ijeam  if  it 
crosses  the  span  in  n  equal  lengths  supported  at  the  joints  by  piers  whose 
widths  may  be  disregarded?  Ana.  n'{W. +W,)-W,. 

84.  A  cast-iron  water-m^n  30  ins.  inside  diameter  and  32  ins.  outside  is 
unsupported  for  a  length  of  12  ft.     Find  the  stress  in  the  metal  due  to  bending. 

Ana.  ISOlbs./sq.  in. 

85.  A  wrought-iron  bar  1 J  ins.  wide  and  20  ft.  long  is  fixed  at  one  end  and 
carries  a  load  of  500  Iba.  at  the  free  end.  Find  the  depth  of  the  Imr,  bo  that 
the  stress  may  nowhere  exceed  10,000  Ibs./aq.  in. 

Ana.  6.928  ins.;  if  weight  of  bar  is  included,  the  depth  d  is  given  by 
d'-4.8d-48-0,  andd-9.73  ins. 

86.  Determine  the  diameter  of  a  solid  round  wrought-iron  beam  resting 
upon  supports  60  ins.  apart  and  about  to  give  way  under  a  load  of  30  tons  at 
14  ins.  from  one  end.  Take  5  as  a  factor  of  safety  and  8960  Ibs./sq.  in.  as  the 
safe  working  intensity  of  stress. 

Ana.  5.47  ins.;  if  weight  of  beam  is  taken  into  account,  d  is  given  by 
2019584  + 196lrf-12320rf»-0. 

87.  Ayellow-pine  beam  14  ins.  wide  and  15  ins.  deep  was  placed  upon  supports 
10  ft.  9  ins.  apart  and  deflected  }  in.  under  a  load  of  20  tons  at  the  centre. 
Find  E,  neglecting  the  weight  of  the  lieam.    What  were  the  intensities  of 
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the  normal  and  tangential  stresses  at  2  ft.  from  a  support  and  2}  ins.  from 
neutral  plane  upon  a  plane  inclined  at  30°  to  the  axis  of  the  beam? 

Ans.  1,272,112  lbs.;  132.83  and  218.91  lbs. 

88.  A  beam  of  uniform  section  of  deptli  d,  with  equal  flanges  and  of  span  I, 
is  built  into  walls  so  that  its  ends  are  horiwnlal  and  at  the  same  level.  One 
of  the  walls  settles  a  distance  d  without  disturbing  the  horizontaUty  of  the 
ends  of  the  beam.    Show  that,  due  to  settling,  the  maximum  stress  induced  is 

—  j—,  E  being  Young's  modulus. 

89.  A  stress  of  1  lb.  /sq.  in.  produces  a  strain  of  rmrjin  in  a  beam  12  ins. 
square  and  20  ft.  between  supports.  Find  the  radius  of  curvature  and  the 
central  deflection  under  a  load  of  2000  lbs.  at  the  middle  point. 

Ans.  2400ft.;  Jin. 

90.  A  bar  of  wrought  iron  3  ins.  broad  and  1}  ins.  thick  is  supported  in  a 
horizontal  position  at  two  points  2^  ft.  apart  What  deflection  at  the  middle 
will  be  caused  by  placing  there  a  load  of  15  cwts.7  Am.  .065  in. 

91.  A  2"X4"  beam  20  ft.  long  has  both  ends  fixed  and  is  loaded  at  the 
centre  with  a  weight  of  400  lbs.  Find  the  deflection  at  the  centre.  How 
much  work  is  done  in  bending  the  beam?     (Take  ff =28,000,000  Ibs./sq.  in.) 

■  Ans.  .097  in.;  7405}  in  .-lbs. 
ga.  A  steel  gjrder  20  ft.  long  between  supports  is  loaded  with  3000  lbs. 
per  foot  run.  Calculate  what  its  moment  of  inertia  must  be,  so  that  the 
deflection  at  the  centre  is  y^  of  the  span,  the  value  otE  in  pounds  and  inches 
being  taken  as  30,000,000.  Also  calculate  the  slope  at  the  ends  of  such  a 
beam.  Ans.  1800;  9.16  minutes. 

93.  A  beam  8  ins.  wide  and  weighing  50  lbs.  /cu.  ft.  rests  upon  supports 
30  ft.  apart.  Ilnd  its  depth  so  that  it  may  deflect  }  in.  under  its  own  weight. 
(B-l,200,000lb8.)  Ans.  9.185  ins. 

94.  A  rectangular  girder  of  given  length  I  and  breadth  6  rests  upon 
two  supports  and  carries  a  weight  P  at  the  centre.  I^lnd  its  depth  so  that 
the  elongation  of  the  lowest  fibres  may  be  yfir  of  the  original  length. 

95.  A  beam  AB,  60  ft.  long,  is  fixed  horiaontally  at  A  and  hinged  at  a 
point  C  40  ft.  fnmi  A,  and  the  other  end  B  is  supported  on  a  pier  at  the  same 
level  as  A.  The  beam  carries  a  uniformly  distributed  load  of  2000  Ibs./ft.  run 
over  the  whole  of  its  length.  Determine  the  shearing  force  and  bending  moment 
at  every  point.     Also  find  the  deflection  and  slope  at  C. 

Ana.  £e(idionatj4-50,at£-10tona;  B,M. at^l -1200in.-ton8. 


Slopes  at  C  for  AC =p-;  for  BC~ 


EI     '  ''™"^"""  "'  ^  EI 


96.  Deduce  expressioiis  for  the  slope  and  deflection  at  the  end  of  a  canti- 
lever of  rectangular  section  having  a  length  of  60  ins.,  a  breadth  of  2  ins.,  and 
a  depth  of  3  ins.,  when  loaded  uniformly  with  100  lbs.  /ft.  run.    (E  -30,000,000.) 

Ans.  th;  A  in. 
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07-  An  angle-iron  3"X3"XA"  was  placed  upon  supports  12  ft.  9  ins. 
apart  and  deflected  IJ  ins.  under  a  load  of  8  cwts.  uniformly  distributed  and 
2  cwts.  at  the  centre.     Pind  E  and  the  position  of  the  neutral  axis. 

Ans.  B  — 16,079,611  lbs.;  neutral  axis  Hi  in.  from  upper  face. 

98.  A  yellow'pine  beam  14  ins.  wide,  15  ins.  deep,  and  weighing  32  Ibe./cu.  ft. 
was  placed  upon  supports  10  ft.  6  ina.  apart.  Under  uniformly  distributed 
loads  of  59,734  lbs.  and  of  127,606  lbs.  the  central  deflections  were  respec- 
tively .18  in.  and  .29  in.  Find  the  mean  value  of  B.  Also  determine  the 
additional  weight  at  the  centre  which  will  increase  the  first  deflection  by 
A  of  an  inch.  Ans.  2,Q52,980  lbs.;  24,121  lbs. 

go.  Tor  the  load  of  59,734  lbs.,  find  the  maximum  intensities  of  thrust, 
tension,  and  shear  at  a  point  half-way  between  the  neutral  axis  and  the  out- 
side skin  in  a  transverse  section  at  one  of  the  points  of  tnsection  of  the  beam. 
Also  find  the  inclinations  of  the  planes  of  principal  stress  at  the  point. 

Ans.  800.01,3.55,  401.78  lbs.;  5-3°  48i'. 

too.  If  the  shape  of  the  section  and  the  load  are  given,  and  the  linear  dimen- 
sions of  section  are  chosen  so  as  to  make  the  greatest  stress  a  given  quantity, 
show  that  the  deflection  at  centre  is  proportional  to  (length)!. 

loi.  A  steel  rectangular  girder  2  ins.  wide,  4  ins.  deep  is  placed  upon  sup- 
ports 20  ft.  apart.  IE  E  is  35,000,000  lbs.,  find  the  weight  which  if  placed 
at  the  centre  will  cause  the  beam  to  deflect  1  in.  Ans.  I296iV  lbs. 

loa.  A  cylindrical  beam  of  2  ins.  diameter,  60  ins.  in  length,  and  weighing 
i  Ib./cu.  in.  deflects  iV  in.  under  a  weight  of  3000  lbs.  at  the  centre.  Find  E. 
Ana.  E-21,688,210lbs. 

103.  A  3"X3"X)"  angle-iron,  with  both  ends  flxed  and  a  clear  span  of 
20  ft.,  carries  a  uniformly  distributed  load  of  500  lbs.,  which  causes  it  to  deflect 
.03909  in.  Rnd  E.  What  sii^le  load  at  the  centre  will  produce  the  same 
deflection?    Find  the  work  done  due  to  beoding  in  each  case. 

Ans.  £-20,775,415  lbs.;  250 lbs. 

104.  Show  that  the  work  done  in  deflecting,  within  the  elastic  limits,  a 
unifonn  rectangular  bar,  supported  at  the  ends  and  loaded  in  the  middle, 

is  equal  to  the  volume  of  the  bar  multiplied  ^y  Te  r  '  /  ^^  ^^  maximum 

stress  in  the  bar. 

105.  A  ^rder  flxed  at  both  ends  carries  (2n+l)  weights  W  concentrated 
at  points  dividing  the  length  of  the  girder  into  2n+2  equal  divisions.  Find 
the  total  central  deflection.  .        n  + 1  WP 

''"•■  wiTi- 

106.  The  deflection  of  a  uniformly  loaded  horizontal  beam  supported  at 
the  ends  is  not  to  exceed  1  in.  in  50  ft.  of  span,  and  the  stress  in  the  material 
is  not  to  exceed  400  Ibs./sq.  in.  Find  the  ratio  of  span  to  depth,  E  being 
1,200,000  Ibs./sq.  in.,  and  the  neutral  axis  being  at  half  the  depth  of  the  beam. 

Ans.  20. 

107.  A  round  wrought-iron  bar  I  ft.  long  and  d  ins.  in  diameter  can  just 
carry  its  own  weight.  Find  /  in  tenns  of  d,  (o)  the  allowable  deflection  being 
1  in./per  100  ft.  of  span,  E  being  30,000,000  lbs.;    (6)  the  allowabte  stress 
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being  8960  Ibs./sq.  in.;   (c)  the  stifFnees  ^vea  by  (a)  and  the  Btrength  given 

by  (b)  being  of  equal  importance,  ■    

Arts,  (a)  l~^250d';  {b)  l-V224d;  (c)  l-Hd. 
io8.  A  Bquare  Bteel  bar  I  ft.  long  and  having  a  aide  of  length  d  ins.  can  just 
carry  its  own  weight;  its  BtifFness  is  n^  and  the  maximum  allowable  work- 
ing atresa  is  7  tons/sq.  in.    Find  I  in  terms  of-d,  E  being  13,000  tons. 

.  I  (in  ft.)       13 

'^'"-  d  (in  in.) -21- 

109.  A  beam  is  supported  at  the  ends  and  bends  under  its  own  weight. 
Show  that  the  upward  force  at  the  centre  which  will  exactly  neutraliie  the 
bending  action  ia  equal  to  |  or  ^  of  the  weight  of  the  beam  (w),  according 
as  the  ends  are  free  or  fixed.     Find  the  neutralizing  forces  st  the  quarter  spans. 

Ana.  Ends  free:  iVbW  at  each  or  I'i'fU)  at  arte  of  the  points  of  divimon. 
Ends  fixed:  Avi  at  each  or  }w  at  one  of  the  points  of  division. 

110.  A  horizontal  girder  AB  of  length  I,  and  fixed  at  A  and  at  0,  carries 
two  weights  P  and  Q,  concentrated  at  points  C  and  D  respectively.  If  AC  "X 
and  BD-^Y,  show  that  the  bending  moment  at  C  is  greater  or  less  than  the 
bending  moment  at  D  according  as  PX\2l-2X)^QY^{Zl-2Y). 

111.  Show  that  the  work  done  in  bending  a  horizontal  beam  is  the  sune 
whether  it  has  two  ends  fixed,  or  one  end  fixed  and  one  resting  upon  its  sup- 
port, or  two  ends  resting  upon  supports,  if  the  load  intensities  in  the  several 
cases  are  in  the  ratio  of  2v^  to  3  to  2. 

113.  A  horizontal  girder  AC  is  fixed  at  A,  rests  upon  the  support  at  C, 
carries  a  uniformly  distributed  load  of  intensity  vi,  and  is  hinged  at  B,  divid- 
ing the  girder  into  segments  AB-^a  and  BC -^b.  Find  (I)  the  reactions  at  A 
and  C,  (2)  the  moment  of  fixture,  (3)  the  deflection  at  B. 

A«,.m«(a+^;    4:    <2)f(a+»);    (3)="(l+|-). 

IT3.  A  horizontal  beam  with  both  ends  absolutely  fixed  is  loaded  with  a 
weight  IF  at  a  point  dividing  the  span  into  two  segments  a  and  b.     Show 

that  the  deflection  at  the  point  is  Sg/lrzi/  j  ^^^  ^^^  ^^  work  done  in 
bending  the  beam.  W/  ab  \' 

6EI\a  +  b/ 
1T4.  A  ^der  with  both  ends  fixed  carries  two  equal  loads  W  at  points 
dividing  the  girder  into  segments  a,  b,  c.     Determine  the  reactions  and  bend- 
ing moments  at  the  supports. 

An,.  R,-W^ j^:;^^. ; 

„      ^o'+6Q'(>  +  3a6'  +  y+6a'e  +  6a6c+36'c 


(a  +  b+c)' 
^a'e+2abe+bc'  +  ab' 
'^       ■  (a  +  b  +  c)'  '• 

jj,2ac'+2dbe+aVi  +  b'c 
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IIS-  A  bridge  a  ft.  in  the  clear  is  fonned  of  two  cantJlevera  which  meet 
in  the  centre  of  the  sp&D  and  are  connected  by  a  bolt  capable  of  transmitting 
a  vertical  preBSUre  from  the  one  to  the  otber.  A  weight  W  is  placed  at  a 
distance  b  from  one  of  the  abutments.  Find  the  pressure  transmitted  from 
one  cantilever  to  the  other,  and  draw  the  curve  of  bending  moments  for  the 
lo«Wcniaever.  A...  R..w{l-3^,i-2^  ;    R,.w{3^,-2^. 

iiG.  Two  weights  P  and  Q  (<P)  are  carried  by  a  horizontal  girder  of 
length  I  resting  upon  supports  at  the  ends,  the  distance  between  the  weights 
being  a.  Place  the  weights  so  as  to  thron  a  maximum  bending  moment  on 
the  girder  and  find  the  value  of  this  monient.  Also  find  the  corresponding 
work  of  flexure.  .        r«^  r  d  ,  ^     Pl  +  Q(l-a) 

Ane.  Distance  of  P  from  suppOTt  —   2(P+0)    ' 


Max.  B.M. 


iPl+Q{l-a)i' 

'     HP+Q)l     ■ 


117.  The  section  of  a  cantilever  of  length  f  is  an  ellipse,  the  major  axis 
ivertieat)  being  twice  the  minor  aids.  Find  the  deflection  at  the  end  under 
a  sin^e  weight  W,  f  being  the  coefficient  of  WM'king  strength  and  E  the 
coefficient  of  elasticity.  /  297    /T  \  * 

'""■    \3b60Ew)  ■ 

118.  Abar  of  wrought  iron  4  ft.long,4  ioa.deep.snd  1^  ins.  thick  is  fixed  atone 
end  and  loaded  with  2000  lbs.  at  tbe  free  end.  Find  the  mnirimnfTi  elope  and 
the  maximum  deflection,  E  being  28,000,000  lbs. 

119.  A  horizontal  girder  AB,  of  length  t,  and  fixed  at  A  and  B,  carries  a 
load  P  at  a  point  C.    If  AC~a,  find  the  maximum  deflection. 

2PU-a)V 
'""■  3EIi3l-2ay 
lao.  A  horizontal  fpider  AB,  of  length  t,  is  fixed  at  A,  and  rests  upon  its 
support  at  B.    It  carries  a  weight  P  at  a  point  C,  and  AC— a.    Find  the 
position  of  the  most  deflected  point,  and  show  that  the  bending  moment  at 
C  is  greatest  when  0-/X. 634.  ,.       .^ 

Ane.  Distance  of  most  deflected  point  from  point  of  fixture— il— — 1  . 

tat.  A  piece  of  greenheart  142  ins.  between  supports,  9  ins.  deep,  and  5  ins. 
wide  was  tested  by  being  loaded  at  two  points,  distant  23  ina.  from  the  centre, 
with  equal  weights.  Under  weights  at  each  point  of  4480  lbs.,  11,200  lbs., 
and  17,920  lbs.  the  central  deflections  were  .13  in.,  .37  in.,  .67  in.,  respectively. 
Ilnd  the  mean  coefficient  of  elasticity.  The  beam  broke  under  a  load  of 
32,368  Ihs.  at  each  point,     f^d  the  coefficient  of  bending  strength. 

Am.  8,508,000  lbs./sq.  in.;  23,017  Ibs./sq.  in. 

111.  A  beam  of  span  /  is  uniformly  loaded.  Compare  its  strength  and 
stiffness  (a)  when  merely  resting  upon  supports  at  the  ends;  (6)  when  fixed 
at  one  end  and  resting  upon  a  support  at  the  other;  (c)  when  flxed  at  both 
ends.    In  case  (c)  two  hinges  are  introduced  at  points  distant  z  from  the  centre, 
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show  that  ttie  itrength  of  the  beam  is  economized  to  the  beat  effect  when 
-J. 


^,  and  that  the  atijfnesa  is  a  maximum  ^rtien  x—^-  very  nearly. 


133-  A  steel-plate  beam  of  uoifonn  section  and  30  ft.  span  has  both  ends 

'  fixed  and  ia  freely  hinged  at  the  pomta  of  trisection.     Determine 

[*"*^"*l       the  neutral  axis  (a)  for  a  imiformly  distributed  load  of  6000  lbs. ; 

p^    I     (b)  for  a  «ngle  load  of  10,000  lbs.  concentrated,  first,  7i  ft.  and, 

■i\  'i     second,  15  ft.  from  a  support. 

ii    '<  134.  A  channel  of  the  dimendons  shown  by  Fig.  542  rests 

'      upon  supports   20  ft.  apart.     If  the  stress  developed    in   the 

material  is  not    to  exceed  9000   Ibs./sq.  in.,  find  the  allowable 

uniformly  distributed  load  when  AA   is  (a)  vertical,   (b)   horizontal.    Also 

find  (c)  the  central  deflection  in  each  case. 

Ant.  (a)  25,400  lbs.;  ((»)  6979  lbs.;  (c)  ^  in.,  ^^  in. 

las.  I^d  the  moment  of  resistance  to  bending  of  a  steel  I  beam,  parh 
flange  consisting  of  a  pair  of  3"X3"XJ"  angle-irons  riveted  to  a  12''K?" 
web,  the  coefficient  of  strength  being  5  tons/sq.  in.  What  load  will  the  be.ir.i 
carry  at  5  ft.  from  one  end,  its  span  being  20  ft. 7  find  the  central  deflection, 
and  also  the  deflection  at  the  loaded  point,  B  being  15,000  tons. 

Ana.  287.85  in.-tons;  6.4  tons,  disregarding  weight  of  beam,  or  6.13  tons, 
taking  wei^t  of  beam  into  account;  .4  in.  at  centre  and  .3  in.  at  loaded  point, 

136.  A  plate  girder  of  64  ft.  span  and  8  ft.  deep  carries  a  dead  load  of  2 
tona/Un.  ft.  At  any  section  the  two  flanges  are  of  equal  area,  and  tbeir  joint 
area  is  equal  to  that  of  the  n'eb.  Fmd  the  sectional  area  at. the  centre  of 
girder,  so  that  the  intensity  of  stress  in  the  metal  may  not  exceed  3  tons/sq.  in. 
The  deflection  of  the  girder  is  1  in.  at  the  centre.  Find  E  and  the  radius  of 
curvature.  Ana.  128  sq.  in.;  15,360  ft.;  25,804,800  lbs. 

137.  Taking  the  coefficient  of  direct  elasticity  at  15,000  tons,  the  coeffi- 
cient of  lateral  elasticity  at  60,000  tons,  and  the  limit  of  elasticity  at  10  tons 
determine  the  greatest  deviation  from  the  straight  line  of  a  wrought-iron 
girder  of  breadth  b  and  depth  d.  ,  b' 

-""•  2400M- 
uS.  An  I  beam  7^  ina.  deep,  with  a  flange  3i"X|"  and  web  61"Xi", 
was  placed  on  centres  6  ft.  apart  and  tested  by  loading  at  the  centre.    The 
following  readings  were  obtained: 


0  0  16,000  .110  28,000  0.460 

4,000  .028  20,000  .138  30,000  1.10 

8,000  .055  24,000  .167  32,000  2.25 

12,000  .082  27,000  .310 

Determine  the  modulus  of  elasticity  (B)  before  the  yield-point  is  reached, 
and  the  maximum  stress  on  the  beam  when  the  load  is  16,000  Iba. 
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139.  A  9"X9"  beam  168  ins.  centre  to  centre  of  supports  was  tested  hf 
concentrating  gradually  increasing  loads  and  the  following  obHervations  were 


Loadfai 

IXAMtianfai 

Load  in 

Load  in 

PouBita. 

Founds. 

InobH. 

PoiuiiU. 

1,000 

.11 

9,000 

1.32 

19,000 

3,000 

.41 

12,000 

1.79 

6,000 

.86 

15,000 

2.28 

DeflwtioD  in 


DisreganUng  weight  of  beam,  find  E  and  skin  stress  at  fracture.  Henctt 
indicate  the  material  of  the  beam. 

130.  A  simplex  steel  beam  with  equal  flange  areas  rests  upon  supports 
60  ins.  centre  to  centre,  and  is  tested  by  being  loaded  in  the  centre.  The  follow-, 
ing  observations  were  made: 

Load  M  Centra    Cantn]  Deflse-  Lowl  nt  Centre    CBntnl  Defleo-     Lud  kt  Centra    Central  DeOee- 
in  Poiukda.         tion in Inabaa.        U>  Pounds.         tloninloehei.         in  Pounds.         tion in lueba*. 

1,000  .Oil  5,000  .059  8,000  .094 

2,000  .023  6,000.  .070  9,000  .107 

3,000  .035  7,000  .082  10,000  .119 

4,000  .047 

Determine  the  coefficient  of  transverse  elasticity  and  also  find  the  maxi- 
mum  tensile  and  fibre  Streasea  under  a  load  of  10,000  lbs.  (7  —  13,6;  depth  of 
beam— 5  ft,) 

131.  A  gas-pipe  resting  upon  supports  45  ins.  apart  has  an  external  diam- 
eter of  one  inch  and  an  internal  diameter  of  seven  lerUks  of  an  inch.  The  pipO 
was  loaded  at  the  centre  and  the  following  observations  made:  - 


Calculate  the  modulus  of  elasticity. 

133.  The  following  observations  were  made  in  the  transverse  test  of  a 
Douglas-fir  beam  14.85  ins.  deepX6  ins.  wide X 150  ina.  between  supports: 

l<Md  at  Ooitra    DsflMUon  in         Load  at  Centre     DeOeotiou  in  Load  at  Centra    Deflection  in 


1,000 

1.525 

16,000 

2.160 

32,000 

2.850 

2,000 

1.570 

18,000 

2.250 

34,000 

2.970 

4,000 

1.650 

20,000 

2-330 

36,000 

3.065 

6,000 

1.740 

22,000 

2.420 

38,000 

3.180 

8,000 

1.820 

24,000 

2.510 

40,000 

3.290 

10,000 

1.900 

26,000 

2.590 

41,700 

1   Failed  on 

12,000 

1.990 

28,000 

2.680 

1  tension  side 

14,000 

2.060 

30,000 

2.750 

42,000 

J  Sheared  Ion. 

1  gitudinally 
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fiW  THEOBY  OF  STRUCTURES. 

Calculate  tbe  modulus  of  elasticity,  and  the  maximum  stress  developed 

at  the  point  of  failure. 

133-  from  the  transTerse  test  of  a  wfaite-pine  beam  d"X9"X14'  between 
supports  the  following  obeervations  were  made: 


Lotd  &t  Ontn 

1     DeflHtion 

LcMdatCHtn 

Low)  at  Out 

in  Pound., 

mlnolxo. 

in  Pound.. 

iDlDBbs. 

h.  Pound. 

0 

1.51 

8,000 

2.67 

16,000 

2,000 

1.76 

10,000 

2,98 

18,000 

4,000 

2.06 

12,000 

3.30 

19,000 

6,000 

2.37 

14,000' 

3.62 

This  beam  commenced  to  fail  on  the  compres^on  side  when  tbe  load  was 
17,000  lbs.  Calculate  the  modulus  of  elasticity  and  tbe  maximum  stress 
developed  before  failure  took  place. 

134.  A  reinforced  concrete  beam  is  to  support  at  mid-length  a  concen- 
trated load  of  10,000  lbs.,  the  distance  centre  to  centre  of  supports  being 
12  ft.  Assuming  E  to  \)e  29,000,000  lbs.  for  the  steel  reinforcing  bars  and 
3,000,000  lbs.  for  concrete  in  compression,  also  that  the  compressive  and  tensile 
strengths  of  the  concrete  are  2000  and  200  Ibs./sq.  in.  respectively,  determine 
the  section  of  the  beam,  the  elastic  limit  of  the  steel  being  50,000  Ibe./sq.  in. 

A  tia.  Sectional  area  in  square  inches  of  concrete  ■^  99,2  and  of  st«el—  .636. 

135.  Two  cantilever  girders,  the  one  4  ft.  and  the  other  6  ft.  long,  are 
placed  at  right  angles  to  each  other,  with  their  ends  meeting,  and  support 
at  their  intersection  a  conunon  load.  What  must  be  the  ratio  of  moments 
of  inertia  in  order  that  the  cantilevers  may  carry  equal  loadsT    Am.  8:27. 

136.  In  a  transverse  test  of  a  slate  beam  3.96"  X  3.97"  X  66"  between 
the  supports,  and  with  the  bed  horiEontal,  the  following  observations  were 


Central  Load 

D.fl«ti0D 

OnttalLoad 

DeSMtiod 

OMtmlLoad 

In  Pound.. 

inlnobo.. 

iD  Pound.. 

in  Inchia. 

in  Pound.. 

blMhea. 

0 

0 

3,000 

.057 

6,000 

.110 

1,000 

.020 

4,000 

.075 

7,000 

Failed 

2,000 

.038 

6,000 

.095 

^nd  E  and  the  coefficient  of  bending  strength. 

137-  In  a  transverse  test  of  a  slate  beam  3.99"  X  3.98"  X  66"  between 
supports,  and  with  its  bed  vertical,  the  following  observations  were  made: 


OmtnlLoad 

Dsfleotion 

OntralLoad 

OnlrJLoad 

DeflMtJon 

in  Pound.. 

inlniliM. 

in  Pound.. 

inluoha. 

in  Pound.. 

inlnahea. 

0 

0 

4,000 

.070 

7,000 

.122 

1,000 

.017 

6,000 

.089 

8,000 

,140 

2,000 

.035 

6,000 

.106 

8,500 

Failed 

3,000 

.052 

f^nd  E  and  the  coefficient  of  bending  strength. 
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I3S.  Id  ft  transverse  test  of  tm  oak  beam  2.94  im.  wide  X 11. 4  ii 
Ins.  between  supports  the  following  observations  were  made: 


CentnlLud 

D>fl«tk« 

CmtnlLoad 

OmtndLud 

DeHootioa 

io  Pound.. 

Ul«l», 

tnPoimda. 

iDlDebaa. 

in  Pound*. 

ialuchM. 

2,000 

.17 

7,000 

.64 

12,000 

1.120 

3,000 

.26 

8,000 

.73 

13,000 

1.230 

4,000 

.35 

9,000 

.82 

14,000 

1.350 

5,000 

.45 

10,000 

.92 

15,000 

1.500 

6,000 

.55 

11,000 

1.015 

15,500 

Failed  on 
tension  side 

Determine  E  and  the  coefficient  of  bending  strength. 

Ana.  1,830,000  lb8./8q.  in.;  8870  Ibs./sq.  in. 

139.  A  wTought-iron  beam  of  rectangular  section  and  20  ft.  span  is  16  ins. 
deep,  4  ins.  wide,  and  is  loaded  with  a  proof  load  at  the  centre.  If  the  proof 
strength  is  7  tons/sq.  in.,  find  the  proof  deflection  and  the  resilience,  E  being 
12,000  tons  (1  ton-2240  Ibe.).  Am.  .029  ft.;  650  ft.-lbs. 

140.  In  a  rolled-steel  beam  (symmetrical  about  the  neutral  axis)  the 
moment  of  inertia  of  the  section  is  72  in.-units.  The  beam  is  8  ins.  deep, 
is  laid  across  an  opening  of  10  ft.,  and  carries  a  distributed  load  of  9  tons. 
find  the  maximum  fibre  stress,  also  the  central  deflection,  taking  E  at  13,000 
tons/sq.  m.  Ans.  7)  tons/aq.  in.;  .216  in. 

141.  A  girder  30  m.  long  has  both  ends  fixed  and  carries  a  uniformly  dis- 
tributed load  of  5800  k./Uneal  metre.     Find  the  maximum  deflection  and  the 

work  of  flexure.  .        4078125000  567675000000  , 

Am.  p7 mm. ; jn km. 

141.  A  steel  beam  of  circular  sectioh  is  to  cross  a  span  of  15  ft.  and  to 
carry  a  load  of  10  tons  at  5  ft.  from  one  end.  Find  its  diameter,  the  stiffness 
being  such  that  the  ratio  of  maximum  deflectum  to  span  is  .00125.  (£-13,000 
tons.)  Ana.  10.3  ins. 

-  143.  Determine  the  dimensions  of  a  beam  of  rectangular  section  which 
might  be  substituted  for  the  round  beam  in  the  preceding  question,  the  stiff- 
ness remaining  the  same  and  the  coeflScient  of  working  strength  being  7J 
tons/sq,  in.  Ans.  W— 320. 

144.  Two  equal  weights  are  placed  symmetrically  at  the  points  of  tri- 
section  of  a  beam  of  uniform  section  supported  at  the  ends.  These  weights 
are  then  removed  and  other  two  equal  weights  are  placed  at  the  quarter  spans. 
Find  the  ratio  of  the  two  sets  of  weights  so  that  the  maximum  intensity  of 
stress  may  be  the  same  in  each  case.  Also  show  that  the  stiffness  of  the  beam 
is  the  same  in  each  case.  Ans.  3  to  4. 

145.  A  cast-iron  beam  of  an  inverted  T  section  rests  upon  supports  22  ft. 
apart;  the  web  is  1  in.  thick  and  20  ins.  deep;  the  flange  is  1.2  ins.  thick  and 
12  ins.  wide;  the  beam  carries  a  uniformly  distributed  load  of  99,000  lbs.  Find 
the  maximum  deflection,  B  being  17,920,000  lbs. 

Am.  .822  in.  (/-1608.65). 

146.  Rnd  the  maximum  deflection  of  a  cast-iron  cantilever  2  ins.  wideX3 
ins.  deepX120  ins.  long  under  its  own  weight,  E  being  17,920,000  Iba. 

Ana.  Hui- 
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147.  CalcuUte  the  ccutr&l  deflection  of  a  tram  rail  due  to  (a)  bending, 
(6)  shear,  when  ceatrally  loaded  on  &  span  of  3  ft.  6  ins.  with  a  load  of  10  tons. 
(E-12^  tona/eq.  in.;  /-80.5  in.-unitB;  A  -10.5  aq.  ina.;  0-4900  tons/sq. 
in.;  K-4.03.)  Am.  (oj  .016in.;  (6)  .008in. 

148.  A  beam  of  20-ft.  span  carries  a  load  which  varies  uniformly  in  intensity 
from  0  at  one  end  to  100  Ibe.  at  the  other  end.  Find  the  work  done  in  bend- 
ing the  beam.  .         (2400)'  .     ,, 

^*"-  -9i50BT  "'■^^■ 

149.  A  pitch-pine  beam  14  ins.  wide,  15  ins.  deep,  and  weeing  45  Ibe.Au. 
ft.  is  placed  upon  supports  10  ft.  9  ins.  apart  and  carries  a  load  of  20 
tons  at  the  centre,  find  the  deflection  and  radius  of  curvature,  E  being 
1,270,000  lbs.  What  atiffneas  does  this  give?  What  amount  of  uniformly 
distributed  load  will  produce  the  sanie  deflection? 

Ana.  .361  in.;  3810  ins.;  — ;  32  tons. 

150.  A  beam  is  supported  horizontally  on  two  poets,  one  under  each 
end;  C  is  a  point  of  tlie  beam  one  fourth  of  its  length  from  one  of  the  points 
of  support.  Compare  the  curvature  at  C,  supposing  the  beam  to  be  uniformly 
loaded,  with  what  it  would  be  if  the  beam  were  without  weight  and  the  load 
concentrated  at  the  middle  point,  the  total  load  in  both  casen  being  the  same. 

Ans.  3  to  4. 

151.  A  straight  bar  of  wrought  iron  I"X1"  section  is  loaded  as  a  tie  bar 
with  5  tons.  It  is  found  that  the  portion  between  two  points  on  it  4  ft.  apart 
elongates  .019  in.  What  Is  the  value  of  E?  If  the  bar  be  subject  to  a  bend- 
ing moment  of  1800  in.-lbs.,  what  would  be  the  radius  of  curvature?  Find 
also  the  greatest  stress  and  deflection  if  the  bar  be  supported  at  points  4  ft. 
apart  and  centrally  loaded  with  120  lbs. 

Ana.  12,632  tons;   97.466  ft.;  8640  Ibs./sq.  in.;   .1313  in. 
153.  A  cantilever  of  rectangular  section  and  constant  breadth  is  loaded 
at  the  free  end.    If  the  curvature  is  constant  show  that  the  greatest  stress 
developed  in  any  section  is  proportional  to  the  depth  of  the  section  and  also 
to  the  cube  root  of  the  distance  of  the  section  from  the  loaded  end. 

153.  A  carriage-spring  is  made  up  of  nx  plates  each  i  in.  thick X3  ins.  wide 
and  the  top  plate  is  36  ins.  in  length;  determine  the  initial  curvature  and 
dip  of  this  plate.  Also  find  the  overlap,  the  deflection,  and  the  load  which 
will  produce  a  deflection  of  .64  in.,  taking  £-30,000,000  Ibs./sq.  in.  and 
assuming  a  proof  stress  of  30,000  Ibs./sq.  in. 

Ans.  250  ins.;   .648  ins.;  3  ins.;  .002592  ins.;  2470  lbs. 

154.  A  weight  of  2500  lbs.  is  to  be  the  proof  load  of  a  carriage-spring  made 
of  f"X3"  steel  plates.  If  the  proof  stress  is  30,000  lbs.,  how  many  plates 
will  be  required,  the  top  plate  being  30  ins.  in  length?  Ans.  9. 

155.  pind  the  load  which  will  deflect  2  ins.  a  carriage-spring  made  of  ten 
strips  each  |"X2i",  the  length  of  the  upper  plate  being  40  ins.  and  the  over- 
lap 2  ins.  Am.  3296  lbs. 

156.  A  cantilever  of  length  I,  specific  weight  u>,  and  square  in  section, 
a  aide  of  the  section  being  2b  at  the  fixed  and  2a  at  the  free  end,  bends  under 
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its  own  wei^t.  Find  the  elope  and  deflection  of  the  neutral  axia  at  the  free 
end.  Hence,  also,  deduce  oorreaponding  results  when  the  cantilever  is  a  regular 
pyramid,  .        (,b+a)wP^  (,b+2a)v!l*      wP       tot' 

iEif     '        8£6'      '  AEb^'  8Eb^' 

157.  If  the  section  of  the  cantilever  in  the  preceding  example,  instead  of 
being  square,  is  a  regular  figure  with  any  number  of  equal  sides,  show  that 
the  neutral  axis  is  a  parabola  with  its  vertex  at  the  point  of  fixture. 

158.  Find  the  slope  and  deflettion  at  the  fifee  end  of  the  following  canti- 
levers when  bending  under  thoii  own  weight,  I  being  the  length,  2b  the  deptk 
at  the  fixed  end,  w  the  specific  weight,  and  E  the  coefficient  of  elasticity; 

(a)  Of  constant  thicknesB  1  and  with  profile  in  the  form  of  a  trapezoid 
with  the  non-parallel  sides  equal  and  of  depth  2a  at  the  free  end. 

(6)  Of  circular  section  and  with  profile  in  the  form  of  an  isosceles  triangle. 

(c)  Of  constant  thickness  and  with  profile  in  tlie  form  of  a  parabola  sym- 
metrical with  respect  to  the  axis  and  having  its  vertex  at  the  free  end. 

(d)  When  the  depth  2a  in  (a)  is  nil,  i.e.,  when  the  profile  is  an  isosceles 
triangle. 

(e)  Due  to  a  uniformly  distributed  load  of  intensity  p  over  the  canti- 
lever (c). 

(/)  Due  to  a  weight  IF  at  the  free  end  of  (a). 

(g)  Due  to  a  uniformly  distributed  load  of  intensity  p  over  the  cantilever 
(a).    Hence  also  deduce  the  deflection  and  slope  when  the  depth  2a  is  nil, 
,  ,    w?           3«iJ*       fa',       a     6'-afc'+8(i'6-2a'i 
-*"•■  ^"^  2Eb'''  ^B(n^'U— ^log-fc* 665 )• 

^  '  3  £6''  6  b^E'         ^'''  5Eb''  IbEb*' 

^'2Eb''4Eb''     ^'  2  EbH'  10  EVt' 

,„  3   WP     3       Wf       l^'^^a     36-a| 


^"  4  EaA"  2  EKb-ay'-b-a       2b'    > 

3  pP       l„    ,      a  _(2b'  +  5ab~a')(b~a)\ 

4  Elb"  ^■ 

159.  A  vertical  row  of  water-tight  sheet-piUng  12  ft.  high  Is  supported 
by  a  series  of  uprights  placed  6  ft.  centre  to  centre  and  securely  fixed  at  the 
base.  Find  the  greatest  deviation  of  an  upright  from  the  vertical  when  the 
water  rises  to  the  top  of  the  piling.  What  wiU  the  maximum  deviation  bs 
when  the  water  is  &  ft.  from  the  top? 

«*A'     3110400       uA  „       ^.      «*c,,       ,.    21 8700 
^'"-  30E7 Ei-'-    30^^*""^  +24e/''"'' fiT' 
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i6o.  Show  that  the  curved  profile  of  a  cantilever  of  uniform  strength 
designed  to  carry  a  load  W  at  the  free  end  is  theoretically  a  cubical  parabola. 
Also  show  that  by  taking  the  tangents  to  the  profile  at  the  fixed  end  as  the 
boundaries  of  the  cantilever  a  cantilever  of  approxinuOeiy  uniform  strength 
is  obtained  having  a  depth  at  the  free  end  equal  to  two  thirds  of  the  depth 
at  the  fixed  end  (breadth  to  be  proportional  to  depth). 

i6i.  Design  a  wheel-spoke  33  ina.  in  length  to  be  of  approximately  uniform 
strength,  the  intensity  of  stress  being  1000  Ibe./sq.  in.;  the  load  at  the  end 
of  the  spoke  is  a  force  of  1000  lbs.  applied  tangentially  to  the  wheel  'a  periphery, 
and  the  section  of  the  spoke  is  to  be  (a)  circular,  (b)  elliptic,  the  ratio  of 
the  depth  to  the  breadth  being  2^. 

Am.  (a)  Depth  at  hub  -6.952  ins.,  at  periphery  =4.634  ins. 
{(>)        "      "     "     -9.435  "       "         "  -6.29     " 

Breadth  at  hub-3.774  "  "  "  -2.516  " 
i63,  A  beam  of  17  ft.  span  ia  loaded  with  7,  7,  11,  and  11  tons  at  points 
'1,  6,  11,  and  15  ft.  from  one  end.  Determine  the  depths  at  these  points,  the 
I  beam  being  of  uniform  breadth  and  of  approximately  uniform  strength;  the 
'CocHicient  of  working  atrength^2  tons/aq.  in.,  the  depth  of  the  section  of 
maximum  resistance  to  bending— 16  ins. 

>.     ^^358     .,     277X16'      .,     1067X16'     j.     ,„, 

^''*-  ''"1088=  **■  "     1262~;  '*' 12^:  d.'-16'; 

•  '  ,   .,    670X16' 

163.  Design  a  timber  cantilever  of  approximately  uniform  strength  from 
the  follovi-ing  data:  Length— 12  ft.;  square  section;  load  at  free  end  — 1  ton; 
coefficient  of  working  strength  — }  ton/sq.  in.  What  must  be  the  dimensions 
at  the  fixed  and  free  ends  ao  that  the  cantilever  might  carry  an  additional 
uniformly  distributed  load  of  2  tons? 

Ans.  Side-15.1  ins.  at  fixed  end  and=10  ins.  at  free  end;  side-19.1  ins. 
at  fixed  end  and— 1(19.1  ins.)  at  free  end. 

164.  Design  a  cantilever  10  ft.  long,  of  approxitnately  uniform  strength, 
to  carry  a  load  of  4000  lbs.  at  the  free  end,  the  coefficient  of  strength  being 
2000  Ibe./sq.  in.,  and  the  section  (a)  a  rectangle  of  constant  breadthand  12  ins. 
deep  at  the  fixed  end;    (b)  a  square. 

How  will  the  results  be  modified  if  it  is  to  carry  an  additional  uniformly 

distributed  load  of  4800  lbs.?  

Am.— First,  (a)  6-10  ins.,  d  at  free  end-6  ins.;    (6)  8ide-<^1440 

at  fixed  end  and  —  ^426|  at  free  end.  

Second,  (o)  fe-16ina.,  dat  freeend-6ins.;  (fc)  side-'^^SOi 
at  fixed  end  and  — ■^''isj  at  free  end. 

165.  Design  a  cantilever  10  ft.  long,  of  constant  breadth  and  of  approx- 
imately uniform  strength,  to  carry  a  uniformly  distributed  load  of  5000  lbs. 
■on  the  half  of  the  length  next  the  free  end,  the  intensity  of  stress  being  2000 
less  eq.  in.,  and  the  section  a  rectangle  12  ins.  deep  at  the  fixed  end.    What 
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must  the  dimensions  be  if  1000  Iba.  are  concentrated  at  30  ins.  from  fixed  end? 
Ans,  ti-H  ins.;    d  at  centre-S.928  ins.;    at  free  end-0. 

i>-10  ins.;  deptli-9.48  ins.  at  71  ft.  from  free  end,  -6.708 
ins.  at  centre,  and  —0  at  free  end. 
i66.  A  gallery  30  ft.  long  and  10  ft.  wide  is  supported  by  four  9"X5" 
cantilevers  spaced  so  as  to  bear  equal  portions  of  the  superincumbent  weight. 
What  load  per  square  foot  will  the  gallery  bear,  the  coefficient  of  working 
strength  being  700  Ibs./sq.  in. 7  Find  the  depth  of  cast-iron  cantilevers  3  ins. 
wide  which  may  be  substituted  for  the  above,  the  coefficient  of  working  strength 
being  2000  Ibs./sq.  in.  How  should  the  depth  vary  if  the  cantilevers  are 
to  be  of  uniform  strengthT 

Arts.  10}  lbs.;  4d'  =  lS.9;  variation  of  depth  for  cast-iron  -cantilever  is 
given  by  6400d'  — 121a!',  x  being  distance  from  free  end. 

167.  A  span  of  60  ft.  is  crossed  by  a  beam  hinged  at  the  points  of  trisec— 
tion  and  fixed  at  the  ends;  the  beam  has  a  constant  breadth  of  3  ins.  and  is- 
to  be  of  unijorm  ilrength;  the  intensity  of  stress  is  3  tons/sq.  in.  Determine 
the  dimensions  of  the  beam  wfaen  a  load  of  iV  ton  per  lineal  foot  covers  (a)  the 
whok  span;   (6)  the  centre  span.  

Ans.  (a)  Depth  at  support —4^10  ins.,  at  centre— v^, 
(6)      "      "       "       -  Vao  "     "     "     -v^. 

168.  The  weight  of  200  Ibs./sq.  ft.  upon  a  platform  60  ft.  long  and  10  ft. 
wide  is  equally  borne  by  six  cast-iron  girders  of  rectangular  section,  triangular- 
in  profile,  10  ft.  long  and  3  ins.  wide.  FioA  the  depth  at  the  fixed  end,  taking: 
2  tons/sq.  in.  as  the  coefficient  of  safety. 

If  £-17,000,000  lbs.,  find  the  deflection  at  the  free  end. 

Ana.  24  ins.;  ii  in. 

169.  Find  the  limiting  length  of  a  cedar  cantilever  of  rectangular  section 
in  which  the  length -40xdepth,  v>-36  Iba./cu.  ft.,  and  /-1800  Ibe./sq.  in. 

Ant.  60  ft. 

170.  A  steel  cantilever  2  ins.  square  has  an  elastic  strength  of  15  tons/sq.. 
in.    What  must  its  hmiting  length  be  so  that  there  may  be  no  tett 

Am.  23.4  ft. 

171.  Find  the  limiting  length  (— 64xdeptb)  of  a  wrought-iron  beam  of 
circular  section,  the  elastic  strength  being  S  tons/sq.  in.  What  will  this  length 
be  if  a  beam  of  I  section  having  equal  flange  areas  and  a  web  area  equal  to- 
the  joint  area  of  the  flanges  is  substituted  for  the  drcul&r  section? 

Am.  84  ft.;    224  ft. 

173.  A  rectangular  cast-iron  beam  having  its  length,  depth,  and  breadth 
in  the  ratio  of  60  to  4  to  1  rests  upon  supports  at  the  two  ends.  Find  the 
dimen^ona  of  the  beam  so  that  the  intensity  of  stress  under  its  own  weight 
may  nowhere  exceed  4500  Ibs./sq.in.     Am.'  /  - 128  ft. ;  d  -81V  ft. ;  h  -2A  ft. 

173.  The  effective  length  of  the  Conway  tubular  bridge  is  412  ft.;  the 
effective  depths  of  a  tube  at  the  centre  and  quarter  spans  are  23.7  ft.  and 
22.25  ft.  respectively;  the  sectional  areas  of  the  top  and  bottom  flanges  are 
respectively  645  sq.  ins.  and  536  sq.  ins.  at  the  centre  and  566  sq.  ins.  and  461 
sq.  ins.  at  the  quarter  spans;  the  corresponding  sectional  areas  of  the  web 
are  257  sq.  ins.  and  241  sq.  ins.     Assume  the  total  load  upon  a  tube  to  be  equiv— 
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«Ieat  to  3  toiu/lin.  ft.,  and  that  the  continuity  of  tlie  web  compenBates  for 
the  weakening  of  the  tendon  flange  by  the  rivet-holes.  Find  (a)  the  flange 
stresses  and  the  deflection  at  the  centre  and  quarter  spans,  S  being  24;O00,000 
Iba.  What  (b)  will  be  the  increase  in  the  central  flange  stresses  under  a  uni- 
fonnly  distributed  live  load  of  }  ton/lin.  ft.  7 

Ana.  (a)  4.59  tons/sq.  in.,  3.94  tonfi/sq.  in.;  S. 56  ins. 
1.367     "       "      1.158      "       "        6.72  " 
(b)  Stresses  and  deSections  ore  increased  in  ratio  of  3  to  4. 
i?4.  Design  a  wooden  cantilever  12  ft.  long,  of  circular  section  and  uniform 
strength,  to  carry  a  uniformly  distributed  load  of  2  tons,  the  coefficient  of 
working  strength  being  1  ton/sq.  in.     Also,  find  the  deflection  of  the  free 
end. 

Aru.  Taking  gsed  end  as  origin  and  i  being  radiua  in  inches  at 
distance  x  ft.  from  ori^n,  then  llx'— 14(12— x)'. 

Deflection  at  end  - — g-^  ins. 

17s.  A  beam  AB  of  span  I,  carrying  a  uniformly  distributed  load  of  inten- 
Nty  to,  rests  upon  a  support  at  B  and  is  imperfectly  fixed  at  A,  so  that  the 

neutral  axis  at  A  has  a  slope  of  Tq  pT-     1^^  end  B  is  lower  than  A  by  an 

amount  ^  ^.  Hnd  the  reactions.  How  much  must  B  be  lowered  so  that 
the  whole  of  the  weight  may  be  borne  at  j4?    Find  the  vork  done  in  bending 

the  beam.  .        21    ,  11    ,      7  wi*         53    wV 

Ans.^^wl,^l;    5^^;    ^^j^^j. 

176.  Two  angle-irons,  each  2"X2"X1",  were  placed  upon  supports  12  ft. 
9  ins.  apart,  the  transverse  outeide  distance  between  the  bars  being  9}  ins., 
and  were  prevented  from  turning  inwards  by  a  thin  plate  upon  the  upper 
faces.  The  bars  were  tested  under  uniformly  distributed  loads,  and  each 
was  found  to  have  deflected  2A  ins.  when  the  load  over  the  two  was  1008  Iba. 
find  E  and  the  position  of  the  neutral  axis. 

Both  bars  failed  together  when  the  total  load  consisted  of  lOi  cwts.  (cwt.  — 
112  lbs.)  uniformly  distributed  and  3  cwts.  at  the  centre.  Find  the  maximum 
Stress  in  the  metal. 

^ns.  17,226,139  lbs.;  H  in.  from  upper  face;  20,323  and  39,677  Ibs./sq.  in. 

177.  A  horizontal  girder  of  uniform  strength,  of  rectangular  section  and 
of  length  I  rests  upon  supports  at  its  ends  and  carries  a  uniformly  distributed 
load  of  intensity  w,  which  develops  the  same  maximum  stress  f  at  every  cross- 
section  of  the  girder.  If  the  depth  (d)  is  constant  and  the  breadth  variable, 
find  the  maximum  deflection.  ,       1    fl' 

An..  ,g-j. 

178.  A  semi-^rder  of  uniform  ttrength,  of  length  I,  and  of  rectangular 
eeetion  carries  a  weight  W  at  the  free  end  which  produces  a  maximum  stress 
/  at  every  cross-section  of  the  beam.     Prove  that  the  maximum  deflection  is 

3  ~E    \aw]   "^^^^  *^®  breadth  (6)  is  constant  and  the  depth  variable,  and 

D.qit.zeaOvGoOt^lc 


EXAMPLES.  S67 

that  it  is  twice  u  gnat  as  it  would  be  if  the  section  were  uniform  throughoat 
And  equal  to  that  at  the  support.  What  would  be  the  maximmn  deflection 
if  the  aemi-giider  were  Bubject«d  to  a  uniformly  distributed  load  of  to  lbs. 
per  unit  of  lengthT  ,— 

Ant  zi:i/£L 

170-  The  vertical  sectiona  of  a  cantilever  ABC,  of  length  I,  and  fixed  at 
the  end  BC  are  circular.  The  profile  is  a  cubical  parabola  with  its  vertex 
at  A.  Show  that,  under  its  own  weight,  th^  slope  at  the  free  end  of  the  neutral 
axis  is  seven  tenths  of  the  maximum  deflection  divided  by  the  length. 

i8o,  A  horisontal  beam  of  length  I  carries  a  load  P  concentrated  at  a 
distance  a  from  each  end.  Find  the  maximum  deflection  due  to  P  (a)  if  the 
two  ends  rest  upon  the  supports,  (6)  if  both  ends  are  fixed. 

-"•'">  §(|-|)M.)g(|-r)- 

iSi.  What  should  be  the  diameter  of  a  screw-blade  for  a  cast-iron  pile  of 
24  ins.  diameter,  so  that  the  stress  at  the  root  of  the  blade,  which  is  2  ins.  thick 
may  not  exceed  1  ton/sq.  in.  under  a  uniform  soil  pressure  of  2  tons/sq.  in.T 

Ans.  25.63  ins. 

i8i.  If  a  bar  of  cast  iron  1  in.  square  and  1  in,  long,  when  secured  at 
one  end  breaks  transversely  with  a  load  of  6000  lbs.  suspended  at  the  free 
end,  what  would  be  the  safe  working  pressure,  employing  a  factor  of  safety 
of  10,  between  the  two  teeth  which  are  in  contact  in  a  pair  of  spur-wheels 
whose  width  of  tooth  is  6  ins.,  the  depth  of  the  tooth,  measured  from  the  point 
to  the  root,  being  2  ins.,  and  the  thickness  at  the  root  of  the  tooth  1^  ins. 
(Assume  that  one  tooth  takes  the  whole  load.)  Aru.  4050  lbs. 

183.  Show  that  the  moment  of  resistance  of  the  equal  flanged   \^—a..^ 
rolled  joiat  with  the  web  vertical  is  to  the  moment  of  resist-   |— 1  rr-'T 
ance  when  the  web  is  horizontal  in  the  ratio  of  ah,'—2bk,':  (A,—        1  UmT' 
AJo'+Ma-fr)'-     (Ex.    a-Z  ins.,  6-1.2  ina.,A,-5  ins.,  h,-4i'^jj^i_ 
ins.)  Ans.  8.16  to  1.        Fra.  543. 

184.  A  piece  of  greenheart  140  ins.  between  supports,  9  ins.  wide,  and 
8  ins.  deep  was  successively  subjected  to  loads  of  4,  8,  and  16  tons  at 
the  centre,  the  corresponding  deflections  being  .32  in.,  .64  in.,  and  1.28  ins. 
Find  E  and  the  total  work  done  in  bending  the  beam. 

What  were  the  corresponding  inch-stresses  at  three  fourths  of  the  depth 
of  the  beam? 

Ans.  E-5,582,682  lbs.;  13.44  in.-tons;  If  tons,  JJ  tons,  W  tons. 

18s.  The  square  of  the  radius  of  gyration  of  the  equal-flanged  section 
of  a  wrought-iron  girder  of  depth  d  is  Arf';  the  area  of  the  section -Jd';  the 
span  "50  ft.  In  addition  to  its  own  weight  it  carries  a  uniformly  distributed 
load  of  IVi  Ibs./lin.  ft. ;  the  maximum  intensity  of  stress^  10,000  Ibe./sq.  in. 
Find  the  depth.     Also  determine  the  stiffness,  E  being  25,000,000  lbs. 

Ans.  3i  ins.;   tIt- 

186.  The  section  of  a  beam  is  of  the  form  and  dimensions  shown  by  the 
figure,  and  the  coefficient  of  strength  is  10  tous/sq.  in.    Find  the  moment 
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of  rewstance  and  the  greatest  load  which  may  be  placed  at  the  centre  |. 4;__, 


^ 


of  such  a  beam  of  10  ft.  span.       Ans.  102  J  in.-tonB;  3.42  tons. 

187.  The  upper  chord  of  a  Howe  truas  is. 24  ins.  wideX12     -     iJ 
ins,  deep  and  is  made  up  of  four  12"X6"  timbers;    the  lower       -1 

chord  ifl   24   ins.  wideX16  ins.  deep  and   is  made   up   of  four  I 

16"X6"  timbers;  the  distance  between  the  inner  faces  of  the  ^''''  ^^' 
chorda  is  24  ft.  Find  the  moment  of  resistance  to  bending,  taking  800  Ibs./sq. 
in.  as  the  coefficient  of  tensile  strength  and  neglecting  the  effect  of  the  neb. 

Ans.  Neutral  axis  ia  137t  ina,  from  bottom  face  of  lower  chord; 
moment  of  reaistance -87,441,616  in.-lbs, 

188.  A  girder  supported  at  the  ends  is  30  ft.  in  the  clear  and  carries  two 
stationary  loads,  viz.,  7  tons  concentrated  at  6  ft.  and  12  tona  at  18  ft.  from 
the  left  support.  Fmd  the  position  and  amount  of  the  maximum  deflection, 
and  also  the  work  of  flexure.  The  girder  is  built  up  of  plates  and  angle-irons 
and  is  24  ins.  deep.  If  the  moment  of  reeistance  due  to  the  web  is  neglected, 
and  if  the  intensity  of  the  longitudinal  stress  is  not  to  exceed  5  tona/aq.  in., 
what  should  be  the  flange  sectional  area  corresponding  to  the  maximum  bend- 
ing moment?  Determine  the  work  of  flexure  and  the  necessary  flange 
sectional  area  at  the  centre  if  the  girder  is  subjected  to  a  uniformly  dis- 
tributed load  of  40  tons  instead  of  the  isolated  loads. 

Am.  Max.del.~\^x'~(z-G)'-^^xl-i-EI  a: being  15.22  ft. 

_,    ,      67161.5,,  ,,„„„.  ,      180000  „  , 

Work--  „■       ft.-tons,  10.32  sq.  ins.;   work  -  -  „-.—  ft.-tons, 

sectional  area— IS  sq,  ina. 
1S9.  A  beam  AB  of  span  I  carrying  a  uniformly  distributed  load  of  inten- 
sity u>  is  fixed  at  A  and  merely  aupported  at  B.     The  end  B  ia  lowered  by  an 

amount    ■  „  .    Rnd  the  reactions.    How  much  must  B  be  lowered  so  that 

the  whole  of  the  weight  may  be  borne  at  A  ? 

Solve  the    example   supposing  ttie    fixture   at  A   to   be  imperfect,    the 

I    ivl' 
neutral  axis  making  with  the  horizontal  an  angle  whose  tangent  is^  ^ 

'    ""■        1)11      7   ^* 

190.  The  section  of  a  girder  of  24  ft.  span  aupported  at  the  two  enda  is 
shown  by  Pig.  545.     The  allowable  working  stress  per  square 
inch  is  4  tons.     Determine  the  load  which  may  be   uniformly  ( 
distributed  over  such  a  beam,  and  find  the  maximum  deflection. 

Am.  10.53  tons;  .192  in. 

191.  A  steel  bar  of  uniform  rectangular  section,  10  ft.  long, 
has  to  support  a  load  of  2  tona  at  the   centre   and   to  satbfy  ' 
the  condition  that   when  the  stress  induced  is  6  tons/sq.  in.     *^"''  ^®- 
the  deflection  at  the  centre  is  .2  in.     Determine  the  breadth  and  depth  of 
the  bar,  being  given  that  £-13,500  tons/sq.  in.      Ana,  2if  ins. ;   5^  ins. 
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tgi.  In  a  tram-rail  the  area  of   the  modulus  figure  ia  21  sq.  ins.     Also 

/-80.5,  — -4.03,  £-12,300  tooa/sq.  in.;  0-4900  toos/sq.  in.     The  rail  is 

centrally  loaded  nith  10  tons  on  a  span  of  42  ins.     Pind  the  central  deflection 
(o)  due  to  bending,  (i)  due  to  shear.  Am.  (a)  .016  in.;  (b)  .008  in. 

193.  A  horizontal  bracket  of  length  a  ia  attached  to  the  upper  end  of  a 
vertical  pillar  of  length  I  which  has  its  lower  end  built  in.  ~  When  carrying  a 
load  W  at  the  extremity  of  the  bracket  the  pillar  bends  slightly.  Show  that, 
due  to  flexure  of  the  pillar,  the  bending  moment  at  its  base  is  increased,  what- 
ever tbe  length  of  the  bracket,  in  the  ratio 


"vif/'' 


in  which  £  is  Young's  modulus  and  /  the  moment  of  inertia  of  the  croes-section 
of  the  pillar  about  line  through  its  centre  perpendicular  to  the  plane  of  beading. 

194-  A  rolled  beam  with  equal  flanges  and  a  web  whose  section  is  equal 
to  the  joint  section  of  the  flanges  has  a  span  of  24  ft.  and  carries  a  weight  of 
8  tons  at  the  centre.  If  the  stiffness  is  .001  and  if  tbe  coefficient  of  strength 
per  square  inch  is  5  tons,  find  the  depth  of  the  beam  and  the  web  and  flange 
sectional  areas.     (£-15,000  tons.)      Ane.  16  ins.;    10.8  and  5.4  aq.  ins. 

r95.  In  a  rolled  joist  the  sum  of  the  two  flange  areas  and  the  web  area 
is  a  constant  quantity,  find  the  proportion  between  tbem  which  will  give 
a  joist  of  maximum  strength,  the  thickness  of  the  web  being  fixed  by  practical 
considerations.  Ans.  Flange  area— §  web  area. 

ig6.  A  wrought-iron  beam  of  I  section,  20  ft.  between  supports,  carries 
a  uniformly  distributed  load  of  4000  lbs.  and  deflects  .1  in.;  the  effective 
depth-8  ins.;  £-30,000,000  Ibe.;  web  area -joint  area  of  the  equal  flanges. 
Find  the  total  sectional  area.  Also  find  the  width  of  a  rectangular  section 
S  ins.  deep  which  might  be  substituted  for  the  above. 

Ans.  I-28S;  area-27  sq.  ins.;  width -6}  ins. 

197.  A  girder  has  a  moment  of  resistance  of  550,000  ft.-Ibs.,  a  depth  of  3.2  ft., 
and  a  web  area  of  15  sq.  ins.  Determine  the  area  of  the  flanges,  the  coefficient 
of  strength  for  compression  and  tension  being  14,000  Ibs./sq.  in. 

198.  A  plate  ^rder  30  ft.  long  and  3.6  ft.  deep  carries  a  load  of  600Q 
Ibe./lin.  ft.  Calculate  the  area  of  the  flange  ho  that  the  flange  stress  shall 
not  exceed  12,500  Ibs./sq.  in.  If  two  &'X4"Xi"  angles  (area  of  section  4.5 
eq.  ins.  each)  and  one  cover-plate  be  used  for  each  flange,  find  the  length  of 
the  cover-plate.  Ans.  I5sq.  ins.;  18.96  ft. 

199.  A  street-car  weighing  40,000  lbs.,  the  weight  being  concentrated  on  2 
axles  8  ft.  apart,  is  to  be  carried  across  a  span  of  20  ft.  by  a  number  of  timber 
stringers  16  ins.  deep.  Find  the  total  width  of  the  stringers  so  that  the  fibre 
stress  may  not  exceed  1000  Ibs./sq.  in.  Ans.  36  ins. 

100.  Determine  the  moment  of  inertia  of  a  built-up  beam  composed  of 
two  equal  flanges,  each  consisting  of  a  7i"Xj"  plate  connected  with  a 
24"  Xi"  web,  by  four  angle-irons,  each  3"x3"Xi".    If  the  working  stress 
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is  6  tons/sq.  in.,  fiikd  the  moment  of  resstAQce  of  the  Bection,    If  the  spu) 
ia  20  ft.,  what  uniformly  distributed  load  will  the  beam  safely  carry? 

Ant.  3058;  1529  in.-tons;  51  tons, 
aoi.  A  caet-iron  beam  of  rectangular  section,  12  ins.  deep,  6  ins.  wide,  and 
16  ft.  long,  carries,  in  addition  to  its  own  weight,  a  single  load  P;  the  coeffi- 
cient of  working  strength  is  2000  Ibs./sq.  in.     Rnd  the  value  of  P  when  it  ia 
placed  (o)  at  the  middle  point;   (b)  at  2}  ft.  from  one  end. 

Ajis.  (o)  4200  lbs.;  (6)  95771  lbs. 
ao3.  The  top  and  bottpm  flanges  of  a  rolled  section  of  wrought  iron  are 
8"Xt",and  the  web  is  of  the  same  thickness.    The  height  over  all  is  12  ins. 
What  b  the  bending  moment  wiien  the  greatest  tensile  stress  ia  10,000 
lbe./Bq.  in.T  Ans.  569,000  in.-lbfl. 

a<>3.  A  rolled  iron  beam  of  I  section  is  1  in,  thick  throughout  and  rests 
upon  supports  10  ft.  apart.  The  flanges  are  8  ins.  wide  and  the  depth  over 
all  is  8  LOS.  What  weight  will  the  joist  earry  at  the  centre  if  the  safe  working 
stress  is  4  tons/sq.  in.?  Ans.  7.18  tons. 

104.  Calculate  approximately  the  safe  central  load  for  a  single-web  riveted 
girder  6  ft.  deep;  flanges  18  ins.  wide,  2J  ins.  thick.  The  flange  ia  attached 
to  the  web  by  two  4"  x  Y'  angles.  Neglect  the  strength  of  the  web,  and  assume 
that  the  section  of  each  flange  is  reduced  by  two  rivet-holes  i  in.  in  diameter 
passing  through  tiie  flange  and  angles.  (Span  of  girder,  50  ft.;  stress  in 
flanges,  5  tons/sq.  in.)  Ane.  110  tons. 

30$.  A  trough  section,  fig.  546,  is  used  for  the  flooring  of  a  bridge;  each 
section  has  to  support  a  uniformly  distributed  load  of  150  Ibs./sq.  ft.,  and 
a  concentrated  central  load  of  4  tons.  Find  the  span  for 
which  auch  a  section  may  be  safely  used.  Skin  stress 
—5  tons/eq.  in.;  pitch  of  corrugation,  2  ft.;  depth, 
1  ft.;   width  of  flange— 8  ins.;   thickness  — |  in. 

Ans.  19  ft. 
ao6.  A  lattice  girder  of  80  ft.  span  and  8  ft.  deep  is 
designed  to  carry  a  dead  load  of  60  tons  and  a  live  load 
of  120  tons  uniformly  distributed;  at  the  centre  the  net 
sectional  area  of  the  bottom  flange  is  45  sq.  ins.  and  the  gross  sectional  area 
of  the  top  flange  56)  sq.  ins.  Find  the  position  of  the  neutral  axis  and  the 
maximum  flange  intensities  of  stress.  If  the  live  load  travels  at  60  miles  an  hour, 
what  will  be  the  increased  pressure  due  to  centrifugal  force?  (1  ton— 2240  lbs.) 
Ans.  3.H6  ft.  from  top;  11,200  Ibs./sq.  in.;  8920.35  Ibs./sq.  in.;  , 
594000,, 
EI 

aa7.  Two  tracks  6  ft.  apart  cross  the  Torksey  Bridge,  and  are  supported 
by  single-webbed  plate  cross-prders  25  ft.  long  and  14  ins.  deep.  If  the  whole 
of  the  weight  upon  a  pair  of  drivers,  viz.,  10  tons,  is  directly  transmitted  to 
one  of  the»e  cross-prders  find  the  maximum  deflection  of  the  girder  and  the 
work  of  flexure  when  the  ends  (a)  are  fixed  to  the  main  girders,  (6)  merely 
rest  on  these  girders. 

,  ^  499.32    .  , ,  ^.  ,,   -  .     1416.365  „  ^ 

Ana.  {a)  at  14.205  ft.  from  end;  — ^y —  ft.-tons. 


Fio.  546. 


-lbs. 
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308,  Vind  the  uiiitormly  distributed  load  which  can  be  borne  by  a  rolled 
T-iron  beam,  6"X4"Xi",  10  ft.  long,  fixed  at  one  end  and  free  at  the  other, 
the  coefGcient  of  etrengtli  being  10,000  Ibe./sq.  in.  Ant.  438  Ibe. 

309.  One  of  the  tubes  of  the  Britannia  bridge  has  an  effective  length  of 
470  ft.,  depth  of  27^  ft.,  and  deflects  12  ina.  at  the  c&itre  under  a  unifonnly 
distributed  load  of  1587  tons.  Find  E  and  the  central  flange  Btreaaes,  the 
sectional  areas  of  the  top  flange,  bottom  flange,  and  web  being  648  sq.  ins., 
585  sq.'ins.,  and  302  sq.  ins.,  respectively. 

Ant.  £-22,910,496  Iba.;  /i-5.37  tons/aq.  in.;  /= -4.81  tona/aq.  in. 

aio.  Compare  the  resistance  to  bending  of  a  wrought-iron  I  aection  when 
the  beam  is  placed  like  this,  I,  and  like  this,  <-•.  The  flangea  of  the  beam 
are  6  ina.  wide  and  1  in.  thick,  and  the  web  is  }  in.  thick  and  measures  8  ina. 
between  the  flanges.  Arts.  4.57  to  1. 

III.  Compare  the  strength  to  renat  bending  of  a  rolled  joiat  with  an  8"X1" 
web  and  two  equal  flanges  each  4"X1",  when  placed  with  its  axis  vertical  and 
with  its  axia  horizontal.     Arts.  Ratio  of  momenta  of  reaistance— 308/17. 

ail.  The  flanges  of  a  rolled  joist  are  each  4  ins.  wide  by  )  in.  thick;  the 
web  is  8  ins.  deep  by  }  in.  thick.  I^^nd  the  position  of  the  neutral  axia,  the 
maximum  intenaitiea  of  streaa  per  aquare  mch  being  10,000  lbs.  in  tenaion 
and  8000  lbs.  in  compression.  Ana.  A,— 3};   A,— 4}. 

ai3.  A  r^way  girder  is  101.2  ft.  long,  22.25  ft.  deep,  and  weighs  3764 
Ibs./liu.  foot.  Find  the  maximum  shearing  force  and  flange  stresaea  at  25  ft. 
from  one  end  when  a  live  load  of  2500  Iba./lin.  ft.  crosaes  the  ^rder. 

Ans.  168,078.3  Iba.;  268,155.5  Iba. 

314.  A  floor  with  superimposed  load  weighs  160  Iba./sq.  ft.  and  is  carried 
by  tubular  girders  17  ft.  centre  to  centre  and  42  ft.  between  bearings.  Find 
the  depth  of  the  girders  (neglecting  effect  of  web),  the  safe  inch-stress  io  the 
metal  being  9000  Iba.  and  the  aectional  area  of  the  tension  flange  at  the  centra 
32  sq.  ins.  An».  24.99  ins. 

315.  A  hollow  tube  of  wrought  iron  of  3  ina.  outside  and  2^  ina.  inside  diam- 
eter is  20  ft.  long;  find  its  weight.  What  ia  its  deflection  with  its  own  weight? 
'What  further  weight  on  its  middle  will  it  carry  safely  if  f=ii  tons/sq.  in.7 

Arts.  21  lbs.;  144Hb3.;  193H  lbs. 

316.  A  horizootal  beam  of  depth  d,  breadth  b,  and  length  12  ft.  rests  upon 
supports  at  the  ends.  A  weight  IV,  at  the  centre  deflects  the  beam  .1  in. 
when  the  side  of  length  b  is  vertical.  An  additional  weight  of  1250  lbs.  is 
required  to  produce  the  same  deflectioa  frhen  the  side  of  length  d  is  vertical. 
If  d-2b  and  if  £-1,200,000  lbs.,  find  the  sectional  area  of  the  beam  and 
the  maximum  skin  stress.  Ans.  72  sq.  ins.;   277i  Iba./sq.  in. 

117.  A  timber  stringer  6"X16"  rests  on  two  supports  20  ft.  apart  and 
carries  two  concentrated  loads  of  16,000  lbs.  each  at  a  distance  of  2  ft.  from 
each  support.  Find  the  greatest  intensity  of  shearing  stress  along  the  fibre 
of  the  timber. 

If  the  ultimate  resistance  to  compression  is  8000  Ibs./aq.  in.  and  the  resist- 
ance to  shear  along  the  fibre  600  Ibs./sq.  in,,  indicate  the  probable  mode  of 
failure  as  the  load  is  increased.        Ans.  Intensity  of  shear  250  Ibs./sq.  in. 

3iS.  A  cast-iron  beam  has  a  cruciform  section  with  equal  ribs  2  ins.  thick 
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and  4  ins.  long.  I[  the  intensity  of  lon^tudinal  shear  at  the  neutral  axia  is 
1  ton/sq.  in.,  find  the  total  shear  which  the  section  can  bear,  and  also  find 
the  moment  of  resistance,  the  least  coefficient  of  working  t«nsile  and  com- 
pressive stress  being  1  ton/sq.  in.  Ane.  59.31  tons;   34.4  tons. 

2rj).  A  cast-iron  beam  of  an  inverted  T  section  has  a  uniform  depth  of  20 
ins.  and  is  22  ft.  between  supports;  the  flange  is  12  ins.  wide  and  1.2  ins.  thick; 
the  web  is  1  in.  thick;  the  load  upon  the  beam  is  4500  Ibs./lin.  ft.;  E  — 
17,000,000  lbs.  Find  the  deflection  at  the  centre,  the  moment  of  resistance 
to  bending,  the  maximum  tensile  and  compressive  intensities  of  stress,  and 
the  portion  of  the  neutral  axis.    Why  is  the  flange  placed  downwards? 

Ans.  .122  in.;    326,700  in.-lbs.;    1492  lbs.  and  3274  Ibs./sq.  m.; 
5.062  ins.  from  flange  surface. 

aio.  The  section  of  a  beam  is  in  the  form  of  an  isosceles  triangle  with  its 
base  horizontal.  Show  that  the  moment  of  resistance  to  bendii^  of  the 
strongest  trapezoidal  beam  that  can  be  cut  from  it  is  very  nearly  I'lV/M', 
b  being  the  width  of  the  base  and  d  the  depth  of  the  triangle. 

131.  Find  the  sectional  area  of  a  wrought-iron  beam  of  T  section  wluch 
may  be  substituted  for  the  cast-iron  beam  in  the  preceding  question,  the  depth 
being  the  same  and  the  coeOicientB  of  strength  per  square  inch  being  3  tons 
in  compres^on  and  5  tons  in  tension.  Why  ^ould  the  flange  be  uppermost? 
What  should  the  total  sectional  area  be  if  the  flange  and  web  are  of  equal 
aiea?  Ans.  10.36  sq.  in. 

aaa.  A  cast-iron  beam  of  T  section,  with  a  1.62"X1.62"  upper  flange  and 
a  5.67" X, 57"  web,  rests  upon  supports  102  ins.  apart  and  carries  a  load  of 
8300  lbs.  at  the  nuddle  point.    Rnd  the  tensile  fibre  stress. 

Ana.  33,213  lbs./sq.  in. 

313.  A  beam  of  15  ft.  span  carries  loads  of  2,  4,  1,  and  3  tons  at  dis- 
tances of  2,  5,  7,  and  II  ft.,  respectively,  from  the  left  support.  Determine 
the  deflection  graphically,  taking  7-242  and  £-12,000  tons  per  sq.  in. 

Ana.  0.32  in. 

314.  Find  the  moment  of  resistance  of  the  section  (Tig.  547)  (a)  about 
the  axis  AA,  (b)  about  the  axis  BB,  each  passing  through  the 
centre  of  gravity  C  of  the  section,  the  allowable  extreme  fibre 
stress  being  16,000  lbs./sq.  in.  The  section  conmsts  of  one 
19"X|"cover,  (uiol5-in,X35-Ib.  channels,  and(ak)4"Xi"  bars. 

Ans.    (a)     2,872,320    in.-lbs.;     (6)  , 

2,476,686  in.-lbs. 

335.  ^g.  548  shows  a  chord  section 
designed  for  a  560-f  t.  double-track  span. 
The  unsupported  length  is  35  ft.  Pmd  (a)  the  moment 
of  reostance  about  a  vertical  axis;  (b)  the  deflection 
and  maximum  flbre  stress  due  to  its  own  weight.  The 
section  consists  of  one  48"X4"  cover,  /our  top  angles  ^'^^  ^*^- 

each  4"X4"Xi",  eight  42"XH"  web  plates  in  pairs,  and  /our  bottom  ( 
each  7"X3i"X+i". 

Ana.    (o)  43,121,340  in.-lbs.;    (6)  fibre  stre8a-512  lbs./sq.  in.;   deflt 
-.014  in.,  E  being  30,000,000  lbs./sq.  m. 


Fra.  647. 
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aa6.  Taking  fi,  fe  as  the  tensile  and  compreswve  intenstiea  of  stress,  find 
the  moment  of  reeiatance  to  bending  of  a  Bection  consisting  of  a  2<M"X7(" 
top  fiange,  an  SOf'XlOf"  bottom  flange,  and  a  trapezoidal  web  it  ins.  thick 
at  the  top,  8<  ine.  thick  at  the  bottom,  and  120t  ina.  deep.  Also,  com- 
pare the  maximum  and  average  intensities  of  shear. 

Ans.  84,864/,('  or  36,419/(/'' 

337.  A  cast-iron  channel-beam  having  a  web  12  ins.  wide  and  two  sides  7  ins. 
deep,  the  metal  being  everywhere  1  in,  thick,  crosses  a  span  of  14  ft.  It  the 
tensile  intensity  of  stress  is  1  ton/sq.  in.,  what  uniformly  distributed  load  will  the 
beam  carry  (a)  with  the  web  at  the  bottom;  (6)  with  the  web  at  the  top?  Find 
(c)  the  maximum  compressive  intensity  of  stress  to  which  the  metal  is  sub- 
jected, and  (rf)  compare  the  maximum  and  average  intensities  of  shear.  Also, 
(f)  what  should  be  the  area  of  a  rectangular  section  to  bear  the  same  total 
shear?  Ans.  /-IIOJ;  (a)  Hi  tons;  ((•)  iH  tons;  (e)  V.Vsq.  ins. 

338.  A  trough-shaped  steel  beam  of  the  dimensions  shown  by  Fig.  549  has 
to  carry  a  uniformly  distributed  load  of  45  Ibs./cu.  ft.  If  the  length  of 
the  beam  between  the  supports  is  IG  ft.,  find  to 
what  be^t  the  load  may  be  raised  so  that  the 
stross  developed  may  not  exceed  10,000  Ibs./sq.  in.  ^ 
^jirat,  assuming  both  ends  free;  second,  assuming 

both  ends  fixed.  Fia.  649. 

339.  In  the  followng  cases  determine  the  position  of  the  neutral  axis, 
the  moment  of  resistance,  the  shearing  strength,  the  ratio  of  the  maixmum 
to  the  average  intensity  of  shear,  the  coefhcients  of  strength  per  square  inch 
being  4}  tons  for  tension  and  compression  and  3^  tons  for  shear: 

(a)  A  rectangle  2  ina.  nnde  and  6  ins.  deep. 

Ans.  At  centre;  M  in.-tona;  28  tons;  3  to  2. 

(b)  A  square  with  a  diagonal  vertical,  the  length  of  a  side  being  4  in.-tons. 

Ant.  At  centre;  24Virin.-tonB;  112  tons;  2  to  1. 

(c)  A  circular  section  4  ins.  in  diameter. 

Ans.  At  centre;  28.2  in.-tons;  33  tons;  4  to  3. 
(lO  A  regular  hexagonal  section  with  a  diameter  (a)   vertical,  (ft)  hori- 
zontal, a  being  a  side  of  the  hexagon. 

Ans.  (a)  At  centre;  %^'^;  T*'^!  ^  *'*  ^- 

(c)  A  triangular  section  6  ins.  deep,  with  a  base  6  ins.  wide,  the  sides 
Ijeing  equal.  Ath.  4  ins.  from  vertex;  40.5  in.-tons;  42  tons;  3  to  2. 

if)  A  double-tee  section  composed  of  a  30"  Xf"  web  and  four  angle-irons 
each5"X3i"X|". 

Ann.  At  centre;  1424.6  in.-tons;  34.534,  tons;  3.1355  to  1. 

(g)  A  section  having  a  semicircular  top  flange  of  8  ins.  external  diameter 
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ami  1  in.  thick,  &  web  14  ins,  deep  and  1  in.  thick,  and  &  bottom  flange  8  ins. 
wide  and  1  in.  thick.  Ans.  609,57  in.-tona;  44.27  tons;  .3833. 

(%}  A  section  having  a  semi-elliptic  top  flange  2  ins.  thick,  the  internal 
major  and  minor  axes  being  8  ina.  (korieontaUy)  and  4  ins.  {vertically) ,  respect- 
ively, a  bottom  flange  8  ins.  wide  and  2  ins.  thick,  and  a  web  10  ins.  deep 
and  2  ins.  thick.  Ans.  845  in.-tons;  73.26  tons;  34.23. 

(i)  A  section  havii^  a  semi-elliptic  top  flange  2  ins.  thick,  the  external 
major  and  minor  axes  being  10  ins.  (horUon- 
taUy)  and  6  ins,  {verlicaUy),  respectively,  a 
trapezoidal  web  8  ins,  deep  having  a  width 
of  3  ins,  at  the  top  and  6  ins.  at  the  bot- 
tom, and  a  bottom  semicircular  flange  of  10 
ins.  diameter. 

Ans.  11411  in,-tons;  12.6  tons;  .382. 
Yjq  55J  (/)  The  sections  shown  by  Figs,  550  and 

551.    What  is  the  ratio  of   the  maximum 
tensile  and  compressive  stresses  in  each  section? 

(k)  A  trapezoidal  section,  the  top  side,  bottom  side,  and  depth  k  (inches) 
being  in  the  ratio  of  1  to  2  to  4.  Ans.  fi  from  top  side;  -^k'  in.-tons. 

(J)  A  section  in  the  form  of  a  rhombus  of  depth  2c  and  with  a  horizontal 
diagonal  of  length  2b.  Ans.  |6c';  Vbc]  9  to  8. 

(m)  An  angle-iron  2"X2"X1". 

Am.  Neutral  axis  divides  depth  into  segments  of  i\  in.  and  |j  in.; 
HH  in.-tons;  2.3  tons;  4107  to  1586. 
(n)  A  hollow  circular  section  of  external  radius  C  and  internal  radius  C. 
99  C'-C"     33      C'-C"      '  iC'  +  CC'+C" 
'*"*■  28      C      '    4C'  +  CC'-l-C"'    3       C'+C"     ' 
(o)  A  cruciform  section  made  up  of  a  flat  steel  bar  10  ins.  by  i  in.  and  four 
8t«el   angles,   each   4"X4"X}",   aU    riveted    together.     (Neglect    weakening 
effect  of  rivet-holes.)  Ans.  76.425  in.-tons;  29.43  tons;  2,208. 

ijo.  A  beam  of  triangular  section  12  ins,  deep  and  with  its  base  horisontal 
can  bear  a  total  shear  of  100  tons.  If  the  safe  maximum  intensity  of  shear 
is  4  tons/^.  in.,  find  the  width  of  the  base.  Ana.  6}  ins. 

ajt.  In  a  rolled  beam  with  equal  flanges,  the  area  of  the  web  is  propor- 
tional to  the  nth  power  of  the  depth.  Find  the  most  economical  distribu- 
tion of  metal  between  the  flanges  and  web,  and  the  moment  of  resistance  to 
bending  of  the  section  thus  designed.  Also  find  the  ratio  of  the  average  to 
the  maximum  intensity  of  shear. 

Ana.  Area   of   each   flange:   web    area:  ;2n  — 1:6;    moment    of   reeiatance 

— 2  ~TjMA,  /  being  the  coefficient  of  strength,  A  the  total  sectional  area,  - 
and  A  the  depth  of  the  web;  rafto  of  shears "- — ■—  q— . 

333.  Assuming  that  the  web  and  flanges  of  a  roUed  beam  are  rectangular 
in  section,  determine  the  ratio  of  the  maximum  to  the  average  intensity  of 
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of  each  flange,  n  times  the  thicknesa  of  each  flange,  and  2n  times  the  thickness 
of  the  web.  Show  also  that  this  ratio  is  ^  or  ^,  according  as  the  area  of 
the  web  is  equal  to  the  joint  area  of  the  two  flanges  or  is  equal  to  the  area  of 
each  flange.     How  much  of  the  shearing  force  is  borne  by  the  web?    How 

333.  A  built-up  beam  is  composed  of  two  equal  flanges,  each  consisting 
of  a  6J"Xi"  plate  connected  to  a  24"  Xi"  web,  open  6  ins.  in  the  middle, 
by  means  of  tour  equal  angle-irons,  each  3"X3"xi".  Determine  the  moment 
of  resistance,  the  maximum  shearing  strength,  the  ratio  of  the  maximum 
to  the  average  intensity  of  longitudinal  shear,  and  the  intensity  of  longitudinal 
shear  12  ins.  from  the  neutral  axis,  6  tona/aq.  in.  being  coefficient  of  strength. 
Ans.  1391i  in.-tons;  72  tons;  .452;  .16  ton/sq.  in. 

334-  Find  the  moment  of  resistance  to  bending,  the  resistance  to  shear, 
and  the  ratio  of  maximum  to  the  average  intensity  of  a  shear  in  the  case  of 
a  section  consisting  of  two  equal  flanges,  each  composed  of  a  pairof  5"X3i"Xf" 
angle-irons  riveted  to  a  31}"  X|"  web,  the  5-in.  sides  of  the  angles  being 
horizontal  and  4J  tons/sq.  in.  being  the  coefficient  of  strength. 

Ans.  1501.06  m.-tons;  46.21  tons;  3.058. 

33s.  The  floor-beam  for  a  single-track  bridge  is  16  ft.  between  bearings, 
and  each  of  its  flanges  is  composed  of  a  pair  of  2i"X2}"Xi"  angle-irons 
hiveted  to  a  30"X|"  web.  The  uniformly  distributed  load  (including  weight 
of  beam)  upon  the  beam  is  4200  lbs.,  and  a  weight  of  1600  lbs.  b  concentrated 
at  each  of  the  rail-crossings,  2^  ft.  from  the  centre.  Find  (a)  the  maximum 
flange  stress,  (6)  the  ratio  of  the  maximum  and  average  intensities  of  shear; 
(c)  the  stiffness,  E  being  27,000,000  lbs.    ' 

Ans.  (a)  1193.7  lbs.;  (6)  2.039;  (c)  .0000663. 

336.  A  lattice-girder  of  1(X)  ft.  span  carries  80  tons  uniformly  distributed; 
the  girder  is  10  ft.  deep  and  the  safe  working  stress  is  4  tons/sq.  in.  If  the 
width  of  the  flange  must  be  20  ins.  to  carry  the  load  exclusive  of  the  wei^t 
of  the  girder,  what  must  be  the  width  of  the  flange  when  the  weight  of  the 
^rder  is  taken  into  account?  Ans.  23  ina. 

337.  A  plate  girder  of  double-tee  section  and  of  80  ft.  span  is  8  ft,  deep 
and  carries  a  uniformly  distributed  load  of  80  tons.  If  the  width  of  the  flange 
must  be  12  ins.  to  carry  the  load  exclusive  of  the  weight  of  the  girder,  what 
must  the  width  be  when  this  weight  is  taken  into  account? 

338.  Design  the  central  section  of  a  plate  girder  of  45  ft.  span  and  5  ft. 
deep  to  carry  a  dead  load  of  500  Iba./tt.  run,  a  live  load  of  3200  Iba./ft.  run 
and  an  impact  load  of  2400  lbs,/ft.  run,  and  also  determine  the  lengths  of  the 
flange  plates. 

339.  A  tubular  girder  rests  upon  supports  36  ft.  apart.  At  6  ft.  from 
one  end  the  flanges  are  each  27  ins.  wide  and  2f  ins.  thick,  the  net  area  of  the 
tension  flange  being  60  ins.,  while  the  web  consists  of  two  A-in.  pistes,  36  ins. 
deep  and  18  ins.  apart.     Neglecting  the  effect  of  the  angle-iron^  uniting  the 
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web  plates  to  th«  flanges,  determine  the  moment  ot  resistance.  The  gird^ 
has  to  cany  a  uniformly  distributed  dead  load  of  56  tons,  a  uniformly  dis- 
tributed live  load  of  54  tons,  and  a  local  load  at  the  given  section  of  100  tons. 
What  are  the  corresponding  flange  stresses  per  square  inch?  How  many 
{-in.  rivets  are  required  at  a  given  section  to  unite  the  angle-irons  to  the 
flanges? 

Ang.  238.13Xcoefficient  of  strength;  3.3186  tons;  3.896  tons;  six,  /,  being 
4  tons/sq.  in. 

140.  A  beam  of  rectangular  section,  of  breadth  b  and  depth  d,  is  acted 
upon  by  a  couple  in  a  plane  inclined  at  45°  to  the  axis  of  the  section.  Com- 
pare the  moment  of  remstance  to  bending  with  that  about  either  a^ds. 

bVI    dV2 
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241.  If  the  plane  of  tending  does  not  coincide  with  the  plane  of  symmetry 
of  a  beam,  show  that  the  neutral  axis  is  parallel  to  a  line  joining  the  centres 
of  two  circles  into  which  the  beam  would  be  bent  by  two  component  couples 
whose  axes  are  the  principal  axes  of  inertia  of  the  section,  each  couple  being 
supposed  to  act  alone. 

34a.  If  a  spirsl  spring  is  fastened  to  the  barrel  so  that  there  is  no  change 
of  direction  relatively  to  the  barrel,  show  that  the  tendency  tfl  unwind  is  directly 
proportional  to  the  amount  of  winding  up.     (Condition  of  perfect  isochronism.) 

143.  A  metal  beam  is  subjected  to  the  action  of  a  bending  moment  steadily 
applied  beyond  the  elastic  limit.  Assuming  that  the  metal  acts  as  if  it  were 
perfectly  plastic,  i.e.,  bo  that  the  stress  throughout  a  transverse  section  is 
wxijorm,  compare  the  moment  of  resistance  to  bending  of  a  section  of  the 
beam  with  the  moment  on  the  assumption  that  the  metal  continued  to  fulfil 
the  ordinary  laws  of  elasticity,  (a)  the  section  being  a  rectangle;  (6)  the  sec- 
tion being  a  circle. 

344.  The  neutral  axis  of  a  symmetrically  loaded  girder  whose  moment 
of  inertia  is  constant  assumes  the  form  of  an  elliptic  or  circular  arc.  Show 
that  the  bending  moment  at  any  point  of  the  deflected  girder  is  inversely 
proportional  to  the  cube  of  the  vertical  distance  between  the  point  and  the 
centre  of  the  ellipse  or  circle. 

34s-  The  flange  of  a  girder  consists  of  a  pair  of  angle-irons  and  of  a  plate 
which  extends  over  the  middle  portion  of  the  ^rder  for  a  certain  required 
distance.  Show  that  the  greatest  economy  of  material  is  secured  when  the 
length  of  the  plate  is  two  tturds  of  the  span  and  the  sectional  areas  of  the 
plat«  and  angle-irons  are  as  4  to  5,  the  girder  being  uniformly  loaded. 

346.  The  flange  of  a  uniformly  loaded  girder  is  to  consist  of  two  plates, 
each  ot  which  extends  over  the  middle  portion  of  the  girder  for  a  certain  re- 
quired distance,  and  of  a  pair  of  angle-irons.  Show  that  the  greatest  economy 
of  material  is  realized  when  the  lengths  of  the  plates  and  angle-irons  are  in 
the  ratio  of  12:18:23,  and  when  the  areas  of  the  plales  are  in  the  ratio  of  4:5. 
What  should  be  the  relative  lengths  of  the  plates  if  they  are  of  equal  area? 
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347.  Detemiine  the  moment  of  reustance  to  bending  of  a  section  of  a. 
beam  in  which  tlie  top  flange  is  composed  of  two  340-nun.  X12-miii.  p]ate§ 
and  one  340-mm. X lO-mm.  plate,  and  the  bottom  flange  of  one  340-imn.X 
10-mm.  i^te  and  one  340-mm.XS-mm.  plate,  tlie  flanges  being  riveted  to  a 
1.4^m.X7-mm.  web  plate  by  means  of  four  lOO-mm.XlOO-mm.XS-mm.  angle- 
irone.  The  coefficient  of  strength— 6  k.Aimi.'.  What  will  the  moment  of 
resistance  be  if  three  4004nm.X15^nm.  plates  are  substituted  for  the  top 
flange  and  one  400-mm.Xl5-mm.  plate  is  substituted  for  the  bottom  flange? 

Ant.  84.408  k.m.;  95.478  k.m. 

348.  Floor-beams  4.4  m.  between  bearings  and  spaced  2.54S  m.  centre 
to  rentre  have  a  section  composed  of  two  equal  flanges,  each  consisting  of  two 
8a-mm.xS5-mm.X12'mm.  angle-irons  riveted  to  a  490-mm.  X  7-mm.  web. 
A  weight  of  150  k.  (due  to  longitudinals)  and  a  weight  of  150  k.  (due  to  rails, 
etc.),  i.e.,  300  k.  in  all,  are  concentrated  at  the  rail-crossings,  and  the  ties 
have  also  to  cany  a  uniformly  distributed  load  of  400  k.  due  to  weight  of 
floor-beam,  4000  k.  due  to  weight  of  platfonn,  and  4000  k./sq,  m.  of  platform 
due  to  proof-load.  Find  the  moment  of  resistance  to  bending  and  the  maxi- 
mum flange  intensities  of  stress.  Ans.  /— .000433584615. 

149.  Each  of  the  flanges  of  a  girder  is  a  330-mm.xlO-mm.  plate  and  is 
riveted  to  a  1.8-m.X8-mm.  web  by  means  of  two  IOO^nm. XlOO-mm.X 
12-mm.  angle^rons.  Determine  the  moment  of  reMstance  to  bending,  the  coeffi- 
cient of  strength  being  6  k./sq.  mm.,  (a)  disregarding  the  weakening  effect 
of  riveting;  (fc)  assuming  that  the  flange  plates  are  riveted  to  the  angles  by 
20-mm.  rivets.  Ang.  (a)  108.66104  k.m.;  (6)  100.8933. 

150.  The  cross-tie  for  a  single-track  bridge  is  4.1  m.  between  bearings, 
the  gauge  of  the  rails  being  1.51  m.;  each  of  the  flanges  is  composed  of  a 
148-mm.x8-mm.  plate  riveted  to  a  550-mm.X8-mm.  web  by  means  of  two 
70-mm. X 70^nm. X 9-nim.  angle-irons;  a  load  of  296  k,  (weight  of  rails,  etc.) 
is  concentrated  at  each  rail-crossing.  What  uniformly  distributed  load  will 
the  tie  safely  bear,  the  metal's  coefficient  of  strength  being  6  k./aq.  mm. 7 
The  load  actually  distributed  over  the  tie  is  19,782  k.  Find  the  maximum 
intensity  of  stress.  -        Ans.  24,162  k.;  4.94  k./sq.  mm. 

351.  Design  a  lonfptudinal  of  .45  m.  depth  which  is  to  be  supported  at 
intervals  of  3.3  m.  and  to  carry  at  its  middle  point  a  weight  of  7000  k.,  the 
coefficient  of  strength  being  5  kVsq.  mm. 

Ans.  /— 259.875,  and  the  /  of  a  section  with  two  equal  flanges,  each  com- 
posed of  two  70-mm.  x70-nmi.X9-mm.  angle-irons  riveted  to  a  450-nim.  X  S-mm. 
web  ia  259.536. 

ija.  A  longitudinal  2.548  m.  between  be«ings  consists  of  two  equal  flanges, 
each  composed  of  two  70-mm. X70-mm.X9-mm.  angle-irons  riveted  to  a 
350-mm.  X  7-mm.  web  plate.  Rnd  the  flange  intensity  of  stress  under  a 
maximum  load  of  7000  k.  at  the  centre. 

Ant.  / -.000139284508;  stress -5.6  k./mm.'. 

IS3.  A  cross-tie  resting  upon  supports  at  the  ends  and  2.26  m.  t>etwcen 
bearings  is  composed  of  two  equal  flanges,  consisting  of  two  70-mm.  X  70-mm. 
X9-mm.  an^e-irons  riveted  at  the  top  to  a  4504nm. X 7-mm.  web  plate,  and 
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at  the  bottom  to  a  30&-inm.X7-mm.  web  plate,  the  interral  between  the 
web  plates,  which  ia  open,  being  2.55  m.;  the  tie  is  designed  to  cany 
a  uniformly  distributed  load  of  676  k./lineal  metre  of  its  length,  and 
abo  a  load  of  11,644.8  k.  at  each  of  the  points  distant  .375  m.  from  the 
bearing.  Fmd  the  podtioa  of  the  neutral  axis  and  the  maxvmum  flange 
stressea. 

Ans.    1.516    m.    from    top    flange;     / -.0231.94564198;     maximum    B.M- 
—4815.8161    k.m.;    maximum  tensile   stress— .87  k./mm.';   maximum  com- 
.  pressive  atreas- .314  k./mm.'. 

354.  Find  the  maximum  concentrated  toad  on  a  cross-tie  for  a  single  track 
due  to  a  six-wheel  locomotive,  the  wheels  being  2.3  m.  centre  to  centre,  the 
ties  being  3.2  m.  centre  to  centre  and  the  weight  on  each  wheel  being  7000  k. 

Ans.  10,937.5k. 

355.  The  floor-beams  for  a  double-track  bridge  are  8.3  m.  between  bearings 
and  are  spaced  2.58  m.  centre  to  centre.  The  distance,  centre  to  centre, 
between  track  rails  ia  1.5  m.,  and  between  inside  rails  is  2  m.;  the  tie  has 
equal  flanges,  each  consisting  of  two  90-mm.  X  90-mm.  X  9-mm.  angle-irons 
riveted  to  a  QOO-mm. X 7-mm.  web;  the  maximum  live  load  upon  the  tie  is 
that  due  to  a  weight  of  3000  k.  upon  each  of  the  six  wheeb  of  two  locomotives, 
the  wheela  being  2.4  m.  centre  to  centre.  If  the  coefficient  of  working  strength 
ia  54  k./sq.  mm.,  what  uniformly  distributed  load  will  the  tie  carry? 

Ans.  3730  k. 

356.  Determine  the  safe  value  of  the  moment  of  inertia  (/)  of  a  cross- 
tie  for  a  double-track  bridge,  the  length  of  the  tie  between  bearings  being 
7.624  m.,  its  depth  .6  m.  the  gauge  of  the  raila  1.5  m.,  the  distance  between 
inside  riula  2  m.  The  uniformly  distributed  load  upon  a  tie  consists  of  850 
k./sq.  m.  due  to  platform,  etc.,  and  of  1800  k.  due  to  weight  of  tie;  the  ties 
are  3.584  m.  centre  to  centre,  the  live  load  is  that  due  to  a  weight  of  7000  k. 
upon  each  of  the  centre  wheels  of  a  six-wheel  locomotive  and  a  weight  of 
6000  k.  upon  each  of  the  front  and  rear  wheels,  the  wheels  being  2.4  m.  centre 
to  centre;  the  safe  coefficient  of  strength— 6  k./sq.  mm. 

Ans.  7,179,104,318. 

357.  The  cross-ties  of  a  single-track  bridge  con^st  of  two  equal  flanges, 
each  composed  of  two  70-mm.X70-mm.X9-nim.  angle-irons  riveted  to  a 
650-mm. X 7-mm.  web;  the  ties  are  4.1  m.  long,  and  each  carries  19,146  k. 
(viz..  384  k.  lor  ties,  2762  k.  /or  platjorm,  and  16,000  k.  for  proof  load)  uni- 
formly diatrihuted  and  635  k.  (due  lo  longitudinals,  raiU,  etc.)  concentrated 
at  each  rail -crossing,  i.e.,  at  755  mm.  from  the  middle  point.  Assuming  that 
the  cross-ties  are  merely  supported  at  the  ends,  find  the  maximum  intensity 
of  stress. 

Am.  5.7552  k./mm.';  --.0018423.  The  fixture  of,  the  ends  approxi- 
mately doubles  the  strength. 

358.  The  longitudinals  of  the  bridge  in  the  last  example  consist  of  two 
pairs  of  70-mm.X70-mm.X9-ram.  angle-irons  riveted  to  a  4:-m.X7-mm.  web; 
the  cross-ties  are  3.2  m.  centre  to  centre.  Determine  the  maximum  intensity 
of  stress  due  to  a  load  of  7000  k.  concentrated  on  the  longitudinal  half-n-ay 
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"  between  the  croBB-tiea,  asammng  that  it  is  an  independent  girder.     What 
would  the  stress  be  if  the  ties  were  3  m.  centre  to  centre? 

Am.  — .00095458;  5.866 k. /ram.';  5.4904  k./mm.'. 

>59.  The  section  for  the  Eetreasol  bridge  cross-ties  is  the  same  as  that 
for  the  Grande  Btuae  (Ex.  257)  bridge  ties;  the  load  at  each  rail-crossing  is: 
335  k.,  and  the  uniformly  distributed  load  is  18,062  k.  F^'nd  the  maximum 
intensity  of  stress  in  the  flanges,  assuming  that  the  ties  are  merely  supported 
at  the  ends.  Ans.  5.26  k./mm.'. 

360.  The  area  of  the  compression  flange  of  a  cast-iron  beam  is  17  sq.  ins.; 
the  thickness  of  the  web  is  a  certain  fraction  of  the  depth;  the  unit  stresses 
are  in  the  ratio  of  2  to  5,  Find  the  areas  of  web  and  tension  flange  which, 
will  give  a  section  of  maximum  strength.  Ans.  12  sq.  ins.;  3.2  sq.  ins. 

361.  Determine  suitable  dimensions  for  a  cast-iron  beam  20  ins.  deep 
at  a  section  subjected  to  a  bending  moment  of  1200  in.-tons,  the  coefficients 
of  strength  per  square  inch  being  2  tons  for  tension  and  8  tons  for  compression. 
Take  thickness  of  web— A  in, 

Ans.  Sectional  area  of  tension  flange— 36  sq.  ins.;  of  compression  flange 

36a.  In  a  cast-iron  beam  the  area  of  the  web  is  one  half  the  area  of  the 
tension  flange,  the  depth  of  the  beam  is  9  ins.,  and  the  unit  stresses  are  2  tons 
per  square  inch  in  tension  and  4  tons  per  square  inch  in  compression.  The 
maximum  moment  of  resistance  is  162  in.-tons.  find  (a)  the  flange  and  web 
areas,  (it)  the  length  of  the  beam  so  that  its  stiffness  might  not  exceed  .001, 
(c)  the  net  weight  of  the  beam,  and  (d)  the  work  of  flexure,  E  being  7500 
tons. 

Ans.  (a)  9,  3},  and  4i  sq.  ins.;  (b)  9  ft.;  (c)  11.775  tons;  .020736  in.-tons. 

163-  A  cast-iron  girder  of  20  ft.  span  has  a  top  flange  of  4"  X 1  }">  ^  bottom 
flange  of  12"X11",  and  a  web  of  16"XIi".  Find  the  position  of  the  neutral 
axb.  If  the  maximum  tensile  stress  is  2000  Ibs./sq.  in.,  find  the  uniformly 
distributed  load  which  the  girder  may  carry  and  the  maximum  compressive 
stress. 

364.  A  cast-iron  girder  with  a  4"X1''  upper  flange,  a  25''X1''  lower  flange, 
and  a  20"X1"  web  must  not  carry  a  greater  load  than  will  develope  tensile 
and  compressive  stresses  of  2000  and  5000  lbs  'sq.  in.  respectively.  Deter- 
mine the  moment  of  resistance  of  the  section.  Ajis.  2,158,369  in. -lbs. 

365.  A  cast-iron  girder  of  25  ft.  span  has  a  bottom  flange  of  36  sq.  ins. 
sectional  area.  Find  the  moat  economic  arrangemei^  of  material  for  tho 
web  and  top  flange  which  will  enable  the  beam  to  carry  a  load  of  18,900  lbs. 
at  10  ft.  from  one  end,  the  tensile  and  compressive  working  strengths  being 
2000  and  5000  Ibe./sq.  in.  respectively.  Assume  that  the  thickness  of  Ihe 
web  is  a  traction  of  its  depth. 

An».  Dcpth-2U  ina-;  area  of  web-2S.8  sq.  ins.;  area  of  top  flange 
-5.76  sq.  ins. 

166.  A  double-flanged  cast-iron  ^rder  has  a  sectional  area  of  x  sq.  ins.; 
the  web  is  1  in.  thick  and  21  ins.  deep;  the  moment  of  resistance  of  the  section 
is  100,950  ft.-lbs.;  the  coefficients  of  strength  are  2100  Ib.s./sq.  in.  in  tension 
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and  5250  lbs.  in  comprea»on.    Find  x,  the  position  of  the  neutral  axis,  and  ' 
the  areas  of  the  two  flanges.  An».  o,-29iWsq.inB.;  a,'51i  sq.  ins. 

367.  Find  the  safe  difltribut«d  load  for  a  caat-iron  beam  of  the  foUowii^ 
dimensions:  Top  flange,  3"X!";  bottom  flange,  8"X15";  web,  1.25  ins. 
thick;  total  depth,  10  ins,;  with  (a)  the  bottom  flange  in  tension,  (b)  when 
inverted;  span,  12  ft.;  skin  strees,  3000  Ibs./sq,  in.  Also  find  the  safe  central 
loads  for  a  stress' of  3000  Ibs./aq.  in,,  including  the  stress  due  to  the  weight 
of  the  beam.     The  beam  is  of  constant  eross-aection. 

Ans.  Co)  5,7  and  2.65  tons;    (6)  3.2  and  1.4  tons. 

268,  Determine  the  thickness  of  the  metal  in  a  cast-iron  beam  of  12  ft. 
span  and  8  ins.  deep  which  has  to  cany  a  uniformly  distributed  load  of  4000 
lbs.,  the  section  beii^  (a)  a  hollow  square;  (6)  a  circular  annulus.  The  coeffi- 
cient of  working  strength -3000  Ibs./sq.  in.  Also  find  the  Uouting  safe  span 
of  the  beam  under  its  own  weight. 

Ans.  Neglecting  weight  of  beam,  (a)  .317  in.;  (6)  .3338  in.  Taking  weight 
of  beam  into  account,  (o)  .599  in.;  (6)  .727  in.  limiting  span -39.527  ft.  in 
(a)  and  -32.69  ft.  in  (b). 

369.  The  effective  length  and  depth  of  a  cast-iron  girder  which  failed 
under  a  load  of  18  tons  at  the  centre  were  57  ins.  and  5^  ins.  respectively;  the 
top  flange  was  2,33  ins.  by  .31  in.,  the  bottom  flange  6.67  ins.  by  66  ins.,  and 
the  web  was  ,266  in.  thick.  Assuming  that  the  ordinary  theory  of  flexure 
held  good,  what  were  the  maximum  intensities  of  stress  in  the  flanges  at  the 
point  of  rupture?  Am.  }i  — 12.36  tons/sq.  in. ;  fe  —44.9  tons/sq.  in. 

370.  A  douUe-dangcd  cast-iron  girder  14  ins,  deep  and  20  ft.  between 
supports  carries  a  uniformly  distributed  load  of  20  tons.  Find  suitable  dimen- 
sions for  the  section,  the  tensile  and  compresMve  inch-stresse3  being  2  tons 
and  5  tons  respectively.      Also  find  the  stiffness  of  the  beam,  E  being  8000 

Am.  Let  thickness  of  web- 1  in.;  o,-22JJBq- ins.;  0,-4^  sq. ins.;  stiff- 
ness-.001875. 

371.  A  cast-iron  beam  with  a  30"X1"  web  is  subjected  to  a  bending 
moment  of  2400  in.-tons,  the  coefllicient  of  strength  being  2  tons  in  tendon 
and  8  tons  in  compression.  Find  the  position  of  the  neutral  axis  and  the 
areas  of  the  tension  and  compression  flanges. 

Arts.  6  ins.  from  foot  of  web;  H  sq.  ins.,  50  sq.  ina, 
173.  The  central  section  of  a  cast-iron  girder  is  lOJ  ins.  deep;  its  web  area 
is  five  times  the  area  of  the  top  flange,  and  the  moment  of  resistance  of  the 
section  is  360,000  in.-lbs.;  the  tensile  and  compressive  intensities  of  stress 
are  3000  and  7500  Ibs./sq.  in.  respectively.  Find  the  span  and  load  so 
that  the  girder  may  have  ft  sii;f?ie8<-. 001,  E  being  17,000,000  lbs. 

Ans.  0,- 12iS  sq.  ins.;  a,— Ijj  sq,  ina.;  cd+a^— 9H  sq.  ins.;  3paD'>136 
ins,;   uniformly  distributed  load -^21, 176 iV  Iba, 

373.  I>et«rmioe  suitable  dimensions  for  a  cast-iron  girder  of  20  ft.  span 
and  24  ins.  deep,  carrying  a  load  of  30,000  lbs.  at  the  centre,  the  coefficients 
of  working  strength  in  tension  and  compression  being  respectively  2000  and 
-5000  lbB./Bq.  in.  Atis.  Qi -4i' sq.  ina.;  .^'-H*  sq.  ins,;  a,=Vsq.ins. 

374.  The  dimensions  of  the  section  of  a  cast-iron  girder  are  the  following: 
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Top  flange,  6"X2";  bottom  fiange,  12"X3"(  web,  16"X2".  Det«rmme  the 
portion  of  tbe  neutral  axis  and  the  moment  of  resistance,  the  maximum 
tensile  and  compresuve  stresses  being  2  tons  and  6  tons  respectively. 

375.  Determine  the  dimensions  of  a  cast-iron  beam  at  a  section  whose 
moment  of  resistance  is  800  in.-tooa  and  whose  depth  is  18  ins.,  taking 
2  tons/sq.  in.  as  the  maximum  tensile  intensity  of  stress. 

Ana.  Oj-Vi'sq-  ina-l  A'-Vfeq.  ins.;  a,-ff  sq.  ins. 

376,  A  4"X4"Xi"  inverted  T  section  is  used  as  a  beam  for  a  span  of 
12  ft.,  the  uniformly  distributed  load  on  the  flange  being  0.6  ton,  Knd  the 
maximiun  tensile  and  compressive  skin  stresses. 

Am.  4}  tons  (comp.),  1{  tons  (tens.). 
*77.  A  sample  cast-iron  ^rder  for  the  Waterloo  Com  Warehouses,  Liver- 
pool, 20  ft.  7)  ins.  in  length  and  21  ins.  in  depth  (total)  at  the  centre,  was  placed 
upon  supports  18  ft.  1^  ins.  apart,  and  tested  under  a  uniformly  distributed 
load.  The  top  flange  was  5"XlJ",  the  bottom  flange  was  18"X2",  and  thu 
web  was  1)  ins.  thick.  The  girder  deflected  .15  in.,  .2  in.,  .25  in.,  and  .28  in. 
under  loads  (including  weight  of  girder)  of  63,763  lbs.,  88,571  lbs.,  107,468  lbs., 
and  119,746  lbs.,  respectively,  and  broke  during  a  sharp  frost  imder  a  load 
of  390,282  lbs.  Find  the  mean  coefficient  of  elasticity  and  the  central  flange 
stresses  at  the  moment  of  rupture. 

Ana.  / -3309.122;  .£-17,279,567  lbs.;  20,121  Ibfl.,  47,168  lbs. 
17S.  The  effective  length  and  central  depth  of  a  cast-iron  ^der  resting 
upon  two  supports  were  respectively  1 1  ft.  7  ins.  and  10  ins. ;  the  bottom  flange 
was  10  ins.  wide  and  1}  ins.  thick ;  the  top  flange  was  2^  ins.  wide  and  { in.  thick; 
the  thickness  of  the  web  was  ]  in.  Tbe  ^rder  was  tested  by  being  loaded  at 
points  3}  ft.  from  each  end,  and  failed  when  the  load  at  each  point  was  17i 
tons.  What  were  the  total  central  flange  stresses  at  the  moment  of  rupture? 
What  was  the  central  deflection  when  the  load  at  each  point  was  7^  tons? 
(£-18,000,000  lbs.,  and  the  weight  of  the  ^rder-3368  lbs.) 

Am.  164,747.4  lbs.;  .353  in. 
179.  Tbe  dimensions  of  the  section  of  a  castr-iron  ^rder  are  the  following: 
Top  flange,  4"Xlf' ;  bottom  flange,  12"Xli";  web,  16"Xii".  Determine 
the  poeitioQ  of  the  neutral  axis  and  calculate  the  moment  of  inertia  of  the 
section,  f^nd,  also,  the  moment  of  resistance,  the  greatest  permissible  ten-  - 
sfle  and  compressive  stresses  being  2}  and  7i  tons/sq.  in.  respectively.  If 
the  ^rder  is  20  ft.  long,  and  is  supoprted  at  its  two  ends.  And  also  the  greatest 
safe  load  which  it  will  carry  when  uniformly  distributed  along  its  length. 

Am.  7i  ins.  from  top;  22804  in.-units;  800  in.-tons;  26}  tons. 
3S0.  A  continuous  beam  of  four  equal  spans  carries  a  uniformly  distributed 
load  of  ui  intensity  per  unit  of  length.  The  second  support  is  depressed  a 
certain  distance  d  below  tbe  horisontal,  and  the  reaction  at  the  second  sup- 
port is  twice  that  at  the  .first.  Show  that  tbe  reactions  at  the  first,  second, 
third,  fourth,  and  fifth  supp^ts  are  in  the  ratio  of  the  nimibers  15,  30,  36, 
34,  and  13;  find  d.  With  this  same  value  of  if  find  the  reactions  when  one 
end  is  fixed. 

Ans.  d-^Yr    244nrf,  285rwi,  457jifli,  407ruT,  158iru?,  where  --388. 
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.  aSi,  A  continuoua  girder  of  three  spans,  the  side  spans  being  equal,  carries 
a  uniformly  distributed  load  of  intensity  to.  Find  the  error  in  the  B.M.  at 
the  intermediate  support,  if  an  error  A  is  made  in  the  length  (a)  of  the  centre 
span,  (6)  of  a  side  span.  If  the  three  spaas  are  each  of  length  I,  show  that 
this  error  is  .O^il  in  the  first  case  and  .llwil  in  the  second  case. 

aSa.  A  wrought-iroa  {prder  of  I  section,  2  ft.  deep,  with  flanges  of  equal 
»rea  and  having  their  joint  area  equal  to  that  of  the  web,  viz.,  48  sq.  ins., 
carries  \  ton  per  lineal  foot,  is  100  ft.  long,  consists  of  five  equal  spans,  and 
la  continuous  over  six  supports.  Find  the  reactions  when  the  third  support 
is  lowered  l^  in.  How  much  must  this  support  be  lowered  so  that  the  reaction 
may  be  nil  at  (a)  the  first  support,  (b)  the  third;  (c)  the  fifth?  How  much 
must  the  support  be  raised  so  that  the  reaction  may  be  nil  at  {d)  the  second, 
<e)  the  fourth,  and  {/)  the  sixth  support?     (E-16,500  tons.) 

Ana.  R,-2H;  «,-J5!l;  fi.-3A;  A-UU;  fl.-9A;  fi.-4A  tons,  (a) 
IJins.;  (6)    min.;  (c)  2Hin8.;    (d)   lAVins.;  (e)  Mr  ins.;  (/)  ft*  ins. 

aSj.  Each  of  the  main  girders  of  the  Torksey  bridge  is  continuous  and 
consists  of  two  equal  spans,  each  130  ft.  long.  The  girders  are  double-webbed; 
the  thickness  of  each  web  plate  is  }  in.  at  the  centre  and  |  in.  at  the  abut- 
ments and  centre  pier;  the  total  depthof  the  girders  is  10  ft.,  and  the  depth  from 
rantre  to  centre  of  the  flanges  is  9  ft.  4^  ins.  Find  (o)  the  reactions  at  the 
supports,  and  also  (b)  the  points  of  inflection,  when  200  tons  of  live  load  cover 
one  span,  the  total  dead  load  upon  each  span  being  ISO  tons  uniformly  dis- 
tributed. The  top  flange  is  cellular;  its  gross  sectional  area  at  the  centre 
of  each  span  is  51  sq.  ins.,  and  the  corresponding  net  sectiooal  area  of  the  bottom 
flange  is  55  aq.  ins.  Determine  (c)  the  flange  stresses  in  tons  per  square  inch,  and 
(rf)  the  position  of  the  neutral  axis.  (/  —372,600.)  Also  (e)  determine  the 
reactions  when,  (irsl,  B  and,  second,  C  are  lowered  1  in.  (^  —  16,900  tons, 
and  depth  of  top  flange  — 11.818  ins.) 

Ans.  (a)  155,  350  and  55  tons;  (b)  106^  and  79}  ft.  from  end  supports; 
(c)  6.7  and  7.3  in  loaded  span,  1.13  and  1.22  in  unloaded  span;  {d)  58.3 
ins.  from  centre  line  of -top  flange;  (e),  ;?rs(,  155.415,  349.17,  and  55.415 
tons;  second,  154.793,  305.414,  54.793  tons. 

aS4.  A  continuous  girder  ABODE  of  four  spans,  each  of  length  l,-  rests 
upon  supports  at  A,  B,  C,  D,  and  E,  and  carries  a  uniformly  distributed  load 
of  intensity  w.  By  how  much  must  the  supports  at  B,  C,  and  D  be  lowered, 
00  that  the  reactions  at  the  five  supports  may  be  equal? 

23w;^    1^'    23 j£p 
■^'"-  mEI  '  5El''  40Er 

aSs.  A  continuous  girder  of  two  spans  of  60  ft.  and  90  ft.  respectively  is 
loaded  with  a  uniformly  distributed  load  of  2  tons  per  foot-run.  Determine  the 
reactions  at  the  piers  and  the  B.M.  over  the  centre  support  (a)  when  the  ends 
rest  upon  the  supports;  (b)  when  the  end  of  the  short  apan  is  fixed  horizon' 
taUy. 

Ans.  (o)  33i,  193i,  and  72^  tons;  1575  ft.-tons. 

(b)  36i,  19031,  and  72}  tons;  -125  and  -1550  ft.-tona. 
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386.  A  rolled  steel  joist,  40  ft.  in  length,  depth  10  uis.,  breadth  5  ins.,  thick- 
ness throughout  J  in.,  is  continuous  over  three  supports,  forming  two  spans 
of  20  ft.  each.  What  uniformly  distributed  load  would  produce  a  maximum 
stress  of  5^  tons/sq.  in. 7  Sketch  the  diagrams  of  bending  moments  and 
shear  force.  Ans.  I5iV  tons. 

287.  A  continuous  girder  of  three  spans  carries  a  load  of  1  ton  per  lineal  foot. 
The  tvo  side  spans  are  28  and  84  ft.  in  length,  and  the  intermediate  span 
is  56  ft.  in  length.  Find  the  reactions  and  the  B.M.'s  at  the  supports  (a) 
-when  the  two  ends  rests  upon  supports;  (b)  when  the  end  of  the  28-ft.  span 
13  fixed  to  the  support. 

Atis.  (a)  Reaetiona,  12H,  32^,  89H,  and  33II  tons;  B.M.'i,  -45 
and  -677  ft.-tons. 
(6)  ReaeHom,   l^,.  100**,  -3A,  69A  tons;    B.M.'s,  +53,'t. 
-302K,  and  -625H  ft.-tons. 
388.  A  continuous  girder  fixed  at  one  end  has  three  equal  Bpana  each  of 
104  ft.     Determine  the  B.M.'s  and  reactions  at  the  supports  when  a  load  of 
104  tons  is  uniformly  distributed,  (a)  on  the  span  next  the  fixture;  (6)  on  the 
middle  span;    (e)  on  the  remaining  span.      Hence  deduce  (d)  the  correspond- 
ing results  when  the  whole  girder  carries  a  uniformly  distributed  load  of  1  ton 
per  lineal  foot. 

Ang.  BM.'s,  (a)    -1144,    -416,   +104  ft.-tons;    (b)   +312,  -624,    -520 
ft.-tons;  (e)  -104,  +208,  -728  ft.-tons;  (rf)  -936,  -832,  -1144 
ft.-tons. 
Readumt,  (a)  59,  1,  -6,  50  tons;  (6)  -9,  +62,  -5,  +56  tons;  (c)  3, 
-12,  +68,  +45  tons;   (d)  53,  100,  118,  41  tons. 
3S9.  A  continuous  girder  180  ft.  long  consists  of  two  spans  of  100  ft.  and 
of  80  ft.     The  smaller  span  carries  a  uniformly  distributed  load  of  80  tons. 
Find  the  force  required  to  hold  the  outer  end  of  the  luiloaded  span  upon  its 
support,  and  also  det«nnine  the  remaining  reactions  and  the  B.M.  at  the 
intermediate  pier. 

Ans.  Required  force— 3i  tons;  35j  tons,  48  tons;  355(  in.-tons. 
.  ago.  A  continuous  girder  of  three  spans,  the  outside  spans  being  equal, 
is  uniformly  loaded.  What  must  be  the  ratio  of  the  lengths  of  the  centre 
and  a  side  span  so  that  the  neutral  axis  may  be  horizontal  over  the  intermediate 
supports?  What  should  the  ratio  be  if  the  centre  span  is  hinged  (a)  at  the 
centre ;  (6)  at  the  points  of  triaection?     Ans.  v^  i  v^;  (a)  1 : 1 ;  (b)  3 :  2  V^. 

391.  A  girder  carrying  a  iiniformly  distributed  load  is  continuous  over 
four  supports,  and  consists  of  a  centre  span  (y  and  two  equal  side  spans  (i,). 
Pind  the  ratio  of  ^  to  ^,  so  that  the  neutral  axis  at  the  intermediate  supports 
may  be  horizontal.  Also  find  the  value  of  the  ratio  when  a  hinge  is  intro- 
duced (a)  at  the  middle  point  of  the  centre  span;  (6)  at  the  points  of  tri- 
aection of  the  centre  span;  (c)  at  the  middle  points  of  the  half  lengths  of  the 
centre  span.  ^^hlLbl    —    ^    — 

'*"*■  V~3' V~l'  V~9'  V~4' 
391.  A  continuous  girder  ABCD  is  fixed  at  A,  rests  upon  supports  at  B, 
C,  and  D,  and  carries  a  uniformly  distributed  load.     If  the  reactions  at  A, 
B,  C,  D  toe  equal  show  that  the  ratio  of  the  length  of  CD  to  AB  must   be 
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greater  than  unity  and  lesa  than  i.    Also,  if  CD  is  equal  to  five  fourths  of 
^B,  show  that  AB:BC:CD:A:7;5. 

a93.  A  girder  consists  of  two  spans  AB,  BC,  each  of  length  I,  and  a  con- 
tinuous  over  a  centre  pier  B-  A  uniform  load  of  length  2a(_<t)  and  of  in- 
tenKty  w  travels  over  AB.  Find  the  reactions  at  the  supports  for  any  ^ven 
position  of  the  load,  and  show  that  the  bending  moment  at  ttie  centre  pier 

is  a  maximum  and  equal  to  j  y—  ( ^  ~  TT  I  ^^^  ^^  centre  of  the  load  is  at 


'(YY 


3vT\ 
from  A. 


3g4.  Show  that  a  uniformly  loaded  and  continuous  ^rder  of  two  equal 
spans  with  both  ends  fixed  is  2.08  times  as  stiff  as  if  the  ends  were  free  and 
merely  rested  on  the  supports. 

29S-  A.  continuous  girder  of  two  spans  AB,  BC  rests  upon  supports  at 
A,  B.  A  uniformly  distributed  load  EF  travels  over  the  girder.  (7|  is  the 
centre  of  gravity  of  the  portion  BE  upon  AB,  and  G,  that  of  the  portion  BF 
upon  BC.    If  the  bending  moment  at  0  is  a  maximum,  show  that 

AEEB    AO, 
CFFB'CG,- 

396.  A  continuous  girder  rests  upon  three  supports  and  consists  of  two 
unequal  spans  AB{—1,),  BC  {—Q.  A  uniform  load  of  intensity  to  travels 
over  AB,  and  at  a  given  instant  covers  a  length  AD  (— r)  of  the  span.  If 
ftu  Ai  are  the  reactions  at  A  and  C  respectively  show  that 


RA''i-R-l.'-v^(k'-lrk+~^. 


Draw  a  diagram  showing  the  shearing  force  in  front  of  the  moving  load 
as  it  crosses  the  ^rder. 

If  the  Uve  load  may  cover  both  spans,  show  that  the  shearing  force  at 
any  point  £>  is  a  maTJmiim  when  AD  and  BC  are  loaded  and  BD  unloaded. 
Illustrate  this  force  grapkicaUy,  taMug  into  account  the  dead  load  upon  the 
girder. 

3VI.  A  girder  of  uniform  section  rests  on  two  supporta  at  its  ends  on  the 
same  level  and  is  loaded  in  such  a  manner  that  the  area  of  the  bending-moment 
diagram  is  A,  and  the  distance  of  the  centre  of  gravity  of  that  diagram  from 
the  middle  of  the  span  (measured  horizontally)  is  c,  the  span  of  the  beam  being 
2a.  If  the  beam,  instead  of  merely  being  supported  at  each  end,  has  ita  ends 
built  in  horiEOntalty,  show  that,  with  the  same  loading  as  before,  the  bending 
moments  at  the  two  ends  are  given  by 

,a±3e 


j8.  A  continuous  girder  of  two  spans  AB,  BC  has  its  two  ends  A  and 
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C  fixed  to  the  abutments.  The  load  upon  AB  is  a  weight  P  distant  p  from 
A,  and  that  upon  BC  a  weight  Q  distant  q  from  C.  The  length  of  AB-li, 
of  BC—lf  The  bending  moments  at  A,  B,  C  are  if,,  J(/„  Jtfi,  respectively. 
The  areas  of  the  bending-moment  curves  for  the  spans  AB,  BC  assumed  to 
be  independent  girdere  are  Ai,  A„  respectively.     Show  that 

M,l,  +  M,(,l,  +iO  +.VJ.-  -2(A,+^J 
and  M,{1,  +W  -  -2[A,p+A^). 

If  ii— i,— /,  show  that  3/,  is  a  n«mmwm  if 

2liPp-Qq)-UPp'-Qq^. 

»©9.  A  continuous  girder  AC  consists  of  two  equal  spans  AB,  BC  of  15  m, 
each.  DetetmiDe  the  bending  moments  at  the  supports,  the  maximum  inter- 
mediate bending  momenta,  and  the  reactions  (a)  when  the  load  upon  each 
span  is  3000  k./m.;  {6)  when  the  load  per  metre  is  3000  k.  upon  AB  and 
1000  k.  upon  BC.  Consider  three  cases,  vii.,  (I)  when  both  ends  of  the 
girder  are  free;  (II)  when  both  ends  are  fixed;  and  (III)  when  one  end  is 
free  and  the  other  fixed. 

Ajis.  Cam  I.  (a)  B.H.'b,  -M,375  kjn.,  47,460.9375  k.m. 
Reaclion,  16,875  k.,  56,250  k. 
(b)  B.M.'s,  -56,250k.m.,58,593.75k.m., 7031.25 k.m. 
Reaction,  18,750  k.,  37,500  k.,  3750  k. 
Cam    II.  (a)  B.M.'s,  -56,250  k.m.,  28,125  k.m. 
Reaetiotu,  22,500  k. 
(6)  B.M.'g,  -65,625k.m.,  -37,500k.m.,  -9375kjn., 
33,398.4375  k.m.,  64,453,125  k.m. 
Reaetioru,  24,375  k.,  30,000  k.,  5625  k. 
Caaii  III.  (a)  B.M.'g,  -48,2141  kjn.,  -72^1*  k.m.,  24,537H1 
k.m.,  52,088l^H  k-m. 
Readione,  20,892f  k.,  51,428}  k.,  17,678t  k. 
(fc)  B.M.'s,  -64,2851  kjn.,  -40,178* k.m.,  -32^73iVV 
k.m.,  11,623M  km. 
ReaetioM,  24,107*  k.,  31,071|  k.,  4821|  k. 

300.  A  viaduct  over  the  Garonne  at  Bordeaux  consists  of  seven  spans, 
vis.,  two  end  spans,  each  of  57.375  m.,  and  five  intermediate  spans,  each  of 
77.06  m.;  the  main  girders  are  continuous  from  end  to  end,  and  are  each 
subjected  to  a  dead  load  of  3050  k.  per  lineal  metre.  Under  a  live  load  of  405  k. 
per  metre  determine  the  absolute  maximum  bending  moment  at  the  third 
support  from  one  end.  Also  find  the  corresponding  reactions,  the  points  of 
inflection,  and  the  nnnrimiim  deflection  in  the  first  and  second  spans. 

Ans.  4,125,659  k.m.;  reactimg,  46,479  k.,  381,008  k.;  poinle  of  infkelum, 
15.24  m.  from  end  support  for  first  span;  7.88  m.  and  6374  m.  from  second 
support  in  second  span. 

301.  A  girder  of  two  spans  each  of  100  ft.  is  continuous  over  the  three 
supports  A,  B,  and  C.  Draw  the  S.P.  and  B.M.  diagrams  for  a  uniformly 
distributed  load  of  100  tons  on  AB  and  50  tons  on  BC  (a)  when  B.M.  ia  nil 
at  A  and  at  C,  (b)  when  A  is  fixed  horizontally. 
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303.  A  horizontal  continuous  girder  of  three  equal  apsne,  resting  upon 
supports  at  A,  B,  C,  D,  carries  a  uniformly  distributed  load.  Show  that  the 
bending  moments  at  the  intermediate  supports  will  be  unaffected  when  the 
supports  B,  C,  D  are  depressed  below  the  horizontal,  provided  that  the  amounts 
of  the  depressions  are  in  the  ratios  of  1  to  2  to  3. 

303.  The  bridge  over  the  Grande  Baise  conusts  of  two  equal  spans  of 
19.8  m.;  each  of  the  main  girders  is  continuous  and  rests  upon  abutinents 
at  the  ends.  Find  the  position  of  the  points  of  inflection,  the  bending  moment 
at  the  centre  support,  the  maximum  intermediate  bending  moment,  and  the 
maximum  flange  stress  (a)  under  the  dead  load  of  1700  Ic.  per  hneal  metre; 
(b)  under  the  same  dead  load  together  with  an  additional  proof  load  of  2000  k. 
per  Uneal  metre  on  one  span.  The  depth  of  the  girder— 3.228  m.,  and 
/ -.093929232444. 

Ana.  (a)  14.85  m,  from  the  abutmento;    83,308.5  k.m.;    46,861  A 
k.m.;    1.4315  k./sq.  mm. 
(6)  16.18  m.  from  abutment  on  loaded  side;  11.138  m.  from 
abutment  on  unloaded  «de;  132,313.5  k.m.;  121,196.32 
k.m.;  2.27356  k./sq.  mm. 

304.  A  continuous  girder  of  three  equal  spans  is  uniformly  loaded.     By 

how  much  must  the  two  intermediate  supports  be  depressed  to  produce  the 

7  td' 
same  reactions  at  all  th«  supports?  Ant.  55^;^. 

305.  A  horizontal  girder  ABC  ia  fixed  at  A,  rests  upon  supports  at  B  and 
C,  and  carries  a  uniformly  distributed  load  2W.  If  ui  error  J  is  made  (I) 
in  AB,  (2)  in  BC,  find  the  cooaequent  errors  in  the  B.H.'s  at  A  and  B,  and 
if  AB  —BC,  show  that  these  errors  are 

306.  A  uniform  beam  ia  supported  by  four  equidistant  props,  of  which 
two  are  terminal.  Show  that  the  two  points  of  inflection  in  the  middle  seg- 
ment are  in  the  same  horizontal  plane  as  the  props. 

307.  The  horizontal  girder  ABC  ia  fixed  at  A  and  rests  upon  supports 
at  B  and  C,  AB  being  equal  to  BC.  If  the  depression  of  C  is  n  times  that 
of  B,  and  if  R,,  R,,  Ri  are  the  reactions  at  A,  B,  C,  respectively,  show  that 
ff.(48-17n)  +fl.C8-n)  -fl.(80-23n). 

308.  A  continuous  girder  of  two  equal  spans  (f)  is  uniformly  loaded.  Show 
that  the  ends  wilt  just  touch  their  supports  if  the  centra  support  ia  raised  ^.. 

3og.  The  horizontal  girder  ABC  is  fixed  at  A,  re^B  upon  supports  at  B 
and  C,  and  carries  weights  W,  and  IT,  concentrated  at  the  middle  points 
d  AB  and  BC  respectively,     find  the  reactions  and  the  bending  moments 
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t.t  A  AoA  B.  If  AB-BC  and  if  IF, -SIT,,  show  that  the  moment  of  fixture 
is  nil,  that  the  bending  moment  at  B  ia  — |Tf,ji£,  and  that  the  reactions 
at  ^4,  B,  and  C  are  iW„  V-W,,  and  {W,,  respectively. 

How  much  must  B  be  lowered  so  that  the  reaction  at  B  may  be  nil  f  Find 
the  correaponding  reactions  at  A  and  C.  How  much  must  C  now  be  lowered 
BO  that  the  reactions  may  be  the  same  as  before? 

4XdepreBHon  of  B. 
310.  A  continuous  girder  consists  of  two  spans,  each  50  ft.  in  length;  the 
effective  depth  of  the  girder  is  8  ft.  If  one  of  the  end  bearings  settles  to  the 
extent  of  1  in.,  find  the  maximum  increase  in  the  flange  and  shearing  stress 
caused  thereby,  and  show  by  a  diagram  the  change  in  the  distribution  of  the 
stresBM  tfarouj^ut  the  gir<iUr.  (.Wume  the  section  of  the  ^rder  to  be  uni- 
fonn,  and  take  £-2.9,000,000  lbs.) 


Ana.  Increase  of  maximum  B.M.  —^Vf 


21610    V' 


V21610 
"        "  shearing  force     "HA 
10  being  weight  per  foot  of  length  and  /  the  moment  of  inertia. 
311.  The  horizont^  girder  ABC  is  fixed  at  A  and  rests  upon  supports 
at  B  and  C.     K  AB  ian  times  BC,  show  that  the  bending  moments  at  A  and 
£  are  in  the  ratio  of  n"+2n'-l  to  n'+2. 

311.  A  continuous  girder  of  two  equal  spans  is  fixed  at  one  of  the  end 
supports.  The  girder  carries  a  unifonnly  distributed  load  of  intensity  w. 
_  If  the  length  of  each  span  is  I,  find  the  reactions  and  moment  of  fixture.  How 
much  must  the  intermediate  support  be  lowered  so  that  it  may  bear  none 
of  the  load?  How  much  should  the  free  end  support  then  be  lowered  to  bring 
upon  the  supports  the  same  loads  as  before? 

11    ,  16  ,   13    ,       IB/'     4tti*     iwl* 
An>.  ^l,  ^^^l.  2g«;i;  -^;  ^gEj;  jifij- 

313.  A  continuous-girder  bridge  has  a  centre  span  of  300  ft.  and  two  side 
spans,  each  of  200  ft.  The  dead  load  upon  each  of  the  main  girders  is  1250  lbs. 
per  lineal  foot.  In  one  of  the  side  spans  there  is  also  an  additional  load  of 
2500  lbs.  per  hneal  foot  upon  each  ^rder.  Find  (a]  the  reactions  and  points 
of  inBection.  How  much  (b)  must  the  third  support  from  the  loaded  end 
be  lowered  so  that  the  pressure  upon  it  may  be  just  zero? 

Ant.  (a)  Reactions,  305,460  lbs.;  655,850  lbs.;  322,516  lbs.;  91,175 
lbs. 
B-V.'s,  13.908,000  ft.-lba.;  6,765,100  tt.-lba. 
PoinU  0/  injUcHon.  For  aide  spans,  162|f  and  145tf  ft. 
from  end  supports;  for  centre  span,  distance  x  from  end 
13900      4025000    „ 


support  is  given  by  x'  - 


21 
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314.  A  continuous  girder  AC  consists  of  two  equal  spans  AB,  BC,  each 
of  length  I,  and  carriefl  a  uniformly  distributed  load  of  intensity  10  upon  AB, 
and  of  intensity  nw  upon  BC.  Determine  the  bending  momenta  at  the 
supports,  the  maximum  intermediate  bending  moments,  and  the  reactions 
(a)  when  both  ends  of  the  girder  are  fixed;  (b)  when  one  end  A  is  fixed  and 
the  other  free.  If  to,  =w,— w,  find  (c)  the  points  of  inflection  and  (d)  maxi- 
mum deflection  for  each  span  in  each  case. 


1.  (0) 

B.M.\ 

.^in-S 

1;    -2J(»  + 

1)!  Jj-a+Sn); 

lS<«3- 

-22n+3»-); 

j^(243n'-211»  +  35). 

«-*»•.  K'"- 

»);  f'(l+" 

);  jf(-l+l>»). 

w 

BM.'M, 

-g<a- 

■ny,  0;  -i 

f(i+2»); 

"'"ran 

-aOn  +  Sn*); 

A-l+12«)-. 

ReaOvma,  ^(IB-Sn);  ^(13  +  19n);  ^(-l+12n).  , 

(c)  Point*  of  inflection  at  .2121  and  .7881  from  fixed  ends. 
Maximum  de^iecHon  at  middle  point  of  span  and  —  r^^  ^■ 

(d)  Points  of  inflection  for  AB  at  .1951  and  .7341  from  A;  for 

BC  at  y^I  from  C. 

Maximum  deflection  for  AB  in  (c)  at  .Ml  from  A  and 

■473  £/■ 

"  "for  BC  in  (d)  at  r^  (ap[ax)ximate]y 

1  (o2* 
from  C  and  —  —  -p-.  (approximately) , 

315.  A  vertical  rov  of  water-tight  sheet  piling  30  ft.  high  is  supported 
by  a  series  of  uprights  placed  8  ft.  centre  to  centre  and  securely  fixed  at  the 
base,  while  the  upper  ends  are  kept  in  the  vertical  by  struts  sloping  at  45°. 
If  the  water  rises  to  the  top  of  the  piling,  find  (a)  the  thrust  on  a  strut;  (b) 
the  maximum  intenuty  of  stress  in  an  upright;  (c)  the  amount  and  position 
of  the  maximum  deviation  of  an  upright  from  the  vertical.  If  the  piling 
is  strengthened  by  a  second  series  of  struts  eloping  at  45**  from  the  points 
of  maximvm  deviation,  find  (d)  the  normal  reactions  upon  an  upright  and 
the  bending  moment  at  its  foot.  What  (e)  will  be  the  reactions  and  bending 
moment  if  the  secondjow  of  struts  starts  from  the  middle  of  the  uprights? 

Ana.  (a)  45,000v^  lbs.; 

(b)  i(562S±j72,000v^)lbe./sq.  in.  at  ev^ft.  from  upper  end; 
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,  ,  62208000v'5       „/=-,, 

(c)   p- at  6V5  ft.  from  upper  end; 

(rf)  3645,  110,587.5  lbs.,  3,677,400  in.-lba. 

Ce)  8839.3  lbs.,  115.714.3  Iba.,  2,989,285.7  in.-lbs. 
3i6.  A  continuous  girder  ABCD  is  fixed  at  A,  rests  upon  eupports  at  B, 
C,  aud  D,  and  carries  a  uniformly  distributed  load.  If  the  reactions  at  A, 
B,  C,  and  D  are  equal,  show  that  the  ratio  of  the  length  of  CD  to  AB  must 
be  greater  than  unity  and  less  than  },  Also,  if  CD—iAB,  show  that 
AB:BC:CD:A:7:5. 

317.  The  Osse  iron  viaduct  consists  of  seven  spans,  viz.,  two  end  spans 
of  2B.S  m.  and  five  intermediate  spans  of  38  m. ;  each  main  girder  is  continuous 
and  carries  a  dead  load  of  1450  k.  per  lineal  metre.  Find  (a)  the  bending 
moments  at  the  supports  when  a  proof  load  of  2250  k.  per  lineal  metre  for 
each  girder  covers  all  the  spans;  and  sJso  (ind  (6)  the  absolute  maximum 
bending  moment  at  the  fourth  support.  Is  (c)  the  following  section  of  suffi- 
cient Htrength?^two  equal  flanges,  each  composed-  of  a  600-mm.X8-mm. 
plate  riveted  by  means  of  two  ]00-mm.X100-mm.xl2-mm.  an^es  to  a 
600-mm. X  10-mm.  vertical  web  plate  and  two  80-mm.XSO-mm.XlI-mm. 
angles  riveted  to  each  horizontal  plate  with  the  ends  of  the  horizontal  anus 
15  mm.  from  the  edges  of  the  plates,  the  whole  depth  of  the  section  being 
4.016  m.,  and  the  distance  between  the  web  plates,  which  is  open,  I>eing  2.8  m. 
If  insufficient,  how  would  you  strengthen  it? 

Ana.  (a)BM.'s,  416,518  k.m.,  452,790  kjn.,  443,722    k.m.;    (b) 
542,199  k.m. 
(c)  / -.14074440467  and  max.  Oange  stress/sq.  mm. -7.73  k. 
This  is  much  too  large.    The  section  may  be  strengthened  by  adding 
two    600-mm. X8-mm.   plates  to   each    flange.      I  is   thus   increased  by 
.0783425536,  and  the  flange  unit  stress  becomes  5  k./sq.  mm. 
3tS.  The  E^tressol  viaduct  consists  of  four  spans  of  25  m.;  the  main  girders 
are  continuous  and  their  ends  rest  upon  abutments;  the  dead  load  upon  each 
girder  is  1700  k.  per  lineal  metre.     Determine  the  position  of  poinLi  of  in- 
flection in  each  span,  the  reactions  and  bending  moments  at  the  supports 
when  an  additional  load  of  2000  k.  per  lineal  metre  crosses  (a)  the  first  span; 
(fr)  the  first  and  second  spans;   (c)  all  the  spans.      Also,  find  (d)  the  abtolute 
maximum  bending  moments  at  the  intermediate  supports,  and  (e)  deterTuine 
the  maximum  flange  stress  at  the  piers,  /  being  .093929232404. 

Am.  Let  z,,  x„  Xt,  xi  be  the  distances  of  the  points  of  inflection  in 

the  first,  second,  third,  and  fourth  spans  from  the  first, 

second,  fourth,  and  fifth  spans,  respectively. 

(o)a:,-19.4    m.,    x,'-28x, +  140-0,  i,'-24.ia^  +  120.S-0, 

Xj-20.168ra. 

BeacHons.  38,348,^  k.,  81,160^  k.,  34106f  k.,  49911^  k., 

16.473A  k. 
B.M.'»,  197,544^,  k,m.,  53,571*  k.m.,  119,419^  k.m. 
(6)  a:,-20.72  m.;  x.'-31.78x,  +  232.4-0,  i,'-2ai3i+140.6 
-0,  2,-19.38  m. 
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Reactions,  36,178^  k.,  107,S21f  k.,  62,064}  k.,  45,892f  k., 

17,142^. 
B.Af.'s,  258,928t  kjn.,  120,535f  k.,  102,678J  kjn. 
(e)  1,-19.64  m.-ak;   x,'-26.Sx,  +  134-0  &ad  x,~x^ 
Rtacliom,  36,339f  k.,  105,7Uf  k.,  85,892f  k. 
BM.'s,  247,7671  kjn.,  165,178*  kjn. 

(d)  264,508)}  k.m.  at  second  support  when  firet,  second,  and 

fourth  spans  are  loaded.     209,621|  k.m.  at  third  sup- 
'  port  when  second  and  third  spans  are  loaded. 

(e)  4.5  k./mm.'. 

31$.  If  the  three  supports  of  any  two  equal  consecutive  spans  of  a  con- 
tinuous girder  of  any  number  of  spans  are  depressed  below  the  horiumUl 
show  that  the  relation  between  the  three  bending  moments  at  the  supports 
wiU  be  unaffected  if  the  depresuon  of  the  centre  support  is  a  me&n  between 
the  depressions  of  the  other  two  supports. 

330.  Four  weights,  each  of  6  tons,  follow  each,  other  at  fixed  distances  of 
5  ft.  over  a  continuous  girder  of  two  spans,  each  equal  to  50  ft.  If  the  second 
and  third  supports  are  1  in.  and  IJ  ins.,  respectively,  vertically  below  the 
first  support,  iind  the  maximum  B.M.  at  the  intermediate  support. 

•*»•■  («™-4rao)  "-'«°'- 
3ai.  A  continuous  girder  of  two  equal  60-ft.  spans  is  fixed  at  one  of  the 
end  supports.  The  girder  carries  a  uniformly  distributed  load  of  1000  lbs. 
per  lineal  foot.  Find  the  reactions  and  bending  moments  at  the  points  of 
support.  How  much  must  the  intermediate  support  be  lowered  so  that  it 
may  bear  none  of  the  load?  How  much  should  the  free  end  be  Aen  lowered 
to  bring  upon  the  supports  the  same  loads  as  at  the  first? 

Ana.  Reactions -23,21f4,  57,142|,  19,642|  lbs.; 

Bending  moments  -]78,571f,  267,867+  ft.-lba. 
3>a.  Each  of  the  main  girders  of  a  railway  bridge  resting  upon  two  end 
supports  and  five  intermediate  supports  is  fixed  at  the  centre  support,  is  3  ft. 
deep  throughout,  and  is  designed  to  carry  a  uniformly  distributed  dead  load 
of  I  ton  and  a  live  load  of  i  ton  per  lineal  foot.  The  end  spans  are  es£b 
51  ft.  8  ins.  and  the  intermediate  spans  each  50  ft.  in  the  clear.  I^lnd  (a)  the 
reactions  at  the  supporte.  The  prders  are  single-webbed  and  double-flanged; 
the  flanges  are  12  ins.  iride  and  equal  in  sectional  area,  the  areas  for  the  inler- 
mediate  spans  being  13  sq.  ins.  and  17  sq.  ins.  at  the  centre  and  piers  respec- 
tively. Find  (h)  the  corresponding  moments  of  resbtance  and  flange  stresses, 
the  web  being  j  in.  thick. 

Ant.  {a)  15.356,  43.465,  35.740,  38.378  tons. 

(b)Al  centre,   .1757,  714,  978  in.-tons;    3.2,   1.3,  and  1.78 

tons/sq.  in. 

"  piers,  2488,  1698,  1692  in.-tons;    3.59,  2.45,  and  2.83 

tons/sq.  in. 

313.  In  a  certain  Howe-truss  bridge  of  eight  panels  the  timber  cross-tiM 

are  directly  supported  by  the  lower  chords,  and  are  placed  sufficiently  clfl% 
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to  distribute  tbe  load  in  an  approximately  uniform  manner  over  the  whole 
length  of  these  chords,  thus  producing  an  additional  atress  due  to  flexure. 
AsBuming  that  the  chorda  may  be  regarded  aa  girders  supported  at  the  ends 
and  continuous  over  seven  intennediate  supports  coincident  with  the  panel- 
points,  and  that  these  panel-points  are  in  a  truly  horizontal  line,  determine 
(a)  the  bending  moments  and  reactions  at  the  panel-points;  (it)  the  maximum 
intermediate  bending  momenta;  and  (c)  the  points  of  inflection  corresponding 

toaloadof  ui  per  unit  of  length,  I  being  the  length  of  a  panel.     (Take  —  —388.) 

Ant.  (.a)  B.M.'s,  0,  -ilnd',  -30rtci',  -33™/,  -32rui/'. 
Beaetuma,  ISSnel,  440noi,  374nrf,  392rwi,  386nrf. 

(b)  11,704.5  uj(rO';   5104.5uj(r/)';   6600.5up(r0';   6208.5iDCrZ)' 

(c)  The  points  are  defined  by  the  values  of  x  in  x—306rl- 

R,ll+z)  +R^-j(.l+x)' -0;  R,(.2l+x)+R,(Ux),  and 

Rt(3l+x)+R,(.2l+x)+Rt(.l+x)+Ra-^m+xy-0. 

334.  If  di,  du  dt,  d,  are  respectively  the  detlectJons  of  the  first,  second, 
third,  and  fourth  panel-points  in  question  323,  show  that  the  bending  moment 
at  the  middle  panel-point  (M4)  is  given  by 

-93JV/.--^(6ftf,-88d,4-24d,-6d,)+VW. 

325.  Four  loads,  each  of  12  tons  and  spaced  5,  4,  and  5  ft.  apart,  travel 
in  order  over  a  continuous  girder  of  two  spans,  the  one  of  30  and  the  other 
of  20  ft.  Place  the  wheels  so  as  to  throw  a  maximum  B.M.  upon  the  centre 
support,  and  find  tbe  correaponding  reactions.  Draw  a  di^am  of  B.M. 
.  and  find  the  maximum  deflection  of  each  span. 

Si6.  The  loads  upon  the  wheels  of  a  truck,  locomotive,  and  tender,  count- 
ing in  order  from  the  front,  are  7,  7,  10,  10,  10,  10,  8,  8,  8,  8  tons,  the  intervals 
being  5,  5,  3,  5,  5,  9,  5,  4,  5  ft.  The  loads  travel  over  a  continuous  girder 
of  two  50;ft.  spans  AB,  BC.  Place  the  locomotive,  etc.,  (a)  on  the  span  AB, 
so  as  to  ^ve  a  maximum  B.M.  at  B;  (b)  so  as  to  give  an  absolute  maximum 
B.M.  at  B. 

337.  An  eight-wheel  locomotive  travels  over  a  continuous  girder  of  two 
100-ft.  spans;  the  truck-wheels  are  6  ft.  centre  to  centre,  tbe  load  upon  each 
pair  being  8000  lbs,;  tbe  driving-wheels  are  8i  ft.  centre  to  centre,  the  load 
upon  each  pair  being  16,000  lbs.;  the  distance  centre  to  centre  between  the 
front  drivers  and  the  nearest  truck-wbeela  is  abo  8^  ft.  Place  the  locomotive 
so  as  to  throw  a  maximum  B.M.  upon  tbe  centre  support,  and  find  the  corre- 
sponding reactions. 

318.  A  single  weight  travels  over  the  span  AB  of  a  girder  of  two  equal 
spans,  AB,  BC,  continuous  over  a  centre  pier  B.     Show  that  the  reaction 
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at  C  ia  &  maximum  when  the  distance  of  the  weight  froui  /i  w  -p=  u 

A  and  C  rest  upon  their  supports,  and  when  the  distance  is  ^AB  if  the  two 
ends  are  fixed,    find  the  corresponding  bending  moments  at  the  central  pier. 

PI       2 

339.  The  weights  7,  7,  10,  10,  10,  10,  8,  8,  8,  8  tons,  taken  in  order,  pass 
over  a  continous  girder  of  two  spans,  each  of  50  ft.  and  fixed  at  both  ends, 
the  aucceasive  intervals  being  5,  5,  5,  5,  5,  9,  5,  4,  5  ft.  Place  the  wheels  so 
as  to  give  the  maximiun  bending  momeBt  at  the  centre  support,  and  find  its 
value.  Am.  First  wheel  25.8399  ft.  from  nearest  abutment; 

Max.  B.M.  -306.62  ft.-tons. 

330.  A  swing-bridge  of  200  ft.  length,  with  arms  each  of  90  ft.,  revolves 
a  turntable  of  20  ft.  diameter.  When  the  bridge  is  closed  find  the  reactions 
at  the  four  supports  due  to  a  load  of  3  tons  at  30  ft.  from  an  end  support. 


D.qit.zeaOvGoOt^lc 


CHAPTER  Vin. 
PILLARS. 

1.  Classification. — The  maimer  in  which  a  material  faila  under 
pressure  depends  not  merely  upon  its  nature  but  also  upon  its  dimen- 
sions and  form.  The  actual  compressive  strength  of  a  material  must 
be  determined  by  the  use  of  very  short  specimens,  in  which  there  is 
no  tendency  to  buckle  or  bend.  An  accurate  determination  of  the 
relation  between  the  stress  and  the  strain  cannot,  however,  well  be 
made  unless  the  length  of  the  specimen  exceeds  four  or  five  times  its 
least  transverse  dimension.  The  breakii^  load  does  not  change 
much  until  the  length  is  about  ten  times  this  dimension,  and,  if 
bending  is  prevented  by  means  of  slight  lateral  restraints,  will  remun 
practically  the  same  whatever  the  length  may  be.  If  lateral  re- 
straints are  not  employed,  the  tendency  to  buckle  or  bend  increases 
with  the  ratio  of  the  length  to  the  least  transverse  dimension.  De- 
noting this  ratio  by  s,  all  pillars  (or  columns)  vrith  ends  truly  fiat 
and  firmly  secured  may  in  general  be  divided  into  three  classes,  viz. : 

A.  Short  pillars,  in  which  s  does  not  exceed  4  or  6,  and  which 
fwl  under  a  direct  pressure. 

B.  Medium  pillars,  in  which  s  lies  between  4  and  about  30  for 
timber,  cast  iron,  and  hard  steel,  and  between  4  and  about  60  for 

.  ^Tought  iron  and  mild  steel.    The  failure  of  pillars  of  this  class  is 
due  partly  to  a  direct  pressure  and  partly  to  bending. 

C.  Long  pillars,  in  which  s  exceeds  about  30  for  timber,  cast  iron, 
and  hard  steel,  and  about  60  for  wrought  iron  and  mild  steel.  The 
failure  of  these  pillars  is  practically  wholly  due  to  flexure. 

2.  Manner  of  Failure. — The  manner  in  which  a  short  pillar  fails 
depends  upon  the  character  of  the  material. 

A  granular  or  crystalline  mass  may  give  way  suddenly  undef 
compression  and  be  reduced  to  powder. 
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More  frequently  hard  and  brittle  substances  like  glass,  bricks, 
stonesj  dry  timber,  cast  iron,  etc.,  which  possess  little  ductility, 
split  into  fragments,  and  sometimes  a  hard  vitreous  material  breaks 
up  into  prisms  (Fig.  552). 


U     M 


FiQ.  562. 


Fig.  563. 


Fia.  564. 


FiQ.555. 


The  failure  of  fibrous  and  granular  materials  like  timber,  bricks, 
cement  and  concrete  cubes,  artificial  and  cert^  natural  stones,  cast 
iron,  etc.,  is  usually  by  ehearii^  along  planes  obhque  to  the  line  of 
thrust,  and  the  more  honn^neous  the  material  is  the  more  nearly 
do  these  planes  coineide  with  the  planes  of  least  resistance  to  shear, 
which  theoretically  makes  an  angle  of  15°  with  the  axis  of  the  pil- 
■ar  (Chapter  V).  Thus  the  portions  of  the  fractured  pillar  assume 
the  forms  of  wedges  or  pyramids  (^gs.  553-558),  and  in  the  testing 
of  cement  and  concrete  cubes  it  not  infrequently  happens  that  a 
very  nearly  perfect  double  pyramid  (Fig.  556)  is  produced. 

None  of  the  materials  of  constructicm,  however,  are  truly  homo- 


Kig.  556.    FiR.  557. 


P^.558. 


geneous,  and  in  the  case  of  cast  iron  the  irregularity  of  the  texture 
and  the  hardness  of  the  skin  cause  the  angle  between  the  plane  of ' 
shear  and  the  direction  of  the  thrust  to  vary  from  32°  to  42".  Brick 
chimneys  agfun  sometimes  fail  by  the  shearing  of  the  mortar,  the 
upper  portion  sliding  over  an  oblique  plane. 

Bulging,  i.e.,  a  lateral  spreading  out  (Figs.  559,  560),  is  character- 
istic of  blocks  of  fibrous  materials,  e,g.,  wrought  iron,  copper,  lead, 
and  timber,  and  fracture  occurs  in  the  form  of  longitudinal  cracks. 

All  substances,  even  the  most  crystalline,  will  bulge  slightly  be- 
fore they  fail,  if  they  possess  some  degree  of  ductility. 


D.qit.zeaOvGoOt^lc 


HODOKmaON'S  rORMULM.  MS 

Biukling  ifi  characteristic  of  fibrous  loaterii^,  and  the  resistance 
of  a  pillar  to  buckling  is  always  less  than  ita  resistance  to  direct 
crushing,  and  is  independent  of  length. 

Thin  malleable  plates  usually  ful  by  the  bending,  puckering, 
wrinkling,  or  crumpling  up  of  the  fibres,  and  the  same  phenomena 
may  be  observed  in  the  case  of  timber  and  of  long  bars. 

In  the  transverse  testii^  of  timber  beams  the  initial  f^lure  is 
usually  made  evident  by  the  crippling  of  the  fibrous  layers  on  the 
compression  side. 

Timber  offers  about  twice  the  reostance  to  crushing  when  dry 
that  it  does  when  wet,  as  the  presence  of  moisture  diminishes  the 
lateral  adhesion  of  the  fibres. 

Loi^  plate  tubes,  when  compressed  longitudinally,  first  bend  and 
eventually  l&\\  by  the  buckling  of  a  short  length  on  the  concave  side. 

The  ultimate  resistance  to  buckfing  of  a  well-made  and  well- 
shaped  tube  is  about  27,000  lbs.  per  square  inch  section  of  metal, 
which  may  be  increased  to  33,000  or  36,000  lbs.  per  square  inch  by 
dividing  the  tube  into  two  or  more  compartments. 

A  rectangular  wrought-iron  or  steel  tube  offers  the  greatest  resist^ 
ance  to  buckling  when  the  mass  of  the  material  is  concentrated  at 
the  angles,  while  the  rades  consist  of  thin  plates  or  lattice-work  suffi- 
cientty  strong  to  prevent  the  trending  of  the  angles. 

3.  Hodgkinson's  Foimulte  for  the  Ultimate  Strength  of  Long  and 
Hedium  Pillars. — When  a  long  pillar  is  subjected  to  a  crushing  force 
it  first  yields  sideways,  and  eventually  breaks  in  a  manner  appar- 
ently similar  to  the  fracture  of  a  beam  under  a  transverse  load. 
This  similarity,  however,  is  modified  by  the  fact  that  an  initial  lon- 
gitudinal compression  is  induced  in  the  pillar  by  the  super-imposed 
load. 

Hodgkinson  deduced  experimentally  that  the  strength  of  Umq 
solid  round  iron  and  square  timber  pillars  leUh  pit  ends  is  given  by 
an  expression  of  the  form 

W  being  the  breaking  weight  in  tons  of  2240  lbs.; 
d      "       "    diameter  or  side  of  the  pillar  in  inches; 
I       "       "   length  of  the  pillar  in  feel; 
n  and  m  being  numerical  indices; 
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A  being  a  constant  varying  with  the  material  and  with  the  sectional 
form  of  the  pillar. 
Such  pillars,  which  are  more  than  thirty  times  the  least  trans- 
verse dimension  in  length,  fail  by  bending  and  not  by  simple  crush- 
ing. The  load  is  distributed  more  or  less  uniformly  over  the  ends, 
which  are  finished  in  planes  at  right  angles  to  the  axis  of  the  pillar. 

For  iron  pillars n=3.55  and  m=     1.7 

timber  pillars n— 4      and  wi"     2 

cast  iron A—  44.16 

wrought  iron A  ■=  133.75 

dry  Bantzic  oak A—  10.95 

dry  red  deal ..A-    7.81 

dry  French  oak A=     6.9 

The  strength  of  long  hollow  round  cast-iron  pillars  was  found  to 
be  given  by 


W- 


11.7 


d  being  the  external  and  di  the  internal  diameter,  both  in  inches. 

Thus  the  strength  of  a  hollow  cast-iron  pillar  is  approximately 
equal  to  the  difference  between  the  strengths  of  two  solid  cast-iron 
pillars  whose  diameters  are  equal  to  the  external  and  internal  diam- 
eters of  the  hollow  pillar. 

The  strength  of  medium  pillars,  i.e.,  of  pillars  which  are  less  than 
thirty  times  the  least  transverse  dimension  in  length,  may  be  ob- 
obtained  by  the  formula 

^     W  +  JfS' 

W  being  the  breaking  weight  in  tons  of  2240  lbs. ; 
W      "      "  -      "  ""      "     "     "     "      "  as  derived  from  the 

formula  for  long  pillars; 
/  being  the  ultimate  crushing  strength  in  tons  per  square  inch; 
S     "     "    sectional  area  of  the  pillar  in  square  inches. 

Again,  if  the  ends  of  a  cast-iron  pillar  are  rounded,  the  above 
formulae  may  be  still  employed  to  determine  its  strength,  A  being 
14.9  for  a  solid  and  13  for  a  hollow  pillar. 
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According  to  Hodgkinson,  the  relative  strengths  of  long  cast-iron 
pillars  of  equal  weight  and  length  may  be  tabulated  as  foUovs: 
(a)  Pillars  with  flai  ends : 

The  strength  of  a  solid  round  pillar  being  100, 
"        "  "     "     square    "      is  93, 

"        "  "     "     triangular  pillar  is  110. 

Q))  Pillars  with  round  ends,  i.e.,  ends  for  hingii^  or  pin  connec- 
tions: 

The  strength  of  a  hollow  cylindrical  pillar  beii^  100, 
"         "  "an  H-shaped  ' '     is        74.6, 

"         "  "    a  +-8haped  "     "        44.2. 

The  strengths  of  a  long  solid  round  pillar  with  flat  ends  and  a 
long  hollow  cylindrical  pillar  with  round  ends  are  approximately  in 
the  ratio  of  2.3  to  1. 

The  stiffest  kind  of  wrought-iron  strut  is  a  built  tube,  the  section 
consisting  of  a  cell  or  of  cells,  which  may  be  circular,  rectangular 
triangular,  or  of  any  convenient  form. 

In  experimenting  upon  hollow  tubes,  Hodgkinson  found  that, 
other  conditions  remaning  the  same,  the  circiilar  was  the  strongest, 
and  was  followed  in  order  of  strength  by  the  >iquare  in  four  com- 
partments ^  ;  the  rectangular  in  two  compartments,  \_\_\  ;  the 
rectan^uUiT,  a ;  and  the  square. 

The  addition  of  a  diaphragm  across  the  middle  of  the  rectangle 
doubled  its  resistance  to  crippling. 

As  the  results  of  his  experiments  Hodgkinson  also  made  the  fol- 
lowing inferences; 

A  pillar  with  both  ends  rough  from  the  foundry  so  that  a  load 
can  be  applied  only  at  a  few  isolated  points,  and  a  pillar  with  a 
rounded  end  so  that  the  load  can  be  applied  only  along  the  axis,  are 
each  one  third  of  the  strength  of  a  pillar  of  class  B,  and  from  one 
third  to  two  thirds  of  the  strength  of  a  pillar  of  class  C,  the  pillars 
being  of  the  same  dimensions. 

The  strength  of  a  pillar  with  one  end  flat  and  the  other  round  is 
an  arithmetical  mean  between  the  strengths  of  two  pillars  of  the 
same  dimensions,  the  one  having  both  ends  flat  and  the  other  both 
ends  round. 
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Di^  at  tbe  rads  of  pillars  only  sU^tly  increase  their  strength, 
but  fadlitate  the  fomtatioD  of  connections. 

An  enlargement  of  the  middle  section  of  a  pillar  sometimes  in- 
creases its  strength  in  a  nnall  degree,  as  in  the  case  of  solid  cast- 
iron  pillars  with  rounded  ends,  which  are  made  stroi^er  by  about 
one  seventh;  hollow  cast-iron  pillars  are  not  affected.  The  strength 
of  a  disk-ended  pillar  is  increased  by  about  one  eighth  or  one  nirUh 
when  the  middle  diameter  is  lengthened  by  50  per  cent,  but  for 
slight  enlargements  the  increase  is  imperceptible. 

The  strength  of  hollow  cast-iron  pillars  is  not  affected  by  a  slight 
variation  in  the  thickness  of  the  metal,  as  a  thin  shell  is  much  harder 
than  a  thick  one.  The  excess  above  or  deficiency  below  the  average 
thickness  should  not  exceed  25  per  cent. 

In  Tnelric  TneasuTement,  if  d  is  the  diameter  and  I  the  height  of  a 
solid  iron  column  in  millimeters,  the  safe  load  in  kilogrammes 

d* 
-  1900p  for  cast  iron, 

and  =3800-™  for  wrought  iron. 

Again,  if  a  is  a  side  of  a  square  timber  post  in  centimeters  and  I  its 
height  in  decimeters,  the  safe  load  in  kilogrammes 

-=256.5X-p  for  first-quality  well-seasoned  oak 

=  180-™         "  oak  of  ordinary  quality 

■=  214,2  x-^  "  first-quality  well-seasoned  pine 


=  160-™         "  pine  of  ordinary  quality. 

Elx.  1.  A  aoUd  caxt-irm  pillar  9  ft.  in  height  and  4  ina.  in  diamtUr  mppoTt* 
a  load  of  55,000  V>8.  Find  Ike  tionnal  and  shearing  intensity  of  itresa  per  square 
inch  in  a  plane  geclion  inclined  at  30°  to  the  axis. 
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i?tfa  ewto  of  a  ■piOar  arefleiand  firmly  bedded,  detemrim  Hi  brtmUmfXmi^ 
by  li^dgk^uffit't  fwnuia. 

Ajdftl  intensity  of  streaa/sq.  in.  "iiiMji  nBe""3i)°  "^^^Ti  Ibo. 
Therefore 

normal  intenaity  of  Btreas-2187i  sin  30"-1093i  Ibs./sq.  in. 
and      tangential  intenaity  of  stress  -21871  co6  30°-18Mi  lbs./«(.  in. 
By  Hodgldnsoo's  fonnula  for  short  pillvs, 

the  breaking  weight  in  tona-44.16|^j^  -154.97. 
Hence,  since  pillar  is  of  medium  length, 

154  97X-VUW'  V  i 
its  actual  breaking  weight  in  tons "15497  +  3^^^4  -14U. 

taking  80,000  lbs.  per  sq.  in.  as  the  ultimate  crushing  strength  of  the  cast  iron. 
Ex.  2.  Find  the  side  of  a  square  pnsl  of  ordinary  oak  iMmA  it  to  be  5  metrea 
hi^  and  to  carry  a  load  of  10,000  kilogrammes. 

10000-180^,. 

Therefore  a -Id  cm. 

Ex.  3.  DetermtTie  the  diameter  of  a  solid  cast^ron  column  tDhich  it  to  be 
5  metre*  high  and  to  carry  a  load  of  50,000  kilogrammes. 


Therefore  d  - 160  nun. 

4.  Oordon't  Fonniila  for  tlie  Strength  of    a  Pillar  of  Hedium 
length. — Consider  a  pillar  with  f,at  ends,  of  length  I,  and  sectional 
area  S,  h  being  the  least  transverse  dimension  in  the  plane        x^ 
of  flexure. 

The  effect  of  P  is  tioofold. 

In  the  first  place,  P  produces  along  the  pillar  a  direct 
p 
thrust  of  intensity  /i  =-^. 

In  the  second  place,  it  tends  to  bend  the  pillar  and 
develops  a  skin  compressive  stress  /a  which  is  necessarily 
greatest  at  the  section  in  which  the  neutral  axis  has 
deviated  farthest  from  its  initial  vertical  position. 

Denoting  this  deviation  by  y, 

Py-B.U.-tJ-, 
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e  being  the  distance  of  the  most  compressed  fibre  from  the  oeutral 
axis  and  /  the  momeDt  of  inertia  of  the  section  in  the  plane  of  flexure. 

Therefore  h-Pf-^^-h% 

r  being  the  least  radius  of  gyration. 

P 
But  cak,  roch,  and  by  Chapter  VII,  y^r- 

™      ,  ,     .  h  P    ,    P 

Tlierefore  is'^nTi  r  "h^^jS' 


a  being  a  coefficient  which  is  to  be  determined  by  expehment. 

Hence,  denoting  by  /  the  total  maximum  stress  in  the  most  stnuned 
fibre  ^ 

/-/■+/,-/,(i+<.|)-f(i+.^, 


which  is  known  as  Gordon's  formula. 

The  coefficient  a  is  by  no  means  constant,  and  not  only  varies 
with  the  nature  of  the  material,  with  the  length  of  the  pillar,  with 
the  condition  of  its  ends,  etc.,  but  also  with  the  sectional  form  of 
the  pillar.  The  variation  due  to  this  latter  cause  may  be  eliminated, 
and  the  formula  rendered  somewhat  more  exact,  by  substituting  the 
least  radius  of  gyratum  for  the  least  transverse  dimension. 

It  has  been  ^own  that 


h-ia. 


and  since  cocft  and  y«T, 


P  P 

therefore  ^a/i^-ZiOi^. 
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Hence  GordoD's  formula  now  becomes 
W    ,  f 


i+ai 


in  which  oi  is  independeDt  of  the  sectional  fonn,  all  vajiations  of  the 
latter  being  included  in  r^.  This  modified  form  of  Gordon's  formula 
was  first  suggested  by  Rankine. 

A  pillar  (or  column)  is  ajuore-teorinj  or  fiat-ended  when  it  has 
square  ends  which  butt  against  or  are  securely  connected  with  an 
immovable  surface;  it  is  fin-  and  aqwrn-bearing  when  one  end  is 
square-beanng  while  the  other  presses  against  a  close-fitting  pin; 
it  is  pinr-bearing  when  both  ends  are  pin-jointed,  the  axes  of  the  pins 
being  parallel.  In  pin-  and  sqimre-bearing  pillars  |a  and  ■|oi  should 
be  substituted  in  the  preceding  formulie  for  o  and  oi,  while  the  co- 
efficients should  be  4a  and  4ai  if  the  pillar  is  pin-bearing.     . 

5.  Values  of  a,  ai  and  f. — The  following  table,  giving  the  values 
of  the  constants  a,  ai,  and  /,  has  been  prepared  by  taking  an  average 
of  the  best-known  results,  and  is  applicable  to  aqimre-bearing  round 
and  square  pillars: 


UalsU  and  Form  of  SmUou. 

il-sS.. 

„■ 

•Ji' 

80,000 
80,000 
80,000 
80,000 
36,000 
36,000 
36.000 
67,200 
67,200 
67,200 
114,000 
114,000 
114,000 
5,000 
5,  00 
7,200 

450 

400 

500 

600 

3,000 

2,250 

5,500 

2,000 

1,400 

2,500 

1,400 

900 

1,600 

250 

260 

260 

"          "        hollow  rectangular  pillars 

For  WTOwyAi-irtm  solid  rectangular  pillars 

136,000 

"             "           thick  hollow  round  pillars 

For  pine-itTnfcer  solid  rectangular  pillars 

1   3,000 

Graj^ietd  compariswi  of  the  crushing  unit  strength  of  solid  rourtd 
easi-von,  wrought^on,  and  mUd-steel  piUars. 


D.qit.zeaOvGoOt^lc 


TBBOST  OF  STKOerVBMS. 


The  cruflhing  unit  stresB  is  fpven  by  p- 


Take  the  different  values  of  t  as  abscisss,  and  the  corresponding 

values  of  p  as  ordinates;    the  resultii^  curves  for  tbe  values  of  / 
given  in  the  table  are  shown  in  Fig.  562. 

Hence  the  strength  of  a  mild-steel  pillar  exceeds  that  of  a  wrought- 

iron  pillar,  but  is  less  than  that  of  a  cast-iron  pillar  when -t<  10.7; 

a  wTOught-iron  pillar  is  stronger  or  weaker  than  a  cast^rtxi  pillar 

according  as  t  >  or  <  28.5. 

Ex.  4,  Compare  the  breaking  weights  of  rmmd  cast-iron,  v/roughtvon,  and 
mild-steel  piliars  with  fiat  ends,  each  being  9  ft.  in  leriglh  and  6  mm.  in  dimuter. 
S«a  %pi&  the  rtaulta  he  modified  if  both  end*  are  rovndt 
I     12X9     ,- 

Fint,  bcth  enda  fiat: 

For  cast-iron,     B.W.-?~^^^^5L'_i,2«),I»7  Jb«. 
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Tot  wrought-iron,  B.V.  -*^^Jffi'  -   890,109  lb«. 

SecoTtd,  both  end*  round: 

«  ™„ghl-ta.,B.W.-5»ggJya.-.    646,120  " 
"  ■dltrted,      B.T.-5?2?gm'.    ,87,060  " 

Ex.  5.  A  hoBone  mUd-tUd  piUar  10  ft.  kigh  and  4  ins.  ouUide  diameter  has 
to  carry  a  load  of  33.000  Ibt.  Taking  G  at  a  factor  of  tafety  and  assuming  tKat 
tott  ends  are  to  be  piti-amneeted,  find  the  proper  Ihiehneis  of  the  mttal. 

BXJ3000-      ^        ^    /10xl2'\^' 
^"^2500l      4      / 

t  being  the  required  thickneBs.    This  reduces  to 

('-41+2.2875-0, 

and  ther^ore  t,  the  thickness,  —.69  in. 

Ex.  6.  A  piUar  of  diameter  D  supports  a  given  load;  if  N  piUars,  each  of 
diameter  d,  are  substituted  for  this  single  pUiar,  show  that  d  must  lie  between 

■jji  and  -j^.    /*  it  more  economical  to  employ  few  or  many  piUara  of  given  hei^ 

to  support  a  given  loadf 

-■  "*.    . -,-thg  given  loadxfactor  of  safety— 77\"»' 

Mi)  '*"© 

irliirh  mliices  lo  d'iD'-Sdl  -DWrn'-D"). 

Therefore  D*>Nd'    and    Nd'>DK 
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If  u  is  the  specific  w^gfat  of  tfie  material, 

the  weight  of  the  ^^  pillars      -Nxy.nvi  -P„ 
"        "     "   "   single  pillar— ftJD'Iui— Pi, 
and  P,>  P;  wnee  Nd*>  DK 

It  is  therefore  more  ecooonucal  to  use  a  nngle  pillar. 

Ex.  7.  Find  the  tide  oj  a  square  post  of  ordinary  quality  oak  whidi  it  to 
be  12)  ft.  high  and  ia  to  carry  a  load  ol  20,000  lbs.,  10  beirig  a  factor  of  Mofety. 
The  ends  are  to  be  fiat. 

If  X  ins.  is  a  side  of  the  square  section, 

invonnnn  72«te'  imt 

10X20000-^       1    /12Xl2iY-^T«y 

^'*'250\      X      } 


aod  z— 8.12ina. 

6.  Values  of  a  and  ai  for  Shapes  and  Btillt-up  Members. — Further 
experimenta  are  still  needed  for  the  proper  determination  of  the 
coefficientB  a  and  Ci  in  the  case  of  built-up  members  and  of  auch 
shapes  aa  are  shown  by  Figs.  563  to  568.    At  present  every  engineer 


ill    R 


Fio.  563.    Fio.  664.      Fio.  565.      Fio.  566.      Fiq.  567.        Fio.  568. 

uses  the  values  for  which  hia  own  experience  gives  him  a  preference, 
but  it  is  usually  foimd  that  there  is  no  practical  difference  in  the 
sectional  areas  of  pillars  (or  struts)  deigned  in  accordance  with  any 
good  standard  specification. 

The  least  transverse  dimen^on.(i.e.,  A)  is  to  be  measured  in  the 
plane  of  greatest  flexure. 

Thus  it  may  be  taken  as  the  least  side  of  the  rectangle  circum- 
scribing tee  (Fig.  563),  H  channel  (Fig.  565),  and  cruciform  (Fig.  567) 
sections,  and  as  the  perpendicular  from  the  angle  to  the  opposite 
side  of  a  triangle  circimiscribing  angle  (Fig.  568)  sections. 

The  following  table  gives  the  values  of  /  and  a  for  the  shapes  in 
question,  the  members  being  square-bearing.     These  values  have 
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been  deduced  experiment^y,  but  must  be  regarded  as  approximate 

only: 

Miteriftl.  .  /  in  lb8./sq.  in.       ~ 

Cast  iron 80,000        '  134 

Wrought  iron 42,500         900 

Mild  steel 45,000        1300 

The  effect  of  a  change  of  form  is  best  provided  for  by  the  use  of 
the  formula  which  involves  the  least  radius  (r)  of  gyration.  Thus 
the  ultimate  strength  in  pounds  per  square  inch  of  medium-steel  col- 
umns Is 

50,000 


-"■(^r 


—  being  36,000,  24,000,  or  18,000  according  as  the  column  is  square- 
bearing,  pin-  and  square-bearing,  or  pin-bearing. 

The  factor  of  safety  may  be  4  for  quiescent  loads,  as  in  buildings, 
and  5  for  moving  loads,  as  in  bridges. 

Ex.  8.  Find  the  breaking  weight  of  a  square-bearing  cast-iron  column  10  ft. 
high  ami  of  cruciform  section,  the  metal  being  2  im.  thick  throughout  and  the 
outside  length  of  each  arm  being  8  im.     Then 

.4-288q.  ins.    and    A'-3'+3'-18. 
Therefore 

the  breaking  weight  — T*",^^. .  -320,000  lbs. 

Ex.  9.  DOermine  the  allovxible  stress  in  pounds  per  square  inch  of  a  10-/t. 
pin-bearing  strut  composed  of  two  5"X3"XA"  angles  placed  back  to  back,  5 
being  a  factor  of  safOy. 

First,  let  the  long  l^s  be  back  to  back  and  spread  i  in.  to  admit  of  a 
Bii^e  hne  of  i-io-  lattice  bars  along  the  central  plane.    Then 

/-7.6205;    J-t.Ssq.ins;     r'-^^^-1.5876, 
and  the  allowable  atresa  in  pounds  per  square  inch 
"«»°  -6649 

+-'-  (my 
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Saeond,  let  the  Hhort  lega  be  back  to  baek.    Tben  /  with  r 
azia  through  centre  of  gravitr -3.468.    Therefore 


and  the  alloTC^)te  stress  in  pounda  per  squara  inch 

- ^QOOO  .4746 

1      /120\'    *'**■ 
■■•■ISOOOV  r  / 

Again,  the  American  &idge  Co.'s  specifications  limit  the  length 

of  wind-bracing  pin-bearing  struts  to  120  times  the  least  radius  of 

gyration,  while  the  lengths  of  other  pin-bearing  members  must  not 

exceed  100  times  this  radius.    They  allow  a  working  stress  in  pounds 

per  square  inch  of 

16000         ,        ,^   ^    , 
r-2  for  soft  steel, 


^  "'^  13500  W 


^ '•"11000  V/ 

Straight  Line  Formuia. — ^The  coefficients  in  pillar  formulse,  gener- 
ally speaking,  have  been  determined  by  experiments  in  which  the 
pillar  has  been  ultimately  crushed  under  a  steadily  applied  and 
gradually  inereaaed  toad.  Hecent  experience  has  shown  that  the 
working  stress  of  framed  and  shaped  compression  members  may  be 
conveniently  expressed  by  the  "straight-line"  formula 


where  /  =  12,000  lbs.  and  /t  =  45,  53,  or  60,  according  as  the  member 
is  square-bearing,  pin-  and  square-bearing,  or  pin-bearing. 

No  provision  is  made  in  this  formula  for  the  detrimental  effect  of 
the  repeated  stresses  to  which  a  member  is  often  subjected  by  the 
action  of  a  live  load,  as  when  a  train  passes  over  a  bridge.  This 
"impact"  effect  might  be  allowed  for  by  reducing  the  live  load  to 
an  equivalent  dead  load  and  making  a  corresponding  change  in  the 
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ooefficienta.  Thus,  in  bridge-work,  take  /=18,000  lbs.,  and  ;t=60, 
70,  and  80,  instead  of  the  values  just  given. 

Again,  for  top  chorda  (aquare  ends  with  or  without  play)  take/= 
18,000  lbs.  and /«  =  70. 

For  end  posts  or  batter  braces  (with  pin  ends  or  ends  tending  to 
rotate)  take  /-18,000  lbs.  and  /t-  80. 

For  intermediate  poets  (allowance  being  made  for  pin  ends,  dis- 
tortion, and  greater  liability  to  shock)  take  /  =  16,000  Iba.  and  /i  -  80. 

Ex.  10.  Design  a  mediuTusteel  top-ehord  section,  the  unsupported  length 
being  26  ft.  and  the  tUal  thrust  along  the  chord  being  800,000  lbs.  Try  a  BectioQ 
(Fig.  569)  made  up  of 

One  24"  Xi"  cover  [dates  -12       sq.  ins. 

Two  3i"X3J"X  I"  top  angles  -4.96"  " 
"     18"Xi"webe  -22.50  "    " 

"    6"X4"XJ"  bottom  an^e8-13.88  "    " 

BO  that  the  total  sectional  ana -53.34  "    " 

For  practical  reasons  a  clearance  of  |  in.  may  be  left  between  th"-  edges 
of  the  web  plates  and  the  backs  of  the  top  and  bottom 
an^es,  so  that  the  depth  over  all-i+2(j)  +18-18J  " 
ins. 

Let  X  be  the  diataocs  of  the  centre  of  gravity  of  the 
section  from  00.    Then  ' 

x(53.34) -12X18.5+4.96X17.24  + 

22.5X9.125  +  13.88X1.08-527.81, 

and  therefore  x  =9.9  ins. 

The  moment  of  inertia  about  the  horizontal  axis  GO  through  the  centre 

of  gravity 

-T^X2*(i)'  + 12(8.6)' +2x2.87+4.96(7.34)' 

+2  X  f  X  18'X  A +22.5(.775)' +2  X8.6S  + 13.88(8.82)» 

-2878.9, 

wd  the  rattiua  of  gyration  with  respect  to  Gi?  ia  ^ven  by 
-7.346  ina. 


J  2878.9 
53.34  " 


The  moment  of  inertia  with  reapect  to  the  vertical  axis  AA  will  be  found 
to  be  greater  than  that  with  respect  to  GO,  go  that  7.346  is  the  leaet  radiua 
of  gyration,  and  therefore 

tiie  allowable  atreas  per  aquare  inch -18000- 70 -^^  -16,026  lbs. 
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Hence       the  sectional  area  required— -j-=jJ2fi  "63.24  sq.  ina., 
which  agrees  very  closely  with  the  area  of  the  assumed  aectioo. 

In  Cooper's  bridge  specifications  for  medium  steel  and  jor  live  loadi 

/  =  10,000  and  /i  =  45  for  chord  segments; 
/=  8,500   "    /£  =  45  "   ^1  posts  of  through-bridges; 
/=  9,000  "    /£  =  40  "   all  posts  of  deck  bridges  and  trestles; 
/=  13,000  "    ;(  =  60  "   wind  (i.e.,  live)  loads  on  laterals  and  rigid 
bracing. 
These  results  are  to  be  doubled  for  dead  loads. 


laterals. 

The  allowable  stresses  for  so/{  steel  should  be  about  15  per  cent 
less  than  those  for  medium  steel. 

7.  Bending  of  Struts. — ^The  strut  of  length  I  and  constant  sec- 
tional area  S  is  assumed  to  be  homogeneous  and  its  weight  is  disre- 
garded (Euler'e  Theory). 

Case  I.  Strut  Hinged  at  Both  Ends.— Let  OBA,  Fig.  570,  represent 
the  neutral  axis  of  the  bent  strut  and  assume  that  the  line  of  action 
of  the  resultant  thrust  P  on  the  strut  coincides  with  the  axis  before 
bending  commences. 

Let  X,  y  he  the  vertical  and  horizontal  distances  respectively  of 
any  point  C  with  respect  to  0.    Then 


Py-B.M.  at  C=  -^i^> 
"T^*"!     which  may  be  written  in  the  form 


where 


P_ 


Flo  570         '^^  complete  solution  of  any  such  equation  is 
y  =  b  sinax+c  COS  ax, 
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h  and  e  being  arbitrary  coustauts  whose  values  are  governed  by  the 
conditions  of  the  particular  problem  under  consideration. 

In  the  present  case  ^=0  when  x-0,  i.e.,  at  O,  so  that  c  is  also  nil, 

and  y^h  sin  ax. 

Again,  y— 0  when  x—OA==OBA,  approximately  =- !.    Therefore 

0  =  banal. 

Now,  b  cannot  be  nH,  as  in  such  case  y  would  be  always  nil,  and 
lateral  bending  would  be  impossible.    Hence 


un  0^=0 
al=nx=l- 


^4i. 


so  that  P~n'EI-^, 

n  being  a  whole  number. 

The  least  value  of  P  corresponds  to  n-1,  and  therefore 

■  is  the  minimum  thrust  which  will  produce  bending.    It  is  often  called 
the  hickling  load  of  the  strut. 

The  deviation  of  the  axis  from  the  vertical,  i.e.,  the  deflection,  is 
greatest  when 


or  when  '"^"o ' 

and  then  y=b  sin  ^=b, 

so  that  the  coefficient  b  is  the  maximum  deflection,  which,  in  the 
present  case,  is  the  deflection  at  the  middle  of  the  strut. 
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The  meaning  of  the  values  2,  3, 4, . . . ,  forn  in  the  eqiuUon 


U  that  y  is  asaumed  to  be  0  at  one  or  more  points  between  0  and  A,  so  that 
the  stmt  has  one  or  more  points  of  inflection. 

If  the  column  ia  made  to  pasa  through  N  points  dividing  the  vertical  OA 
into  N  +  1  equal  divisiona,  then 


JV  +  1 
and  therefore,  by  eq.  (4), 


y  -0  when  x  —^ 


AT  +  l    ""• 
and  hence  P-n'El^(N  +  l)\ 

Aa  before,  the  least  value  of  P  corresponds  to  n  —1,  and 
Fm.  671.  P-BI^(lT+j)' 

is  the  least  force  which  will  bend  the  column  lat«ral]y. 

Hence  the  strength  of  the  column  is  increased  in  the  ratio  of  4,  9, 16,  etc., 
by  cau^ng'it  to  pass  through  points  which  divide  its  length  into  2,  3,  4,  etc., 
equal  parts,  respectively. 

Effect  of  a  Lateral  f^oocf.— Let  JIf ,  be  the  B.M.  at  C  due  to  a  lateral  load 
on  the  strut.    Then 


dz'^^^^El 


-0, 


wUch  nuy  be  easily  integrated  as  soon  as  Ma  has  been  detennined.     For 
example,  if  the  lateral  load  is  of  intensity  w  and  uniformly  distributed 


a  law  which  may  be  appro^dmately  and  more  conveniently  ezpreesed  in  the 
form 


Q  being  the  total  lateral  load.    Therefore 


bt^nting, 
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hen  Pi-^'^- 

Tbe  deflection  (y)  is  greatest  at  the  middle,  and  therefore 
Ql 

The  B.H.  is  also  greatest  at  the  middle,  and  therefore,  since 

Ql 
Ma  — ~  at  the  middle, 

the  max.  B.M.-E/oV„^„  +  j 
8  P,-P    8^ 


Z  bdng  tbe  least  strength  modulus  of  the  section  and  /•  the  mftTimnm  stress 
due  to  beading.  The  upper  sign  denotes  a  compression  and  the  lower  a  ten- 
don. Thus  the  total  maximum  and  minimum  stress  p  to  which  any  part 
of  tbe  stmt  is  subjected  is  given  by 


p-j±i. 


.?4.2!    '. 


A    8ZP,-P. 

p 

Let  e"~/  ~the  true  breaking  load  per  unit  of  sreaj 

j!-/,-Euler's        "  '     "    " 

whidi  may  be  written  in  the  form 

GreenhiQ  has  sbown  (Proc  Inst.  Mech.  Eng.,  1883)  that  if  th«  column 
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is  oIm  subjected  to  a  toraoo&l  couple  T,  the  marimuro  thrust  required  to 
bend  the  column  is 

In  practice  the  last  term  is  generally  so  small  that  it  may  be  disregarded. 

Case  II.  5(ru*  Fixed  ai  (he  Ends. — Let  /t  be  the  moment  of  fixture 
at  0.  The  line  of  action  of  the  resultaot  thrust  P  no  longer  passes 
through  the  centre  of  gravity  of  the  end  section.  The  B.M.  equa- 
tion is  DQW 


t 


-£/g-B.M.-P!,-ft 

or 

^-a'{t~y), 

where 

^-§i  aad  (,-i. 

PuH-y-z. 

Then 

S+^'-o. 

FiQ.  572. 
of  which,  as  before,  the  complete  solution  is 

z^c  sinai+d  cos  ax  =  b~y, 

c  and  d  being  arbitrary  coefficients  whose  values  are  to  be  deter- 
mined. 

dy 
Differentiatmg,     — t-  =ca  cos  ax  —da  sm  ax. 

But  -^=0    when    x-0  or -k"  or -Z. 

Therefore  0-ca,    so  that   cO, 

and  dcoscKc-b-j/. 

al 
Also,  0  =•  +da  sin  r-  =  da  sin  oZ, 
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and  therefore  at  =  2TMt, 

n  being  a  whole  number.    Hence 

The  least  value  of  P  corresponds  to  n  =  l,  and 

is  the  minimum  thrust,  or  the  buckling  had,  which  will  produce  bend- 
ing when  both  ends  of  the  strut  are  fixed. 
The  deflection  (y)  is  greatest  when 


dx' 


-0  = 


i.e.,  when  ax=0,  and  therefore 


Case  III.  Strut  Fixed  at  One  End  and  Hinged  ai  the  Other.— Aa 
in  Case  II, 


the  complete  solution  being  of  the  form 

b~y  =  c  COB  ax  +  dam  ax. 
At  A,  le.,  when  x  =  l,  B.M.=0=b-y.    Therefore 
0  =  c  cosoi+d  sin  al. 

At  0,  i.e.,  when  1=0,  t-  =  0,  and  therefore 

'  ax 

0—  —ca  sin  al+da  coso^. 
Hence  d=0  and  also  c  cob  oZ-O-  —ca  sin  al,  so  that 
b'~y  =  c  cos  ox 
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,    2n  +  i 


and 


■m-f- 


The  least  value  of  P  corresponds  to  n=l,  and 


18  the  minimum  thrust,  or  buckling  Joad,  which  will  produce  bending 
when  one  end  of  the  strut  is  fixed  and  the  other  hinged. 
For  the  maximum  deflection  (y), 


The  results  of  Cases  I,  It,  and  tH  show  that  the  tmckling  load  of 
a  long  strut  hinged  at  both  eruis  is  the  sajne  as  thai  of  a  stmt  of  I4  times 
the  length  hinged  at  one  end  and  fixed  at  the  other,  and  is  also  the  same 
as  that  of  a  strut  of  twice  the  length  fixed  at  both  ends. 

If  /  is  the  compressive  strength  per  unit  of  area  of  a  strut  material, 
then  a  short  strut  of  sectional  area  S  theoretically  fails  by  direct 
crushing  under  the  load  }S.  It  is  impracticable,  however,  to  insure, 
even  with  the  greatest  care,  that  the  material  is  homogeneous,  that 
the  load  is  properly  distributed  over  the  end,  or  that  the  strut  is 
perfectly  straight.  Thus  the  strut  will  actually  fail  under  a  less  load 
than  fS,  and  for  the  same  reasons  the  actual  buckling  load  is  less 

than  fiEI-j^,  the  coeflicient  /i  being  1,  {,  or  4,  according  as  the  strut 

is  hinged  at  both  ends,  hinged  at  one  end  and  fixed  at  the  other, 
or  fixed  at  both  ends.     Experiment  shows  that  the  strer^h  of  struts 
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intennediate  in  length  between  these  two  extremes  depends  in  some 
way  upon  the  length,  and  the  empirical  formula 

p    _JS IS 

has  been  found  to  give,  with  a  fair  degree  of  accuracy,  the  strength 
of  all  struts. 

It  may  be  noted  that  in  the  case  of  very  long  struts,  the  first 
term  of  the  denominator  may  be  disregarded  as  compared  with  the 
second,  and  the  buckling  load  is  obtained,  while  in  the  case  of  very 
short  struts  the  second  term  of  \he  denominator  becomes  small  and 
may  be  disregarded  as  compared  with  un%. 

This  empirical  formula  is  identical  with  Ranldae's  modification 

of  Gordon's  formula  if  "i  =    L-a 

Ex.  11.  Find  by  Eukr^s  method  the  biuMitig  load  of  a  160"X3"X2"  «(erf 
ttnit  lohen  (a)  Ihe  tw  ends  are  hinged  (_b)  one  end  is  hinged  and  the  tOher  fixed, 
(e)  both  ends  aft  fixed,  (oHn?  £-29,400,000  lb».  ■per  »q.  in. 

The  buckling  load  -  pEIj  - ,.  X  29,400,000  X  ~  ^  t^ 

-pX22,687ilba. 

For  ease  a,  p-l  and  buckling  load -22,687}  lbs. 
"      "     b./i'l    "  "         "    -51,046i  " 

"      "     c,  ;<-4    "  "         "    -90,750    " 

Ex,  12,  Find  the  breaking  weight  of  a  ^rut  of  Ike  same  aeOwn  and  of  Ike 
same  quality  of  ^eel  as  that  in  the  preceding  example  but  only  80  iris,  in  length, 
the  compressive  »(rmg(/i  of  the  steel  being  60,000  iiw.  per  sq.  in. 

f8  -  60,000  X  6  -  360,000  Iba., 

and  therefore 

.,     .       , .           .  ,  ^           360000 
the  breakiDE  weient  — . 


e  a,  ;i—l  and  breaking  weight-21,342  Iba. 

b,  /!-!    "  "  "      -44,707  " 

c,  p~i    •'  '■  ••      -72,479  " 
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Ex.  13.  Find  the  limiHng  ralio  of  the  kngih  (l)  to  the  thieknets  {d)  of  a  Hat 
pin-bearing  tied  har,  E  being  30,000,000  lbs.  per  iq.  in.  and  the  aiiowabU  work- 
ing atreaa  10,000  lbs.  per  aq.  in. 

The  bar  will  not  bend  laterally  bo  long  as 

12100000000 /d\» 
49  \l}  ' 

^"vT0<49.6fl. 

Hence  the  lei^h  of  a  flat  bar  in  compreasion  seema  to  be  comparatively 
limited.  If,  however,  both  ends  arc  secuiely  fixed,  the  stwngth  is  quad- 
rupled aod  the  admissible  length  of  the  bar  is  doubled,  while  it  may  be  still 
further  increaaed  by  fixing  the  bar  at  intermediate  points  aa  indicated  in 
Case  I.  This  shows  the  marked  advantage  to  be  gained  by  riveting  tc^ther 
the  diagonals  of  lattice  girders  at  the  points  where  they  cross  each  other. 

Long  Struts. — Let  OBA  be  the  bent  axis  of  a  long  strut  of  length 
I  under  the  buckling  load  P,  the  line  of  action  of  P  coin- 
ciding with  OA  the  position  of  the  axis  before  bending 
commences.  If  y  is  the  maximum  deflection,  the  maxi- 
mum B.M. 

^Py-fiEl^y. 

Allowance  may  be  made  for  any  slight  initial  cur\-a- 
ture  in  the  strut,  for  an  uneven  distribution  of  the  load 
over  the  end,  and  for  a  want  of  homogeneousneas  in  the 
material  by  assuming  that  the  same  maximum  deflection 
is  produced  by  a  load  W(<P)  at  C,  where  AC  is  neces- 


Let  AC-x. 
Then  W{x+y)-Py 

Wx 
and  y  =  p^W 

If  the  line  of  action  of  the  load  IF  coincides  with  the  axis  of  the 
strut,  then  x  is  nit.  So  long  as  the  load  is  less  than  P,  tj—O,  and 
the  failure  of  the  pillar  would  be  due  to  direct  crushing.    If  the  load 
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is  equal  to  P,  d  becomes  iTideterminate  \=k)  and  the  strut  re- 
mains in  a  state  of  neutral  equilibrium  at  any  inclination  to  the 
vertical.  It  is  impossible  that  W  should  exceed  P,  as  d  would 
then  be  negative;  and  therefore  a  load  greater  than  P  would  cause 
the  strut  to  bend  over  laterally  until  it  broke. 

Thus  P-fiEI-^  must  be  the  theoretical  maximum  buckling 

strength  of  the  strut. 

W  P 

Take  c"~/  *nd  -s'=fi.    Also,  let  /»  be  the  maximum  stress  de- 
veloped in  the  strut  by  bending.    Then 

Z  being  the  strength  modulus  of  the  section. 

Hence,  if  P  is  the  total  maximum  or  minimum  stress  in  the  most 
deflected  section, 

W  W    Px 


-f± 


w  /iJ 

Zfi-r 


which  may  be  written  in  the  form 

("-i)("-r,)-±?f-±|-p-'- 

Ex.  14.  Find  tlu  enahing  load  o}  a  tolid  mild-«teel  pillar  3  ins.  in  diameter 
and  10  ft.  long,  with  two  pin  ends.  Also  find  the  deviaHon  (x)  of  Ike  line  of 
action  of  a  load  of  20,000  lbs.  from  the  oxu  of  the  pillar,  so  OuU  the  mammum 
inlentity  of  ttresa  may  nta  exceed  10,000  Ibt.  per  square  inch. 

By  Gordoo's  formula  and  the  table,  Art.  4, 


Again,  the  theoretical  maximum  buckling  streogth  P 

3  3<484     1 

7 

-80,216  lbs. 


-Elp  -2bwvvw^-y  g^  ^g  ^20)' 
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P  80216  80216 

P-H'"80216-20000~6(B16"  ' 

ioooo-^(i.i^x|.) 

X-.7H  in. 


8.  Uniformly  Varying  Stress. — The  load  upon  a  pillar  is  rarely, 

if  ever,  uniformly  distributed,  and  in  practice  it  is  oft«n  considered 

sufficient  to  assume  that  the  pressure  in 

any  transverse  section  varies  uni}ormly. 

Any  variable  external  force  applied 

normally  to  a  plane  surface  AA  of  area 

S  may  be  graphically  represented  by  a 

cylinder  AABB,  the  end  BB  being  the 

locus  of  the  extremities  of  ordioates 

erected  upon  AA,  each  ordinate  being 

j(  proportional  to  the  intensity  of  pressure 

at  the  point  on  which  it  is  erected. 

Let  P  be  the  total  force  upon  AA, 

/^  "'■~~--i_y  and  let  the  line  of  its  resultant  intersect 

Fio.  575.  -^-^  in  C;  C  is  the  centre  of  pressure  of 

A  A,  and  the  ordinate  CC  necessarily 

passes  through  the  centre  of  gravity  of  the  cylinder. 

Assume  that  the  pressure  upon  A  A  varies  uniformly;  the  sur- 
face BB  is  then  a  plane  inclined  at  a  certain  angle  to  AA. 

Take  0,  the  centre  of  figure  of  AA,  as  the  origin,  and  AA  as  the 
plane  of  x.  y. 

Let  OY,  the  axis  of  y,  be  parallel  to  that  line  EE  of  the  plane  BB 
which  is  parallel  to  the  plane  AA. 

Through  EE  draw  a  plane  DD  parallel  to  AA  and  form  the 
cylinder  AADD. 

The  two  cylinders  AABB  and  AADD  are  evidently  equal  in 
volume,  and  OF,  the  average  ordinate,  represents  the  mean  pressure 
over  AA ;  let  it  be  denoted  by  po. 

At  any  point  R  of  the  plane  AA  erect  the  ordinate  RQP,  inter- 
secting the  planes  DD,  BB,  in  Q  and  P  respectively. 
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Let  X,  J/  be  the  co-ordinatea  of  R. 
The  preaaure  at  R 

^p~PR^±PQ+QR-  ±PQ+OF^  ±OX+po, 

a  being  a  constant  depending  upon  the  variation. 

Let  I07  ffo  be  the  co-ordinates  of  the  centre  of  preaeure  C. 
Let  JiS  be  an  elementary  area  at  any  point  R. 


m 


Fio.  576.  Fio.  577. 

Then  pAS  is  the  pressure  upoB  iS,  and  I(pJS)  is  the  total 
pressure  upon  the  surface  AA,  I  being  the  symbol  of  summation. 
Hence 

XoI(pJS)  =  IipxJS)    and    yQ2{pdS)  =  I{pyAS). 

But  p-poiox. 

Therefore  Xo2[{pa±ax)dS\-£\{ptiXiia:;^)AS] 

and  y(iI\{pii±ax)AS\  '•I\{pQy±axy)dS\. 

Now  0  is  the  centre  of  figure  of  AA,  and  therefore  2{xdS)  and 
2{ydS)  are  each  zero. 

Also,  I{AS)=S,  I{3^JS)  is  the  mom«nf  of  inertia  (/)  of  .4 A  with 
respect  to  OY,  and  £{xyAS)  Ls  the  product  of  inertia  (K)  about  the 
axis  OZ. 
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....    CD 

....      (2) 

In  toy  BTininetrical  section  Vo  is  zero,  and  Zg  is  the  deviation  of  the  centre 
of  pressure  C  from  the  centre  of  figure  0. 

Let  Xi  be  the  distance  from  0  of  the 
extreme  points  A  of  the  section. 

The  greatest  Btreae  in  AA  is  p,  +aXi  — p,, 
suppose. 

But  a  -^^,  by  eq.  (1). 


O^^CT  *  0^ 


Fio.  678. 


Fro.  678. 


■nierefore 


P.+ 


x^,Sp, 


It  is  generally  advisable,  especially  in  masonry  structures,  to  limit  x^ 
by  the  condition  that  the  stress  shall  be  notdiere  tiegalive,  i.e.,  a  tenMon. 
Now  the  minimum  stress  IS  Pt—ttXi,  SO  that  to  fulfil  this  condition 

Pt>oi-ax,. 

But  p,—ax,+p,;    therefore  p,<or—2pa. 

Hence,  by  eq.  (3),  ;^  <  or  - 


2po 


1  + 


'W.S  , 


The  uniformly  varying  stress  is  equivalent  to  a  sin^  force  P  along  the 
axis,  and  a  couple  of  moment 


The  line  CO  is  said  to  be  conjugate  to  OK, 


If  the  angle  COX- 0,    then    cote- 


s' 


g.  Weyrauch's  Tlieory  of  the  Resistance  to  Buckling. — In  order 
to  make  allowance  for  buckling,  Weyrauch  proposes  the  two  follow- 
ing methods : 
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Hbtbod  I.  Let  ^1  be  tiie  necessary  sectional  area,  and  hi  the 
adnuafflbte  unit  Btress  for  a  strut  subjected  to  loads  varying  from  a 
Tnft^[i"'^1Tn  compression  £i  to  a  mininniTn  compression  B^. 

Let  F'  be  the  necessary  sectional  area,  and  h'  the  admissible  umt 
stress  for  a  strut  subjected  to  loads  which  vary  between  a  given 
FtiftiriTrmm  tenfflon  and  a  given  maximum  compression,  B"  being  the 
Dumerically  absolute  muTimiim  load  and  B"  the  maximum  load  of 
the  opposite  kind. 

According  to  Chapter  IV,  if  there  is  no  tendency  to  buckling,  and 

putting  m— ,  m'- ,  and  v'=«-i-f actor  of  safety. 


'■  K>+"-l-:) 


(1) 


If  there  is  a  tendency  to  buckling,  let  I  be  the  length  of  the  strut, 
F  its  required  sectional  area,  and  T  the  mean  unit  stress  at  the 
moment  of  buckling.' 

Then,  according  to  the  theory  of  long  struts, 

TF^r-'f'       W 

3  being  a  coefficient  depending  upon  the  method  adopted  for  secur- 
ing the  ends,  E  the  coefficient  of  elasticity,  and  /  the  least  moment 
of  inertia  of  the  section. 

Also,  let  t  be  the  statical  compressive  strength  of  the  material 
of  the  strut,  and  take  t  =  p.T.    Then 

■     (     tFP     FP 

SB 
where  A^—.. (6) 


(  ■ 
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If  the  strut  under  a  pressure  B  were  not  liable  to  buckling,  it 
would  be  subjected  to  a  direct  thrust  only.    The  required  sectional 
B 

t' 

would  be  p. 

If  the  strut  under  the  pressure  B  is  liable  to  buckling,  its  required 
Bectional  area  will  be  -^,  since  T  is  the  mean  unit  stress  at  the  mo- 
ment of  buckling.  Let  x  be  the  unit  stress,  at  the  moment  of  buck- 
ling, for  the  area  F. 

Assuming  that  the  unit  stresses  in  the  two  caaes  are  in  the  same 
ratio  as  the  required  sectional  areas,  then 


B 

B 

B 

a  I 

~FT' 

B 

Therefore  a;  =  -=-=  =  /i^ (6) 


The  force  which,  when  uniformly  distributed  over  the  area  F 
will  produce  this  stress,  is  Fx  =  /iB. 

Hence  allowance  may  be  made  for  buckling  by  substituting  for 
the  compressive  forces  in  equations  (1)  and  (2)  their  values  multi- 
plied by  fi.    Thus  equation  (1)  becomes 


fiBj  fiBi  pBi 

''=.(i...^;)-.(i.„.|.;)- 


(7) 


and  equation  (2)  becomes 


oB*       -     uB' 
J"-^^-— y —       D,„ ,  if  tf  IS  a  comprcsBion,  .    .    (8) 

7,r,  if  B"  is  a  compression.  .-   .    (9) 


■\f\\—m' 
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If  /t<l,  equations  (1)  and  (2)  give  larger  sectional  areas  than 
equations  (7),  (8),  and  (9),  so  that  the  latter  are  to  be  applied  only 
when  fi>  1. 

Method  II.  General  formulse  applicable  to  all  values  of  ft  may 
be  obtained  by  following  the  same  line  of  reasoning  as  that  adopted 
in  the  proof  of  Gordon's  formula.    It  is  there  assumed  that  the 

total  unit  stress  in  the  most  strained  fibre  is  pAl+ari),  pi  being 

P 
the  stress  due  to  direct  compression,  and  piflr^  that  due  to  the  bend- 
ing action. 

So,  instead  of  employing  equations  (1)  and  (2)  when  fi<l,  and 
equations  (7),  (8),  and  (9)  when  /i>  1,  formuUe  including  all  cases 
may  be  obtained  by  substituting  for  the  compresMve  forces  in  equa- 
tions (1)  and  (2)  their  values  multiplied  by  1  +  /!. 

Thus  equation  (1)  becomes 

and  equation  (2)  becomes 

il  +  p)B" 


-  if  B'  is  a  compression,    .    ;    (11) 


-  if  B"  is  a  compression.  ;    ;    (12) 


"'V-'^       B'      / 

Equations  (7),  (8),  (9),  respectively,  give  larger  values  of  F  than 
the  corresponding  equations  (10),  (11),  and  (12). 

For  WTOUgfat-iron  bars  it  may  be  assumed,  as  in  Chapter  IV,  that  ft —i>' — 700 
k'.  per  sq.  cm.,  and  nii— m'— J. 

Tbe  value  of  i  ie  given  by  formula  (5),  but  is  unreliable,  and  varies  in 
practice  from  lO/HM)  to  36,000  for  struts  witb  fixed  ends. 

When  the  ends  are«fixed,  i—iit',  according  to  theory.    Hence 
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Therefore  if  E-2fiOOfiOO  k.  per  sq.  cm.,  and  f-3300  k.  per  sq.  cm., 
a-23,926,  or  in  round  numbers  23,900;  24,000  is  the  value  usually  adopted 
by  Weyraucb. 

Ex.  15.  The  load  upon  a  wrought-iron  column  360  em,  long  variet  bdween 
a  Cffrnprtation  of  50,000  k.  and  a  comprMsion  of  25,000  k.  CatadaU  (As  mo 
tunud  arta  of  the  column,  aatuming  it  to  be  Ist  toUd  and  2d  hollow,  iJlowanei 
ieing  made  for  buckling. 

Pirri.  Byeq.  (1), 

50000  400       , 

'"700Cl+iXfHH)"  7  "'^* 
r  being  the  radius  of  the  section. 

Also,  /-^*. 

™       .  f.      4     11 

Therefore  T  "~  ~  W  * 

Hence,  by  eq.  (4), 

360X360    11 

'  TSoT^so    '■"*■ 

Thus  !'>  1,  and  by  eq.  (7)  tlie  required  sectional  area  is 
F.Xl.lSa-*^ X1.188-67.9Bq.  cm. 

Second.  F,  -*f  -«(r,'  -n,'), 

r,  being  the  external  and  fi  the  internal  ra^us  of  the  section. 

Let  r,-4  cm.  and  r,-7.92  cm.    Then 

«(r,'-r,')-57.43  8q.  cm. 


Therefore 
Hence,  by  eq.  (4), 


F         4  4 

/  'r,'+r,'"l43.7264" 


360x360  4 

24000        143.7264" 


Thus,  in  the  latter  cose,  unce    /i<l,  there  is  no  tendency  to  buck- 
ling. 
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If  the  area  is  detennined  by  equation  (10),  its  value  becomes  I.ISX^— 
65  sq.  cm. 

10.  Fl«zun  of  ColumoB. — Id  Art.  7  the  moment  equation  has 
been  expressed  in  the  form 

and  this  is  sufficiently  accurate  if  the  deviation  of  the  axis  of  the 
strut  from  the  vertical  is  so  small  that  [^  may  be  neglected  with- 
out sensible  error. 

The  more  correct  equation  ia 

P 

p  being  the  radius  of  curvature. 

Consider,  e.g.,  the  strut  ia  Art.  7,  Case  I.    Then 

?      1     d6    dd   .    ^ 

6  being  the  inclmation  of  the  tangent  at  M  to  the  axia  of  x,  and  ds 
an  element  of  the  bent  strut  at  M,   Tlien 


a2u3 
Integratmg,  -| — cos  9 -cos  »o, (1) 

Sf,  being  the  value  of  9  at  a  strut  end. 

Let  sin  ^  —  ^    and    sin  ^^  —  /i  sin  ^.    Then 


■2 


2^(1  -sin'  ^), 


2/1 
y— -coe# (2) 
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Let  Y  be  the  maximum  deviation  of  the  axis  of  the  strut  from 
the  vertical,  i.e.,  the  value  of  y  when  d=-0  or  ^—0.    Then 


(3) 


rJ^l 

^"i 

Again, 

da-pde- 

1 

dt 

-if  sin'  j,- 

Hence,  it  1  is  the  length  of  the 

strut, 

^'-iJ:^ 

i* 

2 

•^   F  (A) 

-/i^sin 

2^    o    ■**' 

C4) 


Fg(tft)  being  an  elliptic  integral  of  the  first  kind. 

Let  P'  be  the  least  thrust  which  will  make  the  strut  bend.  As 
shown  in  Art.  7, 

and,  by  eq.  (4),  the  corresponding  value  of  the  modulus  /i  is  given  by 

FM)-l (5) 

Let  the  actual  thrust  on  the  strut  be 

P^n^P', (6) 

n'  being  a  coefficient  >  imity. 

The  corresponding  value  of  the  modulus  ia  given  by 

^,(«-5'slJ-2''»-n| (7) 

By  reference  to  Legendre's  Tables  it  is  found  that  a  large  in- 
crease in  the  value  of  fi,  i.e.,  of  sin  -^  or  6oi  is  necessary  in  order  tn 
produce  even  a  small  increase  in  the  value  of  Fp(^)  and  therefore 
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Hence  as  soon  as  the  thrust  P  exceeds  the  least 


thrust  which  will  bend  the  column,  viz.,  P',  do  rapidly  increases. 

The  total  maximum  intensity  of  stress  in  the  skin  of  the  strut 
at  the  most  deflected  point 

P     Mz     P    PYz      ,     2z   .    flo  /tt; 

z  being  the  distance  of  the  skin  from  the  neutral  axis,  and  /  being 
p 

equal  to  -j. 

The  last  term  of  this  equation  includes  the  product  fE,  which  is 

very  large,  and  also  the  factor  ain  ^,  which  increases  with  da  so 

that  the  ultimate  strength  of  the  material  is  rapidly  approached, 
and,  in  fact,  rupture  usually  takes  place  before  the  column  has  as- 
sumed the  position  of  equilibrium  defined  by  the  slope  da  at  the 
ends. 

If  there  were  no  limit  to  the  flexure,  the  column  would  take  its 
position  of  equilibrium  only  after  a  number  of  oscillations  about  this 
position,  and  the  maximum  stress  in  the  material  would  be  neces- 
sarily greater  than  that  pven  by  eq.  (8J. 

Agam,  dx=ds(iOad= ^ — y- tljh^ 

"     VX—fi'^  sin^  0 

I^t  X  be  the  vertical  distance  Ijetween  the  strut  ends.    Then 


aja 


1  -2/1!  sin=  ^ 


■/l-/^Bill' 

2 


£?p(^)  being  an  elliptic  integral  of  the  second  kind. 
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Hence  the  diminution  in  the  length  of  the  strut 
-L-X-|iF,(0)-B,(^)|. 

If  the  column  has  an  initial  curvature  of  — ,  the  moment  equ&- 
tion  may  be  expressed  in  the  form 

<-h)--'A^-m <« 

Po  and  -~  being  the  values  of  p  and  -~  when  Jl/=0. 

Hinged  Ends. — It  is  assumed  that  the  tine  of  action  of  the  thrust 
P  is  at  a  distance  d  from  the  axis  of  the  strut.    Then 

p 
where  o*=  p^,  p  =  total  stress  at  the  distance  z  from  the  neutral  axis, 

and  /  =  stree3  due  to  direct  thrust  (-=o-),  so  that  the  stress  due  to 

bending  "  p  — /, 

It  is  also  assumed  that  the  form  of  the  axis  of  the  column  before 
it  is  acted  upon  by  the  thrust  P  is  a  curve  of  sin«s  defined  by  the 
«quation 

yo  =  ^cos-y-, (4) 

the  origin  being  half-way  between  the  ends  of  the  strut,  and  J  being 
the  maximum  initial  deviation  of  the  axis  from  the  vertical,  i.e.,  the 
value  of  yo  when  i=0. 

Therefore  -r-^  =  — ^  cos  -r, 

dx^  l^  I' 
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and  hence,  by  eq.  (3), 

di 
A  solution  of  this  equation  is 


(5) 


y+d-d^—^  +  J—^ C) 

Now  -n  is  always  sm^  for  such  values  of  /  aa  would  constitute  a 
safe  working  load,  and  therefore 

cos  g-  =  1  — Q-,  approximately, 

80  that  eq.  (6)  becomes 

y+a  =  aiimaxil  —  -^\     +Jco8-j-(l — -jl     , 
or 

y+d-d  cos  ax(l+-Q- 1 +4  c08-r-(l+-^l,  approximately.     (7) 

Let  Y  be  the  maximum  value  of  y,  i.e.,  the  value  of  y  when 
x~0.    Then 

Y"^Ki+'^)+' t8> 

Hence,  by  eq.  (3),  the  total  maximum  intensity  of  strees 

where  ''""Is"*"^/    *°      "^"^ ' 

Eq.  (9)  is  a  quadratic  from  which  /  may  be  found  in  terms  of  p. 
.    Kb  a  first  approximation,  f  may  be  substituted  for  /  in  the  last  term 
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of  the  portion  within  bracketa,  the  error  being  in  the  tUrection  of 
safety. 

Fixed  Ends. — Let  ilfi  be  the  niomeiit  of  fixture. 

Eq.  (3)  now  becomes 

§-§-«=(».« -l'-4+^+^).. .  (10, 

Assuming  again  that  the  initial  form  of  the  axis  is  a  curve  of  sines, 

the  solution  of  the  last  equation  is 

nx 

^    A/i     /^    MAcosox     ^^T 
j,+d  +  -^  =  (d+-^j^^+i-^.    .    .     .     (11) 


^--^ 


Initially,  yo  =  J  cob-t-, 


and  J-  ia  equal  to  -jj  when  !=„  or  -  — ^. 

osin  ^ 


Mi\ 

2  i" 


ji^'        2J     ^  .,.12 -r' 
""  ^  +  -p-—^-'°"^~^;^ 112) 

Again,  the  value  of  y  at  the  point  x  =0  is 

^-i''+-pJT+''(i+^j (13) 

Also,  if  pi,  ps  are  the  total  maximum  intensities  of  stress  at  the 
end  and  at  the  most  deflected  point,  then 

"iE a';^<i+-pj-etc (14) 

two  equations  from  which  /  may  be  found  as  before. 
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The  following  conclusions  are  drawn  from  the  above  investi- 
gation : 

First.  The  aetual  strength  of  a  column  depends  partly  upon  known 
facte  as  to  dimensions,  material,  etc.,  and  partly  upon  accidental  cir- 
cumstances. 

Second. -Experiments  upon  the  crippling  or  destruction  of 
columns  cannot  be  expected  to  give  coherent  results  when 
appUed  to  the  determination  of  the  constants  in  such  an  equation 
as  (9). 

Third.  It  is  a  question  whether  p  should  be  made  the  dastie 
limit  of  the  material  and  the  working  stress  a  definite  fraction  of  the 
corresponding  value  of  /  derived  from  eq.  (9),  or  whether  p  should 
be  the  allowable  skin  working  stress,  and  the  value  of  /  be  found 
by  means  of  the  same  equation.  The  former  seems  to  be  the  more 
logical  assumption. 

Fourth.  It  would  appear  that  the  strength  of  hinged  columns  is 
hkely  to  be  much  more  variable  than  the  strength  of  columns  with 
fixed  ends,  as  it  depends  upon  two  variable  elements,  d  and  J,  while 
the  end  fixture  eliminates  d. 
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Second  Eluptic  Intbgrai,,  Ef(^). 
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EXAMPLES. 

1.  The  aectioiuti  uoa  of  a  pillAr  is  144  aq.  ins.,  and  the  piOar  caniee  a  load 
of  4000  lbs.  Find  the  normal  and  tangential  intensities  of  stress  on  a  pl&ne 
iDclined  at  20°  to  the  axis.  Atm.  3.25  Ibe.;  8.93  lbs. 

2.  A  short  cast-iron  column  of  6  ins.  external  and  i  ins.  internal  diameter 
cairies  a  load  of  20  tons,  the  line  of  action  of  the  resultant  being  12  ins.  from 
axis  of  column.    Find  maximum  and  minimum  etresscB. 

Am.  15.37  and  12.52  tons/sq.  in. 

3.  A  cylindrical  pillar  6  ins.  in  diameter  supports  a  load  of  400  lbs.,  <4 
which  the  centre  of  gravity  is  |  in.  from  the  axis.  Determine  the  greatest 
and  least  intenmties  of  etress  upon  any  transverae  eection  of  the  piOar. 

Ana.  25Hlbe.;  21Hlbe. 

4.  Calculate  the  breaking  weight  by  Hodgkinson's  formula  of  a  st^d 
round  cast-iron  pillar  20  ft.  in  length  and  10  ins.  in  diamet«r,  (1)  both  enda 
being  securely  fixed;    (2)  both  ends  being  hinged. 

Ant.  (1)  951.4  tons;  (2)  414.04  tons. 

5.  Determine  by  Hodgkinson's  formula  the  diameter  of  a  solid  wrought- 
iron  pillar  equal  in  length  and  strength  to  that  in  the  preceding  question. 

An».  7.35  ins. 

6.  Calculate  the  breaking  weight  by  Hodgkinson's  formula  of  a  square- 
bearing  hollow  cast-iroQ  column  of  4  ins.  external  and  3  ina.  int«mal  diameter. 

7-  A  square-bearing  timber  poet  .18  m.X.IS  m.  in  section  is  4  m.  high. 
What  load  will  it  safely  bearT    (Use  Hodgkinson's  formula.)     .4fM.  10,594  k. 

ft.  Fmd  by  Hodgkinson's  formula  the  load  which  can  be  carried  by  a  cast- 
iron  column,  with  square  ends,  5  m.  high  and  120  mm.  in  diameter. 

Ana.  16,071  k. 
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g.  Find  by  Hodgkinson's  method  the  breaking  weight  of  a  square- 
bearing  solid  caat-iron  pillar  6  ins.  in  diar.  and  20  diars.  in  length. 

Ans.  177  tons. 

10.  A  hollow  cast-iron  square-beanng  column  of  9  ins.  external  and  7  ina. 
iDt«mal  diar.  b  24  ft.  long.  Determine  by  Hodgkinson's  method  the  load 
it  will  safely  carry,  10  being  a  factor  of  safety.  Ans.  32  tons. 

11.  What  is  the  length  of  a  soUd  cast-iron  pin-bearing  column  of  3  ins. 
diameter  which  fails  under  a  load  of  12,320  lbs.?  Ans.  19.5  ft. 

la.  With  8  as  a  factor  of  safety,  the  safe  working  load  on  a  solid  square- 
bearing  pillar  10  ft.  long  is  5  tons.     I^lnd  its  diameter.  Ant.  2.8  ins. 

13.  Find  the  breaking  weight  of  a  solid  square-bearing  cast-iron  column 
7i  ins.  in  diameter  and  16  diameters  in  length,  &e  crushing  strength  of  the 
iron  being  40  tons.  Ans.  838  tons. 

14.  A  hollow  cast-iron  column  of  8  ins.  external  and  0  ins.  internal  <Uam- 
eter  is  18  diameters  long.  If  10  is  a  factor  of  safety,  find  the  load  it  will 
safely  carry  when  both  ends  are  (a)  squtue-bearing,  (b)  pin-bearing. 

Ans.  (a)  45.6  tons;  (6) 

15.  Determine  the  breaking  wei^t  of  a  soUd  cast-iron  pillar  9  ft.  in  height 
and  4  ins.  in  diameter  when  the  ends  are  (a)  square-bearing,  (6)  hinged. 

Ans.  (a)  159  tons;  (b) 
iti.  Determine  the  breaking  weight  of  a  solid  round  [xllar  with  both  ends 
firmly  secured,  10  ft.  in  length  and  2  ins.  in  diameter,  (1)  if  of  east  iron;  (2) 
if  of  wrought  iron;    (3)  if  of  steel  (mild). 

Ans.  25,142.8  lbs.;  43,516.48  Ibe.;  59,136  lbs. 

17.  A  solid  pin-bearing  cast-iron  strut  15  ft.  long  is  to  cany  a  load 
of  20  tons.    If  6  is  a  factor  of  safety,  find  the  diameter  of  the  strut. 

Ans.  6}  ins. 

18.  A  solid  or  hollow  pillar  of  cast  iron,  wrought  iron,  or  iuild  steel  is  to 
be  designed  to  carry  a  steady  load  of  30,000  Iba.  Determine  the  necessary 
<£«meter  in  each  case,  6  bemg  a  factor  of  safety.  (The  pillar  is  to  be  12  ft. 
high,  and  the  metal  of  the  hollow  pillar  is  to  be  |  in.  thick.)  Determine  the 
load  that  will  produce  a  maximum  stress  of  9000  lbs.  per  square  inch  in  the 
solid  steel  pillar. 

Ans.  Solid:     3.68  ins.;  3.39  ins.;  3  ins.;  24,055  lbs. 
Hdlow:  4.96  ins.;  8.5  ins.;  3.9  ins. 

19.  Design  a  square-bearing  pine  pillar  20  ft.  long  to  carry  a  load  of  6000 
lbs.,  4  being  a  factor  of  safety.  Ans.  Required  area— 35.6  eq.  ins. 

so.  Determine  the  strength  of  a  mild-steel  pillar  7  ins.  in  diameter  and 
20  diameters  in  length,  (a  >- 1^, /- 60,750  Ibe.)  £lnd  the  diameter  of  each 
of  two  pillars  equivalent  to  the  single  pillar. 

31.  Determine  the  breaking  weight  of  an  oak  pillar  9  ft.  high,  1 1  ins.  wide, 
and  5  ins.  thick.  Ans.  138.160  lbs. 

ai.  What  weight  will  be  safely  borne  by  a  pillar  of  dry  oak  subject  to  . 
vilwatioQ,  to  It.  high  and  6  ins.  square,  10  being  a  factor  of  safety? 

Ans.  9969  lbs. 

3J.  Calculate  the  breaking  weight  of  a  solid  cast-iron  pillar  20  ft.  in  length 
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and  10  ini.  in  diameter  when  (a)  both  ends  are  square-bearing,  (6)  one  end 
is  square-bearing  and  the  other  pin-  and  square-bearing. 

An».  (a)  1150.05  tona;  (b) 

34.  F^d  the  diameter  of  a  wooden  column  20  ft.  long  to  eupport  a  load 
of*10,000  lbs.,  10  being  a  factor  of  safety  and  both  ends  of  the  column  being 
absolutely  fixed.  Aiia.  8.55  ins. 

ag.  find  the  breaking  stress  per  square  inch  of  a  i"Xi"  solid  wrought- 
tron  pillar  for  lengths  of  5, 10, 15,  and  20  ft.,  the  two  ends  being  absolutely 
fixed.  Ant.  33,488  lbs.;  27,692  lbs.;  21,492  lbs.;  16,363  lbs. 

a6.  Compare  the  brealdiig  weight  of  a  solid  square  pillar  of  wrought  iron 
20  ft.  long  and  6  ins.  square  with  that  of  a  solid  rectangular  pillar  of  the  same 
material,  the  section  being  9  ins.  by  4  ins.     Ans.  845,217  lbs.;  589,090  lbs. 

37.  A  solid  round  pillar  of  mild  steel  16  ft.  hi^  supports  a  steady  load 
of  20,000  lbs.     If  the  factor  of  safety  is  6,  what  is  its  diameter?     Atu.  3  ins. 

aS.  Find  the  diameter  of  each  of  four  pillars  of  the  same  material  which 
may  be  substituted  for  the  single  i»llar  in  the  preceding  example. 

Ant.  2.04  ins. 

a9.  Elnd  the  breaking  weight  of  a  cylindrical  strut  of  3  ins.  diameter  and 
40  diameters  in  length,  both  ends  being  hinged.  Ant.  67,430  lbs. 

30.  .\.  hollow  cast-iron  pillar  with  an  external  diameter  of  9  ins.  is  to 
be  substituted  for  tlie  solid  pillar  in  the  preceding  example.  Determine  the 
thickness  of  the  metal.  Ana.  f  in. 

31.  .\  hollow  cast-iron  pillar  12  ft.  in  height  has  to  support  a  steady  load 
of  33,000  lbs.;  its  intern^  diameter  is  5^  ma.  Find  the  thickness  of  the 
metal,  the  factor  of  safety  being  6.  Ans.  .28  in. 

31.  A  solid  wrought-iron  pillar  is  to  be  substituted  for  the  pillar  in  the 
preceding  example.     Find  its  diameter.  Ant.  Zi  ins. 

33.  The  external  and  internal  diameters  of  a  hollow  cast-iron  column 
12  ft.  in  length  are  D  and  (i)  respectively;  the  load  upon  the  column  is 
25,000  lbs.  If  the  factor  of  safety  is  4,  find  D,  (a)  when  both  ends  of  tbe 
column  are  absolutely  fixed;  (b)  when  both  ends  are  hinged. 

Ant.  (a)  4.03  Ins.;  (b)  5.4  ins. 

34.  A  hollow  cast-iron  pillar  of  6  ins.  external  diameter  and  20  diameters 
in  length  has  to  carry  a  load  of  67,200  lbs.  If  8  is  a  factor  of  safety,  find 
the  thickness  of  the  metal?  Ans.  .42  in. 

3S-  A  hollow  circular  mild-steel  square-bearing  column  28  ft.  long  and  of 
6  ins.  external  diamet«r  has  to  carry  a  load  of  50  tons.  Find  the  thickness 
of  the  metal,  4  being  a  factor  of  safety.  Ant.  .9  in. 

36.  A  square-bearing  hollow  wrought-iron  cyhndrical  strut  10  ft,  long  and 
of  li  ins.  external  diameter  fails  under  a  load  of  2.7  tons.  Find  the  thick- 
ness of  the  metal.  Ans.  2.7  tons. 

37.  A  solid  rectangular  wrought-iron  stmt  10  ft.  long  and  2  ins.  thick 
fails  under  a  load  of  30  long  tons.  If  the  ends  are  pin-bearing,  what  should 
be. the  width  of  the  strut?  Ans.  5.4  ins. 

38.  The  least  breadth  of  an  angle4ron  is  3  ins.,  and  its  lengtlr  is  00  ins. 
It  is  fixed  at  both  ends.    What  is  the  aafe  load,  6  being  a  factor  of  s^ety? 

Ant.  Sitons. 
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39-  What  is  the  breakiug  neight  of  a  cast^iroa  stanchion  of  a  regular 
cruciform  section  and  15  ft.  Id  height,  the  anna  being  24  ina.  by  1  in. 7 

Ans.  2^11^15  Ibe. 

40.  Each  of  the  jriUars  supporting  the  lowest  floor  of  a  refinery  ia  16}  ft. 
high,  is  of  a  regular  cruciform  section,  and  carries  a  load  of  240,000  lbs.;  the 
total  length  of  an  arm  is  14  ins.  Determine  its  thickness,  the  factor  of  safety 
being  10.  Am.  2.59S  ins. 

41.  Find  the  load  i^ch  can  be  safely  carried  by  a  column  30  ft.  hi^ 
of  the  section   shown  by  the  figure,  which  conmsts  of 

two  I4"Xi"  wde  plates,  fovr  Z  bars,  each  6"X3J"X|", 
and  one  web  plate   8"Xj".     Use  strught-line  formula 

p-17,I00-57p  -4m.  726,0001bs. 

43.  Find  the  safe  load  on  a  square-bearing  column  20 
ft.  long  composed  of  (i«>I2-in.  X20-lb.  per.  lineal  foot  me- 
dium steel  channels  i^aced  back  to  back  and  10  ins.  apart, 
4  being  a  factor  of  safety.  Sectional  area  of  each  channel 
-11.8  aq.  ins.  Atu.  109,740  lbs.  ^°-  ***■ 

43.  De«gn  a  medium  steel  strut  15  ft.  long  and  conneting  of  four  angles 

to  carry  a  load  of  170,000  lbs.;  use  the  formula  p-16,000-60-. 

Ans.  Try  6"X3J"Xf"  angles  with  the  short  legs  back  to  back  and  spaced 
}  in.  apart  for  lacing.    Section  required  — 13.58  sq.  ins. 

44.  What  shoi^d  be  the  distance  between  the  faces  of  the  long  legs  of 
the  angles  in  the  preceding  example  so  that  the  moments  of  inertia  with  respect 
to  the  axes  through  the  centre  of  gravity  of  the  section,  parallel  to  the  short 
and  long  legs,  may  be  equal'  Arts.  7.62  ins. 

45.  The  section  of  a  chord  segment  22  ft.  long  consists  of  one  18"Xi" 
cover  and  two  12-in.X44-lb.  per  lineal  foot  channels.     If  the  allowable  stress 

p  is  that  given  by  p]l  *oAnnn(~)   ["10,000,  find  the  load  which  may  be 

applied  at  the  centre  of  gravity  of  the  section.  Aju.  304,325  lbs. 

46.  What  would  be  the  additional  stress  if  the  load  were  applied  at  the 
centre  of  the  channels?  Ans.  5410  lbs. 

47.  Determine  the  buckling  strength  of  a  2-in.  round  steel  bar  60  diam- 
eters in  length,  with  pin  ends.  If  the  stress  is  nowhere  to  exceed  12,000 
lbs.  per  square  inch,  find  the  load  for  which  the  maximum  deviation  of  line 
of  load  from  axis  will  not  exceed  .125  in. 

48.  Calculate  the  buckling  load  of  a  piece  of  cast-iron  pipe,  length  24  ins.; 
external  diameter,  4.4  Ins.;  internal  diameter,  3.0  ins.;  rounded  ends. 

Ans.  158  tons  for  hard  to  98  tons  for  soft  cast  iron. 

49.  A  steel  strut  10  ft.  long  consists  of  two  tees  back  to  back,  each 
4"X4"Xi".  Taking  /-60,000  lbs.,  o,-n*Bii,  and  6  as  a  factor  of  safety 
find  the  working  load  (a)  when  the  strut  has  two  pin  ends;  (b)  when  it  has 
two  fixed  ends.    (£-29,000,000  lbs.) 
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Also  find  the  deviation  of  the  axis  of  the  load  from  the  axis  of  the  strut 
ao  that  the  lotminiiim  stress  in  the  metal  may  not  exceed  10,000  lbs.  per  square 
inch.  Arts,  (a)  25,019  Ibe.;  (6)  50,019  lbs. 

Deviaiion-. 513  m.  in  (a)  and  .158  in.  in  (6). 

50.  A  solid  wrou^t-iroD  strut  20  ft.  high  and  4  ins.  in  diameter  has  one 
end  fixed  and  the  other  perfectly  free.  Find  the  deviation  of  the  line  of 
action  of  a  load  of  10,000  lbs.  from  the  axis,  so  that  the  stress  may  not  exceed 
10,000  lbs.  per  square  inch,  E  being  27,000,000  lbs.  Am.  1.8  ins. 

51.  Find  the  buckling  load  of  a  pin-bearii^  steel  strut  of  3  ins.  soUd  squjare 
section  and  108  ins.  long,  E  being  30,000,000  lbs.  per  square  inch. 

Atts.  By  Euler,  173,600  Iba.;  by  Gordon,  176,000  lbs. 
51.  Find  the  safe  load  on  a  rolled  tee-iron  strut  6"x4"Xi''>  10ft.  long, 
fixed  at  one  end,  free  at  the  other. 

53.  Find  the  strength  of  a  square-bearing  double-tce  section  column 
22  ft.  in  length.  The  equal  25"X.96"  flanges  are  connected  by  a  12"X1" 
web.  If  the  allowable  stress  is  not  to  exceed  10,000  lbs.  per  square  inch,  find 
the  greatest  deviation  of  the  axis  of  the  load  from  the  axb  of  the  column. 
(E-31,500,0001bfl./Bq.  in.;  44,000a, -1  and /-53,770  Ibe./sq.  in.) 

54-  A  round  steel  strut  1  in.  in  diameter  and  100  diameters  in  length 
ia  pivoted  at  both  ends,  ilnd  Euler's  value  for  its  ultimate  strength,  taking 
E  -29,400,000  lbs.  per  square  inch. 

If  an  end  load  acting  by  itself  produces  a  maximum  fibre  stress  of  1000  lbs. 
per  square  inch,  and  a  lateral  load  acting  by  itself  produces  a  maximum  fibre 
stress  of  500  lbs.  per  square  inch,  what  will  be  the  maximum  fibre  stress  when 
the  two  loads  act  together? 

55-  A  hoUow  cast-iron  column  with  two  pin  ends  is  24  ft.  high  and  has 
n  diameter  of  12  ins.;  it  carries  a  load  of  80,000  lbs.    Find  the  proper 

B  of  the  metal,  10  being  a  factor  of  safety.  If  the  deviation  of  the 
line  of  action  of  the  load  from  the  axis  is  1  in.,  find  the  maximum  stress  per 
square  inch  in  the  metal,  E  being  17,000,000  lbs. 

Ana.  1.28  ins.;  2230  lbs.  per  sq.  in. 
SC  Find  the  crushing  load  of  a  sohd  wrought-iron  pillar  3  ins.  in  diameter, 
10  ft.  high,  and  fixed  at  both  ends.    Calculate  the  deviation  which  will  produce 
a  maximum  stress  in  the  metal  of  9000  lbs.  per  square  inch  under  loads  of 
(o)  15,000  IbB.,  (6)  30,000  lbs.,  E  being  29,000,000  lbs. 

Ana.  148,775  lbs.;  (a)  1.158  ins.;  (6)  .38  in. 

57.  Solve  the  preceding  example  on  the  assumption  that  the  column  has 
two  pin  ends.  Ana.  66,218  lbs.;  (a)  .985  in.;  (6)  .261  in. 

58.  A  hollow  ca8t4ron  column  of  19  ins.  external  and  16  ins.  internal 
diameter  has  rounded  ends,  is  80  ft.  in  length,  and  is  stayed  laterally  at  in- 
tervals of  20  ft.     Plnd  the  least  force  which  will  cause  the  column  to  bend. 

Ana.  2,182,300  Ibe.,  E  being  16,000,000  lbs. 

59.  Ilnd  the  breaking  weight  of  a  wrought-iron  column  3  ins.  in  diameter, 
160  ins.  in  length,  and  hinged  at  both  ends. 
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Also  find  tbe  deviation  for  which  the  stresa  in  the  metal  viti  not  exceed 
10,000  Ibe.  per  square  inch  when  the  load  upon  the  column  is  40,000  Ibe. 

Ana.  117,720  lh6.;  .99  in. 

6o.  An  S-m.  channel  section  strut  with  4.02"X.56"  flanges  and  a  web 
.42  in.  thick  has  both  ends  fixed.  Taking  E  -30,000,000  lbs.  per  square  inch, 
and  the  ultimate  stress  at  45,000  lbs.  per  square  inch,  find  the  buckling  strength 
for  lengths  of  S,  10,  12,  and  15  ft.  What  should  tbe  corresponding  lengths  be 
if  both  ends  are  hinged? 

6i.  Find  the  buckling  strengths  of  the  following  tees: 

(a)  ATea-1.67  aq.  ins.; 8.2; 


(c)     "    -2.04  "     "      — -19.S. 

Am.  (a)  26.1  tons;  (6)  21.5  tone;  (c)  20.3  tons. 
6i.  The  22-ft.  panel  length  of  the  top  chord  for  a  deck-epan  has  to  carry 
a  load  of  350,000  lbs.  in  direct  compression  and  a  uniformly  distributed  load 
of  26,400  lbs.    Design  the  section,  the  allowable  stress  p  in  com{HvsHon  being 

l!i'™l'yp]l+j^(-|:)"j-10,000. 

Am.  Tiy  a  section  consisting  of  one  24"  Xl"  cover,  two  upper  3i"X3J"X|" 
angles,  two  lower  6"X4"Xi"  angles,  two  24"xy  webs,  allowing  play  between 
web  ends  and  faces  of  angles.     Section  required  —50  sq.  ins. 

63.  Reinforced  concrete  coliitnns  less  than  25  diameters  in  length,  whieh  in- 
cludea  all  usually  found  in  practice,  fail  by  direct  crushing,  and  the  effect  of  bend- 
ing need  not  therefore  be  considered.  Find  the  safe  load  upon  a  concrete  column 
of  seclioniU  area  S  reinforced  by  four  steel  rods  each  of  a  square  tnek  section,  ft 
being  the  safe  unit  stress  in  the  concrete  and  x  the  ratio  of  elastic  moduli  of  the 
Oeel  and  concrete.  Ex.  S=8"X8";  o-l  sq.in.;  B  for  steel -30,000,000,  and 
for  concrete -3,000,000  lbB./sq.  in.;  /e-600tbs. 

Ans.  fc(S+4ra);  60,000  lbs. 

64.  Abridge  diagonal  10  ft.  long  consists  of  Imo  6" X 3" Xi"  tee  bars  placed 
back  to  back,  ilnd  the  maximum  allowable  stress,  4  being  a  factor  of  safety, 
(a)  when  the  ends  are  square -bearing,  (6)  when  one  end  is  square-  and  the 
other  pin-t>earing.  Ans.  (a)  28  tons;  (t>)  14}  tons. 

65.  The  web  members  of  a  Warren  girder  are  bars  of  rectangular  section 
and  10  ft.  in  length.  One  of  the  bare  has  to  carry  loads  varying  between 
a  steady  minimum  tension  of  20.2  tone  and  a  maximum  tension  of  40.4  tone, 
and  another  to  carry  loads  varying  between  a  maximum  compression  of  8.7 
t«ns  and  a  maximum  tendon  of  14.4  tons.  Find  the  eectionat  area  in  each 
case,  allowance  being  made  for  buckling  in  the  latter. 

66.  Determine  the  sectional  area  of  a  double-tee  strut  which  is  to  carry 
a  load  varying  between  a  maximum  tension  of  80,000  lbs.  and  a  maximum 
compreesion  of  60,000  Ibe.    Each  flange  consists  of  two  6"X6"X|"  angle- 
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iroDfl  riveted  to  a  \2"X\"  web  plate.    The  length  of  the  stmt  is  to  be  (a) 
6  ft.;  (6)  12  ft. 

67.  What  safe  load  may  be  bome  by  a  3"X3"X}"  angle  wnnightdTon  strut 
18  ins.  long  when  both  ends  are  (a)  square-bearing,  (b)  pin-bearing,  4  being 
a  factor  of  safety?  Am.  (a)  9J  tons;  (6)  7.6  tons. 

68.  The  12Ht.  column  for  an  elevated  raUway  consiste  of  a  ]0"Xi" 
web  riveted  on  each  side  to  two  equal  6"X3i"  Z  bars.  The  total  vertical 
load  due  to  train  and  Buperetructurd  — 113,280  lbs.;  the  we^ht  of  the  column 
and  its  attachments  —1600  lbs. ;  the  wind  load  is  the  equivalent  of  two  hori- 
zontal forces  of  6000  and  2400  lbs.  acting  22^  ft.  and  16i  ft.  respectively 
above  the  column's  base.  The  maximum  deviation  of  the  upper  end  from 
the  mean  position  due  to  a  cliange  of  temperature  —\  in.  The  coliunn  is 
fixed  at  the  base,  and  the  top  is  ho  constrained  that  the  axis  is  vertical  at  that 
point.  £-27,000,000  lbs.  Find  the  maximum  fibre  stresses  due  to  the 
several  forces,  and  also  the  total  maximum  fibre  stress. 

Am.  5041  lbs.;  890  Iba.;  71  lbs.;  2686  lbs.;  10,100  lbs. 

69.  Calculate  the  strength  of  a  compression-chord  panel  meml>er  352  ins. 
long  and  composed  of  two  18"X|"  web  plates  13  ins.  apart,  riveted  to  an 
upper  21"XA"  cover  by  means  of  two  31"X31"Xf"  angles,  and  also  riveted 
at  the  bottom  to  two  5"  (horizontal)X3i"XA"  angles. 

70.  A  brace  hinged  at  both  ends  is  subject  to  stresses  varying  from  a 
maximum  compression  of  58,100  lbs.  to  a  maximum  tension  of  144,900  lbs. 
The  length  is  537  ins.,  and  the  brace  is  composed  of  two  12"X3.173"X.513" 
channels,  back  to  back.     Is  there  a  sufficient  sectional  area  of  metal? 

71.  An    intermediate    bridge    vertical    336    ins.    long    consists    of    two 

I2"X3.05"X.39"  channels  kept  I OJ"  apart  by2"X|" 
.  9         lacing.    What   force  will  such  a  strut  safely  bear? 
•w-^^ -tat         (Neglect  the  effect  of  the  lacing.) 

T      I.     ..    i  I  7^'    A  column  20  ft.  long  consists  of  two  8-in. 

"^^""^"^^  channels  spaced  6  ins.  back  to  back,  the  flanges  being 

"  turned  outwards.  The  area  of  one  channel  is  4  sq.  ins.; 

FiQ.  581.  momentof  inertia  of  one  channel  about  axis  AS  is  36.0; 

moment  of  inertia  about  axis  CD  through  centre  of 

gravity  of  channel  is  1.55;   distance  of  CD  from  back  of  channel  0.6  in. 

"FatA  the  load  which  the  column  will  safely  carry  if  the  allowable  stress  per 

square  inch  is  given  by  the  formula  p  W+Tojwv")  "16000. 

Ans.  59,040  lbs. 
73-  A  hollow  cylindrical  tower  of  steel  plate  having  an  external  diam- 
eter of  3  ft.,  a  thickness  of  J  in.,  and  a  height  of  60  ft.  carries  a  central  toad 
of  50  tons  and  is  subjected  to  a  horizontal  wind  pressure  of  56  Ibe.  per  foot 
of  its  height.  Calculate  the  vertical  stresses  at  the  fixed  base  of  the  tower 
on  the  windward  and  on  the  leeward  side.  (Allow  for  the  weight  of  the  tower 
itself.) 
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74.  The  cylinder  of  an  inverted  engine  is  aupported  on  one  vertical  cast- 
iron  column  of  variable  rectaagular  section,  the  centre  line  of  the  cylinder 
being  8  ios.  from  the  vertical  face  of  the  column.  Find  the  maximum  stress 
induced  at  a  section  of  the  column  which  is  10  ins.  deep  and  6  ins.  wide,  the 
thickness  of  metal  being  1  in.  all  round  and  the  diiving  force  on  the  piston 
being  5  tons. 

75.  Find  the  limiting  ratio  of  length  to  diameter  for  a  steel  pin-bearing 
strut  strained  to  the  elastic  limit  of  25,000  lbs.  per  square  inch,  E  being 
30,000,000  lbs.  per  square  inch.  An».  27.2. 

76.  Find  the  limiting  ratio  of  length  to  thickness  for  a  steel  square-bearing 
strut  strained  to  the  elastic  limit  of  25,000  Ibe.  per  square  inch,  E  being 
30,000,000  lbs.  per  square  inch.  Ana.  63. 

77.  The  allowable  stress  in  a  square-bearing  timber  strut  is  1000  lbs.  per 
square  inch.  The  strut  is  square  in  section  and  £-1,500,000.  Tmd  the 
limiting  ratio  of  length  to  ude  of  square.  An«.  70.28, 

78.  Find  the  limiting  length  of  an  I  strut,  fixed  at  both  ends,  24  ins.  deep, 
of  25  sq.  ins.  sectional  area,  and  weighing  85  lbs.  per  lineal  foot,  the  radius 
of  gyration  in  the  plane  of  flexure  being  1.33  ins.  The  metal  may  be  strained 
to  12,000  lbs.  per  square  inch,  and  E  -30,000,000  lbs.  per  square  inch. 

Ans.  418  ins. 

79.  A  72-in.  pin-bearing  steel  T  strut  has  a  3-in.  flangeX2i-in.  stem 
and  weighs  7.2  lbs.  per  lineal  foot.  Taking  £-29,400,000  lbs.  per  square  inch, 
find  the  greatest  stress  which  can  be  developed  in  the  strut  without  lateral 
bending.  Am.  29,040  lbs. 

80.  A  7-in.  square-bearing  steel  channel  strut  weighing  9}  lbs.  per  lineal 
foot  and  58.6  ins.  in  length  has  2.09-in.  flanges  and  a  web  .21  in.  thick.  Find 
the  greatest  stress  which  could  be  developed  in  the  strut  without  lateral  bead- 
ing. Ang.  116,160  Ibd.,  E  being  29,400,000  Ibs./sq.  in. 

8t.  The  ends  of  a  long  strut  are  in  the  same  vertical  line,  one  end  is  fixed 
and  the  other  is  kept  in  position  by  a  horizontal  force.  Show  that  the  buck- 
ling load  is  2.045^"^. 

82.  The  strut  OA  is  fixed  at  0  and  carries  a  load  P  at  the  end  B  of  a  hori- 
zontal arm  AB  ( ~q)  rigidly  attached  to  the  strut  at  A.  It  the  strut  is  bent 
into  the  form  OA,  the  horizontal  distance  AC  of  A  from  the  vertical  through 
0  being  p,  and  if  it  is  assumed  that  the  difference  in  length  between  OA  (  -I) 
and  OC  is  sufficiently  small  to  be  disr^arded,  show  that  q-{p  +  q)  cos  a/. 
Also  find  the  buckling  load  when  q  is  small  enough  to  be  D^ect«d. 

Am.  iEl"^. 

83,  In  the  preceding  example,  if  in  addition  to  P  there  is  a  horizontal 
force  H  at  B,  riiow  that  the  deflection  y  of  any  point  in  OA  at  a  vertical  dis- 
tance X  from  O  is  given  by 

y-p+q  +  p(l-x)  -i-b  am  (ax+e), 
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the  coefficients  b  and  c  being  given  by 

0—p+q+-j^+hmae     uid    0— —  -p+ab coa  c,   where    a'EI—P. 

84.  In  Art.  10,  show  how  equations  (3)  and  (6)  will  be  modified  if  the  line 
of  action  of  FisdiBtant  a+^  from  one  end  and  a  -  ^  from  the  other  end  of  the 
column's  axis.    Also,  if  the  coefficient  of  elasticity,  E,  is  variable  and  equal 

to  tn  In—  at  a  point  distant  z  from  the  axis,  z,  being  the  maximum  value  of 

z  and  m  and  n  coefficients,  show  that  yH must  be  substituted  for  y  in 

eq.  (3). 

85.  In  one  of  Christie's   experiments  an  angle-bar  2"X2"XA",   with 

hinged  ends,  for  wliich  —  had  the  value  154,  deflected  .01  in.  for  an-  'ocreaae 
in  the  load  of  3000  lbs.    Show  that  ^+—-.0048  in. 


86.  A  long  column  with  pin  ends  is  bent  laterally  until  the  angular  devia- 
tion (9^  at  the  ends  is  4°.  Find  the  total  maximum  intensity  of  stress,  the 
section  of  the  column  being  (o)  a  circle,  (6)  a  square,  (fi -29,000,000  lbs., 
and  the  stress  due  to  direct  thrust  ^1500  lbs.  per  squar  inch.) 

Ans.  (a)  30,615  lbs.;  (b)  26,715  lbs. 

87.  With  ihe  same  maximum  stress  as  in  the  last  example,  find  the  angular 
deviation  at  the  ends  so  that  the  stress  due  to  direct  thrust  may  be  10,000 
lbs.  per  square  inch.  Ans.  (a)  1''5';  (6)  l^SS'. 

88.  Show  that  tlie  load  required  to  produce  an  angular  deviation  of  14° 
at  the  two  pin  ends  of  a  long  column  is  only  one  per  cettt  greater  than  that 
n^ch  just  produces  flemere. 
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I.  Torsion  is  the  force  with  which  a  thread,  wire,  or  prismatic 
bar  tends  to  recover  its  original  state  after  having  been  twisted,  and 
is  produced  when  the  external  forces  whicli  act  ujwn  the  bar  are 
reducible  to  two  equal  and  opposite  couples  (the  ends  of  the  bar 
being  free),  or  to  a  single  couple  (one  end  of  the  bar  being  fixed),  in 
planes  perpendicular  to  the  axis  of  the  bar.  The  effect  upon  the 
bar  is  to  make  any  transverse  section  turn  throiigh  an  angle  in  its 
own  plane,  and  to  cause  originally  straight  ^bres,  as  DE,  to  assume 
helicoidal  forms,  as  FG  or  DC.    This  induces  longitudinal  t 


in  the  fibres  and  transverse  sections  become  warped.  It  is  found 
sufficiently  accurate,  however,  in  the  case  of  cylindrical  and  regular 
polygonal  prisms,  to  assume  that  a  transverse  section  which  is  plane 
before  twisting  remains  plane  while  being  twisted.  In  order  that 
the  bar  may  not  be  bent,  its  axis  must  coincide  with  the  axis  of  the 
twisting  couple. 

The  angle  turned  through  by  one  transverse  section  relatively  to 
another  is  called  the  angU  of  torsion  (or  twist),  and  Coulomb,  from 
experiments  upon  wires;  made  the  following  deductions: 

(a)  That  the  angle  of  twist  is  directly  proportional  to  the  length  of 
wire  twisted; 
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(b)  That  the  an^  of  tipiat  is  directly  pntportumal  to  the  tteisting 
moment; 

(c)  That  the  on^Ie  of  toisf  is  invendy  proportional  to  the  fourth 
power  of  the  diameter; 

(d)  That  the  angle  of  turist  for  wires  of  the  same  lengths  aitd  diameters, 
but  of  different  materials,  is  inverady  proportional  to  a  certain  coeffi- 
cient G  coiled  the  Coefficient  of  rigidity  of  the  material. 

These  results  may  be  expressed  analytically  by  the  formula 

A  being  the  angle  (in  radians)  through  which  a  wire  of  length  L 
and  diameter  D  is  twisted  by  the  application  of  a  force  P  at  the 
end  of  a  lever-arm  of  length  p.  The  vaJue  of  the  coefficient  C  de- 
pends upon  the  form  of  the  section  only. 

Ex.  1.  A  brtut  wire  30  int.  hng  and  0.1  wt.  in  diameter  is  tmtUd  lAnmgA 
on  angie  of  195°  bi/  a  twiating  moment  of  4  in.-Ou.  If  the  eoeffiaent  of  rigidity 
it  3,600,000  Ibg.  per  square  inch,  find  C.  Hence  find  Ute  moment  vAick  vitl 
ttviet  a  bar  of  the  tame  material,  300  ins.  in  length  md  1  in.  in  diameter,  through 
an  ongfe  of  5°. 

195  X     -,   ,30X4 
180    "^3600000(.l)** 


_32      300- Pp 


Th«refore  Pp- 102.9  in.-lbs. 

2.  Toiaonal  Strength  of  Shafts. — Consider  an  elementary  prism 
QR  of  the  shaft  between  two  cross-sections  at  a  unit  distance  (one 
inch)  apart.  Assuming  the  aection  on  the  left  to  be  fixed,  the  twist- 
r-^-r^_' ./.,„\    /)  ing  moment  moves  the  prism  from  QR 


"./■^  f)  iig  moment  m 
::Q  1  Y  to  QRi,  the  ; 
\J    \    angle  of  twist 


i ~~:::L\4  \  y    to  QRi,  the  angle   RORi  being   the 

J  \  J     ]    angle  of  twist  per  unit  of  length  (in 


u:h). 
Let  0  be  this  angle  meaaured  in  radians. 
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The  shear  strain  in  the  priam  =  -^10  "  fy]  ''Xd,  x  being  the  length 

OR. 

The  shear  stress  at  R  is  therefore  Gx6,  and  if  a  ia  the  sectional 
area  of  the  prism,  the  shear  force  at  R  at  righi  angles  to  OR^GxOa. 

This  force  is  equivalent  to  a  parallel  force  on  the  axis  and  a 
couple  of  moment  Gx'Oa. 

There  is  a  similar  force  and  a  similar  moment  for  every  elemen- 
tary area  into  which  the  cross-section  may  be  divided. 

The  forces  must  necessarily  neutralize  each  other  and  the  total 
twisting  moment  (or  torque)  on  the  shaft  "SGa^da,  the  symbol  i* 
denoting  algebraic  sum. 

Now  G  and  6  are  the  same  for  each  elementary  area,  and  if  T 
is  the  total  torque, 

T  =  Gd23?a''Gej=Pf, 

J  being  the  moment  of  inertia  with  respect  to  the  axis,  or  what  is 
called  the  polar  moment  of  inertia. 

For  a  sohd  cylindrical  shaft  of  diameter  D, 

•'      32' 

for  a  hollow  cylindrical  shaft  of  external  diameter  D  and  internal 
diameter  D\, 

•'"         32.        • 
Again,  the  shear  stress  Gdx  increases  with  x  and  is  greatest  at 
the  surface,  i.e.,  when  x----. 

Denotmg  this  maximum  shear  stress  by  /, 


/-= 


Hence,  for  tlie  solid  shaft, 


'^32  16      6.1' 


D.qil.zMBlG001^le 


644  THEORY  OF  STBUCTURES. 

tmd  for  the  hoUmo  shaft 

^P=^  32  °16        D  5.1        D     ' 

If  the  thickness  M= — s"')  of  the  hollow  shaft  is  small  as  com- 
pared with  the  diameter  D,  then,  approximately, 

rp-1  4  2    ■ 

Thus  the  strength  of  the  solid  shaft  is  defined  by  the  value  of  /  and  de- 
pends on  the  cube  of  the  diameter,  while  its  torsional  rigidity,  which  is 

T 
measured  by  the  ratio  -r,  depends  upon  the  fourth  power  of  the 

diameter. 

In  order  to  diminish  the  amount  of  twist,  or  spring,  a  shaft  is 
often  made  much  stroi^r  than  is  actually  necessary,  and  a  common 
rule  is  to  specify  that  the  twist  is  not  to  exceed  1°  in  20  diameters. 
Then 

'"^      2  180    20Z)  2      7200 

Hence 

for  cast  iron,        taking  G=  6,300,000  Ibs./sq.  in.,  /=27501bs./in.sq. 
"  wrought  iron,      "      G-10,500,000    "       "      /-4583  "       " 
"  steel,  "      G-12,000,000    "       "       /-523S  "       " 

In  shafts  in  which  the  spring  is  not  of  so  much  importance,  as, 
-e-g.,  when  the  shafting  is  in  short  lengths,  higher  values  of  /  may  be 

used.    Thus 

for  cast  iron,        if  /=  4,500  Ibs./sq.  in.,  the  twist  is  1°  in  12.2  diams. 
"  wroughtiron,  if /=  7,200    "       "        "      "       "    "  12.7     " 
■"  steel,  if/=ll,200    "       "        "      "       "    "    9.4     " 

Another  rule  in  accordance  with  good  practice  is  that  the  twist 
must  not  exceed  t~  degree  per  hneal  foot  of  length. 
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Again,   let  H.P.   be  the  horse-power  transmitted  by  a   shaft 
making  N  revolutions  per  minute.    Then,  for  ^  solid  shaft, 

T2kN'"-j^  2ffJV-work  done  in  inch-pounde  per  minute 


16 


=  33000H.P.X12, 


^      3/3528000      sJH. 


■P. 

11/     ^N  .Y  ■ 


Taking  /=4500,  7200,  and  11,200  lbs.  per  sq.  m.  for  cast  iron, 
wrought  iron,  and  steel  respectively,  then,  approxinuUdy, 


Z'^4<|M„ 


D-3.6%J— jh-^  "  wrought  iron. 


>sl^-' 


formulffi  ftgreeii^  mth  the  best  practice  in  the  case  of  shafts  sub- 
jected to  torsion  only. 

Ex.  2.  A  tieei  shaft  20  ft.  in  length  and  3  int.  in  diamOer  maka  200  revo- 
Ivtiont  per  minuU  and  trarimiitg  50  H.P.     Throu^  vrkal  angle  it  the  shaft  twialedt 

A  wroughl^ron  shaft  of  the  tame  length  ia  to  do  the  tame  vork  at  the  same 
speed.  Find  its  dutmeter  so  that  the  stress  at  the  circumference  may  not  exceed 
tiiree  fifths  of  that  at  the  circumference  oj  the  steel  shaft. 

If  T  ia  the  twisting  moment, 

rx2»  X200 -50X33000X12  in.-lbe. 

Therefore  15750-r-I2000000X(JXY^. 

.  g        49 

•™*  ~  297000' 

Therefore  the  total  angle  of  twiat  in  d^ree8-20X12X — S"2°.26. 
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if  D  is  the  diameter  of  the  wTOught>iroii  shaft. 

Thbrefore  D'  -45    and    D  -3.556  Ins. 

Ex.  3.  Skov)  that  a  hoUow  shaft  is  both  ttiffer  and  stronger  than  a  solid  thaft 
of  the  same  material,  weight,  and  length. 

Let  ({  be  the  diameter  of  the  solid  shaft,  and  dj,  d,  the  external  and  internal 
diameters  respectively  of  the  hollow  shaft. 

Let  9„  0,  be  tbe  angiee  of  toruon  in  radians  of  the  Bolid  and  hollow  shafts 
respectively. 

Then,  for  the  $ame  twitting  ample  T, 

T 
the  rigidity  of  the  solid  shaft     f;    ^     ' 
the  rigidity  of  the  hollow  shaft "  T  "  ff, 


since  jc((f,'— A")  —nd'. 

But  d,*+dt'>d',  and  therefore  9,>6„  so  that  the  solid  shaft  twists  through 
a  greater  angle  than  tbe  hollow  shaft. 

Again,  if  T,  and  7*,  are  the  twisting  moments  of  the  solid  and  hollow 
shafts  respectively, 

r,     .d'^^/dJ^^X        d,d       d,W-dt^i 
,  r,"^'T6'^M6\     a,     /     (f,'+d,'"    d.'+rf.'    * 

Hence  T,>T„  since  it  is  evident  that  rf,((l,'-d.')*<W,'+d)'). 

Ex.  4.  In  a  epinning-miU  a  cast-iron  shaft  8J  ins.  in  diameter  makes  27 
revobUioTts  per  minvie.  Find  the  work  Iransmilled  if  the  angle  of  torsion  is 
not  to  exceed  -ft"  per  lineal  foot.  What  wiil  the  work  be  if  the  TnoTHnum  shear 
stress  in  a  section  is  not  to  exceed  4500  Uis.  per  square  inch  t 

First.  If  f  is  the  twisting  couple, 

rx2jtX27-33000XH.P. 
Therefore        n.P.--?-T--^±Jo8  t) 


1750  12 
-137.49. 


7^X6300000Xr3;;X- 
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Ex.  5.  The  extenud  diameter  of  a  hollow  ahajt  it  p  timet  Oie  internal  diam- 
eter. Compare  ita  tortiotuU  strength  with  that  of  a  aolid  thaft  of  the  aame  maU- 
rial  and  wei^d. 

Let  pd  and  d  be  the  external  and  internal  diameters  of  the  hollow  shaft 

Let  D  —the  diameter  of  the  solid  shaft. 


Then 

Twisting  moment  of  hollow  shaft 
Twisting  moment  of  solid  shaft 


'r.r-^ 


Z)»-py>-d'-(p'-i)d'. 

f-p^;±L' 

3.  Non-cirGalar  Sections. — Tlie  polar  moment  of  inertia,  J,  of 
any  area  with  respect  to  an  axis  through  the  centre  of  inertia  per- 
pendicular to  its  plane  is  given  by 

/-;.+/„ 

/i  and  It  being  the  moments  of  inertia  with  respect  to  any  two  axes 
through  the  same  point  at  right  angles  to  each  other.  If  U  is  as- 
sumed that  the  angle  of  torsion  {&)  is  the  same  at  all  points  of  a  non 
circular  section,  then 

T 
thetorswnalngid'Uy^-g~GJ''G{Ii+l3) 

"the  sum  of  the  flexural  rigidities  in  any  two 
planes  at  right  angles  to  one  another. 
St.  Venant  has  shown  that  this  is  in  excess  of  the  torsional  rigid- 
ity derived  from  the  true  theory,  and  it  can  be  easily  shown  that 
the  twisting  couple  produces  a  greater  twist  than  that  based  upon 
Coulomb's  laws  and  also  warpe  the  naturally  plane  sections  of  the 
shaft.  Figs.  585,  586,  587,  ^ven  by  St.  Venant,  show  the  appear- 
ances presented  by  elliptic,  square,  and  rectangular  bars  under  ex- 
aggerated torsion  as  may  be  obtained  with  such  substances  as  india^ 
rubber.    St.  Venant  also  enunciated  the  important  practical  result 
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that  the  ribs  introduced  to  increase  the  fierural  rigidity  of  a  bar  or 
beam  has  a  really  detrimental  effect  upon  its  lors'Amal  rigidity.  , 


Fio.  585.       Fio.  586.         Fig.  687. 

The  following  table  gives  a  few  of  St.  Venant's  principal  results, 

the  third  column  ^ving  the  fraction  which  the  torsional  rigidity  is 

of  that  of  a  circular  cylinder  of  the  same  sectional  area: 

Section.  Torsional  Rigidity.       Fraction. 

*      „.  ^    0=6=  2ab 

An  ellipse ujt  ,  .  ,,  -  ,  . - 

An  equilateral  triangle Ga*X-^  .72581 

Asquare Ga*X. 140576      .88362 

Arectangle Gair'(|-.2iy 

Again,  the  true  torsional  rigidities  of  a  shaft  with  a  square  sec- 
tion having  curved  comers  and  hollow  sides  (Rg.  588),  of  a  shaft  with 


Fia.  688.       Fia.  589.      Fw,  500. 


a  square  section  having  acute  angles  and  hollow  ^des  (fig.  58d),  and 
of  a  shaft  with  a  star  section  having  rounded  points  (Fig.  590)  are 
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.8666,  .8276,  and  .6745  timea,  respectively,  the  corresponding  tor- 
eional  rigidities  based  upon  Coulomb's  laws. 

St.  Vensnt  was  the  first  to  call  attention  to  the  fact  that  in  non- 
circular  sections  the  stress  is  more  generally  greatest  at  points  in 
the  bounding  surface  which  are  nearest  to  the  axis  and  least  at 
those  points  which  are  farthest  from  the  axis.    Thus  the  surface  shear 

2T      

stress  at  any  point  a;,  y  of  an  elliptic  section  is    — h^b*3y'  +  a*i/^, 

IT 
which  is  greatest  and  equal  to — y~,  when  i— 0,  i.e.,  at  the  end  of  the 

minor  axis. 

In  the  rectangle  the  shear  is  greatest  at  the  middle  point  of  the 
longest  side,  while  for  squares  and  equilateral  triangles  there  are  tines 
of  maximum  strain  through  the  middle  points  of  the  sides.  It  may 
be  remarked  in  general  that  any  elastic  solid  bounded  by  surfaces 
with  projecting  edges  or  angles,  or  with  re-entrant  edges  of  angles, 
cannot  experience  any  finite  stress  or  strain  near  a  projecting  point 
unless  acted  upon  by  external  forces  at  the  point;  the  strain  near 
an  edge  can  only  be  in  the  direction  of  the  edge,  while  the  stress  and 
strain  are  increased  indefinitely  in  the  neighborhood  of  a  re-entrant 
edge  or  angle.  This  result  is  in  accordance  with  the  important  and 
well-known  practical  rule  that  every  re-entering  edge  or  angle  ought 
to  be  rounded  to  prevent  risk  of  rupture  in  solid  pieces  designed  to 
bear  stress. 

Ex.  6.  A  square  xnooden  shaft  8  ft.  in  length  ia  acUd  upon  6y  a  force  of  200 
lbs.,  applied  at  the  circumference  of  an  &-ft.  wheel  on  (Ae  shaft.  Find  the  length 
of  the  side  of  the  shaft,  so  that  the  total  torsion  may  not  exceed  T  ^-^IXifHiSi). 
WhiA  should  be  the  diameter  of  a  round  shaft  of  equal  strength  and  of  the  same 
vuUerialf 

'  "^  -4.655  infl. 


yirrt.  200X4  X 12- 

.7" in.-ll«. -400000  j^Ij  a'x.140576,  and 

Seamd.  If  d  ia  tb.  required  diameter, 

400000 

IS  1 35  -«»™»ra  1  " 

■X.14057a. 

Tlierefore            d'  • 

-^  <.'X.140576 

and    d- 

-6.1  ira. 

4.  Variable  Resistance. — The  formuhe  deduced  for  the  twisting 
moment  of  a  shaft  is  based  on  the  assumption  that  the  power  is 
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traosnutted  Bg^ntA  a  coustAnt  resistance.  In  pracUce  the  resist- 
ance varies  between  a  maximum  uid  a  minimum  limit,  which  are 
Bometimea  of  widely  different  values,  and  the  shaft  must  be  designed 
for  the  maximum  moment  to  which  it  may  be  subjected. 

Ex.  7.  The  wrought^on  screw  »ha}t  of  a  iteamskip  it  driven  try  a  pair  of 
cranks  set  at  right  angUa  and  21.7  ins.  in  length;  the  horieontal  pull  upon  each 
crank^pin  it  176,400  lbs.,  and  the  effective  length  of  the  shaft  is  S66  ins.  Find 
the  diameter  of  the  shaft  so  that  (a)  the  circumfer- 
mM"*^  ejtiial  stress  may  not  exceed  9000  U)a.  per  square 
*'^'**  inch  and  (b)  the  an^  of  torsion  may  not  exceed 

r^  per  lineal  foot,  0  being  10,000,000  lbs.  The  actual 

-<^       J  diameter  of  the  shaft  is  14.9  int.    What  (c)  it  the 

actual  torsiont 

The  ultimate  ten^  strength  of  the  iron  being  60,000  Ibe.  per  square  inch, 
find  {di  the  actual  ultimate  strength  under  unlimited  repetitions  of  stress. 
What  (e)  is  the  torsion  when  one  of  the  cranks  passes  a  dead  point? 

(a)  Twisting  moment  -/V(sinfl  +Hin  90°  +8)  -2Pr  sin  6  +45=  cos  45",  iriiich 
is  a  maziroum  and  — iVv^,  when  6  —45°. 

Then       178400X21.7X^2- 


and  d -14.9  ins. 

(c)  If  A°  is  the  total  torsioD, 

176400X2l.7Xv'2'-10000000  ^^'^^^ 


(d)  The  twisting  moment  — 2Pr  sin  (4  +  45°)  cos  45°,  which  is  a  tnftTitinim 
when  0~45''and  a  minimum  when  0—0.    Therefore 

moat,  moment -iVv7-/,„„.  ^  ^^~-'-176400X21.7x\^ 

and  min.  moment-IV      -/min.  ^ -^^^ — 176400X21.7, 

BO  that      /mu.  -8331.24  Ibs./sq.  in.     and    /mb>.  -5891.03  Ibe./sq.  in. 
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Usiiig  Unwin's  formula, 

the  fluctuation  d -/max. -/min.*2440.1d, 
and  therefore 


(c)  On  passing  a  dead  point  the  total  torsion  of  A"  is giYenby 


176400X21.7-10000000.- 


^°  22  (14.9)' 


"180866  7      32 

and  il''-3*.92. 

5.  Distance  Between  Bearings. — ^The  distance  between  the  bear- 
ings of  a  line  of  shafting  is  hmited  by  the  consideration  that  the  BtifT- 
ness  of  the  shaft  must  be  such  as  will  enable  it  to  resist  excessive 
bending  under  its  own  weight  and  under  any  other  loads  (e.g.,  pul- 
leys, wheels,  etc.)  applied  to  it.  For  this  reason  the  ratio  of  the 
maximum  deviation  of  the  axis  of  the  shaft  from  the  straight  to  the 
corresponding  distance  between  bearings  should  not  exceed  a  certain 
fraction  whose  value  has  been  variously  estimated  by  different 
authorities. 

Let  I  be  the  distance  in  feet  bet^veen  bearings,  d  the  diameter  of  the  shaft 
in  inches,  to  the  weight  of  the  material  of  the  shaft  per  cubic  foot,  and  let  the 
applied  load  be  equivalent  to  a  toad  per  lineal  unit  of  length  m  times  that 
of  the  shaft.  Assume  a  stiffness  nVc,  and  that  the  axis  of  tbe  shaft  ie  truly 
in  line  at  the  bearing.  The  TnaTimiiTn  deflection  of  the  shaft  is  given  by  the 
formula 

1     (w  + 1 )  (weight  of  shaft)  t'  X 1 728 
384  EI 


t  "100"      2E      d*' 


-4 


Ed' 


For  wrought  iron,  E-30,000,000  lbs.  and  tt>-4801b8.     Therefore 
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If  the  applied  load,  inetead  of  being  umformly  distributed  le  concentrated 
at  the  centre,  the  maximum  deflection 

1    (m  +  ^)  (weight  of  shaft)  i' XI 728 


For  wroi^jht  iron 


N/lOOw(m  +  }) 


6,  Effldency  of  Shaftiag. — I^t  it  require  the  whole  of  the  driv- 
ing moment  to  overcome  the  friction  in  the  case  of  a  shaft  of  diam- 
eter d  and  length  L.    The  ejjiciency  of  a  shaft  of  the  same  diameter 

and  length  i=-l--g-. 

But  -T^  —  (Pp)  —  moment  of  fnction  —  p—j-Lr=  -  — ^  L, 

w  being  the  specific  weight  of  the  material  of  the  shaft  and  [i  the 
coefficient  of  friction.    Hence 


(3 


The  efficiency  may  also  be  found  as  follows: 
nu.  (wii.  .    j^j.  ^^^  ^^  j^  ^^^  stress  and  velocity  at  any 

point  distant  r  from  the  axis  of  the  shaft  which  is  taken  as  the 
axis  of  X,  the  other  axes  being  as  shown  in  ^g.  592. 

Then,  by  Art.  20,  Chapter  V,  the  work  transmitted  across  a 
small  element  dydz  of  the  section 

='vdydz  =  C/„t',  +j,yVy  +f„v,)dydx. 

In  the  present  case 

v,-=0,        f  „  = -w,  an  fl,        v,~VrCOBd. 
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Therefore 

the  total  work  transmitted  =  yyiwfe/tis 

"ffUrVr  sin*  e+frVr  co^  e)dydz^  f  j jrVrdydz 

f  and  V  b^Dg  the  stress  and  velocity  at  the  surface.    A^m, 

the  work  lost  in  friction  =  ;(-7-i«. 
Hence 

the  efficiency = ~= =  1  — 2-r-. 


Ex.  8.  Tht  efficiency  of  an  axle  is  i;  the  working  ttreat  in  the  shaft  is  900 
lbs.  per  square  inch;  tite  coefficient  of  friction  is  .10.  How  far  may  work  I 
p-aasmiOedr     The  shaft  is  of  wrought  iron. 


and  { -81000  ina.  -6750  ft. 

Ex.  9.  Determine  {a)  the  profile  of  a  shaft  of  length  I  which  at  every  point  is 
so  proportioned  as  to  be  just  able  to  bear  the  power  it  has  to  transmit  plus  the 
power  required  to  overcome  the  friction  beyond  the  point  under  consideration. 
Find  (6)  the  efficiency  of  such  a  shaft,  and  (e)  the  efficiency  of  a  shaft  made  up 
of  a  series  of  n  divisions  each  of  uniform  diameter. 

(a)  Let  s  be  the  maxunum  allowable  akin  stress.     Then 

-^  ia  the  max.  allowable  driving  moment  at  the  driving  end  of  raditia  r,  and 

^-"  "     "  "  "  "       at  X  from  the  driving  end,  the  coiTO- 

spooding  radius  being  y. 

/uny' -dx-y —moment  used  up  in  overcoming  the  fridiou  for  a  length  (f«., 
and 

fwnj  y'dx-      "  "      "  "  "      "       "  the  length  I. 
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Tbxnian  fvmj  yMi-*^-*^. 

IHfferentUting,  fmty'dx  -  — k^'^^' 

<^y       2  /to ,         dx 

i-i.'^—Tv 

where  L  (  ~^i^)  U  the  length  of  a  shaft  of  unifonn  diameter  for  which  the 
whole  driving  moment  is  required  to  overcome  the  friction.    Integrating, 


e  being  a  constant  of  integration. 
When  a— 0,  y— r;  therefore 

log.r 


is  the  profile  required. 
(6)  Again, 


the  useful  moment 


tiie  total  moment— 2~> 

theeffieiency— ^— e   ^■ 


(c)  The  effiwency  of  each  length  —  ■  ,     -  (l  —^ , 


and  therefore 


the  efficiency  of  the  shaft  -  ( 1  -rr)  • 

7.  Combined  Bending  and  Toraon. — It  was  shown  in  Chapter  V 
that  in  a  shaft  subjected  to  a  bending  moment  Mj  and  to  a  twisting 
moment  Mt,  acting  Bimultaneoualy, 

the  maximum  tensile  or  compressivestress-^ +*|^+na 
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and  the  muTirrmm  shear  Btress  - 


where  P""^    *°"    '"2Z' 

Z  being  the  strength  modulus  of  the  section. 

For  a  solid  section  of  dianieter  d,  Z=--^, 


32' 
external  diameter  du  and  internal  diam- 


eterd„Z--32^^ 


the  maximum  tenale  or  compressive  8tre8S-.^{Jlffc+v'jVfi,2  +  Jl/f'), 


the  maximum  shear  stress  —  rsVAf j*  +  JIf  i*. 

Generally  speaking,  it  is  found  that  the  first  of  these  two  equations 
gives  the  largest  diameter,  and  thus  the  maximum  tensile  or  com- 
pressive stress  is  the  same  as  the  shearing  stress  when  the  shaft  is 
subjected  to  a  twisting  moment  Mt+VMi'+M^. 

Ex.  10.  Power  ts  taken  from  a  sha}t  by  means  of  a  piiiUy  24  inches  tn  diameter 
which  is  keyed  on  to  the  shaft  at  a  point  dividing  the  distance  between  two  con- 
secutive rupports  into  segments  of  20  and  SO  tns./  the  tangential  force  at  the 
circumference  of  the  pvUey  is  5500  lbs.  If  the  shaft  is  of  cast  iron,  determine 
its  diameter,  ttAing  into  account  the  bending  action  la  uAtcA  it  is  mbjeOed, 

W»-5500  ^^-88,000  in.-lbB. 

3f.-5500X12 -66,000  in.-lbfl. 


Jtf»  +  VAft'+Jlii' -88000 +  V(88000)' +  (66000) 
-198,000  in.-lb8. 


Hence  if  <f  is  the  diameter  required, 


22  d* 
5600-y    jg- 198000, 
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Again,  another  expression  for  the  maximum  stress  in  the  sec- 
tion of  a  shaft  may  be  obtained  as  follows:  The  stresses  at  a  point 
near  the  circumference  are: 

On  a  cross-section,  (a)  a  normal  stress  pi  =~^) > 
(6)  a  shear       "    q(—2^'> 


and  on  a  section  paraUd  to  the  axis,  (a)  a  normal  stress  0; 

(b)  a  shear  stress  q{=  ^) , 

Z  being  the  strength  modulus  of  the  section. 

Hence,  as  in  Chapter  V,  If  pi,  p2  are  the  principal  stresses  at  the 
point, 

and  P2=|-N|f+2=. 

Let  ei,  62  be  the  strains  in  the  directions  of  the  principal  stresses, 

a  being  Poisson's  ratio. 

The  maximum  stress  /  developed  in  the  material  must  not  exceed 
the  greater  of  the  two  quantities  Eei  and  Ee2,  and  therefore 


/-r-^+°-7^Ai?+^- 
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A  common  value  of  it  is  4,  and  then 


or  fZ^iMt+^VMt'+Mi'. 

This  formula  is  given  by  Grashof,  Cauchyj  and  others  for  com- 
bined bending  aod  twisting. 

Ex.  11.  Solving  Ex.  10  by  tJie  preceding  method, 


"7  16    8^' 

-134,750  iQ.4bs., 
and  d' -122.5, 

or  d  -4.967  ina. 

?.  Centrifugal  Whirling  of  Shafts. — It  is  known  that  a  shaft, 
however  nearly  balanced,  when  driven  at  a  sufficiently  high  speed 
bends,  or  "whirls,"  as  it  is  termed. 

The  particular  or  "critical"  speed  depends  on  the  manner  in 
which  the  shaft  is  supported,  on  its  dimensions,  its  modulus  of 
elasticity,  and  on  the  manner  of  loading. 

In  an  unloaded  shaft  the  period  of  whirl  coincides  with  the 
natural  period  of  vibration,  as  might  be  expected;  but  generally 
in  a  loaded  shaft  the  period  of  whirl  is  less  than  the  natural  period 
of  vibration.  As  in  the  lateral  vibration,  so  in  whirling,  there  is  a 
series  of  periods  at  which  the  shaft  whirls. 

This  torsional  vibration  often  occurs  in  very  small  shafting  and 
sometimes  in  long  shafting  of  much  larger  diameter.  If  the  im- 
pulses producing  the  vibration  are  repeated  at  the  proper  intervals, 
the  vibration  may  coDtiDually  increase  until  the  torsion  becomes  of 
sufficient  magnitude  to  cause  rupture. 

Consider  the  case  of  a  uniform  shaft  weighing  w  lbs.  per  unit  of 
length,  subjected  to  an  endlong  thrust  F  and  revolving  with  an 
angular  velocity  of  w  radians  per  second. 
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Take  the  middle  point  of  the  shaft  as  the  origm  and  let  y  be  the 
deviation  from  striughtness  of  a  point  distant  x  from  the  origin. 
Then  if  m  is  the  B.M.  at  this  point  due  to  the  centrifugal  effect, 

tPm    w    , 
AJso,  -ffl^-lotsl  B.M.  at  the  point 

Differentiating  twice, 

vita    p*^    <P"    ,„ 
d*y     F  <Py    w  ofl       w 

The  general  solution  of  this  equation  is 

y=A  cm  ax+B  Bin  ax +06^' +  De-''—^, 


-M"^^'"**'"'!'') 


'^-2S7(-^+>(^+«'!4 


Since  y  is  the  same  for  equal  positive  and  negative  values  of 
X,  B  =  0  and  C  =■  D.    Therefore 

y=A  cos  ax  +  Cie^'  +  e-^')  — ^. 

Agun,  assuming  that  the  bearings  do  not  constr^  the  direction 
of  the  axis  of  the  shaft, 

g-O  when  z-^. 
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Also, 

y  =  0  wheni=--2. 

Therefore 

0-  -A<^(!oa'^+Cf(e'+e'^ 

and 

0-    A,^~+c(e^+e-i'j-^ 

Hence 

t^ia'+13^)  COS  f 


The  B.M.  is  greatest  at  the  middle  point  and.  is  the  value  of 


-EIr^„  when  i-O.    Therefore 


M^.^AiiL'~2Cf- 


I  cos  "2-    coshg-/ 


The  greatest  stress  at  the  middle  is 

M„„.    F 
Z    ■*"5' 

Z  being  the  strength  modulus  of  the  section  and  S  its  area. 

Ex.  12.  ^  propeller  shaft  13.4  ins.  in  diameter,  98  /f.  lon^,  orul  makinff 
60  rewttOions  per  minute  is  subjected  to  an  end  thrust  of  50,000  lbs.  Show 
thai  the  centrifugal  force  effect  ia  280  times  ^eaier  than  the  effect  due  to  the  end 
thnixt. 


Centrifugal  effect      ww»     /  f  V 
End-thniat  effect  ~'^  EI*\2El/ 


iwa^EI     4X.28(2»)'X30000000Xt(13.4)' 
F^g     ~  C50000)'X32.2X12 
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Suppose  that  there  is  no  end  thrust  (F  =  0)  and  that  the  effect 
of  the  shaft's  weight  may  be  disregarded  as  compared  with  the  cen- 
trifugal effect.    The  general  equation  and  its  solution  now  become 
d*y    w  a? 

and  y—A  cos  ax, 

A  being  the  deflection  at  the  middle  and  a"  —  ■J—  -^. 

Also, 
Therefore  0=A  cos^"    and    al=n. 


I 


al 


Hence 


a      \wa?j 


Ex.  13.  A  aUel  ahafl  oj  diameter  d  ins.  and  weighing  .28  Jb.  per  cubic  t'ncA 
Ttiakea  n  revolnliotu  per  second.  Take  E— 28,000,000  lbs.  per  square  inch. 
Then 


,       /32xl2x28000000X«rf'\*    „„,,/d\* 

and  '"*/~rfi 1   ~2"n«  )  ■ 

I    ^X.28X(2«i)'X64  y  \    / 

g.  Helical  Springs. — Let  the  figure  represent  a  cylindrical  spiral 
spring  of  length  L  supporting  a  weight  TT''.     Consider  a  section  of 
the  spring  at  any  point  B. 

At  this  point  there  is  a  shear  W  and  a  torque  Wy, 
y  being  the  distance  of  B  from  the  axis  of  the  spring, 
i.e.,  the  radius  of  the  coil. 

The  effect  of  W  may  generally  be  neglected  as  com- 
pared with  the  effect  of  the  moment  Wy,  and  it  may 
therefore  be  assumed  that  the  spring  is  under  toraon 
at  every  point.    Let  there  be  n  coils.    Then 
Fio.  593.  ijr       Z'^^Q^"^ 

r  being  the  radius  of  the  spring  and  d  the  twist  in  radians  per  unit 
of  let^th. 
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Also,  L=2jryn,  approximately. 

The  change  of  length  in  the  spring  (i.e.,  the  deflection) 

~^^"  GTtr*  "  Gr  ~    Gr    ' 

The  work  stored  up  in  the  spring,  i.e.,  the  work  done  in  stretching 
or  compressing  the  spring, 

Wy        W^L    f^L 
°  2  -^      Gnr*  ^   46    ' 

A  weight  at  the  end  of  the  spring  tends  to  turn  as  well  as  to 
change  the  length  of  the  spring,  and  this  is  due  to  a  slight  bending 
action. 

According  to  Hartnell,  / = 70,000  lbs.  per  square  inch  for  i-in.  steel, 
/  =  60,000  lbs.  per  square  inch  for  J-in.  steel,  /-50,000  lbs.  per  square 
inch  for  i-in.  steel,  and  G  varies  from  13,000,000  lbs.  for  J-in.  steel 
to  11,000,000  lbs.  for  j-in.  steel. 

Also,  for  wire  less  than  3  in.  in  diameter  he  takes 

,  ,     ,    96000r3       ,  ,     ,  „      .  Wny» 

the  safe  load  -  — — ,  and  the  deflection  =  ^^^sxi^zz-^. 
y  ^ooUUUUr* 

Assuming  thai  the  lam  upon  which  the  torsion  of  redajigular  and 
square  sections  is  based  are  the  same  as  for  circular  sections,  then  for  a 
rectangular  section  of  breadth  b  and  depth  h, 


and  the  deSection 

2Lyf     _    ix^nf  UWy^L 

GV^+i^  oVW+h^'Ghhib^+h^y 

For  a  square  section  6  —A. 

These  results  must  be  modified  in  accordance  with  the  deductions 
of  Art.  3. 


D.qit.zeaOvGoOt^lc 


fi62  THEORY  OF  STRUCTURES. 

Hdical  spring  in  Torsion. 

Let  a  moment  of  Mt  ta.-1b8.  twist  the  spring  through  an  angle  0 
,  (measured  in  radians). 

"  ni,  ng  be  the  oimiber  of  free  coils  before  and  after  twisting. 
"   yuVa"    "    radii  of  the  spring       "       "       "         ". 

Then  2jryini-Z,-2^2fta 

and  fl=2ff(ni-n8). 

Therefore         M,-El{ )  -  -y-  ("i  -"a)  -  ^^• 

\yi     yi/       L   ^  '      ■"      L 

TTie  angle  of  tmst  in  degrees  — . 

For  a  round  wire  of  diameter  d,  1=-^. 
64 

u    ..     -A    J  r     '^ 

s^iore  side  a,  '""To- 

Open  Coiled  Helical  Spring. — In  the  preceding  discussion  the 
coils  are  assumed  to  be  so  flat  that  the  strain  is  taken  to  be  one 
y  of  torsion  only.    If  the  obhquity  of  the- 

/  helix  is  large,  the  bending  effect  can  no 

/  longer  be  disregarded.     In  addition  to  the 

load  W,  applied  axially,  and  tending  to 
elongate  the  spring,  let  a  couple  T,  about 
the  axis,  tend  to  increase  the  number  of 
coils. 

Con^der    the    portion    of    the    spring 

Ijelow   a  section   at  O.    For   equilibrium 

the  molecular  forces  developed  in  this  section  must  balance  W  and  T. 

Drawing  OY  parallel  to  the  axis  and  OX  at  right  angles,  the 

load  W  produces  a  moment  Wy  about  OX. 

Draw  OY'  at  right  angles  to  OX',  the  axis  of  the  wire.    Then 
Wy  and  T  may  each  be  resolved  into  two  components,  viz., 

Wy  cos  a  and  T  sin  a,  producing  bending  about  OY'. 
Wy  sin  a  and  T  cos  a,        "        twisting  about  OX', 
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Thus,  taking  aa  poative  the  diiectioaa  of  clos»  winding  and 
axial  elongation, 

the  total  torque  about  OY'  -  Wy  sin  a  -  7*  cos  a 
-G6J~Be, 

and  the  total  torque  about  OX'  —  Wy  cos  a  +  7*  sin  a 

"BU-Ai, 

J  being  the  polar  moment  of  inertia  and  Ai  —  EI)  and  B(—GJ)  the 
flexural  and  torsional  rigidities  of  the  wire.    Then 

ff"  angle  of  twist  per  unit  of  length 

Wy  Bin  a  -  r  cos  a 
B 

and  t— angle  of  bending  per  unit  of  length 

Wy  COS  a  +  TBma 
A 

Hence  if  4>  and  x  are  the  total  angular  rotation  and  ajdai  elonga- 
tion, 

0     .  ■ 
■p=iBina— pcos  a 

™.     •  /  1      1\     m  /sin*  cc    sin*  a\ 


■5- =  I  COS  a  +  asm  a 


,„  /cos  'a    ran*  a\     „  . 


Aa   Br 


A  positive  value  of  ^  indicates  tiiat  as  tlie  spring  elongates  tlie 
winding  increases.  If  the  coils  are  very  flat  and  a  therefore  so 
small  that  it  may  be  taken  =0,  then 

^     T  ,     X     Wy 

S-B     "='    Fy-A' 
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indicating  that  an  axial  force  does  not  tend  to  produce  rotation,  and 
that  no  axial  elongation  will  be  produced  when  the  spring  is  sub- 
jected to  a  couple  only. 

Ex.  14.  A  2-in.  helicai  spring  wUh  30  eoHs  is  made  of  ^n.  steel  rcrire.     Find 
the  deflection  under  a  load  of  1  lb.,  the  coefficient  of  distortion  being  12,000,000  Ibt. 

J.  „  ^.         2JVZ,    iWyhi 


EXAMPLES. 


I.  A  steel  shaft  4  ins.  in  diameter  is  subjected  to  a  twisting  couple  which 
produces  a  circumferential  stress  of  15,000  lbs.  What  is  the  stress  (shear)  at 
a  point  1  in.  from  the  centre  of  the  shaft?     Determine  the  twisting  couple. 

Ans.  7500  lbs.;  188,571flb8. 

J.  A  weight  of  2|  tons  at  the  end  of  a  1-ft.  lever  twists  asunder  a  steel 
shaft  If  ins.  in  diameter.  Find  the  breaking  weight  at  the  end  of  a  2-ft.  lever, 
andalso  the  modulus  of  rupture.  Ant.  li  tons;  23,510  lbs. 

3.  A  couple  of  N  ft. -tons  twists  asunder  a  shaft  of  diameter  d.  Find  the 
couple  \i4iich  will  twist  asunder  a  shaft  of  the  same  material  and  diameter 
2d.  Am.  8N. 

4.  Compare  the  couples  required  to  twist  two  shafts  of  the  same  material 
through  the  same  ai^le,  the  one  shaft  being  I  ft.  long  aud  d  ins.  in  diameter, 
the  other  21  ft.  long  and  2d  in.  in  diameter.  Compare  the  couples,  the  diam- 
eter of  the  Utter  shaft  being—.  Arts.  1  to  8;  32  to  1. 

5-  A  shaft  15  ft.  long  and  4J  ins.  in  diameter  is  twisted  through  an  angle 
of  2°  under  a  couple  of  2000  ft.-lbs.  Find  the  couple  which  will  twist  a  shaft 
of  the  same  material  20  ft.  long  and  7i  ins.  in  diameter  through  an  angle  of 
21".  Am.  12,288  tt.Abe. 

6.  A  WTOUgbt-iron  shaft  20  ft.  long  and  5  ins.  in  diameter  is  twisted  through 
an  angle  of  2°.  Find  the  maximum  stress  in  the  material,  <r  bdog  10,500,000 
ft.-lbs.  Am.  3819.2  lbs..per  eq.  ins. 

7.  A  shaft  1  in.  in  diameter  can  safely  transmit  a  torque  of  2400  lb. -ins. 
What  diameter  of  shaft  would  be  required  for  transmitting  15  H.P.  at  200 
revdutionsperminute?  Ans.  1^  ins. 

8.  The  amount  of  twist  in  a  solid  shaft  is  to  be  Umited  to  1°  for  each  10  ft. 
of  length.  Find  the  diameter  for  a  twisting  moment  of  50  in.-tons,  the  modu- 
lus of  torsional  rigidity  being  10,000,000  lbs.  per  sq.  in.  Arts.  5.15  ins. 

9.  A  crane  chain  exerts  a  pull  of  6000  lbs.  tangentially  to  the  drum  upon 
which  it  is  wrapped.  Find  the  diameter  of  a  wrought-iron  axle  which  will 
transmit  the  resulting  couple,  the  effective  ladius  of  the  drum  being  71  ins., 
and  the  safe  working  stress  per  square  inch  7200  lbs.  Atis.  3.17  ins. 
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10.  Find  the  diameter  and  the  total  angle  of  tormon  of  a  12^t.  wrought- 
iron  shaft  drlvea  by  a  water-wheel  of  20  H.P.,  malung  25  revolutiona  per 
minute,  G  being  10,000,000  lbs.  and  the  working  stress  7200  lbs.  per  square 
inch.  Ana.  3.29  ins.;  3'.6, 

11.  A  brass  wire  20  ins.  long,  0.1  in.  diameter,  twists  through  a  total  angle 
of  130°  when  a  twisting  moment  of  4  in. -lbs.  is  appUed.  Find  G  for  the  ma- 
terial. What  would  be  the  twist  of  a  shaft  of  the  same  material  with  a  twist- 
ing moment  of  600  in.-lbs.,  20  ft.  long,  1.3  ins.  diameter? 

Ant.  3,600,000  lbs./sq.  in.;  7°.». 

II.  A  round  iron  shaft  15  ft.  long  is  acted  upon  by  a  weight  of  2000  Iba. 
applied  at  the  circumference  of  a  24-in.  wheel  on  the  shaft.  Taking 
G  -6,000,000  lbs.,  find  the  diameter  of  the  shaft  so  that  the  total  angle  of 
torsion  may  not  exceed  2°.  Aiit.  3.7  ins. 

13-  A  force  of  200  lbs.  at  the  circumference  of  an  8-ft.  wheel  twists  a  round 
wooden  shaft  8  ft.  long.  The  total  angle  of  torsion  is  not  to  exceed  2°.  Find 
the  diameter  of  the  shaft.  Ana.  4.35  ins.,  G  being  750,000  lbs./sq.  in. 

14.  Calculate  the  diameter  of  a  steel  shaft  to  transmit  4000  H.P.  at  200 
revolutions  per  minute,  when  the  allowable  stress  on  the  metal  is  12,000  lbs. 
per  square  inch. 

15.  Deduce  the  diameter  of  a  shaft  to  transmit  300  H.P.  at  200  revolutions 
per  minute  when  the  allowaUe  stress  is  10,000  lbs.  per  square  inch. 

16.  f^d  the  diameter  of  a  solid  steel  shaft  which  is  to  transmit  a  moment 
of  392,700  ft.4bs.,  the  maximum  allowable  shear  Stress  being  11,200  lbs./sq. 
inch.  Ans.  12.9  ins. 

17.  Calculate  the  diameter  of  a  hollow  shaft  required  to  transmit  1000 
H.P.  at  50  revolutions  per  minute,  the  skin  stress  being  6,000  lbs.  per  square 
inch,  and  the  internal  diameter  {  of  the  external  diameter. 

18.  In  a  4-in.  shaft  10  ft.  long  the  maximum  shear  stress  is  10,000  lbs./sq. 
in.  and  G-10,000,000  lbs./sq.  in.    find  the  twisting  couple  and  the  torsion. 

Ang.  125,714f-in.-IbB.;  1''.374. 

19.  Determine  the  diameter  of  a  wrought-iron  shaft  for  a  screw  steamer, 
and  the  torsion  per  lineal  foot;  the  indicated  H.P. —1000,  the  number  of 
revolutions  per  minute— 150,  the  length  of  the  shaft  from  thrust-bearing  to 
screw— 75  ft.,  and  the  safe  working  stress— 7200  lbs.  per  square  inch. 

Ant.  6.67  ins.;  IC.S. 
ao.  In  a  spinning-mill  a  cast-iron  shaft  84  ft.  long  makes  50  revolutions 
per  minute  and  transmits  270  H.P.    Find  its  diameter  (1)  if  the  stress  in  the 
metal  is  not  to  exceed  5000  lbs.  per  square  inch;    (2)  if  the  angle  of  torsion 

per  lineal  foot  is  not  to  exceed  t^.     Also  (3)  in  the  first  case  find  the  total 

torsion.  Ant.  (1)  7.02  ins.;  (2)  10.23  Ins.;  (3)  ]3°.048. 

II.  A  shaft  2  ins.  in  diameter  and  140  ft.  long  is  used  to  transmit  30  H.P, 
at  300  revolutions  per  minute.  Find  the  angle  through  which  the  shaft 
springs  and  the  skin  stress  in  the  material.  Modulus  of  rigidity —5000  tons 
per  square  inch. 
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la.  A  VTOUgfat-iron  shaft  in  a  rolling-mill  is  220  feet  in  length,  makes  95 
revolutions  per  minute,  and  transmits  120  H.P.  to  the  rolls;  the  main  bodj 
of  the  shaft  is  4  ins.  in  diameter,  and  it  revolves  in  gudgeons  3]  infi.  in  diam- 
eter, f^nd  the  greatest  shear  stresses  in  the  actual  shaft  and  also  the  necessary 
diameter  of  the  shaft. 

Am.  6330  and  76S2  lbs.;  3.56  ins.  if/-gO0O  IbB./sq.  in.;  6.12  ins.  if 
^-13X12. 

33.  A  force  of  5000  lbs.  at  the  end  of  a  0-in.  lever-arm  twists  a  60-in.  shaft 
of  2  ins.  diameter  throu(^  an  angle  of  7°.    Find  the  modulus  of  rigidity. 

Am.  9,697,000  lbs. 

34.  Determine  the  twisting  moment  and  the  torsion  for  a  4-in.  shaft  10 
ft.  long  and  subjected  to  a  maximum  shear  stress  of  10,000  Ibs./sq.  in.,  G 
being  12,500,000  Ibe./sq.  in. 

35.  A  3-in.  shaft  40  ft.  long  springs  6°  when  transmitting  power  at  150 
revolutions  per  minute.  £lnd  the  H.P.  transmitted,  taking  0-12,000,000 
lbB./8q.  in. 

36.  A  shaft  transmits  a  given  H.P.  at  N  revolutions  per  minute  without 
bending.    Find  the  weight  of  the  shaft  in  pounds  per  lii^  foot. 

X«.  32.9  (^)'. 

37.  The  shafting  of  the  turbines  at  Niagara  Falls  consists  of  a  steel  tube 
38  ins.  in  diameter  and  j  in.  thick.  Rnd  what  horse-power  can  be'  transmitted 
at  250  revolutions  per  minute  when  the  working  stress  is  limited  to  9000  lbs. 
per  square  inch.  Also  find  the  diameter  of  a  solid  shaft  which  will  be  equiva- 
lent to  the  above. 

38.  A  vertical  cast-iron  axle  in  the  Saltaire  works  makes  92  revolutions 
per  minute  and  transmits  300  H.P.;  its  diameter  is  10  ins.  Find  the  an^e  of 
torsion.  Arts.  .02282°  per  lineal  foot. 

39.  A  solid  shaft  is  subject«d  to  a  twisting  moment  of  50  in.-tons,  the 
modulus  of  torsional  rigidity  being  5000  tons/square  inch.  Find  its  diam- 
eter, assuming  (a)  that  the  amount  of  twist  is  limited  to  1"  for  each  10  ft. 
of  length,  (b)  that  the  working  stress  is  nowhere  to  exceed  3J  tons/square 
inch.  ■ 

30.  Find  the  diameter  of  a  shaft  which  is  to  transmit  25  H.P.  at  60  revo- 
lutions per  minute,  and  in  which  the  working  stress  is  to  be  7000  lbs.  per  square 
inch. 

31.  A  line  of  steel  shafting  is  80  ft.  long;  if  a  twisting  moment  of  4000 
lb.-ins.  is  applied  at  one  end,  what  will  be  the  toUl  angle  of  tflfist,  the  diam- 
eter of  the  shaft  being  21  ins.?  What  horse-power  will  the  shaft  transmit  at 
220  revolutions  per  minute?  Ans.  5''.2;  14  H.P. 

33.  A  turbine  makes  114  revolutions  per  minute,  and  transmits  92  H.P. 
throu^  the  medium  of  a  shaft  8  ft.  6  ins.  in  length.     What  must  be  the 

diameter  of  the  shaft  so  that  the  total  angle  of  torsion  may  not  exceed  — , 

0  being  10,500,000  lbs.?  Ans.  4.7  ins. 
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Determine  the  side  of  a  Bquare  pine  ehaft  that  might  be  subetituted  f or 
the  iron  shaft.     (G-525,000  Iba.)  Am.  8.45  ina. 

33.  Find  the  diameter  of  a  shaft  for  a  winding-drum  which  works  under 
the  following  cMiditions:  The  load  lifted  is  li  tons;  iliameter  of  drum,  5  ft.; 
width  of  face  of  drum,  26  ins. ;  distance  from  inner  faise  of  drum  to  the  middle 
of  the  beating  of  shaft,  13  ins.;  maximum  stress,  7000  lbs.  per  square  inch. 

Ant.  5.44  ins. 

34.  The  diameter  of  one  shaft  is  double  that  of  another  of  the  same 
material;  the  smaller  gave  way  when  subjected  to  a  twisting  moment  of  2 
ft.-toQB.    What  twisting  moment  will  be  required  to  wrench  the  otherT 

Am.  16  ft.-tona. 

35.  An  iron  shaft  of  which  the  working  stress  must  not  exceed  548  k./cm. 
is  acted  upon  by  a  couple  equivalent  to  a  force  of  SO  k.  at  the  end  of  a  lever 
0.4  m.  in  length.     Find  the  diameter  of  the  shaft.  Am.  2.65  cm. 

36.  A  malleable  iron  shaft  20  ft.  long  and  6  ins.  diameter  ia  subjected  to 
a  moment  which  twists  the  ends  through  an  angle  of  2° ;  taking  0,  the  coeffident 
of  transverse  elasticity,  as  9,000,000,  find  /,  the  stress  at  the  skin. 

37.  Find  the  diameter  of  an  iron  shaft  which  is  to  transmit  120  H.P.  at 
60  revolutions  per  minute,  the  safe  working  strength  being  54S  k./cm.'. 

Ane.  11  cm. 

38.  A  water-wheel  of  20  U.P.  makes  5  revolutions  per  minute;  find  the 
diameter  suitable  for  the  maleable  iron  shaft  which  transmits  this  force.  If 
the  shaft  b  12  ft.  long,  what  ia  the  angle  of  torslou7  (J -9000  lbs.,  0  -9,000,000 
Ibs./sq.  in.) 

30.  How  many  H.P.  may  be  transmitted  by  a  shaft  of  150  mm.  diameter 
at  30  revolutions  per  minute,  the  safe'  working  strength  being  reduced  by 
shocks  to  400  k./cm.'?  Am.  118. 

40.  A  shaft  12  ft.  long  and  6  ins.  diameter  is  subjected  to  a  twisting  mo- 
ment of  16  ft.-tons,  and  the  two  ends  are  thus  twisted  through  a  cert£un  angle; 
a  second  shaft  of  the  same  material,  16  ft.  long  and  9  ins.  diameter,  is  twisted 
so  tltat  its  angle  of  torsion  is  exactly  the  same  as  that  of  the  first;  find  tlte 
twisting  moment  required  to  do  this.  Am.  60}  in. -tons. 

41.  Find  the  maximum  stress  developed  in  a  shaft  of  120  mm.  diameter 
which  transmits  200  H.P.  at  50  revolutions  per  minute.     Ant.  422  k./cm.*. 

43.  If  /i  ia  tile  safe  torsional  working  stress  of  a  shaft,  and  /,  is  the  safe 
working  stress  when  the  shaft  acts  as  a  beam,  show  that  the  torsional  resistance 
(d  the  shaft  is  to  its  bending  resistance  in  the  ratio  of  2/,  to  /,. 

43.  A  circular  shaft  is  twisted  beyond  the  limit  of  elasticity.  If  the  equali- 
zation of  stress  is  perfect,  show  that  for  a  given  maximimi  stress  the  twisting 
couple  is  greater  in  the  ratio  of  4  to  3  than  it  would  be  if  the  elasticity  were 
perfect. 

44.  Show  that  the  resilience  of  a.  twisted  shaft  is  proportional  to  Its  weight. 

Arts.  Besihence— 77 — ; — . 
G       4 
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45.  If  a  round  bar  of  any  material  ia  subjected  to  a  twisting  couple,  show 
that  its  maximum  reeilience  is  two  thirda  the  maximum  reaitieace  of  the 
material. 

46.  A  shaft  moving  with  a  surface  velocity  of  10  ft.  per  Becoud  transnita 
1000  H.P.  Find  the  diameter  if  the  shear  Btress  ia  not  to  exceed  10,000  Ibe. 
per  square  inch.  Am.  3.74  ins. 

47.  A  winding-drum  20  ft.  in  diameter  is  used  to  raise  a  load  of  5  tons.  If 
the  driving-ahaft  were  in  pure  toreion,  find  the  diameter  for  a  stress  of  3  tons 
per  aquare  inch.  Ana.  10.1  ins. 

48.  Find    the  thickneas  of  a  hollow  shaft  when  (a)    its  rigidity,  (b)  ita  ' 
strength  is  25%  greater  than  that  of  a  solid  shaft  of  diameter  d  of  the  same 
length  and  weight. 

49.  Find  the  percentage  of  weight  saved  by  using  a  hollow  instead  of  a 
soUd  shaft. 

Am.  If  of  equal  aii'^rtwa  —  -  ,  - -r. 


'H^-^m^[ 


If  of  equal  strength 

m  being  the  ratio  of  the  external  to  the  internal  diameter 
of  hollow  shaft. 

50.  A  sc^id  and  a  hollow  cylindrical  shaft  of  equal  length  contain  tbe 
same  amount  of  the  same  kind  of  metal,  the  solid  one  fitting  the  hollow  of  the 
other.    Compare  their  torsional  strengths  when  used  separately. 

Am.  Strength  of  solid  shaft -.471 X that  of  hollow  shaft. 

51.  Fmd  the  diameter  of  a  hollow  shaft  required  to  transmit  5000  H.P.  at 
70  revolutions  per  minute;  stress,  7500  lbs.  per  square  inch;  the  externa] 
diameter  being  twice  the  inner;  maximum  twisting  moment '•l)  times  the  mean. 

53.  A  steel  bar  having  a  diameter  of  .410  in.  and  a  length  under  test  oC 
4  ins.  gave  the  following  results  in  the  testingHnachine : 

TvqOB  in  In.-lba.  An^  ot  Twkt.  Torque  is  In.-lb*.  An^  ol  TwiH. 

150  1°  1'  450  3°  5' 

300  2"  3'  600  4"  6' 

Calculate  the  modulus  of  rigidity. 

S3.  The  halves  of  a  flange  coupling  for  a  shaft  transmitting  60  H.P.  at 
100  revolutioDB  per  minute  are  bolted  together  with  six  bolts  at  6  ins.  frcmi  tbe 
centre.  Find  the  diameter  of  the  bolta,  the  safe  shear  stress  htang  8000  lbs. 
per  square  inch.  Atu.  .41  in. 

54-  A  steel  shaft  4  ins.  in  dianuter  and  weighing  490  Iba.  per  cubic  foot 
makes  100  revolutions  per  minute.  If  the  working  stress  in  the  metal  is  1 1 ,200 
lbs.  per  square  inch,  find  the  twisting  couple  and  the  distance  to  which  the 
work  can  be  transmitted,  the  coefficient  of  friction  being  .05  and  the  effi- 
dency  of  the  shaft  ).  Ana.  140,800  in.-lbs.;  »228t  ft. 

55.  If  the  shaft  is  of  steel,  and  if  the  loss  due  to  friction  is  20  per  cent, 
find  the  distance  to  which  work  may  be  transnutted,  p  being  .05. 

Am.  6582(  ft. 
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56,  A  WTOUght4roa  shaft  220  ft.  between  bearings  and  4  ins.  in  diameter 
can  aafely  tnufimit  120  H.P.  at  the  rate  of  95  revolutions  per  minute.  What 
is  the  effideacy  of  the  shaft?    (;>  — AO  -^n*-  -^8- 

57.  The  efficiency  of  a  wrought-iron  shaft  is  i;  the  working  stress  in  the 
metal  is  7200  Ibe.  per  square  inch;  the  coefficient  of  friction  is  .125.  How 
far  can  the  work  be  transmitted?  Am.  4320  ft. 

SS.  The  working  shear  stress  of  a  shaft  ia  15,000  lbs.;  how  far  can  work 
be  tranamitted  with  an  efficiency  of  .5,  the  coefficient  of  friction  being  .5? 

Ans.  24,545.45  ft. 
50.  Take  a  round  shaft  3  ins.  in  diameter  and  find  the  sizes  of  equivalent 
shafts  of  square,  elliptic,  and  rectangular  aectiom  if  the  breadth  and  thickness 
of  each  of  these  latter  are  as  1  to  2.  If  these  shafts  are  20  ft.  long,  and  they 
are  transmitting  20  H.P.  at  100  revolutions  per  minute,  what  is  the  total  twist 
of  each  of  themT    (G-'IO.SOO.OOO.) 

Ana.  2.73  ins.,  1.78;  2.38  ins.,  1''.05;  2.15  infl.X4.3  Ins.,  .93". 

60.  A  wrought-iron  shaft  200  ft,  in  length  and  weighing  440  lbs.  per  cubic 
foot  is  supported  on  bearings,  the  coefficient  of  friction  being  .05.  The  shaft  is 
subjected  to  a  uniform  twisting  couple  which  developes  a  stress  of  10,000  lbs.  per 
square  inch.     Find  the  efficiency  of  the  shaft.  Ans.  .094. 

61.  An  iron  shaft  of  1  in.  diameter  ia  subjected  to  a  turning  eEFort  of  500 
ft.-Ibs.  The  shaft  b  1000  ft.  long;  find  its  efficiency  in  so  far  as  it  is  affected 
by  its  weight. 

63.  A  hollow  cast-iron  shaft  of  12  ins.  external  diameter  is  twisted  by 
1  couple  of  27,000  ft.-lbs.  Hnd  the  proper  thickness  of  the  metal,  so  that 
the  stress  may  not  exceed  5000  lbs.  per  square  inch.  Am.  .308  in. 

63.  What  twisting  moment  can  be  transmitted  by  a  hollow  steel  shaft 
of  Sins,  internal  and  10  ins.  external  diameter,  the  working  stress  being  5 
tons  per  square  inch?  Ans.  579$  in.-tons. 

64.  Tbe  inner  and  outer  diameters  of  a  hollow  steel  shaft  are  10  and  12  ins., 
and  /,  —6  tons  per  square  bch,  ia  the  working  value  of  the  resistance  to  shear- 
ing.   What  is  the  twisting  moment  this  shaft  is  capable  of  transmitting? 

65.  What  thickness  of  metal  is  required  for  a  cast-iron  hollow  shaft  of  10 
ins.  outer  diameter  so  as  to  resist  a  twisting  moment  of  10  ft.-tons? 

66.  A  hollow  shaft,  the  external  and  internal  diameters  of  which  are  20 
ins.  and  8  ins.  respectively,  runs  at  70  revolutions  per  minute  with  a  surface 
stress  of  6000  lbs.  per  square  inch.  Fbd  the  twisting  moment,  and  horse- 
power transmitted. 

67.  A  solid  shaft  is  10  ins.  in  diameter,  and  the  internal  diameter  of  a 
hollow  shaft  is  5  ins.,  find  the  external  diameter  and  compare  the  torsional 
strengths,  the  shafts  being  of  the  same  weight  and  material. 

Am.  SV^ins.;  V^to  3. 

68.  A  hollow  steel  shaft  has  an  external  diameter  d  and  an  internal  diam- 
eter ^.     Compare  its  torsional  strength  with  that  of  (a)  a  solid  steel  shaft 
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of  diameter  d;  (6)  a  solid  wrought-iron  shaft  of  diameter  d;  the  safe  working 
atreaeeH  of  st«el  and  iron  being  5  tons  and  3i  tons  respectively. 

An*,  (a)  H;  (6)  H- 
6g.  A  solid  wrought-iron  shaft  is  to  be  replaced  by  a  hollow  steel  shaft 
of  the  same  diameter.     If  the  material  of  the  latter  is  30  per  cent  stronger 
than  that  of  the  former,  what  must  be  the  ratio  of  internal  to  external  diame- 
terT    What  is  the  percentage  saving  in  weight?  Am.  1,44;  46%. 

70.  A  square  steel  shaft  is  required  for  transmitting  power  to  a  30-ton 
overhead  travelling-crane.  Tlie  load  is  lifted  at  the  rate  of  4  ft.  per  minute. 
Taking  the  mechanical  efficiency  of  the  crane  gearing  as  35  per  cent,  calcu- 
late the  necessary  nze  of  shaft  to  run  at  100  revolutions  per  minute.  The 
twist  must  not  exceed  1°  in  a  length  equal  to  30  times  the  side  of  the  square, 
(ff- 13,000,000.)  Ans.  2  ins.  square. 

71.  A  round  cast^ron  shaft  1.5  ft,  in  length  is  acted  upon  by  a  weight 
of  2000  lbs.  applied  at  the  circumference  of  awheel  on  the  shaft;  the  diameter 
of  the  wheel  is  2  ft.  Find  the  diameter  of  the  shaft  bo  that  the  total  angle  of 
tor^OD  may  not  exceed  2°.  Ans.  3.76  ins. 

73.  A  wrought-iron  shaft  is  subjected  to  a  twisting  couple  of  12,000  ft. -lbs. ; 
the  length  of  the  shaft  between  the  sections  at  which  the  power  is  received 
and  pven  off  is  30  ft.;  the  total  admissible  twist  is  4°.  Find  the  diameter 
of  the  shaft,  /<  (Art.  6)  being  |,  and  G  10,000,000  lbs.  Ans.  5.8  ins. 

73.  Find  the  horse-power  which  may  be  transmitted  by  a  shaft  4  ins. 
in  diameter  when  running  at  150  revolutions  per  minute,  if  the  stress  due  to 
twisting  be  limited  to  9000  lbs.  per  square  inch.  Ans.  273. 

74.  The  working  stress  in  a  steel  shaft  subjected  to  a  twisting  couple  of 
1000  in.-tons  is  limited  to  11,200  lbs.  per  square  inch.  Find  its  diameter; 
also  find  the  diameter  of  the  steel  shaft  which  will  transmit  5000  H.P.  at  66 
revolutions  per  minute,  /i  being  |.  Ans.  10  iiLs. ;  6.S8  ins. 

75-  A  wrought-iron  shaft  is  twisted  by  a  couple  of  10  ft.-tons.  F^tid 
its  diameter  (a)  if  the  torsion  is  not  to  exceed  1°  per  lineal  foot,  (6)  if  the  safe 
working  stress  is  7200  lbs.  per  square  inch,     (ff  - 10,000,000  lbs.) 

Ans.  (n)  3.7  ins.;  (6)  5.7  ins. 

76.  A  steel  shaft  2  ins.  in  diameter  makes  100  revolutions  per  minute 
and  transmits  2S  H.P.  Find  the  maximum  working  stress  and  the  torsion 
per  lineal  foot,  G  being  10,000,000  lbs.  Also  tind  the  diameter  of  a  shaft 
of  the  same  material  which  will  transmit  100  H.P.  with  the  same  maximum 
working  stress.  Ans.  10,022y>f  lbs.;  .0574'*;  3.17  ins. 

77.  A  steel  shaft  300  ft.  in  length  makes  200  revolutions  per  minute  and 
transmits  10  H.P.  Determine  its  diameter  so  that  the  greatest  stress  in 
the  material  may  be  the  same  as  the  stress  at  the  circumference  of  an  iron 
shaft  1  in.  in  diameter  and  transmitting  500  ft.-lbs.  If  10  is  a  factor  of  safety, 
find  the  coefficient  of  torsional  rupture.  .ing.  ,S07  in.  ( —J  in.) ;  60,000. 

78.  A  round  bar  of  steel  is  1  in,  in  diameter  and  8  ft.  in  length  (or  /-4S 
ina.).  Take  F-ISOO  lbs.  Show  that  an  endlong  load  only  sufficient  of  itself 
to  produce  a  stress  of  1910  lbs.  per  square  inch,  and  a  bending  moment  which 
by  itself  would  only  produce  a  stress  of  816  lbs.  per  square  inch,  if  both  act 
tt^ther,  produce  a  stress  of  23,190  lbs,  per  square  inch. 
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79.  A  wooden  shaft  of  d  ins.  diameter  uid  I  ins.  length  makes  n  revolutions 
per  second  and  ' '  whirls."  If  the  weight  of  the  wood  is  36  lbs.  per  cuInc  foot, 
the  modulus  of  elasticity  being  2,000,000  lbs.  per  square  inch,  show  that 


i-m^l 


So.  A  pulley  is  keyed  truly  to  a  shaft  which  rotates  with  an  angular 
vdocity  o.     If,  when  rotation  takes  place,  the  shaft  bends  slightly,  show  that 

the  couple  on  the  shaft  is  equal  to  to'^A-B)-^  in  which  A  and  5  are  the 

moments  of  inertia  of  the  pulley  about  axes  through  its  centre  of  gravity 
perpendicular  to  its  {idane  and  perpendicular  to  the  axis  of  the  shaft  respec- 
tively, and  J-  is  the  inclination  of  the  plane  of  the  pulley  to  a  plane  perpen- 
dicular to  the  original  alignment  of  the  shaft. 

8t.  If  a  thin  disk  weighing  10  lbs.  and  of  10  ins.  diameter  rotates  at  1000 
revolutions  per  minute  about  an  axis  through  its  centre,  and  if,  instead  of 
being  perpendicular  to  the  shaft,  it  is  out  of  truth  by  iJ,  of  it«  radius,  find 
the  couple  on  the  shaft  in  inch-pounds. 

83.  A  wroug^t-iron  shaft  is  subjected  to  a  twisting  moment  of  36,0CO 
Ib.-ins.  and  a  bending  moment  of  18,000  Ib.-ins.;  find  the  diameter  when  the 
maximum  shear  stress  is  8000  lbs.  per  square  inch.  F^d  also  the  twisting 
moment  which  -atone  would  produce  a  shear  stress  of  the  same  numerical 
value. 

83.  A  screw  propel ler-ehaft  10  ins.  in  diameter  is  subjected  to  a  twisting 
moment  of  35  ft.-tons,  and  to  a  bending  moment  of  10  ft. -tons,  due  to  the 
we'ght  of  the  shaft  and  the  pitching  of  the  ship.  What  is  the  maximum 
compressive  stress  if  the  thrust  of  the  screw  is  10  tons?  Ant.  2.9  tons. 

84.  Find  the  diameter  of  a  wrought-iron  shaft  to  transmit  90  H.P.  at  130 
revolutions  per  minute.  If  there  is  a  bending  moment  equal  to  the  twisting 
moment,  what  ought  to  be  the  diameter?  An».  3.54  ins;  4.75  ins. 

8s.  A  round  bar  i  in.  in  diameter  and  36  ins,  between  the  supports  de- 
flects .33  in.  imder  a  load  of  90  lbs.  in  the  middle  and  twists  through  an  angle 
of  .75°  when  subjected  to  a  twisting  moment  of  1000  in.Jbs.  on  a  lO-ln. 
length.    Find  E  and  G. 

86.  A  wrought-iron  shaft  3  ins.  in  diameter  and  making  140  revolutions 
per  minute  is  supported  on  wall-brackets  16  ft.  apart.  There  is  a  pulley  on  the 
shaft  midway  between  the  bearings.  If  the  resultant  side  pull  due  to  ihe 
weight  of  the  pulley  and  the  pull  of  the  belt  is  210  lbs.,  what  is  the  greatest 
horse-power  the  shaft  will  transmit  with  safety?  Safe  shear  stress  7800  lbs. 
per  square  inch.  Ana.  .6fi. 

87.  A  shaft  12  ins.  in  diameter  transmitting  a  twisting   moment  of  !00 
ft.-tons,  is  also  subject  to  a  bending  moment  of  20  ft-tons.     Find  the  n 
stress  induced.  Ans.  4.3  toos/sq.  i 
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S8.  If  a  round  bar  I  in.  in  diameter  and  40  ina.  between  Bupports  de- 
flects .0936  in.  under  a  load  of  100  Ibe.  in  the  middle,  and  twists  through 
an  angle  of  .037  radian  when  subjected  to  a  twisting  moment  of  1000  in.4bs. 
throughout  its  length  of  40  ins.    find  E,  G,  and  K. 

Ans.  14,510;  5,510,  and  13,125  Ibs./aq.  in. 

89.  A  et«el  shaft  carries  a  5-ft.  pulley  midway  between  the  supports  and 
makes  six  revolutions  per  minute,  the  tangential  force  on  the  pulley  being 
500  lbs.  Taking  the  coefHcient  of  working  strength  at  11,200  lbs.  per  square 
inch,  find  the  diameter  of  the  shaft  and  the  proper  distance  between  the  bear- 
ings the  stiffness  of  the  shaft  being  tAi- 

90.  A  counter-shaft  10  ft.  between  bearings  carries  two  24-iD.  pulleys,  the 
one  1  ft.  and  the  other  5  ft.  from  a  bearing.  Assuming  that  the  tight  is  twice 
the  dack  tension,  determine  (a)  the  equivalent  twisting  moment  on  the  shaft, 
(_b)  the  diameter  of  the  shaft,  (c)  the  angle  of  torsion  when  one  pulley  receives 
and  the  other  transmits  50  H.P.  at  80  revolutions  per  minute,  the  belts  being 
horizontal  and  on  opposite  udes  of  the  shaft. 

Ana.  (a)3281.25ft.-lb8.; 

(6)  7.13  ins.,  /  being  10,000  lbs.; 

(c)  2.06  minutes,  G  being  12,000,000  lbs. 

91.  Find  the  greatest  torque  for  a  bar  3  ina.  in  diameter,  if  the  longitudinal 
extension  of  the  material  is  to  be  limited  to  lAn,  the  modulus  of  rigidity 
being  5000  Ibe./sq.  in. 

93.  Power  is  taken  from  a  shaft  by  means  of  a  pulley  24  ins.  in  diameter 
which  is  keyed  on  to  the  shaft  at  a  point  dividing  the  distance  between  two 
consecutive  supports  into  segments  of  40  and  60  ina.;  the  tangential  force  at 
the  circumference  of  the  pulley  is  6600  lbs.  If  the  shaft  is  of  steel,  determine 
its  diameter,  taking  into  account  the  bending  action  to  which  it  is  subjected, 
the  working  stress  being  11,200  lbs.  per  sq.  in.  Ans.  5.65  ins. 

03-  A  wrought-iron  shaft  ia  subjected  simultaneously  to  a  bending  moment 
of  8000  in. -lbs.,  and  to  a  twisting  moment  of  15,000  in.-lbs.  Fmd  the  twist- 
ing-moment equivalent  to  these  two  and  the  least  safe  diameter  of  the  shaft, 
the  safe  shear  stress  being  taken  at  8000  lbs.  per  square  inch. 

Am.  25,000  in.-lbs. ;  2.52  ins. 

94.  A  shaft  9  ins.  in  diameter  and  12  ft.  long  ia  supported  at  its  two  ends 
and  loaded  at  the  two  points  which  divide  its  length  into  three  equal  parta 
mth  4  tons  at  each  point;  a  twisting  moment  of  20  ft.-tona  is  applied  to  one 
end  of  the  shaft,  wl^e  the  other  is  held  tbced.  I^lnd  the  greatest  intensity 
of  the  thrust,  tension,  and  shearing  stress,  and  the  angle  that  the  Une  of 
greatest  principal  stress  makes  with  the  axis  of  the  shaft. 

Ans.  3,5  and  2.1  tons/sq.  in.;  25°. 
OS-  A  steel  tube  of  10  ina-  external  diameter  and  12  ft.  long  is  supported 
horizontally  at  the  ends.  At  a  point  4  ft.  from  one  end  a  bracket  is  &xed  at 
right  angles  to  the  axis  of  the  tube  and  supports  at  its  end  a  weight  of  3}  tons, 
the  distance  between  the  centre  of  the  tube  and  the  weight  being  24  ina.  Find 
the  thickness  of  the  tube  so  that  the  stresa  may  nowhere  exceed  5  tons  per 
square  inch.  Aite.  .39  in. 
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96-  An  engine-crank  ia  12  ins.  long  and  9000  lbs.  is  the  greatest  force 
transmitted  along  the  connecting-rod.  If  the  wrought  iron  of  the  shaft  vUl 
safely  bear  a  shear  stress  of  0000  lbs.,  find  the  diamet«r  of  the  shaft,  the  hori- 
sontal  distance  of  the  centre  of  the  crank-pin  from  the  centre  of  the  nearest 
bearing  being  10  ins.  Ana.  4.76  ins. 

97.  A  shaft  S  ins.  in  diameter  is  subjected  to  a  thrust  of  100  tons  uniformly 
distributed  over  its  tvo  ends,  and  a  twisting  moment  of  30  ft.-tong.  Find  the 
greatest  intensity  of  thrust  and  shearing  stress  and  the  angle  made  by  the  line 
of  principal  stress  with  the  axis  of  the  shaft. 

Atw.  4.71  and  3.71  tons/sq.  in.;  37°. 

98.  Fmd  the  diameter  of  a  malleable -iron  shaft  capable  of  bearing  a  tension 
of  50  tons,  and  a  twisting  couple  whose  moment  ie  25  ft.-tons,  the  resistance 
of  the  material  to  tension  and  shearing  being  5  and  4  tons  per  square  inch  respec- 
tively. Ane.  7.28  ina.;  the  diameter  for  maximum  shear "7.06  ins. 

99.  A  steel  shaft  transmits  a  maximum  twisting  moment  of  70,000  in.-lbs., 
and  ia  at  the  same  time  subject  to  a  bending  moment  of  25,000  in.-lbs.  Find 
the  necessary  diameter  of  the  shaft  if  the  safe  stress  in  the  material  is  4  tons 
per  square  inch. 

100.  A  sh^ft  upon  bearings  40  ft.  apart  carries  a  pulley  at  a  point  30  ft. 
from  one  bearing.  The  bending  effect  on  the  shaft  at  this  point  is  equivalent 
to  that  produced  by  a  weight  of  75  lbs.  at  the  same  point  when  the  shaft  ia 
subjected  to  a  twisting  moment  of  1000  ft.-Ibs.  Knd  the  proper  diameter  of 
the  shaft,  so  that  the  stress  may  nowhere  exceed  12,000  lbs,  per  square  inch. 

loi.  An  engine-crank  is  16  ins.  long  and  the  distance  between  the  centres 
of  the  pin  and  the  bearing  is  20  ina.  If  tlie  force  on  the  crank-pin  centre  is 
•5000  lbs.,  find  the  maximum  intensities  of  thrust  (or  tension)  and  shear  and 
also  the  angle  l)etween  the  line  of  greatest  principal  stress  and  the  axis  of  the 
shaft.  Am.  6530  and  4080  Ibs./sq.  in.;  27°. 

103.  A  3i-in.  steel  shaft  is  subjected  to  a  twisting  couple  of  T  ft. -lbs.  and 
to  a  B.M.  of  i  T  ft, -lbs.  Find  the  value  of  T  so  that  the  maximum  shear  stress 
may  not  exceed  15,000  lbs.  per  inch.     Also  find  the  torsion  of  the  shaft  per 

lineal  foot  of  length,  0  bemg  12,000,000  lbs.  Ana.  31,582  in.-lbs.;  -^. 

103.  The  maximiun  torque  is  H  times  as  great  as  the  mean  torque  and 
there  is  no  bending.    Find  the  maximum  shear  stress. 

Ana.  7536  lbs.,  taking  <i'JV-64  H.P. 

t04.  The  fly-wheel  of  a  direct-driven  generator  has  a  radius  of  gyration 
of  9  ft.,  weighs  100,000  lbs.,  and  runs  at  94  revolutions  per  minute.  The 
crank-ehaft  is  22  ins.  diameter  at  the  fly-wheel  seat.  Suppose  an  accident 
forcibly  brings  the  shaft  to  rest  from  full  speed  in  five  revolutions,  the  retarda- 
tion being  uniform,  find  the  stress  on  the  shaft  due  to  the  inertia  of  the  fly- 
wheel, acting  along  with  a  torque  of  1,600,000  in.-lbs.  due  to  the  engine,  and 
a  bending  moment  of  3,000,000  in.Jbs.  due  to  the  weight  of  the  fly-wheel  and 
armature.  Ant.  29,200  lbs. 

105.  The  main  shaft  of  a  steamship  transmits  1000  H.P.  at  80  revolutions 
per  minute,  and  is  of  mild  steel  9}  ins.  in  diameter.   It  is  subjected  to  a  longi- 
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tudinal  thrust  of  25,000  lbs.  Find  the  resultant  mmple  tensile  or  compressiTe 
otress  due  to  the  combined  torsion  and  compression.  Ant.  48.58  lbs. 

io6.  A  street-rulway  generator  gives  3000  B.H.P.  at  75  revolutions  per 
minute.  The  maximum  bending  moment  on  the  crank-ehaft  is  13,500,000 
in.4be.  If  the  maximum  torque  is  1.5  times  the  mean  torque,  find  the  diam- 
eter of  the  shaft  (solid).     (/.-5000.)  Ant.  14}  ins. 

107.  The  steam  stop-valve  of  a  vertical  engine  is  worked  by  means  of  a 
hand-wheel  14  ins.  in  diameter  at  the  bottom  end  of  a  vertical  rod  or  shaft  (of 
drcular  section)  16  ft.  long.  If  a  couple  of  moment  1400  in.-lbe.  is  applied 
to  the  hand-wheel  find  the  diameter  of  the  shaft  (a)  if  the  relative  twist  of 
the  ends  of  the  shaft  is  not  to  exceed  2  degrees;  (b)  if  the  maximum  shear 
stress  in  the  shaft  is  not  to  exceed  9000  lbs.  per  square  Inch.  (Take  G—. 
11,000,000.)  Ans.  (a)  IJ  ins.;  (6)  ^|  in. 

io8.  The  hollow  vertical  sleeve  of  a  Weston  centrifugal  of  3J  ins.  external 
and  2  ins.  internal  diameter  makes  1200  revolutions  per  minute  and  carries 
at  its  lower  end  a  weight  of  1000  lbs.  Show  that  the  centrifugal  effect  is 
9104  times  that  of  the  weight.     (Take  E  -30,000,000  lbs.  per  square  inch.) 

log.  If  the  critical  length  of  a  shaft  13.4  ins.  in  diameter,  subjected  to 
endlong  thrust  alone,  is  equal  to  the  critical  length  when  subjected  to  cen- 
trifugal force  alone,  show  that  P—  68,5000';  also  show  that  if  the  length  is  9S 
ft.,  the  critical  P  is  327,600,  and  the  critical  m  is  nearly  4.1  radians  per  second, 
or  46  revolutions  per  minute. 

110.  A  wrought-iron  propeller  shaft  has  a  diameter  of  22^  ins.,  and  the 
{Htch  of  the  screw  is  35$  ft.  The  indicated  horae-power  at  53  revolutions  per 
minute  is  10,350,  and  assuming  theoreticaUy  that  the  whole  of  this  is  utilised, 
show  that  the  end  thrust  is  181,530  lbs.  and  that  the  twisting  couple  la  2,300,- 

000  in. -lbs.  If  £  is  29,000,000  lbs.  per  square  inch,  compare  the  twisting 
and  end-thrust  effects.  Also  find  the  length  of  the  shaft.  If  a  shaft  of  this 
lei^h  and  diameter  is  subject  to  no  end  thrust,  to  no  twisting  moment,  nor 
to  its  own  weight,  show  that  it  will  break  by  centrifugal  force  if  it  revolves  at 
a  greater  speed  than  1}  revolutions  per  minute.  Ant.  1779;  4454  ins. 

111.  .4.  4-in.  steel  shaft  (£—3X10'  Ibi.  per  square  inch)  15  ft.  long, 
with  its  ends  supported  but  not  constrained  as  to  direction,  is  subjected  to 
equal  and  opposite  endlong  forces  (like  a  strut)  each  of  200  lbs.;  taking  into 
account  its  inertia  but  neglecting  its  mere  weight,  what  is  its  critical  speed 
of  rotation? 

III.  Taking  the  proof  stress  to  be  140,000  lbs.  and  G  to  be  13,000,000  lbs., 
find  the  axial  proof  load,  the  deflection,  and  the  re«lience  of  a  4-in.  spring 
of  coils  48  ins.  in  length  and  1  in.  in  diameter. 

113.  A  spring  is  formed  of  steel  wire;  the  mean  diameter  of  the  coils  is 

1  in,;  the  working  stress  of  the  wire  is  50,000  lbs.  per  square  inch;  the  elonga- 
tion under  aweight  of  19A  lbs.  is  2  ins.;  the  coefficient  of  rigidity  is  12,000,000 
lbs.    E^d  the  diameter  of  the  wire  and  the  number  of  coils. 

Ana.  .1  in.;  15.28. 
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ti4-  Find  the  weight  of  ft  helical  spring  which  is  to  bear  a  safe  load  of 
6  tons  with  a  deflection  of  1  in.,  G  being  12,000,000  Iba.  and  /  60,000  Ibe. 

IIS.  I^nd  the  time  of  oscillation  of  a  sining,  the  normal  displacement 
under  a  given  load  being  J. 


An». 


'•^l 


117.  Eind  tlie  deflection  under  the  weight  TT  of  a  conical  helical  spring 
(a)  of  drcular  section;  (b)  of  rectangular  Bection,  the  radii  of  the  extreme 
coils  being  y,  and  y„  and  thc'radial  distance  from  the  axis  to  a  point  of  the 
spring  at  an  angular  distance  ^  from  the  commencement  of  the  spiral  being 

^ven  by  the  relation  ••'_     "oan'    ^"  "''"Jiibe''  of  coils.) 

Ant.  (a)     '»'    y^      y"     (  -  -^,  rf  J,,  -0  and  ».  -y)  ; 

(6)  l-8'm(y,+j,,)(j(,'+i/,')-j;^^;  6  and  A  beiogtbe 
sides  of  tike  rectangular  section. 

118.  F5nd  the  modulus  of  rigidity  (G)  and  the  gravitation  unit  for  a  steel 
spring  from  the  foUowing  observations: 

Load  in  Bc«]»-pu.         Sinl*  Rudios.         No.  of  Vibralloiu.  Tlnw  In  Sco*. 

0  3.0  —  — 

5                     3.28  —                      — 

10                     8. 66  *  —                      — 

15                     8.84  —                      — 

20                       4.12  100                       36 
25               .4.40 
30                       4.68 
Diam.  of  wire— .257  in.;   length  of  coil— 122.59  ins.;   mean  diam.  of  coQ 

-3  ins.;  weight  of  pan,  etc. -2.72  lbs.  Am.  11,500,000  lbs.;  32.3. 

119.  nnd  the  modulus  of  rigidity  (60  from  the  following  results  of  a  tor- 
won  experiment : 

LosdinSiwIe-      Ridit-luuid  Left-hand       LoadbtScala-  Ri^t-hMid         Left-hand 

pan  in  Lba,       BcaM  Raadioc-     Soale  Readins.     pan  in  Lbs.         Scale  lUadinf.  Soak  Readinc. 

5  7.0  8.0  20  7.58  8-34 

10  7.26  8.18  25  7.72  8.40 

15  7.44  8.28  30  7.85  8.45 

Diam.— .706  in.;  dist.  between  points -8  ins.;  load  lever- 25  ins.;  scale- 
arm -22  ins. 

130.  A  conical  spring  of  round  wire  40  ins.  long  and  .2  in.  in  diameter 
has  coils  varying  from  4  to  2  ins.  in  diameter.  If  the  proof  stress  is  60,000 
lbs.  per  square  inch,  find  the  proof  load  and  the  shortening  due  to  the  load. 

Ans.  47  lbs-;  .4  in. 

131.  Find  the  length  and  diameter  of  a  round  wire  for  a  spring  of  4  ins. 
diameter,  which  is  to  shorten  .4  in.  under  an  axial  load  of  1800  lbs.  An  axial 
load  of  4800  lbs.  is  the  proof  load  and  develops  a  proof  stress  in  the  wire  of 
140,000  lbs.     Also  G -13,000,000  lbs.  per  squaie  inch. 
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CHAPTER  X. 

BRIDGES. 

I.  CUssi&cation. — Bridges  may  be  divided  into  three  general 
classes,  viz.: 

A.  Bridges  in  which  the  platform  is  carried  by  trusses  of  different 
types  in  which  the  chords  (flanges)  are  either  horizontsl 
or  curved  or  are  composed  of  sloping  members. 

6.  Bridges  in  which  the  platform  is  suspended  from  cables 
passing  over  high  piers. 

C.  Bridges  in  which  the  platform  rests  upon  arched  ribs. 

In  the  present  chapter  it  is  proposed  to  deal  with  the  bridges 
of  Class  A  only. 

Figs.  595-614  are  skeleton  diagrams  of  the  various  types  of 
truss  which  are  commonly  employed  in  bridge  construction.  Ilie 
maximum  depth  of  a  truss  is  governed,  to  some  extent,  by  local  con- 
ditions, but  usually  varies  from  one  fifteenth  to  one  seventh  (and 
■even  more)  of  the  span.  Girders  and  trusses  may  require  to  be 
designed  to  meet  conditions  of  a  specified  strength,  or  of  a  specified 
stiffness,  or  of  both,  dependii^  essentially  on  the  ratio  of  span  to 
depth.  If,  for  example,  this  ratio  should  exceed  twelve,  deflection 
becomes  a  serious  consideration,  and  therefore  stiffness  is  then  a 
most  important  consideration.  In  ordinary  practice  it  has  often 
been  the  custom  to  linut  the  maximum  depth  of  a  truss  to  1^  times 
the  width  of  the  bridge,  so  that  the  depth  would  then  be  not  more 
than  24  ft.  for  a  single  and  40  ft.  for  a  double-track  bridge. 

Position  of  Platform. — The  platform  may  be  supported  eith^ 
at  the  top  or  bottom  flanges,  or  in  some  intermediate  position.  In 
favor  of  the  last  it  is  claimed  that  the  main  girders  may  be  braced 
together  below  the  platform  (Fig.  615),  while  the  upper  portions 
serve  as  parapets  or  guards,  and  also  that  the  vibration  commimi- 
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cated  by  a  paseii^  irem  is  dimmished.  The  position,  however,  is  not 
conducive  to  rigidity,  and  a  large  amount  of  metal  is  required  to 
form  the  connections. 


i:^'  M 


The  method  of  supporting  the  platform  on  the  top  flanges  (Fig. 
616)  renders  the  whole  depth  of  the  girder  available  for  bracing, 
and  is  best  adapted  to  girders  of  shallow  depth.  Hea^y  cross- 
girders  may  be  entirely  dispensed  with  in  the  case  of  a  single-track 
brit^,  and  the  load  most  effectively  distributed,  by  laying  the 
rails  directly  upon  the  flanges  and  vertically  above  the  neutral  line- 
Provision  may  be  made  for  side  spaces  by  employing  sufficiently 
long  cross-girders,  or  by  means  of  short  cantilevers  fixed  to  the 
flanges,  the  advantage  of  the  former  arrangement  being  that  it 
increases  the  resistance  to  lateral  flexure  and  gives  the  platform  more 
elasticity. 

Figs.  617,  618,  619  show  the  cross-girders  attached  to  the  bot- 
tom flanges,  and  the  desirability  of  this  mode  of  support  increases 
with  the  depth  of  the  main  girders,  of  which  the  centres  of  gravity 
should  be  as  low  as  possible.  If  the  cross^rders  are  suspended 
by  hangers  or  bolts  below  the  flanges  (Fig.  619),  the  depth,  and 
therefore  the  resistance  to  flexure,  is  increased. 

In  order  to  stiffen  the  main  girders,  braces  and  verticals,  con- 
Bisting  of  angle-  or  tee-iron,  are  introduced  and  connected  with  the 
cross-girders  by  gusset-pieces,  etc.;  also,  for  the  same  purpose,  the 
cross-girders  may  be  prolonged  on  each  side,  and  the  end  joined  to 
the  top  flanges  by  suitable  bars. 

When  the  depth  of  the  main  girders  is  more  than  about  5  ft. 
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the  top  flanges  should  be  braced  together.  But  the  minimum 
clear  headway  over  the  rmls  is  16  ft.,  so  that  some  other  method 
should  be  adopted  for  the  support  of  the  platform  when  the  depth 
of  the  main  girders  is  more  than  5  ft.  and  less  than  16  ft. 


Assume  that  the  depth  of  the  platform  below  the  flanges  is 
2  ft.,  and  that  the  depth  of  the  transverse  bracing  at  the  top  is  1  ft. ; 
the  total  limiting  depths  are  7  ft.  and  19  ft.,  and  if  1  to  8  is  taken  as 
a  mean  ratio  of  the  depth  to  the  span,  the  corresponding  limiting 
spans  are  56  and  152  ft. 

Comparative  Advantages  of  Two,  Three,  and  Four  Main  Girders. 
— A  bridge  is  generally  constructed  with  two  main  girders,  but  if  it 
is  crossed  by  a  double  track  a  third  is  occasionally  added,  and  some- 
times each  track  is  carried  by  two  independent  girders. 

The  employment  of  four  independent  girders  possesses  the  one 
great  advantage  of  facilitating  the  maintenance  of  the  bridge,  aa 
one  half  may  be  closed  for  repairs  without  interrupting  the  traffic. 
On  the  other  hand,  the  rails  at  the  approaches  must  deviate  from 
the  main  lines  in  order  to  enter  the  bridge,  so  that  the  width  of  the 
bridge  is  much  increased,  and  far  nwfte  material  is  required  in  its 
construction. 

Few,  if  any,  reasons  can  be  urged  in  favor  of  the  introduction 
of  a  third  intermediate  girder,  since  it  presents  all  the  objectionable 
features  of  the  last  system  without  any  corresponding  recommenda^ 
tion. 

The  two-girder  system  is  to  be  preferred,  as  the  rails,  by  such 
an  arrangement,  may  be  continued  over  the  bridge  without  devia- 
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tion  at  the  approaches,  aod  a  large  amount  of  material  is  economised, 
even  taking  into  consideration  the  increased  weight  of  long  cross- 
girders. 

The  upper  and  lower  chords  of  a  bridge-truss  are  connected 
together  by  a  web  which  may  be  close,  i.e.,  may  be  made  of  plates 
butting  the  one  against  the  other,  or  may  be  open,  i.e.,  may  be  com- 
poeed  of  a  number  of  separate  memb^B  hi  the  Torm  of  verticals  and 
diagonals.  These  verticals  and  diagonals  intersect  the  chords  in 
what  are  called  panel-points,  and  the  space  between  two  such  con- 
secutive points  is  a  panel.  The  whole  of  the  members  may  be  riveted 
together  or  may  be  connected  together  by  means  of  suitably  designed 
pma.  The  former  method  has  the  advantage  of  securing  a  much 
stiffer  structure  and  of  making  the  separate  members  interdepen- 
dent and  therefore  also  of  distributing  any  weakness  inherent  in  any 
particular  member  over  other  members  with  which  it  is  rigidly  con- 
nected. Thus,  in  the  event  of  the  failure  of  a  tie  or  strut,  the  stress 
it  was  intended  to  carry  is  taken  up  by  adjoining  members  and 
the  bridge  itself  remains  in  working  order.  The  safety  and  strength 
of  a  pin-connected  bridge,  on  the  other  band,  depends  ujwn  the 
strength  of  each  individual  member.  Its  construction,  however, 
is  much  simpler,  and  the  determination  of  the  stresses  in  the  several 
members  is  much  more  definite  and  accurate.  Although,  for  this 
purpose,  it  is  necessary  to  assume  that  the  pin-joints  are  friction- 
less,  this  assumption  is  much  nearer  the  truth  than  the  assumption 
that  in  a  riveted  structure  the  total  shear  at  any  vertical  section 
is  equally  divided  between  all  the  members  intersected  by  this  sec- 
tion, which  is  equivalent  to  the  substitution  of  a  mean  stress  for  the 
Stresses  hi  the  several  bare. 

The  tendency  in  recent  American  practice  has  been  to  cjctend 
the  use  of  riveted  bridges  to  spans  as  long  as  200  ft.  and  even  beyond. 
Above  this  limit,  however,  the  connections  become  unduly  large,  if 
a  single  web  system  is  used.  Some  riveted  spans  for  heavy  raUway 
traffic  have  recently  been  built  whose  length  is  about  230  ft.,  but 
in  these  cases  double  web  systems  have  been  employed. 

Dead  Loads. — The  dead  load  on  a  bridge  consists  of  the  entire 
weight  of  the  trusses,  floor,  and  track,  less  such  parts  as  the  pedestals, 
end  fioor-beams,  and  anchorage  metal,  the  weight  of  which  is  borne 
directly  by  the  piers,  without  causing  any  stresses  in  the  structure 
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as  a  whole.  In  the  case  of  highway  bridges  in  nOTthem  clhuatea,  a 
suitable  allowance  must  be  made  iar  enow  and  ice.  In  the  case 
of  steel  railway  bridges  the  following  formulae  give  with  sufficient 
accuracy  the  weight  of  structural  steel.  To  this  amount  must  be 
added  from  350  to  450  lbs.  per  lineal  foot  of  span  for  each  track,  to 
make  allowance  for  the  ties,  rails,  fastenings,  and  guard-nuls. 

Let  W  be  the  weight  in  tons  (of  2000  lbs.)  of  one  engine  and 
tender,  when  the  live  load  consists  of  two  coupled  locomotives 
followed  by  a  uniform  train  load. 

Let  w = the  total  weight  of  metal  in  pounds  per  lineal  foot  of  spaa ; 
"    I  =>  length  of  span  in  feet. 

Then  for  deck  plate-girder  spans 

500Tr  +  10trf+2300i 

""^        -m-i 

For  half-through  plate-girder  spans 
400FF  +  100W 

'^^    1000 
For  through  riveted  Pratt-truss  spans 

«)  =  8.6(I  +  1.25ir-112) +4.31388 -(IF+20 1, 
the  last  term  being  ignored  if  negative. 

For  through  pin-connected  Pratt-truss  spans  with  parabolic  top 
chords 

wj  =  8.63(i  +  1.3F-140). 

For  double-track  bridges  as  above  add  85  per  cent. 
For  through  pin-connected  Petit-truss  spans 

u>=10.9(i+ 1.11^-190). 
For  double-track  bridges  add  the  following  percentages: 
350  feet  span        add  75  per  cent. 


400  "   " 

"  70 

4S0  "   " 

"  65 

500  "   " 

"  60 

550  "   " 

"  65 

600  "   " 

"  60 
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682  THEORY  OF  STRUCTURES. 

In  the  case  of  highway  bridges  there  is  such  a  variety  of  types 
of  flooring  that  general  fonnube  for  the  weighta  are  of  little  use. 

Live  Loads. — For  railway  bridges  the  live  load  specified  is  the 
heaviest  locomotive  and  train  load  that  is  likely  to  cross  the  struc- 
ture, or  some  equivalent.  As  both  the  weight  and  the  distribution 
of  the  loads  for  actual  locomotives  change  greatly  from  time  to. 
time,  a  typical  en^e  and  train  load  is  frequently  adopted.  Hie 
typical  en^e  may  not  correspond  exactly  with  any  engine  in  use, 
but  it  is  so  chosen  as  to  produce  about  the  same  stresses  in  all  mem- 
bers as  the  actual  engines.  Convenience  of  calculation  is  also  borne 
in  mind,  particularly  in  the  wheel  spacings,  in  which  fractional 


numbers  are  avoided  as  far  as  possible.  Among  the  systems  of 
typical  loads  in  general  use  are  those  of  Cooper  and  Waddell. 
Cooper's  Class  E  40  load,  as  shown  m  fig.  620,  consists  of  two  con- 
solidation locomotives  carrying  40,000  lbs.  on  each  driving-axle, 
the  engines  being  followed  by  a  uniform  train  load  of  4000  lbs.  per 
lineal  foot.  Class  E  30  would  have  30,000  lbs.  on  each  driving-axle 
and  a  train  load  of  3000  lbs.  per  lineal  foot.  For  all  classes  the 
wheel  spacing  is  the  same,  and  the  pilot  and  tender  axle  loads  bear 
a  constant  ratio  to  the  driving-axle  loads,  viz.,  50  per  cent  in  the 
former  case  and  65  per  cent  in  the  latter. 
Fig.  621  shows  Waddell's  Class  U. 


uiHIIHffll! 


II 


The  wheel  spacing  is  the  same  for  all  classes;  and  for  each  con- 
secutive class  above  or  below,  the  driving-axle  load  varies  by  steps 
of  3000  lbs.,  the  pilot  and  tender  axle  loads  by  1000  lbs.,  and  the 
uniform  train  load  by  200  lbs.  per  lineal  foot. 
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When  the  live  load  has  been  selected,  the  maximtim  shears  and 
bending  moments  caused  by  the  actual  wheel  concentrations  may 
be  computed  for  any  point  in  a  span,  as  illustrated  in  a  subsequent 
example.  With  a  view  to  reducing  the  labor  of  computation,  several 
conventional  methods  of  treating  the  live  load  have  been  proposed. 
Of  these  the  Equivalent  Uniform  Load  method  is,  perhaps,  most 
generally  used.  Evidently  no  single  uniform  load  will  produce 
the  same  shears  and  bending  moments  at  all  points  in  a  structure  as 
the  actual  wheel  loads.  But  a'close  approximation  may  be  arrived 
at  by  computing,  in  the  case  of  plate  girders,  the  uniform  load  which 
will  cause  the  same  bending  moment  at  the  centre  of  the  span  as 
the  actual  wheel  concentrations,  and  by  taking,  in  the  case  of  trusses, 
the  uniform  load  which  will  produce  the  same  B.M.  at  the  quarter- 
points,  or  by  taking  the  average  of  the  uniform  loads  which  will 
produce  the  same  bending  moments  at  all  the  panel-points.  As 
the  span  length  increases,  the  equivalent  uniform  load  grows  smaller, 
since  the  heavy  engine  loads  then  extend  over  a  smaller  fraction 
of  the  span  length. 

The  live  load  for  highway  bridges  is  taken  from  40  to  120  lbs. 
per  square  foot,  according  to  circumstances.  For  floor  systems 
the  concentrations  caused  by  a  road  roller  are  sometimes  specified. 
Loads  arising  from  electric  or  other  tram-cars  may  be  treated  by 
either  of  the  methods  indicated  above  for  railway  structiu^s. 

Ex.  1.  The  Hveloadfor  the  SaidlSte.  Marie  Bridge,  Fig.  623,  m  iA«  loading 
Irom  a  etandard  consolidation  engine  with  four  drivers  and  one  leading  wheel, 
the  weight  concentrations  being  ehoxm  by  Fig.  622. 

I     if   11      i    i    i   Y     I 


FiQ.  623. 
Span  -239  ft. 

Length  of  centre  verticalB"40  ft.;  of  end  verticals -27  ft. 
For  convenience  of  calculation  assume  the  lei^h  ot_  each  panel  to  be  24  ft. 
(—288  ins.).    The  error  thus  made  ta  eufSdently  small  to  be  diEregarded. 
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Five  distributions  may  be  conudered,  vii.: 

When  the  front  wheels  are  at  a  paneI>point; 
"        "   first  drivers     "      "       "        " 
"       "   second  "        "      "      "        " 
"       "   third     "        "      "      "        " 
"        "   fourth    "         "      "       "        " 

It  may  be  easily  shown  that  the  stresses  in  the  several  members  are  greatest 
when  either  the  second  driver  is  at  a  paciei-point  or  the  third  driver  is  at  a 
panel-point,  the  corresponding  panel  loads  in  pounds  for  the  whole  truss 
being 

11,900,  4d,500,   38,700,  46,925,   43,750,  36,225,   36,000,   36,000.36,000, 
and 

49,500,  38,700,  45,925,   43,750,  36,225,   36,000,  36,000,  36,000,36,000. 
These  results  may  be  obtained  analytically  or  graphically. 

AtiidyticaUy. — For  example  let  A,  B,  C,  D,  Fig.  624,  be  four  consecutive 
panel-p<Hnts,  and  let  the  Ih^  driver  be  at  B.    Then 


Panel  load  at  .1-7500^ +  12000  (^^^)  -11823,  say  11,900  lbs. 

n      1.     J       n    .,P^90     .„„„/180+236  +  288+232\      .„™^   141 +77 
Panel  load  at  fi- 7500233 +  12000  ( 288 ^+10625    ~2W~ 

-49387,  say  49,500  lbs.; 

Panel  load  at  C 

=38445,  say  38,700  lbs. 

■    etc.  etc.  etc. 

Qrapkkdlly.  Upon  the  vertical  through  B  (Fig.  624)  take  BM  to  repre- 
sent 7500  lbs.,  and  join  AM.  het  the  vertical  through  a,  meet  AM  in  h^, 
and  the  horizontal  through  M  in  c,.  Then  a,b,  represents  the  portion  of 
7500  lbs.  borne  at  B,  and  6iC,  the  portion  borne  at  A. 

Also,  take  BN  to  represent  12,000  lbs.;  join  AN,  CN.  Let  the  verticals 
through  a,,  o,,  o^  meet  AN,  CN  in  b„  b„  b„  and  the  horizontal  through  N  in 
c„  C,  e,.  Then  a^„  aji,,  a,6,  represent  the  portions  of  each  12,000  lbs.  borue 
at  B,  while  b^„  b|Cj  represent  the  portions  borne  at  A,  and  b/:,  the  portion 
borne  at  <7. 
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ilnallr  take  BO  to  represent  10,625  lbs.,  and  join  CO.  Let  the  verticaU 
throu^  a,,  a,  meet  CO  in  b„  6 ,  and  the  homontal  througli  0  in  c,,  cv  Then 
0,6),  Ofbg  are  the  portions  of  each  10,625  lbs.  borae  at  B,  while  bfi„  b^  are 
the  portions  borne  at  C.    Thus  the  total  weight  at  B 

-a,b,-i-aJ>,+aJ>,+BN  +  aJ)t+aJ>,+a,b„ 
etc. 

The  distributions  of  live  load,  concentratsd  at  the  pand-foinlt,  which  will 
fpve  the  maximum  etressea  in  the  several  members,  may  be  tabulated  as  below: 


End 

llmo- 

LokI 

LokI 

LOHJ 

LokI 

L<»d 

Loxl 

I«d 

LOMl 

Lood 

""'■ 

"pj- 

atps- 

"tp.. 

*"*■ 

atp,. 

IS70M 

36000 

."* 

s 

s 

37000 

27000 

27000 

27000 

27000 

27000 

27000 

27000 

2liAKI 

The  case  giving  the  mftTrimmn  Btresa  in  any  member  is  indicated  in  Fig.  623. 

2.  Stringers. — Each  length  of  stringer  between  consecutive  floor- 
beams  nmy  be  regarded  as  an  independent  girder  resting  upon 
supports  at  the  ends,  and  should  be  designed  to  bear  with  safety 
the  absolute  maximum  bending  moment  to  which  it  may  be  sub- 
jected by  the  live  load.  If  the  beams  are  not  too  far  apart,  the 
absolute  maximum  bending  moment  will  be  at  the  centre  when  a 
driver  is  at  that  point.  Again,  in  the  case  of  the  Sault  Ste.  Marie 
Bridge,  Art.  I,  it  may  be  easily  shown  that  the  maximum  bending 
moment  is  produced  when  the  four  pairs  of  drivers  are  betuveen  the 
floor-beams. 

Let  y— distance  of  first  driver  from  nearest  point  of  support. 

The  reaction  at  this  support 


The  bending  moment  ia  evidently  a  maximum  at  the  second  or  third  driver, 
and  at  the  second  driver 

-^(206~y)(56 +y) -12000X56 


at  the  third  driver  — 


In  the  first  casi 
"    "   second 
its  value  in  each  case  being  2, 


(206 -y}(108 +y)  - 12000(52  + 108). 
an  obsoZute  mortmum  when  y— 75"; 
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Hence  the  bending  moment  is  an  absolute  maximum  and  equal  to  2,18S,- 
166f  in.-lbs.,  at  two  points  distant  75  ins.  from  each  point  of  support. 

Also,  if  /,  is  the  moment  of  inertia  of  the  section  of  the  stringer  at  these 
points,  c,  the  distance  of  the  neutral  axis  from  the  outside  skin,  and  /,  the 
coeffident  of  strength,  then 

}(2188168J)  -/,—  for  the  inner  stringer. 


i(2188166J)  -/,—  for  the  outer  stringer. 
The  continuity  of  the  stringers  adds  considerably  to  thejr  strength 

3.  Camber. — Owing  to  the  play  at  the  joints,  a  girder  or  truss 
will  deflect  to  a  much  greater  extent  than  is  indicated  by  theory, 
and  the  material  will  receive  a  permanent  set,  which,  however,  will 
not  prove  dettimental  to  the  Btability  of  the  structure  unless  it  is 
increased  by  subsequent  loads.  If  the  chords  were  initially  made 
etnught,  they  would  curve  downwards;  and  although  it  does  not 
necessarily  follow  that  the  strength  of  the  truss  would  be  sensibly 
impaired,  the  appearance  would  not  be  pleasing. 

In  practice  it  is  often  specified  that  the  gu-der  or  truss  is  to  have 
such  a  camber  or  upward  convexity  that  tmder  ordinary  loads  the 
grade  line  will  be  true  and  straight;  or,  again,  that  a  camber  shall 
be  given  to  the  span  by  making  the  panel  lei^ths  of  the  top  chord 
greater  than  those  of  the  bottom  chord  by  .125  in.  for  every  10  ft. 

The  lengths  of  the  web  members  in  a  cambered  truss  are  not 
the  same  as  if  the  chords  were  horizontal,  and  must  be  carefully 
calculated  so  as  to  insure  that  the  several  parts  will  fit  together. 

To  find  an  Approximate  Value  for  the  Camber,  etc. 

Let  d  be  the  depth  of  the  truss. 

Let  Si,  «2  be  the  lengths  of  the  upper  and  lower  chords  respect- 
ively. 

Let  /i,  /a  be  the  unit  stresses  in  upper  and  lower  chords  respect- 
ively. 

Let  di,  d i  be  the  distances  of  the  neutral  axis  from  the  upper  and 
lower  chords  respectively. 

Let  R  be  the  radius  of  curvature  of  the  neutral  axis. 

Let  {  be  the  span  of  the  truss. 
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TTien 

d,     tj-l     /i  da      l~H      h  ■      ^  , 

^-— ^— ^    and    '^='~-i — =-^,  approximately, 

the  chords  being  afeumed  to  be  circular  arcs. 

Hence  the  excess  in  length  of  the  upper  over  the  lower  chord 

=«i-S3  =  ;gC/i+/a)  =  ig. 

Let  xi,  xa  be  the  cambers  of  the  upper  and  lower  chords  respec- 
tively. R  +di  and  R  -da  are  the  radii  of  the  upper  and  lower  chords 
respectively. 

By  Hmilar  triangles, 

the  horizontal  distance  between  |     R  +  di  _ 
the  ends  of  the  upper  chord    J        R     ' 

ihe  horisontal  distance  between  |     R— da 
the  ends  of  the  lower  chord     J  "    R 

Hence  ( -     _  -i  J  =  xi  X  2(K + di ) ,  approximately, 

-Xa  X2(ft  -da),  approximately. 
'  A  ,  di\         .  P  /,     da  \ 


a^f- 


SR\ 


4.  Sivet-comuection  between  Flanges  and  Web. — The  web  is  gener- 
ally riveted  to  angle-irons  forming  part  of  the  flanges. 

The  increment  of  the  flange  stress  transmitted  through  the  web 
from  point  to  point  tends  to  make  the  angle-irons  slide  over  the 
flange  surfaces. 

Denote  the  increment  by  F,  and  let  A  be  the  effective  depth  of 
the  girder  or  truss. 
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Hien,  if  iS  be  the  shearing  force  at  any  point, 

FA -the  increment  of  the  bending  moment  per  unit  of  length 


-(^)=- 


in  the  case  of  a  close  web, 


and       Fh" the  increment  of  the  bending  moment 

=  {JM)=S(i  in  the  case  of  an  open  web; 

a  being  the  distance  between  the  two  consecutive  apices  or  panel- 
points  within  which  S  lies. 

Hence,  if  iV  be  the  niimber  of  rivets  per  unit  of  length  for  the 
close  web,  or  the  number  between  the  two  consecutive  ajHces  for 
the  open  web, 

N—r-f,=F=-r  for  the  close  web, 


and 


=~r  for  the  open  web, 


d  being  the  diameter  of  a  rivet,  and  /,  the  safe  coefficient  of  shearing 
strength. 

5.  Eye-bars    and    Pins. — Eye-bars   connected    with   pins   have 
been  commonly  employed  in  the  construction  of  suspension  cables, 


the  tension  chords  of  ordinary  trusses  and  cantilevers,  and  the 
diagonals  of  web  systems.    The  reqxiisite  sectional  ares  is  obtuned 
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by  placmg  a  number  of  bars  ade  by  side  on  the  same  pin,  and,  if 
necessary,  by  setting  two  or  more  tiers  of  bars  one  above  another. 

The  figures  represent  groups  of  eye-bars  as  they  often  occur  in 
practice. 

If  two  sets  of  2n  bars  pull  upon  the  pin  in  opposite  directions, 
as  in  Figs.  626  and  627,  the  bending  moment  on  the  pm  will  be  nPp, 
P  being  the  pull  upon  each  bar,  and  p  the  distance  between  the  centre 
lines  of  two  consecutive  bars.      Hence 

nPr-'-l, 


I  being  the  stress  in  the  material  of  the  pin  at  a  distance  c  from  the 
neutral  axis,  and  /  the  moment  of  inertia. 

In  general,  the  bending  action  upon  a  pin  connecting  a  number 
of  vertical,  horizontal,  and  inclmed  bars  may  be  determined  aa 
follows : 

Consider  one  half  of  the  pin  only. 

Let  V,  Fig.  626,  be  the  resultant  stress  in  the  vertical  bars.     It 
Ls  necessarily  equal  in  magnitude  but  op-  i 
posite  in  direction   to  the  vertical  com- 
ponent of  the   resultant  of  the  stresses  in  1 

the   inclined  bars.     Let  v  be  the  distance  [— j-^-i- 
between  the  lines  of  action  of  these  two  re-       ' 
sultants.    The  corresponding  bending  action 
upon  the  pin  is  that  due   to  a  couple  of 
which  the  moment  is  Vv. 

Let  h  be  the  distance  between  the  lines  of  action  of  the  equal 
resultants  H  of  the  horizontal  stresses  upon  each  side  of  the  pin. 
The  corresponding  bending  action  upon  the  pin  is  that  due  to  a 
couple  of  which  the  moment  is  Hh. 

Hence  the  maximum  bending  action  is  that  due  to  a  couple  of 
which  the  moment  is  the  rraultant  of  the  two  moments  Vv  and  Hh, 


hU 


Fio.  628. 


6.  Determination    of    Stresses. — Stresses   are    developed  m  the 
several  members  of  a  bridge-truss  by 
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(a)  The  dead  load,  i.e.,  the  weight  of  the  bridge-trusses  and 
platform; 

(b)  The  live  load,  i.e.,  the  weight  of  a  passing  train  and  also  the 
jffessure  of  the  wind; 

(c)  Qianges  of  temperature. 

For  the  present  it  will  be  assumed  that  the  dead  and  live  loads 
are  uniformly  distributed  and  are  equivalent  to  d  and  I  respectively 
at  each  panel-point. 

In  any  panel,  if  a  shear  (s)  developes  a  stress  (d)  in  a  sloping 
member  inclined  at  $  to  the  vertical,  then  evidently 

d  cos  d  =  s,    or    d—  s  sec  0. 

Also,  the  corresponding  stress  induced  in  a  horizontal  chord 


Again,  in  the  case  of  a  riveted  bri<^e-tru8s  with  horizontal  chords 
it  is  assumed  that  the  total  shear  in  any  panel  is  divided  equally 
between  all  the  members  intersected  by  a  vertical  section  in  that 
panel,  which  is  equivalent  to  the- assumption  that  the  mean  stress, 
in  each  sloping  member  of  the  panel  in  question,  is  the  same. 

Take  the  length  of  panel  to  be  p. 

Ex.  2.  A  through  bridge-truss  of  the  Warren  type,  of  nine  panels  (m  which  the 
eloping  members  are  indirted  at  30°  to  the  vertical,  so  thai  the  tntae  w  made  up 
oj  equiiaieral  triangles).  In  aueh  a  trust  it  is  evident  that  the  maximum  atretses 
are  tentitmi  in  the  members  sloping  down  towards  the  centre  arui  eomprestiont 
in  the  members  which  slope  up  towards  the  centre. 

^H        B      C      D      i  ~ 


A.  Dead-load  leases  in  sloping  members. 

Let  R  be  the  reaction  at  the  left  support.     Then 

BX9p-MX4Jp,    or    B-g36. 

Hence  the  shears  ia  the  let,  2d,  3d,  4th,  etc.,  panels  are  R—d, 
-3d,  etc.,  respectively;  i*.,  ^36,  ^27,  ^18,  ^9,  etc. 
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Thus  the  shear  in  any  panel  is  the  product  of  a  constant  quantity^ 

/  — *~     ,  ^^  ■     j  and  a  multiplier,  which  ia  36  in  the  firat  panel,  and  irtiich 

in  each  succeeding  panel  b  diminished  by  the  total  number  of  panels. 

The  corresponding  stress  in  the  sloping  member  in  any  panel  is  the  shear 

in  that  panelXsec  6,  6  in  the  present  caae  being  30°,  i.e.,  is  the  product  of  a 

d         .  /     panel  dead  load  A        ,  ,  .  ,.         ... 

constant  quantity  =■  sece  I  ~~r i Ja""^*^    /   *"     "  ™>"*''P""  which 

is  36  in  the  tst  panel,  and  which  in  each  succeeding  panel  is  diminished  by 
the  number  of  panels  viz.,  9.  These  diagonal  stresses  may  be  tabulated  as 
follows: 


Col.  I. 

Col.  II. 

CoL  III, 

Col.  IV. 

CoLV. 

Col.  VI 
T^tlHaii- 

i—L. 

X.  1-   1,  2 

36 

»«D 

S  41-3fl 

ML 

aeD  +  S6L 

-"" 

The  first  column  indicates  the  various  sloinng  members.  Column  3  ^ves 
the  stresses  in  the  several  members  due  to  the  dead  loads,  and  these  are  the 

product  of  a  constant  quantity  g-  sec  6  at  the  head  of  Column  3,  by  the  corre- 
sponding multiplier  in  Column  2. 

B.  Live-load  Stresset  in  the  Sloping  Members. — The  maximum  live-load 
stresses  of  the  same  kind  as  those  due  to  the  dead  load  are  produced  when 
the  greater  segment  of  the  truss  on  one  side  of  any  given  panel  is  loaded. 
Thus  the  maximum  live-load  stresses  in  the  sloping  members  of  the  first  panel 
are  due  to  the  concentration  of  I  at  each  of  the  pane' -points  from  the  first 
to  the  eighth;  in  the  second  panel,  from  the  second  to  the  eighth;  in  the 
third  panel,  from  the  third  to  the  eighth;  etc.    When  all  the  panel-points  are 

loaded  the  reaction  at  the  left  support— ^X8x4i.    For  each  succeeding 

panel  one  load  leavee  the  truss  and  the  centre  of  gravity  of  the  remaining 
loads  move  one  half  panel  towards  the  right.    Thus  the  reactions  at  the  left 


( 


I 


I 


I 


supportare  gX7X4;  -gX6X3i;    ^X5X3;    ^XiX2i;   g-X3X2;  gX2xli; 

g  X 1 X 1 .    These  are  the  shears  which  develope  the  maximum  live-load  stresses 

in  the  sloping  members  of  the  1st,  2d,  3d,  etc.,  panels  respectively. 

Until  the  middle  of  the  truss  is  reached  the  stresses  are  evidently  of  the 
game  kind  as  those  due  to  the  dead  load,  but  as  soon  as  the  centre  is  passed 
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the  live  load  covers  less  than  one  half  of  the  bridge  and  the  streeses  developed 
immediately  in  front  of  the  load  are  of  the  opposite  kind  to  thoee  due  to  the 
dead  load.  As  long,  however,  as  these  Btresses  are  lees  than  those  due  to  the 
dead  load  they  nill  not  affect  the  design  of  the  bridge,  but  if  they  are  greater 
than  those  due  to  the  dead  load,  the  members  must  be  strengthened  so  as 
s^e'.y  to  bear  stresses  of  the  oppodte  kind,  or  else  additional  members,  called 
counter-braces,  must  be  introduced  to  take  up  the  stresses  in  question. 

As  before,  the  stresses  in  the  sloping  members  are  the  product  of  a  con< 

stant  quantity  ^Xaec  d  and  a  multiplier  which  is  8.4}  in  the  first  panel,  and 

7.4,  6.3^,  6.3,  etc.,  in  the  2d,  3d,  4th,  etc.,  panels. 

These  results  are  tabulated  in  the  above  table.  Hius  the  total  mAximiim 
strew  in  any  given  sloping  member  is  equal  to  the  algebraic  sum  of  the  two 
corresponding  stresses  in  Cola.  3  and  5.  If  tlie  total  maximum  stresses  in 
the  6th,  7th,  and  8th  panels  are  negative,  no  strengthening  or  counter-braces 
ar  !  requi-ed,  as  the  stresses  are  leas  in  amount  but  of  the  same  kind  as  those 
for  which  the  ordinary  bracing  is  designed.  If,  however,  any  of  these  stresses 
ar«>  po»itive,  then  counter-braces  must  be  introduced. 

C.  Chord  Streatet. — The  maximum  stresses  in  a  chord  occur  when  the 
live  load  covers  the  whole  bridge,  and  in  the  present  case  this  is  equivalent 
to  assuming  that  a  load  d  +  l  \b  concentrated  at  each  panel-point.  Take 
P-^d+l.    ITien 

P      P      P      P    P 
the  shears  are  -q36,  -a27,  -5I8,  -g9,  -gO,  in  the  1st,  2d,  3d  4th,  and  5th  panels 

respectively. 

p 
Therefor*      Al  — ^tan  6  X36; 

B3  —  A\  +  stress  transmitted  through  2d  diagoiuJ 
+    "  "  "        3d       " 

P 

-AI+-5tsn-tf(36+27); 

C5  —B3  +stress  transmitted  through  4th  diagonal 
+    "  "  "       5th      " 

-B3+^tan(?(27  +  18). 

P  P 

Similarly,     />7-C5+-gtanfl(18  +  9),sndff9-i)7  +  -5tanfl(9+0). 

Soagwn,     X2-^tan  9(36+36),     X4-X'2  +  ^tan  9(27+27), 

P  P 

XG-X4+      tanff(18  +  18),  XB-X6+^tan9{9+9). 
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lliese  resultB  may  be  tabulated  ae  follovs: 


Col.  I. 

Col.  11. 

CoL  III. 

Col.  IV. 

Totid  Hui- 

HembOT. 

Multlplur. 

^•°-'- 

•■^S" 

36J' 

SSF 

X8 

Col.  Ill  gives  the  stress  tra 


aitt«d  to  the  cliord  through  the  sloping 
p 

members  and  is  the  product  of  the  constant  quantity  -g  tan  B  and  tbe  multi- 
plier in  Col.  II.  Tlie  total  maximum  chord  stress  ie  given  by  Col.  IV  and 
is  obtuned  by  adding  to  tbe  stress  in  the  precedng  panel  the  stresses  trans- 
mitted throu{^  the  sloping  members  at  a  panel-point. 

Ex.  3.  An  ei^it-ponel  deck  of  the  Prait  type,  with  we6  membera  iloping 
at  9  to  the  vertieal.  These  membera  are  designed  to  he  in  tenewn,  the  vertUaU 
being  in  compreaeion. 


T^ixlxixixixixltr 


Fro.  S30. 

A.  Dead-load  Streaaea.     Let  R  be  the  reaction  at  the  left  support.     Then 

R8p~7d-4p,    or    ^^-^28. 

Tlius  the  dead-load  shears  in  the  1st,  2d,  3d,  etc,  panels  aie 

R-d,    R-2d,    R-3d,    ...,   etc.,    i.e.,    |28,    |20,    |l2,    ....    etc, 

the  stresses  in  the  corresponding  diagonals  being 

|-sec0x2S,    |-Bec0x2O,    |-eec«X12,    ...,    etc. 

Hence  the  dead^oad  Btreas  in  a  slofHog  member  is  tbe  product  of  a  con- 
•     d       .{    panel  dead  load  -\        ,        ,  ... 

stant  quantity  gtec  6  \—'     ■  ■  .  n^^i,'  Xsac  8\  and  a  factor  which  u  28 

for  the  fint  panel  and  is  diminished  by  the  number  of  panels,  vis.,  8  for  eadi 


D.qit.zeaOvGoOt^lc 


THEORY  OF  STRUCTURES. 


succeeding  panel.    These  stresses  may  therefore  at  ( 
follows: 


I  be  tahuUted  as 


Col.  I. 

Col.  II. 

Col.  III. 

CoLIV. 

CoLV. 

CoLVI. 

i-—- 

-""8.22"- 

Xa 

t 

~30D 

L 

-aoD+i 

Col.  I  indicates  the  member;  Col.  Ill  gives  the  stress  in  the  member,  and 
I  the  product  of  the  constant  quantity  at  the  head  of  Col.  Ill  by  the  corre- 
sponding multiplier  in  Col.  II. 

B.  Live-load  etressea.  The  majdmum  live-load  shear  in  any  panel,  of  the 
-s  ime  kirtd  as  that  due  to  the  dead-load  shear,  occurs  when  the  live  load  covers 
t'le  greater  segment  of  the  bridge  on  one  side  of  the  panel  in  question.  These 
maximum  hve-load  ahears  for  the  Ist,  2d,  3d,  and  4th  panels  occur  when  L 
is  eoQcentrated  at  the  panel-points  from  1  to  7, 2  to  7, 3  to  7, 4  to  7,  respectively. 

On  pasnng  the  centre  of  the  bridge,  that  is,  when  the  live  load  covers 
less  thaii  one  half  of  the  bridge,  the  Uve-Ioad  shears  are  of  the  oppoeile  kind 
to  those  due  to  the  dead  load  and  therefore  develope  stresses  of  the  opposite 
kind  to  thoee  in  the  sloping  members,  for  which  proviaon  must  therefore  be 
made  either  by  strengthening  these  members  or  by  introducing  counter-braces 
AB  shown  by  the  dotted  lines. 

There  is  a  different  end  reaction  for  the  maximum  UveJoad  shear  in  each 
panel,  and  if  R,,  R„  Rt,  etc.,  are  the  end  reactions  when  /  is  concentrated  at 
the  panel-points  1  to  7,  2  to  7,  3  to  7,  etc.,  respectively,  Hioa 

R^-8p~7l-^,  or  «.-g-7x4; 
«,.8p-«-3ip,  or  fi,-g^x3i; 
«,-8p-5i-3p,    or    B.-^5X3; 


Thus  the  maximum  live-load  sheare  in  the  1st,  2d,  3d,  etc.,  panels  are 
B„  Rt,  £i,  etc.,  and  the  maximum  live-load  stresses  in  the  corresponding 
8  oping  members  are  ft,  sec  ?,  if,  sec  6,  R,  sec  6,  etc.,  respectively,  or 

~seoflx7X4,     ^secPx6x3i,    ^secflx5x3,    ....    etc 
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Henos  ihe  m»xiinmn  Ilv»-load  atniMM  in  the  1st,  2d,  3d,  etc.,  pftnels  are 

tite  product  of  a  ooDstuit  qiuutitT  -8ectf(— ^r r r  Xaecfl)  and 

8  \    number  of  panels  / 

A  multiplier  composed  of  two  factors,  one  of  which  ia  the  number  of  loads  on 
the  truss,  while  the  other  is  the  distance  of  the  centre  of  gravity  of  these 
loads  in  number  of  panels  from  the  rif^t  suppcMt. 

These  results  can  be  at  once  tabulated  as  already  shown,  Col.  V  ^ving 
the  maximum  UTO-Ioad  stresses  in  the  sloping  members,  and  these  stresses 
are  obtained  by  multiplying  the  constant  quantity  at  the  head  of  Col.  V  by 
the  corresponding  multiplier  in  Col.  IV. 

It  will  be  noted  that  for  each  succeeding  panel  one  live  load  leaves  the 
truss,  so  that  the  centre  of  gravity  of  the  remaining  live  loads  moves  one 
half  panel  nearer  to  the  right  support. 

C.  Dead-load  Slretaei  in  Verticalt.  The  dead-load  stresses  in  the  1st,  2d, 
3d,  etc.,  verticals  are  evidently  the  dead-load  shears  in  the  1st,  2d,  3d,  4th, 
etc.,  panels,  respectively,  these  shears  being  transmitted  throu^  the  sloping 
members  Xa,  be,  de,  fg,  etc.    The  values  of  these  stresses,  therefore,  which  are 

d      d       d      d 
evidently  eompreanona,  are  3*28,  ^20,  ^12,  —4,  . .  .  ,  etc.,  and  the  comp^esuon 

on  the  middle  vertical  is  d,  the  dead  weight  concentrated  at  its  head. 

The  maximum  live-load  stresses  in  the  same  verticals  evidently  occur  when 
I  is  concentrated  at  the  panel-points  1  to  7,  2  to  7,  3  to  7,  4  to  7,  etc.,  the 

values  being -7X4,^  6x3i -5  X3,54X24  etc.,  respectively. 

The  max.  live-load  stress  upon  the  oentral  vertical  is  a  compresnon  due 
to  the  weight  I  concentrated  at  its  bead.  The  total  maximum  stress  in 
any  vertic^,  say  e/,  is  evidently  the  sum  of  the  corresponding  dead-  and 

live-load  stresses,  that  is,  gl2+-  4x2i. 

When  I  is  concentrated  at  6  acd  7  the  correq)onding  stress  in  Ar2  is  a  ten- 
sion and  — g-2  Xl^,  and  the  tension  in  mn  due  to  I  concentrated  at  7  is  — . 

Hence  the  total  resultant  stress  in  W   --12  +  ^ 


and  "      "  "  "      "mn--    20  + 

Chord  Slreese*.— *Tbe  stresses  in  the  chords  are  greatest  when  the  Uve  load 
covers  the  whole  bridge,  so  that  there  is  a  panel  load  oi  d+l  (-/*)  at  each 
panel-point.  Then,  remembering  that  the  stress  in  the  chord  is  due  to  the 
shear  transmitted  through  the  sloping  members  and  is  equal  to  the  product 
of  this  shear  by  tan  0,  and  also  remembering  that  the  shears  in  the  Ist,  2d, 
3d,  and  4th  panels,  etc.,  are 

P        P        P        P 

-28,     -20,    -12,    -4,    . . .  ,     etc.,  respectively 
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Aa-^  tan  6x28,      BC-Aa+^ixa  6x20, 
Cc-Bc+g-tan»Xl2,    Dff-Ce+g- tan  9x4, 
and        X6-|tan#x28,    Xd-X6+|  tan  flx20,    Xl~Xd+~Uaiexl2, 
These  reeulta  may  be  tabulated  as  follows: 


Col.  1. 

Col.  11. 

Co.  III. 

CoLlV. 

Aa 

3gjr 

Sk 

Note. — If  this  truss  is  inverted,  it  becomes  a  truss  of  tlie  Howe  tjrpe,  the 
sloping  members  being  now  in  compression  and  the  verticals  in  tension.  The 
magnitude  of  the  stresses  remains  the  same  as  above. 

Qraphieal  Method. — The  stresses  obtuned  in  the  above  tables  may  be 
determined  in  a  very  nmple  manner  graphically.  Fig.  631  gives  the  stress 
diagram  for  the  dead  loads  on  the  truss,  in  which  XA,  the  reaction  at  the 
left  8Upport,-3id,and.<l£-BC-CD-ete.,  -d,  the  dead  load  concentrated 
at  each  panel-point. 


\ 

\ 

\ 

«,N 

\ 

\ 

,1/'            i 

/l/iAi\N\f 


From  the  same  diagram  can  be  obtained  the  maximum  live-load  stresses 
in  the  chords  by  multiplying  the  corresponding  dead.Joad  stnsses  by  the 

ratio  — ,  aa  the  stresses  are  greatest  when  the  live  load  covers  the  whole  bridge. 

Again,  it  has  already  been  shown  that  there  isadiffeient  endreactton  ooire- 
Sponding  to  the  marimum  stress  in  each  diagonal.  Suppose  that  the  only 
force  acting  upon  the  truss  is  a  vertical  reaction  of  1000  units  at  the  left  sup- 
port,    li^g.  632  is  the  corresponding  stress  dagram  and  it  shows  that 
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(a)  the  stress  in  each  diagonal  due  to  the  aseumtd  reaction  - 1000  sec  6', 
(6)    "      "     "    "    vertical    "   "  "        "  "      -1000. 

Now  the  actual  reaction  at  the  left  support  is 

-7X4    when  I  is  at  paueNpointa  1  to  7; 

1, 


6x3i      ■' 

2to7; 

6X3        " 

3to7; 

4X2J      " 

4  to  7; 

3X2        " 

"  "          "           5  to  7; 

■2xli      " 

"           6tb7J 

I 

"  "  panel-point  7. 

It  is  also  evident  that 

ttw  actual  itujw  in  a  manber  actnal  reaction 


the  maximum  stress  in  Xa— 


•   'I 


1000      8        8 

lOOOieegi        I 

1000     8        8 " 
etc,  etc. 

!25?i28.i28 
1000 '«._'«. 


10008        8 

1000 1,2  .i.,. 
10008        8 

etc.,  etc. 


D.qil.zMBlG001^le 


THEORY  OF  STRUCTURES. 


OantfiUf  ipaaUiic,  In  tha  caae  of  truiwf  with  horizontal  chordi,  n 
ptneli  uv  of  uneqiul  length  or   tinleni  the  bridgM  ua  ikew  or 
ipecUllj  desifinedi  th«  ctreMM  ai*  more  aaail j  and  lapldlf  obtained  bj  *■*«"' ■♦'"g 
the  letulta  ai  previooilj  deacrlbad. 

Ex.  4.  A  ten-panel  doiiik-tntersecHon  UOtux  {frtUvi)  tUck-bridge,  wUh  mem- 
ben  sloping  at  S  to  the  verUcaL 

First,  aaamna  that  the  members  &re  riveted  together  ftnd  therefore  that 
in  uiy  panel  the  shear  ia  equally  divided  between  the  tu«  diaeonals  met  by 
a  vertical  section. 


Fio.  633. 
,  Dead-load  Sirenet  in  1Fe6.     If  £  is  the  reaction  at  tbe  left  support, 

R10p-9d&p,    or    R~^i5, 


and  ttie  dead-load  shears  in  the  1st,  2d,  3< 
R,  R,-d„    R,-2d,    R,-3d. 


10 

.  ,  panels  are 
,  respectively,  or 


the  correepondiog  stresses  ii 
panels  being 


each  of  the  dit^oals  in  the  lat,  2d,  3d, , 


|-(^«0«X46),    t(^»o.x35),    i(^»o.x25), 


Thus  the  dead-load  stress  in  a  diagonal  is  the  product  of  a  constant  quantity 
1^  panel  dead  !oad  \ 

I  number  of  panels  / 

Ist  panel  and  is  diminished  by  the  number  of  panels  ti 
These  results  may  be  tabulated  as  follows: 


V    2  n 


multiplier  which  ia  45  in  the 
1  each  succeeding  paiieL 


CoLI 

Col  11 

Col.  Ill 

Col.  IV. 

Col,  V 

on  VI. 

M*->bw 

Unltiplitr 

1,4—. 

UolllpliH 

fre""'-^ 

ToUIIUxl- 

12-0* 

45 

45D 

9  5   -49 

45L 

n 

L 
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Col.  I  indicates  the  member;  Col.  Ill  is  the  dead-load  stress  on  the  member 
and  is  obtained  by  multiplying  the  constant  quantity  at  the  head  of  Col.  Ill 
by  the  correapooding  number  in  Col.  IV. 

It  may  be  noted  that  the  stresBea  in  the  inclined  members  in  any  panel 
are  necessarily  of  the  same  magnitude  but  are  opposite  La  character,  being 
tenaons  when  the  members  slope  in  oao  direction  and  compressions  when 
they  slope  in  the  opposite  direction.  It  may  abo  be  noted  that  the  riveting 
divides  the  compression  members  into  two  equal  lengths,  so  that  the  ratio 
of  the  length  of  the  strut  to  its  least  radius  of  gyration  is  diminished  one  half 
and  the  ri^dity  is  therefore  increased  (Art.  7,  Chap.  VIII}. 

S.  Live-load  Stretaa  in  Web.  The  maximum  live-load  shear  in  a  panel 
occurs  when  the  live  load  covers  the  greater  segment  of  the  bridge  on  one 
side  of  the  panel.  Thus  for  the  maximum  stresses  in  the  diagonals  in  a  panel 
there  is  a  separate  end  reaction  equal  to  the  maximum  live-load  shear  in  the 
panel  in  question. 

These  reactions  are  evidently  equal  to  the  live-load  shears  just  in  front 
of  the  live  load. 

Let  R„  R„  R„  R„  etc.;  be  the  end  reaction  when  the  live  load  I  is  con- 
ceDtrated  on  each  panel-point  from  b  to  I,  3  to  I,  (f  to  {,  5  to  {,  and  /  to  I, 
respectively.    Then 

ff,I0p-9I-5p,      or    B,-— 9X5; 
B,.103»-M-44p,     or    fl,--^Sx4}; 


R,10p-7lip,      or    fi,--7x4; 


AguD,  on  passing  the  middle  of  the  bridge,  that  is,  when  the  live  load 
covers  a  smaller  segment  of  the  bridge,  the  live-load  shears  are  of  the  oppo- 
site kind  to  those  due  to  the  dead  load  and  therefore  develope  stresses  in  the 
sloping  members  of  an  opposite  kind  to  those  due  to  the  dead  load. 

Thus  the  maximum  live-load  stresses  in  each  of  the  diagonals  in  the  let, 
2d,  3d,  ... ,  panels  are 

iR,  sec  e.    iRf  sec  0,    ^R,  sec  fl 

respectively,  and  therefore  the  maximum  live-load  stress  in  any  diagonal 
.     ,  ,         ,  II         n/     1     panellive  load  .\ 

» the  product  o(  .  ooMtant  qu.ntity  2  j-5«c  »  (  -  2  -^i,,  „,  p.^,,  X  ~«  ») 

and  a  multiplier  composed  of  two  factors,  tbe  one  being  the  number  of  loads 
on  the  bridge  and  the  other  the  distance  in  number  of  panels  of  tbe  centre  of 
gravity  of  these  loads  from  the  right  support, 

It  may  be  observed  that  for  each  succeeding  panel  one  live  load  leaves 
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the  truss  and  the  centre  of  gravity  therefore  moves  one  half  panel  nearer 
the  right  support. 

Col.  V  of  the  preceding  table  gives  the  maximum  live-load  stress  in  anj 
specified  diagonal.  It  is  the  product  of  the  constant  quantity  at  the  head 
of  Col.  V  by  the  corresponding  multiplier  in  Col,  IV.  The  total  maximum 
stress  i  any  diagonal  is  the  algebraic  sum  of  the  corresponding  stresses  due 
to  the  dead  and  live  loads.  For  example,  the  total  maximum  stress  in 
•  S~65D  +  15L.  The  total  maximum  Btreases  in  67,  78,  89,  and  9,10  are 
-5D  +  10L,  -15D+6L.  -25D^L,  and  -35D+L,  respectively. 

If  any  one  of  these  last  four  stresses  is  positive,  it  indicates  that  the  live 
load  developes  a  stress  in  the  member  of  an  oppotite  kind  to  that  due  to  the  dead 
oad  and  the  membe  must  therefore  be  designed  to  meet  this  change  of  stress. 
In  some  cases  the  members  of  the  truss  receive  a  greater  sectional  area  for 
this  purpose,  while  in  others  any  additional  member,  called  a  counter-brace, 
is  introduced  to  take  up  the  stress  in  question.  If  any  of  the  stresses  are 
negative,  they  are  less  in  amount  but  of  the  same  kind  as  those  for  which  the 
members  are  designed. 

C  Chord  Stresses.  These  stresses  are  greatest  when  the  live  load  covers 
the  whole  bridge,  so  that  at  each  panel-point  there  is  concentrated  a  load 
d+l-P. 

"  10'  ""  10'  ""  10'  10' 
etc.,  respectively,  and  in  any  given  panel  one  half  of  the  shear  is  transmitted 
to  the  chord  throu^  each  of  the  sloping  members.    The  corresponding  in- 

1  P 
crement  of  chord  stress  iit  the  product  of  a  constant  quantity  —  —  tan  0  and 

a  multip^r  which  is  45  for  the  first  panel,  and  for  each  succeeding  panel  is 
diminished  by  the  number  of  panels. 
Hence 

1  P 
16  (  ••  -ii2)  -stress  transmitted  through  12  (or  ob)  --  —  tan  6X45; 

63  ( -  -2e)  —lb  -f  stress  transmitted  throu^  ab 


2  10 
d(  —  —04)  —63  +Btrefle  transmitted  throu^  2 
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These  results  may  be  tabulated  as  follom: 


CoLI. 
Muafaer. 

CoLII. 
MulUpUw. 

Col.  III. 

Oo.  IV. 
Tot>IUui- 

|::g 

|:i:§ 

ar 

if 

24tr 

It  ia  evident  that  the  panel  lengths  in  the  upper  chord  are  in  compression 
and  those  in  the  lower  chord  in  lendtxi. 

Second.  Let  the  truss  be  of  the  pin-connected  type.  Each  system,  abed 
. .  and  1234 .  .  . ,  mttat  be  regarded  tu  being  entirely  independent  of  the  other 
and  as  being  a&ained  only  by  the  loads  at  the  panel-points  belonging  to  the  par- 
ticular system  under  consideration. 

A.  Dead-load  Stresses  in  Wth  Members.  Consider,  first,  the  eystem 
tAcd  .  .  .  hn.  A  load  I  is  concentrated  at  each  of  the  panel-points  6,  d,  f,  h,  I, 
and  the  corresponding  reaction  R  at  the  left  support  is  given  by 


iP.lOp-M-f 


B'-— 25. 


The  corresponding  shears  from  1  to  6,  b  to  d,  d  to  /,  /  to  A,  A  to  I,  and  I 
to  11  are 


so  that  the  dead-load  stresses  are  rj:8ec  flX25in  <A,  rraec  9x15  in  6c  and  cd, 

—  secCXSindeande/,-  — secflxSin/jandjA,  — —  sec  fl X 15  in  AA  and  JW. 

Next,  consider  the  system  1234 .  . .  10,11.     The  load  I  is  now  concen- 
trated at  each  of  the  panel-points  3,  5,  7,  9,  and  the  corresponding  reaction 

R"  at  the  left  support  ia  given  by 

ff"10p-4d-5p,     or    J?"--^.20. 

The  correspondng  shears  from  1  to  3,  3  to  5,  G  to  7,  7  to  9,  and  9  to  11  are 

—  iO,  {7;  10,  —0,    -n;10,  respectively,  so  that  the  dead-load  stresses  are 

^sec#X20in  12 and  23, —sec  SXlOin  34  and  45,  0 in  56 and  67,  -^sec  0 
X 10  in  78  and  89. 
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Theae  resulta  may  be  tabulated  as 

foUows: 

Col.  1. 

CoLH. 

Col  HI. 

CoLIV. 

CoLV. 

CoLVI. 
Total  Mmxi- 

Hembcr. 

Mullipliar. 

i^*-D. 

MultlpUtr. 

±^»-L. 

mum  Liiacooml 

ab 

36 

2S0 

fi.e-2s 

4 

6-ao 

bc-ei 

16 

4-10 

34-45 

10 

4-13 

dt-tt 

6 

i 

Olr 

6D+  B£. 

0 

0 

2 

«t 

OL 

UZ& 

-S 

-SD 

S 

tL 

-eo+  41, 

-10 

-lOD 

-10D+  2Z, 

Uc-U 

i:i- 1 

L 

-16D+     L 

CoV  I  dewgnates  the  member  and  Col.  Ill  gives  the  corresponding  dead- 
load  atreae.  It  ia  the  product  of  the  constant  quantity  at  the  head  of  Col.  Ill 
by  the  multiplier  in  Col.  II. 

B.  Live-had  Streaet  in  Wd>  Members.  Consider,  fint,  the  ayatem  abed  . .  Im, 
The  maximum  live-load  shears  from  1  to  6,  b  to  ^,  d  to  /,  /  to  A,  and  A  to  I 
occur  when  I  is  concentrated  at  the  panel-points  (of  the  system  in  queation) 
6  to  i,  d  to  I,  /  to  I,  A  to  i,  and  at  t,  reapectively.  If  R„  R„  R„  R„  R,  are 
the  reactions  at  the  left  aupport  for  these  several  concentrations,  then 

ft,10p-M-5p,    or    R,-~5X5; 


A.10p-4/-4p  or  «,".-^4x4; 
R  lOp-Sl-Sp,  or  ft-— 3X3; 
ft.-10p-2i-2p,     or    fl.-j^2X2; 

R,lOp~  Ip,      or    B,-—lxl. 

.  Smilariy  if  R,',  k,',  A,',  A/  are  the  reactions  at  the  left  support  for  the 
Intern  1234 ...  10,11, 


ft'-- 4X5,  ft'-rn3x4,  ft'. 


2X3,  and    ft'-- -Ix 


Hence  the  maximum  liv&4oad  streasea  are 
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—  tec  flX4X5in  12  and  23,        —  8ecflX3X4  in  34  and  45, 
-^8ecflX2X3iii56and  67,aadrr8ec  flXlX2in78  and  89. 

These  reeults  are  shown  in  the  preceding  table,  and  Col.  V  g^ves  the  maxi- 
mum  live-toad  atresaes  in  the  diagonals.    This  stress  is  the  product  of  the 

constant  quantity  —  sec  fl  at  the  head  of  Coi.  V  and  a  multiplier  composed 

of  two  factors  of  which  one  is  the  number  of  loads  on  the  truss,  while  the 
other  is  the  distance  of  the  centre  of  gravity  of  the  loads  in  panels  from  the 
right  support. 

The  total  maximum  stress  in  any  member  is  given  in  Col.  VI,  and  is  the 
algebraie  sum  of  the  corresponding  stresses  in  Cols.  Ill  and  V.  For  example, 
the  total  maximum  stress  in  de—5D  +  9L. 

Agun,  the  total  maximum  stresses  in  fg  (—gh),  78  (—89),  hk  (— ^  are 

-5D+4Z,,  --10D+2L,  and  -15D+L,  respectively. 
If  any  one  of  these  results  is  positive,  it  indicates  that  the  stress  of  the  oppoute 
kind  to  that  of  the  dead  load  is  developed  and  that  therefore  provision  must 
be  made  for  this  in  designing  the  members  affected.  If  the  results  are  posi- 
tive, it  shows  that  the  members  are  simply  subjected  to  the  same  kind  of 
stress,  but  less  in  amount,  as  those  for  which  they  are  usually  designed.  Again, 
in\be  two  systems,  members  sloping  in  one  direction  are  in  tension  and  those 
aloinng  in  the  opposite  direction  are  in  compression. 

C.  Chord  Streasei. — The  stresses  in  the  chord  lengths  are  greater  when  the 
live  load  covers  the  whole  girder,  so  that  a  load  of  d+l—P  is  concentrated 
at  each  panel-point.     Then,  caUing  I,,  l^,  t^  . .  .  the  tensions  in  a2,  2c,  c4, 

etc.,  and  Ci,  c^,  c^ the  compressions  in  lit,  bS,3d,... 

p 
h  —stress  transmitted  through  ab  — rr  tan  9  X25, 


23-—tanfl(20+20), 


45--rtanfl  10  +  10), 
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p 
c, -stress  traDsmitted  through  12-— tan  0X20; 

ab 

6c-^tantf(25+15), 


+    " 
C-c,+    " 


10 


34--taiifl(20  +  10), 


de--  Un9{l5+S), 


58-— tanfl(10+0). 


These  results  may  be  tabulated  as  followa: 


C<d.l. 

Col.  II. 

Col.  III. 

CoLIV. 

ToMl  Hud- 

UemlMr. 

Uultiplkr. 

^t^f-F. 

mum  Choid 

BtraM. 

a2 

3&F 

ao+20-40 

WF 

c* 

15  +  IB-30 

30^ 

4* 

10  +  10-20 

2or 

•a 

e+  fi-io 

ifr 

20 

aor 

M 

26  +  1B-40 

40P 

u 

20  +  10-30 

SOJ' 

M 

SOJ' 

1101' 

8/ 

10+  0-10 

lOJ"- 

IMF 

Col.  1.  indicates  the  chord  member;  Col.  Ill  indicates  the  streM  trans- 
mitted  to  any  given  member  throu^  the  sloping  members,  and  is  the  product 
of  a  constant  quantity  at  the  head  of  Col.  Ill  by  the  corresponding  multi- 
phers  in  Col.  II.  Col.  IV  gives  the  total  maximum  chord  stress  in  any  given 
panel,  and  its  value  is  obtained  by  adding  to  the  etrese  in  the  preceding  panel 
the  stresses  transmitted  tbrduf^  the  diagonals  meeting  at  the  common  panel' 
point. 

Ex.  5.  An  eight-panel  thrimgk  laitice  trust  with  horizontal  tJutrd*  cmd  Am 
aeriea  of  diagonalt  indined  in  opponie  directiont  at  angk  9  to  th£  verticaL 


An  objection  to  this  claaa  of  girder  is  the  number  ot  the  joints. 
Firtt,  connder  the  members  to  be  riveted  together. 
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Precisely  the  same  method  of  analyns  for  the  determinatioD  of  the  stresses 
in  the  aereral  web  memben  is  to  be  adopted  as  in  the  preceding  example.  In 
veeiy  panel  a  verticai  section  now  intersects  /our  members,  and  therefore 

in  the  following  table  the  constant  quantity  i*  j-  (a  *^  *)  "^  **  the  head  of 

Col.  UI  for  the  dead  loadand|-(^sec0)-Latthe  head  of  Col.  V  fw  the  live 
load.    The  total  maTitnnm  diagonal  stresses  are  given  by  Col.  VI  as  indicated : 


CoLl. 
Ibmbn. 

Col.  11. 

Multiplier. 

Col.  III. 

Col.  IV. 
Multipliei. 

Col.  v. 
L. 

Col.  VI. 
ToUl  Hul- 

f"c"--c'<f 
dt  -t"d" 

28 

-■i 

ii 
J 

7 

\ 

-28 

i 

i 

12Q-H 16L 
-20D  +  L 

The  total  streaa  in  a  diagonal  is  the  algebraic  sum  of  the  concsponding 
stresses  due  to  the  dead  and  live  loads.     For  example, 

the  total  maximum  stress  in  be  (  —a"b")  — 12Z>  +  I5Z'. 

Again,  the  total  maximum  diagonal  stresses  in  fc"c"  i—cd),  6"V"(— (/dO, 
and  de  {-e"d")  ok  -4i)+6L,  -12D+3L,  and  -20D+L,  respectively. 

If  either  of  these  is  negative,  the  result  indicates  that  the  live  load  pro- 
duces a  stress  in  the  web  member  under  consideration  of  a  land  opposite  to 
that  due  to  the  dead  load,  and  therefore  the  web  member  must  be  designed 
to  carry  this  additional  stress.  If,  however,  the  result  is  positive,  it  indicates 
that  the  stress  is  of  the  same  kind  but  tess  in  amount  than  that  due  to  the 
dead  load,  and  the  ordinary  bracing  is  therefore  quite  sufficient. 

It  is  also  evident  that  the  stresses  in  the  members  in  any  panel  slofMng 
in  opposite  directions  are  oppowte  in  kind. 

For  the  greatest  stresses  in  the  chord  panel  lengths  the  live  load  I  is  con- 
centrated at  each  panel-point,  and  the  truss  now  carries  what  is  a  uniformly 
distributed  load,  the  load  at  each  panel-point  being  d+l.  Thus  the  con- 
stant quantity  at  the  head  of  Col.  Ill  for  the  chords  is  i^o^j  ~^  tan  0— P. 
Hence  tbe  table  for  the  chord  stresses  is  as  follows: 


Col.  I. 

Col.  11. 

Multiplier. 

Col.  III. 

r. 

Col.  IV. 
Total  Hmxi- 
"str*™. 

Ab--aW 
M'--a"o"' 
l/b"--a"'c 
y'b'"--ec' 

sxhn 

12+  4-10 

32F 
lOF 

7lf 
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Second,  let  the  truss  be  inn-connected.    There  are  now  four  systenu  of 
bracing,  vii.,  abcdef,  a'b'c'd'e^,  aa"b"c"d"f,  Atf"b"'tf"d"'. 

The  following  table  gives  the  wnftTimiim  streBses  in  the  diagon^,  ~  aec  0  —D 

being  the  constant  quantity  for  the  dead  load  at  the  head  of  Col.  Ill  and 

g-aec^—Z' being  the  constant  quantity  for  the  live  load  at  the  head  of  CoL  V; 


CoLI. 

OJ.  II. 

Col.  in. 

GoLIT. 

CoLV. 

(W.VI. 

Uambv. 

HulUplier. 

D. 

Uullililier. 

L. 

~* 

The  following  table  gives  the  maximum  chord  stresaes,  the  constant  quan- 
tity for  the  combined  dead  and  live  load  at  the  head  of  Col.   Ill  being 

41' ..-._... 


CoLl. 

Col.  !I. 

Col.  m. 

Col.  IV. 
Total  Uui- 

Hultiplwr. 

r. 

StnH. 

Ab 

*r 

Uf 

.  The  bracing  of  a  lattice  girder  connsU  oj  a  single  gyatem  of  triangUa 
one  of  the  aides  is  a  sfntl  and  the  other  a  tie  inclined  to  the  horiwnlal 
of  a  and  j9  respectively;  in  order  to  give  the  strut  sufficient  rigidity  ite 
made  k  times  thai  indicated  by  theory,  the  coefficient  k  being  >  until/. 

Show  that  the  amount  of  material  in  the  struts  and  ties  is  a 

minimum  when  tan  a  ••it  tan  ?. 

Let  A— depth  of  truss.    Also,  let  S  be  the  shear  between 

the  two  consecutive  panel-points  A  and  B.    Take  AC  aa  the 

strut  and  BC  as  the  tie.    Then 

stressin  i4C— Scoeec  a    and    inBCScoaecfi. 
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llierefare,  total  amount  of  material  in  AC  and  BC 
jtScoBeca  S  coeec  (9 


-BC — j(kcoBM  a-heooec  a+ooaeafi-hoomeP) 


-— (ftcosec'  (r+coBec*jff)- 
sothat 


Therefore 

Hence,  by  (I)  and  (II), 


Bin"«  stn*^ 

AS— k(cot  d+ctt  ^)-ac(Mutant. 


tan  a-i  tan^ 


Ex.  7.  Determine  Ihs  maximum  atretaea  in  the  m«m&«rs  o/  a  through  {aitiee 
truM  of  40  /(.  tpan  and  4  ft.  depth,  with  two  ayttemt  of  trian^es  {base  —S  ft.), 
(a)  wken  riveted  together;  (b)  whxn  pin-connected.  Dead  tani— J  ton  per 
lineal  fool,  live  load—i  Ion  per  lineai  foot. 

(a)  Riveted  Trues. — Panel  dead  load**l  ton;  panel  live  toad— 2  tons. 


,/<>xxxxxxyyx^ 


Diagmtal  Streaeee.  Conatant  for  dead  load  - 


c«.). 


Chord  Slreaaes.  Conatant  for  combined  dead  and  live  loads 


-)-!• 


2,\I0 
Table  of  Max.  Diagonal  Stresses. 


Col.  1. 

Col.  11. 

Col.  III. 

CoLIV. 

Col.  V. 

CoL  VI. 

*.Sv'z 

<h--D, 

3S 

l.TS'/ 

8x<i-3e 

8.6-^ 

dt — £>• 

as 

LMv/  ■ 

4.05VT 

.75^' 

1.8^ 

*--o* 

-s 

-.asvT 

4X21-10 

VF 

.7svr 
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Tbe  streseea  in  the  rematning  diagonals  are  negative. 
Table  of  Mas.  Chord  Stresses. 


Col.  I. 

Col.  II. 

Uultiplier. 

Col.  III. 
3 

20 

Col.  IV. 
8tre«. 

4- -2 

4B-t-3S-B0 

II 

6,75 

ii 

36.76 

(6)  Pin-eonnected  Truss. — 

Diagonal  Streatea.  Constant  for  dead  load  "-r^i 

2V2 


v^ 


"        "     live  load "  - 
Chord  Strestet.  Constant  for  combined  dead  and  live  loads 
--tan  45'--. 
Table  of  Max.  Diagonal  Stresses. 


Col.  I. 

Col.  II. 

Col.  III. 

Col.  IV. 

CoLV. 

Col.  VI. 

ToUIUui- 

-io- 

-io"- 

...«.« 

25 

2.5vT 

SXS-25 

6^ 

rmvT 

^,--D, 

20 

W 

4X6-20 

4V2- 

•V  ■ 

d,-  ~D, 

IS 

1.5V  ■ 

3.2VT 

v- 

!.4V^ 

d.--Ds 

5 

£-^ 

3X3-  « 

1.8VT 

sj^  ■ 

dt--Dt 

1.2vT 

1.2V    ■ 

Ji, D» 

-5 

^.sVT 

2X2-  4 

J.VT 

W- 

a  in  the  remaning  diagonals  are  negative. 
Table  of  Max.  Chord  Stresses. 


Col,  I.  . 

Col.  II. 

CoL  III. 

CoL  IV. 
Total  Mui> 

"■S^" 

<% 

8+  6-10 

3.0 

37.6 
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Ex.  8.  DeUrmine  the  alreuea  in  the  several  members  of  a  deek-tmsg  /or  a 
doable-track  bridge  oj  342  /f.  span,  33  jt.  depth,  and  ^eiih  eighteen  panels.  The 
panel  engirit,  live  oruj  dead  loads  are  121,000,  65,000,  and  40,000  Ibi.,  re^xet- 
ivety,  per  truss.     (Single  intersection .] 


•^ffi^MMIIIBT" 


tanfl-ss;  S°-29°56'. 


for  train  load-^g— see  8-4167; 
for  dead  load^ to— eec  fl-2565. 


Chord  Stresses.  Constant  for  combined  engine  and  dead  loads 
121000  +  40000^       _     ^,„ 


for  combined  dead  and  train  loads. 
40000+65000  ,,_  ^„„ 


DlAOONAL   SntBSSBS. 


Total  Uul- 

Ucmber. 

Multiplkr. 

77ST. 

Hiiltiplier. 

■1167. 

UuHipHar. 

2586. 

Pound.. 

&. 

«. 

B7JM»7 

-27 

7Z.561 

The  stress  in  the  next  diagonal  xy  is  negative,  and  therefore  counter- 
braces  (or  additional  strengthening)  are  required  in  the  two  centre  panels 
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only,  although  it  is  usual  in  practice,  for  the  purpose  of  stiffeoing  the  truss, 
to  introduce  them  into  other  panels. 

Again,  the  maximum  eiressee  m  the  verlicala  ab,  cd,  ef,  gh,  kl,  mn,  op,  qr, 
and  si  are  the  vertical  components  of  the  maximum  stresaee  in  the  diagonala 
Xo,  be,  de,  fg,  hk,  Im,  no,  pq,  and  rs,  respectively.     Hence  the  n 

tA  - 1,091,026  cos  e  -945,486  Ibe. 
el-  853,895  cos  ff- 740,000  lbs. 
Id-  633,632 COB 9-549,100 lbs. 
op-  429,837  cos  fl-372,C00  lbs. 
el-  242,910  cos  0-210,500  lbs. 
lox-      72,551  cos  fl-  62,874  Iba. 


cd  -970,247  cos  #  -840,820  lbs. 
P*  -  741 ,730  cos  #- 642,800  lbs. 
mn  -529,701  cos  6  -459,050  lbs. 
qr  -334,340  cos  S  -289,740  Iba. 
uv-155,647  cos  e  -134,890  lbs. 


Chord  Strbssbs. 


HKnbv. 

33M. 

Columns. 

sSSSlS. 

SEff 

s;:-» 

These  results  can  easily  be  checked  by  the  method  of  moments. 
For  intlOTux,  the  reaction  R  at  the  right  support 


Tftldng  moments  about  the  foot  of  vertical  si, 

Jf»X33-(-5^  +  ^^^^^f^)9X19-9xl05000x4xl9-81 ,329,600 


and 


Ks  -2.464,530  lbs. 


As  already  stated  at  the  end  of  Ex.  2,  the  stresses  in  the  several  members 
can  be  more  easily  and  readily  obtained  by  tabulating  them  in  the  manner 
just  described,  but  the  same  results  may  be  found  graphically  as  follows: 

P"ig.  038  ^ves  the  stresses  in  the  several  members  for  a  dead  had  of  40,000 
lbs.  concentrated  at  every  panel-point.  The  greatest  stresses  in  the  chord 
panel  lengths  occur  when  the  live  load  covers  the  whole  bridge,  so  that  the 
total  load  on  the  bridge  is  then  equivalent  to  a  load  of  161,000  lbs.  at  the 
1st  panel-point  and  105,000  lbs,  at  every  other  panel-point.  Then,  at  the 
left  support, 

the  reaction  ft-i|l6]000 +~16X105000X8iX19 -945,389  IhB. 


18 


342 
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Taking     X-4 - 945,389 Iba.,      AB- 161,060  Iba.,    and     BC-^CD- ... 
-106,000  Ibe.,  Fig.  639  gives  the  Mai  maximum  ciu>rd  M 


.'■^S^ 

^ 

^ 

KKKKN\N\N\Kf 


Fw.  640. 
For  the  maximum  diagonal  ttrestea  asaume    that  the  only  force  acting 
upon  the  truss  ia  a  vertic^  reaction  of  1000  unite  at  the  left  support.    Then 
Fig.  640,  in  which  X^  — 1000  units,  is  the  corresponding  stress  diagram  and 
rtiows  that 
(a)  the   stress  in  each  diagonal  d'ue  to  Ike  assumed  reaction 

-lOOOsectf -11539.3  units; 
(6)  the  stress  in  each  vertical  dite  to  the  assumed  reaction 
-1000  unite. 

The  total  actual  reactions  at  the  left  support  are 

945,389  lbs.  when  the  live  load  covers  1  to  17; 


840,889  "       " 

'      2  to  17; 

740,000  "       " 

'     3  to  17; 

642,723  "       " 

<     " 

'     4  to  17; 

549,055  "       " 

'     5  to  17; 

459,000  "       " 

'      6  to  17; 

372,556  "       " 

'      7  to  17; 

289,723   "       " 

'      8tol7; 

210,500  "       " 

'     9  to  17; 

134,889  "       " 

'    10  to  17; 

62,889  "       " 

'     " 

'    11  to  17. 
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the  actual  etreaa  in  any  diagonri,  say  on      372556 
the  stress  due  to  the  assumed  reaction         1000  ' 


the  actual  atrees  in  any  diagonal,  say  op     289723 
the  stress  due  to  assumed  reaction  1000  ' 

or  actual  stress  op  -289,723  lbs. 

Ex.  9.  The  Schwedler  tnug  in  which  tiie  minimum  8tre«a  tn  ^very  diagonal 
is  to  be  niL 

Consider  the  eight-panel  truss,  Fig.  641,  and  let  D  and  L  be  the  panel  dead 
and  live  loads  respectively.    Let  a  be  the  panel  length.    Let  y„  y„  y^  y,  be  the 


lengths  of  the  verticals.  Let  the  straight  portions  of  the  bow  meet  the  hmi- 
zontai  through  0  in  Oi,  0,,  0,,  and  take  00,-x„  00,-x„  00^-x^  For 
minimum  stress  in  2A,  £.  is  at  1  and  the  reaction  at  0  is  then 

The  stress  in  24  is  to  be  nit,  and  therefore,  taking  moments  about  0„ 
-(3iZ)  +  Ji)z.  +  Ci)+i){x,+fl)-0,     or    ^-^^- 
„  y,     Ji+2a     6(8D  +  Z,) 

For  minimum  stress  in  3b,  L  is  at  1  and  2,  and  the  reaction  at  0  is  then 

3ii>+VL. 
The  stress  in  3&  is  to  be  nil,  and  therefore,  taking  moments  about  Ot, 
-(.3iD+VL)x,+2(D+mx,+ia)-0, 


aT  4D-L' 


^     x~+3a     5(iD  +L) 
^""^  y,  "»,+2a"2(8i>+3L)* 

For  minimum  stress  in  4c,  £  is  at  1, 2,  and  3.  and  the  reaction  at  0  is  then 

SiD+iL. 
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The  streaa  in  4c  ia  to  be  nil,  &»<!  therefore,  taking  momenta  about  0„ 

-(3iD+'L)a:.+3(O+L)C*,+2o)-0,    or    ^-^^Z^- 

if    «.+*"    4(8i?+3t,) 
"*  "  y,  ■x.+3a"l5{2D+t)- 

Co»e  o.  If  L-iD,  Xf-ff,  and  tlierefore  the  two  central  chord    panel 
lengths  of  the  bow  are  horizontal. 


Also, 


»?_1     »1_I     &_« 


49- 


If  L>  iD,  X,  is  negative  and  the  depth  of  the  truss  might  be  diminidied 
from  3  towards  the  centre. 

So  if  L>  4D,  Xj  is  negative  and  the  depth  might  diminish  from  2  towards 
the  centre. 

If  L>  TOD,  Xf  is  negative  and  the  depth  might  diminish  from  1  towards  the 
centre. 

It  is  inadvisable,  however,  to  construct  a  truss  in  such  a  manner. 

Case  b.  It  L—D,  x,—  —^,  and  the  three  central  verticals  should  be  each 
made  of  the  same  length,  viz.,  y,.    Also, 


^     25 

y,  ~22 


and 


35' 


The  calculations  will  be  the  same  if  the  truss  ta  inverted,  and  also  the 
depths  v„  j/j,  -  • .  may  be  plotted  one  half  above  and  one  half  below  the  hori- 
zontal through  0. 

If  the  diagonals  in  Fig.  641  are  made  to  slope  in  the  opposite  direction, 
they  are  necessarily  in  tenuon. 

Ex.  10.  PaulCs  tmsa  in  vkich  each  panel  length  of  the  bow  is  to  be  subjected 
to  the  same  stresi. 

Conader  an  eight-panel  truss.  Fig.  642,  each 
panel  length  being  a.  Let  pi,  p,,  p,,  p,  be  the 
perpendiculars  from  2, 3, 4, 5  upon  the  opposite 
chord  length,  incUned  to  the  vertical  at  angles 
"i  ?•  Ti  ^-  1^  chord  stresses  are  greatest  when 
the  live  toad  covers  the  whole  truss. 

Let  P(^~D  +  L)  be  the  panel  load;  and  let 
F  be  the  constant  forca  in  each  panel  length  of 
the  bow.    The  reaction  at  1  -SJP.     Then 


Fio.  642. 


3iP-2o-fa    3i/'-3a-2P  |a     3if  ■4a-3P-2<i 
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Pl        PM 


Pcf 


defining  the  values  of  p,,  p„  p,,  p^. 

Conatruetion. — Through  1  draw  the  tangent  1^  to  the  drcle  having  2 
ae  centre  and  p,  aa  radius  to  meet  the  vertical  through  2  in  j4. 

Through  A  draw  the  tangent  X6  to  the  drcle  with  2  as  centre  and  p^  aa 
radius  to  meet  the  vertical  through  3  in  b. 

Through  b  draw  the  tangent  6c  to  the  circle  with  4  as  centre  and  p,  as 
radius  to  meet  the  vertical  through  4  in  c. 

Through  e  draw  the  tangent  cd  to  the  cu^le  with  5  as  centre  and  p^as 
radius  to  meet  the  vertical  through  5  in  d. 

Again,  if  y„  y„  y^,  and  y,  are  the  lengths  of  the  verticals, 

Si- 
A.-A, 


—tan  r  — 
If  in  any  panel,  e.g.,  the  3d,  p,- 


If  the  perpendiculars  are  increased  m  times,  then  F  is  diminished  rA  times, 
but  remuns  unchanged  if  P  is  increased  m  times. 

7-  Single-  and  Double-intersection  Trusses. — Fig.  643  represents 
the  simplest  form  of  single-intersection  (or  Pratt)  truss;  i.e.,  a  truss 


/ 

X 

X 

X 

X 

X 

X 

\ 

in  which  a  diagonal  crossea  one  panel  only.  It  may  be  constructed 
entirely  of  iron  or  steel,  or  may  have  the  chords  and  verticals 
of  wood.  The  verticab  are  in  compression  and  the  diagonals  in 
tension.  The  angle-bldcks  are  therefore  placed  above  the  top  and 
below  the  bottom  chord.  Counter-braces,  shown  by  the  dotted 
diagonals,  are  introduced  to  withstand  the  effect  of  a  live  load. 

Fig.  644  shows  a  16-panel  deck  truss  of  the  Baltimore  type,  haviog 
straight  chords  and  subdivided  panels.  The  Petit  truss  is  similar, 
the  only  difference  being   that  one  of  its  chords  is  inclined.    A 
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14-paiiel  through  truss  of  the  Petit  type  is  repreeetited  by  F^.  645. 
Both  claaaes  of  trufis  are  standard  forma  for  bridges  of  long  span. 


s:  yK\y^\7\y\7"<.\7\\7'\% 
xY'  'V»  "Y-  »;(*>  »X"  -X-  "X"  "/\ 

— '~         jr-^    5  X*     X  X  X 


Ex.  11.  The  tbvsiM  in  a  Baltimore  or  Petit  tniu  may  he  tatHy  obtatned 
graphieaUy.  Take,  for  example,  Che  troM  repreeented  by  Fig.  644,  and  let  d 
and  t  be  the  panel  dead  and  live  loads  respectively. 


Chord  Stresses. — The  stresses  in  the  chords  are  greatest  when  the  live 
load  I  is  concentrated  at  each  of  the  panel-points.    Taking  p-d  +  l,  Fig.  646, 


B 

1 

\ 

15 

\ 

\ 

\ 

^\ 

\ 

\ 

\ 

\ 

\  . 

"ly 

\ 

\ 

\*, 

i 

f. 

is  the  correBponding  stress  diagram,  in  which  XA—7ip,  and  AB—BC—m 
Then 


Al-B2-7iptanfl;     C5-Z)6-12iptanff;    £,1I -^,12-15*^  tantf; 
G,17-/f,18-16iptantf-£:,23-L,24,  for  compreasion  chord; 
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uid  X7-X8-7ptRn9;  X,13~X.H-I2p  tantf;  Z,19-Z,20-15p  tan  «to 
.t«Dsion  chord. 
Tlie  correspondiiig  chord  stresses  due  to  the  dead  and  live  toads  separately 

may  be  obtained  by  multiplying  these  results  by  tbe  ratio  -  and  -  respectively. 

Diagonal  Stresses. — (a)  Stresses  due  to  dead  load. 

Xl-UdxcO;    X3-7rfsectfi    23-Jdsec 9-69-12.15-18,21-22^; 

I6,17-li<fBec0;    20^1-dme9. 
(fi)  Stresses  due  to  live  load.    Fig.  647  is  the  stress  diagram  for  tbe  truaa 

m 


Fio.  647. 

on  tbe  assumption  that  it  is  acted  upon  by  an  arbitrary  vertical  reaction 
at  0  only      Call  this  reaction  R,  so  that  XA  "R. 

On  the  same  scale  the  length  of  each  sbping  member  in  the  diagram  is 
£  sec  8,  and  £  is  the  length  of  each  vertical. 

For  the  live  load  I  concentrated  at  all  the  panel-points,  at  all  the  panel- 
points  except  the  first,  at  all  the  panel-points  except  the  first  two,  three,  four, 
etc.,  the  corresponding  reactions  at  O  are: 

7V,  W,  W.  Hi,  HI,  W,  W,  W.  W,  W,  m,  W,  M  Ai,  and  At 

Hence  the  maximum  live-load  tenMle  stresses  in  the  main  diagonats  are: 

Xl-7ilfKcO;       XZ-Wteece;      45-H'Becff;        SS-tt^secfl; 
10,ll-1fZsec«;    14,15-H'sec  «;    16,17 -ffl  sec  tf;    20^1-H2sec«; 

and  for  the  counten: 

10,13 -«I  sec  ff;    16,19 -W  sec  fl;    12,15 -iW  sec  ff;    18,21 -^  sec  9. 

Also,  4,7-AlBec«;    6,9-AlBec9. 

Vertical  Strettes.—(a)  Stresses  due  to  dead  load.  It  is  assumed  that 
two  thirds  of  the  dead  load  is  concentrated  at  the  top  panel  and  one  third 
at  tbe  bottom.    Then,  for  the  euboerticaU, 

12 -|d-66-ll,12 -17,18,  and  are  compressions; 
7S-ld-'I3,14-19,20,  and  are  tenfflons. 
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For  the  mam  vaticala, 

34-6jrf;    9,10-43d;    lfi,I6-2|d:    21.22-l|(i;  and  are  all  compreflaons. 

(6)  Stresaee  due  to  live  load.    For  the  nAverticaie, 

12-{-56-ll,12 -17,18.  and  are  all  compieflmons. 
78-0-13,14-19^. 

For  the  main  verticals, 

34-^1;    S,10-HI;    15,ie-H':    21,22-11/,  and  are  all  compreariooa. 

Again,  when  the  live  load  covere  lesa  than  half  the  bridge, 

the  total  resultant  strees  in  22,23  -{l\\  -Jti)  sec  «; 
"     "  "  "    "  26,27-(H'-Hd)«ctf; 

"      "  "  "    "  28,29-{Hi-21<i)secfl; 

"      "  "  "     "  32,23-Ci|/-3j£l)86c9! 

The  last  term  in  these  resultant  stresses  is  due  to  the  positive  dead-load 
shear  and  must  be  neutraUzed  by  the  negative  ebear  due  to  the    Uve  load 

before  the  counters  begin  to  act. 

8.  Bowstring  Truss. — -The  frame  represented  by  Fig.  648 
rests  upon  supports  at  A  and  B  and  consists  simply  of  a  curved 
member  ACB  with  its  ends  tied  together  by 
a  horizontal  chord  AB.  There  is  no  inter- 
mediate bracing  and  it  is  assumed  that 
deformation  is  prevented  by  the  stiffness  of 
the  bow.  ^°-  "8- 

Let  AB  —  I ,  and  let  the  chord  AB  carry  a  uniformly  distributed 
load  of  intensity  u>.    Let  k  be  the  central  depth  of  the  frame. 

Consider  the  equilibrium  of  one  half  of  the  frame  between  A 
and  a  vertical  section  MN  immediately  on  the  right  of  the  crown  C. 

Let  H  be  the  horizontal  thrust  at  C,  and  T  the  horizontal  tension 
in  the  tie.    Then  ACD  is  kept  in  equilibrium  by  H,  T,  the  vertical 

reaction  -5-  at  A,  and  the  load  is  -g-  on  AD. 

Taking  moments  about  A, 
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Taking  moments  about  C, 


Thus, 


_    wP 


and  it  is  evident  that  ttie  liorizontal  component  of  the  thrust  at 
every  point  of  the  bow  is  a  constant  quantity. 

Again,  ii  x,y  are  the  co-ordinates  of  any  point  P  with  respect  to  C, 

the  bending  moment  atP-y(j-jj-J/j-jj  -T(lc- 


-":) 


"  8  U     P  )• 


ri.tf 


which  is  nU  if  T=p,  i-e-,  if  the  axis  of  the  bow  is  a  parabola. 

Fig.  649  represents  an  A^-panel  bowstring  truss  of  span  I  and  cen- 
tral depth  k,  the  axis  of  the  curved  member  being  a  parabola. 


Let  L  be  the  panel  live  load  and  take  o  (  =  tr  j  to  be  the  length 

of  a  panel. 

The  maximum  stress  in  the  nth  diagonal  is  a  tension  (=d«)  when 
L  is  concentrated  at  each  panel-point  from  n  +  l  to  N—1,  and  a 
compression  (d„')  when  L  is  concentrated  at  each  panel-point  from 
1  to  n. 

For  the  maximum  tension  consider  the  equilibrium  of  the  por- 
tion of  the  trass  between  A  and  a  vertical  section  immediately  on 
the  left  of  n+l  (or  Q),  and  let  the  tangent  at  P,  the  head  of  the 
vertical  PQ,  meet  the  horizontal  through  Am  E  and  the  axis  of  the 
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parabola  in  T.    Let  r,  y  be  the  coordinates  of  P  with  respect  to 
the  vertex  C.    Then,  since 

X    MP 

II       >     (o-j) 


Therefore  ^7 


AE 
EQ- 

i 

n+1 
■]V-n-l' 

BE 

EQ  ■ 

I 

2+!' 
I       " 

JV-n-l 
»+l    ■ 

The  leaction  fi^  at  X  is  given  by 

Bi!  -  (AT -„  -  l)i  t?„_  S^  jTo^ 

t  (y-„-l)(y-n) 
or  B^-Y  jf . 

Draw  EF  at  right  angles  to  dn,  and  talw  moments  atiout  E,    Then 
,„„    X,(JV-n-l)(JV-«). 


N 


•■!AE, 
.      1  (y-n-l)(ar-n)AE 

--ji /^ ^jgcoeeeo.-y^ fl i  coeec  »„ 

0.  being  the  mclination  of  the  nth  dia^nal  to  the  homontal. 
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F(H'  the  mftTdmiim  compression  {dn)  in  the  nth  diagonal,  cod- 
sider  the  equilibrium  of  the  portion  of  the  truss  between  MN  and  B, 
and  take  momenta  again  about  E. 

The  reaction  Bj  at  B  is  given  by 

_      L  n(n+l) 

Therefore  dn'EQ'  sin  ff»  -  y  ^^^^~^BE, 

^  ,    L  n(,n  +  l)BE           „      L  (,N~n-l)n 
or        d»  "  2" — Jf — £Q^  "^"^  ^*^Y N *'°**'  "■ 

Hence,  if  every  panel-point  is  loaded,  the  resultant  stress  in  the 
nth  diagonal 

=  d„-d»'  =  y^^^iC^-n)(n+l)-(JV-n-l)nt-|-co8ecC 

The  vertical  component  of  this  s 

a  truss  of  this  type  carries  a  uniformly  distributed  load,  the  vertical 
component  of  the  stress  in  any  diagonal  is  a  constant  quantity  equal 
to  one  half  of  the  panel  load,  and  is  a  tension. 

Let  D  be  the  panel  dead  load.    Then 
the  maximum  tensile  stress  m  the  nth  diagonal 

and  the  maximum  compressive  stress  in  tiie  nth  diagonal 

f  (iV-n-l>.)co»ec6. 

-J-C+L        j^^         j— 2— • 

If  this  last  result  is  negative,  it  indicates  a  stress  of  the  same 
kind  as  that  due  to  the  dead  load,  but  is  less  in  amount  and  is  con- 
sequently provided  for  by  the  ordinary  bracing. 

If,  however,  the  result  is  positive,  it  indicates  that  the  resultant 
stress  is  of  an  oppo«te  kind  to  that  due  to  the  dead  load  and  must 
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be  provided  for  by  giving  the  membera  affected  an  additional  sec- 
tional area  or  by  the  introduction  of  counter-braces  shown  by  the 
dotted  lines,  which  will  evidently  be  in  tension  and  thus  every 
diagonal  becomes  a  tie.  In  precisely  the  same  manner  as  above 
it  may  be  easily  shown  that  the  stress  dn"  in  the  nth  "  dotted " 
diagonal  is  ^ven  by 

(*•  ~2" Y cosecp/, 

0n  being  the  inclination  of  the  diagonal  to  the  horizontal. 

Again,  the  maximum  live-load  stress^  Vn,  in  the  nth  vertical,  is 
a  compression  and  is  developed  when  L  is  concentrated  at  each 
panel-point  from  n  +  1  to  N  —  l.  It  is  evidently  the  vertical  com- 
ponent of  the  corresponding  stress  in  the  (n-l)th  dif^nal.  This 
stress  can  be  detennined  by  considerii^  the  equilibrium  of  the  por- 
tion of  the  truss  between  A  and  a  vertical  section  immediately  on 
the  left  of  n.    It  is  at  once  found  that 

L{N-n-lXN~n) 


N 

LnjN- 


Hence  t>,-(i,_isinff,-i--„        ^ 

The  vertical  component  of  the  dead-load  stress  in  the  (n— l)th 
diagonal  is  a  tension  — ,  and  therefore  the  total  maximum  stress  in 

the  nth  vertical  due  to  both  dead  and  live  Ioads-r„+— -  Z)-r„-— 

The  stress  is  consequently  a  compression  or  tension  according 
D 
as  i'n>  or   <— . 

If  the  truss  now  under  consideration  is  mverted,  the  stresses 
are  reversed  in  kind  but  remain  the  same  in  magnitude.  The 
lenticular  truss  (Fig.  650)  is  a  combination  of  the  two  forms,  and 
the  most  important  example  in  practice  of  such  a  combination  is 
the  bowstring  suspension  bridge  erected  at  Saltash  (Eog.).     lite 
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bow  is  a  wrougfat-iron  tube  of  elliptical  section,  and  is  strengthened 
at  intervals  by  diaphragms.  The  tie  consists  of  a  p^  of  chains. 
The  mathematical  analysis  of  the  stresses  in  the  several  members 
is  precisely  similar  to  that  of  the  simple  bowstring  truss. 


First  assume  that  there  is  no  intermediate  bracing  and  that 
deformation  is  prevented  by  giving  the  bow  sufficient  rigidity.  If 
the  load  is  uniformly  distributed  and  of  intensity  w,  and  if  k  and  k' 
are  the  central  depths  of  the  bow  and  tie  respectively,  then  the 
half  of  the  truss  between  A  and  a  vertical  section  MN  inmiediately 
on  the  right  of  the  crown  C  is  kept  in  equilibrium  by  the  horizontal 
thrust  H  at  C,  the  horizontal  tension  T  at  D,  the  vertical  reaction 

-r-  at  A,  and  the  uniformly  distributed  load  -^  between  A  and  MN. 

Taking  moments  alxiut  C  and  X>, 

T(k+k')-~^H(k+}!f\ 


and  therefore 
If  Jb-if, 


If  intermediate  bracing  is  introduced,  as  shown  in  Fig.  650,  the 
maximum  tension  {dn)  in  the  nth  diagonal  is  produced  when  the 
panel  live  load  L  is  concentrated  at  each  panel-point  from  n  +  l 
to  N  —  1,  while  the  maximum  compressive  stress  (dn)  in  the  same 
di^onal  is  due  to  a  panel  load  L  concentrated  at  each  panel-point 
from  1  to  n. 


D.qit.zeaOvGoOt^lc* 


BOWSTRING  TRUSS.  723"- 

To  find  these  stressee,  consider  as  before  the  equilibrium  of 
each  of  the  two  portions  of  the  truss  made  by  a  vertical  plane  MN 
immediately  on  the  left  of  the  (n  +  l)th  vertical  PQ.  The  two 
tangents  at  P  and  Q  meet  in  a  point  E  in  the  horizontal  through 

&c 
of  PQ  from  the  vertex  of  ea«h  parabola. 

Let  })  =  perpendicular  from  E  upon  nth  diagonal. 

For  maximum  tension  in  nth  diagonal,  consider  equilibrium 
of  portion  of  truss  between  A  and  MN,  and  let  R  be  the  reaction 
at  A.    Then 

RN.-iN-n-DLa^.,   or   s=f  t2)(|zlt^). 


and 


t<l(iy-n)(Ar-n-l).  La(ff-n)(y-n-l)(n  +  l)' 


*'''"T  N  X^^-T  NiN-2n-2) 

For  maximum  compresaion  in  nth  diagonal,  consider  the  equi- 
librium of  the  portion  of  the  truss  between  B  and  MN,  and  let  A' 
be  the  reaction  at  B. 


(j+'T 


''N-2n-2' 


„^      ,  J,       0,00    i«n(n  +  lKJV-n-12 

Therefore         d.'p-B;-BB-^     N(N-2n-2)     ' 

Hence     p(<i.-<i,)-Y — jv-2»-2 — ' 
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Let  d«  be  inclination  of  nth  diagonal  to  the  taogeot  at  Q,  and 
let  an  be  the  angle  between  BQ  and  the  vertical. 

Then  p-BQ  an  5,  -  JJB  Bin  a„  an  (?,. 


ER-AE+(n+l)a~a- 


(n+l)(JV-n-l). 


Hence 


dn  -  Ai' =-^5- cosec  a„  coaec  tf 


Thus  the  vertical  component  of  the  diagonal  stress 
La  cos(a:B- 


2  sin  a„  sin  d^     2 

If  a„  =  90'',  this  component =-^,  as  before. 

Bowstring  trusses  of  the  type  just  described  are  now  rarely 
used,  but  it  is  a  common  practice  to  specify  that  the  panel-points 
in  one  of  the  chorda  are  to  lie  in  the  arc  of  a  parabola,  the  portions 
of  the  chord  between  consecutive  panel-points  being  straght.  The 
determination  of  the  stresses  in  this  case  is  very  simple  and  is  best 
made  by  the  graphical  method.  With  a  truss  of  this  type  the 
diagonals  are  unstrairted  under  a  uniformly  distributed  load,  and 
only  come  into  play  when  a  live  load  crosses  the  bridge.  Take, 
for  example,  a  ten-panel  truss.  Fig.  661,  with  panel  dead  and  live 


Ti        a        0        D         E        F        0         H        K        L 


Fig.  661. 


loads  of  D  and  L  respectively.  The  upper  ends  of  the  verticals 
are  in  the  arc  of  a  parabola  with  its  vertex  at  the  highest  panel- 
[wint. 
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Fig.  652  is  the  dead-load  streea  diagram  and  the  diagonal  Btreaees 
are  evidently  nil.  The  maximum  stresses  in 
the  chords  are  also  produced  when  the  live 
load  covers  the  whole  bridge,  i.e.,  is  uniformly 
distributed,  and  the  magnitude  of  these  live-load 
stresses  may  be  found  from  the  dead-load-stresa 
diagram  l^  multiplying  the  corresponding  chord 


The  total  maximum  chord 
L  +  D 


stress  by  the  ratio  ■= 

stresses  may  be  found  by  using  the  ratio  —yr^  f^-  662. 

as  the  multiplier. 

For  each  diagonal  and  vertical  (excepting  the  vertical  next  a. 
support)  there  is  a  different  end  reaction.  Assume  that  a  constant 
reaction  of  1000  units  at  the  left  support  ia  the  only  load  on  the 
truss,  then  the  corresponding  stress  diagram  is  that  shown  by  Fig. 
653,  and  the  stress  in  the  diagonals  and  verticals  due  to  the  assumed 
reactions  can  be  easily  scaled  off. 

Agiun,   the  reactions  at  the  left  sup- 
port are 

6x3i  jq5x3. 


10" 


'10° 


'  10' 


'10 


Fio.  653.  ^jjgjj  i^  ig  concentrated  at  the  panel-points  2 

to  9,  3  to  9,  4  to  9,  5  to  9,  6  to  9,  7  to  9,  8  to  9,  and  9,  respectively. 


the  actual  stress  in  a  member 


the  actual  reaction 


the  stress  due  to  the  assumed  reaction    the  assumed  reaction' 
Again,  it  can  be  easily  shown  analytically  that  the  diagonal  stress 

in  an  ^-panel  b^iss  under  a  imiformly  distributed  panel  load  is  nil. 
Let  p,q  he  the  lengths  of  the  nth  and  (Ti+l)th  verticals,  and 

let  X  be  the  horizontal  distance  of  the  latter  from  the  vertex. 
Let  the  sloping  chord  member  in  the  nth  panel  meet  the  hori-> 

zoQtal  through  A  m  E,  and  take  AE  =  z. 

Then  x^{—-n-l)a, 
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and  therefore        3=A(i — p")  =lv^("  +  l)(^~"~l)» 
also  P=a(i p^)=^M^-n). 


B^Dce 
and 


z+{n+l)aa_{n+l)(N-n-l) 
z+Tia        p  n{N—n)        ' 


"'1 

1 


Fio.  6M. 
If  p  is  the  perpendicular  from  E  upon  d«. 


d„p-Jfo-np(^^a+z), 


where  P  is  the  panel  load  and  R  is  the  reaction  at  A  =  —z — P. 


and  therefore  dn  =  0. 

9.  Bowstring  Girder  with  Isosceles  Bracing. 

Diagonal  stresses  dite  to  the  dead  load. — Under  a  dead  load  the 
parabolic  bow  is  equilibrated  and  the  tie  is  subjected  to  a  uniform 
tensile  stress  equal  in  amount  to  the  horizontal  thrust  at  the  crown. 
Hie  braces  merely  serve  to  transmit  the  load  to  the  bow  and  axe 
all  ties. 

Let  Ti,  T2  be  the  tensile  stresses  in  the  two  diagonals  meetii^ 
at  any  panel-point  n.  Let  0^,  On  be  the  inclinations  of  the  diagonals 
to  the  horizontal. 
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Let  D  be  the  dead  weight  concentrated  at  each  panel-point. 
Since  the  etress  in  the  tie  is  the  sanu  from  end  to  end,  Ti,  7g 
and  Z>  are  in  equilibrium. 


Therefore     Ti- 


Dc(x6 


and    7*3- 


Dcosffn 


'«')• 


Diagmal  stess  due  to  the  live  load  (L). — Let  dn,  dn  be  the  diagonal 
at  the  nth  panel-point.     Let  x  be  the  horizontal  distance  of 


^^^"'  >a 


p  from  the  vertex  C,  and  let  the  tangent  at  p  meet  the  horizontal 
AB'm  E.    Then 

or  8X 


'      '     ,       ,J 


d„  is  the  maximum  tensile  stress  when  L  is  concentrated  at  all  the 
panel-points  from  n  to  jV  — 1. 

The  correeponding  reaction  at  A=-j j^ . 

Consider  the  equilibrium  of  the  portion  of  the  truss  between  A 
and  a  vertical  section  immediately  on  the  right  of  p.  Taking 
moments  about  £, 

■i..g,ain».4'-^-''"-;;-"-^"-Ag. 


Therefore     dn— 


L  (N -n)(y -n  +  \)  AE  coaec  e. 
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and  the  angle  Sn  is  given  by 

dn  is  the  maximum  compressive  stress  when  L  is  concentrated  at 

all  the  panel-points  from  1  to  n  — 1. 

_                      ,.              ■        ■  r,  -              Ln(n-1) 
The  correaponding  reaction  at  ii  is  now— ^ ^ — . 

Consider  the  equilibriiim  of  the  portion  of  the  truss  between  B 
and  a  vertical  section  inunediately  on  the  ri^t  of  p.  Taking 
moments  about  E, 


Again,  d^  is  the  maximum  tensHe  stress  when  L  is  concentrated 
at  every  panel-point  from  1  to  n. 

The  corresponding  reiction  at  -B"^ — w — • 

Consider  the  equilibrium  of  the  portion  of  the  truss  between  B 
and  a  vertical  section  immediately  on  the  left  of  q.  Let  the  tangent 
at  g  meet  the  horizontal  AB  in  E'.    Taking  moments  about  E', 


AE'+nj^ 


AE ^,        J 

x=5-(n+4)TT. 


The  angle  9^'  is  given  by  tan  5„'-— j— il  — -^  K 
len  L  i 
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Tlie  coirespoDding  reaction  at  A  ■■ 


BOWSTRING  TRUSS. 


L  (N- 
'2 


N 


Consider  the  equilibrium  of  the  portion  of  the  truss  between 
A  and  a  vertical  section  immediately  on  the  left  of  q.  TiJting 
moments  about  E', 

L{N-n)(N~n-l)  AE'cosecd,,' 


N 


AE'  +  n- 


■JV 


It  is  a  common  practice  to  require  that  the  panel-points  in  the 
curved  chord  lie  in  a  parabola  and  that  the  portions  of  the  chord 
between  consecutive  panel-points  are  straight.  The  maximum 
stresses  in  the  several  members  can  then  be  easily  detemuned  graphs 


icaUy.  Fig.  657  is  the  stress  diagram  for  the  dead  weight  upon 
the  truss  represented  by  Fig.  656.  The  chord  stresses  are  greatest 
when  the  live  load  covers  the  whole  truss,  and  therefore  the  same 
diagram  gives  the  maximum  chord  stresses  due  to  the  live  load  or 
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the  maximum  chord  streeaes  due  to  the  combined  dead  and  live  loads 
by  multiplying  the  corresponding  stresses  obtained  from  the  dead- 
load  diagram  by  j:  or  —fy~,  respectively. 

Again,  assuming  that  a  single  vertical  reaction  XA,  at  the  left 
support,  is  the  only  force  acting  upon  the  truss,  Fig.  658  is  the 
stress  diagram  from  which  the  maximum  stresses  to  the  (Uagonals 
can  at  once  be  found.    Thus 

actual  stress  e/=actual  corresponding  end  reaction  >^-^ — -rr — |-y  ;. 

Ex.  12.  Oiven  a  through  eight-panel  trust  o)  80  jl.  span  and  10  /t.  rise,  with 
a  parabotif-  armprestion  chord,  the  panel  live  (md  dead  loads  beaig  10  arui  5  tons 
respectively  and  the  bracing  iaoacelet  aa  in  Fig.  656;  find  the  Tnaximwm  ttretaet 
in  the  3d  and  Hk  diagonaU. 

Z.-10ton8;    JV-8;    n-2;    I-80ft.;    ifc-lOft. 

dt  is  a  maximum  toneion  when  x  —26  ft.     Then,  Tig.  665, 

AE-4iU.    and     ££-84}  ft.; 

tanff,-H;    e,-50f38';    cooecff.- 1.2935. 

IWefore 

.,  ,       .     10  6X7   4JX1.2935     „„.  . 

d,(m^.Uns.)-^  -g-   _jj-^ -6.24  ton. 

J                   J/                   X     IQ  2X1   84^X1.2935     ,,  „  ^ 
and  dt(max.  comp.)  — —  — r—    ^77 —5.58  tons. 

dt  is  a  maximum  tension  when  x— 15  ft.    Then 

AE'-t^h.,    B£'-Hi*-ft.;  ' 

tanfl,'-H;    e,'-59'48';    cosec  ff/-1.157. 


Therefore 

d,'(m 


_10  2X3  i^Ttaxl.157 
"2      8        *iV  +  20 


-11.07  tons. 
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For  the  dead  toad  stresses 

5  COB  59°  48'  5  COB  50°  3y 

'"sinllO°26'  Binllff'26'' 

Therefore        T, -2.684  tons       and      Ti -3.38  tons. 

10.  Three-hinged  Bridge. — Fig.  659  representB  two  bridge-trusses 
hinged  to  the  abutments  at  A  and  B,  and  also  hinged  at  an  inter- 
mediate point  C.  An  objection  to  this  type  of  truss  is  the  large 
deflection  due  to  the  hinge  at  C,  but  on  the  other  hand  it  has  the 
advantage  of  eliminating  temperature  stresses.  If  the  trusses  are 
inverted,  the  bridge  is  then  of  the  suspension  type.  The  stresses 
remain  the  same  in  magnitude,  but  are  reversed  in  kind. 


Any  weight  P  concentrated  as  in  Fig.  659  produces  a  reaction 
at  A  which,  to  prevent  rotation  at  the  hinges  A  and  0,  must  pass 
along  AO,  intersecting  the  direction  of  P  in  M,  Then,  for 
equilibrium,  the  reaction  at  B  must  pass  through  M.    Hence — 

First.  Every  load  on  the  horizontal  member  EF  induces  a  stress 
in  the  sloping  member  AO,  but  has  no  effect  upon  the  horizontal 
member  CD  or  upon  the  bracing  connecting  CD  with  AO. 

So  every  load  on  the  horizontal  member  CD  affects  only  the 
sloping  member  BO. 

Second.  If  P  is  the  resultant  of  a  number  of  loads  on  EF,  then 
BM  is  the  direction  of  the  resultant  reaction  at  B,  and  the  loads 
on  the  left  of  K  tend  to  produce  rotation  from  left  to  right,  while 
those  on  the  right  of  K  tend  to  produced  rotation  from  right  to  left, 
K  being  evidently  the  point  of  no  moment. 
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For  equilibrium  of  left  portion,  taking  moments  about  A, 

For  equilibrium  of  right  portion,  taking  moments  about  B, 
Vd+He-Pf^O. 
Alao,  F,-F-6    and    7a+V=P. 

These  four  equations  give  H,  V,  Vi,  and  Vj. 

Note. — H  and  V  are  horizontal  and  vertical  components  of  reac- 
tion at  O;  H  and  Vi  are  horizontal  and  vertical  components  of  reac- 
tion at  A;  H  and  Fg  are  horizontal  and  veriiical  components  of 
reaction  at  B. 

Ex.  13.  To  fijtd  point  in  CD  at  which  a  weight  Q  must  be  concentrated  to 

make  the  B.M.  at  j  from  C  equal  to  nil. 

The  resultant  reaction  at  A  must  necessarily  pass  through  the  point  in 
question,  and  its  direction  intersects  the  reaction  along  BO,  arising  from  Q, 
in  a  point  N.     Then  Q  must  be  vertically  below  JV.     Also, 


d,        ,     d  f4i 


an  equation  giving  y.  ' 

Ex.  14.  rAr««-fttnp«d  bridge^naaea  vnih  honioRtal  top  chord*,  straight  liop- 
ing  lower  chords,  of  the  dimensions  and  loaded  as  in  Fig.  660. 

tanfl-i;    cota-|;    cot^-f;    cotr-2;    cotJ-6. 

Dead-load  Strestet. — Since  the  dead  load  is  symmetrically  distributed,  the 


.A- 


vertical   reaction  V  at  each  side  support  is  8  t 
shear  at  the  central  hinge. 


I,  and  there  is  no  vertical 
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(Ming  H  the  horUontel  reaction  at  the  hingee  and  taking  momenta  about 
a  mde  hinge, 

-irxl3i+8X20-0,     w    A'12toni. 

fig.  061,  the  Btrea  diagram  for  the  dead-load  stresses,  can  now  be  drawn. 
Tlie  live  load  is  three  times  the  dead  load,  and  hence,  when  the  Uve  load  coven 
the  whole  bridge,  the  corresponding 

stresses  in  the   several  members  are      '  "^ 

three  times  the  stresses  due  to  the  dead 
load. 

Method  of  Sectioiu. — For  the  chorda 
and  itiogonaU  consider,  successively, 
the  equihbrium  of  portions  of  the  tnus 
between  the  central  hinge  and  ver- 
tical sections  in  the  lat,  2d,  3d,  and 
4th  panels. 

For  the  verticaU  consider,  succes- 
sively, the  equiUbrium  of  portions  of 
the  truss  between  the  central  hinge 
and  eloping  sections  between  the  1st  and  2d,  2d  and  3d,  3d  and  4th  diagonals. 
For  horizontal  chord  panel  stresaee  take  moments  about  the  foot  of  a  vertical. 
"    sloping  "         "  "  "  "  "       "   top     "  " 

"  stresses  in  diagonals  and  verticals  take  moments  about  the  point  S,  the 
point  of  intersection  of  the  two  chords  produced.  If  x  is  the  horitontal  dis- 
tance of  the  point  from  the  central  hinge, 

»+40    15    „         ,  ^ ,    ■ 
"il""    *™    at— 5ft, 

by  T  and  compresmons  by  C,  the  stresses  in  tons 


Fio.  fl61. 


Then,  denoting 
are  given  by 

BZ,lIj-fflO-2(10+20)-lx30        -  30  and    BL 

XX15co8ff-HlJ+3-2-20  +  lx40    -180  "  XK^ 

Xt-45ain«--//-l|+3-2-25+lX5    -135  "  KL 

CJV-8J-ff6J+2X10-lX20  -  40  "  CN - 

XM-ll§coetf-fflj+2-215+lx30  -110  "  XM 

3fJV-35sin  ^--H-l§+2-2-20  +  IX5-  65  "  MN- 

DF-5-HH-1X10  -  30  "  Dp. 

XO-Si-axe-     ff-l§ +2X10 +1X20-  60  "  X0-> 

OP-25    8inr--*r-l}+2X15  +  lX5  -  15  "  OP 

ERli'O  "  ER-' 

XQ-5coeB-Hli  +  lXlO  -  30  "  XQ-i 

QRlSeina-  -Hli+lX5  --15  "  QR 

JtfZ,-35--ff.lJ+3-2-25+lX5  -135  "  ML 

OJV-25--fl-lJ+2-2-20+lX5  -  65  "  OJV-; 

QP-15--HU+2X15+1X5  -15  "  QP 

RF-5-1X5  -     5  "  RF-] 


■2t(0: 

12sec9-4Vi0{O; 
3coseca-\/86(r); 
4»(C); 

Vsecfl-yv^O; 
'^coeec^-i|\/61(r); 
6(C); 

Vance -If  V  10(C); 
Icosec  r-i^i^i 
0; 

■6sec  tf-2%/i0(O; 
>-coBeca--V37(0; 
3KC); 
■2|(0; 
1(C); 
1(C). 
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II.  Live  Loads. — Erory  load  on  the  right  trtisa  induces  &  stress  along 
the  sloping  chord  of  the  left  truss  and  therefore  affecta  the  membere  of  this 
chord  only.  For  ail  other  members  of  the  left  truss  the  streflses  remain  the 
same  whether  the  right  truss  is  loaded  or  unloaded. 

The  panel  hve  load  is  6  tons,  or  three  times  the  panel  dead  load.  The 
values  of  V  and  H  for  any  distribution  of  the  load  may  be  easily  found  by 
the  method  already  described. 

Maximum  Stre««es  in  Sloping  Chorde. — The  moments  of  the  stresses  in 
XK,  XM,  XO,  and  XQ,  with  reference  to  the  poiuU  1,  2,  3,  and  4  respect- 


ively, are  severally  equal  in  magnitude  to  the  moments  with  reference  to 
the  same  points  of  the  resultant  reactions  through  a.  If  a  reaction  passes 
through  a  panel-point  in  the  upper  chord,  its  moment  with  respect  to  this 
point  is  nil,  and  therefore  the  resulting  etress  induced  in  the  corresponding 
member  of  the  sloping  chord  is  also  nil. 

Let  ch  produced  meet  a\,  a2,  a3,  ai  produced  in  the  points  n,,  n„  n^,  n^. 
The  reaction  at  c\  due  to  a  load  vertically  below  n,  evidently  passes  through 
2  and  has  no  moment  about  2,  bo  that  the  corresponding  stress  in  XM  is 
nil.  Similarly  loads  at  1,  c,,  and  c„  respectively,  produce  no  corresponding 
stresses  in  XK,  XO,  and  XQ.  Hence 
all  loads  on  the  rififU  of  1  tend  to  produce  rotation  from  left  to  right  and 

induce  ecmpression  in  XK; 
all  loads  on  the  right  of  c,  tend  to  produce  rotation  from  left  to  right  and 

induce  compreasiim  in  XM  • 
all  loads  on  the  right  of  c,  tend  to  produce  rotation  from  left  to  right  and 

induce  compresmin  in  XO ; 
all  loads  on  the  riglU  of  c,  tend  to  produce  rotation  from  left  to  right  and 

induce  compression  in  XQ ; 
all  loads  on  the  left  of  1  tend  to  produce  rotation  from  left  to  right  and 

induce  tension  in  XK ; 
all  loads  on  the  left  of  r,  tend  to  produce  rotation  from  left  to  right  and 

induce  tension  in  XM; 
all  loads   on  the  left  of  c,  tend  to  produce  rotation  from  left  to  right  and 

induce  tension  in  XO; 
all  loads  on  the  left  of  c,  tend  to  produce  rotation  from  left  to  right  and 

induce  teniion  in  XQ. 
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Tabui  or  Haxiuuii  Sntisass  in  Slopinq  Chord. 


PuHj-poinU 

HuilbH. 

Low]«dtor 

lUi.  SMMfc 

XJt 

ItolD 

JK.lSia«-H.l]  +  4.e.20 

■nd 

XK-12-^lOWM-iOM.  amp. 

IK 

0 

V-0:    U-Q; 
oaiMMoabiXK 

XM 

3  to  10 

Jif.IU™*->/.U+ 06+2.8.16+3X30 

i»-W'^tona-in«.  WMp. 

XU 

1  toS 

IJlf.ll|oo««--*/  H-V.jo 

■od 

Xir-ilvT0ton,-m«.  Im>. 

xo 

4  to  to 

r-2i;     /i-29i; 
XOM  ooi  »-«■,  U+  V  2li+flX10+8X20 

■nd 

10— tP^lO  tom-mw.  wtnp. 

xo 

1  tD3 

JC0.8tcoi»--ff.'H-V^ 

ud 

ZO-»Vlo  t™,_m«.  im,. 

XQ 

^-41;     W-22J: 
ZO.GBoa«-tf.l|+ v.  10+3X10 

ud 

Z«-V^10ton.-tD«.  n™p. 

XQ 

Ito* 

xo..J'.-.-tM"-y'S- 

ud 

jg  _  1  Vio  tons  -  dui.  tn«. 

total  maxtmum  «(re8«  XK  -  4v^  +  12vlo  -  Ifivto  tons; 

"  "         "     XQ  -  2Vt0+  Vvlo-VVlO      " 

These  stresses  are  all  compreasioiis  and  there  are  never  any  tensile  streaaes 
in  any  member  of  the  sloping  chords. 

Maximum  Live-load  Stressea  in  Members  of  Horizonlai  Chord. — The  loads 
at  2,  3,  4  combined,  severally,  with  the  corresponding  reactions  along  cb, 
tend  to  cause  a  rotation  from  right  to  left  with  respect  to  the  points  p,  g,  r, 
respectively,  and  this  tendency  must  be  equilibrated  by  a  tendency  of  the 
Btreaaes  in  the  members  12,  23,  34  to  cause  rotation  from  left  to  right,  with 
respect  to  the  same  points.  The  stresses  in  these  members  are  therefore 
always  compressive  and  are  greatest  when  the  live  load  covers  the  left  truss. 

These  stresses,  again,  are  una&ected,  as  already  shown,  by  loads  on  the 
right  truss  which  produce  reactions  along  ab  only.  It  may  therefore  be 
assumed  that  the  truss  Is  loaded  or  unloaded.  Assuming  that  the  live  load 
covers  the  whole  tnidge,  the  maximum  compreeave  stresses  in  12,  23,  34  are 
three  times  the  correeponding  stresses  due  to  the  dead  load.    Thus 

max.BL-3x2t-  7|tonfl"; 
"     CAr-3x4t-I4|    " 
"     Z)P-3Xfl  -18     " 
"     ER  -0 
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Aa  a  verification,  find  CN  on  the  assumption  that  the  right  truss  is  un- 
loaded.   Then 

r«+ffl3i-4-6-20-«0,    or    3V+H-3^} 

r-40-ffl3i-0,  or    3V~H-0. 

Therefore  F-Ctons    and    H-lStons. 

Hence  CJV-8J-r-20+H-e}-610-3-20-120, 

and  CAT-W -14-4  tons. 

Maximwn  JAve-tead  Streaea  in  Diagonais. — Assume  ri^t  truss  unloaded, 
as  the  loads  on  this  truss  produce  reactions  along  ab  only  and  do  not  affect 
the  diagonal  stresses. 

Let  the  horiEontal  and  sloping  chords  be  produced  to  meet  in  the  point 
S,  Fig.  660,  which  is  5  ft.  from  the  panel-point  5.  llien  the  stresses  in  the 
several  diagonals  are  obtained  by  taking  moments  about  S.  These  si 
are  tabulated  as  follows: 

Table  op  Haxikou  Livx-loas  STRESsaa  in  Diaoohau. 


Puat-pointi 

Uamber. 

Louledfor 

KL 

2to5 

KL.««hi.-3:6.2S+3i<B-«.l|-r.6 

wd 

KL-fVaa  totu-mu.  Int. 

KL 

' 

„„_„£.°i.f£»' 

MN 

8U.S 

MN. as  Mn  d-U'e.S"  s'xfc-H.u-r.s 

ud 

MN-nVet  [oni-mwctoiM. 

MIt 

MV.SSrinW.lW.i 

M>d 

MN-A-^l  (oni-mu.  amp. 

OP 

4to6 

K-3t;     H-lli; 
OP.25Mn,-e.l5+3X5-ff.l|-F.6 

ud 

OP-J(V6toM-m«.  (nw. 

OP 

2U>3 

or.^^'rZPMl-vr 

■ad 

OP~t,-^&  ton>-m«^  eomp. 

QB 

6 

V-IJ      H-4*- 

Mid 

OK 

o».,..,.';;»:„rv'S" 

■nd 

an-wmu^-m^^,. 

Hence  the  total  maximum  «tre»se»  in  tons  are 

KI.~  f\/85+  fV85=VV^,  atenMon; 
MN-\\-</Qi  +Hv'6r-WV6f,  ft  tension; 
Of-UVs"  +  iVs  -HVs;  atenfflon; 
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mmI  0P--f,V5  -  \V&  --ff  Vs,  a  compreswon; 
Qft-3  v^-(->/37)  -4V^,  a  compreBsioD. 

Maximmn  Live-load  Strtasa  in  Veriieals. — It  ie  asaumed  that  there  are 
no  loads  oa  the  right  truss,  as  such  loads  produce  reactions  along  ah  only  and 
do  not  therefore  affect  the  stresses  in  the  verticals.  Thus,  from  the  ri^t 
trues,  V  4O-H13i~0,OTH-3V. 

The  sloping  planes  (Method  of  Sections,  p.  733)  divide  the  loads  on  the  left 
truss  into  two  groups.  The  group  on  the  right  combined  with  the  correspond- 
ing reaction  along  d>  tends  to  produce,  with  respect  to  the  point  8,  a  rotation 
from  right  to  left  which  must  be  equilibrated  by  an  equal  tendency  to  rotation 
from  {eft  to  right  due  to  a  eomprtative  stress  in  the  vertical  cut  by  the  sloping 
plane.    So  the  stress  in  this  vertical  developed  by  the  group  on  the  Uft  must 


Tablx  of  IfAxnnw  Vsbtical  Stbbsbbb. 


lUmlnr. 

Uu-Stran. 

AK 

1W8 

AK.4S..^.:^~l-r- 

•ad 

AK 

0 

0 

LU 

LM.M-A'A-^Z.B-f/.li-V.H 

•Dd 

WO.2B-3.fl.30+S.fi-/r.l}~r.6 

NO 

•ad 

W0-8At<™-in«  o-ip 

NO  ' 

2 

WO-28-H,l»+V.5 

ud 

Aro-Atau-nui  teiu. 

PQ 

4WS 

ud 

FQ 

Ih)3 

■ad 

BF 

5 

i^.-./-*  "-*■■ 

ud 

8S-3t<wi.-nu«  <w.j». 

KF 

21a4 

V-H:    H-13t: 

and 

S-'.- 

Hence  the  total  maximum  stresses  are 

AK—4  4-12    —16  tons,  a  compresnon ; 
LM-3f  +  llt-15t    "  .  " 

JV0-2I+  SA^-lOA  " 
PQ'l    +  4i-  5i    "  " 

andPQ-1— IJ— —     J    "     atension; 
RF-1    +3-4      " 

Oraphieal  Method. — It  is  much  better,  however,  to  use  the  graphical  method 
in  the  determination  of  the  stresses  in  trusses  of  this  type.     The  following 
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C     ,      D     ,    E 


Y 

.-— h4-^b*| 

K 

M*.— 

■f 

\ 

\"' 

t 

'             X 

4^ 

4r 

^ 

V 

-L 



^WR 

i^j^"!  1 


P  V  OEFR  MP     y'       COCfS" 

Fio.  666.  Fia.  667 
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table  and  diagrams  |7ve  the  stresses  correapoading  to  the  different  distribu- 
tions of  load : 


rw.». 

Fig  «S. 

F)(  M(L 

Fl«.  MT, 

»1a.«60. 

Fia.  eos. 

Fik.  689. 

61  M  2 

3J»ll 

Louli 

1^0 

J:i!: 

«-36: 

XK 

-tv^ 

-ivro 

-ivTo 

-Ji/^ 

0 

-8V~0 

-P-0 

-flVo 

-|V6 

A^o 

A^it 

-8V6 

f? 

-iv-o 

-\r'° 

-2?° 

iV 

-8%^ 

-6Vlb 

(V^ 

-jv^ 

UN 

0 

tiVei 

»JV^ 

-AVei 

0 

0 

iiv^ 

OP 

-|vT 

-A^^ 

|vT 

',% 

-|V37 

-1V37 

-iv37 

-^ 

H 

at 

~i 

0 

*J 

0 

0 

II.  Thrce-hittged  Bridge  (arched  or  suspeDsion)  with  the  panel- 
points  of  the  curved  chord  in  the  arc  of  a  parabola  having  ita 
vertex  at  the  central  hinge. 


Let  the  whole  bridge  be  covered  with  a  uniformly  distributed 
load  of  intensity  10.  There  is  no  shear  at  the  central  hinge,  but 
merely  a  horizontal  reaction  H. 

Let  h  be  the  stress  at  any  point  P  in  the  horizontal  chord,  ver- 
tically above  the  point  Q  in  the  bow,  whose  vertical  and  horizontal 
distances  from  the  central  hinge  are  x  and  y  respectively,  a  being 
the  Central  depth  of  the  bridge. 

Take  moments  about  Q.    Then 


hia+x)=Hx- 
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,     P  ,        „,      toP 

y^=ri    and     Hi; --5-. 

,    wP      wP     „ 
*(a+«)-^-2-p-0. 


If  the  tniBBes  are  inverted,  the  bridge  is  one  of  the  ordinary 
suspension  type. 

Thus  under  a  uniformly  distribtiied  load  h  is  nU  and  there  is  no 
stress  in  the  horizontal  chord. 

Ex.  14.  A  three-hinged  eight-panel  tnie»  of  80  ft.  tpan,  IS  fi.  deep  at  the 
tupporie,  1)  ft.  deep  at  the  centre,  and  with  the  lower-chord  panet'pointa  lying  in  a 
parabola  harring  its  vertex  at  the  central  hinge.  The  panel  dead  and  live  loads 
are  2  and  6  tons  reapecUvely,  Fig.  671 . 

Then  Si-ljft.,    4r-5ft.,    3g-2ift.,    2p-9Jft.,    and     la-lSft. 

Alao,  cot  a—ff,    cot;8-A>    «rtr-},    cotJ-^. 

Street  diagram  for  a  uniformly  diebrOntted  load. 


Fia.  671. 

Fig.  672  is  the  stress  cUagram  for  a  uniformly  distributed  panel  dead 
load  of  2  tons.  The  stresses  in  similar  members  for  a  panel  live  load  of 
6  tons  are,  of  course,  three  times  tlie  corresponding  stresses  in  the  diagram,  if 
the  Uve  load  is  uniformly  distributed. 


The  i^agram  also  shows  that  for  uniformly  distributed  loads  the 
in  the  members  of  the  horizontal  chord  and  in  the  diagonals  are  alvays  nil. 
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Method  of  Section*. — Maximvm  live-load  Vessel  in  harizonUd  chord.  Loads 
at  the  points  m,,  m,,  m,  which  are  vertically  below  the  points  n„  n„  ni  in  which  ' 
the  members  op,  pq,  qr,  produced,  intersect  the  line  of  reaction  c6,  develope 
DO  BtresB  in  the  menibere  BL,  CN,  DP,  respectively.    Thus 


1 B  1 0  r6~-: 

",1.  s 

>^ 

ti'\- 

~--~>~-i 

For  the  left  truss  every  load  on  the  left  of  m,,  combined  with  the  corre- 
sponding reaction  along  eb,  tends  to  produce  a  rotation  from  right  to  left,  with 
respect  to  the  point  p,  and  must  be  equilibrated  by  an  equal  tendency  to 
rotation  from  left  to  right,  with  respect  to  the  same  point  p,  due  to  a  com- 
presnon  in  BL,  and  this  compression  is  greatest  when  the  live  load  is  con- 
centrated on  the  panel-points  I,  2,  3.  So,  every  load  from  m,  to  5,  com- 
bined with  the  corresponding  reaction  along  ci>,  tends  to  produce  a  rotation 
from  fc/(  to  right  with  respect  to  the  point  p,  and  developes  a  tension  in  BL. 

For  the  right  truss  every  load  from  6  to  10  causes  a  reaction  from  &  to  a 
and  tends  to  produce  a  rotation  from  left  to  right  with  respect  to  the  point 
p.  A  leitaion  is  therefore  developed  in  BL  which  is  greatest  when  every 
panel-point  from  4  to  10  is  loaded. 

Again,  the  compression  in  CW  is  greatest  when  the  live  load  is  concen- 
trated on  panel-points  from  1  to  4, 


f  Stbessbs   Developed   bt   a   Unifobhi-t  Distributed   IjOAD. 


Ibmbcr. 

i^t.^. 

«^.„,»_. 

BL 

ctr 

CN 
DP 
DP 

5  to  10 

V-2i;     H-M: 

fit,9t-V.3O  +  H.7i-flX10 

ud      BL-iil  loni-mu.  lent. 

and      CiV-lSUns-miu.utnp. 

C^.6-V.20-W.3i  +  3X20 

„d    c»-i»,...-™>,  »™ 
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Maximum  live4oad  atressee  in  curved  chord, 

cotr-J,     cosec  r-i'V'iT; 
cot  8—h     cooec  a-AVTiS. 


Fio.  674. 

For  the  ri^Ai  tmse  every  load  from  6  to  10  c&usea  a  reaction  from  6  to  a 
which  tendfl  to  produce  a  Isjt-^nded  rotation  with  respect  to  the  points  1, 
2,  3,  4,  and  5.  This  must  be  equilibrated  by  a  rigtU-handed  rotstion  due  to 
compressive  forces  developed  in  the  members  XK,  XM,  XO,  and  XQ. 

Again,  n,,  n„  n„  tit  are  the  points  in  which  cb  produced  is  intersected  by 
al,  a2,  a3,  a4  produced,  and  loads  at  1,  m„  m,,  m„  vertically  below  the  points, 
produce  no  stress  in  the  members  XK,  XM,  XO,  and  XQ,  respectively.  Hence 
for  the  left  trues  loads  on  the  right  of  1  develope  compressive  stresses  jn  XK, 
and  the  etreaaes  in  XM,  XO,  XQ  are  compressive  or  tensile  according  as  the 
loads  are  on  the  r^t  or  left  of  nii,  m„  m„  respectively. 


Tablb   o 

Maximum 

LiVB-LOAD     StRBSSBS     IN     MbUBBRS     Ot     CtTEVED     ChORD. 

Member. 

i^^. 

XK 

a  to  10 

XK.lSBiia-4.fl.30+H.li 

XK-Svlra  lona-mu.  camp. 

XK 

0 

V       "h 

XM 

3lol0 

x-.w.Munj-i.o.isVs^'w+H.u+r.ao 

ud 

xyf 

X.W.H^^3-V.^-hH( 

Hid 

X.\t-2Hloa,-naji.Um. 

XO 

V~2l:     H-Sdi: 
JSO.Srfnr-ei<10+3xa)+H.U  +  K.30 

M)d 

XO-Wi-^n  toni-mu.  amp. 

XO 

xo.5d»V:l*.W-5^i 

wd 

XO-ll'^n  toni-mu.  f<n. 

XQ 

V-41;     H-221: 
XQ.2imnS~3'x.lO+H.l\+V.lO 

■Dli 

XQ 

XQ.2i  An"  ~VAa-H.lt 

Ud 

XQ_(Vi45  t«.»-m«.  r™. 
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Maxiimim  Hve^oad  rireuei  in  diagonals.    Consider  the  equUibriuin  of  a 
portioD  of  the  left  truss  between  vertical  sections  y,]/i  and  yy  in  the  fint  panel 


Fio.  676. 

and  immediatcljr  on  the  right  of  the  central  hinge.  The  diagonal  stress  KL  is 
found  by  taking  moments  about  the  point  m,  in  which  ap  produced  intersects 
the  horizontal  chord. 

Every  load  on  the  left  of  m,  combined  with  the  corresponding  reaction 
along  cb  gives  a  resultant  which  lies  eAove  the  point  m,  and  which  therefore 
tends  to  produce  a  rotation  from  left  to  right  with  respect  to  m,.  This  must 
be  equilibrated  by  an  equal  tendency  to  rotation  from  right  to  hjt,  with  respect 
to  the  same  point,  and  must  therefore  be  produced  by  a  tension  in  KL. 

Every  load  from  m,  to  5,  combined  with  the  corresponding  reaction  along 
eb,  gives  a  resultant  which  bes  bdtno  m,  and  therefore  tends  to  produce,  with 
respect  to  this  point,  a  rotation  from  right  to  left,  developing  a  eompretnon 
mKL. 

Also,  every  load  on  the  ri^t  truss  causes  a  reaction  from  ft  to  a  which 
lies  bdow  the  point  Tn,,  sad  the  resulting  stress  in  KL  is  therefore  a  com- 
pression. 

Agmn,  let  ;)9,  ^r,  rft  be  produced  to  meet  the  horizoatal  chord  in  the  points 
m,,  5,  and  m,,  and  let  x„  x„  x„  and  x,  be  the  distances  of  mt,  m„  5,  and  m„ 
respectively,  from  1.    Then 

J, -10     9i 


X.-20      5 

x,-30    2i 

:r,-40_H 

x,-10     9i' 

1,-20     5' 

x,-30     2i' 

and 


X,  -25f  ft.. 


-32ft., 


I. -40  ft.,        at, -60  ft. 


Consider  the  equilibrium  of  portions  of  the  truss  between  yy  and  vertical 
sections  yj/„  ytHi,  ViVi  in  the  2d,  3d,  and  4th  panels,  respectively. 

Every  load  on  ^e  right  truss  produces  a  reaction  along  fta  which  falls 
below  the  points  mi  and  5,  and  above  the  point  m^,  so  that  the  tendency  to 
rotation  with  respect  to  the  points  mi  and  5  is  from  left  to  right,  while  with 
respect  to  m,  it  is  from  right  to  lejL  Thus  the  corresponding  stresses  de- 
veloped in  MN  and  QP  must  be  compressions,  while  the  stress  in  GR  must  be 
a  tension. 

Again,  every  load  on  the  left  of  the  points  m„  5,  m„  combined  respectively 
with  the  corresponding  reactions  along  eft,  give  resultants  which  fall  above 
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the  points  mt,  5,  and  mi,  and  therefore  the  tendency  to  rotation  with  respect 
to  these  points  is  from  rif^t  to  left  and  the  corresponding  stresses  developed 
in  MN,  OP,  and  QR  are  compreasions. 

So,  also,  the  stresses  developed  in  the  diagonals  MN ,  OP,  and  QR,  re- 
spectively, by  loads  between  m,  and  5  are  tensile. 

finally,  when  the  whole  bridge  is  loaded  equably,  the  diagonal  stresses 
are  nil.  Hence,  in  any  diagonal,  the  maximum  live-load  compression  must 
be  equal  in  magnitude  to  the  maximum  tensile  load. 

Graphical  Method. — The  stresses  in  the  several  members  may  be  obtained 
more  easily  by  drawing  the  stress  diagram  for  each  distribution  of  the  load 
and  then  superposing  the  results  as  follows; 


Kg.  877. 

Kg.  678. 

Fig.  67B. 

n..aso. 

Fig.  esi. 

Fig.  a 

Flg.68S. 

Member. 

SfiUS. 

«..i. 

«M3. 

QtatS. 
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Ex.  16.  5AotD  haw  lo  determine  the  maximum  strestei  in  the  verticals  and 
diagonah  o/  the  trusses  for  the  SavU  SU.  Marie  Bridge,  Fig.  624,  Ex.  1, 

As  already  stated,  the  maximum  Htreaaea  in  the  eeveral  members  are  best 
obtained  graphically.  Fig.  683  ia  the  stress  |^ 
diagram  when  the  only  force  on.  the  truss  is 
a  vertical  reaction  at  A  of  100,000  Ibs.-A'l'. 
Taking  XY-100,  so  that  each  unit  is  1000 
lbs.,  the  stresses  in  the  other  members  are 
indicated  on  the  figure. 

The  load  distribution  for  whiclt  the  stress 


Vio.  SS3. 
IS  greatest  is  Case  3,  the  actual  reactiim  at  A  being  124,230  lbs.    Then 


actual  stress  cd  -iVir(124,230)  -90,688  Iba., 
and  "         "      de-iVj(124,230)  -100,627  lbs. 

So  "  ■'      /s-M{95,020)-a4,6141b8.,     " 

etc.,  etc. 

12.  Wind-presBure. — Numerous  experiments  to  determine  the 
pressure  and  velocity  of  the  wind  have  been  made  by  means  of 
feathers,  cloud-shadowB,  anemometers  of  various  kinds,  wind- 
gauges,  pendulum,  tube,  and  spring  instnmients.  The  results, 
either  through  errors  of  observation,  errors  of  construction,  or  for 
other  occult  reasons,  are  almost  wholly  unreliable  and  give  the 
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engineer  no  accurate  information  upon  which  to  base  his  calcula- 
tions as  to  the  effect  of  wind  upon  a  structure.  Theoretical  inves- 
tigations on  the  subject  are  equally  unsatisfactory.  The  formulje 
expressing  the  relations  between  the  speed  of  the  anemometer,  the 
velocity  of  the  wind  and  its  pressure,  are  of  a  purely  empirical 
character,  and  are  only  applicable  to  a  specific  series  of  recorded 
observations. 

SmeatoQ  inferred  from  Rouse's  experiments  that  the  average 
pressure  in  pounds  per  square  foot  =  (velocity  in  miles  per  hour)* 
H-200,  or 


According  to  Dines  the  formula  should  be 

2000' 
The  Wind-pressure  Commission  (Eng.)  recommended  the  formula 


100' 

as  giving  with  tolerable  accuracy  the  maximum  pressure. 

Stokes  considered  that  the  actual  wind  velocities  should  be  about 
four  fifths  of  the  values  recorded  by  anemometers,  so  that  a  velocity 
of  64  miles  per  hour  recorded  as  corresponding  to  a  maximum  pres- 
sure of  40.6  lbs.  per  square  foot  (the  average  of  five  observed  pres- 
sures) would  be  reduced  to  51.2  miles  per  hour.  The  average  pres- 
sure corresponding  to  51.2  miles  per  hour  would  be  13.1  lbs.  per 
square  foot  according  to  Smeaton's  rule  and  only  9.18  lbs.  according 
to  Dines. 

Agfun,  certain  experiments  at  Greenwich  indicated  that  the 
pressure  was  increased  by  the  stiffness  of  the  copper  wire  connecting 
the  recording  pencil  with  the  pressure  plate,  and  a  flexible  brass 
chain  was  therefore  substituted  for  the  wire.  Thus  "modified,  a 
pressure  of  29  lbs.  per  square  foot  was  registered  as  corresponding 
to  a  velocity  of  64  miles  per  hour,  whereas  with  the  copper  wire  a 
pressure  of  49i  lbs.  per  square  foot  had  been  registered  with  a 
velocity  of  only  53  miles  per  hour. 
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These  facts  tend  to  show  that  the  actval  pressure  is  much  less 
than  that  given  by  a  recording  instrument,  and  that  the  very  high 
pressures,  as,  e.g.,  80  lbs.  per  square  foot  and  even  more,  must  be 
due  to  gusts  or  squalls  having  a  purely  local  effect.  This  opinion 
seems  to  be  confirmed  by  Sir  B.  Baker's  esperimenta  at  the  Forth 
Bridge,  which  also  indicate  that  the  pressure  per  square  foot 
diminishes  as  the  area  acted  upon  increases.  No  ei^ineering  struc- 
ture could  withstand  a  pressure  to  80  Ibe.  per  square  foot  of  surface, 
and  a  pressure  of  28  lbs.  to  32  lbs.  would  overturn  carriages,  drive 
trains  from  the  track,  and  stop  all  traffic. 

It  is,  of  course,  well  known  that  wind-forces  sufRciently  powerful 
to  uproot  huge  trees  and  to  demolish  the  strongest  buildings  are 
occasionally  developed  by  whirlwinds,  tornadoes,  and  cyclones, 
but  these  must  be  classed  as  acta  Dei  and  can  scarcely  be  considered 
by  an  engineer  in  his  calculations. 

Numerous  observations  as  to  the  effect  of  wind  upon  structures 
in  different  localities  must  yet  be  made  before  any  useful  and  reliable 
rules  can  be  enunciated.  In  the  case  of  existing  bridges  the  elonga- 
tion of  the  wind-braces  during  a  storm  can  easily  be  measured  within 
iijViF  ^^  ^n  inch.  Investigations  should  be  made  as  to  the  action 
of  the  wind  upon  stirfaces  of  different  forms  and  upon  sheltered 
surfaces,  as,  e.g.,  upon  the  surfaces  behind  the  windward  face  in 
bridge-trusses.  Again,  it  is  quite  possible,  if  not  probable,  that 
many  of  the  recorded  upsets  have  been  due  to  a  combined  lifting 
and  side  action,  requiring  a  much  less  flank  pressure  than  would  be 
necessary  if  there  were  no  upward  force,  and  hence  further  light 
should  be  obtained  on  this  point. 

Under  any  circumstances,  the  wind-stresses  should  be  as  small 
as  possible,  compatible  with  safety,  seeing  how  largely  they  influence 
the  sections  of  the  several  members,  especially  in  bridges  of  long  span.* 

13.  Empirical  RegulationB. 

Wind-pressure  Commission  Rules. — For  railway  bridges  and 
viaducts  assume  a  maximum  pressure  of  56  lbs.  per  square  foot  upon 
an  area  to  be  estimated  as  follows: 

A.  In  close-girder  bridges  or  viaducts  the  area 
■^area  of  windward  face  of  girder 

+  area  of  train  surface  above  the  top  of  the  same  ^der. 
•  For  moBt  recent  researcheB  see  paper  by  Stanton,  Proc.  iDst.  of  C.  E.(Eiik.)  Vol.  156. 
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B.  In  open-gader  bridges  or  viaducts  the  area  for  the  vnndward 
girder 
-area  of  windward  fa«e,  assttmed  chse,  between  rails  and 

top  of  train 
+calaiktt&l  area  of  windward  surface  above  the  top  of  the 

train 
+ calculated  area  of  windward  surface  helow  the  raiJs. 
For  the  leeward  girder  or  girders  the  area 

—calculated  area  of  surface  of  one  girder  above  the  top 
of  the  train  and  below  the  level  of  the  rails,  the  pres- 
sure being  28,  42,  or  56  lbs.  per  square  foot,  according 
as  this  area  <|S,  >^5  and  <  \S,  or  >\S,  where  S 
is  the  total  area  within  the  outline  of  the  girder.    The 
assumed  factor  of  safety  is  to  be  4. 
American  SpedficcUions. — (a)  The  lateral  bracing  in  the  plane 
of  the  roadway  is  to  be  designed  so  as  to  bear  a  pressure  of  30  lbs. 
per  square  foot  upon  the  vertical  surface  of  one  truss  and  upon  the 
surface  of  a  train  averaging  12  aq.  ft.  per  lineal  foot,  i.e.,  360  lbs. 
per  lineal  foot;    this  latter  is  to  be  regarded  as  a  live  load.    The 
lateral  bracing  in  the  plane  of  the  other  chord  is  to  be  designed  so  as 
to  bear  a  pressure  of  50  lbs.  per  square  foot  upon  twice  the  vertical 
surface  of  one  truss. 

(6)  The  portal,  vertical,  and  horizontal  bracing  is  to  be  propor- 
tioned for  a  pressure  of  30  lbs.  per  square  foot  upon  twice  the  ver- 
tical surface  of  one  truss  and  upon  the  suriace  of  a  trun  averaging 
10  sq.  ft.  per  lineal  foot,  i.e.,  300  lbs.  per  lineal  foot,  the  latter  being 
treated  as  a  live  load. 

(c)  Live  load  in  plane  of  roadway  due  to  wind-pressure— 300  lbs. 
per  lineal  foot. 
Fixed  load  in  plane  of  roadway  due  to  wind-pressure  »- 150  lbs. 

per  lineal  foot. 
Fixed  load  in  plane  of  other  chord  due  to  wind-presure  =  150 
lbs.  per  lineal  foot. 
Lateral  Bracing. — Consider  a  truss-bridge  with  parallel  chords 
and  panels  of  length  p.    Let  A  be  the  area  of  the  vertical  surface 
of  one  truss. 

According  to  (a)  the  lateral  bracing  in  the  plane  of  the  roadway 
is  subjected  to  (1)  a  panel  live  load  of  360p  lbs.  and  (2)  a  panel 
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fixed  load  o(  30A  lbe.,while  in  the  plane  of  the  other  chord  it  is  sub- 
jected to  a  panel  fixed  load  (d 

50X2A-I004]bfl. 

Thus,  if  the  figure  represent  the  bracing  in  the  plane  of  the  road- 
way of  a  ten-panel  truss,  and  if  the  wind  blow  upon  the  side  AB, 


the  maximum  horizontal  force  for  which  any  diagonal,  e.g.,  CD,  is 
to  be  deugned  is 

—45A  lbs.  due  to  the  horizontal  force  of  30A  lbs.  at 

each  panel-point 
+  756p  lbs.  due  to  the  horizontal  force  of  360p  lbs.  at 

each  panel-point  between  C  and  B. 

The  dotted  lines  show  the  bracing  required  when  the  wind  blo«B 
on  the  opposite  aide. 

It  is  sometimes  maintained  that  the  wind-forces  in  the  plane  of 
the  upper  chords  of  a  through-bridge  or  the  lower  chords  of  a  deck- 
bridge  are  transmitted  to  the  floor-bracing  through  the  posts.  This 
can  hardly  be  correct  in  the  case  of  long  posts,  as  they  do  not  possess 
sufficient  stifTness.  It  has,  however,  been  pointed  out  that,  in 
throi^h-bridges,  the  cumulative  effect  of  the  wind-pressure  at  the 
ends  of  the  bridge  might  produce  a  serious  bending  action  in  the 
end  posts  This  action  would  have  to-  be  resisted  by  additional 
plating  on  the  end  posts  below  the  portals,  or  by  an  increase  of 
their  sectional  area. 

Under  wind-pressiu^  the  floor-beams  act  as  posts;  hence,  if 
the  wind-bracing  is  attached  to  the  top  or  compression  flange  of  a 
floor-beam,  the  flange's  sectional  area  must  be  proportionately 
increased.  If  the  bracing  is  attached  to  the  lower  or  tension  flange, 
the  stresses  in  the  latter  will  be  diminished. 
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14.  Chords. — The  wind-preesure  transmitted  throu^  the  floor- 
bracing  increases  the  stresses  in  the  several  members,  or  panel  lengths, 
of  the  leeward  chord,  the  greatest  increments  being  due  to  a  hori- 
zontal force  of  (360p+304)  lbs.  at  each  of  the  panel-points  in  AB. 
The  corresponding  chord  stresses  in  the  ten-panel  truss-bridge 
referred  to  above  are: 

C,=0; 

C3=4i(360p  +  30A)  tanfllba.; 

(73  =  Ca  +  3J(360p  +  30A)  tantf  =  8(360p+30A)  tanfllbs.; 

C4  =  Ca+2i(360p  +  30A)  tan  fl  =  10}(360p+30A)  tan  0  Ito.; 

C6=C<+li(360p  +  30A)  tan  (?- 12(360p  +  30X)  tan  tf  lbs., 

90°  —d  being  the  angle  between  a  diagonal  and  a  chord. 

Again,  the  wind-pressure  tends  to  capsize  a  train  and  throws 

an  additional  pressing  of  P^  lbs.  per  lineal  foot  upon  the  leeward 

rail,  P  being  the  pressure  in  pounds  per  lineal  foot  on  the  trtun 
surface,  y  the  vertical  distance  between  the  line  of  action  of  P  and 
the  top  of  the  r^Is,  and  G  the  gauge  of  the  rails. 
Thus,  the  total  pressure  on  leeward  rail 

=  \^+P§)  lbs.  per  lineal  foot, 

and  the  total  pressure  on  windward  rail 

=-  (g-  —Pfi)  Ihs.  per  lineal  foot, 

ui  being  the  weight  of  the  train  in  pounds  per  hneal  foot. 

Hence  the  total  vertical  pressure  at  a  panel-point  of  the  lee- 
ward truss 

(w     ^y\  S+0,  (w     „w\  S-G 
S  being  the  distance  between  the  trusses. 
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15.  Cantilever  Tnuses. — A  cantilever  is  a  structure  supported 
at  one  end  only,  and  a  bridge  of  which  such  a  structure  forms  part 
may  be  called  a  cantilever  bridge.    Two  cantilevers  may  project 


from  the  supports  so  as  to  meet,  or  a  gap  may  be  left  .between  them 
which  may  be  bridged  by  an  independent  girder  resting  upon  or 
hinged  to  the  ends  of  the  cantilevers.  The  form  of  the  cantilever 
is  subject  to  considerable  variation. 


Figs.  6$8  to  693  represent  the  simplest  forms  of  a  cantilever 
frame.    If  the  member  AB  has  to  support  a  uniformly  distributed 


Fio.  090. 


Fio.  691. 


load  as  well  as'a  concentrated  load  at  B,  mtermediate  stays  may 
be  introduced  as  shown  by  the  full  or  by  the  dotted  lines  in  Figs. 
690  and  691.    Should  a  live  load  travel  over  AB,  each  stay  must  be 
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designed  to  bear  with  safety  the  maximum  stress  to  which  it  may 
be  subjected. 

R^.  692  and  693  show  cantilever  trusses  with  parallel  chords. 
If  the  truss  18  of  the  double-intersection  type,  Fig.  693,  the  e 

Fn.  602.  Fm.  683. 


^r^:'7F^7K^?^s-^ 


^ 


in  the  members  terminating  in  B  become  indeterminate.  They 
may  be  made  determinate  by  introducing  a  short  link  BD,  Fig.  694. 
ThuB,  if,  in  DB  produced,  BO  be  taken  to  represent  the  resultant 
stress  along  the  hnk,  and  if  the  parallelogram  HK  be  completed, 
BK  will  represent  the  stress  along  BE,  and  BH  that  along  BF. 

This  link  device  has  been  employed  to  equalize  the  pressure 
on  the  turntable  TT  of  a  swuig-bridge  (Fig.  695).  An  "equaUzer  " 
or  a  "rocker-link"  BD,  Fig.  696,  conveys  the  stresses  transmitted 
through  the  members  of  the  truss  terminating  in  Z>  to  the  centre 
posta  BT. 

Theoretically,  therefore,  the  pressure  over  TT  will  be  evenly 
distributed,  whatever  the  loading  may  be,  if  the  direction  of  BD 
bisects  the  angle  TBT  and  if  friction  is  neglected. 

The  joint  between  the  central  span  and  the  cantilever  requires 
the  most  careful  consideration  and  should  fulfil  the  following  con- 
ditions : 

(o)  The  two  cantilevers  should  be  free  to  expand  and  contract 
under  changes  of  temperature. 

(6)  The  central  span  should  have  a  longitudinal  support  which 
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will  enable  it  to  withstand  the  effect  of  the  braking  of  a  train  or 
the  pressure  of  a  wind  blowing  longitudinally. 

(c)  The  wind-pressure  on  the  central  span  should  bear  equally 
on  the  two  cantilevers. 

(<f)  The  connections  at  both  ends  should  have  sufficient  lateral 
rigidity  to  check  undue  lateral  vibration.  Conditions  (o)  and  (c) 
would  be  fulfilled  by  supporting  the  central  span  like  an  ordinary 
bridge-truss  upon  a  rocker  bolted  down  at  one  end  and  upon  a  rocker 
resting  on  expansion  rollers  at  the  other.  This,  however,  would 
not  satisfy  condition  (b).  It  is  preferable  to  support  the  span  by 
means  of  rollers  or  links  at  both  ends,  and  to  secure  it  to  one  canti- 
lever only  on  the  central  line  of  the  bridge  with  a  large  vertical  pin, 
adapted  to  transmit  all  the  lateral  shearing  force.  A  similar  pin 
at  the  other  end,  free  to  move  in  an  elongated  hole,  or  some  equiva^ 
lent  arrangement,  as,  e.g.,  a  sleeve-joint  bearing  laterally  and 
with  rollers  in  the  seat,  is  a  satisfactory  method  of  transmitting 
the  shearing  force  at  that  end  also.  (If  there  is  an  end  post,  it 
may  be  made  to  act  like  a  hii^  so  as  to  allow  for  expansion,  etc.) 
The  points  of  contrary  flexure  of  the  whole  bridge  under  wind-pres- 
sure are  thus  fixed,  and  all  uncertainty  as  to  wind-stresses  removed. 

Where  other  spans  have  to  be  built  adjacent  to  a  large  can- 
tilever span,  it  should  not  be  hastily  assumed  that  it  is  necessarily 
best  to  counterbalance  the  cantilever  by  a  contiguous  cantilever 
in  the  opposite  direction.  If  it  is  possible  to  obtain  good  founda- 
tions and  if  piers  are  not  expensive,  it  might  be  cheaper  to  build 
a  number  of  short  independent  side  spans  and  to  secure  the  can- 
tilever to  an  independent  anchorage.  If  this  b  done,  care  must  be 
taken  to  give  the  abutment  sufficient  stability  to  take  up  the  unbal- 
anced thrust  along  the  lower  boom  of  the  cantilever. 

Suppose  that  the  cantilever  is  anchored  back  by  means  of  a 
single  back-stay. 

Let  Tr  =  weight  necessary  to  resist  the  pull  of  the  back-stay; 
A  =  depth  of  end  post  of  cantilever; 
2  =  horizontal  distance  between  foot  of  post  and  anchorage^ 
M  =  bending  moment  at  abutment  =  TFz. 

If  it  is  now  assumed  that  the  sectional  areas  of  the  post  and  back- 
stay are  proportioned  to  the  stresses  they  have  to  bear  {which  is 
never  the  case  in  practice),  the  quantity  of  material  in  these  members 
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must  be  proportional  to 

■t-2A=     .,^+2h? 

—T '^M 7 , 

h  he    ' 

which  is  a  minimum  when  2=V2)i. 

If  a  horizontal  member  is  introduced  between  the  feet  of  the 
back-stay  and  the  post,  the  quantity  of  material  becomes  propor- 
tional to 

n  n  2ft   ' 

which  is  a  minimum  when  z  =  k,  i.e.,  -when  the  back-stay  slopes  at 
an  angle  of  45".  By  making  the  angle  between  the  back-stay  and 
the  horizontal  a  little  less  than  45°,  a  certain  amoimt  of  material 
may  be  saved  in  the  joints  of  the  back-stays  and  also  in  the  anchors, 
which  more  than  compensates  for  the  increased  weight  of  the 
anchors  themselves. 

(Note. — In  these  calculations  it  is  assumed  that  the  top 
chord  is  horizontal,  and  that  the  feet  of  the  post  and  back-stay 
are  in  the  same  horizontal  plane.  This  is  rarely  the  case  in  prac- 
tice.) 

According  to  the  above  the  weight  of  material  necessary  for 
the  back-stay  is  directly  proportional  to  the  bending  moment  at 
the  abutment  and  inversely  proportional  to  the  depth  of  the  can- 
tilever, other  things  being  equal.  A  double  cantilever  has,  in  general, 
.  no  anchorage  of  any  great  importance. 

If  the  span  is  very  great,  a  cantilever  bridge  usually  requires 
less  material  than  any  other  rigid  structure  of  equal  strength,  even 
though  anchorage  may  have  to  be  provided.  If  two  large  spans 
are  to  be  built,  a  double  cantilever,  requiring  no  anchorage,  may 
effect  a  very  considerable  saving  in  material,  althoL^h  a  double 
pier,  of  sufficient  width  for  stability  under  all  conditions  of  loading, 
will  be  necessary. 

A^in,  where  false-works  are  costly  or  impossible,  the  property 
of  the  cantilever  that  it  can  be  made  to  support  itself  during  erection 
gives  it  an  inmiense  advantage.  If  the  design  of  the  cantilever  is 
8uch  that  it  can  be  built  out  rapidly  and  cheaply,  it  will  often  be 
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the  most  economical  frame  in  the  end,  even  if  the  total  quantity  of 
material  b  not  so  small  as  that  required  for  some  other  type  of 
bridge.  In  all  engineeaing  work  quantity  of  maierial  is  only  one  of 
the  elements  of  cost,  and  this  should  be  carefully  borne  in  mind 
when  designing  a  cantilever  bridge  because  a  want  of  regard  to 
the  method  of  erection  may  easily  add  to  its  cost  an  amount  much 
greater  than  can  be  saved  by  economizing  material. 

In  ordinary  bridge-trusses  the  amount  of  the  web  metal  is 
greatest  at  the  ends  and  least  at  the  centre,  while  the  amoimt  of 
the  chord  metal  is  least  at  the  ends  and  greatest  at  the  centre.  Thus 
the  assumption  of  a  uniformly  distributed  dead  load  for  such  bridges 
is,  generally  speaking,  sufficiently  accurate  for  practical  purposes. 
In  the  case  of  cantilever  bridges,  however,  the  circumstances  are 
entirely  different.  In  these  the  amount  of  the  metal  both  in  the 
web  and  in  the  chorda  is  greatest  at  the  support  and  least  at  the 
end.  For  example,  the  weight  of  the  cantilevers  (exclusive  of  the 
weight  of  platform,  viz.,  J  ton  per  lineal  foot)  for  the.  Indus  Bridge, 
per  lineal  foot,  varies  from  6i  tons  at  the  supports  to  1  ton  at  the 
outer  ends.  Hence  the  hypothesis  of  a  uniformly  distributed  dead 
Joad  for  such  structures  cannot  hold  good. 

The  weight  of  a  cantilever  for  a  given  span  may  be  approxi- 
mately calculated  in  the  following  manner: 

Determine  the  stresses  in  the  several  members,  panel  by  panel — 

(A)  For  a  load  consisting  of 

(1)  a  given  unit  weight,  say  100  tons,  at  the  outer  end; 

(2)  the  corresponding  dead  weight. 

(B)  For  a  load  consisting  of 

(1)  the  specified  live  load; 

(2)  the  corresponding  panel  dead  weight. 

Thus  the  whole  weight  of  a  panel  will  be  the  sum  of  the  weights 
deduced  in  (A)  and  (B),  and  the  total  weight  of  the  cantilever  will 
be  the  sum  of  the  several  panel  weights. 

This  process  evidently  gives  at  the  same  time  the  weights  of 
cantilevers  of  one,  two,  three,  etc.,  panel  lengths,  the  toads  remain- 
ing the  same. 

The  panel  dead  weights  referred  to  in  (A)  and  (B)  must,  in  the 
first  place,  be  assumed.  This  can  be  done  with  a  large  degree  of 
accuracy,  as  the  dead  weight  must  necessarily  ffradwUly  increase 
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towards  the  support,  and  any  error  in  a  particular  panel  may  be 
easily  rectified  by  subsequent  calculations. 

Agfun,  the  preceding  remarks  indicate  a  method  of  finding  the 
most  economical  cantilever  length  in  any  given  case. 

Take,  e.g.,  an  opening  spanned  by  two  equal  cantilevers  and 
an  intermediate  girder.  Having  selected  the  type  of  bridge  to  be 
employed  for  the  intermediate  span,  estimate,  either  from  existing 
bribes  or  otherwise,  the  weights  of  independent  bridges  of  the 
same  type  and  of  different  spans.  Sketch  a  skeleton  diagram  of  the 
cantilever,  extending  over  one  half  of  the  whole  span,  imd  apply 
to  it  the  processes  referred  to  m  (A)  and  (B). 

If  L  is  the  length  of  the  cantilever  and  P  that  of  a  panel,  the 
following  table,  in  which  the  intermediate  span  increases  by  two 
panel  lengths  at  a  time,  may  be  prepared: 


11 

■si 

■3 

i 

"3  J. 

m 

pi 

mm 

|IHI 

°3 

L 

2P 

L-2P 

iP 

L-AP 

GF 

L-&P 

SP 

L-SP 
etc. 

Weight  in  col.  3  =  one  half  of  the  weight  of  the  intermediate  girder 

+one  half  of  the  live  load  it  carries  if  uniformly 

distributed.     (The    proportion    will   be   greater 

than  one  half  for  arbitrarily  distributed  loads, 

and  may  be  easily  determined  m  the   ustal 

manner.) 

Col,  5  gives  the  weights  obtained  as  in  A. 

„  ,             ,    .    weizht  on  end  of  cantilever 
Col.  6-col.  5X — jpQ . 

Col,  7  gives  the  weights  obtained  as  in  B. 
Col.  8  =  col.  2  +  col,  6+col,  7. 

It  is  important  to  bear  in  mind  that  an  increase  in  the  weight 
of  the  central  span  necessitates  a  corresponding  mcrease  in  the 
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weights  of  the  cantitevera.  Hence,  in  order  that  the  weight  of 
the  structure  may  be  a  mmimum,  the  best  material  with  the  highest 
practicable  working  unit  stress  should  be  employed  for  the  centre 
span. 

The  table  must  of  course  be  modified  to  meet  the  requirements 
of  different  sites.  Thus,  if  anchorage  is  needed,  a  column  may  be 
added  for  the  weights  of  the  back-stays,  etc. 

Curve  of  Cantilever  Boom. — Consider  a  cantilever  with  one  horizon- 


Fio.  697. 


Fio.  698. 


tal  boom  OA,  and  let  x,  yhe  the  coordinates  of  any  point  P  in  the 
other  boom,  O  being  the  origin  of  coordinates  and  A  the  abutment 
end  of  the  cantilever. 

Let  TF  be  the  portion  of  the  weight  of  an  independent  span  sup- 
ported at  0. 

Let  w  be  the  intensity  of  the  load  at  the  vertical  section  through  P. 

Assume  (1)  that  there  are  no  diagonal  strains,  and,  hence,  that 
the  web  consists  of  vertical  members  only; 

(2)  that  the  stress  H  in  the  horizontal  boom  is  con- 

stant, and  therefore  the  bending  moment  at  P 

-By, 

(3)  that  the  whole  load  is  transmitted  through  the  ver- 

tical memberB  of  the  web. 

Let  k  be  such  a  factor  that  kTl  is  the  weight  of  a  member  of 
length  I,  subjected  to  a  stress  T. 

{Note. — If  I  is  in  feet  and  T  in  tons,  then  k  for  steel  is  about 
.0003,  allowance  being  made  for  loss  of  section  or  increase  of  weight 
at  connections.) 

w  consists  of  two  parts,  viz.,  a  constant  part  p,  due  to  the  weight 
of  the  platform,  wind-bracing,  etc.,  which  is  assimied  to  be  uniformly 
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distributed;  and  a  variabie  fart,  due  to  the  weight  of  the  cantilever^ 
which  may  be  obtained  va  follows: 

Weight  of  element  dx  of  horizontal  boom—iJffdx. 
"      "    web  corresponding  to  di  —  kwydx. 

"     "    element  of  curved  boom  corresponding  to  dx 

Hence  the  variable  intensity  of  weight 
-kB  +  k 


w=p  +  kH+lewy+kH(^)  . 


Again,  if  M  is  the  bending  moment  and  S  the  shearing  force  at 
the  vertical  aection  through  P,  then 

dz^'dx'"'    d^- 
Therefore    H'^-p+kH  +  hwy  +  kH[^' 


.-p+kH+kHy^+kHll  +  \^j 

iDtegratmg  twice, 

Hy-A+Bx+(ji+2kirij+kH^, 

A  and  B  being  constants  of  integration. 

When  i-O,  u-O    and    H^-W. 

ax 

Thus  A-0    and    B-W. 
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Hy'Wx  +  (^+2kH)j+kH^ 


is  the  equation  to  the  curve  of  the  boom,  and  represents  an  ellipse 
with  its  major  axis  vertical,  and  with  the  lengths  of  the  two  axes 


in  a  ratio  equal  to  (      ■„ — )  ■ 


The  depth  of  the  longest  cantilever  is  determined  by  the  vertical 
tangentvat  the  end  of  the  minor  axis,  and  corresponds  to  the  value 

of  y  pven  by  making  t-=0  in  the  precedisg  equation,  which  gives 

1 

For  a  given  value  of  H  the  curve  of  the  boom  is  independent 
of  the  span.  Again,  for  a  given  length  of  cantilever  with  a  boom 
of  this  elliptic  form,  a  value  of  H  may  be  found  which  will  make 
the  total  weight  a  minimum,  and  which  will  therefore  give  the  most 
economical  depth.  Such  an  investigation,  however,  can  only  be 
of  interest  to  mathematicians,  as  the  hypotheses  are  for  from  being 
even  approximately  true  in  practice,  and  the  resulting  depth  would 
be  obviously  too  great. 

Assumption  (1)  no  longer  holds  when  a  live  load  has  to  be 
considered.  Diagonal  bracings  must  then  be  introduced,  which 
become  heavier  as  the  depth  increases,  in  consequence  of  their 
increased  length.  The  diagonal  bracings  are  also  largely  affected 
by  the  length  of  the  panels.  If  the  panels  are  short,  and  if  a 
great  depth  of  cantilever,  diminishing  rapidly  away  from  the 
abutment,  is  used,  the  angles  of  the  diagonal  bracing,  near  the 
abutment,  will  be  unfavorable  to  economy.  This  difficulty  may 
be  avoided  by  adopting  a  double  system  of  triangulation  over  the 
deeper  part  of  the  cantilever  only,  or  even  a  treble  system  for  some 
distance  in  a  large  span.  The  objections  justly  urged  against  mul- 
tiple systems  of  triangulation  in  trusses  lose  most  of  their  force  in 
large  cantilevers.  In  the  first  place,  the  method  of  erection  by 
building  out  insures  that  each  diagonal  shall  take  its  proper  share 
of  the  dead  load;  and  in  the  second  place,  it  should  be  remembered 
that  only  in  large  spans  could  a  double  system  have  anything  to 
recommend  it,  and  then  only  near  the  abutment  where  the  stresses 
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are  greatest:  in  such  cases  the  moving  load  only  produces  a  small 
portion  of  the  entire  stress  in  the  web.  In  practice  a  compromise 
has  to  be  made  between  different  requirements,  and  the  depth 
must  be  kept  within  such  limits  as  will  admit  of  reasonable  propor- 
tions in  other  respects,  while  the  diagonal  ties  or  struts  may  be 
allowed  to  vary  in  inclination,  to  some  extent,  from  one -panel  to 
another. 

Again,  in  fixing  the  panel  length,  care  must  be  taken  that  there 
is  no  undue  excess  of  platform  weight,  as  this  will  produce  a  corre- 
sponding increase  in  the  weight  of  the  cantilever. 

An  excessive  depth  of  cantilever  generally  causes  an  increase  in 
the  cost  of  erection. ' 

Both  theory  and  practice,  however,  indicate  that  it  will  be  more 
advanta^ous  to  choose  a  greater  depth  for  a  cantilever  than  for 
an  ordinary  girder  bridge. 

An  ordinary  proportion  for  a  large  girder  bridge  would  be  one 
ninth  to  one  seventh  of  the  span,  and  if  for  the  prder  were  substi- 
tuted two  cantilevers  meeting  in  the  nuddle  of  the  span,  the  depth 
might  with  advantage  be  considerably  increased  beyond  this  pro- 
portion at  the  abutment,  if  it  be  reduced  to  nil  where  the  cantilevers 
meet.  When  a  central  span  ia  introduced,  resting  upon  the  ends  of 
the  two  cantilevers,  the  concentrated  load  on  the  end  ^ves  an  addi- 
tional reason  for  still  further  increasing  the  depth  at  the  abutment 
proiporiionaUy  to  the  length  of  the  catUUever,  The  greatest  economical 
depth  has  probably  been  reached  in  the  Indus  bridge,  in  which  the 
depth  at  the  abutment  =  .54xlength  of  cantilever.  Probably  the 
proportion  of  one  third  of  the  length  of  the  cantilever  would  be 
ample,  except  where  the  anchorage  causes  a  considerable  part  of  the 
whole  weight,  but  each  case  must  be  considered  on  its  own  merits. 
The  reduction  of  deflection  obtained  by  increasing  the  depth  is  also 
an  appreciable  consideration. 

If  a  depth  be  chosen  not  widely  Afferent  from  that  which  makes 
the  quantity  of  material  a  minimum,  the  weight  will  be  only  slightly 
increa^d,  while  it  is  possible  that  great  structural  advantages  may 
be  gained  in  other  directions.  In  reconmiending  a  great  depth 
for  a  cantilever  at  its  abutment,  it  is  assumed  that  the  depth  will 
be  continuously  reduced  from  the  abutment  outwards.  If  the 
load  were  continuously  distributed,  it  is  by  no  means  certmn  that 
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a  cantilever  of  uniform  depth  would  require  more  material  than 
one  of  varying  depth,  but  it  has  already  been  pointed  out  to  what 
extent  the  weight  of  the  structure  itself  necessarily  varies,  and  if 
the  concentrated  load  at  the  end  were  separately  considered,  the 
economical  truss  would  be  a  simple  triangular  frame  of  very  great 
depth.  Froni  economic  considerations,  it  would  be  well  to  reduce 
the  depth  of  the  cantilever  at  the  outer  end  to  nil,  but  in  many 
cases  it  is  thought  advisable  to  maintain  a  depth  at  this  point  equal 
to  that  at  the  end  of  the  central  span,  so  that  the  latter  may  be 
built  out  without  false-works,  under  the  same  system  of  erection 
as  is  pursued  in  the  case  of  the  cantilever.  The  post  at  the  ends 
of  the  central  span  and  cantilever  is  sometimes  hinged  to  allow  for 
expansion. 

Deflection. — A  serious  objection  urged  against  cantilever  bridges 
is  the  excessive  and  irregular  deflection  to  which  they  are 
sometimes  subject.  They  usually  deflect  more  than  ordinary  truss- 
bridges,  and  the  deflection  is  proportionately  increased  under  sud- 
denly applied  loads.  In  the  endeavor  to  recover  its  normal  position, 
the  cantilever  springs  back  with  increased  force  and,  owing  to  the 
small  resistance  offered  by  the  weight  and  stiffness  at  the  outer  end, 
there  may  result,  especially  in  light  bridges,  a  kicking  movement. 
It  must,  however,  be  borne  in  mind  that  the  deflection,  of  which 
the  importance  in  connection  with  iron  bridges  has  always  been 
recognized,  is  not  in  itself  necessanly  an  evil,  except  in  so  far  as  it 
is  an  indication  or  a  cause  of  over-strain. 

i6.  The  Statical  Deflection,  due  to  a  quiescent  load,  must  be 
distinguished  from  what  might  be  called  the  dynamical  deflection, 
i.e.,  the  additional  deflection  due  to  a  load  in  motion.  The  former 
should  not  exceed  the  deflection  corresponding  to  the  statical  stresses 
for  which  the  bridge  is  designed.  The  amount  of  the  dynamical 
deflection  depends  both  upon  the  nature  of  the  loads  and  upon 
the  manner  in  which  they  are  applied,  nor  are  there  sufficient  data 
to  determine  its  value  even  approximately.  It  certainly  largely 
increases  the  statical  stresses  and  produces  other  ill  effects  of  which 
little  is  known. 

Hitherto  the  question  as  to  the  deflection  of  framed  structures 
has  received  but  meagre  attention,  and  formulae  deduced  for  solid 
girders  have   been  employed   with  misleading  results.    It  would 
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seem  to  be  more  scientific  and  correct  to  treat  each  member  sepa- 
rately and  to  consider  ite  individual  deformation. 

17.  Rollera.^One  end  of  a  bridge  usually  rests  upon  nests  of 
turned  wrought-iron  or  steel  friction  rollers  running  between  planed 
surfaces.  The  diameter  of  a  roller  should  not  be  less  than  2  ins., 
and  the  pressure  upon  it  in  pounds  per  lineal  inch  should  not  exceed 
500  v^  if  made  of  wrought  iron,  or  600  "^d  if  made  of  steel,  d  being 
the  diameter  in  inches. 

18.  Eye-tmrg. — In  England  it  haa  been  the  practice  to  roll  bars 
havii^  enlarged  ends,  and  to  forge  the  eyes  under  hydraulic  pres- 
sure with  suitably  shaped  dies.  In  America  both  hammer-forged 
and  hydraulic-forged  eye-bars  are  made,  the  latter  being  called 
weidless  eye-ixB^.  Careful  mathematical  and  experimental  inves- 
tigations have  been  carried  out  to  determine  the  proper  dimenaons 
of  the  link-head  and  pin,  but  owing  to  the  very  complex  character 
of  the  stresses  developed  in  the  metal  around  the  eye,  an  accurate 
mathematical  solution  is  impossible. 

Let  d  be  the  width  and  /  the  thickness  of  the  shank  of  the  eye- 
bar  represented  in  Fig.  699.  Let 
S  be  the  width  of  the  metal  at 
the  sides  of  the  eye,  and  H  the 
width  at  the  end.  Let  Z)  be  the 
diameter  of  the  pin. 

The  proportions  of  the  head 
are  governed  by  the  general  con- 
Fio.  699.  dition  that  each  and  every  part 

should  be  at  least  as  strong  as  the  shank. 

When  the  bar  is  subjected  to  a  tensile  stress  the  pin  is  tightly 
embraced,  and  failure  may  arise  from  any  one  of  the  following  causes: 
(o)  The  pin  may  be  shorn  through. 

Hence,  if  the  pin  is  in  double  shear,  its  sectional  area  should 
be  at  least  one  half  that  of  the  shank. 

It  may  happen  that  the  pin  is  bent,  but  that  fracture  is  pre- 
vented by  the  closing  up  of  the  pieces  between  the  pin-head  and 
nut;  the  efficiency,  however,  of  the  connection  is  destroyed,  as  the 
bars  are  no  longer  free  to  turn  on  the  pin. 

In  practice  D  for  flat  bars  varies  from  |d  to  id,  but  usually 
lies  between  ^d  and  ^. 
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The  diameter  of  the  pin  for  the  end  of  a  round  bar  is  generally 
made  equal  to  1^  times  the  diameter  of  the  bar. 

The  pin  should  be  turned  so  as  to  fit  the  eye  accurately,  but  the 
best  practice  allows  a  difference  of  from  ^  to  tK  of  an  inch  in  the 
.jiiameters  of  the  pin  and  eye.. 

(b)  The  link  may  tear  aero»s  MN. 

Od  account  of  the  perforation  of  the  head,  the  direct  pull  on 
the  shank  is  bent  out  of  the  straight  and  distributed  over  the  sections 
S.  There  is  no  reason  for  the  assumption  that  the  distribution  is 
uniform,  and  it  is  obviously  probable  that  the  intensity  of  stress 
is  greatest  in  the  metal  next  the  hole.  Hence  the  sectional  area 
of  the  metal  across  MN  must  be  at  least  equal  to  that  of  the  shank, 
and  in  practice  is  always  greater. 

S  usually  varies  from  .55d  to  .625d. 

The  sectional  area  through  the  sides  of  the  eye  in  the  head  of  a 
round  bar  varies  from  IJ  times  to  twice  that  of  the  bar. 

(c)  The  pin  may  be  torn  through  the  head. 

Theoretically  the  sectional  area  of  the  metal  across  PQ  should 
be  one  half  that  of  the  shank.  The  metal  in  front  of  the  pin,  how- 
ever, may  be  likened  to  a  uniformly  loaded  girder  with  both  ends 
fixed,  and  is  subjected  to  a  bending  as  well  as  to  a  shearing  action. 
Hence  the  minimum  value  of  H  has  been  fixed  at  id,  and  if  H  ia 
made  equal  to  d,  both  kinds  of  action  will  be  amply  provided  for. 

(d)  The  bearing  surface  may  be  insufficient. 

If  such  be  the  case,  the  intenaty  of  the  pressure  upon  the  bear- 
ing surface  is  excessive,  the  eye  becomes  oval,  the  metal  is  upset, 
and  a  fracture  takes  place.  Or  agwn,  as  the  hole  elongates,  the 
metal  in  the  sections  S  next  the  hole  will  be  drawn  out,  and  a  crack 
will  commence,  extending  outwards  until  fracture  is  produced. 

In  practice  adequate  bearing  surface  may  be  obtained  by 
thickening  the  head  so  as  to  confine  the  maximum  intensity  of  the 
pressure  within  a  given  limit. 

(«)  The  head  may  be  torn  through  the  shoulder  at  XY. 

Hence  XY  ]b  made  equal  to  d. 

The  radius  of  curvature  R  of  the  shoulder  varies  from  l^d  to  7.6d. 

d        2 
Note. — The  thickness  of  the  shank  should  be  7,  or  ■ai  at  least. 
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The  following  table  gives  the  eye-bar  proportions  common  in 
American  practice: 


VslnMOfS.                             1 

1,00 

.67 

1.6 

1,33 

.75 

1,6 

1,33 

1,00 

1.00 

1,5 

1-50 

1,00 

1.26 

1,6 

1.50 

1,00 

1,33 

1.7 

1.00 

1.60 

1,85 

1.67 

1.00 

1,75 

2.00 

1.67 

1,00 

2,00 

2,25 

1.75 

Also,  in  weldlcHB  bare,  U  - 


;  in  hammered  ban  H—d. 


Sled  Eye-bars. — Hydraulic-forged  steel  eye-bars  are  now  being 
largely  made.  The  steel  has  an  ultimate  tenacity  of  from  60,000 
to  68,000  lbs.  per  square  inch,- an  elastic  limit  of  not  less  than  50  per 
cent,  and  an  elongation  of  from  17  to  20  per  cent  in  a  length  equal 
to  ten  times  the  least  transverse  dimension. 

The  Phccnix  Bridge  Company  and  the  Edge  Moor  Iron  Company 
give  the  tables  on  page  765  of  steel  eye-bar  proportions. 

ig.  Rivets. — A  rivet  is  an  iron  or  steel  shank,  slightly  tapered 
at  one  end  (the  tail),  and  surmounted  at  the  other  by  a  cup  or  pan- 
ehaped  head  (Fig.  700).  It  is  used  to  join  steel  or  iron  plates,  bars, 
etc.  For  this  purpose  the  rivet  is  generally  heated  to  a  cherry-red, 
the  shank  or  spindle  is  passed  through  the  hole  prepared  for  it,  and 


f^^^ 


Pra.  700.       Fia.  701.  Pio.  702.  Fia,  70a  Fio.  704. 

the  tful  is  made  into  a  button,  or  point.  The  hollow  cup-tool  gives 
to  the  point  a  nearly  henuapherical  shape,  and  forms  what  is  called 
a  snaprivet  (Fig.  701).  Snap-riveta,  partly  for  the  sake  of  appear- 
ance, are  commonly  used  in  girder-work,  but  they  are  not  so  tight  as 
conicoi-pointed  rivets  (staff-rivets),  which  are  hammered  into  shape 
until  ahnost  cold  (Fig.  702). 
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PhiBiiix  Bridie  Co. 

Edvi  Hoot  Iron  Co. 

Width 

Di«m«(«r 

I»«i>>«let 

Width 

DiuMUr 

"^r- 

Ext™  of 

TtiE,"^ 

Btrd. 

Pin?bol«. 

H««d. 

Bud. 

Pin-faola. 

H«d. 

oCBu. 

Z."Tb^ 

3 

7 

2 

2I 

41 

1 

33% 

3 

8 

2 

51 

1 

33 

4 

9 

2} 

2i 

51 

1 

33 

4 

H 

10 

2} 

3) 

61 

33 

6 

U 

3 

2} 

6* 

33 

6 

12 

3 

4 

8 

33 

5 

13 

4 

4 

9 

33 

6 

13 

4 

5 

10 

33 

6 

H 

14 

5 

4 

11 

37 

6 

tt 

15 

5 

5 

12 

37 

7 

16 

6 

5 

13 

37 

7 

5i 

16 

6 

C 

14 

37 

7 

17 

7 

5 

15 

1 

40 

8 

17 

7 

7 

17 

40 

8 

A 

IS 

8 

5 

17 

40 

8 

19 

8 

6 

18 

40 

8 

20 

9 

20 

9 

21 

10 

8S 

22 

III 

81,   91 

23 

10 

10, lOi 

24 

In  both  the  Phcenix  and  Edge  Moor  bftra  the  thickness  of  the  bead  is  the  same 
■  as  that  of  the  body  of  the  b&r,  or  does  oot  exceed  it  by  more  than  ^  inch. 

When  a  smooth  Burface  is  required,  the  rivets  are  countersunk 
(Fig.  703).  The  countersinking  is  drilled  and  may  extend  through 
the  plate,  or  a  shoulder  may  be  left  at  the  inner  edge. 

Cold-riveting  is  adopted  for  the  small  rivets  in  boiler-work  and 
also  wherever  heating  is  impracticable,  but  tightly  driven  turned 
bolts  are  sometimes  substituted  for  the  rivets.  In  all  such  cases 
the  material  of  the  rivets  or  bolts  should  be  of  superior  quality. 

Loose  rivets  are  easily  discovered  by  tapping,  and,  if  very  loose, 
should  be  at  once  replaced.  It  must  be  borne  in  mind,  however, 
that  expansions  and  contractions  of  a  complicated  character  inva- 
riably accompany  hot-riveting,  and  it  cannot  be  supposed  that  the 
rivets  will  be  perfectly  tight.  Indeed,  it  is  doubtful  whether  a  rivet 
has  any  hold  in  a  straight  drilled  hole,  except  at  the  ends. 

Riveting  is  accomplished  either  by  hand  or  machine,  the  latter 
being  far  the  more  effective.  A  machine  will  squeeze  a  rivet, 
at   almost  any  temperature,  into   a  most  irregular  hole,  but  the 
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exigencies  of  practical  conditions  often  prevent  ita  use,  except  for 
ordinary  work,  and  its  advantages  can  rarely  be  obtained  wha-e 
they  would  be  most  appreciated,  ae,  e.g.,  in  the  riveting  up  of  con- 
nections. 

Dimensions  of  Rivds. — The  diamder  (d)  of  a  rivet  in  ordinary 
tprAfx  work  varies  from  ^  in.  to  1  in.,  and  rarely  exceeds  IJ  ins.  The 
thickness  of  a  plate  in  ordinary  prder-work  should  never  be  less 
than  i  in.,  and  a  thickness  of  |  in.  is  preferable. 

Accifrding  to  Fairbaim,  d ahoaid  beabout  2(if  i<J  in., and diould 
be  about  IJf  if  (>i  in. 

According  to  Vraoin,  d  should  lie  between  (\t+-ft)  in.  and 
(Ji+i)  in.  when  t  varies  from  i  in.  to  1  in. 


total  plate  thickness. 

According  to  French  ■practice,  the  diameter  of  a  rivet-head  =  \\d, 
and  the  length  of  the  rivet  from  the  head  =  r  +  ifd. 

Accordirig  to  Rankine,  the  size  of  the  head  =  Jd,  and  the  length 
of  the  rivet  from  the  head  =  r+2Jd. 

The  diameter  of  the  rivet-hole  exceeds  that  of  the  shank  by 
from  iV  to  J  in.,  so  as  to  allow  for  the  expansion  of  the  latter  when 
hot. 

Tliere  seems  to  be  no  objection  to  the  use  of  long  rivets  pro- 
vided that  they  are  properly  heated  and  secured. 

Strength  o}  Punched  and  Riveted  Plates. — Experiment  shows  that 
the  tenacity  of  iron  and  steel  plates  is  considerably  diminished  by 
pimching.  This  deterioration  in  tenacity  seems  to  be  due  to  a 
molecular  change  in  a  narrow  annulus  of  the  metal  around  the  hole. 
The  removal  of  the  annulus  largely  neutralizes  the  effect  of  the 
punching,  and  therefore  the  holes  are  sometimes  punched  J  in. 
less  in  diameter  than  the  rivets  and  are  subsequently  rimered  or 
drilled  out  to  the  full  aze.  The  original  strength  may  also  be  almost 
entirely  restored  by  annealing,  and,  generally,  in  ateel-work,  either 
this  process  is  adopted  or  the  annulus  referred  to  above  is  removed. 

Punching  does  not  sensibly  affect  the  strength  of  Landore- 
Siemens  unannealed  plates,  and  only  slightly  diminishes  the  strength 
of  thin  steel  plates,  but  causes  a  considerable  loss  of  tenacity 
in  thick  steel  plates;  the  loss,  however,  is  less  than  for  iron 
plates. 
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The  huxler  the  material  the  greater  is  the  Iobs  of  tenacity. 

Iron  seems  to  suffer  more  from  punching  when  the  holes 
are  near  the  edge  than  when  removed  to  some  distance  from  it, 
while  mild  steel  suffers  less  when  the  hole  is  one  diameter  from 
the  edge  than  when  it  is  so  far  that  there  is  no  baling  at  the 
edge. 

The  inJTiry  caused  by  punching  may  be  avoided  by  drilling  the- 
holes.  In  important  girder-work  and  whenever  great  accuracy  of 
workmanship  is  required,  a  uniform  pitch  may  be  insured  and  the 
full  strength  of  the  metal  retained  by  the  use  of  multiple  drills. 
.  Drilling  is  a  necessity  for  first-class  work  when  the  diameter  of  the 
holes  is  less  than  the  thickness  of  the  plate,  and  also  when  several 
plates  are  piled.  It  is  impossible  to  punch  plates,  bars,  angles,  etc., 
in  spite  of  all  expedients,  in  such  a  manner  that  the  holes  in  any 
two  exactly  correspond,  and  the  irregularity  becomes  intensified  in 
a  pile,  the  passage  of  the  rivet  often  being  completely  blocked.  A 
drift,  or  rimer,  m  then  driven  through  the  hole  by  main  force,  crack- 
ing and  bending  the  plates  in  its  passage,  and  separating  them  one 
from  another. 

The  holes  may  be  punched  for  ordinary  work,  and  in  plates 
of  which  the  thickness  is  less  than  the  diameter  of  the  rivets. 
Whenever  the  metal  is  of  an  inferior  quality  the  holes  should  be 
drilled. 

20.  Riveted  Joints.— In  iap-jointa  CFigs.  705  and  708)  the 
plates  overlap  and  are  riveted  together  by  one  or  more  rows  of 
rivets  which  are  said  to  be  in  single  shear,  as  each  rivet  has  to  be 
sheared  throu^  one  section  only. 

In  fish-  (or  butt-)  joints  (Figs.  706  and  707)  the  rivets  are  in  double 
shear,  i.e.,  must  be  each  sheared  through  two  sections.    Thus  they 


Fio.  705.  Fro.  706.  Pia.  707.  Fro.  708. 

are  not  subjected  to  the  one-sided  pull  to  which  rivets  in  single  shear 
aie  liable. 

In  ^A^joints  the  ends  of  the  plates  meet,  and  the  plates  are 


D.qit.zeaOiGoOt^lc 


768 


THEORY  OP  STRUCTURES. 


riveted  to  a  single  cover  (Fig.  706),  or  to  two  covers  (Big.  707),  by 
means  of  one  or  more  rows  of  rivets  on  each  side  of  the  joint. 

A  fish-joint  is  properly  termed  a  biUt-']omt  when  the  plates  are 
in  compression.  The  plates  should  butt  evenly  against  one  another, 
although  they  seldom  do  so  in  practice.  Indeed,  the  mere  process 
of  riveting  draws  the  plates  slightly  apart,  leaving  a  gap  which 
is  often  concealed  by  calking.  A  much  better  method  is  to  fill 
up  the  space  with  some  such  hard  substance  as  cast  zinc,  but  the 
best  method,  if  the  work  will  allow  of  the  increased  cost,  is  to  form 
a  jump-jmni,  i.e.,  to  plane  the  ends  of  the  plates  carefully,  and  then 
bring  them  into  close  contact,  when  a  short  cover  with  one  or  two 
rows  of  rivets  will  suffice  to  hold  them  in  position. 

The  riveting  is  said  to  be  single,  double,  triple,  etc.,  according 
as  the  joint  is  secured  by  one,  two,  three,  or  more  rows  of  rivets. 


o  o  o 

o  o  o 

o°o 

°rf 

O  O  0 

0  0  o 

0  o  o 

o  o  o 

Fio. 

4IN 

709. 

ZKUM 

Fio.  710. 

Double,  triple,  etc.,  riveting  may  be  chain  (Fig.  709)  or  zigzag 
(Fig.  710).  In  the  former  case  the  rivets  form  straight  lines  longi- 
tudinally and  transversely,  while  in  the  latter  the  rivets  in  each 
row  divide  the  space  between  the  rivets  in  adjacent  rows.  Experi- 
ments indicate  that  ch^n  is  somewhat  stronger  than  zigzag  riveting. 

Figs.  711  to  713  show  forms  of  joint  usually  adopted  for  bridge- 
work.    In  boiler-work  the  rivets  are  necessarily  very  close  together, 


/O   0 

0  o\ 

0  O   0 

o  o  o 

o  o  o 

O  0  o 

\o  o  o  o/ 

FlQ. 

712. 

°#° 


and  if  the  strei^h  of  the  solid  plate  be  assumed  to  be  100,  the 
strength  of  a  siogle-riveted  joint  hardly  exceeds  50,  ^ile  double- 
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riveting  will  only  increase  it  to  60  or  70.  Ffurbaim  prapoeed  to 
make  the  joint  and  unpunched  plate  equally  strong  by  increawng 
the  thickness  of  the  punched  portion  of  the  plate,  but  this  is  some- 
what difficult  in  practice. 

The  Btressee  developed  in  a  riveted  joint  are  of  a  most  complex 
character  and  can  hardly  be  subjected  to  exact  mathematical 
analysis.  For  example,  the  distribution  of  stress  will  be  necessarily 
irregular  (a)  if  the  pull  upon  the  joint  ia  one-sided;  (6)  when  local 
action  exists,  or  the  plates  stretch,  or  internal  strains  are  in  the 
metal  before  punching;  (c)  if  there  is  a  lack  of  symmetry  in  the 
arrangement  of  the  rivets,  so  that  one  rivet  is  more  severely  strained 
than  another;   (d)  when  the  workmanship  is  defective. 

The  joint  may  fail  in  any  one  of  the  following  ways: 

(1)  The  rivets  may  shear, 

(2)  The  rivets  may  be  forced  into  and  crush  the  plate, 

(3)  The  rivets  may  be  torn  out  of  the  plate. 

(4)  The  plate  may  tear  in  a  direction  transverse  to  that  of  the 
stress. 

The  resistance  to  rupture  should  be  the  same  in  each  of  the  four 
cases,  and  always  as  great  as  possible. 

The  shearing  and  tensile  strei^hs  of  plate-iron  are  very  nearly 
equal.  Thus  iron  with  a  tenacity  of  20  tons  per  square  inch  has 
a  shearing  strength  of  18  to  20  tons  per  square  inch.  Rivet-iron 
is  usually  somewhat  stronger  than  plate-iron. 

Again,  the  shearing  strength  of  steel  per  square  inch  varies  from 
about  24  tons  for  steel,  with  a  tenacity  of  about  30  tons,  to  about 
33  tons  for  steel,  with  a  tenacity  of  about  50  tons;  an  average  value 
for  rivet-steel  with  a  tenacity  of  30  tons  being  24  tons. 

Hence,  if  4  be  a  factor  of  safety,  the  working  coefficients  become 

„  ,.15  tons  per  square  uich  in  shear,  and 

For  wrought  iron  1  .    ,,     „       ,,        ,,    ,,  i 

^'  (5  "     "  tension. 

For  steel  I  ^  *°'^  ^^  square  inch  in  shear,  and 

(Ti"  "  "  "  "tendon. 
Allowance,  however,  must  be  made  for  irregularity  in  the  distribu- 
tion of  stress  and  for  defective  workmanship,  and  in  riveting  wrought- 
iron  plates  together  it  is  a  common  practice  to  make  the  aggregate 
section  of  the  rivets  at  least  equal  to  and  sometimes  20  per  cent 
greater  than  the  net  section  of  the  plate  through  the  rivet-holes. 
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flenee,  the  working  coefficients  are  reduced  to 

ioT  ijt  tons  per  square  inch  for  wrought  iron, 
and' 

5  or  5i    "     "       "        "     "  Bteel, 

accordii^  to  the  character  of  the  joint. 

There  is  very  little  reliable  information  respecting  the  indenta- 
ticn  of  plates  by  rivets  and  bolts,  and  it  is  most  uncertain  to  what 
extent  the  tenacity  of  the  plates  is  affected  by  such  indentation. 
Further  experiments  are  required  to  show  the  effect  of  the  crushing 
pressure  upon  the  bearing  area  (i.e.,  the  diameter  of  the  rivet  multiplied 
by  the  thickness  of  the  jAale),  although  a  few  indicate  that  the  shear- 
ing strength  of  the  rivet  diminishes  after  the  intensity  of  the  bearing 
pressure  exceeds  a  certain  maximum  limit. 

31.  Theorctiul  DeducUras. 

Let  S  be  the  total  stresa  at  a  riveted  joint; 

t-i  /»  /■>  /•  ^  ^^  ^^  tensile,  shearing,  compresdve,  and  bearing  unit 
Btresses,  respectively; 

{  be  the  thickness  of  a  plate,  and  u>  its  width; 

N  be  the  total  number  of  rivets  on  one  side  of  a  joint; 

n  be  the  total  number  of  rivets  in  one  row; 

p  be  the  pitch  of  the  rivets,  i.e.,  the  distance  centre  to  centre; 

d  be  the  diameter  of  the  rivets; 

X  be  the  distance  between  the  centre  line  of  the  nearest  row  of  rivets 
and  the  edge  of  the  plate. 

Valve  of  X. — It  has  been  found  that  the  minimum  safe  value  of  z  is  if, 
and  this  inmost  cases  gives  a  sufficient  onerZap  (-2x},  while  x-|d  isa  maxi- 
mum limit  which  amply  provides  for  the  bending  and  shearing  to  which  the 
joint  may  be  subjected.     Thus  the  overiap  will  vary  from  2d  to  Zd. 

X  may  be  supposed  to  consist  of  a  length  z,  to  resist  the  shearing  acUon, 
and  a  length  z,  to  resist  the  bending  action.  It  is  impxissible  to  determine 
theoretically  the  exact  value  of  xi,  as  the  straining  at  the  joint  is  very  com- 
plex, but  the  metal  in  front  of  each  rivet  (the  rivets  at  the  ends  of  the  joint 

excepted)  may  be  Ukened  to  a  unifonnly  loaded  beam  of  length  d,  depth  xt—^, 

and  breadth  I,  with  both  ends  ^xed.     Its  moment  of  resistance  is  therefore 

^t(  A— ^)  ,  /  being  the  maximum  unit  stress  due  to  the  bending.     Also,  if 

P  is  the  load  upon  the  rivet,  the  mean  of  the  bending  moments  at  the  end 

P 
and  centre  is  -sd. 
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Hence,  appronmatdi/, 

.LL.J-V    „.   »-i2/.-i\ 


i.i,^-       ,    or   r- 


■{'•-V  ■ 


It  will  be  asaumed  that  the  shearing  strength  of  the  rivet  ia  equal  to  the 
strength  of  a  beam  to  resist  cross-breakiog. 

Single-riveted  lap  and  nngU-cover  /otnto  (Figs.  705  and  706). 

—I'-ip-m.-dth;  2x,(/,-^/,;      therefore  a;, -g-y (1) 

iftf 


r('-f)"-t'-  .h-..»..-f443/^i 


(2) 


As  already  pointed  out,  these  joints  are  weakened  by  the  bending  action 
developed,  and  possibly  also  by  the  concentration  of  the  streae  towards  the 
inner  faces  of  the  plates. 

SingU-riveUd  double-cover  joints  (Fig.  707). 

2^f,-(l>-d)tf,~dlf,;  therefore       2x,(/,-2^/,.     x-~^.   ...     (3) 
4/(/        d\'     1  >rrf>       ,1.      (  d      1     k   d'  I, 

3d('--2)  -2T-'-''^"'"'  '■-j+rs/rrr '■" 

These  joints  are  much  stronger  than  joints  with  single  covers.  Also, 
equation  (3)  shows  that  the  bearing  unit  Btresa  in  a  double-cover  joint  is  twice 
as  great  (.IheoreticaUy)  as  in  a  singte-cover  joint  (eq.  1),  so  that  rivets  of  a 
larger  diameter  may  be  employed  in  the  latter  than  is  possible  in  the  former 

for  corresponding  values  of  — . 

Chain^veted  joints  (Fig.  709). 

h(.w-nd)    -S~f^dt; (6> 

jS-A^-j-/,  when  there  18  one  cover  only; (6> 

S-A^-^/j  when  there  are  hoo  covers (TJ 

This  class  of  joint  is  employed  for  the  fknges  of  bridge  girders,  the  plates 
being  piled  as  in  Figs.  714,  715,  716,  and  r  being  usually  3,  4,  or  5. 

In  Fig.  715  the  plates  are  grouped  so  as  to  break  joint,  and  opinions  differ 
as  to  whether  this  arrangement  ia  superior  to  the  full  butt  shown  in  Fig.  716. 
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Tbs  advantages  of  the  latter  are  that  the  plat«s  may  be  cut  in  uniform  lengths, 
and  the  fl&ngea  built  up  with  a  degree  of  accuracy  which  cannot  be  otherwise 
attained,  wliile  the  short  aad  awlcward  pieces  accompanying  broken  joints  are 
dispensed  with. 

A  good  practical  rule,  and  one  saving  much  labor  and  expense,  is  to  make 
the  lengths  of  the  plates,  bars,  etc.,  multiples  of  the  pitch,  and  to  design  ttw 


Fio.  715.  Fig.  716. 

covers,  connections,  etc.,  so  as  to  interfere  with  the  pitch  as  Uttle  as  possible. 

The  distance  between  two  consecutive  joints  of  a  group  (Pig.  713)  is  gener- 
ally made  equal  to  twice  the  pitch. 

An  excellent  plan  for  lap  and  ungle-cover  joints  is  to  arrange  the  rivet 
as  shown  in  Figs.  709  to  713. 

The  strength  of  the  plate  at  the  joint  is  only  weak- 
ened by  one  rivet-bole,  for  the  plate  cannot  tear  at 
its  weakest  section,  i.e.,  aloi^  the  central  row  of  rix-ets 
(aa),  until  the  rivets  between  it  and  the  edge  are  aboni 
in  two. 

Let  there  be  m  rows  of  rivets,  11,  2  2,  3  3, ... 
(Fig.  717). 

The  total  number  of  rivets  is  evidently  m'. 

Let  /,,  g„  q„  q„  ...  be  the  unit  tennle  stresses  in 
the  plate  along  the  lines  1  1,  2  2,  3  3,  ... ,  reapectivdy. 
Then 


Flo.  717. 


-(« 


•  *v.-^v. 


for  the  line  1 1 : 


-(»-2<Cl,,-^(«.'-l)/."  " 
-(«.-3<i)l5,-^(n'-3);."  " 
-(i.-M)15.— j-(ii."-6);„"    " 
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773. 


Since  qt. 


1  the  fiiat  of  the  above  relations; 
.  are  each  lees  than  /,,  the  assumption  is  justifiable. 


Assume  that  A-g^     The"  w-(m'+l)d. 
Hence,  by  substituting  this  value  of  to  ii 
_((_     14/^ 
(  "lI  /." 

Covers. — In  tension  joints  the  strength  of  the  covers  must  not  be  less  than 
that  of  the  platea  to  be  united.  Hence  a  single  cover  should  be  at  least  as 
thick  as  a  single  plate;  and  if  there  are  two  covers,  each  should  be  at  least 
half  as  thick. 

When  two  covers  are  used  in  a  tension  pile  it  often  happens  that  a  joint 
occurs  in  the  top  or  bottom  plate,  so  that  the  greater  portion  of  the  stress 
in  that  plate  may  have  to  be  borne  by  the  nearest  cover.  It  is,  therefore, 
considered  advisable  to  make  its  thickness  five  eif^ths  that  of  the  plate. 

The  number  of  the  joints  should  be  reduced  to  a  minimum,  as  the  intro- 
duction of  covers  adds  a  large  percentage  to  the  dead  weight  of  the  pile. 

Covers  might  be  wholly  dispensed  with  in  per/ed-jump  joints,  and  a  great 
economy  of  material  effected,  if  the  difficulty  of  forming  such  joints  and  the 
increased  cost  did  not  render  them  impracticable.  Hence  it  may  be  said 
that  covers  are  required  for  all  compression  joints,  and  that  they  must  be  as 
strong  as  the  plates;  for,  unless  the  plates  butt  closely,  the  whole  of  the  thrust 
will  be  transmitted  through  the  covers.  In  some  of  the  best  examples  of 
bridge  construction  the  tension  and  compression  joints  are  identical. 

».  Effldency  of  Riveted  Joints. — The  efficiency  of  a  riveted  joint  is  tbs 
ratio  of  the  maximum  stress  which  can  be  transmitted  to  the  plates  through  the 
joint  to  the  strength  of  the  solid  plates. 
Denote  this  maximum  efficiency  by  ;. 
Let  p  be  the  pitch  of  the  rivets; 

diameter  of  the  rivets; 
thickness  of  the  plates; 
/i     "     tenacity  of  the  solid  plate; 
m/-  "  "        "   "   riveted  plat«; 

/(     "     shearing  strength  of  the  rivets; 

number  of  rivets  in  a  pitch  length; 

ratio  of  the  strength  of  a  rivet  in  double  shear  to  its  strength 
in  single  shear. 


Then 


5,  -efficiency  as  regards  the  plate.  - 


(p-d)lmft 


i),-efficiericy  as  regards  the  rivets  — — 


,Njd-l. 


The  efficiency  of  the  joint  is,  of  course,  the  smaller  of  these  two  vsJum; 
and  the  joint  is  one  of  maximum  efficiency  when  i)i  — ii— i;  that  is,  when 
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CT  (p-d)tmfi-etf-d'f,. (3) 

In  this  ezpresmon  the  quantities  m,  ft,  N,  and  e  are  constants  for  any 
given  joint,  being  of  necessity  known,  or  having  been  fixed  beforehand;  and 
the  equation  thus  expresses  one  condition  governing  the  relations  of  the  three 
Tari&bles,  p,  d,  and  t  to  each  other.  It  is  obvious,  however,  that,  in  order 
to  detennme  the  values  of  any  two  of  these  variables  in  terms  of  the  third, 
another  relation  between  them  must  be  postulated.    In  short,  in  designing 

a  joint,  the  value  of  one  of  the  three  ratios  J-,  ^,  and  —  must  be  fixed. 

Cash  I. — Suppose  that  the  ratio  J-  has  a  certain  value.  This  is  very  foe- 
quently  the  quantity  predetermined;  but  it  is  moat  usually  done  by  fixing 
the  value  of  5,  5  very  obviously  involving  v;  in  fact  ?-ro(l j. 


Equation  (3)  may  be  written 


If  the  ratio  —  be  denoted  by  k,  then 
Butsince;-— ^^", 

1-;^, <« 

Therefore,  substituting  in  (6), 


j-"*!'^*' <« 


^."tiii^.^ .  : m 


and,  ultimately. 
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The  process  of  deeigniDg  a  joint  of  minrimiim  efficiency  for  a  boiler  of 

given  diameter  and  pressure  of  steam,  vhen  q  I  or  the  ratio  j  )  is  fixed,  is  then 

as  follows:  Settle  the  number  of  rivets  per  pitch  (i.e.,  Jf);  the  value  to  be 
allowed  for  e  (depending  on  the  nature  of  the  shearing  stress  on  the  riveta); 
and  the  values  of  m,  ft,  and  /*.    Then  k  is  known  from  equation  (8). 
But  t  may  be  fouitd  from  the  relation 

pressure  X  diameter  -  ^  X  2(/i, 

pressure  X  diameter 

Hence,  tdnce  k^-r  is  known,  if  may  be  foimd;  andtdnce-^-' is  known, 

»  o      m  —  ij 

pis  also  fixed. 

Cask  II. — When  j,  the  ratio  of  rivet  |Htch  to  plate  thickness,  is  given, 

equation  (6)  roust  be  otherwise  manipulated. 

Multiplying  it  by  — ,  and  substituting  for  d  its  value  kt,  we  have 
P 

..!»'l.t4  ^li. (10) 

i^ltting  this  in  the  fonn  of  a  quadratic  equation  in  J;, 

For  brevity,  substituting  A  for  -jr=-,  T  for  — ,  and  R  for  j,  and  solving  the 
quadratic, 

(12) 


The  method  of  dedgning  the  joint  is,  then,  as  follows: 
A,  T  and  B  being  known.  A;  may  be  found  by  substituting  their  values 
in  equation  (12),  the  positive  sign  of  the  second  term  being  taken. 


'-■»('-?) -"('-f)-('-I)^ 


and  since  both  k  and  R  are  now  known,  the  thickness  of  [^te  (0  may  be  found, 
as  in  Case  I,  by  equation  (9).  The  values  of  the  diameter  and  pitch  of  nvets 
follow  at  once  from  the  known  values  of  k  and  R. 

This  method  of  designing  a  joint  appears  to  be  the  most  rational  of  the 
three.    For  the  greatest  f»tch  for  which  a  jouit  will  remain  steam-ti^t  de- 
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pends  mainly  on  the  relation  of  pitch  of  rivets  to  thickness  of  pUt«;  although 
it  is  also  affected  by  the  relative  size  of  rivets  and  of  rivet-beads. 

Case  III. — If  --,  or  A,  be  predetermined,  the  value  of  p  must  first  be  obtiuned 

in  order  that  the  plate  thickness  may  be  found  by  means  of  equation  (9). 

Now,  ?— wi may  be  put  into  the  form 

and  if  this  value  is  substituted  for  p  in  equation  (4), 

From  this  is  finally  deduced 

...-,.     (13) 


"^eN!tkf,+4mfi' 


The  plate  thickness  may  now  be  found  by  equation  (9) ;  the  diameter  of 

rivet  from  d—kt,  and  the  pitch  from  p- .    In  the  above  investigaljotis 

m  —  ij 

no  account  has  been  taken  of  the  effect  of  the  bearing  pressure  on  the  rivets 
or  plate. 

If  /c  be  the  allowable  bearing  pressure  per  projected  square  inch  of  rivet 
surface,  the  following  relation  must  obtain: 

{p-d)tmf,-Ndlfc (14) 

This  may  be  written 

Then  if  ft  be  estimat«d  by  this  equation,  and  if  it  should  be  greater  than 
43  tons  per  sqaare  inch  in  a  lap-joint,  or  45  to  50  tons  in  a. butt-joint,  such 
joint  will  fail  by  the  rivets  shearing  before  the  full  strength  of  the  plate  is 
exerted,  as  Kennedy's  experiments  show  that  with  these  values  of  fc  the  rivets 
do  not  attain  their  natural  ultimate  shearing  strength  (viz.,  /•),  but  fail  at 
shearing  stresses  much  below  this. 

Again,  the  maximum  allowable  ratio  —  (i.e.,  k)  as  the  preliminary  datum 

for  the  dedgn  of  a  joint,  may  be  fixed  by  using  the  expression 

f-J^ (16) 

deduced  from  the  obvious  relation— similar  to  (14) — 
eJfjd'f.-Ndlf^ 

(Unwin  suggests  the  relation  (f-}Viy 
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I  the  joint  by  an^  of  the  methods  given  above,  any  value 
obtained  for  Af  greater  than  that  supplied  by  (16)  should  be  rejected. 

Note  on  Friction  of  Riveted  Jointe. — Elaborate  experiments  on  the  small 
displacements  produced  by  loads  on  riveted  joints  of  all  kinds  have  recently 
been  made  by  Con«d6re  (Annales  des  Fonts  et  Chauasdes,  18R6),  Bach  (Zeit. 
d.  Ver.,  1892,  1S94,  1895),  Dupuy  (Annalea  des  Fonts  et  Cbauss^,  1895), 
and  by  Van  der  Kolk  (Zeit  d.  Ver.,  June  1897). 

These  show  that  the  frictional  resistance  produced  by  the  great  pressure 
of  the  riveting  is,  in  a  well-made  joint,  sufficient  to  transmit  the  required 
amount  of  force  across  the  joint.  In  fact  the  stanchness  and  durability 
of  the  joint  depend  upon  the  plate  friction,  and  not  upon  the  shearing  strength 
of  the  riveta  or  the  tearing  strength  of  the  plates.  When  the  rivet  coola  it 
contracts  lengthwise,  and  the  longitudinal  tension  thereby  produced  induces 
a  crosB-coDtraction  which,  added  to  the  diametral  contraction  due  to  cooling, 
makes  the  rivet  in  the  finished  joint  a  loose  fit  in  its  hole.  The  shearing  strength^ 
of  the  rivet  does  not,  therefore,  come  into  play  until  the  plates  have  moved 
sufficiently  to  cause  the  rivets  again  to  bear  against  the  sides  of  the  hole. 
Even  when  this  does  happen,  it  is  evident  that,  at  first,  only  a  few  of  the  rivets 
in  a  given  joint  will  bear,  and  these  must  be  deformed,  or  must  give  way  more 
or  less,  before  the  rest  of  the  rivets  can  come  into  action.  Hence  it  is  the 
frictional  grip  of  the  plates  upon  each  other  which  prevents  this  shpping,  and 
which  is  the  tr\ie  criterion  of  the  strength  of  the  joint.  When  once  the  plates 
slip,  a  slackness  of  the  whole  Joint  wiU  be  produced  by  a  reversal  of  load, 
and  in  the  case  of  a  joint  which  is  required  to  retain  a  fluid  under  pressure 
leakage  will  take  place. 

The  latest  experiments  by  Van  der  Kolk  were  made  on  the  joints  of  bridge 
struts  and  ties  with  double-butt  straps.  The  breaking  load  was  not  deter- 
mined in  these  experiments,  as  it  was  not  con«dered  of  sufficient  importance. 
As  a  rule  the  stresses  in  riveted  joints  of  bridges  are  much  less  than  the  break- 
ing loads  of  plates  of  even  the  lowest  tenacity.  The  question  is  not  which 
kind  of  joint  has  the  greatest  statical  strength,  but  which  joint  is  least  likely 
to  become  slack  under  the  action  of  reversed  loading. 

The  displacements  observed  in  the  joints  under  load  were  of  two  kinds — 
elastic  (or  disappearing)  and  permanent.  The  former  were  considered  the 
more  crucial  in  defining  the  best  form  of  joint,  as  the  permanent  set,  once 
taken,  is  hardly  increased  by  repeated  loading. 

The  elastic  extensions  were  smallest  (1)  in  the  case  of  hand-riveting,  and 
with  holes  somewhat  too  large  for  the  rivets,  and  (2)  in  the  case  of  machine- 
riveting  when  the  pressure  on  the  dies  was  much  greater  than  is  usual  in  prac- 
tice. 

It  ia  very  remarkable  that  hand-riveted  joints,  with  rivets  a  good  fit  in 
their  holes,  allowed  large  elastic  displacements  under  comparatively  small 
loads.  Riveting  with  the  machine  causes  the  rivets  to  fill  the  holes,  and,  unless 
a  very  great  pressure  is  applied  and  maintained,  produces  the  same  bad  resulta 
as  to  elastic  movement. 
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Ex.    17. — Design  of  l27-ft.  through  rivOed  apon. 

Divide  the  apao  into  five  panels  of  25.4  ft.  each.  Take  depth  centre  to 
centre  of  chords— 28  ft.  and  width  centre  to  centre  of  tniases  — 17  ft.  The 
live  load  will  consist  of  two  consolidation  engines  followed  by  a  uniform  train 
load  of  3400  Ibe.  per  hneal  foot  of  track  as  shown  in  Fig.  718.    In  this  figure. 


Fio    718. 


to  facilitate  calculation,  there  is  written  under  each  wheel  the  B.U.  ot  all 
preceding  wheels  up  to  that  point. 

Also,  on  the  horizontal  lines  ia  shown  the  distance  from  the  front  of  the 
engine  up  to  each  wheel,  and  the  sum  of  the  loads  up  to  and  including  the 
wheel  in  question  is  given. 

Cooper's  specifications  will  be  used  and  all  bending  moments  and  shears 
will  be  computed  from  the  actual  wheel  concentrations. 

B.M.  at  Panet-pmrU:  1,  Pig.  719. — Consider  the  load  as  coming  upon  the 
span  from  the  right.    According  to  the  criterion  deduced  in  Art.  8,  Chapter  II, 


the  B.M.  at  panel-point  1  will  be  a  maximum  when  the  average  load  on  the 
left  is  equal  to  the  average  load  on  the  whole  span.    Place  the  3d  driver  ol 
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the  first  engine  at  1.  Then  x,  the  length  of  span  covered  by  the  uniform  load, 
-15.6  ft.,  80  that  total  load  on  Bpan-442,000+3400  +  15.6-4g5,040  Ibe. 

The  average  load  per  paiiel-495,040'!-5-99,008  Ibe. 

With  the  3d  driver  on  the  right  of  1,  load  in  panel  01-79,000  lbs.  <99,008. 
When  3d  driver  is  on  the  left  of  1,  load  in  panel  01-110,000  lbB.>  99,008  Iba. 
so  that  the  criterion  is  aatiefied  with  the  3d  driver  at  point  1.    Henca 


"-mi'" 


,030,000+«,OOOX15.6+  ^i^OJIM^  .^J^ll  ^_ 


and  B.M.-25.4fi-771,000-5,496,782  ft.-lba. 

Pond-point  (2). — Criterion  iS  satisfied  with  3d  tender  wheel  of  1st  engine 
at  2.    Then  x-13.2ft.    Therefore 

lbs., 


127^"'""'"™^™''™"'^''^         2         /  127 

and  B.M.  -50.8A -4,159,000 - 7,905,242  ft.-Ibs. 

Panel-point  (3).— Try  2d  driver  of  2d  en^ne  at  3.    Then  x-13.8  ft. 
and  fi=i(24,O3O,00O+442,O00Xl3.8+5^5^|^  _32^*8  ^^ 

and  B.M. -76.2ft- 10,181,000-8,091,010  ft.-lb6. 

The  B.M.  at  3  ie  larger  than  at  2.  We  should,  however,  obtain  the  same 
moment  at  2  by  letting  the  train  advance  from  the  left,  and  hence  we  must 
uae  the  larger  moment,  8,091,010,  in  computing  the  stresses  for  the  members 
whose  centres  of  moments  are  at  panel-point  2. 

Maximum  Shears  for  Trues  MenAers. — By  Art.  8,  Chapter  XI,  the  maximum 
shear  in  any  panel  will  occur  when  the  toad  in  that  panel  is  equal  to  the  aver- 
age load  per  panel  on  the  whole  span.  For  panel-point  1  this  occurs  when 
the  3d  driver  is  at  the  panel-point.    Then  x— 15.6  ft.  and,  as  above. 

„    31338912    „,„„„„  „^ 
R :^ — ^-246,763  IbB. 

™       ,               c     T,     17000X18+3IOOOX(10+5)     „,..„„,. 
Therefore  5-ft- 254 -216,409  Ibe. 

PoTtd-point  2. — 3d  driver  at  panel-point  2. 

fi-~{18,142,000 +402,000X4.2) -156,145  lbs., 

and  therefor  S-125,791  lbs. 
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PoMl^poinl  3.-— 2d  driver  at  3. 

fi-Y|7(8,836,000  +269,000  X1.8)  -  73,387  Ibe., 

and  therefore  5-58,584  Ibe. 

B.M.  for  stringers,  the  length  being  25.4  ft. 

The  greatest  B.M.  will  occur  when  four  drivers  are  on  the  stringer,  as  shown 
in  Fig.  720.    (Art.  8,  Chapter  II.)    Then 


c 


fl-5^(31,00Ox45.8)-55,897  lbs., 


. ,       and        B.M.~55,897Xll.«-31,OO0X5 

I  =485,020  ft.^bs. 

Fio.  720. 

The  greatest  floor-beam  concentration  will 
occur  with  the  loads  ao  placed  as  to  give  the  max.  B.M.  at  the  centre  of  a 
span  of  two  panel  lengths.  Place  3d  driver  at  panel-point.  Then  load  on 
floor-beam 

-2^-4(31,000 X81.fl+17,000x7.4+2O,OO0X22.2) -122,023  IbB. 
For  greatest  end  shear  on  stringer  place  1st  driver  at  panel-point.    Then 
fi-5-254i2O,00Ox2.4+31,O0OC10.4  +  15.4+20.4+25.4)! -89,276  lbs. 
Tabids  of  Hoitbnts  and  Shkabs  FOB  LiVB  Loads. 


Panel- 

8^.   " 

Spui. 

HoDiHt*  for 
TruM. 

Bbw.for 
Tr™. 

I 
2 
3 

5,496,782  ft.-lbs 
8.091,010      " 
8,091,010      " 

216,409  lbs. 
125.791    " 
58,584    " 

2.748,301  ft^.lbfl. 

4,045,505      " 
4,045,505      " 

108.205  ft.-lbB. 
62.895    " 
29,292    " 

Max.  B.M.  for  stringer-485,020+2-242,510  ft.-lbs. 
"      concentration  for  floor-beam=122,023  Iba,,  or  61,012  lbs.  at  each  end. 
"     end  shear  for  stringer-S9,276-^2-44,638  lbs. 

AlimixMe  ttrettee: 

Timber  (extreme  fibre) 1,000  lbs.  per  sq.  in. 

Medium  steel,  tensile  stresses: 

Lateral  sway-bracing  for  wind  strains 18,000  "     "    "    " 

Bottom  flanges,  riveted  Soor-beama  and  stringers. . .  10,000  "     "    "    " 

Live  Load.     Dead  Load- 
Bottom  chords,  main  diagonals,  and  long  verticals. .  10,000         20,000 
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Compressive  ttretaea: 

Chord  segments 10,000-45— 

PoBtB  of  through-bridgea 8,500-45— 

Lateral  Btrute  and  ri^d  bradng  (vrind  strains) . . 

Rivets  9000  Ibe./aq.  in.  in  shear,  15,000  Ibe.  in  bearing; 
above  for  floor  system;    reduce  (me-third  for  field  rivets. 

Ties  and  Guardrails. — Spacing  the  stringers  7  ft.  centre  to  centre,  we 
may  use  the  same  ties  and  guard-rails  as  for  the  plat«-g^rder  span  Example  44, 
Chapter  VII. 

Stringers. — Assume  dead  load,  including  weight  of  stringer,  as  700  lbs. 
per  foot  of  span  or  350  lbs.  per  foot  of  stringer. 


20,000-90-: 

17.000-90^ 

18,000-60^. 
JO  per  cent  of 


Then 


B.M.  (deadload)-iX350x25.4'-  28,225  ft.-]b 
"     (live      "   )-  242,510      " 


Totol    "  270,735      " 

Take  a  38"x|"  web.    The  effective  deptli-36"  or  3  ft. 
Then  flange  stress  -  270,735 + 3  -  90,245  lbs. 

and  "     area    -  90,245  +  10,000-».02  sq.  in.  net. 

Use  two  6"X4"XA"  angles  — 10.82  sq.  in.  gross  area— 9,5  sq. 


.  net 


area  for  each  flange,  the  flanges  being  assumed,  under  the  specifications,  to 
carry  the  entire  bending  action. 

Use  3i"X3^"xf"  angles  for  intermediate  stiffenera,  spaced  3  ft.  centres, 
and  3J"x3J"xi"  angles  for  end  stiffenets.  For  stringer  bracing  use 
3i"X3i''Xf'  angles,  as  shown  in  Fig.  721. 


ir 

=J| 

i     S  . 

A 

i\/\ 

2 

Fw.  721. 

■ 

Fio.  722 

-Dead-load  concentr.  per  stringer-350x25.4-  8,890  lbs. 
Live     "  "  "       "  -61,012  lbs. 


weight  of  floor-beam  -2600  lbs.    Then,  Fig.  722, 
B.M.  due  to  weight  of  Soor-beam-iX2600Xl7      -     5,525  ft.-lbe. 
"       "         concentratioQ  -69,902X6  -349,510     " 

Total  B.M 355,035     " 
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I  48"X|"  web.    The  effective  depth-3.84  ft.,  so  that 


the  flange  streBS- 355,035-)  3.84-92,457  lbs. 
"        "area   -  92,457 -10,000- 9.25  aq.  i 


and 

Use  two  6"X4"XTV"a'»gleB-10.62  sq.  in.  gross  area -9.5  sq.  in.  net  area. 
End    stiffenere    3J"x3J"xi";     intermediata    stiffeners    3i"x3V'xi", 
spaced  about  4  ft.  centre  to  centre. 

Stringer  Details. — The  end  shear  in  the  stringer  must  be  transmitted  from 
the  web  of  the  stringer  through  the  end  stiffening  angles  to  the  floor-beam 
and  thence  in  a  similar  way  to  the  poet.  The  rivets  connecting  the  end  stilTeners 
to  the  stringer  web  are  in  double  shear,  hence  their  bearing  value  on  the  f-inch 
web  plate  will  govern. 

The  bearing  value  of  a  l-in.  rivet  on  a  |-in.  plate  is  15,000x1  X.8  for 
floor  Bystem  (see  specification)  =3938  Iba.  for  shop  riveting,  and=2619  Iba.  for 
field  riveting. 

End  shear  on  stringer— 44,638  lbs. 

Hence  the  required  number  of  rivcis 
-44,638-i-3938-ll+,8ay  12. 

These  may  be  placed  partly  in  the 
angles  A  and  partly  in  the  fillers  B, 
Fig.  723. 

Value  of  j-in.  rivet  in  single  shear 
-.6013x9000x0.8-4329  Iba.  for  shop 
riveting  or  2886  lbs.  for  field  riveting. 

In  the  connection  oE  the  stringers  to 
the  floor-beams,  hearing  will  govern;  and 
1  the  field  the  bearing  value  per   rivet   ia  only 
2619  lbs.     The    concentration   from   two  stringers=69,902   lbs.     Hence  the 
number  of  rivets  required-69,902+2619-26  +  ,  say  28. 

The  rivet  spacing  in  the  flanges  may  be  determined  as  in  the  case  of  the 
plate-girder  Ex.  44,  Chapter  VH. 

Connection  of  End  SUffewr  to  TVeft.— 
The  load=  69,902 +  1300 -71 ,202  Iba.  and 
the  required  number  of  rivets=  71 ,202 + 
3938-18  +  ,  say  19.  PutlO  in  row  C,  9 
in  row  D,  Fig.  724. 

End  Sliffenert  to  Post. — Single  shear 
wiL  govern.  The  value  of  each  rivet  — 
2886  lbs.  and  the  required  number  of 
riveU-71,202-:-2886-24  +  ,  say  26. 

Dead-load  Stresses    Fig.  719. — Assume    ■ 
a  dead   load  of  900  lbs.  per  lineal  foot 
of  truss.     I>et  I>  =  panel  dead  load.     Then 
Z)-900x25.4-22,860  lbs. 


Fio.  723. 
since  the  riveting  is  done  i 


Also,    tanfi  =  .907  sec  0  =  1.35 

i)tftnfl=20,734    7)sec  0=30,86( 


Fio.  724. 
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Asaume  \  of  the  load  concentrated  at  the  top  chord. 

hen,  stress  in  01-12 -2i>  tan  6-41,468  lbs.  T. 

"  2-3  -3Otane-62,202  "  T. 
"  06,  6c-3i)Un  fl-62,202  ■'  C. 
"     Oa    -2D  sec  fl-61,720    "    C. 


a2 
al 
b2 


~  Daec  e-30,860   "    T. 
-JO  -15,240   "    T. 

-iD  -  7,620   '■    C. 


lAVt-load  Streatea.  Helhod  (for  oompariHO). 

StreseinOl-12-2,748,391+28-  98,157  T.  96,760  T. 

"      '"'     2,3  -4,045,50fi-i-28-]44,4S2T.  145,014  T. 

"      "  ab,  6<;-4,045,505-i-28-144,482C.  145,140  C. 

"      "      Oa    -    108,205  aecff- 146,076  C.  144,020  C. 

"      "     o2    -      62395  secfl-  84,910  T.  86,412  T. 
"      "      63    -      29,292  aecfl-  39.544  T.  or  C.       43,206  T.  or  C. 


al 


-floor-beam  concentration -61,012  T.      61,295  T. 
=  (shear  at  panel-point  2)  -29,292  C.      29,028  C 


Wind-load  Stresses. — Specification. — "To  provide  for  wind  strains  and 
vibrations  from  high-speed  trains,  the  bottom  lateral  bracing  in  through 
bridges  will  be  proportioned  to  resist  a  lateral  force  of  600  Iba.  for  each  foot 
of  the  span;  450  lbs.  of  this  being  treated  as  a  moving  load,  and  as  acting 
on  a  train  of  cars,  at  a  line  6  feet  above  the  base  of  rail. 

The  top  lateral  bracing  in  through-bridges  will  be  proportioned  to  resist 
a  lateral  force  of  150  lbs.  per  lineal  foot  for  spans  up  to  300  ft. 

The  stresses  in  truss  members  from  assumed  wind  forces  need  not  be 
considered  except  (a)  when  the  wind  stresses  exceed  30  per  cent  of  the 
maximum  stresses  due  to  the  dead  and  live  loacb  upon  the  same  member 
and  the  section  is  then  to  be  increased  until  the  total  stress  per  square  inch 
does  not  exceed  by  more  than  30  per  cent  the  maximum  fixed  for  dead  and 
Uve  loads  only,  and  (b)  when  the  wind  stress  can  neutralize  or  reverse  the 
stress  in  any  member." 

Lower  Lateral  System. — We  shall  use  a  double  system  of  ripd  lower  lateral 
bracing  (Kg.  725)  capable  of  carrying  either  compression  or  tension. 

Dead  wind  load -150  lbs.  per  Uneal  toot,  so  that  the  panel  load  — 150x25,4 
-3810  Iba.  We  shall  assume  one  half  of  this  load  or  1905  lbs.  (-tu)  lbs.  to 
be  carried  by  each  of  the  systems  Figs-  726  and  727,  and  superpose  the 
results  to  obt^n  the  total  stresses  shown  in  Fig.  725.     We  have 


w  tan  ff-2846 
tan  e- 1.494 


HJ  sec  e- 3423 
sec  fl- 1.797 


Then,  Fig.  726      Stress  ii 


01-a6        -2wtsne-5692  1bs. 

12-23-6c-3uJtan  fl  =  8538  " 
Oo  -2w  sec  fl-6846  " 

16  -w    sec  e-3423   " 
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\^Pf^ 


Similarly  the  streaees  in  Fig.  727  may  be  found  and  hence  combined  as 

1  f^g.  725.    To  find  the  chord  stresses  from  the  moving  wind  load  of  450 

HN  T   urn  T  i:»:i  T  '^'  P*^  '"***  """  ^'^  ^v^  only 

Fio  726,     "^^Srv^'sLW\/|\/|.    ^  multiply  the  dead  load  wind 

49«ttJiK?^iiU  V^,]   ?<.    \    j<    \      stresBes  by  3.     Thus 

the  panel  load  v/ 

-450x25.4-11,430  lbs. 

Suppose  this  moving  load  to 
ome   upon  the   span   from    the 
ight,  Pig.  728.    The  shear  and 
Fio.  727.     ^^^al^^^l^^i^^   /H    /^o    hence  the  diagonal  strees  in  each 
panel  will  be  greatest  iiiten  the 
8         I  load  covers  the  span  to  the  right 

of  that  panel.     We  shall  assume 
that  the  shear  is  divided  equally  between  the  two  diagonals  in  each  paoeL 

Hence  in  panel  X  diagonal  stress— s-X-g- sec  ff— 20,540  lbs. 

"      "      "      2       "  "     -i  X^  sec  tf- 12,324  " 

1      3io' 
"      "      "     3       "  "     -jX-g-eec*"  6,162   " 

The  combined  wind  loads  in  diagonals  of  the  lower   lateral    system    are 
shown  in  Fig.  729. 


I5|.>^1>^|X|XI        IXIXIXIXM 


Fio.  728.  Fio.  729. 

Upper  Lateral  System. — The  stresses  in  the  upper  lateral  system.  Fig.  730, 
due  to  a  load  of  150  lbs.  per  Uneal  foot  may  be  found  similarly.  The  chord 
stresses  need  not  be  computed  as  they  will  be  much  less  than  30  per  cent  of 
the  combined  live  and  dead  load  stresses  and  will  be  further  reduced  by  the 
effect  of  the  overturning  moment  of  the  wind. 

Overturning  Moraent  Due  to  Wind. — (a)  On  Upper  Chord. — The  wind  load 
carried  by  the  upper  lateral  system  to  each  hip-2x3810-7620  lbs.  This 
will  increase  the  reaction  at  the  ends  of  the  leeward  truss  by  an  amount 

R  -  7,620  xfl  - 12,550  Ibe.    (Fig.  731.) 


'-17 


P^ 


iC 
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The  ccffTeapoodtng  compreaaive  Btiesa  in  the  inclined  end  post — 12,550  sec  0  — 
16,942  Iba,  (Kg.  732.)  The  corresponding  tensile  atreBs  in  the  bottom 
chord-12,550  tan  0-11,393  lbs.,  the  latter  being  constant  throughout  the 
length  of  the  bottom  chord.  We  shall  have  a  compressive  stress  of  the  same 
magnitude  througjiout  the  leeward  top  chord,  but  as  the  direct  effect  of  the 
wind  is  to  cause  tension  in  that  chord,  the  two  will  tend  to  neutraliie  each 
other  and  need  not  be  considered. 

(b)  On  Train. — The  wind  load  on  the  train  (450  lbs.  per  ft.)  is  assumed 
to  act  6  ft.  above  the  base  of  rail  or,  say,  1 1  ft.  above  the  plane  of  the  bottom 
laterals,  Pio.  733. 

Panel  load  P-25.4x4S0-ll,43O. 

Hence  R,  the  reaction  at  leeward  end  of  floor-beam— r= —7396  lbs. 


17 

Thus  the  overturning  moment  of   the  wind  on  the  train  produ( 
7396  lbs.  per  panel  on  leeward  truss. 


)  a  load  of 


Fio.  733. 


/ 

x 

X 

/, 

X 

-^ 

lo.  73 

4. 

^ 

Pig.  734  shows  the  corresponding  stresaes  in '  the  end  post  and  bottom 
chord.  For  reasons  already  mentioned  we  need  not  consider  the  effect  on 
the  top  chord,  while  the  resulting  stresses  in  the  web  members  are  sufficiently 
small  to  be  disregarded. 

Tablk  or  SmiiSSBs. 


turnlns 

ll«nb«. 

as. 

1. 

t. 

a. 

3. 

LOMl. 

v.- 

Choid. 
6. 

6. 

^ 

Oa 

61720C 

146076C 

ie942C 

19B70C 

2447D8C 

Ot  leeward..... 

414B8T 

981 57T 

6692T 

17076T 

11393T 

13416T 

12       "      

41468T 

98157T 

14230T 

42600T 

11393T 

13416T 

22I3MT 

23       "      .... 

144482T 

170781 

51228T 

11393T 

20124T 

306»W 

41468T 

fl8157T 

5692C 

(17076C) 

nsoac 

C13416C) 

24383T 

12         "       . . . 

414687 

981 57T 

14230C 

(42690C] 

11393C 

(134160) 

62202C 

144482C 

62     

7620C 

29292C 

Main  Truts  Sectwww.— Bottom  chord  01,  12. 
section  in  these  two  panels. 


We  shall  use  the  i 
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Section  for  deftd  load  BtresB    41,468      -^  20,000      -  2.07  sq.  ins. 
"   Uve      "        "        98,157      +10,000      -  9.82  "    " 

Totalload  139,625;  total  Kction-ll.Sg  "     " 


.\verage   unit   stress  for   dead   and   live  load   13S,625-i-11.89-ll,743  lbs. 
Section  required  for   combined   load— 221,354 

H__^]]n         +(11,743X1.3)-14.5  aq.  in.  net.     Hence  com- 
1       bined    load    govenw.    Use    four    6"x4"Xi' 
^__^_^^^        angles  — 19    sq.  -ins.     gross    area.    Deducting 
1°°^^       8  rivet-holes,  each  )  sq.   in.,  we  have    19—4 
*^Zj        —15  sq.  ina.  net  area.  Fig.  735. 

Tiie    angles    wilt    be    connected    by    stay- 
Fia.  735.  phttes  spaced  about  3  ft.  0  in,  centre  to  eentie. 

Botlmn  Chord  23. 


Section  for  dead  load    62,202+20,000  -  3.11  sq.  ins. 

"live      "      144,482  +  10,000  -14.45"    " 

Total  load -206,684;     totalsection-17.56  "     " 

Average  unit  stress  for  dead  and  live  loads  206,684+17.56-11,770  lbs.  Sec- 
tion required  for  combined  loada-3O6,505  +  (ll,770X1.3)-20.0  sq.  ins.  Use 
four  6"X4"xH"  angle8-^5.64  sq.  ins.  gross  area-20.14  sq.  ins.  net  area. 

Diagonalg.    ii2.    Section  for  dead  load    30,860-t  20,000-1.64sq.  ins. 

"       "  Uve     "      84,910-*  10,000-8.49  "    " 

Total  secUon- 10.03  "    " 

Use  two  12" — 25-Ib.  channels- 15  sq.  ins  gross  area  — 12.75  sq.  ins.  net 
area. 

bm-2m.  Dead  load-0. 

Live      "     39,544  +  10,000-3.95  sq.  ins. 


D 


Use  four  3J"X2i"X|"  ang]e8-8.44  sq.  ina.  gross  area-6.fl4 
sq.  ins.  net. 

This  section  is  much  larger  than  is  actually  required,  but 
.cannot  well  be  reduced  without  using  sections  below  the  specified 
limits. 

al.    Section  for  dead  load  15,240+20,000-0.76  sq.  ina. 
"       "  Uve      "      61,012  +  10,000-6.10  "  " 

Total  flection -6.86  "  " 

Use  four  6"X3"X}"  angles— 11.44  sq.  ina.  gross  area  — 8.44  aq.  ina.  net 
uea 
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Top  Chord. — The  same  section  is  required  throughout. 
Try  two  15"— 40-lb.   channels.  Fig.   737,  laced  top  and    bottom-23.S2 
sq.  iDfl.    r  about  axis  ABSM  ins.  (Carnegie).    1-25  ft.-300  ins.,  and 

——58.    Hence  I 

r  20,000-«>^-14,9601bB. 

and  10,000-45^-  7,480  " 


llie  section  fordeadh»d-a2,202-t- 14,960-  4.15Bq.ina. 
"       "        "     live     "    -14,482+  7,480-19.32  "     " 


Total  Bection-23.47  ' 


Hence  the  aasumed  section  is  satisfactory. 

Verticai  Boat  62. — The  ligjiteat  convenient  section  we  can  use  under  the 

Specifications  wilt  be  two   12" — 25-lb.  channels,  which 

will  be  found'to    exceed  the    requirements   for   mere 

strength. 

End  Post  oa.  P^.  738.— In  addition  to  the  com- 

preaaive  stresses  In  the  end  post,  there  is  a  bending 

moKtent  due  to  the  wind  pressure  on  the  top  chord.  " 

The  wind  load  carried  to  each  hip,  as  already  shown, 

is  7S20  lbs.,  of  nikich  we  may  assume  that  one-half,  or, 

3810  Ibe.,  will  be  carried  to  the  pier  by  each  poet.      It 

tnay  also  be  assum  d  that  t)te  post    is   fixed  at   A, 

^g.  738,  by  the  portal  bracing,  and  at  £  by  the  anchorage,  m* 
that  there  JB  a  point  of  inflection  at  C  and  the  B.M.  on  the 

poBt  is  3810X2-3810X180-685,800  in.-lbs.,  as  I  is  about 
30  ft.  or  360  ins.    The  extreme  fibre  stress   caused  by  this 
B.M.,  added  to  that  caused  by  the  compressive  stress,  must 
not  exceed  the  specified  limits. 

Try  the  following  sections.  Fig.  739: 


i'lQ.  738. 


Fia  739. 


One  cover  plate  20"xi"  -10.00  sq.  ins. 
Two  15"— 50-lb.  channel8-29.42  "  " 
Four  flats  4"xJ"  -10.00"    " 

Total  section -49.42  "    " 

The  cover  plate  is  used  to  make  the  section  capable  of  resisting  bending; 
in  a  transverse  direction.  The  flats  are  riveted  to  the  bottom  of  the  channels 
to  balance  the  cover-plate  and  keep  the  centre  of  gravity  of  the  section  at 
the  centre  of  the  channels,  so  that  the  centre~of-gravity  line  of  the  end  poBt& 
will  intersect  that  of  the  other  members  at  connecting  points. 
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Moment  of  Inertia  abovi  AB. 

Cover-plat«-AX20X(})'+10X7.75»         -  601.9 
Channela      =2X402.7  -  805.4 

Flato  -2xAx4xlJi5*  +  10x8.125'-  661.5 

r  Total  moiDeot  of  iiiertiA-206S.2 

MomeiU  of  Inertia  about  CD. 

Cover-plate  - 1*1  Xix20'  -  S33.3 

CJhannela      -2xll.22+29.42x(6.87)'       -1412.4 
Flats  -^XJX2X4'  +  10X8.25'        -  693.9 

Total  moflaent  of  inertia -2439.6 
or  about  2200,  allowing  for  rivet-boles. 

[2068.2 
About  AB,  r— •*!  ^040  "^-^^   '''"■'    '   (unsupported   length  in  vertical 

plane) "  453  ins.    Hence  —  —  70  so  that 

17,000-90~-10,7001b8. 

and  8,500-45^-  5,350  " 

Section  for  dead  load-  61,720  +  10,700  -  5.77  8q.inB. 

"   live      "    -146,076+   5,350  -27.30  "     " 

TotaUoad -207,796    Total  8ection-33.87  "    " 

Allowable  stress  tor  dead  and  live  loads 

-207,796+33.05-6283  lbs. 
Allowable  stress  for  combined  loads  -6283  Xl.30-8168  Ibe. 

™i    ..  ....         685800X10.25  „  „     „ 

The  fibre  stress  due  to  bending— 5200 —3195 

The  stress  due  to  combined  compression  hnds  —  49S2  " 

Total  fibre  stress     8147  " 

And  as  this  is  slightly  less  than  the  allowable  intensity  (8168  lbs.)  the  Be<^- 
tion  is  satisfactory. 

Chord  Splices. — In  the  top  chord,  for  convenience  in  erection,  only  one 
splice  will  be  used,  placed  in  the  middle  panel.  The  abutting  ends  dbould 
be  planed  so  as  to  insure  perfect  contact,  and  in  that  case  full  reliance  may 
be  placed  on  their  bearing  against  each  other,  the  function  of  the  splice-plates 
being  to  hold  the  two  sections  in  place.  The  bottom  chord  will  be  spliced 
in  the  second  panel  from  each  end.  The  rivets  may  be  arranged  in  double 
shear,  so  that  their  bearing  will  hmit  their  value.  Bearing  value  of  a  }-in. 
rivet  on  i-in-  an^e-15,000xiX)-6562  for  shop  rivets  or  4375  for  field 
rivets.    Thirty  per  cent  extra  where  wind  loads  are  included  gives  the  value 
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of  a  field  rivet-56S8  lbs.     Hence  221^54-^5688-40,  which  is  the  number 
of  riveta  required  in  the  splice. 

Lffieer  Lateral  Bracing. — The  lower  lateral  bracing  (Fig.  740)  wilt  be  riveted 
to  the  bottom  flanges  of  the  stringers  at  A,  B,  C,  and  D,  the  points  of  inter- 
section; so  that  the  greatest  unsup- 
ported length  in  a  vertical  plane  will 
be  ^C  or  BD,  that  is,  about  151  ins. 
1^  greatest  stress  in  a  diagonal  Is 
27,380    lbs.    comfwession    or    tension. 

The  ratio —must  not  exceed  120,  and 

we  shall  therefore  use  two  4"x3"xf" 
angles  (  —  4.9  sq.  ins.)  with  the  4-tn. 
legs  riveted  back  to  back  at  intervals 
of  1  ft.  (Fig.  741.)     r-126,  therefore  161-!-1.26-120.     Allowable  stress- 

_A  ^     R     13.000-60— -5800    lbs.,    so    that    the    section    required    is 

Pio  741        27,386^5800—4.7  sq.  Ins.,  or  slightly  less  than  the  section 

used.     This  section  will  of  course  be  l&r^r  than  is  necessary 

for  the  panels  nearer  the  centre  of  the  span;  but  any  induction  would  make 

—  too  great,  so  that  the  same  section  will  be 

used  for  aU  bottom  laterals.    Transverse  angles 

AD  and  BC  should  also  be  used,  to  provide  for 

the    longitudinal    thrusts    arising  from   braked 

trwns.     At  the  intersection  0  one  of  the  diagonals 

must  be  spliced  as  shown  in  Fig.  742,  and  a 

sufficient  number  of  rivets  should  be  used  here 

as  well  as  in  the  end  connections  not  only  to 

carry  the  maximum  stress  but  to  develope  the  ^'•'-  '^2. 

full  strength  of  the  diagonal. 

Upper  Lateral  Bracing. — The  stresses  in  the  upper  laterals  are  very  light, 

and  the  ratio  —  will  be  the  governing  consideration: 

The  distance  between  the  outer  rivets  in  the  connecting  plates  may  be 
taken  as  153  ins.    If  two  angles  4"  X3"  x|"  are  used,  arranged  as  in  Fig.  743, 

r-1.2  and  — -121. 


,  The  distance  back  to  back  of  the  angles  is 

/  15  ins.,  the  same  as  the  depth  of  the  top  chord. 

V^'  For  the  transverse  struts  use  four  angles 

. " \  3"X2|"X}",  with  a  single  line  of  lacing. 

Pjq   j^3  Portafa.— The  toWl  wind  load  at  each  hip 

is  7620  lbs.    Assuming  that  the  end  posts  are 

fixed  at  the  lower  end,  there  will  be  a  point  of  contraflexure  at  A,  Fig.  744. 

Each  post  may  be  assumed  to  transfer  to  the  pier  one  half  of  the  wind  load 

at  the  hip,  and  therefore  H,  the  horizontal  reaction  at  .4,-3810  lbs. 
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OY-  V  sec  45°- 19,742  lU.     Or  the  stress  in  OY  may  be  obtained  by  taking 
momenta  about  V„  whence 


Taking  moments  about  0  of  the  forces  to  the  left, 


Fia.  744.  o..™...^^~  ^25 

Hence  XX  and,  consequently,  U^X  have  no  atiess.    Taking  moments  about  Y, 


3810(14.65+8.5) 
8.5 


litr^si  in  r.Q-""'"";r^"'"°13,962  lbs.  T. 


The  same  section  may  be  used  for  all  the  portal  members  as  for  the  upper 
laterals. 

(iVob^.— Check  the  strength  of  the  portal  members  and  design  the  con- 
nections.) 

The  stresaes  in  Che  sway-bracing  at  the  centre  panel-points  are  indeter- 
minate. These  braces  -make  the  structure  more  rigid  and  diminish  vibra- 
tion.    Beyond  securing  a  satisfactory  value  for  the  ratio  — ,  their  design  is  a 

matter  of  judgment.  At  the  point  of  their  connection  with  the  post  a  dia- 
phragm must  be  inserted  between  the  two  channels  of  the  post,  to  avoid  undue 
bending  stresses. 

Shoes. — The  total  weight  of  the  span,  including  the  track,  will  be  about 
225,000  lbs.,  of  which  112,500  will  be  carried  at  each  end.  The  greatest  reac- 
tion due  to  the  live  load  at  cither  end  will  be  282,000  lbs.  Hence  the  total 
load  to  be  carried  by  each  shoe  will  be 

1(112,500+282,000)  or  197,000  lbs.,  nearly. 

The  allowable  pressure  on  the  masonry  is  250  lbs.  per  square  inch.  Hence 
bearing  area  required  =  197,000-;- 250  =  788  sq.  ins. 

The  base-plate  n-ill  be  made  27"X30"-810  sq.  ins. 

The  shoe  at  one  end  must  rest  upon  rollers,  so  a^  to  provide  for  expansion. 
The  roller  shoe  is  shown  in  f^ga.  745,  746,  the  angles  and  vertical  plates  being 


D.qit.zeaOvGoOt^lc 


DESIGN  OF  ItT'FOOT  TRUSS.  791 

of  iAa.  metal,  uid  the  horizontal  ]dates.}~in.  thick.  A  514n.  inn  aaj  be 
wed,  the  method  of  deeigiiing  this  pin  will  be  shown  in  a  Bubeequeot  example. 
Tba  allowable  bearing  preaoim  for  this  pin  per  inch  of  leogth^SiXlSiOOO 


Fro.  745.  Fro.  746. 

—78,750  Ibe.,  bo  that  the  length  of  bearing  reqiured  on  tbe  vertical  plates  is 
197,000-!-78,750-2.5  ins.,  while  the  four  J-in.  plates  provide  3  ins.  The 
strength  of  the  vertical  plates  should  also  be  checked  as  columns.  These 
plat«s  must  transfer  the  wind  pressure  to  the  pier.  The  wind  pressure  on 
the  span  ie  150  +  600  —  750  lbs.  per  lineal  foot,  so  that  the  horizontal  pressuro 
at  each  pedestal -i(127x750) -23,810  lbs.,  half  of  which, or  say  12,000  lbs., 
must  be  carried  by  each  web.  The  weakest  section  will  be  at  B,  and  the 
B.M.  at  B-12,OOOX7i-90,000  in.-lbs. 

Hence  fibre  stress °-^j..  ,-,  —  10,000  lbs.  per  square  inch. 

As  this  combined  with  the  direct  compression  would  be  somewhat  lai^, 
a  diaphragm  should  be  provided.  The  smallest  diameter  permissible  for 
the  friction  rollers  for  a  127-ft.  span  is  3i  ins.  and  the  allowable  pressure  per 
hncal  inch  is  3Jx300  =  937.5  lbs.  Hence  the  total  length  of  roller  required 
for  one  shoe  is  197,000-!-937.5-210  ins.  We  shall  use  eight  rollers  261  ins- 
long. 

Provision  should  be  nuide  for  a  change  of  length  of  about  1}  ins.  in  either 
direction,  or  3J  ins.  in  all. 

The  beat  detail  for  a  roller  bearing  is  a  cast-steel  box  in  which  the  rollers 
may  be  placed.  The  box  is  then  filled  with  oil  to  protect  the  rollers 
against  rust  and  accumulations  of  dirt.  For  the  fixed  shoe  a  cast-steel  grid- 
iron may  be  used,  the  spaces  between  the  ribs  being  filled  with  cement.  Each 
shoe  should  be  fastened  to  the  masonry  by  means  of  anchor-bolts  1}  ins.  in 
diameter. 

Camier.^Suificient  camber  may  be  provided  by  lengthening  the  top 
chord  \  in,  in  every  10  ft.  In  one  panel  length  this  will  amount  to  A  in,, 
BO  that  the  length  of  the  panel  at  the  top  chord  will  be  25'  4H"+A"-25'5J". 
The  diagonals  must  of  course  be  lengthened  in  proportion.  The  make  up  of 
the  members  and  a  general  elevation  of  the  span  are  shown  in  Fig.  790,  page 
812. 
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Ex.  18.  Design  oj  a  SSO-ft.  twing  span. 

The  span  will  be  designed  to  carry  a  double  track  railway  between  the 
trusses,  while  on  cantilevers  outude  of  the  tnisaes  [Tovision  will  be  nude 
for  combined  highway  and  motorway  traffic,  and  for  pedestrians.  The  fol- 
lowing  live  loads  will  be  used: 

For  railway  stringers,  Waddell's  Class  "  R"; 

For  railway  floor-beams,  bangers,  and  subdiagonals,  Waddell's  ClasB  "  S  " 
combined  with  the  effects  of  the  loads  from  the  cantilevers; 


Fro.  747. 

For  main  truss  members,  Waddell's  Class  "  V  "  combined  inth  the  effects 
of  cantilever  loads; 

For  the  roadway  portion  of  the  cantilever  brackets,  Class  "  B"; 

For  each  motorway  track,  the  live  load  shown  in  Kg,  747. 

ilgs.  748  and  749  give  the  curves  of  Equivalent  Uniform  load  for  thia 


Fig.  748, 

last.  The  equivalent  uniform  loads  for  other  classes  may  be  found  in 
Waddell's  "  De  Pontibus"; 

For  the  sidewalks.  Class  "  C," 

The  span,  Fig.  791,  p.  813,  will  consist  of  one  tower  panel  of  30  ft.  8  ins. 
and  fourteen  panels  of  34  ft.  IIA  ins.,  or  altx^ther  520  ft.  i  in.  In  com- 
puting the  loads  the  panels  will  be  assumed  35  ft.  long,  the  distance  from  centre 
to  centre  of  trusses  being  31  ft.  8  ins. 
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The  det^ls  of  the  floor  and  handrails  are  in  part  governed  by  the  specifica- 
tions. The  ties  may  be  computed  ae  in  previous  examples.  The  general 
artangement  of  Uie  floor  is  as  shown  in  fig.  750. 


Stringert. — (a)  SidtvxiVc  Stringer. — Referring  to  Fig.  750  it  will  be  seen 
that  the  sidewalk  stringer  will  carry  one  half  of  the  sidewalk.    The  dead 


.     Flo.  750. 

load  will  consist  of  the  handrail,  one  half  the  floor  and  the  weight  of  the  ^rder 
itself,  say  139  lbs.  per  lineal  foot  of  ^rder. 

Live  load.  Class  "  C,"  for  35-ft.  span  — 76.5  lbs.  per  square  foot.     Hence 
we  have 

Dead  load - 139  lbs.  per  linear  foot  of  stringer 

Live      "    -76.5X2.5 -191    "     "       "       "    "       " 

Impact  C36-ft.  span) -54%. .    -103    "     "      "       "    "       " 

Total  load -433    "     "       "       "    "       " 

The  max.  B.M.-iX433X35'-66,400ftMbfl. 

The  Btrioger  may  be  designed  as  in  previous  examples.    We  shall  uae 
a  WXff"  web^    four  angles  3"x2)"xA"  for  flanges,  and  the  usual  end 
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Btiffeners  and  fillers,  the  total  weight  being  2130  Ibe. 
lineal  foot  of  stringer. 

(6)  Motonoay  Stringeri. — Outer  stringer. 


204 


125 


HandnuL  

Floor-timber 

Rail  and  BpUces 

Weight  of  stringer  (say) 

Total  dead  load -419 

Live  load  from  sidewalk. 191 

Impact  load  from  sidewalk  (54%) 103 

Live  load  from  motorway. 1020 

Impact  load  from  motorway  (74.8%).  761 

Total  load -2494 


about  60  Ibe.  per 
The  dead  load  will  be  as  follows: 
60  Um.  per  foot  of  stringer 


The 


max.  B.M.-JX2494X35'-382,000ft.-lbe. 

Ill  III        "*•" 

u 


36"  X A"  web  and 

6"X3i"xJ"  angles  for  flanges,  the 
total  weight  of  the  stringer  with 
details  being  4157  lbs.,  or  119  Iba. 
per  lineal  foot  of  span.  The  inner 
stringer  will  carry  the  same  load, 
less  that  due  to  the  sidewalk.  The 
flange  angles  may  be  reduced  to 
5"x31"Xi",  the  total  weight  being 
3915  lbs. 

IntermediaU  Cantilever  Bracket*. — 
Concentration  from  sidewalk  stringer 
at  A,  Fig.  751. 


Dead  load- 139X35 '. . 

Cantilever  and  laterals  (say) , 

Total  dead  load 

Live  load  (70-ft.  span)  73x2.5x35. . 
Impact  (7ft-ft.  span)  45.4% 


4865  lbs. 


Total  kiad -14,888   " 

Siniilarly  assuming  that  the  portions  of  the  weights  of  the  cantilevers 
and  laterals  concentrated  at  B  and  C  are  1600  lbs.  and  4500  lbs.  respectively, 
we  have  the  total  concentration  at  fi— 68,175  lbs.  and  at  C— 61,975  lbs. 

The  stresses  may  now  be  determined  graphically  and  the  sections  and 
details  designed  in  the  usual  way.  The  weight  of  each  intermediate  canti- 
lever will  be  about  510  lbs.  The  general  dimensions  for  the  cantilevers  at 
each  end  of  the  span  will  be  the  same,  but  as  they  have  to  cany  only  the  bad 
upon  half  of  one  panel,  instead  of  half  of  two  panels,  they  may  be  made  lighter. 
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The  weight  of  each  will  be  about  4350  lbs.  Hence  the  total  weight  of  metal 
in  the  cantilevers  will  be  5100x28+4350x4-160,200  lbs.,  or  310  lbs.  per 
lineal  foot  of  span. 

(f)  BaUway  stringers: 

Equhralent  live  load.  Class  "R"  (35-ft.  span). ..  -  8450  lbs. 

Impftct  74.77% -  6320    " 

Dead  load  (including  floor) -  1100   " 

Total  load -  15,870  " 

per  lineal  foot  of  track,  or  7935  lbs.  per  lineal'foot  of  stringer. 
B.M.-ix7935X35'- 1,215,000  ft.-lba. 
Assume  a  web  of  62"X|";  the  effective  depth— 4.87  ft. 

Flange  BtTesa-1,215,000-^4.87-250,000  lbs.  (about). 
"       area  -250,000^  14,000-(i  of  web)-17.8-2.9 
- 14.9  sq.  IDS. 

Use  two  6"X6"Xj"  angles  — 16.88  sq.  ins.  gross  area  — 15.38  sq.  ins.  net 
area. 

The  weight  of  one  stringer  will  be  8637  lbs.  or  (say)  250  Iba.  per  lineal 
foot  of  stringer.  The  tower  span  is  only  30  ft.  S  ins.  in  length,  so  that  the 
stringers  will  weigh  about  6250  lbs.,  each. 

The  stringer  bracing  will  consist  of  4"X4"x|"  angles,  attached  to  the 
top  flanges  and  arranged  as  shown  in  Fig.  752,  with  a  cross-franie  at  the  centre 


Fio.  763. 

of  each  panel.  Fig.  763.  Including  the  necessary  connecting  plates  and  rivets, 
it  \nll  weigh  SO  lbs.  per  lineal  foot  of  span.  Hence  the  total  weight  of  stringers 
will  be  8750x56+6250x4  =  515,000  lbs. -990  lbs.  per  Uneal  foot  of  span. 
Or,  total  weight  for  stringers  and  bracing— 990+80  — 1070  Iba.  per  lineal 
foot  of  span. 

IntermediaU  Floor-beama. — Concentration  from  railway  stringers: 
Eqmvaknt  Mve  load  (70-ft.  span),  Class  "  S  ". .  .   -    6320  lbs.  per  Uneal  foot 

Impact  70.18% -    4450    "     "       "       " 

Dead  load  (not  including  flooring) —     900   "     "      "      " 

Totalload -11,670    "     "      "      " 
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Hence  the  dead-load  concentration  for  each  Btringer  is  -^.X35  — 15,750  Ibo., 
10770 


and  the  corresponding  live-load  conoentration — 


-X35- 188,500  Ibe. 


The  floor-beam  and  its  cantilevers  will  then  be  loaded  as  shown  in  Rg.  754, 
to  which  must  be  added  the  weight  of  the  floor-beam  itself,  which  will  be 
9  18,500  Ibe.  uniformly  distributed. 


sigii^  If  ill  HUB  m 

m  at   Hi   iit  iii  ii^  ii^i    tit 


Fio.  764. 

The  maximum  positive  B.M.  will  occur  in  the  fioor-beam  irfieQ  the  lati«r 
carries  its  full  load  and  the  cantilevers  carry  only  the  dead  load.  The  mini- 
mum positive,  or  maximum  negative  B.M.  (should  reversal  take  pkoe)  will 
occur  when  the  cantilevers  are  fully  loaded,  and  the  floor-beam  carriea  only 
the  dead  load. 

The  B.M.  at  centre  of  floor-beam  due  to  full  load  on  same 
-408,500X12.33-204,250X7+1X18,500X30.67- +3,678,000  ft.-n3B. 
Neg.  B.M.  due  to  dead  load  on  cantikvere 

-19,375X3  +  16,300X12+5,600X18.25--    356,000      " 


Maximum  positive  B.M -  +3,322,000 

Pot.  B.M,  due  to  dead  load  on  floor-beam 

-31,500Xl2.33-15,75Ox7+ixl8,50Ox3O.67..  -+    349,000 
Neg.  B.M.  due  to  fuU  load  on  cantilevers 

-1,975X3+68,175X12  +  14,875X18.25- -1,275,500 


Maximum  negative  B.M. . 


926,500 


tiv6  flange  stress  will  reverse,  and  hence  (Waddell's  Speciflcations,  p.  17> 
we  must  add  to  the  sectional  area  required  for  the  greater  stress  three  fourths 
of  that  required  for  the  less.  Or  we  may  add  three  fourths  of  the  smaller 
B.M.  to  the  larger,  and  design  the  section  for  the  sum,  vis., 

3,322,000+1x926,500-4,017,000  ft.-lU. 

Assume  a  web  of  96"X4";  the  effective  depth— 8  ft.;  then  flange atiMS 
-4,017,000+8-502,125  lbs.,  and  flange  aI«a-50^,l25-^14,000-(i  fA  web) 
-36.87-6.0-29.87  sq.  ins. 
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Use  two  angles,  8" X  8"XA" -17.52  sq.  ins. 

"    one  cover-plate,  16"XA" —9.00   "     " 

"    one  plate,  16"xi". -  8.00  "     " 

Total  area -34.52    "     "    groea  section 

—34.52—4.37—30.15  sq.  ins,  net  section,  which  is  sufficient. 

It  will  be  found  that  the  outer  cover-plate  must  ext«nd  to  about  the  outer 
stringer  as  shown,  Fig.  755. 

The  floor-beam  must  be  cut 
away  at  the  lower  corner  to  make 
room  for  the  bottom  chord  and 
pin.  The  web  will  be  reinforced  by 
two  plates  55"XA"X5'5"  as  shown. 

The  floor-beam  will  weigh  17,500 
lbs.  (assumed  weight  18,500).  Total 
weight  of  floor-beams- 17,500X14 
-245,000,  or  470  lbs.  per  Lnear  foot  Fi«-  '55- 

(X.B.  The  weights  of  the  two  floor-beams  at  the  tower  will  not  be  con- 
sidered now,  since  they  will  be  carried  to  the  pier  without  inducing  stress  in 
the  trusses.) 

L(fwer  LaUrala.— Three  cases  must  be  considered  for  the  wind  Btresaes 
in  the  lower  lateral  Bystem. 

(a)  A  dead  load  of  30  lbs.  per  square  foot  of  exposed  surface  when  the 
span  Is  open.  Tins,  from  a  rough  computation,  will  amount  to  670  lbs. 
per  lineal  foot  of  span. 

Hence  panel  load-u'=670x35-23,450  lbs.;  sec  fl-1.516; 

tan  fl-1.139;  ^''--17,800;  ictan  fl-26,700. 


The  stresses  will  be  as  shown  in  Fig.  756,  the  stresses  i 
beginning  at  the  left  being  successively  \,  1},  2)  .  .  6^  t 

the  chord  stresses  in  the  same  way  being  },  \\,  Z\,  61,  lOi,  15},  21),  28}  times 

wtan  e. 


MC    M^C   IM,NOC  tn.mCIM,H»C  « 

Fio.  756. 

(b)  The  span  closed,  and  a  moving  load  of  1100  lbs.  per  lineal  foot  on 
one  arm  only;  w-panel  load -1100x35 -38,500.  The  streaaea,  Fig.  757, 
may  be  found  as  in  the  riveted  truss,  Ex.  17. 
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(fi)  The  span  doaed,  and  &  moving  load  of  1 100  lbs.  covering  both  a 
Id  this  case  we  have  a  girder  continuous  over  four  supports. 
Panel  Ioad-1100x35=38;500  lbs 


The  following  table  gives  the  reactions  in  pounds  at  the  end  and  centre 
for  loads  at  each  panel-point  of  one  arm, andat  the  corresponding  paoel-poiiit 
of  the  other  arm,  Pig.  760. 


ndinLl* 

CmminLl*. 

30.800 

7.700 

23,500 

15,000 

16,200 

22,300 

10,400 

28.100 

5,400 

33,100 

1.900 

36,600 

The  streaaea  for  each  panel  load  may  readily  be  obtained  either  analytically 
or  graphically.  For  example,  consider  a  load  at  panel  point  3;  R— 16,200  lb«. 
Hence  the  shear  in  the  firat  three  panels  is  16,200  lbs.  and  the  corresponding 
stress  in  each  diagonal 


16200  B> 


-  =  12,2' 


The  shear  in  the  remaming  panels  is  16,200-38,500- 

22300 
Hence  diagonal  8tresa= k~  sec  9—  —17,570  lbs. 


1 

uJ  t  !  ! 

■ 

XX 

^^ 

XXIX 

Fio.  76a 
Fig.  758  shows  the  stresses  found  by  combining  the  effecta  of  the  Beventl 


D.qit.zeaOvGoOt^lc 


DESIOff  OF. A  SBO-FOOT  SW ISO-SPAN.  799 

The  greatest  strees  in  the  lower  iBterals  is  thus  115,700  Ibn.  T  or  C,  in  the 
panel  next  the  tower. 

We    shall    use    four    angles    con-  .™.-.„,'.^ 

nected  by  angle  lacing,  Y\g.  759. 

The  top  angles  will  be  riveted  to 
the  stringers  at  their  intersections,  but 
the  lower  angles  will  be  unsupported 

in    a  horizontal  plane  for  nearly  half  Fio.  760; 

their  length,  or  say  240  ins.    Try  four 

angles  each  5"x3i"X|",  arranged  as  shown,  fig.  761;   area— 12.2  sq.  i 
I     -___ 
~2.4" 


r-2.4in«.;  — — :r^-100.    Hence 


allowable  stress  per  sq.  i 


and  the  section  required  — 115,700-^10,000  — 11.57  sq.  ins.,  so  that  the  above 
section  is  ample.  For  the  sake  of  rigidity,  and  to  avoid  the  use  of  a  la^e 
number  of  di^erent  sections,  we  shall  use  the  above  for  all  lower  laterab. 

The  total  weight  of  the  lower  lateral  system  will  be  about  84,000  Iba.  or, 
say,  160  Ibfl.  per  lineal  foot  of  span. 

The  loads  on  the  upper  laterals  will  be  much  lighter,  but  the  sections  will    , 

be  determined  by  the  ratio  — ,  which  for  wind  bracing  must  not  exceed  140. 

Tfae  section  may  be  eimilar  to  that  for  the  lower  laterals,  using,  however, 
4"X3"X|"  an^B,  and  2i"xi"  bars  instead  of  angles  for  ladng,  in  the 
diagonal  members  UiU„  etc.,  and  5"X3i"  angles  for  the  transverse  struts 
U,U„  etc..  Fig.  762. 

Instead  of  making  the  upper  lateral  bracing  continuous  throughout  the  entire 
length  of  the  span,  it  ia  omitted  in  the  panels  VtU,  and  U^U^.  Bmcing  shown 
by  the  dotted  lines,  Fig.  760,  is  inserted  in  the  pkme  of  UJd^  (Fig.  761), 


)^XIXIXIXIXK 


Pio.  760. 

and  a  portal  similar  to  that  in  the  plane  of  VtL^  is  introduced  in  the  plane 
M^,.  The  object  of  this  is  to  transfer  the  wind  load  on  the  top  chord  to 
the  pier  in  the  most  direct  manner  possible,  which  tends  to  secure  both  economy 
.-ind  ripdity.  The  bracing  in  the  tower  panel  V,U,  consists  of  adjustable 
rods,  nmply  intended  to  keep  the  tower  poste  in  position.  The  portals  in 
panels  U,L^  and  MJ^  may  be  designed  as  in  the  riveted  span  Ex  17.  All 
the  portal  struts  consist  of  four  angles,  5"  X  SJ"  X  J",  arranged  as  in  the  laterals. 


D.qit.zeaOvGoOt^lc 


THEORY  OP  STRUCTURES. 


The  total  weight  of  metal  in  the  portals  and  upper  laterals  will  be  about 
104,000  lbs.,  or  200  Iba.  per  lineal  foot  of  span. 
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Fio.  762.    FiQ.  763.    Fio.  764. 


The  Btressee  in  the  vertical  sway  bracing  between  the  trusaes  are  indeter- 
minate, and  the  ratio  —  will  be  the  governing  consideration  in  their  design. 

We  shall  use  struts  of  the  same  section  as 
the  diagonals  of  the  upper  lateral  system, 
the'general  arrangement  being  as  shown  in 
Figs.  762-766.  The  horiaontal  transverse 
strut  is  brought  to  within  23  ft.  (the 
specified  clearance)  of  the  base  of  rail. 

The  total  weight  of  metal  in  sway- 
bracing  will  be  about  75,400  lbs.,  or 
145  lbs.  per  lineal  foot  of  span.  Hence 
ttie  total  weight  of  upper  and  lower 
laterals,    portals,   and   sway-braciiig  will 

be  160+200 -t-145-505  lbs.  per  lineal  foot  of  span,  of  trtiich  about  460  lbs. 

will  be  carried  by  the  trusses. 

Hie  dead  load  carried  by  the  trusses  may  now  be  In  part  computed  and 

in  part  assumed. 
Dead  Loads. 

Tracks  and  flooring 1910  lbs.  per  lineal  foot 

Sidewalk  stringers,  2  at  60  lbs. 120 

Motorway       "        2  at  119  lbs 238 

2atll21b8 224 

Cantilevers 100 

"  lateral  bracing  for. 100 

Rfulway  strii^is  and  bradng 1070 

Floor-beams 470 

Handrails 300 

Bolts  for  floor 48 

Lateral  system , .        460 

Trusses  and  operating  machinery  (assumed) 3700 

Total  dead  load -8950 

or  4475  lbs.  per  lineal  foot  of  each  truss. 
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The  average  panel  load  would  be  4473X35-156,600  lbs.,  but  the  panel 
load  wiU  evidently  increase  from  the  ends  toward  the  tower,  bo  that  ve  shall 
assume  the  loading  given  in  fig.  765. 


III 


Pro.  765. 

When  the  span  is  open  the  entire  weight  rests  on  the  centre  pier,  and  we 
have  two  cantilever  arms  balancing  each  other.  When  the  span  is  closed 
the  same  is  true,  except  in  so  far  as  provision  is  made  for  lifting  the  ends 
and  giving  them  a  firm  bearing  by  means  of  wedges  or  equiviUent  devices. 
The  end-lifting  gear  will  be  designed  to  exert  an  uphft  of  120,000  lbs.  at 
each  end  of  each  truss. 

The  stresses  will  be  considered  under  four  conditions  of  loading. 

(1)  Span  open,  dead  load  only  acting.  The  resulting  stresses  aie  readily 
obtained  grapldcalty,  Fig.  766,  and  are  shown  in  fig.  765. 


v^ 

t- 

<_l 

X 

X 

^1 

Fio.  766. 


(2)  An  uplift  of  120,000  lbs.  at  the  end  of  the  truss.  The  resulting  gl 
also  found  graphically,  are  indicated  in  ¥\g.  767.  As  this  uplift  may  not 
always  act,  the  resulting  stresses  are  considered  only  when  they  inenate  the 
etrenes  due  to  other  conditions  of  loading. 
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(3)  Live  load  oa  one  arm  only,  niiich  is-  then  aeaumed  to  act  u  a  no^ 


Equivalent  live  load,  Class  "V,"  245-ft.  span-4525  lbs.  lin.  ft.  of  truM 
"  "      "     motorway         "        "    —  775   "     "   "  "     " 

"  "      "      sidewalks  "         "    -  290    "     "    "  "     " 

Total  live  load -5590   "     "    ""     " 

Befening  to  Fig.  754  it  will  be  seen  that  the  most  unfavorable  loading 
on  a  truss  will  occur  when  the  motorways  and  sidewalks  outside  of  that  truss 
and  the  railway  tracks  between  the  trusses  all  carry  their  maximum  load, 
while  the  motorway  and  sidewalk  on  the  other  side  are  empty.  This  condi- 
tion of  loading  may  readily  prevail  over  one  or  two  panels,  but  is  quite  unlikely 
to  do  BO  over  the  whole  span.  Its  effect  will  therefore  be  considered  in  com- 
puting the  stresses  in  the  floor-beam  hangers  and  sub-diagonals,  but  will 
be  ignored  in  proportioning  the  main  truss  members. 

Panel  live  load  =  5590  X35- 195,650  lbs. 

The  chord  stresses  will  be  greatest  when  the  live  load  covers  the  whole  span. 
The  reaction  at  each  end  is  then  195,650x3^586,950  lbs.,  and  a  single  Btre» 
diagram  (Fig.  768)  gives  all  the  chord  stresses. 

To  find  the  stresses  in  UiL,,  U^„  UJ^,  assume  a  reaction  of  100,000 


lbs.  at  the  left  end  of  the  truss.     F^.  769  gives  the  resulting  stresses,  vix., 
99,000,  70,000,  and  79,400  lbs.,  respectively.     Now  the  stress  in  t/,L,  is  a 
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maximum  when  L,  and  all  the  panel-poiutH  to  the  right  of  it  carry  the  full  live 
panel  load.  The  corresponding  reaction  at  L,  is  fxld5,650x(l +2+3+4-^5) 
-419,250  lbs.    Hence  the  stress  in 


419250X99000 


VfL,  and  UJ^,  will  have  a 
from  the  right  to  L,. 

Corresponding  reaction  at  £,' 


-415,000  lbs.  (nearly). 

stress  when  the  hve  load  exteodB 


■  }X195,650X(1 +2+3 +4) -279,500  Ibo., 


„  ^      279500X70000     ,„,„^,^ 
'  ^■^-        100000 ^195.000  lbs., 


stress  in  UJj,— 


279500X79400 
100000 


''222,000  lbs. 


Similarly  the  tensile  stress  in  L,M,  will  be  a  maximum  when  the  live  bad 
extends  from  the  left  end  of  the  span  up  to  Lf  Reaction  at  L,  — 167,700. 
From  Fig.  770  the  stress  in  LMt  due  to  a  reaction  of  100,000  lbs.  at  L,  is 

167700 
100000 
-394,000  lbs. 

When  the  Uve  load  advances  to  Lt,  it  will  be  best,  on  account  of  the 


235,000  lbs.     Hence  the  Tpaximtim  tensile  stress  in  LtJI/.-235,000  Xt7 


Via.  770.  Fia.  771. 

secondary   members,  to    make  a   special    diagram,   Fig.   771.     Reaction  at 
L,-279,500  lbs.,  whence  stress  in  M,U,-465,000  lbs. 

The  stresses  in  the  hangers  U,I^,  MX*,  and  MJ;  will  be  greatest  when 
the  Uve  load  covers  two  panels. 


m^ 


Fio.  772. 
Equivalent  live  load  for  sidewalk  (70-ft.  span.  Class  "  C  ")  =  73X5-365  lbs. 
per  lineal  foot  of  sidewalk. 

Concentration  on  floor-beam-365x35=12,775  lbs. 
Equivalent  live  load  for  motorway  — 1430  lbs.  per  foot  of  track 
Concentration  from  one  track  on  floor-beam-1430x35-50,050  lbs. 
Equivalent  live  load  for  railway  (Class  "  S  ")  -6235  Iba.  per  foot  of  track. 
Concentration  from  one  track  on  fk>or-beam-6325x35-221,375  lbs. 
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Assuming  one  udeiralk  and  motorway  unloaded,  we  ha\-e  the  floor-beam 
and  cantilevers  loaded  as  in  Fig.  774,  where  R  is  the  reaction  on  the  h&nger, 
the  concentration  from  each  track  being  placed  at  the  centre  line  of  tbe  track. 

Hence  ff x30.67-221,375x30.67+50,050x38.17  +  12,775X45.79,  or  fl  = 
303,000  lbs.  (nearly)  =-streas  in  (7,I,„  Af^Lj,  and  MJ.,.  The  sub-diagona,b 
MtLt,  J/,L,  will  each  transfer  one  Imlf  of  the  load  in  the  hanger.  Hence 
stress  in  each  is  1X303,000  sec  9=233,000  lbs.  C. 

The  stress  in  the  hanger  !/»£-,  will  be  greatest  when  the  live  load 
extends  from  X,  to  L,.  Taking  the  equivalent  uniform  loads  for  a  span 
of  140  ft,  in  the  same  way  as  above,  we  find  the  stress  to  be  535,500  lbs.  T. 
Rg.  773  shows  the  stresses  in  all  members  for  a  live  load  covering  one  arm  only. 


(4)  live  load  covering  both  arms,  which  then  form  a  girder  contiDUOus 
fei  four  supports. 
Equivalent  live  loads  520-ft.  span: 


Sidewalks,  43.5X5. . 

Motorway 

Rwlway  (Class  "  V  " 


"  218  lbs.  per  lineal  foot  of  truss 
_  425    "     "       "       "    "     " 
-4190    "     "       "       "    "     " 

=  4833    "     "       "       "     "      " 


Panel  load-4833x35-169,155  lbs.  =  ui. 
toad  is  placed  successively  at  panel-points 


It  will  be  assumed  that  a  panel 
-1,  2-2,  etc.,  Rg.  774. 


The  reactions  in  pounds  for  each  pooitiou  of  the  Uve  load  may  be  ( 
puted  by  the  Theorem  of  Three  Moments,  as  follows: 


fix-*- 

«.-«► 

8U«. 

1-1 

135,300 

33,800 

H 

102,800 

66,300 

3-3 

71,600 

97,600 

4-4 

45,100 

124,000 

&-5 

24,000 

145.100 

6-6 

9,000 

160,100 

D.qil.zMBlG001^le 


DESIGX  OF  A  520-FOOT  SWING-SPAN. 


A  separate  stress  diagram  ia  required  to  give  the  stresses  for  each  position 
of  the  load.  Figs.  778-83.     The  stresses  in  lbs.  are  as  follows; 


Puiel  L<»d  ■! 

tSSI. 

ber. 

Pmnel- 

PMel- 
point  2-2. 

point  3-3. 

J^t. 

Panel- 

poioc  6-5. 

J^U. 

piHirfon. 

U,L, 

t± 

u,u, 
ujf. 

190000C 
135000T 
84000T 

ssoooc' 

48O00C 
29000T 

70000C 
49000T 
56000C 
65000T 
65000T 
32000C 
32000C 
26000T 
13000C 

144000C 

I03000T 
162000T 
4000T 
4000T 
175O0OC 
102000C 
54000T 
lOOOOOT 
98000T 
112000C 
130000T 
130000T 
65000C 
65000C 
46000T 
24000C 

lOOOOOC 
715  OT 
n9000T 
llOOOT 
llOOOT 
121000C 
167000C 
76000T 
70OOOT 
49000C 
55000T 
194000T 
I94000T 
970O0C 
97O0OC 
65000T 
34500C 

G4000C 
45000T 
77000T 

132000T 
3S0OOT 
77000C 

102000C 
78000T 
45000T 
310000 
35000T 
41000T 
87000T 

136000C 

136OO0C 
70500T 
35000C 

34000C 

24OO0T 
41X0T 
71000T 
71000T 
42000C 
54000C 
70000T 
24000T 
17000C 
20000T 
22000C 
22000C 
174O0OC 
I74O0OC 
63000T 
32000C 

13000C 
9000T 
I6000T 
27000T 
124000T 
15000C 
21000C 
4S000T 
9000T 
6000C 
7000T 
flOOOC 
9000C 
86000C 
216000C 
39000T 
20000C 

387666t' 
4S9000T 
245000T 
245000T 

35i666T 
248000T 

U70O0T 
U7000T 
389000T 
476000T 

3696661' 

545000C 

515000C 
484000C 

70000C 

103000C 
168000C 
72000c 
31000G 
S90000C 
7190000 

I5SO0OO 

To  allow  for  impact  a  percentage  /  is  to  be  added  to  the  live  loads.  For 
rai  Iway  and  motorway  loads  /  =  rrcnni  and  for  sidewalk  loads  /  "  TTTso* '  ^^^ 
the  length  of  span  which  must  be  covered  to  produce  the  maximum  stress 


in  the  member  under  consideration.     In  the  present  case  the  following  a 
age  values  may  be  taken : 
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No.  of  Paneb  Loaded. 


.  73.0    per  cent. 

.  S8.1      "      " 

.  64.1     "      " 

.  60.25   "      " 

.  57.6     "      " 


51.2     "      " 

h  arms ■. 36.8     "       " 

s  atresaes  may  now  be  combined  as  in  the  following  table: 
Combined  Stbesses. 


ber. 

in  Lb.. 

ioLbi. 

yj- 

Cf«,4. 

s 

Armg. 
in  Lb.. 

Im- 

■SES' 

ToMJ. 

Qua  Arm. 
in  Lb., 

1T&- 

Com- 

1 

p. 

Is 

I.IMB.OOOC 
280  000T 

Si:K 

262,0000 

302,000T 

3B2,000C 

35.000C 
eSB.OOOT 

'MS 

12s,oo(k; 

3(«0OOT 
139, COOT 

i.bm:ooot 

204!OOOT 
3S2,000T 

119.006t' 
84,0000 
fl5,0OOT 

1 
1 

WOT 

245,000T 

1S:8S 

'lis 
'lasffi' 

J 

IS 

II 

3£2.000T 
239.000T 

62,000C 

..is 

ii 

GllioOO 

i,2os,om 

1.070.000 

1B5.000C 

ara,oooT 

ots.ooo 

eslioo 

"Z. 

lli.'OoSc 

3tMJ)00T 

(389.000T) 
476.000T) 

S 

.6026 

253,000T 

1 .336.000 
l,SfiB.000 

W 

IS 

TMioOOC 

1 

2O6,O0OT 
IM.OOOC 
323,000T 
380,000C 

83fl,000 

!;-^ 

■  M.666C' 

1,180,600 

BBOflOOC) 

1  ,£72.000 

iS¥ 

JS?:S 

2 

if 

.681 

20e,OOOT 

M 

648,000 

M.000C 

i,SW.EOO 

3«7,006C- 

2,071,000 

The  •rind  . 
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— Finires  in  p&rfiDtheBeH  C  )  w  not  ineluded  in 
-'-  -■  strawes  in  tlie  chorda  irill  not  aUtot  tha  k 

Where  a  member  carries  stresses  of  opposite  kinds  the  area  of  section 
lequired   must  be   computed  for  tension  and   compreaaion  separately,   and 
three  fourths  of  the  smaller  area   added  to  the  greater.     ^' 
chord,  try  the  following  section: 


Thus,  for  the  top 


r 


J 


One  cover-plate  36"XA" 20.25  sq  ins. 

s^          Foiirtopangle831"X3i"Xi".  .  9.92   "  " 

^'            Two  webs  30"XH" 48.76   ''  " 

Two  bottom  aisles  6"X6"XJ".  16.88   "  " 

Total  section 95.80   "     " 

[L        Unsupported  length,  /-35'-6H",  say  427  ina. 
Moment  of  inertia  about  axis  Ci>— 18,117, 
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and  about   ana   XB-13,290.    Therefore  r-J^^-11.8   and    ^-38.2. 

Hence  the  allowable  Btreas  per  sq.  in. ■=  18,000-70 15,470  Ibe. 

Thua  the  section  required  for  compresfflou  U,V, 

- 1 ,206,000  ■!■  15,470  -  78.0  sq.  ins. ; 
the  section  required  far  tension  U,  U, 

-280,000  +  16,000-17.5  sq.  ins., 
and  the  total  section  required 

- 78.0 +iX  17.5 -91.1  sq.  ins. 
The  section  required  for  compression  UiU, 

- 1,070,000-15,470-69-3  sq.  ins.; 
the  section  required  for  tension  U,U, 

-531  OOO-i-16,000-33.2  eq.  ins., 
and  the  total  section 

-69.3+1x33.2-94.2  sq.  ins. 

The  above  section  may  be  used  for  the  entire  top  chord. 
Top  chord  section  [^.t/,  carries  tension  only,  and  eye-bars  may  be  used. 
Section  required-2,071,000  +  I8,000-115.l8q.  ins.    Use  four  bars  12"Xli" 
and  two  bars  12"XlA"-115.5  aq.  ins. 

Ail  other  members  may  be  designed  in  a  similar  manner.  Taking,  for 
example,  the  membera  which  meet  at  t/„  we  may  use  for  M,Uf  four  bare 
12"XlH"-87.0  sq.  ins.;  for  [/,t.  four  bara  10"XlH"-72.5  sq.  ins.;  and 
for  U^I,  the  following  section.  Fig,  782: 

One  eover-plate36"Xft" 20.25  sq.  ins. 

Fourtopangles3J"X3i"XA" 11.48   "     " 

Four  webs  (in  pairs)  30"  Xj" 60.00"     " 

Two  bottom  angles  6"  X  6"  X  J" 16.88   "     " 


Total  section. . 


The  stresses  from  all  these  members  are  transmitted  through  the  pin  at  U,. 
The  allowable  bearing  on  the  pin  is  22,000  lbs.  per 
square  inch  of  the  surface  obtained  by  multiplying 
together  the  diameter  of  the  pin  and  the  length  over 
which  the  member  bears  upon  it.  Assume  10  ins.  as 
the  diameter  of  pin  t/,.  Then  allowable  bearing  per 
inch  of  Iength-22,OOOX10-220,000  lbs.  The  largest 
eye-bars  are  12  ins.  wide,  so  that  they  can  safely  carry 
12x18,000-216,000  Iba.   per  inch  of  thickness.     The  Fio.  782. 

220,000  lbs.  in  bearing  afforded  by  a  lO-in.   pin  is 
accordingly  ampb  for  the  eye-bara. 
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The  length  of  beariog  on  the  pin  required  for  I/^,-l,572,000-*- 220,000 
—  7.15  ins.,  of  which  the  webs  provide  2  idb.,  so  that  5.15  iita.  in  the  whole 
member  or  2.57  (say  2f }  in.  on  each  side  must  be  made  up  by  means  of  pin- 
plales.  We  shall  reinforce  each  web  with  six  plates  A"  thick  arranged  as  in 
Figs.  783-4.     These   plates  should  be  of  sufficient  length  and  width  to  dis- 


tribute the  pressure  from  the  pin  uniformly  over  the  entire  section  of  the 
member.  The  two  inside  plates  in  this  member  are  extended  so  aa  to 
form  a  hinge.     Plates  of  the  following  dimen«ons  may  be  used: 

TwoplateB26"   xA"x6'0"    inside 
"      29"   XA"X6'11"     " 
"      25i"xA"X3'6"       " 
"        "      20i"  X  A"  X2'  8i"  hinge-plates 
"      20i"xA"x3'6"    outside 
"     23i"xA"x3'7f     " 

The  pressure  on  each  plate  wiU  be  Ax220,000-96,000  lbs.     Hence  the 
number  of  rivets  required  to  transfer  the  stress  in  {idate  A  across  plane  CB 


—  06,000-f  6013,  say  16,  and  at  least  sixteen  additional  rivets  will  be  required 
at  each  successive  plate  until  the  web  is  reached. 
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figs.  7S5-6  show  the  joint  bA  U^^n  plan  and  elevation. 


Fra.  786. 

The  greatest  stress  in  the  pin  t/,  will  evidently  occur  when  both  anna 
of  the  span  are  fully  loaded.  Tbe  stresses  in  the  various  members  will  then 
be  as  shown  m  Fig.  TOT. 

Following  an  the  horizontal  and  vertical  components  H  and  V: 

U  V 

U.U^ +    128,900  +  23,100 

U.V, +1.851,500  +925,700 

Uja, -1,080,000  -926.400 

tr^, -    899,400  +771,400 

t//.. -764,000 

Positive  stresses  are  suppoaed  to  act  to  the  right  and  upward;  negative 
to  the  left  and  downward.  Distributing  the  stress  in  each  member  among 
its  compooents  in  proportion  to  their  sectional  areas.  Figs.  788  and  789  show 


the  loading  of  the  pin  in  horisootat  and  vertical  planes  respectively.  Only 
one  half  of  the  pin  is  shown,  as  the  arrangement  of  the  members  is  symmet- 
rical about  the  centre  line  of  the  truss.  The  load  from  each  piece  is  also 
assumed  to  be  concentrated  at  the  centre  of  its  bearing  upon  the  pin.  The 
assumed  dead  load  of  35,000  lbs.  at  U,  may  be  distributed  over  the  pin,  reducing 
each  upward  component  and  increasing  each  downward  one  by  about  2000 
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Ibd.     The  bending  iwwwata  in  &  btHisoDtal  and  vertical  plaoe  may  now  be 
computed  for  each  point  in  the  pin. 


BuNDINfl    MOUKKTB 

IN  HoRizoitTAL  Plane  [Mb). 

PoiDt. 

Lo«l. 

Shw. 

l™-™. 

^"^T'" 

Total  BJL 

1 

2 
3 
4 

S 
6 

7 

+  64,500 
-449,700 
+  300,500 
-270,000 
+312.600 
+  312,500 
-270,000 

0 
+  64,500 
-385,200 

-  84,700 
-364,700 

-  42.200 
+270.300 

1.68  ins. 
2.82  " 
1.75  " 
3.28  " 
2,5     " 
1.78  " 

+  1   i   1    1  + 

+    108,360  in.Jb» 
-    977,0(>4       " 
-1.126,129       " 
-2,289,545       " 
-2,395,045       " 
-1,913,911        " 

Bemdikq  HoHEtna  im  Vertical  Planb  (JUf). 


-191,000 
+  9,600 
+384,000 

+  148.000 
-234,000 
-191,000 
+  154,000 
+  154,000 
-234,000 


-191,000 
-181,400 
+202,600 

+350,600 
+  116.600 
-  74,400 
+  79,600 
+233,600 


2.82  ' 
1.75  ' 
1,87  ' 
1.21  ' 


657,040 
304,752 
571,332 
613,550 
218,042 
90,024 
199,000 
415,808 


-  657.040  i 

-  961,792 

-  390,460 
+  223,040 
+  441,132 
+  351,108 
+  550,108 
+  965,916 


The  greatest  reaultant  B.M.  will  evidently  be  at  6,  where  B.M.  -  VMg'  +  My' 
-V'(2,395,045'+550,10S')  -2,457,000  in.-lbs. 

Allowable  fibre  strees  in  pin  ia  27,000  Iba.  per  square  inch. 

Hence  2,457,000— /— j — ,  where  r  is  the    radius  of  the  pin, 

and  therefore  r— 4.87  ins.  and  diameter  of  pin  — 9.74  ina.,  so  that  the  aasumed 
diameter,  10  ins.,  ia  on  the  aafe  aide. 

Other  joints  and  members  may  be  detdgned  in  the  same  way. 

It  will  be  necessary  to  determine  the  deflection  of  the  ends  of  the  apan 
due  to  its  own  weight  and  other  cauaea,  to  ascertain  how  much  the  eye-bara 
in  panels  UiU„  U^U,  must  be  shortened  in  order  to  bring  the  centre  of  the 
pins  at  the  ends  of  the  span  to  the  aame  elevation  as  those  near  the  centre. 

The  deflection  J  of  a  given  point  due  to  the  distortion  of  any  member 
is  given  by  the  formula 

where  p  is  the  stress  per  square  inch  in  the  member; 
r  "     length  of  the  member; 
u    "     stress  in  the  member  due  to  a  unit  load  placed  at  the  point 

whose  deflection  is  aought; 
.E— the  coefficient  of  elasticity  (Young's  modulua). 
Downward   deflections  and  tenaile   streaaea   will   be   considered   poaiHve; 
upward  deflections  and  compressive  stresses,  negative. 
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Defieetion  at  End  of  Span  Due  to  Dead  Load. — p  is  obtained  by  dividing 
the  dead-load  etresa  in  each  member  by  the  sectional  area  of  the  member; 
u  can  be  obtained  graphically  by  placing  a  unit  load  at  the  end  of  the  spaa; 
£^-29,000,000  lbs.    The  following  Table  can  now  be  prepared: 


L,L, 
U.U, 

u,u, 

UtU, 


AI.L, 
U.L, 

L,M, 

M  U, 


-      90,000 

71.095 

~   1,226 

838,4 

-0367 

-1,000 

-    275,000 

104.005 

-   2,642 

419,4 

.0382 

-1.695 

-1,045.000 

99,97 

-10,453 

838,4 

.3020 

-2.912 

"1,039,500 

99.97 

- 10,398 

838,4 

,3000 

-2.912 

^1,425,000 

470.40 

-   3,030 

184,0 

,0193 

-2.579 

+    280,000 

95.8 

+   2,921 

426.06 

,0430 

+1.723 

+    631,000 

95.8 

+   5,539 

1278,18 

,2442 

+2.238 

+  1,596,000 

115,5 

+  13,818 

938.13 

,4480 

+  2.879 

+  1,425,000 

103.5 

+  13.780 

184.00 

.0875 

+2,5735 

+     127.000 

99.55 

+   1.276 

,0262 

+  1.414 

-    378.000 

108,61 

-  3,483 

552.75 

,0664 

+    .445 

-    512,000 

142,38 

-  3,596 

552.75 

,0686 

+    .445 

-    262,000 

68,43 

-   3,835 

593-53 

,0784 

-    ,984 

-    382,000 

65,18 

-   5,830 

648.81 

,1315 

-    ,790 

+    089,000 

75,00 

+  9,187 

552-75 

,1749 

+    .928 

+    814,000 

87,00 

+  9,356 

552-75 

.1784 

+    ,928 

+    302,000 

46,98 

+   6.440 

49.1.0 

.110 

+    .695 

-    713.000 

70,44 

-10.150 

IHO.O 

.399 

-1.228 

+  ,0742 

+  .5465 
+  1.2900 

+  .2252 

+  .0369 

-  .0300 

-  .0305 
+  .0784 
+  .1040 
+  .1630 
+  .1660 
+  .07134 
+  .5150 


Hence  total  deflection  due  to  dead  load^5.1199  ins. 


-S^- 


Similarly  the  deflection  due  to  the  uplift  at  the  ends  may  be  obtained. 
The  amount  is  -1.6662  ins. 

The  pin-holes  will  be  about  ii  in.  larger  than  the  pins,  and  hence  there 
will  be  a  play  at  each  end  of  a  pin-connected  member -A  or  .0156  in, 

Con^dering  this  play  as  a  distortion  of  the  member,  corresponding  to 


Pj, 


in  the  above  table,  it  may  be  shown  that  the  deflection  at  the  end  due 


to  this  cause  is  +0.5419  in. 

The  temperature  of  the  top  chords  and  web  members  will  often  exceed 
that  of  the  bottom  chords.  Assuming  a  mean  difference  of  15*^  F.  for  the 
top  chords  and  71°  F.  for  the  posts  and  diagonals,  the  elongation  of  the  former 
per  unit  of  length  will  be  15x0.00000667-0.0001  in.  and  of  the  latter  0.00005 
in.    This  will  cause  a  deflection  of  the  enda=  +0.6831  in. 

Similarly  the  lengthening  of  the  top  chorda  and  diagonals  on  account 
of  camber  will  cause  a  deflection  at  the  ends— 3.1964  ins.  Hence  the  totnl 
deflection  at  the  ends  will  be 

5.1199  - 1.6662  +0.5419  +0.6831  +3.1964-7.8751  ins. 

This  will  be  taken  up  by  shortening  the  eye-bars  in  (7,(7,  and  V^U,.  The 
value  of  u  for  [/J7,— 2.879;  hence  the  amount  each  panel  must  be  shortened 
-  i{7.8751  -f  2.879)  - 1.368  -  lii  ins. 
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THEORY  OF  STRUCTURES. 
Table  of  Loads  for  Hiohwat  BniDOEa. 


Span  in  Fart. 

°HSr 

'ISfSlr- 

uSSlWaT. 

100  and  under 
100  to  200 
200  to  300 
300  to  400 
above  400 

100  lbs.  per  sq.  ft. 
80   "      "       " 
70   "      "       " 
60   "      "       " 
50   "      "       " 

90  Iba.  per  eq.  h. 
60  ■'     "      ■' 
50   "      "       " 
50   "      "       " 
50   "      "       " 

70  lbs.  per  Bq.  ft, 
60   "      "       " 
SO   "      "       " 

45  "      "       " 
45   "      "       " 

I.  A  bridge  of  N  equal  spans  crosses  a  span  of  L  feet;  the  weights  in  tons 
per  lineal  foot  of  the  main  girders  of  the  platform,  permaneiit  way,  etc.,  aod 
of  the  live  load  are  w'„  w,,  u>„  respectively.    Show  that 


A—w^{pk+r)+w,(])k+q)     and     B—pk  + 


where 


k  being  the  ratio  of  span  to  depth,  and  p,  g,  r  numerical  coefficients.     Hence 
also  det«rmine  the  limiting  span  of  a  girder. 

It  X  13  the  cost  of  a  pier  and  if  F  is  the  cost  per  ton  of  the  superstructure, 
find  the  value  of  N  which  will  make  the  total  cost  per  lineal  foot  a  minimum, 
and  prove  that  this  is  approximately  the  case  when  the  spans  are  so  arranged 
that  the  cost  of  one  span  of  the  bridge  structure  is  equal  to  the  cost  of  a  pier. 


Ana.  A  span   < 


1 

pk+r 


Cost  is  a  minimum  when  N—LB-L- 


^f. 


and 


the  minimum  cost  of  the  span" .y  II  — ^1  —X,  approximately. 

a.  The  platform  of  a  nngle-track  bridge  is  supported  upon  the  top  chords 
of  two  Warren  girders;  each  girder  is  100  ft.  long,  and  its  bracing  is  formed 
of  ten  equilateral  triangles  (baae  10  ft.) ;  the  dead  weight  of  the  bridge  is 
900  lbs.  per  lineal  foot ;  the  greatest  total  stress  in  the  seventh  sloping  member 
from  one  end  when  a  train  crosses  the  bridge  is  41,394.8  lbs.  Determine 
the  weight  of  the  live  load  per  lineal  foot.  Prepare  a  table  showing  the  greats 
atresB  in  each  bar  and  bay  when  a  nng^  load  of  15,000  lbs.  crosses  the  ^rder. 


Ana, 


^^^^WvfttfWAAA/ 


2771f  Iba.  per  lin.  ft. 


Stresses  in  diagonals: 


d,-d,-4ivT;  d,-d,-4V^; 
d,-d, -3ivT;  d,-d,-3vT; 
d,-d„-2\Vz  iam. 
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Stresses  in  compression  chord -.  c,-  SJv^;    e,-  6v^;    ci-SJv^; 

C.-IOJV3;    c.-llJ>/3  tona. 
Stresses  in  tension  chord:  (,-  4lV3;    [,-8v^;     (,-lOiV^; 

^-12  v^tons. 

3.  A  Warren  girder  composed  of  eight  equilateral  triangles  has  its  upper 
chord  in  compression  and  has  every  joint  loaded  with  a  weight  of  3  tons, 
the  loads  being  transmitted  to  the  joints  in  the  lower  chord  by  means  of  ver- 
tical struts.    The  span  -  80  ft.    Find  the  stresses  in  all  the  members. 

Ana.  Bays  in  compression  chord :  1st—  5v^;        2d-13v'3; 

Zd-mVS;    4th -2iv^  tons. 
Bays  in  tension  chord:  Ist-  9iV3;      2d-16v'3; 

3d  -20V3;      4th  -2liv7  tons. 
Stresses  in  verticals:  In  each  vertical-2  tons. 
Stresses  in  diagonals:  Ist-lOv'a;     2d-Siv'3; 

3d-7iv^;  4th-6V3~ 
5th-43V^;  6th-3§v^; 
7th-  2'/3;    8th-§V^tons. 

4.  A  Warren  girder,  with  a  platform  on  the  lower  boom,  carries  a  load 
of  20  tons  at  the  centre.  Find  the  stress  in  each  member,  and  also  find  the 
weight  at  each  joint  of  lower  boom  which  will  give  the  same  stresses  in  the 
centre  bays.     There  are  six  ba}^  in  the  lower  chord. 

Ans.  Stress  in  each  diagonal  -yv^tons. 

Tens,  chord:  stress  in  1st  bayV^;  2d-10v^;  3d -yv^ tons. 
Comp.  chord:  stress  in  Ist  bay-yv^;  2d-V^;  3d-20V3'ton3. 
Weight  at  each  joint  — 51f  tons. 

5.  A  Warren  girder  for  a  single-track  railway  bridge  consists  of  eight 
equilateral  triangles  and  has  to  cross  a  span  of  96  ft. ;  the  platform  is  on  the 
bottom  chord;  the  loads  per  lineal  foot  for  which  the  truss  is  to  t>e  designed 
are  2250  lbs.  due  to  engine,  1500  lbs.  due  to  train,  and  450  lbs.  due  to  bridge. 
Determine  the  maximum  stresses  (both  tensile  and  compressive)  in  the  members 
met  by  vertical  planes  immediately  on  the  right  of  the  second,  third,  and 
fourth  apices  in  the  compression  chord.  Also,  find  how  many  j-in.  rivets 
are  required  to  connect  the  diagonals  met  by  these  planes  with  the  chords 
and  to  prevent  any  tendency  to  longitudinal  slip  between  the  support  and 
the  first  apex,  and  between  the  first  and  second  apices  in  the  tension  chord. 
(Shear  strength  of  rivets  being  10,000  lbs.  per  square  inch.) 

6.  A  Warren  girder  with  its  bracing  formed  of  nine  equilateral  triangles 
(base -10  ft.)  is  90  ft.  long,  and  its  dead  weight  is  500  lbs.  per  lineal  foot. 
Determine  the  maximum  stresses  in  each  member  when  a  live  load  of  1350 
lbs.  per  lineal  foot,  preceded  by  a  concentrated  load  of  18,000  lbs.,  crossea 
the  girder,  assuming  that  every  joint  is  loaded.  The  diagonals  and  verticals 
are  riveted  to  angle-irons  forming  part  of  the  flanges. 

How  many  j-in.  rivets  are  required  for  the  connection  of  the  several  mem- 
bers meeting  at  the  third  apex  in  the  upper  chord?     (23,  6,  and  13.)     How 
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m&ny  are  required  in  the  first  bay  of  each  chord  to  prevent  longitadinAl  aHpT 
(15  in  tension  chord  and  18  in  compression  chord.) 


^.>jg^gy^yi^/\A 


l,-t,-51,529lbB.;     i  -(.-123,280 Iba.;    (.-(,-178,260 Ibo.] 
(,-(,-209,580  lbs.;  (,-(,,-219,54011 


1,222  lbs. 
c.-217,2301b9.: 
d.-103,0601bs. 
d,  -  71 ,447  lbs. 
d,  -  43.733  Ib8. 
d,,-   19,919  lbs.; 


(;,-lM,5901ba.;  c,- 196,590  lbs.; 

<i,-92,088  lbs.;  d,-81,55i  lbs. 

d.  -  61 ,777  lbs. ;  d,  -  52,539  lbs. 

d,  -35,363  lbs.;  d,-27,424  lbs. 

<f., -12,846  IbB.;  d„-    6,2071bs. 


The  stresses  d,c,  d^,  and  d„  are  of  an  opposite  kind  to  those  due  to  the 
dead  load.     The  maximum  load  on  each  vertical  -20,500  lbs. 

7-  If  a  force  of  5000  lbs.  strike  the  bottom  chord  of  the  ^rder  in  the  pre- 
ceding question  at  20  ft,  from  one  end  and  in  a  direction  inclined  at  30"  to 
the  horizontal,  determine  its  effect  upon  the  several  members. 

Fio.  801. 

_      Xc    Xe              Xo     5000^3",^ 
^n*.  X«-----...-- ^^lh8.; 

v.     Yd    Yf            Yp    10000v^„ 
Yb~~.~-...-— 2j— lbs.; 

.     I  lOOOOv'3  „     _ 

ro-ao-oc-. .  .-no-op-- — — —  Ibfl.; 

35000^3^  „ 
Ya-sr-rq-'qp- ~ —  lbs.; 

„      S.WOOVf,.  _      40000v^„ 

zs — ^^*t«-;  ^1 — ^ — '^-J 

„      35000v^,.         „       70000^3,, 
Yr-—^ '*^'    ^P" 27~'*^ 

8.  A  lattice  prder  200  ft.  long  and  20  ft.  deep,  with  two  systems  of  right- 
angle  triangles,  carries  a  dead  load  of  800  lbs.  per  lineal  foot.  Determine 
the  greatest  stresses  in  the  diagonals  and  chords  of  the  fourth  bay  from  one 
end  when  a  live  load  of  1200  lbs.  per  lineal  foot  passes  over  the  ^rder. 
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Atu.  U  riveted:  Diagonal  Btreae  -  37,200 V^ lbs.; 

Chord  stress      -450,000  lbs.    -  _ 

If  pin-ctmnected:  Diagonal  stress  -  44,800^/2  and  29,600v'21bB.; 
Chord  stress      -460,000  lbs.  in  compression  and 
-440,000  Iba.  in  tension. 
9-  A  lattice  girder  80  ft.  long  and  8  ft.  deep  carries  a  uniformly  distributed 
load  of  144/KX)  lbs.     Ilnd  the  flange  inch-stresees  at  the  centre,  the  sectional 
area  of  the  top  flange  being  56^  sq.  ins.  gross,  and  of  the  bottom  flange  45 
sq.  ins.  net. 

What  should  be  the  camber  of  the  girder,  and  what  extra  length  should 
be  given  to  the  top  ilange,  so  that  the  bottom  flange  of  the  loaded  girder  mtty 
be  truly  horizontol?     (.E  -  29,000,000  lbs.) 
Ant.  3185.8  lbs.;    4000  lbs. 

*,-.29735in.;    *,-.2987in.;    s.-s.-^MV^- 

10,  A  lattice  girder  80  ft.  long  and  10  ft.  deep,  with  four  systems  of  right- 
angle  triangles,  carries  a  dead  load  of  1000  lbs,  per  hneal  foot.  Determine 
the  greatest  stresses  in  the  diagonals  met  by  a  vertical  plane  in  the  seventh 
bay  from  one  end  when  a  live  load  of  2500  lbs.  per  hneal  foot  passes  over 
the  girder.  Design  the  flanges,  which  are  to  consist  of  plates  rivetod  together. 
The  lattice  bars  arc  riveted  to  angle-irons.  Find  the  number  of  {-in. 
rivets  required  to  connect  the  angle-irons  with  the  flanges  in  the  first  bay, 
10,000  lbs.  per  square  inch  being  the  safe  shearing  strength  of  the  rivets. 
Ana.  Uriveted:  Diagonalstress-10,664,V*^^lbs. 

V  pin-connect^:       "  "     -  90621  v^;  _6250v^;    15,4681\^; 

11,875V2  lbs. 
ir.  A  lattice  girder  of  40  ft.  span,  5  ft.  depth,  and  with  horisontal  chords 
has  a  web  composed  of  two  systems  of  right-angle  triangles  and  is  designed 
to  support  a  dead  and  alive  load,  each  of  i  ton  per  lineal  foot,  upon  the  bottom 
ohord.  Determine  the  maximum  stresses  in  the  members  of  the  third  bay 
from  one  end  met  by  a  vertical  plane. 

Ana.  Uriv^ed:  Diagonal  stress— -V^v^ tons; 

Chord  stress      -33}  tons. 
If  p»n-c(mB<c(«f;  Diagonal  stress -H'^2    and    ^J^^ton8; 
Chord  stress       —32^  tons  in  tension, 

35  tons  in  compression. 
IJ.  A  lattice  truss  of  100  ft.  span  and  10  ft.  depth  has  a  web  composed 
of  four  systems  of  right-angle  triangles.  The  maximum  stress  in  the  diago- 
nal joining  the  sixth  apex  in  the  upper  chord  to  the  fourth  apex  in  the  lower 
is  16  tons.  Find  the  dead  load,  the  live  load  being  1  ton  per  lineal  foot,  assum- 
ing the  truss  to  be  (a)  riveted,  (6)  pin-connected. 

Ana.  (a)  .554  ton;     (6)  1.062  tons. 
13.  A  lattice  girder  of  40  ft.  span  h&a  a  web  composed  of  two  systems 
of  triangles  (base  -10  ft.)  and  is  designed  to  carry  a  live  load  of  1600  lbs. 
per  lineal  foot  and  a  dead  load  of  1200  lbs.  per  lineal  foot.     Defining  the  stress- 
length  of  a  member  to  be  the  product  of  its  length  into  the  stress  to  which 


D.qit.zeaOvGoOt^lc 


824  THEORY  OP  STRUCTURES. 

it  is  subjected,  find  the  depth  of  the  truss  so  that  its  total  stress-length  may 
be  a  miDimum.  Ans.  Ilivet«d,  11.94  ft.;     pin-connected,  11.9  ft. 

14.  Prepare  a  table  giving  the  stresses  in  the  several  members  of  a  single- 
intersection  deck-truss  for  a  double-traek  bridge  of  342  ft.  span,  33  ft.  depth, 
and  with  eighteen  panels.  The  panel  engine,  live,  and  dead  loads  are 
121,000,  65,000,  and  40,000  lbs.,  respectively,  per  tniaa. 

15.  Prepare  a  table  giving  the  stresses  in  the  several  members  of  a  double- 
intersection  through-truss  of  342  ft.  span,  .^3  ft.  depth,  with  eighteen  panels 
and  a  double  track.  The  panel  engine,  train,  and  dead  load  are  121,000, 
65,000,  and  40,000  lbs,,  respectively,  per  truss, 

16.  Prepare  a  table  giving  the  stresses  of  the  several  members  of  a  double- 
intersection  through-truss  of  154  ft.  span,  20  ft.  depth,  and  with  eleven  panels. 
The  panel  engine,  live,  and  bridge  loads  are  91,000,  48,000,  and  23,000  lbs., 
respectively,  per  truss. 

17.  Prepare  a  table  giving  the  stresses  in  the  several  members  of  a  through- 
truss  for  .a  double-intersection  double-track  bridge  of  342  ft.  span,  40  ft. 
depth,  and  with  nineteen  panels.  The  panel  engine,  live,  and  dead  loads 
are  96,000,  53,000,  and  43,200  lbs.,  respectively. 

tS.  A  horizontal  eye-bar  of  length  I  in.  and  weighing  w  pounds  per  lineal 
inch,  carries  a  force  of  P  pounds.    Taking 

M.-moment  of  resistance  of  section  3f,— 3f,— — : 

e 
Ml  -bending  moment  at  centre  of  eye-bar  due  to  its  own  weight  -  ^icP; 
Jtf,— bending  moment  from  direct  stress  Pinto  the  lever-arm  d—Pd; 

/,  —unit  stress  on  extreme  fibre  at  centre  of  span  due  to  3/,  and  Mt 
acting  t<^ther; 

e—distance  from  neutral  axis  to  extreme  fibre; 

d  —maximum  deflection  due  to  all  forces  acting  together; 

/—moment  of  inertia  of  bar; 

f-modulus  of  elasticity; 

/,  -  unit  stress  uniformly  distributed  due  to  P, 

derive  the  formula 


i.{'-m-""- 


ig.  A  horiEontal  eye-bar  2"XI2"is50  ft.  long  centre  to  oentre  (tf  pin- 
holes. The  direct  tensile  stress  /.on  the  bar  is  18,000  lbs.,  or  jP-432,000  lbs. 
The  material  is  of  steel  and  the  weight  of  the  bar  is  81.6  lbs.  per  lineal  foot. 

(a)  Find  /i  by  the  formula  of  .the  preceding  problem,  and  obtain  the 
maximum  fibre  stremefl. 

(b)  Assuming  that  the  direct  bending  and  the  tension  stress^  act  inde- 
pendently, find  the  extreme  fibre  stresses  in  tension  and  compression. 

Ans.  (a)20,168andl5,8321bs,/sq.in.  (T.);  (6)  24,375and  11,625 lba./8q. in. 
ao.  A  round  lateral  rod  1  in.  in  divneter  is  64  ft.  long  between  end  sup- 
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ports,  and  ia  subject«d  to  a  tensile  stress  of  8000  lbs.  Find  /,  by  the  method 
of  Problem.  18,  and  also  find  the  total  maximum  and  minimum  fibre  stresses. 
Arts.  471.  lba./8q.  in.;  10,682  lbs.  and' 9718  Ibs./aq.  in. 
>i.  By  comparing  the  two  preceding  problems  it  will  be  seen  that  the 
bending  stress  for  the  2"  X 12"  eye-bar  is  much  greater  than  that  of  the  1-in. 
round  bar,  although  the  unsupported  length  of  the  rod  is  the  greater.  It 
is  evident  that  for  any  ^ven  fibre  stress  /,  there  is  a  certain  ratio  of  depth 
to  length  that  will  give  a  maximum  value  for  /i.  Determine  this  ratio  for 
/.- 16,000  lbs.  Ans.  1  to  38. 

33.  A  member  of  a  truss  10  ins.  long,  measured  on  the  chord  joining  the 
two  panel-points,  is  curved  to  a  radius  of  20  ft.,  and  carries  a  direct  com- 
pression stress  of  300,000  lbs.  What  is  the  bending  moment  in  inch-pounds 
due  to  the  curvature?  Ans.  2,287,500  in.-lbs. 

13.  The  end  pin  of  a  riveted  span  is  placed  24  ins.  below  the  centre  of  the 
bottom  chord.  Find  the  bending  eflect  produced  by  a  traction  load  of 
100,000  lbs.  on  the  truss.    Is  this  a  faulty  detfulT    Why? 

Ans.  2,400,000  in.-lba. 

34.  The  total  reaction  on  a  roller  (cylindrical)  shoe  of  a  span  is  1,600,000 
lbs.  The  allowable  bearing  on  the  limestone  masonry  is  300  lbs.  per  square 
inch,  and  the  bearing  intensity  on  steel  rollers  is  p  —  600<f  where  p- pressure 
per  lineal  inch  of  roller  and  d-the  diameter.  Find  the  size  of  base  and  the 
number  and  dimensions 'of  rollers  required.  (.N.B.  The  rollers  should  be  so 
proportioned  that  the  distance  from  the  edge  of  the  spaces  they  occupy  to  the 
extremity  of  the  area  required  for  bearing  on  the  masonry  is  not  less  than 
6  ins,  at  any  point.) 

Taking  the  same  loading,  but,  instead  of  limestone  using  granite  for  the 
coping,  the  granite  having  a  safe  bearing  strength  of  550  lbs.  per  square  inch, 
determine  the  size  of  base  and  the  number  and  dimensions  of  segmental  rollers 
required,  the'  rollers  to  occupy  a  space  10}  ins.  less  in  each  direction  than  the 
area  required  for  bearing  on  the  masonry. 

Ana.  3000  sq.  ins.;  eleven  rollers  4  ins.  diam.xS?  ins.  long— 2737  sq.  ins., 
eighi  rollers  7}  ins.  diam.  x42  ins.  long. 

35.  The  total  load  on  the  rollers  of  a  rim-bearing  draw-span  is  3,000,000 
lbs.  The  diameter  of  drum  is  18  ft.  Allowing  the  same  intensity  on  the 
rollers  as  in  the  preceding  example,  determine  the  size  and  number  required. 

Ans.  40;  16  ins.  diam. X 7.81  ins,  face. 

16.  A  drum  of  a  draw-span  is  20  ft.  in  diameter.  A  load  of  4,000,000 
lbs.  from  the  span  is  equally  distributed  over  eight  points  of  support  on  the 
drum,    find  the  moment  on  the  drum  by  the  formula  Af  -  tV  Wt. 

Am.  392,700  ft.-lba. 

37.  A  bent  for  a  viaduct  is  30  ft.  high  from  top  of  masonry  to  base  of  rail. 
The  columns  arc  spaced  at  15  ft.  centres,  and  are  subject  to  transverse  bend- 
ing  due  to  a  wind  load  of  20,000  lbs.  The  total  vertical  load  on  each  column 
is  80,000  Iba.  The  base  of  column  is  2  ft.  square,  and  the  anchor-bolts  are 
spaced  3  ins.  from  the  edges  of  shoes.  Required  the  pull  on  the  anchor-bolts 
to  fix  the  bottoms  of  columns,  supposing  the  columns  to  be  supported  trans- 
veraely  by  a  Uoor-beam  5  ft.  deep.  Ans.  39,000  lbs. 
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iS.  The  train  load  on  an  elevated  steel  structure  is  5000  Ibe.  per  Hneal 
foot;  the  structure  is  divided  into  bays,  each  consisting  of  six  45-ft.  spam 
and  one  30-ft.  tower-span.  All  of  the  traction  Joad  ia  carried  by  the  lonp- 
tudinal  diagonal  braces  of  the  towers,  the  diagonals  being  placed  on  an  angle 
of  45  degrees.  Assuming  the  coefficient  of  friction  between  the  wheels  and 
rails  to  be  0.20,  find  the  greatest  stress  on  the  tower  diagonals.  There  ia  an 
expansion  joint  between  each  bay.  The  diagonals  are  to  be  rigid  sectiooi 
capable  of  carrying  either  tension  or  compresaion. 

If,  instead  of  using  ttfwer  bracing  to  provide  for  the  longitudinal  thrust 
from  traction  load,  the  columns  are  made  rigid  enough  to  reast  the  effect  of 
same,  determine  the  bending  moment  on  each  column,  assuming  the  same  load- 
ing and  that  the  structure  is  divided  into  50-ft.  panels.  The  expansion  joints 
are  300  ft.  apart,  the  unsupported  length  of  columns  is  30  ft.,  and  the  columns 
are  fixed  top  and  bottom.        An».  106,050  lbs.  (T.  or  C.) ;  4,500,000  in.-lba. 

39.  Prepare  a  table  giving  the  stresses  in  the  several  members  of  a 
fi  CI  m  fi  e.  nngle-intersection  through-truss  of  154  ft. 

^  gg2.  bridge)  loads  are  27,500,  17,600,  and  S170 

lbs.,  respectively. 
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30.  A  seven-panel  single^nteraection  truss  for  a  single-track  bridge  has 
a  length  of  105  ft.  and  a  depth  of  20  ft.,  the  load  being  on  the  lower  chord. 
Find  the  stresses  in  the  several  members  (a)  when  the  apex  live  load  ia  12 
tons,  (6)  when  the  hve  load  is  produced  by  concentrated  loads  of  8,  8,  20, 
20,  8,  8,  8,  8,  and  a  uniformly  distributed  load  of  1.5  tons  per  lineal  foot, 
following  each  other  in  order  over  the  bridge  at  the  distaooes  of  5.5,  9,  8, 
8, 9.5, 5,  5.5,  5,  and  3  ft.  apart. 

31.  The  two  trusses  for  a  16-ft.  roadway  are   each  100  ft.  in  the  clear, 
17  ft.  3  ins.  deep,  and  of  the  type  repre- 
sented in  the  figure;    under  a  live  load  of 
1120  lbs.  per  hneal  foot  the  greatest  total 


stress  in  AB  is  35,400  lbs. 
permanent  load. 


Determine  the 


/|N\MAdv^ 


Fio.  803. 
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The  diagonals  and  verticals  are  riveted  to  angle-irons  forming  part  of  the 
flanges.  Haw  many  j-ii-  rivets  are  required  for  the  connection  of  AB  and 
BC  at  B  7  Also,  how  many  are  required  between  A  and  C  to  resist  the 
tendency  of  the  angle-irons  to  slip  longitudinally  7  WorldDg-flhear  stress  — 
10,000  lbs.  per  square  inch.  Ant.  708.6  Iba.;  8,  4,  7. 

31.  A  Ftatt  truss  with  sloping  end  posts  has  a  length  of  150  ft.  centre 
to  centre,  and  a  height  of  30  ft.  centre  to  centre,  with  panels  15  ft.  long;  the 
dead  load  is  3000  lbs.  per  lineal  foot,  and  the  live  load  12,000  lbs.  Determine 
the  maximum  stresses  in  the  end  posts,  in  the  third  post  from  one  end,  in 
the  middle  of  the  bottom  chord,  and  in  the  members  of  the  third  panel  met 
by  a  vertical  plane.        Am.  158.48;  81.45;  196.875;  126;  91;  165.875  tons. 

33.  A  ten-panel  single-intersection  through-bridge  of  170  ft,  span  is  25  ft. 
6  ins.  in  height,  and  has  floor-beams  13  ft.  in  length.  How  many  I-in.  rivets 
are  required  in  the  third  panel  from  one  end  to  connect  the  web  with  the 
chords,  assuming  the  panel  Uve  load  to  be  30,000  lbs.  and  the  panel  dead 
load  to  be  10,000  lbs.7 

Ans.  10  snd  13,  the  shearing  strength  of  the  rivets  being  10,000  Ibs./sq.  in. 

34.  Each  of  the  two  Pratt  single-intersection  five-panel  trusses  for  a  single* 
track  deck-bridge  is  55  ft.  centre  to  centre  of  end  pins  and  11  ft.  6  ins.  deep. 
Timber  floor-beams  are  laid  upon  the  upper  chords  2}  ft.  centre  to  centre; 
the  width  between  the  chorda  — 10  ft.  Rod  the  proper  scantling  of  the  floor- 
beams  for  the  loading  given  in  Fig.  622,  p.  683.  Also  determine  the  maxi- 
mum chord  and  diagonal  stresses  in  the  centre  panel  due  to  the  same  hve  load. 

Am.  10  in.X10.4in.;  max.  chord  stresses -30.68  and  32.41  tons;  max. 
diagonal  stress  —8.99  tons. 

35.  Loads  of  3},  6,  6,  6,  and  6  tons  follow  each  other  in  order  over  a  ten- 
panel  single-intersection  truss  at  distances  of  8,  5i,  4J,  and  4)  ft.  apart.  Deter- 
mine the  position  of  the  loads  which  will  give  the  maximum  diagonal  and 
chord  stresses  in  the  third  and  fourth  panels.     Span  — 120  ft.  and  depth  — 12  ft. 

Ana.  The  max.  skews  in  the  3d  and  4th  panels  are  16.2875  and  13.5125 
tons,  respectively,  and  occur  when  the  3|-ton  wheel  is  frsl  at  the  third  panel- 
point,  and  tecond  at  the  fourth  panel-point;  the  maximum  chord  strqases  in 
the  3d  and  4th  panels  are  33.775  tons  and  43.5875  tons  respectively,  and 
occur  when  first  the  3}-ton  wheel  is  at  a  panel-point,  and  leeond  when  the 
first  6-ton  wheel  is  at  a  panet-point. 

36.  Determine  the  moment  of  resistance  of  a  floor-beam  for  the  Sault 
Ste.  Marie  bridge  from  the  following  data:  Floor-beams,  16  ft.  6  ins.  long 
and  23  ft.  10)  ins.  apart;  the  dead  weight  of  the  flooring^  stringers,  etc. - 
800  lbs.  per  lineal  foot  of  floor-beam;  the  live  toad  as  given  in  Fig.  622, 
p.  683;  the  load  is  transmitted  to  the  floor-beam  by  four  lines  of  stringers 
so  spaced  as  to  throw  two  thirds  of  the  load  upon  the  inner  pair,  which  are 
3  ft.  centre  to  centre.  Ans.  296.294  ft. -tons. 

37-  In  a  truss-bridge  the  panels  are  17  ft.  and  the  floor-beams  13  ft.  in 
length.  Loads  of  8,  12,  12,  12,  12,  10,  10,  10,  and  10  tons  follow  each  other 
in  order  over  the  bridge  at  the  distances  of  7},  4^,  4|,  4},  7),  5),  6^,  and  5^  ft. 
apart.  Determine  th^  moment  of  resistance  of  the  beam,  taking  the  load 
due  to  the  platform,  etc.,  to  be  500  Ibe.  per  lineal  foot.    Ans.  82.2225  ft.-tons. 
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38.  With  the  loading  given  by  Fig.  804  design  a  floor-beam  for  &  single 
track  biidge  with  paneb  22  ft.  long,  the  weight  of  the  platfonn  being  450  Iba. 
per  square  yard,  and  of  each  longitudin^  200  lbs.  per  lineal  yard. 

A)  ■■  C^)^^^(^X^>^f^)  -■  a-w  .■ct-to  Va      / 
I      i     I    i    i      i    I     I    i        I 

Fia.  804. 

Atis.  The  B.M.  in  cross-tie  is  greatest  when  the  3d  22,000-lb.  load  is  at  a 
panel-point,  and  total  max.  B.M.  - 139.883  ft.-tons. 

39.  Design  a  cross-girder  for  a  five-panel  through-truss  bridge,  120  ft, 
long,  for  Cooper's  standard  loading  E  50.  The  span  of  the  girder  is  17  ft.  G  ins. 
back  to  back,  of  connection  angles,  and  there  are  two  lines  of  stringers  S  ft. 
apart.  The  dead  load  of  the  stringers  and  floor  system  may  be  taken  as 
700  lbs.  per  foot  run  of  bridge,  and  the  estimated  weight  of  the  cross-girder 
is  3000  lbs. 

40.  DeHgn  the  central  cross-section  of  a  plate  girder  having  an  effective 
span  of  50  ft.  and  a  depth  of  5  ft.  6  ins.  centre  to  centre  of  the  flanges,  for 
Cooper  'b  standard  loading  E  SO ;  the  dead  load  may  be  assumed  to  be  650  lbs. 
per  foot  run  of  girder. 

41.  The  stringers  for  a  railroad  span  are  spaced  S  ft.  centres.  The  ties  are  to 
be  spaced  5  ins.  apart  in  the  clear.  Assuming  that  the  rails  are  strong  enough 
to  distribute  each  wheel  concentration  equally  over  three  ties,  and  that  the 
timber  will  carry  safely  an  extreme  fibre  stress  of  2000  lbs.  per  square  inch, 
including  impact;  determine  the  size  of  tie  required  for  a  wb^l  load  of  25,000 
lbs.  Distance  centre  to  centre  of  raib— 4  ft.  11  ins.;  impact  80  per  cent  of 
the  live  load.  Ant.  81"X10". 

41.  Design  the  central  section  of  a  plate  girder  of  45  ft.  span  and  5  ft. 
deep  to  carry  a  dead  load  of  500  Itis.  per  foot  run,  a  live  load  of  3200  lbs.  per 
foot  run,  and  an  impact  load  of  2400  lbs.  per  foot  run;  also  determine  the 
lengths  of  the  flange  plates. 

43.  Design  a  cross-tie  for  a  double-track  open-web  bridge,  the  ties  being 
18  ft.  5  ins.  centre  to  centre  and  the  live  load  for  the  floor  system  being 
8000  lbs.  per  lineal  foot. 

44.  Design  a  stringer  for  a  Pratt-truss  bridge  20  ft.  long  and  3  ft.  9  ins. 
back  to  back  of  angles.  The  live  load  is  32(N>  lbs.  per  foot  run  of  stringer, 
and  the  estimated  weight  of  the  dead  load,  including  the  wei^t  of  the  stringer, 
is  400  lbs.  per  foot  run. 

45.  Design  the  section  of  the  top  chord  member  of  a  bridge  for  a  total  dead, 
live,  and  impact  load  of  620,000  lbs.    The  length  of  the  member  is  25  ft. 

and  the  inside  width  is  15  ins.    Use  the  column  formula  p  1 1  +  if rwCi )  ~ 

17,000  lbs.  per  square  inch. 
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46.  A  panel  of  the  top  chord  of  a  deck-span  is  20  ft.  in  len^h;  tlie  direct 
compressive  atreas  ia  320,000  lbs.;    the  top  chord  is  subjected     ^T^np" 
to  a  bending  moment  due  to  a  uniform  load   of  4000  Ito.  per       ''        ' 
lineal  foot.    The  allowable  extreme  fibre  stress  in  either  tendon 
or  compi«S8ioQ  for  the  combined  loading  ia  16,000  lbs.  per  square  ^ 
inch.  Determine  the  bending  moment  by  the  formula  M—y\wl'.    ^^-  80fi- 
find  the  section  required  by  the  form  shown  in  the  diagram. 

Ans.  One  18" Xi" cover;  tootop3"X3"xJ"X7.2  lb.  angles;  ii«»20"X}'' 
weba;  lum  bottom  6"X4"XA"X18.1  lb.  angles. 

47.  The  figure  represents  a  counterbalanced  swing-bridge,  16  ft.  deep 
and  wholly  supported  upon  the  turntable  at  A 
and  B;  the  dead  weight  ia  650  lbs.  per  lineal  foot 
of  bridge;  the  counterpoise  is  hung  from  C  and  D. 
Find  its  weight,  assuming  (a)  that  the  whole  of  it 
is  transmitted  to  B;    (&)  that  a  portion  of  it  sufficient 

to  mt.ke  the  reactions  at  A  and  B  equal  is  transmitted  to  A  through  a  mem- 
ber BE.     Also,  determine  the  stresses  m  the  several  members  of  the  truss. 
Aru.  Counterpoise  in  caae  (o)  -26,162^  lbs.; 
in  case  (6)  -22,186*1  lbs. 
Stress  transmitted  through  BE  in  case  (b)  -6962  lbs. 

48.  The  figure  represents  a  counterbalanced  swing-bridge;  the  dead  load 
upon  the  bridge  is  650   lbs.   per  lineal  foot;  e. 

the  counterpoise  is  suspended  from  CD.    Find  ^  Js— TfT'^^/^i^^^s. 
ita  value,  the  joint  at  E  being  so  designed  that  ?^i;  J^^^^/'.^    -^^^t, 

the  whole  of  the  load  upon  the  bridge  is  always    r ^^~'^  f-ujir   ts'  H 

transmitted  through  the  nuun  posts  EA,  EB,  Tia.  807. 

and  is  evenly  distributed  between  the  points  of  support  at  A  and  B.  Find 
the  atreasea  in  the  several  members  of  the  truss  in  the  preceding  question  (o) 
when  the  bridge  is  open;  (it)  when  the  bridge  ia  cloaed  and  ia  subjected  to  a 
live  load  of  3000  Iba.  per  lineal  foot.     Height  of  truss  at  £-16  ft.,  at  ^-8  ft. 

Ans.  20,694.3  Iba. 

40.  A  swing-bridge  truss  of  the  form  and  dimensioDS  shown  by  Pig.  SOS 
has  a  panel  dead  load  of  2  tons.  Find  the  counterweight  C  and  draw  the 
stress  diagram  when  the  bridge  is  open.  Also  find  the  reactions  and  draw 
the  stress  diagram  when  the  bridge  is  closed.  Determine  the  effect  of  a  panel 
live  load  of  4  tona.  Ans.  C-ift. 

go,  A  draw-apan  having  equal  arma  of  100  ft.  length,  divided  into  four 


equal  panels.  Fig.  809,  is  aubjected  to  a  live  load  of  2600  lbs.  per  lineal  foot 
of  truss.  The  dead  load  is  1200  lbs.  per  Uneal  foot  of  truss.  Determine 
1  the  members  (a)  when  the  bridge  is  open,  (ft)  when  the  live 
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load  is  concentrated  at  the  first,  second,  and  third  panel-pointa.  Also  find  (he 

stress  in  X  when  the  bridge  is  open. 

51.  The  wedges  beneath  the  ends  of  a  draw-span  are  each  re<)uiied  to 
exert  an  uplift  of  100,000  lbs.  The  slope  of  the  wedges  is  1  ia.  vertical  10 
5  ins.  horizontal.  The  coefficient  of  friction  on  the  two  surfaces  of  tbe  wedg^ 
is  0.30.  Required  the  horiiontal  force  necessary  to  drive  and  draw  earb 
wedge, 

Ans.  50,000  lbs.;  10,000  lbs.  In  practice,  however,  it  usually  takes  a.^ 
much  to  draw  as  to  drive  the  wedge  if  operated  only  at  long  intervals. 

S3.  A  draw-«pan  320  ft.  in  length  is  divided  into  one  centre  panel  of  20  f:. 
and  twelve  ordinary  panels  of  25  ft.  each.  One  arm  of  the  span  ia  subjecTe  i 
te  an  unbalanced  wind  load  of  5  lbs.  per  square  foot  of  exp<»ed  area,  or  100 
lbs.  per  lineal  foot  of  ann.  The  diameter  of  the  pitch-circle  of  the  rack  if 
25ft.  There  are  two  main  driving-pinions  gearing  into  the  rack.  Find  (a)  ibe 
tooth  pressure  on  each  necessary  to  overcome  the  unbalanced  wiod  load: 
also  (b)  the  power  required  to  turn  the  span  against  this  load  through  oih' 
fourth  revolution  in  two  minutes. 

The  total  weight  of  the  draw-span  is  1,000,000  lbs.  Rnd  (c)  the  po«rer 
required  to  turn  the  span  through  one  fourth  revolution  in  one  hall  min- 
ute under  ordinary  conditions;  also  (d)  against  the  unbalanced   wind  load 

in  two  minutes.     Use  the  formula  H.P.  — ^ — rzr —  for  determining  the  power 

required  to  overcome  friction,  accelerate  motion,  etc.,  where  IT -weight  of 
span  and  v  -  velocity  of  piteh-circle  on  rack  in  feet  per  second. 

Determine  the  size  of  main  pinions  for  the  power  required  in  Case 
(c),  assuming  that  the  gears  are  to  be  made  of  cast  steel  capable  of  a  safe 
extreme  fibre  stress  of  16,000  lbs.  per  square  inch.  Make  the  face  ^  pinions 
two  and  one  half  times  tbe  pitch  and  use  the  formula  p-0.025^iP,  wbm 
p  —  pitch  required  and  P  the  tooth  pressure  on  each  [nnion.  | 

The  shafts  supporting  the  main  driving-pinions  have  boxes  located  !>o 
that  the  bending  and  torsional  moments  are  equal;  determine  the  nse  of 
shaft  required,  assuming  for  such  conditions  that  steel  shafUng  will  carry 
safely  an  extreme  fibre  stress  of  24,000  lbs.  per  square  inch. 

Take  the  draw-span  to  be  moving  at  the  rate  of  one  revolution  in  four 
minutes.  Required  the  force  at  each  of  the  two  ends  necessary  to  bring  th« 
span  to  rest  in  a  space  of  6  ins.  Assume  the  1,000,000  lbs.  of  weight  to  he 
equally  distribut«d  throughout  the  span.  I^nd  the  siie  %i  latch  required 
for  stopping  the  span  under  the  conditions  named,  assuming  the  latch  is  of 
a  rectangular  section  of  steel,  and  that  the  resistance  is  obtained  by  bend- 
ing on  same,  the  unsupported  length  or  lever-arm  being  20  ins.  Working 
stress  on  extreme  fibre  - 16,000  lbs.  per  square  inch. 

Am.  51,200  lbs.;  30.5,  14.8,  3.7,  34.2  H.P.;  3i  ins.  pitchxSJ  ins.  fac*X 
17.8  ins.  diam.XlO  teeth;  diam.-6.4  ins.;  68,200  lbs.,  assuming  the  weight 
of  the  draw-span  to  be  uniformly  distributed;  the  latch  to  be  10  ins.  widr 
X5.115  ins.  thick,  which  presupposes  that  tbe  lateh  is  caught  in  such  a  war 
as  to  excrl  the  prcssuse  of  68,200  lbs.  throughout  the  distance  of  6  tos. 
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S3.  A  bent  for  ao  elevated  structure  consists  of  two  columns  spaced  20  ft. 
apart.  Between  the  two  columns  is  a  cross-girder  AB  which  must  carry  a 
dead  load  of  4000  lbs.  per  foot  of  its  length  and  a  live  load  of  6000  lbs.  per  foot. 
Outaide  of  each  column  are  cantilever  brackets  AC  and  BD,  which  support 
the  same  live  and  dead  loads  per  foot.  Find  the  greatest  upward  and  down- 
ward moments  on  the  cross-girder;  the  moment  in  each  cantilever  at  the 
columns;  the  total  moment  for  which  the  cross-girder  should  be  proportioned, 
and  the  maximum  and  minimum  loads  which  each  column  will  receive.  The 
cross-giirder  should  be  designed  to  carry  the  greater  moment  plus  three  fourths 
of  the  lesser, 

Ans.  (a)  L.L.  on  AC  and  BD,  net  upward  mommt -300 fiOO  ft.^bs.;  (b) 
L.L.  on  AB,  net  downvtard  momenf -300,000  ft.-lbs.;  (c)  L.L.  on  CB,  max. 
load  m  column -215,000  lbs.;  (if)  max.  B.M.  on  erots-girder -825,000  ft.^bs.; 
(e)  L.L.  on  BD  min.  load  on  column-65,000  lbs. 

54-  Find  the  maximum  stresses  in  the  several  members  ^^T* 

of  the  compound  A  bridge  truss  of  160  ft.  span  and  40  ft.  ^^^^J^^l 

depth   shown  by  diagram,  the  panel  dead  and  Uve  loads        f/^Z^.^!^ 
being  2  and  4  tons  respectively.  Fio.  810. 


55-  In  a  seven-panel  Pegram  truss  for  a  span  of  200  ft.,  the  upper  panel- 
~l-,-irayior-^^,^  points  lie  in  a  circular  arc,  with  a  chord  of  160  ft.  and  a 
'^^•JrJr^VV^  yeragd  sine  of  15  ft.     Taking  the   dead  load  at  900  lbs. 

Fia.  Sll.  2Q({  the  live  load  at  1800  lbs.  per  lineal  foot  per  truss,  deter- 

mine the  stresses  in  every  member  of  the  truss.     (See  Ex.  6,  p.  706.) 


56.  The  figure  represents  the  half  of  one  of  the  trusses  for  a  bridge  of 
120  ft.  span,  the  panel  dead  and  live  loads  being  6  and  u'  ,j'  u'  ^^  . 
4  tons  respectively.  Determine  the  lengths  of  the  ver- 
ticals and  the  stresses  in  the  several  members  (a)  so 
that  the  atresa  in  each  member  of  the  lower  chord  may 
be  80  tons;  (b)  so  that  the  minimum  stress  in  each 
diagonal  may  be  zero. 

57.  Determine  the  live-load  stresses  in  the  members  of  the  oantjlever 


Fio.  812. 


truss  shown  by  Fig.  813  when  subjected  to  a  panel  live  load  of  65  tona. 

S8.  The  accompanying  truss  of  240  ft.  span  and  30  ft.  deep  is  to  be  de- 
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dgned  for  a  panel  engine  load  of  24,000  lbs.,  a  panel  train  load  of  1S,000  lbs,, 
and  a  panel  bridge  load  of  12,000  lbs.  Deter- 
mine graphically  the  maximum  stresses  in 
the  members  met  by  the  vertical  MN.  Also, 
draw  a  stress  diagram  for  the  whole  truss 
when  it  b  covered  with  a  uniformly  distributed 
Fra.  814.  liye  jo^d  of  180,000  Iba. 

59,  The  compression  chord  of  a  bowstring  truss  is  a  circular  arc  of  SO  ft. 
Bpan  and  10  ft.  rise;  the  bracing  is  of  the  isosceles  type,  the  bases  of  the 
isosceles  triangles  dividing  the  tension  chord  into  eight  equal  lengths.  Deter- 
mine the  maximum  stresses  in  the  members  met  by  a  vertical  plane  28  ft. 
from  one  end.     The  live  and  dead  loads  are  each  i  ton  per  lineal  foot. 

Ana.  Chord  tension    -77.39ton8;  chord  compression-80.3  tons; 
Diagonal  stress  —  7.95  tons. 

60.  Design  a  parabolic  bowstring  truss  of  80  ft.  span  and  10  ft.  rise  for 
a  dead  load  of  i  ton  and  a  live  load  of  1  ton  per  lineal  foot.  The  joints  between 
the  web  and  the  tension  chord  are  to  divide  the  latter  into  eight  equal  divisions. 

6i.  The  compression  chord  of  a  bowstring  truss  is  a  circular  arc.  The 
depthof  the  truss  is  14  ft.  at  the  centre  and  5 ft.  at  each  end;  the  span -100ft.; 
the  load  upon  the  truss  — 840  lbs.  per  lineal  foot.  Find  the  stresses  in  all 
the  members.  Determine  also  the  maximum  stresses  in  the  membem  met 
by  a  vertical  25  ft.  from  one  end  when  a  live  load  of  1000  lbs.  per  lineal  foot' 
crosses  the  girder.     What  counterbraces  are  required? 

63.  A  bowstring  truss  of  120  ft.  span  and  15  ft.  rise  is  of  the  isosceles 
braced  type,  the  bases  of  the  isosceles  triangles  dividing  the  tension  chord 
into  twelve  equal  divisions;  the  dead  and  live  loads  are  }  ton  and  1  ton  per 
lineal  foot  respectively.  Find  the  maximum  stresses  in  the  members  met 
by  vertical  planes  immediately  on  the  right  of  the  second  and  fourth  joints 
in  the  tension  chord. 

63.  Fig.  815A  represents  the  riveted  truss  for  a  span  of  126  ft.  centre-to- 
centre  end  pins.  The  trusses  are  17  ft.  centre  to  centre,  28  ft.  deep,  and  are 
each  divided  into  six  panels.  Figs.  8I5B 
and  C  show  the  lower  and  upper  lateral 
systems,  the  wind  load  on  the  former  being 

450  lbs.  per  lineal  foot  when  the  span  is  ^^  ^^ 

loaded  and  200  lbs.  per  lineal  foot  when     ^  IXIXIXjXlXlXr- 
the  span  is  empty.     The  wind  load  on  the 
upper  system  is   ISO  lbs.  per  lineal  foot. 
The  live  and  dead  loads  are  2  tons  and  } 

ton  respectively  per  lineal  foot  of  span,  (a)  Prepare  tables  of  11 
stresses.  (i>)  Find  maximum  wind  stresses  in  bottom  chords  and  diagonals 
of  lateral  systems,  (c)  Will  there  be  reversion  in  the  end  panels  of  the 
bottom  chord,  assuming  the  diagonals  to  be  in  tension?  ((f)  ]^nd  the  effect 
of  the  transferred  wind  load  on  the  inclined  end  posts  and  bottom  chordB. 
(e)  Discuss  the  wind  effect  on  the  portal  bracing,  Fig.  815D. 


Fig.  815. 
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64.  Det«niiine  the  direct  and  transferred  wind 
toads  on  the  lower  chords  of  the  pin-connected 
truss-bridge  shown  by  Fig.  816,  when  the  wind 
load  per  foot  run  on  the  upper  chord  ia  200 
lbs.  and  on  the  lower  chord  is  500  lbs.  per 
foot  run.  The  dead-load  stresses  in  the  panels 
of  the  lower  chord  are  84,000,  84,000,  114,000, 
and  125,000  lbs.,  as  indicated.  Is  there  any 
tendency  to  reversion  in  the  lower-chord  mem- 
bers? 

The  end  post  of  the  truss  is  subjected  to  a  total  direct  stress  of  750,000 
Ibs.'due  to  the  dead,  live,  and  impact  loads,  and  the  wind  load  on  the  upper- 
chord  members  is  estimated  at  200  lbs.  per  foot  run.  Detennine  the  section 
of  the  member  on  the  assumption  that  there  is  a  point  of  inflection  at  N. 

65.  The  dead  and  Uve  loads  for  the  truss  shown  by  fig.  817  are  6500 
and  5500  lbs.  per  foot  run  respectively,  and  the  wind  load  per  foot  run  is 
2000  lbs.  for  the  upper  and  500  lbs.  for  the  lower  chord.  Will  there  be  any 
rever^on  of  stress  in  the  lower  chord?     Detennine  the  wind-bracing  stresses. 

66.  A  200-ft.  fflngle-track  railway  span  is  divided  into  eight  panels  of 
25  ft.  each.  The  trusses  are  33  ft.  deep,  centre  to  centre  of  chords,  and  are 
spaced  18  ft.  centre  to  centre.  The  wind  load  on  the  upper  lateral  system 
is  200  lbs.  per  lineal  foot  of  span.  Find  (a)  the  maximum  bending  moment 
in  inch-pounda  on  each  inclined  end  post  or  batter-brace  due  to  the  transverse 


,/f^RN71^,. 


Fio.  817. 


FiQ.  818. 


wind,  with  portals  as  shown  on  Fig.  818.  Also  hnd  ((>)  the  transferred  wind- 
toad  stress  on  the  leeward  batter-brace  and  the  stresses  in  the  different  members 
of  the  portal  bracing.' 

Ant.  (a)  1,522,500  in.-lbs.;  (b)  26,100  the.,  assuming  foot  of  brace  fixed; 
(c)  ^£-32,400  lbs.  (T.);  DE-32,400  lbs.  (C);  BS-27,850  lbs.  (C); 
CE - 10,350  Ibfl.  (T.) ;  FG-0,  BF  -0,  and  CO  -0. 


67.  Fig.  819  is  a  skeleton  diagram  of  the  Sault'Ste.  Harie  bridge  (C.  P.  R.)' 
gpan-239  ft.;  there  are  ten  panels,  each  of  23.9  ft.,  say  24  ft.;  the  lengUi 
of  the  end  Terticals— 27  ft.,  of  the  centre  verticab*-40  ft.;  width  of  truM 
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centres  -  17i  ft.  The  bridge  is  designed  to  bear  the  loading  pven  by  Fig. 
622,  p.  683.    Show  that 

(a)  The  etresaeB  in  every  panel  length  of  each  chord  are  greatest  when 
the  third  driver  is  at  a  panel-point ;  and  iind  the  value  of  the  several  Btres8e& 

(6)  The  stresses  in  the  verticals  a  and  the  diagonals  b  are  greatest  when 
the  third  driver  is  at  a  panel-point;  and  find  their  values. 

(e)  The  stresses  in  the  remaining  members  of  the  truss  are  greatest  when 
the  second  driver  is  at  a  panel-point;  and  find  their  values. 

(d)  The  maximum  stresses  in  the  verticals  d  vary  from  a  tension  of  64,000 
lbs.  to  a  compression  of  11,000  lbs. 

(e)  The  stress  in  the  counterbrace  c  is  nU. 

An.i.  The  values  of  the  stresses  in  the  several  members  are  marked  on 
the  diagram.  They  are  deduced  from  the  distributions  given  in  the  table 
on  p.  685,  and  are  correct  within  a  very  small  percentage. 

68.  An  eight-panel  bridge.  Fig.  820, 
of  200  ft.  span  and  39f  ft.  rise  at  the 
centre  has  two  main  trusses  18  ft.  apart. 
The  dead  load  is  estimated  at  2000  lbs. 
''  and  the  live  load  at  4700  lbs.  per  foot 
run  of  bridge. 

Determine  the  stresses  in  one  of  the 

trusses  due  to  the  dead  load  and  the 

reversion  stresses  in  the  web  membere 

due  to  the  live  load. 

Calculate  the  stresses  in  the  lower  lateral  bracing  and  the  revermon  stresses 

in  the  lower  chord  for  a  wind  load  on  the  upper  chord  of  200  Ibe.  and  on 

the  lower  chord  of  480  lbs.  per  foot  run  of  bridge. 

6g.  Det«rmine  all  the  stressea  in  the  Baltimore  truss  shown  by  Rg.  821  for 


■iviyixl><lxlxlxlxl 


Fia.  820. 


Fia.  821. 

a  dead  load  of  000  lbs.  and  a  live  load  of  800  lbs.  per  linear  foot  of  truss.  In 
determining  the  stresses  in  the  verticals  it  may  be  assumed  that  6000  lbs. 
of  the  panel  dead  load  is  concentrated  at  each  of  the  bottom-chord  panel- 
points. 

70.  The  figure  represents  one  of  the  trusses  for  the  Jefferson  Qty  440-ft. 
draw-span,  the  dimensjons  and  dead  loads  in 
tons  being  as  indicated.  In  determining  the  stresses 
in  the  verticab  it  may  be  assumed  that  2)  tons 
of  the  dead  load  is  applied  at  the  top-chord  panel- 
points. 

(a)  Rnd  the  dead-load  stresses  in  the  several 
members  when  the  span  is  open. 


Fio.  822. 
(b)  Find  the  stresses  in  the  several  members 
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due  to  a  live  load  of  0.6  ton  per  lineal  toot  per  truss,  assuming  that  one  arm 
only  is  loaded  and  that  the  cantilever  acts  like  a  simple  girder  on  two  sup- 
ports, (c)  Frnd  the  stresses  in  the  several  members  due  to  an  assumed  upUft 
of  12^  tons  at  the  end  of  each  truss,  assuming  each  arm  to  act  as  a  cantilever 
resisting  said  uplift,  (d)  Determine  the  maximum  stresses  in  the  several 
members  For  a  live  load  of  0.6  ton  per  lineal  foot  of  span,  assuming  the  span 
continuous  over  the  four  points  of  support. 

The  fixed  spans  for  the  bridge  are  of  the  Petit  type  and  of  dimensions 
as  shown.  The  Uve  and  dead  loads  are 
600  and  800  lbs.  per  lineal  foot  per  truss. 
In  determinir^  the  stresses  in  the  verti- 
cals it  may  be  assumed  that  6000  lbs.  of 
the  panel  dead  load  are  concentrated  at 
each  of  the  top-chord  panel-points.  Find 
(«)  the  maximum  dead-  and  live-load  stressee. 

71,  Figure  824  represent*  one  half  of  a  truss  of  a  cantilever  bridge  span- 
ning the  river  Agamo.  The  dead  load  for  suspended  span  is  940  lbs.  and 
the  hve  load  is  1678  lbs.  per  lineal  foot  per  truss,  (a)  Find  the  dead-  and 
live-load  stresses  in  the  members  of  the  suspended  span.      (b)  Find  the  erec- 
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tion  stresses  produced  by  cantilevering  out  the  suspended  span,  the  erection 
loads  being  indicated  in  tons  on  the  figure,  (c)  Determine  the  dead-load 
stresses  in  members  of  cantilever  proper  due  to  total  weight  of  suspended 
span,  namely,  108  tons. 

7>.  In  a  through-span  510  ft.  in  length  the  stringers  are  riveted  together 
throughout  the  entire  length  of  span.  Assuming  that  the  Btringers  are  manu- 
factured the  exact  length  for  span  with  no  load  thereon,  that  the  dead  load 
on  span  strains  the  metal  in  the  bottom  chords  8000  lbs.  per  square  inch, 
and  the  live  load  10,000  lbs.  per  square  inch,  find  the  effect  on  the  stringer 
connections  when  the  span  is  swung,  and  when  the  live  load  is  on  the  struc- 
ture.    The  span  is  divided  into  seventeen  panels  of  30  ft.  each. 

Ans.  Each  additional  application  of  the  live  load  produces  an  additional 
distortion  of  i  in.  for  each  panel.     How  can  this  be  remedied? 

73.  In  a  riveted  joint  the  rivets  are  spaced  eccentrically  to  the  line  of  stress 
as  shown  in  Fig.  825.  The  stress  P- 48,000  lbs.  The  value  of  each  rivet 
is  6000  lbs.,  and  e^t  are  used  in  the  connection.  Find  the  stress  in  each 
rivet. 

Ans.  Total  stress  in  1 2000  lbs.,  in  2-2000  lbs.,  in  3-2000  lbs.,  in 
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-6000  lbs.,  in  5  -6000  lbs.,  in  6 - 10,000  Iba,,  in  7  - 10,000 lbs.,  in  8 - 14,000 
lbs.  per  inch,  showing  an  unequal  distribution 
of  stress  and  that  auch  eccentric  connections 
should  be  avoided. 

74-  Given  an  elevated  structure  the  columns 

'  of  which  are  unsupported  for  a  distance  of  20 

ft.,  and  are  fixed  at  each  end,  the  dimensions 

Pj^   g25  """^  arrangement  of    longitudinal   Orders  and 

towers  being  as  shown  in  Kg.  826.    Find  the 

fibre  stress  due  to  bending  caused  by   a  maximum   variation 


Fio.  827. 


Fig.  826. 

in  temperature  of  100°,  assuming  the  coefficient  of  expansion  for  100°F  to  be 
0.0006,  and  taking  the  distance  from  centre  of  gravity  of  column  to  extreme 
fibre  in  a  longitudinal  direction  as  7}  ins,  Ans.  7550  Iba./sq.  in. 

75-  At  a  top-chord  panel-point  of  a  riveted  truas-span  the  gravity  hnes 
of  the  three  members  assembling  at  this  point  do  not 
have   a  common   point  of    intersection.     Find    the 
bending  moment  about  tiie  panel-point  for  the  con-  - 
ditions  shown  in  Fig,  827. 

Ans.  1,600,000  in. -lbs.  Suck  inlgrsectiortB  should 
be  avoided,  ae  the  extreme  fibre  stress  from  the  bending 
moments  ts  frequently  greater  than  those  produced  by 
the  actual  loads.  The  gravity  lines  shotUd  all  intersect 
tn  a  common  point. 

76.  Determine  the  stresses  La  the  several  members  of  the  three-hinged 
truss  represented  by  Fig.  828  and 
having  a  panel  dead  load  of  2  tons.  If 
a  weight  of  4  tons  is  concentrated  at  each 
of  the  points  A  and  B,  find  the  stresaea 
developed  in  the  members  x.  Also  find 
the  positions  of  the  load  which  will  pro- 
duce no  etresa  in  the  members  y  and  *. 

77.  A  three-pin  arch  of  the  form  and  dimenaionfl  shown  by  Rg.  829,  and 
having  a  span  of  ISO  ft.  and  a  rise  of 
40  ft.,  is  loaded  over  one  half  its  span 
with  a  uniformly  distributed  load  of  - 
1200  lbs.  per  Unear  foot  of  truss.  Be- 
'ermine  the  stresses  in  the  members 
cut  by  the  planes  AB  and  CD.  ^^  g 

78.  A  three-pin  arch  of  160  ft.  span 

has  a  rise  of  32  ft.  and  is  divided  into  eight  panels.    The  live  load  per  foot 
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I  Ibe.    Deterinine  the  stress  in  each  member  when  the 


^Ef^Si 


span  is  fully  loaded.  Alao  determine, 
graphically,  the  line  of  resistance  of  the 
arch  span  for  a  live  load  covering  three 
fourths  of  the  span,  and  find  the  hori- 
zontal thrust  of  the  arch  for  the  given  pj^  ggp 
system  of  loading. 

79.  Figure  831  is  a  skeleton  diagram  for  one  of  the  main  tniBscH  of  a  bridge 
of  120  ft.  span,  15  ft.  deep  at  ends,  and  1)  ft.  deep  at  centre,  pivoted  at  the 
ends  and  centre,  and  of  the  dimenraons  shown.    Where  must  the  load  be 


Fig.  831. 

placed  between  A  and  B  so  that  It  may  produce  no  stress  in  X?  Find  the 
maximum  stresses  in  the  several  members,  the  panel  dead  and  live  loads 
being  2  and  4  tons  respectively. 

Show  how  the  stresses  are  modified  if  the  lower  boom,  instead  of  being 
straight,  is  a  parabola  of  the  same  rise  as  the  arch. 

8o.  The  figure  represents  a  half  bridge  of  128  ft.  span,  suspended  from 
pQ__^  the   f)oint  P  and  hinged  at  0.     The  depth  at  P  is 

"l^^/T"""-^.-^  ^^  ^*"  *°**  at  0  4  ft.     The  upper  ends  of  the  verticals 

[/^1.,..--^n!::?n:=pfO  lie  in  an  arc  of  parabola,  the  point  0  being  the  vertex. 

K f^ -^     The  bridge  and  train  panel  loads  are  6  and  4  tons 

FiQ.  832.  re^ctively.     Find  ttie  stresses  in  all  the  members. 

Si.  The  accompanying  figure  represents  a  portion  of  a  cantilever  truss, 
the  horizontal  distances  of  the  points  A,  B,  C  from 
the  free  end  being  I,,  l„  l„  respectively.  The  boom 
ABC  is  incUned  at  an  angle  a,  and  the  boom  XYZ 
at  an  angle  ?,  to  the  horizon.  Find  the  deflections 
at  the  end  of  the  cantilever  due  to  (a)  an  increase 
kiAB  in  the  length  of  AB;  (2)  an  increase  k^BY  in 
the  length  of  BY;  (3)  a  decrease  k^Y  in  the  length 
ofXY;  (4)  a  decrease  k.BX  in  the  length  of  BX. 
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(4)  k,\^j^~-l.(.cot  BXY  -  cot  ABX)\. 

If  fc,-fc,-fc,-fc<-A,  and  if  AW  is  parallel  to  BX,  and  AX  to  BY,  show 
that  the  angle  between  WX  and  XY  after  deformation 

-2fc{cot  ^BX  +  cot  BYX). 
Hence,  also,  if  the  truss  is  of  uniform  depth  d,  show  that  the  "deviation" 
of  the  boom  per  unit  of  length  is  constant  and  equal  to  ~. 


81.  Determine  the  diameter  of  a  steel  bridge  pin  subjected  to  the  b 
of  which  the  horizontal  and  vertical  components  are  shown  by  figs.  8^, 
and  835,  the  working  coefficient  of  strength  being  25,000  lbs.  per  square  inch. 


31 


--y 


Fig.  835. 
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83.  Calculate  the  size  of  the  pin  subjected  to  the  stresses  shown  by  Figs. 
836  and  837,  the  extreme  fibre  stress  is  not  to  exceed  23,000  lbs.  per  square 
inch. 

84.  The  Rgures  show  the  magnitude  and  directions  of  the  stresses  con< 
centrated  at  a  pin-connected  joint.  The 
stresses  are  distributed  along  the  pin  in 
vertical  and  horizontal  'planes  as  indi- 
cated.    Find  the  maximum  bending  mo- 

S«t"h!!     ment  to  which  the  pin  is  subjected.     What 
Fig.  838.      Fia.  839.    Fio.  840.  should  be  its  diameter  with  a  fibre  stress 
of  13}  tons  per  square  inch? 

85.  We  have  a  bottom  chord  point  L,  at  which  the  stresses  «nd  sections 
are  as  shown  in  tables  and  sketches  below.    Find  the  maximum  bending 


iJ^  j^  Hixi"  ^ 


moments  in  the  pin  for  these  conditions :  (a)  when  bottom  chord  stresses  are 
greatest;  (6)  when  diagonal  stress  is  a  maximum. 
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ABBume  the  packing  m  follows : 


Out  to  Out.       In  to  In.  C.toC.  Adjaomt 

HMnbon. 


li"   piBtM,  £',£,  181"  15i"  171"  IH" 

IH"      "      t/iL,  14*"  "i"  12H"  ZA" 

li"  b«.     W..  IM"  71"  W  IH" 

1*"     '■        i^Z,  71"  41"  Si"  If 

Ana.  343,000  inMbs.;  464,000  in  .-lbs. 
86.  A  seven-panel  pin-connected  truss  of  200  ft.  span  has  a  depth  of 
37^  ft.  at  the  centre  panel  and  of  28  ft.  at  the  hips,  the  upper-chord  points 
lying  in  the  are  of  a  parabola.  The  dead  and  live  loads  are  d45  and  2360 
lbs.  per  lineal  foot  of  truss  respectively.  The  percentage  by  which  the  live- 
toad  stresses  are  increased  to  allow  for  impact  is  given  by  the  formula  per- 
centage--r-rr—y,  L  being  the  length  of  bridge  covered  by  the  live  load  when 

the  stress  in  any  given  member  is  greatest.    Verify  the  total  maximum  stresses 
indicated  on  the  several  members  of  Fig.  843.    If  the  stresses  in  the  members 


^1  ix:i><:i>j  — 


of  the  upper  lateral  system  are  as  indicated  show  that  the  wind  load  is  taken 
at  200  Iba.  per  lineal  foot  of  span,  and  find  (a)  the  stress  along  the  bottom 
chord  due  to  the  transferred  wind  load.  Assuming  a  wind  load  on  the  lower 
lateral  system  of  490  lbs.  per  lineal  foot  of  span  when  a  train  is  crossing  tba 
bridge,  verify  the  total  maximum  stresses  indicated  in  the  diagram.  Assum- 
ing that  the  wind  load,  when  the  bridge  is  empty,  is  one  half  of  that  when  the 
bridge  is  loaded,  discuss  (b)  the  tendency  to  reversion  of  stress  in  the  lower 
chord. 

Ana.  (a)  34,243  lbs.;    (b)  in  second  panel  total  stress  due  to  dinet  and 
tranaferred  wind  toads  is  81,563  lbs.,  while  the  dead'Joad  strew  ia  82,054  lbs.. 
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BO  that  reversion  almost  takes  place,  and  it  b  therefore  adviasble  to  make 
the  two  end-chord  panel  lengths  rigid  members. 

87.  In  the  preceding  example,  the  unsupported  lengths  of  batter-braces 
is  30  ft.,  and  the  batter-braces  may  be  considered  as  fixed  at  the  lower  ends. 
Find  (a)  the  moment  of  resistance  at  the  foot  of  such  a  brace.  If  the  Tvork- 
ing  stress  is  estimated  by  the  formula,  working  ttreas  in  pounds  per  tqvare  inch 

—  18,000—70—,  determine  (b)  whether  it  is  safe  to  use  a  section  made  up 

of  on«21"xA"cover,  too 3i"x3i"x2Wb.  angles,  (100  bottom  5" X 31" X 54- 
Ib.  angles,  and  tv>o  1S"X)"  side  plates. 

Ans.  (a)  1,M2,858  in.-lbs.;  (6)  gross  /-2557.7,  r-7,  net  /-2300,  max. 
bending  stress  in  brace-7857  Ibs./sq.  in.i  required  area— 50.6  sq.  ins.,  and 
therefore  section  is  ample. 

88.  The  dead  and  Uve  loads  of  a  five-panel  riveted  truss  28  ft.  deep  and 
of  127  ft.  span  are  800  and  2100  lbs.  per  Uneal  foot  of  truss  respectively.     The 

impact  efTeet  increases  the  live-load  stresses  by  the  factor  — ■  ■■,  E  being 

the  length  of  bridge  in  feet  which  is  loaded  when  any  given  member  is  sub- 
jected to  a  maximum  live-load  stress.  Verify  the  U>tal  maximum  stresses 
indicated  on  the  several  members  in  Fig.  846.  The  wind  loads  per  lineal 
foot  are  150  and  450  lbs.  for  the 
upper  and  lower  lateral  systems 
respectively.  Verify  the  stresses 
in  the  several  members  of  these 
systems  as  indicated  in  Figs.  847 
and  848,  and  (a)  remark  upon 
the  method  of  designing  the  wind 
diagonals.  Also  find  (ft)  the  chord 
stress  due  to  the  transferred 
wind  load.  Will  there  (c)  be  a 
reversion  of  stress  in  the  chord 
panels? 

Arte.  The  chord  and  diagonal 
wind  stresses  are  too  small  to 
have  any  appreciable  effect  upon 
the  sections  of  the  upper  lateral 
members,  which  are  governed  by 
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the  limiting  value  of  — ;  the  —  for  the  transverse  struts  should  be   <120; 

(b)  11,384  lbs.;  (c)  in  the  most  unfavorable  case,  i.e.,  when  the  bridge  is 
empty,  the  combined  transferred  and  direct  wind-load  stresses  are  less  than 
the  corresponding  dead-load  stresses,  and  there  is  therefore  no  tendency 
to  reversion  in  the  lower  chords. 

89.  An  A  truss.  Fig.  849,  is  100  ft.  centre  to  centre  of  end  pins,  and  has 
a  depth  of  40  ft.  at  the  centre,  the  trusses  are  spaced  17  ft.  centre  to  centre; 
the  live  and  dead  loads  are  4000  and  1400  lbs.  per  lineal  foot  of  span  re- 
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spectively;  each  Inus  has  four  panels  of  25  ft.  length.    Verify  the  maxi- 
mum stresses  indicated  on  the  members  of  the  truss. 


90.  A  four-panel  A  truss.  Pig.  850,  has  a  central  depth  of  40  ft.  and  its  length 
from  centre  to  centre  of  end  pins  is  100  ft.;  the  dead  and  live  loads  per  lineal 
foot  per  truss  are  750  and  2450  lbs.  respectively.  The  'percentage  of  increase 
in  the  live-load  stresses  for  impact  may  be  taken  at  400 -^  (500 -f  Z<)  when  the 
live  load  covers  a  length  of  L  feet.  Verify  the  total  maximum  stresses  indicated 
on  the  several  members  of  the  truss.  The  wind  load  on  the  upper  lateral 
bracing  between  B  and  C  is  150  lbs.  per  lineal  footj  find  (a)  the  transferred 
wind  load.  Fig.  850  shows  the  sloping  end  members  and  the  portal  bracing. 
Assuming  that  there  is  a  point  of  inflection  at  ttie  middle  point  of  the  un- 
supported length  DB,  find  (6)  the  moment  of  rewstance  at  the  foot  of  the  brace. 
If  the  section  of  the  brace  is  made  up  of  two  15"X99-lb.  channels  and  one 
18"X|''  cover,  find  (c)  the  maximum  bending  stress  per  square  inch,  and  (rf) 
the  maximum  stress  per  square  inch  due  to  the  transferred  wind  load.     If  the 

safe    working  stress  is  / 18,000—80  —  j  lbs.  per  square  inch,  determine  (a) 

whether  the  section  has  sufficient  area. 

Am.  (a)  5625  lbs;  ((>)  540,192  in.-Ibe.;  (c)  5402  lbs.;  (d)  633  lbs.;  (e) 
the  greatest  area  required  is  23.8  sq.  ins. 
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BTOPEN8I0N  BRIDGES. 

I.  CaMes. — ^The  modem  suspenaion  bridge  conaets  of  two  or 
more  cables  from  vMch  the  platform  is  suspended  by  iron  or  steel 
rods.  The  cables  pass  over  lofty  supports  (piers),  and  are  Becured 
to  anchorages  upon  which  they  exert  a  direct  puU. 

Chain  or  link  eablea  are  the  most  common  in  Ehgland  and  Europe, 
and  consist  of  iron  or  steel  links  set  on  edge  and  pinned  together. 
Formerly  the  links  were  made  by  welding  the  heads  to  a  fiat  bar, 
but  they  are  now  invariably  rolled  in  one  piece,  and  the  proportional 
dimensions  of  the  head,  which  in  the  old  bridges  are  very  imperfect, 
have  been  much  improved. 

Hoop^Ton  cables  have  been  used  in  a  few  cases,  but  the  practice 
is  now  abandoned,  on  account  of  the  difficulty  attending  the  manu- 
facture  of  endless  hoop  iron. 

Wire-rope  cables  are  the  most  common  in  America,  and  form 
the  strongest  ties  in  proportion  to  their  weight.  They  consist  of  a 
nimiber  of  parallel  wire  ropes  or  strands  compactly  bound  together 
in  a  cylindrical  bundle  by  a  wire  wound  round  the  outdde.  There 
are  usually  seven  strands,  one  forming  a  core  round  which  are  placed 
the  remuning  six.  It  was  found  impossible  to  employ  a  seven- 
strand  cable  in  the  construction  of  the  Brooklyn  Bridge,  as  the 
individual  strands  would  have  been  far  too  bulky  to  manipulate. 
The  same  objection  held  against  a  thirteen-strand  cable  (thirteen 
is  the  next  number  giving  an  approximately  cylindrical  shape), 
and  it  was  finally  decided  to  make  the  cable  with  nineteen  strands. 
Seven  of  these  are  pressed  together  so  as  to  form  a  centre  core, 
around  which  are  placed  the  remaining  twelve,  the  whole  being  con- 
tinuously wrapped  with  wire. 

In  laying  up  a  cable  great  care  is  required  to  distribute  the  ten- 
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Biou  uniformly  amongst  the  wires.  This  may  be  effected  either  by 
giving  each  wire  the  same  deflection  or  by  using  straight  wire,  i.e., 
wire  which  when  unrolled  upon  the  floor  from  a  coil  remains  straight 
and  shows  no  tendency  to  spring  back.  The  distribution  of  stress 
is  practically  uniform  in  untwisted-wire  ropes.  Such  ropes  are 
spun  from  the  wires  and  strands  without  giving  any  twist  to  individ- 
ual wires. 

The  back-stay  is  the  portion  of  the  cable  extending  from  an 
anchorage  to  the  nearest  pier. 

The  elevation  of  the  cables  should  be  sufficient  to  allow  for  settling, 
which  chiefly  arises  from  the  deflection  due  to  the  load  and  from 
changes  of  temperature. 

The  cables  may  be  protected  from  atmospheric  influence  by 
giving  them  a  thorough  coating  of  paint,  oil,  or  varnish,  but  wher- 
ever they  are  subject  to  saline  influence,  zinc  seems  to  be  the  only 
certain  safeguard. 

2.  Anchorage,  Anchorage-chains,  Saddles. — The  anchorage,  or 
abutment,  is  a  heavy  mass  of  masonry  or  natural  rock  to  which  the 
end  of  a  cable  is  made  fast,  and  which  resists  by  its  dead  weight  the 
pull  upon  the  cable. 

The  cable  traverses  the  anchorage  as  in  Figs.  851  to  852, 
passes  through  a  strong,  heavy  cast-iron  anchor-plate,  and,  if  made 


of  wire  rope,  has  its  end  effectively  secured  by  turning  it  round  a 
dead-eye  and  splicing  it  to  itself.  Much  care,  however,  is  required 
to  prevent  a  wire-rope  cable  from  rusting  on  account  of  the  great 
extent  of  its  surface,  and  it  is  considered  advisable  that  the  wire 
portion  of  the  cable  should  always  terminate  at  the  entrance  to 
the  anchorage  and  there  be  attached  to  a  massive  chain  of  bars, 
which  is  continued  to  the  anchor-plate  or  plates  and  secured  by 
bolts,  wedges,  or  keys. 
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In  order  to  reduce  as  much  as  posmble  the  depth  to  winch  it  is 
necessary  to  sink  the  anchor-plates,  the  anchor-chains  are  frequently 
curved  as  in  Fig.  852.  This  gives  rise  to  an  oblique  force,  and  the 
nuLBonry  in  the  part  of  the  abutment  subjected  to  such  force  should 
be  laid  with  its  beds  perpendicular  to  the  line  of  thrust. 

The  anchor-chains  are  made  of  compound  links  consisting  alter- 
nately of  an  odd  and  an  even  number  of  bars.  The  friction  of  the 
link-heads  on  the  knuckle-plates  considerably  lessens  the  stress 
in  a  chain,  and  it  is  therefore  usual  to  diminish  its  sectional  area 
gradually  from  the  entrance  E  to  the  anchor.  This  is  effeeted  in 
the  Niagara  Suspen^on  Bridge  by  varying  the  section  of  the  bars, 
and  in  the  Brooklyn  Bridge  by  varying  both  the  section  and  the 
number  of  the  bars. 

The  necessity  for  preserving  the  anchor-chains,  from  rust  is  of 
such  importance  that  many  engineers  consider  it  moat  essential 
that  the  passages  and  channels  containing  the  chains  and  fastenings 
should  be  accessible  for  periodical  examination,  pwntiag,  and  repairs. 
This  is  uimeceBsary  if  the  chains  are  first  chemically  cleaned  and 
then  embedded  in  good  hydraulic  cement,  as  they  will  thus  be  per- 
fectly protected  from  all  atmospheric  influence. 

The  direction  of  an  anchor-chain  is  changed  by  meajis  of  a  saddle 
or  knuckle-plate,  which  should  be  capable  of  sHding  to  an  extent 
sufficient  to  allow  for  the  expansion  and  contraction  of  the  chain. 
This  may  be  accomplished  without  the  aid  of  rollers  by  bedding 
the  saddle  upon  a  four-  or  five-inch  thickness  of  asphalted  felt. 

The  chain,  where  it  passes  over  the  piers,  rests  on  saddles,  the 
object  of  which  is  to  furnish  bearings 
with  easy  vertical  curves.  Either  the 
saddle  may  be  constructed  aa  in  Fig.  854, 
so  as  to  allow  the  cable  to  slip  over  it 
with  comparatively  little  friction,  or  the 
chain  may  be  secured  to  the  saddle  and  the  saddle  supported  upon 
rollers  which  work  over  a  perfectly  true  and  horizontal  bed  formed 
by  a  saddle-plate  fixed  to  the  pier. 

3.  Suspenders. — The  suspenders  are  the  vertical  or  inclined 
rods  which  carry  the  platfonn. 

In  Fig.  855  the  suspender  rests  in  the  groove  of  a  cast-iron  yoke 
which  straddles  the  cable.    Fig.  856  shows  the  suspender  bolted  to 
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a  wrought-iron  or  eteel  ring  which  embraces  the  cable.  When  there 
are  more  than  two  cables  in  the  same  vertical  plane,  various  methods 
are  adopted  to  insure  the  uniform  distribution  of  the  load  amongst 
the  set.    In  Fig.  857,  for  example,  the  suspender  is  fastened  to  the 


centre  of  a  small  wrought-iron  lever  PQ,  and  the  ends  of  the  lever 
are  connected  with  the  cables  by  the  equally  strained  rods  PR  and 
QS.  In  the  Chelsea  bridge  the  distribution  is  made  by  means  of  an 
irregularly  shaped  plate  (Fig.  858),  one  angle  of  which  is  supported 
by  a  joint-pin,  while  a  pin  also  passes  through  another  angle  and 
rests  upon  one  of  the  chains. 

The  suspenders  carry  the  ends  of  the  cross-girders  (floor-beams) 
and  are  spaced  from  5  to  20  ft.  apart.  They  should  be  provided 
with  wrought-iron  screw-boxes  for  purposes  of  adjustment. 

4.  Curve  of  Cable.— C.^bb  A. — An  arbitrarily  loaded  flexible  cable 
takes  the  shape  of  one  oi  the  catenaries,  but  the  true  catenary  is 
the  curve  in  which  a  cable  of  uniform  section  and  material  hangs 
under  its  own  weight  only. 

Let  A  be  the  lowest  point  of  the  cable.  Fig.  859,  and  take  the 
vertical  through  A  as  the  axis  of  y. 

Take  the  horizontal  through  0  as  the  axis  of  x,  the  origin  0  being 
chosen  so  that 

■pAO''H~inp, (1) 

p  being  the  weight  of  a  unit  of  length  of  the  cable  and  H  the  hor- 
zoQtal  pull  at  A. 

m  or  AO  is  the  parameter,  or  modulus,  of  the  catenary,  and 
OG  is  the  directrix. 

Let  X,  ^  be  the  co-ordinates  of  any  point  P,  the  length  of  the 
arc  AP  being  s. 

Draw  the  tangent  PT  and  the  ordinate  PN,  and  let  the  angle 
PTN  =  e. 
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The  triangle  PNT  is  evidently  a  triangle  of  forces  for  the  portion 
AP,  PN  representing  the  weight  of  AP  (viz.,  ps),  PT  the  tangential 


F^o.  8fi9. 
pull  T  at  P,  and  JVT  the  horizontal  pull  H  at  A. 

™,i       ,  dy  „    PN    ps     s 


TN     H    m' 


which  gives  the  differential  equation  to  the  catenary. 
It  may  be  easily  integrated  ae  follows: 


ds       I,     (dyY       I.      s^      1    /^ — 


dx 


Therefore 


V  s2  +  n|2     m 
log(s+Vs^+m^  '-~+c, 


e  being  a  constant  of  integration. 

When  X'^O,  a-0,  and  logm—c.     Hence 

,      s  +  v's^  +  m^     X 
log -, 


(2) 


Tlierefore,  also, 


8  +  ^/s^+Trfi-me». 
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Hraice  "°7('"~«~"/="*(^ (*J 

and  integrating  between  0  and  x, 

y=5^^+e-5J.Vs«+n? (5) 

Eq.  (5)  is  the  equation  to  the  true  catenary  and  eq.  (4)  gives  the 
length  of  the  arc  AP. 

Draw  NM  perpendicular  to  PT,  and  let  the  angle  PTN=PNM 
"0.    Then 

PM=PN  sinewy  ^J=^s (6) 

and  MN-^PNco8e=y    ,  ^       -m (7) 

Thus,  the  triangle  PH5  possesseB  the  property  that  the  aide  PM  is 
equal  to  the  length  of  the  arc  AP,  and  the  mde  MR  is  equal  to  the 
modulus  m(=AO). 

The  area  APNO 

-/     ydx=-A^-e  -•^=?7i3-2XtriaiiglePJI/2V. 
Ibe  radius  of  curvature,  p,  at  P 

.  _hms^.t.^, .  .  .  :  „ 

PG  being  perpendicular  to  PT. 

At  A,  j/^m,  and  the  radius  of  curvature  is  also  fft.     .    .    .    (10) 


Agwi, 


T     PT  „    u 

nruuiii  ft  — £. 


pa    NP 
Therefore  T=py;     ......    ^    .    .    (ii) 

and  H-pm-ppot i    i    (») 

po  being  the  radius  of  curvature  at  A. 
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These  catenary  formula;  are  of  little  if  any  use  in  the  ( 
and  construction  of  suspension  bridges,  as  they  are  based  upon  the 
assumption  of  a  purely  theoretical  load  which  never  occurs  in  prae- 
tice,  viz.,  the  weight  of  a  chain  of  uniform  section  and  density. 

Ex.  1.  A  floating  landing  elage  is  held  tn  posilion  by  a  number  of  4-in.  steeZ~ 
mire  cables  anchored  to  the  shore,  a  shoreward  movement  being  prevented  by  rigid 
iron  booms,  pivoted  ai  the  ends  and  stretching  from  shore  to  stage.     The  differ- 
ence of  level  between  the  shore  and  stage  aHachmentt  of 
/T     the  cables  is  50  ft.,  artd  the  horitontal  distance  betieeen 
]  /jl      these  points  is  150  ft.     The ikoriiontal  puil  upon  each 

IT*"  ■  J"  ■"■'y7 ;      cabU  is  1360  «i8.     Find  the  length  of  the  cable  and 
I  \        1        /    -Xlr     ^  tensions  at  the  paints  of  attachment.     (Weigkt  of 
^  V     [     X        I ;      coWe  -490  tts.  per  cubic  foot;  form  of  cable  a  common 
^t"^  i  ■      catenary.) 

*     ^     f — -U  i360-«-J^-T^-490-m. 

Fig.  860.  Therefore  m-31.8. 


v.-f(."--S), 


But  e"*  'll^i>  ^^^  ^he  last  equation  becomes 

to,  tf 

«"-3.173e"-112.5 

and  «"- 12.31, 

BO  that  ^-2.511, 

or  :^-79.85ft.     and    a^-150-«,-70.16  ft. 
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Aleo,  ^-(•••--9.08. 

Therefore  i,-j(^-t~^  -142.64  ft., 

Md  total  kngth  of  cable-337.1  ft. 

AIbo  60(y,+!/J -»,'-«,■ -51.82x337.1, 

or  y,+y,- 349.38  ft. 

Hence  I/,  - 199.69  ft.    and    j/,  - 149.69  ft. 

Then,  if  r,  and  T,  are  the  shore  and  stage  tensions  on  the  cables, 

.^-■^-6.28,    or     r,-8541Ib«. 


Case  B.  Let  the  platform  be  suspended  from  chains  composed 
of  a  number  of  linkB,  and  let  W  be  the  iriiole  weight  between  the 


_.=dl 


lowest  point  0,  Fig.  861,  of  the  chain  and  the  upper  end  P  of  any 
given  link.  Let  the  direction  of  this  link  intersect  that  of  the 
horizontal  pdl  (H)  at  0  in  B.  Drop  the  perpendicular  PN.  The 
triangle  PNE  is  evidently  a  triangle  of  forces;  and  if  the  ang^ 
PEN-ff, 

PN    W 


tand- 


NE    H' 
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Thus,  by  treating  each  link  separately,  commencing  witii  the  lowest, 
the  exact  profile  of  the  chain  may  be  easily  traced. 

Ez.  2.  A  li^fU  gtupaision  bridge  carries  a  /oof-poA  6  ft.  wide  over  a  river 
90  ft.  wide  by  means  of  eight  equidislanl  suspending  rods,  the  dip  being  10  /t 
Bach  c(Me  consists  of  nine  straight  links.  Find  their  several  laigtKs.  If  the 
load  upon  the  platform  is  120  Ihs.  per  square  foot,  and  if  one  sixth  of  the  load 
is  borne  by  the  piers,  p.nd  the  sectional  (ffeas  of  the  several  links,  aUowing  10,000 
B>s.  per  square  inch. 

Load  concentrated  at  each  of  the  points  E,  F,  G,  and./f  -4500  Iba.  The 
three  Unks  BC,  CD,  DE  ai«  kept  In  equi- 
librium by  the  horizoDtal  pull  H  at  B, 
by  the  pull  Tf  along  BA,  and  by  the  unt- 
formly  distributed  load  between  E  and  B. 
Hence  L,,  the  intersection  of  EL  and  AB 
produced,  is  the  oiiddle  point  of  EH,  and 
ALK  IB  a  triangle  of  forces  for  if,  3*1  and 
t  4  X4S00  - 18,000  Iba.    Therefore 

H  - 18000^  - 18000  xf^ -45,000  lbs. 


and  r,-18000j^-18000V725-4500\^116  lbs. 

The  ttDO  links  CD,  DE  are  kept  in  equilibrium  by  the  horizontal  pull  H 
at  E,  by  the  pull  T,  sAong  DC,  and  by  the  uniformly  distributed  load  between 
E  and  G.  Hence  the  directions  of  H  and  T,  must  intersect  in  F  the  middle 
point  of  E6,  and  BFH  is  a  triangle  of  forces  for  H,  T,  and  the  wei^t  3  X  4500 
-13,600  lbs. 

Al-o  |?-M    or    Bff-6ft. 


Therefor*  r.-13500  ^  -225Ov'2O'  +  6'-45O0\^O9  lbs. 

The  link  DE  is  kept  in  equilibrium  by  the  horizontal  pull  H  at  E,  by  the  pull 
Tt  along  DC,  and  by  the  uniformly  distributed  load  between  E  and  F.  Hence 
the  directions  of  H  and  Tj,  must  intersect  in  M  the  middle  point  of  EF,  and 
CMG  is  a  trian^  of  forces  for  H,T^  and  the  weight  2X4500-9000  Ibe. 

But 
Therefora 


D.qit.zeaOvGoOt^lc 


CURVE  OF  CABLE. 


Finally,  the  weight  of  4500  lbs.  at  £  ia  equiUbrated  by  the  puU  H  and  by 
the  pull  T,  along  ED.    Hence  DEF  is  a  triangle  of  forces. 


--=1,    or    DF~1  ft. 


Therefore  T,-4500^-450l)VToi. 

The  sectional  areas  (tf  the  several  links  in  square  inches  are 
T  T  7*  T  fl 

— ^-^.  -     '   .  —■-'—.  — ^-i-,  -^^—i  i.e.,  4.847,  4.698,  4.59,  4.522,  and  4.5. 
10000'  10000'  10000'  10000'  10000'        '  '  '  '  ' 

Case  C. — Generally  Bpeaking,  the  distribution  of  the  load  may 
be  assumed  to  be  approximately  uniform  per  korizonial  unit  of 
length,  the  load  being  suspended  from  a  number  of  points  along 
each  chain  or  cable  by  means  of  rods.  The  weight  upon  the  cable 
between  the  lowest  point  A,  Pig.  863,  and  any  other  pointPisequili- 
brated  by  the  horizontal  pull  at  A  and  by  the  tangentif^  pull  at  P. 


FiQ.  863. 

The  directions  of  these  two  tensions  intersect  in  the  point  T,  which 
is  necessarily  the  middle  point  of  AN,  since  the  weight  is  uniformly 
distributed  over  AN.  This  is  a  characteristic  property  of  the  para^ 
bola. 

If  X,  y  are  the  co-ordinates  of  P  with  respect  to  A,  then  PTN 
is  a  triangle  of  forces,  for  the  horizontal  tension  H  at  A,  the  tangential 
pull  T  at  P,  and  the  weight  wx  uniformly  distributed  over  AN,  w 
being  the  intensity  of  the  load.    Hence, 


iL.i,„,a.!5y,   .......    (1) 

wx    y'  w  "  ■ 

the  equation  to  a  parabola  with  its  vertex  at  O,  its  axis  vertical, 

and  its  parameter  equal  to  —~Pj  suppose. 


D.qit.zeaOvGoOt^lc 


S52  THEORY  OF  STRUCTURES. 

Also,  taking  the  angle  PTN=B, 

TcoBff=H-^ :    .    .    C2) 

ay 

and  the  horizontal  jmll  at  rvery  point  of  the  cable  is  the  soTne  (u  OuU  at 
the  lowesl  point. 

Again,  T^'^ivxc^+H'>^V!X*Jl+^. 

The  radius  of  ciurvature  at  P 


(-¥)'  {^-^4}' 


80  that  the  radius  at  0  is 

B 

and  H=wpii. 

Parameter,  etc. — Let  hi,  A2  be  the  elevations  of  C  and  D,  respec- 
tively, above  the  horizontal  line  FAE. 

Let  AE=ai,  AF=a3,  and  let  oi+03  =  o  =  £F. 
By  equation  (1), 

\2H       Oi         02  Oi+Qa 


vX    Vk2    Vhi+Vh2    Vhi+\%' 
2H 


Whi  WhJ  ' 


Also,  tan^=f=f  =  ^=24. 

If  61,  $3  be  the  values  of  tf  at  C  and  D  respectively, 
tan(?i=2^w    and    tanfl^  =  2^Jp■. 
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If  h,  =*A2=A,  then 

at -02=2,  P- 4^ 

4h 
and  tan  St  — —  —tan  d^. 

a 

Length  of  Arc  of  CaMe. — Let  AP=s. 
^ce  tan  $  -■^, 

mfm-'^-'^axS,   or    <k--^^g. 
Hence 

'-§/*  5^  "Si""""***'"*- (*"*+*"'" 

An  approximate  value  of  the  length  of  the  arc  which  may  be 
used  in  practice  may  be  obtained  aa  follows: 

1  +5-  -^  ) ,  approximately. 

Integrating  between  O  and  P, 

I  w^x'  2  ^ 

Defieclvm  of  a  Cable  due  to  an  Elemeniary  Change  in  its  Length. — 
The  total  approximate  length  (<S)  of  the  cable  AOB  is 
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Now  oi  and  03  are  oonstaQt,  and  Ai  -As  ia  also  constant,  therefore 
ii  —dh2-    Hence 


3  \«i     aa' 


//  the  alteraiion  in  length  is  due  to  a  change  of  f  in  the  tempertUure, 
dS=etS, 

e  being  the  coefficient  of  linear  expansion. 

In  England  the  effective  range  of  temperature  is  about  60°  F., 
while  in  other  countries  it  is  usual  to  provide  for  a  range  of  from 
100°  to  150°  F. 

If  the  alteration  is  due  to  a  pull  of  intensity  /  per  unit  of  area, 

E  being  the  coefficient  of  elasticity  of  the  cable  material. 
If  hi~ha~h, 

a  i6h 

ai-a2  =  -,    and    dS=— -dh. 

10.  Pressure  upon  Piers,  etc.,  Fig.  865. 

Let  Ti  be  the  tension  in  the  main  cable  at  A; 
7*2  "    "        "        "    "    back-stay  at  A ; 
a,  ^  he  the  inclinations  to  the  horizontal  of  the  tangents  at 
A  to  the  main  cable  and  back-stay,  respectively. 
The  total  vertical  pressure  upon  the  pier  at  A 

-TiSma  +  Tasin^J-P. 

The  total  resultant  horizontal  force  at  A 

-Ti  COB  a-^Ta  cos  ^=Q. 

If  the  cable  is  secured  to  a  saddle  which  is  free  to  move  horizontally 
on  the  top  of  the  pier  (Fig.  862), 

Q  <_the  frictional  resistance  to  the  tendency  to  motion, 
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pi  being  the  corresponding  coeflScient  of  frictitm. 


''^ 


Fio.  86*. 


Fio.  865. 


Let  D,  Fig.  865,  be  the  total  height  of  the  piw,  and  let  TT  be  its 
weight. 

Let  FG  be  the  base  of  the  pier,  and  K  the  limiting  poation  of 
the  centre  of  pressure. 

Let  p,  2  be  the  distance  of  P  and  W,  respectively,  from  K. 

Then  for  stability  of  position  Q^     ~f\ — ^> 

and  for  stability  of  friction,  vrhen  the  pier  is  of  masonry, 
p    m-^the  coefficient  of  friction  of  the  masonry . 

If  /I]  is  sufficiently  small  to  be  disregarded,  Q  is  apimiximately 
nil,  and  Tj  cos  «  =  Tj  cos  ^  =H.  The  pressure  upon  the  pier  is  now 
wholly  vertical  and  is  =H(tan  «  +  tan/3). 

When  the  cable  slides  over  smooth  rounded  saddles  (Rg.  847), 
the  tensions  Ti  and  Tj  are  approximately  the  same. 

Thus 

i'  =  7'iCsma+8in^)    and    Q-TiCcos  a-cos/S). 

If  a:=;9,  0=0,  and  the  pressure  upon  the  pier  is  wholly  vertical, 
its  amount  being  271  sin  a. 

The  piers  are  made  of  timber,  iron,  steel,  or  masonry,  and  allow 
of  great  scope  in  architectural  design. 
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The  cable  should  in  no  case  be  ri^dly  attached  to  the  i»er,  anleee 
the  lower  end  of  the  latter  is  free  to  revolve  through  a  small  an^ 
about  a  horizontal  axis. 

7.  Weight  of  Cable. — The  ultimate  tenacity  of  iron  wire  is 
90,000  lbs.  per  square  inch,  while  that  of  steel  rises  to  200,000  Ibe., 
and  even  more.  The  strength  and  gauge  of  cable  wire  may  be 
insured  by  specifying  that  the  wire  is  to  have  a  certtun  ultunale 
tenacity  and  elastic  limit,  and  that  a  ^ven  number  of  lineal  feet 
of  wire  is  to  weigh  one  pound.  Each  of  the  wires  for  the  cables  of 
the  Broc^yn  Bridge  was  to  have  an  ultimate  tenacity  of  3400  Ibe., 
an  elastic  limit  of  1600  Ibe.,  and  14  lineal  feet  of  the  wire  were  to 
weigh  one  pound.  A  very  uniform  wire  having  a  coefficient  of 
elasticity  of  29,000,000  lbs.,  has  been  the  result,  and  the  prooess  of 
atraighiening  has  raised  the  ultimate  tenacity  and  elastic  limit  nearly 
8  per  cCTit. 

Let  Wi  be  the  weight  of  a  length  ai{=AE)  of  a  cable  of  suf- 
ficient sectional  area  to  bear  safely  the  horizontal  tension  H  \ 

Let  Wi  be  the  wei^t  (A  the  length  si{  ^AC)  of  the  cable  of  a 
sectional  area  sufhcient  to  bear  safely  the  tension  7*1  at  C; 

Let  /  be  the  safe  inch-stress; 

Let  9  be  the  specific  weight  of  the  cable  material. 

Then  Wi=-raiq    and    Wa  —  — 1 — 815. 

Hence     W..W,'-^,e,-'^L+l'!^)(l+?!^+  .  .  .), 
oi  ai  •>       d  a\/\       ay*  /' 

I      8  hi=\ 
or  Wa  -  Wi  (1  -I-  -  — j  j ,  nearly. 

A  saving  may  be  effected  by  proportioning  any  given  section  to  the 
pull  across  that  section.    Thus  at  any  point  (x,  j/)  the  pull  -=H  sec  9, 

and   the    corresponding    necessary   sectional    area  =  — -, — .     The 

w«ght  per  unit  of  lei^h- — -, — q,  and  the  total  weight  (rf  the 
Iraigth  8i(-'AC)  is 
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.a, 


Hence 


Hq/       4AA 


and  also  2Wa-Wi+pra. 

The  weight  of  a  cubic  inch  of  steel  averages  .283  lb. 

Tbe  weight  of  a  cubic  inch  of  wrought  iron  averages  .278  lb. 

The  volume  in  inches  of  the  cable  of  weight  Tri-12ai-T. 


Wi 


-.283  lb.  or  .278  lb., 


according  as  the  cable  ie  made  of  steel  or  iron. 

Let  the  safe  inch-stress  of  steel  wire  be  taken  at  33,960  tbs.,  of 
the  best  cable  iron  at  14,958  lbs.,  and  of  the  best  chain  links  at 
9972  lbs.    Then 

12        Hai 
Wi-HfliX.283X55HSA-' ^  fop  steel  cables; 

Wi  -  Hai  X  .278  X  tjt^f?, —  for  iron  cables  : 

14958     4500  ' 

■ for  link  cables. 

3000 
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Note. — About  one  eighth  may  be  added  to  the  net  wdght  of  i 
chain  cable  for  eyes  and  fastenings. 

Ex.  3.  A  bridge  444  Jt.  Ittng  comitb  of  a  central  tpan  of  180  ft.  and  tirn 
tide  »paM  each  of  132  ft.;  each  aide  of  the  platform  it  tuapended  by  vertical  rods 
from  two  iron-wire  cables;  each  pair  of  cablet  paeset  over  two  masonry  atnttntmit 
and  ItLO  piert,  the  former  beirig  24  ft.  arid  the  latter  39  ft.  above  the  awfaee  of  Ou 
ground;  the  lowett  point  of  the  eabiet  in  each  span  u  19  ft.  above  the  ground  iw 
face;  at  the  abutments  the  cables  are  connected  with  straight  wroughtrtron  dumt, 
by  means  of  which  they  are  attached  to  anchorages  at  a  htaitontal  distance  ojKjL 
from  the  foot  of  each  abutment;  the  dead  weight  of  the  bridge  is  3500  Iba.  per  Imtat 
foot,  and  the  bridge  ia  covered  with  a  proof  load  of  4500  Ibt.  per  lineai  font- 


'/44'+20' 
TlMTef ne     H,  -  387,200  lbs. ,  T,  -  425,323  Iba.  and  T,  -  396,074  lbs., 


"'T  r.  ™"^ ""  T*!i' ' "  "^ — ^ 


Fio.  866. 
-90X2000X^-405,000  lbs. 


^  V45'+20' 

Thenfore  ff, -405,000  lbs.    and    7, -443,200  Ibo. 

T»«  imsa  0/ 1»«  eoM.  ABC-M +j  jj+SS+j  ^ -135A  ft. 

•ko  2xtoijtto/CO-2(90+|-^')-186Hft. 

Changa  of  (Up  oorrespoDding  to  a  variation  of  60°F.  from  ths  o 
peiature: 
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<a)  SwfcSpoB.— Changeinlengthof  ABC-j5|gQpl35A-.0564ft.    Hence 

change  of  dip-.1241  ft. 
(6)  Cenirt  Spon.— Change  in  length  of  cable -|||g^l86|f -.0775  ft. 


.0775, 


Hence  change  of  <J'P^3(sf;)  ~ 

and  dungeof  dip-.1308ft. 

Change  of  dip  dve  to  load,  16,000  Iba./Bq.  in.,  being  the  safe  working  stress: 
(a)  Side  Span. — Sectional   area    of    ABC    (assumed  vnijorm)  •-        ' 

28.355  sq.  ins. 

.;ABC-I6,O0OX^^^-,0677ft., 


15000 


(!h«n8.ofdipx|-(g+^  -.0677  ft, 
elumgeofdip~M$9ii. 


ExUnrim  of  cable  of  centre  span  - 1 5,000  g^^^J^  -  .093  ft., 


^3  56   •""• 

ehanye  of  dip  —  .157  ft. 


Weight  of  cable  tor  ade  span     -13.1^  X^^jj^X  1728  X  .278  -12,809 11 
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If  cables  are  proportioned  at  each  point  to  the  pull,  then 
387200  X  .278 /„„  .2  20*  2  5: 


wt.  of  «d.  cable -:!2i^^  (88 +i  g- +«+i.  g)  12 -11,661  Ibi 

..   <.       .        ti      „..^0«IOOX-27g/„„  .2   20'v,, 
"  centre  cable -2  X-^jjjj— (90 +3-  jj-)  i: 


-*5?5?5>S^'~- ■--==-!  12 -.6,747  Ibe. 


Piera. — Overturaiag  moment  is  greatest  \rfien  the  proof  load  covers  centre 
epaa  only.    Total  vertical  load  on  pier-8000K90+3500X88-l,02S,000  Oh. 

The  wdghtof  theiner-3^^14fX128, 1  being  the  thickneBS  of  the  base  and 

14f  ft.  its  uniform  vidth. 

..J!i        Again,       W,'-8000X90XH    and    ff,'-3500X88xH. 
'  Therefore  the  horizontal  pull  at  the  top  of  the  pier 

-H,' -ff,'- 942,000  Ihs. 
Hence,  if  centre    of  resistance  at    base    is  ft  from  tlie 
middle  point, 

042400  X  39  -  overturning  moment 

-39^UiX128X|(  +  l,O28,O00xH 

and  (-36.6  ft. 


the  total  pressure  on  the  base -2,679,271  lbs. 
Anchorage. — Vertical  pull  on  anchorage 

-ff,A-387,2O0XA 
-29,334  lbs.  jar  each  cabU. 


■Rien  pff-.76Xff'-.387,2001b8. 

and  1^-509,474  lbs. 

Thus  the  total  weigjit  required  to  resist  the  upward  pull 

-4x29,334-117,338  lbs, 
and  the  total  weight  required  to  resist  the  horizontal  poll 

-4x509,474-2,037,896  lbs. 
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9.  Curve  of  Cable  from  which  the  toad  is  suBpended  by  a  series 
of  sloping  rode. 


Let  O  be  the  lowest  poist  of  such  a  cable.  Let  the  tangent  at  0, 
and  a  line  through  0  parallel  to  the  suspenders,  be  the  axes  of  x  and 
y  respectively. 

Let  «/  be  the  intensity  of  the  oblique  load.  Consider  a  portion 
OP  of  the  cable,  and  let  the  co-ordinates  of  P  with  respect  to  OX, 
or  be  I  and  y. 

Draw  the  ordinate  PN,  and  let  the  tangent  at  P  meet  ON  in  E. 

As  before,  PNE  is  a  triangle  of  forces,  and  E  is  the  middle  point 
of  ON.    Then 

u/x    PN    2y  ,    2H 

-H-NE'^'    "    *^-l?^' 

the  equation  to  a  parabola  with  its  axis  parallel  to  OY  and  its  focus 
at  a  point  S,  where  4S0  =  -3-. 

In  bridges  with  sloping  rods  longitudinal  stresses  are  developed 
which  vary  in  intensity  in  different  parts  of  the  platform.  Such 
bridges  are  much  stiiTer  verticalli^  than  when  the  rods  are  vertical. 

Parameter. — Let  the  axis  meet  the  tangent  at  O  in  7",  and  let 
its  inclination  to  OX  be  i. 

Let  A  be  the  vertex,  and  ON'  a  perpendicular  to  the  axis. 

Then  SO~ST'-'SA+AT'=SA+AN'. 

But  AASAN'  =  ON'^  =  N'T'^iMa:^i=AAN'^im^i, 

AS 
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Heace  the  pax&metei  "AAS—iSd  an' i. 

Stresses. — Let  P  be  the  oblique  load  upon  the  cable  between  O 
mdP. 

Let  Q  be  the  total  thinist  upon  the  platform  at  E; 

w  "    "  load  per  horizontal  unit  of  length; 

q  "    "  rate  of  increase  of  BtresB  along  platfcHtn; 

t  "   "  length  of  PB; 

o= length  of  each  bay  of  platfonn. 

Then  «/•-«' coeeci  and  pvU  on  each  n)d=«/o=twico9eci. 

Also    q-'Wtxtii,  and  the  horizontal  component  per  panel «iro cot  t, 

which  represents  the  increment  of  force  developed  in  the  platfonn 
at  the  foot  of  the  sloping  rod. 

Again,  H  is  the  horizontal  force  at  O,  and  therefore  the  horizontal 
pull  on  the  chain 


if  I  is  the  span  and  d  the  dip. 

The  tension  at  P^texaecd,  8  being  the  angle  between  the  tan- 
gent at  P  and  the  horizontal. 

Also,      H''^'2uf-SO=2AS^  =  2AS^.', 
'  2y  81"*  I  sm*  t 


3^ 
/^-J/'  +  J+JIJ/COSt. 

Assuming  that  the  portions  of  the  cable 
between  the  upper  ends  of  consecutive  rods 
are  straight,  the  stresses  developed  may  be 
Fio.  868.  easily  determined  graphically. 

Fig.  869  represents  the  half-span  and 
Yig.  870  is  the  stress  diagram  when  the  ends  of  the  platform  are 
not  attached  to  the  piers,  the  horizontal  member  being  in  tensdon. 
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This  member  will  be  in  compression  if  its  ends  are  attached  to  the 
piera  and  the  stress  diagram  is  then  Fig.  871. 


Length  of  CaiAe. — Let  8  be  the  length  of  OP,  and  let  0  be  the  inclina- 
tion of  P^  to  OF.    Then 


=^^'*jtan  {90^ -ff)  sec  {W-0) 

+log.ftan  (90°-ff)+Bec  (90»-fl)|  -tan  (90*-t)  sec  (QO*-!*) 

-log,ltan(90°-i)+sec(90°-i)}( 


2u/ 

and  approTimately, 

.     2    w^sin^t 
^*  3  z  +  ycoBt 

II.  Auxiliary  or  Stificning  Truss.  —  The  object  of  a  stiffening 
truss  (Fig.  872)  is  to  distribute  a  passing  load  over  the  cable  in  such 


a  manner  that  it  cannot  be  distorted.    The  pull  upon  each  suspender 
must  therefore  be  the  same,  and  this  virtually  assumes  that  tbe 
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effect  of  the  extenmtnlity  of  the  eable  and  auspenders  uptm  the 
figure  of  the  Btiffening  tmas  may  be  disregarded. 

The  eods  O  and  A  must  be  anchored,  or  held  down  by  pins,  but 
should  be  free  to  move  horizontally. 

Let  there  be  n  suspenders  dividing  the  span  into  (n+1)  equal 
segments  of  length  a. 

Let  P  be  the  total  weight  transmitted  to  the  cable  and  z  the 
distance  of  its  centre  of  gravity  from  the  vertical  through  0. 

Let  T  be  the  pull  upon  each  suspender. 

Taking  moments  about  0, 

n(n  +  l)       ni 


I  being  the  length  of  OA. 

Also,  if  t  is  the  intensity  of  puU  per  unit  of  span, 

P 
&  -  nT,    and  hence    Pz=t-^. 

Let  there  be  a  central  suspender  of  length  s.     There  mil  there- 
fore be  —n~  suspenders  on  each  side  of  the  centre. 

P 
The  parameter  of  the  parabola  =  Tj. 

Hence  the  total  length  of  all  the  suspenders 

If'there  is  no  central  suspcDder,  i.e.,  if  n  is  even, 
the  total  length-(n-l)(a+-5--~K 

Denote  the  total  length  of  suspenders  by  L.    TbeQ 

2z 
the  stress  length~TL='-fPL. 


D.qit.zeaOvGoOt^lc 


STIFFENING  TRUSS.  865 

Let  w  be  the  muform  intensity  of  the  dead  load. 

Case  I.  The  bridge  partially  loaded. 

Let  v/  be  the  maximum  uniform  intenaty  of  the  live  load,  and 
let  this  load  advance  from  A  and  cover  a  length  AB. 

Let  OB=x,  and  let  fii,  fij  be  the  pressures  at  0  and  A  respec- 
tively. 

For  equilibrium, 

Bi+Ba+a-uji— K/(I-x)=0;      ....    (1) 

R,l+t^-v>^--i^l-xf-.(i (2) 

Also,  since  the  whole  of  the  we^ht  is  to  be  transmitted  throt^ 
the  suspenders,     . 

(l~V}l+vf{l-x) C3) 

From  eqs.  (1),  (2),  and  (3), 

-R,=~jil-x)=Ri,       (4) 

which  shows  that  the  reactions  at  0  and  A  are  equal  in  magnitude 
but  opposite  in  kind.  They  are  evidently  greatest  when  x=-^,  i.e., 
when  the  live  load  covers  half  the  bridge,  and  the  common  value 
is  then-^. 

The  shearing  force  at  any  point  between  0  and  B  distant  x'  from  0 

-S,+(f-w)x'=w''-^(x'-|),       ....    (5) 

which  becomes  -2j{l-x)='-Ri  =  R2  when  x'  equal  x.     Thus  the 

shear  at  the  head  of  the  live  load  is  equal  in  magnitude  to  the  reaction 
at  each  end,  and  is  an  absolute  maximum  when  the  live  load  covers 
half  the  bridge.     The  web  of  the  truss  must  therefwe  be  designed 

to  bear  a  shear  of  -^  at  the  centre  and  ends. 
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Again,  the  bending  rrurmerU  at  any  point  between  0  and  B  distant 
x'  from  0 

-«,x'+^^'-|t5(x--«0,     ....    (6) 


which ie  greatest  when  i'" g,  ie.,  at  the  centre  of  OB,  its  value  then 

v/l-x 
being  -  "o"  ~r^-    "J^us  the  bending  moment  is  an  absoliUe  manmum 

d                                            2                                         w' 
when  ^(ii'-a^)-0,  i.e.,  when  i— qi,  and  its  value  is  then 1\ 

The  bending  moment  at  any  point  between  B  and  A  distant  / 
from  0 


which  ia  greatest  when  jjKx'— 2;)(i— i')}  =0i  i-^-i  when  x'  =  — ^,  ot 
at  the  centre  of  AB,  its  value  then  being  ■^-j-Q—x)'.     Thus  the 

bending  moment  is  an  absolute  maximum  when  -r- {iCi— i)*) -0, 

;  w' 

i.e.,  when  x-"^,  and  its  value  is  then  + — P. 
o  54 

Hence  the  Tnaximum  bending  moments  of  the  uriloaded  and  loaded 
divisicms  of  the  truss  are  equal  'in  magnitude  but  opposite  in  direclvm, 
and  occur  at  the  points  of  Irisection  (D,  C)  of  OA  when  the  live  load 
covers  one  third  (AC)  and  two  thirds  (AD)  of  the  bridge  respectively. 

Each  chord  must  evidently  be  designed  to  resiat  both  tenfdon 
and  compression^  and  in  order  to  avoid  unnecessary  nicety  of  calcu- 
lation, the  section  of  the  truss  may  be  kept  uniform  throu^out 
the  middle  half  of  its  length. 

Case  II.  A  single  concentrated  load  W  at  any  point  B  of  the  truss. 
W  now  takes  the  place  of  the  live  load  of  intensity  «/. 

The  remainder  of  the  notation  and  the  method  of  procedure 
being  precisely  the  same  as  before,  the  corresponding  equations  are 


D.qit.zeaOvGoOt^lc 


STIFFENINO  TRUSS.  867 

B,+Bi  +  {t-w)l-W-0.  ......    (1') 

B,l+'-^P-W(.l-z)-0.  .:....    (2f) 

W 
t-«-j (3') 

-•f'-Ti'-i)-"' w 

which  shows  that  the  reactions  at  0  and  A  are  equal  in  magnitude 

but  opposite  in  kind.    Iliey  are  greatest  -when  x  =  0  and  when  x  =  l, 

W 
i.e.,  when  W  is  wther  at  0  or  at  A,  and  the  common  value  is  then  y- 

llie  shearing  force  at  any  point  between  0  and  B  distant  a/  from  0 

=Rr  +  (t-w)x'=~(x'-x+^^ (5') 

W 
which  is  a  maximum  when  :^  =  x,  and  its  value  is  then  -^, 

W 
The  web  must  therefore  be  designed  to  bear  a  shear  of  -^  throi^h- 

out  the  whole  length  of  the  truss; 

Again,  the  bending  moment  at  any  point  between  0  and  B  distant 
3f  from  0 

.    (6') 


First,  let  K^.  The  bending  moment  is  positive  and  is  a  maxi- 


mum when  x'  =  x,  its  value  then  being 

W 
'21 


W 


Next,  let  a:  >2-    "^^  bending  moment  is  then  negative  and  is  a 
maximum  when  3!  =  x—=,  its  value  then  being 
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W(       1 1> 

The  bending  moment  at  any  point  between  B  and  A  distant  i* 
from  0 

-Hix'  +  (i-«>)^-H'{i'-a.)=y{x'-0^-x),  .     .    (/) 

which  is  a  maximum  when 

^{(.-0(|-.)}.o, 

/  W/      l\^ 

i.e.,  when  x'=x+-^  and  its  value  is  then  "Sfla^-^)  ■ 

Nole. — The  stiffening  truss  is  most  effective  in  its  action,  but 
adds  considerably  to  the  wei^t  and  cost  of  the  whole  structure. 
Provision  has  to  be  made  both  for  the  extra  truss  and  for  the  extn 
material  required  in  the  cable  to  carry  this  extra  load. 

Stiffening  Truss  Hinged  at  the  Centre. — Pro\Tsion  may  be  made 
for  counteracting  the  straining  due  to  changes  of  tempoBture  by 
hinging  the  truss  at  the  centre  E. 

Let  a  live  load  of  intenaty  v/  advance  from  A. 

First,  let  the  live  load  cover  a  length  AB'^xi  >n  J. 

Let  Ri,  fig  be  the  pressures  at  0,  A,  respectively. 
The  equations  of  equilibrium  are 

Ri+R2+it-w)l-w'x=0;    ...;;.(!) 
B.i+«-»)|-f(x-^)"-0; (2) 

%+(!— •j-g— jP-o,   ....:;.  (3) 

Eq8.  (2)  and  (3)  being  obtained  by  taking  moments  about  B.     Hen<« 
(-i»--^(P-41i+2jf'); (4) 
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«i-iT-CP-4tr+3i»); (5) 


«i-5T('-*)' CJ 


Next,  let  the  live  load  cover  the  length  B0(<^). 

Let  AB-z  as  before,  and  let  fii,  ^2',  f  be  the  new  values  of  Ri, 
Ra,  t,  respectively. 

The  equations  of  equilibrium  are  now 

B,' +RJ  +  ie -w)l-vy(l-x)-0;     ....    (7) 
ffi,'^  +  (l'-i.)2-|^(I-i)-0; (8) 

RJ^  +  (.e-w)^-0; C9) 

and  hence 

e-w.2~{l-x)'[-  ~l,t-w-w^];    ....    (10) 

«i'--|f(P-4IH-3j')(--S,),-    .    .    .    (U> 

Ra'--lj{'-m--R2) (12) 

Diagram  of  Maximum  Shearing  Force. — The  shear  at  any  point 
distant  2  from  A  in  the  unloaded  portion  BO  when  the  live  load 
covers  AB 

-Ri+it-w)(l~s) (13) 

"  -  \Ri'  +  (e -w-v/Xl-zW 
-  -  fiei'  +  0'-«')a-2) -«/(/-z)  i 
—minus  the  shear  at  the  sam£  point  when  AB  is 
unJoaded  and  the  live  load  covers  BO. 

For  a  ^ven  value  of  z  the  maximum  shear,  positive  or  negative, 
at  any  point  of  OB  is  found  by  making  (see  eq.  (13)) 

dfli+a-2)d(i-w)-0, 
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j(-2i+3i;)-^(l-2)(-«+4i).0, 


42-i 

Hence,  by  eqs.  (4),  (6),  (13),  (14), 


'-^±3 :  ;  .  (14) 


.    .    (15) 


and  may  be  repreaented  by  the  ordinate  (posi- 
tive  or  negaiive)  of  the  curve  mnpj. 

For  example,  at  the  points  defined  by 
z=       I,  \l,        \l, 

the  shears  are  greatest  when 

and  their  values  are,  respectively, 
P""  8'3-  Tiw/i,     ^ijfV/l,    0. 

AgtUD,  the  shear  at  any  point  distant  z  from  ,il  in  the  haded 
portion  BE  when  the  live  load  covers  AB 

=  Ri  +  {t-v>){l-')-vf{x-z) (16) 

~Ri  +  {t-w-v/){l-z)-\-v/{l-x) 

~  -{Ry'  +  {t; -w){l-z)~vf{l-x)\ 

"minus  the  shear  at  the  same  point  when  AB  is 
unloaded  and  the  live  load  covers  BO. 

Hence,  by  eqs.  (4),  (5),  (16), 

the8hear=T^^(i-4z)(i-i)»,      ....    (17) 

increasing  for  a  given  value  of  z  with  l—x,  and,  therefore,  a  mftyimnm 
when  z="Z.    Thus 

iw' 

the  maximum  shear=T--J2(l-4i)(I-i)',      -     .    (18) 

and  occurs  immediately  in  front  of  the  load  when  it  covers  AB,  and 

D.qit.zeaOvGoOt^lc 


STIFFENING  TRUSS.  871 

immediately  behind  the  load  when  it  covers  BO.    It  may  be  repr&< 
sented  by  the  ordinate  (positive  or  negative)  of  the  curve  onq. 
For  example,  at  the  points  defined  by 

Z'X^l,  it,  il,  Ji,  il, 

the  maximmn  shears  given  by  eq.  (18)  are,  respectively, 

0,         ±j*f«^i,        ±-^tp'i,         ±AW,         ±Wl- 

LHagram  of  Maximum  Bending  Moment. — The  bending  moment 
at  any  point  in  BO  distant  2  from  A  when  the  hve  load  covers  AB 

-fi,(i-2)  +  ((-to)^^ (19) 

--  {ie,'(i-2)+(<'-»-i«')fcf?!| 

^minus  the  bending  moment  at  the  same  point  vriien 
the  live  load  covers  BO. 

Hence,  by  eqs.  (4),  (5),  (19),  the  bending  moment 

-  ±|f  (P-4ic  +  3i»)(I-2)T~(P-4tt+ar»)(I-«)». 
For  a  ^ten  value  of  z  this  is  a  maximum  and  equal  to 

W^Zl-zl-2Z 

±a     (1-2Z) 

Thus  the  maximum  bending  moment  may  be  represented  by 
the  ordinate  (positive  or  negative)  of  a  curve. 
For  example,  at  the  points  defined  by 

z=h  \l,  H,  il.  i 
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the  bending  momenta  are  greatest  when  x  = 

their  values  being,  respectively, 

0,  Trl^^ii/P,     TtItI^P,      TjJtW^P, 


Fro.  874. 

The  ahsi^ute  maximum  bending  moment  may  be  found  as  follows: 
For  a  given  value  of  x  the  bending  moment  (see  eq.  (19))  is  a 
maximum  when 

Ri  +  (t-w)(l-z)^0, 

or  i-z=-^. 

t~w 

Hence,  the  maximum  bending  moment 

°^2t-w     "*"  8    13-4lx+2x*  ■ 

It  will  be  an  absolute  maximum  for  a  value  of  x  found  by  putting 
ita  differential  with  respect  to  x  equal  to  nil. 
This  differential  easily  reduces  to 

52^-9lx»  +  6l'x-h-0. 

x=^l  is  an  approximate  solution  of  this  equation,  and  the  cor- 
responding maximimi  bending  moment  =^w'l^- 

The  preceding  calculations  show  that  at  every  point  in  its  length 
the  Iruss  may  be  siibjected  to  equal  maximum  shears  and  equal  maximitm 
bending  moments  of  opposite  signs. 

Again,  it  may  be  easily  shown  in  a  similar  manner  that  when 
a  single  i^ight  W  travels  over  the  truss, 

the  maximum  positive  shear  at  a  distance  z  from  A 
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-^(2ia-5lz+4Z=')! 
the  maxiinum  negaiive  shear  either 

or  --j<3l-4«), 

aDd         the  maximum  bending  moment 

=  ±^z(l-z)(l-«). 

12.  Suspenaioii-luidge  Loads. — The  heaviest  distributed  load  to 
which  a  highway  bridge  may  be  subjected  is  that  due  to  a  dense 
crowd  of  people,  and  is  fixed  by  modern  Freoch  practice  at  82  lbs. 
per  square  foot.  Probably,  however,  it  is  unsafe  to  estimate  the 
load  at  less  than  from  100  to  140  lbs.  per  square  foot,  while  allowance 
has  also  to  be  made  for  the  concentration  upon  a  single  wheel  of 
as  much  as  36,000  Ibe.,  and  perhaps  more. 

A  moderate  force  repeatedly  applied  will,  if  the  interval  between 
the  blows  corresponds  to  the  vibration  interval  of  the  chain,  rapidly 
produce  an  excessive  oscillation  (Chap.  IV,  Art.  3).  Thus  a  pro- 
cession marching  in  step  across  a  suspension  bridge  may  strain  it 
far  more  intensely  than  a  dead  load,  and  will  set  up  a  synchronous 
vibration  which  may  prove  absolutely  dangerous.  For  a  like  reason 
the  wind  usually  sets  up  a  wave  motion  from  end  to  end  of  a  bridge. 

The  factor  of  safety  for  the  dead  load  of  a  suspension  bridge  should 
not  be  less  than  2}  or  3,  and  for  the  live  load  it  is  advisable  to  make 
it  6.  With  respect  to  this  point  it  may  be  remarked  that  the  ef&ciency 
of  a  cable  does  not  depend  so  much  upon  its  ultimate  strength  as 
upon  its  limit  of  elasticity,  and  so  long  as  the  latter  is  not  exceeded 
the  cable  remains  uninjured.  For  example,  the  breaking  weight  of 
one  of  the  15-inch  cables  of  the  Brook'yn  Bridge  is  estimated  to 
be  12,000  tons,  its  limit  of  dasticity  being  8118  tons;  so  that  with 
H  only  as  a  factor  of  safety,  the  stress  would  still  fall  below  the 
elastic  limit  and  have  no  injurious  effect.    The  continwd  application 
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of  8uch  a  load  would  doubtless  ultimately  lead  to  the  destruction 
of  the  bridge. 

The  dip  of  the  cable  of  a  suspension  bridge  usually  varies  from 
■^  to  -A  of  the  span,  and  ie  rarely  as  much  as  tV  except  for  email 
spans.  Although  a  greater  ratio  of  dip  to  span  would  give  increased 
economy  and  an  increased  limiting  span,  the  passage  of  a  live  load 
would  be  accompanied  by  a  greater  distortion  of  the  chains  and  a 
larger  oscillatory  movement.  Steadiness  ia  therefore  secured  at  the 
cost  of  economy  by  adopting  a  comparatively  flat  curve  for  the 
chains. 

13.  Modifications  of  the  Smple  Suspension  Bridge. — ^The  dis- 
advantages coMiected  with  suspension  bridges  are  very  great.  The 
.  position  of  the  platform  ia  restricted,  massive  anchorages  and  piers 
are  generally  required,  and  any  change  in  the  distribution  of  the 
load  produces  a  sensible  deformation  in  the  structure.  Owing  to 
the  want  of  rigidity,  a  considerable  vertical  and  horizontal  osciUatory 
motion  may  be  caused,  and  many  efforts  have  been  made  to  modify 
the  bridge  in  such  a  manner  as  to  neiitralize  the  tendency  to  oscilla- 
tion. 

(o)  The  simplest  improvement  is  that  shown  in  Fig.  875,  where 
the  point  of  the  cable  most  liable  to  deformation  is  attached  to  the 
piers  by  short  straight  chains  AB. 


^mrd^ 


(6)  A  series  of  inclined  stays,  or  iron  ropes,  radiating  from  the 
pier-saddles,  may  be  made  to  support  the  platform  at  a  number  of 
equidistant  points  (Fig.  876).  Such  ropea  were  used  in  the  Niagara 
Bridge,  and  still  more  recently  in  the  Brooklyn  Bridge.  The 
low«r  ends  of  the  ropes  are  generally  made  fast  to  the  top  or  bottom 
chord  of  the  bridge-truss,  so  that  the  corresponding  chord  stress 
is  increased  and  the  neutral  axis  propcoiionately  displaced.  To 
remedy  this,  it  has  been  proposed  to  comiect  the  ropes  with  a  hori- 
zontal tie  coincident  in  position  with  the  neutral  axis.    Again,  the 
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cables  of  the  Niagara  and  Brooklyn  bridges  do  not  bang  in  vertical 
planes,  but  are  inclined  inwards,  the  distance  between  them  being 


greatest  at  the  piers  and  least  at  the  centre  of  the  span.  This  draw- 
ing in  adds  greatly  to  the  lateral  stability,  which  may  be  still  further 
increased  by  a  series  of  horizontal  ties. 

(c)  In  Fig.  877  two  cables  in  the  same  vertieal  plane  are  diag- 
onally braced  together.    In  principle  this  method  is  similar  to  that 


Pra.  877. 

adopted  in  the  stiffening  truss  (discussed  in  Art.  11),  but  is  probably 
less  efficient  on  account  of  the  flexible  character  of  the  cables, 
althoi^h  a  slight  economy  of  material  might  doubtless  be  realized. 
The  braces  act  both  as  struts  and  ties,  and  the  stresses  to  which 
they  are  subjected  may  be  easily  calculated. 

(d)  In  Fig.  878  a  single  chain  is  diagonally  braced  to  the  plat- 
form.   The  weight  of  the  bridge  must  be  sufficient  to  insure  that 


no  suspender  will  be  subjected  to  a  thrust,  or  the  efficiency  of  the 
arrangement  is  destroyed.  An  objection  to  this  as  well  as  to  the 
preceding  method  is  that  the  variation  in  the  curvature  of  the  chain 
imder  changes  of  temperature  tends  to  loosen  and  strain  the  joints. 
The  principle  has  been  adopted  (Fig.  879)  with  greater  perfec- 
tion in  the  construction  of  a  foot-bridge  at  Frankfort.  The  girder 
is  cut  at  the  centre,  the  chain  is  hinged,  and  the  rigidity  is  obtained 
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by  means  of  vertical  and  inclined  braces  which  act  both  as  struts 
and  ties. 


W^..^^ 


(e)  In  Fig.  880  the  girder  is  supported  at  several  points    by 
straight  chains  running  directly  to  the  pier-saddles,  and  the  chains 


are  kept  in  place  by  being  hung  from  a  curved  chain  by  vertical  rods. 

(/)  It  has  been  proposed  to  employ  a  stiflf  inverted  arched  rib 
of  wrought  iron  instead  of  the  flexible  cable.  All  straining  action 
may  be  eliminated  by  hinging  the  rib  at  the  centre  and  piers,  and 
the  theory  of  the  etreesea  developed  in  this  tension  rib  is  precisely 
mmilar  to  that  of  the  arched  rib,  except  that  the  stresses  are  reversed 
in  kind. 

(y)  The  platform  of  every  suspension  bridge  should  be  braced 
horizontally.  The  floor-beams  are  sometimes  laid  on  the  skew  in 
order  that  the  two  ends  of  a  beam  may  be  suspended  from  points 
which  do  not  oscillate  concordantly,  and  also  to  distribute  the  load 
over  a  greater  length  of  cable. 

EXAMPLES. 

I.  The  Bpan  of  a  suspension  bridge  is  200  ft.,  the  dip  of  the  chains  is  80  ft. 
and  the  weight  of  the  roadway  is  I  ton  per  foot  run.  Find  the  tensions  at 
the  middle  and  ends  of  each  chain.  ^ns.  31|tons;  58.94  tons. 

a.  Assuming  that  a  steel  rope  (or  a  single  wire)  will  bear  a  tensioa  of  15 
tons  per  square  inch,  show  that  it  will  safely  bear  its  own  weight  over  a  span 
of  about  one  miie,  the  dip  being  one  fourteenth  of  the  span. 

Am.  Maximum  tension— 33,074  lbs.  . 

3,  Show  that  a  steel  rope  of  the  best  quality,  with  a  dip  of  one  seventh 
of  the  span,  will  not  break  until  the  span  exceeds  7  miles,  the  uhin:iate  strength 
of  the  rope  being  60  tons  per  Bquare  inch.    (1  ton -2240  lbs.) 

Ajui.  Jlasimum  tension  -  59,545  tons/square  inch. 
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4.  If  the  span— i,  the  total  uniform  load  — W,  and  the  dip—  f^,  show  that 

the  maximum  tension  — l.SSTP,  the  minimum  tension  — LSIf,  the  length  of 
the  chain  — l.OlSi,  and  find  the  increase  of  dip  corresponding  to  an  elonga- 
tion of  1  in.  in  the  chain. 

5.  A  cable  weighing  p  lbs.  per  lineal  foot  of  length  is  stretched  between 
supports  in  the  same  horizontal  line  and  20  ft.  apart.  If  the  TnaTimtim  deflec- 
tion is  i  ft.,  determine  the  greatest  and  least  tensions. 

Arts.  Parameter  m  — 100  ft.;  maximum  tension- lOOip;  minimum  ten- 
sion =100p. 

6.  The  dead  weight  of  a  suspension  bridge  of  1600  ft.  span  is  i  ton  per 

lineal  foot;    the  dip  —  ^^.     find  the  greatest  and  least  pulls  upon  one  of 

the  chains.    The  ends  of  the  chains  are  attached  to  saddles  on  rollers  on  the 
top  of  piers  50  ft.  high,  and  the  backstays  are  anchored  50  ft.  from  the  foot 
of  each  pier.     Find  the  load  upon  the  piers  and  the  pull  upon  the  anchorage. 
Ajis.  255  tons;  243jton8;  eST^tons;  344.6  tons. 

7.  The  platform  of  a  suspension  foot-bridge  of  100  ft.  span  is  10  ft.  wide 
and  supports  a  load  of  150  lbs.  per  square  foot,  including  its  own  weight. 
The  two  suspension  chains  have  a  dip  of  20  ft.  I^d  the  force  acting  on  each 
chain  close  to  the  tower  and  in  the  middle,  assuming  the  chain  to  hang  in  a 
parabolic  curve. 

8.  The  river  span  of  a  suspension  bridge  is  930  ft.  and  weighs  5976  tons, 
of  which  1439  tons  are  borne  by  stays  radiating  from  the  summit  of  each 
pier,  while  the  remaining  weight  is  distributed  between  four  I5-in.  steel-wire 
cables,  producing  In  each  at  the  piers  a  tension  of  2064  tons.  Find  the  dip 
of  the  cables. 

The  estimated  maximum  trafiic  upon  the  river  span  is  1311  tons  uniformly 
distributed.     Determine  the  increased  stress  in  the  cables. 

To  what  extent  might  the  traffic  be  safely  increased,  the  limit  of  elasticity 
of  a  cable  being  8116  tons,  and  its  breaking  stress  12,300  tons? 

Ant.  63.884  ft. ;  696.4  tons  to  13,303  tons  uniformly  distributed. 

9.  The  uniform  load  on  each  of  the  cables  of  a  suspension  span  800  ft.  in 
length  is  4000  lbs.  per  lineal  foot  of  span.  The  dip  of  the  cables  is  60  ft- 
Find  the  stress  in  the  cables  at  the  centre  and  at  the  towers. 

Atu.  5,333,333  lbs. ;  5,552,000  lbs. 

10.  A  telegraph  wire  -ff  in.  diameter  la  supported  on  poles  170  ft.  apart 
and  dips  2  ft.  in  the  middle,     find  the  pull  on  the  wire. 

11.  A  trolley-wire  has  to  be  carried  on  poles  round  a  curve  of  1200  ft. 
radius.  The  poles  are  spaced  40  yards  apart,  and  in  the  middle  of  each  span 
the  wire  sags  down  6  ins.  below  the  points  of  support.  If  the  wire  weighs 
1)  lbs.  per  yard,  show  that  the  resultant  horizontal  pull  on  each  pole  is  very 
nearly  ISO  lbs. 
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la.  A  copper  telegraph-wire  wei^iing  i  lb.  per  lineal  yard  is  suspended 
between  polea  on  level  ground  bo  that  the  great«st  dip  of  the  wire  ia  2  ft.  The 
tension  at  the  lowest  point  of  the  wire  is  100  lbs.  Had  the  distance  between 
the  poles. 

13.  A  flexible  cable  weighing  -fw  lb.  per  lineal  foot  is  suspended  between 
two  poles  A  and  B,  400  ft.  apart,  and  hangs  in  a  catenary  having  a  modulus 
of  2000  ft.     The  poles  are  of  the  same  height  as  the  crown  level, 

A  second  cable,  of  the  same  weight  per  lineal  foot,  is  supported  between 
B  and  a  third  pole  C  of  the  same  height,  the  angle  ABC  being  150°.  If  the 
horizontal  pull  of  this  cable  ia  1.155  times  that  on  the  first  cable,  find  its  dip 
and  modulus  and  show  that  the  intermediate  pole  should  be  8upport«d  by 
a  stay  in  a  plane  at  right  angles  to  B  and  C.  If  the  stay  slopee  at  45°,  find 
the  stresses  to  v^ch  it  is  subjected. 

14-  A  suspension  bridge  has  a  dip  of  10  ft.  and  a  span  of  300  ft.  Find 
the  increase  of  dip  due  to  a  change  of  100^  F.  from  the  mean  temperature, 
the  coefficient  of  expansion  being  .00125  per  1S0°  F. 

Also  find  the  corresponding  flange  stress  in  the  stiffening  truss,  which  is 
12i  ft.  deep,  the  coefficient  of  elasticity  being  8000  tons. 

Am.  1.17  ft.;  6.24  tons. 

15-  The  ends  of  a  cable  are  attached  to  saddles  free  to  move  honsontally. 
If  Ja  is  the  horizontal  movement  of  each  saddle  due  to  the  expan^on  of  the 
cables  in  the  side  spans,  and  if  JS  is  the  extension  of  the  chain  between  the 
two  saddles,  show  that  the  increment  of  the  dip  (h)  is  approxiniately 


.JS+ 


<K-^ 


i6.  Show  that  the  total  extension  of  a  cable  of  unifonn  sectional  area  A 
under  a  uniformly  distributed  load  of  intensity  w  is 

8EAdV^3  I*}' 

I  being  the  span  and  d  the  dip. 

I?.  A  suspension  bridge  has  a  dip  of  30  ft.  and  the  span  is  900  ft.  If  tbe 
coefficient  of  expansion  is  .000007  per  1°  F.  and  if  15,000  tons  per  square  inch 
is  the  coefficient  of  elasticity,  find  (a)  the  change  in  dip  corresponding  to  a 
fluctuation  of  50°  from  the  mean  temperature,  (6)  the  corresponding  flange 
stress  in  an  auxiliary  truss  25  ft.  deep. 

i8.  The  cables  of  a  suspension  bridge  for  a  span  of  200  ft.  have  a  dip  of 
40  ft.  Find  (a)  the  length  of  a  cable,  and  also  find  {b)  the  change  of  dip  cor- 
responding to  a  change  of  30°  C.  from  the  mean  temperature,  the  coefficient 
of  linear  expansion  being  .000012  per  degree  centigrade. 

The  suspension  bridge  is  suppUed  with  an  auxiliary  truss  4  ft.  deep.    Show 
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(c)  that  the  intennty  of  flange  stress  at  the  centre  developed  by  the  change 
of  temperature  is  717  lbs.  per  square  inch.    (£-24,000,000  lbs.) 

If  the  live  load  is  4000  lbs.  per  bneal  foot  of  span,  determine  (d)  the  maximum 
S.F.  and  B.M.  to  which  the  tnus  is  subjected. 

19.  A  suspensioD  bridge  of  240  ft.  span  and  20  ft.  d^p  has  48  suspenders  on 
each  side;  the  dead  weight— 3000  lbs.  per  lineal  foot;  the  live  load— 2000  lbs. 
per  lineal  foot.  Find  the  maximum  pull  on  a  suspender,  the  mw-TiniHm  bend- 
ing moment  and  the  maximum  shear  on  the  stiffening  truss.  Also  find  the 
elongation  in  the  chain  due  to  the  live  load. 

Aru.  Max.  pull-12,500  lbs.;  max.  shear-SO.OOO  lbs.;  max.  B.M.- 
1,066,6661  ft-lbe.;  elongation- 89,600,000 +£A,  A  being  sectional  area  of  a 
cable  and  E  the  coefficient  of  elasticity. 

ao.  Each  side  of  the  platform  of  a  suspension  bridge  for  a  span  of  100  ft. 
is  carried  by  nine  equidistant  suspenders.  Design  a  stiffening  truss  for  a  Uve 
load  of  1000  lbs.  per  Uneal  foot,  and  determine  the  pull  upon  the  suspenders 
due  to  the  live  load  when  the  load  produces  (1)  an  abiolvte  manmym  shear; 
(2)  an  absoluie  maximum  bending  moment. 

AtK.  Max.  Bhear-6250  lbs.:  max.  BJ1.-92,592H  ft.-lbs.;  pull  on  sue- 
pender-(l)  2777i  lbs.,  (2)-1851D  lbs.  or  3703H  lbs. 

II.  The  platform  of  a  suspenaian  bridge  of  300  ft.  span  is  auspended  by 
vertical  rods  spaced  10  ft.  apart  and  the  platform  is  also  provided  with  an 
auxiliary  truss.  Detennine  the  pull  on  a  suspender  when  one  half  the  bridge 
carries  a  live  load  of  half  a  ton  per  foot  run.  Also  find  the  maximum  bending 
moment  and  maximum  shear  to  which  the  auxiliary  truss  is  subjected. 

sa.  A  foot-path  8  ft.  wide  is  to  be  carried  over  a  river  100  ft,  wide  by  two 
cables  of  uniform  sectional  area  and  having  a  dip  of  10  ft.  Assuming  the 
load  on  the  platform  to  be  1 12  lbs.  per  square  foot,  find  the  greatest  pull  on 
the  cables,  their  sectional  area,  length,  and  weight.  (Safe  stress  — 8960  lbs. 
per  square  inch;  specific  weight  of  cable  — 480  tba.  per  cubic  foot.)  Find  the 
depression  in  the  cables  due  to  an  increment  of  length  under  a  change  of  60°  F. 
from  the  mean  temperature.     (Coefficient  of  expansion  —  I  + 144,000.) 

Arit.  56,000  lbs.:  60,312  lbs.;  6.73  aq.  ins.;  lOSfft.;  2302.65  Ibe.;  .0802  ft. 

13.  In  a  suspensioQ  bridge  (recently  blown  down)  each  cable  was  designed 
to  carry  a  total  load  of  84  tons  (including  its  own  weight).  The  distance 
between  the  piers- 1270  ft,;  the  deflection  of  the  cable -91  ft.  Find  (o)  the 
length  of  the  cable;  (6)  the  pull  on  the  cable  at  the  piers  and  at  the  lowest 
point;  (c)  the  amounts  by  which  these  pulls  are  changedbya  variation  of  40°  F. 
from  the  mean  temperature;  (d)  the  tension  in  the  backstays,  assuming  theu 
to  be  approximately  straight  and  inclined  to  the  vertical  at  the  angle  whose 
tangent  is  |. 

The  platform  was  hung  from  the  cables  by  means  of  480  suspenders  (240 
on  each  ude)*.  Find  (e)  the  pull  on  each  suspender  and  (/)  the  total  length 
of  the  suspenders,  the  lowest  point  of  a  cable  being  14  ft.  above  the  platform. 

Aw>.  (a)   1287.4  ft.;  (6)  146(^  and  152.4  tons;  (e)  1.5  and  1.45  tons; 

(d)  3».55  tons;  (e)  .35  ton;  (/}  10,565.6  ft. 
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14.  In  &  euspenaion  bridge  of  1600  ft.  span  the  platform  is  carried  by 
two  cables,  one  on  each  side.  The  bridge  we^ha  i  ton  per  lineal  foot  of  span 
and  the  dip  is  one  IhirUeRih  of  the  span.  Find  the  greatest  and  least  pulls 
OQ  a  cable.  If  the  cables  are  attached  to  saddles  or  rollers  on  the  top  of  piers 
50  ft.  high  and  the  backstays  are  anchored  at  50  ft.  from  the  foot  of  each  pier, 
find  the  load  upon  the  piers  and  the  pull  on  the  anchorage. 

15.  Find  the  length  of  the  cable  in  the  preceding  example,  and  also  find 
the  change  of  dip  corresponding  to  a  change  of  30°  C.  from  the  mean  tem- 
perature, the  coefficient  of  linear  expansion  being  .000012  per  degree  centigrade- 

If  an  auxiliary  truss  4  ft.  deep  is  added,  find  the  tntenstty  of  flange  stress 
at  the  centre  developed  by  the  change  of  temperature. 

16.  The  cables  for  a  suspension  bridge  of  210  ft.  clear  span  are  suspended 
from  piers  which  are  25  ft.  and  4  ft  respectively  above  the  lowest  point  of 
the  cables. 

The  top  of  the  lowest  pier  is  anchored  by  a  backstay  inclined  at  60°  to  the 
vertical,  while  the  higher  pier  is  anchored  by  a  backstay  inclined  at  45°  to  the 
vertical.  Determine  (a)  the  length  of  the  cable  between  the  piers,  (6)  the 
horizontal  pull  on  the  cable,  (e)  the  tensions  in  the  cable  at  the  tops  of  the 
piers  when  the  load  on  each  cable  is  half  a  ton  per  lineal  foot  of  span. 

37.  At  Boughton  a  suspension  bridge  of  143  ft.  span  and  12.3  ft.  dip 
failed  on  account  of  serious  oscillations  caused  by  the  marching  of  a  company 
of  soldiers  acroae  the  bridge.  The  anchorage  was  a  2-in.  bolt  at  right  angles 
to  the  suspension  link  and  having  a  bearing  of  3^  ins.  The  estimated  weight 
of  the  soldiers  was  4.S  tons  (long),  and  this  combined  with  the  dead  weif^t  of 
the  bridge  produced  a  force  of  37.2  tons  on  each  anchor-bar.  Taking  18  tons 
as  th3  ultimate  tenacity  of  good  iron,  determine  the  factor  of  safety  and  the 
dead  weight  of  the  bridge.  Ana.  3;  47.8  tons. 

18.  The  platform  of  a  suspension  bridge  of  150  ft.  span  is  suspended  from 
the  two  cables  by  88  vertical  rods  (44  on  each  side) ;  the  dip  of  the  cables  is 
15  ft.;  there  are  two  stiffening  trusses;  the  dead  weight  is  2240  Ibe.  per  lineal 
foot,  of  which  one  half  is  divided  equally  between  the  two  piers.  Find  the 
stresses  at  the  middle  and  ends  of  the  cables  when  a  uniformly  distributed 
load  of  78,750  lbs.  covers  one  half  of  the  bridge.  Also  find  the  maximum 
shears  and  bending  moments  to  which  the  stiffenii^  trusses  are  subjected 
when  a  live  load  of  1050  lbs.  per  lineal  foot  croeses  the  bridge. 

Am.  Pull  on  suspender -2803H  lbs.;  ff-'^'T'- 154,21$}  lbs. 

Max.  shear  on  each  truss  at  centre  and  due  to  78,750  lbs. -9843}  lbs. 

-that  due  to  1050  lbs.  per  lineal  foot. 
Max.  B.M.  due  to  78,750  lbs.  is  at  centre  of  loaded  and  unloaded 

halves  and-184,570T*i  ft.-lbs. 
Abs.  max.  B.M.  due  to  1050  lbs.  per  lineal  foot  is  at  points  of  trise<»- 

tion  and -218,750  ft.-lbs. 
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39-  Solve  the  preceding  example  when  the  tniasefl  are  hinged  at  the  centra. 
Am.  PuU  on  suspender -2803H  lbs.;  ff--^r-154,218ilbs. 

Max.  shear  due  to  78,750  lbs.  — 9843|  Ibe.  at  centre  of  span  and  at 
end  of  loaded  half  of  bridge;  max.  shears  due  to  1050  lbs.  per 
lineal  foot- 13,125,  5906},  4921},  8305^,  and  9843|  lbs.  at  ends 
of  the  half  truss  and  at  the  points  dividing  the  half  span  into  four 
equal  segments. 

Max.  B.M.  due  to  78,750  lbs.  is  at  centre  of  half  truss  and  -  184,570A 
ft.-lbs.  Max.  B.M.  due  to  1050  lbs.  per  lineal  foot-176,180H|, 
221,484!,  and  153,808iJ  ft.-lbs.  at  points  dividing  the  half  truss 
into  four  equal  segments. 

30.  Determine  the  horiaontal  and  pier  tensions  on  a  cable  suspended  from 
two  piers  150  ft.  and  70  ft.  above  the  ground  level,  and  carrying  a  horizontal 
platform  loaded  with  one  ton  per  lineal  foot.  The  distance  between  the  piers 
is  200  ft.  and  the  lowest  point  of  the  cable  is  60  ft.  above  the  ground  level. 
The  platform  is  carried  by  nineteen  suspenders  equally  spaced.  Find  the 
pull  upon  a  suspender  when  a  live  load  of  one  ton  per  lineal  foot  covers  one 
half  of  the  platform. 

31,  A  suspension  bridge  360  ft.  long  consists  of  a  central  span  of  160  ft. 
and  two  side  spans,  each  of  100  ft.  The  lowest  points  of  the  cable  are  in  the 
same  horizontal  plane,  70  ft.  above  mean  water  level,  30  ft.  below  the  summit 
of  the  abutments.  On  each  side  of  the  platform  there  are  two  cables  from 
which  the  platform  is  suspended  by  vertical  rods  10  ft.  apart.  The  bridge 
load  is  4000  lbs.  per  lineal  foot  of  span.  The  train  load  ia  6000  Iba.  per  lineal 
foot  of  span.  When  the  train  load  covers  the  whole  of  the  centre  span,  &nd 
(a)  the  maximum  and  minimum  stresses  on  the  cables;  (b)  the  overturning 
moment  on  the  pier  at  the  mean  water  level.  When  the  train  load  covers 
the  bridge  between  the  lowest  points  of  the  centre  span  and  a  side  span,  Snd 
(c)  the  stress  on  a  suspender  in  each  span.  Assume  that  no  distortion  of  the 
cables  takes  place. 

Atis.  (a)  Centre  span,  ff-266,666J  and  r-333,3334  lbs.;  tide  span, 
H-106,666|  and  7-133,333^  lbs.;  (b)  16,000,000  ft.-lbs.;  (c)  centre  span, 
17,500  lbs.;  aide  span,  22,000  lbs. 

3a.  An  island  divides  a  river  into  two  channels.  The  river  is  crossed  by 
a  suspension  bridge  of  two  spans,  the  one  of  216  ft.,  the  other  of  180  ft.  The 
lowest  points  of  the  cable  are  in  the  same  horizontal  plane,  36  ft.  below  the 
summit  of  the  pier  erected  on  the  island,  9  ft.  below  the  top  of  the  abutment 
at  the  end  of  tbe  180  ft.  span  and  4  ft.  below  the  top  of  the  abutment  at  the 
other  end  of  the  bridge.  There  are  four  cables  and  each  cable  is  to  carry  a  load 
of  1000  lbs.  per  lineal  foot  on  the  shorter  span  and  of  2000  Ibe.  per  lineal  foot 
on  the  longer  span.  Find  (a)  the  cable  stresses  at  the  pier  and  abutments, 
(fi)  the  horizontal  pull  upon  each  cable,  (c)  the  total  length  of  tbe  cable. 

The  pier  is  a  measured  prism  of  12  ft.  uniform  width,  60  ft.  hi^  and  weir- 
ing 125  ft.  per  cubic  foot.  Find  (d)  the  proper  thickness  for  the  pier  at  the  top 
and  at  the  bottom,  taking  10,000  Ibe.  per  square  foot  as  a  safe  load  and  assum* 


D.qit.zeaOvGoOt^lc 


882  THEORY  OF  STRUCTURES. 

ing  thfit  the  deviAtion  of  the  centre  of  pressure  from  the  middle  point  of  the 
baae  ia  not  to  exceed  4  ft. 

"Hie  pl&tfonn  ia  provided  vitb  a  stiffening  truss,  the  verticat  auspenden 
being  12  ft.  apart.  If  the  dead  load  for  the  whole  truss  is  1000  Iba.  per  lineal 
foot  of  truss  and  if  one  half  of  each  span  is  covered  with  an  additional  load 
of  1000  lbs.  per  lineal  foot  of  truss,  find  (e)  the  atresa  in  a  auapender  in  each 
span,  (5)  the  maximum  B.M.  and  S.F.  on  the  trusa  in  each  span,  (/)  the  tolal 
length  of  the  suspenders,  the  suspenders  at  the  centre  being  12  ft.  in  length. 

33. 'A  bridge  444  ft.  long  consiata  of  a  central  span  of  180  ft.  and  two  Hide 
spans  each  of  132  ft.;  each  side  of  the  platform  is  suspended  by  vertical  rods 
from  two  iron-wire  cables;  each  pair  of  cables  passes  over  two  masonry  abut- 
ments and  two  piers,  the  former  being  24  ft.  and  the  latter  39  ft.  above  the 
surface  of  the  ground;  the  lowest  point  of  the  cablea  in  each  span  is  19  ft. 
above  the  ground  aurface;  at  the  abutments  the  cables  are  connected  with 
straight  VTOugfat-iron  chains,  by  means  of  which  they  are  attached  to  anchor- 
ages at  a  horizontal  distance  of  66  ft.  from  the  foot  of  each  abutment;  the  dead 
weight  of  the  bridge  is  3500  lbs.  per  lineal  foot,  and  the  bridge  ia  covered  with 
a  proof  load  of  4500  Ibe.  per  lineal  foot.  The  piera  are  wrought-iran  oacillatiog 
columns,  and  if  equihbrium  imder  an  unequally  distributed  load  ia  main' 
tained  by  connecting  the  beads  of  the  columns  with  each  other  and  with  the 
abutments  by  iron-wire  stays,  determine  the  proper  dimensions  of  the  start, 
assuming  them  approximately  straight.  Assume  that  the  proof  load  covers 
(a)  a  side  span;  (b)  two  side  spans;  (c)  the  centre  span. 

^na.  (a)  Pull  on  stays  in  centre  span -840,050  lbs. 

(6)    "     "     "     "      "        "   -  double  that  in  (a). 

(c)    "     "     "     "     aide  span  -948,466  lbs. 
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CHAPTER  XII. 

ASCHES  AND  ARCHED  RIBS. 

I.  Arches. — Fig.  881  represente  a  string  stretched  over  a  number  of 
smooth  pegs  and  carrying  certain  specified  loads,  ab,  be,  cd,  de.    Tak- 


ing oe  aa  the  line  of  loads  and  0  aa  the  pole  (Chapter  I)  in  Fig.  8^, 
the  horizontal  component  of  the  tenaon  along  each  element  between 
consecutive  pegs  is  constant  and  equal  to  OH. 


Fio.  883.  FiQ.  884. 

Invert  I^lg.  881  and  assume  that  each  element  remains  rigid. 
-  The  several  forces  remun  the  same  in  magnitude  but  are  reversed  in 
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kind,  and  each  element  is  now  acted  upon  by  a  constant  horizontal 
thrust,  OH.  With  a  new  set  of  forces  the  frame  will  assume  a  new- 
shape  and  there  will  be  a  new  constant  horizontal  thrust.  Iliis  is 
a  general  property  and  the  rigid  portions  between  consecutive  pegs 
form  a  line  of  resistance.  Again,  KL  in  Fig.  885  is  the  closing  line 
of  the  funicular  polygon  for  a  number  of  given  vertical  loads  acting 


upon  the  beam  AB,  and  by  Chapter  I  the  B.M.  at  any  point  G  is 
=  OHxDE,  where  OH  is  parallel  to  the  closing  line.  Taking  OH 
to  be  unity  and  inverting  the  funicular  polygon  so  that  the  closing 
line  is  horizontal,  it  becomes  the  actual  B.M.  diagram  for  the  loads 
in  question.    The  axis  ABB  of  an  arch,  Fig.  887,  rises  to  meet  the 


B.M.  diagram  aDb,  and  the  B.M.  on  the  arch,  as  distinguished  from 
that  on  the  horizontal  beam,  is  OHxDE.  The  following  is  a  simple 
general  proof  of  this  result; 

In  Fig.  887  AEB  is  the  axis  of  the  arch,  aDb  is  the  B.M.  curve, 
and  DEF  is  a  vertical  ordinate  at  any  point  E  of  the  axis. 

Let  H,  y  be  respectively  the  horizontal  and  vertical  components 
of  the  reaction  at  A ; 
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Let  Mi  be  the  B.M.  at  E  of  the  vertical  load  on  the  arch  between 
A  and  F. 

Then  BM.  at  E'-V-AF-H-EF-M^. 

But  0~VAF~HDF~M^. 

Therefore  BJI.  at  E=H  =  H'DE. 

Again,  let  the  normal  at  E  meet  the  B.M.  curve  in  1/  and  let  T 
be  the  thfUBt  along  the  axis  at  E.    Then 

T€iobDED'=H  =  T^,  approximately, 

or  H  DE-T  lyE^M. 

The  great  diiGculty  in  developing  the  analysis  of  the  arch  is  due  to 
the  uncertainty  as  to  the  true  positions  of  the  ends  of  the  B.M.  curve. 
If  it  is  possible  to  introduce  hinges  at  the  ends  of  the  arch  or  at  any 
other  point,  as,  e.g.,  its  centre,  the  B.M.  curve  must  pass  through 
such  points.  From  the  nature  of  the  construction  it  is  impracticable 
to  use  hinges  with  masonry  arches,  although  attempts  have  been 
made  to  provide  for  a  partial  rotation  by  introducing  flat  iron 
plates  at  the  skewbacks  and  at  the  key.  These  arches  necessarily 
belong  more  or  less  to  what  may  be  called  an  indeterminate  class. 


The  different  parts  of  an  arch  are  indicated  by  the  terms  in  Fig. 
88S.  The  rise  of  the  arch  is  the  vertical  distance  between  the  spring- 
ing and  the  crown. 
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lu  the  figure,  ^SCD  represents  the  profile  of  an  arch.  The  under 
surface  AD  is  called  the  so^l  or  intrados.  The  upper  surface  BC 
is  sometimes  improperly  called  the  extrados.  The  highest  point  K 
of  the  soffit  is  the  crown  or  key  of  the  arch.  The  sprinffings  or  skeip- 
hacks  are  the  surfaces  AB,  DC  from  which  the  arch  springs,  and  the 
haunches  are  the  portions  of  the  arch  about  half-way  between  the 
springings  and  the  crown.  Upon  each  of  the  arch  faces  stands  a 
spandrel  wall,  and  the  space  between  these  two  external  spandrels 
may  be  occupied  by  a  series  of  internal  spandrels  spaced  at  definite 
distances  apart,  or  may  be  filled  up  to  a  certain  level  with  masonry 
(i.e.,  backing)  and  above  that  with  ordinary  ballast  or  other  rough 
material  (i.e.,  filling). 

A  masonry  arch  consists  of  courses  of  wedge-shaped  blocks  with 
the  bed-joints  perpendicular,  or  nearly  eo,  to  the  soffit.  The  blocks 
are  called  voussoirs,  and  the  voussoirs  at  the  crown  are  the  keystones 
of  the  arch. 

A  brick  arch  is  usually  built  in  a  number  of  rings. 

Consider  the  portion  of  the  arch  bounded  by  the  vertical  plane 
KE  at  the  key  and  by  the  plane  AB. 


^^^ 


Fio.  889. 

It  is  kept  in  equilibrium  by  the  reaction  R  at  KE,  the  reaction 
Ri  at  AB,  and  the  weight  Yi  of  the  portion  under  consideration 
and  its  superincumbent  load. 

Let  S  and  T  be  the  points  of  appUcation  of  fli  and  ft  respec- 
tively. 

Let  the  directions  of  Ri  and  R  intersect  in  a  point.  The  direc- 
tion of  yi  must  also  pass  through  the  same  point. 

Taking  moments  about  S, 
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Pi  and  ^1  being  respectively  the  perpendicular  distances  of  the 
directions  of  R  and  Fi  from  S. 

Similarly,  the  portion  KECD  of  the  arch  gives  the  equation 

Y2  being  the  weight  to  which  it  is  subjected,  and  ^3,  1/2  the  perpen- 
dicular distances  of  the  directions  of  R  and  1^2  from  the  point  of 
application  V  of  the  reaction  at  the  plane  DC. 

If  the  arch  and  the  loading  are  symmetrical  with  respect  to  the 
plane  KE, 

Yj  =•  F3,    1/1  =  ^21    and  therefore    p,  =  pj. 

^Qoe  the  direction  of  R  will  be  horizontal,  which  might  have  been 
inferred  by  reason  of  the  symmetry. 

The  magnitudes  of  the  reactions  are  indeterminate,  as  the  poa- 
tions  of  the  points  of  application  (S,  T,  V)  are  arbitrary,  and  can 
only  be  fixed  by  a  knowledge  of  the  law  of  the  variation  of  the  stress 
in  the  material  at  the  bounding  planes  AB,  KE. 

Suppose  the  arch  to  be  divided  into  a  number  of  elementary 
portions  ke',  AV  .  .  .  (e.g.,  the  voussoirs  of  a  masonry  arch)  by  a 
series  of  joints  ke,  A:V  .  .  . 


Let  Wi,  W2,  ...  be  the  loads  directly  supported  by  the  several 
portions.  These  loads  generally  consist  of  the  weight  of  a  portion 
(e.g.,  fte')+the  weight  of  the  superincumbent  mass  +  the  load  upon 
the  overlying  roadway;  the  lines  of  aetion  of  the  loads  are,  therefore, 
nearly  always  vertical. 

Each  elementary  portion  may  be  considered  as  acted  upon  and 
kept  in  equilibrium  by  three  forces,  viz.,  the  external  load  and  the 
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pressures  at  the  joints.  If  the  pressure  and  its  point  of  application 
at  any  given  joint  have  been  detenmned,  the  pressures  and  the 
corresponding  points  of  application  at  the  other  joints  may  also  be 
found. 

For,  let  1234  ...  be  the  line  of  loads,  so  that  12=^1,  23  = 
Tf .,  .  .  . 

Assume  that  the  pressure  P  and  its  point  of  application  r  at  any 
j^ven  joint  ke  are  known. 

Draw  01  to  represent  P  in  direction  and  magnitude. 

Then  02  evidently  represents  the  resultant  of  P  and  W\  in  direc- 
tion and  magnitude,  and  this  resultant  must  be  equal  and  opposite 
to  the  pressure  Pi  at  the  joint  i'e'. 

Hence  a  line  n'n  drawn  through  n,  the  intersection  of  Pand  TT,, 
parallel  to  02,  is  the  direction  of  the  pressure  Pi,  and  intersecta 
A'«'  in  the  point  of  application  r"  of  Pi. 

Again  03  represents  the  resultant  of  Pi  and  W^  in  direction  and 
magnitude,  and  this  resultant  must  be  equal  and  opporate  to  the 
pressure  P2  at  the  joint  A"e", 

The  line  n"n'  drawn  through  n',  the  intersection  of  Pi  and  Wa, 
parallel  to  03,  is  the  direction  of  the  pressure  Pz  and  intersects  fc"e" 
in  the  point  of  application  r"  of  P^. 

Proceeding  in  this  manner,  a  series  of  points  of  application  or 
centres  of  resistance  r',  r",  r"',  .  .  .  may  be  found,  the  corresponding 
pressures  being  represented  by  02,  03,  04,  .  ,  . 

The  ■polygon  of  pressures  formed  by  the  lines  of  action  of  P,  Pi, 
P2,  ...  is  termed  an  equilibrated  polygon,  and  is  a  funicular  polygon 
of  the  loads  upon  the  several  portions. 

The  polygon  formed  by  joining  the  points  r,  r*,  1",  .  .  .  suc- 
cessively, is  called  the  line  of  resistance. 

In  the  limit,  when  the  joints  are  supposed  indefinitely  near, 
these  polygons  become  curves,  the  curve  in  the  case  of  the  equili- 
brated polygon  being  known  as  a  linear  arch. 

The  two  curves  may,  without  sensible  error,  be  supposed  identical, 
and  they  will  exactly  coincide  if  the  joints  (of  course  imaginary  in 
such  a  case)  are  made  parallel  to  the  tines  of  action  of  the  external 
loads.    This  may  be  easily  proved  as  follows: 

Let  the  figure  represent  a  portion  of  aO  arch  bounded  by  the  Joiota 
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(im^n&ry)  KE,  MN  paraUel  to  the  lines  of  aotioa  of  tbe  external  loftds,  which 
will  be  aasumed  vertical. 

Reduce  the  superincumbent  loads  to  an  equivalent  mass  of  arch  materia. 

Let  h,  e.g.,  be  the  depth  of  material  of  specific  weight  v>i,  overljring  the 
arch  at  any  given  point,  and  let  Q  be  the  load  per  unit  of  area  of  roadway. 

Also,  let  to  be  tlie  specific  weight  of  the 
arch 'material. 

Then  X,  the  equivalent  depth,  is  given 
by 


If  the  value  of  x  is  determined  at 
different  points  along  tbe  arch,  a  profile 
en  may  be  obtained  defining  a  mass  ENne 
of  arch  material  which  may  be  substituted 
for  the  superincumbent  load.  Denote  the 
weight  of  the  mass  MKen  by  W.  "       ""* 

Let  tbe  pressure  P  and  its  point  of  appUcation  0  at  the  joint  KB  be  given. 

Take  0  as  the  origin,  the  line  OA  in  the  direction  of  P  as  tbe  axis  of  x,  and 
the  vertical  throu^  0  as  the  axis  of  y,  and  let  ff  be  the  angle  between  the  two 

Let  the  lines  of  action  of  P  and  W  intersect  In  G.  The  line  of  action  of 
their  resultant  will  intersect  MN  in  the  centre  of  resiatance  Oj. 

Let  X,  Y  he  the  co-ordinates  of  Oi. 

Let  ;  be  the  depth  of  an  elementary  sUce  of  thickness  dx,  parallel  to  OK 
at  any  abscissa  x.     Its  weight  -  Widx  sin  9. 


Then 


^•OO-fa  vadxfAxte-x-WiX-AGi. 


But  j^ — ^Q  —  -y  ,  since  tbe  triangle  AGOi  is  evidently  a  triangle  of  forces 
for  tbe  forces  acting  upon  the  mass  under  consideration. 

Also,  ^~Ia  uwdz-sinfl. 

fX  p  fX 

Therefore        J^    wz^SxAai-WX-W^Y-X^^   wztnttBdx-PY. 

This  is  the  equation  to  the  line  of  resistance. 
Taking  the  differential  of  this  equation, 

UK'Xsin  6dX-Xwi'  sin  0dX+WdX-Pd7, 

z"  being  the  depth  corresponding  to  tbe  abscissa  X. 

^      ,  dY     W    AOi     Bin  AGO,     ^       ,„„.-«    ,« 

Therefore  iTv"  p  "T^-.-iiTIoIff-t^^^^'i '*''-W- 
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Thus  the  tangents  to  the  curve  of  pressures  and  to  the  curve  of  centres  of 
pressure  at  any  ^ven  point  coindde,  and  the  curves  must  also  coincide. 

a.  Cosditioiis  of  EqniUbrium. — Let  the  Fig.  893  represent  a  por- 
tion of  an  arch  of  thickness,  unity,  between  any  two  bed-joints  (real 
or  imagijiary)  MN,  PQ. 

Let  W  be  its  weight  together  with  that  of  the  superincumbent 
load.  Let  the  direction  of  the  reaction  fl'  at  the  joint  MN  intersect 
MN  in  m  and  the  direction  of  W  in  n, 
J'  For  equilibrium,  the  reaction  R"  at 
the  joint  PQ  must  also  paas  throu^  n. 
Let  its  direction  intersect  PQ  in  O. 
In  order  that  the  equilibrium  amy  be 
stable,  three  conditions  must  be  ful- 
filled, viz.: 

Fra,  893.  First.  The  point  0  must  lie  between 

P  and  Q,  so  that  there  may   be  no 
tendency  to  turn  about  the  edges  P  and  Q. 

Second.  There  must  be  no  sliding  along  PQ,  and  therefore  the 
angle  between  the  direction  of  R"  and  the  normal  to  PQ  must  not 
exceed  the  angle  of  friction  of  the  material  of  which  the  arch  is  com- 


(JV.B. — The  angle  of  friction  for  stone  upon  stone  is  about  30°.) 

Third.  The  maximum  intensity  of  stress  cU  any  point  in  PQ  rnvst 
not  exceed  the  safe  resistance  of  the  material. 

Further,  the  stresa  should  not  change  in  character,  in  the  case 
of  masonry  and  brick  arches,  but  should  be  a  compression  at  ever;- 
point,  as  these  materials  are  not  suited  to  withstand  tensile  forces. 

The  best  position  for  0  would  be  the  middle  point  of  PQ,  as  the 
pressure  would  then  be  uniformly  distributed  over  the  area  PQ. 
It  is,  however,  impracticable  to  insure  such  a  distribution,  and  it 
has  been  sometimes  assumed  that  the  stress  varies  uniformly. 

With  this  aasumption,  let  N  be  the  normal  component  of  R". 

Let  /  be  the  maximum  compressive  Btress,  i.e.,  the  stress  at  the 
most  compressed  edge,  e.g.,  P. 

Let  OS  =  qPQ,  S  being  the  middle  point  of  PQ,  and  q  a  coeffi- 
cient whose  value  is  to  be  determined. 
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^  3  ' 

N-tfPO-ilPQii-q); 


PQ 
and  in  the  limit  when  P0=-^,  i.e.,  when  the  intenaty  of  stress 

varies  uniformly  from  /  at  P  to  nii  at  Q, 


5  =  i    and    N 


fPQ 
2    ■ 


(See  Alt.  12,  Chap.  V.) 

Similarly,  if  Q  is  the  most  compressed  edge,  the  linuting  position 
of  0,  the  centre  of  resistance  or  pressure,  is  at  a  point  C  defined  by 

Hence,  as  there  should  be  no  teudency  on  the  part  of  the  joints 

PQ 
to  open  at  either  edge,  it  is  inferred  that  PO  or  QCy  should  be  >  -^, 

i.e.,  that  the  point  0  should  lie  within  the  middle  third  of  the  joint. 
Experience,  however,  shows  that  the  "middle-third '  theory 
cannot  be  accepted  as  a  solution  of  the  problem  of  arch  stability, 
and  that  its  chief  use  is  to  indicate  the  proper  dimen^ons  of  the  abut- 
ments. Joint  cracks  are  to  be  found  in  more  than  90  per  cent  of 
the  arches  actually  constructed,  and  cases  may  be  instanced  in  which 
the  joints  have  opened  so  widely  that  the  whole  of  the  thrust  is 
transmitted  through  the  edges.  In  Telford's  masonry  arch  over 
the  Severn,  of  150  ft.  span.  Baker  discovered  that  there  had  been 
a  settlement  (15  ins.)  sufficient  to  induce  a  slight  reverse  curvature 
at  the  crown  of  the  soffit.  Again,  the  position  of  the  centre  of  pres- 
sure at  a  joint  is  indeterminate,  and  it  is  therefore  impossible  as 
well  as  useless  to  make  any  calculations  as  to  the  maximum  intensity 
of  stress  due  to  the  pressure  at  the  joint.    What  seems  to  happen 
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in  practice  ia,  that  the  str^ning  at  the  joints  generally  exceeds  the 
limit  of  elasticity,  and  that  the  pressure  ia  uniformly  distributed 
for  a  certain  distance  on  each  side  of  the  curve  of  pressures.  Thos, 
the  proper  dimensions  of  a  stable  arch  are  usually  determined  by 
empirical  rules  which  have  been  deduced  as  the  results  of  experience. 
For  example,  Baker  makes  the  following  statement; 

Let  T  be  the  thrust  in  tons  or  pounds  per  lineal  foot  of  width  of 
arch. 

Let  /  be  the  safe  working  stress  in  tons  or  pounds  per  square 
foot. 

An  arch  will  be  stable  if  an  ideal  arch,  with  its  bounding  surfaces 

1  T 
at  a  minimum  distance  of  5-  j  from  the  curve  of  pressures,  can  be 

traced  so  as  to  lie  within  the  actual  arch.  An  advance  would  be 
made  towards  a  more  correct  theory  if  it  were  possible  to  introduce 
into  the  question  the  elasticity  and  compressibihty  of  the  materials 
of  construction.  These  elements,  however,  vary  between  such  wide 
limits  that  no  reliance  can  be  placed  upon  the  stresses  derivable 
from  their  values. 

Joint  of  Rupture. — As  already  shown,  the  B.M.  at  any  point  in 
the  axis  of  an  arch  is  H-DE,  H  being  the  horizontal  thrust  and  DE 
the  vertical  intercept  at  the  point  between  the  axis  and  the  B.M- 
curve.  For  a  constant  B.M.,  H  diminishes  as  DE  increases,  and 
for  a  minimum  thrust  the  B.M.  curve  should  be  as  high  as  poefflble, 
consistent,  of  course,  with  stability.  It  is  evident  that  in  a  masonry 
or  brick  arch  the  line  of  resistance  should  fall  wiihin  the  thickness 
of  the  arch,  or  failure  may  occur  by  the  opening  of  the  joints,  as  in 
Fig.  894.    To  avoid  such  a  result  it  is  a  common  practice  to  require 


Fio.  8M.  Fia.  895. 

that  the  line  of  resistance  shall  fall  within  the  middle  third  <A  the 
thickness  of  the  arch,  with  the  object  also  of  insuring  that  the  stress 
at  every  point  shall  be  a  compression.    Thus,  for  a  minimum  thrust 
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the  line  of  redstaoce  should  take  a  portion  nr  where  the  centre  of 
resistance  r  is  as  high  as  possible  consistent  with  stability,  coinciding; 
for  example,  with  the  upper  end  of  the  middle  third  of  the  depth  of 
the  arch.  The  point  n  should  not  fall  below  the  lower  end  of  the 
middle  third  of  the  arch  thickness  at  the  skew-back. 

In  general,  let  12,  34  be  the  bound- 
ing surfaces  between  which  the  curve 
of  pressures  must  lie  and  let  4  be  the 
centre  of  resistance  at  the  crown.  A 
series  of  curves  of  pressure  m^  be 
drawn  for  the  same  given  load,  but 
with  different  values  of  the  horizontal  thrust  h. 

Let  4xy  be  that  particular  curve  which  for  a  value  H  of  the  hori- 
zontal thrust  is  tangent  to  the  surface  12  at  x;  the  joint  at  a:  is  called 
the  joint  of  rupture. 

The  position  of  this  joint  in  any  given  arch  may  be  tentatively 
found  as  follows: 

Let  J  be  any  joint  in  the  surface  12. 

Let  W  be  the  weight  upon  the  wch  between  /  and  1. 

Let  X  be  the  horizontal  distance  between  J  and  the  centre  of 
gravity  of  W. 

Let  Y  be  the  vertical  distance  between  J  and  4. 

It  will  also  be  assumed  that  the  thrust  at  4  is  horizontal. 

If  the  curve  of  pressure  is  now  supposed  to  pass  through  J,  the 
corresponding  value  of  the  horizontal  thrust  h  is  given  by 

hY=WX. 

By  means  of  this  equation,  values  of  h  may  be  calculated  for  a 
number  of  joints  in  the  neighborhood  of  the  haunch,  and  the  greatest 
of  these  values  will  be  the  horizontal  thrust  H  for  the  joint  x.  This 
is  evident,  as  the  curve  of  pressure  for  a  smaller  value  of  k  must 
necessarily  fall  bdow  ixy. 

When  this  happens,  the  joints  will  tend  to  open  at  the  lower 
edge  of  the  joint  14  and  at  the  upper  edges  of  the  joints  at  x  and 
23,  so  that  the  arch  may  ank  at  the  crown  and  spread,  unless  the 
abutments  and  the  lower  portions  of  the  arch  are  massive  enough 
to  counteract  this  tendency. 
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If  the  curve  of  pressure  fall  above  4xy  an  amount  of  backing 
sufficient  to  transmit  the  thrust  to  the  abutments  must  be  provide:!. 
The  same  result  may  be  attained  by  a  unifonn  increase  in  the  thick- 
ness of  the  arch  ring,  or  by  a  gradual  increase  from  the  crown  to 
the  abutments. 

For  example,  the  upper  surface  (extradoa)  of  the  nog  for  an  arch  with  a 
Bemicircular  soffit  AKB,  having  its  centre  at  0,  may  be  delineated  in  the  fol- 
lowing manner; 

Let  X  define  the  joint  of  rupture  in  ih? 
soffit. 

The  angle  AOx  is  approximately  30°  for 
a  semicircular  soffit  and  45°  for  an  elliptiral 
soffit.     In  the  present  caae  take  AOx— 30^. 
and  in  Ox  produced  take  xx'~2xKD,  KD 
^o  S*"-  being  the  thickness  at  the  crown. 

The  arc  Dj^  of  a  circle  struck  from  a  centre  in  IX)  produced  may  be  taken 
as  a  part  of  the  upper  boundary  of  the  ring,  and  the  remainder  may  be  com- 
pleted by  the  tangent  at  x'  to  the  arc  Dx^. 

Minimum  Thickness  of  Abutment. — Let  T  be  the  resultant  thrust  at  tlx 
horizontal  joint  BC  of  a  rectangular  abutment  ABCD.  V     tj 

Let  y  be  the  distance  of  its  point  of  application  fr<»n  B.  ,  / 

Let  H  and  V  be  the  hoiJEontal  and  vertical  components     C  '^ 

of  T.  ^         ^^ 

Let  w  be  the  specific  weight  of  the  materiial  in  the  abut- 
ment. 

Let  h  be  the  height  AB  of  the  abutment. 

Let  t  be  the  width  AD  of  the  abutment. 

In  order  that  there  may  be  no  tendency  to  turn  about 

the  toe  D,  the  moment  of  the  weight  of  the  abutment  with 

respect  to  D  plus  the  moment  of  V  with  respect  to  D  must 

be  greater  than  the  moment  of  H  with  respect  to  D.    Or, 


V)kt;r+V(f-y)>Hh, 


V         \2H     2V         V 
ujA      N  to      «A       w'A' 

■hatever  t! 


This  relation  must  hold  good  whatever  the  bei^t  of  the  abutment  may 
be;  and  if  A  is  made  equal  to  oo, 


vrtiicb  defines  a  minimum  limit  for  the  thickness  of  the  abutment. 


D.qit.zeaOvGoOt^lc 


EMPIRICAL  FORMULA.  SH5 

3.  Empirical  Fonnobe. — In  practice  the  thickness  t  at  the  crown 
is  often  found  in  terms  of  s,  the  span,  or  in  tenos  of  p,  the  radius 
of  curvature  at  the  crown,  from  the  formuUe 

t=-\/s,    or    t=Vcp, 

t,  8,  and  p  being  alt  in  feet,  and  c  being  a  constant. 

According  to  Dupuit,  t—  .SftVTfor'a  full  arch; 

(=•  .27vTfor  a  segmental  arch. 

According  to  Rankine,  -V.12/>  for  a  angle  uch; 

i='V.17p  for  an  Mch  of  a  series. 


Ex.  1.  A  matonry  arch  of  00  ft.  tpan  and  30  ft.  rue,  wtik  a  parabdie  it 
and  a  horieontal  eo^rados,  springs  from  abuimejiU  vtitk  vertieal  faces  and  10  ft 
thick,  the  oiiimde  faces  being  carried  up  to  meet  the  extradoa.  The  depth  of  ths 
kejfstone  is  3  ft-  The  centre  of  registanee  at  the  springing  ig  the  middle  of  the 
joint,  and  at  the  e 


iZ^ 


the  extrados.  The  specific  weight  of 
the  masonry  may  be  taken  at  150  Ibt. 
per  cubic  foot.  D^ermine  (a)  the 
resvUant  pressure  in  the  vertical  joint 
at  the  erovm;  (b)  the  resuitant  pres- 
sure in  the  harisontal  joint  at  the 
springing;  (c)  the  mammum  stress 
in  the  vertical  joint  aligning  with  the 
inside  of  an  abutment- 

Let  X,  y  be  the  vertical  and  ^^   g^ 

horizontal    distannes,    respectively, 

from  the  point  C,  of  the  C.  of  G.  of  portion  of  the  structure  bounded  by  tbo 
saziacm  CO,  CB,  EF.  FA,  &ad  AO.    Then 

r(45X3+33Xl0+}X30X46)-rX815 

-45X3x22i+33Xl0x60+JX30X  45X331 

and  Z(4X53+33X10+}X30X45)-XX9I5 

-46X3Xli+33X10X16J+lX30X4SX12, 

TTierefore  r-3r-95    and    Z-12'-08. 
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The  weight  TTof  the  portioD  under  consideration— 915x150 
- 137,250  lbs. 

The  resultant  force  R  at  the  centre  of  resistance  S,  the  middle  point  of 
the  horizontal  plane  AF,  passes  through  the  point  of  interdection  K  of  the 
line  of  action  of  W  and  of  the  horizontal  thrust  H  at  the  centre  of  resistance 
T,  CO  being  the  key  line  and  CT~iCO~l  ft.  The  tri&ngle  KLS  is  therefcne 
a  triangle  of  forces  and  if  0  is  the  angle  KSL, 


0«-69°-22      and    cosecfi-l.O 


Hence  JJ-TP^- 137,250  cot  ff-51,689  Iba. 


Again  let  tf'y,'  be  tbe  vertical  and  horizontal  distances  of  (?',  tbe  C.  of  G. 
of  the  portion  between  AB  and  CO,  from  C. 
Then 

l/'{45x3+iX30X46)-y'x585-45x3x22i 

+  iX30X46X33i-18,225 

and        i'x685^45X3XlJ+iX30X«X12 

-56021. 

Therefore    v'-Zl'A    and    i'-9'll. 

Pjq  goQ  Also  tp',  the  weight  of  ABCO 

-585x150-87.760  lbs. 

llie  resultant  of  ff  and  W  acts  along  K'lf  and  must  be  equal  and  oppoate 
to  the  resultant  pressure  R'  upon  the  face  AB,  bo  that  N  is  the  centre  of  resis- 
tances in  this  plane.  Thus  K'NL'  is  a  triangle  of  forces  and  if  a  is  tbe  angle 
K'NU, 


51689 


and    B-70°35'. 


""""    W     146721 

Hence  If-W  cosec  0-93,042  lbs. 

If  the  intensity  of  the  pressure  varies  from  a  maximum  f  ai  A  to  ttil  tt  B, 
then 

/-^ff-^X  51,689 -3133  Ibs./sq.  ft. 
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4.  Hoseley's  Principle. — If  the  forces,  v^ch  act  upon  or  within 
a  body  or  structure,  are  in  eqiliubrium  they  may  be  classified  as 
active  and  passive  forces,  standing  to  each  other  in  the  relation  of 
cause  and  effect.  The  passive  forces  are  then  the  least  which  are 
capable  of  balancing  the  active  forces  consistently  with  the  physical 
condition  of  the  body  or  structure. 

For  the  passive  forces  are  due  to  the  application  of  the  active 
forces  to  the  structure  and  do  not  increase  after  they  have  balanoed 
the  active  forces.  They  will,  consequently,  not  increase  beyond  the 
smallest  amount  capable  of  balancing  the  active  forces.  It  may, 
therefore,  be  concluded  that  as  the  force  which  one  member  of  a 
structure  exerts  on  another  is  a  miiiimum  with  any  pven  specified 
loading,  then  the  horizontal  component  of  the  thrust  in  the  arch 
ring  must  be  a  minimum  with  that  loading,  and  hence  the . 
line  of  resistance  will  be  th^t  which,  consistent  with  stability,  gives 
tbe  horizontal  component  a  minimum  value. 

To  draw  a  force  polygon  through  any  three  points  K,  L,  and  M. 


First.  Draw  any  force  polygon  with  a  closing-line  km,  0  brang 
the  pole  and  OJ  parallel  to  km. 

Second.  Draw  JC/  parallel  to  KM  and  with  pole  tX  draw  a  new 

polygon  which  will  pass  through  a  point  P.     It  will  not  in  general 

pass  through  L,  but  mil  be  above  or  below  this  point.    If  above, 

PN 
increase  the  polar  distance  in  the  proportion  of  -frr,  and  take  a 
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new  pole  0"  at  the  proper  horizontal  distance  from  the  line  of  loads, 
along  the  line  JCy. 

Of  course  it  is  only  necessary  to  draw  the  first  trial  polygon. 

S.  Fuller's  Method.— The  following  ia  the  Fuller  method  of 
drawing  the  line  of  least  reastance  for  an  unsymmetrically  loaded 
arch: 

Let  Wi,  W2,  -  .  .W9  be  the  loads  on  the  several  vousaoira.  Draw 
the  load-line  and  also  the  corresponding  funicular  polygon  Jklmno. 


A.  *.  k  k  k 


From  the  point  o  draw  any  line  oZ  intersecting  the  base-line  in  Z. 
Let  horizontal  lines  through  k,  I,  m  .  .  .  intersect  the  line  oZ,  and 
from  the  points  of  intersection  drop  the  verticals  I,  II,  III  .  .  . 

From  the  points  of  intersection  of  the  lines  of  action  of  Wi,  W2,  TTs 
.  .  .  with  the  upper  and  lower  boundaries  of  the  middle  third,  draw 
horizontals  intersecting  the  corresponding  verticals  I,  II,  III,  etc. 

Join  the  points  so  obtained  and  complete  the  irregular  figure 
WXYZ.  Within  the  area  WXYZ  select  a  straight  line  xZ'  contain- 
ing the  smallest  possible  angle  at  x — and  contained  wholly  within 
the  boundaries  of  the  area  WXYZ. 

The  straight  line  xZ'  bears  the  same  relations  to  the  poison 
required  to  be  drawn  within  the  central  third  of  the  arch  ring  as 
the  straight  hne  oZ  does  to  the  polygon  Jklmno. 

From  the  points  of  intersection  of  the  line  Z'x  with  the  verticals 
I,  II,  etc.,  draw  horizontal  lines  intersecting  the  lines  of  action  of 
Wi,  Wz,  Wz  .  .  .  By  joining  the  points  thus  obtained,  the  required 
polygon  lying  within  the  central  third  of  the  arch  ring  is  drawn. 


D.qit.zeaOvGoOt^lc 


FULLERS  METHOD.  899 

A  second  force  ditigram  may  now  be  drawn  from  the  polygon 
last  obtained,  ^ving  a  polar  distance  H  equal  to  the  minimum  hori- 
zontal thrust  of  the  arch  required  to  meet  all  the  conditions. 

If  it  is  not  foimd  possible  to  draw  any  straight  line  within  the 
boundaries  of  the  area  WXYZ  intersecting  the  middle  third  line 
at  X,  the  depth  of  the  arch  ring  must  be  increased  until  tliia  con- 
dition is  satisfied. 

The  above  method  is  of  course  equally  applicable  to  an  arch 
with  a  symmetrical  load,  and  it  avoids  the  necessity  of  drawing 
repeated  trial  lines  of  least  resistance,  which  is  very  tedious. 

6.  Examples  of  Linear  Arches  or  Curves  of  Resistance. — Linear 
Arch  in  the  Form  of  a  Calencary.    If  the  cable  in  Art.  4,  Chap.  XI, 
Case  A,  is  inverted  and  stiffened  so  as  to 
resist  distortion,  a  linear  arch  is  obtained  '  |_ 
suitable  for  a  real  arch  which  has  to  sup- 
port a  load  distributed  in  such  a  manner 
that  the  weight  upon  any  portion  AP  i? 
proportional  to  the  length  of  AP,  and  is  p 
in  fact  =  ps,  the  area  OAPN  being  ms.  pi     oni;      '^ 

Thus,  a  lamina  of  thickness  unity  and 
specific  weight  w,  bounded  by  the  curve  AP,  the  directrix  ON,  and 
the  verticals  AO,  PN,  weighs  vmis,  and  may  be  taken  to  represent 
the  load  upon  the  arch  if  wms^ps,  i.e.,  if  wrtt'^p,  i.e.,  if  the  weight 
of  m  units  of  the  lamina  is  w. 

The  horizontal  thrust  at  the  crown=H  =  v}m  =  wp,  the  radius  of 
curvature  (p)  at  the  crgwn  being  equal  to  m. 

A  disadvantage  attached  to  a  linear  arch  in  the  form  of  a  catenary 
lies  in  the  fact  that  only  one  catenary  can  pass  through  two  given 
points,  wliile,  in  practice,  it  is  often  necessary  that  an  arch  shall 
pass  through  three  points  in  order  to  meet  the  requirements  of  a 
given  rise  and  span.  This  difficulty  may  be  obviated  by  the  use 
of  the  transformed  catenary. 

Upon  the  lamina  PAPNN  as  base  erect  a  solid,  with  its  horizontal 
sections  all  the  same,  and,  for  simplicity,  with  its  generating  line 
perpendicular  to  the  base. 

Cut  this  soUd  by  a  plane  through  NN  inclined  at  any  required 
angle  to  the  base.  The  intersection  of  the  plane  and  solid  will  define 
a  transformed  catenary  P'A'P',  or  a  new  linear  arch,  and  the  shape 
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of  a  new  latmna  P'A'P'NN,  under  which  the  arch  will  be  b^anced. 
This  is  evident,  as  the  new  arch  and  lamina  are  merely  parallel  pro- 
jections of  the  original. 

The  projections  of  horizontal  lines  will  remain  the  same  in  lengtL 
The  projection  of  the  vertical  lines  will  be  c  times  the  length 
of  the  lines  from  which  they  are  projected,  c  being  the 
secant  of  the  angle  0  made  by  the  cutting-plane  Hith 
the  base.    Thus 

Pio.  906.  c-see  <?-  Q^  ="  ^p  ■ 


Let  X,  y  be  the  co-ordinatea  of  any  point  P  of  the  transfomd 
catenary; 
"   X,  y  be  the  co-ordinates  of  the  corresponding  point  JP  in  the 

catenary  proper; 
"    A'0=M{>m). 
Then 

Y    P'N  A'O     M 


(1} 


y     PN  AO     m'    •    •    "    ' 

The  equation  to  the  catenary  proper  is 

!/-j(«^+«"") (2) 

Therefore  Y-y(eS  +  e"») (3) 

which  is  the  equation  to  the  transfonned  catenary. 

With  this  form  of  linear  arch  the  depths  M  over  the  crown  and 
Y  over  the  springings,  for  a  span  2x,  may  be  assumed,  and  the  cm- 
responding  value  of  m  determined  from  eq.  (3),  which  may  be  mum 
conveniently  written  in  the  form 


•{l±vS-'} 


-'»&  v±>J«»-'   ■  •:::::(« 


TTie  slope  t'  at  P  is  given  by 

^   „    dY    Ml!-     -i\    Hi 

taiii'  =  3-=;r— (c"-e  "1= — , 

dx     2m\  J     m' 
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s  being  the  length  AP  of  the  catenary  proper,  corresponding  to  the 
length  A'P*  of  the  transfonned  catenary. 

The  area  0A'P'N  =  J''Ydx  =  ~-(^-€~'^''1Ss. 

The  tangents  at  P  and  P"  necessarily  intersect  in  the  point  T, 
and  P'TN,  PTN  are  triangles  of  forces  for  the  portion  AP"  and  AP, 
respectively. 

Let  W,  H  be  the  horizontal  thrusts  at  A'  and  A,  respectively. 

P",  P  "     "  weights  upon  AT  and  AP,  respectively. 
R'       "    "  tangential  thrust  at  F. 

F    are&OA'P'N    Ms    M 
"^^  P      area  OAPN  ^ms'm' 


H'  -i"  cot  i' = wAfs^-  wm'  =  H, 


R'-fl'8eci'  =  wm=v'l+ — r — wVm^+I^. 
1        m* 


The  radius  of  curvature  //  at  the  crown —  7^.    Therefore 

and  the  radius  of  the  "  catenary  proper  "  is  M  times  the  radius  of 
the  transformed  catenary. 

The  term  "equilibrated  arch"  has  generally  been  applied  to  a 
linear  Mch  with  a  horizontal  extrados. 

Ex.  2.  Determine  the  tranejormed  catenary  for  an  arch  of  30  ft.  span  and 
^i  ft.  rise,  the  height  of  TTuuomy  over  the  crown  being  13i  ft.;  weight  0/  themas<mry 
— 125  Ibu.  per  cubic  foot.  AUo  find  the  thmet  at  the  springing  and  the 
at  the  croiiin  ami  the  springing. 


i> 
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r-22i+13i-36';    Af-13i';    ^-log,(|+ J^y-l) -1.6 


thererore.  m-d.lQ37, 
Hence 


-5.1387    and    e 


-.1946. 


-(5.0387-.1946)-22'.653. 


9.1637)'       "•™''    -""•-• 
ff'-wm'-125(69.1637)'-10,497  Ibe; 
ii' -ff' Bee  i' - 39,653  Ibe. 
Atthecrown     //-j^- 6.22  ft. 

Ag~n,  y-(H{Ji^.,-i). 


Theater.  ?-y(,j_.-:i)    »d    §?-5t(^+ 


Hence  at  the  springing 


.jy     6iX4.9441  /dr\' 

di — 9T^r  ^-^^i^'  w^^-^' 


«nd 

'Therefore  at  the  springing, 


i^Y     6ix5.3333      .„._ 
dx*       (9,1637)'  ■■*^'* 


(1  +  13.263)* 
'^ ^287 125.65  ft. 

(b)  /.tnear  jlrcft  tn  the  Form  oj  a  Parabola. — Suppose  that  the  cable  in 
Art.  4,  Chap.  XI,  Case  C,  is  exactly  inverted,  and  that  it  is  stiffened  in  such 
a  manner  as  to  resist  distortion.  Suppose  also  that  the  load  still  remains 
a  uniformly  distributed  weight  of  intensity  ur  per  horizontal  unit  of  length. 
A  thrust  will  now  be  developed  at  every  point  of  the  inverted  cable  equal  to 
the  tension  at  the  corresponding  point  of  the  original  cable.  Thus  the  inverted 
parabola  is  a  linear  arch  suitable  for  a  real  arch  which  has  to  support  a  lo&d 
of  int«nsity  w  per  horizontal  unit  of  length. 

The  horizontal  thrust  at  the-crown- if — ts/i, 

p  being  the  radius  of  curvature  at  the  crown. 
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(c)  Circular  and  EUiptic  Linear  Arche*. — A  linear  arch  which  haa  to 
support  an  external  nonnal  pressure  of  uniform  iutenuty  should   be  circular. 

Consider   an    indefinitely    small    element  ^ 

CD,  which  may  be  assumed  to  be  approx- 
imately straight. 

Let  the  direction  of  the  resultant  pressure 
upon  CD,  viz.,  p-CD,  make  an  angle  S  with 
OB. 

Let  CE,  DE  be  the  vertical  aod  horisontal 
projections  of  CD. 

The  angle  DCS -6. 

The  horlEontal  component  of  p-CD-pCD  cob  9—p-CE. 

This  is  distributed  over  the  vertical  projection  CE,  and  the  horizontal 
intenfflty  of  pressure— pCE  +  C£— p. 

Similarly,  it  may  be  shown  that  the  vertical  intenaty  of  pressure— p. 

Thus,  at  any  point  of  the  arch, 
the  horizontal  intensity  of  pressure  —  vertical  intensity— normal  intensity— p. 

Again,  the  total  horizontal  pressure  on  one  half  of  the  arch 

-  2(3>-CE)  -pUCE)  -pr-H, 

and  the  total  vertical  pressure  on  one  half  of  the  arch 

-I(p-DE)'-pI{DE)-pr-P. 

Hence  at  any  point  of  the  arch  the  tangentitil  thruat—fr. 

Next,  upon  the  semicircle  as  base  erect  a  semi-cylinder.  Cut  the  latter 
by  an  inclined  plane  drawn  through  a  line  in  the  plane  of  the  base  parallel  to 
OA.    The  intersection  of  the  cutting-plane  and  the  semi-cylinder  b  the  semi- 
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ellipse  B'AB',  in  which  the  vertical  lines  are  unchanged  in  length,  while  the 
lengths  of  the  horizontal  lines  are  c  times  the  lengths  of  the  corresponding  lines 
in  the  semicircte,  c  being  the  secant  of  the  angle  made  by  cutting-plane  with  the 
base.  A  semi-eUiptic  arch  is  thus  obtained,  and  the  forces  to  which  it  is  sub- 
jected are  parallel  projections  of  the  forces  acting  upon  the  semicircular  arch. 

Hiese  new  forces  are  in  equilibrium. 

Let  P'— the  total  vertical  pressure  upon  one  half  of  the  arch; 
ff'— the  total  horizontal  pressure  upon  one  half  of  the  arch; 
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p',-vertical  intenMty  of  presaure-g™; 
pi— horizontal  intensity  of  pressure—^. 

P'-p^H-pr; (1) 

,       P"         P        pr      p  ,„ 


H'-cH'cP-cP-; (3) 

(0 


''OA''OA'  r  " 


H'         OB' 
P-'^'OA' 

or  the  t(Hal  koruontai  and  vertical  thruaU  are  in  the  raiia  of  the  axes  to  viaA 
they  are  retpeeiively  parailel,  atid,  by  eqa.   (2)  and  (4), 

p;     1^     OA" 

p'^' c'~  OB-^' 

or  the  vertvxU  and  koritontal  intenntiee  of  pressure  are  in  the  ratio  of  the  s^aam 
of  the  axes  to  which  they  are  respecUvdy  paraiid. 

Any  two  rectangular  axes  OG,  OK  in  the  circle  will  [nvject  into  a  pair 
of  conjugate  radii  OG',  OK'  in  the  ellipse. 
LetOG'-r„OA:'-r.; 

Q— tot^l  thrust  along  elliptic  arch  at  K; 
R-   "        "        "         "        "     "Q. 

_  H     r      H     T  ,    Q     r. 

Then  -^--,    ^--,     and    ^--; 

or  the  total  OwueU  along  an  elliptic  ortA  at  the  extremities  of  a  pair  of  oonjugals 
radii  are  in  the  ratio  of  the  radii  to  ichieh  they  are  respeetivdy  paraiid. 

The  preceding  results  show  that  an  elliptic  Uoear  arch  is  suitable  for  ■ 
load  distributed  in  such  a  manner  that  the  vertical  and  horizontal  intenaitiea, 
eqs.  (2)  and  (4),  at  any  point  of  the  arch  are  unequal,  but  are  unifonn  in 
direction  and  magnitude. 

Again,  it  can  be  easily  shown  that  the  projected  forces  acting  upoi  Um 
elliptic  arch  are  in  equihbrium. 

The  equations  of  equihbriiun  for  the  forces  acting  upon  ttke  drcular  aHi 
may  be  written 


d/ifUxd.-o, 
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T  bdng  the  thnwt  aktng  the  arch  at  the  point  xy,  and  X,  Y  the  forces  acting 
upon  the  arch  parallel  to  the  axes  of  x  and  y  respectively. 
If  T',  X',  Y'  be  the  corresponding  projected  forces, 

^—^.    Xda-cX'da',     Ydi-YW, 

Hence  the  above  equations  may  be  written 

and  ''(^*^)    "•"  '^'^-^'' 


^%) 


Henoe  the  forces  T',  X',  and  Y'  are  also  in  equilibrium 

((i)  Hydroatatie  Arch. — Let  the  figure  represent  a  portion  of  a  linear  arch 
suited  to  support  a  load  which  will  induce  on  it  a  normal  pressure  at  every 
point.  Hie  pressure  being  normal  has  no  tangential 
component,  and  the  thrust  (T)  along  the  arch  must 
therefore  be  everywhere  the  same. 

Consider  any  indefinitely  small  element  CD. 

It  is  kept  in  equilibrium  by  tbe  equal  thrusts  (T) 
at  the  extremities  C  and  D,  and  by  the  pressure 
p-CD.  The  intensity  of  pressure  p  being  assumed 
uniform  for  the  element  CD,  the  line  (rf  action  of  the 
pressure  pCD  bisects  CD  at  right  angles. 

Let  the  normals  at  C  and  D  meet  in  0„  the  centre 
of  curvature, 

Take  0,C-0,D-p,  and  the  an^  C0,D~2M. 

Reaolving  along  the  bisector  of  the  angle  COJ), 

2Taa  je-p-CD~pp-2JB, 
or  2TAe.-pp-2d6; 

T~PP~a  conitant.  .     .    . 
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and  hence 


(1) 


Thus,  a  series  of  curves  may  be  obtained  in  which  p  varies  invendy  as  p, 
and  the  hydrostatic  arch  is  that  curve  for  wliich  the  pressure  p  at  any  point 
it  directly  proportional  to  the  depth  o)  the  point  bdmo  a  given  horizontal  plane. 

Denote  the  depth  by  y,  and  let  u  be  the  specific  weight  of  tbe  substance 
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to  which  the  pressure  p  is  due.    Then 

p-wy (2) 

and  T— pp— W7P— Bconatuil. (3) 

llie  curve  m&j  be  delineated  by  means  of  the  equation 

n-™.!. (4) 

It  may  be  ehown,  precisely  as  in  case  (c),  that  the  horiiontal  iotennty  of 
presBUre  (p^ 

—the  vertical  intensity  (p»)— p.      ......   (5) 

Take  as  the  ori^  of  coordinates  the  point  O,  Fig.  911,  vertically  abora 
the  crown  of  the  arch  in  the  fpven  horizontal  plane. 
Let  the  horizontal  line  through  0  be  tbe  axis  of  x; 
"    vertical      "         "       " "    "     "    "  y. 
Any  portion  AM  of  the  arch  is  kept  in  equililnium  by  the  equal  tfanuU 
(7^  at  A  and  M,  and  by  the  resultant  load  P  upon  AM,  which  must  neccKaril; 

O act  in  a  direction  bisecting  the  ai^le  ANM. 

Complete  the  parallelogram  AM,  and  take 
SN-NM  to  represent  T. 

The  diagonal  NL  will  therefore  represent 

V  \  ''■ 

L  Let  0  be  tbe  inclination  of  the  tangent  at 

PiQ_  git,  M  to  the  horizontal. 

The  vertical  load  upon  AM —vertical  cost- 
ponent  of  P 

—  LK—TeaaS—ppgiad—vrypmnO—wy^aaO,        ...    (6) 

y„  p,  being  the  values  of  y,  p,  respectively,  at  A. 

The  horizontal  load  upon  jlilf— bori»HitaI  component  ot  P 

-NK-SN-KS-T-T  cMe~2T(Mi^y 

-2pphaD-j  ••2wyp(aa^)  -2wy^{aajj  .      ,   .   (!) 
Agun,  the  vertical  load  upon  AM 

-J    pdx-wj  ydx-viyj>aan8; <8) 

the  faorizoDtal  load  upon  AM 

-f''pdy~wfj^ydy^(y'-y,')~2ii>yj>,^aatj,   .     .    ,   (» 
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Eq.  (8)  ftlso  ahowB  that  the  area  bounded  by  the  curve  AM,  the 
verticals  through  M  and  A,  and  the  horuontal  throu^  0  is  equal  to  y^  sin  B, 
and  is  therefore  proportional  to  sin  9,  At  the  pouate  defined  by  B  —  90°  the 
tangents  to  the  arch  are  vertical,  and  the  portion  of  the  arch  between  these 
tangents  is  alone  available  for  supporting  a  load.  The  vertical  and  horisootal 
loads  upon  one  half  the  arch,  are  each  equal  to  u>y^^ 

The  relation  given  in  eq.  (1)  holds  true  in  any  arch  for  elements  upon 
which  the  pressure  is  wholly  normal. 

This  has  been  already  proved  for  the  parabola  and  catenary,  in  cases 
(a)  and  (b). 

At  the  point  A'  of  tiw  elliptic  arch, 

OB"     cV      , 
'"OA^-—-"^- 

Hence,  the  horisontal  thrust  at  A' 

-piP~-p-pcr-eH. 

(e)  Otottaiic  Arch. — The  geotioHe  arch,  f^  912,  is  a  parallel  i»t)jection  of 
the  hydrostatic  arch. 

The  vertical  forces  and  the  lengths  of  vertical  lines  are  unchanged. 

The  horizontal  forces  and  lengths  of  horizontal  lines 
are  changed  in  a  given  ratio  c  to  1. 

Let   B'A   be  the  half-geoetatic  curve  derived  from 
the  half-hydrostatic  curve  BA. 

The  vertical  load  on  AB' 
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-P:-i*-thruBt  along  arch  at  B'.      .    .     (1) 
The  horizontal  load  on  AB' 

—^'-■c/f —thrust  along  arch  at  A,  , 
The  new  vertical  intenraty 

^'   IL   ^   Py   P. 

"'     OB'    cOB     c     c 

The  Dew  horizontal  intensity 


Thus,  the  geoetatic  arch  is  suited  to  support  a  load  so  distributed  as  to 
produce  at  any  point  a  pair  of  conjugate  t»«ssureB;  pressures,  in  fact,  similar 
to  those  developed  according  to  the  theory  of  earth-work. 
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Let  Ai,  £|  be  the  radii  of  curvature  of  the  geoatatic  &rch  at  the  points  .4, 
B',  respectively,  and  let  r*!,  r,  be  the  mdii  of  curvature  at  the  correspoading 
points  ^,  6  of  the  hydrostatic  arch. 

The  load  is  wholly  normal  at  A  and  B".    Thus, 


H'-pu'R,  — -Ri  -cH-epr, 


P'~Pi'R,-cpR,-P-prt 


and 


(S> 


(/)  General  Case. — Let  Fig.  913  represent  any  linear  arch  suited 
to  support  a  load  which  is  symmetrically  distributed  with  respect 
to  the  crown  A,  and  which  produces  at  every 
point  of  the  areh  a  pair  of  conjugate  pressures, 
the  one  horizontal  and  the  other  vertical. 

Take  as  the  axis  of  y  the  vertical  throu^ 

the  crown,  and  as  the  axis  of  x  the  horizontal 

through  an  origin  0  at  a  given  distance  from  A. 

Any  portion  AM  of  the  arch  is  kept  in 

Fio.  9ia  equilibrium  by  the  horizontal  thrust  H  ai.  A, 

the  tangential  thrust  T  at  M,  and  the  resultant  load  upon  AM, 

which  must  necessarily  act  through  the  point  of  intersection  N  of 

the  lines  of  action  of  H  and  T. 

Since  the  load  at  A  is  wholly  vertical,  ff  at  A  is  given  by 


^0  =  PoPo, 


(1) 


po  and  po  being,  respectively,  the  vertical  intensity  of  pressure  and 
the  radius  of  curvature  at  A. 

Let  MN~T,  and  take  NS~Ho. 

Complete  the  parallelogram  SM;  the  diagonal  NL  is  the  resultant 
load  upon  AM  in  direction  and  magnitude. 

The  vertical  (KL)  and  the  horizontal  (KN)  projections  of  iVL 
are,  therefore,  respectively,  the  vertical  and  horizontal  loads  upon 
AM. 
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Denote  the  vertical  load  by  V,  the  horizontal  by  H.    Then 

T  sin  d=KL  =  V  =  £p\4x, (2)- 

and    H^KN=SN~SK^Hq-V cote,    ...     (3) 
$  being  the  angle  between  MN  and  the  horizon. 

Pg,  the  vertical  intensity  of  pressure  - -j-.    ...    (4) 

px,  the  horizontal  inteasity  of  pressure 

-f— 1(^"'») ® 

Ex.  3.  A  semicircular  arch  of  radiug  r,  with  a  horiMtUal  a±radoa  at  a  vertical 
distance  R  from  Ute  centre. 

llie  an^  betweea  Uw  radius  to  M  and  the  vertical— 0.    Then, 

XToaO,    y—R—rco8S (1) 

dx-rcoe9dd    dy-riunfldtf. (2) 

Pf — toy— t(i{Ji— rcoaff), (3) 

tc  being  the  specific  weight  of  the  load.    Henoe 

V-wf  (fl-rooefl)rcoa#(M 
Jo 

-"(«^»-?-'4^ <«, 

Eqs.  (3)  and  (4)  give  H;  for 

p,-w(fl-r), (6) 

and  hence  ff,-ior(«-r) (6) 

p.,  the  horiaontal  intensity  ci  jatesam, 

— (Foot  ff)-wl/i-T- :— T rcoflS).    ...     (7) 

dy  '        \       2  an  tf  / 

BanMne  gives  the  following  method  of  determining  whether 
a  linear  u^fa  may  be  adopted  aa  the  intrados  of  a  real  arch.  At  the 
crown  a  of  a  linear  arch  ab  measure  on  the  normal  a  length  ae,  bo 
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that  c  may  fall  within  the  limits  required  for  stability  (e.g.,  within 
the  middle  third). 

At  c  two  equal  and  oppoMte  forces,  of  the  same  magnitude  as    | 
the  horizontal  thrust  H  at  a,  and  acting  at  right  angles  to  ac,  may 
be  introduced  without  altering  the  equilibrium. 

Thus  the  thrust  at  a  is  replaced  by  an  equal  thrust  at  c,  and  a 
right-handed  couple  of  moment  Hxac. 

Similarly,  the  tangential  thrust  T  at  any  point  d  of  ab  may  be 
replaced  by  an  equal  and  parallel  thrust  at  e,  and  a  couple  of  momeni     I 
TXde. 

The  arch  will  be  stable  if  the  length  of  de,  i^ch  is  normal  to 
ab&td,is  fixed  by  the  condition  Txde=Hxac,  and  if  the  tine  iriiich 
ta  the  locus  of  e  falls  within  a  certain  area  (e-g-,  within  the  middle 
third  of  the  arch  ring.)  I 

7.  Arched  Ribs  in  Iron,  Steel,  or  Umber. — The  term  arched  rib 
is  applied  to  arches  constructed  of  iron,  steel,  or  timber.  The  coef- 
ficients of  elasticity  are  quantities  which  are  found  to  Ue  betweei: 
certain  not  very  wide  limits,  and  their  values  may  be  introduce' [ 
into  the  calculations  with  the  result  of  giving  to  them  greater  accuracy. 
There  are  other  consdderations,  however,  involved  in  the  problem  I 
of  the  stability  of  arched  ribs  which  still  render  its  solution  mon,' 
or  less  indeterminate. 

The  total  stress  at  any  pomt  is  made  up  of  a  number  of  subsidiary 
stresses,  of  which  the  most  important  are ;  (1)  a  direct  compressive 
stress;  (2)  a  stress  due  to  flexure;  (3)  a  stress  due  to  a  change  of 
temperature.  Each  of  these  may  be  investigated  separately,  and 
the  results  superposed. 

8.  Rib  with  Hinged  Ends;  Invariability  of  Span.— Let  ABC  be 


the  axis  of  a  rib  supported  at  the  ends  on  pins  or  on  cylindrical 
bearings.    The  resultant  thrusts  at  A  and  C  must  neceasarily  pass 


D.qit.zeaOvGoOt^lc 


RIB  WITE  EINQBD  ENDS.  9H 

through  the  centres  of  rotation.  The  vertical  components  of  the 
thrusts  are  equal  to  the  corresponding  reactions  at  the  ends  of  a 
^rder  of  the  same  span  and  ^milarly  loaded,  and  H  is  to  be 
determined  as  in  Art.  1  when  DE  has  been  found. 

Let  ADC  be  the  linear  arch  for  any  arbitrary  distribution  of 
the  load,  and  let  it  intersect  the  axis  of  the  rib  at  S.  The  curvatore 
t&  the  more  heavily  loaded  portion  AES  will  be  Battened,  while  that 
of  the  remainder  will  be  sharpened. 

The  bendii^  moment  at  any  point  E  ol  the  axis  tends  to  change 
the  inclination  of  the  rib  at  that  point. 

Let  the  vertical  through  E  intersect  the  linear  arch  in  D  and 
the  horizontal  through  ^  in  J^. 

Let  6  be  the  inclination  of  the  tangent  at  E  to  the  horizontal. 

Let  /  be  the  moment  of  inertia  of  the  section  of  the  rib  at  E. 

Let  (is  be  an  element  of  the  axis  at  E. 

r^x.  *  -    ,■     .-        *  c    j^    J^<fc    HDE-ds 

Change  of  mclmation  at  bi'-ad=-prr=  — rir — . 

If  this  change  of  curvature  were  effected  by  caujdng  the  whole 
curve  on  the  left  of  JE?  to  turn  about  E  through  an  angle  dS,  the 
horizontal  displacement  of  A  would  be 

EF 
.    AA'  =  ALcoaLAA'=AEdBsaiEAF=AEdS^ 

'^EF-dS^Yi^EEFds. 

This  is  evidently  equal  to  the  horizontal  displacement  of  E,  and 
the  algebraic  sum  of  the  horizontal  displacements  of  all  points  along 
the  axis  is 

^HDEEFds      fH-DEEFds 


EI 


fH-DEEFds    „ 


since  the  length  AC  is  assumed  to  be  invuiable. 

Thus,  the  actual  linear  arch  must  fulfil  the  condition  expressed 
by  eq.  (1),  which  may  be  written 


/■ 


DE'EFds 


once  R  and  E  are  constant. 
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If  the  rib  is  c^  uniform  section,  /  is  also  constant,  and  eq.  (2) 
becomes 


Also,  since  DE  is  the  difference  between  DF  and  EF, 

y(DP~EF)EF-dB-o-/DFEF-d8-/EFyB.     .     .     (4) 

It  must  be  remembered  that  the  integration  extends  from  end  to 
-  end  of  the  arch. 

Eq.  I  expresses  the  fact  that  the  span  remains  invariable  when 
a  series  of  bending  moments,  H-DE,  act  at  points  along  the  rib. 
These,  however,  are  accompanied  by  a  thrust  along  the  arch,  and 
the  axis  (A  the  rib  varies  in  length  with  the  variation  cS  thrust. 

Let  Ho  be  the  horizontal  thrust  for  that  symmetrical  loading 
which  makes  the  linear  arch  coincide  with  the  axis  of  the  rib. 

Let  To  be  the  corresponding  thrust  along  the  rib  at  B. 

The  shortening  of  the  element  ds  at  £  of  unit  section 


Let  a  number  of  weights  Wi,  W^,  Wa  . 
different  pdnte  along  the  arched  rib. 


I  conceDtrated  at 


Take  1234  ...  n  as  the  line  of  loads,  Wi  being  represented 
by  12,  Wa  by  23,  Wz  by  34,  etc.,  and  let  the  s^ments  Iz,  nr,  respeo- 
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tively,  repreeent  the  vertical  reaction  at  A  and  C.  Take  the  hori- 
zontal length  xP  to  represent  H,  and  draw  the  radial  lines  PI,  P2, 
P3.  -  . 

Hie  equilitnium  polygon  Agig^  .  .  .  must  be  the  funicular 
polygon  of  the  forces  vith  respect  to  the  pole  P,  and  therefore  the 
directions  of  the  resultant  thrusts  from  A  to  Ei,  Ei  to  Et,  Ea  to  Et, 
.  .  .  are  respectively  parallel  to  Pi,  P2,  P3,  .  .  . 

The  tangential  (azialj  thrust  and  shear  at  any  ptnnt  p  of  the  rib, 
e.g.,  between  Ea  and  Eg,  may  be  easily  found  by  drawing  Pt  parallel 
to  the  tangent  at  p,  and  3t  perpendicular  to  Pt.  The  direct  tan- 
gential thrust  is  evidently  represented  by  Pt,  and  the  normal  shear 
at  the  same  point  by  3(.    The  latter  is  borne  by  the  web. 

If  p  is  a  point  at  which  a  wei^t  is  concentrated,  e.g.,  E5.  draw 
Ptflf'  parallel  to  the  tangent  at  E^,  and  5t',  6i"  perpendicular  to 

per. 

Pif  represents  the  axial  thrust  Immediately  on  the  left  of  E^, 
and  5C  the  corresponding  normal  shear,  while  Ptf'  represents  the 
axial  thrust  immec^tely  on  the  right  of  B5  and  6f"  the  correspond- 
ing normal  shear. 

A  vertical  line  through  P  can  only  meet  the  line  of  loads  at 
infinity. 

Thus,  it  would  require  the  loads  at  A  and  C  to  be  infinitely  great 
in  order  that  the  thrusts  at  these  points  might  be  vertical.  Prac- 
tically, no  linear  arch  will  even  approximately  coincide  with  the 
axis  of  a  rib  rising  vertically  at  the  springings,  and  hence  neither 
a  senucircular  nor  a  semi-elliptical  axis  is  to  be  recommended. 

Ex.  A.  La  the  axis  of  a  rib  or  xmijorm  section  and  hinged  at  both  enda  he 
a  lemidrde  of  radiut  r. 

Let  a  single  wei^t  W  be  placed  upon  the  rib  at  a  poiat  whose  horizoatal 
distance  from  0,  the  centre  of  the  span,  is  a. 

The  linear  arch  (or  bending-momenl  diagram.)  consists  of  two  stnu£^t  lines 
DA,  DC.  0 

Draw  any  -vertical  line  interaectuig  the  axis,  the  y' 

linear  arch  and  the  springing-line  AC  in  E',  D",  F',  ^  ^ — '^^~-^' 

reapectiTely.  r^  /'        'i\ 

Let  OF'— z,  and  let  ix  be  the  horizontal  projec-        /i!,\  ■  I  '\ 

tion  upon  AC  of  the  element  it  at  E',  /  |  d     ^-^  1  I      A 

Then  fct'Jj^'—VO-f  1-^^1-3 


E'F" 


E'F'-de-rdx. 
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Api;Ayiag  oxiiUtion  (4), 

y  lyP'tdx + fl/F'rdx  -  f  E'F'rdx, 

or  f  D'F'dx+fD'F'dx-f^  E'F'dsf, 

or  ai«a  of  tiian^  ADC  -area  of  aemidrde. 

Tbec^ote,  if  e  be  the  rertical  distance  of  D  from  AC, 

IT— —     or    I— — -— onft-half  of  length  of  rib. 
TherefOTe  DE~DF~SF-^-Vi^^\ 

and  if  &  is  the  boriEontal  thrust  (Hi  the  arch  due  to  W, 
h-KDE-lSM.-^—^-hxDF 

or  hxDF-W^ 

Similarly,  if  there  are  a  number  of  weights  Ws,  W„  W,,  .  .  .  upon  tk 
rib,  and  if  hi,  ft,,  Ai,  ...  are  the  corresponding  horisontal  thrusts,  the  toUl 
horizontal  tlirust  H  will  be  the  sum  of  these  separate  thruste,  i.e., 

H-h,+h,+ (5) 

It  will  be  observed  that  the  apices  (D,,  D„  i)t,  .  .  .)  of  the  several  hneir 

arches  (triangles)  he  in  a  horizontal  Une  at  the  vertical  distance  -^  frmn  the 

springing-line. 

Ex.  5.  A  semudrcular  r^  of  28  p.  span  carries  a  weight  of  {ton  at  4  ft.  (mm»- 
wed  horiztmtally)  from  the  centre.  Find  the  thrust  and  shear  at  the  eentft  «l 
the  rib  and  at  the  point  at  which  the  weight  is  concentrated. 

i-DF-VX7-22'. 


The  vertical  reaction  at  A  —  /,t  and  at  B— /,t 

Let  <9  be  the  an^e  between  the  tangent  at  B  and  the  hoiuonteL    tbita 
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Fra.  9.S 


Fra.  919. 


In  Fig.  919  QTi  is  the  line  of  loads,  QA  b«ng  ^t  and  RA  /,l.    Take 
AP^^l  and  draw  Pl^  parallel  to  the  tangent  at  E.     Also  let  fall  the  pei^ 
pendiculars  Qti  and  Rt,  upon  Ptjti 
Then,  bdow  the  weight 

the  axial  ibimt- Pi,- .U6H~B  eoe  e+Ji,  onB), 

"  shear  =C,i-.1332i(- -ff  mu  fl+A  ««"). 

^td,  above  Ae  uw^U 

the  axial  thruat-Pt,'-.044»(-H  coe9-A  sin  0), 
"  shear  "fli,-.1064((-ff  sinfl+fccosff). 

PQ  and  Pfi  are  of  course  parallel  to  the  lines  DB,  DA,  reepectiveljr,  of  the 
linear  areh. 

Ex.  6.  Let  the  axi»  be  a  parabola  oj  apan  21  and  rise  k.     From  the  properties 
of  the  parabola, 

£.F'-*(i-f."),  lyr'-'jif- 

di'(H-4Tj-*'],    or    dt—dxl  1  +2— I'j,  approximately. 


AIbo,  ds'-di'/l+V**),    C 

Applying  condition  (4), 


-/:^K-?)(-f") 
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irtiicb  eaaly  reduces  to 

an  equation  ^ving  i  or  DF, 

If  the  arch  Is  flat,  so  that  da  may  be  considered  aa  approximately  equal  to 

dx,  the  term  2jpx'  in  the  above  equation  may  be  disr^iarded,  and  it  may  fae 

easily  shown  that 

1  l'+a*\     ,16 


.1- 


6     P 


15' 


33     kl' 

"  ■"  S  5l'-*' 

Ex.  6.  DraiD  the  equilibnum  polygon  for  a  parabotie  arch  of  100  ft  tpm 
and  20  ft.  rise  vihen  loaded  wttA  weights  of  3,  2,  4,  and  2  tons,  reapedivdy,  d 
the  end  of  the  third,  sixth,  eighth,  and  ninth  divisioTu  from  the  left  support, 
of  ten  equal  horizontal  divisioru.     (Neglect  the  weight  of  the  rib.) 

If  the  rA  consist  of  a  uwA  and  of  lieo  flanges  2i  ft.  from  centre  to  centre, 
determine  the  maximum  flange  stress. 


20 -E,F, 


20-g.F.    20 -g^. 


10> 


30" 


zMm 


40" 


Therefore  E»F,-lfl'.8,  B^.-iy^, 
E,F,  - 12'.8,  and  E^,  -  TO. 
Appljing  the  last  fonnula. 


3200 
"  121  ■ 


ft., 


31 


.,--29  ft.,  and  ^.--^  ft. 
„60x40     ,„      ,  800      ^80X20     ., 


100 


-48,     A, 


-4-^; 


100 


Therefore     A,-2.382i,    A,-1.8«,    A,-2.32(,    A,-0.fll3«, 
and  fl-A,+A,+A,+A,-7.175tona. 
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In  Fig.  922  take  the  vertical  through  j1  as  the  line  of  loads. 

The  vertical  reaction  at  the 
left  support— 3.9  toiu. 

The  vertical  reaction  at  the 
rij^  support  — 7.1  tons. 

TTie  polar  distance  AO— 
7.175  tons. 

Draw  the  radial  lines  Op,  Oq, 
Or,  0»,  OL  Then  Ad/i^^,  B  is 
the  linear  arch,  with  its  aides 
parallel  to  the  radial  lines  from 
0.  Denoting  by  a,  fi,  t,  ^,  ■  the 
inclinations  of  these  lines  to  the 
boriiontal, 


3.9 


0.9 


tana— ^,    tan  ^— j^, 

1.1      ^       ,    5.1 
tan  T~-jr>    tan  3-—, 


Therefore    dJ^-HXHua  a~ 


dJ,-^{X»a  a+tan^)- 


<'»/«"rfJ.-20t«n  )— ij-,    and    dJ.-lOtan. 


The  vertical  intercept  between  the  linear  arch  and  the  axis  of  the  rib  is 
greatest  at  e,  and  therefore  the  B.M.  at  this  point  is  a  nmriTiniin,    Hence 

nmi.  B.M.-«.d,e,-7.175(^-12.8\  -30.156 ft.-tona. 

The  maximum  bending  stress  at  the  same  point,  /  being  the  moment  irf 
inertia  of  the  rib. 


Draw  OtJ,  parallel  to  the  tangent  at  e„  and  drop  the  perpendiculars  gt,, 
rtr    If  tf  is  the  inclination  of  the  tangent  to  the  horitontaj, 


-0.48,    and    fl-25''; 
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Hence,  paa  below  the  weight, 

the  axial  Ihruat-Oi,- 8.676  tonB  (-/f  coa  e+5.1  BinS) 
and  the  shear— jd. 

Just  above  the  weight, 

the  axial  thruBt-0i,-fi.945  tons  (-Hcoafl  +  1.1  Bin  if) 
and  the  shear -rt,. 

Therefore  the  maximum  stresa  in  tons  per  square  inch— -— -±— ^ 
A  being  the  sectional  area  of  the  rib  at  e,. 

Again,  if  F  is  the  total  flange  stress, 

Fx2i-30.156    and    F-12.063  tons. 

Ex.  7.  Let  the  am  of  tit£  rib  be  a  eirctilar  arc  of  span  21  and  radivt  r, 
3iiblending  an  angle  2  a  at  the  centre  N. 

Let  the  anglea  between  the  radii  NE,  NE',  and  the  vertical  be  ^  and » 
reapectively. 

'.he  element  da  at  E'^^rdO.     Also, 
;'F'-r(ooBC-co8«);  AF'-l-roai; 
lyP' -  ~^ll-r  Bin  0). 
Applying  condition  (4), 

/    r'(coetf-eoBi*)'«tf 

/     fr^('-''8infl)r(coBff-coao)rrfl» 
/    j^(;-r8inff)r(coB#-co8a)ntf 


which  easily  reduces  to 


rto(C08  2a  +  2)-Swn2«| 


2z 


i'(wn  a-aCOS  a)+j  (cos 2(t-C0S 2^9) 

-ricoB  cr(cOS  o-COS|9}-ioCBin^-j9c08  a)\, 

equation  giving  z  or  DF.    Also, 

DE~DF-EF, 
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and  the  corresponding  horizontal  thniat  majr  be  found,  as  before,  by  the 
equation 

j.oy.B£ri". 


-i^.C^l. 


9.  Rib  with  Ends  Absolutely  Fixed.— Let  ABC  be  the  axis  of 
the  rib.    The  fixturo  tf  thf  ends  introducea  two  unknown  moments 


Fio.  924. 

at  these  points,  and  since  H  is  also  tmknown,  three  conditions  must 
be  satisfied  before  the  strength  of  the  rib  can  be  calculated. 

Represent  the  linear  arch  by  the  dotted  lines  KL;  the  points 
K,  L  may  fall  above  or  below  the  points  A,  C. 

Let  a  vertical  line  EF  intersect  the  linear  arch  in  D,  the  axis 
of  the  rib  in  E,  and  the  horizontal  through  A  in  F. 

As  before,  the  change  of  inclination  at  E,  or  dS,  =-wr-    But 

the  total  change  of  inclination  of  the  rib  between  A  and  C  m\ist 

be  nil,  as  the  ends  are  fixed. 

Therefore  J  ^  =  0  =  J  — j^— , (D 

which  may  be  written 


P 


■""-     -. (2) 


ance  H  and  E  are  constant. 

If  the  section  of  the  rib  is  uniform,  /  is  constant  and  eq.  (2) 


fDEds=0 (S) 
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Ag»u,  the  total  horizontal  displacement  between  A  and  C  vH 
be  nil  if  the  abutments  are  immovable.  If  they  yield,  the  amotmt 
of  the  yielding  must  be  determined  in  each  case,  and  may  be  denoted 
by  an  expression  of  the  form  /iH,  ft  being  some  coefficient. 

As  before,  the  total  horizontal  displacement 

fHDEEFds 
"J  EI 

Therefore        f^L^^U^^o    or     .;^. (4) 

But  H  and  E  are  constant,  so  that 

J  i -0     or     =/iE (5) 

If  the  section  of  the  rib  is  uniform,  /  is  also  constant,  and  hence 

fDEEF-ds^O    or     -^EI; (6) 

and  Eonce  DE  is  the  difference  between  DF  and  EF,  this  last  maj 
be  written 

fDFEFds'-'fEF'ds=0    or     -pEI.      ...(«) 

Again,  the  total  vertical  displacement  between  A  and  C  must 
be  nil. 

The  vertical  displacement  of  E  (Fig.  914) 

AF 
"  A' L-AL  cos  EAF=AEdej^ 

•^AFdB^AF^. 

Hence  the  total  vertical  displacement 

rn-DEAF,     „ 
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which  may  be  written 


/DEAF, 


(9) 


since  H  and  E  are  constant.    If  the  section  of  the  rib  is  also  con- 
stant, 

fVEAF  ta-^o-fDVAFis-fnV  AFis.   .    .    (10) 

Eqs.  (2),  (5),  and  (9)  are  the  three  equations  of  condition. 
In  eq.  (9)  AF  must  be  measured  from  same  abutment  throughout 
the  sutmnation. 

The  iTUegration.  eaiends  from  A  to  C. 

Ex.6.  Let  the  axit  be  a  parabcia  of  tpan  21  and  rue  A  {Fig.  926). 


Also,  lyP'-VtHl-x)—^  on  the  left  of  DF, 

or  -»,+{I-«>Tr|-'  on  the  right  of  DF; 

and  AF'—l^x. 

The  equations  of  condition  become 
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/:i»-*"-'>k?}'('-f)(-?t-)- 

and 

y^^{!,,  +  «-i)!^](i-«)(l+2^i')dx 

~y|/(l-^)  «-«)  (l +2^«")>'«+_/''(l-^)  «+«)  (l +2^-)ix. 

These  equationa  may  be  at  once  integrated,  and  the  resulting  equatioiiB 
will  give  the  values  of  y,,  y„  z. 

If  the  iirch  is  very  flat,  so  that  ds  may  be  taken  to  be  apiMvxiinatelytbe 
same  as  dx,  it  may  be  easily  shown  that 


15  l+«  151-a'  5 

Let  h',  h",  k"' be  the  horisontal  thrusts  due  to  loada  p*,  p",  p"' . . . , , 

respectiTely. 

Let  Si'i  J/i"- !/i"' •  ■  •  .»/>!'»">!'»'"  ■  ■  ■ ,  be  the  corresponding  values  of  j^jl, 
^^  !^>  yi  ^  the  resultant  values  for  the  total  thrust  H.    Then 

^■Ti-h%'+h"yi"+h"%"'  +  . .  .-Z(hy,) 

and  B.-f,-h'yt' +k"!/," +k"'y,"' +. .  .-I(liyJ, 

J  denoting  dlgebraic  sum.     If  y,  or  y,  is  n^ative,  it  merely  indicatoa  that 
A'  or  C  fails  below  AC. 

10.  Value  of  H. — In  the  case  of  the  flat  parabolic  arch  AC,  &xed 
at  both  ends  and  carrying  a  weight  W  at  K, 
distant  a  from  the  middle  point  0,  measured 
horizontally,  simple  expressions  for  H  and 
the  vertical  reactions  (fi^,  fie)  bA  A  and  C 
can  easily  be  found. 

Let  the  segments  AF-l—a—p, 
CF~l+a-q. 
Take  the  verticals 


Pio.  927. 
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(Ex. 

8). 

and 

The  linear  arch  is  composed  of  the  straight  lines  A'D,  DC. 

Take  the  vertical  LK~W  and  draw  KP,  LP  parallel  to  X'D, 
CD,  respectively.  Also  draw  the  horizontal  lines  PQ,  A'M,  and 
CN. 


Then  PQ-H,    KQ-Ra,    and    hQ-Rc- 

„  F    Bj    Be  „  ,    DU     DN 

Hence    g- h-  +  h- t»"  S+t™  ^-JTM+gTjV 


and  H-i^W^. 

Hence,  also, 

Rx-fftanU-gjIV^jji^--— p-t, 

J  -      B.      j:    15„p=9»8J+p    Wp2(l+q) 

and  Re  -H  tan  *  -g^W  jjl  jj*-^  --  -p— . 

Ex.  9.  Drain  the  linear  arch  and  determine  the  Tnax^imum  flange  atrestee  for 
an  arcked  ri6  o/  80  /I.  span,  16  /(,  rise,  and  loaded  with  five  weight*  each  of  2  tons 
at  the  end  o}  the  first,  second,  third,  Jourth,  and  filth  divisions,  of  eight  equal  hori- 
zontal divinons.  The  rih  is  of  double-lee  section  and  30  ina.  deep.  Alio  find 
the  shears  and  the  axial  thrusts  at  the  fijth  point  of  division. 
10 -J?,  F, 


Therefore        fi,F,=7', 
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Appljrmg  the  formulffi  obtained  in  Ex.  8  ADd  in  Art.  9, 

,        808      ,,         WJ75,     p  ,        a«,  »j          II  ^ 

"*£■     V)      -g.      *      -Tiaa*'   "■^          las'-  "C      -i^, 

+  ii.    I'/"'-!i.       A""-!*.       RA""-l-t,  Rc""-l-t. 

+».    ».      --46.  *         8103*'  "-*         las''  '^        air 


MB,,    y,'     -- 


'  B, 


Therefore  the  total  H~h'+h"+h"'+h""+k""'- 8.23061 

"  "       "      RA~RA'  +  RA"+...+RA""'-^t 

"     "    Rc-Rc'+Rc"+...+Rc""'-^i. 

Affua,  if  Vi,  y,  are  the  true  ordinates  of  the  linear  arch  at  A  and  C  re- 
spectively, 


sisa    ioa"^ioa4'^4a  ^Biaa 
-0.9imh.~AA' 


and  y,-2.5035ft.-(7C. 

Taking  pqr^  aa  the  line  of  loada, 
then 

Ap-fic-3.4tona 
and        At) -Ax -6.6  tons. 

Also,  the  polar  distances  OA^ 
8.2306(. 

Join  Op,  Oq...Ov  and  dnw  the 
linear  arch  A'DJ>t . . .  i>,C',  with  it* 
sides  A'D^,  D,Dt . . .  parallel  to  the 
corresponding  lines  Ov,  Ot,  ...,  re- 
spectively. Designating  hy  a,  fi,  f 
...  the  slopes  of  these  lines, 


-If-    """- 


tan^— -^,    and    tan0-> 


4.6 
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Ai^i-lOtana-y,      -  7'.1072  and  I»,J?,-i:^F,-ff,f,-0.1072  ft. 

CJi',-i),F.  +  10tan^-12'.698  "  X>^,-i)^.-B^,-0.698    ■' 

i>,F,-Z>^,  +  I0Unr-16'.859  "  X)»E,-D»P,-E»P.- 0.8688  " 

D,F,~D^,+10taxi  *-16'.5897  "  D^  -D^, -£,?,- 0.5897  " 

Z)^P,-30Un*+!(,      -14'.8906  "  i>^,-D^,-£^.-0.1094  " 

At£„    ffx0.85S8-B.M.-7j0685ft.-tonB,    and  therefore 


If  «  ia  the  slope  at  ff„  tan.-Tg-0.2    and    e-tloiQ*. 

Therefore  sec  t- 1.02     and    /f  aec  t  -  8.39521. 

Hence  the  total  maximum  skin  stress  per  square  inch  in  tons  at  £ 
8.3952  .  1272.33 

Draw  Ot^  parallel  to  the  tangent  at  £.,  and  let  C  be  the  slope  at  E,.  Tbeo 
tan  C-0.2. 

Just  above  the  weight,  at  £„ 

the  axial  thrust -^  0^-8.34861, 
and  the  shear  -pt,  -0.243(, 

and  just  below  the  weight,  at  E„ 

the  axial  thrust-0^-8.741t, 
and  the  shear  — ^f,— I.719t. 

The  tdnobOe  maximum  B.M.  is  at  (?  and  ia 

-Hi/, -20.6054  ft.-tonB. 

The  slope  at  C-tan-' 0.8-38"  40*,  and  ff  sec  38"  4O'-10.434i.  Hence 
the  absolute  maximum  flange  streaa  per  square  inch 

10.434     15X20.654X12     10.434    3709 
"a    *  /  ~    A     *^7~- 

The  B,M,  changes  sign  at  the  points  where  the  linear  arch  intersects 
the  axis  of  the  rib. 

Ex.  10.  LfCt  the  axis  of  Ae  rib  be  a  eavuiar  arc  of  span  21,  tuhtending  an 
angle  2a  at  the  centre  N. 
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Let  a  welgnt  W  be  concentrated  on  the  rib  at  a  point  E  whose  hmisonUl 

diat&nce  from  the  middle  point  d  the 

0  Bpan  is  a. 

^ — ■       tI^^s^  ^*  ^  radiuB  JfE  maiie  an  aag^  ^ 

^,,^'^^Dj\  /]    ^*^v''v^'     with  the  vertical. 

'^____ElA_         /  If         ^vT  "^^  "  ^''**'"  *"*  "  coosfatB  of  two 

sT  \     r"7~^ "T^C      Btraight  lines  DA',  DC'. 

\.  \    I    /  y^  Ut  AA'-y„  DP- i,CC'-y^ 

N,^         yi  I        /  Draw  any  ordinate  E'F'  interaect- 

\J^^y  lag  the  linear  arch  in  D*. 

^^y  I«t  the  radiuB  HE'  make  an  an^  f 

with  the  vertical.    Then 


Fio.  930. 


E'F'-r{»»  *— COB  «). 


Abo,        Ai!"-I-r8inJ    aod    iVF'-d-reintf); 
if  F'  ia  on  the  left  of  W, 

while         -W'-I+rsinff    and    I>'F'-W-rfliiifl)^^+y» 
if  F'  is  on  the  right  of  F. 

Also,  (b-rd». 

Applying  condition  (2), 

y     {«-r8intf)^+»,j<itf+y'[(i-r8inff)^+!lij<tf 

-ry'(coBS-coe«r)<».     (I) 
Applj^ng  condiUoD  (5),  and  assuming  ^-0, 

/"' (cos  ?-cos  «)  I  (i-rsin  fl)^^ +y,l«W 

+    /*'(coafl-cosa)|(/-rBinfl)l^+y,|-rr{0OBtf-C0B«r)W.     (2) 

Applying  condition  (9), 


/-•/'- 


-rf^  (ooB  ff-cos  a){I-r Bin  ff)(tf +rJ'(coBff-oos  aXI+rsin  9)«tf.     (3) 
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Eqe.  (1),  (2),  (3)  may  be  easily  integrated,  and  the  resulting  equationa 
will  give  the  values  of  y„  z,  and  y^ 

The  corresponding  boriEontal  thrust,  k,  may  now  be  obtained  from  the 
equation  h-DE-M-h(.t-EF). 

Note. — If  the  axia  is  a  Bemiciicle,  and  if  W  is  at  the  crovn, 


-0,     a-W,     fi-'O, 


ande<{i.<l),<2),  (3)i< 


B(»-2)+y,+!(,-2r; 

«(*-2)+y.(j-l)-V.(j+l)-2r. 
Therefore  t—fr    and    yi-iir-y,. 

II.  Effect  of  a  Change  of  Tonperatare. — The  variatiOD  in  the 
span  21  of  an  arch  for  a  change  of  f  from  the  mean  temperature  is 
approximate1y'=  2cfl,  e  being  the  coefficient  of  expansion. 

Hence,  if  Ht  is  the  horizontal  force  induced  by  a  change  of  tem- 
perature, the  condition  that  the  length  AC  is  invariable  is  expressed 
by  the  equation 

CDE  EFds 


"■r- 


EI 


-  ±2e«=0. 


If  the  rib  is  of  uniform  section,  /  is  constant;  and  since  E  is  also 
constant,  the  equation  may  be  written 


W  ' 


DEEF-ds±2ta=0. 


Ex.  11.  Let  the  axit  AEC  of  a  rib  of  uniform  teetion  be  a  pandiola  of  span 
I  And  riee  k. 


Firtl,  let  the  rib  be  hinged  at  both  ends. 

The  straight  line  AC  is  the  linear  arch.    Then 
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fDEEr-dt-J^BF'U  +2|^")4t 

-/;K'-f)'(-f-)^-^-iT. 

and  henoe 

Second,  let  the  rib  be  fxed  at  both  ends. 

The  Unear  arch  ifi  the  lineA'C'ata  diBtaDcee(-i)F)from  ACgiTCB  bythe 
equation 

JDEd*-ii-j(DF~BF)d*, 
or  DPJda-JEPdt. 

h™-    ./_(n-|!^)i../|i(,-i;)(i+2^.)i^ 

(2  k'\  12      4  A'\ 

Also, 
fDEEF-<h-fDFEF-<k^fEF*de 

-™       lfl<-fF)-f(-lf)h--°- 

Remark. — The  coefficient  of  expansion  per  degree  of  Fahrenheit  is  0.0000062 
and  0.0000067  for  cast-  and  wrought-iron  beams  respectively.  Hence  the 
corresponding  total  expansion  or  contraction  in  a  length  of  100  ft.,  for  a  range 
of  60°  F.  from  the  mean  temperature,  ia  0.0372  ft.  ( -  A'O  and  0.0402  ft.  {  -  Y'). 

In  practice  the  actual  variation  of  length  rarely  exceeds  one  half  of  these 
amounts,  which  is  chiefly  owing  to  structural  constraint. 

Ex.  12.  Let  the  axis  AEC  of  arff>of  uniform  section  bt  the  arc  of  a  drde  of 
radius  r  subterujin^  an  angle  2a  at  the  centre. 
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Fvsf,  let  the  rib  be  kinged  at  both  ends. 

It  is  evident  that  the  etr&ight  line  AC  is  the  "  linear  arch."    Tbea 

jDE-EF-dt~JBF*d»-T*r  {coafl-c«a)W-Hi«(2  +  noe  2«)-*  aii»2«! 

Also,  I— rtina.    Therefore 

J~;ia(2+COB2B)-'j8in2at  ±2riI-0. 

Noie.—~M  the  axia  is  a  semicircle,  a  —  00°,  and 


Second,  let  the  rib  be  fixed  at  both  ends. 

The  "linear  arch"  ie  now  a  straight  line  ^'C  at  a  distance  c  i-DF)  from 
AC  ^ven  by  the  equation 


foEdt^O. 


Thw  JDF-dt-JEF-dt, 

r  zCds-T'T  {cos fl-coa a)dB, 


az  —  r(fim.  a  — a  cos  a). 


Also, 


fDE'BP-da-f(DF-EF''EF')da-tfEFds^fEP^ 

-2zr'(Biaa-aco0  (t)^-r'|a(2+oOB2(t)-t  sinZa). 
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Henoe 

^J2H-»(8ma-aeosa)-r'l«(2+co«2«)-j9m2«|[±2«a-0, 

aod  I— rain  a, 

12.  Deflsctioa  of  an  Arched  Rib. 

Let  the  abutments  be  iiimiov< 
able. 

Let  ABC  be  the  axia  of  the  rib 
in  its  normal  pocdtion. 

Let  ADC  represent  the  position 
"°-  '^  of  the  asds  when  the  rib  is  loaded. 

Let  BDF  be  the  ordinate  at  the  centre  of  the  span;  j<an  AB, 
AD.    Then 

DF'-^AI>>-AF^  =  AB>(^^^Y~AF». 


arc  AB  -arc  AD     f 
^"*^  ^^^AB        "I' 

/  being  the  intensity  of  stress  due  to  the  change  in  the  length  of  the 
axis.    Then 

DF'.AB'{l-^Y-AF'.BF'-AB'\2^-(l)'\, 
and 

AB^\  2-^-  [■^yl=BF^-DF'  =  (BF-DF)(BF  +  DF) 

'■2BF{BD),  approximately. 

(-4)    is  also  sufficiently  small  to  be  disregarded.    Hence 

AB'  f     k=+l'  f 
BD,  the  deflection,  =  o-p--g-' — r —  g,  approxunately. 

13.  Elementary  Deformation  of  an  Arched  Rib. 

The  arched  rib  represented  by  Fig.  934  springs  fr<an  two  abut- 
ments and  is  under  a  vertical  load.  The  neutral  axis  PQ  is  the 
locus  of  the  centres  of  gravity  of  all  the  cr<»8-8ections  of  the  rib, 
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and  may  be  regarded  as  a  linear  arch,  to  which  the  conditions  govern- 
ing the  equiUbrium  of  the  rib  are  equally  applicable. 

Let  AA'  be  any  cross-section  of  the  rib.  The  segment  AA'P 
is  kept  in  equiUbrium  by  the  external  forces  which  act  upon  it, 
and  by  the  molecular  action  at  AA'. 

The  external  forcea  are  reducible  to  a  single  force  at  C  and  to  a 


couple  of  which  the  moment  M  is  the  algebraic  sum  of  the  moments 
with  respect  to  C  of  all  the  forces  on  the  right  of  C. 

The  single  force  at  C  may  be  resolved  into  a  component  T  along 
the  neutral  axis,  and  a  component  S  in  the  plane  AA'.  The  latter 
has  very  little  effect  upon  the  curvature  of  the  neutral  axis,  and 
may  be  disregarded  as  compared  with  M. 

Before  deformation  let  the  consecutive  cross-sections  BB'  and 
AA'  meet  in  R;  K  is  the  centre  of  curvature  of  the  arc  CC  of  the 
neutral  axis. 

After  deformation  it  may  be  assumed  that  the  plane  AA'  re- 
mains unchanged,  but  that  the  plane  BB'  takes  the  position  B"B"'. 
Let  AA'  and  B"B"'  meet  in  R';  R'  is  the  centre  of  curvature  (rf 
the  arc  CC  after  deformation. 

Let  abc  be  any  layer  at  a  distance  2  from  C. 

Let  CC'  =  ds,  CR  =  R,  CR'^R',  and  let  do  be  the  sectional  area 
of  the  layer  abc. 

By  ^milar  figures, 

ac     R'+z         ,    oft    R+z 
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Therefore  6c-ac~o6-ds-z(-5;— s")  ■ 

The  tensile  stress  in  abc 

-«  (r' ~'b) ^^'  ^'^^  iwar^y- 
The  momeot  of  this  stress  ^th  respect  to  0 

Hence  the  moment  of  resistance  at  AA' 

the  int^al  extending  over  the  whole  of  the  section. 
Therefore  Jtf-ff/(^— g-) 


AgEOn,  the  effect  of  the  force  7*  is  to  lengthen  or  short'en  tbe 
element  CC,  so  that  the  plane  SB*  will  receive  a  motion  of  trans- 
lation, but  the  position  of  R'  is  practically  unaltered. 

Corollary  1.  Let  A  be  the  area  of  the  section  AA'. 

The  total  unit  stress  in  the  layer  abc 


T    Mz 
=  P  =  J±7- 


the  sign  being  plus  or  minus  according  as  M  acts  towards  or  from 
the  edge  of  the  rib  under  consideratipn. 

From  this  expression  may  be  deduced  (1)  the  position  -of  the 
point  at  which  the  inten^ty  of  the  stress  is  a  mftyimnm  for  any 
given  (^tribution  of  the  load;  (2)  the  distribution  of  the  load  that 
makes  the  intensity  an  absolute  maximum;  (3)  the  value  ci  the 
intensity. 
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Cor.  2.  Let  id  be  the  total  intensity  of  the  vertical  load'  per  hori- 
zontal unit  of  length. 

Let  wi  be  the  portion  of  w  which  produces  only  a  direct  com- 
pression. 

Let  H  be  the  horizontal  thrust  of  the  arch. 

Let  P  be  the  total  load  between  the  crown  and  AA'  yUrnh  pro- 
duces compression. 

Refer  the  rib  to  the  horizontal  OX  and  the  vertical  OPY  as 
the  axes  of  x  and  y  respectively. 

Let  X,  yhe  the  coordinates  of  C. 

Then 


Therefore  wi=H-^, (3) 

and  also  "  ^"^ f^^ 

14.  General  Equations. 

Let  {  be  the  span  of  the  arch. 

Let  x,yh&  the  coordinates  of  the  point  C  before  deformation. 

Let  j:',  y  be  the  coordinates  of  the  point  C  after  deformation. 

Let  6  be  the  angle  between  tangent  at  C  and  OX  before  deforma- 
tion. 

Let  ff  be  the  angle  between  tangent  at  C  and  OX  after  deforma- 
tion. 

Let  da  be  the  length  of  the  element  CC  before  deformation. 

Let  ds'  be  the  length  of  the  element  CC  after  deformation. 

Efltaoljlexure.    ^-|    and    f-^.    Hence. 
Ml     1     df    dS    iW-de 

m-R-R-^'-iu — dT'  -"^  ■«'"'''• 

Let  t  be  the  change  of  slope  at  C.    Then 

Mds     M  ds' , 


di=de- 
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Integrating,  i'~9-ff-i^+   I    ^^, (S)    ^ 

to  being  the  i^nge  of  slope  at  P,  and  a  quantity  whose  value  has 
yet  to  be  detCTmined. 

Again,  the  general  equations  of  equilibrium  at  the  plane  AA' 
are 

for  the  portion  u>i,  Cor.  2,  Art.  13,  produces  compressioti  only  and 
no  shear.    Therefore 

s-s.-f:^.H{%-^) (,, 

So  being  the  atill  undetermined  vertical  component  of  the  ahear  at    I 
P,  and  ^  the  dope  at  P.    Also, 

Af  0  being  the  etill  undetamined  bending  moment  at  P. 

Equations  (5),  (6),  (7),  and  (8)  contain  the  four  undetermined 
constants  H,  Sq,  Mq,  xq. 

Let  Ml,  Si,  and  ti  be  the  values  of  M,  S,  and  t,  respectively,  at  Q- 

Equations  of  Condition. — In  practice  the  ends  of  the  rib  are  either 
fixed  or  free. 

If  they  are  fixed,  io=0;  if  they  are  free,  Mo— 0.  In  either  case 
the  number  of  undetermined  constants  is  reduced  to  three. 

If  the  abutments  are  immovable,  ii-I-O.  If  the  abutment? 
yield,  x^--l  must  be  found  by  experiment.  Let  Xi  —  l^/iH,  /t  being 
-.some  coefficient.    The  ^rrf  equation  of  condition  is 

xi~l  =  0,    or    xi~l~itH. (9) 


Again,  Q  is  immovable  in  a  vertical  direction,  and  the  second 
equation  of  condition  is 

yi-yo-0. ,    .    (10) 
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Again,  if  the  end  Q  is  fixed,  ii=0;  and  if  free,  itfi-0;  and  the 
third  equation  of  condition  is 

t'l-O,    or    itfi-0 (11) 

Substituting  in  equations  (7)  and  (8)  the  values  of  the  three 
constants  aS  determined  by  these  conditiohs,  the  shearing  tacos 
and  bending  moment  may  be  found  at  any  section  of  the  rib. 

Again,  eosO'— cos  (9 ~{)^ coed +iem  9, 

8infl'  =  5in  {(?-i)  =  8in  $—icoad. 


(12J 


Therefore       f-.-^^+if  and    ^=ff-^^. 

ds'     ds      as  d^    as     da 

^Dce,  approximately, 

Thus,  if  X  and  Y  are  reqjectively  the  horiaontal  and  vertical 
displacements, 

dX     .dy  J    dY         .dx 

da      ds  da          da' 


dy  dx ' 


(13) 

IS.  Effect  of  T  and  of  a  Change  of  f°  in  the  Temperature. 

ds'-ds(l- 


--) 
EA/- 


Also,  if  there  is  a  change  from  the  mean  of  f  in  the  temperature, 
;!io  length  dsfl-vrr)  must  be  multiplied  by  (l±ri),  <  being  the 
coeflScient  of  Unear  expansion.    Hence 

-ba} 

T 


=  dsn--p-7±«n,  approxilaately.    .     (14J 
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By  equations  (12), 

and 

TTierefOTe 

dK-d{if-X}''idy-  (^T  t^dx, 
and 

dY — d(j/  -  yj  =  -  tdx  -  ^pj  T  **)  dy,  approximately, 
^nce 

and 

r.^-,.-_y^-,dx-/'(^T..)|fc.   .  .  (16) 

Aote. — A  nearer  approximation  than  is  given  by  the  preoe<ling  kbuIU 
may  be  obtained  as  followB : 

Let  x-^dx,  y+dy  be  the  coordinates  of  a  point  very  near  C  before  defia- 
mation. 

let  3f+dx',  y'+dy'  be  the  coordinates  of  a  point  very  near  C  o^  defa- 
mation. 

Then  da'-dx^+dy*    and    ds"-dx"+dy" 

and  da'^-da'~dx'^-dx'+dy"-dy'*, 

or  (ds'-diUda'  +dti)~fdx'-dx)(dx'  +dx)  +(dy'-dy)(dy' +iy). 

Hence     (dt'—de)da—(.d^—dx)dx+(dy'—dy)dy,  approximate^, 

or  dx'-dx-id»'-da)^~W~dy)^ 

and  dy'-dy-ids'-ds)~f-~(d^-dx)^. 

dxdy  ay 

Hence,  by  equations  (12)  and  (14), 

— -#'-h(I)--(I)'- 
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Integrating, 

— /•■^-/■f.(l)--'/(S)- 

These  equAtions  are  to  be  used  instead  of  eqe.  (15)  and  (16),  the  renuunder 
of  the  oalculationB  being  computed  precUely  aa  before. 

The  foUowing  problems  are  in  the  mwD  the  Bame  as  thoae  given  in 
RanluDe's  Civil  Erigineermg,  20th  edition. 

Ex,  12.  Bib  of  'Uniform  Stiffitat. — Let  the  depth  and  ucHonal  form  of 
the  rib  be  unifonn,  and  let  its  breadth  at  each  point  vary  aa  the  secant  of  the 
inclination  of  the  tangent  at  the  point  to  tbe  horiiontal. 

Let  Ai,  /,  be  the  sectional  area  and  moment  of  inertia  at  the  crown. 

Let  A,  /  be  the  sectional  area  and  moment  of  inertia  at  any  point  C, 
Fig.  934. 

Then 

A  ~A^aece-A,^. (17) 

Also,  since  the  moments  of  inertia  of  similar  figures  vary  aa  the  breadtb 
and  as  the  cube  of  tbe  depth,  and  since  the  depth  in  the  present  case  is  coii> 
stant, 

/-/.secfl-/,^ (18) 

Again,  -r--7 T--7-,andtheintensityof  the  thrust  ia  constant  through- 
out. 

Hence  eqs.  (5),  (15),  and  (16),  respectively,  become 

i~i,~^jMdx;    . (Ifl) 

•'-^-  ['■^J^-Wa.^^'^' (20) 

(21) 
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Eq.  (19)  shows  that  the  deflection  at  each  point  of  the  rib  is  the  B 
aa  that  at  corresponding  points  of  a  straight  horizontal  beam  of  a  v 
section  equal  to  that  of  the  rib  at  the  crown,  and  acted  upon  by  the  same 
bending  moments. 

Ribs  of  uniform  stiffness  are  not  usual  in  practice,  but  the  fonnuls  deduced 
in  the  present  article  may  be  appUed  without  senwble  error  to  flat  segmental 
riba  of  uniform  Section. 

Ex.  13.  Parabolic  rib  of  uniform  depth  and  slijfiuai,  wiOi  rolling  load;  At 
ends  fixed  in  directum;  the  abt^mettta  immovable. 


Fig.  936 

Let  the  axis  of  z  be  a  tangent  to  the  neutral  curve  at  its  sumnut.  Let 
i  be  the  rise  of  the  curve.  Let  z,  y  be  the  coOTdinat«a  at  any  point  C  with 
respect  to  0.    Then 


4k/l 
y 

and 


P\2-') (-*2' 


dx       P\2      }•    (te,        r    dxy     r    dx'    p-     •    ■    ^^' 

Let  w  be  the  dead  load  per  horizontal  umt  of  length. 
"    w'  "    "   live      "      "  "  "     "       " 

Let  the  live  load  cover  a  length  DE,  —rl,  of  the  span. 
Denote  by  (A)  formuhe  relating  to  the  unloaded  division  OS,  and  by  (B) 
formulffi  relating  to  the  loaded  division  DE. 
Eqs.  (7)  and  (8),  respectively,  besome 

(A)  S-S.+  l^-w).; (24, 

(B)  a_5.+  (!^_„),_^|,_(l_,),| p5, 

(A)  Jf_3/,+s^+(?^_„)|. (35, 

(B)  M.3f.+^+(?^-„)|-||«-(l-,)i|..    ...     (27) 


Since  the  ends  are  fixed. 


t-0- 
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Hence  by  eqs.  (19)  and  (26), 

(A,  <._^|«,+,|,(?^_„)|}; ^ 

and  by  eqs.  (19)  and  (27), 

(B,  t.-±{M^,s4.{^-.)^-^>.-a-rw}..    .    (30, 

Whea  2—1,  t— i,— 0,  and  therefote,  by  the  last  equation. 


VQ    dx       V9  dxdx  ax    */o    ax' 


By  tbe  conditions  of  tbe  problem  tf—x  and  jr' — y  are  each  lero  at  Q.    Hence 
equations  f20)  and  (21),  respectively,  become 

"-frr— (ii-)'^ <-' 

.tt--£id.. (34) 

Substitute  In  eqs.  (33)  and  (34)  the  value  of  i  ^ven  by  eq.  (30),  and  integrete 
between  tbe  limits  0  and  I.    Then 

8fc  1 

and 

"        E7,  I    2        6      W' 

which  may  be  written 


„     „      „I      /8kff       \i»      ^^r     3/fl        \Er  „, 

0-M,+4y  +  (-^-»)--»-,-^+-j(jj-T.<)-^ (35) 
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.-.<.(T-»)s-4; » 


i  (31),  (36),  (36), 


S.-^+»'ir'(l-0-4|ff; (37) 


K-f.^.) 


When  x~l,  M-itf„  and  S-5,. 
Hence,  byeqa.  (25)  and  (27), 


^..(Sf-.)'- 


Substituting  is  tliese  equations  tlie  values  of  it*,  M^,  given  alwve,  m  have 

S,--|'-^rf(l-r-+0+lf («) 

and 

Af,--f-»'iv(l-|r+j)+|ffl (41) 

To  /ind  ifte  greatett  inientxty  of  strag,  ele. — The  intenaty  of  the  Btress  doe 
.         T      H 
to  direct  compreBSion— -j-— -p. 

The  intensity  of  the  stress  in  the  outside  layers  of  the  rib  due  to  bending 
is  the  same  as  that  in  the  out«de  layers  of  a  horizontal  beam  of  unifonn  ser- 
tion^i,  acted  upon  by  the  same  moments  as  act  on  the  rib,  for  the  deflections 
of  the  beam  and  rib  are  equal  at  every  point  (eq.  (19) ).  Also,  since  the  rib 
is  fixed  at  both  ends',  the  bending  moment  due  to  that  portion  of  the  load 
which  produces  flexure  is  a  maximum  at  the  loaded  end,  i.e., at  Q.    Hea(« 

the  maximum  intensity  of  stress  (p,)  occurs  at  Q,  and  pi—'-j-iJU',^,  ^  being 

the  distance  of  the  layers  from  the  neutral  axis. 
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94i 


H  and  Mt  are  both  functions  of  r,  and  therefore  pi  is  an  absolute  m*^nnim 
when 


But 

rfff     ISu/Pr'a-r)' 
dr'i    k         «_A_'       • 
'  +  4  d*' 
ad 

Hence  p^  is  an  absolute  ma:dmum  when 
The  roots  of  this  equation  are 


(42) 


-1 


■•  1  + 


"*5  3J, 
>,  BO  that  the 


45    /, 
4  4,*' 


value  of  p  corresponds  to  one 


of  the  remaining  roots. 
Thus, 


the  max.  ttn«(--j-(fl'+-4^Af,j -p,'. 
the  max.  (enwon— —  ^— ff  H — T^^i)  ~Pi" 


the  values  of  H  and  M*  being  found  by  substituting  in  eqs.  { 
2       4  A,e 


■    ■    (47) 
)  and  (41) 


5 

2 

-!:& 
-f.^. 

6 

.4.-^. 

according  as  the  stress  is  a  thrust  or  a  t«Qsion. 
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If  eq.  (47)  givea  &  negative  result,  there  is  no  tendon  at  any  point  of  the 
rib. 

NoU, — Tbt  moment  of  inertia  may  be  expressed  in  the  form 

/-9f,U„ 

q  being  a  coefficient  depending  upon  the  form  of  the  section. 
Hence 

tbemftximuminteDsity  of  stress— ~f±ff-l — 'A,   ,    ,    ,    (49) 

Cor.  I. — If  the  depth  of  the  rib  is  small  as  compared  with  k,  the  fraction 

^  will  be  a  small  quantity,  and  the  maximum  intenwty  of  stress  will  approxi 

mately  correspond  to  r— |.    The  denominator  in  eq.  (39)  may  be  taken  to  be 
k,  and  it  may  be  easily  shown  that  the  values  of  p,',  p"  are 

,      1   (wP/I     15t,\     5  itBIi      54  u/l'i 
P-   -Ji;iT(r+2W^4'5^+3i25^f'      •    -    ■     (50) 

„     1   (wP/    1     15ft\     SrfEA      54  WC) 

P"  -x\-8[~k^2k>r^-^■'ai25-^^i■  ■  •  ■  <"> 

Cor.  2. — If  the  numerator  in  eqs.  (48)  is  greater  than  the  denommator, 
then  r  must  be  unity.    Hence,  by  eq.  (39)  and  putting 


Pw+uf    45ttBI, 
~8     bk        4   W:'  ' 


xf     M      '•/    _..^l-''j."fiE/.        15..W+W'  &'  ,  5  rig/. 

Thus,  p,',  p"  can  be  found  by  substituting  these  values  of  U  and  M^  in 
eqs.  (46)  and  (47). 

Ex.  14. — PoroftoJic  Aid  o/  Uniform  Stiffneae,  kinged  at  the  Ends. 
Let  the  rib  be  similar  to  that  of  the  preceding  article. 
Since  the  ends  are  hinged,  M,—0—3f,,  while  t  is  an  undetermined  constant. 
The  following  equations  apply: 
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(*)         S-«.+  (5^_„j,. („) 

(B)         S-S.+  (S^-»)»-»'|i-<l-r)(li     ....    (55) 
(A)        «-a>+(T?-«.)f'; (6«) 


(57) 


(B)        M-S^+(Se-„)i"-||.-(l-,),|.. 


,    .      1    (  ^x'/SkH      \3f    to-,       ,,      „,,! 


(59) 


Assume  that  the  horizontal  and  vertical  displacementB  of  the  loaded  end 
are  nil. 

Subetitute  in  eqs.  (20)  and  (21)  the  value  of  i  given  by  eq.  (59).  lDtegrat« 
and  reduce,  neglecting  the  term  involvuig  the  temperature.    Then 

'-'-M'-Hr-^Jk-O «■> 

From  (57),  mnce  K,-0, 

0-S.+  (^-»)|-«'I^' (62) 

Equations  (60),  (61),  and  (62)  are  the  equations  of  condition. 
Subtract  (61)  from  (60).    Then 

which  may  be  written 
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Bubtiact  (63)  from  (62).    Then 

Eeota, 

I']«'+Y(«r»-5r'+2r*)l 

"■  ^i^^m  "' 

.    EliminAting  St  between  (61)  end  (62), 

1   (  /8M      \P       ,,,/r'     r",  >  ,„ 

••— ®1  (-p--")55-"''-(i5-a)  } <") 

Also,  b;  (55), 

S,-S.  +  (^-wWw'ri--P,Buppo«t.    ....    (67) 

Eliminating  i3,  between  (62)  and  (67), 

-'■-*- (^-»)f-'('-0 («> 

Eqs.  (62),  (65),  (66),  and  (68)  ^ve  the  values  of  H,  S,,  S„  and  v 
Again,  the  maximiun  bending  moment  M'  occurs  at  a  point  pnn  by 

^-OLn(57),U., 

/8WJ 


o-«.+ (5^-t»)>-«>'l«-(i-iill. 


Subtract  (69)  from  (67).    Then 
/StH 


-P.-a-(5^-io)(l-«)-»'(l-«). 


Hence,  the  distance  from  the  loaded  end  of  the  point  at  vbieh  the  bending 
moment  is  greateat  is 

'-' TStS ^ 

w+W — — 
Substitute  this  value  of  x  in  (67),  and,  for  convenience,  put 
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Then 

Butby(62),0-S,+^^^I-|^r*I.    Therefore, 
Hence,  M',  the  Tnaximum  bending  moment, 

■^(^ ™ 

As  before,  the  greatest  atresa  (a  OirutCi 

-tM+X"') ''^'' '"' 

and  the  value  of  r  which  makes  pi'  an  abtohU  maidmum  is  given  by  -^  "0. 
But  by  (71),  M'  involves  r"  in  the  numerator  and  r*  in  the  denominator,  so 
that  ~j    "0  will  be  an  equation  involving  r"*. 

One  of  its  roots  is  r—1,  which  generally  gives  a  minimum  value  of  pi'. 
Dividing  by  r  — 1,  the  equation  reduces  to  one  of  the  thirteenth  order,  but  is 
still  far  too  complex  for  use.  It  is  found,  however,  that  r— )  pves  a  dom 
approximation  to  the  abwlvte  maximum  thrust. 

With  this  value  of  r,  and,  for  convenience,  putting, 

SA.t'    "' 
By  (86), 

»-£(-!) <™ 

By  (62), 

^-i\{''4)~i\ (») 

By  (68), 
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By  (66, 


By  (TO). 

("+2)^+2 

ByCn), 

(^^D=^^f " 

NaU. — If  the  rib  ia  merely  supported  at  tlie  ends  but  not  fixed,  the  hori- 
tontal  displacement  of  the  loaded  end  may  be  represented  by  idl  (Art.  9). 
Thus  the  term  — ;iH  must  be  added  to  the  right-hand  side  (rf  eq.  (15). 

Ex.  15:— ParaMic  RA  of  Uniform  Stiffness,  hinged  at  the  Crovn  and 
also  at  tfie  Ends;— In  this  case  Jt/  ~0  at  the  crown,  which  introduces  a  fourth 
equation  of  condition. 

By  (57), 

which  may  be  written 

0-S..(?f-.)i-.;(r--r.\).    .....     (7,) 

EUnuDAting  S.  between  (79)  and  (62). 

§^_„.„.(_2,.+*-l). 

ir-^|»-«/(2r--4r+l)| (80) 

S.-^ar--ir+l) (81) 

P-&-|^(r-l)" (82) 

''•-24L," -■''■+*'■"'■'' W> 
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By  ((iS), 
By  («^, 


DEFLECTION  OF  AN  ARCHED  RIB. 
By  (70)  and  (82), 


By  (71), 
Wbenr-i, 


l^ 


(84) 

M'^~(.r-ir (85) 

....     (86) 
'•■-384  £7i'        "«*        ^"M"-  J 

Then  results  agree  with  tbose  of  (73)  to  (78),  if  n-1. 
/n  general,  when  n—  1, 

w+|^<5r>-5r'+2r»)-M-ip'(2r'-4r+l), 

by  (6S)  and  (80).    Hence, 

2r'-5r'+9r'+8r+2-0-(2r-l){r-l)'(r'-2), 

sad  the  roots  are  r— i,  r— 1,  r—  ±V^, 

Hence,  n  —  1  only  renders  the  expresaiona  in  (86)  identical  with  the  corre- 
sponding expressions  of  the  preceding  article  when  n— J  or  1. 

Agun  the  intensity  of  thrust  is  greatest  at  the  outer  flange  of  the  loaded 
and  the  inner  flange  of  the  unloaded  half  of  the  rib,  and  is 


I'  Ir.iu'     1  /       w^Ki 


The  intennty  of  tension  is  greatest  at  the  inner  flange  of  the  loaded  and 
the  outer  flange  of  the  unloaded  half  of  the  rib,  and  is 

"8^,1/,  8     kV''^2)y 
The  greatett  total  kontottUtt  thrust  occurs  when  r— 1,  and  its  value  is 

i6.  Mp""'""'    Deflection    of    an    Arched    Rib. — The   deflection 
must  necessarily  be  a  maximum  at  a  point  given  by  i— 0.    Solve 
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for  I  and  substitute  in  (16)  to  find  the  deflection  y'-y;  the  deflec- 
tion is  an  absdyte  maximum  wiien  ;p(y'— y)=0.    The  resulting 

equation  involves  r  to  a  high  power,  and  is  too  intricate  to  be  of 
use.  It  has  been  found  by  trial,  however,  that  in  all  ordinary  cases 
the  absolute  maximum  deflection  occfu^  at  the  middle  of  the  rib, 

when  the  live  load  covers  its  whole  length,  i.e.,  when  a;=^,  and  r=l. 

Ex.  16.— flib  of  Ex.  13.    For  convenience,  put  *+"7'lii~*' 
.     Then,  by  (39), 

By  (38)  and  (41), 

,r         '',  n»-l       5  It  Ell  „  „^ 

-Af,-j2(«'+w')-pTjj-j^ Mx (8^ 

By  (36)  and  (38), 

S>--^ (88) 

By  (30),  (38),  (89), 

i--~{M^-3M,^+2M,^ <«*» 

Henoe,  the  maximum  deflection 

3 

-384-lir"r^l287A"*'™PP^- (»" 

The  central  deflection  d,  of  a  unifonn  strught  boriiontal  beam  of  the 
game  span,  of  the  same  section  as  the  rib  at  the  crown,  aod  with  its  ends  fixed, 

IB 

e  to+to' 
*-384-fir-- <«2) 


&npe,  neglecting  the  term  involving  the  temperature, 
Ex.  17.— Rib  ol  Ex.  14. 


d.^~d^ (93) 
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By  (65), 

«-k~r- ««' 

By  (66)  and  (62) 

By  (30),  (94),  and  (95), 

*    fi/,\12     2  ^31/ '■'"J 

Hence,  the  maximum  deflection 


-ii^jf-^^^'hr-'^-'-  ■  ■  <97) 


384  £/ 

If  the  ends  of  the  beam  in  Caae  I  are  free,  its  central  deflection 
5  t*(m+uO 


3S4      EI 


^-d.'. 


and  d,'~^^—Ki,' (98) 

Thus,  the  deflection  of  the  arched  rib  in  both  cases  is  leas  than  that  of 
the  beam. 

Ex.  18. — Arched  RA  oj  Uniform  Stiffness  fuced  at  the  Ends  imd  connected 
at  the  Crown  with  a  Hortiontat  Distributing  Girder. — The  load  is  transmitted 
to  the  rib  by  vertical  stnita  bo  that  the  vertical  displacements  of  corresponding 
pcnnts  of  the  rib  and  girder  are  the  same.  .  The  horiiontal  thrust  in  the  loaded 
is  not  Deoessarily  equal  to  that  in  the  unloaded  division  of  the  rib,  but  the 
excess  of  tbe  thrust  in  the  loaded  division  will  be  borne  by  the  distributing 
girder,  if  tbe  rib  and  girder  are  connected  in  such  a  manner  that  the  horizontal 
displacement  of  each  at  the  crown  is  the  same. 

The  formuln  of  Ex.  13  are  applicable  in  the  present  case  with  the  modi- 
fication that  /i  is  to  include  the  moment  of  inertia  of  the  girder. 

The  maximum  thrust  and  tension  in  tbe  rib  are  given  by  equations  (64) 
and  (65). 

Let  ^  be  the  depth  of  the  girder.  A'  its  sectional  area. 

The  great«8l  thrust  in  the  ^rder  -  .    ,.;+x^-   ■    ■    .    (99) 


A,+A'    2Ei: 

2Ei: 


The  greatest  tension  in  the  girder - 
B  and  JIf,  being  given  by  equations  (66)  and  (67),  respectively. 
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The  girder  must  have  its  ends  so  supported  as  to  be  capable  of  transnuttUig 
a  thrust. 

17.  Stresses  in  ^wndril  Posts  and  Diagonals. — Fig.  936  represents 
an  arch  in  which  the  spandril  consiste  of  a  seriea  of  vertical  poets 
and  diagonal  braces. 


Let  the  axis  of  a,  curved  rib  be  a  parabola.  The  arch  is  then 
equilibrated  under  a  uniformly  distributed  load,  and  the  diagonals 
will  be  only  called  into  play  under  a  passing  load. 

Let  X,  y  he  the  coordinates  of  any  point  F  of  the  parabola  with 
respect  to  the  vertex  C.    Then 

Let  the  tangent  at  F  meet  CB  in  L,  and  the  horizontal  BE  in  G. 
Let  BC'^h^.    Then 

BL=BC-CL=BC~CN~k^-y. 

Let  N  be  the  total  number  of  panels. 

Consider  any  diagonal  ED  between  the  nth  and  (n  +  l)th  posts. 

Ixt  w'  be  the  greatest  panel  live  load. 

The  greatest  compression  in  ED  occiu^  when  the  passdng  load 
is  concentrated  at  the  first  ft— 1  panel-points. 

Imagine  a  vertical  section  a  little  on  the  left  of  EF. 

The  portion  of  the  frame  on  the  right  of  this  section  is  kept  in 
equiUbrium  by  the  reaction  R  at  P,  and  by  the  stresaea  in  the  three 
members  met  by  the  secant  plane. 

Taking  moments  about  G, 

DGEcoad=R-AG, 
D  beit^  the  stress  in  DE,  and  d  the  angle  DEF. 
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Also, 
and  hence 


ChBKK  MAXWELL'S  METHOD. 


x+GB    k'  +  y  Kx-xy 

GB    -f-y-    ''"-     2j     ■ 


GE-GB+x-'^^.    and    OA-U^i^. 


Hence 


v!'n(n-l)ly  +  k'x~xy 
~2       N  hfx  +  xy     * 


The  stresses  in  the  counterbraces  (shown  by  dotted  lines  in  the 
figure)  may  be  obtained  in  the  same  manner. 

The  greatest  thrust  in  EF  =  «/+i«. 

The  greatest  tenuon  in  i?F  =  Z)cos^— w,  w  being  the  dead  load 
upon  EF. 

If  the  last  expression  is  negative,  EF  is  never  in  tension. 

i8.  Clerk  Haxwell'g  Hethod  of  determining  the  Resultant  Thrusts 
at  the  Supports  of  s  Framed  Arch. — Let  ds  be  the  change  in  the 
length  s  of  any  member  of  the  frame  under  the  action  of  a  force  P, 
and  let  a  be  the  eectional  area  of  the  member.    Then 


the  sign  depending  upon  the  character  of  the  stress. 

Assume  that  all  the  members  except  the  one  under  confflderation 
are  perfectly  rigid,  and  let  dl  be  the  alteration  in  the  span  I  corre- 
sponding to  As.  The  ratio  -7-  is  equal  to  a  constant  m,  w4iich  depends 
only  upon  the  geometrical  form  of  the  frame. 


Therefore  i(  =  mJs- imPp-. 

Again,  P  may  be  supposed  to  consist  of  two  parts,  viz.,  /i  due 
to  a  horizontal  force  B  between  the  springings,  and  /a  due  to  a  ver- 
tical force  V  applied  at  one  springing,  uriiile  the  other  is  firmly 
secured  to  keep  the  frame  from  turning. 
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By  the  principle  of  virtual  velocities, 

H"  As       ■ 

Similarly,  ^  is  equal  to  some  constant  n,  which  depends  (mly 
upon  the  form  of  the  frame.    Also 

Therefore 

Hence  the  total  change  in  /  for  all  the  members  is 

If  the  abutments  yield,  let  £Al^/iH,  p.  being  some  coefficient 
to  be  determined  by  experiment.    Then 

If  the  abutments  are  immovable,  2Jl  is  zero,  and 

V  is  the  same  as  the  corresponding  reaction  at  the  end  of  a  g^der 
of  the  same  span  and  similarly  loaded.  The  required  thrust  b  the 
resultant  of  H  and  V,  and  the  stress  in  each  member  may  be  com- 
puted graphically  or  by  the  method  of  moments.  In  any  particular 
ease  proceed  as  follows: 

(1)  Prepare  tables  of  the  v^ues  of  m  and  n  for  each  member. 
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(2)  Assume  a  cross-section  for  each  member,  baaed  on  a  probable 
assumed  value  for  the  resultant  of  V  and  H. 

(3)  Prepare  a  table  of  the  value  of  w»^p-  for  each  member,  and 

form  the  sum  ^ImHr ). 

(4)  Determine,  separately,  the  horizontal  thitist  between  the 
springings  due  to  the  loads  at  the  different  joints.  Thus  let  V],  vs  be 
the  vertical  reactions  at  the  right  and  left  supports  due  to  any  one 

of  theae  loads.     Form  the  sum  limnV^j,  using  vi  for  all  the 

members  on  the  right  of  the  load  and  va  for  all  those  on  its  left. 
The  corresponding  thrust  may  then  be  found  by  eq.  (C)  or  eq,  (D), 
and  the  UAal  thrust  U  is  the  sum  of  the  thrusts  due  to  all  the  weights 
taken  separately. 

(5)  Repeat  the  process  for  each  combination  of  live  and  dead 
load  so  as  to  find  the  maximum  stresses  to  which  any  member  may 
be  subjected. 

(6)  If  the  assumed  cross-sections  are  not  suited  to  these  maxi- 
taium  stresses,  make  fresh  assumptions  and  repeat  the  whole  calcuj 
lation. 

The  same  method  may  be  applied  to  determine  the  resultant 
tensions  at  the  supports  of  a  framed  suspension  bridge. 

Note. — The  farmulce  for  a  'parabolic  rib  may  he  applied  witfumt 
maierial  error  to  a  rib  in  the  form  of  a  segment  of  a  circle.  More  exact 
formulcB  may  be  obtained  for  the  latter  in  a  manner  precisely  similar 
to  that  described  in  Exs.  13-17,  bitt  the  integrations  mil  be  much  sim* 
plified  by  using  polar  coordinates,  the  centre  of  the  circle  being  the  ■pole. 

EXAMPLES. 
I.  The  BTcti  represented  in  the  figure  is  constructed  of  masonry  weighing  150 
lbs.  cf.    The  span  is  40  ft.,  the  rise  S  ft.,  the  depth  of  masonry  above  the 
centre  3  ft.,  the  thickness  of  the  abutments  6  ft. 
The  centre  of  resistance  at  the  middle  point  of 
upper  key  is  1  ft,  below  the  crown  surface,     Deduce 
(o)  the  resultant  pressure  in  the  vertical  joint  at 
the  key,  (b)  the  resultant  pressure  in  the  horieontal  ^■ 
joint  at  the  springing,  (c)  the  maximum  stress  in  pia_  937. 

the  vertical  Une  cinnciding  with  the  «de  of  the 
abutment.    Ana.  (a)  21,182  lbs.;  (6)  38,700 lbs.;  (c)  3852  lbs./ sq.  in.  if  q~\. 
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s,  A  mAaomy  arch,  of  48  ft.  span  and  17  ft.  rise  and  having  an  intradoe 
consisting  of  two  plane  faces,  springs  from  abutments  6.2  ft.  thick  and  with 
vertical  faces.  The  outer  thrusts  of  the  abutments  are  produced  to  meet  the 
extrados,  which  b  horizontal;  the  depth  of  the  key  is  3  ft.  and  the  specific 
weight  of  the  masonry  is  150  lbs.  per  cubic  foot.  The  centre  of  resistance 
at  the  springing  is  at  the  middle  point  and  one  foot  below  the  eKtradoe  at  the 
crown.  Find  the  resultant  pressures  at  the  crovn  and  springing.  Also  find 
the  maximum  stresses  of  the  vertical  joint  aligning  with  the  inside  of  the 
abutment. 

3.  Tlie  intrados  of  an  arch  of  100  ft.  span  and  20  ft.  rise  is  the  segment  oi 
a  circle.  The  arch  ring  has  a  uniform  thickness  of  3  ft.  and  weighs  140  Ibe. 
per  cubic  foot;  the  superincumbent  load  may  be  taken  at  480  lbs.  per  lineal 
foot  of  the  ring.  Determine  the  mutual  pressures  at  the  key  and  springing, 
their  points  of  application  being  2  ft.  and  li  ft.  respectively  from  the  intrados. 
Also  find  the  curve  of  the  centres  of  pressure.       Ant.  56,546  lbs. ;  76,676  lbs. 

4.  Assuming  that  an  arch  may  be  divided  into  elementary  portions  by 
imaginary  joint  planes  parallel  to  the  direction  of  the  load  upon  the  arch,  find 
the  limiting  span  of  an  arch  with  a  horizontal  upper  surface  and  a  parabolic 
BofGt  (latus  rectum '^40  ft.),  the  depth  over  the  crown  being  6  ft.  and  the 
specific  weight  of  the  load  120  lbs.  per  cubic  foot;  the  thrust  of  the  crown  is 
horizontal  ( =  P)  and  4  ft.  above  the  soffit. 

5.  Fig.  938  represents  one  half  of  a  masonry  arch  of  3  ft.  rise  and  weighing 
120  lbs.  per  cubic  foot.     The  centres  of  resistance  rS  and  T  are  at  the  middle 

point  of  AB  and  at  1  ft.  below  D.  I^nd  the  resultant 
thrusts  at  S  and  T,  and  determine  the  maximum  iutenwty 
of  stresa  in  the  vertical  joints  AC  and  EF. 


6.  A  masonry  arch  of  96  ft.  span  and  24  ft.  rise, 

with  a  parabolic  intrados  and  a  horinntal  extrsdos, 

springs  from  abutments  with  vertical  faces,  the  outnde 

Fio   938  i&Kea  being  carried  up  to  meet  the  extrados.    The  depth 

of  the  masonry  at  the  key  is  6  ft.    The  centre  of  preasuro 

is  2  ft.  from  the  extrados  at  the  key  and  at  the  middle  of  the  joint  at  the 

springing.    The  masonry  weighs  150^  lbs.  per  cubic  foot;  width  of  abutment— 

12  ft.    Find  the  resultant  pressures  at  the  key  and  at  the  springiiig. 

Am.  83,5921be.;  ITT.lOOlbs. 
7.  A  masonry  arch  for  a  span  of  40  ft.  and  a  rise  of  10  ft.  springs  fn»n 
abutments  with  vertical  faces  and  10  ft.  thick.  The  masonry  has  a  depth 
of  3}  ft.  at  the  crown,  is  level  from  abutment  to  abutment,  and  weighs  150  Iba. 
per  cubic  foot.  The  intrados  is  a  circular  arc.  The  centres  of  resstance  at  the 
springing  and  at  the  crown  are  4^  ft.  from  the  inside  face  of  the  abutment  and 
2  ft.  above  the  crown  respectively.  Find  the  resultant  pressures  at  the  crown, 
at  the  springing,  and  in  the  vertical  aligning  with  the  inside  face  of  au  abut- 
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S.  A  masonr;  arch  for  a  span  of  40  ft.  and  a  rise  of  10  ft.  springs  from 
abutments  with  vertical  faces  and  10  ft.  thick.  The  maBonry  has  a  depth  of 
3}  ft.  at  the  crown,  is  level  from  abutment  to  abutment,  and  weighs  ISO  Iba. 
per  cubic  foot.  The  intrados  is  a  circular  arc.  The  ceutrDs  of  resistance  at  the 
spriuging  and  at  the  crown  are  4^  ft.  from  the  inside  face  of  the  abutment  and 
2  ft.  above  the  crown  respectively.  Find  the  resultant  pressures  at  the  crown,  at 
the  spiinging,  and  in  the  vertical  aligning  with  the  inside  face  of  an  abutment. 

g.  Thesoffitof  an  arch  of  30  ft.  span  and  12  ft.  rise  is  a  transformed  catenary- 
The  masonry  rises  12  ft.  over  the  crown,  and  the  specific  weight  of  the  load 
upon  the  arch  may  be  taken  at  120  Iba.  per  cubic  foot.  Determine  the  direction 
and  amount  of  the  thrust  at  the  springing.  Ans.  32,408  lbs.;  61"  16'. 

10.  A  concrete  arch  has  a  clear  spring  of  16  ft.  and  a  rise  of  10  ft.;  the 
height  of  masonry  over  crown  =  15  ft.;  the  wei^t  of  the  concrete  — 144  lbs. 
per  cubic  foot.  Determine  the  transformed  catenary,  the  amount  and  direction 
of  the  thrust  at  the  springing,  and  the  curvatures  at  the  crown  and  springing. 

[I.  Determine  the  transformed  catenary  for  an  arch  of  60  ft.  span  and 
45  ft.  rise,  the  masonry  rising  18  ft.  over  the  crown  and  weighing  120  lbs,  per 
cubic  foot.  Also  find  the  amount  and  direction  of  the  thrust  at  the  abutmente. 
^tw.  m-15.586;   116,690  lbs.;  75"  32'. 

la.  A  concrete  arch  for  a  span  of  15  ft.  and  a  rise  of  6  ft.  has  a  depth 
of  0  ft.  of  masonry  over  the  crown.  The  concrete  weighs  144  Iba.  per  cubic 
foot.  Determine  the  transformed  catenary  and  the  thrusts  at  the  crown  and 
springing. 

13.  A  concrete  arch  of  44  ft.  span  and  16  ft.  rise  weighs  144  lbs.  per  cubic 
foot ;  the  masonry  rises  24  ft.  over  the  crown.  Determine  the  transformed 
catenary  and  the  thrust  at  the  springjngs.     (Take  logi  3  —  1.1.) 

14.  The  metal  of  an  arch  of  100  ft.  span  and  25  ft.  rise  has  a  modulus  of 
elastidty  of  28,000,000  lbs.  per  square  inch  and  a  coefficient  of  expanaon  of 
0.0000055.  If  the  temperature  rise  50°,  find  the  corresponding  horizontal 
thrust.  Atm.  92.4. 

15.  A  concrete  arch  has  a  clear  spring  of  75  ft.  and  a  rise  of  37)  ft.;  the 
height  of  the  masonry  over  the  crown  is  25  ft.  and  the  weight  of  the  con- 
crete is  144  lbs.  per  cubic  foot.  Determine  the  transformed  catenary,  the 
amount  and  direction  of  the  thrust  at  the  springing  and  the  curvatures  at  the 
crown  and  springing. 

Ans.  m-23.934;  214,053  lbs.;  67''20';  22.914ft.;  160ft. 

16.  A  3-pin  arch,  100  ft.  span,  20  ft.  rise,  loaded  with  2000  lbs.  per  horizontal 
foot  run  for  1st  quarter  span,  3000  lbs.  for  2d  quarter,  4000  Ibe,  for  3d  quarter, 
and  1000  lbs.  for  4th  quarter. 

IMvide  the  load  into  eight  parts  and  draw  the  line  of  resistance.  Also  deter- 
mine the  horizontal  thrust  and  the  maximum  B.M.  at  any  point  of  the  arch. 

x7.  A  semicircular  rib,  pivoted  at  the  crown  and  sprin^ngs,  is  loaded 
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nnifonnly  per  horiiontal  unit  of  length.  Determine  the  poeitioii  and  nugni- 
tude  of  the  maximum  bending  moment,  and  show  that  the  horizontal  thrust 
on  the  rib  is  one  fourtii  of  the  total  load.       Ant.  iter'  at  .866r  from  support. 

i8.  Draw  the  linear  arch  for  a  aemicircular  rib  of  uniform  section  under  a 
load  uniformly  distributed  per  horizontal  unit  of  length  (a)  when  hinged  at 
both  ends;  (b)  when  hinged  at  both  ends  and  at  the  centre;  (c)  when  fixed  at 
both  ends. 

Ang.  (a)  A  parabola  c  being  f(r;  (ft)  a  parabola  through  the  three  hiogea; 

ig.  A  semicircular  rib  of  28  ft.  span  carries  a  weight  of  i  ton  at  10  ft.  and 
a  weight  of  }  ton  at  21  ft.  (measured  horizontally)  from  the  left  suppint.  Find 
the  thrust  and  shear  at  the  centre  of  the  rib  and  at  the  point  at  which  the 
weight  is  concentrated,  (a)  when  both  ends  are  hinged;  (b)  when  both  ends 
are  fixed. 

30.  An  arch  (I^g.  930)  of  52  ft.  span,  and  10}  ft.  rise  has  a  depth  at  the 
crown  of  2)  ft.  and  at  the  sprin^ng  line  of  3|  ft.  The  loads  per  foot  of 
breadth  beginning  with  a  are  23.04,  19.45,  16.35,  13.94,  12.01,  10.35,  8.98. 
7.93,  6.32,  5.79,  5.62, 5.39  cwts.     find  the  horizontal  thrust  per  foot  of  breadth, 

/fns.  129  cwt. 


iZ^ 


)i.  The  arch  (Pig.  940)  has  a  clear  span  of  90  ft.  and  radius  of  50  ft. 
Thickness  of  arch-ring  Is  4  ft.  Draw  the  line  <rf  resistance,  the  load  being  500 
lbs.  per  foot  run. 

aa.  Determine  the  stabifity  of  a  aegmenUl  arch  of  40  ft.  span  and  25  ft. 
radius  (Fig.  941);   tbe  loads  in  hundredweights  being  as  shown,    lliere  is 


3  "  "  L-I-th 


also  a  concentrated  load  of  2)  tons  per  foot  of  width  at  10  ft.  from  tbe  centre. 
Depth  of  arch-  2  ft. 
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13.  A  semi-elliptic  rib  (ftxes  2a  and  2b)  is  [Hvoted  at  the  spring^nge.  Rod 
the  poeition  and  magnitude  of  the  maximum  bending  moment,  the  load  being 
unifonnly  diatributed  per  horitontal  unit  of  length. 

How  will  the  result  be  affected  if  the  rib  is  also  pivoted  at  the  crown? 

14.  A  pin-ended  paraboUc  arch  of  100  ft.  span  and  25  ft.  rise  carries  a 
weight  P  at  25  ft.  from  the  left  support.    Find  the  horizontal  thrust. 

Ana.  HP. 

15.  A  pin-ended  parabolic  arch  of  100  ft.  span  and  25  ft.  rise  is  acted  upon 
by  a  horizontal  force  Q  at  25  ft.  from  the  left  support.  Find  the  horizontal 
thrust.  Ant.  .574  Q. 

'  36.  In  a  parabolic  arch  of  50  ft.  span  and  10  ft.  rise,  hinged  at  both  ends, 
a  weight  of  1  ton  is  concentrated  at  a  point  whose  horizontal  distuice  from 
the  crown  is  10  ft.  Find  the  total  thrust  along  the  axis  of  the  rib  od  each 
Bide  of  the  ^ven  point,  allowing  for  a  change  of  60°  from  the  mean  temperature 
(«-.0000694).  Ana.  .7941^.1195/- 

37.  Solve  the  imceding  example,  assuming  both  ends  to  be  fixed. 

aS.  An  arched  rib  with  a  parabolic  axis,  of  100  ft.  span  and  12}  ft.  rise, 
is  loaded  with  1  ton  at  the  centre  and  1  ton  at  20  ft.  from  the  centre,  measured 
horizontally.  Determine  the  thrusts  and  shears  along  the  rib  at  the  latter 
point,  and  show  how  they  will  be  affected  by  a  change  of  100°  F,  from  the 
mean ;  the  coefficient  of  linear  expansion  being  .00125  for  180°  F.  Take  both 
ends  hinged. 

ag.  Solve  the  preceding  example  aaBuming  both  ends  to  be  fixed. 

30.  A  parabolic  arched  rib  hinged  at  the  ends,  of  64  ft.  span  and  16  ft. 
rise,  is  loaded  with  1  ton  at  each  of  the  points  of  division  of  eight  equal  hori- 
zontal divisions.  Find  the  horizontal  thrust  on  the  rib,  allowing  for  a  change 
of  60°  F.  from  the  mean  temperature.  Also  find  the  maximum  flange  stresses, 
the  rib  being  of  double-tee  section  and  12  ins.  deep  throu^ut.  (Coefficient 
of  linear  expandon  per  1°  r.-l+144000.) 

31.  The  axis  of  an  arched  rib  of  50  ft.  span,  10  ft.  rise,  and  hinged  at  both 

ends  is  a  parabola.    Draw  the  linear  arch  when  the  rib  is  loaded  with  two 

weights  each  equal  to  2  tons  concentrated  at  two  points  10  ft.  from  the  centre 

of  tbe  span.    If  the  rib  is  of  double-tee  secticm  and  24  ins.  deep,  find  the  max- 

n  ^  A        3.176^254 

nnum  flange  stresses.  Am.  — -r — ^~r- 

If  the  arch  is  loaded  bo  as  to  produce  a  stress  of  10,000  lbs.  per  square  indi 
in  the  metal,  show  that  the  rib  wilt  deflect  JOZ»  ft.,  £  being  25,000,000  lbs. 
3>.  Solve  the  [n^ceding  example,  awuming  both  ends  to  be  fixed. 

33.  A  steel  parabolic  arched  rib  of  50  ft.  span  and  10  ft.  rise  is  hinged 
at  both  ends  and  loaded  at  the  centre  with  a  weight  of  12  tons.  Find  the  hori- 
zontal thrust  on  the  rib  when  the  temperature  varies  60°  F.  from  the  mean, 
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and  also  find  the  maximum  flmige  etresees,  the  rib  being  of  double>tee  sectiCMi 
and  12 ins. deep.  Afu.  HHT^^t  |±5|2(15-H). 

34-  Solve  tbe  preceding  example,  assuming  both  ends  to  be  fixed. 

35.  A  parabolic  rib  of  48  ft.  span  and  12  ft.  riae  cairies  a  wei^t  ot  1  ton 
at  the  centre  and  at  two  points  each  12  ft.  (messured  boriiontally)  from  the 
centre.     Tbe  rib  is  pin-ended. 

Det«nmDe  the  horiEontat  thrust  on  the  rib  and  draw  the  linear  arch,  find 
the  thrust  and  shears  at  the  points  at  which  the  wei^ts  are  concentrated. 

Ans.  1.8945  ton;  Ikrusts  1.72  and  2.2  ton;  tkears  .39  and  .49  tons. 

36.  An  arch  with  fixed  ends  of  100  ft.  span  and  25  ft.  riae  carries  a  weight 
'  P  at  25  ft.  from  the  left  support.  Determine  the  reactions,  the  horizontal 
thrust  and  the  B.H.  ordinatee,  at  the  ends  and  at  P. 

Ant.  .844P;   .156P;   .5265  P;    -10',  7'.78,  SO". 

37.  In  the  preceding  example  determine  how  the  results  are  modified  if  P 
is  replaced  by  a  horizontal  force  Q. 

AtK.  +.10530;  -A053Q;  .6330;  8'.33,  7'.97. 
3S.  An  arch  with  fixed  ends  of  100  ft.  span  and  25  ft.  riae  is  constructed 
of  metal  having  a  modulus  of  elaatidty  of  28,000,000  Ibe  per  square  inch,  and 
a  coefficient  of  expansion  of  .0000055.  If  the  temperature  rises  50°,  determine 
the  ordinatcs  of  the  linear  arch  at  the  springings  and  at  tbe  centre  and  ako 
find  the  horizontal  thrust.  Ana.  16'|:  554.4  lbs. 

39.  An  arched  parabolic  rib  of  64  ft.  span  and  8  ft.  rise,  carries  a  load  of 
2  tons  at  the  centre  and  at  8  and  16  ft.  from  the  centre  measured  horisontallj. 
Determine  the  axial  thrusts  and  shears  at  the  paints  at  which  the  weights  are 
concentrat«d  and  also  the  aba.  max.  B.M.  (a)  When  the  arch  is  pin-ended; 
(6)  when  the  arch  is  fixed  at  both  ends. 

Also  determine  (c)  the  deflection  in  each  case. 

40.  If  a  fiat  parabolic  arched  rib,  of  60  ft.  span  and  16}  ft.  rise,  is  loaded 
at  10  ft.  from  the  centre,  measured  horizontally,  with  650  lbs.,  draw  the  linear 
arch  and  find  the  B.M.  and  shear  at  the  point  at  which  the  weight  is  concen- 
trated. 

What  weight  at  the  centre  of  the  rib  will  give  tbe  same  horizontal  thrust? 

41.  A  parabolic  arched  rib,  of  80  ft.  span  and  13^  ft.  rise,  with  both  ends 
fixed,  carries  three  weights  of  2  tons,  4  tons,  and  6  tons  at  10,  20,  and  30  ft. 
from  one  end.  Draw  the  equiUbrium  polygon  and  determine  tbe  thrust  and 
shear  on  each  side  of  the  point  at  which  the  6-ton  load  is  concentrated. 

4a.  A  semicircular  arched  rib  of  40  ft.  span  is  loaded  at  the  centre  and  at 
two  points,  each  12  ft.  from  the  centre,  measured  horizontally,  with  a  weight 
of  1  ton.  Find  the  axial  thrusts  on  the  rib  at  the  centre  and  at  the  points 
iriiere  the  weights  are  concentrated. 

43>  Draw  the  equilibrium  polygon  for  a  flat  parabolic  arch,  hinged  at  both 
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ends,  of  100  ft.  span  and  20  ft.  rise,  loaded  with  e.  weight  of  2  tons  at  25  ft., 
meaaured  boritontally  frwn  the  centre. 

44.  A  flat  paiabolic  arched  lib  of  100  ft.  span  and  18  ft.  riae  is  hinged  at 
the  springing  and  carries  a  load  of  4O00  Ibe.  concentrated  10  ft.,  measuied 
horizontally,  from  the  centre.  Find  the  horiiontal  thnist  on  the  rib  and  also 
find  the  axial  thrust  and  shears  at  the  point  at  which  the  load  is  concentrated. 
Determine  the  three  points  at  which  the  B.M.  is  nil, 

4S-  An  arched  parabolic  rib  of  64  ft.  span  and  8  ft.  rise  carries  a  load  of 
2  tons  at  the  centre  and  at  8  ft.  and  16  ft.,  measured  tu>risontally  from  the 
centre.     Determine  the  thruata  and  shears  at  the  load  8  ft.  from  the  centre. 

4fi.  A  flat  parabolio-arch  rib  of  100  ft.  span  and  IS  ft.  rise  is  fixed  at  the 
springing  and  carries  a  load  of  4000  lbs.  concentrated  10  ft.,  measured  hori- 
zontally, from  the  centre.  F^d  the  horisontal  thrust  on  the  rib  and  also 
find  the  axial  thrust  and  shears  at  the  point  at  which  the  load  is  concentrated. 
Determine  the  three  points  at  which  the  B.M.  b  nil. 

47-  Draw  the  linear  arch  for  a  flat  parabolic  arch  with  both  ends  fixed 
of  22^  ft.  riae  and  90  ft.  span,  loaded  at  the  centre  and  at  one-quarter  span 
with  a  weight  of  1  ton.  If  both  ends  were  hinged,  what  should  be  the  weight 
at  the  centre  and  at  the  quarter  span  to  produce  the  same  horizontal  thrust? 

48.  Find  the  akin  stress  due  to  change  of  curvature  in  a  two-hinged  arch 
rib,  on  account  of  its  own  dead  weight,  which  produces  a  mean  compressive 
stress  of  6  tons  per  square  inch.  (£—12,000  tons  per  square  inch.)  Span, 
550  ft.;  rise,  114  ft.;  depth  of  rib,  15  ft.  Also  find  the  deflection  due  to  a 
stationary  teat  load  which  produces  a  further  mean  compressive  stress  fc  of  one 
ton  per  square  inch. 

49.  A  pin-ended  arch  of  100  ft.  span  and  25  ft.  rise  is  in  the  form  of  a 
circular  arch.  I^nd  the  horizontal  thrust  due  to  (a)  a  weight  of  100  Ibe. 
at  25  ft.  from  the  left  support;  (b)  a  horizontal  force  of  100  Ibe.  at  the  same 
point.  Ana.  (a)  67  Ibe. ;    (b)  55.7  Iba. 

50.  How  will  the  results  in  the  preceding  example  be  modified  if  both 
ends  are  fixed?  Aju.  (a)  54.6  lbs. 

51.  Draw  the  equilibrium  polygon  for  a  parabolic  arch  of  100  ft.  span  and 
20  ft.  rise  when  loaded  with  weights  of  3,  2,  4,  and  2  tons,  respectively,  at  the 
end  of  the  third,  sixth,  eighth,  and  ninth  division  from  the  left  aupport,  of  ten 
equal  horizontal  divisions.  (Neglect  the  weight  of  the  rib.)  If  the  rib  con- 
sist of  a  web  and  of  two  flanges  2)  ft.  from  centre  to  centre,  determine  the  maxi- 
mum flange  stress.  Find  the  flange  stresses  at  the  ends  of  the  rib,  and  also 
at  the  points  at  which  the  weights  are  concentrated.    Both  ends  are  absolutely 

^-  An..  ,,-1.98;  ,,-  -3.«4;  H-6«l«  u,m:  §:™5±?i^=, 

7.2Q76    7*3.4   6.86    629.28   7.6147    3236.76   8.1494    310.356 
AI'Al'AI'Al' 
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53.  The  axis  of  an  arched  rib  hinged  at  both  ends,  for  a  span  of  fiO  ft.  and 
a  rise  of  10  ft.,  is  a  parabola.  Draw  tbe  equilibrium  polj^n  irtken  the  ardi 
is  loaded  with  two  equal  weights  of  2  tons  conoentrated  at  two  points  10  ft. 
from  the  centre  of  the  span.  Also  determine  the  maximum  flange  strESS  in 
tl>e  rib,  wiucb  is  a  double-tee  section  2  ft.  deep. 

S3.  Solve  tbe  preceding  example  wtien  both  ends  are  fixed. 

Am.   y,-y,-V;     ff-3.3075tons;     ?:^±29p.     ^^    BJ(-2.025 

ft.-tons. 

54-  The  load  upon  a  parabolic  rib  of  50  ft.  span  and  15  ft.  rise,  hinged  at 
both  ends,  consists  of  weighta  of  1,  2,  and  3  tons  at  points  15,  25,  and  40  ft., 
respectively,  from  one  end.    Find  the  axial  thrusta  and  the  shears  at  these  p(Mnt«. 

Ant.  H-2.9915  tons;  axud  thnutt,  3.2595,  3.6^4,  2.8365,  and  4.59  tons; 
shean,  0.1231,  0.8179, 1.1806,  and  1.2536  tons. 

55-  Solve  the  preceding  example  when  both  ends  are  fixed. 

56.  A  paraboUc  arched  rib  of  100  ft.  span  and  20  ft.  rise  is  fixed  at  tbe 
springinp.  The  uniformly  distributed  load  upon  one  half  of  the  arch  is  100 
tons,  and  upon  the  other  200  tons.  Find  the  bending  moment  and  shearing 
force  at  25  ft.  from  each  end. 

Ans.  B.M.-|W+iV*.-|^+*^"■     S.F.  87i-.4ff,-112i+.4ff. 

57.  A  wTOUght-iron  parabolic  rib  of  96  ft.  span  and  16  ft.  rise  is  hinged  at 
the  two  abutments;  it  is  of  a  double-tee  section  unifonn  throughout,  and  24 
in.  deep  from  centre  to  centre  of  tbe  flanges.  Determine  the  compresuon  at 
the  centre,  and  also  the  podtion  and  amount  of  the  maximum  bending  moment 
(a)  when  a  load  of  48  tons  is  concentrated  at  tlie  centre;  (b)  wbea  a  toad  of 
96  tons  is  uniformly  distributed  per  horizontal  unit  of  length. 

Determine  (c)  the-deflection  of  the  rib  in  each  case. 

Ant.  (a)  —j —  +  — r— ;  max.BJtf.  isat  crown  and  —  252ft.4oHB. 


58.  Design  a  poraboUc  arched  rib  of  100  ft.  span  and  20  ft.  rise,  hinged 
atbotheodsandatthe  middle  joint;  dead  load— 40  tons  uniformly  distributed 
per  horiiontal  unit  of  length,  and  live  load  —  1  ton  per  borisootal  foot. 

59.  Show  how  the  calculations  in  the  preceding  question  are  aSected  wi^n 
both  ends  are  absolutely  fixed. 

60.  In  the  framed  arch  represented  by  tbe  figure,  the  span  is  120  ft.,  tbe 
rise  12  ft.,  tbe  depth  of  tbe  truss  at  the  crown  5  ft.,  the  fixed  load  at  each  top 

A  fc  \  JWy^J^vA^AAX^      joint  10  tons,  and  tbe  moving  load   10  tona. 

yyyjiJ"  ""^^C^t^    Determine  the  maximum  stress  in  each  member 

^^  with  any  distribution  of  load.    Show  that,  ap- 

[voximat«ly,  the  amount  of  metal  required  for 

tbe  arch:  the  amount  reqmred  for  a  bowstring  lattice  girder  of  the  same  spaa 
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and  17  ft.  deep  at  the  centre:   the  amount  required  for  a  j^irder  of  the  some 
qnn  and  12  ft.  deep  ::  100:155:175. 

«i.  Weighta  Wt,  W„  Wi...  are  conoentrated  at  a  series  of  points  in 
horizontal  girder  of  span  21  resting  upon  supports  at  the  ends,  the  correspond- 
ing  B.M^  being  Sf>,  M„  M,,  . .  .  respectively.  If  a  flat  parabolic  arch,  fixed 
at  both  ends,  of  the  same  span  and  of  rise  it,  carry  the  same  weights  at  points 
vertically  above  the  points  in  the  (^rder,  show  thai  the  horizontal  thrust  on 
the  arch  is 

15. 


63.  Show  that  a  weight  at  the  crown  of  a  flat  parabolic  arch  fixed  at  both 
ends  will  produce  the  same  horizontal  thrust  as  a  weight  at  any  other  point 
dividing  the  horizontal  span  into  two  segments,  ml,  fd,  if  the  two  wei^ta  are 
in  the  ratio  of  (mn)'  to  1. 

63.  The  steel  parabolic  ribs  for  one  of  the  Harlem  Hiver  bridges  has  a  clear 
opening  of  510  ft.,  a  rise  of  90  ft.,  a  depth  of  13  ft.,  and  are  spaced  14  ft.  centre 
to  centre.  The  dead  weight  per  lineal  foot  is  estimated  at  33,000  lbs.  and  the 
Uve  load  at  8000  lbs.;  a  variation  in  temperature  of  75°  F.  fram  the  mean  is 
also  to  be  allowed  for.  Determine  the  maximum  bending  moment  (assuming 
I  constant)  and  the  maximum  deflection.  (£- 26,000,000  Ibe.)  Show  how  to 
deduce  the  jAay  at  the  hinges. 

64.  A  cast^ron  arch  (see  figure)  whose  cross  sections  are  rectangular  and 
uniformly  3  ins.  wide  has  a  straight  horizontal  ex-  _  Dt'e'  •. 
trades  and  is  hinged  at  the  centre  and  at  the  abut- 
ments. Calculate  the  normal  intensity  of  stress  at  the 
top  and  bottom  edges  DjE  of  the  vertical  section,  dis- 
tcuit  5  ft,  from  the  centre  of  the  span,  due  to  a  ver-  p.  ^^ 
tioal  load  of  20  tons  concentrated  at  a  point  distant 
5  ft.  4  in.  horizontally  from  B.  Also  find  the  maximum  intensity  of  the 
riiearing  stress  on  the  same  section,  and  state  the  point  at  which  it  occuib. 
(Afi-21ft.  4in.) 


D.qit.zeaOvGoOt^lc 


D.qil.zMBlG001^le 


INDEX. 


Abutment,  Minimuin  thicknees  of,  894 

AccelentioD,  54 

AccumuUtora,  358 

Advantage,  Hechiuiical,  379 

Advantages  of  2, 3,  or  4  mam  trusaes,  679 

Ally,  32S 

Alloiranoe  for  weight  of  beam,  472 

Anchorage,  S43 

Andereon,388 

Ande  of  friction,  378 
'■     "  repoae,  305,  378 

Angular  velocity,  166 

Aoaealing,  239,  246 

Anti-friction  pivots,  395 

Arc  of  approach,  404 
"    "  rece»,  405 

Arch.  Three-hinged  braced,  59 

Arch  formula-.  Empirical,  895 

Arched  ribe,  883 

"         "    ,  DeHection  of,  930 
"         "    ,  Deformation  of,  930 
"        "   ,  General  equations  for,  933 
"        "  hinged  at  crown  and  ends, 

918 
"        "  with  fixed  ends.  919 
"        "     "    pin-ends,  910 

Arches,  883 

Area,  Reduction  of,  236 

Baker,  326,  891 

"       on  wind  pressure,  747 
Balancing,  180 
Ball,  377 

Batter  for  walla,  326 
Bauschinger,  237,  23S,  246 
Beam  acted  on  by  oblique  forces,  473 

' '     ,  Equilibrium  of,  102 

"     .Collar,  32 
Beams      of      approximately      uniform 

strength,  447 
Beams  fixed  at  both  ends,  436 
"      "  one  end.  439 

"        on  more  th&n  two  supports,  512 

"        resting  on  two  supports,  434 

"      ,Tubu^r,  431 

"       of  uniform  strength,  446 


651 

Belt  transniasioD.  395 
Bending  moment,  102,  124 

"  "      ,  Graphical  determina- 

tion of,  130 
"  "         in   a   plane  which   is 

not      a      principal 
plane,  478 
Bevd-wheels,  408 
Blows,  243 
Bochetj  377 

Boiler-joints,  Efficiency  of,  259 
Boiler-plate,  Thickness  of,  261 
Boiler-shells,  268 
Bouflflinesque,  324 

Bovey's  neutral-axis    experiments,  424 
Bow's  method,  12 
Bowstring  suspenaion  bridge,  721 
tniBs,  49,  717,  726_ 
"  with  isosceles  bracing,  736 

Brake,  396 
Breaking  stress,  239 

"         strength  of  pilUia,  595,   596. 
600 
Brickwork.  241 
Bridge  stressea,  680 

*'  "      ,  Grai^.  detonn.  of.  696 

"      ,  Three-hinged,  731 
"        truss,  Depth  of,  678 
"        trasses,  46 
"     ,  Types  of,  677 
Bridges,  626 
Brunei,  327 

Buckling  of  pillars,  895 
Built  beams,  488 
bulging  of  piUaTs,  594 
Bulk  modulus,  332 

Cable,  Cur\-e  of,  845 
"     ,  Deflection  of,  853,  854 
"     ,  I^engthof,  853 
"    .  Weight  of,  856 
"      with  sloping  suspenders.  Curve 
of,  861 


D.qit.zeaOvGoOt^lc 


Camber,  686 
Ctutilever,  102,  751 

"  boom  curve,  767 

' '  trussee,  751 

Cast  iron,  239 
Catenaiy,  S45 
Cauchy,  687 
Cement,  241 

Centrifugal  whirling  of  shafts,  6S7 
Chords.  750 

Coefficient  of  elasticity,  2ir,  232 
Coefficients  for  pillars,  Table  of,  601 

"  "  shapes    in    compressioQ, 

604     - 

"  of  friction,  377,  408 

"  "  rupture,  446 

Collapsing  pressure  of  tubes,  262 
Collar  bewn,  32 
Columns,  Flexure  of,  625 
Compound  etreee,  200 
Conoitions  of  equilibrium  tin  arch,  800 
Conical  irivots,  393 
Conjugate  etressee,  299 
Conetiuit  components  of  pTessure,  202 
Continuous  girders,  515 

"  "      ,  Advantages  and  dis- 

adv^ntagea  of,  535 

"  "     ,  Max.  B.M.s  at  points 

of  support  of,  637 
Contraiy  flexure,  Points  of,  51S 
Coulomb's  lawE  of  friction,  376, 888, 641, 

"  wedge,  324 

Counter-efficiency,  401,  406,  407 
Counterforts,  326 
Crane,  Bent,  35 

"     .Derrick,  21 

"     ,  Jib,  19  ■ 

"    ,  Pit,  21 

"    ,  Throw  of,  21 
Creeping  effect,  238 
Crown  of  arch,  885 
Cubic  strain.  345 
Curvature  of  a  beam,  419,  420 
Curves  of  deflection,   slope,  and    B.M., 
503 

"      "  norm,  and  tang,  stress,  458 

"       "   piston  velocity,  185 
Cylinders.  Thin,  258 
Cylindrical  pivota,  390 

Dam,  Equilibrium  of,  314 
Deflection  due  to  shear,  457 
"         of  arched  rib,  930 
"  "  cantilever  trusses,  761 

"  "  trusses.  Statical,  761,  810 

Deformation  of  arched  rib,  930 
Derrick  crane,  21 
Design  of  an  I  section,  496 

"  "a  50-ft,  plate  girder,  499 
"  "a  520-ft,  Hwing-span,  792 
"      "  127-ft.  riveted  span,  779 


Dilatation,  Coefficimt  of,  346 
Dmes'  wind-pieasure  formula  746 
Distortion,  335,  338 
Double-intersection  truse,  698  715 
Ductility,  236 
Dupuit,  388 
Dynamometer,  Prony's,  400 

Earth  foundation,  308 

"     pressure,  307 
Earthwork  theory,  305 
Easton,  388 

Effect  of  hkh-speed  belting,  398 
Effective  belt  tension,  398 

and  depth  of  a  girder. 


ienfth  t 
4S6 


Efficiengy,  102,  380,  404,  408 

' '         of  shaftins,  652 
Elastic  constants,  332 
"      curve,  466 
"      moment,  418 
Elasticities,  Tables  of,  263, 264, 266  271 
Elasticity,  215 

,  Coefficient  of,  217,  236 
"       .Modulus of,  217 
' '        ,  Ran^  of,  246 
' '       ,  Torsional  coefficient  of,  23i 
EUipee  of  etresa,  293 
Ellipsoid  of  strain,  344 
"        "  stress,  343 
EUiptie  integrals,  Tabke  of,  631,  633 
Endleas  screw,  334 
Energy,  158 

"      ,  Conservation  of,  161 
"     ,  Curves  of,  187 
''      ,  Fluctuation  of,  187 
"      ,  Kinetic,  155, 162 
"      ,  Potential,  165,  162 
"      ,  Transmission  of,  354 
Equaliuktion  of  stress,  423 
Equations  of  motion  and  enngy,  lU 

"         "  stress.  Genera],  339 
Equilibrated  polygon,  8S8 
Equilibrium  of  retainiog-wBlls,  313 
Equivalent  elongation,  236 
Erection  of  continuous  gicder,  537 
Euler's  strut  foimula;,  608 
Examples,   66,   141,   169-170,   180-1S4, 
189-214,  362-375,  409-115.  546-592. 
632-«40,  664-675,  820-841,  846-882 
Extrados,  886 

Eye-bar  proportions,  764,  765 
Eye-bars,  688,  762,  704 

,  Stresses  in,  430 

Factor  of  safety,  242 

Fairbaim,  237 

Fanehawe,  325 

Fatigue,  245 

Fink  truss,  54 

Flange  and  w^  rivet  connection.  687 


nyGoOt^lc 


flanged  girdera,  47fi 

"     ,  ClaHflification  of ,  479 
"  "     ,  Equilibrium,  of ,  480 

"  "     ,  Momente  of  resistance 

of,  482 
Flexure  of  column,  825 

"      .Work  of,  423 
Floor-bcama,  795 
Flow  of  leiMl,  257 

"     "  Bolidfl,  235,  254 
Fluctuation  of  ene^,  187 

"   stresH,  228,  244 
Fluid  preasure,  254 
Fluiditv,  Coefficient  of,  254 
Force,  SWring,  1(» 

' '     ,  Moments  of,  122 
Forced  oecfllaticHi,  225 
Foroea,  Polrgan  of,  3,  S 
Foundations  in  earth,  308,  327 
Frsmefl,  1,  19 

"      ,  Incomtdete,  2$ 
FfbhWr  fonnula,  377 
Friction,  370 

"  ,  Coefficients  of,  377,  405 
"  ,  Journal,  388 
"  ,  Laws  of,  376 
"  ,  Rolling,  385 
"  ,  Sliding,  376 
Fuller's  method,  898 
Funicjilar  curve,  99 
' '         polj^n,  3,  7 

Galton,  377 

General  equations  for  arched  rib,  933 

"  "       of  stress,  339 

Gin,  22 

Girders,  Hinged,  137 
Gordon's  formulie,  Rankine's  modified. 


Inclined  plane,  877 
Incomplete  fismes,  28 
Impulse,  158 
Inertia,  180 

"      ,  Moments  of,  7 

' '      ,  Variable  moment  of,  462 
Inflexion,  Points  of,  515 
lnt«mal  stress,  290 
Intrados,  885 
Isotropic  bodies,  332,  345 

Jeokin,  Fleeming,  377 

Jib  crane,  10 

Joint  of  rupture  in  arch,  892 

Joule,  159 

Journal  friction,  388 


601 

"         pillar  formula,  599 
Graphical   determination   of   slope  and 

deflection.  505 
Giraphicol     determination     of     bridge 

stresses,  696 
Graohof,  346,  657 
Gravit7,  Centres  of,  10 

"       .Bpecific,  155 

"      .Values  of,  155 
Gun-barrels,  158 


Hinged  girdera,  137,  536 
Him,  3M 

Hodgkiiiflon'fl  pillar  forroulie,  t 
Hooke-B  law,  217.  237 
Hooks,  Stresses  in,  430 
Home-power,  159 
Howe  tnias,  47 
Hutbm'fi  formuU,  16 


Reystoner  885 
Kilowatt,  159 
Kinetic  energy,  15j.  160 
King-post  truss,  27,  34 

Lamf,  341 

Lateral  bracing,  750,  783,  784,  789,  797 
Lattice  truss,  698,  704,  707 
Launhardt's  formula,  247 
Lenticular  truss,  721 
Levy,  324 

Limit  of  elasticity.  162,  236,  246 
Line  of  resistance.  888 
"     "         "  of  dam,  314,316,330 

"     "  rupture,  311 
Linear  arch,  888 

"         "    ,  Catenary.  899 

"  "  ,  Circle,  903 
"  ,EUipae.  903 
"   .  Gelieral,  908 

"         "    .  Geostatic,  907 

"         "    ,  Hydrostatic,  905 

"        "   .  Parabola,  902 
Live  load.  15 
Load.  Dead,  232 
Loads,  Accidental  (live),  16 

"     .  Distribution  of.  17 

"     .Live,  116.  232 

"       on  bridges  (dead).  680 
"      "       (live),  682 

"     ,  Permanent  (dead),  IS 
Lock-joint  truss,  38 
Long  struts.  616 

Mansard  roof,  6 

Masonry,  241 

Maximum  B.M.  at  points  of  support  of  a 

continuous  girder.  537 
Maxwell's  framed  arch, 
Mechanical  advantage,  379,  3^ 
Middle-third  theory.  891 


nyGoOt^lc 


Modulus  of  bulk,  332 

"        "  cubic  compreagjbilitj,  332 

"        "  elutioitf,  217 

"        "  rigidity,  29^,  338 

"        "  section,  421 
Uomeat,  Bending,  102 

"        of  foree,  122 

"        "  iuertiA,  Variable,  462 

416 


Homentum,  158, 160 

"         ,  ConaervatioD  of,  161 
Morin,  377,  388,  389 
Hortar,  241 


Neutral  axis,  416 

' '       surface,  416 
Normal  and  tangential  strasa.  Curves 
of,  458 

Oblique  resistance,  157 
Obliquity,  290 
Oscillatioa,  Forced,  225 

"         of  elastic  rod,  225-231 
Overturning  nkoment,  314 


Parallelogram  of  velocity,  163 

Pauli  truss,  713 

Pearaon,  242 

Peny,  545 

Petit  truss,  49,  715 

Piers,  52,  865 

Pillars,  593 

"     ,  Classification  of,  593 

"     ,  Manner  of  failure  of,  593 
Pin-bearing  pillar,  601 
Pin-connected  trusses,  680 
Pins,  688,  762,  807 
Piston  velocity,  Curves  of,  186 
Pivots,  Conical  393 

"      ,  Gyiindncal,  390 

"     ,  SchieU'a,  394 

"     ,  Wear  of,  392 
Planee  of  principal  stress,  292,  297  i 
Plastic  deformation  of  bar,  256 


Platform,  Position  of  bridge,  676 
Pole,  7 

Polygon,  Funicular,  3 
,  Non-closing,  6 
"        of  forces,  3,  8 
Poisson'B  ratio,  217,  346 
Poneelet,  324,  381 
Portal  bracing,  787 
Potential  energy,  165,  IW 


Pi    

Pratt  tnua,  C 


Prosaure  of  earth,  307 
Preasure  of  wind,  16 
IMncipal  pl&nea,  292,  397, 342 

Btreas,  292,  343 
Pnninpals,  13 
Prony'a  dynamometer,  400 
Purchaae  of  machine,  378 
Purlins,  13 

Queen-post  truss,  30 

Rafters,  13 

Rankine,  261,  389,  601 

Rankine's  earthwork  theory,  305 

Redtenbacber,  400 

Reinforced  concrete  bcAms,  443 

Rdations  between  deflection,  dope,  and 

bending  moment,  503 
Relative  velocity,  161 
Ronnie,  377 
Repose,  Angle  of,  305 
Reservoir  walls,  3^ 
Resilience,  218 
Resilieuce,  Table  of,  54S 
Resistance,  Line  of,  314,  316 
Retaining-walls,  313 

"        ,  Practical  nilea  for,  324 
Beuleaux  262,  392,  400 
Rigidity,  Flexural,  647 

"      ,  Torsbnal,  647 

"       ,  Modulus  of,  298,  339,  347 
Rivet  connection  of  flange  and  web  687 
Riveted  joints,  767 

"  "     ,  Efficiency  ot,  773 

II  "     ,  Fricttonof  777 

"     .Theoretical      deduction. 
770  ^ 

"       plates,  Strength  of,  766 
trusses,  680 
Riveting,  Chain,  768 

"       ,  Cold,  765 

"       ,  Hot,  765 

Rollers,  762,  791,  823 
RollinK  friction,  385 
Roof,  Mansard,  6 

truss,  36 

weights,  15,  65 
Rope  transmisuon,  395 
Rouse's  wind-pressure  formula,  746 

Saddles,  S44 

St.  Venant,  216,  324,  353,  647,  649 
Saltash  bridge,  721 
Sault  Ste.  MaiK  bridge,  683 
Schiele  pivots,  394 
Schwodfer  truss,  712 
Screw,  381 
"     ,  Endless,  384 


D.qit.zeaOvGoOt^lc 


Set,  218,  237 

Shafting,  303 

"       ,  Efficieiicy  of ,  652 

Shafts,  Distance  between  bearings  of, 
651 
"     ,  Non-circular,  647 
' '     ,  Torsional  strength  of,  d42 
"        under  bending  and  torsioD,  654 
"  "    variable  resistance,  649 

Shear,  216,  298 
' '    ,  Defection  due  to,  457 

Shearing  force,  102 

"        Htress,  Distribution  of,  453 

Shear-lecs  (shears),  22 

ShellB,  Spherical,  260 

Shocks,  243 

Shoes,  790 

Simple  shear,  298 

Single-intersection  bridge,  709,  714 

Skewbaek,  885 

SUp  of  belts,  399 

Sh^  and  deflection.  Graphical  deter- 
mination of,  506 

Snow,  Weuht  of,  15 

Spandrel,  &5 

Specification  for  pfflars,  006 

Specificatiooa,  783 

Specific  wei^t,  231 

Springing,  885 

Springs,  222-225 
' '      ,  Carriage,  470 
' '      ,  Deflection  of,  467,  468, 469, 472 
' '      ,  Eneisy  of,  467,  468,  469,  472 
"      ,  Flat,  464 
"      ,  Helical,  660 
' '      ,  Parabolic,  468 
' '      ,  KectangiJar,  468 
'  ■      ,  Spiral,  466 
"      ,  Triangular,  468 

Square-bearing  pillan,  601 

Stanton  on  wind  pressure,  747 

Statical  deflection  of  tniMea,  761 

Steel,  240 

Stiffeners,  782 

Stiffening  truss,  863 

Stiffness  of  beams,  451 


Straight-line  formula,  606 
Strain,  215,  216,  217 

"    ,  Compound,  290 
Struts,  15 

"     ,  Bending  of,  608 

"     ,  Long,  616 

"       intoraion,  611 

"       under  a  lateral  load,  610 

"       with  one    square    and    oi 
end,  613 

"         "     pin  ends,  608 

"         "     square  ends,  612 
Strength  modulus,  421 


Stress,  215,  216,  217 
Stren,  Internal,  290 
Stresses  in  bridge  members,  689 
Stress-strais  curve,  240 
Stringers,  686,  782,  793,  795 
Suspenders,  844 
Suspension-bridge  loads,  873 

' '  modifications,  875 

"  bridges,  842 

Table  of  ooeff.  of  axle  friction,  408 
"      "      "      "   linear  expansion,  268 
"      "      "      "   slidins  fnction,  377 
"      "  elliptic  integrals,  631,  632 
"      "  eye-bar  proportions,  764,  765 
"      "  factors  of  safety,  243 
"      "  highway-bridge  loads,  820 
"      "  moments  of  inertia,  '^ 
"      "  roof  weights,  67 
"      "  resiliences,  545 
"      "  section  moduli,  422 
"      "  shearing  strength  of  timbwlL 

270 
"      "  strengths, elasticitiu,  etc.: 
of  alloys,  263 
of  cements,  270 
of  concrete,  270 
of  copper  wire,  265 
of  iron  and  steel,  264 
of  manila  rope,  205 
of  rocks,  268-270 
of  timbers,  266 
of  wire  rope,  264 
"      "  transvnse  strength  of  timben, 

266,267 

"      "  valueeof  A,  A,,  and/,  601 

"      "        "    "  E,G,K,aad<»,  271 

"      "  weights  of  bridges,  814-819 

Telford,  891 

Temperature  effect  on  arched  ribs,  927, 

935 
Theorem  of  three  moments,  515 
Thick  cylinders,  365 
Thomson,  246 
Thiee-hinged  braced  arch,  59,  731 

"  bridge  truss,  62,  731,  739 

Thurston,  389,  390 
Toothed  gearing,  404 
Torsion,  216,  349.  641 
"      ,  Angle  of,  641 
Tornonal  ri^ity,  647 

"         strength  of  shafts,  642 
Tower,  390 
Traction,  348 
Tractrix,  3M 

Transformed  catenary,  899 
Transmission  of  energy,  3M 
Transverse  elasticity.  Coefficient  of,  347 

strength,  265 
Trellis  truss,  698 
Tresca,  254,  255 


D.qit.zeaOvGoOt^lc 


INDS^. 


Dria  of  velocity,  163 

od,  13,  23 

B,  Baltimore,  714,  715 

,  Bowstring,  44,  49,  50,  717,  726 

,  Bridge,  23 

,  Double-intersection,  714 

,  Fink,  54 

,  Howe,  48 

,  King-post,  27,  34 

,  Ijenticular,  721 

,  Lock-jaw,  38 

,  Pauli,  713 

,  Petit,  49,  715 

,  Pin-connected,  680 

,  Pratt,  48 

,  Queen-post,  30 

,  Riveted,  A80 

,  Root,  13,  23 

,  Schwedier,  712 

,  Single-intewection,  709,  714 

,  Three-hinged,  731 

,  Warren,  47 

Unifonn  strength,  Beams  of.  446 
Tlniformly  varying  pressure,  618 
Unwin'a  fonnula,  251 
Useful  work,  161 

Value  of  }J  tor  arched  rib,  88H,  922 
Values  of  A,  A„  and  /  tor  shapes,  604 
Vauban,  326 
Velocity,  153 


Vdodty,  Parallelogram  of,  163 

"       ,  Kelative,  164 
,''  ..  .  Triangle  of,  163 
Vibration,  Theory  of,  221 
Vohime  strain,  345 
VouBsoir,  885 

Waddell,  681 ,  682 

Walls  of  uniform  strength,  328 

Warren  truss,  47,  690 

Wear  of  pivots,  392 

Wedge,  378 

Weight  of  beam,  Allowance  for,  472 
"        "  snow,  15 

Weighto  of  roofs,  15,  64 

,  Tables  of,  263-268 

Weyrauch's  formula,  248 

"  theory  of  buckling,  620 

Wheel  and  axle,  402 

Whirling  of  shafts,  657 

Wind  loads  on  trusses,  783 
pressure.  16,  745,  783 

"       ,  Dine'a  formula,  748 

"       ,  Empirical  r^ulatioii,747 

"      ,  Eng,  Commission,  746 

„,  ,,       "      .  Rouse's  formula,  746 

WChler's  experiments,  237,  243 

Work,  155,  161,  162 
"      of  flexure,  423 

Wrouf^t  iron,  240 

Yield-point,  241 


D.qit.zeaOvGoOt^lc 


SHORT-TITLE     CATALOGUE 

PUBLICATIONS 

OF 

JOHN   WILET   &   SONS, 

New  York. 
Lokdoh:  chapman  &  HALL,  LMrnm. 


ARRAHOED  TJKDER  SUBJECTS. 


ookg  mirkci]  vlth  in  utcr 
>ki  told  UDdtrlho  tuIbs  o 


AGRICULTURE. 

AimtbT'i  Uumil  o)  C>ttl>-f  (edlng lano.  ti 

Piiociplt*  ot  Animal  nutrition 8to, 

Bodd  mnd  Huuea'i  Ameriun  HonlcuHurd  Huiut: 

Put  L  PropaSBtlon.  Cultuia.  and  Impionaent. 

Part  IL  SrsttoMttG  PomoloiT. 

Downlnc'i  PruiB  and  Fmit-tias  of  Amniea 

Sniotfi  £ii<liMeiiiU[  for  Laud  Dnlnacc 

PiacticaJ  Fum  Dialoige 

Gricn'i  Piinciplei  of  Amtrican  Forestry. 

Orotinlatfs  Piiaclpln  of  Hodun  DaiiT  Practica.     (WolL) 

Kdop't  Land>c>p<  Oaidcalng 

Harnard'fl  Landscape  Gajdanicg  as  Applied  to  Home  Deeoratlc 
SaDdsnoD'i  InHctl  Injurioui  to  Staple  CiopL 

InsKt*  Injiirloiu  to  Gaideo  Crop*.     (In  ptepuauon.) 

Iniacti  Injurinc  Pruitt.     (In  piepanlion.) 

Btotiibrid«e'»  R«*"  and  Solh. 8™, 

WoU'a  Handbook  lor  Faiiaus  and  Dairymen. 

AKCHTTECTURE. 

Baldwin'*  Steam  HeatiiiB  for  BuUdlncL  . 
Buhor.  - 

if  American  Ballroadi. , . 
Blifanire'a  Pluming  aad  Cooetnictlan  of  a"**^^f»  Theatree-  - ' 

Arcblteetural  Iron  and  SteeL 

Compound  Rl*aled  Olrdere  at  Applied  Id  Bnildioti. 

Ptenntng  and  CoDitmclion  of  B 


Brio's  Uodem  Anurican  School  BiitMlngi, . 

Carptnter'i  Heatlns  and  Ventilallni  ol  ~ 

Treltat'i  Arcbiuctural  BoglnMrint. 

PiieprooOiic  at  Steel  BnlMinji. 

Treoch  and  Ires's  Stareotomy. 

Oerbaid's  Onide  to  Sanitary  Honie  Inspection. 

llieatro  Tint  and  Panics 

Holly**  Carpenlen'  and  Joinen'  Handbook 

(oiuaan't  Static*  by  Alcehralc  and  Graphic  Uetbods. . . 


D.qit.zeaOvGoOt^lc 


KIMm'*  ArehiMeli'  uid  BnlUcn'  PockM-boak. 

■aiilll'i  StonM  for  fiuUdliij;  and  Dwoi&Uoa 

Hoa-mstsUIc  Micenk:   ThairOccuiroiGc  and  Dmi.  . 

lloiichton'i  SUlT-bnUdiiv. 

Patton'a  Practical  TnatUa  on  Poimilatioiu. 

Peabody'i  Ilaval  Atchltactora 

KicheA  Handbook  (or  Suptrlntandeati  of  ConitmetlDn. , . 
SaUn'i  Indtutrial  and  Artiitlc  I«luiok«7  ol  Fainu  and  V 
Slebift  and  Blgglu*!  Hodsra  Slons-cutUnf  and  Haaaoir.  . 

Snow'a  Principal  Spadai  of  Vood. 

SoDdcrickcr'i  GnpUc  Static*  with  Appbcationi  to  Tiubh,  Bunw,  and  AiclMa. 

Law  of  Opentiom  PreUmlnai?  to  Cooilructlon  in  Enfinoarlnc  ani 


Vood*!  Ruitltaa  Coatliiai:  Corroalon  and  Etoctrolyila  of  Iron  and  Stall .. Std, 


Tha  World's  Cohunblan  Eipodtian  of  1B03 LaT(«4ta,     i 

ASMY  AMD  HAVY. 

BamadOD'a  Smokeka  Powdu,  Mitro-ccUnloH.  and  tb*  Tb«rr  of  the  CtlhitoM 


•  finifTa  Tait>book  Ordnance  and  Ounntrr -  ■ 

Chaa'a  Screw  PioiieUers  and  Marint  l-npulticr,.     .  . 
Ckike'i  Qonnar'a  Examiner 

Crali'a  Allmuth. 

Cnbora  and  Stuiir'a  Pobuiilnc  Pboto-chronosiaph. 
Cronkhlta'i  GniuuiT  for  HoD-comnilaaiaocd  Ofllcsri. 

•  DBTla-i  ElamanU  of  Law. 

•  TlsaOia  DD  the  HlUtarr  Law  of  Cnltad  Statea. 

De  Biack'a  Canby  Outpoata  t>Dtlca.     (Can.) 

Dlali'i  Soldier^  Fiisl  Aid  Handbook 

•  Dndio'l  Hodem  French  ArtilleTT 

Durand'a  Rniitanca  and  pTDpuliioD  of  Shipa. Bra, 

■  Drer's  Handbook  of  Lisht  Artiilery. . 
£inkr>a  Hodem  High  Eiplotina. Svo, 

•  riebaiar'a  Teii-book  on  Fitld  FortlflcBtlon 

BamiKoo'i  The  Gunner'a  Catechlam 

•  HolfB  Elementary  Baval  Tactlca. 

Infalli'i  Handbook  at  Ptoblam*  In  Direct  Fire. . . 

•  Balliilic  Tablea. 

•  Lrona'a  TreatUe  gn  Eletlronuienetic  Phanameni 

•  Hahan'a  Permanent  Fartiflcatioiu.    (HereurO . 
Manual  foT  Courta-martlal. 

•  Hereur'a  Attack  ol  Fortified  Placea 

■  Elamanta  of  the  Art  ol  War. . . 
VatcalTi  Coat  of  Hanufactnna— And 

•  Ordnanca  and  Gunnery,     a  vol 
Ifniray'*  Infantry  Drill  KeiulatloDa. , 

XUon'a  Adjutanta' Hanual. 

Paabody*!  Haral  Aicbllactnn. 


H  AdnlDlamtlon  of  Voitabopa,  Sto. 


D.qil.zMBlG001^le 


•i^ialp*^  Pndto]  Harliu  9im*Tliig. Sto,  I 

PewBll'i  Armr  OtBcer*!  Eximintt. iimo,  4 

Sharpe'i  Alt  of  SubilitiDa  Aimi«  In  Vu. iSmo.  morocco,  i 

•  Vilka's  L«luin  on  SiphMina. Sia,  4 

■  WbMln'i  Sittt  OpwaUoDi  uid  HlUtnT  Kinbc. 8to,  3 

Wlnthrop^  AbrldgmtBt  M  HIHtu?  Law. lamo,  3 

VoodbulTa  HoU*  OB  lOBtuv  HTKitiu itimo,  i 

Tonne'*  Simple  Elemuit*  of  HBTlgatlon i6mo>  motocco,  i 

StcoDd  Sdltton,  Eolugad  ukd  Rtrtnd. i6nia,  moiDcco.  a 

ASSAYIHG. 
Flctchsr'i  Piadkal  Initnictioiu  lu  Quantiutlve  Anaylos  wl(li  Ihi  Blowiipe. 

PnmiAn'i  Uunul  of  FncCical  AniTinf Sto,  1 

Lodte't  Hotea  on  As«iyia<  uid  If cUlluiticai  Labontoir  Eipnlmetiti ....  Svo,  : 

O'Diitcoll's  KolH  OD  the  TrMtmenl  d(  Gold  Ont. Sro,  : 

Rlckttti  and  Miller'*  Jtotta  on  Aswylog 8»o,  i 

Wkt't  Hodein  ElecCrolytlc  Copper  Rcfiuini Svo,  ; 

Witeon'B  Cyanide  PTocoMes. limo,  1 

Chloiinatlon  Procen. ,iimo,  1 


ASTROnOHY. 

CoralCock'B  Flald  Aitronomr  for  Englneen 

OoalltUg't  TrMtlM  on  Practical  Aatrooomy 

Goie'i  Elsmenti  of  Oeodny. 

Bartord's  Teit-book  of  Coodatlc  Astroaomy 

Hccriman'i  ElamenU  of  PkcIh  Surveying  and  Gcodtty. 

*  Hichie  and  Ha/low*!  Praelical  Aitiononiy 

*  Whitc'i  ElinunU  of  Thsoretica]  and  Suciiptln  Aitronomy  . . 


BOTAFY. 

f  eChodi,  with  SpecUJ  Rcie: 


B  to  Bioloijul  VailatioD. 


CHEMISTRY. 

Adrlaac*'*  Laboratory  Cakulatlou  and  Specific  Orailty  Table! 

Allen'i  Tablet  for  Iron  Analyiii. Sto, 

Amold'a  Compendium  of  Chemistry.     (HandeL) Small  S10 

Bemadou'a  Smokeku  Powder.— mtro-cafluJon,  and  Theory  of  the  Celiuloi 
Holecule 

Billon's  QuaatltatlTa  Aoalyda. 

*  Bcownlni'i  Introduction  to  the  Rarer  Element!  

Bruth  and  Penfield'i  Manual  of  DetgrmlnatiTe  Hinerolosy Svo, 

Clanes'e  Quantitative  Chemical  Analyiia  by  Electrolyiis.    (Bohwood.).  .8vo 

Cohn'i  Indicator!  and  Tdt-papen. iimo 

Teat!  and  Reacent). 8to 

Crafts'!  Short  Coune  In  Oualltative  Chemical  Analyst.  (SchaeCer.). .  .iimo 

Doleialek'f  Tbeorr  of  the  Lead  Accumulator  (Storage  Battery).       (Von 
Ende.) 

Drechoel's  Chemical  Reaction*.     (UeirilL). 

Dutaem'i  TbermadynaiQic*  and  Cbamiatry.     (Btugen.). 

Xislelt  Modem  mgh  ExploiiveL 

'■  Enzymee  and  their  Application).     (Prewott.) 8*0,    j 

's  lolioduction  to  Ctiemlcal  Preparatloo*.     (Dmilap.). 


D.qil.zMBlG001^le 


Vtatchcr'i  PncUcia  lutructioni  la  QuantltttlT*  AMarisi  with  Uw  Bloapii^ 

Fowler'i  Scmca  Vfaila  iatljim 

VtMtnliu'*  Hanual  o(  OiulltatiTe  Cbemlul  Atmiy^*.     (VelU.). . . 

Muiiul  of  QiuliUtlTc  Chtmlcal  AoMljtiM.  Put  L  SaiKriptiTa.  (Walb.)  Bro, 
Sntem  ol    IiutrucCioii   In    Qiuntiutin    CluD^cal  AnaiFsit-      (Coho.) 

TaartM'i  Wattr  and  Public  HuHh. 

Fonnan'i  Mmu«l  of  Pnctlcil  Amjiiic. 

*  Octman't  Eiercius  in  Phytlcal  Chamlstry. 

Gin'i  Gu  and  Fnel  AualfalB  for  SoglBMn 

Oratxnltb'i  Pnodplu  of  Uodera  Dati;  Pnctle*.     (WoU.) 

EamnuiBtco's  Tgxt-book  of  Pbyilolosical  CtumiUry.     (HaodeL). 

Bclm*B  Prlndplsi  of  Hathanutlca]  CbuiUtrj.     (Uorgan.) 

BerLng'ft  Ready  Referesce  Tablei  [CoiiTBnion  FactonJ.  .....  i6d;c 

Hind's  laoiganlc  Chemittry 

*  Laboratorr  Manual  for  Studenti 

Hothnutc'a  Tgit-book  of  InorcaDlc  CbemlMrr.     (Cooper.  1 

Teil-book  or  OigmAlc  CbamiaCry.     (Walker  and  Hott.) 

*  LaboraloTT  Kannal  of  Orianic  Chamiiliy.     (Walker.) 

HojtkiniTe  Oll-cligralat*'  Bandbook. 

Jackson's  DlrtcUoni  tor  Laboratory  Work  in  Pbyiiok}(luil  ChuniiUT.  Sro, 

Kmp'i  Cast  Iron. 

I^dd**  Hanual  of  Qnantitatlve  Chtmical  Analjsis, 

Land>uer*s  Spectrum  Analyaii.     ITlncleO Brf 

*  Lancworthy  and  Aiuten._      Tbe  Oceurreuce  .of  _AI 


iral  Wall 


ible 


Lusar->Cobn*B  Practical  Urinary  Analyiis.     (Lorenz.) 

AppBcatlon  of  Some  General  ReactloDS  lo  Inreitltatlods  In  Orianic 
ChamlstTy.     (TiniltO- 
Lotcb's  The  Inapectlon  and  Analyila  of  Food  with  Special  Kefcfenco  to  SI 


LSb'a  Electrolyiis  and  ElectTDiyntbesls  of  Organic  CompouDds.  (Lor«ai.).ii 
Lodffe'l  Hotel  ou  Anaying  and  Hetallur^ca]  Laboratory  Experiments. . 

LuDse'i  Techno^bemicHl  AnalyilB.     (Cobn.) 

Handera  Handbook  lor  Blo-chemlcal  Laboratory 

■  Martin's  Laboratary  &u)de  to  QuallUtive  Anal:^li  with  the  Blowpipe  - . 
Hasan'*  Wator-cupply.     rConridered  Principaltr  Iroai  a  Sanitary  Standpoint.) 

3d  Bdition.  RewtlttCD 

EiamlnstloD  of  Water,     (Cbamlcal  and  BactoriolocicaL) i 

MatthewV  The  Taitila  Fibres 

Heyer'i  Determination  of  Radicles  In  Carbon  Conpoondt.     (nnfle.).  .  i 

■iller'i  Manual  of  Assaying i 

HiiteT'i  Elementary  Text-book  of  Cbemlstry. i 

Horgan's  Oatline  of  Theory  of  Sohitian  and  its  Remits i 

Elements  of  Phyilcal  ChcmlBtry ] 

Hone'i  Calculations  used  In  Cane-sugar  Factories. ifimo.  moi 

Humken's  General  Hethod  (or  the  Identlllcation  of  Pure  Organic  Compcmnda. 

VoL  I Large  8vo.    : 

(yBrine's  Laboratory  Guide  in  Chemical  Analysii .Sro, 

OlMscoirs  Hotel  on  the  Treatment  of  Gold  Ores. 

Ostwsld'F  ConversatloiiB  on  Chemistry.     Part  One.     (RimBcy.). 

Ostwald'i  Conversation!  on  Che  miitry.     Part  Two.     ITurnbulll.     llnPreia.} 

■  Peofleld's  Hotel  on  DetermlniitiTe  Mineralogy  and  Record  ot  Hlneral  Testa. 

nctefs  nta  Alkaloids  and  their  Chemical  Constltullon.     (I 

noner's  IntrodtKtloo  to  Organic  Ctaemistry.    (Aoilen.) 

Poole's  CalorlOc  Pawn  of  Fuels 

PrescoMand  Vinalow's  Elements  of  Water  Bacteriology,  with  Special  Rilrr- 

MM  to  Sultkwr  Water  Asaljsis. 
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■  Riiiic'i  Onlda  lo  Plact-dTeloC - 

Kictuidi  ud  Woodmxn'i  Ak,  Watii,  and  Food  f  lom  ■  Suutti;  Standpoint  Svo, 

Richaidi'i  Coit  of  LiTii>«  as  Hodiflad  b;  Sanitarr  Sciaau. . 

Coat  al  Food,  a  Study  la  Dislarlea 

•  RIcbaidt  and  WiUlami'i  Thg  DieUir  Computer 

Rickstli  and  RuaHlI'i  Skeleloa  Kola  upon  iDorfaulc  Ch*miati7-     (Part  I. 


c  Elcmi 


Slcktttl  and  Hiller'i  Hotel  on  AiaaTinc 

fiideal'i  Se«ac«  and  the  Bacteiia]  Purification  of  Sewaca. . 

Dliinlectioii  and  the  Preiervatioil  of  Food 

Riu'i  BlBBcntaiy  Hanual  for  the  Cbgmieai  Laboratorr.  . 

Roftoiki'i  Serum  Diasoofis.     (Bolduan.) 

Roddiman'i  Incampatibilltiea  In  Preiciiptiona. 

Sable's  laduttrial  and  ArtiitlE  Technolocr  of  Palnti  and  Varolili. Sk>, 

Salkowiki'i  PbyilokiEical  and  Patbototlcal  CtaemiUrr.     (OradorO.)- 
Schimpf'B  T«il-h«>k  of  Voliimetric  Analyua  . . 

EMentiaJa  of  Volumetric  AnalyvU.  - , 
Speneer'i  Band 

Handbook 
Stockbridse'i  B 
*Tiaiiuui')  Elementary  Lcmoi 

•  DeuriptiTe  G( 
Treadwell'a  QuallUtive  Analytli. 

Quantitative  Anatyaii.  (Ha 
Tnmeaure  and  KuaHll'i  PubUc  \ 
Van  Daieoler'i  Physical  Digmiatry  for  B«(lniiM).     (Boltwood.) 

•  Walke'a  Lacturei  on  EiploaiTea. S-o 

Waibiniton'i  HanuBl  d1  the  Chemical  Analysis  ol  Rocks. 8"o 

Waa&Ermann's  Immune  Sera :  Hemolyiina,  Cptotoiina,  and  Predpitlna.    (Bol- 


WeU'i  Laboratory  Guide  In  QuaUtalive 
Short  Course  in  Inorganic  Qualital 

Teit-book  oF  Cbemical  Arithmetic 
Wtalpple't  HIcroecopT  »'  Drinlilnc-wati 
Wilson's  Cyanide  Proccssn 


WulUos'i    Eiemi 
Cbemisi 


1   Ino 


:.  Pfiarmaceutical,  and  Medical 


CIVIL  EHGIITEERING. 
BRIDGES    AHD   ROOFS.       HYDRAULICS.       MATERIALS   OF   EBGIBEERIHi 
RAILWAY  EHGINEERIIfC. 

Baker'a  Engioears'  Surveying  Inatrumeols. 

Biiby's  Graphical  Computing  Table Paper  lot  XMl  < 

■■  Burr'g  Ancient  and  Hodetn  Bcgiueering  and  the  Iithmlan  Canal     (Pottage. 


Comatock'e  Field  Astronomy  for  Engineeia. 

Davis'i  Elevation  and  StadU  Table*. 81 

Elliott's  Engineering  for  Land  Drainage. . . ran 

Practical  Farm  Drainage. iin 

»Fiebeger'i  Treatise  on  Civil  Engioeeting 81 

Folwell's  Sewerage.     (Designing  and  Hainlenance.) 81 

Feci  lag's  Aichitectural  Engloeeiing.     ad  Edition,  Rewritten 81 

French  and  Ives'a  Stereotomy   Bi 

Goodhue's  Municipal  Improvemenla. IJD 

Goodrich's  Economic  Disposal  of  Towns'  Refuse 81 

Gore's  Elements  of  Geodesy Si 

Hayford's  Teit-book  of  Geodetic  Astronomy. 8' 

Bering's  Ready  Reference  Tables  (Convenlon  Factors) i6mo,  moroci 
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Bowa-i  RaUioins  W«l]i  its  Butb. 

JohDtOD'i  (J.  B.}  TbcOTT  and  Pnctii:*  of  Surtriac. Sun 

johuon*!  (L.  JO  Static*  br  Alobnlc  ud  GnpUc  Htdiad^ 

Lcplue'*  Philouphica]  Em*t  on  PiababiliUa.    (Trouott  and  Bmorr.) 

Ibhu'm  Trutise  on  Civil  EncioMrinx.     (iBtj.)     (Wood. ) 

■      Detctlptlvi  OcomelrT. 

uiMDti  of  PnciH  Snmrlni  and  Owd»T. 

jf  Sanltiry  En£int«rin£. .  .......................... 

Brook»*B  Handbook  for  SartrjoTm. iAdhh  m 

Hncrat'l  Pluc  Surrerini. 

Osden'e  Sewer  Dmlgn 

Iiatlont  Trmtiu  on  Civil  Ensinceriac 8ra  half  J 

Reed*!  XopoEiBphlu'  ~ 


Bldul^  ScvBci  uid  tha  B«clBrki  PuriflMltoo  of  BemLt. 

8Ub«rt  and  Biatn's  Hodem  StoBe-ciinlii(  and  MaBoniT. 

Smith'!  Honiul  of  Topographiul  Dnwlnc.     {MclDIlin.) 

Sondcricker*!  Graphic  Static*,  wltli  AppEicattoni  to  Tnuxa,  Baami,  and  Ai 

liarloT  and  Thompaon**  Itaatlw  on  Coocrata.  Plain 

•  Trautwina'a  CItII  Sniinear'a  Pockat-book. 

Wait'a  EnciDcarios  and  Arcbltacttml  JoriapnidcDCC Sio, 

Sb«ep, 
Law  of  Operation!  PrelimlnaiT  to  Comtnution . 


Law  of  CoDtracM. . 
Wairen'a  Steieotom] 
Vabb'i  Itebkmi  Id  the  Cae  and  AdiDitncot  of  £ 


BRIDGES  AITS  ROOFS. 

m  the  Conatncttoaof  bonHlihwaTBiidfaa.  Sro, 


iller'i  Practical  TreatiM  i 
Thanua  RItbt  Bridge. 
ut'i  Coune  on  the  Streiaea  In  Bridge!  and  Itoof  Tiunei, 


d  RIU,  aod 


Btvr  and  Falk'i  InSunce  LIdm  lor  Bridca  and  Boot  Computations .  . .  8>o,   ; 

Dn  Boii'i  Hechaniu  of  Englnaarloc.     VoL  D. Small  410,  11 

Foiter's  Treatise  on  Wooden  Tteatle  Bridsea. 4(0,    • 

Fowler'D  Ordinaiy  Fi 
Oreaae'e  Roof  Tmuea, . 

Bridge  Trunea. .... 

Archet  io  ~ 


Howe 'a  Treatise  oi 


I  of  tinple  Sool-tniue!  in  Wood  and  SleeL Bro.  : 

Johnaon,  Bryan,  and  Tumcaurc'i  Thaotr  and  Practice  in  tba  Deaitnlng  of 

Hodein  Praniad  Stivctnieg Small  4)0,  lo 

Herriman  and  Jacoby's  Text-booh  on  Roofi  and  Bridgai : 

Part  L     Strease*  In  Simple  Tmaiei. 8to,  : 

Part  n.     Graphic  Static!. Sro.  : 

Pari  m.     Bridae  Dealta Bra,  1 

Part  rV.     filgher  Stnicture*. 8to,  i 

Morlfoo'l  Hemphli  Bridge 4to,  it 

WaddelTB  De  Pontlbus,  a  Pocket-book  for  Brldfe  SngiDeen. .  lAmo.  morocco.  ^ 

Specificatloiii  for  Steel  Bridgea iimg,  1 

Wood'i  Treailee  on  the  Tbeory  of  the  Comlmction  of  Bridge!  and  RaoTi.  Sro,  3 
Vtighl'l  Dealenlng  of  Draw-aplDi: 

Part  I.     Plate-girder  Draws. , .Sro,  3 

Part  n.     Rlieted-tniu  and  Pin-connected  Long-ipan  Drawi. 8*0,  3 

Ivo  tart*  la  ona  volvma. Bn,  j 
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HTDRAUUCS. 

Buia't  Eiperinunt*  npeii  tha  CoDtiaEIloa  of  tlu  Liquid  Vdn  tuning  from 

■n  Oriflca.     (Trautwine.) 8»o,    ; 

BoTtr'i  Treatiu  oo  BTdnnliu. Svo,    : 

Church"!  Hechwiica  oi  EndiiHiiiig 8to.    i 

DUgnuni  of  Ueaa  Velocllr  of  Vatei  in  Open  Chulncli »>Dct, 

CofHa'i  Gnplitcal  Solution  of  RydrkuUc  Pioblniu. ifimo,  morocco, 

Fktber'i  Dynamamcttn,  and  th>  HeasurBmcDt  of  Power iimo,    . 

Folwell'i  W«ttr-aop[ily  EDiinaerinc. ,Bto,    . 

Frinll'e  W»ter-i«wer 8vo,    ; 

Fuertes'i  Water  «nd  Public  Hwlth iimo. 

W»ter-fi]tr«tion  Worki. "mo, 

G«n(uLll«it  and  Kutter'E  Gem 
RiTcn  and  Othsr  CI 

IUmb's  Rhmtion  of  Public  Watar-iuppir 8vo,    ; 

Hailehursfi  Tower!  and  Tanks  for  W«tir-wotk«. 8»0,    : 

Hetichel's  115  Eiperimentt  on  thi  Carrring  Capacity  of  Large.  Riveled.  HeUi 


Uaun'i  Water-aupply.     (Considered  Principally  from  a  Sanitary  Slaadpolnt.) 

em,  i  00 

Merriouui's  Trealiu  on  BydranUci. 8to,  s  <" 

•  Michie'a  Elements  of  Analytical  Mechanics 8ra,  4  <Xi 

Schuyler's  Rtserrolrs  for  Irdgation,  W*ier-pow*[,  and   Demectle  Water- 
supply. Larft  8vD,  S  oo 

••  Thomas  and  Watt's  ImpTOvemenl  of  Rirers,     (Post.,  44c.  additiaDaL).4to,  6  a« 

Turoeaure  and  Russell's  Public  Watei-suppUea 8w,  s  <•» 

Tecmann's  Design  and  Construction  of  Dams. .4to,  3  00 

Water-supply  of  tile  City  of  Hew  lorlt  from  1658  to  1895. 4(0,  10  00 

Williams  and  Halen's  Hydraulic  Tables Bto,  i  so 

Wllaon's  Irrigation  Engineering. Small  8to,  4  00 

Wolfl'j  Windmill  as  a  Prime  Mover 8to,  3  00 

Wood's  Turbines 8»o,  3  $0 

Elemeots  of  Analytical  Hechanlcs 8ro,  3  00 

MATERIALS  OF  EKGinEERIHG. 


Black's  Dnited  States  Public  Works ..Obloagtfto,  s  00 

Bovey's  Strength  of  Hsierials  and  Theory  of  Structures gn>,  7  50 

Burr's  Elasticiir  and  Resistance  of  the  Materials  of  EDgiasniag 8to,  t  90 

Byrne's  Highway  Construction 8to>  ;  00 

lospectloD  of  the  Haterlals  and  Workmaiisblp  Employed  la  Construction. 

Church's  Hecbanics  of  Engineering 8vo.  6  00 

Du  Bois's  Hscbaoici  ol  EogineerlDg.     Vol  I SmkU4tD,  7  go 


Keep's  Cast  Iron Bto.  a  50 

Laoia's  Applied  Hecbanics Svo,  7  50 

Kartea's  Handbook  on  Testing  Materials.     (Henning.)     1 10b. Bvo,  7  so 

KerriU's  Stones  lor  Building  and  Decoration Sro,  j  so 

Heiriman's  Mechanics  of  Materiali.                                8to,  5  00 

Strength  of  Haterials iimo,  i  oo 

HetcaU's  Steel     A  Manual  (or  Steel-usen. lamo,  a  oo 

Patton's  Practical  Treatise  on  Foundations. 8to;  s  00 

Ricbardsou's  Hadem  Asphalt  Pavements .8(0.  3  00 

Rockwell's  Roads  and  Pavemeata  in  Fiance lamo,  i  » 
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at  Paints  uil  VunlllL. .  . 


Sabln-t  IndiutiUl  and  AitUtii:  TKhnolosr  ol 

0mith*i  Materikli  of  Ukchiiui 

Soow'i  PiinclpBl  Sp«ic*  of  Wood. . . 
SpaMlnc'i  Hrdnulic  Cement 

Tut-booh  on  RmiU  and  Pi 
Tayloi  and  ThompKin'B  Trcatlu  on  ConcreW,  Plain  and  Kelnfare«d.  ■  ■ 
Xliantda'i  Katgiiala  of  Enclneeiing.     3  Puti 

Part  L     Hiid-niBtBlIlc  HatsrUli  of  En^Dwrlog  lad  HataUurcr. . 

Put  n.     Iron  BDd  8te«L 

Part  m.    A  Tnatiu  on  Braun,  Broniei,  and  OUur  AQora  and  th^ 

CoDBtituont* I 

Ibimtoo's  Tcit-booii  ol  the  Halsriak  of  Conitnictian { 

TUkon'i  StTHl  Pannunta  and  PiTiDB  Kataridt. E 

WaddalTi  Do  Poatlbus.   <  *  Podicl-book  for  Biidfc  BDcinten.] . ,  iGoo,  m 

SpKiflcatlCina  for  Sb..  1  BridcM. iii 

Wood-a  (Da  V.]  TreatUc  on  the  Reaittanca  of  Haterlali,  and  ai 

the  PratervaUon  of  Timber 

Wood'*  (Da  V.)  ElenunB  of  Analftlcal  Hechanlci 

Wood'!  {U.  P.J  KoftleH  Coatinsa;    Coiroaion  and  ElacDolralB  ol  Iran  and 

Steel, B»o.    , 

RAILWAY  EITGIHEBRIITO. 

Andrew'*  Handbocik  for  Strtet  SaUwar  EnclDecra .31s  Ii 

Barg'a  Buildlnga  and  Stncturn  ol  American  Kalltoad* 

Brook'*  Handbook  of  Street  Railroad  Locattou. 

Butt*  1  aril  Bocinaer'*  Field-book. 

CiaodaU'i  Tranution  Ciil*e 

Railway  and-Othei  Earthwork  Table*. 

Cawion'*  "EncinMiinc"  aad  Electric  Traction  Fockat-book. . 

DredEE'i  Hiatory  of  the  PeniurlvaDla  Railroad:   (1879) Paper, 

•  Diinker'B  Tunnelliac,  EiploiiTe  Comiwund*,  and  Rock  Drill*. 4 

FUhcr'iTable  of  Cubic  Yards Cardboard, 

Oodw in'*  Railroad  Enclneen'  Field-book  and  Eiploren' Quids . . 


I  and  En^ 


Cubic  o 


MotBica' 


Molitor  and  Burd'i  Manual  for  Realdent  Encirweia. i6m 

Ra^'*  Field  Manual  for  Railroad  Enfinean. iflmo,  morocc 

mibridt'i  Field  Haauot  for  Eoflneen. itimo,  morocc 

Searle*'*  Field  EnciueeHus. iGmo,  morocc 

RaUroad  Spiral tOmo,  morocc 

Taylor's  Prlimoldal  FononlB  and  Bartbwork. Si 

■  TrBDtwioe's  Method  of  CalculatiDs  the  Cube  Content*  of  EicavatioiiB  ai 
Embankmeot*  hj  the  Aid  ol  Diagrams. gi 

The  Field  Practice  of  Larins  Out  Circular  CurTei  for  Roltroads. 

CroiHectlon  Sheet Papar. 

Wabb**' Railroad  Conatiuction i6mo,  mo 

Wellington's  EcoDomlc  Tbaorr  of  the  LocaHoD  0/  RoltwaT*. Small  8vo>    • 

DRAWUG. 

Baii'B  KlnemallcB  ol  Machinery. Sto,  ; 

•  Bartktt'*  Mechanical  Drawioc. Sio,  3 

•  "  "  ■*        Abridged  Ed Srs,  . 

Coolidce'i  Manual  of  Drawlot 8to,  paper  ) 

CooUdga  and  Freeman'*  BlemcBl*  of  Oaoaral  Drafttue  for  Hachonlcai  Ei«I> 

near*. Oblonc  4I0,  : 

Duriey'a  Kinematlct  ol  Maehlnn Bro.  ■ 

Imch'i  Introdnctloii  to  FroJectiTe  Oeometiy  and  iu  Applications. Sto. 
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BUl'i  TuI-booH  on  Shade*  ind  SludDwi,  and  PenptctiT* 

Jamiioo'a  EleiaiatB  of  Mschanica]  Dr*sla(. Svo, 

Advaoced  Hechaoieal  Crawioe Sto, 

Joius'i  Hacblne  Deaign : 

Part  L     KiDematicB  of  UachlnirT. 

Part  n.     Form,  Strwiclh,  aad  Proportlau  of  Parta. ,  .8td, 

IfaeCord'a  Eluntota  of  DtacrlpUvc  QtemtUj. 

Kiaematlci ;  or,  Pracdcal  lt*f>i«Tii^TTi,  „,  ^ ....  ^  ^ .,.,.,.,.,,,, , 

MBChanical  Drawiiig. 

Valocitj  DUcramt. 

•  KaluD'i  DMcTlptln  Osometr7  and  Slona-cutlinc. 

lodulrUl  Dtawinc.    (Tbompaao.). 

Horar'a  DtacilptiT*  Otomctrr. 

Bced'e  Tc|K>ciaphical  DrairiiiK  and  Skalclilii(. 

Raid'i  ConTM  In  Hidiaitical  Dmriac. 

Tnt-book  of  Hachanlcal  Drawiof  and  Eltnuntaiy  Macbine  Daign .  Sn, 

Roblnflon't  Wlnciplaa  of  Mechaniuii- , . ,  ~ 

Schwamb  and  HeirHl'i  ElsiiMnla  ef  HKbanlDD 

Smlth'B  Hanoat  of  Topociaphical  Drawing.     (HcHiUan.) 

Vamn'i  Elamsota  ol  Plana  and  Solid  fns-band  GaoDUtrical  ]>tawlac .  i 

Praftioa  ItutmmeDti  and  Operation*. i. 

itanualof  ElanunUiy  Projection  Drawins i. 

Kannnl  of  Elunentaiy  Problenti  In  the  Linear  Penpective  of  Farm  and 

Shadow 

Plane  Problem*  In  Elementary  GeomeO? iimo, 

PriouuT  Geometrr iimo, 

Element!  of  I>e*cripti>e  Oeometpr,  Shadow*,  and  PerapeetiTe Sto 

OenerRi  Problem*  of  Shade*  and  ShadoTi. 8to, 

Element*  of  HacMne  Conslructioii  and  Drsninf. 8vo 

Probleou,  Theorem*,  and  Eiampku  in  DaKriptli*  Geometrr 8m 

Veisbach's  Kinematlci  and  Power  of  TranBmiHion.    (Bermaan  and  Klein  )3to 

Wbelpiey'i  Practical  Instruction  in  the  Ait  of  Letter  EDEravinf iimo 

Vilaon'i  <H.  H.)  Topairaphic  Sumrinc, ,.,..,..  Svo 

WiUon'i  (V.  T,l  Free-hand  Perepective Svo 

Wilioa'a  IV.  T.)  Free-iiand  Lettering 8fo 

TooU'*  Elementary  Coune  in  DeecrlptLvg  Geomelrr. LaieeSvo 


ELECTRICITY  AND  PHYSICS. 

Aothonr  aivl  Bntckttt'B  Teit-book  of  Phfsica.     (Hasie.) Small  Sto 

AothonT'a  Lecture-notes  on  the  Theory  of  Electrical  Meanuement* . . .  .lamo, 
Benjamin'*  Hiatocy  of  Electricity. Sto 

Voltaic  CeU. Svo. 

Claaaen'*  QuantilatiTe  Chemical  AnalysiB  by  Electrolyai*.     (Boltwoad.).S 

Crehoie  and  Squier'i  Polariiing  Photo-clirooocrBph. g 

Dawion'i  "£n|liieerla<"  and  Electric  Traction  PDcket-book .  iSOio.  moroc 
Doleuiek'a    Theory   of   the    Lead   Acciunuiator   (Storace    BatUry).      (Von 

Ende.) 111 

Duhem'i  Thermodynamic*  and  Chemlatiy.     |Bur(eu.J S 

Flalher'a  Dynamomelan,  and  the  Heanirement  of  Power lai 

Cilbert'i  De  Uaeaete.    (Hatlelay.) f 

Hanchett'i  Alternatins  Cuirenta  Explained iii 

Harlng'*  Ready  Reference  Table*  (Coanraion  Facion) ifimo,  moroi 

Bolman'a  Preciaion  of  HeaanremEiitg f 

Teleacopic  Mirror-acaie  Uethod,  Adjuitmenla.  ar.d  Teita LaiEe  8 

Einzbninner'i  Teitios  of  ContlnuoUB-Curreat  Uachmes f 

Landauer's  Spectrum  AnalyBt*.     (Tinelo.l. I 

Le  Chateben'i  Hiih-temperature  HeasuteioeDti.  (Boudouar<l~Bur|e*a.)  la 
Lijb'a  Eiectroiyui  and  Elgctroiyntheii*  of  Organic  Compound*.  (Lorenz. )  i  z. 
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■  Lrou'i  TMitlie  OD  Blactronucnatlc  Phiaomina.  Voli.  I.  uid  n.  8vo,  t 

•  Mlehle'i  Sknuntt  ol  Wava  Motloii  Balktliic  to  Sonad  and  Lifht 

HUndti't  BtBuantBTT  TnatiM  on  Etoctrlc  BatttriM.    (nahhack.). ii 

•  Kotanbttic'*  Ekctiical  Encinoviiif.     (HaUuu  Gm — SliubruniMrO'  ■ . 

&nn.  Horri*.  and  aoilc'i  Elsctriwl  HacblneiT.     VoL  L 

TtiDntiin'i  StBtlonuT  3< 


TiMtiie  OD  tha  Militur  Law  of  Dnitod  Statn. .  . 


O  JnruptvdaaCfi.  ...  - 

w  of  Opsmlioni  PnUmlnajT  to  ComtrocUon  in  BncuMBTini 


....evol  I 


MArrUFACTURES. 

Bmiadou'i  SmokeIe»  Forder — nitro-ce1IuIo«  and  Tbooir  of  the  CelluloK 

MolKule 

BoUaDd'i  Iron  Pounder 

"  Tli»  Iron  Founder."  Supplement. . 

Encfclopcdia  of  Foundini  and  DlcUonarT  of  Foundry  Ternia  Tiled  In  the 
Pnctice  of  Mauldjnc.  • 

Einler't  If (Mlem  High  EiploilTe*. Sm, 

EOroDt'e  Enzfinei  and  tbeic  Applicatlona. 

FitzEerald'i  Boston  Hachioitt. 

Ford-*  Boiler  Halcinc  for  Boilai  Halceia. . . . 
Hapkin'i  Oil-cbemisti 


Leach's  The  InapectiDn  and  Analyila  of  Fooi 


>d  vlth  Special  Reference  to  Stale 

ControL Larfe  8to,    ' 

Hatthen*!  The  Teitjle  FIbm. 8ro,    ; 

HetcaK'a  SteeL     A  Manual  for  Stael-usen 

Hetcalfe'i  Coitot  Hannlaclurea — And  the  Admialttratioa  of  Woikahopi.BTD, 

Mtyet'e  Modern  LocomotivB  Construction 4to,  i 

Iforve'a  Cilculatiou  uied  in  Cane-Bugar  Factories lema.  mo 

•  IMslc'a  Guide  to  Pieee-dyeioe 

Sabln'B  Induetiiil  and  Artiatic  TechnoloET  ot  PalotB  Hid  Vamldi 

Smith'i  Pren-woiliing  ol  HeUb. 

Gpaidlni'i  BydiauUc  Cement 

Spenter'i  Handbook  for  Chemists  of  Beel-euiar  Bouses.    . .  .  i6mo,  mo 

Handbook  for  Sufu  Maoufacturera  and  their  Cbemjsls.  .  ilimo.mo 
Taylor  and  Thompaon'i  Trealim  on  Coocrete,  Plain  and  Reinforced.  .  . 
ThuraCon's  Manual  ot  Steam-boilen,  their  I>eslta<,  Construction  and  Opera- 

•  Valke's  Lectures  on  Eiplosivei 

Ware's  Manufacture  of  Sucai.     |In  preM.) 

West's  American  Foundry  Practice 

KoDldeT'l  TeH-boolt. 
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MATHEKATICS. 

Bakir'i  Elliptic  FunctlonB. 

■  Bui'i  £l«ni*nti  of  DiflercntUl  Caleuhu. 

Briui'B  Slementi  of  PUne  Analytic  GMinwirr 

C«mptDii*i  HAmul  ol  LoEBiithmlc  CompulAtloiv. ..  ^ .  ^ .,..,. 

SivU'b  Introdaction  to  th»  Logic  of  AJ«abi>. 

*  Dieluon'i  Colleje  Algebra Lwge  iimo. 

*  latroducUoD  to  tha  Theoiy  of  Alcabnlc  EqiuUoni Lug*  lamo, 

Emch't  Introduction  to  PiojectiTa  GeoiDetir  and  Ita  Applications. 

Bilitcd's  Elemanci  of  Ocometrr. 

Eltmentaiy  Synthatlc  Ocometrr. 

Rational  Otomxttt. 

*  JoluMn'i  (J.  B.)  Thm-placa  LoiaiUhinic  Tabki:  Tot-poctntiiH-papH', 

*  Kounttd  on  huTy  caidbo^,  8  X  lo  Incbat. 

Johnson'*  (W.  W.)  Eknuntarr  TradM  on  Dlffotntial  Calculu.  .Smalt  8to,   ; 
JoIuuod'i  (V.  W.)  Elcmcatarr  Tr«ati«  on  ttw  InMcnl  Cakulu*. Small  8vo, 

JoluuoD'i  (W.  v.)  CiuTB  Iraclng  In  CartesUn  CoHJidioatc*. 

Johnson'*  (W.  V.)  Treitisa  on  Ordinary  and  Partial  Diffu«nti«I  Equations. 

Small  Sto,    ; 
Johnson's(V.  V.)Th«rrT  of  Errors  and  ths  Hsthod  of  Least  Sqiuucs. 

*  Johnson's  (W.  W.)  Thcarttical  Hechanlci. 

Laplace's  PhilosopMcal  Esaar  on  ProbabiliUes.     (Tnwcott  and  Emorr.) . 

■  Ludlow  and  Basa.     Elements  of  Trlconometry  and  Loiaiilhs^lc  and 

Tablo. 

TticonometiT  and  Tablas  pubUslud  separatair Each, 

*  Ludlow's  LoBiritbmlc  and  rrifonomstrlc  Tables 

Maum's  Technical  Hecbanics. Sto,    . 

Ilartlman  and  Woodward'i  Hither  Mathematics. 

Kerriman's  Hethod  o(  Least  Squares. 

Sic*  and  JobnsaD')  Elemeotarr  TreatUg  on  the  Diaeieiitlst  Calculus.  .Sm.  8(0, 

SiSerential  and  InleETsI  CalculuB.     1  vols.  In  one. SmaUSra 

Tood's  Elements  of  Co-oidloate  Geometrr. 8>o. 

Triionometry :  Analrtlcal,  Plane,  and  Spherical 


MECHAHICAL  EHGIHEERIHG. 

HATGRIALS  OF  EHGIHEERIIfO,  STEAU-EHGinES  AVD  BOILERS. 

Bacon's  Forge  Practka. 

Baldwin's  Staam  Heating  for  Buildings. 

Bajr*s  1C"t""**"  of  Hachinery. 

*  Bartlett's  Mechanical  Drawing. 

•  "  "  "        Abridgod  Ed. 8to. 

BeoJamin's  WiinUea  and  ReclpeL lai 

Carpenter^  Experimental  Engliwering. 3 

Halting  and  Ventilating  BuUdlngL 8 

Carr**  Smoke  SuppFealeh  in  Plants  saing  KtuminDus  CoaL     (In  Prapa 

Snull  Sto, 


Ctcrk'j  Gas  and  Oil  Engine. 

Coolidga's  Hanual  of  Drawing. .... 
Coohdge  and  Freanun's  Elements  o 


Gsncral  Drafting  for  IfMhanlcal  En- 
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CnuBwitTi  TtmUw  od  TootlMd  Gaarinc. . 

TnMlH  on  Belt!  Uld  Pullin-  -  ■ 

Flathtc'i  DgmuaaauiUim  u 

Ropa  DiiTlnc. 

'  (Hll'i  Gu  ud  Fual  Analyili  for  £ii<lo«*n. .  . 
Ball'f  C«r  Lubrication. . . 

Barinc'i  Rudj  R>fsnn«  T>blM  (C(iin«nloD  Vactoti).  . . 
Rntton'i  Tha  Oa*  Bnjtliia. . 
JvBiaon't  Uechuiul  Draw 
Jotua't  Machlaa  DeUED : 

Put  L     Klngouitlca  •!  Haehlnwr. 

Part  n.     Form,  StrentUi, 
Kmf «  Hechaolcal  EniinHn'  Pocket- 
Karr*!  Potter  and  Power  TraauiUalai 
lAonard'i  Kachlna 
*LoreBi>a  Hodgrn  Rifrlfi 
lUcConl't  Klumatlci ;  o 

■achaolcal  Dnwlnc 

Valocltf  DUiiuiii 

Ibhan'a  Indnitrlil  Draving.     (Thoinpaoa.%  . 

Poola  a  Caloriflc  Potter  of  Fueh. 

RoU**  Cowsg  In  Keeluuiical  Dnwloc. . 


Text-book  of  H 


ittinc  BDd  Slameutarr  HacbJne  DoIfD.STO, 


Richard'!  ComjiraBatd  Air  , . 

Kobinaon'a  Priadplta  at  HcchanUni. 8to, 

Schttamb  and  Kairlira  Elemanti  01'"'' 

Smlth'a  Preu-waiking  of  Uatals. . 

Thunlon'i   Trcatiia   on   Friction  and   Loat  Woik  In  Hachlnary  and   MiU 

Work 

Animal  aa  a  Machine  and  Prune  Hotor,  and  the  Lawa  of  Enarietlca . 

Tarren'a  Etemanta  of  Kachine  Conttruetioa  aad  Dmwliii; 

and    the    Power    of   Tianamia^oB.     (HennMon — 


Klein.).. 


MATERIALS  OP   EROINEERinO. 

Bony'a  Strmcth  ot  lUterialB  and  TtMDiT  of  Slrncttue* Sro,    ' 

Burr'a  EUaticitr  and  Raaiatanca  ot  tha  Itetariala  of  Eoitneariiis.    Ml  Bditioii. 

React 

Church'!  Kecbanlc!  ol  Eosinei 
Johnaon*a  Materiala  of  O 

Kaap'i  Cut  ban. 

Lama'*  Applied  Hechanlca. 

Maitm'i  Handbook  on  Ie!tinc  lUteriala.     (Benning.)  . . 

KatTinuin'e  Uschanica  ot  HaterlalL  

SCrencth  of  Katellala 

Hetcatf'i  SteeL     A  manual  foi  Steel-iucra. 

Sabln'a  Induatrlal  aad  Aitiitic  Tcchnolocr  of  Palot*  and  T 


Thuntoa'a  MalerUIa  ot  Eociaeerinc. 3  toIl.  t 

Part  n.     Iron  and  SteeL f 

Part  in.     A  TreatiM  oa  Bimee,  Bronua.  and  OtbM  AUorl  and  tl 

CoDatiMaal*. < 

tvOriookid  the  Haleriala  ol  CooMrudlon. 1 

la 
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Twd'i  (De  V.)  TieatiM  on  flu  Rwiitanet  of  UalarUk  uid  an  AppamUi  ci 


Vood'i  (!>■  V.)  EltmanU  at  Aiuilytiul  Hechudct. 

Wood'i  (K.  P.)  Rtutbia  CoaHagi;    Coninloa  ud  Ekctnlyili  i 
StML , 


STEAH-EnGHTES  AITD  BOILERS. 


Bcny'i  T«mpcntuiv-«DtrDpr 

Cunot'i  RaflKtloni  on  the  Holln  Powel  of  Heat     (ThutMon.).  . .     .  .  isiBO 

DawHn'fl  "  Eoglntetlng  "  and  Electric  Inctian  Pockil-bock. . ,  .iSino,  mor. 

Ford's  Bollu  HcUoa  (or  Bolkt  Uikert. iSmo 

OoB*i  LocomotlTe  SpulcL -,.-.-...- 870 

HcmanwAT'i  Indicator  Practlco  and  Steani-encliu  Economy iimo 

Button's  Hwhanlcal  Englnenlng  of  Power  Planta. Sro 

Heat  and  Heal-engineL Sro 

Eenl*!  Steam  boiler  Bconomr 8*0 

Sneast's  Practice  and  Tbaorr  of  the  Injector Sro 

HacCord'a  SUde-yalrea. 8vo 

Herer'a  Modem  Locomotive  Conitmctloa- .  - . , 4to 

Feabody'i  Hanoal  of  the  Steam-engine  Indicator lamo 

Tablei  of  the  Piopertles  of  Satoiated  Steaa  and  Other  Vapors Sro 

Tbeimodynainlo  of  the  Steam-engine  and  Other  Heat-englDt< 8>o 

Valre-aean  for  Steam-englBea. Bto 

Peabcd;  and  Ulller'i  Steam-boilen Sro 

Pniy'i  Twenty  Yean  with  the  Indicator I«ts«  8vo 

Pupln'a  TheimodTnamlcs  of  Reversible  Cycles  In  Gate*  and  Saturated  Vapors 

lOiterberg.) , , umo 

Reagan's  Locomotlvea:  Simple  Campound.  and  Blectilc umo 

Rontgen's  Principle*  of  Theroiodynamics.     (Du  Bolt.) 8to 

Sndair's  LocomotiTe  Engine  Running  and  Hanagement.  -,..-,.....  ,i3nio 

Smart's  Handbook  of  Roglngerlng  Laboratory  Practice iimo 

Snow't  Steam-boiler  Practice 8to, 

Spangler's  Vahe-gMTt ,     Sto 

[foles  on  Thermodynamlci . .  , ...._.. .lamo 

Spangler,  Greene,  and  Hanball't  Element*  of  Steam-enginMrlng Sto 

Thunton's  Handy  Tables .8™ 

Manual  of  the  Steam-engine .3  TaIs..STO.  i 

Part  L     History,  Structure,  and  Ilworr 

Part  IL     Design,  ConstructlOD,  and  Operation.. . 

Handbook  of  Engine  and  Boiler  Trials,  and  the  Use  of  the  Indicator  and 
the  Prony  Brake 

Stationary  Stuun-cnglnet. 

Steam-boiler  Explosions  In  Theory  and  Id  I^actlce 
Manual  of  Steam-boUen.  their  Deslgni,  Construction,  ar 

Weiabach's  Heat,  Steam,  and  Steam-engine*.     (Du  Bois.) 8n>, 

Whitham't  Steam-engine  Design 8to, 

WUsoo'g  Treaciu  oo  Stcam-boilen.     IFlathei.) i6mo. 

Wood's  Thermodynomict,  Heat  Motors,  and  Relrigerating  Machines. .  .Bto, 


HECHASICS  ASD  HACHHTERY. 


B4rr*t  Kinematlca  of  Machinery. .......... 

Borey's  Strength  of  Hatsrials  and  Theory  of 

Chasc'i  The  Art  of  Pattern-making 

CSlurch'i  Hechanld  of  Bngineeiing. 
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CbOfch^  MotM  and  I 

Comptoo's  Flnt  Lm»iii  la  Hetal-woikiax. imbo, 

Comptod  uid  Db  Onwdf  ■  The  Speed  Latha lamo, 

CromwcITt  Tnatbe  on  Tootlied  Oearlnc iinui 

Tnatba  on  Bain  utd  PnOeTt. iintD. 

Dkna*!  Tiit-book  of  BlnoentarT  Ibclunlc*  lorColIasei  and  Scboob.  .iimo, 

Slnfiy'i  UachlaoT  PaReni  MaUnc iimo, 

Dradge'i  RMMrd  of  th*  Traatportatlon  Exhibit*  Bnlldlnc  of  the  WorU'i 

CahunUan  Bipoaltton  of  iSos 4I0  baU  morocca. 

Da  Boit**  ElementaiT  PriuclplM  of  Hacbanici: 


VoL     L    Zlncnwtlc*. . . 


Vol  HL    Kloetka. 

Ibcbania  of  Snclnaerlng.     VoL    L.. 
VoL  n. . 

Dorkr'*  Elncmatlci  of  Uachinet. 

Piticetald'*  Boiton  XaiMnbt  . 
Flitha's  Drnunomataii.  and  th 

Sope  DiItIiic. 

Gob**  LoeomotlT*  Spark*. 

Ban'*  Car  LabilcatloB. 

Bally'*  Art  of  Saw  FUlnc 

Janua'*  Klnamatlci  of  a  Point  and  tbt  Baliooal  Htcbanlca  of  a  Particle.  Sm.Svo 

•  John«on'*(W. 'W.)Theo»llcBlMechanks. 

JohnMn'*  (L.  J.)  Static*  bjr  Gnphic  and  Alfebritc  Hethod*.  . . 

Part   L     Kinematic*  of  Xachinerr. 

Pirl  n.     Form,  Sttcoxth,  ud  PrapoitiaDi  of  Put*. 

Xnr'i  Poiitt  and  Power  Tranunluion 

Lanu'a  Applied  Mechanic*. -SrOi 

Leonaid'i  Hacbioe  Shop,  Tool*,' and  Hethod* 

•Loreni'*  Uodern  Etefricentins  Hacbinerj.      (Popc.Baren.  and  Dtaa.}. 
MacConl'l  Kineinatic*!  or.  Prattle*!  Uechinitai 

Velocity  Dlaciam*. 

lUurer'i  Technical  Hecbanic*. 

Kaniman'i  Mectumic*  of  U*teriak. 

*  Elamenta  of  Uechank*. is 

•  Hichla'i  Elameat*  of  AnalTticai  Hechanic*. 

Xeacan'*  locoDiotin* :  Simple,  Compound,  end  Electric i: 

Seld'iCotine  Id  H*cbaiiicail>rawinf 

Te*t-bQokol  Maclianical  Drawing  and  Elementary  Machine  Deriin.8vo. 

lUchardi'i  Compresead  Air 

Roblnioa'*  Principle*  of  Ucchanltm. 

]ty*Q,  HoirU,  and  Boile'*  Electrical  Hacbinery.     VoL  I 

Schwamb  and  MBrrill'*  Element*  of  MiM-K«i.i«m 

SlncUlr'i  Locomotive-eosiiie  Runniog  and  HanasenuoL 

Smith'*  to.)  Pre**-workiDB  of  Melali 

Smith'*  (A.  W.)  Ualetlalt  of  Uachiae* 

Spaoffler,  Greene,  and  Maxehall'*  Element*  of  Steam-engineering. .  . 

Tboreton'*  Treatise  on  Friction  and  La*[  ^7ork  in    Machinery 

Work. 

Animal  a*  a  Bachlne  and  Prime  HoCor.  and  tbe  Lawc  of  Enaritellc*. 

Varran'a  Elenunla  ol  Hachlne  Corutmctlon  and  Drawing. 
Veiabach'*  Xlnatnatic*  and  Power  of  Tranami**  ~ 

Kadiloery  ol  Tr*n*ml*«lnn  and  OoTemoi 
Voad'*  Element*  <if  Analytical  Hachanlca.  . . . 

Princlplea  of  Eteinantary  Mechanic*. 

Turbine*. 

Tha  WurU'i  Cohimblan  Enpodilon  of  iS»  . . 
U 
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MBTALLDRGT. 

Bihstos'l  UatallaqT  ol  Sim,  Gold,  and  Hamu;: 

VoL   1    Sihet. , 

VoL  H.    Oold  and  Hamuy 

•■  IlBt*!  Le>d-viwRlD<.     (Poiu<>  p  cents  addiUoiuX) 

Kmp'b  CMt  lion 

Konhudl's  Practk*  ol  On  Dttfiot  In  Eaiop« 

IpC  ChateUBT'a  Hlfh-t«mp«iatiira  KAAnmmaFtB.  (Boudoiurd — Bursan.) 

MatcatTg  StMl.     A  Kutul  far  Stael-ii»c»     

Smith's  Hiteruk  of  Uuhines. 

Thunton's  Hiteilsli  of  £ncln«rlnc.     In  TluM  Parts. 

Put    n.     lion  and  SteeL 

Part  TO,     A  Tresllse  on  Biaises.  Bian»«,  and  Other  Allan  nod  Uxlr 


Dike's  Hodei 


I  Electrolitlc  Copiiei  Reflning. 

HmERALOGT. 


Bsninsw's  Deacription  of  Ifiaatals  of  Comouicial  Vahia.    Oblong,  n 

Boyd's  Rasoaicsi  of  Southweat  Virilnis. 

Hap  of  Southwtat  VlrignU Pocket-book  form. 

Brush's  Manual  of  I>etennliiatlTe  Hlneralocy. 

Cbfstei's  Catalogna  of  Hlneials. 8to.  paper,  i 

Piclioaai7of  the  Ifaiae*  of  Hinersls. .,.,.. , . . 

Sana's  SyiteiD  of  HloeratocT. 

FinI  AppaDdli  to  Dana's  Bew  "  StiI 

Text-book  of  Hiaeralo(7. 

Hinerals  and  Bow  to  Study  Them  . , 

CalaloEUe  of  Aouricaa  Localities  of  Hlaeral*. Latgs  8to, 

Hanoalof  Ulneralogy  and  Petrography. un 

Soittlai's  Dntrctiaicil  Aitdrssaea  on  Technical  Subjects. im 

Bakle's  Ulneral  Tables. Si 

Efleaton's  Catalogue  of  Hlneiaii  and  Synonyat. Bi 

Buisah's  The  Detarmioation  of  Rock-fonDlDg  Mineiali.   <9niith.),SnMiUBi 

HBTrllTa  Hon-metalllc  Minerals :  Thetr  Occnrranca  and  Dees. Si 

*  PanHeM'a  Hates  on  Determinative  Mineralogy  aod  Btcord  of  Mineral  Trsti, 


Roaenboach's   HIcroKOpleal  Physiography 

(Iddlngi.) 

*  TUbnan's  Teit-book  ol  Importaol  Minerals  and  ttoeks. 
Vllllama'i  Hansal  of  Lilbokigy. 


8to  p 
the  Koek'maklag  Mine: 


Beard's  VenUlation  of  Hlnai.  . 
if  South' 


It  Vlrgi 


Map  of  Southwest  Virginia. 

DoDglas's  Cntechnical  Addresses  on  Tecbnical  Sub>eGts ilma. 

•Drinker's  XumuUng.  Explosive  Compoooda.  aod  Rock  OnUs.  .4to.ht.  moi    : 

Elisler's  Modern  High  KipkisiMs. , gvo. 

Fowler's  Sewage  Works  Analyses . 

Ooodyear's  Coal-mines  of  the  Western  CoaM  of  the  ttnited  States. . . 


O'Driieoll's  Botes  on  the  Treatnwnt  of  OoU  Ores.     Svo. 

•  Walke's  Lettutes  oi 
WUson'i  Cyanide  Proteases. 
flhiort nation  Process. . . 
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SAinTARY  SCIENCE. 

Bmhore'«  SinlUtloD  of  ■  Couatrr  Hoiue 

JotwiU'i  Sewcnce.     (Dmlsnlnf,  Coiutiuc(Ion>*iid  Halntnuiic*.)- 

WMer-wpplr  Enflneerinj. 8tq, 

Tu«r1«g's  Water  ■nd  Public  Health 

Watn-Bltrntlon  Works 

Gerhard'!  Quid*  to  Saoltaiy  Houie-lnspeclion 

Ooodrich*!  Ecaoainlc  Diipoul  of  Town'i  Refine Dam 

Hazen'i  Filtration  of  Public  Water-nippUea. ,8»o, 

LcBCb*!  The  Inspection  and  AnalTili  of  Food  vHh  Special  Kefelenca  to  State 


Coot 


Mb»u's  Water-supply.  (Conildered  princlpaDjIrom  a  Saoltary  Standpoint)  Sto, 
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